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With variable length and 
simply strong.
Extremely flexible thanks to different 
handles, even on longer lengths. Fast 
installation and a strong connection 
thanks to DST.

DIRAK-SNAP-Technology.
Did you know? Most of our 
 products are also available with 
DIRAK-SNAP-Technology (DST).

Unique. Variable. 
Attractive.
The DST quarter-turn with han-
dle uniquely combines the locking 
 function of a quarter-turn with the 
aesthetic design of a handle. DST 
ensures easy, reliable and secure 
installation.

Stays on the bottom.
The flush mounted hinge recessed 
handle is especially suitable for 
 installation in bottom flaps.



692 | Handles | 693Handles

Bridge handles
/

U-handles

Finger pull 
handles

DST tool-less 
instalation Tube handles

Content - by product gropus

Page: 3-9, 15-21 Page: 6-7, 9-10, 34

Page: 11-14

Ha
nd
le
s

www.metalika-kacin.com www.metalika-kacin.com

Drop handles Flush 
handles

Page: 10, 22-28, 34-36, 60 Page: 27-29, 35, 39

Grips

Page: 15, 30-33

Latches with 
handle

Page: 34-44

Quarter-turns 
with handle

Page: 45-66

Clamp levers
and

Tension levers

Page: 66-69

Crank 
handles and 
Handwheels

Page: 70-72

Page: 8-11, 15, 34, 36, 59

Content - by material

Aluminium
Stainless 

steel

Zinc die Steel

Brass

Page: 3-7, 12-15, 18-21, 27, 30, 42-43, 71-72 Page: 3, 16-21, 23-35, 40-41, 47, 50, 53-64, 67

Page: 8-10, 15-17, 27-28, 34-40, 43-49, 51-60, 63-69 Page: 11-12, 16-19, 21-26, 28, 30-31, 40, 44, 70

Page: 18-19

*Pages refer to pages in document (not catalogue)



36

d1

l

d2

h

d2

h

l

d1

d1

l

d2

h

Type BType A

Model: Body from polyamide, black. Screw from
steel, zinc-plated.

Type A:  without Hexagon.
Type B:  with Hexagon.

...  Please indicate here the desired screw length e.g. 020  for l = 20 mm.

Type A Type B

Type C

Levelling Elements

resp. Height Adjusters

Levelling Elements

resp. Height Adjusters

Model: Disk from polyamide, black. Screw from
steel, zinc-plated.

Levelling Elements resp. Height Adjusters

Levelling Elements resp. Height Adjusters

Order No. 

Form A 

Order No. 

Type B 

Order No. 

Type C 

External
Thread 

d1

Length of Screw l (mm)
Size
d2

mm 
h 

mm 

80 38 06 ... A M 6 15 30 38 10
80 38 08 ... A M 8 20 30

80 50 06 ... B M 6 20
80 50 08 ... B M 8 20 50 10
80 50 10 ... B M 10 20

80 60 08 ... C M 8 15 35 55 60 8 
80 60 10 ... C M 10 15 35 55

... Please indicate here the desired length of screw e.g. 020 for l = 20 mm.

Hexagon

Pull Handles
from Aluminium resp. Stainless Steel

Grip from aluminium profile with high stability and
smooth surface. Modern design and ergonomical

points of view were the standard basis for the design.
Due to the production system (bending), special

lengths can be delivered also in small quantities.

Model Aluminium: Plastic coated black RAL 9011,
matt finish or blank, bright tumbled finish.

Model Stainless Steel: Material No. 1.4301, sand-
blasted matt.

Pull Handles - Aluminium resp. Stainless Steel

Order No. 

Black 

Order No.. 
 

Blank 

Order No. 

Stainless Steel 
b 

mm 
l 

mm 
a   

mm 
Thread 

d 
h 

mm 
r t 

mm 

63 20 100 sw 63 20 100 bl 20 100 13 M 6 47 13 10 
63 20 112 E0A 20  112 13 M 6 49 13 10 

63 20 128 sw 63 20 128 bl 63 20 128 E0A 20 128 13 M 6 51 13 10 
63 26 128 sw 63 26 128 bl 26 128 17 M 8 55 17 12 
63 26 160 sw 63 26 160 bl 26 160 17 M 8 57 17 12 
63 26 192 sw 63 26 192 bl 26 192 17 M 8 57 17 12 
63 26 300 sw 63 26 300 bl 26 300 17 M 8 57 17 12 

INOX

41

10∞

10∞10∞

10∞

l
h

h

k
k

M12

d2

d 1

8

sw 8

sw 19

d2

sw 19

Levelling Elements

Levelling Elements

... Please indicate here the desired length of screw e.g. 085 for l = 85 mm.

Model: Upper part of disk from reinforced
polyamide, black RAL 9011. Bottom from no-slip
rubber, white RAL 1015. Bottom structure stem

s

vibration and avoids slipping of the disk. Ball-screw
with hexagon from steel, zinc-plated resp. fro

m

stainless steel, material no. 1.4305.

Resistant to:
cold (- 30∞ C), heat (+ 90∞ C), leaches, oils

,

greases , salt and soapy solutions, gas, ozone and
weather.

Static load: 1000 kg.

Elements (without screw) with bush M12 from steel, zinc-plated:
Order no. 84 85 GF.

Order No. 

Steel 

Order No. 

Stainless Steel 

External
Thread 

d1

Length of Screw l (mm)
Size
d2

mm 
h 

mm 
k 

mm 

84 85 12 ... 84 85 12 ... E0A M 12 85 135 85 44 20 
84 85 16 ... 84 85 16 ... E0A M 16 85 135 85 44 20 

Hexagon

Hexagon

HexagonINOX

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

Pull Handles

from Aluminium
to assemble from front side

Counterbored
for cap screw
DIN 912-M6

These pull handles allow assembling from front
side.

Grip from aluminium profile with high stability and
smooth surface. Modern design and ergonomical
points of view were the standard basis for the
design. Due to the production system (bending),
special lengths can be delivered also in small
quantities.

Model: Aluminium, Plastic coated black RAL 9011,
matt finish or blank, bright tumbled finish.

Pull Handles to assemble from front side - Aluminium

Order No. 

Black 

Order No. 

Blank 
b 

mm 
l1 

  mm 
l2 

mm 
a  

mm 
d 

mm 
h1 

mm 
h2 

mm 
r 

66 26 116 sw 66 26 116 bl 26 116 130 17 6,3  53 17 17 
66 26 132 sw 66 26 132 bl 26 132 146 17 6,3 55 17 17 
66 26 164 sw 66 26 164 bl 26 164 178 17 6,3 57 17 17 
66 26 196 sw 66 26 196 bl 26 196 210 17 6,3 57 17 17 

+386 4 510 53 60
+386 41 694 339 
info@metalika-kacin.com

METALIKA KACIN s.p. 
Račeva 8
SI-4226 ŽIRI, Slovenija

Many other dimensions available on request.

Many other dimensions available on request.

www.metalika-kacin.com www.metalika-kacin.com
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6-11036-1102

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for hospital equip-
ment, medical and food pro-
cessing technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M5.

Bridge handle, round
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0517.96-00100 100 mm 110 mm 90 mm 40 mm 30 mm screw-on 10 pcs.

Bridge Handle [6-1103]
Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for hospital equip-
ment, medical and food pro-
cessing technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M8.

Additional lengths on request.

Bridge handle, ellipse
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0514.96-00112 112 mm 126 mm 98 mm 55 mm 41 mm screw-on 10 pcs.
213-0514.96-00128 128 mm 142 mm 114 mm 55 mm 41 mm screw-on 10 pcs.
213-0514.96-00160 160 mm 174 mm 146 mm 55 mm 41 mm screw-on 10 pcs.

Bridge Handle [6-1102]
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6-11056-1104

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for hospital equip-
ment, medical and food pro-
cessing technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Brigde handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M5.

Bridge handle, half round
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0516.96-00100 100 mm 108 mm 92 mm 40 mm 32 mm screw-on 10 pcs.

Bridge Handle [6-1105]
Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for machine build-
ing, tool building, electrical
industry, hospital equipment,
medical and food processing
technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M6.

Bridge handle, half round
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0513.96-00112 112 mm 122 mm 102 mm 50 mm 40 mm screw-on 10 pcs.
213-0513.96-00128 128 mm 138 mm 118 mm 50 mm 40 mm screw-on 10 pcs.
213-0513.96-00160 160 mm 170 mm 150 mm 50 mm 40 mm screw-on 10 pcs.

Bridge Handle [6-1104]
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6-11076-1106

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enslosures, equip-
ments and other applications.

■ For vertical or horizontal appli-
cations.

Materials

■ Finger pull handle: alumi-
num, anodized natural (silver)

■ Other surfaces on request.

Remarks

Fastening with M4 screws.

Finger pull handle
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0510.96-00285 28.5 mm 35 mm 22.2 mm 27 mm 20.5 mm screw-on 10 pcs.

Finger Pull Handle [6-1107]
Advantages

■ Solid aluminum handle.

■ The appealing kidney-shaped
design makes it ergonomic
and easy to use.

■ Handles for machine build-
ing, tool building, electrical
industry, hospital equipment,
medical and food processing
technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M8.

Bridge handle 
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0515.96-00128 128 mm 145 mm 116 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00160 160 mm 177 mm 148 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00192 192 mm 209 mm 180 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00350 350 mm 367 mm 338 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00500 500 mm 517 mm 488 mm 57 mm 42.5 mm screw-on 10 pcs.

Bridge Handle [6-1106]
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6-11096-1108

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ For vertical or horizontal appli-
cations.

Materials

■ Finger pull handle:
 aluminum, anodized natural
(silver)

■ Other surfaces on request.

Remarks

Fastening with M4 screws.

Bridge handle in same design 
see product system 6-1108.

Finger pull handle
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0511.96-00030 30 mm 37 mm 23 mm 26 mm 19 mm screw-on 10 pcs.
213-0511.96-00064 64 mm 71 mm 57 mm 26 mm 19 mm screw-on 10 pcs.

Finger Pull Handle [6-1109]
Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

Fastening with M4 screws.

Finger pull handle in same de-
sign see product system 6-1109.

Bridge handle 
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0512.96-00096 96 mm 103 mm 89 mm 26 mm 19 mm screw-on 10 pcs.
213-0512.96-00128 128 mm 135 mm 121 mm 26 mm 19 mm screw-on 10 pcs.

Bridge Handle [6-1108]

Ha
nd
le
s

www.metalika-kacin.com www.metalika-kacin.comall product details CARET-RIGHT 
on DIRAK.com



706 | Handles | 707HandlesCARET-LEFT all product details 
on DIRAK.com

6-1171DST6-1131

Advantages

■ Elegant bridge handle with
 DIRAK-SNAP-Technology.

■ Surface matt chrome plated.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Handle: zinc die, matte
chrome plated

■ Other surfaces on request.

■ Snap wedges: sintered steel

Bridge handle 
Part Number Clamping 

range (S)
L L1 L2 H H1 D Installation 

type
Delivery Unit

413-9017.00-00815 0.8 - 1.5 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9017.00-01320 1.3 - 2.0 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9017.00-01522 1.5 - 2.2 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9018.00-00815 0.8 - 1.5 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.
413-9018.00-01320 1.3 - 2.0 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.
413-9018.00-01522 1.5 - 2.2 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.

DST Bridge Handle [6-1171DST]
Advantages

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: zinc die,
chrome plated or black

Remarks

Fastening with M4 screws.

Bridge handle 
Part Number Surface L L1 L2 H Installation type Delivery Unit

213-0303.31-00000 chrome plated 81 mm 93 mm 72 mm 22 mm screw-on 10 pcs.
213-0303.33-00000 black 81 mm 93 mm 72 mm 22 mm screw-on 10 pcs.
213-0302.31-00000 chrome plated 95.5 mm 106 mm 85 mm 24 mm screw-on 10 pcs.
213-0302.33-00000 black 95.5 mm 106 mm 85 mm 24 mm screw-on 10 pcs.

Bridge Handle [6-1131]
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6-1200.01DST6-1133DST

Advantages

■ OMEGA small fin-
ger pull handles with
 DIRAK-SNAP-Technology.

■ The finger pull handles are
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ OMEGA: zinc die, matte
chrome plated or PA black

■ Other surfaces on request.

■ Snap wedges: sintered steel

Finger pull handle
Part Number Clamping range (S) Material Surface Installation type Delivery Unit

413-9001.00-00015 0.8 - 1.5 mm PA black tool-less 10 pcs.
413-9001.00-00020 1.3 - 2.0 mm PA black tool-less 10 pcs.
413-9001.00-00022 1.5 - 2.2 mm PA black tool-less 10 pcs.
413-9008.00-00015 0.8 - 1.5 mm zinc die matte chrome plated tool-less 10 pcs.
413-9008.00-00020 1.3 - 2.0 mm zinc die matte chrome plated tool-less 10 pcs.
413-9008.00-00022 1.5 - 2.2 mm zinc die matte chrome plated tool-less 10 pcs.

Accessories

764 292-0306.80-02530 Tool for uninstallation
763 292-0702.15-01030 Reinforcement plate for cutout 

DST Finger Pull Handle OMEGA [6-1200.01DST]
Advantages

■ Elegant bridge handle with
 DIRAK-SNAP-Technology in 
different lengths.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ Tool-less installation.

Materials

■ Bridge handle: zinc die,
matte chrome plated

■ Other surfaces on request.

■ Snap wedges: sintered steel

Bridge handle 
Part Number Clamping range (S) L L1 L2 Installation type Delivery Unit

413-9013.40-00609 0.6 - 0.9 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-00811 0.8 - 1.1 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-01215 1.2 - 1.5 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-01821 1.8 - 2.1 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-02225 2.2 - 2.5 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9014.40-00609 0.6 - 0.9 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-00811 0.8 - 1.1 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-01215 1.2 - 1.5 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-01821 1.8 - 2.1 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-02225 2.2 - 2.5 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9015.40-00609 0.6 - 0.9 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-00811 0.8 - 1.1 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-01215 1.2 - 1.5 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-01821 1.8 - 2.1 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-02225 2.2 - 2.5 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.

DST Bridge Handle OMICRON [6-1133DST]
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6-1300DST6-1200.02DST

Advantages

■ Finger pull with
 DIRAK-SNAP-Technology, 
sideways folding.

■ Small space requirement.

■ This finger pull handle is
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ Handle- and snap-part: zinc
die, matt chrome plated

■ Other surfaces on request!

■ Pins: steel, zinc plated

■ Spring: spring steel, zinc
plated

■ Snap wedges: sintered steel

Finger pull handle
Part Number Clamping range (S) Installation type Delivery Unit

413-9016.00-00811 0.8 - 1.1 mm tool-less 10 pcs.
413-9016.00-01215 1.2 - 1.5 mm tool-less 10 pcs.
413-9016.00-01821 1.8 - 2.1 mm tool-less 10 pcs.
413-9016.00-02225 2.2 - 2.5 mm tool-less 10 pcs.

Specific accessories

764 292-0306.80-02530 Tool for uninstallation

DST Finger Pull Handle, folding [6-1300DST]
Advantages

■ OMICRON small fi nger
pull handles with
  DIRAK-SNAP-Technology.

■ Small space requirement.

■ The finger pull handles are
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ OMICRON: zinc die, matt
chrome plated

■ Snap wedges: sintered steel

Finger pull handle OMICRON
Part Number Clamping range (S) Handle height Installation type Delivery Unit

a) 413-9009.40-00609 0.6 - 0.9 mm 25mm tool-less 10 pcs.
a) 413-9009.40-00811 0.8 - 1.1 mm 25mm tool-less 10 pcs.
a) 413-9009.40-01215 1.2 - 1.5 mm 25mm tool-less 10 pcs.
a) 413-9009.40-01821 1.8 - 2.1 mm 25mm tool-less 10 pcs.
a) 413-9009.40-02225 2.2 - 2.5 mm 25mm tool-less 10 pcs.
a) 413-9009.40-02427 2.4 - 2.7 mm 25mm tool-less 10 pcs.
b) 413-9010.40-00609 0.6 - 0.9 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-00811 0.8 - 1.1 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-01215 1.2 - 1.5 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-01821 1.8 - 2.1 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-02225 2.2 - 2.5 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-02427 2.4 - 2.7 mm 37,5mm tool-less 10 pcs.

Accessories

764 292-0306.80-02530 Tool for uninstallation

DST Finger Pull Handle OMICRON [6-1200.02DST]
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6-1600DST6-1600.01

Advantages

■ Handle with Ø30mm tube-bar
with  DIRAK-SNAP-Technology 
in various lengths.

■ Insensitive to dirt and easy to
clean.

■ Inside radii min. 5mm.

■ The Ø30mm diameter of the
tube guarantees a sure and
firm grip.

■ Precise and tight fit of the
tube in the center support and
the end pieces.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ End piece, center support:
PA, black

■ Snap wedges: sintered steel

Remarks

For the total size, please add 
51mm to the tube length.

The center support is optional, 
but should be applied for tube 
length over 466mm.

Fastening for handle
Part Number Name Clamping range (S) Installation type Delivery Unit

a) 413-9101.00-00015 End piece 1.2 - 1.7 mm tool-less 10 pcs.
a) 413-9101.00-00020 End piece 1.7 - 2.2 mm tool-less 10 pcs.
a) 413-9101.00-00025 End piece 2.2 - 2.7 mm tool-less 10 pcs.
a) 413-9101.00-00030 End piece 2.7 - 3.2 mm tool-less 10 pcs.
b) 413-9102.00-00015 Center support 1.2 - 1.7 mm tool-less 10 pcs.
b) 413-9102.00-00020 Center support 1.7 - 2.2 mm tool-less 10 pcs.
b) 413-9102.00-00025 Center support 2.2 - 2.7 mm tool-less 10 pcs.
b) 413-9102.00-00030 Center support 2.7 - 3.2 mm tool-less 10 pcs.

Accessories

764 292-0301.15-00000 Tool for uninstallation
764 292-0306.80-02530 Tool for uninstallation
763 292-0701.15-01530 Reinforcement plate for cutout 

z) 213-0401.00-00000 Steel tube, 266mm
z) 213-0402.00-00000 Steel tube, 366mm
z) 213-0403.00-00000 Steel tube, 466mm
z) 213-0404.00-00000 Steel tube, 566mm
z) 213-0405.00-00000 Steel tube, 666mm
z) 213-0406.00-00000 Steel tube, 766mm

DST Handle [6-1600DST]
Advantages

■ Handle with Ø30mm in vari-
ous lengths.

■ The Ø30mm diameter of the
tube guarantees a sure and
firm grip.

■ Precise and tight fit of the
tube in the center support and
the end pieces.

■ For vertical or horizontal appli-
cations.

Materials

■ End piece, wall end piece
and center support: PA,
black

Remarks

Fastening by hex. socket head 
cap screws M8, or hex. screws 
or with countersunk screws M8.

For the total size, please add 
68mm to the tube length.

For wall fastening please take 
the end piece b).

The center support is optional, 
but should be applied for tube 
length over 466mm.

Fastening for handle
Part Number Handle element Delivery Unit

a) 213-0101.03-00000 End piece 10 pcs.
b) 213-0107.03-00000 Wall end piece 10 pcs.
c) 213-0102.03-00000 Center support 10 pcs.

Accessories

z) 213-0401.00-00000 Steel tube, 266mm
z) 213-0402.00-00000 Steel tube, 366mm
z) 213-0403.00-00000 Steel tube, 466mm
z) 213-0404.00-00000 Steel tube, 566mm
z) 213-0405.00-00000 Steel tube, 666mm
z) 213-0406.00-00000 Steel tube, 766mm
z) 213-0407.00-00000 Steel tube, 2500mm
z) 213-0408.00-Lxxmm Steel tube, variable length

Handle [6-1600.01]
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6-1600.02

Advantages

■ Handle, bent with Ø30mm in
various length.

■ This handle is suitable for
large and heavy doors and
controlling enclosures.

■ The Ø30mm diameter of the
tube guarantees a sure and
firm grip.

■ Precise and tight fit of the
tube in the end pieces.

■ For vertical or horizontal appli-
cations.

Materials

■ End piece: PA, black

Remarks

Fastening by hex. socket head 
cap screws M8, or hex. screws 
or with countersunk screws M8.

For the total size, please add 
10mm to the tube length.

If needed center support and 
wall end piece from handle 
6-1600.01 can be used.

Fastening for handle
Part Number Handle element Delivery Unit

a) 213-0103.03-00000 End piece, bent, RH 10 pcs.
b) 213-0104.03-00000 End piece, bent, LH 10 pcs.

Accessories

z) 213-0401.00-00000 Steel tube, 266mm
z) 213-0402.00-00000 Steel tube, 366mm
z) 213-0403.00-00000 Steel tube, 466mm
z) 213-0404.00-00000 Steel tube, 566mm
z) 213-0405.00-00000 Steel tube, 666mm
z) 213-0406.00-00000 Steel tube, 766mm
z) 213-0407.00-00000 Steel tube, 2500mm
z) 213-0408.00-Lxxmm Steel tube, variable length

Handle, bent [6-1600.02]

Ha
nd
le
s
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Tube handle

Tube handle aluminium anodized or black plastic-coated;Tube handle aluminium anodized or black plastic-coated;  
handle base zinc die black plastic-coated;handle base zinc die black plastic-coated;  
cover plastic light grey, screw m.s. zinc-platedcover plastic light grey, screw m.s. zinc-plated
Version 1Version 1

AA anodizedanodized blackblack
200 1095_E26-200NA 1095_E26-200AA
250 1095_E26-250NA 1095_E26-250AA
300 1095_E26-300NA 1095_E26-300AA
400 1095_E26-400NA 1095_E26-400AA
500 1095_E26-500NA 1095_E26-500AA
600 1095_E26-600NA 1095_E26-600AA

Version 2Version 2
AA anodizedanodized blackblack

200 1095_E27-200NA 1095_E27-200AA
250 1095_E27-250NA 1095_E27-250AA
300 1095_E27-300NA 1095_E27-300AA
400 1095_E27-400NA 1095_E27-400AA
500 1095_E27-500NA 1095_E27-500AA
600 1095_E27-600NA 1095_E27-600AA

Fixing material is not included 
in scope of delivery.

Version 1Version 1

Version 2Version 2

Version 1Version 1

Version 2Version 2

Items printed in gray without stock

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com



Tube handle

* Version 1* Version 1

Version 2Version 2

*  Fixing material is not
included in scope of delivery.

Version 1Version 1

Version 2Version 2

Tube handle aluminium anodized or black plastic-coated; Tube handle aluminium anodized or black plastic-coated; 
handle base polyamide GF black, cover plastic black;  handle base polyamide GF black, cover plastic black;  
holding screw and nut m.s. zinc-platedholding screw and nut m.s. zinc-plated
Version 1Version 1

AA LL anodizedanodized blackblack
200 265 1095-U28-200NA 1095-U28-200AA
250 315 1095-U28-250NA 1095-U28-250AA
300 365 1095-U28-300NA 1095-U28-300AA
400 465 1095-U28-400NA 1095-U28-400AA
500 565 1095-U28-500NA 1095-U28-500AA
600 665 1095-U28-600NA 1095-U28-600AA
Version 2Version 2

AA LL anodizedanodized blackblack
200 265 1095-U29-200NA 1095-U29-200AA
250 315 1095-U29-250NA 1095-U29-250AA
300 365 1095-U29-300NA 1095-U29-300AA
400 465 1095-U29-400NA 1095-U29-400AA
500 565 1095-U29-500NA 1095-U29-500AA
600 665 1095-U29-600NA 1095-U29-600AA

Items printed in gray without stock

Tube handle

* Version 1* Version 1

Version 2Version 2

Tube handle aluminium anodized or black plastic-coated; Tube handle aluminium anodized or black plastic-coated; 
cover plastic black, screw and nut m.s. zinc-platedcover plastic black, screw and nut m.s. zinc-plated
Version 1Version 1

AA anodizedanodized blackblack
200 1095-U30-200NA 1095-U30-200AA
250 1095-U30-250NA 1095-U30-250AA
300 1095-U30-300NA 1095-U30-300AA
400 1095-U30-400NA 1095-U30-400AA
500 1095-U30-500NA 1095-U30-500AA
600 1095-U30-600NA 1095-U30-600AA

Version 2Version 2
AA anodizedanodized blackblack
200 1095-U31-200NA 1095-U31-200AA
250 1095-U31-250NA 1095-U31-250AA
300 1095-U31-300NA 1095-U31-300AA
400 1095-U31-400NA 1095-U31-400AA
500 1095-U31-500NA 1095-U31-500AA
600 1095-U31-600NA 1095-U31-600AA

*  Fixing material is not
included in scope of delivery.

Version 1Version 1

Version 2Version 2

Items printed in gray without stock

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

+386 4 510 53 60
+ 386 41 694 339
info@metalika-kacin.com
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Material: handle brackets of technopolymer
bar of aluminium
Colour: black 

Hand grips / bow-type handles  |  Polymer-Aluminium 

Material: PA-glass fibre reinforced
Colour: black 

Hand grips / bow-type handles  |  PA-glass fibre 

Material: thermoset material FS 31 DIN 7708
insert of brass
Colour: black 

Hand grips / bow-type handles  |  Thermoset material 

 Material: handle brackets of PA-glass fi bre reinforced
bar of aluminium 
Colours (F): 
colour code 0 = black ~RAL 9005
colour code 4 = orange ~RAL 2004 

 Hand grips / bow-type handles  |  PA-Aluminium 

  Part no.   F   D   L   E   B   C   H   h1   h2   d 

  6115620101   0   25   200±1   56   29   32   60   43   8   8,4 

  6115620141   4   25   200±1   56   29   32   60   43   8   8,4 

  6115620201   0   20   200±1   47   23   26   53   40   6   8,4 

  6115620241   4   20   200±1   47   23   26   53   40   6   8,4 

  6115630101   0   25   300±1   56   29   32   60   43   8   8,4 

  6115630141   4   25   300±1   56   29   32   60   43   8   8,4 

  6115630201   0   20   300±1   47   23   26   53   40   6   8,4 

  6115630241   4   20   300±1   47   23   26   53   40   6   8,4 

  6115640101   0   25   400±1   56   29   32   60   43   8   8,4 

  6115640141   4   25   400±1   56   29   32   60   43   8   8,4 

  6115640201   0   20   400±1   47   23   26   53   40   6   8,4 

  6115640241   4   20   400±1   47   23   26   53   40   6   8,4 

  6115650101   0   25   500±1   56   29   32   60   43   8   8,4 

  6115650141   4   25   500±1   56   29   32   60   43   8   8,4 

  6115650201   0   20   500±1   47   23   26   53   40   6   8,4 

  6115650241   4   20   500±1   47   23   26   53   40   6   8,4 

  6115670101   0   25   700±1   56   29   32   60   43   8   8,4 

  6115670141   4   25   700±1   56   29   32   60   43   8   8,4 

  6115670201   0   20   700±1   47   23   26   53   40   6   8,4 

  6115670241   4   20   700±1   47   23   26   53   40   6   8,4 
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 Material: handle brackets of technopolymer
bar of aluminium
Colour: black 

 Part no. L 

6116020101   200±1 

6116030101   300±1 

 Part no. L 

6116040101   400±1 

6116050101   500±1 

 Part no. L 

6116070101   700±1 

Material: handle brackets of PA-glass fibre reinforced
bar of aluminium 
Colours (F): 
colour code 0 = black ~RAL 9005
colour code 4 = orange ~RAL 2004 

Hand grips / bow-type handles  |  PA-Aluminium 

www.metalika-kacin.com www.metalika-kacin.com

B y taking 2 end caps and one aluminium tube (Ø 20 mm) you can 
build your handles yourself.
- can be screwed from the outside -
The required pipe is 28 mm shorter than the assembly dimension
D. 
The aluminium pipe is not included in the scope of delivery.

Material: PA
lackColour: b

Max. tensile load per grip 980 N. The grips must not get in 
contact with chemicals that could aff ect the material. 

 Hand grips / end caps for aluminium pipe Ø 20 mm  |  type 1

  Part no.   A   B   C   D 

  1100001   130-700   55   8,5   A+28 

B y taking 2 end caps and one aluminium tube (Ø 20 mm) you can 
build your handles yourself. 
The required pipe is 18 mm longer than the assembly dimension 
D. 
The aluminium pipe is not included in the scope of delivery. 

Material: PA
Colour: black

Max. tensile load per grip 980 N. The grips must not get in contact 
with chemicals that could aff ect the material. 

 Hand grips / end caps for aluminium pipe Ø 20 mm  |  type 2

  Part no.   A   B   C   D 

  1100002   130-700   55   8   A-18 

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

+386 4 510 53 60
+ 386 41 694 339
info@metalika-kacin.com

METALIKA   KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

Hand grips / bow-type handles  |  Polymer-Aluminium 
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6-1500DST

Advantages

■ Flat grip handles with
 DIRAK-SNAP-Technology for 
19" technology.

■ Small space requirement.

■ Suitable for enclosures, equip-
ments and other applications.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Grip handle: zinc die, matt
chrome plated or black

■ Other surfaces on request.

■ Snap wedges: sintered steel

Grip handle, zinc die
Part Number Clamping range (S) Cutout Surface Installation type Delivery Unit

a) 413-9201.00-00609 0.6 - 0.9 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-00811 0.8 - 1.1 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-01215 1.2 - 1.5 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-01821 1.8 - 2.1 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-02225 2.2 - 2.5 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-00810 0.8 - 1.0 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-01113 1.1 - 1.3 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-01215 1.2 - 1.5 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-02022 2.2 - 2.5 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9203.00-00810 0.8 - 1.0 mm 9.5 x 8.5 black tool-less 10 pcs.
b) 413-9203.00-01113 1.1 - 1.3 mm 9.5 x 8.5 black tool-less 10 pcs.
b) 413-9203.00-01215 1.2 - 1.5 mm 9.5 x 8.5 black tool-less 10 pcs.
b) 413-9203.00-02022 2.2 - 2.5 mm 9.5 x 8.5 black tool-less 10 pcs.

Specific accessories

764 292-0306.80-02530 Tool for uninstallation

DST Grip Handles [6-1500DST]

Ha
nd
le
s
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Version 1Version 1

Version 2Version 2

Machine handle

Machine handle aluminium black plastic-coated;Machine handle aluminium black plastic-coated;  
for version 2: screw, washer and nut AISI 304for version 2: screw, washer and nut AISI 304

AA BB Version 1Version 1 Version 2Version 2
500 555 1095_41-500AA 1095_E36-500AA
600 655 1095_41-600AA 1095_E36-600AA
800 855 1095_41-800AA 1095_E36-800AA

** Version 1Version 1

Version 2Version 2

*  Fixing material is not
included in scope of delivery.

Items printed in gray without stock

+386 4 510 53 60
+ 386 41 694 339
info@metalika-kacin.com

METALIKA   KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija



Front mount grab handles
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Front mount grab handles
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Rear mount grab handles
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Rear mount grab handles
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Rear mount grab handles
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Rear mount grab handles
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Rear mount grab handles
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Rear mount grab handles
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Features: POLISHED AND SANDBLASTED BOW HANDLES

40000 MANIGLIA INOX CURVA 195 183 12 40 M5X10
40002 MANIGLIA INOX CURVA 104 96 8 28 M4X10

CODICE - CODE

MANIGLIE INOX CURVA

L

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

I D H F
descrizione - description 

40003L MANIGLIA INOX CURVA LUCIDA 98 88 10 43 M5X10
40003S MANIGLIA INOX CURVA SABBIATA 98 88 10 43 M5X10
40004L MANIGLIA INOX CURVA LUCIDA 110 100 10 43 M5X10
40004S MANIGLIA INOX CURVA SABBIATA 110 100 10 43 M5X10
40005L MANIGLIA INOX CURVA LUCIDA 130 120 10 43 M5X10
40005S MANIGLIA INOX CURVA SABBIATA 130 120 10 43 M5X10
40006L MANIGLIA INOX CURVA LUCIDA 190 180 10 43 M5X10
40006S MANIGLIA INOX CURVA SABBIATA 190 180 10 43 M5X10

CODICE - CODE

MANIGLIE INOX CURVA CON RONDELLA D’APPOGGIO

L

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

I D H F
descrizione - description 

D

L

H

F

I

D

L

H

F

I

• Material: stainless steel 1.4301. Polished surface (sandblasted treatment on request). Applications: pharmaceutical, chemical, food, 

wine and packaging industry. 

Rear mount grab handles

Version 1Version 1

Version 2Version 2

Handle aluminium black plastic-coatedHandle aluminium black plastic-coated
Version 1Version 1

1095_31-200AA
Version 2Version 2

1095_32-200AA
Version 3 with covering cap plastic blackVersion 3 with covering cap plastic black

1095_E37-AA

Version 3Version 3

Version 1Version 1

Version 2Version 2

Version 3Version 3

Rear mount grab handles

www.metalika-kacin.com www.metalika-kacin.com



Stainless steel bow-type handle for hygienic areas with flat seal flush on the outside

Stainless steel bow-type handle AISI 316L for hygienic areas, with sealStainless steel bow-type handle AISI 316L for hygienic areas, with seal
AA DD dd GG HH RR

125 12 12.8 M5 51 14 1095-U38-125PK
200 16 16.8 M6 59 18 1095-U39-200PK

Seal

Bow-typed handles 
with Ø D = 28 are made of an 
aluminium tube with thickness 
of 4 mm.

Fixing material is not included 
in scope of delivery.

Bow-type handle aluminium raw or black plastic coated,Bow-type handle aluminium raw or black plastic coated,
threaded bush aluminium with Ø D = 28threaded bush aluminium with Ø D = 28
Version 2Version 2

AA BB DD GG HH RR blankblank blackblack
200 105 20 M8x15 68 22 1095_25-200KB 1095_25-200AA
250 120 28 M10x15 78 32 1095_E25-250KB 1095_E25-250AA
300 105 20 M8x15 68 22 1095_25-300KB 1095_25-300AA
350 120 28 M10x15 78 32 1095_E25-350KB 1095_E25-350AA
500 120 28 M10x15 78 32 1095_E25-500KB 1095_E25-500AA

Rear mount grab handles Rear mount grab handles

www.metalika-kacin.com www.metalika-kacin.com

Bow-type handleBow-type handle
m.s. raw, perforated 6040_15-KA
m.s. raw, unperforated 6040_15-01KA
m.s. zinc-plated DS plus Top Coat, perforated 6040_15-JQ
AISI 304, perforated 6040_15-PC



Drop handles - free swing
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Drop handles - free swing
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Drop handles - free swing
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Drop handles - free swing

www.metalika-kacin.com



Folding handles with stop in open position

www.metalika-kacin.com

Spring loaded drop handles

www.metalika-kacin.com

Stainless steel version on request.
Handle lengths (A) 120 and 180mm on request



Spring loaded drop handles
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Spring loaded drop handles
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Spring loaded drop handles

www.metalika-kacin.com

Recessed chest handleRecessed chest handle
with piano wirewith piano wire  
torsion springtorsion spring

m.s. zinc-plated DS plus Top Coat, perforated 6040-U41-JQ
AISI 304, perforated 6040-U41-PC

Spring loaded drop handles

Chest handleChest handle
without piano wirewithout piano wire  
torsion spring andtorsion spring and  
counterplatecounterplate

with piano wirewith piano wire  
torsion springtorsion spring

m.s. zinc-plated DS plus Top Coat,
perforated

6040-U54-JQ 6040-U53-JQ

AISI 304, perforated 6040-U54-PC 6040-U53-PC



Screw-on flush handles

www.metalika-kacin.com
Handles | 713all product details CARET-RIGHT 

on DIRAK.com
6-1380

Advantages

■ Flush-mounted hinged,
recessed handle. Zinc die with
or without lock and opening
angle about 60° or 80°.

■ The vibration proof construc-
tion makes it possible to use
this flush-mounted handle in
special areas such as road
vehicles and railcars/wagons.

■ Unauthorized activation of
the recessed hinged han-
dle is prevented by an inte-
grated safety quarter-turn,
which is operated by means
of an insert key. This handle
features construction, which
prevents accumulation of dirt
due to the completely closed
housing surface.

■ For vertical or horizontal appli-
cations.

Materials

■ Hinged recessed handle:
zinc die, chrome plated or
black

Remarks

Weight: 510g.

1. rubber bumper

Hinged recessed handle, zinc die
Part Number Locking Surface Opening angle Installation type Delivery Unit

a) 213-9101.00-00060 yes chrome plated 60° screw-on 10 pcs.
a) 213-9102.00-00060 yes black 60° screw-on 10 pcs.
a) 213-9101.00-00080 yes chrome plated 80° screw-on 10 pcs.
a) 213-9102.00-00080 yes black 80° screw-on 10 pcs.
b) 213-9001.00-00060 without chrome plated 60° screw-on 10 pcs.
b) 213-9002.00-00060 without black 60° screw-on 10 pcs.
b) 213-9001.00-00080 without chrome plated 80° screw-on 10 pcs.
b) 213-9002.00-00080 without black 80° screw-on 10 pcs.

Specific accessories

769 204-0103.00-00000 Wrenches
769 204-0403.03-00000 Hollow key, (logo both sides)
766 204-0701.07-07500 Universal key for Inserts

www.metalika-kacin.com

Hinged Recessed Handles



Screw-on flush handles
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Screw-on flush handles

www.metalika-kacin.com

Chest handle m.s. chrome-plated, grip shell zinc die blackChest handle m.s. chrome-plated, grip shell zinc die black

*  Fixing hole for
countersunk screw
M4 DIN 7991

Cut out

Part number: 1095-U32-AA



Screw-on flush handles
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Screw-on flush handles
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Revolving Grips

DIN 98
Grip from Aluminium resp. Plastic

Type A: Grip from Aluminium polished, spindle
from steel, zinc-plated.

Type K: Grip from polyamide, black matt, spindle
from steel, zinc-plated.

Assembling Instructions: Mount the bolt without
the grip part. Then push the grip on the bolt by
hand. Through light stroke with plastic hammer, the
grip is connected with the bolt. Now the grip will
revolve freely, but cannot be pulled back off the
bolt by hand.

Revolving Grips DIN 98

Order No. 

Type A 

Order No. 

Type K 
d1 

mm 
Thread 

d3 
d4 h13 
mm 

l1 

 ⊕ 
mm 

l2  
⊕ 

mm 
l3 

mm 
sw 

  60 16 06 11 A 60 16 06 11 K 16 M   6 10 49 11 5,5 3 
  60 20 08 13 A 60 20 08 13 K 20 M   8 13 61 13 6 4 
  60 25 10 14 A 60 25 10 14 K 25 M 10 16 75 14 8 5 
  60 32 12 21 A 60 32 12 21 K 32 M 12 20 95 21 10,5 6 

Hexagon
sw

58

Fixed Grips

Fixed Grips

DIN 39

Model:

Grip from polyamide, black matt.Thread bolt from
steel, zinc-plated.

Model:

Type S:  Complete from steel, polished. Thread
bolt zinc-plated.

Type K: Grip from polyamide, black matt. Thread
bolt from steel, zinc-plated.

Fixed Grips

Fixed Grips DIN 39

Order No. d1
mm 

Thread
d2

Length of Screw 
l2

mm 
l1

mm 

61 21 08 015 21 M 8 15 50
61 23 10 015 23 M 10 15 70
61 26 12 015 26 M 12 15 90

Order No. 
Type S 

Order No. 
Type K 

d1
mm 

Thread 
d3

Length of Screw 
l2 

mm

l1 
⊕

mm 
d4 h13
mm 

l3
mm 

sw

62 16 06 011 S 16 M  6 11 50 10 7 3 
62 20 08 013 S 62 20 08 013 K 20 M  8 13 64 13 8 4 
62 25 10 014 S 62 25 10 014 K 25 M 10 14 80 16 10 5 
62 32 12 021 S 62 32 12 021 K 32 M 12 21 100 20 13 6 

Hexagon
sw

57

Revolving Grips

DIN 98
Grip from Aluminium resp. Plastic

Type A: Grip from Aluminium polished, spindle
from steel, zinc-plated.

Type K: Grip from polyamide, black matt, spindle
from steel, zinc-plated.

Assembling Instructions: Mount the bolt without
the grip part. Then push the grip on the bolt by
hand. Through light stroke with plastic hammer, the
grip is connected with the bolt. Now the grip will
revolve freely, but cannot be pulled back off the
bolt by hand.

Revolving Grips DIN 98

Order No. 

Type A 

Order No.

Type K 
d1

mm 
Thread 

d3

d4 h13 
mm

l1 
⊕

mm 

l2
⊕

mm 
l3

mm 
sw

60 16 06 11 A 60 16 06 11 K 16 M  6 10 49 11 5,5 3 
60 20 08 13 A 60 20 08 13 K 20 M  8 13 61 13 6 4 
60 25 10 14 A 60 25 10 14 K 25 M 10 16 75 14 8 5 
60 32 12 21 A 60 32 12 21 K 32 M 12 20 95 21 10,5 6 

Hexagon
sw

Fixed Grips

DIN 39

Model:

Type S:  Complete from steel, polished. Thread
bolt zinc-plated.

Type K:  Grip from polyamide, black matt. Thread
bolt from steel, zinc-plated.

Fixed Grips DIN 39

Order No. 
Type S 

Order No. 
Type K 

d1 
mm 

Thread 
d3 

Length of Screw 
l2 

mm 

l1 

 ⊕    
mm 

d4 h13 
mm 

l3 
mm 

sw 

62 16 06 011 S 16 M   6 11 50 10 7 3 
62 20 08 013 S 62 20 08 013 K 20 M   8 13 64 13 8 4 
62 25 10 014 S 62 25 10 014 K 25 M 10 14 80 16 10 5 
62 32 12 021 S 62 32 12 021 K 32 M 12 21 100 20 13 6 

Hexagon
sw

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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M6

Ø25

3

0.5x45°

Maniglie Inox 
 Features: MODULAR HANDLE

 40020L IMPUGNATURA INOX D20 M8 LUCIDA
 40020S IMPUGNATURA INOX D20 M8 SABBIATA

CODICE - CODE

IMPUGNATURE INOX

descrizione - description 

 40030 BLOCCHETTO PER MANIGLIA COMPONIBILE FORO 12 - SABBIATO

CODICE - CODE descrizione - description 

• Application: this support allows to make a handle with a bar of diameter 12 h11 by fixing the distance between the holes and acting 
on the M6 dowel inside the support itself.

•  Material: stainless steel 1.4301 sandblasted surface, polished on request. 
Applications: pharmaceutical, chemical, drink and packaging industry

Grips
from Steel resp. Stainless Steel

Grips are simple operating elements suitable for various
types of applications.

Model:  Handle from steel, black oxide finish, resp.
stainless steel 1.4305, matt.
Plastic knobs Duroplastic FS 31, black polished.

Type A:  with ball knob DIN 319

Type C:  with taper knob

Type E:  with cylindric knob

Grips - Steel

Grips - Stainless Steel

...  Please indicate here the desired length e.g. 080 for  l1 = 80 mm.

...  Please indicate here the desired length e.g. 100 for  l
1
 = 100 mm.

Type A

Type C

Type E

Order No. 

Type A 
d3 

mm 
l3 

mm 

Order No. 

Type C 
d5 

mm 
l5 

mm 

Order No. 

Type E 
d7 

mm 
l7 

mm 

Size 
d1 

mm 

Thread 
d2 Length of Screw l1  (mm) l2 

mm 

35 08 ... A 20 18 35 08 ... C 20 30 35 08 ... E 18 40 8 M   6 63  100 9 
35 10 ... A 25 22,5 35 10 ... C 25 38 35 10 ... E 21 50 10 M   8 80  125 11 
35 12 ... A 32 29 35 12 ... C 30 46 35 12 ... E 23 65 12 M 10 100 160 14 
35 14 ... A 35 32,5 35 14 ... C 35 53 35 14 ... E 26 80 14 M 12   125 200 16 

Order No.  

Type A 
d3 

mm 
l3 

mm 

Order No. 

Type E 
d7 

mm 
l7 

mm 

Size 
d1 

mm 

Thread 
d2 Length of Screw l1  (mm) l2 

mm 

  35 08 ... A E0A 20 18 35 08 ... E E0A 18 40 8 M   6 63 100 9 
  35 10 ... A E0A 25 22,5 35 10 ... E E0A 21 50 10 M   8 80 125 11 
  35 12 ... A E0A 32 29 35 12 ... E E0A 23 65 12 M 10 125 14 
  35 14 ... A E0A 35 32,5 35 14 ... E E0A 26 80 14 M 12 125 16 

INOX

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

www.metalika-kacin.comwww.metalika-kacin.com
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ACCESSORI

H1 G F

3000       VOLANTINO MASCHIO M5x6 20 10 M5 6 7,5 17,5
3001      VOLANTINO MASCHIO M5x8 20 10 M5 8 7,5 19,5
3002       VOLANTINO MASCHIO M5x10 20 10 M5 10 7,5 21,5
3003      VOLANTINO MASCHIO M5x12 20 10 M5 12 7,5 23,5
3004       VOLANTINO MASCHIO M5x16 20 10 M5 16 7,5 27,5
3005       VOLANTINO MASCHIO M5x20 20 10 M5 20 7,5 31,5
3006       VOLANTINO MASCHIO M6x12 24 12 M6 12 10 27
3007      VOLANTINO MASCHIO M6x16 24 12 M6 16 10 31
3008       VOLANTINO MASCHIO M6x20 24 12 M6 20 10 35
3009       VOLANTINO MASCHIO M6x25 24 12 M6 25 10 40
3010       VOLANTINO MASCHIO M6x30 24 12 M6 30 10 45
3011       VOLANTINO MASCHIO M8x12 30 16 M8 12 12 30
3012       VOLANTINO MASCHIO M8x16 30 16 M8 16 12 34
3013       VOLANTINO MASCHIO M8x20 30 16 M8 20 12 38
3014       VOLANTINO MASCHIO M8x25 30 16 M8 25 12 43
3015       VOLANTINO MASCHIO M8x30 30 16 M8 30 12 48
3016       VOLANTINO MASCHIO M8x35 30 16 M8 35 12 53

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 F G H1 H
descrizione - description

 3017 VOLANTINO MASCHIO M5x10 20 M5 10 14 
 3018 VOLANTINO MASCHIO M5x12 20 M5 12 16 
 3019 VOLANTINO MASCHIO M5x16 20 M5 16 20 
 3020 VOLANTINO MASCHIO M5x20 20 M5 20 24 
 3021 VOLANTINO MASCHIO M6x12 24 M6 12 17 
 3022 VOLANTINO MASCHIO M6x16 24 M6 16 21 
 3023 VOLANTINO MASCHIO M6x20 24 M6 20 25 
 3024 VOLANTINO MASCHIO M6x25 24 M6 25 30 
 3025 VOLANTINO MASCHIO M6x30 24 M6 30 35 
 3026 VOLANTINO MASCHIO M8x12 30 M8 12 18 
 3027 VOLANTINO MASCHIO M8x16 30 M8 16 22 
 3028 VOLANTINO MASCHIO M8x20 30 M8 20 26 
 3029 VOLANTINO MASCHIO M8x25 30 M8 25 31 
 3030 VOLANTINO MASCHIO M8x30 30 M8 30 36 

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

F G H
descrizione - description 

D1

D
H
1

G

F

H

D

G

F

H

• Trattamento:  Sabbiatura • Treatment:  Sandblasting

• Trattamento:  Sabbiatura • Treatment:  Sandblasting
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Volantini Inox 
Caratteristiche: IMPUGNATURA ZIGRINATA
Features: KNURLED GRIP

 3031 VOLANTINO FEMMINA M5 20 10 M5 7,5 11,5
 3032 VOLANTINO FEMMINA M6 24 12 M6 10 15
 3033 VOLANTINO FEMMINA M8 30 16 M8 12 18

 3034 VOLANTINO FEMMINA M5 20 10 M5 1 5
 3035 VOLANTINO FEMMINA M6 24 12 M6 1 6
 3036 VOLANTINO FEMMINA M8 30 16 M8 2 8

CODICE - CODE

CODICE - CODE

D

D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1

D1

F

F

H1

H1

H

H

descrizione - description

descrizione - description

•    Volantini di manovra per l’industria farmaceutica, chimica, beverage, alimentare e del packaging. 
•    Materiale: acciaio inox AISI 303 (a richiesta AISI 304 e 316)

•    Knobs for pharmaceutical, chimica, berage and food industry 
•    Material: stainless steel 1.4305 (1.4301 and 1.4401 on request) 

D1

D

H
1H

F

D1

D

H
1

H

F

• Trattamento:  Sabbiatura • Treatment:  Sandblasting

• Trattamento:  Sabbiatura • Treatment:  Sandblasting

www.metalika-kacin.com www.metalika-kacin.com

Volantini Inox 
Caratteristiche: IMPUGNATURA ZIGRINATA
Features: KNURLED GRIP
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Volantini Inox 
Caratteristiche: IMPUGNATURA A LOBI
Features: STAR GRIP 

H1 G F

30000E/27 VOLANTINO D27 M5 27 15 19 10 10 M5
30010E/33 VOLANTINO D33 M6 33 19 23 12 12 M6
30020E/40 VOLANTINO D40 M8 40 21 27 15 13 M8
30030E/50 VOLANTINO D50 M10 50 25 33 17,5 17 M10
30040E/60 VOLANTINO D60 M12 60 27 37 20 20 M12

CODICE - CODE

VOLANTINI INOX A LOBI - FILETTO FEMMINA
STAINLESS STEEL KNOBS - FEMALE

D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 H H1 G F
descrizione - description

30060E/27 VOLANTINO D27 M6 27 15 30 10 10 M6
30070E/33 VOLANTINO D33 M8 33 19 43 11 20 M8
30080E/40 VOLANTINO D40 M8 40 21 47 15 20 M8
30090E/50 VOLANTINO D50 M10 50 25 63 17,5 30 M10
30100E/60 VOLANTINO D60 M12 60 27 77 20 40 M12

CODICE - CODE

VOLANTINI INOX A LOBI - FILETTO MASCHIO
STAINLESS STEEL KNOBS - MALE

D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 H H1 G F
descrizione - description 

•  Material: 1.4301 (1.4401 request). Polished surface (sandblasted treatment on request). Thanks to their design the knobs avoid any dirt 
and dust deposit.

• Applications: pharmaceutical, chemical, food, wine and packaging industry. 

H

H
1

D1
G

D

H

H
1

G

D1

F

D
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Volantini Inox 
Caratteristiche: IMPUGNATURA A LOBI
Features: STAR GRIP 

30000/40 VOLANTINO D40 FORO D5 40 14 25 12,5 18 5
30010/50 VOLANTINO D50 FORO D5 50 18 32 17,5 21 5
30020/60 VOLANTINO D60 FORO D5 60 20 40 20 25 5
30030/65 VOLANTINO D65 FORO D5 65 20 40 20 25 5

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 H H1 G F
descrizione - description 

30005/27SL20 VOLANTINO D27 M5 27 15 24 M5x15 20 13
30010E/33SL24 VOLANTINO D33 M6 33 19 30 M6x20 24 13
30020E/40SL28 VOLANTINO D40 M8 40 24 36 M8x20 28 16
30030E/50SL30 VOLANTINO D50 M10 50 24 46 M10x25 30 16
30050E/65SL40 VOLANTINO D65 M12 65 31 60 M12x25 40 24

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 ES F H H1
descrizione - description 

•    Volantini dal design privo di cavità e pertanto non depositari di sporco e impurità. Settori d’impiego: industria farmaceutica,
chimica, beverage, alimentare e del packaging

•    Materiale: acciaio inox AISI 304 (a richiesta AISI 316). Superficie lucidata a specchio o, a richiesta, sabbiata

•    Material: 1.4301 (1.4401 request). Polished surface (sandblasted treatment on request). Thanks to their design the knobs avoid any dirt 
and dust deposit.

•    Applications: pharmaceutical, chemical, food, wine and packaging industry. 

D1

F

GH
1

H

D

D

ES

H

F D1

H
1
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1-069DST1-068

Advantages

■ The pull latch handle with
  DIRAK-SNAP-Technology is 
used by the 19" rack industry.

■ Tool-less installation.

■ When inserting the pull latch,
the free running slam hook
slides into the cutout of the
door to keep the latch from
rotating.

■ By tilting the handle, the hook
is removed from the cutout,
enabling the drawer to be
pulled out by the handle. The
asymmetrical design allows
the handle to tilt when it is
pulled.

■ RH / LH application.

Materials

■ Housing and handle: zinc
die, matte chrome plated

■ Spring for insert: spring steel

■ Snap wedges and hook:
sintered steel, zinc plated

Remarks

This cutout guarantees a unique 
and constant fitting.

1. bulge for correct positional
installation

2. cutout door

3. cutout frame

4. pushing in

5. locked

6. unlocked

Pull latch handle
Part Number Clamping range (S) Installation type Delivery Unit

480-9002.00-00810 0.8 - 1.0 mm tool-less 1 pc.
480-9002.00-01113 1.1 - 1.3 mm tool-less 1 pc.
480-9002.00-01416 1.4 - 1.6 mm tool-less 1 pc.

DST Pull Latch Handle [1-069DST]
Advantages

■ The pull latch handle is used
by the 19" rack industry for
locking insertions.

■ The completely pre-assem-
bled unit is fastened by a
countersunk screw M4.

■ When inserting the pull latch,
the free running slam hook
slides into the cutout of the
door to keep the latch from
rotating. (3.)

■ Pulling on the handle will
unlock the drawer, enabling it
to be pulled out. (4.)

■ RH / LH application.

Materials

■ Housing and handle: zinc
die, matte chrome plated

■ Spring for insert: spring steel

■ Hook: sintered steel, zinc
plated

Remarks

(S) Door-thickness max. 5mm

1. cutout handle

2. alternative cutouts for locking
hole

The countersunk screw is not 
included.

Pull latch handle
Part Number Installation type Delivery Unit

280-9101.00-00000 screw-on 1 pc.

Pull Latch Handle [1-068]
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all product details CARET-RIGHT 
on DIRAK.com

7-3306-1381

Advantages

■ Flush slam latch with free
stroke.

■ The recessed grip below the
lever allows an easy access
for operating the lever.

■ For unlocking (5.) the lever
has to be opened about 45°,
the spring loaded lever auto-
matically returns to the flush
position.

■ By the finger-pull on the
latch, unlocking from inside is 
possible.

Materials

■ Housing, handle and latch:
AISI 316, surface polished

■ Screw, cam angle, pin and
spring: stainless steel

■ Spacer: nylon, black

Remarks

(S) Door-thickness max. 15mm.

By omitting the front packing 
plate the height dimension (S) 
can be increased by 3.4mm.

1. cam angle, included

2. fastening screws
8-32  UNC x 22, for thinner door-
thicknesses (S) please cut the
screw accordingly.

3. cutout Ø52mm

4. base plates

Slam latch
Part Number Cutout Installation type Delivery Unit

282-9601.00-00000 Ø52 screw-on 1 pc.

Slam Latch Stainless Steel [7-330]
Advantages

■ Flush mounted trap-door latch
with integrated T-handle and
safety insert.

■ Vibration-proof design.

■ T-handle with 95° opening
angle.

■ Width of T-handle 25mm.

■ T-handle with rubber stop to
prevent rattling.

■ Encasement surface per-
fectly smooth to prevent dirt 
deposits.

■ Mounted with fastening
bracket with two M6 allen
screws DIN EN ISO 4762.

■ Cutout with anti-twist safe-
guard.

■ Also available without locking
device (only flush-mounted
T-handle).

Materials

■ Housing and T-handle: zinc
die, chrome plated

b)

■ Insert: AISI 303

c)

■ Insert: zinc die, chrome
plated

Remarks

The door-thickness (S) amounts 
to max. 6mm with the screw 
provided M6x16.

1. fastening bracket

2. spring-loaded link

3. locking device for T-handle

Attention:

H-dimension L=35 cam ≥14mm

H-dimension L=45 cam ≥14mm

Only for use with cams part-no.
200-06XX and 200-04XX!

Trap-door latch
Part Number Insert Version Installation type Delivery Unit

a) 213-9401.00-00000 without without Fixing bracket screw-on 1 pc.
b) 213-9403.00-00000 Conical square 9mm without Fixing bracket and without spring-loaded link screw-on 1 pc.
c) 213-9402.00-00000 Square 8mm with fixing bracket and cylinder head screws M6x16 screw-on 1 pc.

Accessories

154, 292 1-102 Cams L35/45 Steel
769 204-0103.00-00000 Wrenches
766 204-0701.07-07500 Universal key for Inserts
770 204-0702.80-00000 Rail Keys

Flush Mounted Trap-Door Latch [6-1381]
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2-060DST

Advantages

■ Pullhandle with
slam-hook with
  DIRAK-SNAP-Technology. 

■ RH / LH application.

■ A non-locked handle has a 
detent in the door-dish. 

Materials

■ Dish: PA, black

■ Handle: zinc die, black

■ Bolt/hook: zinc die, untreated

	■ Pin: steel, zinc plated

	■ Snap wedges and locking
cylinder: PA 

Remarks

Installation: hook lower part 
into the lower cutout. Snap top 
part into the upper cutout with a 
simple push.

Opening operation: unlock 
handle and pull handle by 35°. 

Closing operation: push handle 
into the dish, lock the barrel 
and slam the door closed. (the 
spring- loaded hook is free- run-
ning)

Pullhandle with slam-hook
Part Number Clamping range (S) Latching type H Installation type Delivery Unit

407-9402.00-37015 1.2 - 1.7 mm keyed alike DIRAK 1333 37 mm tool-less 1 pc.
407-9401.00-37015 1.2 - 1.7 mm keyed different 37 mm tool-less 1 pc.
407-9402.00-37020 1.7 - 2.2 mm keyed alike DIRAK 1333 37 mm tool-less 1 pc.
407-9401.00-37020 1.7 - 2.2 mm keyed different 37 mm tool-less 1 pc.

Accessories

764 292-0301.15-00000 Tool for uninstallation
764 292-0306.80-02530 Tool for uninstallation

DST Pullhandle with Slam-Hook PrC [2-060DST]
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6-1516-150

Advantages

■ Slam latch consists of two
parts (bolt and locking ele-
ment) for aluminium profiles.

■ Bolt housing with integrated
stop.

■ Opening by pushing the grip
element.

■ Finger-tip grip allows easy
opening.

■ Self-closing of the door.

■ Cannot be opened from the
inside.

■ Noise reduced.

■ Version with cylinder is sup-
plied with 2 keys.

Materials

■ Bold and locking element:
zinc die, black

■ Slot nuts: steel, zinc plated

■ Cylinder barrel: PA, black

Remarks

4 slot nuts are included in scope 
of delivery.

Slam latch, zinc die, black
Part Number Latching type Installation type Delivery Unit

265-9607.00-00001 without lock, with plug screw-on 1 pc.
265-9607.00-01333 keyed alike DIRAK 1333 screw-on 1 pc.
265-9607.00-99999 keyed different screw-on 1 pc.

Slam Latch [6-151]
Advantages

■ Slam latch consists of two
parts (door- and frame-part)
for aluminium profiles.

■ Due to oblong holes, different
profile widths can also be
used.

■ Gently pulling the handle will
disengage the slam-bolt from
the frame-part.

■ A gentle push will latch the
door.

■ Version with cylinder is sup-
plied with 2 keys.

Materials

■ Handle, door- and frame-
part: zinc die, chrome plated
or black

■ Bolt: zinc die, untreated

■ Slot nut: steel, zinc plated

Remarks

1. 4 slot nuts M6 are included in
scope of delivery

2. open

3. opened

4. close

Slam latch, zinc die, chrome plated
Part Number Latching type Installation type Delivery Unit

265-9606.00-00000 screw-on 1 pc.
265-9601.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
565-9601.00-00000 keyed alike DS200 screw-on 1 pc.
265-9603.00-00000 keyed different screw-on 1 pc.

Slam latch, zinc die, black
Part Number Latching type Installation type Delivery Unit

265-9605.00-00000 screw-on 1 pc.
265-9602.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
565-9602.00-00000 keyed alike DS200 screw-on 1 pc.
265-9604.00-00000 keyed different screw-on 1 pc.

Slam Latch [6-150]
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6-502

Compression latch with cover
Part Number 1-point cam H-dimension Installation type Delivery Unit

448-9114.00-00020 Yes 58 mm screw-on 1 pc.

Accessories

a) 304, 388 211-9004.00-00000 DIRAK Profile-cylinder
a) 304, 388 211-9003.00-00000 DIRAK Profile-cylinder

Advantages

■ Ergonomically designed lock
cover.

■ Magnet supported cylinder
flap. (5.)

■ Compression 10 - 20mm. (2.)

■ The key inserted into the
profile-cylinder opens and
closes the lock according to
DIN 18252.

■ Closing- and opening opera-
tion 180°.

■ The key is removable only in
the locked position.

■ Grounding with set screw
DIN 914 (incl.). (6.)

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ IP65 according to
DIN EN 60529. (3.)

■ 1300N of force at the latching
point.

Materials

■ Housing, slider and cam:
zinc die, zinc plated

■ Lock cover: zinc die, matte
chrome plated

■ Clamp: zinc die, untreated

■ Seal: CR / NBR

■ Roller: POM, black

■ Washer, fastening screws
and set screw: steel, zinc
plated

■ Collar screw: stainless steel

■ Gear cover: PA6, black

Remarks

(S) Door-thickness max. 3mm

1. stroke 28.5mm

4. opened

7. min 280mm to the pivot point
(hinge)

Version DIN RH (as shown).
Version DIN LH on request.

Compression Latch PHZ with Lock Cover [6-502]
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6-160

Compression lever latch, lockable
Part Number variable H-dimension Length lever arm Latching type Installation type Delivery Unit

a) 282-9417.00-00000 3 - 24 mm 35 mm keyed alike DIRAK 1333 screw-on 1 pc.
a) 282-9418.00-00000 3 - 24 mm 35 mm keyed different screw-on 1 pc.
a) 282-9420.00-00000 22 - 46 mm 57 mm keyed alike DIRAK 1333 screw-on 1 pc.
a) 282-9421.00-00000 22 - 46 mm 57 mm keyed different screw-on 1 pc.

Compression lever latch, without lock
Part Number variable H-dimension Length lever arm Installation type Delivery Unit

b) 282-9416.00-00000 3 - 24 mm 35 mm screw-on 1 pc.
b) 282-9419.00-00000 22 - 46 mm 57 mm screw-on 1 pc.

Compression lever latch, with insert
Part Number variable H-dimension Length lever arm Insert Installation type Delivery Unit

c) 282-9428.00-00001 3 - 24 mm 35 mm Square 6mm screw-on 1 pc.
c) 282-9428.00-00002 3 - 24 mm 35 mm Square 7mm screw-on 1 pc.
c) 282-9428.00-00003 3 - 24 mm 35 mm Square 8mm screw-on 1 pc.
c) 282-9428.00-00004 3 - 24 mm 35 mm Triangular 7mm screw-on 1 pc.
c) 282-9428.00-00005 3 - 24 mm 35 mm Triangular 8mm screw-on 1 pc.
c) 282-9428.00-00006 3 - 24 mm 35 mm Double bit 3mm pin screw-on 1 pc.
c) 282-9428.00-00007 3 - 24 mm 35 mm Double bit 5mm pin screw-on 1 pc.
c) 282-9428.00-00008 3 - 24 mm 35 mm Slotted 2x4mm screw-on 1 pc.
c) 282-9429.00-00001 22 - 46 mm 57 mm Square 6mm screw-on 1 pc.
c) 282-9429.00-00002 22 - 46 mm 57 mm Square 7mm screw-on 1 pc.
c) 282-9429.00-00003 22 - 46 mm 57 mm Square 8mm screw-on 1 pc.
c) 282-9429.00-00004 22 - 46 mm 57 mm Triangular 7mm screw-on 1 pc.
c) 282-9429.00-00005 22 - 46 mm 57 mm Triangular 8mm screw-on 1 pc.
c) 282-9429.00-00006 22 - 46 mm 57 mm Double bit 3mm pin screw-on 1 pc.
c) 282-9429.00-00007 22 - 46 mm 57 mm Double bit 5mm pin screw-on 1 pc.
c) 282-9429.00-00008 22 - 46 mm 57 mm Slotted 2x4mm screw-on 1 pc.

Accessories

d) 202-1001.00-00000 Screw with rubber bumper

Advantages

■ Flat compression lever latch
with release button.

■ With pre-assembled mounting
bracket. 

■ No rear access needed for
assembly.

■ In closed position the lever
latch cannot be disassembled.

■ Vibration-proof according to
DIN EN 61373.

■ Adjustment of the H-dimen-
sion (1.) from 3 to 46mm.

■ Lockable latches with stain-
less dust cap and 2 keys.

■ Visibility of closing position by
indicator at the insert variants 
(c.).

Materials

■ Compression lever latch:
zinc die, black, powder
coated

■ Clamp: steel, zinc plated

■ Insert: zinc die, black, powder
coated

Remarks

(S) Door-thickness max. 3.2mm

Installation:

2. the complete latch can be
installed in the cutout from the
front.

3. by turning the screw (PH2)
from the outside, the mounting
bracket spreads and fixes the
latch in the door panel.

4. the latch is securely fastened
by the mounting backet in the
cutout.

5. by closing the latch the door
is pulled against the frame.

Compression Lever Latch [6-160]
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6-270

Advantages

■ Heavy duty handle for equip-
ment doors.

■ RH / LH application.

■ Swivel movement of the
handle 90°.

■ Cam 45° adjustable.

Materials

■ Handle, cam, base plate
and hook: EN-GJMW-400-5
DIN EN 1562, zinc plated

■ Shaft: steel, zinc plated

Remarks

Hook b) fix dimension 22mm

Hook c) adjustable from   
18 - 25.5mm

1. distance dimension by turn-
ing the cam 18 - 25.5mm.

2. nut mounted inwards, axle
head flush with handle.

3. nut mounted outwards, axis
head flush with base plate.

Heavy duty latch
Part Number Installation type Delivery Unit

a) 232-9001.00-00000 screw-on 1 pc.

Lock hook
Part Number Version Installation type Delivery Unit

b) 232-1201.00-00000 screw-on 1 pc.
c) 232-9201.00-00000 adjustable screw-on 1 pc.

Heavy Duty Latch [6-270]
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Heavy duty latch zinc die chrome-plated,Heavy duty latch zinc die chrome-plated,  
cam AISI 304 chrome-plated,cam AISI 304 chrome-plated,  
fastening bracket and spring setting AISI 304, with springfastening bracket and spring setting AISI 304, with spring

2074_E372-137IK
Locking block AISI 304 chrome-plated,Locking block AISI 304 chrome-plated,  
U-U-frame and adjusting screw AISI 304,frame and adjusting screw AISI 304,
roller and set screw AISI 303, with springroller and set screw AISI 303, with spring

2074_E372-156IK

Cut out
Locking block

Cut out
Heavy duty latch

Heavy duty latch

Locking block

Pictured 
transparent *Countersunk screw

small head M4x...

* not included in the scope of
delivery

Small head = DIN ISO Small head = DIN ISO 2009,2009,  
2010, 7046-1, 7046-2, 70472010, 7046-1, 7046-2, 7047

Centre
Cut out
heavy duty 
latch

*Countersunk screw small head
Ts 1-3 = M5x12
Ts 2-5 = M5x16

Heavy Duty Latch with adjustable locking block
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7-073.027-073.01

Advantages

■ RH / LH application.

■ IP65 according to
DIN EN 60529.

■ Big padlock eye Ø11mm.

■ Version a) with fastening plate
and additional fastening holes
for screws Ø5mm.

■ Version b) with fastening plate
without fastening holes.

Materials

■ Handle, fastening plate,
square threaded rod and
padlock eye: AISI 316

■ Flat external seal: EPDM

■ Washer: Teflon

Remarks

(S) Door-thickness max. 5mm
with the supplied screw M5x10

1. flat external seal

2. cutout version a)

3. cutout version b)

4. and 5. the padlock eye is
asymmetrical. It serves as a
stop for RH (4.) / LH (5.) appli-
cations.

Delivery time on request!

L-handle with thread 3/8“ – 16 UNC
Part Number Version Installation type Delivery Unit

a) 281-9006.00-00001 with fastening holes screw-on 1 pc.
b) 281-9007.00-00001 without fastening holes screw-on 1 pc.

Accessories

7-077.02 H-Dimension Adjustment Stainless Steel

L-Handle 3/8" for Padlock Stainless Steel [7-073.02]
Advantages

■ RH / LH application.

■ IP65 according to
DIN EN 60529.

■ Big padlock eye Ø11mm.

■ Version a) with fastening plate
and additional fastening holes 
for screws Ø5mm according 
to DIN ISO 8677.

■ Version b) with fastening plate
without fastening holes.

■ Height adjustment of the
cams by H-dimension adjust-
ment for cams 7-077.02 or
3-point cam adapter adjust-
able 2-151.01 on square
threaded rod M10.

Materials

■ Handle, fastening plate,
square threaded rod and
padlock eye: AISI 316

■ Flat external seal: EPDM

■ Washer: Teflon

Remarks

(S) Door-thickness max. 5mm
with the supplied screw M5x10

1. flat external seal

2. cutout version a)

3. cutout version b)

4. and 5. the padlock eye is
asymmetrical. It serves as a stop
for RH (4.) / LH (5.) applications.

L-handle with thread M10
Part Number Version Installation type Delivery Unit

a) 281-9006.00-00000 with fastening holes screw-on 1 pc.
b) 281-9007.00-00000 without fastening holes screw-on 1 pc.

Accessories

156 7-105 Cams L35/45 Stainless Steel
7-077.02 H-Dimension Adjustment Stainless Steel

L-Handle M10 for Padlock Stainless Steel [7-073.01]
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6-320.026-320.01

Advantages

■ For heavy doors.

■ Both ends come ready to
be connected to the handle
mechanism.

■ By cutting the rod, the handle
mechanism can be installed in
any position.

Materials

■ Handle: aluminium

■ Bolt box, base plate, rod
guides: steel, zinc plated

Remarks

1. stroke 19mm

Includes locking bar system incl. 
base plate and 3 rod guides.

Please order separately: rod 
one-piece.

Locking bar system incl. base plate and 3 rod guides
Part Number Multi-point latches Installation type Delivery Unit

a) 249-9105.00-00000 Yes screw-on 1 pc.

Accessories

b) 249-0505.00-00000 Rod for locking bar system ò 13, 2000mm
b) 249-0506.00-00000 Rod for locking bar system ò 13, 2500mm
b) 249-0507.00-00000 Rod for locking bar system ò 13, 3000mm
c) 249-0409.00-00000 Rod guide for locking bar system ò 13
d) 249-0204.00-00000 Bottom plate, straight
e) 249-0303.00-00000 Bottom plate, angled
f) 249-0602.00-00000 Bar latching bushing for concrete, 2 parts

Locking Bar System ò 13 [6-320.02]
Advantages

■ For heavy doors.

■ Both ends come ready to
be connected to the handle
mechanism.

■ By cutting the rod, the handle
mechanism can be installed in
any position.

Materials

■ Handle: aluminium

■ Bolt box, base plate, rod
guides: steel,zinc plated

Remarks

1. stroke 19mm

Includes locking bar system incl. 
base plate and 2 rod guides.

Please order separately: rod 
one-piece

Locking bar system incl. base plate and 2 rod guides
Part Number Multi-point latches Installation type Delivery Unit

a) 249-9005.00-00000 Yes screw-on 1 pc.

Accessories

b) 249-0502.00-00000 Rod for locking bar system ò 10, 2000mm
b) 249-0503.00-00000 Rod for locking bar system ò 10, 2500mm
b) 249-0504.00-00000 Rod for locking bar system ò 10, 3000mm
c) 249-0408.00-00000 Rod guide for locking bar system ò 10
d) 249-0204.00-00000 Bottom plate, straight
e) 249-0303.00-00000 Bottom plate, angled
f) 249-0601.00-00000 Bar latching bushing for concrete, 2 parts

Locking Bar System ò 10 [6-320.01]
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6-1526-320.03

Advantages

■ Slam latch consists of two
parts (bolt and locking ele-
ment) for sliding doors.

■ The door-part catches the
slam-bolt and is also the limit
stop for the frame-part.

■ When using extruded alumin-
ium profiles, different profile
widths can be used due to
oblong holes.

■ Finger-tip grip allows easy
opening.

■ Opening by pulling the handle
element.

■ Self-closing by sliding the
door shut.

■ Both self-adhesive rectangular
profiles have to be installed
after assembly of the slam
latch at the inner side of the
locking element to absorb
noise and vibrations.

Materials

■ Bold and locking element:
zinc die, black

■ Slot nuts: steel, zinc plated

■ Cylinder barrel: PA, black

■ Spring: stainless steel

■ Rectangular seal:
 polyurethane, black

Remarks

Fastening with 4 M6 screws 
(e.g. DIN912) and the slot 
nuts included in the scope of 
delivery.

1. slot nuts

2. open

3. opened

4. close

Version with cylinder barrel 
includes 2 keys.

Slam latch for sliding door
Part Number Latching type Bolt with slam feature Installation type Delivery Unit

265-9610.00-00000 without lock, with plug Yes screw-on 1 pc.
265-9610.00-01333 keyed alike DIRAK 1333 screw-on 1 pc.
265-9610.00-09999 keyed different screw-on 1 pc.

Slam Latch for Sliding Door [6-152]
Advantages

■ For heavy doors.

■ Both ends come ready to
be connected to the handle
mechanism.

■ By cutting the rod, the handle
mechanism can be installed in
any position.

Materials

■ Handle: aluminium

■ Bolt box, base plate, rod
guides: steel, zinc plated

Remarks

1. stroke 28mm

Includes locking bar system incl. 
base plate and 4 rod guides.

Please order separately: rod 
one-piece.

Locking bar system incl. base plate and 4 rod guides
Part Number Multi-point latches Installation type Delivery Unit

a) 249-9205.00-00000 Yes screw-on 1 pc.

Specific accessories

b) 249-0508.00-00000 Rod for locking bar system ò 16, 2000mm
b) 249-0509.00-00000 Rod for locking bar system ò 16, 2500mm
b) 249-0510.00-00000 Rod for locking bar system ò 16, 3000mm
c) 249-0410.00-00000 Rod guide for locking bar system ò 16
e) 249-0304.00-00000 Bottom plate, angled
f) 249-0603.00-00000 Bar latching bushing for concrete, 2 parts
d) 249-0205.00-00000 Bottom plate, straight

Locking Bar System ò 16 [6-320.03]
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6-1680

Latching device
Part Number Version Delivery Unit

a) 280-9001.00-00000 with hooked cam 1 pc.
b) 280-9002.00-00000 without hooked cam 1 pc.
c) 280-9003.00-00000 with hooked cam 1 pc.
d) 280-9004.00-00000 without hooked cam 1 pc.

Accessories

z) 213-0401.00-00000 Steel tube, 266mm
z) 213-0402.00-00000 Steel tube, 366mm
z) 213-0403.00-00000 Steel tube, 466mm
z) 213-0404.00-00000 Steel tube, 566mm
z) 213-0405.00-00000 Steel tube, 666mm
z) 213-0406.00-00000 Steel tube, 766mm

Advantages

■ By pulling on the handle, the
hooked cam with free stroke
is disengaged and the lock
released.

■ Mechanical separation of the
handle and the hooked cam.

■ As handles any Ø30mm tubes
in variable lengths can be
used.

■ The top and bottom latching
devices can be used with or 
without hooked cam.

■ For low or smaller doors, also
possible with one hooked cam
element.

Materials

■ Tube housing: zinc die, black

■ Pins: brass

■ Spring: stainless steel

■ Hooked cam: steel, zinc
plated

■ Handle-tube: steel tube with
synthetic coating, black

Remarks

1. alternative cutout

2. open position

3. closed position

4. stroke 9mm

A = distance between the 
center of the cutouts of the 
endpieces.

Machine Handle for Sliding Doors [6-1680]
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1-056

Advantages

■ For cutout 14.1, housing
length 13.5, with cylinder.

■ RH / LH application.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All locks supplied with two
keys.

■ Grounding by grounding nut.

Materials

■ Wing knob and housing:
zinc die, black or chrome
plated

Remarks

(S) Door-thickness max. 2.5mm

Please configure the quarter-
turn with insert and cam.

1. flat external seal

2. grab-collar

Quarter-Turn housing with knob
Part Number Latching type Surface Grounding type Installation type Delivery Unit

a) 220-9301.00-00000 chrome plated screw-on 1 pc.
b) 220-9303.00-00000 keyed alike DIRAK 2233X chrome plated screw-on 1 pc.
b) 220-9305.00-00000 keyed different chrome plated screw-on 1 pc.
a) 220-9302.00-00000 chrome plated Grounding nut screw-on 1 pc.
b) 220-9304.00-00000 keyed alike DIRAK 2233X chrome plated Grounding nut screw-on 1 pc.
b) 220-9306.00-00000 keyed different chrome plated Grounding nut screw-on 1 pc.
a) 220-9307.00-00000 black screw-on 1 pc.
b) 220-9309.00-00000 keyed alike DIRAK 2233X black screw-on 1 pc.
b) 220-9311.00-00000 keyed different black screw-on 1 pc.
a) 220-9308.00-00000 black Grounding nut screw-on 1 pc.
b) 220-9310.00-00000 keyed alike DIRAK 2233X black Grounding nut screw-on 1 pc.
b) 220-9312.00-00000 keyed different black Grounding nut screw-on 1 pc.

Accessories

c) 149 1-058 Cams for Quarter-Turn Pr14.1

Assembly options

220-0001.00-00000 Assembling cam without o-ring
220-0004.00-00000 Assembling cam 90° to handle with o-ring

Quarter-Turn with Wing Knob Pr14.1 L13.5 [1-056]
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1-135

Advantages

water and dust tight accord-
ing to IP54 DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Drip handle: PA, black with
zinc die core

■ Housing: zinc die, chrome
plated

■ Cylinder: PA, black or zinc
die, chrome plated

■ Plug: PA, black

■ Grounding nut: zinc die

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam.

1. seal

2. plug

Quarter-Turn with drip handle
Part Number Version Latching type Material 

cylinder
Surface 
cylinder

IP protection Installation 
type

Delivery Unit

a) 200-9394.00-00000 Blind plug IP65 screw-on 1 pc.
b) 200-9392.00-00000 cylinder keyed alike DIRAK 1333 PA black IP54 screw-on 1 pc.
b) 200-9393.00-00000 cylinder keyed different PA black IP54 screw-on 1 pc.
b) 200-9395.00-00000 cylinder keyed alike DIRAK 1333 zinc die chrome plated IP54 screw-on 1 pc.
b) 200-9396.00-00000 cylinder keyed different zinc die chrome plated IP54 screw-on 1 pc.
b) 500-9395.00-00000 cylinder keyed alike DS200 zinc die chrome plated IP54 screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Quarter-Turn with Drip Handle Pr20.1 L18 [1-135]

■ Versions without cylinder are
water and dust tight accord-
ing to IP65 DIN EN 60529.

■ Versions with cylinder
are
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1-081

Compression latch, version RH, closing left
Part Number Surface Grounding type Installation type Delivery Unit

a) 100-9001.00-00000 chrome plated screw-on 1 pc.
a) 100-9002.00-00000 chrome plated Grounding nut screw-on 1 pc.
a) 100-9014.00-00000 black Grounding nut screw-on 1 pc.

Compression latch, version LH, closing right
Part Number Surface Grounding type Installation type Delivery Unit

a) 100-9013.00-00000 chrome plated Grounding nut screw-on 1 pc.
a) 100-9015.00-00000 black Grounding nut screw-on 1 pc.

Inserts
Part Number Surface Insert Version Delivery Unit

b) 100-9104.00-00000 chrome plated Square 7mm 1 pc.
b) 100-9105.00-00000 chrome plated Square 8mm 1 pc.
b) 100-9106.00-00000 chrome plated Triangular 7mm 1 pc.
b) 100-9107.00-00000 chrome plated Triangular 8mm 1 pc.
b) 100-9103.00-00000 chrome plated Double bit 3mm pin 1 pc.
b) 100-9102.00-00000 chrome plated Double bit 5mm pin 1 pc.
b) 100-9114.00-00000 chrome plated Socket hex. 8mm (5/16") 1 pc.
b) 100-9123.00-00000 black Socket hex. 8mm (5/16") 1 pc.
b) 100-9101.00-00000 chrome plated Socket hex. 10mm 1 pc.
b) 100-9132.00-00000 chrome plated Hex. 7/16" 1 pc.
b) 100-9109.00-00000 chrome plated Slotted 2x4mm 1 pc.
b) 100-9110.00-00000 chrome plated Drop handle cam in line with the handle 1 pc.
b) 100-9111.00-00000 chrome plated Drop handle cam 90° to the handle 1 pc.

Cams, version RH
Part Number variable H-dimension Hight of cam Version Delivery Unit

c) 200-9611.00-00000 0 - 37 mm 17 mm Adjustable screw 51mm 1 pc.
c) 200-9610.00-00000 21 - 34 mm 17 mm Adjustable screw 30mm 1 pc.
c) 200-9613.00-00000 24 - 60 mm 40.5 mm Adjustable screw 51mm 1 pc.
c) 200-9612.00-00000 45 - 60 mm 40.5 mm Adjustable screw 30mm 1 pc.

Cams, version LH
Part Number variable H-dimension Hight of cam Version Delivery Unit

c) 200-9618.00-00000 21 - 34 mm 17 mm Adjustable screw 30mm 1 pc.
c) 200-9614.00-00000 0 - 37 mm 17 mm Adjustable screw 51mm 1 pc.

Accessories

768 6-100 Wrench
766 6-101 Universal key

Assembly options

200-0064.00-00000 Assembling (must be ordered)
200-0070.00-00000 Assembling drip handle 90° door LH
200-0071.00-00000 Assembling drip handle 90° door RH

Advantages

■ Compression 6.5mm.

■ By turning the insert 90° the
cam is at first put into closed
position, by turning a further
90°, the cam will be pulled
towards the frame.

■ Matching dots mark the final
position (see lower drawing).

■ Vibration-proof according to
DIN EN 61373.

■ IP65 according to
DIN EN 60529.

■ RH and LH version.

■ Grounding by grounding nut.

Materials

■ Housing: zinc die, chrome
plated or black

■ Insert: brass, chrome plated,
zinc die, black or chrome
plated

■ Drip handle: zinc die, black

■ Spring: stainless steel

■ Cam: zinc die, chrome plated

■ Adjusting screw, Nut: steel,
zinc plated

Remarks

(S) Door-thickness max. 22mm

Please configure the quarter-turn 
with insert and cam.

The H-dimension can be adjus-
ted by the adjusting screw.

1. compression 6.5mm

2. flat external seal

3. adjusting screw

Compression Latch Pr20.1 [1-081]
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7-085.011-130

Advantages

■ Version without cylin-
der IP69K according to
DIN 40050.

■ Version with cylinder IP65
according to DIN EN 60529.

■ RH / LH application.

■ Grounding by single sided
grounding nut.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Wing knob, housing:
AISI 316

■ Grounding nut: AISI 316L

■ Sealings: NBR Perbunan

Remarks

Door-thickness (S) max. 8mm

Pre-assembled without cam.

1. flat external seal

Quarter-Turn with wing knob
Part Number Latching type IP protection Installation type Delivery Unit

a) 100-9315.00-00000 IP69K screw-on 1 pc.
b) 100-9314.00-01333 keyed alike DIRAK 1333 IP65 screw-on 1 pc.
b) 100-9314.00-09999 keyed different IP65 screw-on 1 pc.

Accessories

c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

 Quarter-Turn with Wing Knob Pr20.1 L18 [7-085.01]
Advantages

■ For cutout Pr20.1.

■ With and without cylinder.

■ RH / LH application.

■ On request parts can be
assembled.

■ A pre-assembled quarter-turn-
can be installed in the cutout.

■ Version without cylinder IP65
according to DIN EN 60529.

■ Grounding by grounding nut.

Materials

Version a) and b)

■ Housing: zinc die, black

■ Cylinder: zinc die with stain-
less steel dust-shutter

■ Wing knob: PA, black with
zinc die core

■ Plug: PA, black

■ Grounding nut: zinc die

Version a1) and b1)

■ Housing, cylinder, wing
knob and plug: PA, black

■ Nut: zinc die or PA

Remarks

(S) Door-thickness max. 8mm

1. nut

2. grounding nut

Please configure the quarter-turn 
with a cam.

Quarter-Turn with wing knob
Part Number Latching type Material Surface nut Grounding type IP protection Installation 

type
Delivery Unit

a) 200-9301.00-00000 PA / zinc die core untreated Grounding nut IP65 screw-on 1 pc.
a1) 200-9368.00-00000 PA zinc plated IP65 screw-on 1 pc.
a1) 200-9371.00-00000 PA black IP65 screw-on 1 pc.
b) 200-9302.00-00000 keyed alike DIRAK 1333 PA / zinc die core untreated Grounding nut screw-on 1 pc.
b1) 200-9369.00-00000 keyed alike DIRAK 1333 PA zinc plated screw-on 1 pc.
b1) 200-9372.00-00000 keyed alike DIRAK 1333 PA black screw-on 1 pc.
b) 500-9302.00-00000 keyed alike DS200 PA / zinc die core untreated Grounding nut screw-on 1 pc.
b) 200-9303.00-00000 keyed different PA / zinc die core untreated Grounding nut screw-on 1 pc.
b1) 200-9370.00-00000 keyed different PA zinc plated screw-on 1 pc.
b1) 200-9373.00-00000 keyed different PA black screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
d) 71 200-5318.00-00000 PA cam, L35mm / H18mm
d) 71 200-5320.00-00000 PA cam, L35mm / H20mm
d) 71 200-5322.00-00000 PA cam, L35mm / H22mm
d) 71 200-5325.00-00000 PA cam, L35mm / H25mm
d) 71 200-5328.00-00000 PA cam, L35mm / H28mm

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Quarter-Turn with Wing Knob Pr20.1 L18 [1-130]
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1-140

Quarter-Turn with T-handle
Part Number Latching type Material Surface IP protection Installation type Delivery Unit

a) 200-9307.00-00000 PA / zinc die core black IP65 screw-on 1 pc.
a) 200-9308.00-00000 keyed alike DIRAK 1333 PA / zinc die core black IP54 screw-on 1 pc.
a) 200-9309.00-00000 keyed different PA / zinc die core black IP54 screw-on 1 pc.
a) 500-9308.00-00000 keyed alike DS200 PA / zinc die core black IP54 screw-on 1 pc.
a) 200-9319.00-00000 zinc die chrome plated IP65 screw-on 1 pc.
a) 200-9320.00-00000 keyed alike DIRAK 1333 zinc die chrome plated IP54 screw-on 1 pc.
a) 200-9321.00-00000 keyed different zinc die chrome plated IP54 screw-on 1 pc.
a) 200-9331.00-00000 zinc die black IP65 screw-on 1 pc.
a) 200-9332.00-00000 keyed alike DIRAK 1333 zinc die black IP54 screw-on 1 pc.
a) 200-9333.00-00000 keyed different zinc die black IP54 screw-on 1 pc.
a) 500-9320.00-00000 keyed alike DS200 zinc die chrome plated IP54 screw-on 1 pc.
a) 500-9332.00-00000 keyed alike DS200 zinc die black IP54 screw-on 1 pc.
a) 501-9320.00-00000 PAGODA keyed alike zinc die chrome plated IP54 screw-on 1 pc.
a) 501-9321.00-00000 PAGODA keyed different zinc die chrome plated IP54 screw-on 1 pc.
a) 501-9332.00-00000 PAGODA keyed alike zinc die black IP54 screw-on 1 pc.
a) 501-9333.00-00000 PAGODA keyed different zinc die black IP54 screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Advantages

■ Versions without cylinder are
water- and dust-tight accord-
ing to IP65 DIN EN 60529.

■ Versions with cylinder are
water- and dust-tight accord-
ing to IP54 DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable T-handles sup-
plied with two keys.

Materials

■ T-handle: PA, black with zinc
die core or zinc die, chrome
plated or black

■ Grounding nut: zinc die

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. silicone seal

Quarter-Turn with T-Handle Pr20.1 L18 [1-140]
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1-155.02

Quarter-Turn with T-handle, zinc die, chrome plated
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9334.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
a) 200-9337.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
a) 500-9337.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
a) 200-9340.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 501-9337.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 screw-on 1 pc.
a) 200-9335.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
a) 200-9338.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
a) 500-9338.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
a) 200-9341.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 501-9338.00-00000 40 mm PAGODA keyed alike max. 30 mm IP54 screw-on 1 pc.
a) 200-9336.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
a) 200-9339.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
a) 500-9339.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
a) 200-9342.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9343.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
a) 200-9344.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
a) 500-9344.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
a) 200-9345.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with T-handle, zinc die, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9352.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
a) 200-9356.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
a) 500-9356.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
a) 200-9360.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 501-9356.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 screw-on 1 pc.
a) 501-9360.00-00000 30 mm PAGODA keyed different max. 20 mm IP54 screw-on 1 pc.
a) 200-9353.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
a) 200-9357.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
a) 200-9361.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 200-9354.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
a) 200-9358.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
a) 200-9362.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9355.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
a) 200-9359.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
a) 200-9363.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with wing knob, PA, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

b) 200-9322.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9325.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
b) 500-9325.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
b) 200-9328.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
b) 200-9323.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9326.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
b) 500-9326.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
b) 200-9329.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
b) 200-9324.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9327.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
b) 500-9327.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
b) 200-9330.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
b) 200-9349.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9350.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
b) 500-9350.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
b) 200-9351.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Advantages

■ Quarter-turn with extended
housing.

■ Maximum door-thickness
50mm.

■ All versions of wing-handles
are supplied complete with
housing.

■ Versions without cylin-
der IP65 according to
DIN EN 60529.

■ Versions with cylinder IP54
according to DIN EN 60529.

■ All lockable handles supplied
with 2 keys.

■ Grounding by single sided
grounding nut.

Materials

■ T-handle: PA, black with zinc
die core, or zinc die, chrome
plated or black

■ Housing: zinc die, black

■ Flat external seal: NBR/Per-
bunan, black

■ Wing knob: PA, black with
zinc die core

■ Grounding nut: zinc die

Remarks

(S) Door-thickness see table

Housings with L 36mm on 
request.

Detailed dimensions of the 
handles see product system 
1-130, 1-140.

Part No. for PAGODA version 
with master key system on 
request.

Please configure the quarter-turn 
with a cam.

Quarter-Turn with T-handle, PA, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9310.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
a) 200-9313.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
a) 500-9313.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
a) 200-9316.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 200-9311.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
a) 200-9314.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
a) 500-9314.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
a) 200-9317.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 200-9312.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
a) 200-9315.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
a) 500-9315.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
a) 200-9318.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9346.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
a) 200-9347.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
a) 500-9347.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
a) 200-9348.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with T- Handle and Wing Knob [1-155.02]
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7-095.027-090

Advantages

■ Quarter-turn with T-handle
with extended housing.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by single sided
grounding nut.

■ Pre-assembled without cam.

■ All lockable handles supplied
with two keys.

Materials

■ Handle: AISI 316, satin
polished

■ Housing, grounding nut and
adapter: stainless steel

■ Flat external seal: NBR,
black

Remarks

Please configure the quarter-
turn with a cam. 

Price and delivery time on 
request.

Maximum door-thickness 20mm 
/ 40mm.

Further housing lengths on 
request.

1. flat external seal

Quarter-Turn with T-handle
Part Number Housing length Latching type Door-thickness (S) Installation type Delivery Unit

a) 100-9401.00-00000 30 mm max. 20 mm screw-on 1 pc.
b) 100-9402.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm screw-on 1 pc.
b) 100-9403.00-00000 30 mm keyed different max. 20 mm screw-on 1 pc.
a) 100-9404.00-00000 50 mm max. 40 mm screw-on 1 pc.
b) 100-9405.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm screw-on 1 pc.
b) 100-9406.00-00000 50 mm keyed different max. 40 mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Quarter-Turn with T-Handle Pr20.1 L30/50 [7-095.02]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable T-handles sup-
plied with two keys.

Materials

■ T-handle: completely
AISI 316, surface polished

■ Nut: stainless steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. flat external seal

2. single-sided groundig nut

Quarter-Turn with T-handle
Part Number Latching type Installation type Delivery Unit

a) 200-9374.00-00000 screw-on 1 pc.
b) 200-9398.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
b) 200-9399.00-00000 keyed different screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Quarter-Turn with T-Handle Pr20.1 L18 Stainless Steel [7-090]
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1-150

Quarter-Turn with L-handle
Part Number Latching type Material Surface IP protection Delivery Unit

a) 200-9401.00-00000 PA / zinc die core black IP65 1 pc.
b) 200-9402.00-00000 keyed alike DIRAK 1333 PA / zinc die core black IP54 1 pc.
b) 500-9402.00-00000 keyed alike DS200 PA / zinc die core black IP54 1 pc.
b) 200-9403.00-00000 keyed different PA / zinc die core black IP54 1 pc.
c) 200-9483.00-00000 Push button PA / zinc die core black IP65 1 pc.
a) 200-9419.00-00000 zinc die chrome plated IP65 1 pc.
b) 200-9420.00-00000 keyed alike DIRAK 1333 zinc die chrome plated IP54 1 pc.
a) 200-9427.00-00000 zinc die black IP65 1 pc.
b) 200-9428.00-00000 keyed alike DIRAK 1333 zinc die black IP54 1 pc.
b) 200-9437.00-00000 keyed different zinc die chrome plated IP54 1 pc.
b) 200-9438.00-00000 keyed different zinc die black IP54 1 pc.
b) 500-9420.00-00000 keyed alike DS200 zinc die chrome plated IP54 1 pc.
b) 500-9428.00-00000 keyed alike DS200 zinc die black IP54 1 pc.
b) 501-9420.00-00000 PAGODA keyed alike zinc die chrome plated IP54 1 pc.
b) 501-9428.00-00000 PAGODA keyed alike zinc die black IP54 1 pc.
b) 501-9437.00-00000 PAGODA keyed different zinc die chrome plated IP54 1 pc.
b) 501-9438.00-00000 PAGODA keyed different zinc die black IP54 1 pc.

Accessories

d) 154, 292 1-102 Cams L35/45 Steel
d) 161 1-262 Cams variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Advantages

■ Versions without cylinder are
water and dust tight accord-
ing to IP65 DIN EN 60529.

■ Versions with cylinder are
water and dust tight accord-
ing to IP54 DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable L-handles sup-
plied with two keys.

Materials

■ L-handle: PA, black with zinc
die core or zinc die, chrome
plated or black

■ Housing: zinc die, chrome
plated or black

■ Grounding nut: zinc die,
untreated

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

Quarter-Turn with L-Handle Pr20.1 L18 [1-150]
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Quarter-Turn with L-handle, PA, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9404.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9407.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
b) 500-9407.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
b) 200-9410.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 200-9405.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9408.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
b) 500-9408.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
b) 200-9411.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 200-9406.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9409.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
b) 500-9409.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
b) 200-9412.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9414.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9415.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
b) 500-9415.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
b) 200-9416.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with L-handle, zinc die, chrome plated
Part Number Housing length Door-thickness (S) Latching type IP protection Installation type Delivery Unit

a) 200-9439.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9443.00-00000 30 mm max. 20 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9447.00-00000 30 mm max. 20 mm keyed different IP54 screw-on 1 pc.
b) 501-9443.00-00000 30 mm max. 20 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9447.00-00000 30 mm max. 20 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9440.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9444.00-00000 40 mm max. 30 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9444.00-00000 40 mm max. 30 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9448.00-00000 40 mm max. 30 mm keyed different IP54 screw-on 1 pc.
b) 501-9444.00-00000 40 mm max. 30 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9448.00-00000 40 mm max. 30 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9441.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9445.00-00000 50 mm max. 40 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9449.00-00000 50 mm max. 40 mm keyed different IP54 screw-on 1 pc.
b) 501-9445.00-00000 50 mm max. 40 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9449.00-00000 50 mm max. 40 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9442.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9446.00-00000 60 mm max. 50 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9450.00-00000 60 mm max. 50 mm keyed different IP54 screw-on 1 pc.
b) 501-9446.00-00000 60 mm max. 50 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9450.00-00000 60 mm max. 50 mm PAGODA keyed different IP54 screw-on 1 pc.

Quarter-Turn with L-handle, zinc die, black
Part Number Housing length Door-thickness (S) Latching type IP protection Installation type Delivery Unit

a) 200-9451.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9455.00-00000 30 mm max. 20 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9459.00-00000 30 mm max. 20 mm keyed different IP54 screw-on 1 pc.
b) 501-9455.00-00000 30 mm max. 20 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9459.00-00000 30 mm max. 20 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9452.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9456.00-00000 40 mm max. 30 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9456.00-00000 40 mm max. 30 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9460.00-00000 40 mm max. 30 mm keyed different IP54 screw-on 1 pc.
b) 501-9456.00-00000 40 mm max. 30 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9460.00-00000 40 mm max. 30 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9453.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9457.00-00000 50 mm max. 40 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9457.00-00000 50 mm max. 40 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9461.00-00000 50 mm max. 40 mm keyed different IP54 screw-on 1 pc.
b) 501-9457.00-00000 50 mm max. 40 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9461.00-00000 50 mm max. 40 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9454.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9458.00-00000 60 mm max. 50 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9458.00-00000 60 mm max. 50 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9462.00-00000 60 mm max. 50 mm keyed different IP54 screw-on 1 pc.
b) 501-9458.00-00000 60 mm max. 50 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9462.00-00000 60 mm max. 50 mm PAGODA keyed different IP54 screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Advantages

■ With extended housing and
single sided grounding nut.

■ Maximum door-thickness
50mm.

■ All versions of L-handles
are supplied complete with 
housing.

■ Versions without cylinder are
water and dust tight accord-
ing to IP65 DIN EN 60529.

■ Versions with cylinder are
water and dust tight accord-
ing to IP54 DIN EN 60529.

■ All lockable handles supplied
with 2 keys

Materials

■ Handles: PA, black with zinc
die core or zinc die, chrome
plated or black

■ Housing: zinc die, chrome
plated or black

■ Flat external seal: NBR,
black

■ Grounding nut: zinc die

Remarks

(S) Door-thickness see table

Please configure the quarter-turn 
with a cam.

1. grounding nut

Quarter-Turn with L-Handle Pr20.1 L30-60 [1-155.01]
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7-095.017-103

Advantages

■ Quarter-turn with L-handle
with extended housing.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by single sided
grounding nut.

■ Pre-assembled without cam.

■ All lockable handles supplied
with two keys.

Materials

■ Handle: AISI 316, satin
polished

■ Housing, grounding nut and
adapter: stainless steel

■ Flat external seal: NBR,
black

Remarks

Please configure the quarter-
turn with a cam. 

Price and delivery time on 
request.

Maximum door-thickness 20mm 
/ 40mm.

Further housing lengths on 
request.

1. flat external seal

Quarter-Turn with L-handle
Part Number Housing length Latching type Door-thickness (S) Installation type Delivery Unit

a) 100-9407.00-00000 30 mm max. 20 mm screw-on 1 pc.
b) 100-9408.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm screw-on 1 pc.
b) 100-9409.00-00000 30 mm keyed different max. 20 mm screw-on 1 pc.
a) 100-9410.00-00000 50 mm max. 40 mm screw-on 1 pc.
b) 100-9411.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm screw-on 1 pc.
b) 100-9412.00-00000 50 mm keyed different max. 40 mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L30/50 [7-095.01]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grunding by grounding nut.

■ On request parts can be
assembled.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable L-handles sup-
plied with two keys.

Materials

■ L-handle: AISI 316, surface
polished

■ Nut, grounding nut: stainless
steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Price and delivery time on 
request!

1. flat external seal

Quarter-Turn with L-handle
Part Number Latching type Installation type Delivery Unit

a) 200-9418.00-00000 screw-on 1 pc.
b) 200-9485.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
b) 200-9486.00-00000 keyed different screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 Stainless Steel [7-103]
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1-1171-151

Advantages

■ For cutout Pr20.1.

■ Lockable by a padlock.

■ IP65 according to
DIN EN 60529 by sealing kit
(optional).

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled.

■ The quarter-turn can be
screwed into the cutout with
the pre-assembled cam.

Materials

■ Housing: zinc die, chrome
plated or black

■ Grounding nut: zinc die

Remarks

Please configure the quarter-
turn with insert, (adapter) and 
cam.

Negatively bent cams can not 
be installed pre-assembled.

Quarter-Turn for padlock
Part Number Surface Housing length Door-thickness (S) Installation type Delivery Unit

a) 200-9082.00-00000 chrome plated 22 mm max. 12 mm screw-on 10 pcs.
a) 200-9083.00-00000 black 22 mm max. 12 mm screw-on 10 pcs.
a) 200-9084.00-00000 chrome plated 32 mm max. 22 mm screw-on 10 pcs.
a) 200-9085.00-00000 black 32 mm max. 22 mm screw-on 10 pcs.

Accessories

b) 150 1-101 Inserts Pr20.1
c) 154, 292 1-102 Cams L35/45 Steel
f) 200-9031.00-00000 Adapter set L20

768 6-100 Wrench
766 6-101 Universal key

Function extension

d) and 
e)

209-9002.00-00000 Sealing kit IP65 for Quarter-Turns Pr20.1

Quarter-Turn for Padlock Pr20.1 L22/32 [1-117]
Advantages

■ The radial spring loaded insert
automatically locks the handle
when the handle rotates back
into the closed position.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ L-handle: PA, black with zinc
die core

■ Insert: zinc die, chrome
plated

■ Grounding nut: zinc die

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

Quarter-Turn with L-handle
Part Number Insert Installation type Delivery Unit

a) 200-9429.00-00000 Square 6mm screw-on 1 pc.
b) 200-9431.00-00000 Square 8mm screw-on 1 pc.
c) 200-9432.00-00000 Double bit 3mm pin screw-on 1 pc.
d) 200-9433.00-00000 Double bit 5mm pin screw-on 1 pc.
e) 200-9435.00-00000 Triangular 8mm screw-on 1 pc.
f) 200-9436.00-00000 Slotted 2x4mm screw-on 1 pc.
g) 200-9475.00-00000 Slotted recessed coinproof screw-on 1 pc.

Accessories

h) 154, 292 1-102 Cams L35/45 Steel
h) 161 1-262 Cams variable

768 6-100 Wrench
766 6-101 Universal key

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 [1-151]
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Advantages

■ IP65/67 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Wing knob: AISI 316, surface
polished

■ Housing and nut: stainless
steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam. 

Padlock feature only if cam is at 
90° to the wing knob.

1. flat external seal

Quarter-Turn for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9375.00-00000 18 mm screw-on 1 pc.

Accessories

b) 156 7-105 Cams L35/45 Stainless Steel
154, 292 1-102 Cams L35/45 Steel
161 1-262 Cams variable

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn for Padlock Pr20.1 L18 Stainless Steel [7-085]
Advantages

■ For cutout 20.1

■ IP66 according to
DIN EN 60529.

■ RH / LH application

■ Grounding by grounding nut.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Wing knob: zinc die, chrome
plated or black

■ Housing: zinc die, zinc plated

■ Grounding nut: zinc die

Remarks

(S) Door-thickness see table

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the wing knob.

1. seal

Quarter-Turn for padlock
Part Number Surface Version Housing length Door-thickness (S) Installation type Delivery Unit

a) 200-9365.00-00000 black E-coated 18 mm max. 8 mm screw-on 1 pc.
a) 100-9311.00-00000 black E-coated 40 mm max. 30 mm screw-on 1 pc.
a) 200-9365.TX-00000 black Textured powder, black 18 mm max. 8 mm screw-on 1 pc.
a) 100-9311.TX-00000 black Textured powder, black 40 mm max. 30 mm screw-on 1 pc.
a) 200-9364.00-00000 chrome plated 18 mm max. 8 mm screw-on 1 pc.
a) 100-9310.00-00000 chrome plated 40 mm max. 30 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Quarter-Turn for Padlock Pr20.1 L 18/40 [1-132]
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1-154.011-154

Advantages

■ With cylinder barrel or spring-
loaded slotted insert.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ The quarter-turn can be
screwed into the cutout with
the pre-assembled cam.

■ All lockable handles supplied
with two keys.

Materials

■ L-handle: zinc die, black

■ Housing: zinc die, zinc plated

■ Slotted insert: zinc die,
chrome plated

■ Cylinder barrel: zinc die, with
stainless dust cap

■ Grounding nut: zinc die

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

L-handle for padlock
Part Number Version Insert Latching type Installation type Delivery Unit

a) 200-9488.00-00000 E-coated keyed alike DIRAK 1333 screw-on 1 pc.
a) 200-9488.TX-00000 Textured powder, black keyed alike DIRAK 1333 screw-on 1 pc.
a) 200-9490.00-00000 E-coated keyed different screw-on 1 pc.
a) 200-9490.TX-00000 Textured powder, black keyed different screw-on 1 pc.
b) 200-9489.00-00000 E-coated Slotted 2x4mm screw-on 1 pc.
b) 200-9489.TX-00000 Textured powder, black Slotted 2x4mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

L-Handle for Padlock Pr20.1 L18 [1-154.01]
Advantages

■ For cutout 20.1.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ The L-handle can be screwed
into the cutout with the
pre-assembled cam.

Materials

■ L-handle: zinc die, chrome
plated or black

■ Housing: zinc die, zinc plated

■ Grounding nut: zinc die

■ O-ring: NBR

Remarks

(S) Door-thickness see table

Please configure the L-handle 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

L-handle for padlock
Part Number Surface Version Housing length Door-thickness (S) Installation type Delivery Unit

a) 200-9463.00-00000 chrome plated glossy 18 mm max. 8 mm screw-on 1 pc.
a) 200-9464.00-00000 black E-coated 18 mm max. 8 mm screw-on 1 pc.
a) 200-9464.TX-00000 black Textured powder, black 18 mm max. 8 mm screw-on 1 pc.
b) 200-9491.00-00000 chrome plated glossy 40 mm max. 30 mm screw-on 1 pc.
b) 200-9492.00-00000 black E-coated 40 mm max. 30 mm screw-on 1 pc.
b) 200-9492.TX-00000 black Textured powder, black 40 mm max. 30 mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

L-Handle for Padlock Pr20.1 L18/40 [1-154]
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1-6517-100

Advantages

■ For the standard cutout and
additional hole for the padlock
eyelet.

■ The 2-point fixing prevents
tempering.

■ IP65 according to
DIN EN 60529 by o-ring, flat
external seal and washer
(optional).

■ RH / LH application.

■ The eyelet for the padlock,
also used as a stop, is asym-
metric and can be turned for
RH or LH doors (door closed).

■ In closed position the wing
handle is always fully vertical.

Materials

■ Housing, stop and handle:
zinc die, black

■ Nut and hex screw: steel

■ Internal wave washer: steel,
zinc plated

Remarks

(S) Door-thickness max. 8mm

1. closed version

2. RH version

3. LH version

Please configure the quarter-
turn with a cam.

L-wing handle for padlock
Part Number Housing length Installation type Delivery Unit

281-9101.00-00000 18 mm screw-on 10 pcs.

Accessories

154, 292 1-102 Cams L35/45 Steel
161 1-262 Cams variable
200-1001.00-00000 O-ring 12 x 2.0mm
200-0904.00-00000 Flat external seal Ø21.8mm / 26.5mm
832-0125.00-00005 Washer

L-Wing-Handle for Padlock Pr20.1 L18 [1-651]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ L-Handle: AISI 316, surface
polished

■ Grounding nut: stainless steel

■ O-ring: NBR

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9481.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable
b) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

L-Handle for Padlock Pr20.1 L18 Stainless Steel [7-100]
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7-1041-153

Advantages

■ IP65 according to
DIN EN 60529 with 2 o-rings.

■ RH / LH application.

Materials

■ L-Handle, housing and
hook: AISI 316

■ O-rings: NBR

Remarks

(S) Door-thickness max. 5mm

Please configure the quarter-
turn with a cam.

Quarter-Turn with L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9493.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable
b) 156 7-105 Cams L35/45 Stainless Steel

Quarter-Turn with L-Handle for Padlock  
Pr20.1 L18 Stainless Steel [7-104]

Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

Materials

■ L-handle, hook and housing:
zinc die, black

■ Both threaded shafts in
handle and hook: steel, zinc
plated

■ O-ring: NBR

Remarks

(S) Door-thickness max. 5mm

Please configure the quarter-turn 
with a cam.

Quarter-Turn with L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 100-9413.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable

L-Handle for Padlock Pr20.1 L18 [1-153]
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6-1110DST

Bowed handle with cylinder
Part Number Clamping range (S) Latching type Grounding type Installation type Delivery Unit

a) 413-9301.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 tool-less 1 pc.
a) 413-9301.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 tool-less 1 pc.
a) 413-9301.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 tool-less 1 pc.
a) 413-9302.00-00012 0.8 - 1.5 mm keyed different tool-less 1 pc.
a) 413-9302.00-00016 1.3 - 2.0 mm keyed different tool-less 1 pc.
a) 413-9302.00-00020 1.8 - 2.5 mm keyed different tool-less 1 pc.
a) 413-9305.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 Grounding clip tool-less 1 pc.
a) 413-9305.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 Grounding clip tool-less 1 pc.
a) 413-9305.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 Grounding clip tool-less 1 pc.
a) 413-9306.00-00012 0.8 - 1.5 mm keyed different Grounding clip tool-less 1 pc.
a) 413-9306.00-00016 1.3 - 2.0 mm keyed different Grounding clip tool-less 1 pc.
a) 413-9306.00-00020 1.8 - 2.5 mm keyed different Grounding clip tool-less 1 pc.

Bowed handle for insert
Part Number Clamping range (S) Grounding type Installation type Delivery Unit

b) 413-9303.00-00012 0.8 - 1.5 mm tool-less 1 pc.
b) 413-9303.00-00016 1.3 - 2.0 mm tool-less 1 pc.
b) 413-9303.00-00020 1.8 - 2.5 mm tool-less 1 pc.
b) 413-9307.00-00012 0.8 - 1.5 mm Grounding clip tool-less 1 pc.
b) 413-9307.00-00016 1.3 - 2.0 mm Grounding clip tool-less 1 pc.
b) 413-9307.00-00020 1.8 - 2.5 mm Grounding clip tool-less 1 pc.

Accessories

c) 150 1-101 Inserts Pr20.1
d) 154, 292 1-102 Cams L35/45 Steel
d) 161 1-262 Cams variable

175, 295 2-151 2-, 3- and 4-Point Cam Adapter
768 6-100 Wrench
766 6-101 Universal key

Advantages

■ Bowed handle with
DIRAK-SNAP-Technology and
quarter-turn, with cylinder or
for insert.

■ Rectangular cutout guaran-
tees a perfect alignment.

■ The installation is effected by
a simple push into appropriate
cutouts.

■ The housing for cylinder or
insert can be turned by 90°
and the handle can be used
for RH / LH, horizontal and
vertical applications.

■ Can be pre-assembled upon
request.

■ Tool-less, vibration-proof
installation also in closed
profiles.

Materials

■ Handle: zinc die, matte
chrome plated

■ Other surfaces on request.

■ Housing: zinc die

■ Snap wedges: sintered steel

■ Grounding clip: stainless
steel

Remarks

Attention: H-dimension of the 
cam ≥14mm 

Please configure the quarter-turn 
with a cam.

In case of applying a cylinder the 
3-point cam should not be used.

e) grounding clip

Please contact DIRAK for the 
part number of a completely 
pre-assembled handle.

DST Bowed Handle with Quarter-Turn [6-1110DST]
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7-072

Advantages

■ Dish handle for 2- or 3-point
cam.

■ IP65 according to
DIN EN 60529.

■ Properties of material
AISI 316 Ti: The titanium
increases the corrosion
resistance particularly the
intercrystalline corrosion at
the grain boundaries.

Materials

■ Dish handle and adapter
plate: AISI 316Ti, cast

■ Flat external seal: Inducon

Remarks

(S) Door-thickness 2mm

For flush area mounting please 
order additionally: 

adapter plate and flat external 
seal.

Please configure the quarter-
turn with insert and cam.

1. cutout dish handle surface
mounted

2. cutout flush area

3. e.g. countersunk screw M6

Dish handle
Part Number Installation type Delivery Unit

a) 208-9638.00-00000 screw-on 1 pc.

Accessories for dish handle 
Part Number Name Fastening type Delivery Unit

b) 207-3605.90-00000 Adapter plate screw-on 1 pc.
c) 200-0905.00-00000 Flat external seal 1 pc.

Accessories

d) 156 7-105 Cams L35/45 Stainless Steel

Dish Handle PrA Stainless Steel [7-072]
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7-081.02HD7-081.02

Advantages

■ Tested according to: GS-NV
2:2013/06 Principles for
the testing of food pro-
cessing machines, GS-NV
6:2013/06 Principles for the
testing of hygiene require-
ments. Machine Ordinance:
DIN EN 1672-2:2009.

■ DGUV Test Certificate.

■ Dirt resistant and easy to
clean by means of polished 
surface and transition radii.

■ IP 65/67/69K according to
DIN EN 60529 / DIN 40050.

■ RH / LH application.

■ Grounding by grounding nut.

■ Cam can be delivered pre-as-
sembled upon request.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam.

1. silicone seal

Hygiene Quarter-Turn with T-handle
Part Number Housing length Installation type Delivery Unit

a) 100-9313.00-00000 18 mm screw-on 1 pc.

Accessories

b) 156 7-105 Cams L35/45 Stainless Steel

Hygiene Quarter-Turn with T-Handle  
Pr20.1 L18 Stainless Steel [7-081.02HD]

Advantages

■ Suitable for the food sector
and hygienic areas.

■ Meets hygiene requirements
acc. to DIN EN ISO 14159 and
DIN EN 1672-2.

■ Polished surface.

■ Lockable with cylinder barrel.

■ Seal FDA conform.

■ IP65/67 according to
DIN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ Cam can be delivered pre- 
assembled upon request.

■ The pre-assembled Quar-
ter-turn can be installed in the
cutout.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. silicone seal

Quarter-Turn with T-handle
Part Number Latching type Installation type Delivery Unit

a) 100-9313.00-01333 keyed alike DIRAK 1333 screw-on 1 pc.
a) 100-9313.00-99999 keyed different screw-on 1 pc.

Accessories

b) 156 7-105 Cams L35/45 Stainless Steel
b1) 159 7-105.01 Cams L35/45 Stainless Steel

Quarter-Turn with T-Handle and Cylinder 
Pr20.1 L18 Stainless Steel [7-081.02]
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7-081.03HD7-081.03

Advantages

■ Tested according to: GS-NV
2:2013/06 Principles for
the testing of food pro-
cessing machines, GS-NV
6:2013/06 Principles for the
testing of hygiene require-
ments. Machine Ordinance:
DIN EN 1672-2:2009.

■ DGUV Test Certificate.

■ Dirt resistant and easy to
clean by means of polished 
surface and transition radii.

■ IP 65/67/69K according to
DIN EN 60529 / DIN 40050.

■ RH / LH application.

■ Cam can be delivered pre- 
assembled upon request.

■ The quarter-turn can be
screwed into the cutout with
the pre-assembled cam.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam.

1. silicone seal

Hygiene Quarter-Turn with L-handle
Part Number Grounding type Installation type Delivery Unit

a) 100-9416.00-00000 Grounding nut screw-on 1 pc.

Accessories

b) 156 7-105 Cams L35/45 Stainless Steel

Hygiene Quarter-Turn with L-Handle 
Pr20.1 L18 Stainless Steel [7-081.03HD]

Advantages

■ Suitable for the food sector
and hygienic areas.

■ Meets Hygiene requirements
acc. to DIN EN ISO 14159 and
DIN EN 1672-2.

■ Polished surface.

■ Seal FDA conform.

■ Lockable with cylinder barrel.

■ IP 65/67 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ Cam can be delivered pre- 
assembled upon request.

■ The pre-assembled quar-
ter-turn can be installed in the
cutout.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. silicone seal

Quarter-Turn with L-handle
Part Number Latching type Installation type Delivery Unit

a) 100-9416.00-01333 keyed alike DIRAK 1333 screw-on 1 pc.
a) 100-9416.00-99999 keyed different screw-on 1 pc.

Accessories

b) 156 7-105 Cams L35/45 Stainless Steel
b1) 159 7-105.01 Cams L35/45 Stainless Steel

Quarter-Turn with L-Handle and Barrel 
Pr20.1 L18 Stainless Steel [7-081.03]
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Griffschale / Handle system

GSC

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.

Riegeltypen / cam types:

1-36 RIH-659 G

1-36 RIH-653 K

1-36 RIH-652 G

1-36 RIH-651 K

1-36 RIH-658 K

86

36
5

 7
2,

1

13

web shop
set

web shop
set

50

24

6,8 

 7
2

84
Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

72 x 72 mm

72 x 72 mm

Material (Griff)

Material (handle)

Zamak

Zamak

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90°

90°

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)

Griffschale / Handle system

snap³

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.

80

20
0

20

50

24

6,8 

 26,5
 5 14,7 

23
 23 75,5

19
4,
5

Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

75,5 x 194,5 mm

75.5 x 194.5 mm

Material (Griff)

Material (handle)

Zamak

Zamak

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90° rechts

90° right

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)

www.metalika-kacin.com www.metalika-kacin.com



150 | Quarter-Turns Accessories | 151Quarter-Turns AccessoriesCARET-LEFT all product details 
on DIRAK.com

1-101

Insert, zinc die, black
Part Number Insert Indicator Delivery Unit

q) 100-9115.00-00000 Wing knob (only for housings Ø28) 10 pcs.

Insert, PA / zinc die comb. black
Part Number Insert Delivery Unit

o) 200-9114.00-00000 Star knob 10 pcs.
p) 200-9115.00-00000 Wing knob 10 pcs.

Advantages

■ For quarter-turn cutout 20.1

Remarks

1. inserts zinc die, consisting of:
insert, spring washer and self
locking screw

2. inserts PA, consisting of:
insert, spring washer and self-
tapping screw

Suitable keys see product- 
system 6-100 and 6-101.

Inserts Pr20.1 [1-101]
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Inserts
Part Number Insert

f) 200-9125.00-00000 Star knob
g) 200-9179.00-00000 Wing knob

Advantages

■ Insert with screw, wave
washer and o-ring.

Materials

■ Inserts: AISI 316

■ Inserts f)+g): PA with stain-
less steel insert

Remarks

1. insert

2. wave washer

3. screw

4. o-ring

Inserts Stainless Steel Pr20.1 [7-082]
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1-430

T-handle, chrome plated
Part Number for rod latch Latching type Delivery Unit

a) 235-9501.00-00000 A20 1 pc.
b) 235-9502.00-00000 A26 1 pc.
a) 235-9505.00-00000 A20 keyed alike DIRAK 1333 1 pc.
b) 235-9506.00-00000 A26 keyed alike DIRAK 1333 1 pc.
a) 535-9505.00-00000 A20 keyed alike DS200 1 pc.
b) 535-9506.00-00000 A26 keyed alike DS200 1 pc.
a) 235-9510.00-00000 A20 keyed different 1 pc.
b) 235-9511.00-00000 A26 keyed different 1 pc.
a) 501-9505.00-00000 A20 PAGODA keyed alike 1991 1 pc.
b) 501-9506.00-00000 A26 PAGODA keyed alike 1991 1 pc.
a) 501-9510.00-00000 A20 PAGODA keyed different 1 pc.
b) 501-9511.00-00000 A26 PAGODA keyed different 1 pc.

T-handle, black
Part Number for rod latch Latching type Delivery Unit

a) 235-9503.00-00000 A20 1 pc.
b) 235-9504.00-00000 A26 1 pc.
a) 235-9507.00-00000 A20 keyed alike DIRAK 1333 1 pc.
b) 235-9508.00-00000 A26 keyed alike DIRAK 1333 1 pc.
a) 235-9512.00-00000 A20 keyed different 1 pc.
b) 235-9513.00-00000 A26 keyed different 1 pc.
a) 501-9507.00-00000 A20 PAGODA keyed alike 1991 1 pc.
b) 501-9508.00-00000 A26 PAGODA keyed alike 1991 1 pc.
a) 501-9512.00-00000 A20 PAGODA keyed different 1 pc.
b) 501-9513.00-00000 A26 PAGODA keyed different 1 pc.

L-handle, chrome plated
Part Number for rod latch Latching type Delivery Unit

c) 235-9601.00-00000 A20 1 pc.
d) 235-9602.00-00000 A26 1 pc.
c) 235-9605.00-00000 A20 keyed alike DIRAK 1333 1 pc.
d) 235-9606.00-00000 A26 keyed alike DIRAK 1333 1 pc.
c) 535-9605.00-00000 A20 keyed alike DS200 1 pc.
d) 535-9606.00-00000 A26 keyed alike DS200 1 pc.
c) 235-9610.00-00000 A20 keyed different 1 pc.
d) 235-9611.00-00000 A26 keyed different 1 pc.
c) 501-9605.00-00000 A20 PAGODA keyed alike 1991 1 pc.
d) 501-9606.00-00000 A26 PAGODA keyed alike 1991 1 pc.

L-handle, black
Part Number for rod latch Latching type Delivery Unit

c) 235-9603.00-00000 A20 1 pc.
d) 235-9604.00-00000 A26 1 pc.
c) 235-9607.00-00000 A20 keyed alike DIRAK 1333 1 pc.
d) 235-9608.00-00000 A26 keyed alike DIRAK 1333 1 pc.
c) 535-9607.00-00000 A20 keyed alike DS200 1 pc.
d) 535-9608.00-00000 A26 keyed alike DS200 1 pc.
c) 235-9612.00-00000 A20 keyed different 1 pc.
d) 235-9613.00-00000 A26 keyed different 1 pc.

Accessories

204 1-400 Inserts for Rod Latches 235 series
208 1-405 Rod Latch for Profile Cylinder
207 1-410 2-Point Rod Latch RS
476 1-415 Sliding Door Latch

Function extension

209-9002.00-00000 Sealing kit IP65 for Quarter-Turns Pr20.1

Advantages

■ RH / LH application.

■ IP65 according to
DIN EN 60529 (optional).

Materials

■ Handle: zinc die, chrome
plated or black

■ Square pin: steel, zinc plated

■ Bezel: zinc die, chrome plated

Remarks

(S) Door-thickness max. 4mm

Please configure the handles 
with the rod latch 1-400, 1-405, 
1-410 and 1-415.

T- and L-Handles for Rod Latches [1-430]
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Clamp Levers with Handle from Pressure Die-Cast Zinc - Internal Thread

Clamp Levers with Handle from Pressure Die-Cast Zinc - External Thread
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... Please indicate here the desired length of screw e.g. 025 for L = 25 mm.

Registered Design

Zimmermann Clamp Levers. Extremely high safety
handle. Convincing quality. Modern and functional

design. For heavy load.

Model:  Handle from pressure die-cast zinc, plastic
coated. Steel parts stability class 5.8, black oxide

finished.

Standard colours of the handle: black
RAL 9005 and orange RAL 2004.

Special types such as other thread diameter,
screw length, etc. are available on request.

Clamp Levers
adjustable

Handle from Pressure Die-Cast Zinc
For Heavy Load

Order No. 

Black 

Order No. 

Orange
Size

External
Thread

X 
Length of Screw L  (mm)

11 042 04 ... sw 11 042 04... or M 4 12 16 20 25 32
11 042 05 ... sw 11 042 05... or 42 M 5 12 16 20 25 32 40 50
11 042 06 ... sw 11 042 06... or M 6 12 16 20 25 32 40 50
11 065 08 ... sw 11 065 08... or 65 M 8 12 16 20 25 32 40 50 63
11 065 10 ... sw 11 065 10... or M 10 20 25 32 40 50 63
11 078 08 ... sw 11 078 08... or 78 M 8 16 20 25 32 40 50 63
11 078 10 ... sw 11 078 10... or M 10 20 25 32 40 50 63 80
11 092 10 ... sw 11 092 10... or 92 M 10 20 25 32 40 50 63 80
11 092 12 ... sw 11 092 12... or M 12 20 25 32 40 50 63 80
11 108 12 ... sw 11 108 12... or 108 M 12 25 32 40 50 63 80
11 108 16 ... sw 11 108 16... or M 16 25 32 40 50 63 80

Order No. 

Black 

Order No. 

Orange
Size

Internal
Thread 

X 
A 

mm 
A1

mm 
D 

mm 
D1

mm 
H 

mm 
H1

mm  
H2

mm 
H3

mm 
H4

mm
H5

mm 
T 

mm 

No. 
of

Teeth 

Weight
approx. 

kg
11 042 04 999 sw 11 042 04 999 or M 4 
11 042 05 999 sw 11 042 05 999 or 42 M 5 42 49 10 14 24,5 3,2 15,4 33,5 37 6,8 9 18 0,030 
11 042 06 999 sw 11 042 06 999 or M 6 
11 065 06 999 sw 11 065 06 999 or 65 M 6 65 74 13,5 18 31 6 18,4 45,5 49,5 10,5 11 24 0,072 
11 065 08 999 sw 11 065 08 999 or M 8 
11 078 08 999 sw 11 078 08 999 or 78 M 8 78 89 16 22 36 7,5 22,3 54 58 13 14 26 0,105 
11 078 10 999 sw 11 078 10 999 or M 10
11 092 10 999 sw 11 092 10 999 or 92 M 10 92 105 19 25 43 9 27 64 68 15,2 17 28 0,170 
11 092 12 999 sw 11 092 12 999 or M 12
11 108 12 999 sw 11 108 12 999 or 108 M 12 108 123 23 30 50,5 11 30 75 80 17 23 30 0,265 
11 108 16 999 sw 11 108 16 999 or M 16

7

X

L
H

1 H
5

A1

D
1

H
1

H

X

D

D1

TH
5

20∞

H
2

H
3 H

4

A

(L
ev

er
 d

is
en

ga
ge

d)

Clamp Levers

Reinforced toothing through inlayed
toothing of pressure die-cast zinc

Clamp Levers with Handle from Polyamide and Stainless Steel Parts - Internal Thread

Clamp Levers with Handle from Polyamide and Stainless Steel Parts - External Thread

... Please indicate here the desired length of screw e.g. 025 for L = 25 mm.

Registered Design

Zimmermann Clamp Levers. Handle from special
polyamide and steel parts from stainless steel. For
special demand e.g. hospitals and laboratories,
food- and beverage industries.

Model: Handle from polyamide with zinc ring from
pressure die-cast zinc.  Stainless steel parts,
material no. 1.4305. Reinforced toothing through
inlayed toothing from pressure die-cast zinc

Standard colours of the handle: black RAL 9005
and orange RAL 2004.

Special types such as different thread diameter,
screw length etc. are available on request.

Handle from special Polyamide
Reinforced Design, Steel Parts
from Stainless Steel

Order No. 

Black 

Order No. 

Orange
Size 

Internal
Thread 

X 
A 

mm 
A1

mm 
D 

mm 
D1

mm 
H 

mm
H1

mm  
H2 

mm
H3

mm 
H4
mm

H5
mm 

T 
mm 

No. of
Teeth 

Weight
approx. 

Kg
10 042 05 999 sw E0A 10 042 05 999 or E0A 42 M  5 42 49 10 14 24,5 3,2 15,4 33,5 37 6,8 9 18 0,014 
10 042 06 999 sw E0A 10 042 06 999 or E0A M  6 
10 065 06 999 sw E0A 10 065 06 999 or E0A 65 M  6 65 74 13,5 18 31 6 18,4 45,5 49,5 10,5 11 24 0,031 
10 065 08 999 sw E0A 10 065 08 999 or E0A M  8 
10 078 08 999 sw E0A 10 078 08 999 or E0A 78 M  8 78 89 16 22 36 7,5 22,3 54 58 13 14 26 0,048 
10 078 10 999 sw E0A 10 078 10 999 or E0A M 10
10 092 10 999 sw E0A 10 092 10 999 or E0A 92 M 10 92 105 19 25 43 9 27 64 68 15,2 17 28 0,084 
10 092 12 999 sw E0A 10 092 12 999 or E0A M 12

Order No. 

Black

Order No. 

Orange
Size

External 
Thread 

X 
Length of Screw L (mm) 

10 042 05 ... sw E0A 10 042 05 ... or E0A 42 M  5 12 16 20 25 32 40 50
10 042 06 ... sw E0A 10 042 06 ... or E0A M  6 12 16 20 25 32 40 50
10 065 06 ... sw E0A 10 065 06 ... or E0A 65 M  6 16 20 25 32 40 50
10 065 08 ... sw E0A 10 065 08 ... or E0A M  8 16 20 25 32 40 50 63
10 078 10 ... sw E0A 10 078 10 ... or E0A 78 M 10 20 25 32 40 50 63 80
10 092 10 ... sw E0A 10 092 10 ... or E0A 92 M 10 20 25 32 40 50 63 80
10 092 12 ... sw E0A 10 092 12 ... or E0A M 12 20 25 32 40 50 63 80

Clamp Levers with Handle from Pressure Die-Cast Zinc - Internal Thread

Clamp Levers with Handle from Pressure Die-Cast Zinc - External Thread
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... Please indicate here the desired length of screw e.g. 025 for L = 25 mm.

Registered Design

Zimmermann Clamp Levers. Extremely high safety
handle. Convincing quality. Modern and functional

design. For heavy load.

Model:  Handle from pressure die-cast zinc, plastic
coated. Steel parts stability class 5.8, black oxide

finished.

Standard colours of the handle: black
RAL 9005 and orange RAL 2004.

Special types such as other thread diameter,
screw length, etc. are available on request.

Clamp Levers
adjustable

Handle from Pressure Die-Cast Zinc
For Heavy Load

Order No. 

Black 

Order No. 

Orange 
Size 

External 
Thread 

X 
Length of Screw L  (mm) 

11 042 04 ... sw  11 042 04... or M    4 12  16 20 25 32
11 042 05 ... sw 11 042 05... or 42 M    5 12 16 20 25 32 40 50
11 042 06 ... sw 11 042 06... or M    6  12 16 20 25 32 40 50
11 065 08 ... sw 11 065 08... or  65 M    8 12  16   20  25  32 40 50 63  
11 065 10 ... sw 11 065 10... or M  10 20 25 32 40 50 63 
11 078 08 ... sw 11 078 08... or 78 M    8 16  20 25 32 40 50 63 
11 078 10 ... sw 11 078 10... or M  10  20 25 32  40  50 63 80  
11 092 10 ... sw 11 092 10... or 92 M  10 20 25 32 40 50 63 80 
11 092 12 ... sw 11 092 12... or M  12 20 25 32  40 50 63 80 
11 108 12 ... sw  11 108 12... or 108 M  12 25 32 40 50 63 80 
11 108 16 ... sw 11 108 16... or M  16 25 32 40 50 63 80 

 

Order No. 

Black   

Order No. 

Orange 
Size 

Internal 
Thread 

X 
A 

mm 
A1 

mm 
D 

mm 
D1 

mm 
H 

mm 
H1  

mm  
H2 

mm 
H3 

mm 
H4  

mm 
H5 

mm 
T 

mm 

No. 
of 

Teeth 

Weight 
approx. 

kg 
11 042 04 999 sw 11 042 04 999 or M   4 
11 042 05 999 sw 11 042 05 999 or 42 M   5 42 49 10 14 24,5 3,2 15,4 33,5 37 6,8 9 18 0,030 
11 042 06 999 sw 11 042 06 999 or M   6 
11 065 06 999 sw 11 065 06 999 or 65 M   6 65 74 13,5  18  31 6 18,4 45,5 49,5 10,5 11 24  0,072 
11 065 08 999 sw 11 065 08 999 or M   8 
11 078 08 999 sw 11 078 08 999 or 78 M   8 78 89 16 22 36  7,5   22,3 54 58  13 14  26 0,105 
11 078 10 999 sw 11 078 10 999 or M 10  
11 092 10 999 sw 11 092 10 999 or 92 M 10 92 105 19 25 43  9 27 64 68 15,2 17  28 0,170 
11 092 12 999 sw 11 092 12 999 or M 12
11 108 12 999 sw 11 108 12 999 or 108 M 12 108 123 23 30 50,5 11 30 75 80 17 23 30 0,265 
11 108 16 999 sw 11 108 16 999 or M 16

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

Quarter-Turns Accessories | 169

Advantages

■ Emergency handle for internal
unlocking for quarter-turns of
the Pr20.1. Installation is with
the cam.

■ Anti-rotation device for all
quarter-turns Pr20.1 with nut
fastening.

■
quarter-turn heads Pr20.1

■ Serrated lock washer as pro-
tection against the connection
unintentionally coming loose
due to vibrations.

■ Quarter-turn extension for
extending quarter-turns by
6.5mm Pr20.1. Screwed on
under the housing with the
cam.

Materials

■ Emergency handle: zinc die,
red

■ Anti-rotation device: zinc
die, zinc plated or black

■ Serrated lock washer: steel,
zinc plated or stainless steel

Distance ring to raise the ■ Spacer: steel, black or
chrome plated, or zinc die,
chrome plated or black

■ Quarter-turn extension: zinc
die, zinc plated

Remarks

1. please note length of screw

Accessories quarter-turn
Part Number Name Material Surface D d S Delivery Unit

a) 200-4701.00-00000 Emergency handle zinc die red 10 pcs.
b) 200-4601.00-00000 Anti-rotation device zinc die zinc plated 10 pcs.
b) 200-4601.02-00000 Anti-rotation device zinc die black 10 pcs.
c) 800-0064.00-00000 Serrated lock washer steel zinc plated 10 pcs.
c) 840-6798.00-00023 Serrated lock washer stainless steel 10 pcs.
d) 200-4608.00-00000 Spacer steel black 28 mm 21.9 mm 4 mm 10 pcs.
d) 200-4610.00-00000 Spacer steel chrome plated 30 mm 21.9 mm 4 mm 10 pcs.
d) 200-4611.01-00000 Spacer zinc die chrome plated 32 mm 21.7 mm 6.6 mm 10 pcs.
d) 200-4611.02-00000 Spacer zinc die black 32 mm 21.7 mm 6.6 mm 10 pcs.
e) 200-2809.35-00000 Quarter-turn extension zinc die zinc plated 32 mm 6.5 mm 10 pcs.

Emergency Handle + Accessories for Pr20.1 [1-275]

www.metalika-kacin.com



Clamp Levers with Handle from Pressure Die-Cast Zinc, S

Clamp Levers with Handle from Pressure Die-Cast Zinc, S
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Clamp Levers
Handle from Pressure Die-Cast Zinc
For Heavy Load, Steel Parts
from Stainless Steel

Registered Design

Zimmermann Clamp Levers. For special demand,
e.g. hospitals and laboratories, food- and beverage
industries.

Model: Handle from pressure die-cast zinc, plastic
coated.  Stainless steel parts, material no. 1.4305.

Standard colours of the handle: black RAL 9005
and orange RAL 2004.

Special types such as different thread diameter,
screw length, etc. are available on request.

tainless Steel - Internal Thread

tainless Steel - External Thread

... Please indicate here the desired length of screw e.g. 025 for L = 25 mm.

Order No. 

Black   

Order No. 

Orange 
Size 

Internal 
Thread 

X 
A 

mm 
A1 

mm 
D 

mm 
D1 

mm 
H  

mm 
H1 

mm  
H2 

mm 
H3 

mm 
H4  

mm 
H5 

mm 
T 

mm 
No. of 
Teeth 

Weight 
approx. 

kg 
11 042 05 999 sw E0A 11 042 05 999 or E0A 42 M   5 42 49 10 14 24,5 3,2 15,4 33,5 37 6,8 9 18 0,014 
11 042 06 999 sw E0A 11 042 06 999 or E0A M   6 
11 065 06 999 sw E0A 11 065 06 999 or E0A 65 M   6 65 74 13,5 18 31 6  18,4 45,5 49,5 10,5 11 24 0,031 
11 065 08 999 sw E0A 11 065 08 999 or E0A M   8 
11 078 08 999 sw E0A 11 078 08 999 or E0A 78 M   8 78 89 16 22 36 7,5 22,3 54 58 13 14 26 0,048 
11 078 10 999 sw E0A 11 078 10 999 or E0A M 10  
11 092 10 999 sw E0A 11 092 10 999 or E0A 92 M 10 92 105 19 25 43 9 27 64 68 15,2 17 28 0,084 
11 092 12 999 sw E0A   11 092 12 999 or E0A M 12
11 108 12 999 sw E0A   11 108 12 999 or E0A 108  M 12  108 123 23 30 50,5 11 30 75 80 17 23 30  0,265 
11 108 16 999 sw E0A 11 108 16 999 or E0A M 16

Order No. 

Black 

Order No. 

Orange 
Size 

External 
Thread 

X 
Length of Screw L (mm) 

11 042 05 ... sw  E0A 11 042 05 ... or E0A 42 M   5 12  16 20 25 32  40 50
11 042 06 ... sw  E0A 11 042 06 ... or E0A M   6 12 16 20 25 32  40 50
11 065 06 ... sw  E0A 11 065 06 ... or E0A 65 M   6 16 20 25 32 40 50  
11 065 08 ... sw  E0A 11 065 08 ... or E0A M   8 16 20 25 32 40 50 63 
11 078 10 ... sw  E0A 11 078 10 ... or E0A 78 M 10 20 25 32 40 50 63 80 
11 092 10 ... sw  E0A 11 092 10 ... or E0A 92 M 10 20 25 32 40 50 63 80 
11 092 12 ... sw  E0A 11 092 12 ... or E0A M 12 20 25 32 40 50 63 80 
11 108 16 ... sw  E0A 11 108 16 ... or E0A 108 M 16 32 40 50 63 80 

 

INOX

Clamp Levers with Handle from Pressure Die-Cast Zinc, S

Clamp Levers with Handle from Pressure Die-Cast Zinc, S
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Clamp Levers
Handle from Pressure Die-Cast Zinc
For Heavy Load, Steel Parts
from Stainless Steel

Registered Design

Zimmermann Clamp Levers. For special demand,
e.g. hospitals and laboratories, food- and beverage
industries.

Model: Handle from pressure die-cast zinc, plastic
coated.  Stainless steel parts, material no. 1.4305.

Standard colours of the handle: black RAL 9005
and orange RAL 2004.

Special types such as different thread diameter,
screw length, etc. are available on request.

tainless Steel - Internal Thread

tainless Steel - External Thread

... Please indicate here the desired length of screw e.g. 025 for L = 25 mm.

Order No. 

Black 

Order No. 

Orange
Size

Internal
Thread

X 
A 

mm 
A1

mm 
D 

mm 
D1

mm 
H 

mm 
H1

mm  
H2

mm 
H3

mm 
H4

mm 
H5

mm
T 

mm 
No. of
Teeth

Weight
approx. 

kg
11 042 05 999 sw E0A 11 042 05 999 or E0A 42 M 5 42 49 10 14 24,5 3,2 15,4 33,5 37 6,8 9 18 0,014 
11 042 06 999 sw E0A 11 042 06 999 or E0A M 6 
11 065 06 999 sw E0A 11 065 06 999 or E0A 65 M 6 65 74 13,5 18 31 6 18,4 45,5 49,5 10,5 11 24 0,031 
11 065 08 999 sw E0A 11 065 08 999 or E0A M 8 
11 078 08 999 sw E0A 11 078 08 999 or E0A 78 M 8 78 89 16 22 36 7,5 22,3 54 58 13 14 26 0,048 
11 078 10 999 sw E0A 11 078 10 999 or E0A M 10
11 092 10 999 sw E0A 11 092 10 999 or E0A 92 M 10 92 105 19 25 43 9 27 64 68 15,2 17 28 0,084 
11 092 12 999 sw E0A 11 092 12 999 or E0A M 12
11 108 12 999 sw E0A 11 108 12 999 or E0A 108 M 12 108 123 23 30 50,5 11 30 75 80 17 23 30 0,265 
11 108 16 999 sw E0A 11 108 16 999 or E0A M 16

Order No. 

Black 

Order No. 

Orange
Size 

External
Thread

X 
Length of Screw L (mm) 

11 042 05 ... sw E0A 11 042 05 ... or E0A 42 M  5 12 16 20 25 32 40 50
11 042 06 ... sw E0A 11 042 06 ... or E0A M  6 12 16 20 25 32 40 50
11 065 06 ... sw E0A 11 065 06 ... or E0A 65 M  6 16 20 25 32 40 50
11 065 08 ... sw E0A 11 065 08 ... or E0A M  8 16 20 25 32 40 50 63 
11 078 10 ... sw E0A 11 078 10 ... or E0A 78 M 10 20 25 32 40 50 63 80
11 092 10 ... sw E0A 11 092 10 ... or E0A 92 M 10 20 25 32 40 50 63 80
11 092 12 ... sw E0A 11 092 12 ... or E0A M 12 20 25 32 40 50 63 80
11 108 16 ... sw E0A 11 108 16 ... or E0A 108 M 16 32 40 50 63 80

INOX

Flat Clamp Levers - Internal Thread

Flat Clamp Levers - External Thread
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... Please indicate here the desired length of screw e.g. 025 for L = 25 mm.

Flat Clamp Levers
adjustable

Handle from Pressure Die-Cast Zinc

Zimmermann Flat Clamp Levers. For clamping
needs where the vertical space is extremely

restricted.

Model: Handle from pressure die-cast zinc, plastic
coated. Steel parts stability class 5.8, black oxide

finished.

Standard colours of the handle: black RAL 9005
and orange RAL 2004.

Special types such as different thread diameter,
screw length, etc. are available on request.

Order No. 

Black 

Order No. 

Orange 

Internal Thread 
X A 

mm 
D 

mm 
D1 

mm 
H 

mm 
H1 

mm  
H3 

mm 
T 

mm 

Weight 
approx. 

kg 

 16 064 06 999 sw  16 064 06 999 or  M    6 64 10 15 19 6 24 11 0,042 
 16 088 08 999 sw  16 088 08 999 or  M    8  88 13 20 22 7 29 15 0.080 
 16 112 10 999 sw  16 112 10 999 or  M  10 112 17 25 28 9 37 23 0,136 
 16 133 12 999 sw  16 133 12 999 or  M  12 133 19 28 32 11 43 24 0.194 

 Order No. 

 Black 

Order No. 

Orange 

External Thread 

X 
Length of Screw L  (mm) 

 16 064 06 ... sw  16 064 06 ... or  M   6 10  15 20 25 30  
 16 088 08 ... sw  16 088 08 ... or  M   8 15 20 25 30  40 50 
 16 112 10 ... sw  16 112 10 ... or  M 10 20 25 30 40 50   
 16 133 12 ... sw  16 133 12 ... or  M 12 25 30 40 50 60 

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

www.metalika-kacin.com www.metalika-kacin.com



Flat Tension Levers -  Internal Thread

Flat Tension Levers -  External Thread

Flat Tension Levers
adjustable

Zimmermann Flat Tension Levers from steel. For
clamping needs where the vertical space is
extremely restricted. The height of this lever has
been kept to a minimum to meet these
requirements.

Model: Steel parts stability class 5.8, black oxide
finished. Ball knob DIN 319, plastic, black.

Type D: straight handle.
Type E: cranked handle 15∞.

Special types such as different thread diameter,
screw length are available on request.

...  Please indicate here the desired length of screw e.g.  032  for  l
l
 = 32 mm.

Type E

Type D

Order No. 

Type D   

Order No. 

Type E 
Size 

Internal 
Thread 

d2 
d1 

mm 
d3 

mm 
d4 

mm 
d5 

mm 
h1 

mm 
h2 

mm  
h3 

mm 
h4 

mm 
h5 

mm 
l 

mm 
t  

mm 
No. of 
Teeth 

Weight 
approx. 

kg 

15 32 06 999 D 32 M   6 32 13,5 8 20 20,5 1,5 12,5 36 4 100 11 24 0,139 
15 32 08 999 D 15 32 08 999 E M   8 
15 36 08 999 D 36 M   8 36 16  10  25 24,5 2 15 45 4,5 120 14 26 0,219 
15 36 10 999 D 15 36 10 999 E M 10
15 40 10 999 D 40 M 10 40 19  12 30 26,5 2  16 50 4,5 130 17 28 0,301 
15 40 12 999 D 15 40 12 999 E M 12  
15 45 16 999 D 15 45 16 999 E 45 M 16 45 23 12 32 31,5 2 20 60 5 145 23 30 0,406 

Order No. 

Type D 

Order No. 

Type E 
Size 

External 
Thread 

d2 
Length of Screw l1 (mm) 

15 32 08 ... D 15 32 08 ... E 32 M   8 16 20 25 32   40 50 63 
15 32 10 ... D 15 32 10 ... E M 10 20 25 32  40 50 63 
15 36 10 ... D 15 36 10 ... E 36 M 10  20 25 32 40 50  63 
15 36 12 ... D 15 36 12 ... E M 12 25 32 40 50 63 
15 40 12 ... D 15 40 12 ... E 40 M 12 25 32 40 50 63 
15 45 16 ... D 15 45 16 ... E 45 M 16 32 40 50 63 

Tension Levers - Internal Thread

Tension Levers - External Thread

12

Tension Levers
adjustable

Zimmermann Tension Levers from steel. For
applications requiring maximum stability.

Zimmermann tension levers meet the requirements
for a strong and comfortable clamping means.

Model: Steel parts stability class 5.8, black oxide
finished. Ball knob DIN 319, plastic, black.

Type E: lever position 20∞.

Type D: lever position 0∞.

Special types such as different thread diameter,
screw length, etc. are available on request.

...  Please indicate here the desired length of screw e.g. 032  for  ll = 32 mm.

Type D

Type E

Order No. 

Type E 

Order No. 

Type D 

Internal
Thread 

d2

d1
mm 

Size d3
mm 

d4
mm

d5
mm 

h1
mm 

h2 
mm 

h3 
mm 

h4
mm

l 
mm 

t 
mm 

No. of
Teeth 

Weight
approx.

kg

14 21 06 999 E 14 21 06 999 D M  6 21 21 13,5 8 20 33,5 31 1 4 70 11 24 0,095 
14 21 08 999 E 14 21 08 999 D M  8 
14 24 08 999 E 14 24 08 999 D M  8 24 24 16 10 25 40 37 2,5 4,5 96 14 26 0,155 
14 24 10 999 E 14 24 10 999 D M 10
14 28 10 999 E 14 28 10 999 D M 10 28 28 19 12 30 48,5 44,5 4,5 4,5 110 17 28 0,261 
14 28 12 999 E 14 28 12 999 D M 12
14 33 12 999 E 14 33 12 999 D M 12 33 33 23 12 32 55 51,5 6 5,5 124 23 30 0,372 
14 33 16 999 E 14 33 16 999 D M 16
14 40 20 999 E 14 40 20 999 D M 20 40 40 28 14 35 68 64 6 5,5 138 36 50 0,615 

Order No. 

Type E 

Order No. 

Type D 
Size

External
Thread

d2

Length of Screw l1 (mm) 

14 21 08 ... E 14 21 08 ... D 21 M 8 16 20 25 32 40 50 63
14 24 10 ... E 14 24 10 ... D 24 M 10 16 20 25 32 40 50 63
14 28 10 ... E 14 28 10 ... D 28 M 10 20 25 32 40 50 63
14 28 12 ... E 14 28 12 ... D M 12 20 25 32 40 50 63
14 33 12 ... E 14 33 12 ... D 33 M 12 25 32 40 50 63
14 33 16 ... E 14 33 16 ... D M 16 32 40 50 63
14 40 20 ... E 14 40 20 ... D 40 M 20 40 50 63

Flat Tension Levers -  Internal Thread

Flat Tension Levers -  External Thread

11

Flat Tension Levers
adjustable

Zimmermann Flat Tension Levers from steel. For
clamping needs where the vertical space is
extremely restricted. The height of this lever has
been kept to a minimum to meet these
requirements.

Model: Steel parts stability class 5.8, black oxide
finished. Ball knob DIN 319, plastic, black.

Type D: straight handle.
Type E: cranked handle 15∞.

Special types such as different thread diameter,
screw length are available on request.

...  Please indicate here the desired length of screw e.g. 032  for  l
l
 = 32 mm.

Type E

Type D

Order No.

Type D 

Order No.

Type E 
Size

Internal
Thread

d2

d1 
mm 

d3
mm

d4
mm 

d5
mm 

h1
mm 

h2
mm 

h3 
mm 

h4
mm 

h5
mm 

l 
mm 

t 
mm 

No. of
Teeth 

Weight
approx. 

kg

15 32 06 999 D 32 M 6 32 13,5 8 20 20,5 1,5 12,5 36 4 100 11 24 0,139 
15 32 08 999 D 15 32 08 999 E M 8 
15 36 08 999 D 36 M 8 36 16 10 25 24,5 2 15 45 4,5 120 14 26 0,219 
15 36 10 999 D 15 36 10 999 E M 10
15 40 10 999 D 40 M 10 40 19 12 30 26,5 2 16 50 4,5 130 17 28 0,301 
15 40 12 999 D 15 40 12 999 E M 12
15 45 16 999 D 15 45 16 999 E 45 M 16 45 23 12 32 31,5 2 20 60 5 145 23 30 0,406 

Order No. 

Type D 

Order No. 

Type E 
Size 

External
Thread

d2

Length of Screw l1 (mm) 

15 32 08 ... D 15 32 08 ... E 32 M  8 16 20 25 32 40 50 63
15 32 10 ... D 15 32 10 ... E M 10 20 25 32 40 50 63
15 36 10 ... D 15 36 10 ... E 36 M 10 20 25 32 40 50 63
15 36 12 ... D 15 36 12 ... E M 12 25 32 40 50 63
15 40 12 ... D 15 40 12 ... E 40 M 12 25 32 40 50 63
15 45 16 ... D 15 45 16 ... E 45 M 16 32 40 50 63

Tension Levers - Internal Thread

Tension Levers - External Thread

Tension Levers
adjustable

Zimmermann Tension Levers from steel. For
applications requiring maximum stability.

Zimmermann tension levers meet the requirements
for a strong and comfortable clamping means.

Model: Steel parts stability class 5.8, black oxide
finished. Ball knob DIN 319, plastic, black.

Type E: lever position 20∞.

Type D: lever position 0∞.

Special types such as different thread diameter,
screw length, etc. are available on request.

...  Please indicate here the desired length of screw e.g.  032  for  ll = 32 mm.

Type D

Type E

Order No. 

Type E   

Order No. 

Type D 

Internal 
Thread 

d2 
d1 

mm 
Size d3 

mm 
d4 

mm 
d5 

mm 
h1  

mm 
h2 

mm  
h3 

mm 
h4 

mm 
l 

mm 
t  

mm 
No. of 
Teeth 

Weight 
approx. 

kg 

14 21 06 999 E 14 21 06 999 D M   6 21 21 13,5 8 20 33,5 31 1 4 70 11 24 0,095 
14 21 08 999 E 14 21 08 999 D M   8 
14 24 08 999 E 14 24 08 999 D M   8 24 24 16  10  25 40 37 2,5 4,5 96 14 26 0,155 
14 24 10 999 E 14 24 10 999 D M 10
14 28 10 999 E 14 28 10 999 D M 10 28 28 19  12 30 48,5 44,5 4,5 4,5 110 17 28 0,261 
14 28 12 999 E 14 28 12 999 D M 12  
14 33 12 999 E 14 33 12 999 D M 12 33 33 23 12 32 55 51,5 6 5,5 124 23 30 0,372 
14 33 16 999 E 14 33 16 999 D M 16
14 40 20 999 E 14 40 20 999 D M 20 40 40  28 14 35 68 64 6 5,5 138 36 50  0,615 

Order No. 

Type E 

Order No. 

Type D 
Size 

External 
Thread 

d2 
Length of Screw l1 (mm) 

14 21 08 ... E 14 21 08 ... D 21 M   8 16 20 25 32  40 50 63 
14 24 10 ... E 14 24 10 ... D 24 M 10 16 20 25 32 40 50 63 
14 28 10 ... E 14 28 10 ... D 28 M 10 20 25 32 40 50 63 
14 28 12 ... E 14 28 12 ... D M 12 20 25 32 40 50 63 
14 33 12 ... E 14 33 12 ... D 33 M 12 25 32 40 50 63 
14 33 16 ... E 14 33 16 ... D M 16 32 40 50 63 
14 40 20 ... E 14 40 20 ... D 40 M 20 40 50 63 
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Tension Levers
unadjustable

Zimmermann Tension Levers are used as tension
element as well as for operating process.

Model: Steel parts stability class 5.8, black oxide finished.
Ball knob DIN 319, plastic, black.

With internal thread or with fitting hole H7.

Handles with 0∞ lever position or tension lever from
stainless steel are available on request.

Internal Thread

Fitting Hole H7

Unadjustable Tension Levers

Zimmermann Clamp Levers unadjustable are used as
tension element as well as for operating process.

Model: Handle from special glass-fibre reinforced
polyamide. Bush resp. screw from zinc-plated steel quality

4.8.
Standard colour of the handle: black RAL 9005.

Other sizes and dimensions on request.

Unadjustable Clamp Levers

...  Please indicate here the desired length e.g. 020 for L = 20 mm.

Order No. 

Internal Thread

Internal
Thread

x 
t 

mm 

Weight
approx. 

ca. g 

Order No. 

External Thread

External
Thread

X 
Length of Screw L (mm) 

Size
A 

mm 
A1

mm
D1

mm 
H 

mm 
H2 

mm
H3 

mm 

12 042 04 999 sw M4 9 7 42 49 14 18 12 30
12 042 05 999 sw M5 9 7 12 042 05 ... sw M5 10 20 42 49 14 18 12 30
12 042 06 999 sw M6 9 7 12 042 06 ... sw M6 10 20 30 42 49 14 18 12 30

Clamp Levers
unadjustable

Safety Tension Levers
adjustable

Safety Tension Levers are used on such 
applications where a thoughtless or mistaken 
releasing or re-positioning of the tension lever
could lead to an accident. The lever in its rest
position is not connected with the internal spindle
and can be rotated un-hindered. The tension lever
engages in the serration only after pushing it down,
thus allowing clamping or unclamping.The
ìfreewheelì position is re-established as soon as
the handle is released.

Model: Steel parts stability class 5.8, black oxide
finished. Ball knob DIN 319, plastic, black.

Safety Tension Levers -  Internal Thread

Safety Tension Levers - External Thread

...  Please indicate here the desired length of screw e.g.  032  for  ll = 32 mm.

Push to engage

Order No. Size 
Internal 
Thread 

d2 
d1 

mm 
d3 

mm 
d4 

mm 
d5 

mm 
h1  

mm 
h3 

mm 
h4 

mm 
l 

mm 
t  

mm 
No. of 
Teeth 

Weight 
approx. 

kg 

19 21 08 999 E 21 M   8 21 13,5 8 20 37 4,5 3 70 10 24 0,095 
19 24 10 999 E 24  M 10  24  16 10 25 44 6,5 3,5 96 14 26 0,155 
19 28 12 999 E 28 M 12 28 19  12  30 53 8,5 4 110 17 28 0,261 
19 33 16 999 E 33  M 16 33 23   12 32  60 10,5 4,5  124 23 30  0,372 

Order No.   Size 
External 
Thread 

d2 

Length of Screw l1 (mm) 

19 21 08 ... E 21 M   8 16 20 32  40 50 
19 24 10 ... E 24 M 10 20 32 40 50 
19 28 12 ... E 28 M 12 20 32 50 63 
19 33 16 ... E 33 M 16 32 50 63 

ST
AN

D
AR

D
N

I V
P

EN
JA

LN
I E

LE
M

EN
TI

w
w
w
.m
et
al
ik
a-
ka
ci
n.
co
m

K-
71

Tension Levers
unadjustable

Zimmermann Tension Levers are used as tension
element as well as for operating process.

Model: Steel parts stability class 5.8, black oxide finished.
Ball knob DIN 319, plastic, black.

With internal thread or with fitting hole H7.

Handles with 0∞ lever position or tension lever from
stainless steel are available on request.

Internal Thread

Fitting Hole H7

Unadjustable Tension Levers

15

Safety Tension Levers
adjustable

Zimmermann Safety Tension Levers are used on
such applications where a thoughtless or mistaken
releasing or re-positioning of the tension lever
could lead to an accident. The lever in its rest
position is not connected with the internal spindle
and can be rotated un-hindered. The tension lever
engages in the serration only after pushing it down,
thus allowing clamping or unclamping.The
ìfreewheelì position is re-established as soon as
the handle is released.

Model: Steel parts stability class 5.8, black oxide
finished. Ball knob DIN 319, plastic, black.

Safety Tension Levers -  Internal Thread

Safety Tension Levers - External Thread

...  Please indicate here the desired length of screw e.g. 032  for  ll = 32 mm.

Push to engage

Order No. Size 
Internal
Thread

d2

d1
mm

d3
mm 

d4
mm 

d5
mm 

h1 
mm 

h3
mm 

h4 
mm 

l 
mm 

t 
mm 

No. of
Teeth 

Weight
approx. 

kg

19 21 08 999 E 21 M 8 21 13,5 8 20 37 4,5 3 70 10 24 0,095 
19 24 10 999 E 24 M 10 24 16 10 25 44 6,5 3,5 96 14 26 0,155 
19 28 12 999 E 28 M 12 28 19 12 30 53 8,5 4 110 17 28 0,261 
19 33 16 999 E 33 M 16 33 23 12 32 60 10,5 4,5 124 23 30 0,372 

Order No. Size
External
Thread

d2 

Length of Screw l1 (mm)

19 21 08 ... E 21 M 8 16 20 32 40 50
19 24 10 ... E 24 M 10 20 32 40 50
19 28 12 ... E 28 M 12 20 32 50 63 
19 33 16 ... E 33 M 16 32 50 63 

Order No.
Internal Thread

Order No.
Fitting Hole H7 Size

Internal 
Thread

d2

Fitting Hole
d3 H7

d1
mm

d4
mm

 d5
mm

h 
mm

l 
~

mm 

 t1
mm

t2
mm

31 20 08 999 31 20 08 PBG 20 M   8 B   8 20 8 20 33  70 15 17
31 22 10 999 31 22 10 PBG 22 M 10 B 10  22     8 20 37 82 15 19
31 28 12 999 31 28 12 PBG 28 M 12 B 12 28 12  30 47  110 18 23
31 36 16 999 31 36 16 PBG 36 M 16 B 16 36 14 35 58 138 24 27
31 40 20 999 31 40 20 PBG 40  M 20 B 20 40 16 40  64 152 27 29 
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sw

Thread Pins

with Brass resp. Plastic Point

Through the application of thread pins with
pressure point of brass resp. plastic, marks or
damages in the tension surface can be prevented.
Thread pins are  also suitable for combinations
with grip elements.

Model: Steel, stability class 5.8, black oxide
finished. Pressure point from brass (MS) resp.
plastic (KU) Delrin.

Brass Point Plastic Point

Thread Pins with Brass resp. Plastic Point

... Please indicate here the desired length of screw e.g. 025 for l1 = 25 mm.

Order No. 

Brass Point

Order No. 

Plastic Point 
d1 Length of Screw l1 (mm)

d2
Brass
Point 

d3
Plastic
Point 

l2
Brass 
Point 

l3
Plastic 
Point 

sw

51 04 ... E5A 51 04 ... KU M 4 6 8 10 16 20 2,5 2 0,5 1 2 
51 05 ... E5A 51 05 ... KU M 5 8 10 16 20 25 3 3 0,5 1 2,5 
51 06 ... E5A 51 06 ... KU M 6 10 16 20 32 40 50 4 3,5 1 1,3 3 
51 08 ... E5A 51 08 ... KU M 8 12 20 32 50 63 6 5 1,5 1,6 4 
51 10 ... E5A 51 10 ... KU M 10 16 20 32 50 63 8 6,5 2 1,9 5 
51 12 ... E5A 51 12 ... KU M 12 20 32 50 63 10 8 2 2,1 6 

Hexagon

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

Straight Crank Handles

DIN 469

Crank handles DIN 469 are available as standard
with steel grips. Grip from plastic (only Type D) can
be supplied on request.

Model:
Crank body cast iron (GGG):
Hub machined, cast edge deburred and sand-
blasted.

Type C: straight crank with fixed grip.
Type D: straight crank with revolving grip.

Plastic crank handles are available on request.

Straight Crank Handles DIN 469

Order No. 

Type C with  
Square Hole 

S H11 

Order No. 

Type C with  
Fitting Hole 

d1 H7  

 Order No. 

Type D with 
Square Hole 

S H11 

Order No. 

Type D with  
Fitting Hole 

d1 H7 

Square 
Hole 
SH11  

e 
mm 

Fitting 
Hole 
d1 H7 

l 
 mm 

d2 
 mm 

h1 
mm 

h2 
mm 

h3 
≈ 

mm 

∅ 
Ball 
Grip 

65 080 10 VKT C 65 080 08 PBG C  65 080 10 VKT D 65 080 08 PBG D V 10 13,1 8 80 24 24 13 18 18 
65 100 12 VKT C 65 100 10 PBG C 65 100 12 VKT D 65 100 10 PBG D V 12 16,1 10 100 28 28 13 21 20 
65 125 14 VKT C 65 125 10 PBG C 65 125 14 VKT D 65 125 10 PBG D V 14 18,1 10 125 34 34 14 26 22 
65 160 17 VKT C 65 160 14 PBG C 65 160 17 VKT D 65 160 14 PBG D V 17 22,2 14 160 38 38 14 29 25 
65 200 19 VKT C 65 200 17 PBG C 65 200 19 VKT D 65 200 17 PBG D V 19 25,2 17 200 44 44 21 34 28 
65 250 22 VKT C 65 250 17 PBG C 65 250 22 VKT D 65 250 17 PBG D V 22 28,2 17 250 48 48 21 36 32 

Offset Crank Handles

DIN 468

Crank Handles DIN 468 are available as standard
with steel grips. Grip from plastic (only Type B) can

be supplied on request.

Model:
Crank body cast iron (GGG):

Hub machined, cast edge deburred and sand-
blasted.

Type A: with fixed grip.
Type B: with revolving grip.

Plastic crank handles are available on request.Zimmermann Offset Crank Handles DIN 468

Order No. 

Type A with 
Square Hole 

S H11 

Order No. 

Type A with 
Fitting Hole 

d1 H7 

Order No. 

 BType  with 
Square Hole 

 HS 11 

Order No. 

Type B with 
tti olFi ng H e 

d1 H7 

Square 
Hole 
SH11  

e 
mm 

 Fitting 
Hole 
d1 H7 

l 
 mm 

d2 
mm 

h1 
mm 

h2 
mm 

h3 
≈ 

mm 

∅ 
Ball  
Grip 

65 080 10 VKT A 65 080 08 PBG A 65 080 10 VKT B 65 080 08 PBG B V 10 13,1 8 80 24 24 13 38 18 
65 100 12 VKT A 65 100 10 PBG A 65 100 12 VKT B 65 100 10 PBG B V 12 16,1 10 100 28 28 13 48 20 
65 125 14 VKT A 65 125 10 PBG A 65 125 14 VKT B 65 125 10 PBG B V 14 18,1 10 125 34 34 14 55 22 
65 160 17 VKT A 65 160 14 PBG A 65 160 17 VKT B 65 160 14 PBG B V 17 22,2 14 160 38 38 14 65 25 
65 200 19 VKT A 65 200 17 PBG A 65 200 19 VKT B 65 200 17 PBG B V 19 25,2 17 200 44 44 21 78 28 
65 250 22 VKT A 65 250 17 PBG A 65 250 22 VKT B 65 250 17 PBG B  V 22 28,2 17 250 48 48 21 90 32 
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Disc Hand Wheels

from Aluminium
Modern Design

Model: Aluminium, gravity die-casting, hub
machined. Rim of wheel turned and polished.

Type A: without grip.
Type D: with revolving grip from polyamide, black
matt.

Complete plastic coated disc hand wheels are
available on request.

Disc Hand Wheels modern design

 . Please indicate here:  B = without Keyway; K = with Keyway.

Order No. 

Type A 

Order No. 

Type D 
d1 

mm 
Fitting Hole 

d2 H7 
b 

mm 
d3 

mm 
l1 

mm 

l2 

 ≈ 
mm  

∅ 
Cyl. 
Grip 

72 100 10 PBG . A 72 100 10 PBG . D 100 10 14 28 17 30 21 
72 125 12 PBG . A 72 125 12 PBG . D 125 12 15 31 18 33 23 
72 160 16 PBG . A 72 160 16 PBG . D 160 16 18 36 20 39 26 
72 200 20 PBG . A 72 200 20 PBG . D 200 20 20,5 42 24 45 26 
72 250 22 PBG . A 72 250 22 PBG . D 250 22 23 48 28 51 28 

Hand Wheels

DIN 950
from Aluminium

Hand wheels DIN 950 are supplied with revolving
grip DIN 98 from polyamide, black matt and fixed

grip DIN 39.

Model: Aluminium
Hub machined, rim of wheel turned and polished.
Unmachined surfaces of Aluminium hand wheels

sand-blasted. Keyway P9 DIN 6885, sheet 1.

Type A: without grip.
Type F: with fixed grip DIN 39, steel.

Type D: with revolving grip DIN 98 from polyamide,
black matt.

Hand Wheels DIN 950 with Fitting Hole

Hand Wheels DIN 950 with Square Hole

.   Please indicate here: B = without Keyway, K = with Keyway

Order No. Fitting Hole d2 H7 

Type A Type F Type D d1 
mm 

Fitting 
Hole 
d2 H7 

d3 
mm 

b 
mm 

l1 
mm 

l2 

 ≈ 
mm 

∅ 
Ball 

Grip 
No. of  
Spoke 

70 080 10 PBG . A 70 080 10 PBG . F 70 080 10 PBG . D 80 10 24 14 16 29 16 3 
70 100 12 PBG . A 70 100 12 PBG . F 70 100 12 PBG . D 100 12 26 15 17 33 16 3 
70 125 14 PBG . A 70 125 14 PBG . F 70 125 14 PBG . D 125 14 28 16 18 36 20 3 
70 160 16 PBG . A 70 160 16 PBG . F 70 160 16 PBG . D 160 16 33 18 20 40 25 3 
70 200 18 PBG . A 70 200 18 PBG . F 70 200 18 PBG . D 200 18 38 22 24 45 25 3 
70 250 22 PBG . A 70 250 22 PBG . F 70 250 22 PBG . D  250 22 45 26 28 50 32 5 

Order No. Square Hole S H11

Type A Type F Type D d1 
mm 

Square 
Hole 

S H11 
d3 

mm 
b 

mm 
l1 

mm 

l2 
≈ 

mm 

∅ 
Ball 

Grip 
No. of  
Spoke 

70 080 09 VKT A 70 080 09 VKT F 70 080 09 VKT D 80 V   9 24 14 16 29 16 3 
70 100 09 VKT A 70 100 09 VKT F 70 100 09 VKT D 100 V   9 26 15 17 33 16 3 
70 125 11 VKT A 70 125 11 VKT F 70 125 11 VKT D 125 V 11 28 16 18 36 20 3 
70 160 12 VKT A 70 160 12 VKT F 70 160 12 VKT D 160 V 12 33 18 20 40 25 3 
70 200 14 VKT A 70 200 14 VKT F 70 200 14 VKT D 200 V 14 38 22 24 45 25 3 
70 250 17 VKT A 70 250 17 VKT F 70 250 17 VKT D 250 V 17 45 26 28 50 32 5 
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Hand Wheels

Two Spoke Hand Wheels
Modern Design
from Aluminium

Model: Aluminium, gravity die-casting, hub
machined, rim of wheel turned and polished.

Type A: without grip.
Type D: with revolving grip from polyamide, black
matt.

Complete plastic coated two spoke hand wheels
are available on request.

Two Spoke Hand Wheels - Aluminium

.  Please indicate here:  B = without Keyway, K = with Keyway.

Order No. 

Type A Type D 
d1 

mm 
Fitting  
Hole 

d2  H7 

b 
mm 

d3 
mm 

l1 
mm 

l2 
mm  

∅ 
Cyl. Grip 

74 125 12 PBG . A 74 125 12 PBG . D 125 12 15 31 18 33 23 
74 160 16 PBG . A 74 160 16 PBG . D 160 16 18 36 20 39 26 
74 200 20 PBG . A 74 200 20 PBG . D 200 20 20,5 42 24 45 26 
74 250 22 PBG . A 74 250 22 PBG . D 250 22 23 48 28 51 28 

62

Universal Ratchets

Zimmermann Universal Ratchet. For fitting out machines
and appliances. For repair and assembling workings.

Universal ratchets feature simple handling. Their stable
construction guarantees longterm function even under

most extreme operation conditions.

Model: Ratchet housing black oxide finished. Complete

nut 

and pin are hardened. Inserts are easily changeable.

Ty

pe A: Changeable into right and left turn. The insert is
locked when the lever is in middle position.

T

ype B: Changeable as in Type A. However, with grip at
the end of the handle.

Type C: Applicable for right turn only.

S

pecial types such as  long or curved handle, special
surface finishes, reinforced design for higher torque or

other diameters are available on request.Zimmermann Universal Ratchets

*  Please indicate here the desired Ratchet type, e.g. A for Type A.

Order No. 

Internal
Thread 

Thread
Dia. 

x 

Order No. 

Fitting Hole ∅
H7 with spring 
Keyway to DIN 

6885 

Dia. 

∅ H7

Order No. 

Square
Drive 
Hole

sw

Order No. 

Hexagonal
Drive Hole 

sw Size HA 
mm 

B 
mm 

H 
mm

D1
mm 

D2
mm 

L1
mm 

No. of
Teeth 

Max.
Allowed 

Nm

Wt. 
app-
rox. 
kg

18 * 0102 10 18 * 0083 8 18 * 0114 11 0 155 29 11 15 19 81 16 100 0,200 
18 * 0103 10 18 * 0124 12

18 * 1141 M 14 18 * 1113 11 18 * 1134 13
18 * 1161 M 16 18 * 1162 16 18 * 1123 12 18 * 1164 16 1 175 37 17 18 23 90 18 130 0,400 

18 * 1133 13
18 * 2181 M 18 18 * 2182 18 18 * 2163 16 18 * 2194 19 2 220 45 22 20 28 110 18 180 0,750 
18 * 2201 M 20 18 * 2173 17
18 * 3241 M 24 18 * 3242 24 18 * 3183 18 18 * 3244 24
18 * 3271 M 27 18 * 3203 20 3 300 56 28 25 32 143 18 400 1,450 

18 * 3223 22
18 * 4302 30 18 * 4243 24 18 * 4324 32 4 380 70 34 28 36 165 18 500 2,550 

18 * 4361 M 36 18 * 4303 30
18 * 5352 35 18 * 5323 32 18 * 5364 36 5 550 100 38 32 40 226 18 800 4,950 

Type A Type B
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