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Grab handles Grab handles

AISI 316L available on request  (also from stock).
Many other dimensions (fi 8 to fi 20mm and A from 64 to 350mm) available on request (also from stock.) 
Matt shot-blasted surface available on request (also from stock).
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Grab handles Grab handles

40000 MANIGLIA INOX CURVA 195 183 12 40 M5X10
40002 MANIGLIA INOX CURVA 104 96 8 28 M4X10

CODICE - CODE

MANIGLIE INOX CURVA

L

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

I D H F
descrizione - description 

40003L MANIGLIA INOX CURVA LUCIDA 98 88 10 43 M5X10
40003S MANIGLIA INOX CURVA SABBIATA 98 88 10 43 M5X10
40004L MANIGLIA INOX CURVA LUCIDA 110 100 10 43 M5X10
40004S MANIGLIA INOX CURVA SABBIATA 110 100 10 43 M5X10
40005L MANIGLIA INOX CURVA LUCIDA 130 120 10 43 M5X10
40005S MANIGLIA INOX CURVA SABBIATA 130 120 10 43 M5X10
40006L MANIGLIA INOX CURVA LUCIDA 190 180 10 43 M5X10
40006S MANIGLIA INOX CURVA SABBIATA 190 180 10 43 M5X10

CODICE - CODE

MANIGLIE INOX CURVA CON RONDELLA D’APPOGGIO

L

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

I D H F
descrizione - description 

D

L

H

F

I

D

L

H

F

I

• Material: stainless steel 1.4301. Polished surface (sandblasted treatment on request). Applications: pharmaceutical, chemical, food, 

wine and packaging industry. 

Description d l ±0.5 h r

GN 425.3-8-64-NI 8 64 35 10 45
GN 425.3-8-88-NI 8 88 35 10 55
GN 425.3-8-100-NI 8 100 35 10 59
GN 425.3-10-100-NI 10 100 43 12 113
GN 425.3-10-125-NI 10 125 43 12 117
GN 425.3-10-160-NI 10 160 43 12 138
GN 425.3-12-125-NI 12 125 51 14 170
GN 425.3-12-160-NI 12 160 51 14 210
GN 425.3-12-200-NI 12 200 51 14 245
GN 425.3-16-125-NI 16 125 59 18 321
GN 425.3-16-160-NI 16 160 59 18 377
GN 425.3-16-200-NI 16 200 59 18 440
GN 425.3-20-200-NI 20 200 68 22 707
GN 425.3-20-250-NI 20 250 68 22 831

Cabinet "U" handles
Stainless Steel, without thread, for welding

SPECIFICATION 

Version in Stainless Steel
Stainless Steel AISI 304 NI 
matt, shot-blasted

INFORMATION
The manufacturing process (bending) of the cabinet "U" handles  
GN 425.3 allows the production of special lengths in relatively small 
quantities.

POLISHED AND SANDBLASTED BOW HANDLES
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Grab handles

Wider version with M6 thread available on request. 
Other dimensions (up to A=350mm available on request)

Grab handles

SPECIFICATION
Types
- Type Z63: Mounting from the back (threaded blind bore)

- Type Z66: Mounting from the operator's side

Stainless Steel

- Type Z63: AISI 304
- Type Z66: Fine die casting, AISI CF-8
- matt shot-blasted E0A
- slip polished, shiny metallic E0A-GP (only Type Z63)

INFORMATION
The special features of Stainless Steel-Cabinet „U“ handles  are their 
rigidity and ergonomical shaping.
Stainless Steel-Cabinet „U“ handles (Type A) are produced from 
profiled extrusions. The manufacturing process (bending) allows 
the production of special lengths in relatively small quantities.
On request: INOX 316L

Z63 / Z66

Description b l ±0.25 a d1 d2 h1 h2 r 1t  min. t2

Z63 20 112 E0A 20 112 13 M 6 10
Z63 20 128 E0A 20 128 13 M 6 10
Z63 20 160 E0A 20 160 13 M 6 10
Z63 20 200 E0A 20 200 13 M 6 10
Z63 20 250 E0A 20 250 13 M 6 10
Z63 20 300 E0A 20 300 13 M 6 10
Z63 20 350 E0A 20 350 13 M 6 10
Z63 20 400 E0A 20 400 13 M 6 10
Z63 20 112 E0A-GP 20 112 13 M 6 10
Z63 20 128 E0A-GP 20 128 13 M 6 10
Z63 20 160 E0A-GP 20 160 13 M 6 10
Z63 20 200 E0A-GP 20 200 13 M 6 10
Z66 20 112 E0A 20 112 13
Z66 20 128 E0A 20 128 13
Z66 20 160 E0A 20 160 13

- 5.4
- 5.4
- 5.4

- 49
- 51
- 51
- 51
- 51
- 51
- 51
- 51
- 49
- 51
- 51
- 51

- 13.5
- 13.5
- 13.5

- 13
- 13
- 13
- 13
- 13
- 13
- 13
- 13
- 13
- 13
- 13
- 13

13
13
13

- 5.5
- 5.5
- 5.5

- 280
- 300
- 360
- 440
- 517
- 580
- 660
- 737
- 293
- 300
- 360
- 440

240
280
340

Stainless Steel-Cabinet  "U" handles
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SPECIFICATION
Type
- Type A: Mounting from the back (threaded blind bore)

Stainless Steel

- AISI 304
- matt shot-blasted MT

INFORMATION
Inclined Stainless Steel-Cabinet "U" handles GN 565.7 are produced 
from profiled Stainless Steel extrusions. Their special features are 
their rigidity and ergonomical shaping.
The angled contact surface allows improved access even in tight 
spaces such as corners.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

Description b1 l ±0.25 a b2 b3 b4 b5 +1 d h1 h2 r t min.

GN 565.7-20-112-A-MT 20 112 13 24 32 50 13.5 M6 32 48 13 10 308
GN 565.7-20-128-A-MT 20 128 13 24 32 50 13.5 M6 32 48 13 10 320

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator's side

Stainless Steel AISI CF-8

- Precision casting
- matt shot-blasted

INFORMATION
The installation of cabinet "U" handles GN 728.5 can be carried out 
from the back (Type A) as well as from the operator’s side (Type B). 
The hole centers dimension is identical on all variants. As a result 
they can be mounted in pairs opposite each other.

Description ±0.
l1 
25 b d1 d2 d3 h1 h2 l2 l3 s mi

t1
n. t2

GN 728.5-120-A 120 22.5 M 6 - 11 42.5 - 147 108 8 10 - 300
GN 728.5-120-B 120 22.5 - 6.4 11 42.5 6.5 147 108 8 - 8.5 252

Grab handles Grab handles

Inclined Stainless Steel-Cabinet "U" handles Stainless Steel-Cabinet  "U" handles
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Stainless Steel-Arch handles

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator's side

Stainless Steel AISI 304
matt shot-blasted MT

INFORMATION
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

Description b l1 
±0.25 l2 ≈ a d1 d2 h1 h2 t1 

min. t2

GN 565.9-20-160-A-MT 20 160 185 13 M 6 - 50 - 8 - 318
GN 565.9-20-192-A-MT 20 192 221 13 M 6 - 50 - 8 - 366
GN 565.9-20-160-B-MT 20 160 185 13 - 5.3 50 5 - 5 306
GN 565.9-20-192-B-MT 20 192 221 13 - 5.3 50 5 - 5 350

Stainless Steel-Arch handles

SPECIFICATION
Stainless Steel AISI 303
matt brushed

Description d 1l l2 ≈  ≈h

GN 424.5-10-64 10 64 ±0.25 75 35 58
GN 424.5-10-96 10 96 ±0.25 111 35 73
GN 424.5-10-128 10 128 ±0.25 146 35 89
GN 424.5-10-160 10 160 ±0.25 181 35 109
GN 424.5-10-192 10 192 ±0.35 219 35 127

Stainless Steel-Finger handles

SPECIFICATION
Stainless Steel AISI 304
matt shot-blasted

Location discs
Stainless Steel AISI 303

Description d1 l ±0.25 d2 h

GN 224.5-8-30 8 30 12 26 20
GN 224.5-10-40 10 40 15 31 50

Stainless Steel- Cabinet "U" handles
SPECIFICATION
Stainless Steel AISI 304
matt shot-blasted

INFORMATION
Cabinet "U" handles GN 427.5 are produced from profiled  extrusions.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

Description b l ±0.25 a h r

GN 427.5-12-55 12 55** 8 40 8 60
GN 427.5-12-88 12 88** 8 40 8 85
GN 427.5-12-100 12 100 8 40 8 90
GN 427.5-12-120 12 120** 8 40 8 105
GN 427.5-12-180 12 180** 8 40 8 145
GN 427.5-12-200 12 200 8 40 8 150
GN 427.5-12-235 12 235** 8 40 8 180

** suitable for 19“ rack and enclosure layout

Grab handles Grab handles
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Cabinet "U" handles

SPECIFICATION 

Version in Stainless Steel

- AISI 303 / AISI 304 (A2) NI
- matt shot-blasted GS
- electropolished EP
Stainless Steel AISI 316L  A4
matte shot-blasted GS
Location discs
Stainless Steel AISI 303 / AISI 316L

INFORMATION
Cabinet "U" handles GN 425.1 Ø 8 and Ø 10 are supplied with two 
location discs. They guarantee a perfect location even with large 
holes in the cabinet. The discs are loosely enclosed.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

GN 425.1-A4

Description d1 l ±0.25 d2 d3 h1 h2 r t min.

GN 425.1-A4-10-88-GS 10 88 M 5 15 47 35 11 12 92
GN 425.1-A4-10-100-GS 10 100 M 5 15 47 35 11 12 99
GN 425.1-A4-10-120-GS 10 120 M 5 15 47 35 11 12 111
GN 425.1-A4-10-180-GS 10 180** M 5 15 47 35 11 12 159
GN 425.1-A4-10-200-GS 10 200 M 5 15 47 35 11 12 163

 Complete with material of the Cabinet “U” handles (GS or EP)*

matt shot-blasted electropolished
GS EP

GN 425.1-NI

Description d1 l ±0.25 d2 d3 h1 h2 r t min.

GN 425.1-NI-8-55-* 8 55** M 4 12 40 30 9 8 37
GN 425.1-NI-8-64-* 8 64 M 4 12 40 30 9 8 40
GN 425.1-NI-8-88-* 8 88 M 4 12 40 30 9 8 53
GN 425.1-NI-8-96-* 8 96 M 4 12 40 30 9 8 57
GN 425.1-NI-8-100-* 8 100 M 4 12 40 30 9 8 58
GN 425.1-NI-10-88-* 10 88 M 5 15 47 35 11 12 91
GN 425.1-NI-10-100-* 10 100 M 5 15 47 35 11 12 95
GN 425.1-NI-10-120-* 10 120 M 5 15 47 35 11 12 105
GN 425.1-NI-10-180-* 10 180** M 5 15 47 35 11 12 146
GN 425.1-NI-10-200-* 10 200 M 5 15 47 35 11 12 161
GN 425.1-NI-12-125-* 12 125 M 6 - 60 44 12 12 169
GN 425.1-NI-12-160-* 12 160 M 6 - 60 44 12 12 200
GN 425.1-NI-12-200-* 12 200 M 6 - 60 44 12 12 236
GN 425.1-NI-12-250-* 12 250 M 6 - 60 44 12 12 283

** suitable for 19“ rack and enclosure layout

Cabinet  "U" handles

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator´s side

Stainless Steel
d1 = 20: Solid material
d1 = 28: Tube-Ø 28 x 2

- AISI 304
- matt shot-blasted

Threaded bush / Mounting stud
Stainless Steel AISI 303

Grub screws (Type B)
d1= 20: DIN 914-M5-6-NI
d1= 28: DIN 914-M6-8-NI

INFORMATION
Stainless Steel-Cabinet "U" handles GN 426.6 can be mounted from 
the back (type A) as well as from the operator’s side (type B). In this 
case the stud is first screwed in from the machine side and then the 
handle is pushed on and secured with the grub screw.
Both mounting methods allow the mounting of a pair of handles in 
opposite position. This method could be used e.g. on doors (double 
handle). In general, a mounting stud with special length l2 might be 
required.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

* Complete with types of the Cabinet “U” handles (A or B)
A B
Mounting from the back Mounting from the operator´s side

GN 426.6

Description d1 l1 ±0.5 l1 ±0.3 d2 d3 h1 h2 l2 r ≈ t1 t2

GN 426.6-20-200-* 20 200 200 M 8 68 20 22 15
GN 426.6-20-300-* 20 300 300 M 8 68 20 22 15
GN 426.6-28-250-* 28 250 250 M 10 90 20 32
GN 426.6-28-350-* 28 350 350 M 10 90 20 32
GN 426.6-28-500-* 28 500 500 M 10

- 105
- 105

32 128
32 128
32 128 90 20 32

- 17
- 17
- 17

- 1094
- 1357

820
950
1160

Weight type A

Grab handles Grab handles
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Cabinet  "U" handles

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator´s side

Stainless Steel
d1 = 20: Solid material
d1 = 28: Tube-Ø 28 x 2

- AISI 304
- matt shot-blasted

Threaded bush / Mounting stud
Stainless Steel AISI 303

Grub screw (Type B)
d1= 20: DIN 914-M5-6-NI
d1= 28: DIN 914-M6-8-NI

INFORMATION
Stainless Steel-Cabinet "U" handles GN 426.5 can be mounted from 
the back (type A) as well as from the operator’s side (type B). In this 
case the stud is first screwed in from the machine side and then the 
handle is pushed on and secured with the grub screw.
Both mounting methods allow the mounting of a pair of handles in 
opposite position. This method could be used e.g. on doors (double 
handle). In general, a mounting stud with special length l2 might be 
required.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

Description d1 l1 ±0.5 l1 ±0.3 d2 d3 h l2 r ≈ t1 t2

GN 426.5-20-200-A 20 200 - M 8 - 68 20 22 15 - 700
GN 426.5-20-250-A 20 250 - M 8 - 68 20 22 15 - 696
GN 426.5-20-300-A 20 300 - M 8 - 68 20 22 15 - 900
GN 426.5-20-350-A 20 350 - M 8 - 68 20 22 15 - 1080
GN 426.5-20-200-B 20 - 200 M 8 - 68 20 22 - - 706
GN 426.5-20-250-B 20 - 250 M 8 - 68 20 22 - - 829
GN 426.5-20-300-B 20 - 300 M 8 - 68 20 22 - - 957
GN 426.5-20-350-B 20 - 350 M 8 - 68 20 22 - - 1086
GN 426.5-28-250-A 28 250 - M 10 32 90 20 32 - 17 550
GN 426.5-28-300-A 28 300 - M 10 32 90 20 32 - 17 625
GN 426.5-28-350-A 28 350 - M 10 32 90 20 32 - 17 680
GN 426.5-28-400-A 28 400 - M 10 32 90 20 32 - 17 729
GN 426.5-28-250-B 28 - 250 M 10 32 90 20 32 - - 625
GN 426.5-28-300-B 28 - 300 M 10 32 90 20 32 - - 690
GN 426.5-28-350-B 28 - 350 M 10 32 90 20 32 - - 720
GN 426.5-28-400-B 28 - 400 M 10 32 90 20 32 - - 820

55

R25

ø 
20

M6

10

A

Order no.

1 Piece ER-20.B001.49

ø 42

ø 30

A

A
3

ø 
6 

(4
x)

80
°

ø 
10

,5

Accessories for front mounting

A Order no.

200 ER-20.B200.49

300 ER-20.B300.49
75 R50

L

ø 
25

M6

8

A

A L Order no.

300 340 ER-25.A300.49

450 490 ER-25.A450.49

600 640 ER-25.A600.49

750 790 ER-25.A750.49

900 940 ER-25.A900.49

Order no. ER-25.A002.49

42

64

9

23

A

A3

ø 
6 

(3
x)

80
°

ø 
10

,5

Accessories for front mounting

Order no. ER-25.A001.49

34
R9

62
,5

10 24
,5

28

R1
8A

A

80
°

ø 
10

,5

3

ø 
6 

(4
x)

Grab handles Grab handles

"U" handles

Handle
Material and surface: Handle 
made of 316L with polished surface.

Stress resistance: 
min. 1.000 N.
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Material and surface:
Handle made of round bar stain-
less steel 1.4404 (316L) with 
blasted and matt polished electro-
polished surface.

Stress resistance: 
min. 2.000 N

Scope of delivery:
Incl. DIN 912 socket head cap 
screws M8 x 35 made of stainless 
steel. 

Typ EM-20

Typ EM-25

ø 
65

ø 
45

120° (3x)

H

R20
ø 

20

ø 8,5
200

5

ø 
70

ø 
50

120° (3x)

300
ø 8,5

ø 
25

H R30

5

Bestell-Nr.
D H Order no.

ø 20
75 EM-20.200.075.46

90 EM-20.200.090.46

Bestell-Nr.
D H Order no.

ø 25
90 EM-25.300.090.46

120 EM-25.300.120.46

For machines and all technical 
areas where maximum load-
bearing capacity is required.

Material and surface:
Round stainless steel material 
no. 1.4404 (316L); ground and 
brushed with a half-matt finish.

Scope of delivery:
Handle versions EB-15.R and 
EB-20.R including hexagon 
screws DIN 933 and washers 
DIN 125;
Version EB-20.F including moun    
ting adapter, nuts DIN 934 and 
washers DIN 125 made of 
stainless steel.

Stress resistance: 
min. 1.000 N.

Note:
Other dimensions on request.

Alle Maße in mm. / All dimensions in mm.

A

ø 
15

ø 38

R16

16 9
58

4

M 6 x 20

A

ø 
20

ø 50

R22

16

12M
 6

75

M 8

21
5

M 8 x 25

ø 
20

A

Typ EB-15.R
für rückseitiges 
Anschrauben

screw 
attachment 
from behind

Typ EB-20.F
für frontseitiges 
Anschrauben

screw 
attachment from 
the front

Typ EB-20.R
für rückseitiges 
Anschrauben

screw 
attachment 
from behind

A
Typ EB-15.R

Bestell-Nr. / Order no.

Typ EB-20.R

Bestell-Nr. / Order no.

Typ EB-20.F

Bestell-Nr. / Order no.

150 EB-15.R150.33 - -

200 EB-15.R200.33 EB-20.R200.33 EB-20.F200.33

250 EB-15.R250.33 EB-20.R250.33 EB-20.F250.33

300 - EB-20.R300.33 EB-20.F300.33

"U" handles

Grab handles Grab handles

"U" handles
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Material and surface:
Round stainless steel; material no. 
1.4404 (316L); ground and 
brushed with dull bright finish.

Design features:
The connecting bow is arrested to 
the handle shank by a stainless 
steel grub screw M8.

Scope of delivery:
Including hexagon head screws 
M10 x 20 DIN 933 and stainless 
steelwashers DIN 125.

Stress resistance: 
min. 1.000 N.

Note:
Any desired handle lengths on 
request.

20

R22
ø30

55

70
65

ø2
0

M10A

M10 x 20

Bestell-Nr.
Typ A Order no.

VG-05
250 VG-05.250.33

300 VG-05.300.33

Gewindestift
Grub screw
M8
DIN 913  

Material and surface: 
Stainless steel precision casting; 
material no. 1.4404 
(316L). Blasted and 
electropolished with a half-
matt finish.
Fixing material made of 
stainless steel. 

Stress resistance: 
min. 1.000 N.

Scope of delivery:
EG-1F including cheese head 
screws with hexagon sockets 
DIN 912, nuts DIN 934 and 
washers DIN 125. 

EG-1R including hexagon head 
screws DIN 933 and washers 
DIN 125.

B

H

A

D

M S

T

L

M

T

Alle Maße in mm. / All dimensions in mm.

Typ EG-1F

Typ EG-1R

Typ EG-1F

für frontseitiges Anschrauben
screw attachment from the front

Typ EG-1R

für rückseitiges Anschrauben
screw attachment from behind

A L Bestell-Nr. / Order no. M Bestell-Nr. / Order no. M T H B D S

140 170 EG-1F.140.36 M  8 x 30 EG-1R.140.36 8 x 18 15 45 25 12 28

180 218 EG-1F.180.36 M10 x 40 EG-1R.180.36 10 x 20 18 58 32 15 36

Grab handles Grab handles

Handles "U" handles
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Drop handlesDrop handles

SPECIFICATION
Types
- Type A: with handle locking in the folded up or folded down position
- Type B: with spring return of the handle in the folded down position

Tray
Zinc die casting
plastic coated
black, RAL 9005, textured finish SW 
silver, RAL 9006, textured finish SR
Folding handle
Version in Stainless Steel AISI 303 
matt shot-blasted NI

INFORMATION
The folding handles with recessed tray GN 425.8 are used if the 
handle is to protrude by a maximum of 3 mm when folded down.
In type A, the folding handle is held in both end positions by  
spring-loaded thrust pieces.
In type B, the folding handle always spring-returns to the starting 
position after being released, preventing it from protruding with 
potentially interfering effect.

* Complete with types of the Folding handles (A or B)
A B
with handle locking with spring return

Description l1 l2 l3 l4 l5 l6 m1 m2

GN 425.8-100-NI-SW-* 100 150 65 121 122 60 134 49 339
GN 425.8-100-NI-SR-* 100 150 65 121 122 60 134 49 339
GN 425.8-120-NI-SW-* 120 170 65 141 142 60 154 49 376
GN 425.8-120-NI-SR-* 120 170 65 141 142 60 154 49 376

Weight type A

Folding handles with recessed tray
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Drop handles

SPECIFICATION
Hexagon nuts ISO 8675-M10x1 
Stainless Steel AISI 304

Washers DIN 125
Stainless Steel AISI 304

Stainless Steel AISI 303 NI 
matt shot-blasted

INFORMATION
Folding handles GN 425.2 are used in such applications where 
minimal protrusion is required.
In both positions the handle is retained by a spring loaded detent.

Small version (fi 10mm)

Description l ±0.25 h1 h2

GN 425.2-100-NI 100 34 43 150
GN 425.2-120-NI 120 34 43 162
GN 425.2-180-NI 180 34 43 200

M20 x 2

36
A

ø 
20

68

B

86

28
56

A Order no.

250 EK-20.250.33

400 EK-20.400.33

600 EK-20.600.33

(ausgeklappt)
(extracted)

Big version (fi 20mm)

Drop handles

Folding handles
Stainless Steel, in both end positions retained
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Drop handles

Folding handles
Stainless Steel, in both end positions retained

SPECIFICATION
Handle

Stainless Steel AISI 303 NI matt 
shot-blasted

Attachement part
Plastic
Technopolymer (Polyamide PA)

- temperature resistant up to 100 °C
- black, matt

Cover
Plastic
Technopolymer (Polyamide PA)

- temperature resistant up to 100 °C
- black-grey, matt

INFORMATION
Folding handles GN 425.5 are used in places where the handle must 
not protrude or protrude only a short distance.
The handle is locked in place in the resting position by means of a 
spring-loaded (cup springs) thrust bolt.
The static load capacity value given in the table is an approximate 
value which, if exceeded, may result in permanent deformation or 
fracture of the plastic attachment part. The folding handle GN 425.2 
(see page 466) may be used as an alternative.

GN 425.5-NI

Description l ±0.25 h1 h2 h3 L1 Static load
 in N swivelling

GN 425.5-100-NI 100 34 44.5 55 500 111
GN 425.5-120-NI 120 34 44.5 55 500 123
GN 425.5-180-NI 180 34 44.5 55 500 162

12
5

7

30

130°

69
120 36

20
,5

92

10
8

96

73

68

33

1

27

95

R 10

R 20

69 ± 0,2

95
 ±

 0
,2

ø 7

78

93
   

  

67

51

132

109

72

ø 
4,

5

13,5

Montageöffnung 
Mounting cutout

118 ± 0,2
115

1,5

10
,5

13

79
 ±

 0
,2

118

79
 

Alle Maße in mm. / All dimensions in mm.

Typ EE-03

Bestell-Nr. / Order no.

EE-04.069.39

Ausführung 1.4301 1.4404
Version Bestell-Nr. Bestell-Nr.

Order no. Order no.

gebürstet / brushed EE-03.118.33 -

elektropoliert / electropolished EE-03.118.39 EE-03.118.49

Typ EE-04

Hinweis:
Je nach der Gesamtstärke der Türklappe und des Anschlagprofils, 
ist ein kundenseitig hergestelltes Klemm-Zwischenstück erforderlich.

Note:
Regarding on the thickness of the door-clap and the inset a 
clamping adaptor manufactured by the customer is necessary.

für Senkschrauben M4 
for countersunk screws M4 

für Linsen-
schrauben M6
for lens head 
screw M6

Schloss-Schutzkappe
lock coping

Montageöffnung 
Mounting cutout

Klemmstück
Clamping
piece

Anschlagprofil
Inset

Türklappe
Door clap

Öffnungsrichtung
Opening direction

Drop handles

Installation Handle

Collapsible stainless steel handles with small installation depth, for devices and clapping doors.

Material and surface: Stainless steel high gloss electro-polished, material no. 1.4301; version EE-03 additionally in brushed 
design and from the material no. 1.4404 (316L) available.

Design features:
With pull-back spring from the working to the resting position. Version EE-04 with turn- and lockable latch for clapping doors.

Stress resistance: 
min. 200 N.
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R2

R1
4

ø 9

34,6

4

10
16 20

ø 50

ø 4

20

10

34,6

1

10

25

4,
5

R2
0

35

45
ø 9

20

29

ø 27

4560

ø 4,5

35

50

R7,5 1

10

35

Bestell-Nr. / Order no.

EE-05.060.39

Montageöffnung
Mounting cutout

Montageöffnung
Mounting cutout

Typ EE-05

Typ EE-06

Bestell-Nr. / Order no.

EE-06.050.39

Typ EE-05

Collapsible stainless steel 
handles with small installation 
depth.

Material and surface: 
Stainless steel high gloss 
electropolished, material 
no. 1.4301. Version EE-07 
also with material no. 1.4404 
(316L) available.

Design features:
With pull-back spring from 
the working to the resting 
position.

Stress resistance: 
EE-05 min. 200 N 
EE-06 min. 200 N

Alle Maße in mm. / All dimensions in mm.

115
+0,3

0

72
+0

,3 0

118 ±0,2

76
±0

,2
1

R4

ø 4,5

118

132

7690

109

47

1,5

13,5

63

15
,5

Typ EE-07

Montageöffnung
Mounting cutout

1.4301
Bestell-Nr. / Order no.

1.4404
Bestell-Nr. / Order no.

EE-07.118.39 EE-07.118.49

Typ EE-07

Drop handles Drop handles

Handles Handle

Stress resistance:  
EE-07 min. 800 N

Typ EE-06

Collapsible stainless steel 
handles with small installation 
depth.

Material and surface: 
Stainless steel high gloss 
electropolished, material 
no. 1.4301. Version EE-07 
also with material no. 1.4404 
(316L) available.

Design features:
With pull-back spring from 
the working to the resting 
position.
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Drop handles Flush handles 

Edelstahlklappgriffe mit geringer Einbautiefe, für Boden- 
und Montageplatten, Geräte und Klapptüren.

Werkstoff und Oberfläche: Edelstahl hochglanz-elektro 
-poliert, Werkstoff-Nr. 1.4301; Ausführung EE-03
zusätzlich in gebürsteter Ausführung und aus dem
Werkstoff-Nr. 1.4404 erhältlich.

Konstruktive Merkmale:
Mit Griff-Rückstellfeder von der Arbeits- in die Ruhe 
stellung. Ausführung EE-04 mit dreh- und 
abschließbarem Vor reiber für Klapptüren.

Tragkraft: 
min. 200 N.

ø 6

ø 98

20

75

40

1,5

62

ø 120

ø 5,5

ø 107

48

63

ø 
9

60

R 20

75
60

46

58 43 26

4 34

1

 10

5

R 
7,

5

Bestell-Nr. / Order no.

EE-01.R075.39

Montageöffnung
Mounting cutout

Montageöffnung
Mounting cutout

Typ EE-01

Typ EE-02

Bestell-Nr. / Order no.

EE-02.R120.39

Folding handles
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Flush handles 

477www.pinet-industrie.com Catalogue 022

Stainless steel - Latching systems
Slam latches

Part number Material Finish A B Note Weight (g)

16-1-4107 304 stainless steel raw 68.5 84 without key 184

16-1-4108 304 stainless steel raw 68.5 84 with key 184

Paddle latches 68.5 x 84 mm

Available with or without key. 

Keyed alike for version with cylinder.

Spring in stainless steel.

35

B
6

A

55.5

71
.5

1-6

208 10

www.metalika-kacin.com www.metalika-kacin.com



| 105Quarter-Turns

Advantages

■ Version without cylin-
der IP69K according to
DIN 40050.

■ Version with cylinder IP65
according to DIN EN 60529.

■ RH / LH application.

■ Grounding by single sided
grounding nut.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Wing knob, housing:
AISI 316

■ Grounding nut: AISI 316L

■ Sealings: NBR Perbunan

Remarks

Door-thickness (S) max. 8mm

Pre-assembled without cam.

1. flat external seal

Quarter-Turn with wing knob
Part Number Latching type IP protection Installation type Delivery Unit

a) 100-9315.00-00000 IP69K screw-on 1 pc.
b) 100-9314.00-01333 keyed alike DIRAK 1333 IP65 screw-on 1 pc.
b) 100-9314.00-09999 keyed different IP65 screw-on 1 pc.

Accessories

c) 156	 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

 Quarter-Turn with Wing Knob Pr20.1 L18	 [7-085.01]

www.metalika-kacin.com Quarter-Turns | 123all product details CARET-RIGHT  
on DIRAK.com

7-085

Advantages

■ IP65/67 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Wing knob: AISI 316, surface
polished

■ Housing and nut: stainless
steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam. 

Padlock feature only if cam is at 
90° to the wing knob.

1. flat external seal

Quarter-Turn for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9375.00-00000 18 mm screw-on 1 pc.

Accessories

b) 156 7-105 Cams L35/45 Stainless Steel
154, 292 1-102 Cams L35/45 Steel
161 1-262 Cams variable

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn for Padlock Pr20.1 L18 Stainless Steel [7-085]

Qu
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7-095.027-090

Advantages

■ Quarter-turn with T-handle
with extended housing.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by single sided
grounding nut.

■ Pre-assembled without cam.

■ All lockable handles supplied
with two keys.

Materials

■ Handle: AISI 316, satin
polished

■ Housing, grounding nut and
adapter: stainless steel

■ Flat external seal: NBR,
black

Remarks

Please configure the quarter-
turn with a cam. 

Price and delivery time on 
request.

Maximum door-thickness 20mm 
/ 40mm.

Further housing lengths on 
request.

1. flat external seal

Quarter-Turn with T-handle
Part Number Housing length Latching type Door-thickness (S) Installation type Delivery Unit

a) 100-9401.00-00000 30 mm max. 20 mm screw-on 1 pc.
b) 100-9402.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm screw-on 1 pc.
b) 100-9403.00-00000 30 mm keyed different max. 20 mm screw-on 1 pc.
a) 100-9404.00-00000 50 mm max. 40 mm screw-on 1 pc.
b) 100-9405.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm screw-on 1 pc.
b) 100-9406.00-00000 50 mm keyed different max. 40 mm screw-on 1 pc.

Accessories

c) 154, 292	 1-102 Cams L35/45 Steel
c) 161	 1-262 Cams variable
c) 156	 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Quarter-Turn with T-Handle Pr20.1 L30/50	 [7-095.02]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable T-handles sup-
plied with two keys.

Materials

■ T-handle: completely
AISI 316, surface polished

■ Nut: stainless steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. flat external seal

2. single-sided groundig nut

Quarter-Turn with T-handle
Part Number Latching type Installation type Delivery Unit

a) 200-9374.00-00000 screw-on 1 pc.
b) 200-9398.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
b) 200-9399.00-00000 keyed different screw-on 1 pc.

Accessories

c) 154, 292	 1-102 Cams L35/45 Steel
c) 161	 1-262 Cams variable
c) 156	 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Quarter-Turn with T-Handle Pr20.1 L18 Stainless Steel	[7-090]
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7-095.017-103

Advantages

■ Quarter-turn with L-handle
with extended housing.

■ IP65 according to
DIN EN 60529.

	■ RH / LH application.

	■ Grounding by single sided
grounding nut.

■ Pre-assembled without cam.

■ All lockable handles supplied
with two keys.

Materials

■ Handle: AISI 316, satin
polished

■ Housing, grounding nut and
adapter: stainless steel

	■ Flat external seal: NBR,
black

Remarks

Please configure the quarter-
turn with a cam. 

Price and delivery time on 
request.

Maximum door-thickness 20mm 
/ 40mm.

Further housing lengths on 
request.

1. flat external seal

Quarter-Turn with L-handle
Part Number Housing length Latching type Door-thickness (S) Installation type Delivery Unit

a) 100-9407.00-00000 30 mm max. 20 mm screw-on 1 pc.
b) 100-9408.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm screw-on 1 pc.
b) 100-9409.00-00000 30 mm keyed different max. 20 mm screw-on 1 pc.
a) 100-9410.00-00000 50 mm max. 40 mm screw-on 1 pc.
b) 100-9411.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm screw-on 1 pc.
b) 100-9412.00-00000 50 mm keyed different max. 40 mm screw-on 1 pc.

Accessories

c) 154, 292	 1-102 Cams L35/45 Steel
c) 161	 1-262 Cams variable
c) 156	 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L30/50	 [7-095.01]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grunding by grounding nut.

■ On request parts can be 
assembled.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable L-handles sup-
plied with two keys.

Materials

■ L-handle: AISI 316, surface
polished

■ Nut, grounding nut: stainless
steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Price and delivery time on 
request!

1. flat external seal

Quarter-Turn with L-handle
Part Number Latching type Installation type Delivery Unit

a) 200-9418.00-00000 screw-on 1 pc.
b) 200-9485.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
b) 200-9486.00-00000 keyed different screw-on 1 pc.

Accessories

c) 154, 292	 1-102 Cams L35/45 Steel
c) 161	 1-262 Cams variable
c) 156	 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 Stainless Steel	 [7-103]
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7-100

Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ L-Handle: AISI 316, surface
polished

■ Grounding nut: stainless steel

■ O-ring: NBR

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9481.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292	 1-102 Cams L35/45 Steel
b) 161	 1-262 Cams variable
b) 156	 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

L-Handle for Padlock Pr20.1 L18 Stainless Steel [7-100]
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7-104

Advantages

■ IP65 according to
DIN EN 60529 with 2 o-rings.

■ RH / LH application.

Materials

■ L-Handle, housing and
hook: AISI 316

■ O-rings: NBR

Remarks

(S) Door-thickness max. 5mm

Please configure the quarter-
turn with a cam.

Quarter-Turn with L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9493.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable
b) 156 7-105 Cams L35/45 Stainless Steel

Quarter-Turn with L-Handle for Padlock  
Pr20.1 L18 Stainless Steel [7-104]
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7-081.02HD7-081.02

Advantages

■ Tested according to: GS-NV
2:2013/06 Principles for
the testing of food pro-
cessing machines, GS-NV
6:2013/06 Principles for the
testing of hygiene require-
ments. Machine Ordinance:
DIN EN 1672‑2:2009.

■ DGUV Test Certificate.

■ Dirt resistant and easy to
clean by means of polished 
surface and transition radii.

■ IP 65/67/69K according to
DIN EN 60529 / DIN 40050.

■ RH / LH application.

■ Grounding by grounding nut.

■ Cam can be delivered pre-as-
sembled upon request.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam.

1. silicone seal

Hygiene Quarter-Turn with T-handle
Part Number Housing length Installation type Delivery Unit

a) 100-9313.00-00000 18 mm screw-on 1 pc.

Accessories

b) 156	 7-105 Cams L35/45 Stainless Steel

Hygiene Quarter-Turn with T-Handle  
Pr20.1 L18 Stainless Steel	 [7-081.02HD]

Advantages

■ Suitable for the food sector
and hygienic areas.

■ Meets hygiene requirements
acc. to DIN EN ISO 14159 and
DIN EN 1672‑2.

■ Polished surface.

■ Lockable with cylinder barrel.

■ Seal FDA conform.

■ IP65/67 according to
DIN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ Cam can be delivered pre-
assembled upon request.

■ The pre-assembled Quar-
ter-turn can be installed in the
cutout.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. silicone seal

Quarter-Turn with T-handle
Part Number Latching type Installation type Delivery Unit

a) 100-9313.00-01333 keyed alike DIRAK 1333 screw-on 1 pc.
a) 100-9313.00-99999 keyed different screw-on 1 pc.

Accessories

b) 156	 7-105 Cams L35/45 Stainless Steel
b1) 159	 7-105.01 Cams L35/45 Stainless Steel

Quarter-Turn with T-Handle and Cylinder 
Pr20.1 L18 Stainless Steel	 [7-081.02]
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7-081.03HD7-081.03

Advantages

■ Tested according to: GS-NV
2:2013/06 Principles for
the testing of food pro-
cessing machines, GS-NV
6:2013/06 Principles for the
testing of hygiene require-
ments. Machine Ordinance:
DIN EN 1672‑2:2009.

■ DGUV Test Certificate.

■ Dirt resistant and easy to
clean by means of polished 
surface and transition radii.

■ IP 65/67/69K according to
DIN EN 60529 / DIN 40050.

■ RH / LH application.

■ Cam can be delivered pre-
assembled upon request.

■ The quarter-turn can be
screwed into the cutout with
the pre-assembled cam.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam.

1. silicone seal

Hygiene Quarter-Turn with L-handle
Part Number Grounding type Installation type Delivery Unit

a) 100-9416.00-00000 Grounding nut screw-on 1 pc.

Accessories

b) 156	 7-105 Cams L35/45 Stainless Steel

Hygiene Quarter-Turn with L-Handle 
Pr20.1 L18 Stainless Steel	 [7-081.03HD]

Advantages

■ Suitable for the food sector
and hygienic areas.

■ Meets Hygiene requirements
acc. to DIN EN ISO 14159 and
DIN EN 1672‑2.

■ Polished surface.

■ Seal FDA conform.

■ Lockable with cylinder barrel.

■ IP 65/67 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ Cam can be delivered pre-
assembled upon request.

■ The pre-assembled quar-
ter-turn can be installed in the
cutout.

Materials

■ Housing, handle and
grounding nut: AISI 316

■ Serrated screw: AISI 304

■ Seal: silicone, blue, FDA
conform (Food and Drug
Administration)

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. silicone seal

Quarter-Turn with L-handle
Part Number Latching type Installation type Delivery Unit

a) 100-9416.00-01333 keyed alike DIRAK 1333 screw-on 1 pc.
a) 100-9416.00-99999 keyed different screw-on 1 pc.

Accessories

b) 156	 7-105 Cams L35/45 Stainless Steel
b1) 159	 7-105.01 Cams L35/45 Stainless Steel

Quarter-Turn with L-Handle and Barrel 
Pr20.1 L18 Stainless Steel	 [7-081.03]
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7-330

Advantages

■ Flush slam latch with free
stroke.

■ The recessed grip below the
lever allows an easy access
for operating the lever.

■ For unlocking (5.) the lever
has to be opened about 45°,
the spring loaded lever auto-
matically returns to the flush
position.

■ By the finger-pull on the
latch, unlocking from inside is
possible.

Materials

■ Housing, handle and latch:
AISI 316, surface polished

■ Screw, cam angle, pin and
spring: stainless steel

■ Spacer: nylon, black

Remarks

(S) Door-thickness max. 15mm.

By omitting the front packing 
plate the height dimension (S) 
can be increased by 3.4mm.

1. cam angle, included

2. fastening screws
8-32 UNC x 22, for thinner door-
thicknesses (S) please cut the
screw accordingly.

3. cutout Ø52mm

4. base plates

Slam latch
Part Number Cutout Installation type Delivery Unit

282-9601.00-00000 Ø52 screw-on 1 pc.

Slam Latch Stainless Steel	 [7-330]
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7-072

Advantages

■ Dish handle for 2- or 3-point
cam.

■ IP65 according to
DIN EN 60529.

■ Properties of material
AISI 316 Ti: The titanium
increases the corrosion
resistance particularly the
intercrystalline corrosion at
the grain boundaries.

Materials

■ Dish handle and adapter
plate: AISI 316Ti, cast

■ Flat external seal: Inducon

Remarks

(S) Door-thickness 2mm

For flush area mounting please 
order additionally: 

adapter plate and flat external 
seal.

Please configure the quarter-
turn with insert and cam.

1. cutout dish handle surface
mounted

2. cutout flush area

3. e.g. countersunk screw M6

Dish handle
Part Number Installation type Delivery Unit

a) 208-9638.00-00000 screw-on 1 pc.

Accessories for dish handle 
Part Number Name Fastening type Delivery Unit

b) 207-3605.90-00000 Adapter plate screw-on 1 pc.
c) 200-0905.00-00000 Flat external seal 1 pc.

Accessories

d) 156 7-105 Cams L35/45 Stainless Steel

Dish Handle PrA Stainless Steel [7-072]
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7-073.01

Advantages

■ RH / LH application.

■ IP65 according to
DIN EN 60529.

■ Big padlock eye Ø11mm.

■ Version a) with fastening plate
and additional fastening holes 
for screws Ø5mm according 
to DIN ISO 8677.

■ Version b) with fastening plate 
without fastening holes.

■ Height adjustment of the 
cams by H-dimension adjust-
ment for cams 7-077.02 or
3-point cam adapter adjust-
able 2-151.01 on square 
threaded rod M10.

■ 3/8"  instead of M10 available
on request

Materials

■ Handle, fastening plate,
square threaded rod and
padlock eye: AISI 316

■ Flat external seal: EPDM

■ Washer: Teflon

Remarks

(S) Door-thickness max. 5mm
with the supplied screw M5x10

1. flat external seal

2. cutout version a)

3. cutout version b)

4. and 5. the padlock eye is
asymmetrical. It serves as a stop
for RH (4.) / LH (5.) applications.

L-handle with thread M10
Part Number Version Installation type Delivery Unit

a) 281-9006.00-00000 with fastening holes screw-on 1 pc.
b) 281-9007.00-00000 without fastening holes screw-on 1 pc.

Accessories

156	 7-105 Cams L35/45 Stainless Steel
7-077.02 H-Dimension Adjustment Stainless Steel

L-Handle M10 for Padlock Stainless Steel [7-073.01]
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Advantages

■■ T- and L-handles for appli-
cation with rod latch product
system 7-030.

■■ For flat rods.

■
ss ■■

IP65 accor
For coutout A.

din
60529 by o-ring.

■■All lockable handles supplied
with two keys.

■■Screws and washers are
included.

■■Grounding by grounding clip.

Materials

■■Handles, escutcheon,
screws and washer:
 stainless steel AISI 316

■■Grounding clip: stainless
steel AISI 301

g to DIN EN ■■
chr
Cylinder barr

ome plated
el: zinc die,

Cutout PrA
incl. paint

25  
+0,1

[0.984]

50
 +  0,

1 [1
.9

69
]

15 [0.593]

24 [0.937] 46.5 [1.831]

10
5 

[4
.1

34
]

b)

c)

8 
[0

.3
15

]

14 [0.559]

30.4 [1.197]
23 [0.905]

57
 [2

.2
44

]

a)

3.5 [0.138]
7.5 [0.295]

46.5 [1.831]12.4 [0.488]

78
 [3

.0
71

]

8 
[0

.3
15

]

T-handle
Part Number Latching type Installation type

a) 208-9634.00-00000 screw-on
a) 208-9650.00-00000 keyed alike DIRAK 1333 screw-on
a) 208-9651.00-00000 keyed different screw-on

L-handle
Part Number Latching type Installation type

b) 208-9635.00-00000 screw-on
b) 208-9652.00-00000 keyed alike DIRAK 1333 screw-on
b) 208-9653.00-00000 keyed different screw-on

Accessories

356 7-030 Rod Latch FS PrA Stainless Steel
368 3-011 Grounding clip

c) 208-1802.00-00000 O-ring 39.45 x 1.78mm

T- and L-Handle Stainless Steel [7-035]
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Swinghandle for profile-cylinder
Part Number Version Padlock Stroke Installation type

a) 207-9294.00-00000 without cylinder dustcover 18 mm screw-on
a) 207-9295.00-00000 with cylinder dustcover 18 mm screw-on
a1) 107-9284.00-00000 without cylinder dustcover Yes 18 mm screw-on
a1) 107-9285.00-00000 with cylinder dustcover Yes 18 mm screw-on

Accessories Swinghandles
Part Number Name Material

b) 207-2506.80-00000 Blanking plate for opening Stainless Steel

2-point cam
Part Number Stop Material

e) 207-9598.00-00000 Yes Stainless Steel

3- or 4-point Cam, L45
Part Number A-dimension Stop Material

e) 207-9845.00-00022 25 mm Yes Stainless Steel
e) 207-9845.00-00028 26 mm Yes Stainless Steel

Accessories

c) 300 2-140 Profile-Cylinder DIN 18252
c) 302 7-069 Profile-Cylinder Stainless Steel
d) 281 1-181.01 Adapter zinc die for Round Rods
f) 282 7-106 Round Rods Stainless Steel
g) 284 200-3623.51-00000 Rod guide
g) 284 200-3625.51-00000 Rod guide
h) 298 3-011 Grounding clip

Advantages

■■ For cutout C and round rods.

■■ Swinghandle with 90° closing
rotation.

■■ Can be locked with 40mm
long profile-cylinders 
(DIN 18252) with 45° or 90° 
closing rotation.

■■ RH / LH application.

■■ IP65 according to DIN EN
60529.

■■ The opening in the dish can
be filled with a rectangular
blanking plate.

Materials

■■ Swinghandle, dish, dust
cover and blanking plate:
stainless steel AISI 316

■■ Cap: PA, black

■■ Swinghandle shaft and
padlock bolt: stainless steel
AISI 303

■■ Blanking plate: stainless steel
AISI 304

Swinghandle RS PrC Stainless Steel [7-065]
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Swinghandle for profile cylinder
Part Number Version Stroke Installation type

a) 307-9302.00-00000 35 mm screw-on
b) 307-9305.00-00000 cover screw down 35 mm screw-on

Accessories

f1) 281 1-181.01 Adapter zinc die for Round Rods
f) 280 1-181 Adapter PA for Round Rods
e) 282 7-106 Round Rods Stainless Steel
c) 162 7-105 Cams L35/45 Stainless Steel
d) 296 7-106.01 Cam Adapter 45° Stainless Steel
g) 284 200-3623.51-00000 Rod guide
g) 284 200-3625.51-00000 Rod guide

301 211-9004.00-00000 DIRAK Profile-cylinder
301 211-9003.00-00000 DIRAK Profile-cylinder

Advantages

■■ Flush design.

■■ Extremly narrow gap.

■■ The flush design prevents this
swinghandle being used as
climbing support.

■■ Locking cylinder fitted in the
dish and protected against
being forced through.

■■ Bolted internal cap is made of
stainless steel.

■■ IP65 according to DIN EN
60529.

■■ 135° Swing.

■■ Stroke 35mm(1.378) by
3-point cam adapter 45°.

■■ RH / LH application.

■■ Cylinder cover optional screw
down.

Materials

■■ Swing handle, dish, cap,
rotating disk: stainless steel
AISI 316L

■■ Cap sealing and o-ring: NBR

■■ Washer: PTFE- Teflon

■■ Spring: stainless steel
AISI 301

■■ Locking bolt: stainless steel
AISI 316

■■ Screws, grooved pin, pin
with axial knurl and nut:
stainless steel

NT Swinghandle RS PrC Stainless Steel [7-066]
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Advantages

■■ Low profile swinghandle for
profile-cylinder application
with rod latch see product
system 7-040.

■■ Protected against vandalism
by extremly narrow gaps.

■■ The flush design prevents this
swinghandle being used as
climbing support.

■■ Locking cylinder fitted in the
dish and protected against
being forced through.

■■ Bolted internal cap is made of
stainless steel.

■■ IP65 according to DIN EN
60529.

■■ RH / LH application.

Materials

■■ Dish, handle, cover, cap,
rotating disk, spring, pins,
locking bolt and screws:
stainless steel AISI 316L

■■ Cap sealing: NBR

■■ O-ring: NBR

■■ Washer: PTFE- Teflon

Remarks

Cover optional screw down.

1. Open cover

2. Turn key

3. The swinghandle springs
open

4. Turn handle

Swinghandles
Part Number Cylinder cover Version Dish Surface Installation type

a) 307-9301.00-00000 Yes with cap (IP65) satin polished screw-on
b) 307-9306.00-00000 Yes cover screw down with cap (IP65) satin polished screw-on

Accessories

d) 364 7-040 Rod Latch FS PrC Stainless Steel
c) 385 211-9004.00-00000 DIRAK Profile-cylinder
c) 385 211-9003.00-00000 DIRAK Profile-cylinder

NT Swinghandle FS PrC Stainless Steel [7-061]
Advantages

■■ Swinghandle for profile
 cylinder to DIN 18252.

■■ Swinghandle for application
with rod latch see product 
system 7-040 and cutout 
 version PrC 50x25mm.

■■ IP65 DIN EN 60529 within the
sealed area.

■■ The padlock device with
 rectangular base is fitted from 
the rear and so held captive 
between doorskin and swing-
handle body.

■■ This opening can be filled with
a rectangular blanking plate.

Materials

■■ Swinghandle, dish, bearing
part, dust cover, blanking
plate: stainless steel AISI 316

■■ Cap: PA, black

■■ Swinghandle shaft and
padlock bolt: stainless steel
AISI 303

Swinghandle for profile-cylinder
Part Number Version Padlock Installation type

a) 207-9292.00-00000 without cylinder dustcover screw-on
a) 207-9293.00-00000 with cylinder dustcover screw-on
a1) 107-9286.00-00000 with cylinder dustcover Yes screw-on
a1) 107-9287.00-00000 without cylinder dustcover Yes screw-on

Accessories

c) 384 2-140 Profile-Cylinder DIN 18252
c) 386 7-069 Profile-Cylinder Stainless Steel
d) 364 7-040 Rod Latch FS PrC Stainless Steel
b) 207-2506.80-00000 Blanking plate for opening

Swinghandle FS PrC Stainless Steel [7-060]
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Grips are simple operating elements suitable for various
types of applications.

Model:  Handle from steel, black oxide finish, resp.
stainless steel 1.4305, matt.
Plastic knobs Duroplastic FS 31, black polished.

Type A:  with ball knob DIN 319

Type C:  with taper knob

Type E:  with cylindric knob

Grips - Steel

Grips - Stainless Steel

...  Please indicate here the desired length e.g. 080 for  l1 = 80 mm.

...  Please indicate here the desired length e.g. 100 for  l1 = 100 mm.

Type A

Type C

Type E

Order No. 

Type A 
d3 

mm 
l3 

mm 

Order No. 

Type C 
d5 

mm 
l5 

mm 

Order No. 

Type E 
d7 

mm 
l7 

mm 

Size 
d1 

mm 

Thread 
d2 Length of Screw l1  (mm) l2 

mm 

35 08 ... A 20 18 35 08 ... C 20 30 35 08 ... E 18 40 8 M   6 63  100 9 
35 10 ... A 25 22,5 35 10 ... C 25 38 35 10 ... E 21 50 10 M   8 80  125 11 
35 12 ... A 32 29 35 12 ... C 30 46 35 12 ... E 23 65 12 M 10 100 160 14 
35 14 ... A 35 32,5 35 14 ... C 35 53 35 14 ... E 26 80 14 M 12   125 200 16 

Order No.  

Type A 
d3 

mm 
l3 

mm 

Order No. 

Type E 
d7 

mm 
l7 

mm 

Size 
d1 

mm 

Thread 
d2 Length of Screw l1  (mm) l2 

mm 

  35 08 ... A E0A 20 18 35 08 ... E E0A 18 40 8 M   6 63 100 9 
  35 10 ... A E0A 25 22,5 35 10 ... E E0A 21 50 10 M   8 80 125 11 
  35 12 ... A E0A 32 29 35 12 ... E E0A 23 65 12 M 10 125 14 
  35 14 ... A E0A 35 32,5 35 14 ... E E0A 26 80 14 M 12 125 16 

SPECIFICATION
Stainless Steel precision casting A4
- AISI 316
- matte shot-blasted GS

INFORMATION
Stainless Steel-Ledge handle is used on doors, guards and hatches 
on machines, as well as on drawers and pull-out units. Due to the 
A4 material used, the handle is intended especially for use in 
corrosive environments with aggressive media.
The ledge handle is made in a way that does not allow pooling of 
fluids, which makes cleaning easier and prevents build up of residue 
and bacteria.
It can be attached from the back side via the mounting thread. 
Alternatively, the handles can be welded from the front.

ON REQUEST
- polished or plastic coated

l

l

b

h

h

b

b

Description l1 d a 1b b2 b3 h1 h2 l2 t 
min.

GN 730.5-A4-
120-GS 120 M6 10 6 12.5 35 32 25 100 9 347

Material and surface: Profiled stainless steel; 
material no. 1.4404 (316L); blasted and 

electropolished with a half-matt finish.

Stress resistance: 
min. 500 N.

Note:
Any other handle lengths available on request.

A10

8

30

20

12

4
R 

8

R 
10

45
°

35
10

M
6

L

A L Bestell-Nr. / Order no.

60 80 EL-35.060.36

80 100 EL-35.080.36

100 120 EL-35.100.36

130 150 EL-35.130.36

EL-35.001.36Profile material, 1 m

Ledge handles Grips

Grips
from Steel resp. Stainless Steel
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SPECIFICATION
Types
- Type D: with plain shaft
- Type E: with threaded shaft

Version in Steel
Steel ST
zinc plated, blue passivated

Version in Stainless Steel
Stainless Steel AISI 316L A4
Version in Plastic
Plastic KT
Technopolymer (Polyamide PA)

- temperature resistant up to 100 °C
- black, matt finish
- threaded bolt Steel, blackened

INFORMATION
On the official DIN standard sheet you can find the additional sizes 
10 and 13.
For reasons of hygiene, no hexagonal recess is used in type A4.

TECHNICAL INFORMATION
- ISO-Fundamental Tolerances (see page A21)

DIN 39

Description d1 d2 h8 d3 d4 h13 l1 ≈ l2 l3 A/F

DIN 39-ST-16-D 16 7 - 10 50 11 7 - 43
DIN 39-ST-20-D 20 8 - 13 64 13 8 - 92
DIN 39-ST-25-D 25 10 - 16 80 14 10 - 182
DIN 39-ST-32-D 32 13 - 20 100 21 13 - 368
DIN 39-ST-36-D 36 16 - 22 112 26 14 - 512
DIN 39-ST-16-E 16 - M 6 10 50 11 7 3 42
DIN 39-ST-20-E 20 - M 8 13 64 13 8 4 89
DIN 39-ST-25-E 25 - M 10 16 80 14 10 5 174
DIN 39-ST-32-E 32 - M 12 20 100 21 13 6 350
DIN 39-ST-36-E 36 - M 16 22 112 26 14 8 503

DIN 39-KT

Description d1 d3 d4 h13 l1 ≈ l2 l3 A/F

DIN 39-KT-20-E 20 M 8 13 64 13 8 4 27
DIN 39-KT-25-E 25 M 10 16 80 14 10 5 40
DIN 39-KT-32-E 32 M 12 20 100 21 13 6 100

STAINLESS STEELDIN 39-A4

Description d1 d3 d4 h13 l1 ≈ l2 l3

DIN 39-A4-16-E 16 M 6 10 50 11 7 44
DIN 39-A4-20-E 20 M 8 13 64 13 8 90
DIN 39-A4-25-E 25 M 10 16 80 14 10 177

M8

Ø1410
.4

10
5

Ø6.3

Ø20

Ø17

Ø12.2

0.5x45°

43

M6

Ø25

3

0.5x45°

 40020L IMPUGNATURA INOX D20 M8 LUCIDA
 40020S IMPUGNATURA INOX D20 M8 SABBIATA

CODICE - CODE

IMPUGNATURE INOX

descrizione - description 

 40030 BLOCCHETTO PER MANIGLIA COMPONIBILE FORO 12 - SABBIATO

CODICE - CODE descrizione - description 

• Application: this support allows to make a handle with a bar of diameter 12 h11 by fixing the distance between the holes and acting 
on the M6 dowel inside the support itself.

•  Material: stainless steel 1.4301 sandblasted surface, polished on request. 
Applications: pharmaceutical, chemical, drink and packaging industry

Modular handles Fixed handles

PA
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Revolving Stainless Steel-Grips

SPECIFICATION
Stainless Steel NI
- AISI 303
- matt, shot-blasted

Spindle
Stainless Steel AISI 303

INFORMATION
Typical in design are the revolving handles GN 798.1 with their 
stepped shape consisting of two cylinders giving the operator a 
better grip.

Description d1 d2 d3 d4 l1 l2 l3  ≈ l4

GN 798.1-NI-18-M6 18 M 6 10 14.5 56 13 2.5 19 95
GN 798.1-NI-18-M8 18 M 8 10 14.5 56 13 2.5 19 97
GN 798.1-NI-22-M8 22 M 8 14 18.5 59 14 2.5 21 163
GN 798.1-NI-22-M10 22 M 10 14 18.5 59 14 2.5 21 165
GN 798.1-NI-24-M8 24 M 8 14 18.5 74 16 2.5 27 210
GN 798.1-NI-24-M10 24 M 10 14 18.5 74 16 2.5 27 212

Retractable handles
Rectractable mechanism Stainless Steel, 
with hold in both positions

SPECIFICATION
Handle
Plastic KU
Duroplast (Phenolic PF)

- temperature resistant up to 110 °C
- black, shiny finish
- revolving

Retractable mechanism
Stainless Steel AISI 303

- Stud AISI 303
- Flat base Sintered Steel 316L

INFORMATION
Retractable handles GN 598.5 are suitable when the handle must be 
withdrawn during automatic operations.

Description d1 d2 d3 l1 ≈ l2 l3 l4 ≈ l5

GN 598.5-KU-23 23 M 6 20 87 19.5 6 80 10.5 102
GN 598.5-KU-26 26 M 6 20 102 19.5 6 95 10.5 134
GN 598.5-KU-28 28 M 8 26 118 26 10 106 16 214

Rectractable handles
Rectractable mechanism Stainless Steel, 
with hold in both positions

SPECIFICATION
Handle
Plastic KT
Technopolymer (Polyamide PA)

- temperature resistant up to 90 °C
- black, matt finish
- revolving

Retractable mechanism
Stainless Steel AISI 303

- Axle parts AISI 303
- Flat base Sintered Steel 316L

INFORMATION
Typical in design are the retractable handles GN 798.5 with their 
stepped shape consisting of two cylinders giving the operator a 
better grip, especially when pulling the handle out from its locked 
position before it can be folded back into the rest position.
Retractable handles GN 798.5 are suitable when the handle must be 
withdrawn during automatic operations.

l 1
l 2

l 3

d2

l 5

d
l4

3

d1

Description d1 d2 d3 l1 ≈ l2 l3 l4 ≈ l5

GN 798.5-KT-16 16 M 5 16 58 15 5 52.5 9.5 35
GN 798.5-KT-18 18 M 5 16 72.5 15 5 67 9.5 45
GN 798.5-KT-22 22 M 6 20 80.5 19.5 6 74 10.5 84
GN 798.5-KT-24 24 M 6 20 95.5 19.5 6 89 10.5 95
GN 798.5-KT-25 25 M 6 20 105.5 19.5 6 98.5 10.5 110

Revolving Grips

Spindle from Stainless Steel

Revolving grips in modern form and compact
plastic grip. Suitable especially for rectangular
shaped rim handwheels.

Model:  Grip from polyamide, black matt. Spindle 
from zinc-plated steel resp. from stainless steel 
1.4305.

Assembling Instructions: Mount the bolt without
the grip part. Then push the grip on the bolt by
hand. Through light stroke with plastic hammer, the
grip is connected with the bolt. Now the grip will
revolve freely, but cannot be pulled back off the bolt 
by hand.

Revolving Grips

Order No. 
Spindle from 

Stainless Steel 
d1 

mm 
Thread 

d2 
d3 

mm 
d4 

mm 
l1 

mm 
l2 

mm 
l3 

mm 
sw 

   39 18 06 12 E0A 18 M   6 10 15 40 12 2,5 3 
   39 21 06 13 E0A 21 M   6 10 17 50 13 2,5 3 

21 M   8 10 17 50 13 2,5 4 
   39 23 08 14 E0A 23 M   8 13 19 65 14 2,5 4 
   39 26 10 16 E0A 26 M 10 13 21 80 16 2,5 5 

28 M 10 13 22 90 16 2,5 5 

Hexagon
sw

Revolving handles Retractable handles 
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244

H1 G F

30000E/27	 VOLANTINO D27 M5	 27	 15	 19	 10	 10	 M5
30010E/33	 VOLANTINO D33 M6	 33	 19	 23	 12	 12	 M6
30020E/40	 VOLANTINO D40 M8	 40	 21	 27	 15	 13	 M8
30030E/50	 VOLANTINO D50 M10	 50	 25	 33	 17,5	 17	 M10
30040E/60	 VOLANTINO D60 M12	 60	 27	 37	 20	 20	 M12

CODICE - CODE

VOLANTINI INOX A LOBI - FILETTO FEMMINA
STAINLESS STEEL KNOBS - FEMALE

D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 H H1 G F
descrizione - description

30060E/27	 VOLANTINO D27 M6	 27	 15	 30	 10	 10	 M6
30070E/33	 VOLANTINO D33 M8	 33	 19	 43	 11	 20	 M8
30080E/40	 VOLANTINO D40 M8	 40	 21	 47	 15	 20	 M8
30090E/50	 VOLANTINO D50 M10	 50	 25	 63	 17,5	 30	 M10
30100E/60	 VOLANTINO D60 M12	 60	 27	 77	 20	 40	 M12

CODICE - CODE

VOLANTINI INOX A LOBI - FILETTO MASCHIO
STAINLESS STEEL KNOBS - MALE

D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 H H1 G F
descrizione - description 

•  Material: 1.4301 (1.4401 request). Polished surface (sandblasted treatment on request). Thanks to their design the knobs avoid any dirt 
and dust deposit.

•  Applications: pharmaceutical, chemical, food, wine and packaging industry. 

H

H
1

D1

G
D

H

H
1

G

D1

F

D

245

30000/40	 VOLANTINO D40 FORO D5	 40	 14	 25	 12,5	 18	 5
30010/50	 VOLANTINO D50 FORO D5	 50	 18	 32	 17,5	 21	 5
30020/60	 VOLANTINO D60 FORO D5	 60	 20	 40	 20	 25	 5
30030/65	 VOLANTINO D65 FORO D5	 65	 20	 40	 20	 25	 5

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 H H1 G F
descrizione - description 

30005/27SL20	 VOLANTINO D27 M5	 27	 15	 24	 M5x15	 20	 13
30010E/33SL24	 VOLANTINO D33 M6	 33	 19	 30	 M6x20	 24	 13
30020E/40SL28	 VOLANTINO D40 M8	 40	 24	 36	 M8x20	 28	 16
30030E/50SL30	 VOLANTINO D50 M10	 50	 24	 46	 M10x25	 30	 16
30050E/65SL40	 VOLANTINO D65 M12	 65	 31	 60	 M12x25	 40	 24

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 ES F H H1
descrizione - description 

• ���Volantini dal design privo di cavità e pertanto non depositari di sporco e impurità. Settori d’impiego: industria farmaceutica,
chimica, beverage, alimentare e del packaging

• ���Materiale: acciaio inox AISI 304 (a richiesta AISI 316). Superficie lucidata a specchio o, a richiesta, sabbiata

• ���Material: 1.4301 (1.4401 request). Polished surface (sandblasted treatment on request). Thanks to their design the knobs avoid any dirt 
and dust deposit.

• ���Applications: pharmaceutical, chemical, food, wine and packaging industry. 

D1

F

GH
1

H

D

D

ES

H

F D1

H
1
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Zimmermann Star Knobs with projecting steel
bush. Especially suitable for cross pin connections.

Model: Body from reinforced polyamide, black
matt.  Bush resp. screw from steel, zinc-plated
resp. from stainless steel, material no. 1.4305.

Star knobs with fitting hole H7 are available on
request.

Star Knobs with Projecting Bush - Stainless Steel

Order No. 
Internal Thread 

d2 t 
mm 

Size 
d1  

mm 
d4 

mm 
h1 

mm 
h2 

mm 
h3 

mm 

26 32 06 E0A M   6 12 32 12 21 11 8,5 
26 40 08 E0A M   8 14 40 14 26 14 10 
26 50 10 E0A M 10 18 50 18 32 17 10 
26 63 12 E0A M 12 22 63 22 40  21 14 

21

... Please indicate here the desired length of screw e.g. 025 for l = 25 mm.

with Projecting Steel or 
Stainless Steel Bush

Star Knobs

Zimmermann Star Knobs with projecting steel
bush. Especially suitable for cross pin connections.

Model: Body from reinforced polyamide, black
matt.  Bush resp. screw from steel, zinc-plated
resp. from stainless steel, material no. 1.4305.

Star knobs with fitting hole H7 are available on
request.

Star Knobs with Projecting Bush - Steel

Star Knobs with Projecting Bush - Stainless Steel

Order No. 
Internal Thread

d2 t 
mm 

Size
d1

mm 
d4

mm 
h1

mm 
h2

mm 
h3

mm 

26 32 06 E0A M 6 12 32 12 21 11 8,5 
26 40 08 E0A M 8 14 40 14 26 14 10
26 50 10 E0A M 10 18 50 18 32 17 10
26 63 12 E0A M 12 22 63 22 40 21 14

Order No. 

Internal Thread

Internal
Thread 

d2

t 
mm 

Order No. 

External Thread

External
Thread

d2

Length of Screw l (mm)
Size
d1

mm 
d4

mm 
h1

mm 
h2

mm 
h3

mm 

26 32 06 M   6  12 26 32 06 ... M  6 16 25 30 32 12 21 11 8,5 
26 40 06 M   6 14 40 14 26 14 10
26 40 08 M   8 26 40 08 ... M  8 16 30 40
26 50 08 M   8 18 50 18 32 17 10
26 50 10 M 10 26 50 10 ... M 10 25 35 55
26 63 10 M 10 22 63 20 40 21 14
26 63 12 M 12 26 63 12 ... M 12 30 60

Similar to DIN 6336

Model: Body from reinforced polyamide, black matt.
Screw from stainless steel, material no. 1.4567.

Star Knobs similar to DIN 6336 - Stainless Steel

...  Please indicate here the desired length of screw e.g. 025  for l = 25 mm.

Order No. 

External Thread 

External 
Thread 

d2 
Length of Screw l (mm) 

Size 
d1 

mm 
d5 

mm 
h1 

mm 
h2 

mm 

24 25 05 ... E0A M 5 10 15 25 25 12 16 8 
24 32 06 ... E0A M 6 21 26 31 32 14 20 10 
24 40 08 ... E0A M 8 20 30 40 40 18 25 13 
24 50 10 ... E0A M 10 25 30 45 50  22 32 17 
24 63 12 ... E0A M 12 30 40 50 63 26 40 21 

Star grips Star grips

Handles with Projecting Stainless Steel Bush Handle - Steel Parts from Stainless Steel
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STAINLESS
STEEL

RoHS

Material AISI 303 (A2)

SPECIFICATION
Types
- Type A: without bore
- Type E: with threaded blind bore
- Type D: with threaded through bore
- Type C: with plain blind bore H7

Stainless Steel AISI 303
Stainless Steel AISI 316L (A4)
matt shot-blasted

INFORMATION
Stainless Steel-Three lobe knobs GN 5345 have a smooth and 
sealed surface. They are particularly suitable for use where hygiene 
requirements are high. Their shape allows relatively high torques to 
be applied.

ON REQUEST
- highly polished (PL)

TECHNICAL INFORMATION
- Cross holes GN 110 (see page A17)
- ISO-Fundamental Tolerances (see page A21)

Description d1 d2 d3 
H7 d4 h1 h2 t1 

min. t2

GN 5345-40-A 40 - - 18 26 15 - - 76
GN 5345-50-A 50 - - 21 30 17 - - 127
GN 5345-60-A 60 - - 25 35 18 - - 216
GN 5345-40-B8-C 40 - B 8 18 26 15 15 - 70
GN 5345-50-B10-C 50 - B 10 21 30 17 18 - 114
GN 5345-60-B12-C 60 - B 12 25 35 18 22 - 195
GN 5345-40-M6-D 40 M 6 - 18 26 15 - 13 70
GN 5345-40-M8-D 40 M 8 - 18 26 15 - 13 67
GN 5345-50-M8-D 50 M 8 - 21 30 17 - 16 115
GN 5345-50-M10-D 50 M 10 - 21 30 17 - 16 109
GN 5345-60-M10-D 60 M 10 - 25 35 18 - 20 193
GN 5345-60-M12-D 60 M 12 - 25 35 18 - 20 185
GN 5345-40-M6-E 40 M 6 - 18 26 15 12 - 74
GN 5345-40-M8-E 40 M 8 - 18 26 15 15 - 70
GN 5345-50-M8-E 50 M 8 - 21 30 17 15 - 119
GN 5345-50-M10-E 50 M 10 - 21 30 17 18 - 115
GN 5345-60-M10-E 60 M 10 - 25 35 18 18 - 202
GN 5345-60-M12-E 60 M 12 - 25 35 18 22 - 195

Material AISI 316L (A4)

Description d1 d2 d3 
H7 d4 h1 h2 t1 

min. t2

GN 5345.4-40-A 40 - - 18 26 15 - - 96
GN 5345.4-50-A 50 - - 21 30 17 - - 128
GN 5345.4-60-A 60 - - 25 35 18 - - 219
GN 5345.4-40-B8-C 40 - B 8 18 26 15 15 - 70
GN 5345.4-50-B10-C 50 - B 10 21 30 17 18 - 115
GN 5345.4-60-B12-C 60 - B 12 25 35 18 22 - 192
GN 5345.4-40-M6-D 40 M 6 - 18 26 15 - 13 60
GN 5345.4-40-M8-D 40 M 8 - 18 26 15 - 13 67
GN 5345.4-50-M8-D 50 M 8 - 21 30 17 - 16 117
GN 5345.4-50-M10-D 50 M 10 - 21 30 17 - 16 111
GN 5345.4-60-M10-D 60 M 10 - 25 35 18 - 20 197
GN 5345.4-60-M12-D 60 M 12 - 25 35 18 - 20 188
GN 5345.4-40-M6-E 40 M 6 - 18 26 15 12 - 77
GN 5345.4-40-M8-E 40 M 8 - 18 26 15 15 - 71
GN 5345.4-50-M8-E 50 M 8 - 21 30 17 15 - 120
GN 5345.4-50-M10-E 50 M 10 - 21 30 17 18 - 115
GN 5345.4-60-M10-E 60 M 10 - 25 35 18 18 - 202

GN 5345.4-60-M12-E 60 M 12 - 25 35 18 22 - 195

SPECIFICATION
Types
- Type A: without bore
- Type D: with threaded through bore
- Type E: with threaded blind bore

Stainless Steel precision casting NI 

- AISI CF-8
- matt shot-blasted

DIN 6336-NI

Description d1 d2 d4 h1 h2 min. h3 h4 min. t1 t2

DIN 6336-NI-32-A 32 - - 21 10 - - 56
DIN 6336-NI-40-A 40 - - 26 13 - - 85
DIN 6336-NI-50-A 50

- 12
- 14
- 18 - - 34 17 - - 179

DIN 6336-NI-63-A 63 - - - 42 21 - - 320
DIN 6336-NI-32-M6-D 32 M 6 20 9 - - - 10 52
DIN 6336-NI-40-M8-D 40 M 8 25 12 - - - 12 75
DIN 6336-NI-50-M8-D 50 M 8 32 15 - - - 16 166
DIN 6336-NI-50-M10-D 50 M 10 32 15 - - - 16 157
DIN 6336-NI-63-M10-D 63 M 10 40 19 - - - 20 289
DIN 6336-NI-63-M12-D 63 M 12 40 19 - - - 20 282
DIN 6336-NI-32-M6-E 32 M 6 20 9 - - 12
DIN 6336-NI-40-M8-E 40 M 8 25 12 - - 15
DIN 6336-NI-50-M8-E 50 M 8 32 15 - - 18
DIN 6336-NI-50-M10-E 50 M 10 32 15 - - 18
DIN 6336-NI-63-M10-E 63 M 10 40 19 - - 22
DIN 6336-NI-63-M12-E 63 M 12

20
12
14
18
18
20
20
12
14
18
18
20
20 40 19 - - 22

- 54
- 84
- 173
- 171
- 303
- 296

Star grips Star grips

Handles DIN 6336 Three lobe knobs
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SPECIFICATION
Version with female thread:
Types
- Type E: with threaded blind bore
- Type C: with plain blind bore H7

Stainless Steel AISI 304 (A2)

Stainless Steel AISI 316L (A4)

- Knob drawn from Stainless Steel sheet
- Hub welded
- matt shot-blasted

Version with threaded bolt:
Stainless Steel AISI 304 (A2)

Stainless Steel AISI 316L (A4)

- Knob drawn from Stainless Steel sheet
- Hub with threaded bolt welded
- matt shot-blasted

INFORMATION
This form gives these grips an appealing look and additionally 
allows a high torque to be achieved.

TECHNICAL INFORMATION
- Cross holes GN 110 (see pageA17)
- ISO-Fundamental Tolerances (see page A21)

GN 5334-with female thread

Description d1 d2 d3 H7 d4 h1 ≈ h2 ≈ t min.

GN 5334-40-B8-C 40 - B 8 14 24 12 15 36
GN 5334-50-B10-C 50 - B 10 18 30 16.5 18 67
GN 5334-60-B12-C 60 - B 12 20 37.5 20 22 110
GN 5334-40-M8-E 40 M 8 - 14 24 12 15 38
GN 5334-50-M10-E 50 M 10 - 18 30 16.5 18 69
GN 5334-60-M12-E 60 M 12 - 20 37.5 20 22 112

GN 5334-with threaded bolt

Description d1 d2 l d4 h1 ≈ h2 ≈

GN 5334-40-M8-20 40 M 8 20 14 24 12 50
GN 5334-40-M8-30 40 M 8 30 14 24 12 53
GN 5334-40-M8-40 40 M 8 40 14 24 12 57
GN 5334-50-M10-20 50 M 10 20 18 30 16.5 91
GN 5334-50-M10-30 50 M 10 30 18 30 16.5 96
GN 5334-50-M10-40 50 M 10 40 18 30 16.5 101
GN 5334-60-M12-20 60 M 12 20 20 37.5 20 155
GN 5334-60-M12-30 60 M 12 30 20 37.5 20 155
GN 5334-60-M12-40 60 M 12 40 20 37.5 20 161
GN 5334-60-M12-50 60 M 12 50 20 37.5 20 170

GN 5334.4-with female thread

Description d1 d2 d3 H7 d4 h1 ≈ h2 ≈ t min.

GN 5334.4-40-B8-C 40 - B 8 14 24 12 15 37
GN 5334.4-50-B10-C 50 - B 10 18 30 16.5 18 67
GN 5334.4-60-B12-C 60 - B 12 20 37.5 20 22 109
GN 5334.4-40-M8-E 40 M 8 - 14 24 12 15 37
GN 5334.4-50-M10-E 50 M 10 - 18 30 16.5 18 68
GN 5334.4-60-M12-E 60 M 12 - 20 37.5 20 22 114

GN 5334.4-with threaded bolt

Description d1 d2 l d4 h1 ≈ h2 ≈

GN 5334.4-40-M8-20 40 M 8 20 14 24 12 43
GN 5334.4-40-M8-30 40 M 8 30 14 24 12 53
GN 5334.4-40-M8-40 40 M 8 40 14 24 12 57
GN 5334.4-50-M10-20 50 M 10 20 18 30 16.5 91
GN 5334.4-50-M10-30 50 M 10 30 18 30 16.5 97
GN 5334.4-50-M10-40 50 M 10 40 18 30 16.5 110
GN 5334.4-60-M12-20 60 M 12 20 20 37.5 20 155
GN 5334.4-60-M12-30 60 M 12 30 20 37.5 20 155
GN 5334.4-60-M12-40 60 M 12 40 20 37.5 20 161
GN 5334.4-60-M12-50 60 M 12 50 20 37.5 20 170

SPECIFICATION
Types
- Type A: without bore
- Type E: with threaded blind bore
- Type D: with threaded through bore
- Type C: with plain blind bore H7

Stainless Steel AISI 316L (A4)
matt shot-blasted

INFORMATION
Stainless Steel-Star knobs GN 5335.4 are a special development 
intended for the food processing machinery industry. The smooth 
and enclosed areas as well as the large corner radii comply with the 
requirements of hygiene standards.

TECHNICAL INFORMATION
- Cross holes GN 110 (see page A17)
- ISO-Fundamental Tolerances (see page A21)

GN 5335.4

Description d1 d2 d3 H7 d4 h1 h2 t1 min. t2

GN 5335.4-40-A 40 - - 18 30.5 15 - - 130
GN 5335.4-50-A 50 - - 21 34 17 - - 220
GN 5335.4-60-A 60 - - 25 39 18 - - 388
GN 5335.4-40-B8-C 40 18 30.5 15 15
GN 5335.4-50-B10-C 50 21 34 17 18

- 125
- 205

GN 5335.4-60-B12-C 60

- B 8
- B 10
- B 12 25 39 18 22 -

GN 5335.4-40-M6-D 40 M 6 30.5 15
GN 5335.4-40-M8-D 40 M 8 30.5 15
GN 5335.4-50-M8-D 50 M 8 34 17
GN 5335.4-50-M10-D 50 M 10 34 17
GN 5335.4-60-M10-D 60 M 10 39 18
GN 5335.4-60-M12-D 60 M 12 39 18

366
132
150
225
205
360
366

GN 5335.4-40-M6-E 40 M 6 30.5 15 140
GN 5335.4-40-M8-E 40 M 8 30.5 15 225
GN 5335.4-50-M8-E 50 M 8 34 17 150
GN 5335.4-50-M10-E 50 M 10 34 17 218
GN 5335.4-60-M10-E 60 M 10 39 18 367
GN 5335.4-60-M12-E 60 M 12

- 18
- 18
- 21
- 21
- 25
- 25
- 18
- 18
- 21
- 21
- 25
- 25 39 18

- 13
- 13
- 16
- 16
- 20
- 20

12 -
15 -
15 -
18 -
18 -
22 - 367

Star grips Star grips

Stainless Steel AISI 304 (A2) Stainless Steel AISI 316L (A4) Stainless Steel AISI 316L (A4)
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SPECIFICATION
Version with female thread:
Types
- Type A: without bore
- Type E: with threaded blind bore
- Type D: with threaded through bore
- Type C: with plain blind bore H7

Stainless Steel AISI 303

- matt shot-blasted
- highly polished PL (only type D and E)

Version with threaded bolt:
Stainless Steel AISI 303

- matt shot-blasted

INFORMATION
Stainless Steel-Star knobs GN 5335 are a special development 
intended for the food processing machinery industry. The smooth 
and enclosed areas as well as the large corner radii comply with the 
requirements of hygiene standards.

TECHNICAL INFORMATION
- Cross holes GN 110 (see page A17)
- ISO-Fundamental Tolerances (see page A21)

2/2

GN 5335-with female thread

Description d1 d2 d3 H7 d4 h1 h2 t1 min. t2

GN 5335-40-A 40 - - 18 30.5 15 - - 130
GN 5335-50-A 50 - - 21 34 17 - - 220
GN 5335-60-A 60 - - 25 39 18 - - 388
GN 5335-40-B8-C 40 - B 8 18 30.5 15 15 - 125
GN 5335-50-B10-C 50 - B 10 21 34 17 18 - 205
GN 5335-60-B12-C 60 - B 12 25 39 18 22 - 366
GN 5335-40-M6-D 40 M 6 - 18 30.5 15 - 13 132
GN 5335-40-M8-D 40 M 8 - 18 30.5 15 - 13 130
GN 5335-50-M8-D 50 M 8 - 21 34 17 - 16 225
GN 5335-50-M10-D 50 M 10 - 21 34 17 - 16 205
GN 5335-60-M10-D 60 M 10 - 25 39 18 - 20 370
GN 5335-60-M12-D 60 M 12 - 25 39 18 - 20 366
GN 5335-40-M6-E 40 M 6 - 18 30.5 15 12 - 140
GN 5335-40-M8-E 40 M 8 - 18 30.5 15 15 - 135
GN 5335-50-M8-E 50 M 8 - 21 34 17 15 - 240
GN 5335-50-M10-E 50 M 10 - 21 34 17 18 - 208
GN 5335-60-M10-E 60 M 10 - 25 39 18 18 - 391
GN 5335-60-M12-E 60 M 12 - 25 39 18 22 - 389
GN 5335-40-M6-D-PL 40 M 6 - 18 30.5 15 - 13 132
GN 5335-40-M8-D-PL 40 M 8 - 18 30.5 15 - 13 130
GN 5335-50-M8-D-PL 50 M 8 - 21 34 17 - 16 225
GN 5335-50-M10-D-PL 50 M 10 - 21 34 17 - 16 205
GN 5335-60-M10-D-PL 60 M 10 - 25 39 18 - 20 370
GN 5335-60-M12-D-PL 60 M 12 - 25 39 18 - 20 366
GN 5335-40-M6-E-PL 40 M 6 - 18 30.5 15 12 - 140
GN 5335-40-M8-E-PL 40 M 8 - 18 30.5 15 15 - 140
GN 5335-50-M8-E-PL 50 M 8 - 21 34 17 15 - 240
GN 5335-50-M10-E-PL 50 M 10 - 21 34 17 18 - 240
GN 5335-60-M10-E-PL 60 M 10 - 25 39 18 18 - 391
GN 5335-60-M12-E-PL 60 M 12 - 25 39 18 22 - 400

GN 5335-with threaded bolt

Description d1 d2 l d4 h1 h2

GN 5335-40-M8-16 40 M 8 16 18 30.5 15 140
GN 5335-40-M8-20 40 M 8 20 18 30.5 15 151
GN 5335-40-M8-25 40 M 8 25 18 30.5 15 180
GN 5335-50-M10-20 50 M 10 20 21 34 17 245
GN 5335-50-M10-25 50 M 10 25 21 34 17 247
GN 5335-50-M10-30 50 M 10 30 21 34 17 260
GN 5335-60-M12-25 60 M 12 25 25 39 18 420
GN 5335-60-M12-30 60 M 12 30 25 39 18 426
GN 5335-60-M12-40 60 M 12 40 25 39 18 441

Star grips Star grips

Stainless Steel AISI 303 (A2)
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Stainless Steel

SPECIFICATION
Types

- Type A: without bore
- Type D: with threaded through bore
- Type E: with threaded blind bore

- AISI CF-8
- matte shot-blasted

STAINLESS STEELDIN 6335-NI

Description d1 d2 d4 h1 h2 h3 h4 t1 min. t2

DIN 6335-NI-32-A 32 - 12 - - 21 10 - - 41
DIN 6335-NI-40-A 40 - 14 - - 26 14 - - 71
DIN 6335-NI-50-A 50 - 18 - - 34 20 - - 128
DIN 6335-NI-63-A 63 - 20 - - 42 25 - - 228
DIN 6335-NI-32-M6-D 32 M 6 12 20 9 - - - 10 36
DIN 6335-NI-40-M8-D 40 M 8 14 25 13 - - - 12 60
DIN 6335-NI-50-M10-D 50 M 10 18 32 18 - - - 16 108
DIN 6335-NI-63-M12-D 63 M 12 20 40 23 - - - 20 192
DIN 6335-NI-32-M6-E 32 M 6 12 20 9 - - 12 - 38
DIN 6335-NI-40-M8-E 40 M 8 14 25 13 - - 15 - 62
DIN 6335-NI-50-M10-E 50 M 10 18 32 18 - - 18 - 119
DIN 6335-NI-63-M12-E 63 M 12 20 40 23 - - 22 - 205

Aluminium / Stainless Steel

SPECIFICATION
Types
- Type AM: Hand knobs DIN 6335, Aluminium (AL), matt (ground)
- Type AP: Hand knobs DIN 6335, Aluminium (AL), polished
- Type ES: Hand knobs DIN 6335, Stainless Steel precision casting

(NI), matt shot-blasted

Hand knobs details and dimensions see:

- DIN 6335-AL (see page 234)
- DIN 6335-GG (see page 234)
- DIN 6335-NI (see page 234)

Threaded bolt
Stainless Steel AISI 303

The threaded bolt is screwed in and secured by a cross-dowel.

GN 6335.5-AM

Description d1 d2 l 4d h1 h2

GN 6335.5-AM-40-M8-20 40 M 8 20 14 25 13 34
GN 6335.5-AM-40-M8-25 40 M 8 25 14 25 13 36
GN 6335.5-AM-40-M8-30 40 M 8 30 14 25 13 38
GN 6335.5-AM-40-M8-40 40 M 8 40 14 25 13 41
GN 6335.5-AM-50-M10-20 50 M 10 20 18 32 18 63
GN 6335.5-AM-50-M10-25 50 M 10 25 18 32 18 65
GN 6335.5-AM-50-M10-30 50 M 10 30 18 32 18 68
GN 6335.5-AM-50-M10-45 50 M 10 45 18 32 18 75
GN 6335.5-AM-50-M10-55 50 M 10 55 18 32 18 79
GN 6335.5-AM-63-M12-30 63 M 12 30 20 40 23 104
GN 6335.5-AM-63-M12-40 63 M 12 40 20 40 23 111
GN 6335.5-AM-63-M12-50 63 M 12 50 20 40 23 118

GN 6335.5-AP

Description d1 d2 l 4d h1 h2

GN 6335.5-AP--40-40- 0 40  8M 20 14 25 13 34
GN 6335.5-AP- -M-40-40 40  8M 25 14 25 13 36
GN 6335.5-AP--40-M8 30 40 M 8 30 14 25 13 37
GN 6335.5- -MAP--40-40 40  8M 40 14 25 13 40
GN 6335.5- -50AP- -M 0-20 50 M 10 20 18 32 18 64
GN 6335.5-AP--50-M 0-25 50 M 10 25 18 32 18 65
GN 6335.5- -50AP- -M 0-30 50 M 10 30 18 32 18 66
GN 6335.5-AP--50 45-M 0- 50 M 10 45 18 32 18 74
GN 6335.5-AP--50-M 0-55 50 M 10 55 18 32 18 79
GN 6335.5-AP- -M12-63 30 63  12M 30 20 40 23 105
GN 6335.5- -63 M1-63-AP- 63 M 12 40 20 40 23 113
GN 6335.5- -63-M1-63AP- 63  12M 50 20 40 23 118

STAINLESS STEELGN 6335.5-ES

Description d1 d2 l 4d h1 h2

GN 6335.5-ES-S-4S-40 0 40 M 8 20 14 25 13 72
GN 6335.5-ES-S-40-S-4 40  8M 25 14 25 13 74
GN 6335.5- S-40-MES- 30 40 M 8 30 14 25 13 75
GN 6335.5- S-4S-4ES- 0- 40  8M 40 14 25 13 79
GN 6335.5- S-5ES- 0- 0-20 50 M 10 20 18 32 18 130
GN 6335.5- S-5ES- 250- 0- 50 M 10 25 18 32 18 132
GN 6335.5-ES-S-50- 0-30 50 M 10 30 18 32 18 135
GN 6335.5- S-5ES- 450- 0- 50 M 10 45 18 32 18 142
GN 6335.5- S-5ES- 550- 0- 50 M 10 55 18 32 18 146
GN 6335.5-ES-S-63-M1 30 63  12M 30 20 40 23 236
GN 6335.5- -MS-63S-6ES- 63  12M 40 20 40 23 240
GN 6335.5- -MES-S-6S-63 63  12M 50 20 40 23 249

Hand knobs Hand knobs

DIN 6335 Hand knobs
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Star knobs
Threaded bolt, Stainless Steel

SPECIFICATION
Types
- Type AM: Star knob DIN 6336, Aluminium (AL), matt (ground)
- Type AP: Star knob DIN 6336, Aluminium (AL), polished
- Type ES: Star knob DIN 6336, Stainless Steel precision casting

(NI), matt shot-blasted

Star knob details and dimensions see:

- DIN 6336-AL (see page 238)
- DIN 6336-NI (see page 238)

Threaded bolt
Stainless Steel AISI 303

For all types the threaded bolt is screwed in and secured by a  
cross-dowel.

GN 6336.5-AM

Description d1 d2 l ≈ d4 h1 h2

GN 6336.5-AM-40-M8-20 40 M 8 20 14 25 12 44
GN 6336.5-AM-40-M8-25 40 M 8 25 14 25 12 45
GN 6336.5-AM-40-M8-30 40 M 8 30 14 25 12 47
GN 6336.5-AM-40-M8-40 40 M 8 40 14 25 12 50
GN 6336.5-AM-50-M10-20 50 M 10 20 18 32 15 80
GN 6336.5-AM-50-M10-25 50 M 10 25 18 32 15 82
GN 6336.5-AM-50-M10-30 50 M 10 30 18 32 15 85
GN 6336.5-AM-50-M10-45 50 M 10 45 18 32 15 92
GN 6336.5-AM-50-M10-55 50 M 10 55 18 32 15 97
GN 6336.5-AM-63-M12-30 63 M 12 30 20 40 19 150
GN 6336.5-AM-63-M12-40 63 M 12 40 20 40 19 157
GN 6336.5-AM-63-M12-50 63 M 12 50 20 40 19 164

GN 6336.5-AP

Description d1 d2 l ≈ d4 h1 h2

GN 6336.5-AP-40-M8-20 40 M 8 20 14 25 12 43
GN 6336.5-AP-40-M8-25 40 M 8 25 14 25 12 45
GN 6336.5-AP-40-M8-30 40 M 8 30 14 25 12 46
GN 6336.5-AP-40-M8-40 40 M 8 40 14 25 12 50
GN 6336.5-AP-50-M10-20 50 M 10 20 18 32 15 79
GN 6336.5-AP-50-M10-25 50 M 10 25 18 32 15 81
GN 6336.5-AP-50-M10-30 50 M 10 30 18 32 15 84
GN 6336.5-AP-50-M10-45 50 M 10 45 18 32 15 91
GN 6336.5-AP-50-M10-55 50 M 10 55 18 32 15 96
GN 6336.5-AP-63-M12-30 63 M 12 30 20 40 19 150
GN 6336.5-AP-63-M12-40 63 M 12 40 20 40 19 155
GN 6336.5-AP-63-M12-50 63 M 12 50 20 40 19 164

STAINLESS STEELGN 6336.5-ES

Description d1 d2 l ≈ d4 h1 h2

GN 6336.5-ES-40-M8-20 40 M 8 20 14 25 12 88
GN 6336.5-ES-40-M8-25 40 M 8 25 14 25 12 90
GN 6336.5-ES-40-M8-30 40 M 8 30 14 25 12 91
GN 6336.5-ES-40-M8-40 40 M 8 40 14 25 12 94
GN 6336.5-ES-50-M10-20 50 M 10 20 18 32 15 180
GN 6336.5-ES-50-M10-25 50 M 10 25 18 32 15 184
GN 6336.5-ES-50-M10-30 50 M 10 30 18 32 15 186
GN 6336.5-ES-50-M10-45 50 M 10 45 18 32 15 193
GN 6336.5-ES-50-M10-55 50 M 10 55 18 32 15 197
GN 6336.5-ES-63-M12-30 63 M 12 30 20 40 19 321
GN 6336.5-ES-63-M12-40 63 M 12 40 20 40 19 334
GN 6336.5-ES-63-M12-50 63 M 12 50 20 40 19 340

Triangular knobs
SPECIFICATION
Types
- Type E: with threaded blind bore
- Type D: with threaded through bore
- Type C: with plain blind bore H7

Stainless Steel precision casting

- AISI CF-8
- matt shot-blasted MT
- highly polished PL (only type D and E)

INFORMATION
Stainless Steel-Triangular knobs GN 5339.5 have been specially 
designed for use on machinery in the food industry.
The smooth and enclosed areas as well as the corner radii 
comply with the requirements of hygiene standards.

TECHNICAL INFORMATION
- Cross holes GN 110 (see page A17)
- ISO-Fundamental Tolerances (see page A21)

* Complete with surface index of the triangular knob (MT or PL)
MT PL
Matt shot-blasted Highly polished

STAINLESS STEELGN 5339.5

Description d1 d2 d3 H7 d4 h1 ≈ 2 ≈h 1 min.t t2

GN 5339.5-32-B6-C-MT 32 12 21 12 12
GN 5339.5-40-B8-C-MT 40 14 26 14 15
GN 5339.5-50-B10-C-MT 50 18 33 19 18

- 43
- 88
- 148

GN 5339.5-60-B12-C-MT 60

- B 6
- B 8
- B 10
- B 12 20 41 23 22 -

GN 5339.5-32-M6-D-* 32 M 6 21 12
GN 5339.5-40-M8-D-* 40 M 8 26 14
GN 5339.5-50-M10-D-* 50 M 10 33 19
GN 5339.5-60-M12-D-* 60 M 12 41 23

286
40
82

100
275

GN 5339.5-32-M5-E-* 32 M 5 21 12 44
GN 5339.5-32-M6-E-* 32 M 6 21 12 40
GN 5339.5-40-M6-E-* 40 M 6 26 13 85
GN 5339.5-40-M8-E-* 40 M 8 26 14 100
GN 5339.5-50-M8-E-* 50 M 8 32 18 160
GN 5339.5-50-M10-E-* 50 M 10 33 19 151
GN 5339.5-60-M10-E-* 60 M 10 41 23 295
GN 5339.5-60-M12-E-* 60 M 12

- 12
- 14
- 18
- 20
- 12
- 12
- 14
- 14
- 18
- 18
- 20
- 20 41 23

- 10
- 13
- 16
- 20

10 -
12 -
12 -
15 -
15 -
18 -
18 -
22 - 295

Grips Grips
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Ball knobs DIN 319
Stainless Steel

SPECIFICATION

 Types

- Type C: with tapped hole

- Type K: with plain hole H7

Stainless Steel AISI 303 NI
matt shot-blasted

INFORMATION
During mounting, easy blows with a soft hammer are sufficient 
to drive the knob into place, the shaft end should be slightly 
rounded or chamfered (30°).

2d

t 1

h

d1

d
d4

3

2t

d1

4d

h

DIN 319

Description d1 d2 d3 H7 d4 h 1 min.t t2 min.

DIN 319-NI-16-B6-K 16 8 15 7 9 6
DIN 319-NI-20-B8-K 20 12 18 9 11 10
DIN 319-NI-25-B10-K 25 15 22.5 11 14 18
DIN 319-NI-32-B12-K 32 18 29 14.5 17 41
DIN 319-NI-40-B16-K 40 22 37 18 22 75
DIN 319-NI-50-B20-K 50

- B 6
- B 8
- B 10
- B 12
- B 16
- B 20 27 46 21 28 80

DIN 319-NI-16-M4-C 16 M 4 15 7 9 7
DIN 319-NI-20-M5-C 20 M 5 18 9 11 11
DIN 319-NI-25-M6-C 25 M 6 22.5 11 14 22
DIN 319-NI-32-M8-C 32 M 8 29 14.5 17 45
DIN 319-NI-40-M10-C 40 M 10 37 18 22 87

8
12
15
18
22

Ball knobs
Stainless Steel
SPECIFICATION 

 Types

- Type 1: with tapped hole

- Type 2: with plain hole H7

Stainless Steel 
Highly polished with a sparkling chrome finish

INFORMATION
During mounting, easy blows with a soft hammer are sufficient 
to drive the knob into place, the shaft end should be slightly 
rounded or chamfered (30°).

Grips Grips
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Stainless Steel-Knobs

SPECIFICATION
Types
- Type A: without knurl
- Type B: with knurl

Stainless Steel

AISI 303
matt shot-blasted

INFORMATION
Knobs GN 676.5 are used in applications where a push or pull 
movement is required. Their concave top gives a more comfortable 
thumb grip.
The knurled model (Type B) can be used as an attractively shaped 
knurled knob with a threaded blind hole.

Description d1 d2 d3 h1 h2 t min.

GN 676.5-21-M4-A 21 M 4 12.5 18 10.5 10 26
GN 676.5-21-M5-A 21 M 5 12.5 18 10.5 10 26
GN 676.5-25-M6-A 25 M 6 14.5 22.5 14 12 42
GN 676.5-25-M8-A 25 M 8 14.5 22.5 14 12 42
GN 676.5-31-M8-A 31 M 8 18.5 27 17 15 80
GN 676.5-31-M10-A 31 M 10 18.5 27 17 17 75
GN 676.5-21-M4-B 21 M 4 12.5 18 10.5 10 26
GN 676.5-21-M5-B 21 M 5 12.5 18 10.5 10 20
GN 676.5-25-M6-B 25 M 6 14.5 22.5 14 12 40
GN 676.5-25-M8-B 25 M 8 14.5 22.5 14 12 40
GN 676.5-31-M8-B 31 M 8 18.5 27 17 15 79
GN 676.5-31-M10-B 31 M 10 18.5 27 17 17 79

l

d4

t

h

3d
d2

d1

Stainless Steel- Waist shaped knobs

SPECIFICATION
Types
- Type D: with female thread
- Type E: with threaded rod

Stainless Steel

- AISI 304
- matt shot-blasted MT
- highly polished PL**
** Version PL is not available from stock, requires a minimum order 
quantity.

INFORMATION
Waist shaped knobs GN 75.5 boast a compact and timeless design.
They are made of high-grade stainless steel which makes them the 
first choice when it comes to applications requiring high standards of 
hygiene. The favourably designed and non-scooped geomtery helps 
to prevent damp and the related risk of dirt collecting.

ON REQUEST
- Steel, zinc plated
- Stainless Steel (A4 quality)

PL
Highly polished

* Complete with finish index of the Waist shaped knobs (MT or PL)

Matt shot-blasted
MT

Description d1 d2 d3 d4 h l t min.

GN 75.5-16-M5-D-* 16** M 5 7 12
GN 75.5-20-M6-D-* 20** M 6 9 23
GN 75.5-25-M6-D-* 25** M 6 9 43
GN 75.5-32-M8-D-* 32** M 8 12 83
GN 75.5-36-M10-D-* 36** M 10

- 10 18 -
- 12 24 -
- 14 29 -
- 18 37 -
- 20 42 - 15 119

GN 75.5-16-M6-E-* 16** 10 18 10
GN 75.5-20-M8-E-* 20** 12 24 12
GN 75.5-25-M8-E-* 25** 14 29 14
GN 75.5-32-M10-E-* 32**

- M 6
- M 8
- M 8
- M 10 18 37 16

GN 75.5-36-M12-E-* 36** - M 12 20 42 18

- 15
- 30
- 51
- 83
- 144

** Version PL is not available from stock, requires a minimum order 
quantity

Revolving ball knobs
Shaft Stainless Steel

SPECIFICATION
Types
- Type A: with male thread
- Type B: with female thread

Plastic
Duroplast (Phenolic PF)

- temperature resistant up to 110 °C
- black, shiny finish

Shaft
Stainless Steel AISI 303
matt shot-blasted

INFORMATION
Revolving ball knobs GN 319.5 can be utilized instead of revolving 
handles i.e. with handwheels.

Description d1 d2 d3 l1 l2 ±1 l3 ±1 A/F t 
min.

GN 319.5-25-M6-A 25 M 6 10 11 37.5 15 8 - 29
GN 319.5-32-M8-A 32 M 8 13 13 48 19 10 - 63
GN 319.5-40-M10-A 40 M 10 16 14 61 24 14 - 120
GN 319.5-50-M12-A 50 M 12 20 21 78 31 17 - 190
GN 319.5-25-M6-B 25 M 6 10 - 37.5 15 8 10 24
GN 319.5-32-M8-B 32  8M 13 - 48 19 10 12 52
GN 319.5-40-M10-B 40 M 10 16 - 61 24 14 16 100
GN 319.5-50-M12-B 50 M 12 20 - 78 31 17 16 200

Grips Grips
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d1

l

d2

h

d2

h

l

d1

d1

l

d2

h

Type BType A

Model: Body from polyamide, black. Screw from
steel, zinc-plated.

Type A:  without Hexagon.
Type B:  with Hexagon.

...  Please indicate here the desired screw length e.g. 020  for l = 20 mm.

Type A Type B

Type C

Levelling Elements

resp. Height Adjusters

Levelling Elements

resp. Height Adjusters

Model: Disk from polyamide, black. Screw from
steel, zinc-plated.

Levelling Elements resp. Height Adjusters

Levelling Elements resp. Height Adjusters

Order No. 

Form A 

Order No. 

Type B 

Order No. 

Type C 

External
Thread 

d1

Length of Screw l (mm)
Size
d2

mm 
h 

mm 

80 38 06 ... A M 6 15 30 38 10
80 38 08 ... A M 8 20 30

80 50 06 ... B M 6 20
80 50 08 ... B M 8 20 50 10
80 50 10 ... B M 10 20

80 60 08 ... C M 8 15 35 55 60 8 
80 60 10 ... C M 10 15 35 55

... Please indicate here the desired length of screw e.g. 020 for l = 20 mm.

Hexagon

41

10∞

10∞10∞

10∞

l
h

h

k
k

M12

d2

d 1

8

sw 8

sw 19

d2

sw 19

Levelling Elements

Levelling Elements

... Please indicate here the desired length of screw e.g. 085 for l = 85 mm.

Model: Upper part of disk from reinforced
polyamide, black RAL 9011. Bottom from no-slip
rubber, white RAL 1015. Bottom structure stem

s

vibration and avoids slipping of the disk. Ball-screw
with hexagon from steel, zinc-plated resp. fro

m

stainless steel, material no. 1.4305.

Resistant to:
cold (- 30∞ C), heat (+ 90∞ C), leaches, oils

,

greases , salt and soapy solutions, gas, ozone and
weather.

Static load: 1000 kg.

Elements (without screw) with bush M12 from steel, zinc-plated:
Order no. 84 85 GF.

Order No. 

Steel 

Order No. 

Stainless Steel 

External
Thread 

d1

Length of Screw l (mm)
Size
d2

mm 
h 

mm 
k 

mm 

84 85 12 ... 84 85 12 ... E0A M 12 85 135 85 44 20 
84 85 16 ... 84 85 16 ... E0A M 16 85 135 85 44 20 

Hexagon

Hexagon

HexagonINOX

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

Knurl Nuts
DIN 6303 from Steel respectively 
Stainless Steel

Model: Steel black oxide finished resp.
stainless steel. With thread or fitting hole H7.

Type A:  without Pin Hole.

Type B:  with Pin Hole.

Knurl Nuts DIN 6303 with Thread

Knurl Nuts DIN 6303 with Fitting Hole H7

Type B

Type A

with Thread with Fitting Hole H7

Order No. 
Steel 

Type A 

Order No. 
Steel 

Type  B 

Order No. 
Stainless Steel, 

Material No. 1.4305 
Type A 

Thread 
d1 

mm 
d3 

mm 
d4 

mm 
d5 H11 

mm 
e 

mm 
h 

mm 
k 

mm  
l 

mm 

32 20 05 A 32 20 05 B 32 20 05 A E0A M   5 14 20 1,5 2,5 12 8 7 
32 24 06 A 32 24 06 B 32 24 06 A E0A M   6 16 24 1,5 2,5  14 10 8  
32 30 08 A 32 30 08 B 32 30 08 A E0A M   8 20   30  2 3 17 12 10 
32 36 10 A 32 36 10 B 32 36 10 A E0A M 10 28 36 3 4  20 14 12 
32 40 12 A 32 40 12 B M 12 32 40 4 4 24 16 14 

Order No. 
Steel 

Type A 

Order No. 
Steel 

Type B 

Fitting Hole  
d2 H7 
mm 

d3 
mm 

d4 
mm 

d5 H11 
mm 

e 
mm 

h 
mm 

k 
mm  

l 
mm 

32 20 05 PBGA 32 20 05 PBGB B   5   14 20 1,5 2,5 12  8  7 
32 24 06 PBGA 32 24 06 PBGB B   6  16  24 1,5 2,5 14   10 8 
32 30 08 PBGA 32 30 08 PBGB B   8 20 30 2 3 17  12 10 
32 36 10 PBGA 32 36 10 PBGB B 10 28 36 3 4 20 14 12 
32 40 12 PBGA 32 40 12 PBGB B 12 32 40 4 4 24 16 14 

INOX

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

Knurl Nuts / Screws

Order No.
Internal Thread 

 Internal 
Thread

d1

l1
mm

Order No.
External Thread

External 
Thread

d1

Length of Screw l (mm)   d2
mm

   d3
mm

  d4
mm

h
mm

k
mm

33 19 05 E0A M 5 9 33 19 05 ... E0A M 5 10 15 25 9 12 19 14 8
33 24 06 E0A M 6 10,5  E0A33 24 06 ... M 6 16 20 30  11 14 24 16,5 9,5
33 30 08 E0A M 8 11,5  30  E0A 0833  ... M 8 20 25 30 13 16 30 19,5 11

...  Please indicate here the desired length of screw e.g. 020 for l = 20 mm.

INOX

Model: Body Termoplast (Polyamid)
Black, Polished

Socket Screw made of stainless steel Nirosta 1.4305.

d 4

k

d 1

d 3

h

t

Knurl Nuts

threaded through-bore

Model: Body from polyamide PA 6. Bush from
brass resp. from stainless steel.

INOX

Order No.
Bush from 

brass

Order No.
Bush from 

Stainless Steel

Internal Thread

d1

d3
mm

d4
mm

h
mm

t
mm

k
mm

57 20 04 E5A M 4 12 20 13 11 8
57 20 05 E5A 57 20 05 E0A M 5
57 25 06 E5A 57 25 06 E0A M 6 15 25 19 14 9
57 30 08 E5A 57 30 08 E0A M 8 18 30 21 14 11
57 35 10 E5A 57 35 10 E0A M 10 21 35 28 17 13
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d4

k
l

d1

d 4

t

h

k

d 2

d 3

Model:  Body from plastic PA 6, black polished.
Bush from brass. Screw from steel, zinc-plated.

Other colours on request.

Knurl Nuts/Screws resp. Height Adjusters, rough knurl

  Please indicate here the desired length of screw e.g. 020 for l = 20 mm.

Knurl Nuts threaded through-bore

Knurl Nuts/Screws
resp. Height Adjusters
rough 

d 4

k

d 1

d 3

h

t

...

Knurl Nuts

threaded through-bore

Model: Body from polyamide PA 6. Bush from
brass resp. from stainless steel.

INOX
DIN 466

DIN 464

Elevated Knurl 
Nuts/Screws
from Stainless Steel DIN 464

Model: Stainless steel 1.4305, matt finished.

Also available from polyamide and steel.
Further dimensions on request.

Elevated Knurl Nuts/Screws - Stainless Steel

... Please indicate here the desired length of screw e.g. 020 for l = 20 mm.

Order No. 

Internal Thread 

Internal 
Thread 

d1 

Order No. 

External Thread 

External 
Thread 

  d1 
Length of Screw l (mm) 

Size 
d2 

mm 
d3 

mm 
h 

mm 
k 

mm 

36 16 04 E0A M  4 36 16 04 ... E0A M  4 8 10 12 16  16 8 9,5 3,5 
36 20 05 E0A M  5 36 20 05 ... E0A M  5 10 12 16 20  20 10 11,5 4 
36 24 06 E0A M  6 36 24 06 ... E0A M  6 12 16 20 30  24 12 15 5 
36 30 08 E0A M  8 36 30 08 ... E0A M  8 16 20 30 30 16 18 6 

INOX

31

DIN 466

DIN 464

Elevated Knurl 
Nuts/Screws
from Steel resp. Stainless Steel
DIN 466 resp. 464

Model: Steel, stability class 5.8, visible fine turning
end surface, black oxide finished. Stainless steel
1.4305, matt finished.

Also available from polyamide.

Elevated Knurl Nuts/Screws - Steel

Elevated Knurl Nuts/Screws - Stainless Steel

... Please indicate here the desired length of screw e.g. 020 for l = 20 mm.

... Please indicate here the desired length of screw e.g. 020 for l = 20 mm.

Order No. 

Internal Thread 

Internal 
Thread

d1

Order No. 

External Thread 

External 
Thread

d1

Length of Screw l (mm) 
Size
d2

mm 
d3

mm 
h 

mm 
k 

mm 

36 12 03 M  3 36 12 03 ... M 3 6 10 12 16 12 6 7,5 2,5 
36 16 04 M  4 36 16 04 ... M 4 5 8 10 12 16 20 16 8 9,5 3,5 
36 20 05 M  5 36 20 05 ... M 5 6 8 10 12 16 20 20 10 11,5 4 
36 24 06 M  6 36 24 06 ... M 6 8 10 12 16 20 25 24 12 16 5 
36 30 08 M  8 36 30 08 ... M 8 12 16 20 25 30 40 30 16 18 6 
36 36 10 M 10 36 36 10 ... M 10 16 20 25 30 40 36 20 23 8 

Order No. 

Internal Thread 

Internal
Thread

d1

Order No. 

External Thread 

External
Thread 

d1

Length of Screw l (mm)
Size
d2

mm 
d3

mm 
h 

mm 
k 

mm 

36 16 04 E0A M 4 36 16 04 ... E0A M  4 8 10 12 16 16 8 9,5 3,5 
36 20 05 E0A M 5 36 20 05 ... E0A M  5 10 12 16 20 20 10 11,5 4 
36 24 06 E0A M 6 36 24 06 ... E0A M  6 12 16 20 30 24 12 15 5 
36 30 08 E0A M 8 36 30 08 ... E0A M  8 16 20 30 30 16 18 6 

INOX

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

H1 G F

 3017 VOLANTINO MASCHIO M5x10 20 M5 10 14 
 3018 VOLANTINO MASCHIO M5x12 20 M5 12 16 
 3019 VOLANTINO MASCHIO M5x16 20 M5 16 20 
 3020 VOLANTINO MASCHIO M5x20 20 M5 20 24 
 3021 VOLANTINO MASCHIO M6x12 24 M6 12 17 
 3022 VOLANTINO MASCHIO M6x16 24 M6 16 21 
 3023 VOLANTINO MASCHIO M6x20 24 M6 20 25 
 3024 VOLANTINO MASCHIO M6x25 24 M6 25 30 
 3025 VOLANTINO MASCHIO M6x30 24 M6 30 35 
 3026 VOLANTINO MASCHIO M8x12 30 M8 12 18 
 3027 VOLANTINO MASCHIO M8x16 30 M8 16 22 
 3028 VOLANTINO MASCHIO M8x20 30 M8 20 26 
 3029 VOLANTINO MASCHIO M8x25 30 M8 25 31 
 3030 VOLANTINO MASCHIO M8x30 30 M8 30 36 

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

F G H
descrizione - description 

D

G

F

H

•  Treatment:  Sandblasting
• Many other sizes available on request (also M3, M10).

 3034 VOLANTINO FEMMINA M5 20 10 M5 1 5
 3035 VOLANTINO FEMMINA M6 24 12 M6 1 6
 3036 VOLANTINO FEMMINA M8 30 16 M8 2 8

CODICE - CODE
D

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

D1 F H1 H
descrizione - description

D1

D

H
1

H

F

•  Treatment:  Sandblasting
• Many other sizes available on request (also M3, M10).

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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Stainless Steel-Knurled screws
SPECIFICATION
Stainless Steel AISI 304

- matt shot-blasted MT
- highly polished PL

INFORMATION
The knurling of Stainless Steel-Knurled screws GN 535 allows a use 
in an environment with hygienic requirements.

d3

h
k

d1

l

d2

Description d1 d2 l d3 h k

GN 535-20-M5-10-MT 20 M 5 10 14 13 8.5 26
GN 535-20-M5-10-PL 20 M 5 10 14 13 8.5 26
GN 535-20-M5-16-MT 20 M 5 16 14 13 8.5 27
GN 535-20-M5-16-PL 20 M 5 16 14 13 8.5 27
GN 535-24-M6-16-MT 24 M 6 16 16 15 10.5 43
GN 535-24-M6-16-PL 24 M 6 16 16 15 10.5 43
GN 535-24-M6-20-MT 24 M 6 20 16 15 10.5 44
GN 535-24-M6-20-PL 24 M 6 20 16 15 10.5 44
GN 535-24-M6-25-MT 24 M 6 25 16 15 10.5 45
GN 535-24-M6-25-PL 24 M 6 25 16 15 10.5 45
GN 535-28-M8-16-MT 28 M 8 16 18 17 12.5 68
GN 535-28-M8-16-PL 28 M 8 16 18 17 12.5 68
GN 535-28-M8-20-MT 28 M 8 20 18 17 12.5 69
GN 535-28-M8-20-PL 28 M 8 20 18 17 12.5 69
GN 535-28-M8-30-MT 28 M 8 30 18 17 12.5 72
GN 535-28-M8-30-PL 28 M 8 30 18 17 12.5 72

Stainless Steel-Knurled nuts
SPECIFICATION
Stainless Steel AISI 304

- matt shot-blasted MT
- highly polished PL

INFORMATION
The knurling of Stainless Steel-Knurled nuts GN 536 allows a use in 
an environment with hygienic requirements.

h
k

t

d1

d3 d2

Description d1 d2 d3 h k t min.

GN 536-20-M5-MT 20 M 5 14 13 8.5 8 24
GN 536-20-M5-PL 20 M 5 14 13 8.5 8 24
GN 536-24-M6-MT 24 M 6 16 15 10.5 9 38
GN 536-24-M6-PL 24 M 6 16 15 10.5 9 38
GN 536-28-M8-MT 28 M 8 18 17 12.5 10 58
GN 536-28-M8-PL 28 M 8 18 17 12.5 10 58

Knurled screws
Steel / Stainless Steel,  
with recess cut for loss-prevention

SPECIFICATION
Version in Steel ST
- Tensile strength class 5
- visible face fine turned
- black oxide finish

Version in Stainless Steel AISI 303 NI
- AISI 303
- visible face fine turned
- matt shot-blasted

INFORMATION
Knurled screws GN 653.2 can be used for to prevent loss of the 
thumb screw, due to the d4 recessed portion of the stud.
When using, instead of a typical tapped and bore hole, it is necessary 
to provide tapped bores with a thread d1 on each of the two elements 
to be assembled. Additionally, a clearance bore of d5 on one or both 
sides must be cut.
Depending on the design and required clamping length a1 ... a3 of the 
component being attached, there are a number of assembly options 
as shown.

* Complete with material index of the knurled screw (ST or NI)
ST NI
Steel Stainless Steel

GN 653.2

Description d1 l1 a1 a2 a3 d2 d3 d4 -0.2 d5 h k 2l l3

GN 653.2-M4-15-* M4 15 2-4 4-8 8-10 16 8 3.2 4.5 5.5 3.5 5 2 7
GN 653.2-M4-17-* M4 17 4-6 6-10 10-12 16 8 3.2 4.5 5.5 3.5 5 2 7
GN 653.2-M4-19-* M4 19 6-8 8-12 12-14 16 8 3.2 4.5 5.5 3.5 5 2 7
GN 653.2-M4-21-* M4 21 8-10 10-14 14-16 16 8 3.2 4.5 5.5 3.5 5 2 9
GN 653.2-M5-18-* M5 18 2.5-4 4-10.5 10.5-12 20 10 4 5.5 6.5 4 6 2.5 13
GN 653.2-M5-20-* M5 20 4-6 6-12 12-14 20 10 4 5.5 6.5 4 6 2.5 13
GN 653.2-M5-22-* M5 22 6-8 8-14 14-16 20 10 4 5.5 6.5 4 6 2.5 13
GN 653.2-M5-26-* M5 26 8-12 12-16 16-18 20 10 4 5.5 6.5 4 6 2.5 14
GN 653.2-M6-24-* M6 24 3-6 6-13 13-16 24 12 4.8 6.5 8 5 8 3 23
GN 653.2-M6-26-* M6 26 6-8 8-16 16-18 24 12 4.8 6.5 8 5 8 3 24
GN 653.2-M6-30-* M6 30 8-12 12-18 18-22 24 12 4.8 6.5 8 5 8 3 30
GN 653.2-M6-34-* M6 34 12-16 16-22 22-26 24 12 4.8 6.5 8 5 8 3 32
GN 653.2-M8-30-* M8 30 4-8 8-16 16-20 30 16 6.5 8.5 9 6 10 4 44
GN 653.2-M8-34-* M8 34 8-12 12-20 20-24 30 16 6.5 8.5 9 6 10 4 45
GN 653.2-M8-38-* M8 38 12-16 16-24 24-28 30 16 6.5 8.5 9 6 10 4 48
GN 653.2-M8-42-* M8 42 16-20 20-28 28-32 30 16 6.5 8.5 9 6 10 4 50

Weigth type NI

Knurled grips Knurled grips
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Wing knobs

MATERIAL
AISI 304 stainless steel, sandblasted matte finish.

STANDARD EXECUTIONS
- EWNM-SST: threaded blind hole.
- EWNM-SST-FP: threaded pass-through hole.
- EWNM-SST-p: threaded pin.

FEATURES AND APPLICATIONS
These wing nuts allow high tightening torque values.

ERGONOMY AND DESIGN
The slightly concave marks on the wings help to position the fingers 
in order to apply the maximum force when tightening.
Different threadings.

EWNM-SST

Code Description D d L d1 l2 b h

222002 EWNM-SST-40-M5 40 M5 21 13.5 5.5 6.5 12 31
222004 EWNM-SST-40-M6 40 M6 21 13.5 5.5 6.5 12 31
222012 EWNM-SST-48-M6 48 M6 24 13.5 6 7 15 41
222014 EWNM-SST-48-M8 48 M8 24 13.5 6 7 15 40
222022 EWNM-SST-55-M8 55 M8 28 16 7 8 18 62
222024 EWNM-SST-55-M10 55 M10 28 16 7 8 18 61

EWNM-SST-FP

Code Description D d d2 
H13 L d1 l2 l3 b h

222001 EWNM-SST-40-FP-M5 40 M5 5.3 21 13.5 5.5 19 6.5 8 30
222003 EWNM-SST-40-FP-M6 40 M6 6.4 21 13.5 5.5 19 6.5 10 29
222011 EWNM-SST-48-FP-M6 48 M6 6.4 24 13.5 6 22 7 10 40
222013 EWNM-SST-48-FP-M8 48 M8 8.4 24 13.5 6 22 7 13 39
222021 EWNM-SST-55-FP-M8 55 M8 8.4 28 16 7 25 8 13 59
222023 EWNM-SST-55-FP-M10 55 M10 10.5 28 16 7 25 8 16 57

EWNM-SST-p

Code Description D d L d1 l l2 b

222101 EWNM.40-SST-pM5x16 40 M5 21 13.5 16 5.5 6.5 32
222103 EWNM.40-SST-pM5x20 40 M5 21 13.5 20 5.5 6.5 36
222105 EWNM.40-SST-pM5x25 40 M5 21 13.5 25 5.5 6.5 40
222111 EWNM.40-SST-pM6x16 40 M6 21 13.5 16 5.5 6.5 35
222113 EWNM.40-SST-pM6x20 40 M6 21 13.5 20 5.5 6.5 42
222115 EWNM.40-SST-pM6x25 40 M6 21 13.5 25 5.5 6.5 46
222131 EWNM.48-SST-pM6x16 48 M6 24 13.5 16 6 7 44
222133 EWNM.48-SST-pM6x20 48 M6 24 13.5 20 6 7 50
222135 EWNM.48-SST-pM6x25 48 M6 24 13.5 25 6 7 54
222141 EWNM.48-SST-pM8x16 48 M8 24 13.5 16 6 7 46
222143 EWNM.48-SST-pM8x20 48 M8 24 13.5 20 6 7 50
222145 EWNM.48-SST-pM8x25 48 M8 24 13.5 25 6 7 52
222161 EWNM.55-SST-pM8x20 55 M8 28 16 20 7 8 55
222163 EWNM.55-SST-pM8x25 55 M8 28 16 25 7 8 58
222165 EWNM.55-SST-pM8x30 55 M8 28 16 30 7 8 61
222171 EWNM.55-SST-pM10x20 55 M10 28 16 20 7 8 53
222173 EWNM.55-SST-pM10x25 55 M10 28 16 25 7 8 56
222175 EWNM.55-SST-pM10x30 55 M10 28 16 30 7 8 60

Stainless Steel-Wing nuts
SPECIFICATION
Types
- Type E: with threaded blind bore
- Type D: with threaded through bore

Stainless Steel AISI CF-8 (Precision casting)
matt shot-blasted MT

Stainless Steel-Wing screws
SPECIFICATION
Stainless Steel AISI CF-8 (Precision casting)
matt shot-blasted MT

Description d1 d2 l 3d b 1h h2

GN 835-46-M6-16-MT 46 M 6 16 13 6 22.5 6 40
GN 835-46-M6-20-MT 46 M 6 20 13 6 22.5 6 41
GN 835-46-M6-25-MT 46 M 6 25 13 6 22.5 6 42
GN 835-46-M8-16-MT 46 M 8 16 13 6 22.5 6 49
GN 835-46-M8-20-MT 46 M 8 20 13 6 22.5 6 50
GN 835-46-M8-25-MT 46 M 8 25 13 6 22.5 6 52
GN 835-58-M8-20-MT 58 M 8 20 16 7 26.5 7 75
GN 835-58-M8-25-MT 58 M 8 25 16 7 26.5 7 76
GN 835-58-M8-30-MT 58 M 8 30 16 7 26.5 7 77
GN 835-58-M10-20-MT 58 M 10 20 16 7 26.5 7 80
GN 835-58-M10-25-MT 58 M 10 25 16 7 26.5 7 81
GN 835-58-M10-30-MT 58 M 10 30 16 7 26.5 7 82

Wing grips Wing grips
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Stainless Steel-Wing screws

SPECIFICATION
Head

- Stainless Steel AISI 316L (Sintered Steel)
- matt shot-blasted

Threaded bolt

- Stainless Steel AISI 304
- matt shot-blasted
- screwed in and secured by cross-dowel

Description d1 d2 l d3 b h

GN 431-25-M6-16 25 M 6 16 8 8 10 14
GN 431-25-M6-20 25 M 6 20 8 8 10 16
GN 431-25-M6-25 25 M 6 25 8 8 10 18
GN 431-30-M6-16 30 M 6 16 10 10 12 21
GN 431-30-M6-20 30 M 6 20 10 10 12 23
GN 431-30-M6-25 30 M 6 25 10 10 12 25
GN 431-30-M8-16 30 M 8 16 10 10 12 27
GN 431-30-M8-20 30 M 8 20 10 10 12 28
GN 431-30-M8-25 30 M 8 25 10 10 12 30
GN 431-30-M8-32 30 M 8 32 10 10 12 32
GN 431-36-M8-16 36 M 8 16 12 12 14.5 44
GN 431-36-M8-20 36 M 8 20 12 12 14.5 45
GN 431-36-M8-25 36 M 8 25 12 12 14.5 47
GN 431-36-M8-32 36 M 8 32 12 12 14.5 49
GN 431-36-M10-20 36 M 10 20 12 12 14.5 51
GN 431-36-M10-30 36 M 10 30 12 12 14.5 53
GN 431-36-M10-40 36 M 10 40 12 12 14.5 55

Stainless Steel-Wing nuts

SPECIFICATION
Stainless Steel AISI 316L (Sintered Steel)
matt shot-blasted

3d

h
0,
3

d1

2

t

d

b

Description d1 d2 d3 b h t min.

GN 432-25-M6 25 M 6 8 8 10 7 10
GN 432-30-M6 30 M 6 10 10 12 7 21
GN 432-30-M8 30 M 8 10 10 12 9 18
GN 432-36-M8 36 M 8 12 12 14.5 9 36
GN 432-36-M10 36 M 10 12 12 14.5 7 33

Stainless Steel-Wing screws

SPECIFICATION
Stainless Steel AISI CF-8 (Precision casting)
matt shot-blasted MT

d1

b

d2

l

d3

h 1
h
2

Description d1 d2 l 3d b 1h h2

GN 433-26-M5-10-MT 26 M 5 10 10 11 10 4.5 20
GN 433-26-M5-16-MT 26 M 5 16 10 11 10 4.5 22
GN 433-26-M6-16-MT 26 M 6 16 10 11 10 4.5 23
GN 433-26-M6-20-MT 26 M 6 20 10 11 10 4.5 24
GN 433-26-M6-25-MT 26 M 6 25 10 11 10 4.5 25
GN 433-34-M6-20-MT 34 M 6 20 12 13 12 5 41
GN 433-34-M6-25-MT 34 M 6 25 12 13 12 5 42
GN 433-34-M6-30-MT 34 M 6 30 12 13 12 5 44
GN 433-34-M8-16-MT 34 M 8 16 12 13 12 5 42
GN 433-34-M8-20-MT 34 M 8 20 12 13 12 5 43
GN 433-34-M8-30-MT 34 M 8 30 12 13 12 5 48

Stainless Steel-Wing nuts

SPECIFICATION
Stainless Steel AISI CF-8 (Precision casting)
matt shot-blasted MT

d1

t

d2

b

d3

h 1
h
2

Description d1 d2 d3 1hb h2 t min.

GN 434-26-M4-MT 26 M 4 10 11 10 4.5 7 19
GN 434-26-M5-MT 26 M 5 10 11 10 4.5 8 20
GN 434-26-M6-MT 26  6M 10 11 10 4.5 8 18
GN 434-34-M6-MT 34  6M 12 13 12 5 10 34
GN 434-34-M8-MT 34 M 8 12 13 12 5 9 32

Wing grips Wing grips

www.metalika-kacin.com www.metalika-kacin.com



Stainless Steel-Tubular handles

SPECIFICATION
Tube Ø 28 x 2
Stainless Steel

- AISI 304
- matt

Handle shanks
Stainless Steel-precision casting

- AISI CF-8
- matt shot-blasted

INFORMATION
The tube of the Stainless Steel-Tubular handles is laser welded 
with the shanks without gap and with tight fit,preventing dirt from 
entering at this point.

Description d1 l1 ±1 b d2 h1 h2 l2 l3 t min.

GN 333.5-28-200 28 200 25 M 8 50 66 214 186 15 500
GN 333.5-28-250 28 250 25 M 8 50 66 264 236 15 563
GN 333.5-28-300 28 300 25 M 8 50 66 314 286 15 626
GN 333.5-28-400 28 400 25 M 8 50 66 414 386 15 760
GN 333.5-28-500 28 500 25 M 8 50 66 514 486 15 861
GN 333.5-28-600 28 600 25 M 8 50 66 614 586 15 900

Tubular arch handles
Tube Aluminium or Stainless Steel

SPECIFICATION
Handle tube Ø 30 x 1.5
Aluminium / Stainless Steel

Handle shanks
Aluminium, plastic coated

Cover caps
Plastic (Polyamide PA)

- glass fibre reinforced
- temperature resistant up to 100 °C

Tube / Handle shanks Aluminium SW
plastic coated
black, RAL 9005, textured finish
Cover caps, black, matt

Tube Aluminium EL
anodized, natural colour
Handle shanks
black, RAL 9005, textured finish
Cover caps, black, matt

Tube Aluminium ES
anodized, natural colour
Handle shanks
silver RAL 9006, textured finish
Cover caps, light grey, matt

Tube Stainless Steel NG
AISI 304
ground, matt shiny finish
Handle shanks
black, RAL 9005, textured finish
Cover caps, black, matt

INFORMATION
With their curved type, GN 666.4 tubular arch handles highlight 
modern machine design.
The production method used allows special solutions to be realised, 
e. g. with other radii of curvature or other leg heights.

ES
anodized, light grey

NG
ground, black

* Complete with Finish of the Tubular arch handles (SW, EL, ES or NG)
SW EL
black anodized, black 

Description d1 d2 l1 ±1 b h l2 l3 l4 t min.

GN 666.4-30-M6-400-* 30 M 6 400 22 90 440 360 480 15 360
GN 666.4-30-M8-400-* 30 M 8 400 22 90 440 360 480 15 340
GN 666.4-30-M6-500-* 30 M 6 500 22 94 540 460 580 15 377
GN 666.4-30-M8-500-* 30 M 8 500 22 94 540 460 580 15 362
GN 666.4-30-M6-600-* 30 M 6 600 22 98 640 560 680 15 394
GN 666.4-30-M8-600-* 30 M 8 600 22 98 640 560 680 15 384

Tubular handles Tubular handles
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Stainless Steel-Tubular handles
Mounting from the back

SPECIFICATION
Types
- Type K: with plastic cover cap
- Type E: with Stainless Steel cover cap

Tube Ø 30 x 1.5
Stainless Steel AISI 304
matt shiny finish, ground

Handle shanks
Stainless Steel AISI 304
matt shiny finish, ground

Grub screw DIN 914-M5
Stainless Steel AISI 304

Cover caps

- Type K: Plastic (Polyamide PA), black matt
- Type E: Stainless Steel AISI 304

INFORMATION
Type E of Stainless Steel-Tubular handles GN 666.5 is completely 
made of A2-Stainless Steel.

ON REQUEST
- Special lenghts

EXAMPLE OF APPLICATION
Tubular handles GN 666.5 allow the mounting of a pair of handles 
in opposite position. This method could be used on doors (double 
handle).
Generally a modification of the thread length l4 required for this. The 
included threaded pin DIN 913-M8x25-A2 of mounting stud needs to 
be replaced by a longer threaded pin, too.
Handles with modified thread length l4 are available on request.

2/2

GN 666.5

Description d1 d2 l1 ±0.5 d4 h l3 l4 t min.

GN 666.5-30-M6-200-E 30 M 6 200 20 60 265 15 15 600
GN 666.5-30-M6-250-E 30 M 6 250 20 60 315 15 15 616
GN 666.5-30-M6-300-E 30 M 6 300 20 60 365 15 15 688
GN 666.5-30-M6-400-E 30 M 6 400 20 60 465 15 15 772
GN 666.5-30-M6-500-E 30 M 6 500 20 60 565 15 15 885
GN 666.5-30-M6-600-E 30 M 6 600 20 60 665 15 15 968
GN 666.5-30-M8-200-E 30 M 8 200 20 60 265 15 15 585
GN 666.5-30-M8-250-E 30 M 8 250 20 60 315 15 15 620
GN 666.5-30-M8-300-E 30 M 8 300 20 60 365 15 15 655
GN 666.5-30-M8-400-E 30 M 8 400 20 60 465 15 15 725
GN 666.5-30-M8-500-E 30 M 8 500 20 60 565 15 15 800
GN 666.5-30-M8-600-E 30 M 8 600 20 60 665 15 15 880
GN 666.5-30-M6-200-K 30 M 6 200 20 60 265 15 15 490
GN 666.5-30-M6-250-K 30 M 6 250 20 60 315 15 15 540
GN 666.5-30-M6-300-K 30 M 6 300 20 60 365 15 15 589
GN 666.5-30-M6-400-K 30 M 6 400 20 60 465 15 15 707
GN 666.5-30-M6-500-K 30 M 6 500 20 60 565 15 15 800
GN 666.5-30-M6-600-K 30 M 6 600 20 60 665 15 15 880
GN 666.5-30-M8-200-K 30 M 8 200 20 60 265 15 15 500
GN 666.5-30-M8-250-K 30 M 8 250 20 60 315 15 15 580
GN 666.5-30-M8-300-K 30 M 8 300 20 60 365 15 15 640
GN 666.5-30-M8-400-K 30 M 8 400 20 60 465 15 15 720
GN 666.5-30-M8-500-K 30 M 8 500 20 60 565 15 15 800
GN 666.5-30-M8-600-K 30 M 8 600 20 60 665 15 15 880

Tubular handles Tubular handles
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Stainless Steel-Tubular handles

Mounting from the operator´s side

SPECIFICATION
Types
- Type K: with plastic cover cap
- Type E: with Stainless Steel cover cap

Tube Ø 30 x 1.5
Stainless Steel AISI 304
matt shiny finish, ground

Handle shanks
Stainless Steel AISI 304
matt shiny finish, ground

Mounting stud
with threaded pin DIN 913-M8
Stainless Steel AISI 304

Grub screw DIN 914-M5
Stainless Steel AISI 304

Cover caps

- Type K: Plastic (Polyamide PA), black matt
- Type E: Stainless Steel AISI 304

INFORMATION
For a mounting of Stainless Steel-Tubular handles GN 666.7 
(mounting from the back) the stud is first screwed in from the 
machine side with the threaded pin DIN 913-M8x25 (included) 
and then the handle is pushed on and secured with the grub screw  
DIN 914-M5.
Type E of Stainless Steel-Tubular handles GN 666.7 is completely 
made of A2-Stainless Steel.

ON REQUEST
- Special lengths

EXAMPLE OF APPLICATION
Tubular handles GN 666.7 allow the mounting of a pair of handles 
in opposite position. This method could be used on doors  
(double handle).
Generally a modification of the thread length l4 required for this. The 
included threaded pin DIN 913-M8x25-A2 of mounting stud needs to 
be replaced by a longer threaded pin, too.
Handles with modified thread length l4 are available on request.

2/2

GN 666.7

Description d1 d3 l1 ±0.5 l2 ±0.3 d4 h l3 l4

GN 666.7-30-M8-200-E 30 M 8 200 200 20 60 265 15 581
GN 666.7-30-M8-250-E 30 M 8 250 250 20 60 315 15 640
GN 666.7-30-M8-300-E 30 M 8 300 300 20 60 365 15 700
GN 666.7-30-M8-400-E 30 M 8 400 400 20 60 465 15 796
GN 666.7-30-M8-500-E 30 M 8 500 500 20 60 565 15 900
GN 666.7-30-M8-600-E 30 M 8 600 600 20 60 665 15 990
GN 666.7-30-M8-200-K 30 M 8 200 200 20 60 265 15 520
GN 666.7-30-M8-250-K 30 M 8 250 250 20 60 315 15 550
GN 666.7-30-M8-300-K 30 M 8 300 300 20 60 365 15 580
GN 666.7-30-M8-400-K 30 M 8 400 400 20 60 465 15 740
GN 666.7-30-M8-500-K 30 M 8 500 500 20 60 565 15 800
GN 666.7-30-M8-600-K 30 M 8 600 600 20 60 665 15 860

Tubular handles Tubular handles
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Tubular handles
Tube Aluminium or Stainless Steel

SPECIFICATION
Tube Ø 30 x 1.5
Aluminium / Stainless Steel

Handle shanks / cover caps
Plastic (Polyamide PA)

- glass fibre reinforced
- temperature resistant up tp 100 °C

Tube Aluminium
plastic coated
black, RAL 9005, textured finish SW
Handle shanks / cover caps, black, matt

Tube Aluminium
anodized, natural colour EL
Handle shanks / cover caps, black, matt

Tube Aluminium
anodized, natural colour ELG
Handle shanks / cover caps, light grey, matt

Tube Stainless Steel AISI 304
ground, matt shiny finish NG
Handle shanks / cover caps, black, matt

INFORMATION
Owing to their large range of variants and their classic design,  
GN 666 tubular handles are the perfect choice for many applications.
With the modular structure, special lengths are avaiable even in 
comparatively small unit quanitites. Large handle can be supplied 
with additional centre struts.

ON REQUEST
- Cleanline version (CL)

ELG
anodized, light grey

NG
Stainless Steel, black

 Complete with Finish of the Tubular handles (SW, EL, ELG or NG)*

black anodized, black
SW EL

GN 666

Description d1 d2 l1 ±0.5 b h l2 l3 l4 t min.

GN 666-30-M6-200-* 30 M 6 200 18 60 230 170 265 12 213
GN 666-30-M6-250-* 30 M 6 250 18 60 280 220 315 12 236
GN 666-30-M6-300-* 30 M 6 300 18 60 330 270 365 12 260
GN 666-30-M6-350-* 30 M 6 350 18 60 380 320 415 12 284
GN 666-30-M6-400-* 30 M 6 400 18 60 430 370 465 12 308
GN 666-30-M6-500-* 30 M 6 500 18 60 530 470 565 12 332
GN 666-30-M6-600-* 30 M 6 600 18 60 630 570 665 12 355
GN 666-30-M8-200-* 30 M 8 200 18 60 230 170 265 15 248
GN 666-30-M8-250-* 30 M 8 250 18 60 280 220 315 15 263
GN 666-30-M8-300-* 30 M 8 300 18 60 330 270 365 15 278
GN 666-30-M8-350-* 30 M 8 350 18 60 380 320 415 15 293
GN 666-30-M8-400-* 30 M 8 400 18 60 430 370 465 15 308
GN 666-30-M8-500-* 30 M 8 500 18 60 530 470 565 15 339
GN 666-30-M8-600-* 30 M 8 600 18 60 630 570 665 15 370

Tubular handles
Tube Aluminium or Stainless Steel

SPECIFICATION
Tube Ø 30 x 1.5
Aluminium / Stainless Steel

Handle shanks / cover caps
Plastic (Polyamide PA)

- glass fibre reinforced
- temperature resistant up to 100 °C

Tube Aluminium
plastic coated
black, RAL 9005, textured finish SW
Handle shanks / cover caps, black, matt

Tube Aluminium
anodized, natural colour EL
Handle shanks / cover caps, black, matt

Tube Aluminium
anodized, natural colour ELG
Handle shanks / cover caps, light grey, matt

Tube Stainless Steel AISI 304
ground, matt shiny finish NG
Handle shanks / cover caps, black, matt

INFORMATION
Owing to their large range of variants and their classic design,  
GN 666.1 tubular handles are the perfect choice for many 
applications.
With the modular structure, special lengths are avaiable even in 
comparatively small unit quanitites. Large handle can be supplied 
with additional centre struts.

ELG
anodized, light grey

NG
Stainless Steel, black

 Complete with Finish of the Tubular handles (SW, EL, ELG or NG)*

black anodized, black
SW EL

GN 666.1

Description d1 l1 ±0.5 b d2 h l2 l3 l4 l5 l6

GN 666.1-30-200-* 30 200 18 M 8 60 230 170 265 85 17 247
GN 666.1-30-250-* 30 250 18 M 8 60 280 220 315 85 17 265
GN 666.1-30-300-* 30 300 18 M 8 60 330 270 365 85 17 284
GN 666.1-30-400-* 30 400 18 M 8 60 430 370 465 85 17 321
GN 666.1-30-500-* 30 500 18 M 8 60 530 470 565 85 17 357
GN 666.1-30-600-* 30 600 18 M 8 60 630 570 665 85 17 394

Tubular handles Tubular handles
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PA
+100°

-30°

Tubular handles
Technopolymer, stainless steel

HANDLE SHANKS
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, matte finish. Supplied not assembled. The handle shank 
connection to the tube avoids tube rotation.
Handle shanks group can be sold separately as well (tube not 
included).
Code Description
15302 GR-M.1043/20
15301 GR-M1043/30

ANTI-ROTATION TUBE END PLUGS
NBR synthetic rubber.

STANDARD EXECUTIONS

- M.1043-SST: AISI 304 stainless steel tube.
Threaded blind holes. Two reference pins (to be fitted during handle
assembly) guarantee an exact positioning of the shanks.

- M.1043-BM-SST: AISI 304 stainless steel tube.

TECHNICAL DATA
Tensile stress: F2 values reported in the table are the result of 
breaking tests carried out with the appropriate dynamometric 
equipment under the test conditions shown in the figure with 
ambient temperature.

ACCESSORIES ON REQUEST
 - Intermediate shank for tube diameter 20: code 15306 SCM.1043-20.

- Intermediate shank for tube diameter 30: code 15305 SCM.1043-30.
Suggested for tube longer than 700 mm.
- Distance element for side shank with connection for tube Ø30 DS-

M.1043 (see table).

h5 h6

d4

DS-M.1043

DS-M.1043

Code Description d4 h5 h6 For handle

15291 DS-M.1043/30-10 4 10 6 M.1043/30
15293 DS-M.1043/30-20 4 20 15 M.1043/30

2/2

M.1043-SST

4

15

M.1043-SST

Code Description f±1 L d d1 h h1 h2 h3 l1 l2 l3 d3 C F2 
[N]*

F2 
[N]#

37622 M.1043/20-200-SST 200 220 8.5 13.5 58 45 18 9.5 162 47 13 20 28 1500 2000 128
37632 M.1043/20-300-SST 300 320 8.5 13.5 58 45 18 9.5 262 47 13 20 28 3000 4500 142
37642 M.1043/20-350-SST 350 370 8.5 13.5 58 45 18 9.5 312 47 13 20 28 2500 4000 154
37652 M.1043/20-400-SST 400 420 8.5 13.5 58 45 18 9.5 362 47 13 20 28 2000 3500 166
37662 M.1043/20-500-SST 500 520 8.5 13.5 58 45 18 9.5 462 47 13 20 28 1600 2500 190
37672 M.1043/20-600-SST 600 620 8.5 13.5 58 45 18 9.5 562 47 13 20 28 1100 1800 215
37682 M.1043/20-700-SST 700 720 8.5 13.5 58 45 18 9.5 662 47 13 20 28 900 1400 240
37696 M.1043/30-200-SST 200 224 10.5 16 78 60 25 15 154 57 18 30 38 3000 3900 233
37702 M.1043/30-300-SST 300 324 10.5 16 78 60 25 15 254 57 18 30 38 4200 5500 258
37712 M.1043/30-350-SST 350 374 10.5 16 78 60 25 15 304 57 18 30 38 4000 5250 282
37722 M.1043/30-400-SST 400 424 10.5 16 78 60 25 15 354 57 18 30 38 3800 5000 302
37732 M.1043/30-500-SST 500 524 10.5 16 78 60 25 15 454 57 18 30 38 3500 4500 343
37742 M.1043/30-600-SST 600 624 10.5 16 78 60 25 15 554 57 18 30 38 2800 4000 385
37752 M.1043/30-700-SST 700 724 10.5 16 78 60 25 15 654 57 18 30 38 2250 3500 425

* Maximum working load # Load at breakage (permanent deformation).

M.1043-BM-SST

Code Description f±1 dL h 1h h2 h3 l1 l2 l3 d3 C F2 
[N]*

F2 
[N]#

37599 M.1043 BM/20-200-SST 200 220 M8 58 45 18 9.5 162 47 13 20 28 1500 2000 128
37600 M.1043 BM/20-300-SST 300 320 M8 58 45 18 10 262 47 13 20 28 3000 4500 142
37602 M.1043 BM/20-350-SST 350 370 M8 58 45 18 10 312 47 13 20 28 2500 4000 154
37603 M.1043 BM/20-400-SST 400 420 M8 58 45 18 10 362 47 13 20 28 2000 3500 166
37605 M.1043 BM/20-500-SST 500 520 M8 58 45 18 10 462 47 13 20 28 1600 2500 190
37607 M.1043 BM/20-600-SST 600 620 M8 58 45 18 10 562 47 13 20 28 1100 1800 215
37609 M.1043 BM/20-700-SST 700 720 M8 58 45 18 10 662 47 13 20 28 900 1400 240
37610 M.1043 BM/30-200-SST 200 224 M10 78 60 25 15 154 57 18 30 38 3000 3900 233
37611 M.1043 BM/30-300-SST 300 324 M10 78 60 25 17 254 57 18 30 38 4200 5500 258
37612 M.1043 BM/30-350-SST 350 374 M10 78 60 25 17 304 57 18 30 38 4000 5250 282
37613 M.1043 BM/30-400-SST 400 424 M10 78 60 25 17 354 57 18 30 38 3800 5000 302
37615 M.1043 BM/30-500-SST 500 524 M10 78 60 25 17 454 57 18 30 38 3500 4500 343
37617 M.1043 BM/30-600-SST 600 624 M10 78 60 25 17 554 57 18 30 38 2800 4000 385
37619 M.1043 BM/30-700-SST 700 724 M10 78 60 25 17 654 57 18 30 38 2250 3500 425

* Maximum working load # Load at breakage (permanent deformation).

M.1043-BM-SST

4

15

Tubular handles Tubular handles
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Handle Series UG-08
Material and surface:
Handle shanks and handle ledge 
made of stainless steel 1.4404 (316L). 
Surface vibration ground, blasted and 
electropolished with a semi-gloss 
finish. 

Stress resistance:
min. 500 N.

Note:
Any desired handle lengths on 
request.

M6

12

14

A

A - 14 mm

L

ø 
12

37

12

31

* Andere Grifflängen auf Anfrage
Other handle lengths on request

Bestell-Nr.
A* L Order no.

100 114 UG-08.100.36

120 134 UG-08.120.36

140 154 UG-08.140.36

160 174 UG-08.160.36

180 194 UG-08.180.36

Stainless Steel handle
Material and surface:
Solid handle shank made from precision 
cast G-X7 CrNiMoNb 18 10; material 
no. G 4581. 

Connection tube and fixing material 
made of X5 CrNi 18 9; material no. 
1.4301.
Handle shanks blasted and 
electropolished with a half-matt finish.

Connection tube precision  ground in 
design A or with    
a groo  ved plastic coating in design B.

Scope of delivery:
EU-20.F incl. DIN 912 socket head cap 
screws M8 x 35, DIN 934 nuts and DIN 
125 washers. EU-20.R incl. DIN 933 
hexagon head cap screws and DIN 125 
washers.

Stress resistance: 
min. 1.000 N.

Note:
Any desired handle lengths on request.

Tubular handles Tubular handles

A

L
53

A – 80 mm

50

Ø
20

 x
 2

M8 x 35 29

26

16 M8 x 20

22

Typ EU-20.F

für frontseitiges Anschrauben
screw attachment from the front

Typ EU-20.R

für rückseitiges Anschrauben
screw attachment from behind

Ausführung A
Version A
Rohr geschliffen

Ausführung A
Version A
Rohr geschliffen

tube ground tube ground

Ausführung B
Version B
Rohr mit 
Kunststoffüberzug
tube with 
plastic cover

Ausführung B
Version B
Rohr mit 
Kunststoffüberzug
tube with 
plastic cover

Bestell-Nr. Bestell-Nr. Bestell-Nr. Bestell-Nr.
A L Order no. Order no. Order no. Order no.

200 226 EU-20.F200.A EU-20.F200.B EU-20.R200.A EU-20.R200.B

250 276 EU-20.F250.A EU-20.F250.B EU-20.R250.A EU-20.R250.B

300 326 EU-20.F300.A EU-20.F300.B EU-20.R300.A EU-20.R300.B

350 376 EU-20.F350.A EU-20.F350.B EU-20.R350.A EU-20.R350.B

400 426 EU-20.F400.A EU-20.F400.B EU-20.R400.A EU-20.R400.B

Typ EU-20.F Typ EU-20.R
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Handle with safety screwing

Stainless Steel Handle

High-grade stainless steel handles for 
universal use, fit together for any bore 
clearances. Parti -cularly suitable also for 
the food industry.

Material and surface: Handle shank 
made of precision casting; material no. 
1.4404 (316L).
Connecting tubes and fixing material 
made of stainless steel. Clamping and 
packing ring of silicon rubber in food 
quality.

Connection tubes finish ground and 
brushed.
Handle shanks glass blasted and 
electropolished with a half-matt finish.

Long term temperature resis  -tance from 
-60 °C to +200 °C.

Design advantages:
Splash proof tube-shank connection. 
Additional tube clamping through allen 
set screw.
Can be screwed on from front or 
behind. Easy to clean.

Standard screwing:
For screw attachment from in front or 
behind. Handle shanks including 
hexagon screws  M8 x 25 DIN 933, nuts 
DIN 934 and washers DIN 125. 
Furthermore hexagon socket screws M6 
x 6 DIN 913 for tube fixation just as 
clamping and packing rings.

Safety screwing:
For entrance doors, screw-attachment 
from behind. Scope of supply same as 
stan-dard version, however with cup 
square bolts M8 x 25 DIN 603.

Stress resistance: 
min. 1.000 N.

Note:
Any desired handle lengths on request.

M 8 x 25

48

L

5 ø 
30

 x
 1

,5

M 6 x 6

25

A

A + 15 mm

5

60

32
R 20

LA

Standard-Griffe
Standard handles

Bestell-Nr. / Order no.

Sicherheits-Griffe
Safety handles

Bestell-Nr. / Order no.

200 225 ES-30.200.ST ES-30.200.SI

250 275 ES-30.250.ST ES-30.250.SI

300 325 ES-30.300.ST ES-30.300.SI

350 375 ES-30.350.ST ES-30.350.SI

400 425 ES-30.400.ST ES-30.400.SI

500 525 ES-30.500.ST ES-30.500.SI

600 625 ES-30.600.ST ES-30.600.SI

Einzelteile / Single components

Artikel
Item

Standard-
Verschraubung
Standard screwing

Bestell-Nr. / Order no.

Sicherheits-
Verschraubung
Safety screwing

Bestell-Nr. / Order no.

Griffschenkel, 1 Stück
Handle shank, 1 piece ES-30.000.ST ES-30.000.SI

ES-30.001.33Verbindungsrohr, 1 m
Connection tube, 1 m

Picture made by: Bernstein 
GmbH & Co. D-32457 
Porta Westfalica

Tubular handles Tubular handles
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Adjustable Stainless Steel Hand levers
matt shot-blasted

SPECIFICATION
Types
- Type AS: with external hexagon
- Type IS: with internal hexalobular

Handle
Precision casting

- Stainless Steel AISI CF-8
- matt shot-blasted

Version with threaded insert
Threaded bush
Stainless Steel AISI 303

Retaining screw
Stainless Steel AISI 303

Spring
Stainless Steel AISI 301

Version with threaded stud
Threaded stud
Stainless Steel AISI 303

Retaining screw
Stainless Steel AISI 303

Spring
Stainless Steel AISI 301

INFORMATION
Adjustable hand levers GN 300.5 with full Stainless Steel-Handle, 
correspond to applications where „agressive“ surrounding conditions 
are given, or where stainless steel materials are prescribed such as in 
food processing or chemical industry.
Retaining screws with hexagon head (Type AS) comply with the 
requirement "prevents water from accumulating".
Adjustable hand levers have proved to be ideal whenever parts have 
to be clamped in a confined space or in a particular lever position. 
The centre insert is connected to the lever via serrations which can 
easily be disengaged.
Pulling the lever, disengages the serrations and allowing it to be 
swivelled to the ideal clamping position. On releasing the lever the 
serrations automatically re-engage.

2/3

* Complete with types of the Hand levers (AS or IS)
AS IS
External hexagon Internal hexagon

GN 300.5-with threaded insert

Description l1 d1 d3 d4 h1 h2 h3 h4 t min.

GN 300.5-30-M3-* 30 M 3 10 13 24.5 4 31 3.5 7 28
GN 300.5-30-M4-* 30 M 4 10 13 24.5 4 31 3.5 8 28
GN 300.5-30-M5-* 30 M 5 10 13 24.5 4 31 3.5 8 27
GN 300.5-30-M6-* 30 M 6 10 13 24.5 4 31 3.5 8 26
GN 300.5-45-M4-* 45 M 4 10 13 24.5 4 34 3.5 8 35
GN 300.5-45-M5-* 45 M 5 10 13 24.5 4 34 3.5 8 34
GN 300.5-45-M6-* 45 M 6 10 13 24.5 4 34 3.5 8 33
GN 300.5-63-M6-* 63 M 6 13.5 17.5 31 6.5 45 4 11 77
GN 300.5-63-M8-* 63 M 8 13.5 17.5 31 6.5 45 4 11 76
GN 300.5-78-M8-* 78 M 8 16 21 36 8 54 4 14 124
GN 300.5-78-M10-* 78 M 10 16 21 36 8 54 4 14 120
GN 300.5-92-M10-* 92 M 10 19 24 43 11 64 4 17 185
GN 300.5-92-M12-* 92 M 12 19 24 43 11 64 4 17 179

GN 300.5-with threaded stud

Description l1 d1 l2 d3 d4 h1 h2 h3 h4

GN 300.5-30-M3-6-* 30 M 3 6 10 13 24.5 4 31 3.5 28
GN 300.5-30-M3-8-* 30 M 3 8 10 13 24.5 4 31 3.5 28
GN 300.5-30-M3-10-* 30 M 3 10 10 13 24.5 4 31 3.5 29
GN 300.5-30-M3-12-* 30 M 3 12 10 13 24.5 4 31 3.5 30
GN 300.5-30-M3-16-* 30 M 3 16 10 13 24.5 4 31 3.5 31
GN 300.5-30-M4-12-* 30 M 4 12 10 13 24.5 4 31 3.5 29
GN 300.5-30-M4-16-* 30 M 4 16 10 13 24.5 4 31 3.5 30
GN 300.5-30-M4-20-* 30 M 4 20 10 13 24.5 4 31 3.5 30
GN 300.5-30-M4-25-* 30 M 4 25 10 13 24.5 4 31 3.5 32
GN 300.5-30-M4-32-* 30 M 4 32 10 13 24.5 4 31 3.5 30
GN 300.5-30-M5-12-* 30 M 5 12 10 13 24.5 4 31 3.5 30
GN 300.5-30-M5-16-* 30 M 5 16 10 13 24.5 4 31 3.5 30
GN 300.5-30-M5-20-* 30 M 5 20 10 13 24.5 4 31 3.5 31
GN 300.5-30-M5-25-* 30 M 5 25 10 13 24.5 4 31 3.5 31
GN 300.5-30-M5-32-* 30 M 5 32 10 13 24.5 4 31 3.5 32
GN 300.5-30-M5-40-* 30 M 5 40 10 13 24.5 4 31 3.5 33
GN 300.5-30-M5-50-* 30 M 5 50 10 13 24.5 4 31 3.5 34
GN 300.5-30-M6-12-* 30 M 6 12 10 13 24.5 4 31 3.5 30
GN 300.5-30-M6-16-* 30 M 6 16 10 13 24.5 4 31 3.5 31
GN 300.5-30-M6-20-* 30 M 6 20 10 13 24.5 4 31 3.5 32
GN 300.5-30-M6-25-* 30 M 6 25 10 13 24.5 4 31 3.5 33
GN 300.5-30-M6-32-* 30 M 6 32 10 13 24.5 4 31 3.5 34
GN 300.5-30-M6-40-* 30 M 6 40 10 13 24.5 4 31 3.5 35
GN 300.5-30-M6-50-* 30 M 6 50 10 13 24.5 4 31 3.5 36
GN 300.5-45-M4-12-* 45 M 4 12 10 13 24.5 4 34 3.5 35
GN 300.5-45-M4-16-* 45 M 4 16 10 13 24.5 4 34 3.5 36
GN 300.5-45-M4-20-* 45 M 4 20 10 13 24.5 4 34 3.5 37
GN 300.5-45-M4-25-* 45 M 4 25 10 13 24.5 4 34 3.5 38
GN 300.5-45-M4-32-* 45 M 4 32 10 13 24.5 4 34 3.5 39
GN 300.5-45-M5-12-* 45 M 5 12 10 13 24.5 4 34 3.5 39
GN 300.5-45-M5-16-* 45 M 5 16 10 13 24.5 4 34 3.5 40
GN 300.5-45-M5-20-* 45 M 5 20 10 13 24.5 4 34 3.5 40
GN 300.5-45-M5-25-* 45 M 5 25 10 13 24.5 4 34 3.5 40

Weight type AS

Hand levers Hand levers
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3/3 Complete with types of the Hand levers (AS or IS)*

External hexagon Internal hexagon
AS IS

GN 300.5-with threaded stud

Description l1 d1 l2 d3 d4 h1 h2 h3 h4

GN 300.5-45-M5-32-* 45 M 5 32 10 13 24.5 4 34 3.5 39
GN 300.5-45-M5-40-* 45 M 5 40 10 13 24.5 4 34 3.5 40
GN 300.5-45-M5-50-* 45 M 5 50 10 13 24.5 4 34 3.5 44
GN 300.5-45-M6-12-* 45 M 6 12 10 13 24.5 4 34 3.5 37
GN 300.5-45-M6-16-* 45 M 6 16 10 13 24.5 4 34 3.5 38
GN 300.5-45-M6-20-* 45 M 6 20 10 13 24.5 4 34 3.5 39
GN 300.5-45-M6-25-* 45 M 6 25 10 13 24.5 4 34 3.5 40
GN 300.5-45-M6-32-* 45 M 6 32 10 13 24.5 4 34 3.5 41
GN 300.5-45-M6-40-* 45 M 6 40 10 13 24.5 4 34 3.5 42
GN 300.5-45-M6-50-* 45 M 6 50 10 13 24.5 4 34 3.5 44
GN 300.5-63-M6-16-* 63 M 6 16 13.5 17.5 31 6.5 45 4 81
GN 300.5-63-M6-20-* 63 M 6 20 13.5 17.5 31 6.5 45 4 82
GN 300.5-63-M6-25-* 63 M 6 25 13.5 17.5 31 6.5 45 4 83
GN 300.5-63-M6-32-* 63 M 6 32 13.5 17.5 31 6.5 45 4 84
GN 300.5-63-M6-40-* 63 M 6 40 13.5 17.5 31 6.5 45 4 86
GN 300.5-63-M6-50-* 63 M 6 50 13.5 17.5 31 6.5 45 4 88
GN 300.5-63-M6-63-* 63 M 6 63 13.5 17.5 31 6.5 45 4 90
GN 300.5-63-M8-16-* 63 M 8 16 13.5 17.5 31 6.5 45 4 85
GN 300.5-63-M8-20-* 63 M 8 20 13.5 17.5 31 6.5 45 4 86
GN 300.5-63-M8-25-* 63 M 8 25 13.5 17.5 31 6.5 45 4 88
GN 300.5-63-M8-32-* 63 M 8 32 13.5 17.5 31 6.5 45 4 90
GN 300.5-63-M8-40-* 63 M 8 40 13.5 17.5 31 6.5 45 4 92
GN 300.5-63-M8-50-* 63 M 8 50 13.5 17.5 31 6.5 45 4 95
GN 300.5-63-M8-63-* 63 M 8 63 13.5 17.5 31 6.5 45 4 100
GN 300.5-78-M8-20-* 78 M 8 20 16 21 36 8 54 4 138
GN 300.5-78-M8-25-* 78 M 8 25 16 21 36 8 54 4 139
GN 300.5-78-M8-32-* 78 M 8 32 16 21 36 8 54 4 140
GN 300.5-78-M8-40-* 78 M 8 40 16 21 36 8 54 4 141
GN 300.5-78-M8-50-* 78 M 8 50 16 21 36 8 54 4 144
GN 300.5-78-M8-63-* 78 M 8 63 16 21 36 8 54 4 149
GN 300.5-78-M8-80-* 78 M 8 80 16 21 36 8 54 4 158
GN 300.5-78-M10-20-* 78 M 10 20 16 21 36 8 54 4 140
GN 300.5-78-M10-25-* 78 M 10 25 16 21 36 8 54 4 141
GN 300.5-78-M10-32-* 78 M 10 32 16 21 36 8 54 4 143
GN 300.5-78-M10-40-* 78 M 10 40 16 21 36 8 54 4 150
GN 300.5-78-M10-50-* 78 M 10 50 16 21 36 8 54 4 155
GN 300.5-78-M10-63-* 78 M 10 63 16 21 36 8 54 4 162
GN 300.5-78-M10-80-* 78 M 10 80 16 21 36 8 54 4 167
GN 300.5-92-M10-20-* 92 M 10 20 19 24 43 11 64 4 203
GN 300.5-92-M10-25-* 92 M 10 25 19 24 43 11 64 4 206
GN 300.5-92-M10-32-* 92 M 10 32 19 24 43 11 64 4 210
GN 300.5-92-M10-40-* 92 M 10 40 19 24 43 11 64 4 214
GN 300.5-92-M10-50-* 92 M 10 50 19 24 43 11 64 4 220
GN 300.5-92-M10-63-* 92 M 10 63 19 24 43 11 64 4 226
GN 300.5-92-M10-80-* 92 M 10 80 19 24 43 11 64 4 230
GN 300.5-92-M12-20-* 92 M 12 20 19 24 43 11 64 4 210
GN 300.5-92-M12-25-* 92 M 12 25 19 24 43 11 64 4 216
GN 300.5-92-M12-32-* 92 M 12 32 19 24 43 11 64 4 221
GN 300.5-92-M12-40-* 92 M 12 40 19 24 43 11 64 4 223
GN 300.5-92-M12-50-* 92 M 12 50 19 24 43 11 64 4 234
GN 300.5-92-M12-63-* 92 M 12 63 19 24 43 11 64 4 243
GN 300.5-92-M12-80-* 92 M 12 80 19 24 43 11 64 4 251

Weight type AS

Adjustable Stainless Steel Hand levers
electropolished

SPECIFICATION
Types
- Type AS: with external hexagon
- Type IS: with internal hexalobular

Handle
Stainless Steel
Precision casting

- Stainless Steel AISI CF-8
- electropolished

Version with threaded insert
Threaded bush
Stainless Steel AISI 303

Retaining screw
Stainless Steel AISI 303

Spring
Stainless Steel AISI 301

Version with threaded stud
Threaded stud
Stainless Steel AISI 303

Retaining screw
Stainless Steel AISI 303

Spring
Stainless Steel AISI 301

INFORMATION
Adjustable hand levers GN 300.6 with full Stainless Steel-Handle, 
correspond to applications where „agressive“ surrounding conditions 
are given, or where stainless steel materials are prescribed such as in 
food processing or chemical industry.
Retaining screws with hexagon head (Type AS) comply with the 
requirement "prevents water from accumulating".
Adjustable hand levers have proved to be ideal whenever parts have 
to be clamped in a confined space or in a particular lever position. 
The centre insert is connected to the lever via serrations which can 
easily be disengaged.
Pulling the lever, disengages the serrations and allowing it to be 
swivelled to the ideal clamping position. On releasing the lever the 
serrations automatically re-engage.

Hand levers Hand levers

Adjustable Stainless Steel Hand levers
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 Complete with types of the Hand levers (AS or IS)*

External hexagon Internal hexagon
AS IS

GN 300.6-with threaded insert

Description l1 d1 d3 d4 h1 h2 h3 h4 t min.

GN 300.6-30-M3-* 30 M 3 10 13 24.5 4 31 3.5 7 28
GN 300.6-30-M4-* 30 M 4 10 13 24.5 4 31 3.5 8 28
GN 300.6-30-M5-* 30 M 5 10 13 24.5 4 31 3.5 8 27
GN 300.6-30-M6-* 30 M 6 10 13 24.5 4 31 3.5 8 26
GN 300.6-45-M4-* 45 M 4 10 13 24.5 4 34 3.5 8 35
GN 300.6-45-M5-* 45 M 5 10 13 24.5 4 34 3.5 8 34
GN 300.6-45-M6-* 45 M 6 10 13 24.5 4 34 3.5 8 33
GN 300.6-63-M6-* 63 M 6 13.5 17.5 31 6.5 45 4 11 77
GN 300.6-63-M8-* 63 M 8 13.5 17.5 31 6.5 45 4 11 76
GN 300.6-78-M8-* 78 M 8 16 21 36 8 54 4 14 124
GN 300.6-78-M10-* 78 M 10 16 21 36 8 54 4 14 120
GN 300.6-92-M10-* 92 M 10 19 24 43 11 64 4 17 185
GN 300.6-92-M12-* 92 M 12 19 24 43 11 64 4 17 179

GN 300.6-with threaded stud

Description l1 d1 l2 d3 d4 h1 h2 h3 h4

GN 300.6-30-M3-6-* 30 M 3 6 10 13 24.5 4 31 3.5 28
GN 300.6-30-M3-8-* 30 M 3 8 10 13 24.5 4 31 3.5 28
GN 300.6-30-M3-10-* 30 M 3 10 10 13 24.5 4 31 3.5 30
GN 300.6-30-M3-12-* 30 M 3 12 10 13 24.5 4 31 3.5 31
GN 300.6-30-M3-16-* 30 M 3 16 10 13 24.5 4 31 3.5 103
GN 300.6-30-M4-12-* 30 M 4 12 10 13 24.5 4 31 3.5 29
GN 300.6-30-M4-16-* 30 M 4 16 10 13 24.5 4 31 3.5 30
GN 300.6-30-M4-20-* 30 M 4 20 10 13 24.5 4 31 3.5 30
GN 300.6-30-M4-25-* 30 M 4 25 10 13 24.5 4 31 3.5 31
GN 300.6-30-M4-32-* 30 M 4 32 10 13 24.5 4 31 3.5 32
GN 300.6-30-M5-12-* 30 M 5 12 10 13 24.5 4 31 3.5 30
GN 300.6-30-M5-16-* 30 M 5 16 10 13 24.5 4 31 3.5 30
GN 300.6-30-M5-20-* 30 M 5 20 10 13 24.5 4 31 3.5 31
GN 300.6-30-M5-25-* 30 M 5 25 10 13 24.5 4 31 3.5 31
GN 300.6-30-M5-32-* 30 M 5 32 10 13 24.5 4 31 3.5 32
GN 300.6-30-M5-40-* 30 M 5 40 10 13 24.5 4 31 3.5 33
GN 300.6-30-M5-50-* 30 M 5 50 10 13 24.5 4 31 3.5 34
GN 300.6-30-M6-12-* 30 M 6 12 10 13 24.5 4 31 3.5 30
GN 300.6-30-M6-16-* 30 M 6 16 10 13 24.5 4 31 3.5 31
GN 300.6-30-M6-20-* 30 M 6 20 10 13 24.5 4 31 3.5 32
GN 300.6-30-M6-25-* 30 M 6 25 10 13 24.5 4 31 3.5 33
GN 300.6-30-M6-32-* 30 M 6 32 10 13 24.5 4 31 3.5 34
GN 300.6-30-M6-40-* 30 M 6 40 10 13 24.5 4 31 3.5 35
GN 300.6-30-M6-50-* 30 M 6 50 10 13 24.5 4 31 3.5 36
GN 300.6-45-M4-12-* 45 M 4 12 10 13 24.5 4 34 3.5 39
GN 300.6-45-M4-16-* 45 M 4 16 10 13 24.5 4 34 3.5 36
GN 300.6-45-M4-20-* 45 M 4 20 10 13 24.5 4 34 3.5 37
GN 300.6-45-M4-25-* 45 M 4 25 10 13 24.5 4 34 3.5 38
GN 300.6-45-M4-32-* 45 M 4 32 10 13 24.5 4 34 3.5 40
GN 300.6-45-M5-12-* 45 M 5 12 10 13 24.5 4 34 3.5 36
GN 300.6-45-M5-16-* 45 M 5 16 10 13 24.5 4 34 3.5 40
GN 300.6-45-M5-20-* 45 M 5 20 10 13 24.5 4 34 3.5 40
GN 300.6-45-M5-25-* 45 M 5 25 10 13 24.5 4 34 3.5 40

Weight type AS

3/3
* Complete with types of the Hand levers (AS or IS)

AS IS
External hexagon Internal hexagon

GN 300.6-with threaded stud

Description l1 d1 l2 d3 d4 h1 h2 h3 h4

GN 300.6-45-M5-32-* 45 M 5 32 10 13 24.5 4 34 3.5 39
GN 300.6-45-M5-40-* 45 M 5 40 10 13 24.5 4 34 3.5 40
GN 300.6-45-M5-50-* 45 M 5 50 10 13 24.5 4 34 3.5 44
GN 300.6-45-M6-12-* 45 M 6 12 10 13 24.5 4 34 3.5 37
GN 300.6-45-M6-16-* 45 M 6 16 10 13 24.5 4 34 3.5 38
GN 300.6-45-M6-20-* 45 M 6 20 10 13 24.5 4 34 3.5 39
GN 300.6-45-M6-25-* 45 M 6 25 10 13 24.5 4 34 3.5 40
GN 300.6-45-M6-32-* 45 M 6 32 10 13 24.5 4 34 3.5 41
GN 300.6-45-M6-40-* 45 M 6 40 10 13 24.5 4 34 3.5 42
GN 300.6-45-M6-50-* 45 M 6 50 10 13 24.5 4 34 3.5 44
GN 300.6-63-M6-16-* 63 M 6 16 13.5 17.5 31 6.5 45 4 81
GN 300.6-63-M6-20-* 63 M 6 20 13.5 17.5 31 6.5 45 4 82
GN 300.6-63-M6-25-* 63 M 6 25 13.5 17.5 31 6.5 45 4 83
GN 300.6-63-M6-32-* 63 M 6 32 13.5 17.5 31 6.5 45 4 84
GN 300.6-63-M6-40-* 63 M 6 40 13.5 17.5 31 6.5 45 4 80
GN 300.6-63-M6-50-* 63 M 6 50 13.5 17.5 31 6.5 45 4 88
GN 300.6-63-M6-63-* 63 M 6 63 13.5 17.5 31 6.5 45 4 90
GN 300.6-63-M8-16-* 63 M 8 16 13.5 17.5 31 6.5 45 4 85
GN 300.6-63-M8-20-* 63 M 8 20 13.5 17.5 31 6.5 45 4 86
GN 300.6-63-M8-25-* 63 M 8 25 13.5 17.5 31 6.5 45 4 88
GN 300.6-63-M8-32-* 63 M 8 32 13.5 17.5 31 6.5 45 4 90
GN 300.6-63-M8-40-* 63 M 8 40 13.5 17.5 31 6.5 45 4 92
GN 300.6-63-M8-50-* 63 M 8 50 13.5 17.5 31 6.5 45 4 95
GN 300.6-63-M8-63-* 63 M 8 63 13.5 17.5 31 6.5 45 4 100
GN 300.6-78-M8-20-* 78 M 8 20 16 21 36 8 54 4 138
GN 300.6-78-M8-25-* 78 M 8 25 16 21 36 8 54 4 139
GN 300.6-78-M8-32-* 78 M 8 32 16 21 36 8 54 4 140
GN 300.6-78-M8-40-* 78 M 8 40 16 21 36 8 54 4 141
GN 300.6-78-M8-50-* 78 M 8 50 16 21 36 8 54 4 144
GN 300.6-78-M8-63-* 78 M 8 63 16 21 36 8 54 4 149
GN 300.6-78-M8-80-* 78 M 8 80 16 21 36 8 54 4 158
GN 300.6-78-M10-20-* 78 M 10 20 16 21 36 8 54 4 140
GN 300.6-78-M10-25-* 78 M 10 25 16 21 36 8 54 4 141
GN 300.6-78-M10-32-* 78 M 10 32 16 21 36 8 54 4 143
GN 300.6-78-M10-40-* 78 M 10 40 16 21 36 8 54 4 150
GN 300.6-78-M10-50-* 78 M 10 50 16 21 36 8 54 4 155
GN 300.6-78-M10-63-* 78 M 10 63 16 21 36 8 54 4 162
GN 300.6-78-M10-80-* 78 M 10 80 16 21 36 8 54 4 167
GN 300.6-92-M10-20-* 92 M 10 20 19 24 43 11 64 4 203
GN 300.6-92-M10-25-* 92 M 10 25 19 24 43 11 64 4 206
GN 300.6-92-M10-32-* 92 M 10 32 19 24 43 11 64 4 210
GN 300.6-92-M10-40-* 92 M 10 40 19 24 43 11 64 4 214
GN 300.6-92-M10-50-* 92 M 10 50 19 24 43 11 64 4 220
GN 300.6-92-M10-63-* 92 M 10 63 19 24 43 11 64 4 226
GN 300.6-92-M10-80-* 92 M 10 80 19 24 43 11 64 4 230
GN 300.6-92-M12-20-* 92 M 12 20 19 24 43 11 64 4 210
GN 300.6-92-M12-25-* 92 M 12 25 19 24 43 11 64 4 216
GN 300.6-92-M12-32-* 92 M 12 32 19 24 43 11 64 4 221
GN 300.6-92-M12-40-* 92 M 12 40 19 24 43 11 64 4 223
GN 300.6-92-M12-50-* 92 M 12 50 19 24 43 11 64 4 234
GN 300.6-92-M12-63-* 92 M 12 63 19 24 43 11 64 4 243
GN 300.6-92-M12-80-* 92 M 12 80 19 24 43 11 64 4 251

Weight type AS

Hand levers Hand levers

Adjustable Stainless Steel Hand levers Adjustable Stainless Steel Hand levers
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Adjustable Flat tension levers
SPECIFICATION
Types
- Type D: straight lever
- Type E: angled lever

Stainless Steel AISI 303
matt shot-blasted

Plane surface with natural coloured, 
anodized Aluminium-disc

Ball knobs DIN 319
Plastic, Duroplast
black, shiny finish

INFORMATION
The overall height of Stainless Steel-tension levers GN 125.5 is 
reduced to a minimum.
As all other adjustable levers, they are ideal whenever parts have to be 
clamped in a confined space, or a particular lever position is required. 
The threaded insert is connected with the hub via serrations which 
can be disengaged
Pulling the lever, disengages the serrations and the lever can be 
swivelled to the ideal clamping position. On releasing the lever it will 
automatically re-engage.

ON REQUEST
- with threaded through hole

GN 125.5-with threaded insert

Description d1 d2 d3 d4 d5 h1 h2 h3 h4 ≈ h5 l t min.

GN 125.5-32-M6-* 32 M 6 13.5 8 20 20.5 1.5 12.5 36 4 100 11 160
GN 125.5-32-M8-* 32 M 8 13.5 8 20 20.5 1.5 12.5 36 4 100 11 160
GN 125.5-36-M8-* 36 M 8 16 10 25 24.5 2 15 45 4.5 120 14 233
GN 125.5-36-M10-* 36 M 10 16 10 25 24.5 2 15 45 4.5 120 14 228
GN 125.5-40-M10-* 40 M 10 19 12 30 30 4 19 53 4.5 130 17 370
GN 125.5-40-M12-* 40 M 12 19 12 30 30 4 19 53 4.5 130 17 340
GN 125.5-45-M12-* 45 M 12 23 12 32 35.5 4 24 64 5 145 23 495
GN 125.5-45-M16-* 45 M 16 23 12 32 35.5 4 24 64 5 145 23 440

Weight type E

 Complete with type of the Adjustable Flat tension levers (E or D)*

Straight lever Angled lever
D E

2/2

 Complete with type of the Adjustable Flat tension levers (E or D)*

Straight lever Angled lever
D E

GN 125.5-with threaded stud

Description d1 d2 l1 d3 d4 d5 h1 h2 h3 h4 ≈ h5 l2

GN 125.5-32-M8-12-* 32 M 8 12 13.5 8 20 20.5 1.5 12.5 36 4 100 155
GN 125.5-32-M8-16-* 32 M 8 16 13.5 8 20 20.5 1.5 12.5 36 4 100 160
GN 125.5-32-M8-20-* 32 M 8 20 13.5 8 20 20.5 1.5 12.5 36 4 100 160
GN 125.5-32-M8-25-* 32 M 8 25 13.5 8 20 20.5 1.5 12.5 36 4 100 159
GN 125.5-32-M8-32-* 32 M 8 32 13.5 8 20 20.5 1.5 12.5 36 4 100 160
GN 125.5-32-M8-40-* 32 M 8 40 13.5 8 20 20.5 1.5 12.5 36 4 100 160
GN 125.5-32-M8-50-* 32 M 8 50 13.5 8 20 20.5 1.5 12.5 36 4 100 180
GN 125.5-36-M10-16-* 36 M 10 16 16 10 25 24.5 2 15 45 4.5 120 240
GN 125.5-36-M10-20-* 36 M 10 20 16 10 25 24.5 2 15 45 4.5 120 250
GN 125.5-36-M10-25-* 36 M 10 25 16 10 25 24.5 2 15 45 4.5 120 253
GN 125.5-36-M10-32-* 36 M 10 32 16 10 25 24.5 2 15 45 4.5 120 250
GN 125.5-36-M10-40-* 36 M 10 40 16 10 25 24.5 2 15 45 4.5 120 260
GN 125.5-36-M10-50-* 36 M 10 50 16 10 25 24.5 2 15 45 4.5 120 260
GN 125.5-36-M10-63-* 36 M 10 63 16 10 25 24.5 2 15 45 4.5 120 282
GN 125.5-36-M10-80-* 36 M 10 80 16 10 25 24.5 2 15 45 4.5 120 260
GN 125.5-40-M12-25-* 40 M 12 25 19 12 30 30 4 19 53 4.5 130 280
GN 125.5-40-M12-32-* 40 M 12 32 19 12 30 30 4 19 53 4.5 130 380
GN 125.5-40-M12-40-* 40 M 12 40 19 12 30 30 4 19 53 4.5 130 380
GN 125.5-40-M12-50-* 40 M 12 50 19 12 30 30 4 19 53 4.5 130 380
GN 125.5-40-M12-63-* 40 M 12 63 19 12 30 30 4 19 53 4.5 130 400
GN 125.5-40-M12-80-* 40 M 12 80 19 12 30 30 4 19 53 4.5 130 407
GN 125.5-45-M16-32-* 45 M 16 32 23 12 32 35.5 4 24 64 5 145 540
GN 125.5-45-M16-40-* 45 M 16 40 23 12 32 35.5 4 24 64 5 145 540
GN 125.5-45-M16-50-* 45 M 16 50 23 12 32 35.5 4 24 64 5 145 683
GN 125.5-45-M16-63-* 45 M 16 63 23 12 32 35.5 4 24 64 5 145 580
GN 125.5-45-M16-80-* 45 M 16 80 23 12 32 35.5 4 24 64 5 145 724

Weight type E

Tension levers Tension levers
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Clamping levers DIN99
Stainless Steel

SPECIFICATION
Types
- Type L: Angled lever with plain bore H7
- Type N: Angled lever with threaded bore

- Version in Stainless Steel

Stainless Steel AISI 303 NI
matt shot-blasted

INFORMATION
The official DIN standard sheet specifies additional sizes 
40 - M5 / B5.

ON REQUEST
Stainless Steel-Lever handles with straight lever

TECHNICAL INFORMATION
- ISO Fundamental Tolerances (see page A21)
- Stainless Steel characteristics (see page A26)

DIN 99-NI

Description l1 d1 d2 H7 b d3 d4 ≈ 5d  -0.2 h ≈ l2 ≈

DIN 99-63-B8-L-NI 63 12 10 11 16 30.5 60 36
DIN 99-80-B10-L-NI 80 14.5 13 15 20 38 76 77
DIN 99-100-B12-L-NI 100

- B 8
- B 10
- B 12 18.5 16 19 25 47 95 139

DIN 99-50-M6-N-NI 50 M 6 8 7.5 12 24 48 17
DIN 99-63-M8-N-NI 63 M 8 10 11 16 30.5 60 37
DIN 99-80-M10-N-NI 80 M 10 13 15 20 38 76 73
DIN 99-100-M12-N-NI 100 M 12 16 19 25 47 95 130
DIN 99-125-M16-N-NI 125 M 16

- 9.5
- 12
- 14.5
- 18.5
- 24 20 23.5 32 59.5 119 287

Tension Levers

adjustable
from Stainless Steel

Zimmermann Tension Levers. For special demand
e.g. hospitals and laboratories, food- and beverage
industries.

Model: Complete lever from stainless steel,
material no. 1.4305, sand-blasted matt. Ball knob
DIN 319, plastic, black.

Special types such as different thread diameter,
screw lenght, etc. are available on request.

Tension Levers with Internal Thread - Stainless steel

Tension Levers with External Thread - Stainless Steel

...  P lease indicate here the desired length of screw e.g.  032  for  ll = 32 mm.

Order No. Size 
Internal 
Thread 

d2 
d1 

mm 
d3 

mm 
d4 

mm 
d5 

mm 
h1  

mm 
h3 

mm 
h4 

mm 
l 

mm 
t  

mm 
No. of 
Teeth 

Weight 
approx. 

kg 

14 21 06 999 E E0A 21  M    6 21 13,5 8 20 33,5 1 4 70 10 24 0,095 
14 21 08 999 E E0A  M    8 
14 24 08 999 E E0A 24  M    8 24 16  10  25 40 2,5 4,5 96 14 26 0,155 
14 24 10 999 E E0A   M 10
14 28 10 999 E E0A 28  M  10 28 19  12 30 48,5 4,5 4,5 110 17 28 0,261 
14 28 12 999 E E0A   M 12  

Order No. Size 
External 
Thread 

d2 

Length of Screw l1 (mm) 

14 21 08 ... E E0A 21 M   8 16 20 25 32  40 50 63 
14 24 10 ... E E0A 24 M 10 20 25 32 40 50 63 
14 28 12 ... E E0A 28 M 12 25 32 40 50 63 

Tension levers Clamping levers
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Clamp nuts with double lever
SPECIFICATION
Stainless Steel

- AISI 304
- AISI 316L A4
- matt shot-blasted

Shaft butt-welded to nut

20

ll

2
h

1d

3d

2d

1h

STAINLESS STEELGN 99.8

Description d1 d2 d3 h1 h2 ≈ l ≈

GN 99.8-16-M8-A4 16 M 8 10 12.5 26 47.5 50
GN 99.8-20-M10-A4 20 M 10 12 15 32 59.5 102
GN 99.8-25-M12-A4 25 M 12 14 19 40 75.5 213
GN 99.8-16-M8 16 M 8 10 12.5 26 47.5 50
GN 99.8-20-M10 20 M 10 12 15 32 59.5 102
GN 99.8-25-M12 25 M 12 14 19 40 75.5 211
GN 99.8-32-M16 32 M 16 18 25 52 94.5 435
GN 99.8-40-M20 40 M 20 20 31 62 118 710

Clamp nuts
Cast iron / Stainless Steel

SPECIFICATION
Version in malleable cast iron
- fettled
- Contact face machined

Version in Stainless Steel precision casting AISI CF-8 NI
- fettled
- Contact face machined

30

1

2

h

h 2

a

l
d

d

1

b

GN 206

Description d1 d2 a b h1 h2 ≈ l ≈

GN 206-16-M8 16 M 8 7 12 12 34 56 34
GN 206-20-M10 20 M 10 9 14 14 42.5 70 63
GN 206-25-M12 25 M 12 11 18 18 53 87 125
GN 206-32-M16 32 M 16 15 22 22 66.5 109 248
GN 206-40-M20 40 M 20 18 28 28 84.5 140 518

STAINLESS STEELGN 206-NI

Description d1 d2 a b h1 h2 ≈ l ≈

GN 206-16-M8-NI 16 M 8 7 12 12 34 56 30
GN 206-20-M10-NI 20 M 10 9 14 14 42.5 70 62
GN 206-25-M12-NI 25 M 12 11 18 18 53 87 125
GN 206-32-M16-NI 32 M 16 15 22 22 66.5 109 248
GN 206-40-M20-NI 40 M 20 18 28 28 84.5 140 491

Clamp nuts with double lever
Cast iron / Stainless Steel

SPECIFICATION
Version in malleable cast iron
- fettled
- Contact faces machined

Version in Stainless Steel NI
Stainless Steel-Precision casting 

- AISI CF-8
- fettled
- Contact faces machined

ON REQUEST
- Clamp nuts with double lever GN 206.1, plastic coated 

1d

2d

30

ll

b
2

h

h 1

a

GN 206.1

Description d1 d2 a b h1 h2 ≈ l ≈

GN 206.1-16-M8 16 M 8 7 12 12 34 56 61
GN 206.1-20-M10 20 M 10 9 14 14 42.5 70 104
GN 206.1-25-M12 25 M 12 11 18 18 53 87 220
GN 206.1-32-M16 32 M 16 15 22 22 66.5 109 400
GN 206.1-40-M20 40 M 20 18 28 28 84.5 140 760

STAINLESS STEELGN 206.1-NI

Description d1 d2 a b h1 h2 ≈ l ≈

GN 206.1-16-M8-NI 16 M 8 7 12 12 34 56 53
GN 206.1-20-M10-NI 20 M 10 9 14 14 42 70 98
GN 206.1-25-M12-NI 25 M 12 11 18 18 53 87 196
GN 206.1-32-M16-NI 32 M 16 15 22 22 66 109 396
GN 206.1-40-M20-NI 40 M 20 18 28 28 84 140 720

Stainless Steel-Clamp nuts
SPECIFICATION
Stainless Steel

- AISI 304
- AISI 316L A4
- matt shot-blasted

Shaft butt-welded to nut

STAINLESS STEELGN 99.6

Description l1 d1 d2 d3 h1 h2 ≈ l2 ≈

GN 99.6-63-M8-A4 63  8M 16 10 12.5 30.5 60 45
GN 99.6-80-M10-A4 80 M 10 20 12 15 37 76 75
GN 99.6- M12-100- A4 100  12M 25 14 19 46 95 149
GN 99.6-63-M8 63 M 8 16 10 12.5 30.5 60 45
GN 99.6-80-M10 80 M 10 20 12 15 37 76 75
GN 99.6-100-M12 100  12M 25 14 19 46 95 149
GN 99.6-125-M16 125 M 16 32 18 25 58.5 119 309
GN 99.6-160-M20 160 M 20 40 20 31 73 152 526

20

l2

l 1 d
3

h
2d1

d2

h 1

Clamp nuts Clamp nuts
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Timeless Furniture HandlesTimeless Furniture HandlesBow handles – stainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Furniture handle q 10 mm

Packing: 1 or 10 pieces

M4 threaded screws ŹFF 1.260

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
115 30 96 117.64.615
153 30 128 117.64.625
190 32 160 117.64.635
228 32 192 117.64.645
263 32 224 117.64.605
339 32 288 117.64.655
394 41 352 117.64.665
504 50 448 117.64.673

FF 1.90
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Timeless Furniture HandlesTimeless Furniture HandlesBow Handles – Stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1 or 30 pieces

Packing: 1 or 10 pieces

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
120 35 96 155.01.440
152 35 128 155.01.441
184 35 160 155.01.442

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
112 31 96 155.01.200
149 31 128 155.01.201
181 31 160 155.01.202
259 32 224 155.01.203
365 33 320 155.01.204

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
108.4 30 96 1 or 25 155.01.450
144.6 30 128 1 or 25 155.01.451
181.3 30 160 1 or 20 155.01.452
218 30 192 1 or 20 155.01.453

M4 threaded screws ŹFF 1.260

FF 1.91
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Furniture handles Furniture handles
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Timeless Furniture HandlesTimeless Furniture HandlesD handles – stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Furniture handle q 8 mm

Rose

Timeless Furniture HandlesTimeless Furniture HandlesD  handles – stainless steel  –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Furniture handle q 10 mm

Packing: 1 or 20 pieces

Packing: 1 or 50 pieces

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
72 32 64 155.01.220
90 32 82 155.01.221
104 32 96 155.01.222
120 32 112 155.01.223
136 32 128 155.01.224
168 32 160 155.01.225
200 32 192 155.01.226

> Material: Stainless steel, quality 1.4305/AISI 303

Finish/colour Cat. No.
Bright 116.10.094

> Material: Stainless steel, quality 1.4301/AISI 304

Finish/colour Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces

Matt brushed 74 35 64 1 or 20 155.01.230
106 35 96 1 or 20 155.01.231
138 35 128 1 or 20 155.01.232
170 35 160 1 or 20 155.01.233
202 35 192 1 or 20 155.01.234
234 35 224 1 or 20 155.01.235
298 35 288 1 or 10 155.01.236
362 35 352 1 or 10 155.01.237

Polished brass 
plated, 
PVD coated

106 35 96 1, 30 or 150 112.04.070
138 35 128 1, 20 or 100 112.04.071

Black, matt, 
PVD coated

106 35 96 1, 30 or 150 112.04.072
138 35 128 1, 20 or 100 112.04.073

Lettering clip ŹFF 1.200

M4 threaded screws ŹFF 1.260

FF 1.102
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Timeless Furniture HandlesTimeless Furniture HandlesD handles – stainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Furniture handle q 10 mm

Timeless Furniture HandlesTimeless Furniture HandlesD handles – stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Furniture handle q 12 mm

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
106 35 96 1 or 20 155.01.240
138 35 128 1 or 20 155.01.241
170 35 160 1 or 20 155.01.242
202 35 192 1 or 20 155.01.243
234 35 224 1 or 20 155.01.244
298 35 288 1 or 10 155.01.245
330 35 320 1 or 10 155.01.246
362 35 352 1 or 10 155.01.247
458 35 448 1 or 10 155.01.248
570 35 560 1 or 8 155.01.249

Lettering clip ŹFF 1.200

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
108 35 96 1 or 10 155.01.250
140 35 128 1 or 10 155.01.251
172 35 160 1 or 10 155.01.252
204 35 192 1 or 10 155.01.253
236 35 224 1 or 10 155.01.254
300 35 288 1 or 10 155.01.255
332 35 320 1 or 10 155.01.256
364 35 352 1 or 8 155.01.257
460 35 448 1 or 8 155.01.258
492 35 480 1 or 7 155.01.259
572 35 560 1 or 6 155.01.260
652 35 640 1 or 20 155.01.261
972 35 960 1 or 10 155.01.262

M4 threaded screws ŹFF 1.260

FF 1.103
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Furniture handles Furniture handles
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Packing: 1 or 10 pieces

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
110 35 96 1 or 10 155.01.270
142 35 128 1 or 10 155.01.271
174 35 160 1 or 10 155.01.272
206 35 192 1 or 10 155.01.273
238 35 224 1 or 10 155.01.274
302 35 288 1 or 8 155.01.275
366 35 352 1 or 7 155.01.276
462 35 448 1 or 5 155.01.277
574 35 560 1 or 5 155.01.278

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
176 40 160 155.01.280
208 40 192 155.01.281
240 40 224 155.01.282
304 40 288 155.01.283
368 40 352 155.01.284
464 40 448 155.01.285

M4 threaded screws ŹFF 1.260

FF 1.104
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Timeless Furniture HandlesTimeless Furniture HandlesD Pull Handles – Stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1 or 10 pieces

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
106 35 96 155.01.300
138 35 128 155.01.301
170 35 160 155.01.302
202 35 192 155.01.303
234 35 224 155.01.304
266 35 256 155.01.305
298 35 288 155.01.306
330 35 320 155.01.307

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Packing Cat. No.
mm mm pieces
106 96 1 or 10 155.01.290
138 128 1 or 10 155.01.291
170 160 1 or 10 155.01.292
202 192 1 or 10 155.01.293
234 224 1 or 10 155.01.294
298 288 1 or 10 155.01.295
362 352 1 or 10 155.01.296
458 448 1 or 10 155.01.297
570 560 1 or 8 155.01.298

Lettering clip ŹFF 1.200

M4 threaded screws ŹFF 1.260

FF 1.105
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Furniture handles Furniture handles
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Packing: 1 or 50 pieces

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
140 39 128 155.01.580
172 39 160 155.01.581
204 39 192 155.01.582
332 39 320 155.01.583

M4 threaded screws ŹFF 1.260

FF 1.106
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Timeless Furniture HandlesFurniture Handles TimelessD Pull Handles – Stainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1 or 20 pieces

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
104 25 96 155.01.330
136 25 128 155.01.331
168 25 160 155.01.332
200 25 192 155.01.333
232 25 224 155.01.334
264 25 256 155.01.335
296 25 288 155.01.336
328 25 320 155.01.337

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Packing Cat. No.
mm mm pieces
166 160 1 or 10 155.01.310
198 192 1 or 10 155.01.311
230 224 1 or 10 155.01.312
294 288 1 or 8 155.01.313

M4 threaded screws ŹFF 1.260

FF 1.107
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Furniture handles Furniture handles
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Timeless Furniture HandlesTimeless Furniture HandlesD Pull Handles – Stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

> Material: Stainless steel, quality 1.4301/AISI 304

Finish/colour Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces

Satin brushed 106 35 96 1 or 10 155.01.340
138 35 128 1 or 10 155.01.341
170 35 160 1 or 10 155.01.342
202 35 192 1 or 10 155.01.343
234 35 224 1 or 10 155.01.344
298 35 288 1 or 10 155.01.345
362 35 352 1 or 10 155.01.346
458 35 448 1 or 8 155.01.347
570 35 560 1 or 7 155.01.348

Polished 
brass plated, 
PVD coated

106 35 96 1 or 30 112.04.080
138 35 128 1 or 20 112.04.081

Black, matt, 
PVD coated

106 35 96 1 or 30 112.04.082
138 35 128 1 or 20 112.04.083

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
108 35 96 1 or 10 155.01.350
140 35 128 1 or 10 155.01.351
172 35 160 1 or 10 155.01.352
204 35 192 1 or 10 155.01.353
236 35 224 1 or 10 155.01.354
300 35 288 1 or 8 155.01.355
364 35 352 1 or 7 155.01.356
460 35 448 1 or 5 155.01.357
572 35 560 1 or 5 155.01.358

M4 threaded screws ŹFF 1.260

1
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 –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
142 40 128 1 or 50 155.01.590
174 40 160 1 or 50 155.01.591
206 40 192 1 or 50 155.01.592
238 40 224 1 or 50 155.01.593
302 40 288 1 or 50 155.01.594
334 40 320 1 or 50 155.01.595
654 40 640 1 or 25 155.01.596

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
141 38 128 1 or 10 155.01.460
173 38 160 1 or 10 155.01.461
205 38 192 1 or 10 155.01.462
237 38 224 1 or 10 155.01.463
301 38 288 1 or 10 155.01.464
333 38 320 1 or 10 155.01.465
453 38 440 1 or 5 155.01.466

M4 threaded screws ŹFF 1.260

FF 1.109
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Packing: 1 or 10 pieces

M4 threaded screws ŹFF 1.260

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
106 35 96 155.01.360
138 35 128 155.01.361
170 35 160 155.01.362
202 35 192 155.01.363
234 35 224 155.01.364
266 35 256 155.01.365
298 35 288 155.01.366
330 35 320 155.01.367

FF 1.110
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Furniture Handles, Stainless SteelFurniture Handles TimelessStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1 or 10 pieces

Packing: 1 or 10 pieces

M4 threaded screws ŹFF 1.260

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
126 24 96 155.01.370
158 24 128 155.01.371
190 24 160 155.01.372

> Material: Stainless steel, quality 1.4305/AISI 303

Finish/colour Cat. No.
Satin brushed 100.54.013

FF 1.111
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Packing: 1 or 10 pieces

M4 threaded screws ŹFF 1.260

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
136 37 96 1 or 20 155.01.420
168 37 128 1 or 15 155.01.421
200 37 160 1 or 15 155.01.422
232 37 192 1 or 15 155.01.423
264 37 224 1 or 10 155.01.424
360 37 320 1 or 8 155.01.425
488 37 448 1 or 8 155.01.426
520 37 480 1 or 5 155.01.427
712 37 672 1 or 5 155.01.428
936 37 896 1 or 5 155.01.429
1192 37 1152 1 or 4 155.01.430

Also available for common standard cabinet widths

> Material: Stainless steel, quality 1.4305/AISI 303
> Finish/colour: Satin brushed
> Version: With fixed threaded sleeve, 

separate rectangular base

Cabinet width Dim. A Dim. B Dim. C1 Dim. C Cat. No.
mm mm mm mm mm
With 2 bases
– 121 35 – 96 100.66.001
– 153 35 – 128 100.66.002
– 185 35 – 160 100.66.003
– 217 35 – 192 100.66.004
– 249 35 – 224 100.66.005
– 313 35 – 288 100.66.007
– 345 35 – 320 100.66.008
– 377 35 – 352 100.66.009
– 473 35 – 448 100.66.012
600 485 35 – 460 100.66.011
700 585 35 – 560 100.66.013
800 685 35 – 660 100.66.014
With 3 bases
900 785 35 380 760 100.66.015
1000 885 35 430 860 100.66.016
1100 985 35 480 960 100.66.017
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Timeless Furniture HandlesTimeless Furniture HandlesHandles with base – stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Furniture handle q 10 mm

Timeless Furniture HandlesTimeless Furniture HandlesHandles with base – stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Furniture handle q 12 mm

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
136 35 96 1 or 30 155.01.380
168 35 128 1 or 20 155.01.381
200 35 160 1 or 20 155.01.382
232 35 192 1 or 20 155.01.383
264 35 224 1 or 20 155.01.384
328 35 288 1 or 15 155.01.385
360 35 320 1 or 10 155.01.386
392 35 352 1 or 10 155.01.387
488 35 448 1 or 10 155.01.388
600 35 560 1 or 10 155.01.389
700 35 660 1 or 8 155.01.390
800 35 760 1 or 8 155.01.391

> Material: Stainless steel, quality 1.4301/AISI 304

Finish/colour Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces

With 2 bases
Satin brushed 136 35 96 1 or 20 155.01.400

168 35 128 1 or 10 155.01.401
200 35 160 1 or 10 155.01.402
232 35 192 1 or 10 155.01.403
264 35 224 1 or 10 155.01.404
296 35 256 1 or 10 155.01.414
328 35 288 1 or 10 155.01.405
360 35 320 1 or 10 155.01.406
392 35 352 1 or 10 155.01.407
488 35 448 1 or 10 155.01.408
500 35 460 1 or 8 155.01.410
600 35 560 1 or 5 155.01.411
700 35 660 1 or 5 155.01.412
800 35 760 1 or 10 155.01.409

Polished brass 
plated, PVD coated

136 35 96 1, 20 or 100 112.04.060
168 35 128 1, 10 or 50 112.04.061

Black, satin, 
PVD coated

136 35 96 1, 20 or 100 112.04.062
168 35 128 1, 10 or 50 112.04.063

With 3 bases
Satin brushed 1000 35 960 1 or 20 155.01.413

M4 threaded screws ►FF 1.260
20.05.2021
ID 5466

FF 1.131

Furniture handles Furniture handles

www.metalika-kacin.com www.metalika-kacin.com



D
G

H
-M

-IN
T 

20
20

, H
D

E-
en

, 0
5/

19
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

Furniture Handles, Stainless SteelTimeless Furniture HandlesStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1 piece

Screw length = 31 mm + wood thickness

M4 threaded screws ŹFF 1.260

> Material: Stainless steel, quality 1.4301/AISI 304
> Version: Handle: Stainless steel tube, 

base: Zinc alloy
> Finish/colour: Handle: Satin brushed, 

base: Satin stainless steel coloured, brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
150 35 128 1 or 15 155.01.470
182 35 160 1 or 15 155.01.471
214 35 192 1 or 15 155.01.472
310 35 288 1 or 15 155.01.473
342 35 320 1 or 10 155.01.474
514 35 492 1 or 5 155.01.475
814 35 792 1 or 5 155.01.476

> Material: Stainless steel, quality 1.4305/AISI 303
> Finish/colour: Satin brushed
> Version: Separate base

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
108 40 96 100.44.001
140 40 128 100.44.002
172 40 160 100.44.003
204 40 192 100.44.004
236 40 224 100.44.005
300 40 288 100.44.006
332 40 320 100.44.007
364 40 352 100.44.008
460 40 448 100.44.009
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Timeless Furniture HandlesTimeless Furniture HandlesBar Handles – Stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Thread depth 36 mm including base

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
240 36 160 1 or 10 155.01.190
304 36 224 1 or 8 155.01.191
400 36 320 1 or 6 155.01.192

> Material: Handle: Stainless steel, quality 1.4301/AISI 304, 
base: Steel

> Finish/colour: Handle: Satin,
base: Satin stainless steel coloured

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
116 38 96 1, 10 or 100 155.00.960
148 38 128 1, 10 or 100 155.00.961
212 38 192 1, 10 or 60 155.00.962
244 38 224 1, 10 or 60 155.00.963
340 38 320 1, 10 or 50 155.00.964
500 38 480 1, 10 or 40 155.00.965
692 38 672 1, 10 or 30 155.00.966

M4 threaded screws ŹFF 1.260

FF 1.133
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Timeless Furniture KnobsHäfele Design Furniture HandlesStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1, 40 or 400 pieces

M4 threaded screws ŹFF 1.260

> Material: Stainless steel, quality 1.4301/AISI 304

Finish/colour Dim. 
A

Dim. 
B

Packing Cat. No.

mm mm pieces
Satin brushed 12 25 1 or 40 155.01.485

20 30 1 or 20 155.01.486
Polished brass plated, 
PVD coated

12 25 1, 40 or 400 112.02.102
20 30 1, 20 or 200 112.02.103

Black, matt,
PVD coated

12 25 1, 40 or 400 112.02.104
20 30 1, 20 or 200 112.02.105

> Material: Stainless steel, quality 1.4301/AISI 304

Finish/colour Dim. A Dim. B Cat. No.
mm mm

Satin brushed 12 25 112.02.110
20 30 112.02.111

Polished brass plated, 
PVD coated

12 25 112.02.112
20 30 112.02.113

Black, matt,
PVD coated

12 25 112.02.114
20 30 112.02.115
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Timeless Furniture KnobsHäfele Design Furniture HandlesStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Timeless Furniture KnobsHäfele Design Furniture HandlesStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Timeless Furniture KnobsHäfele Design Furniture HandlesStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1 or 10 pieces

Packing: 1 or 10 pieces

Packing: 1 or 10 pieces

Packing: 1 or 10 pieces

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Packing Cat. No.
mm mm pieces
15 30 1 or 30 155.01.480
20 30 1 or 20 155.01.481

Material Finish/colour Cat. No.

Stainless steel, 
quality 1.4305/AISI 303

Satin brushed 134.82.605

Aluminium Black anodized 134.82.610

12

3
0

> Material: Stainless steel, quality 1.4305/AISI 303

Finish/colour Cat. No.
Satin brushed 131.33.000

> Material: Stainless steel, quality 1.4305/AISI 303
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
25 22 10 134.81.617
32 25 10 134.81.626

> Material: Stainless steel, quality 1.4305/AISI 303
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Cat. No.
mm mm mm
20 27 20 135.13.601
25 32 25 135.13.602
30 38 30 135.13.603A

C

M4 threaded screws ŹFF 1.260
15.04.2020

FF 1.169
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 –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Timeless Furniture KnobsHäfele Design Furniture HandlesStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Furniture Knobs, Stainless Steel Stainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Packing: 1 or 80 pieces

M4 threaded screws ŹFF 1.260

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
12 20 9 1 or 100 155.01.520
16 25 12 1 or 100 155.01.521
19 25 15 1 or 80 155.01.522
25 30 25 1 or 50 155.01.525

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Packing Cat. No.
mm mm pieces
19 20 1 or 100 155.01.515
25 20 1 or 80 155.01.516
32 20 1 or 60 155.01.517

> Material: Stainless steel, quality 1.4301/AISI 304
> Finish/colour: Satin brushed

Dim. A Dim. B Dim. C Packing Cat. No.
mm mm mm pieces
12 20 7 1 or 120 155.01.510
16 26 9 1 or 100 155.01.511
20 28 11 1 or 100 155.01.512

> Material: Stainless steel, quality 1.4301/AISI 304

Finish/colour Cat. No.
Matt brushed 155.01.526
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