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NEAT AND 
CLEAN.
Insensitive to dirt and easy to 

clean thanks to slanted sur-

faces and transition radii, the 

bow handle can be used both 

vertically and horizontally.
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DIRAK-SNAP-Technology.
Did you know? Most of our 
 products are also available with 
DIRAK-SNAP-Technology (DST).
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Page: 14, 16, 18, 26, 36, 39-43

Page: 23, 38

Brass

Cast iron 

Page: 16-17

Page: 26

*Page numbers refer to document pages (not catalogue pages)

Product examples



694 | Handles | 695HandlesCARET-LEFT all product details 
on DIRAK.com

all product details CARET-RIGHT 
on DIRAK.com

6-1000 6-1000.01

Advantages

■ For vertical or horizontal appli-
cations.

■ Resistant to dirt and easy to
clean due to sloping surfaces
and transition radii.

■ Corrosion-resistant.

■ Screws are covered by plugs.

■ Plugs clip into the handle tool-
less.

Materials

Handle and plugs: PA, grey 
(RAL 7001) or black, matt

Remarks

Fastening with M8 cylinder head 
screws DIN 7984.

 Polyamide handle complete, with 2 plugs
Part Number Surface L L1 L2 H Installation type Delivery Unit

352-2151.03-00000 grey RAL 7001 200 mm 220 mm 178.5 mm 60 mm screw-on 10 pcs.
352-2151.03-00001 black 200 mm 220 mm 178.5 mm 60 mm screw-on 10 pcs.

Bridge Handle PA	 [6-1000.01]
Advantages

■ For vertical or horizontal appli-
cations.

■ Resistant to dirt and easy to
clean due to sloping surfaces 
and transition radii.

■ Corrosion-resistant.

■ Screws are covered by plugs.

■ Plugs clip into the handle tool-
less.

Materials

■ Bridge handle: PA, black

Remarks

Fastening by cylinder head 
screws DIN 7984, cylinder head 
screws DIN EN ISO 4762, hex. 
head screws DIN 931 and / or 
countersunk screws  
DIN EN ISO 10642.

Polyamide handle complete, with 2 plugs
Part Number Fastening type L L1 L2 H Installation 

type
Delivery Unit

a) 213-9207.00-00000 Countersunk screws M5 122 mm 142 mm 98 mm 41 mm screw-on 10 pcs.
a) 213-9204.00-00000 Countersunk screws M5 122 mm 142 mm 98 mm 50 mm screw-on 10 pcs.
a) 213-9202.00-00000 Countersunk screws M5 150 mm 170 mm 126 mm 50 mm screw-on 10 pcs.
b) 213-9205.00-00000 Countersunk screws M6 122 mm 142 mm 98 mm 50 mm screw-on 10 pcs.
c) 213-9206.00-00000 Cylinder head screws / hex. screws M6 122 mm 142 mm 98 mm 41 mm screw-on 10 pcs.
c) 213-9203.00-00000 Cylinder head screws / hex. screws M6 122 mm 142 mm 98 mm 50 mm screw-on 10 pcs.
c) 213-9201.00-00000 Cylinder head screws / hex. screws M6 150 mm 170 mm 126 mm 50 mm screw-on 10 pcs.
d) 350-2040.00-00000 Cylinder head screws M8 179 mm 199 mm 155 mm 50 mm screw-on 10 pcs.

Accessories

755	 6-041 Countersunk Screws and Hexagon Nuts

Bridge Handle PA	 [6-1000]
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6-10316-1001DST

Advantages

■ Bridge handle, two sizes.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: PA, black

Remarks

a) fastening with cap screws
DIN 7984, cap screws
DIN ISO 4762, hexagon head
screws DIN 931 SW10.

b) fastening with countersunk
head screws DIN EN ISO 10642.

Bridge handle 
Part Number Fastening type L L1 L2 H H1 B Installation 

type
Delivery Unit

a) 213-0202.03-00000 Countersunk screws M5 122 mm 142 mm 98 mm 40 mm 32 mm 26 mm screw-on 10 pcs.
b) 213-0201.03-00000 Hexagon screws M6 122 mm 142 mm 98 mm 40 mm 32 mm 26 mm screw-on 10 pcs.
a) 213-0204.03-00000 Countersunk screws M5 150 mm 170 mm 120 mm 52 mm 42 mm 28 mm screw-on 10 pcs.
b) 213-0203.03-00000 Hexagon screws M6 150 mm 170 mm 120 mm 52 mm 42 mm 28 mm screw-on 10 pcs.

Accessories

755	 6-041 Countersunk Screws and Hexagon Nuts

PA Bridge Handle	 [6-1031]
Advantages

■ Bridge handle with
DIRAK‑SNAP‑Technology, two 
sizes.

■ Tool-less installation.

■ The appealing design guaran-
tees a firm and reliable grab.

■ The closed surface makes it
resistant to dirt and easy to
clean.

■ Lowest inside radius 5mm.

■ For vertical or horizontal appli-
cations.

■ Vibration-proof according to
DIN EN 61373.

Materials

■ Bridge handle and cap: PA,
black

■ Snap wedges: sintered steel

Remarks

Handle for variable lengths in 
the same design see product 
system 6-1600DST.

Polyamide handle
Part Number Clamping 

range (S)
L L1 L2 H H1 B Installation 

type
Delivery Unit

a) 413-9003.00-00015 0.8 - 1.5 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9003.00-00020 1.3 - 2.0 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9003.00-00027 2.0 - 2.7 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9004.00-00015 0.8 - 1.5 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.
a) 413-9004.00-00020 1.3 - 2.0 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.
a) 413-9004.00-00027 2.0 - 2.7 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.

Accessories Polyamide handle
Part Number Type Installation type Delivery Unit

b) 413-0901.54-00000 Cap tool-less 10 pcs.

DST Bridge Handle	 [6-1001DST]

Ha
nd
le
s

Ha
nd
le
s

www.metalika-kacin.com www.metalika-kacin.com



698 | Handles | 699HandlesCARET-LEFT all product details 
on DIRAK.com

all product details CARET-RIGHT 
on DIRAK.com

6-11036-1102

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for hospital equip-
ment, medical and food pro-
cessing technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M5.

Bridge handle, round
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0517.96-00100 100 mm 110 mm 90 mm 40 mm 30 mm screw-on 10 pcs.

Bridge Handle [6-1103]
Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for hospital equip-
ment, medical and food pro-
cessing technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M8.

Additional lengths on request.

Bridge handle, ellipse
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0514.96-00112 112 mm 126 mm 98 mm 55 mm 41 mm screw-on 10 pcs.
213-0514.96-00128 128 mm 142 mm 114 mm 55 mm 41 mm screw-on 10 pcs.
213-0514.96-00160 160 mm 174 mm 146 mm 55 mm 41 mm screw-on 10 pcs.

Bridge Handle [6-1102]
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6-11056-1104

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for hospital equip-
ment, medical and food pro-
cessing technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Brigde handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M5.

Bridge handle, half round
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0516.96-00100 100 mm 108 mm 92 mm 40 mm 32 mm screw-on 10 pcs.

Bridge Handle [6-1105]
Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ Handles for machine build-
ing, tool building, electrical
industry, hospital equipment,
medical and food processing
technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M6.

Bridge handle, half round
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0513.96-00112 112 mm 122 mm 102 mm 50 mm 40 mm screw-on 10 pcs.
213-0513.96-00128 128 mm 138 mm 118 mm 50 mm 40 mm screw-on 10 pcs.
213-0513.96-00160 160 mm 170 mm 150 mm 50 mm 40 mm screw-on 10 pcs.

Bridge Handle [6-1104]
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6-11076-1106

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enslosures, equip-
ments and other applications.

■ For vertical or horizontal appli-
cations.

Materials

■ Finger pull handle: alumi-
num, anodized natural (silver)

■ Other surfaces on request.

Remarks

Fastening with M4 screws.

Finger pull handle
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0510.96-00285 28.5 mm 35 mm 22.2 mm 27 mm 20.5 mm screw-on 10 pcs.

Finger Pull Handle	 [6-1107]
Advantages

■ Solid aluminum handle.

■ The appealing kidney-shaped
design makes it ergonomic
and easy to use.

■ Handles for machine build-
ing, tool building, electrical
industry, hospital equipment,
medical and food processing
technology.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

For screws M8.

Bridge handle 
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0515.96-00128 128 mm 145 mm 116 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00160 160 mm 177 mm 148 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00192 192 mm 209 mm 180 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00350 350 mm 367 mm 338 mm 57 mm 42.5 mm screw-on 10 pcs.
213-0515.96-00500 500 mm 517 mm 488 mm 57 mm 42.5 mm screw-on 10 pcs.

Bridge Handle [6-1106]
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6-11096-1108

Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ For vertical or horizontal appli-
cations.

Materials

■ Finger pull handle:
aluminum, anodized natural
(silver)

■ Other surfaces on request.

Remarks

Fastening with M4 screws.

Bridge handle in same design 
see product system 6-1108.

Finger pull handle
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0511.96-00030 30 mm 37 mm 23 mm 26 mm 19 mm screw-on 10 pcs.
213-0511.96-00064 64 mm 71 mm 57 mm 26 mm 19 mm screw-on 10 pcs.

Finger Pull Handle	 [6-1109]
Advantages

■ Solid aluminum handle, mod-
ern industrial design.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: aluminum,
anodized natural (silver)

■ Other surfaces on request.

Remarks

Fastening with M4 screws.

Finger pull handle in same de-
sign see product system 6-1109.

Bridge handle 
Part Number L L1 L2 H H1 Installation type Delivery Unit

213-0512.96-00096 96 mm 103 mm 89 mm 26 mm 19 mm screw-on 10 pcs.
213-0512.96-00128 128 mm 135 mm 121 mm 26 mm 19 mm screw-on 10 pcs.

Bridge Handle [6-1108]
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6-1171DST6-1131

Advantages

■ Elegant bridge handle with
DIRAK‑SNAP‑Technology.

■ Surface matt chrome plated.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Handle: zinc die, matte
chrome plated

■ Other surfaces on request.

■ Snap wedges: sintered steel

Bridge handle 
Part Number Clamping 

range (S)
L L1 L2 H H1 D Installation 

type
Delivery Unit

413-9017.00-00815 0.8 - 1.5 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9017.00-01320 1.3 - 2.0 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9017.00-01522 1.5 - 2.2 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9018.00-00815 0.8 - 1.5 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.
413-9018.00-01320 1.3 - 2.0 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.
413-9018.00-01522 1.5 - 2.2 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.

DST Bridge Handle	 [6-1171DST]
Advantages

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: zinc die,
chrome plated or black

Remarks

Fastening with M4 screws.

Bridge handle 
Part Number Surface L L1 L2 H Installation type Delivery Unit

213-0303.31-00000 chrome plated 81 mm 93 mm 72 mm 22 mm screw-on 10 pcs.
213-0303.33-00000 black 81 mm 93 mm 72 mm 22 mm screw-on 10 pcs.
213-0302.31-00000 chrome plated 95.5 mm 106 mm 85 mm 24 mm screw-on 10 pcs.
213-0302.33-00000 black 95.5 mm 106 mm 85 mm 24 mm screw-on 10 pcs.

Bridge Handle [6-1131]
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6-1200.01DST6-1133DST

Advantages

■ OMEGA small fin-
ger pull handles with
DIRAK‑SNAP‑Technology.

■ The finger pull handles are
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ OMEGA: zinc die, matte
chrome plated or PA black

■ Other surfaces on request.

■ Snap wedges: sintered steel

Finger pull handle
Part Number Clamping range (S) Material Surface Installation type Delivery Unit

413-9001.00-00015 0.8 - 1.5 mm PA black tool-less 10 pcs.
413-9001.00-00020 1.3 - 2.0 mm PA black tool-less 10 pcs.
413-9001.00-00022 1.5 - 2.2 mm PA black tool-less 10 pcs.
413-9008.00-00015 0.8 - 1.5 mm zinc die matte chrome plated tool-less 10 pcs.
413-9008.00-00020 1.3 - 2.0 mm zinc die matte chrome plated tool-less 10 pcs.
413-9008.00-00022 1.5 - 2.2 mm zinc die matte chrome plated tool-less 10 pcs.

Accessories

764	 292-0306.80-02530 Tool for uninstallation
763	 292-0702.15-01030 Reinforcement plate for cutout 

DST Finger Pull Handle OMEGA	 [6-1200.01DST]
Advantages

■ Elegant bridge handle with
DIRAK‑SNAP‑Technology in 
different lengths.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ Tool-less installation.

Materials

■ Bridge handle: zinc die,
matte chrome plated

■ Other surfaces on request.

■ Snap wedges: sintered steel

Bridge handle 
Part Number Clamping range (S) L L1 L2 Installation type Delivery Unit

413-9013.40-00609 0.6 - 0.9 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-00811 0.8 - 1.1 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-01215 1.2 - 1.5 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-01821 1.8 - 2.1 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-02225 2.2 - 2.5 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9014.40-00609 0.6 - 0.9 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-00811 0.8 - 1.1 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-01215 1.2 - 1.5 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-01821 1.8 - 2.1 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-02225 2.2 - 2.5 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9015.40-00609 0.6 - 0.9 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-00811 0.8 - 1.1 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-01215 1.2 - 1.5 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-01821 1.8 - 2.1 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-02225 2.2 - 2.5 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.

DST Bridge Handle OMICRON	 [6-1133DST]
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6-1300DST6-1200.02DST

Advantages

■ Finger pull with
DIRAK‑SNAP‑Technology, 
sideways folding.

■ Small space requirement.

■ This finger pull handle is
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ Handle- and snap-part: zinc
die, matt chrome plated

■ Other surfaces on request!

■ Pins: steel, zinc plated

■ Spring: spring steel, zinc
plated

■ Snap wedges: sintered steel

Finger pull handle
Part Number Clamping range (S) Installation type Delivery Unit

413-9016.00-00811 0.8 - 1.1 mm tool-less 10 pcs.
413-9016.00-01215 1.2 - 1.5 mm tool-less 10 pcs.
413-9016.00-01821 1.8 - 2.1 mm tool-less 10 pcs.
413-9016.00-02225 2.2 - 2.5 mm tool-less 10 pcs.

Specific accessories

764	 292-0306.80-02530 Tool for uninstallation

DST Finger Pull Handle, folding	 [6-1300DST]
Advantages

■ OMICRON small finger
pull handles with
DIRAK‑SNAP‑Technology.

■ Small space requirement.

■ The finger pull handles are
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ OMICRON: zinc die, matt
chrome plated

■ Snap wedges: sintered steel

Finger pull handle OMICRON
Part Number Clamping range (S) Handle height Installation type Delivery Unit

a) 413-9009.40-00609 0.6 - 0.9 mm 25mm tool-less 10 pcs.
a) 413-9009.40-00811 0.8 - 1.1 mm 25mm tool-less 10 pcs.
a) 413-9009.40-01215 1.2 - 1.5 mm 25mm tool-less 10 pcs.
a) 413-9009.40-01821 1.8 - 2.1 mm 25mm tool-less 10 pcs.
a) 413-9009.40-02225 2.2 - 2.5 mm 25mm tool-less 10 pcs.
a) 413-9009.40-02427 2.4 - 2.7 mm 25mm tool-less 10 pcs.
b) 413-9010.40-00609 0.6 - 0.9 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-00811 0.8 - 1.1 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-01215 1.2 - 1.5 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-01821 1.8 - 2.1 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-02225 2.2 - 2.5 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-02427 2.4 - 2.7 mm 37,5mm tool-less 10 pcs.

Accessories

764	 292-0306.80-02530 Tool for uninstallation

DST Finger Pull Handle OMICRON	 [6-1200.02DST]
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6-13806-1330DST

Advantages

■ Flush-mounted hinged,
recessed handle. Zinc die with
or without lock and opening
angle about 60° or 80°.

■ The vibration proof construc-
tion makes it possible to use
this flush-mounted handle in
special areas such as road
vehicles and railcars/wagons.

■ Unauthorized activation of
the recessed hinged han-
dle is prevented by an inte-
grated safety quarter-turn,
which is operated by means
of an insert key. This handle
features construction, which
prevents accumulation of dirt
due to the completely closed
housing surface.

■ For vertical or horizontal appli-
cations.

Materials

■ Hinged recessed handle:
zinc die, chrome plated or
black

Remarks

Weight: 510g.

1. rubber bumper

Hinged recessed handle, zinc die
Part Number Locking Surface Opening angle Installation type Delivery Unit

a) 213-9101.00-00060 yes chrome plated 60° screw-on 10 pcs.
a) 213-9102.00-00060 yes black 60° screw-on 10 pcs.
a) 213-9101.00-00080 yes chrome plated 80° screw-on 10 pcs.
a) 213-9102.00-00080 yes black 80° screw-on 10 pcs.
b) 213-9001.00-00060 without chrome plated 60° screw-on 10 pcs.
b) 213-9002.00-00060 without black 60° screw-on 10 pcs.
b) 213-9001.00-00080 without chrome plated 80° screw-on 10 pcs.
b) 213-9002.00-00080 without black 80° screw-on 10 pcs.

Specific accessories

769	 204-0103.00-00000 Wrenches
769	 204-0403.03-00000 Hollow key, (logo both sides)
766	 204-0701.07-07500 Universal key for Inserts

Hinged Recessed Handle, flush mounted	 [6-1380]
Advantages

■ Revolving pull handle with
DIRAK‑SNAP‑Technology.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ The corrugation shows open-
ing tab location.

■ A soft push on the tab rotates
the handle into the final, open
position.

■ A soft push rotates the han-
dle into the closed position,
resulting in a fully flush sur-
face.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Handle and dish: PA, black

■ Pin: steel, zinc plated

■ Snap wedges: sintered steel

Remarks

1. mounting position (fluting at
the bottom) and closed

2. open

3. handle swiveled out

Revolving pull handle
Part Number Clamping range (S) Installation type Delivery Unit

413-9005.00-00015 0.8 - 1.5 mm tool-less 10 pcs.
413-9005.00-00020 1.3 - 2.0 mm tool-less 10 pcs.

DST Revolving Pull Handle	 [6-1330DST]
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Griffschale / Handle system

snap³

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.

50

24

6,8 

Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

75,5 x 194,5 mm

75.5 x 194.5 mm

Material (Griff)

Material (handle)

Zamak

Zamak

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90° rechts

90° right

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)

80

20
0

20

 26,5 

 57 14,

3 2
 23 75,5

19
4,

5

Model: Polyamide black. Thread from brass
MS 58.

Pull Handles - Plastic

Order No. b 
mm 

l 
mm 

a   
mm 

Thread 
d 

h 
mm 

 r t 
mm 

64 12 088 sw 12 88 9  M 5 40 22 7,5 
64 12 100 sw 12 100 9  M 5 40 22 7,5 
64 12 120 sw 12 120 9  M 5 40 22 7,5 

Grab handles

 Material: PA-glass fi bre reinforced
Colour: black 

  Part no. L   A   H   C   d 

6115711200 110   94±1   37   21   6,5 

6115713200   133   116±1   40   24   9,0 

6115713201   139   120±1   40   24   8,5 

6115714200 151   132±1   43   26   8,5 

6115718200 200   180±1   50   28   8,5 

6115723200 260   235±1   54   32   10,5 

Pull handles from plastic



Front mount grab handles
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Front mount grab handles
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Rear mount grab handles
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40000 MANIGLIA INOX CURVA 195 183 12 40 M5X10
40002 MANIGLIA INOX CURVA 104 96 8 28 M4X10

 CODE
L

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

I D H F
descrizione - description 

40003L MANIGLIA INOX CURVA LUCIDA 98 88 10 43 M5X10
40003S MANIGLIA INOX CURVA SABBIATA 98 88 10 43 M5X10
40004L MANIGLIA INOX CURVA LUCIDA 110 100 10 43 M5X10
40004S MANIGLIA INOX CURVA SABBIATA 110 100 10 43 M5X10
40005L MANIGLIA INOX CURVA LUCIDA 130 120 10 43 M5X10
40005S MANIGLIA INOX CURVA SABBIATA 130 120 10 43 M5X10
40006L MANIGLIA INOX CURVA LUCIDA 190 180 10 43 M5X10
40006S MANIGLIA INOX CURVA SABBIATA 190 180 10 43 M5X10

 CODE
L

DIMENSIONI PRINCIPALI - MAIN DIMENSIONS

I D H F
descrizione - description 

D
L

H
F

I

D

L

H

F

I

• Material: stainless steel 1.4301. Polished surface (sandblasted treatment on request). Applications: pharmaceutical, chemical, food, 

wine and packaging industry. 

Rear mount grab handles

AA DD dd GG HH RR
125 12 12.8 M5 51 14 1095-U38-125PK
200 16 16.8 M6 59 18 1095-U39-200PK

Seal

Stainless steel bow-type handle AISI 316L for hygienic areas, with seal



Rear mount grab handles
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Rear mount grab handles
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Further dimensions on request (also from stock).

Further dimensions on request (also from stock).



Rear mount grab handles
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Rear mount grab handles
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Rear mount grab handles
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Rear mount grab handles
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Bow-type handleBow-type handle
m.s. raw, perforated 6040-15-A
m.s. raw, unperforated 6040-15-01KA
m.s. zinc-plated DS plus Top Coat, perforated 6040-15-JQ
AISI 304, perforated 6040-15-PC
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Material: handle brackets of technopolymer
bar of aluminium
Colour: black 

Hand grips / bow-type handles  |  Polymer-Aluminium 

Material: PA-glass fibre reinforced
Colour: black 

Hand grips / bow-type handles  |  PA-glass fibre 

Material: thermoset material FS 31 DIN 7708
insert of brass
Colour: black 

Hand grips / bow-type handles  |  Thermoset material 

www.emico.de Page |  59

Material: handle brackets of PA-glass fibre reinforced
bar of aluminium 
Colours (F): 
colour code 0 = black ~RAL 9005
colour code 4 = orange ~RAL 2004 

Hand grips / bow-type handles  |  PA-Aluminium 

www.metalika-kacin.com www.metalika-kacin.com

 Bow-type handles with through-hole and covering caps

Material: PA-glass fi bre reinforced
blackColour: 

Possible cap colours: 
colour code (F): 
black RAL 7021 
blue RAL 5005  

AL 1021  yellow R
orange RAL 2004 
red RAL 3001
silver RAL 9006 

  Part no.   A   L   H   d   C   h1   F 

  6115509210   93±1   116   35   6,5   20   20   black 

  6115509220   93±1   116   35   6,5   20   20 blue 

  6115509230   93±1   116   35   6,5   20   20   yellow

  6115509240   93±1   116   35   6,5   20   20   orange 

  6115509250   93±1   116   35   6,5   20   20   red 

  6115509290   93±1   116   35   6,5   20   20   silver 

  6115510210   109±1   141   42   8,5   25   20   black 

  6115510220   109±1   141   42   8,5   25   20   blue 

  6115510230   109±1   141   42   8,5   25   20   yellow

  6115510240   109±1   141   42   8,5   25   20   orange 

  6115510250   109±1   141   42   8,5   25   20   red 

  6115510290   109±1   141   42   8,5   25   20   silver 

  6115511210   117±1   141   42   8,5   25   20 black 

  6115511220   117±1   141   42   8,5   25   20   blue 

  6115511230   117±1   141   42   8,5   25   20   yellow

  6115511240   117±1   141   42   8,5   25   20   orange 

  6115511250   117±1   141   42   8,5   25   20   red 

  6115511290   117±1   141   42   8,5   25   20   silver 

  6115513210   132±1   163   45   8,5   29   22   black 

  6115513220   132±1   163   45   8,5   29   22   blue 

  6115513230   132±1   163   45   8,5   29   22   yellow

  6115513240   132±1   163   45   8,5   29   22   orange 

  6115513250   132±1   163   45   8,5   29   22   red 

  6115513290   132±1   163   45   8,5   29   22   silver 

  6115515210   150±1   181   48   8,5   31   25   black 

  6115515220   150±1   181   48   8,5   31   25   blue 

  6115515230   150±1   181   48   8,5   31   25 yellow

  6115515240   150±1   181   48   8,5   31   25   orange 

6115515250   150±1   181   48   8,5   31   25 red

6115515290   150±1   181   48   8,5   31   25 silver

Further dimensions on request.

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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PLUG COLORS [C]

MATERIALCATALOGUE NO.

Polyamide PA6 GF30   RAL 9005

Note: handle colors on request

M
o

u
n

ti
n

g
 s

c
re

w
s

Construction design allows
to mount the handle into 
the holes with a spacing of 120mm

Mounting hole

Mounting hole

LOAD CAPACITY

54 kg

MATERIALCATALOGUE NO.

Polyamide PA6 GF30   RAL 9005

LOAD CAPACITY

54 kg

black

blue

red

04 green

yellow

grey

Note: handle colors on request

How to order:

Catalogue number

Plug color

9,3

PLUG COLORS [C]

black

blue

red
green

yellow

grey



An
timicrobial

P r o t e c t i o n

CLEAN RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Aluminium

plastic coated
black, RAL 9005, textured finish SW
black, RAL 9005, UV-resistant, textured finish SWU
red, RAL 3000, textured finish RS
silver, RAL 9006, textured finish SR
white, RAL 9016, antimicrobial WSA
anodized, natural colour EL
blank, tumbled BL

INFORMATION
Z63 cabinet „U“ handles are made from a bent aluminum 
profile and have excellent stability and ergonomic design. Due 
to the production process, special designs can be supplied 
even in relatively small quantities.
In addition to the standard surfaces, these cabinet „U“ handles are 
also available with a functional coating.
The SWU version is coated with a highly weather-resistant and UV-
protective powder coating system, making this version excellent for 
outdoor use.
The WSA version has a powder coating based on zinc molybdate, 
which gives it antimicrobial properties. The principle of action, which 
is activated by the presence of moisture, demonstrably reduces 
the growth of viruses, bacteria, and fungi within 24 hours, so that 
contaminated surfaces ultimately have less than 0.2% of the original 
number of microbes.
Standard elements with antimicrobial plastic coating are primarily 
used in the health care sector and in public buildings, such as 
airports, train stations, stadiums, etc.

hr

l

a

b

d

t

* Complete with colour index of the Cabinet “U” handles (SW, SWU, RS, SR, WSA, EL or BL)

RAL9005 RAL9005 RAL3000 RAL 9006 RAL9016 anodized blank
SW SWU RS SR WSA EL BL

Z63

Description b l ±0.25 a d h r t min.

Z63 20 100-* 20 100 13 M 6 49 13 10 87
Z63 20 112-* 20 112 13 M 6 49 13 10 93
Z63 20 117-* 20 117 13 M 6 49 13 10 100
Z63 20 120-* 20 120** 13 M 6 49 13 10 102
Z63 20 128-* 20 128 13 M 6 51 13 10 103
Z63 20 160-* 20 160 13 M 6 51 13 10 121
Z63 20 180-* 20 180** 13 M 6 51 13 10 139
Z63 20 200-* 20 200 13 M 6 51 13 10 150
Z63 20 235-* 20 235** 13 M 6 51 13 10 155
Z63 26 112-* 26 112 17 M 8 55 17 12 161
Z63 26 117-* 26 117 17 M 8 55 17 12 166
Z63 26 120-* 26 120** 17 M 8 55 17 12 171
Z63 26 125-* 26 125 17 M 8 55 17 12 180
Z63 26 128-* 26 128 17 M 8 55 17 12 180
Z63 26 160-* 26 160 17 M 8 57 17 12 210
Z63 26 179-* 26 179 17 M 8 57 17 12 234
Z63 26 192-* 26 192 17 M 8 57 17 12 240
Z63 26 300-* 26 300 17 M 8 57 17 12 345
Z63 26 400-* 26 400 17 M 8 57 17 12 440
Z63 26 500-* 26 500 17 M 8 57 17 12 538

** suitable for 19“ rack and enclosure layout

STAINLESS
STEEL

INOX
RoHS

Stainless Steel-Cabinet  
"U" handles
SPECIFICATION
Types
- Type Z63: Mounting from the back (threaded blind bore)

- Type Z66: Mounting from the operator's side

Stainless Steel

- Type Z63: AISI 304
- Type Z66: Fine die casting, AISI CF-8
- matt shot-blasted E0A
- slip polished, shiny metallic E0A-GP (only Type Z63)

INFORMATION
The special features of Stainless Steel-Cabinet „U“ handles  are their 
rigidity and ergonomical shaping.
Stainless Steel-Cabinet „U“ handles (Type A) are produced from 
profiled extrusions. The manufacturing process (bending) allows the 
production of special lengths in relatively small quantities.

STAINLESS STEELZ63 / Z66

Description b l ±0.25 a d1 d2 h1 h2 r t1 min. t2

Z63 20 112 E0A 20 112 13 M 6 - 49 - 13 10 - 280
Z63 20 128 E0A 20 128 13 M 6 - 51 - 13 10 - 300
Z63 20 160 E0A 20 160 13 M 6 - 51 - 13 10 - 360
Z63 20 200 E0A 20 200 13 M 6 - 51 - 13 10 - 440
Z63 20 250 E0A 20 250 13 M 6 - 51 - 13 10 - 517
Z63 20 300 E0A 20 300 13 M 6 - 51 - 13 10 - 580
Z63 20 350 E0A 20 350 13 M 6 - 51 - 13 10 - 660
Z63 20 400 E0A 20 400 13 M 6 - 51 - 13 10 - 737
Z63 20 112 E0A-GP 20 112 13 M 6 - 49 - 13 10 - 293
Z63 20 128 E0A-GP 20 128 13 M 6 - 51 - 13 10 - 300
Z63 20 160 E0A-GP 20 160 13 M 6 - 51 - 13 10 - 360
Z63 20 200 E0A-GP 20 200 13 M 6 - 51 - 13 10 - 440
Z66 20 112 E0A 20 112 13 - 5.4 - 13.5 13 - 5.5 240
Z66 20 128 E0A 20 128 13 - 5.4 - 13.5 13 - 5.5 280
Z66 20 160 E0A 20 160 13 - 5.4 - 13.5 13 - 5.5 340

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Aluminium

plastic coated
black, RAL 9005, textured finish SW
black, RAL 9005, textured finish, UV-resistant SWU
red, RAL 3000, textured finish RS
silver, RAL 9006, textured finish SR
anodized, nautral colour EL
blank, tumbled BL

INFORMATION
GN 565.1 cabinet „U“ handles are made from a bent aluminum 
profile and have excellent stability and ergonomic design. Due to 
the production process, special designs can be supplied even in 
relatively small quantities.
In addition to the standard surfaces, these cabinet „U“ handles are 
also available with a functional coating.
The SWU version is coated with a highly weather-resistant and  
UV-protective powder coating system, making this version excellent 
for outdoor use.

* Complete with colour index of the Cabinet “U” handles (SW, SWU, RS, SR, WSA, EL or BL)

RAL9005 RAL9005 RAL3000 RAL 9006 anodized blank
SW SWU RS SR EL BL

Z66

Description b l1 ±0.25 a d h1 h2 l2 r t

Z66 20 100 * 20 100 13 5.4 49 13.5 112 13 5.5 80
Z66 20 112 * 20 112 13 5.4 49 13.5 124 13 5.5 87
Z66 20 120 * 20 120 13 5.4 49 13.5 124 13 5.5 90
Z66 20 128 * 20 128 13 5.4 51 13.5 140 13 5.5 100
Z66 20 160 * 20 160 13 5.4 51 13.5 172 13 5.5 120
Z66 26 116 * 26 116 17 6.4 55 11 130 17 6 145
Z66 26 120 * 26 120 17 6.4 55 11 134 17 6 149
Z66 26 132 * 26 132 17 6.4 55 11 146 17 6 160
Z66 26 164 * 26 164 17 6.4 57 11 178 17 6 200
Z66 26 179 * 26 179 17 6.4 57 11 193 17 6 220
Z66 26 196 * 26 196 17 6.4 57 11 210 17 6 226

RoHS

Inclined cabinet "U" handles
Aluminium

SPECIFICATION
Types
- Type A:  Mounting from the back (threaded blind bore)
- Type B:  Mounting from the operator's side

Aluminium

plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
anodized, natural colour EL
blank, tumbled BL

INFORMATION
Inclined cabinet "U" handles GN 565.2 are produced from profiled 
aluminum extrusions. Produced from profiled aluminium extrusions 
their special features are their rigidity and ergonomical shaping.
The angled contact surface allows improved access even in tight 
spaces such as corners.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.
In type B lens screws, hexagon nuts and washers are included parts 
of the order.

EL BL
 Complete with colour index of the Cabinet “U” handles (SW, SR, EL or BL)*

RAL9005 RAL9006 anodized blank
SW SR

GN 565.2

Description b1 l ±0.25 a b2 b3 b4 b5 +1 d1 d2 h1 h2 r t min.

GN 565.2-20-112-A-* 20 112 13 24 32 50 13.5 M 6 - 32 48 13 10 105
GN 565.2-20-128-A-* 20 128 13 24 32 50 13.5 M 6 - 32 48 13 10 1129
GN 565.2-26-128-A-* 26 128 17 32 34 57 18 M 8 - 34 54 17 12 190
GN 565.2-26-160-A-* 26 160 17 32 34 57 18 M 8 - 34 54 17 12 222
GN 565.2-26-128-B-* 26 128 17 32 34 57 18 - M 6 34 54 17 - 207
GN 565.2-26-160-B-* 26 160 17 32 34 57 18 - M 6 34 54 17 - 240

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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+386 41 694 339
info@metalika-kacin.com

www.metalika-kacin.com www.metalika-kacin.com



STAINLESS
STEEL

INOX
RoHS

Inclined Stainless Steel-
Cabinet "U" handles
SPECIFICATION
Type
- Type A: Mounting from the back (threaded blind bore)

Stainless Steel

- AISI 304
- matt shot-blasted MT

INFORMATION
Inclined Stainless Steel-Cabinet "U" handles GN 565.7 are produced 
from profiled Stainless Steel extrusions. Their special features are 
their rigidity and ergonomical shaping.
The angled contact surface allows improved access even in tight 
spaces such as corners.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

STAINLESS STEELGN 565.7

Description b1 l ±0.25 a b2 b3 b4 b5 +1 d h1 h2 r t min.

GN 565.7-20-112-A-MT 20 112 13 24 32 50 13.5 M6 32 48 13 10 308
GN 565.7-20-128-A-MT 20 128 13 24 32 50 13.5 M6 32 48 13 10 320

SOFT
RoHS

Cabinet "U" handles
Polyurethane foam rubber

SPECIFICATION
Sheating
Thermoplastic polyurethane (TPU)

- black, matt textured finish
- elastic, 65 ±5 shore A
- temperature resistant up to 70 °C
- abrasion-resistant
- insulating
- weather-proof

INFORMATION
The shock absorbing casing of the GN 564 “U” handles made of 
Thermoplastic polyurethane (TPU) offers protection from injuries, 
while its elliptical shape give it a nice hold.
The steel core guarantees high durability.

GN 564

Description b l ±0.25 a d1 d2 h r t min.

GN 564-25-112 25 112 16 M 6 10 50 5 10 136
GN 564-25-128 25 128 16 M 6 10 54 7 10 150
GN 564-25-160 25 160 16 M 6 10 54 9 10 173

METALIKA KACIN s.p.
Račeva 8
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CLEAN
STAINLESS

STEEL

INOX
RoHS PA

+120°

-30°

Bridge handles
Technopolymer

MATERIAL
High-resilience polyamide based (PA) technopolymer.

STANDARD EXECUTIONS
- M.843: in six standard colours: black, orange, grey, yellow, light-

blue, red, glossy finish, brass bosses, threaded holes.
- M.843-CLEAN: white colour similar to RAL 9002, glossy finish,

AISI 303 stainless steel bosses, threaded holes.

FEATURES
This handle is particularly suitable to be produced in light colours: the 
glossy finish guarantees perfect cleaning. In particular, 
M. 843 CLEAN handle, thanks to its white colour and glossy finish,
is suitable for applications on medical and hospital equipment and
on food processing machines whose parts, for hygienic reasons,
must be frequently cleaned. Its solid shape without cavities prevents 
unhealthy residues from depositing.

TECHNICAL DATA
Tensile stress and impact strength: the values F1, F2, L1 and L2 
indicated in the table were obtained during breaking tests carried 
out with the appropriate dynamometric equipment under the test 
conditions shown in the figure with ambient temperature.
The tests have revealed that the special technopolymer used can 
absorb very strong shocks, with no damages, thanks to its high-
resilience.

M.843
Code 
C9

Code 
C2

Code 
C3

Code 
C4

Code 
C5

Code 
C6 Description L f d6H h B l p F1 

[N]
F2 
[N]

L1 
[J]

L2 
[J]

138101 138102 138103 138104 138105 138106 M.843/100 B-M6-* 103 86±0.5 M6 46.5 17 26 12 4000 7000 50 120 52
138121 138122 138123 138124 138125 138126 M.843/140 B-M8-* 138 117±0.5 M8 54 20 30 13 4000 5000 50 120 80
138141 138142 138143 138144 138145 138146 M.843/200 B-M8-* 200 179±1 M8 62 20 30 13 3000 3500 27 80 105
138161 138162 138163 138164 138165 138166 M.843/320 B-M8-* 322 300±1 M8 64 22 32 13 2000 3000 25 75 157

STAINLESS STEELM.843-CLEAN

Code Description L f d6H h B l p F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

151406 M.843/100-SST-M6 CLEAN 103 86±0.5 M6 46.5 17 26 12 4000 7000 50 120 52
151412 M.843/140-SST-M8 CLEAN 138 117±0.5 M8 54 20 30 13 4500 5000 50 120 80
151416 M.843/200-SST-M8 CLEAN 200 179±1 M8 62 20 30 13 2000 2400 27 80 105
151419 M.843/320-SST-M8 CLEAN 322 300±1 M8 64 22 32 13 2000 3000 25 75 157

RoHS PF
+110°

-20°

Bridge handles
Duroplast

MATERIAL
Phenolic based (PF) Duroplast, black colour, glossy finish.

STANDARD EXECUTION
Brass bosses, threaded blind holes.

TECHNICAL DATA
Tensile stress and impact strength: the values F1, F2, L1 and L2 
indicated in the table were obtained during breaking tests carried 
out with the appropriate dynamometric equipment under the test 
conditions shown in the figure with ambient temperature.

Code Description L f d6H h B l p F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

36501 M.243/100 103 86±0.5 M6 43 17 26 12 2500 2500 5 6 85
36601 M.243/140 138 117±0.5 M8 54 20 30 13 4000 5000 6 10 138
36701 M.243/200 198 179±1 M8 62 20 30 13 3000 2000 7 8 185

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija
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 Material: thermoset material FS 31 DIN 7708
insert of brass
Colour: black 

Part no. L   d   A   H   t 

6116113301   130   M6   109±1   43   10 

6116116301 165   M8   131±1   55   14 

  Part no. L   A   H   c   d   t 

6115312301 124   109±0,5   45   21   M6   13

6115314301 148   132±0,5   54   24   M8   13



RoHS PA
+130°

-30°
PP

+100°

0°

Bridge handles
Technopolymer

STANDARD EXECUTIONS
Brass bosses, threaded blind holes.
- M.643: high-resilience polypropylene based (PP) technopolymer,

black colour, matte finish.
- M.643R (reduced version h=45): glass-fibre reinforced polyamide 

based (PA) technopolymer, black colour, matte finish.
- M.643-FM: high-resilience polypropylene based (PP)

technopolymer, black colour, matte finish.
Brass bosses, pass-through holes for cylindrical-head screws with 
hexagon socket.

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

M.643

M.643

Code Description L f d6H h B l p F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37300 M.643/100 B-M5 100 86±0.5 M5 44 14 23 10 2400 2400 12 6 46
37301 M.643/100 B-M6 100 86±0.5 M6 44 14 23 12 2400 2400 12 6 45
37305 M.643/110 B-M5 108 94±0.5 M5 48 14 24 10 2300 2300 10 8 60
37306 M.643/110 B-M6 108 94±0.5 M6 48 14 24 12 2300 2300 10 8 59
37308 M.643/140-117 B-M4 134 117±0.5 M4 49 15 25 10 2250 2650 8 12 63
37309 M.643/140-117 B-M5 134 117±0.5 M5 49 15 25 10 2250 2650 8 12 64
37310 M.643/140-117 B-M6 134 117±0.5 M6 49 15 25 12 2250 2650 8 12 65
37311 M.643/140-117 B-M8 134 117±0.5 M8 49 15 25 13 2250 2650 8 12 67
37314 M.643/140-120 B-M5 134 120±0.5 M5 49 15 25 10 2250 2650 8 12 68
37315 M.643/140-120 B-M6 134 120±0.5 M6 49 15 25 12 2250 2650 8 12 69
37316 M.643/140-120 B-M8 134 120±0.5 M8 49 15 25 13 2250 2650 8 12 70
37320 M.643/150 B-M5 148 132±0.5 M5 53 16 26 10 2200 2450 8 12 71
37321 M.643/150 B-M6 148 132±0.5 M6 53 16 26 12 2200 2450 8 12 72
37322 M.643/150 B-M8 148 132±0.5 M8 53 16 26 13 2200 2450 8 12 73
37331 M.643/180 B-M6 166 150±1 M6 56 16 27 12 2000 2550 8 13 81
37332 M.643/180 B-M8 166 150±1 M8 56 16 27 13 2000 2550 8 13 82
37333 M.643/180 B-M10 166 150±1 M10 56 16 27 17 2000 2550 8 13 83
37351 M.643/200 B-M8 196 179±1 M8 57 16 27 13 1900 2000 11 13 130
37352 M.643/200 B-M10 196 179±1 M10 57 16 27 17 1900 2000 11 13 132
37361 M.643/260 B-M8 253 235±1 M8 61 18.5 29 13 1900 2000 13 12 173
37362 M.643/260 B-M10 253 235±1 M10 61 18.5 29 17 1900 2000 13 12 171
37371 M.643/320 B-M10 322 300±1 M10 64 22 32 17 2000 2000 18 11 205

2/2
Bridge handles

M.643R M.643-FM

M.643R

Code Description L f d6H h B l p F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37353 M.643R/200 B-M8 196 179±1 M8 45 15 27 13 4000 3500 25 25 118

M.643-FM

Code Description L f d d1 h h1 h2 B l F1
[N]

F2 
[N]

L1 
[J]

L2 
[J]

137301 M.643 FM/100 B-5 100 86±0.5 5.4 8.5 44 5.5 20.5 14 23 3000 2200 11 9 45
137311 M.643 FM/140 B-6 134 117±0.5 6.4 10.5 49 6 21 15 25 2000 2800 11 9 64
137331 M.643 FM/150 B-6 148 132±0.5 6.4 10.5 53 8.5 23.5 16 26 1900 1900 11 9 70
137351 M.643 FM/200 B-6 196 179±1 6.4 10.5 57 6 21 16 27 1900 1900 11 13 89
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RoHS PA  HT
+200°

-20°

Bridge handles
Technopolymer with high thermic resistance

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, 
resistant to high temperatures, grey-black colour, matte finish.

STANDARD EXECUTION
Brass bosses, threaded blind holes.

MAXIMUM WORKING TEMPERATURE
200°C.

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

Code Description L f d6H h B l p F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37502 M.643/100 B-M6 HT 100 86±0.5 M6 44 14 23 12 2400 2400 12 6 59
37510 M.643/140 B-M6 HT 134 117±0.5 M6 49 15 25 12 2500 3400 8 12 85
37511 M.643/140 B-M8 HT 134 117±0.5 M8 49 15 25 13 2500 3400 8 12 87
37551 M.643/200 B-M8 HT 196 179±1 M8 57 16 27 13 1900 2600 11 17 132

RoHS PA
+130°

-30°

Adapters for assembly 
on tubes of M.643-FM handles
Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, matte finish.

FEATURES AND APPLICATIONS
The adapters allow assembling M.643-FM handles on round tubes 
with a diameter between 28.6 mm and 32 mm.

MOUNTING
- Plain hole passing completely through the tube with a nut on the

outside (Fig.1).
- Threaded hole in the tube wall for tubes with thickness > 2mm

(Fig.2).

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

Code Description
Handle adapter

Code Description
260051 ADT-M.643-FM/100 137301 M.643 FM/100 B-5
260053 ADT-M.643-FM/140 137311 M.643 FM/140 B-6

D

L

B

H
1.5

b1

d

h1

Code Description L d D H h1 B b1 D Tube F1
[N]

F2 
[N]

L1 
[J]

L2 
[J]

C# 
[Nm]

260051 ADT-M.643-FM/100 17 5 28.6 11 45 26 5.5 28.6÷32 1600 2500 9 7 5 3
260053 ADT-M.643-FM/140 19 6 28.6 13 51 28.5 6.5 28.6÷32 1700 2900 9 7 6 4

# Maximum tightening torque.

h h

F

P P

1 F2 1L L2
L  [ J ] = P [ N ]     h  [ m ]

Fig.1 Fig.2
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RoHS PA
+150°

-30°

Handles for heat insulation
Steel and technopolymer

METAL STRUCTURE
Steel round cross section bar with fine ground matte chrome-plated 
surface.
Threaded blind holes.

END BUSHES
Steel, chrome-plated matte surface.

HEAT INSULATION ELEMENT
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, matte finish.

FEATURES AND APPLICATIONS
The MMT. handle is particularly suitable for applications on surfaces 
subject to high temperatures. The internal aeration canals of the 
technopolymer heat insulation element minimize the heat transfer. 
Its particular shape offers a comfortable grip and puts the operator's 
fingers away from the heat source.

TECHNICAL DATA
Figure 1 shows the different temperatures reached in various points 
of the handle assembled to a plate stabilized at 200°C during 
laboratory tests.

Code Description L f d d1 h h1 h2 h3 B l l1 p

41051 MMT.130 M5 130 120±0.5 M5 18 53 43 8 28 10 16 94 13 132
41061 MMT.190 M5 190 180±0.5 M5 18 56 43 8 29.5 10 16 140 13 195

RoHS

Cabinet "U" handles
Cast iron

SPECIFICATION
Cast iron (GS45)

plastic coated
black, RAL 9005, textured finish SW
blank BL
unfinished casting, fettled

Contact surface machined

INFORMATION
very rugged handles.

GN 225

Description d1 d2 d3 h l ±0.25 t min.

GN 225-18-BL 18 M 6 12 42 100 12 190
GN 225-18-SW 18 M 6 12 42 100 12 200
GN 225-20-BL 20 M 8 14 47 112 15 250
GN 225-20-SW 20 M 8 14 47 112 15 260
GN 225-22-BL 22 M 10 16 53 125 18 370
GN 225-22-SW 22 M 10 16 53 125 18 380
GN 225-25-BL 25 M 12 18 59 140 20 520
GN 225-25-SW 25 M 12 18 59 140 20 530
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X/NAn
timicrobial

P r o t e c t i o n

RoHS PA
+130°

-30°

Code Description L f d d1 D h h1 h2 B l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

153211-C1 EBP.140-8-SAN-C1 144 117±0.5 8.5 13.5 26 39 8.5 26.5 8.5 92 2700 1800 10 4 55

TECHNICAL DATA
Tensile stress and impact strength: the values F1, F2, L1 and L2 
indicated in the table were obtained during breaking tests carried 
out with the appropriate dynamometric equipment under the test 
conditions shown in the figure with ambient temperature.

Bridge handle
Technopolymer with antimicrobial protection

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer with 
silver ions on an inorganic ceramic base, black colour, matte finish.

SCREW-COVERS
Technopolymer, black colour, matte finish. Supplied with the handle, 
press-fit assembly, removable by a screwdriver.

STANDARD EXECUTION
Pass-through holes for cylindrical-head screws with hexagon socket.

FEATURES
The antimicrobial material EBP.SAN handle is made out of, stops any 
deposit of bacteria, mildew and fungi, offering a sanitized effect on 
the surface.
Tests carried out on material samples confirmed the absolute 
stability of the antimicrobial action after several cleaning cycles at 
high temperatures with soap and solvents.
The great resistance to high temperatures of the antimicrobial 
additive allows this handle to reach sterilisation temperatures 
(130°C).
Samples of this material have undergone laboratory tests in 
compliance with JIS Z 2801. The microbes used to carry out 
these tests are the ones which present the greatest resistance to 
antimicrobial products:
- Klebsiella pneumoniae ATCC 4352;
- Escherichia coli ATCC 8739;
- Staphilococcus aureus ATCC 6538P;
- Pseudomonas aeruginosa ATCC 12055.

APPLICATIONS
EBP.SAN handle is suitable for applications where hygienic and 
sanitary elements are required:
- medical and hospital equipment
- disability aids
- machines for food processing and pharmaceutical industry
- equipment for catering service
- urban and public fittings.

h h

F

P P

1 F2 1L L2
L  [ J ] = P [ N ]     h  [ m ]

RoHS TPE PP
+80°

0°

Flexible bridge handles
Technopolymer with elastomer

MATERIAL
Polypropylene based (PP) technopolymer with elastomer (TPE), 
greyblack colour, matte finish.

SCREW-COVERS
Technopolymer in Ergostyle colours, matte finish; supplied with the 
handle, press-fit assembly, removable by a screwdriver.
Available also as accessories sold separately (see table ECA.).
Code Description Caps for
29831-* ECA.B1-* EBP.140-FLX / EBP.180-FLX

* Complete with colour index (C1, ..., C6)

STANDARD EXECUTION
Brass bosses with pass-through holes for cylindrical-head screws 
with hexagon socket.

FEATURES AND APPLICATIONS
EBP.FLX flexible handle (elastomer) can be assembled on curved 
surfaces with diameters between 300 and 800 mm. For diameters 
exceeding 800 mm, EBP. standard handle can be used.

TECHNICAL DATA
Tensile stress: F1 and F2 values reported in the table represent the 
maximum limit value under which EBP.FLX handle can perform 
elastic deformation. Impact strength does not apply in this case due 
to the high elastic features of the product.

Code Description L f d d1 D h h1 h2 B l1 F1 
[N]

F2 
[N]

260262-* EBP.140-8-FLX-* 144 117 8.5 13.5 26 39 8.5 26.5 8.5 92 1000 1000 56
260361-* EBP.180-8-FLX-* 178 150 8.5 13.5 28 45 14 32 9.5 122 1000 1000 67
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RoHS IP65 PA
+80°

-30°

Handle with microswitch
Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-black 
colour, matte finish.

MICROSWITCH WITH BUTTON
The device is made up of a normally open contact (NO) and a 
normally closed contact (NC).
Switching takes place by pressing the button (monostable contact).

LED
A red light and a green light indicate the microswitch status.
Tension feed 24Vdc.

SCREW-COVERS
Technopolymer, grey-black colour, matte finish. Supplied assembled, 
removable by a screwdriver.

STANDARD EXECUTIONS
Pass-through holes for cylindrical head screws with hexagon socket.
 - EBR-SW-B-C: zinc-plated connector with 8 poles, back axial output.

- EBR-SW-B-F2.5: 8 pole cable, length 2.5 metres, back output.
- EBR-SW-B-F5: 8 pole cable, length 5 metres, back output.
- EBR-SW-D-C: zinc-plated steel connector with 8 poles, side axial

output.
- EBR-SW-D-F2.5: 8 pole cable, length 2.5 metres, side output.
- EBR-SW-D-F5: 8 pole cable, length 5 metres, side output.

FEATURES AND APPLICATIONS
These handles are typically assembled on machine doors or 
protections. With the correct electrical connection and the machine 
working, the red light is turned on and the green light is off. By 
pressing the button, the operator, via external contact, requests 
access to the protected area: in this case the green light will turn on, 
while the red one will be off.
The EBR-SW handle is an ideal combination: ergonomic, functional 
and compact.

TECHNICAL DATA
Tensile stress and impact strength: the values F1, F2, L1 and L2 
indicated in the table were obtained during breaking tests carried 
out with the appropriate dynamometric equipment under the test 
conditions shown in the figure with ambient temperature.

ACCESSORIES ON REQUEST
FC-M12x1: extensions with 8 pole M12 female axial connector, sheath 
in PVC black colour type UL/CSA STYLE 2587 8 X AWG 22.
- Code 426503: CABLE WITH CONNECTOR M12-8 FEMALE

CONTACTS 2.5m (length 2.5 m).
- Code 426506: CABLE WITH CONNECTOR M12-8 FEMALE

CONTACTS 5m (length 5 m).
 - Code 426511: CABLE WITH CONNECTOR M12-8 FEMALE

CONTACTS 10m (length 10 m).

2/2
Handle with microswitch

Technical features

Protection class IP65

Mechanical life-span cicli 1 x 106

Led light voltage 24 Vdc ± 15%

Maximum commutable voltage max 28 Vdc / 30 Vac / max 1 A

Code Description L f d d1 f1 f2 D h h1 h2 h3 h4 h5 B l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

260541-C1 EBR.150-SW-B-C 160 132±0.5 8.5 13.5 16 - 28 44 10 30 47 10 - 8.5 89 2800 2900 35 8 85
260542-C1 EBR.150-SW-B-F5 160 132±0.5 8.5 13.5 16 - 28 44 10 30 47 - - 8.5 89 2800 2900 35 8 95
260546-C1 EBR.150-SW-B-F2.5 160 132±0.5 8.5 13.5 16 - 28 44 10 30 47 - - 8.5 89 2800 2900 35 8 90
260551-C1 EBR.150-SW-D-C 160 132±0.5 8.5 13.5 - 14.5 28 44 10 30 47 13.5 13 8.5 89 2800 2900 35 8 85
260552-C1 EBR.150-SW-D-F5 160 132±0.5 8.5 13.5 - 14.5 28 44 10 30 47 - 13 8.5 89 2800 2900 35 8 95
260556-C1 EBR.150-SW-D-F2.5 160 132±0.5 8.5 13.5 - 14.5 28 44 10 30 47 - 13 8.5 89 2800 2900 35 8 90
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RoHS PA
+80°

-20°

Handle with pneumatic valve
Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-
black colour, matte finish.

PUSH BUTTON
Light-blue technopolymer, glossy finish.

SCREW-COVERS
Technopolymer, grey-black colour, matte finish. Supplied assembled, 
removable by a screwdriver.

STANDARD EXECUTIONS
Brass bosses, threaded blind hole.
- EBR-PN-3/2-NO: the pneumatic valve is normally open. The

actuation of the button stops the air passage.

- EBR-PN-3/2-NC: the pneumatic valve is normally closed. The
actuation of the button opens the air passage.

- EBR-PN-5/2: the actuation of the button switches the output
channel of the air, between the two available.

FUNCTIONING
The handle is supplied with quick couplings for direct fitting of a tube 
Ø 4 mm for pneumatics.
The handle allows the direct drive of a single-acting pneumatic
actuator (execution 3.2) or double acting (execution 5.2). The force to 
be applied to the button for the actuation of the drive is independent 
from the operating pressure.
The handle is already set up with discharge function of the pressure
chamber.

TECHNICAL DATA
Tensile stress and impact strength: the values F1, F2, L1 and L2 
indicated in the table were obtained during breaking tests carried 
out with the appropriate dynamometric equipment under the test 
conditions shown in the figure with ambient temperature.

Technical features

Operating medium Filtered air

Operating pressure 2 ÷ 10 bar

Operating temperature -20° ÷ +80°C: dry air
0° ÷ +80°C:  lubricated air

Normal rated flow 130 Nl/min (6 bar, free 
exhaust)

Actuation force 22 N (independent from the 
operating pressure)

Nominal diameter air passage Ø 2.5 mm

Code Description F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

260601-C1 EBR.150-PN-3/2-NO 4000 4400 31 13 107
260603-C1 EBR.150-PN-3/2-NC 4000 4400 31 13 107
260611-C1 EBR.150-PN-5/2 4000 4400 31 13 110

h h

F

P P

1 F2 1L L2
L  [ J ] = P [ N ]     h  [ m ]

RoHS PA
+130°

-30°
PP

+100°

0°

Bridge handles
Technopolymer

STANDARD EXECUTIONS
 - M.543: glass-fibre reinforced polyamide based (PA) technopolymer, 

black or orange colour, matte finish. Brass boss, threaded blind hole.
- M.543-N: glass-fibre reinforced polypropylene based (PP)

technopolymer, black colour, matte finish. Brass boss, threaded
blind hole.

 - M.543-p: glass-fibre reinforced polyamide based (PA) technopolymer, 
black or orange colour, matte finish. Zinc-plated steel threaded stud, 
chamfered flat end according to UNI 947: ISO 4753 (see Technical
Data on page A11).

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

h h

F

P P

1 F2 1L L2
L  [ J ] = P [ N ]     h  [ m ]

M.543
Code 
C9

Code 
C2 Description L f d6H h B l l1 p F1 

[N]
F2 
[N]

L1 
[J]

L2 
[J]

37283 37284 M.543/110 B-M6-* 107 93.5±0.5 M6 36 6 21 79 10 2000 1800 10 6 36
37287 37289 M.543/120 B-M5-* 120 105±0.5 M5 37 7 23 90 10 2000 1800 10 7 40
37288 37290 M.543/120 B-M6-* 120 105±0.5 M6 37 7 23 90 10 2000 1800 10 7 38
37285 37286 M.543/140 B-M6-* 134 117±0.5 M6 38 7.5 25 102 12 3000 1600 12 9 56
37291 37292 M.543/140 B-M8-* 134 117±0.5 M8 38 7.5 25 102 13 3000 1600 12 9 52
37296 37297 M.543/150 B-M8-* 150 132±0.5 M8 45 7.5 26 116 13 2000 1800 18 16 59
37381 37382 M.543/200 B-M8-* 200 179±1 M8 51 9 28 160 13 3000 2300 24 30 93
37383 37384 M.543/200 B-M10-* 200 179±1 M10 51 9 28 160 13 3200 2500 24 30 88

M.543-N

Code Description L f d6H h B l l1 p F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37280 M.543/140 N-B-M6 134 117±0.5 M6 38 7.5 25 102 12 1900 950 9 4 47

M.543-p
Code 
C9

Code 
C2 Description L f d6g h h1 B l l1 F1 

[N]
F2 
[N]

L1 
[J]

L2 
[J]

37293 37294 M.543/140 p-M6x16-* 134 117±0.5 M6 38 16 7.5 25 102 2200 1400 11 9 56
37387 37388 M.543/200 p-M8x16-* 200 179±1 M8 51 16 9 28 160 3400 2600 24 30 109
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RoHS PA
+130°

-30°
PP

+100°

0°

Bridge handles
Technopolymer

STANDARD EXECUTIONS
- M.443-CH: glass-fibre reinforced polyamide based (PA)

technopolymer, black, orange, grey and red colours, matte finish.
Pass-through holes for cylindrical-head screws with hexagon socket.
- M.443-N-CH: glass-fibre reinforced polypropylene based (PP)

technopolymer, black colour.
Pass-through holes for cylindrical-head screws with hexagon socket.
- M.443-SH: glass-fibre reinforced polyamide based (PA)

technopolymer, black colour.
Pass-through holes for countersunk head screws.
- M.443-EH: glass-fibre reinforced polyamide based (PA)

technopolymer, black colour.
Pass-through holes for cylindrical-head screws with hexagon socket, 
hexagonal-head screws or standard lock nuts.

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

h h

F

P P

1 F2 1L L2
L  [ J ] = P [ N ]     h  [ m ]

M.443-CH
Code
C9

Code
C2

Code
C31

Code
C6 Description L f d d1 h h1 h2 B l l1 F1 

[N]
F2 
[N]

L1 
[J]

L2 
[J]

37001 37002 37004 37005 M.443/110-CH-* 109 93.5±0.5 6.5 10.5 38 7 13 6 21 74 3500 2500 15 8 26
37111 - - - M.443/140-6-CH-* 137 117±1 6.5 10.5 41 7 15 7 26 93 4500 2500 20 13 44
37101 37102 37104 37105 M.443/140-8-CH-* 137 117±1 8.5 13.5 41 8.5 15 7 26 93 4500 2500 20 13 42
37145 - - - M.443/145-CH-* 142 120÷122±1 8.5 13.5 41 8.5 15 7 26 100 3700 2500 25 14 44
37151 37152 37154 37155 M.443/150-CH-* 150 132±1 8.5 13.5 45 8.5 16 7 27 108 3500 2500 27 14 47
37183 37184 37185 - M.443/170-CH-* 160 140±1 8.5 13.5 46 8.5 16 7 27 113 3400 2600 27 20 50
37191 37192 37193 - M.443/180-CH-* 172 149÷152±1 8.5 13.5 47 8.5 17 7 27 125 3000 2700 27 20 53
37241 37242 37244 - M.443/190-CH-* 179 160±1 8.5 13.5 50 8.5 17 7.5 28 132 3300 2700 29 20 60
37201 37202 37204 37205 M.443/200-CH-* 196 179±1 8.5 13.5 50 8.5 17 7.5 28 151 2800 2700 33 20 70
37251 37252 37254 - M.443/260-CH-* 260 235±1 10.516.5 54 10.5 20 8.5 30 201 3200 3500 40 34 118

2/2
Bridge handles

M.443-N-CH

Code Description L f d d1 h h1 h2 B l l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37031 M.443/110 N-CH 109 93.5±0.5 6.5 10.5 38 7 13 6 21 74 1700 1300 8 3 21
37132 M.443/140 6-N-CH 137 117±1 6.5 10.5 41 7 15 7 26 93 2000 1500 10 4 36
37131 M.443/140 8-N-CH 137 117±1 8.5 13.5 41 8.5 15 7 26 93 2000 1500 10 4 34
37143 M.443/145-6-N-CH 142 120÷122±1 6.5 13.5 41 8.5 15 7 26 100 1600 1500 12 5 37
37144 M.443/145 N-CH 142 120÷122±1 8.5 13.5 41 8.5 15 7 26 100 1600 1500 12 5 36
37181 M.443/150 N-CH 150 132±1 8.5 13.5 45 8.5 16 7 27 108 2000 1300 12 5 40
37186 M.443/170 N-CH 160 140±1 8.5 13.5 46 8.5 16 7 27 113 1800 1300 13 6 44
37196 M.443/180 N-CH 172 149÷152±1 8.5 13.5 47 8.5 17 7 27 125 1800 1300 14 7 46
37246 M.443/190 N-CH 179 160±1 8.5 13.5 50 8.5 17 7.5 28 132 1800 1300 15 7 54
37231 M.443/200 N-CH 196 179±1 8.5 13.5 50 8.5 17 7.5 28 151 1800 1300 16 8 62
37281 M.443/260 N-CH 260 235±1 10.5 16.5 54 10.5 20 8.5 30 201 1700 1700 17 11 92

M.443-SH

Code Description L f d d1 h h2 B l l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37036 M.443/110-SH 109 93.5±0.5 5.5 10 38 13 6 21 74 3500 2500 16 6 24
37136 M.443/140-SH 137 117±1 6.5 12 41 15 7 26 93 4500 2500 17 7 44
37146 M.443/145-SH 142 122±1 6.5 12 41 15 7 26 100 3700 2500 25 14 45
37187 M.443/170-SH 160 140±1 6.5 12 46 16 7 27 113 3400 2600 27 20 64
37199 M.443/180-SH 172 150±1 6.5 12 47 17 7 27 125 3000 2600 27 15 54
37247 M.443/190-SH 179 160±1 6.5 12 50 17 7 28 132 3300 2700 29 20 70
37236 M.443/200-SH 196 179±1 6.5 12 50 17 7.5 28 151 3500 2700 22 15 72

M.443-EH

Code Description L f d s h h1 h2 B l l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37037 M.443/110-EH-5 109 93.5±0.5 5.5 8 38 6 13 6 21 74 3500 2500 15 8 27
37137 M.443/140-EH-6 137 117±1 6.5 10 41 6 15 7 26 93 4500 2500 20 13 44
37141 M.443/145-EH-6 142 122±1 6.5 10 41 6.5 15 7 26 100 3700 2500 25 14 45
37189 M.443/170-EH-6 160 140±1 6.5 10 46 6.5 16 7 27 113 3400 2600 27 20 51
37198 M.443/180-EH-6 172 150±1 6.5 10 47 6.5 17 7 27 125 3000 2600 27 15 54
37249 M.443/190-EH-6 179 160±1 6.5 10 50 6.5 17 7 28 132 3300 2700 29 20 57
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Bridge handles
Self-extinguish technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer certified 
self-extinguish UL-94 V0, black colour, matte finish.

STANDARD EXECUTION
Pass-through holes for cylindrical-head screws with hexagon socket.

TECHNICAL DATA
In long-term thermal ageing tests, with a maximum decrease in 
critical mechanical properties by 50%, the relative temperature 
index UL 746 B (RTI) was equal to 65.
The "V0" certification in accordance with UL-94 V (Underwriters 
Laboratories) (see Technical Data on page A5) indicates that on 
a plastic test sample with specific shape and dimensions, in the 
vertical position, the flame is extinguished within 10 seconds, without 
generating any incandescent drops.
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

Code Description L f d d1 h h1 h2 B l l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

150001 M.443/110 AE-V0 109 93.5±0.5 6.5 10.5 38 7 13 6 21 74 1750 1700 9 5 28
150012 M.443/140-6 AE-V0 137 117±1 6.5 10.5 41 7 15 7 26 93 3500 2200 10 8 51
150011 M.443/140 AE-V0 137 117±1 8.5 13.5 41 8.5 15 7 26 93 3500 2200 10 8 50
150021 M.443/150 AE-V0 150 132±1 8.5 13.5 45 8.5 16 7 27 108 3000 1800 12 8 55
150031 M.443/200 AE-V0 196 179±1 8.5 13.5 50 8.5 17 7.5 28 151 1400 2100 20 13 80

ESD
RoHS PA

+130°

-30°

Bridge handles
ESD conductive technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) special conductive 
technopolymer, black colour, matte finish. 103 Ω surface resistivity 
(ASTM D257 trial method), 103 Ωcm volume resistivity (ASTM D257 
trial method).

STANDARD EXECUTION
Pass-through holes for cylindrical-head screws with hexagon socket.

FEATURES AND APPLICATIONS
The special conductive technopolymer (ESD-C Electrostatic 
Discharge Conductive) prevents the accumulation of electrostatic 
charge. M.443-ESD handles are suitable for ESD PROTECTED AREA 
(EPA) where components which are susceptible to electrostatic 
discharges are to be handled with the minimum risk of damage. The 
indelibly printed mark (ESD-C) on the surface of the handle identifies 
the particular conductivity feature according to EN 100015/1 and IEC 
61340-5-1.

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

h h

F

P P

1 F2 1L L2
L  [ J ] = P [ N ]     h  [ m ]

Code Description L f d d1 h h1 h2 B l l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

154601 M.443/110-CH-ESD-C 109 93.5±0.5 6.5 10.5 38 7 13 6 21 74 3500 2500 15 8 21
154611 M.443/140-8-CH-ESD-C 137 117±1 8.5 13.5 41 8.5 15 7 26 93 4500 2500 20 13 34
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RoHS

Flat cabinet "U" handles
Aluminium

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator's side

Aluminium

plastic coated
black, RAL 9005, textured finish SW
blank, tumbled BL
Handle base
Plastic
Technopolymer (Polyamide PA)
black, matt

INFORMATION
Cabinet handles GN 668 are produced from aluminium extrusions.
They can be mounted either from the back (type A) or by means of 
the handle base from the operator’s side (type B).
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

 Complete with colour index of the Cabinet “U” handles (SW or BL)*

RAL9005 blank
SW BL

GN 668

Description b1 l1 ±0.25 a b2 d h1 h2 h3 l2 l3 l4 r t1 min. t2

GN 668-20-130-A-* 20 130 10 - M 5 45 - - 120 - - 15 10 - 89
GN 668-20-170-A-* 20 170 10 - M 5 45 - - 160 - - 15 10 - 111
GN 668-20-190-A-* 20 190 10 - M 5 45 - - 180 - - 15 10 - 120
GN 668-20-210-A-* 20 210 10 - M 5 45 - - 200 - - 15 10 - 125
GN 668-30-262-A-* 30 262 12 - M 6 50 - - 250 - - 15 12 - 289
GN 668-30-312-A-* 30 312 12 - M 6 50 - - 300 - - 15 12 - 334
GN 668-30-362-A-* 30 362 12 - M 6 50 - - 350 - - 15 12 - 380
GN 668-30-412-A-* 30 412 12 - M 6 50 - - 400 - - 15 12 - 425
GN 668-20-130-B-* 20 130 10 23 M 5 45 6.5 2 120 141 153 15 - 5.5 100
GN 668-20-170-B-* 20 170 10 23 M 5 45 6.5 2 160 181 193 15 - 5.5 120
GN 668-20-190-B-* 20 190 10 23 M 5 45 6.5 2 180 201 213 15 - 5.5 130
GN 668-20-210-B-* 20 210 10 23 M 5 45 6.5 2 200 221 233 15 - 5.5 136

RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator´s side

Aluminium pressure die casting

plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
blank, tumbled BL

INFORMATION
The installation of cabinet "U" handles GN 728 can be carried out 
from the back (Type A) as well as from the operator’s side (Type B). 
The hole centers dimension is identical on all variants. As a result 
they can be mounted in pairs opposite each other.

 Complete with colour index of the Cabinet “U” handles (SW, SR or BL)*

RAL9005 RAL9006 blank
SW SR BL

GN 728

Description l1 
±0.25 b d1 d2 d3 h1 h2 l2 l3 s t1 

min. t2

GN 728-120-A-* 120 22.5 M 6 - 11 42.5 - 147 108 8 10 - 90
GN 728-180-A-* 180 27 M 8 - 13.5 47.5 - 214 165 10 12 - 180
GN 728-120-B-* 120 22.5 - 6.4 11 42.5 6.5 147 108 8 - 6.5 80
GN 728-180-B-* 180 27 - 8.4 13.5 47.5 7.5 214 165 10 - 8.5 172

STAINLESS
STEEL

INOX
RoHS

Stainless Steel-Cabinet  
"U" handles
SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator's side

Stainless Steel AISI CF-8

- Precision casting
- matt shot-blasted

INFORMATION
The installation of cabinet "U" handles GN 728.5 can be carried out 
from the back (Type A) as well as from the operator’s side (Type B). 
The hole centers dimension is identical on all variants. As a result 
they can be mounted in pairs opposite each other.

STAINLESS STEELGN 728.5

Description l1 
±0.25 b d1 d2 d3 h1 h2 l2 l3 s t1 

min. t2

GN 728.5-120-A 120 22.5 M 6 - 11 42.5 - 147 108 8 10 - 300
GN 728.5-120-B 120 22.5 - 6.4 11 42.5 6.5 147 108 8 - 8.5 252
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RoHS PA
+130°

-30°

Rack handles
Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, matte finish.

STANDARD EXECUTIONS
- M.943-B: brass bosses, threaded blind holes.
- M.943-AF: blind holes for self-tapping screws Ø 4.8 (UNI ISO

7049). Maximum torque recommended 5 Nm.

FEATURES AND APPLICATIONS
Suitable for applications on a 19" rack and instruments in general.
In the column HE of the table below the height units of the front panel 
are contained: 1 HE = 44.45 mm (1 6/8") to enable you to choose the 
correct handles.

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

SPECIAL EXECUTIONS ON REQUEST
- RAL 7031 grey colour handle, matte finish.
- Chrome-plated handle, matte finish.

M.943-AFM.943-B

Code Description L f d h B l l1 p HE F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

137901 M.943-112-B-M5 112 88±0.5 M5 36.5 9 13.5 74.5 10 3 2000 2200 11 9 26
137921 M.943-144-B-M5 144 120±0.5 M5 42 11 15 105 10 4 2000 2200 11 9 34
137906 M.943-112-AF-4.8 112 88±0.5 4.5 36.5 9 13.5 74.5 14 3 2000 2200 11 9 21
137926 M.943-144-AF-4.8 144 120±0.5 4.5 42 11 15 105 14 4 2000 2200 11 9 29

RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator's side

Aluminium

plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
anodized, natural colour EL
blank, tumbled BL

INFORMATION
Cabinet "U" handles GN 565.3 are suitable for applications where 
lower „lifting forces are required such as on lids or protective 
machine covers.
The countersunk holes of type B allow fixing with self tapping screws 
or countersunk rivets.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

GN 565.3

Description b l1 ±0.25 l2 l3  ≈ a d1 d2 h1 h2 r t min.

GN 565.3-20-120-A-* 20 120 142 - 13 M 5 - 41 - 13 10 86
GN 565.3-20-160-A-* 20 160 182 - 13 M 5 - 45 - 13 10 115
GN 565.3-20-120-B-* 20 120 - 137 13 - 5.3 41 5 13 10 82
GN 565.3-20-160-B-* 20 160 - 177 13 - 5.3 45 5 13 10 101

EL BL
 Complete with colour index of the Cabinet “U” handles (SW, SR, EL or BL)*

RAL9005 RAL9006 anodized blank
SW SR
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RoHS

Rack Handles
SPECIFICATION
Types
- Type A: Mounting from the back (Self-tapping screws)
- Type B: Mounting from the operators side

Handle bar
Aluminium

Handle shanks
Plastic (Polyamide PA)

- glas fibre reinforced
- temperature resistant up to 130 °C

Handle bar ELS
anodized, natural colour
Handle shanks
black, matt

Handle bar ESS
anodized, black
Handle shanks
black, matt

Handle bar ELG
anodized, natural colour
Handle shanks
light grey, matt

Cylinder head screws DIN 912-M5-45
Steel, zinc plated, black

Flange nuts DIN 1661-M5
Steel, zinc plated, blue passivated

Self-tapping screws ISO 7049
Steel zinc plated ST 4.8-19

INFORMATION
The dimensisons of the Rack Handles GN 423 have been designed to 
match a 19" rack and ennclosure layout.
Handle bar and handle shanks are interconnected via a plug-type 
connection, with the effect that special lengths are easily realised.
Thanks to the fixing screws included in the set, the Rack Handles are 
easily and economically mounted.

__logo__IF2014__

ELG
anodized, light grey

 Complete with Finish of the Rack handles (ELS, ESS or ELG)*

anodized, black completely black
ELS ESS

GN 423

Description b1 l1 
±0.25 b2 d1 d2 d3 h1 h2 l2 l3 max. l4 min. l5 max. l6 s HE

GN 423-12-55-A-* 12 55 12.5 M 5 - 12.5 40 34.5 67.5 5 - 5 10.5 9 2 25
GN 423-12-88-A-* 12 88 12.5 M 5 - 12.5 40 34.5 100.5 5 - 5 10.5 9 3 31
GN 423-12-100-A-* 12 100 12.5 M 5 - 12.5 40 34.5 112.5 5 - 5 10.5 9 3 34
GN 423-12-120-A-* 12 120 12.5 M 5 - 12.5 40 34.5 132.5 5 - 5 10.5 9 4 37
GN 423-12-180-A-* 12 180 12.5 M 5 - 12.5 40 34.5 192.5 5 - 5 10.5 9 5 50
GN 423-12-235-A-* 12 235 12.5 M 5 - 12.5 40 34.5 247.5 5 - 5 10.5 9 6 59
GN 423-12-55-B-* 12 55 12.5 - 4.3 12.5 40 34.5 67.5 5 14 5 10.5 9 2 37
GN 423-12-88-B-* 12 88 12.5 - 4.3 12.5 40 34.5 100.5 5 14 5 10.5 9 3 42
GN 423-12-100-B-* 12 100 12.5 - 4.3 12.5 40 34.5 112.5 5 14 5 10.5 9 3 45
GN 423-12-120-B-* 12 120 12.5 - 4.3 12.5 40 34.5 132.5 5 14 5 10.5 9 4 48
GN 423-12-180-B-* 12 180 12.5 - 4.3 12.5 40 34.5 192.5 5 14 5 10.5 9 5 59
GN 423-12-235-B-* 12 235 12.5 - 4.3 12.5 40 34.5 247.5 5 14 5 10.5 9 6 66

RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator's side

Aluminium AL
- plastic coated, black RAL 9005, textured finish SW
- anodized, natural colour EL
Type B

- Lens screws ISO 7380
- Hexagon nuts ISO 4032
- Washers DIN 125

Stainless Steel AISI 304

INFORMATION
Cabinet "U" handles GN 428 are produced from profiled aluminum 
extrusions.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.
In type B lens screws, hexagon nuts and washers are included parts 
of the order.

ON REQUEST
- other finishes

 Complete with colour index of the Cabinet “U” handles (SW or EL)*

RAL9005 anodized
SW EL

GN 428

Description b l1 a d h1 h2 l2 l3 l4 t

GN 428-AL-28-250-A-* 28 250 18 M 8 63 - 290 - - 10 340
GN 428-AL-28-300-A-* 28 300 18 M 8 63 - 340 - - 10 391
GN 428-AL-28-400-A-* 28 400 18 M 8 63 - 440 - - 10 505
GN 428-AL-36-300-A-* 36 300 26 M 10 71 - 355 - - 14 740
GN 428-AL-36-400-A-* 36 400 26 M 10 71 - 455 - - 14 948
GN 428-AL-36-500-A-* 36 500 26 M 10 71 - 555 - - 14 1160
GN 428-AL-36-600-A-* 36 600 26 M 10 71 - 655 - - 14 1300
GN 428-AL-36-800-A-* 36 800 26 M 10 71 - 855 - - 14 1882
GN 428-AL-28-250-B-* 28 250 18 M 8 63 11.8 290 30 10 - 369
GN 428-AL-28-300-B-* 28 300 18 M 8 63 11.8 340 30 10 - 425
GN 428-AL-28-400-B-* 28 400 18 M 8 63 11.8 440 30 10 - 535
GN 428-AL-36-300-B-* 36 300 26 M 10 71 16.6 355 40 13 - 774
GN 428-AL-36-400-B-* 36 400 26 M 10 71 16.6 455 40 13 - 1000
GN 428-AL-36-500-B-* 36 500 26 M 10 71 16.6 555 40 13 - 1250
GN 428-AL-36-600-B-* 36 600 26 M 10 71 16.6 655 40 13 - 1500
GN 428-AL-36-800-B-* 36 800 26 M 10 71 16.6 855 40 13 - 1820
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RoHS PA
+130°

-30°

Bridge handle
Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, glossy finish.

STANDARD EXECUTION
Pass-through holes for screws or rivets.

TECHNICAL DATA
Tensile stress and impact strength: the values F1, F2, L1 and L2 
indicated in the table were obtained during breaking tests carried 
out with the appropriate dynamometric equipment under the test 
conditions shown in the figure with ambient temperature.

Code L f d h h1 B l l1 F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37451 173 150±0.5 6 52.5 9 9 23 113 1800 4500 18 8 46

RoHS PA
+130°

-30°

Bridge handle
Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, glossy finish.

SCREW-COVERS
Technopolymer in six standard colours, matte finish. Supplied with 
the handle, removable by a screwdriver.
Available also as accessories sold separately (see table ECA.).
Code Description Cap for
29831-* ECA.B1-* M.479/150

* Complete with colour index (C1, ..., C6).

STANDARD EXECUTIONS
- M.479/150-8: pass-through holes for cylindrical-head screws

with hexagon socket.
Screw covers to be press-fit assembled.
- M.479/150 B-M8: brass bosses, threaded holes.
Screw covers supplied assembled.

TECHNICAL DATA
Tensile stress and impact strength: F1, F2, L1 and L2 values reported 
in the table are the result of breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

Code Description L f d4 d d1 h h1 h2 B l l1 p F1 
[N]

F2 
[N]

L1 
[J]

L2 
[J]

37461-* M.479/150-8-* 173 132±0.5 - 8.5 13.5 52.5 8.5 13 9 23 113 - 2100 2600 15 7 49
37466-* M.479/150 B-M8-* 173 132±0.5 M8 - - 52.5 - - 9 23 113 12 2100 2600 15 7 57
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RoHS

Cabinet "U" handles
Aluminum

SPECIFICATION
Types
- Type A: closed type
- Type B: open ended type, mounting from the back (threaded blind 

bore)
- Type C: open ended type, mounting from the operator´s side

Aluminium
plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
Cap (type C)
Plastic
black for SW
light grey for SR

INFORMATION
A special characteristic of the Handle GN 559 is the thumb rest pad 
on the front of the leg.
At the same time the extended leg offers an open ended version with 
wide access.
Handles GN 559 are known for their high stability. They are fixed by 
two M8 screws whereby type A offers two alternative hole centers  
(l2 or l3).

 Complete with colour index of the Cabinet “U” handles (SW or SR)*

RAL9005 RAL9006
SW SR

GN 559

Description l1 
±0.25 a1 a2 a3 b1 b2 d1 d2 h1 h2 h3 h4 h5 l2 l3 

±0.2 l4 l5 l6 l7 t1 
min.

t2 
min. t3

GN 559-162-A-* 162 38 19 - 25 28 M 8 - 55 - 36 - - 128 140 - - - - 12 - - 254
GN 559-162-B-* 162 - - 40 25 28 M 8 - - 57 - 38 28 - - 8 22 - - - 16 - 237
GN 559-162-C-* 162 - - 40 25 28 - 8.3 - 57 - 38 28 - - - - 10 20 - - 8 223

RoHS

Arch handles
Steel

SPECIFICATION
Steel

plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
chrome-plated CR

GN 424.1

Description d l1 l2 ≈ h ≈

GN 424.1-10-64-* 10 64 ±0.25 75 35 59
GN 424.1-10-96-* 10 96 ±0.25 111 35 72
GN 424.1-10-128-* 10 128 ±0.25 146 35 85
GN 424.1-10-160-* 10 160 ±0.25 181 35 100
GN 424.1-10-192-* 10 192 ±0.35 219 35 132

STAINLESS
STEEL

INOX
RoHS

Stainless Steel-Arch handles
SPECIFICATION
Stainless Steel AISI 303
matt brushed

STAINLESS STEELGN 424.5

Description d l1 l2 ≈ h ≈

GN 424.5-10-64 10 64 ±0.25 75 35 58
GN 424.5-10-96 10 96 ±0.25 111 35 73
GN 424.5-10-128 10 128 ±0.25 146 35 89
GN 424.5-10-160 10 160 ±0.25 181 35 109
GN 424.5-10-192 10 192 ±0.35 219 35 127
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RoHS

Arch handles
Aluminium

SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from operator´s side

Aluminium

plastic coated
black, RAL 9005, textured finish SW
red, RAL 3000, textured finish RS
silver, RAL 9006, textured finish SR
anodized, natural colour EL
blank, tumbled BL

INFORMATION
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

 * Complete with colour index of the Arch handles (SW, RS, SR, EL or BL)

RAL 9005 RAL 3000 RAL 9006 anodized blank
SW RS SR EL BL

GN 565.4

Description b l1 ±0.25 l2 ≈ a d1 d2 h1 h2 t1 t2

GN 565.4-20-160-A-* 20 160 185 13 M 6 - 50 - 8 - 106
GN 565.4-20-192-A-* 20 192 221 13 M 6 - 50 - 8 - 123
GN 565.4-26-160-A-* 26 160 190 17 M 8 - 57 - 11 - 188
GN 565.4-26-192-A-* 26 192 227 17 M 8 - 57 - 11 - 220
GN 565.4-20-160-B-* 20 160 185 13 - 5.3 50 5 - 5 108
GN 565.4-20-192-B-* 20 192 221 13 - 5.3 50 5 - 5 117
GN 565.4-26-160-B-* 26 160 190 17 - 6.4 57 6 - 6 190
GN 565.4-26-192-B-* 26 192 227 17 - 6.4 57 6 - 6 209

RoHS

Arch handles
Aluminium

SPECIFICATION
Arch handle
Aluminium
plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
End pieces (for SW and SR)
Zinc die casting
plastic coated
silver, RAL 9006, textured finish

Grub screw
Steel, tensile strength class 5.8 (500 N/mm2)
zinc plated, blue passivated

Hexagon nuts ISO 4032-M8
Steel, zinc plated

Washers DIN 125
Steel, zinc plated

l2
1l

d 3l
2b

1b

a

h
l 4

GN 665

Description b1 l1 
±0.25 a b2 d h -1 l2 ≈ l3 l4 ≈

GN 665-26-350-SW 26 350 17 14 M 8 69 526 328 17 621
GN 665-26-450-SW 26 450 17 14 M 8 69 632 428 20 699
GN 665-26-350-SR 26 350 17 14 M 8 69 526 328 17 621
GN 665-26-450-SR 26 450 17 14 M 8 69 632 428 20 699

STAINLESS
STEEL

INOX
RoHS

Stainless Steel-Arch handles
SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator's side

Stainless Steel AISI 304
matt shot-blasted MT

INFORMATION
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

STAINLESS STEELGN 565.9

Description b l1 
±0.25 l2 ≈ a d1 d2 h1 h2 t1 

min. t2

GN 565.9-20-160-A-MT 20 160 185 13 M 6 - 50 - 8 - 318
GN 565.9-20-192-A-MT 20 192 221 13 M 6 - 50 - 8 - 366
GN 565.9-20-160-B-MT 20 160 185 13 - 5.3 50 5 - 5 306
GN 565.9-20-192-B-MT 20 192 221 13 - 5.3 50 5 - 5 350
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Material: handle brackets of technopolymer
bar of aluminium
Colour: black 

Hand grips / bow-type handles  |  Polymer-Aluminium 

Material: PA-glass fibre reinforced
Colour: black 

Hand grips / bow-type handles  |  PA-glass fibre 

Material: thermoset material FS 31 DIN 7708
insert of brass
Colour: black 

Hand grips / bow-type handles  |  Thermoset material 

Material: handle brackets of PA-glass fibre reinforced
bar of aluminium 
Colours (F): 
colour code 0 = black ~RAL 9005
colour code 4 = orange ~RAL 2004 

Hand grips / bow-type handles  |  PA-Aluminium 

W

w

W

w

W

w

Artikelnummer Typ Material
Abmessungen (mm)

Gewindegröße Bohrungsgröße (mm) Verpackungseinheit
w W T H h

462228 1 Thermoplastik 105.0 121 26 37 29 M5 x 9 – 100
462229 1 Thermoplastik 105.0 121 26 37 29 M6 x 9 – 100
462230 1 Thermoplastik 110.0 133 26 40 32 M5 x 9 – 100
462231 1 Thermoplastik 110.0 133 26 40 32 M6 x 9 – 100
462232 1 Thermoplastik 117.0 133 26 40 32 M5 x 9 – 100
462233 1 Thermoplastik 117.0 133 26 40 32 M6 x 9 – 100
462234 1 Thermoplastik 117.0 133 26 40 32 M8 x 9 – 100
462235 2 Thermoplastik 93.5 112 21 36 30 M6 x 9 – 100
462236 2 Thermoplastik 117.0 139 26 41 34 M8 x 9 – 100
462237 2 Thermoplastik 132.0 156 27 45 37 M6 x 9 – 100
462238 2 Thermoplastik 132.0 156 27 45 37 M8 x 9 – 100
462239 2 Thermoplastik 179.0 204 28 50 42 M8 x 9 – 100
462240 3 Thermoplastik 93.5 112 21 36 30 – 10.5 100
462241 3 Thermoplastik 117.0 139 26 41 34 – 10.5 100
462242 3 Thermoplastik 117.0 139 26 41 34 – 13.0 100
462243 3 Thermoplastik 132.0 156 27 45 37 – 10.5 100
462244 3 Thermoplastik 132.0 156 27 45 37 – 13.0 100
462245 3 Thermoplastik 179.0 204 28 50 42 – 13.0 100
462246 4 Duroplast 105.0 140 30 48 30 M6 x 13 – 100
462247 4 Duroplast 110.0 140 30 48 30 M6 x 9 – 100
462248 4 Duroplast 117.0 140 30 48 30 M8 x 15 – 100
462249 4 Duroplast 120.0 140 30 48 30 M6 x 9 – 100
462250 4 Duroplast 120.0 140 30 48 30 M8 x 9 – 100
462251 4 Duroplast 132.0 160 36 56 36 M8 x 15 – 50
462252 4 Duroplast 132.0 160 36 56 36 M10 x 16 – 50

W

w

Typ 4 Typ 3

Typ 2

Typ 1

• Stabile Griffe
• Typ 1, 2 und 4 sind inkl.Messingblindbuchse mit Innengewinde
• Typ 3 ist gefertigt mit einfachem Durchgangsloch und einer 

Vertiefung für die Schraube
• Typ 4 hat ein glänzendes Finish

Artikelnummer Typ Farbe Tragfähigkeit N Verpackungseinheit

493514 1 Grau 250 2
493515 1 Schwarz 250 2
493516 2 Schwarz 400 2
493517 2 Schwarz 400 2

• Tragegriff
• Einfach und schnell anzubringen
• Wird mit Schrauben und Unterlegscheiben ähnlich DIN 125 geliefert
• Mit 1, 2 oder 3 Fingern zu bedienen
• Anwendungsbereich u.a. Daten/Server-Racks

Typ 2Typ 1

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

METALIKA KACIN s.p.
Račeva 8
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+386 41 694 339
info@metalika-kacin.com

Finger handles
Polyamide

U - handles
Glasgefülltes Thermoplastik oder Duroplast
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CLEAN C
H

RO
MIUM

RoHS PA
+100°

-30°

Finger handles
Technopolymer

MATERIAL
Polyamide based (PA) technopolymer.

STANDARD EXECUTIONS
Blind holes for fitting by means of no. 2 self-tapping screws for plastic 
materials Ø3.5 (UNI ISO 7049), not included in the supply.
Maximum tightening torque of the self-tapping screws 1,2 [Nm].
- MFH-AF: in 4 standard colours: black, orange, grey, red, matte

finish.
- MFH-AF-CLEAN: white colour similar to RAL 9002, matte finish.
- MFH-CR: chrome-plated, matte finish.

CHEMICAL AGENTS RESISTANCE (FOR MFH-CR)
The chrome-plating makes the surface finish semi-glossy and 
homogeneous to facilitate cleaning operations.
The chrome-plated surface is resistant to wear, scrapes and shocks.
Laboratory tests carried out at ambient temperature (23°C) proved 
the resistance of the surface to: detergents, acetone, ethyl alcohol, 
formic acid, chlorine solutions.

TECHNICAL DATA
Tensile stress and impact strength: the values F2 and L1 indicated 
in the table were obtained during breaking tests carried out with the 
appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

MFH-AF

Code Description l d1 d2 h F2 
[N]

L1 
[J]

138201-* MFH-30-AF 3,5-* 29.5 9 12 27 2300 6 6
138221-* MFH-40-AF 3,5-* 39.5 10 15 33.5 2300 10 9

MFH-AF-CLEAN

Code Description l d1 d2 h F2 
[N]

L1 
[J]

151456 MFH-30-AF 3,5 CLEAN 29.5 9 12 27 2300 6 6
151458 MFH-40-AF 3,5 CLEAN 39.5 10 15 33.5 2300 10 9

MFH-CR

Code Description l d1 d2 h F2 
[N]

L1 
[J]

152501 MFH-30-AF 3,5-CR 29.5 9 12 27 2300 6 6
152511  MFH-40-AF 3,5-CR 39.5 10 15 33.5 2300 10 9

RoHS

Finger handles
Steel

SPECIFICATION
Steel
chrome-plated CR
Location discs
Zinc die casting, nickel-plated

GN 224.1

Description d1 l ±0.25 d2 h

GN 224.1-8-30-CR 8 30 12 26 23
GN 224.1-10-40-CR 10 40 15 31 40

STAINLESS
STEEL

INOX
RoHS

Stainless Steel-Finger handles
SPECIFICATION
Stainless Steel AISI 304
matt shot-blasted

Location discs
Stainless Steel AISI 303

STAINLESS STEELGN 224.5

Description d1 l ±0.25 d2 h

GN 224.5-8-30 8 30 12 26 20
GN 224.5-10-40 10 40 15 31 50

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija
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STAINLESS
STEEL

INOX
RoHS

Cabinet "U" handles
Steel / Aluminium / Stainless Steel

SPECIFICATION
Version in Steel
Steel

plastic coated
black, RAL 9005, textured finish SW
chrome-plated CR
blackened BT
Location discs
Zinc die casting, nickel plated

Version in Aluminium
Aluminium AL
plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
red, RAL 3000, textured finish RS
Location discs
Stainless Steel AISI 303

anodized, natural colour EL
Version in Stainless Steel
- AISI 303 / AISI 304 (A2) NI
- matt shot-blasted GS
- electropolished EP
Stainless Steel AISI 316L  A4
matte shot-blasted GS
Location discs
Stainless Steel AISI 303 / AISI 316L

INFORMATION
Cabinet "U" handles GN 425 Ø 8 and Ø 10 are supplied with two 
location discs. They gurantee a perfect location even with large holes 
in the cabinet. The discs are loosely enclosed.
The chrome-plated design is only conditionally suitable for outdoor 
use. The stainless steel design version should be given preference.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

ON REQUEST
- Stainless Steel version A4 electropolished

2/3
Cabinet "U" handles

CR BT
 Complete with colour index of the Cabinet “U” handles (SW, CR or BT)*

RAL9005 chrome-plated blackened
SW

GN 425

Description d1 l ±0.5 d2 d3 h r t min.

GN 425-8-55-* 8 55** M 4 12 35 10 8 40
GN 425-8-64-* 8 64 M 4 12 35 10 8 43
GN 425-8-88-* 8 88** M 4 12 35 10 8 50
GN 425-8-96-* 8 96 M 4 12 35 10 8 56
GN 425-8-100-* 8 100 M 4 12 35 10 8 58
GN 425-8-120-* 8 120** M 4 12 35 10 8 66
GN 425-8-128-* 8 128 M 4 12 35 10 8 69
GN 425-10-88-* 10 88** M 5 15 43 12 12 88
GN 425-10-100-* 10 100 M 5 15 43 12 12 98
GN 425-10-120-* 10 120** M 5 15 43 12 12 108
GN 425-10-180-* 10 180** M 5 15 43 12 12 147
GN 425-10-200-* 10 200 M 5 15 43 12 12 160
GN 425-10-235-* 10 235** M 5 15 43 12 12 183
GN 425-12-125-* 12 125 M 6 - 51 14 12 165
GN 425-12-160-* 12 160 M 6 - 51 14 12 196
GN 425-12-200-* 12 200 M 6 - 51 14 12 230
GN 425-12-250-* 12 250 M 6 - 51 14 12 274
GN 425-16-160-* 16 160 M 6 - 59 18 12 371
GN 425-16-200-* 16 200 M 6 - 59 18 12 430
GN 425-16-250-* 16 250 M 6 - 59 18 12 503
GN 425-16-300-* 16 300 M 6 - 59 18 12 581

 * Complete with colour index of the Cabinet “U” handles (SW, SR, RS or EL)

anodizedRAL 9005 RAL 9006 RAL 3000
SW SR RS EL

GN 425-AL

Description d1 l ±0.5 d2 d3 h r t min.

GN 425-AL-8-55-* 8 55** M 4 12 35 10 8 15
GN 425-AL-8-64-* 8 64 M 4 12 35 10 8 18
GN 425-AL-8-88-* 8 88** M 4 12 35 10 8 20
GN 425-AL-8-96-* 8 96 M 4 12 35 10 8 22
GN 425-AL-8-100-* 8 100 M 4 12 35 10 8 24
GN 425-AL-8-120-* 8 120** M 4 12 35 10 8 27
GN 425-AL-8-128-* 8 128 M 4 12 35 10 8 30
GN 425-AL-10-88-* 10 88** M 5 15 43 12 12 34
GN 425-AL-10-100-* 10 100 M 5 15 43 12 12 37
GN 425-AL-10-120-* 10 120** M 5 15 43 12 12 40
GN 425-AL-10-180-* 10 180** M 5 15 43 12 12 60
GN 425-AL-10-200-* 10 200 M 5 15 43 12 12 80
GN 425-AL-10-235-* 10 235** M 5 15 43 12 12 86
GN 425-AL-12-125-* 12 125 M 6 - 51 14 12 59
GN 425-AL-12-160-* 12 160 M 6 - 51 14 12 71
GN 425-AL-12-200-* 12 200 M 6 - 51 14 12 83
GN 425-AL-12-250-* 12 250 M 6 - 51 14 12 114
GN 425-AL-16-160-* 16 160 M 6 - 59 18 12 129
GN 425-AL-16-200-* 16 200 M 6 - 59 18 12 150
GN 425-AL-16-250-* 16 250 M 6 - 59 18 12 179
GN 425-AL-16-300-* 16 300 M 6 - 59 18 12 206

** suitable for 19“ rack and enclosure layout

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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Cabinet "U" handles

 Complete with material of the Cabinet “U” handles (GS or EP)*

matt shot-blasted electropolished
GS EP

STAINLESS STEELGN 425-NI

Description d1 Material l ±0.5 d2 d3 h r t min.

GN 425-NI-8-55-* 8 AISI 303 55** M 4 12 35 10 8 39
GN 425-NI-8-64-* 8 AISI 303 64 M 4 12 35 10 8 43
GN 425-NI-8-88-* 8 AISI 303 88** M 4 12 35 10 8 53
GN 425-NI-8-96-* 8 AISI 303 96 M 4 12 35 10 8 57
GN 425-NI-8-100-* 8 AISI 303 100 M 4 12 35 10 8 60
GN 425-NI-8-120-* 8 AISI 303 120** M 4 12 35 10 8 66
GN 425-NI-8-128-* 8 AISI 303 128 M 4 12 35 10 8 70
GN 425-NI-10-88-* 10 AISI 303 88** M 5 15 43 12 12 91
GN 425-NI-10-100-* 10 AISI 303 100 M 5 15 43 12 12 95
GN 425-NI-10-120-* 10 AISI 303 120** M 5 15 43 12 12 100
GN 425-NI-10-180-* 10 AISI 303 180** M 5 15 43 12 12 146
GN 425-NI-10-200-* 10 AISI 303 200 M 5 15 43 12 12 161
GN 425-NI-10-235-* 10 AISI 303 235** M 5 15 43 12 12 181
GN 425-NI-12-125-* 12 AISI 304 125 M 6 - 51 14 12 169
GN 425-NI-12-160-* 12 AISI 304 160 M 6 - 51 14 12 200
GN 425-NI-12-200-* 12 AISI 304 200 M 6 - 51 14 12 236
GN 425-NI-12-250-* 12 AISI 304 250 M 6 - 51 14 12 283
GN 425-NI-16-160-* 16 AISI 304 160 M 6 - 59 18 12 373
GN 425-NI-16-200-* 16 AISI 304 200 M 6 - 59 18 12 437
GN 425-NI-16-250-* 16 AISI 304 250 M 6 - 59 18 12 521
GN 425-NI-16-300-* 16 AISI 304 300 M 6 - 59 18 12 600

STAINLESS STEELGN 425-A4

Description d1 Material l ±0.5 d2 d3 h r t min.

GN 425-A4-10-88-GS 10 AISI 316L 88** M 5 15 43 12 12 92
GN 425-A4-10-100-GS 10 AISI 316L 100 M 5 15 43 12 12 99
GN 425-A4-10-120-GS 10 AISI 316L 120** M 5 15 43 12 12 111
GN 425-A4-10-180-GS 10 AISI 316L 180** M 5 15 43 12 12 151
GN 425-A4-10-200-GS 10 AISI 316L 200 M 5 15 43 12 12 163
GN 425-A4-10-235-GS 10 AISI 316L 235** M 5 15 43 12 12 185

** suitable for 19“ rack and enclosure layout

STAINLESS
STEEL

INOX
RoHS

Cabinet "U" handles
Steel / Stainless Steel, without thread, for welding

SPECIFICATION
Version in Steel
Steel ST
matt, shot-blasted

Version in Stainless Steel
Stainless Steel AISI 304 NI
matt, shot-blasted

INFORMATION
The manufacturing process (bending) of the cabinet "U" handles  
GN 425.3 allows the production of special lengths in relatively small 
quantities.

TECHNICAL INFORMATION
- Stainless Steel charachteristics (see page A26)

 Complete with material of the Cabinet “U” handles (ST or NI)*

Steel Stainless Steel
ST NI

GN 425.3

Description d l ±0.5 h r

GN 425.3-8-64-* 8 64 35 10 45
GN 425.3-8-88-* 8 88 35 10 55
GN 425.3-8-100-* 8 100 35 10 59
GN 425.3-10-100-* 10 100 43 12 113
GN 425.3-10-125-* 10 125 43 12 117
GN 425.3-10-160-* 10 160 43 12 138
GN 425.3-12-125-* 12 125 51 14 170
GN 425.3-12-160-* 12 160 51 14 210
GN 425.3-12-200-* 12 200 51 14 245
GN 425.3-16-125-* 16 125 59 18 321
GN 425.3-16-160-* 16 160 59 18 377
GN 425.3-16-200-* 16 200 59 18 440
GN 425.3-20-200-* 20 200 68 22 707
GN 425.3-20-250-* 20 250 68 22 831

Weight material ST

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija
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+386 41 694 339
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STAINLESS
STEEL

INOX
RoHS

Cabinet "U" handles
Steel / Aluminium / Stainless Steel

SPECIFICATION
Version in Steel
Steel

plastic coated
black, RAL 9005, textured finish SW
chrome-plated CR
blackened BT
Location discs
Zinc die casting, nickel plated

Version in Aluminium
Aluminium AL
plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
red, RAL 3000, textured finish RS
anodized, natural colour EL
Version in Stainless Steel
- AISI 303 / AISI 304 (A2) NI
- matt shot-blasted GS
- electropolished EP
Stainless Steel AISI 316L  A4
matte shot-blasted GS
Location discs
Stainless Steel AISI 303 / AISI 316L

INFORMATION
Cabinet "U" handles GN 425.1 Ø 8 and Ø 10 are supplied with two 
location discs. They guarantee a perfect location even with large 
holes in the cabinet. The discs are loosely enclosed.
The chrome-plated design is only conditionally suitable for outdoor 
use. The stainless steel design version should be given preference.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

STAINLESS STEELGN 425.1-A4

Description d1 l ±0.25 d2 d3 h1 h2 r t min.

GN 425.1-A4-10-88-GS 10 88 M 5 15 47 35 11 12 92
GN 425.1-A4-10-100-GS 10 100 M 5 15 47 35 11 12 99
GN 425.1-A4-10-120-GS 10 120 M 5 15 47 35 11 12 111
GN 425.1-A4-10-180-GS 10 180** M 5 15 47 35 11 12 159
GN 425.1-A4-10-200-GS 10 200 M 5 15 47 35 11 12 163

2/2
Cabinet "U" handles

CR BT
 Complete with colour index of the Cabinet “U” handles (SW, CR or BT)*

RAL9005 chrome-plated blackened
SW

GN 425.1

Description d1 l ±0.25 d2 d3 h1 h2 r t min.

GN 425.1-8-55-* 8 55** M 4 12 40 30 9 8 40
GN 425.1-8-64-* 8 64 M 4 12 40 30 9 8 43
GN 425.1-8-96-* 8 96 M 4 12 40 30 9 8 56
GN 425.1-8-100-* 8 100 M 4 12 40 30 9 8 58
GN 425.1-10-88-* 10 88** M 5 15 47 35 11 12 88
GN 425.1-10-100-* 10 100 M 5 15 47 35 11 12 98
GN 425.1-10-120-* 10 120** M 5 15 47 35 11 12 108
GN 425.1-10-180-* 10 180** M 5 15 47 35 11 12 147
GN 425.1-10-200-* 10 200 M 5 15 47 35 11 12 160
GN 425.1-12-125-* 12 125 M 6 - 60 44 12 12 165
GN 425.1-12-160-* 12 160 M 6 - 60 44 12 12 196
GN 425.1-12-200-* 12 200 M 6 - 60 44 12 12 230
GN 425.1-12-250-* 12 250 M 6 - 60 44 12 12 274

 * Complete with colour index of the Cabinet “U” handles (SW, SR, RS or EL)

anodizedRAL 9005 RAL 9006 RAL 3000
SW SR RS EL

GN 425.1-AL

Description d1 l ±0.25 d2 d3 h1 h2 r t min.

GN 425.1-AL-8-55-* 8 55** M 4 12 40 30 9 8 15
GN 425.1-AL-8-64-* 8 64 M 4 12 40 30 9 8 18
GN 425.1-AL-8-88-* 8 88** M 4 12 40 30 9 8 20
GN 425.1-AL-8-96-* 8 96 M 4 12 40 30 9 8 22
GN 425.1-AL-8-100-* 8 100 M 4 12 40 30 9 8 23
GN 425.1-AL-10-88-* 10 88** M 5 15 47 35 11 12 34
GN 425.1-AL-10-100-* 10 100 M 5 15 47 35 11 12 40
GN 425.1-AL-10-120-* 10 120** M 5 15 47 35 11 12 50
GN 425.1-AL-10-180-* 10 180** M 5 15 47 35 11 12 60
GN 425.1-AL-10-200-* 10 200 M 5 15 47 35 11 12 68
GN 425.1-AL-12-125-* 12 125 M 6 - 60 44 12 12 59
GN 425.1-AL-12-160-* 12 160 M 6 - 60 44 12 12 71
GN 425.1-AL-12-200-* 12 200 M 6 - 60 44 12 12 83
GN 425.1-AL-12-250-* 12 250 M 6 - 60 44 12 12 114

 Complete with material of the Cabinet “U” handles (GS or EP)*

matt shot-blasted electropolished
GS EP

STAINLESS STEELGN 425.1-NI

Description d1 l ±0.25 d2 d3 h1 h2 r t min.

GN 425.1-NI-8-55-* 8 55** M 4 12 40 30 9 8 37
GN 425.1-NI-8-64-* 8 64 M 4 12 40 30 9 8 40
GN 425.1-NI-8-88-* 8 88 M 4 12 40 30 9 8 53
GN 425.1-NI-8-96-* 8 96 M 4 12 40 30 9 8 57
GN 425.1-NI-8-100-* 8 100 M 4 12 40 30 9 8 58
GN 425.1-NI-10-88-* 10 88 M 5 15 47 35 11 12 91
GN 425.1-NI-10-100-* 10 100 M 5 15 47 35 11 12 95
GN 425.1-NI-10-120-* 10 120 M 5 15 47 35 11 12 105
GN 425.1-NI-10-180-* 10 180** M 5 15 47 35 11 12 146
GN 425.1-NI-10-200-* 10 200 M 5 15 47 35 11 12 161
GN 425.1-NI-12-125-* 12 125 M 6 - 60 44 12 12 169
GN 425.1-NI-12-160-* 12 160 M 6 - 60 44 12 12 200
GN 425.1-NI-12-200-* 12 200 M 6 - 60 44 12 12 236
GN 425.1-NI-12-250-* 12 250 M 6 - 60 44 12 12 283

** suitable for 19“ rack and enclosure layout

METALIKA KACIN s.p.
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STAINLESS
STEEL

INOX
RoHS

Cabinet "U" handles
for welding, made of seamless steel tubing

SPECIFICATION
Type
- Type A: simply curved, 90°

Steel ST
blank, oiled

INFORMATION
GN 426.3 cabinet “U” handles are produced through bending. This 
allows special lengths or special geometries with the same r 
and s dimensions to be delivered even in comparatively small unit 
quantities.

GN 426.3

Description d l1 ±1.5 h ±1.5 r s

GN 426.3-ST-20-150-A 20 150 90 40 3 288
GN 426.3-ST-20-200-A 20 200 90 40 3 340
GN 426.3-ST-20-250-A 20 250 90 40 3 400
GN 426.3-ST-20-300-A 20 300 90 40 3 455
GN 426.3-ST-20-400-A 20 400 90 40 3 560
GN 426.3-ST-25-200-A 25 200 110 50 3 565
GN 426.3-ST-25-250-A 25 250 110 50 3 640
GN 426.3-ST-25-300-A 25 300 110 50 3 720
GN 426.3-ST-25-400-A 25 400 110 50 3 890
GN 426.3-ST-25-500-A 25 500 110 50 3 1050
GN 426.3-ST-30-300-A 30 300 130 60 3 835
GN 426.3-ST-30-350-A 30 350 130 60 3 1040
GN 426.3-ST-30-400-A 30 400 130 60 3 1140
GN 426.3-ST-30-500-A 30 500 130 60 3 1340
GN 426.3-ST-30-600-A 30 600 130 60 3 1555

RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Aluminium

plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
anodized, natural colour EL

INFORMATION
Cabinet "U" handles GN 427 are produced from profiled aluminum 
extrusions.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

 Complete with colour index of the Cabinet “U” handles (SW, SR or EL)*

RAL9005 RAL9006 anodized
SW SR EL

GN 427

Description b l ±0.25 a h r

GN 427-12-55-* 12 55** 8 40 8 23
GN 427-12-88-* 12 88** 8 40 8 30
GN 427-12-100-* 12 100 8 40 8 33
GN 427-12-120-* 12 120** 8 40 8 37
GN 427-12-180-* 12 180** 8 40 8 51
GN 427-12-200-* 12 200 8 40 8 56
GN 427-12-235-* 12 235** 8 40 8 60

** suitable for 19“ rack and enclosure layout

STAINLESS
STEEL

INOX
RoHS

Stainless Steel- 
Cabinet "U" handles
SPECIFICATION
Stainless Steel AISI 304
matt shot-blasted

INFORMATION
Cabinet "U" handles GN 427.5 are produced from profiled  extrusions.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

STAINLESS STEELGN 427.5

Description b l ±0.25 a h r

GN 427.5-12-55 12 55** 8 40 8 60
GN 427.5-12-88 12 88** 8 40 8 85
GN 427.5-12-100 12 100 8 40 8 90
GN 427.5-12-120 12 120** 8 40 8 105
GN 427.5-12-180 12 180** 8 40 8 145
GN 427.5-12-200 12 200 8 40 8 150
GN 427.5-12-235 12 235** 8 40 8 180

** suitable for 19“ rack and enclosure layout

METALIKA KACIN s.p.
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An
timicrobial

P r o t e c t i o n

CLEAN RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Aluminium AL
d1 = 20: Solid material
d1 = 28: Tube-Ø 28 x 4

plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
white, RAL 9016, antimicrobial WSA
blank, tumbled BL
Threaded bushings
Aluminium

INFORMATION
GN 426 cabinet „U“ handles are made from a bent aluminum 
profile and have excellent stability and ergonomic design. Due to 
the production process, special designs can be supplied even in 
relatively small quantities.
In addition to the standard surfaces, these cabinet „U“ handles are 
also available with a functional coating.
The WSA version has a powder coating based on zinc molybdate, 
which gives it antimicrobial properties. The principle of action, which 
is activated by the presence of moisture, demonstrably reduces 
the growth of viruses, bacteria, and fungi within 24 hours, so that 
contaminated surfaces ultimately have less than 0.2% of the original 
number of microbes.
Standard elements with antimicrobial plastic coating are primarily 
used in the health care sector and in public buildings, such as 
airports, train stations, stadiums, etc.

BL
 Complete with colour index of the Cabinet “U” handles (SW, SR, WSA or BL)*

RAL9005 RAL9006 RAL9016 blank
SW SR WSA

GN 426

Description d1 l ±0.25 d2 h r t min.

GN 426-AL-20-200-* 20 200 M 8 68 22 15 231
GN 426-AL-20-250-* 20 250 M 8 68 22 15 285
GN 426-AL-20-300-* 20 300 M 8 68 22 15 330
GN 426-AL-20-350-* 20 350 M 8 68 22 15 375
GN 426-AL-28-250-* 28 250 M 10 78 32 15 290
GN 426-AL-28-300-* 28 300 M 10 78 32 15 330
GN 426-AL-28-350-* 28 350 M 10 78 32 15 375
GN 426-AL-28-400-* 28 400 M 10 78 32 15 415

STAINLESS
STEEL

INOX
RoHS

Stainless Steel-Cabinet  
"U" handles
SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator´s side

Stainless Steel
d1 = 20: Solid material
d1 = 28: Tube-Ø 28 x 2

- AISI 304
- matt shot-blasted

Threaded bush / Mounting stud
Stainless Steel AISI 303

Grub screw (Type B)
d1= 20: DIN 914-M5-6-NI
d1= 28: DIN 914-M6-8-NI

INFORMATION
Stainless Steel-Cabinet "U" handles GN 426.5 can be mounted from 
the back (type A) as well as from the operator’s side (type B). In this 
case the stud is first screwed in from the machine side and then the 
handle is pushed on and secured with the grub screw.
Both mounting methods allow the mounting of a pair of handles in 
opposite position. This method could be used e.g. on doors (double 
handle). In general, a mounting stud with special length l2 might be 
required.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

STAINLESS STEELGN 426.5

Description d1 l1 ±0.5 l1 ±0.3 d2 d3 h l2 r ≈ t1 t2

GN 426.5-20-200-A 20 200 - M 8 - 68 20 22 15 - 700
GN 426.5-20-250-A 20 250 - M 8 - 68 20 22 15 - 696
GN 426.5-20-300-A 20 300 - M 8 - 68 20 22 15 - 900
GN 426.5-20-350-A 20 350 - M 8 - 68 20 22 15 - 1080
GN 426.5-20-200-B 20 - 200 M 8 - 68 20 22 - - 706
GN 426.5-20-250-B 20 - 250 M 8 - 68 20 22 - - 829
GN 426.5-20-300-B 20 - 300 M 8 - 68 20 22 - - 957
GN 426.5-20-350-B 20 - 350 M 8 - 68 20 22 - - 1086
GN 426.5-28-250-A 28 250 - M 10 32 90 20 32 - 17 550
GN 426.5-28-300-A 28 300 - M 10 32 90 20 32 - 17 625
GN 426.5-28-350-A 28 350 - M 10 32 90 20 32 - 17 680
GN 426.5-28-400-A 28 400 - M 10 32 90 20 32 - 17 729
GN 426.5-28-250-B 28 - 250 M 10 32 90 20 32 - - 625
GN 426.5-28-300-B 28 - 300 M 10 32 90 20 32 - - 690
GN 426.5-28-350-B 28 - 350 M 10 32 90 20 32 - - 720
GN 426.5-28-400-B 28 - 400 M 10 32 90 20 32 - - 820

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

www.metalika-kacin.com www.metalika-kacin.com



RoHS

Cabinet "U" handles
Aluminium

SPECIFICATION
Aluminium AL
d1 = 20: Solid material
d1 = 28: Tube-Ø 28 x 4

plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
blank, tumbled BL
Threaded bushings
Aluminium

INFORMATION
Cabinet "U" handles GN 426.1 are produced from profiled aluminium 
extrusions.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

BL
 Complete with colour index of the Cabinet “U” handles (SW, SR or BL)*

RAL9005 RAL9006 blank
SW SR

GN 426.1

Description d1 l ±0.25 d2 h1 h2 r t min.

GN 426.1-AL-20-200-* 20 200 M 8 105 68 22 15 380
GN 426.1-AL-20-300-* 20 300 M 8 105 68 22 15 475
GN 426.1-AL-28-250-* 28 250 M 10 125 78 32 15 470
GN 426.1-AL-28-350-* 28 350 M 10 125 78 32 15 505
GN 426.1-AL-28-500-* 28 500 M 10 125 78 32 15 620

STAINLESS
STEEL

INOX
RoHS

Stainless Steel-Cabinet  
"U" handles
SPECIFICATION
Types
- Type A: Mounting from the back (threaded blind bore)
- Type B: Mounting from the operator´s side

Stainless Steel
d1 = 20: Solid material
d1 = 28: Tube-Ø 28 x 2

- AISI 304
- matt shot-blasted

Threaded bush / Mounting stud
Stainless Steel AISI 303

Grub screws (Type B)
d1= 20: DIN 914-M5-6-NI
d1= 28: DIN 914-M6-8-NI

INFORMATION
Stainless Steel-Cabinet "U" handles GN 426.6 can be mounted from 
the back (type A) as well as from the operator’s side (type B). In this 
case the stud is first screwed in from the machine side and then the 
handle is pushed on and secured with the grub screw.
Both mounting methods allow the mounting of a pair of handles in 
opposite position. This method could be used e.g. on doors (double 
handle). In general, a mounting stud with special length l2 might be 
required.
The manufacturing process (bending) allows the production of 
special lengths in relatively small quantities.

 Complete with types of the Cabinet “U” handles (A or B)*

Mounting from the back Mounting from the operator´s side
A B

STAINLESS STEELGN 426.6

Description d1 l1 ±0.5 l1 ±0.3 d2 d3 h1 h2 l2 r ≈ t1 t2

GN 426.6-20-200-* 20 200 200 M 8 - 105 68 20 22 15 - 1094
GN 426.6-20-300-* 20 300 300 M 8 - 105 68 20 22 15 - 1357
GN 426.6-28-250-* 28 250 250 M 10 32 128 90 20 32 - 17 820
GN 426.6-28-350-* 28 350 350 M 10 32 128 90 20 32 - 17 950
GN 426.6-28-500-* 28 500 500 M 10 32 128 90 20 32 - 17 1160

Weight type A
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