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Stays on the bottom.
The flush mounted hinge recessed 
handle is especially suitable for 
 installation in bottom flaps.
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6-13806-1330DST

Advantages

■ Flush-mounted hinged,
recessed handle. Zinc die with
or without lock and opening
angle about 60° or 80°.

■ The vibration proof construc-
tion makes it possible to use
this flush-mounted handle in
special areas such as road
vehicles and railcars/wagons.

■ Unauthorized activation of
the recessed hinged han-
dle is prevented by an inte-
grated safety quarter-turn,
which is operated by means
of an insert key. This handle
features construction, which
prevents accumulation of dirt
due to the completely closed
housing surface.

■ For vertical or horizontal appli-
cations.

Materials

■ Hinged recessed handle:
zinc die, chrome plated or
black

Remarks

Weight: 510g.

1. rubber bumper

Hinged recessed handle, zinc die
Part Number Locking Surface Opening angle Installation type Delivery Unit

a) 213-9101.00-00060 yes chrome plated 60° screw-on 10 pcs.
a) 213-9102.00-00060 yes black 60° screw-on 10 pcs.
a) 213-9101.00-00080 yes chrome plated 80° screw-on 10 pcs.
a) 213-9102.00-00080 yes black 80° screw-on 10 pcs.
b) 213-9001.00-00060 without chrome plated 60° screw-on 10 pcs.
b) 213-9002.00-00060 without black 60° screw-on 10 pcs.
b) 213-9001.00-00080 without chrome plated 80° screw-on 10 pcs.
b) 213-9002.00-00080 without black 80° screw-on 10 pcs.

Specific accessories

769 204-0103.00-00000 Wrenches
769 204-0403.03-00000 Hollow key, (logo both sides)
766 204-0701.07-07500 Universal key for Inserts

Hinged Recessed Handle, flush mounted [6-1380]
Advantages

■ Revolving pull handle with
 DIRAK-SNAP-Technology.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ The corrugation shows open-
ing tab location.

■ A soft push on the tab rotates
the handle into the final, open
position.

■ A soft push rotates the han-
dle into the closed position,
resulting in a fully flush sur-
face.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Handle and dish: PA, black

■ Pin: steel, zinc plated

■ Snap wedges: sintered steel

Remarks

1. mounting position (fluting at
the bottom) and closed

2. open

3. handle swiveled out

Revolving pull handle
Part Number Clamping range (S) Installation type Delivery Unit

413-9005.00-00015 0.8 - 1.5 mm tool-less 10 pcs.
413-9005.00-00020 1.3 - 2.0 mm tool-less 10 pcs.

DST Revolving Pull Handle [6-1330DST]
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6-1411DST6-1410

Advantages

■ Recessed handle with
 DIRAK-SNAP-Technology.

■ Almost flush.

■ Great handle recess.

■ IP65 according to
DIN EN 60529.

■ Tool-less installation.

Materials

■ Recessed handle: PA, grey

■ Snap wedges: sintered steel

■ Sealing: EPDM, closed-cell

Remarks

1. self-adhesive seal

Recessed handle
Part Number Dimension Clamping range (S) Installation type Delivery Unit

352-2161.03-000CF 135 x 80 mm 1.0 - 1.7 mm tool-less 10 pcs.
352-2161.03-000CJ 135 x 80 mm 1.8 - 2.5 mm tool-less 10 pcs.

DST Recessed Handle PA [6-1411DST]
Advantages

■ Can be installed without tools.

■ Suitable for different
door-thicknesses.

Materials

■ Dish handle: PA, black

Remarks

The dimensions of the cutouts 
for different door-thicknesses 
are indicated in the table.

Door-thickness mm 
[inch] 

W X 

1.5 – 1.9 [0.059 – 0.075] 100 + 0.5 [3.937] 49.6 + 0.2 [1.953]
2.0 – 3.1 [0.079 – 0.122] 100 + 0.5 [3.937] 50.3 + 0.3 [1.980]
3.2 – 3.5 [0.126 – 0.138] 100 + 0.5 [3.937] 51.0 + 0.3 [2.008]

Y Z 
0.8 – 1.4 [0.032 – 0.056] 85.0 + 0.2 [3.346] 35.0 + 0.2 [1.378] 
1.5 – 2.2 [0.060 – 0.087] 85.0 + 0.2 [3.346] 36.0 + 0.3 [1.417] 

Recessed handle
Part Number Dimension Installation type Delivery Unit

a) 213-0705.51-00000 110 x 57 mm clip-in 10 pcs.
b) 213-0703.03-00000 94 x 41 mm clip-in 10 pcs.

Flush Pull Handle PA [6-1410]
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CLEAN RoHS PA
+100°

-30°Folding handles 
with recessed tray
with return springs, technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer.

STANDARD EXECUTIONS
Pass-through holes for M4 countersunk-head screws (not supplied).
- MPR: RAL 9005 black colour or RAL 7040 (C33) grey colour, matte 

finish.
- MPR-CLEAN: white colour similar to RAL 9002, matte finish.

ROTATION PIN AND RETURN SPRINGS
AISI 303 stainless steel pin, AISI 302 stainless steel springs.

TECHNICAL DATA
The lifting resistance (F1) and tensile strength (F2) values reported 
in the table are the result of permanent deformation by means of 
the appropriate dynamometric equipment under the test conditions 
shown in the figure with ambient temperature.

ASSEMBLY INSTRUCTIONS
Drill the handle housing according to the template dimensions.

H

h2

s
B

L

f1

b1

f2
d

l1
l2

h1

Description B f1 f2 L H h1 h2 b1 l1 l2 s d F1 
[N]

F2 
[N]

MPR.141 141 118 79 96 19 16 63 90 16.5 29 3 4.2 1650 2400 146
MPR.141-C33 141 118 79 96 19 16 63 90 16.5 29 3 4.2 1650 2400 146
MPR.141-CLEAN 141 118 79 96 19 16 63 90 16.5 29 3 4.2 1650 2400 146

RoHSFolding handles 
with recessed tray
SPECIFICATION
Types
- Type A: with handle locking in the folded up or folded down position
- Type B: with spring return of the handle in the folded down position

Tray
Zinc die casting
plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
Folding handle

Version in Steel
chrome plated CR
Version in Stainless Steel AISI 303
matt shot-blasted NI

INFORMATION
The folding handles with recessed tray GN 425.8 are used if the 
handle is to protrude by a maximum of 3 mm when folded down.
In type A, the folding handle is held in both end positions by  
spring-loaded thrust pieces.
In type B, the folding handle always spring-returns to the starting 
position after being released, preventing it from protruding with 
potentially interfering effect.

 Complete with types of the Folding handles (A or B)*

with handle locking with spring return
A B

GN 425.8-CR

Description l1 l2 l3 l4 l5 l6 m1 m2

GN 425.8-100-CR-SW-* 100 150 65 121 122 60 134 49 339
GN 425.8-100-CR-SR-* 100 150 65 121 122 60 134 49 339
GN 425.8-120-CR-SW-* 120 170 65 141 142 60 154 49 376
GN 425.8-120-CR-SR-* 120 170 65 141 142 60 154 49 376

STAINLESS STEELGN 425.8-NI

Description l1 l2 l3 l4 l5 l6 m1 m2

GN 425.8-100-NI-SW-* 100 150 65 121 122 60 134 49 339
GN 425.8-100-NI-SR-* 100 150 65 121 122 60 134 49 339
GN 425.8-120-NI-SW-* 120 170 65 141 142 60 154 49 376
GN 425.8-120-NI-SR-* 120 170 65 141 142 60 154 49 376

Weight type A

Screw-on flush handles Screw-on flush handles
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Screw-on flush handles
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Screw-on flush handles
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Screw-on flush handles
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Screw-on flush handles
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Snap-in flush handles
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Orange (RAL2004) and grey (RAL7035) on request.



Snap-in flush handles
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Flush handles with fixing clips
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Orange (RAL2004) and grey (RAL7035) on request.

+80°

0°

Code B L H 1h h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

150701-C1 92 37 19 17 17 76 83 25 7 1800 500
150711-C1 37 19 17 17 122 128 25 7 1800 500

Flush pull handles for snap-in assembly, technopolymer certified self-extinguishing

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer certified self-extinguishing UL-94 V0, grey-
black colour, matte finish.

TECHNICAL DATA
The "V0" certification in accordance with UL-94 V (Underwriters Laboratories) indicates that on a 
plastic test sample with specific shape and dimensions, in the vertical position, the flame is 
extinguished within 10 seconds, without generating any incandescent drops.
The lifting (F1) and pull out (F2) resistance values reported in the table are the result of the tests 
carried out in laboratory with handles assembled on strengthened metal sheet panels with thickness = 
1.5 mm (strengthened for test purposes).

137



CLEAN RoHS PA
+80°

0°

for snap-in assembly, technopolymer

STANDARD EXECUTIONS
Snap-in assembly (see Assembly Instructions).
- EPR-PF: glass-fibre reinforced polyamide based (PA)

technopolymer, grey-black colour, matte finish.
- EPR-PF-CLEAN: glass-fibre reinforced polyamide based (PA)

technopolymer, white colour similar to RAL 9002, matte finish.

ERGONOMY AND DESIGN
A modern design thanks to the compact shape. The internal profile of 
the cavity offers a safe, comfortable and ergonomic grip.
EPR-PF CLEAN in white colour is particularly suitable for application 
medical and hospital equipment and for food processing machines.

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of the tests carried out in laboratory with handles 
assembled on strengthened metal sheet panels with thickness = 1.5 
mm (strengthened for test purposes).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

EPR-PF

Code Description B L H h1 h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

261051-C1 EPR.90-PF-C1 90 50 19 17 17.5 76 79 28 7 1800 500 20
261081-C1 EPR.110-PF-C1 109 73 24 20 21.5 91 96 42 9 1300 400 45
261111-C1 EPR.120-PF-C1 120 95 28.5 24 26.5 94 103 58 11 1000 250 58

EPR-PF-CLEAN

Code Description B L H h1 h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

151001 EPR.90-PF-CLEAN 90 50 19 17 17.5 76 79 28 7 1800 500 20
151005 EPR.110-PF-CLEAN 109 73 24 20 21.5 91 96 42 9 1300 400 45
151011 EPR.120-PF-CLEAN 120 95 28.5 24 26.5 94 103 58 11 1000 250 58

RoHS PA
+80°

0°

for snap-in assembly, 
technopolymer certified self-extinguishing

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer certified 
self-extinguishing UL-94 V0, grey-black colour, matte finish.

STANDARD EXECUTION
Snap-in assembly (see Assembly Instructions).

ERGONOMY AND DESIGN
A modern design thanks to the compact shape. The internal profile of 
the cavity offers a safe, comfortable and ergonomic grip.

TECHNICAL DATA
The "V0" certification in accordance with UL-94 V (Underwriters 
Laboratories) (see Technical Data on page A5) indicates that on 
a plastic test sample with specific shape and dimensions, in the 
vertical position, the flame is extinguished within 10 seconds, without 
generating any incandescent drops.
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of the tests carried out in laboratory with handles 
assembled on strengthened metal sheet panels with thickness = 1.5 
mm (strengthened for test purposes).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

Code Description B L H h1 h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

150611-C1 EPR.90-PF-AE-V0-C1 90 50 19 17 17.5 76 79 28 7 1800 500 20
150631-C1 EPR.110-PF-AE-V0-C1 109 73 24 20 21.5 91 96 42 9 1300 400 45
150651-C1 EPR.120-PF-AE-V0-C1 120 95 28.5 24 26.5 94 103 58 11 1000 250 58

Flush pull handles Flush pull handles
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RoHS PA
+100°

-30°

for screw mounting, technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-
black colour, matte finish.

COVER
Technopolymer in Ergostyle colours, glossy finish, removable by a 
screwdriver by playing upon the central part (see drawing).
Available also as accessory sold separately (see table ECO.).
Code Description Cover for
29851-* ECO.R1-* EPR.110
29852-* ECO.R2-* EPR.120

* Complete with colour index (C1, ..., C6).

STANDARD EXECUTIONS
Pass-through holes for AISI 304 stainless steel self-tapping screws 
according to ISO 7050 Ø 2.9x9.5 mm, supplied (see Assembly 
instructions).
- EPR-SH: open cavity handle without flap.
- EPR-F-SH: handle with grey-black technopolymer flap, matte

finish, stainless steel return spring.

ERGONOMY AND DESIGN
A modern design thanks to the compact shape. The internal profile 
of the cavity offers a safe, comfortable and ergonomic grip. The 
coloured screw cover improves the visibility of the handle and offers 
the possibility of product customization.
The flap is a unique feature for closing completely the recess and 
opens by simply putting the hand into.

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of the tests carried out in laboratory with handles 
assembled on strengthened metal sheet panels with thickness = 1.5 
mm (strengthened for test purposes).

DRILLING TEMPLATE
On panels with thickness (s) exceeding 2.5 mm, we recommend you 
to fit the handle following one of the here-under reported ways:
- by two self-tapping screws in the bores "d";
- by two countersunk head screws M3x6 after tapping the bores in

the panel;
- by two countersunk head screws M3x10 with nuts, after drilling

blind holes Ø 3.2 mm.

2/2ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1) and

press onto the lower part until firmly in place.
4. Gently push the handle downward (Fig. 2).
5. Fit the two self-tapping screws (Fig. 3).
6. Assemble the screw cover by pressing on the lateral sides first

and finally on the central part (Fig. 4).

Description B f L H h1 h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

EPR.110-SH-* 109 64 73 24 20 21.5 90 96 42 9 1300 500 39
EPR.120-SH-* 120 64 95 28.5 24 26.5 94 103 58 11 1200 400 55
EPR.120/F-SH-* 120 64 95 28.5 24 26.5 94 103 - 11 1200 400 70

Flush pull handles Flush pull handles
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CLEAN RoHS PA
+80°

0°

for snap-in assembly, technopolymer

STANDARD EXECUTIONS
- ERB-PF: glass-fibre reinforced polyamide based (PA)

technopolymer grey-black colour, matte finish.
- ERB-PF-CLEAN: glass-fibre reinforced polyamide based (PA)

technopolymer white colour similar to RAL 9002, matte finish.

FEATURES AND APPLICATIONS
ERB-PF bi-directional flush pull handles are suitable to open and 
close sliding doors. The ergonomy of the cavity offers a safe and 
comfortable grip.
ERB-CLEAN in white colour is suitable for applications on medical 
and hospital equipment and food processing machines.

TECHNICAL DATA
The pull out resistance values (F2)  reported in the table are the result 
of laboratory tests carried out with the handle assembled on a panel 
with a thickness of 1.5 mm, stiffened for testing purposes.

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the side of the handle with fixed toothing into the housing

(Fig. 1).
4. Press onto the opposite side (elastic toothing) until the handle is 

completely snapped in (Fig. 2).

ERB-PF 
ERB-PF-CLEAN

S X Y

0,7  - 1 105,3 +0,2 51,5 + 0,2

1 - 1,5 105,3 +0,2 51,7 + 0,2

1,5 - 2,2 105,3 +0,2 52,0 + 0,2

Fig.1 Fig.2

ERB-PF

Code Description B L h1 h2 b1 b2 l1 l2 l3 F2 
[N]

261401-C1 ERB.115-PF-C1 115 58 19 22 91 94 31 43.5 40 600 42

ERB-PF-CLEAN

Code Description B L h1 h2 b1 b2 l1 l2 l3 F2 
[N]

151301 ERB.115-PF-CLEAN 115 58 19 22 91 94 31 43.5 40 600 42

RoHS PA
+80°

0°

for snap-in assembly, technopolymer 
certified  self-extinguishing

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer certified 
self-extinguishing UL-94 V0, grey-black colour, matte finish.

FEATURES AND APPLICATIONS
ERB-PF bi-directional flush pull handles are suitable to open and 
close sliding doors. The ergonomy of the cavity offers a safe and 
comfortable grip.

TECHNICAL DATA
The "V0" certification in accordance with UL-94 V (Underwriters 
Laboratories) (see Technical Data on page A5) indicates that on 
a plastic test sample with specific shape and dimensions, in the 
vertical position, the flame is extinguished within 10 seconds, without 
generating any incandescent drops.
The pull out resistance value (F2)  reported in the table is the result 
of laboratory tests carried out with the handle assembled on a panel 
with a thickness of 1.5 mm, stiffened for testing purposes.

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the side of the handle with fixed toothing into the housing

(Fig. 1).
4. Press onto the opposite side (elastic toothing) until the handle is 

completely snapped in (Fig. 2). Fig.1 Fig.2

Code Description B L h1 h2 b1 b2 l1 l2 l3 F2 
[N]

150901-C1 ERB.115-PF-AE-V0-C1 115 58 19 22 91 94 31 43.5 40 600 42

ERB-PF-AE-V0

S X Y

0,7  - 1 105,7 +0,2 51,7 + 0,2

1 - 1,5 105,7 +0,2 51,8 + 0,2

1,5 - 2,2 105,7 +0,2 52,2 + 0,2

Bi-directional flush pull handles Bi-directional flush pull handles
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CLEAN RoHS PA
+110°

-30°

For screw mounting, 
technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer.

STANDARD EXECUTIONS
Assembly by means of 4 zinc-plated steel self-tapping screws, Ø 
3.5x20, supplied. Maximum tightening torque of the screws 1.2 [Nm].
- ERB: grey-black colour, matte finish.
- ERB-CLEAN: white colour similar to RAL 9002, matte finish.

FEATURES AND APPLICATIONS
ERB. bi-directional flush pull handles are suitable to open and close 
sliding doors.
ERB-CLEAN in white colour is suitable for applications on medical 
and hospital equipment and food processing machines.
The ergonomy of the cavity offers a safe and secure, comfortable and 
ergonomic grip. Rounded and compact lines.

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of the tests carried out in laboratory with handles 
assembled on strengthened metal sheet panels with thickness = 1.5 
mm (strengthened for test purposes).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the frontal body of the handle into the housing of the panel.
4. Fit the rear body of the handle onto the rear panel and press until 

the complete fitting with the frontal handle part.
5. Fit the two bodies with self-tapping screws.

Code Description B L h1 h2 b1 b2 l1 l2 l3 F1 
[N]

F2 
[N]

261511-C1 ERB.130-C1 130 60 29.5 3 101 123 31 48 41 3500 3500 95
151311 ERB.130 CLEAN 130 60 29.5 3 101 123 31 48 41 3500 3500 95

SUPER
TECHNO

POLYMER

STAINLESS
STEEL

INOX
RoHS PA POM

+50°

-20°

For screw mounting, technopolymer
metal version available on request

BODY
Acetal-based technopolymer (POM), black colour, 
matte finish, high UV resistant.

HANDLE
Glass-fibre reinforced polyamide based (PA) SUPER-
technopolymer, black colour, matte finish, high UV resistant.
AISI 316 stainless steel spring.
AISI 316 stainless steel rotating pin.

FIXING INSERT
Glass-fibre reinforced polyamide based (PA) SUPER-
technopolymer, black colour, matte finish, high UV 
resistant.
AISI 316 stainless steel self-tapping screws Ø3.5 
(included in the supply).

STANDARD EXECUTIONS

- 

-

MRH.80-6: mounting on panels with a maximum
thickness of 6 mm.
MRH.80-12: mounting on sandwich panels with 
thickness between 6 mm and 12 mm.

FEATURES AND APPLICATIONS
The MRH handle is completely recessed.
By pressing the retractable button, the handle will 
come out of its casing thanks to a snap mechanism, 
allowing the opening of closing panels, drawers, etc.

TECHNICAL DATA
Tensile stress: the values F1 indicated in the table 
were obtained during breaking tests carried out 
under the test conditions shown in the figure with 
ambient temperature.

ASSEMBLY INSTRUCTIONS
- Drill the handle housing according to the template dimensions.
- Remove all drilling burrs before fitting the handle.
- Insert the handle body all the way into the hole.
- Insert the fixing insert using the self-tapping screws (included

in the supply) until they can go no further. The suggested
tightening torque is 1 Nm. H

h1

b2b1

L

B

h2

l1

d

s

F1

Self-tapping 
screw

Fixing
insert

Body with 
handle  0.5 

15.5 +
0

77
.5

+ 0
. 05

s

Description B L H h1 h2 b1 b2 l1 s d F1
[N]

MRH.80-6 21 82 26 19 2.5 10 30 38 1 ÷ 6 19.5 400 24
MRH.80-12 21 82 26 19 2.5 10 30 38 6 ÷ 12 19.5 400 25

Bi-directional flush pull handles Folding handles with recessed tray
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1527

Latches with gripping tray
Operation with key, lockable / not lockable

SPECIFICATION
Lockable version:
Types
- Type SC: Operation with key (same lock)
- Type SU: Operation with key (different lock)

Identification no.
- No. 1: Operation, in drawn position, at the top left
- No. 2: Operation, in drawn position, at the top right

Front frame, zinc die casting, plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
Tray, plastic

- black grey (for SW)
- light grey (for SR)

Key
Nickel silver with plastic hand piece

other parts
Steel zinc plated, blue passivated

Not lockable version:
Types
- Type DK: Operation with triangular spindle (DK7)
- Type VK7: Operation with square spindle A/F7
- Type VK8: Operaton with square spindle A/F8
- Type SCH: Operation with slot
- Type VDE: Operation with double bit

Identification no.
- No. 1: Operation, in drawn position, at the top left
- No. 2: Operation, in drawn position, at the top right

Front frame, zinc die casting, plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
Tray, plastic

- black grey (for SW)
- light grey (for SR)

Operating part
Zinc die casting

- plastic coated, black (for SW)
- chrome-plated (for SR)

other parts
Steel zinc plated, blue passivated

INFORMATION
Latches with gripping tray are used in applications which require a 
moulded recess in addition to the latching mechanism, e.g. if 
operating elements are not allowed to protrude for reasons of 
space.
A rotary movement limited to 90° moves the latch behind the frame, 
with the run-up bevels at the latch making it easier to close the door. 
Latches with different cranks cover a  l atch d istance A  f rom 4  t o 
50 mm.
The types with a different lock are available in more than 200 variants, 
whose key is marked by numbers.
The scope of delivery includes a separately enclosed latch as well as 
two keys removable in both end positions.

ACCESSORY
- Socket keys

CONSTRUCTION AND ASSEMBLY INSTRUCTIONS
Before assembly, a nick must be made in the door as shown in the 
drawing.
Depending on position of the latch, the 16.5 mm edge spacing 
between frame and nick must be ensured sideways and / or top and 
bottom ot make sure that the latch is positioned behind the frame.

5 max.

±2
45

13
,5

121

76 76

16
,5

For the assembly, insert the front frame together with the pre-
assembled latch from the front through the nick of the door by tilting.
Place the plastic tray from the back onto the bore pegs of the front 
frame.
The M4x12 fillister-head screws included are then screwed in from 
the rear and tightened to fix and wedge the whole unit in place. The 
minimum screw-in depth of the screw is guaranteed with a maximum 
door wall thickness of 7 mm.

Quarter-Turns | 139all product details CARET-RIGHT  
on DIRAK.com

7-072

Advantages

■ Dish handle for 2- or 3-point
cam.

■ IP65 according to
DIN EN 60529.

■ Properties of material
AISI 316 Ti: The titanium
increases the corrosion
resistance particularly the
intercrystalline corrosion at
the grain boundaries.

Materials

■ Dish handle and adapter
plate: AISI 316Ti, cast

■ Flat external seal: Inducon

Remarks

(S) Door-thickness 2mm

For flush area mounting please 
order additionally: 

adapter plate and flat external 
seal.

Please configure the quarter-
turn with insert and cam.

1. cutout dish handle surface
mounted

2. cutout flush area

3. e.g. countersunk screw M6

Dish handle
Part Number Installation type Delivery Unit

a) 208-9638.00-00000 screw-on 1 pc.

Accessories for dish handle 
Part Number Name Fastening type Delivery Unit

b) 207-3605.90-00000 Adapter plate screw-on 1 pc.
c) 200-0905.00-00000 Flat external seal 1 pc.

Accessories

d) 156 7-105 Cams L35/45 Stainless Steel

Dish Handle PrA Stainless Steel [7-072]
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 Complete with type index of the latch*
SC SU

GN 115.10 - Lockable

Description Latch 
distance A

GN 115.10-*-4-1-SR 4 310
GN 115.10-*-4-1-SW 4 300
GN 115.10-*-4-2-SR 4 300
GN 115.10-*-4-2-SW 4 300
GN 115.10-*-6-1-SR 6 307
GN 115.10-*-6-1-SW 6 307
GN 115.10-*-6-2-SR 6 319
GN 115.10-*-6-2-SW 6 319
GN 115.10-*-8-1-SR 8 308
GN 115.10-*-8-1-SW 8 308
GN 115.10-*-8-2-SR 8 308
GN 115.10-*-8-2-SW 8 308
GN 115.10-*-10-1-SR 10 309
GN 115.10-*-10-1-SW 10 309
GN 115.10-*-10-2-SR 10 309
GN 115.10-*-10-2-SW 10 309
GN 115.10-*-13-1-SR 13 310
GN 115.10-*-13-1-SW 13 310
GN 115.10-*-13-2-SR 13 310
GN 115.10-*-13-2-SW 13 310
GN 115.10-*-14-1-SR 14 311
GN 115.10-*-14-1-SW 14 311
GN 115.10-*-14-2-SR 14 311
GN 115.10-*-14-2-SW 14 311
GN 115.10-*-16-1-SR 16 312
GN 115.10-*-16-1-SW 16 312
GN 115.10-*-16-2-SR 16 312
GN 115.10-*-16-2-SW 16 312
GN 115.10-*-18-1-SR 18 305
GN 115.10-*-18-1-SW 18 305

GN 115.10 - Lockable

Description Latch 
distance A

GN 115.10-*-18-2-SR 18 305
GN 115.10-*-18-2-SW 18 305
GN 115.10-*-20-1-SR 20 306
GN 115.10-*-20-1-SW 20 306
GN 115.10-*-20-2-SR 20 306
GN 115.10-*-20-2-SW 20 306
GN 115.10-*-22-1-SR 22 306
GN 115.10-*-22-1-SW 22 306
GN 115.10-*-22-2-SR 22 306
GN 115.10-*-22-2-SW 22 306
GN 115.10-*-24-1-SR 24 306
GN 115.10-*-24-1-SW 24 306
GN 115.10-*-24-2-SR 24 306
GN 115.10-*-24-2-SW 24 306
GN 115.10-*-26-1-SR 26 306
GN 115.10-*-26-1-SW 26 308
GN 115.10-*-26-2-SR 26 308
GN 115.10-*-26-2-SW 26 308
GN 115.10-*-28-1-SR 28 308
GN 115.10-*-28-1-SW 28 308
GN 115.10-*-28-2-SR 28 308
GN 115.10-*-28-2-SW 28 308
GN 115.10-*-30-1-SR 30 309
GN 115.10-*-30-1-SW 30 309
GN 115.10-*-30-2-SR 30 309
GN 115.10-*-30-2-SW 30 309
GN 115.10-*-32-1-SR 32 310
GN 115.10-*-32-1-SW 32 310
GN 115.10-*-32-2-SR 32 310
GN 115.10-*-32-2-SW 32 310

GN 115.10 - Lockable

Description Latch 
distance A

GN 115.10-*-34-1-SR 34 312
GN 115.10-*-34-1-SW 34 312
GN 115.10-*-34-2-SR 34 312
GN 115.10-*-34-2-SW 34 312
GN 115.10-*-36-1-SR 36 313
GN 115.10-*-36-1-SW 36 313
GN 115.10-*-36-2-SR 36 313
GN 115.10-*-36-2-SW 36 313
GN 115.10-*-38-1-SR 38 315
GN 115.10-*-38-1-SW 38 315
GN 115.10-*-38-2-SR 38 315
GN 115.10-*-38-2-SW 38 315
GN 115.10-*-40-1-SR 40 315
GN 115.10-*-40-1-SW 40 315
GN 115.10-*-40-2-SR 40 315
GN 115.10-*-40-2-SW 40 315
GN 115.10-*-42-1-SR 42 317
GN 115.10-*-42-1-SW 42 317
GN 115.10-*-42-2-SR 42 317
GN 115.10-*-42-2-SW 42 317
GN 115.10-*-45-1-SR 45 319
GN 115.10-*-45-1-SW 45 319
GN 115.10-*-45-2-SR 45 319
GN 115.10-*-45-2-SW 45 319
GN 115.10-*-50-1-SR 50 322
GN 115.10-*-50-1-SW 50 322
GN 115.10-*-50-2-SR 50 322
GN 115.10-*-50-2-SW 50 322

Weight type SC

1529
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 Complete with type index of the latch*
DK VK7 VK8 SCH VDE

GN 115.10 - Not lockable

Description Latch 
distance A

GN 115.10-*-4-1-SW 4 310
GN 115.10-*-4-1-SR 4 310
GN 115.10-*-4-2-SW 4 310
GN 115.10-*-4-2-SR 4 310
GN 115.10-*-6-1-SW 6 307
GN 115.10-*-6-1-SR 6 307
GN 115.10-*-6-2-SW 6 307
GN 115.10-*-6-2-SR 6 307
GN 115.10-*-8-1-SW 8 308
GN 115.10-*-8-1-SR 8 308
GN 115.10-*-8-2-SW 8 308
GN 115.10-*-8-2-SR 8 308
GN 115.10-*-10-1-SW 10 307
GN 115.10-*-10-1-SR 10 307
GN 115.10-*-10-2-SW 10 307
GN 115.10-*-10-2-SR 10 307
GN 115.10-*-13-1-SW 13 307
GN 115.10-*-13-1-SR 13 307
GN 115.10-*-13-2-SW 13 307
GN 115.10-*-13-2-SR 13 307
GN 115.10-*-14-1-SW 14 307
GN 115.10-*-14-1-SR 14 307
GN 115.10-*-14-2-SW 14 307
GN 115.10-*-14-2-SR 14 307
GN 115.10-*-16-1-SW 16 300
GN 115.10-*-16-1-SR 16 300
GN 115.10-*-16-2-SW 16 300
GN 115.10-*-16-2-SR 16 300
GN 115.10-*-18-1-SW 18 305
GN 115.10-*-18-1-SR 18 305

GN 115.10 - Not lockable

Description Latch 
distance A

GN 115.10-*-18-2-SW 18 305
GN 115.10-*-18-2-SR 18 305
GN 115.10-*-20-1-SW 20 306
GN 115.10-*-20-1-SR 20 306
GN 115.10-*-20-2-SW 20 306
GN 115.10-*-20-2-SR 20 306
GN 115.10-*-22-1-SW 22 306
GN 115.10-*-22-1-SR 22 306
GN 115.10-*-22-2-SW 22 306
GN 115.10-*-22-2-SR 22 306
GN 115.10-*-24-1-SW 24 306
GN 115.10-*-24-1-SR 24 306
GN 115.10-*-24-2-SW 24 306
GN 115.10-*-24-2-SR 24 306
GN 115.10-*-26-1-SW 26 308
GN 115.10-*-26-1-SR 26 308
GN 115.10-*-26-2-SW 26 308
GN 115.10-*-26-2-SR 26 308
GN 115.10-*-28-1-SW 28 308
GN 115.10-*-28-1-SR 28 308
GN 115.10-*-28-2-SW 28 308
GN 115.10-*-28-2-SR 28 308
GN 115.10-*-30-1-SW 30 309
GN 115.10-*-30-1-SR 30 309
GN 115.10-*-30-2-SW 30 308
GN 115.10-*-30-2-SR 30 309
GN 115.10-*-32-1-SW 32 310
GN 115.10-*-32-1-SR 32 310
GN 115.10-*-32-2-SW 32 310
GN 115.10-*-32-2-SR 32 310

GN 115.10 - Not lockable

Description Latch 
distance A

GN 115.10-*-34-1-SW 34 312
GN 115.10-*-34-1-SR 34 312
GN 115.10-*-34-2-SW 34 312
GN 115.10-*-34-2-SR 34 312
GN 115.10-*-36-1-SW 36 313
GN 115.10-*-36-1-SR 36 313
GN 115.10-*-36-2-SW 36 313
GN 115.10-*-36-2-SR 36 313
GN 115.10-*-38-1-SW 38 315
GN 115.10-*-38-1-SR 38 315
GN 115.10-*-38-2-SW 38 315
GN 115.10-*-38-2-SR 38 315
GN 115.10-*-40-1-SW 40 318
GN 115.10-*-40-1-SR 40 318
GN 115.10-*-40-2-SW 40 318
GN 115.10-*-40-2-SR 40 318
GN 115.10-*-42-1-SW 42 317
GN 115.10-*-42-1-SR 42 317
GN 115.10-*-42-2-SW 42 317
GN 115.10-*-42-2-SR 42 317
GN 115.10-*-45-1-SW 45 318
GN 115.10-*-45-1-SR 45 318
GN 115.10-*-45-2-SW 45 318
GN 115.10-*-45-2-SR 45 318
GN 115.10-*-50-1-SW 50 322
GN 115.10-*-50-1-SR 50 322
GN 115.10-*-50-2-SW 50 322
GN 115.10-*-50-2-SR 50 322

Weight type DK

Latches with gripping tray Latches with gripping tray
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Flush pull handles 
with lever latch
Snap-in assembly, technopolymer

HANDLE AND STATOR
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-
black colour, matte finish.

TWO KEYS
Nickel-plated brass or polyamide based (PA) technopolymer.

STANDARD EXECUTIONS

s x y

0.7÷1 110+0.3 30.5+0.1

1÷1.5 110+0.3 30.7+0.1

1.5÷2 110+0.3 31.7+0.1

2÷2.2 110+0.3 31.7+0.1

ACCESSORIES ON REQUEST (TO BE ORDERED SEPARATELY) 
Closing lever LPR. 

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of tests carried out in the laboratory with handles 
assembled on metal sheet panels with thickness = 1.5 mm.

1533
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Levers for flush pull handles

Description F1 
[N]

F2 
[N]

PR.92-CH-D-K-F 3600 1500
PR.92-CH-D-K-U 3600 1500
PR.92-CH-D-K-M 3600 1500
PR.92-CH-D-QE-T 3600 1500
PR.92-CH-D-QE-Q 3600 1500
PR.92-CH-D-QE-A 3600 1500
PR.92-CH-S-K-F 3600 1500
PR.92-CH-S-K-U 3600 1500
PR.92-CH-S-K-M 3600 1500
PR.92-CH-S-QE-T 3600 1500
PR.92-CH-S-QE-Q 3600 1500
PR.92-CH-S-QE-A 3600 1500

Steel, zinc plated

Code Description H 1l s+l2 s+l3 s+l4

421041 LPR-0-17 17.5 0 23.2 - - 7
421045 LPR-0-22 22 0 23.2 - - 8
421049 LPR-0-32 32 0 23.2 - - 11
421053 LPR-0-46 46 0 23.2 - - 15
421057 LPR-2-24 24.5 2 25.2 8
421061 LPR-2-28 27.8 2 25.2 10
421065 LPR-2-34 34.5 2 25.2 11
421069 LPR-5-30 30 5 28.2 10
421073 LPR-5-33 33 5 28.2 11
421077 LPR-5-35 35.5 5 28.2 12
421081 LPR-8-32 32.5 8 31.2 13
421085 LPR-12-26 26.5 12

- 21.2
- 21.2
- 21.2
- 18.2
- 18.2
- 18.2
- 15.2
- 11.2 35.2 12

STAINLESS STEEL304 INOX

Code Description H 1l s+l2 s+l3 s+l4

421046 LPR-0-20-SST 19.8 0 23.2 - - 8
421050 LPR-0-32-SST 32 0 23.2 - - 11
421054 LPR-0-46-SST 46 0 23.2 - - 15
421068 LPR-0-45-SST 45 3 - 20.2 26.2 15

RoHS PA
+80°

0°

Flush pull handles with lever latch Flush pull handles with lever latch
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7-3306-1381

Advantages

■ Flush slam latch with free
stroke.

■ The recessed grip below the
lever allows an easy access
for operating the lever.

■ For unlocking (5.) the lever
has to be opened about 45°,
the spring loaded lever auto-
matically returns to the flush
position.

■ By the finger-pull on the
latch, unlocking from inside is
possible.

Materials

■ Housing, handle and latch:
AISI 316, surface polished

■ Screw, cam angle, pin and
spring: stainless steel

■ Spacer: nylon, black

Remarks

(S) Door-thickness max. 15mm.

By omitting the front packing 
plate the height dimension (S) 
can be increased by 3.4mm.

1. cam angle, included

2. fastening screws
8-32  UNC x 22, for thinner door-
thicknesses (S) please cut the
screw accordingly.

3. cutout Ø52mm

4. base plates

Slam latch
Part Number Cutout Installation type Delivery Unit

282-9601.00-00000 Ø52 screw-on 1 pc.

Slam Latch Stainless Steel [7-330]
Advantages

■ Flush mounted trap-door latch
with integrated T-handle and
safety insert.

■ Vibration-proof design.

■ T-handle with 95° opening
angle.

■ Width of T-handle 25mm.

■ T-handle with rubber stop to
prevent rattling.

■ Encasement surface per-
fectly smooth to prevent dirt
deposits.

■ Mounted with fastening
bracket with two M6 allen
screws DIN EN ISO 4762.

■ Cutout with anti-twist safe-
guard.

■ Also available without locking
device (only flush-mounted
T-handle).

Materials

■ Housing and T-handle: zinc
die, chrome plated

b)

■ Insert: AISI 303

c)

■ Insert: zinc die, chrome
plated

Remarks

The door-thickness (S) amounts 
to max. 6mm with the screw 
provided M6x16.

1. fastening bracket

2. spring-loaded link

3. locking device for T-handle

Attention:

H-dimension L=35 cam ≥14mm

H-dimension L=45 cam ≥14mm

Only for use with cams part-no.
200-06XX and 200-04XX!

Trap-door latch
Part Number Insert Version Installation type Delivery Unit

a) 213-9401.00-00000 without without Fixing bracket screw-on 1 pc.
b) 213-9403.00-00000 Conical square 9mm without Fixing bracket and without spring-loaded link screw-on 1 pc.
c) 213-9402.00-00000 Square 8mm with fixing bracket and cylinder head screws M6x16 screw-on 1 pc.

Accessories

154, 292 1-102 Cams L35/45 Steel
769 204-0103.00-00000 Wrenches
766 204-0701.07-07500 Universal key for Inserts
770 204-0702.80-00000 Rail Keys

Flush Mounted Trap-Door Latch [6-1381]
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6-1272-060DST

Advantages

■ Clip-in slam latch for doors
and panels.

■ Low profile.

■ Tool-less installation.

	■ Weight:
without cylinder: 33g 
with cylinder: 46g.

Materials

■ Slam latch: PA

■ Springs: spring steel

■ Cylinder: zinc die

■ Dustcap: stainless steel,
black coated

Remarks

Clamping range (S) 1.5 - 2mm

1. stroke of the latch 6.5mm.

2. slide the latch end into the
sheet metal.

3. push the housing into its final
position.

Two-step opening process:

4. pressing the trigger button
releases the lever and it jumps
up. The slam latch stays closed.

5. lifting the lever opens the
latch.

Slam latch
Part Number Latching type Installation type Delivery Unit

282-9501.00-00000 tool-less 1 pc.
282-9502.00-00000 keyed alike DIRAK 1333 tool-less 1 pc.
282-9503.00-00000 keyed different tool-less 1 pc.

Slam Latch [6-127]
Advantages

■ Pullhandle with
slam-hook with
  DIRAK-SNAP-Technology. 

■ RH / LH application.

■ A non-locked handle has a 
detent in the door-dish. 

Materials

■ Dish: PA, black

■ Handle: zinc die, black

■ Bolt/hook: zinc die, untreated

	■ Pin: steel, zinc plated

	■ Snap wedges and locking 
cylinder: PA 

Remarks

Installation: hook lower part 
into the lower cutout. Snap top 
part into the upper cutout with a 
simple push.

Opening operation: unlock 
handle and pull handle by 35°. 

Closing operation: push handle 
into the dish, lock the barrel 
and slam the door closed. (the 
spring- loaded hook is free- run-
ning)

Pullhandle with slam-hook
Part Number Clamping range (S) Latching type H Installation type Delivery Unit

407-9402.00-37015 1.2 - 1.7 mm keyed alike DIRAK 1333 37 mm tool-less 1 pc.
407-9401.00-37015 1.2 - 1.7 mm keyed different 37 mm tool-less 1 pc.
407-9402.00-37020 1.7 - 2.2 mm keyed alike DIRAK 1333 37 mm tool-less 1 pc.
407-9401.00-37020 1.7 - 2.2 mm keyed different 37 mm tool-less 1 pc.

Accessories

764 292-0301.15-00000 Tool for uninstallation
764 292-0306.80-02530 Tool for uninstallation

DST Pullhandle with Slam-Hook PrC [2-060DST]
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6-1226-125DST

Advantages

■ This low Snap-lock device is
especially suitable for latching
of doors and lids.

■ Tool-less installation.

■ Clip-in for door-tickness
0.8mm to 2.0mm.

■ The Snap-lock consists of two
parts, housing and latch.

■ The latch moves within the
housing, keeping the panel
free of scratches.

■ Recessed finger-pull for
opening.

■ Vibration-proof according to
DIN EN 61373.

Materials

■ Slam bolt and housing: PA,
black

■ Spring: stainless steel

Remarks

1. cutout for door-thickness   
0.8 - 1.6mm

2. cutout for door-thickness
1.7 - 2.0mm

3. installation

4 grip

5. stroke

Snap-lock
Part Number Installation type Delivery Unit

282-9001.00-00000 tool-less 10 pcs.

Snap-Lock [6-122]
Advantages

■ Low profile slam
latch PICCOLO with
  DIRAK-SNAP-Technology.

■ For flush doors, suitable for
lighter applications.

■ This slam latch is particularly
suitable for closing doors and
flaps.

■ To release after unlocking,
just push the upper, clearly
marked part of the handle.
The lower part then can be
pulled-out and this disen-
gages the spring loaded
slam-bolt.

■ The spring-loaded slam bolt
has a free-stroke, allowing
slaming of closed and locked
handles.

Materials

■ Housing, handle and slam-
bolt: PA, black

■ Cam and pin: steel, zinc
plated

■ Snap wedges: sintered steel

■ Cylinder: zinc die, black

Remarks

Installation: 

enter slam-side into the cutout 
first and then snap-in the unit.

Only available with key num-
ber 23211. 

1. stroke

Slam latch
Part Number Clamping range (S) Latching type Version Installation type Delivery Unit

482-9001.00-00015 1.2 - 1.7 mm keyed alike No. 23211 without key tool-less 10 pcs.
482-9001.00-00020 1.7 - 2.2 mm keyed alike No. 23211 without key tool-less 10 pcs.
482-9001.00-00025 2.2 - 2.7 mm keyed alike No. 23211 without key tool-less 10 pcs.
482-9002.00-00015 1.2 - 1.7 mm keyed alike No. 23211 with 2 keys tool-less 10 pcs.
482-9002.00-00020 1.7 - 2.2 mm keyed alike No. 23211 with 2 keys tool-less 10 pcs.
482-9002.00-00025 2.2 - 2.7 mm keyed alike No. 23211 with 2 keys tool-less 10 pcs.
482-9003.00-00015 1.2 - 1.7 mm with blind plug tool-less 10 pcs.
482-9003.00-00020 1.7 - 2.2 mm with blind plug tool-less 10 pcs.
482-9003.00-00025 2.2 - 2.7 mm with blind plug tool-less 10 pcs.

Specific accessories

a) 205-9530.00-23211 2 Keys on ring

DST Slam Latch PrA [6-125DST]
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6-160

Compression lever latch, lockable
Part Number variable H-dimension Length lever arm Latching type Installation type Delivery Unit

a) 282-9417.00-00000 3 - 24 mm 35 mm keyed alike DIRAK 1333 screw-on 1 pc.
a) 282-9418.00-00000 3 - 24 mm 35 mm keyed different screw-on 1 pc.
a) 282-9420.00-00000 22 - 46 mm 57 mm keyed alike DIRAK 1333 screw-on 1 pc.
a) 282-9421.00-00000 22 - 46 mm 57 mm keyed different screw-on 1 pc.

Compression lever latch, without lock
Part Number variable H-dimension Length lever arm Installation type Delivery Unit

b) 282-9416.00-00000 3 - 24 mm 35 mm screw-on 1 pc.
b) 282-9419.00-00000 22 - 46 mm 57 mm screw-on 1 pc.

Compression lever latch, with insert
Part Number variable H-dimension Length lever arm Insert Installation type Delivery Unit

c) 282-9428.00-00001 3 - 24 mm 35 mm Square 6mm screw-on 1 pc.
c) 282-9428.00-00002 3 - 24 mm 35 mm Square 7mm screw-on 1 pc.
c) 282-9428.00-00003 3 - 24 mm 35 mm Square 8mm screw-on 1 pc.
c) 282-9428.00-00004 3 - 24 mm 35 mm Triangular 7mm screw-on 1 pc.
c) 282-9428.00-00005 3 - 24 mm 35 mm Triangular 8mm screw-on 1 pc.
c) 282-9428.00-00006 3 - 24 mm 35 mm Double bit 3mm pin screw-on 1 pc.
c) 282-9428.00-00007 3 - 24 mm 35 mm Double bit 5mm pin screw-on 1 pc.
c) 282-9428.00-00008 3 - 24 mm 35 mm Slotted 2x4mm screw-on 1 pc.
c) 282-9429.00-00001 22 - 46 mm 57 mm Square 6mm screw-on 1 pc.
c) 282-9429.00-00002 22 - 46 mm 57 mm Square 7mm screw-on 1 pc.
c) 282-9429.00-00003 22 - 46 mm 57 mm Square 8mm screw-on 1 pc.
c) 282-9429.00-00004 22 - 46 mm 57 mm Triangular 7mm screw-on 1 pc.
c) 282-9429.00-00005 22 - 46 mm 57 mm Triangular 8mm screw-on 1 pc.
c) 282-9429.00-00006 22 - 46 mm 57 mm Double bit 3mm pin screw-on 1 pc.
c) 282-9429.00-00007 22 - 46 mm 57 mm Double bit 5mm pin screw-on 1 pc.
c) 282-9429.00-00008 22 - 46 mm 57 mm Slotted 2x4mm screw-on 1 pc.

Accessories

d) 202-1001.00-00000 Screw with rubber bumper

Advantages

■ Flat compression lever latch
with release button.

■ With pre-assembled mounting
bracket.

■ No rear access needed for
assembly.

■ In closed position the lever
latch cannot be disassembled.

■ Vibration-proof according to
DIN EN 61373.

■ Adjustment of the H-dimen-
sion (1.) from 3 to 46mm.

■ Lockable latches with stain-
less dust cap and 2 keys.

■ Visibility of closing position by
indicator at the insert variants 
(c.).

Materials

■ Compression lever latch:
zinc die, black, powder
coated

■ Clamp: steel, zinc plated

■ Insert: zinc die, black, powder
coated

Remarks

(S) Door-thickness max. 3.2mm

Installation:

2. the complete latch can be
installed in the cutout from the
front.

3. by turning the screw (PH2)
from the outside, the mounting
bracket spreads and fixes the
latch in the door panel.

4. the latch is securely fastened
by the mounting backet in the
cutout.

5. by closing the latch the door
is pulled against the frame.

Compression Lever Latch [6-160]
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6-160.01

Compression lever latch, without lock
Part Number variable H-dimension Installation type Delivery Unit

a) 282-9413.00-00003 0 - 6 mm screw-on 1 pc.
b) 282-9413.00-00009 6 - 12 mm screw-on 1 pc.
c) 282-9413.00-00015 12 - 18 mm screw-on 1 pc.
d) 282-9413.00-00020 18 - 22 mm screw-on 1 pc.
e) 282-9413.00-00025 22 - 28 mm screw-on 1 pc.
f) 282-9413.00-00031 28 - 34 mm screw-on 1 pc.
g) 282-9413.00-00037 34 - 40 mm screw-on 1 pc.

Compression lever latch, lockable
Part Number variable H-dimension Latching type Installation type Delivery Unit

a) 282-9414.00-00003 0 - 6 mm keyed alike DIRAK 1333 screw-on 1 pc.
a) 282-9415.00-00003 0 - 6 mm keyed different screw-on 1 pc.
b) 282-9414.00-00009 6 - 12 mm keyed alike DIRAK 1333 screw-on 1 pc.
b) 282-9415.00-00009 6 - 12 mm keyed different screw-on 1 pc.
c) 282-9414.00-00015 12 - 18 mm keyed alike DIRAK 1333 screw-on 1 pc.
c) 282-9415.00-00015 12 - 18 mm keyed different screw-on 1 pc.
d) 282-9414.00-00020 18 - 22 mm keyed alike DIRAK 1333 screw-on 1 pc.
d) 282-9415.00-00020 18 - 22 mm keyed different screw-on 1 pc.
e) 282-9414.00-00025 22 - 28 mm keyed alike DIRAK 1333 screw-on 1 pc.
e) 282-9415.00-00025 22 - 28 mm keyed different screw-on 1 pc.
f) 282-9414.00-00031 28 - 34 mm keyed alike DIRAK 1333 screw-on 1 pc.
f) 282-9415.00-00031 28 - 34 mm keyed different screw-on 1 pc.
g) 282-9414.00-00037 34 - 40 mm keyed alike DIRAK 1333 screw-on 1 pc.
g) 282-9415.00-00037 34 - 40 mm keyed different screw-on 1 pc.

Advantages

■ Flat compression lever latch
with release button.

■ With pre-assembled mounting
bracket.

■ No rear access needed for
assembly.

■ In closed position the lever
latch cannot be disassembled.

■ Vibration-proof according to
DIN EN 61373.

■ Adjustment of the H-dimen-
sion (1.) from 0 to 40mm.

■ Lockable lever latches with
stainless dust cover and 2
keys.

■ The spring bolt keeps doors
and flaps always under ten-
sion against the frame.

■ No need for readjusting if
the pressure if the sealing
decreases.

Materials

■ Compression lever latch:
zinc die, black, powder
coated

■ Clamp: steel, zinc plated

■ Spring bolt and spring:
stainless steel

Remarks

(S) Door-thickness max. 3.2mm

Installation:

2. the complete latch can be
installed in the cutout from the
front.

3. by turning the screw (PH2)
from the outside, the mounting
bracket spreads and fixes the
latch in the door panel.

4. the latch is securely fastened
by the mounting backet in the
cutout.

5. by closing the latch the door
is pulled against the frame.

Compression Lever Latch [6-160.01]
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6-1676-162

Advantages

■ Flat compression lever latch
with handle plate and release
button.

■ Including pre-assembled
mounting bracket.

■ No rear access needed for
assembly.

■ No loose parts.

■ In closed position the latch
cannot be disassembled.

■ Easy adjustment of the
 H-dimension from 31 to
43mm (1.)

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ IP66 according to
DIN EN 60529.

■ Foamed sealing (captive).

Materials

■ Compression lever latch:
zinc die, black textured pow-
der coated

■ Mounting bracket and
screw: steel, zinc plated

Remarks

(S) Door-thickness max. 3.2mm

1. H-dimension

Installation:

2. the complete latch can be
installed in the cutout from the
front.

3. by turning the screw (socket
hex. SW3) from the outside, the
mounting bracket spreads and
fixes the latch in the door panel.

4. the latch is securely fastened
by the mounting backet in the
cutout.

5. by closing the lever the door
is pulled against the frame.

Compression lever latch, lockable
Part Number Latching type Installation type Delivery Unit

353-2052.00-00001 keyed alike DIRAK 1333 screw-on 1 pc.

Compression Lever Latch [6-167]
Advantages

■ Flat compression lever latch
with release button.

■ Tool-less installation, clip-in.

■ In closed position the lever
latch cannot be disassembled.    

■ Adjustment of the H-dimen-
sion (1.) from 0 to 20mm.

■ Lockable latches with stain-
less dust cover.

■ Weight:
without lock 40g, 
with lock 55g.

Materials

■ Compression lever latch:
PA, black

■ Screw and nut: steel, zinc
plated

■ Spring: stainless steel

Remarks

2. insert the locking side in the
open position

3. push the spring hook under
the sheet metal

4. clip in

Compression lever latch, without lock
Part Number Door-thickness (S) Installation type Delivery Unit

282-9408.00-00000 1.4 - 3.0 mm tool-less 1 pc.
282-9410.00-00000 3.0 - 3.4 mm tool-less 1 pc.

Compression lever latch, lockable
Part Number Door-thickness (S) Latching type Installation type Delivery Unit

282-9407.00-00000 1.4 - 3.0 mm keyed alike DIRAK 1333 tool-less 1 pc.
282-9409.00-00000 1.4 - 3.0 mm keyed different tool-less 1 pc.
282-9411.00-00000 3.0 - 3.4 mm keyed alike DIRAK 1333 tool-less 1 pc.
282-9412.00-00000 3.0 - 3.4 mm keyed different tool-less 1 pc.

Accessories

a) 202-1001.00-00000 Screw with rubber bumper

Compression Lever Latch PA [6-162]
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6-166

Advantages

■ Clip-in, lever actuation
 compression latch.

■ Release = lift lever and turn.

■ Close = turn and fold lever
down.

■ When closed, the cam is held
in place using detents.

■ Clip-in version

■ (S) -dimension of 5 to 5.5mm.

■ The latch comes pre-assem-
bled and can be installed into
the cutout.

■ Screw-on version

■ With the bridge and a M5 x 20
countersunk screw, a
(S) -dimension of 0 to 3.5 mm
can be achieved.

Materials

■ Compression latch: PA,
black

■ Spring: spring steel

■ Pin, bridge and screw: steel,
zinc plated

Remarks

Stroke 24mm

1. compression 5mm

2. fastening bridge

3. installation situation with
bridge

4. decompress

5. cam open / closed

Compression latch, clip-in version
Part Number Version Installation type Delivery Unit

282-9008.00-00000 LH door tool-less 1 pc.
282-9009.00-00000 RH door tool-less 1 pc.

Compression latch, screw-on version
Part Number Version Installation type Delivery Unit

282-9010.00-00000 LH door screw-on 1 pc.
282-9011.00-00000 RH door screw-on 1 pc.

Compression Latch PA [6-166]
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Collapsible stainless steel 
handles with small installation 
depth, for devices and clapping 
doors.

Material and surface: Stainless 
steel high gloss electro-polished, 
material no. 1.4301; version

Design features:
with turn- and lockable latch for 
clapping doors.

Stress resistance: 
min. 200 N.
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Alle Maße in mm. / All dimensions in mm.

Bestell-Nr. / Order no.

EE-04.069.39

Typ EE-04

Hinweis:
Je nach der Gesamtstärke der Türklappe und des Anschlagprofils, 
ist ein kundenseitig hergestelltes Klemm-Zwischenstück erforderlich.

Note:
Regarding on the thickness of the door-clap and the inset a 
clamping adaptor manufactured by the customer is necessary.

für Linsen-
schrauben M6
for lens head 
screw M6

Schloss-Schutzkappe
lock coping

Montageöffnung 
Mounting cutout

Klemmstück
Clamping
piece

Anschlagprofil
Inset

Türklappe
Door clap

Öffnungsrichtung
Opening direction

INOX

STAINLESS STEEL
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Stainless Steel Installation Handle
Advantages



Small slam latches Paddle latches / hooked cam
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Ausrüstungsteile eines
Feuerwehrfahrzeugs
Equipment of a fire engine

Schalenfarbe
Tray colour

SK-50.S

mit Schnapprasterung
with snaplocks

Bestell-Nr. 
Order no.

SK-50.R

mit Rückstellfeder
with pull back spring

Bestell-Nr. 
Order no.

RAL 9005 schwarz / black SK-50.S184.9005 SK-50.R184.9005

RAL 7035 lichtgrau / light grey SK-50.S184.7035 SK-50.R184.7035

RAL 9002 grauweiß / grey white SK-50.S184.9002 SK-50.R184.9002

unlackiert und unmontiert
without enamel and unassembled

SK-50.S184.00 SK-50.R184.00

Montageöffnung
Mounting cutout

Typ SK-50

4,5 

20,5 

für M4 Senkschrauben
for M4 countersunk screw

Clean Line version see page 33

Collapsible Tray
Handles

collapsible tray handles feature 
contemporary design and are 
used wherever both durability 
and attractive styl   ing are 
required.

Design features:
Mountable in front of or behind
the housing wall with the same
housing cutout. Natural finger
profiling at the rear of the hin-
ged handle. Can also be used 
for lifting a device in the retrac-
ted state.

Type SK-50.S and SK-79.S
With snap locks both in rest 
and work positions.

Type SK-50.R and SK-79.R
With pull back spring from the
working to the rest position.

Material:
Pressure molded aluminium
GD-AISi 9 Cu 3.

Standard versions:
Tray and handle in 
black RAL 9005,
light grey RAL 7035 or
grey white RAL 9002 
powder coated, half-matt finish.

Stress resistance: 
min. 500 N.

Note:
Special colours on request.
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Alle Maße in mm. / All dimensions in mm.

Typ SK-79

Schalenfarbe
Tray colour

SK-79.S

mit Schnapprasterung
with snaplocks

Bestell-Nr. 
Order no.

SK-79.R

mit Rückstellfeder
with pull back spring

Bestell-Nr. 
Order no.

RAL 9005 schwarz / black SK-79.S118.9005 SK-79.R118.9005

RAL 7035 lichtgrau / light grey SK-79.S118.7035 SK-79.R118.7035

RAL 9002 grauweiß / grey white SK-79.S118.9002 SK-79.R118.9002

unlackiert und unmontiert
without enamel and unassembled

SK-79.S118.00 SK-79.R118.00

Montageöffnung
Mounting cutout

für M4 Senkschrauben
for M4 countersunk screw

Collapsible Tray
Handles 

collapsible tray handles feature 
contemporary design and are 
used wherever both durability 
and attractive styl   ing are 
required.

Design features:
Mountable in front of or behind
the housing wall with the same
housing cutout. Natural finger
profiling at the rear of the hin-
ged handle. Can also be used 
for lifting a device in the retrac-
ted state.

Type SK-50.S and SK-79.S
With snap locks both in rest 
and work positions.

Type SK-50.R and SK-79.R
With pull back spring from the
working to the rest position.

Material:
Pressure molded aluminium
GD-AISi 9 Cu 3.

Standard versions:
Tray and handle in 
black RAL 9005,
light grey RAL 7035 or
grey white RAL 9002 
powder coated, half-matt finish.

Stress resistance: 
min. 500 N.

Note:
Special colours on request.

Collapsible Tray Handles Collapsible Tray Handles 
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Griffserie EE

Edelstahlklappgriffe mit 
geringer Einbautiefe. 

Werkstoff und Oberfläche:
Edelstahl hochglanz-elektro-
poliert, Werkstoff-Nr. 1.4301.
Ausführung EE-07 auch mit
Werkstoff-Nr. 1.4404 erhältlich.

Konstruktive Merkmale:
Mit Griff-Rückstellfeder von der
Arbeits- in die Ruhestellung.

Tragkraft:
EE-05 min. 200 N
EE-06 min. 200 N
EE-07 min. 800 N

R2

R1
4

ø 9

34,6

4

10
16 20

ø 50

ø 4
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4,
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ø 27

4560

ø 4,5

35

50

R7,5 1

10

35

Bestell-Nr. / Order no.

EE-05.060.39

Montageöffnung
Mounting cutout

Montageöffnung
Mounting cutout

Typ EE-05

Typ EE-06

Bestell-Nr. / Order no.

EE-06.050.39

Typ EE-06

Typ EE-05

INOX

STAINLESS STEEL

Stainless Steel
Installation Handle

Collapsible stainless steel 
handles with small installation 
depth, for devices and clapping 
doors.

Material and surface: Stainless 
steel high gloss electro-polished, 
material no. 1.4301; version 
EE-03 additionally in brushed 
design and from the material 
no. 1.4404 (316L) available.

Design features:
With pull-back spring from the
working to the resting position.
Version

Stress resistance: 
min. 200 N.
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 Mounting cutoutTyp EE-03

1.4301 1.4404
Version Bestell-Nr. Bestell-Nr.

Order no. Order no.

brushed EE-03.118.33 -

electropolished EE-03.118.39 EE-03.118.49

für Senkschrauben M4 
for countersunk screws M4 

Handle Series EE

Collapsible stainless steel 
handles with small installation
depth.

Material and surface:
Stainless steel high gloss 
electropolished, material 
no. 1.4301. Version EE-07 also 
with material no. 1.4404 (316L) 
available.

Design features:
With pull-back spring from the 
working to the resting position.

Stress resistance:
EE-05 min. 200 N
EE-06 min. 200 N
EE-07 min. 800 N

115
+0,3

0

72
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1
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118
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1,5
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Typ EE-07

Mounting cutout

1.4301
Order no.

1.4404
Order no.

EE-07.118.39 EE-07.118.49

Spring loaded hinged handles Spring loaded hinged handles
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Kunststoff
Muldengriff KM
Diese ergonomisch geformten
Muldengriffe sind für verschie-
dene Wandstärken geeignet. 
Ein fester Sitz des Griffes ist
jederzeit gewährleistet.

Konstruktive Merkmale:
Einfache und sichere Schraub-
montage für Gehäusewand-
stärken von 1-5 mm.

Werkstoff und Oberfläche:
Polyamid PA 6, glaskugelver-
stärkt, halbmatt mit Feinstruktur
im Sichtbereich, in 4 verschiede-
nen Farbausführungen.

Montage:

Typ KM-48

Zunächst wird das Frontteil in 
den Ausschnitt der Gehäuse-
wand eingesetzt. Nun kann das
Rückteil auf das, in das Ge -
häuseinnere ragende Frontteil
aufgeschoben werden. An -
schließ end wird der Griff mit 
Hilfe von drei Schrauben fixiert.

Typ KM-61
Der Griff wird in den Ausschnitt
der Gehäusewand eingesetzt 
und anschließend frontseitig 
mit 2 Senkschrauben befestigt;
nicht im Lieferumfang enthalten.

Tragkraft: 
min. 1.000 N.

Lieferumfang:
Typ KM-48 einschließlich ver-
zinkter Linsenschrauben mit
Phillips-Kreuzschlitz DIN 7985.
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Bestell-Nr. Schalenfarbe  
Tray colour Order no.

RAL 7030 steingrau / stone grey KM-48.115.7030

RAL 7035 lichtgrau / light grey KM-48.115.7035

RAL 9002 grauweiß / grey white KM-48.115.9002

RAL 9005 schwarz / black KM-48.115.9005

Montageöffnung
Mounting cutout

Typ KM-48

Edelstahl-Einbaugriffe
EE

Edelstahlklappgriffe mit geringer
Einbautiefe, für Boden- und
Montageplatten, Geräte und
Klapptüren.

Werkstoff und Oberfläche:
Edelstahl hochglanz-elektro -
poliert, Werkstoff-Nr. 1.4301;
Ausführung EE-03 zusätzlich in
gebürsteter Ausführung und 
aus dem Werkstoff-Nr. 1.4404
erhältlich.

Konstruktive Merkmale:
Mit Griff-Rückstellfeder von 
der Arbeits- in die Ruhe stellung.
Ausführung EE-04 mit dreh- 
und abschließbarem Vor reiber 
für Klapptüren.

Tragkraft: 
min. 200 N.

ø 6

ø 98

20

75

40

1,5

62

ø 120

ø 5,5

ø 107

4
8

63

ø
 9

60

R 20

75
60

46

5
8

4
3

2
6

4 34

1

 10

5

R 
7,

5

Bestell-Nr. / Order no.

EE-01.R075.39

Montageöffnung
Mounting cutout

Montageöffnung
Mounting cutout

Typ EE-01

Typ EE-02

Bestell-Nr. / Order no.

EE-02.R120.39

INOX

STAINLESS STEEL

Simple flush handles Hinged handles
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Alle Maße in mm. / All dimensions in mm.

Schalenfarbe Bestell-Nr.
A L B Tray colour Order no.

RAL 7030 steingrau / stone grey KM-61.082.7030

82 100 67
RAL 7035 lichtgrau / light grey KM-61.082.7035

RAL 9002 grauweiß / grey white KM-61.082.9002

RAL 9005 schwarz / black KM-61.082.9005

RAL 7030 steingrau / stone grey KM-61.112.7030

112 130 97
RAL 7035 lichtgrau / light grey KM-61.112.7035

RAL 9002 grauweiß / grey white KM-61.112.9002

RAL 9005 schwarz / black KM-61.112.9005

B + 1 mm

A

2
2

4
8

 ø 4,3

Montageöffnung
Mounting cutout

Typ KM-61

für M4 Senkschrauben
for M4 countersunk screw

Clean Line version see page 32.

Tray Handle

Length variable tray handle, 
suitable for the use on e.g. 
housing doors or sheet metals.

Material and surface: Profiled 
aluminium tray, natural colour 
anodized. Side end caps of 
polyamide PA 6, glass ball 
reinforced, black, half-matt with 
fine structure. Connection tube 
ø 20 x 1 mm of stainless steel 
(material no. 1.4301), fine 
ground.

Version A:
Mounting from behind by in-
cluded setscrews, M6 x 30 (2x) 
and M6 x 40 (2x), DIN 914 
made of stainless steel.

Version B:
Mounting from outside for 
countersunk screws, M4 x 10, 
DIN 963/964/966.

Design advantages:
Simple mounting for wall-
thicknesses of 1- 5 mm.

Stress resistance: 
min. 500 N.

Note:
Available in any desired length.
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Alle Maße in mm. / All dimensions in mm.

Ausführung A Ausführung B Montage-
Version A Version B öffnung

Bestell-Nr. Bestell-Nr. Mounting
L Order no. Order no. cutout

102 SG-20.100.A1 SG-20.100.B1 L + 10 x 123

152 SG-20.150.A1 SG-20.150.B1 L + 10 x 123

202 SG-20.200.A1 SG-20.200.B1 L + 10 x 123

252 SG-20.250.A1 SG-20.250.B1 L + 10 x 123

302 SG-20.300.A1 SG-20.300.B1 L + 10 x 123

Ausführung / Version B
für Senkschraube M4
for countersunk screw M4
DIN 963/964/966

Ausführung / Version A
mit Gewindestift
with setscrew

DIN 914
M6 x 40 (2x)

für 1-5 mm dicke
Gehäusebleche

for panels
1-5 mm thick

Version A

Ausführung/Version A
mit Gewindestift
with setscrew

DIN 914
M6 x 30 (2x)

Montageöffnung
Mounting cutout

für Ausführung B
for version B
ø 4,5 (M4)

Plastic Trough Inset
Handle

These ergonomically formed 
trough inset handles are suit-
able for different wall thick-
 nesses. A stable fitting of the 
handle is guaranteed at all time.

Design features:
Simple and secure screw 
mounting for wall thicknesses 
from 1-5 mm.

Material and surface: 
Polyamide PA 6, glass ball 
reinforced, half-matt with fine 
structure on visible surface, in 
4 different colour versions.

Mounting:

Type KM-48
The front section will be set 
into the recess of the housing 
wall first. Now the rear section 
can be pushed onto the front 
section, which is projected into 
the housing interior. Afterwards 
the handle will be fixed in positi-
on by three screws.

Type KM-61
The handle will be set into the 
recess of the housing wall and 
fixed front sided with 2 counter-
sunk screws, not included in 
scope of delivery.

Stress resistance: 
min. 1.000 N.

Scope of delivery:
Type KM-48 includes galvani zed 
Phillips recess raised cheese head 
screw  DIN 7985.

Plastic Trough Inset Handle Tray Handle
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Tray Handle

tray handle is available in any 
desired length and thus is 
particularly suitable for 
adaptation to any and all 
space and design requirements.

Material and surface: 
Profiled aluminium tray. End 
caps of black satin finish poly -
amide PA 6. 
The tray handle is glass ball 
blasted and anodized to a satin 
finished surface in natural or 
black colour.

Version A:
Installation by means of an 
upper rubber insert that 
pushes in from the back.

Version B:
Installation by means of 
2 stainless steel countersunk 
screws             M4 x 8, DIN 966 from 
outside. 

Design advantages:
Very simple installation. Does 
not require screws for metal 
thicknesses of 1 - 2.5 mm. 
Two rubber inserts guarantee 
tight and secure installation.

Two cross-slotted grooves for 
M4 srews displaced by 90° 
provide firm connection or 
may be used as mounting 
aids for installation elements. 
(For square nuts according to 
DIN standard 562.) Excellent 
human engineering of the tray 
recess.

Can also be mounted by 
installing two countersunk 
screws from outside.

Mounting:
After insertion of the bottom 
rubber profile, the two end 
finials must be pushed on to 
the tray. Next the handle must 
be pressed over the lower 
edge of the mounting cutout 
at a 45° angle. Holding the 
handle against the housing 
panel, now the second rubber 
profile is pushed into the upper 
groove (see illustration), or if 
countersunk screws are used, 
the two screws are now 
installed.

Stress resistance: 
min. 500 N.

Note:
Special colours on request.

L – 40 mm 
± 0,2

5
7

3

L + 4 mm

19,5

4,1

7
4

,1

3

7,5

L – 40 mm

L

77
3

9
0

Alle Maße in mm. / All dimensions in mm.

Einbau
Mounting

Montageöffnung
Mounting cutout

Griffschalen-
Ausführung A Ausführung B

Montage-
farbe

Version A Version B
öffnung

Colour of Bestell-Nr. Bestell-Nr. Mounting
L handle tray Order no. Order no. cutout

100 natur / natural SG-73.100.A1 SG-73.100.B1 104 x 73
100 schwarz / black SG-73.100.A4 SG-73.100.B4 104 x 73

118 natur / natural SG-73.118.A1 SG-73.118.B1 122 x 73
118 schwarz / black SG-73.118.A4 SG-73.118.B4 122 x 73

167 natur / natural SG-73.167.A1 SG-73.167.B1 171 x 73*

167 schwarz / black SG-73.167.A4 SG-73.167.B4 171 x 73*

* Maße identisch für Schalenklappgriff Typ SK-50 auf Seite 202.
Dimensions identical for collapsible tray handle SK-50 on page 202.

nur bei Ausführung B für M4 DIN 963/964/966
only version B for M4 DIN 963/964/966

für 1–2,5 mm dicke
Gehäusebleche

for panels
1-2,5 mm thick

Gummiprofil
Rubber profile

Gummiprofil
Rubber profile
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für Ausführung B
for Type B
ø 4,5 (M4)

Tray Handle Tray Handle
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Sliding Tray Handle 
Material and surface:
Polyamide PA 6, glass ball rein-
forced, fine structure in visible 
surfaces, colour shade similar 
to RAL 9002 grey white.

40

30

50

1
4
0

1
0
0

1 - 5 mm

29

Clean Line

RAL 9002

Bestell-Nr. / Order no.

KS-40.120.9002

RAL 9002

Plastic Trough-Inset
Handle

Material and surface:
Polyamide PA 6, glass ball rein-
forced, fine structure in visible 
surfaces, colour shade similar 
to RAL 9002 grey white.

Stress resistance: 
min. 1.000 N.

Clean Line

RAL 9002

A L B Bestell-Nr. / Order no.

82 100 67 KM-61.082.9002

112 130 97 KM-61.112.9002

L
A

3
3

6
1 5

3

8

25

B

1 - 5 mm

B + 1 mm

A

2
2

4
8

 ø 4,3

B + 1 mm

A

2
2

4
8

 ø 4,3

Montageöffnung
Mounting cutout

für M4 Senkschrauben
for M4 countersunk screw

RAL 9002

Sliding Tray Handle Plastic Trough-Inset Handle
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Tray Handle

The tray handle can be supplied 
in any length.

Material and surface:
Handle tray made of profiled
aluminium, varnished in 
RAL 9002 grey white. Side 
end caps made of Polyamide 
PA 6 in similar RAL colour shade.

Design advantages:
Very simple installation. Does 
not require screws for metal
thicknesses of 1–2.5 mm. 
Two rubber profiles guarantee
tight and secure installation.

Two cross slotted grooves for 
M4 screws displaced by 90° 
provide firm connection or 
may be used as mounting 
aids for installation elements. 
(For square nuts according to 
DIN standard 562).

Mounting:
After insertion of the bottom
rubber profile, the two end 
 finals must be pushed on to the
tray. Next the handle must be
pressed over the lower edge of
the mounting cutout at a 45°
angle. Holding the handle 
against the housing panel, 
now the second rubber profile 
is pushed into the upper 
groove (see illustration).

Special colour versions:
All handle lengths and RAL 
shades are available on re quest.

Stress resistance: 
min. 500 N.

7
3

 L + 4 mm

7,5

L

  
 

9
0

19,5

4,1

7
4

,1

3

77
3

Montageöffnung
Mounting cutout

Einbau
Mounting

Clean Line Montageöffnung
RAL 9002

L Bestell-Nr. / Order no. Mounting cutout

100 SG-73.100.9002 104 x 73

118 SG-73.118.9002 122 x 73

167 SG-73.167.9002 171 x 73Gummiprofil
Rubber profile

Gummiprofil
Rubber profile

für 1–2,5 mm
dicke
Gehäusebleche

for panels

1–2.5 mm thick
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RAL 9002

Clean Line Antibacterial

Typ

RAL 9002

Order no.

RAL 9003

Order no.

SK-50.S184.9002 SK-50.S184.9003A
SK-50.S

with snaplocks

SK-50.R184.9002 SK-50.R184.9003A
SK-50.R

with pull back springs

184

5
0

 

8
0

 

2 

170

170

200 51 

ø 4,3

7
2

7
3

171 ø 4,3

5
0

 ±
 0

,2

184 ± 0,2 

7
3

Mounting cutout

4,5 

20,5 

for M4 countersunk screw

RAL 9003

Tray Handles
Material and surface: 
Aluminium pressure casting 
GD AlSi 8 Cu 3.
Tray and handle are powder 
coated in RAL 9002 grey white 
or with antibacterial surface in 
RAL 9003.

Stress resistance: 
min. 500 N.

118

7
9

 

9
1

 

2 

4,5 

20,5 
109

109

130

48 

110ø 4,3

7
9

 ±
 0

,2

118±0,2 

6
9

7
0

,5

Mounting cutout

for M4 countersunk screw

Clean Line Antibacterial

Typ

RAL 9002

Order no.

RAL 9003

Order no.

SK-79.S118.9002 SK-79.S118.9003A
SK-79.S

with snaplocks

SK-79.R118.9002 SK-79.R118.9003A
SK-79.R

with pull back springs

RAL 9002

Tray Handle Tray Handles
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Inset handle, Round

> Material: Aluminium
> Installation: With grooves for glue ixing
> Housing depth: 13 mm

Colour/finish External Ø 

mm

Housing Ø 

mm

Cat. No.

Silver coloured, 
Anodized

60 56 103.74.704

Packing: 1 or 25 Piece

Inset handle, Round

> Material: Aluminium
> Installation: With grooves for glue ixing

External Ø  

mm

Housing Ø 

mm

Housing 

depth mm

Cat. No.

Silver coloured, Anodized

40 35 8 151.75.902
50 40 10 151.75.903

Packing: 1 or 50 Piece

A = External Ø
B = Housing diameter
C = Housing depth

Inset handle, Round

> Material: Aluminium
> Installation: With grooves for glue ixing
> Housing depth: 10 mm

Colour/finish External Ø 

mm

Housing Ø 

mm

Cat. No.

Black, Anodized 50 40 151.38.900

Packing: 1 or 10 Piece
A = External Ø
B = Housing diameter
C = Housing depth

Inset handle, Round

> Material: Stainless steel, quality 1.4301/AISI 304

Supplied with

Fixing material included

A = External Ø
B = Housing diameter
C = Housing depth
E = Grip recess

Colour/finish External Ø 

mm

Housing Ø 

mm

Housing 

depth mm

Inset 

mm

Packing 

Piece

Cat. No.

Matt brushed 35 25 9 1.5 1, 32 or 160 155.01.605
50 40 12 5.5 1, 30 or 150 155.01.490
60 50 12 6.5 1, 10 or 100 155.01.491
80 62 14 7.5 1, 12 or 60 155.01.492

Brass plated, PVD coated, Polished 50 40 12 5.5 1 or 30 151.38.100
60 50 12 6.5 1 or 20 151.38.101

Graphite black, PVD coated 50 40 12 5.5 1 or 30 151.38.102
60 50 12 6.5 1 or 20 151.38.103
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Inset handle, Oval

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 10 mm

Supplied with

Fixing material included

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Matt brushed 102 x 50 90 x 39 155.01.506

Packing: 1, 20 or 100 Piece

Inset handle, Oval

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 10 mm

Supplied with

Fixing material included

Colour/ 

finish

External  

dimensions 

mm

Housing  

dimensions 

mm

Packing 

Piece

Cat. No.

Matt  

brushed

130 x 37 95 x 30 1, 15 or 

75

155.01.505

Brass  

plated, 

PVD  

coated, 

Polished

130 x 37 95 x 30 1 or 15 151.38.110

Graphite 

black, PVD 

coated

130 x 37 95 x 30 1 or 15 151.38.111

Inset handle, Oval

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 17.5 mm

Supplied with

Fixing material included

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Matt brushed 175 x 60 154 x 39 155.01.507

Packing: 1, 6 or 30 Piece

www.metalika-kacin.com www.metalika-kacin.com
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MB  1.312

Inset handle, Round

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 11 mm

Colour/finish External Ø 

mm

Housing Ø 

mm

Cat. No.

Matt brushed,  

Recessed grip: Black

45 36 152.57.020

Packing: 1 or 25 Piece

Order reference

Please order round head metal pins Ø 0.9 mm separately.

Inset handle, Square

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 11 mm

Colour/finish External  

dimensions 

mm

Housing Ø 

mm

Cat. No.

Matt brushed,  

Recessed grip: Black

47 x 47 38 152.57.000

Packing: 1 or 25 Piece

Order reference

Please order round head metal pins Ø 0.9 mm separately

A = External dimensions

B = Housing diameter

C = Housing depth

Inset handle, Rectangular

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 11 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Matt brushed, 

Recessed grip: Black

85 x 38 71 x 29 152.57.010

Packing: 1 or 25 Piece

Order reference

Please order round head metal pins Ø 0.9 mm separately.

Round head metal pin  ►MB 1.483

MB  1.313

Inset handle, Round

> Area of application: For sliding doors
> Material: Stainless steel, quality 1.4301/AISI 304
> Installation: For glue ixing

Colour/finish External Ø 

mm

Cat. No.

Matt brushed 60.3 151.38.020

Packing: 1 or 10 Piece

A = External Ø

Inset handle, Round

> Material: Zinc alloy
> Installation: For glue ixing
> Housing depth: 11.5 mm

Note

We recommend the Pattex PL 300 transparent assembly 
adhesive (Cat No. 003.56.104) for glue ixing of inset handles

Colour/finish External Ø 

mm

Housing Ø 

mm

Cat. No.

Black, Matt 40 36 111.75.620
60 55.8 111.75.621

Packing: 1 or 25 Piece

A = External Ø
B = Housing diameter

www.metalika-kacin.com www.metalika-kacin.com
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Inset handle, Round

> Material: Brass

> Installation: For glue ixing
> Housing depth: 19 mm

Colour/finish External Ø 

mm

Housing Ø 

mm

Cat. No.

Chrome plated, Matt 35 30 151.79.400

Packing: 1 or 10 Piece

Inset handle, Round

> Material: Brass

> Installation: With grooves for glue ixing

A = External Ø
B = Housing diameter
C = Housing depth
D = Projection
E = Grip recess

Colour/finish External Ø 

mm

Housing Ø 

mm

Housing 

depth mm

Clearance 

mm

Inset 

mm

Packing 

Piece

Cat. No.

Chrome plated, Polished 40 35 10 2.0 2.0 1, 40 or 480 155.01.555
48.5 40 10 2.0 2.0 1, 30 or 480 155.01.560
59 54 12.5 2.5 6.0 1, 40 or 240 155.01.565

Nickel plated, Matt 40 35 10 2.0 2.0 1, 40 or 480 155.01.556
48.5 40 10 2.0 2.0 1, 30 or 480 155.01.561
59 54 12.5 2.5 6.0 1, 40 or 240 155.01.566

Matt 40 35 10 2.0 2.0 1, 40 or 480 155.01.557
48.5 40 10 2.0 2.0 1, 30 or 480 155.01.562
59 54 12.5 2.5 6.0 1, 40 or 240 155.01.567
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Inset handle, Rectangular

> Material: Aluminium, Endcap: Zinc alloy

> Housing depth: 11 mm

External  

dimensions  

mm

Housing  

dimensions  

mm

Hole  

spacing 

mm

Cat. No.

Aluminium coloured

111 x 34 106 x 30 96 155.01.130

143 x 34 138 x 30 128 155.01.131

175 x 34 170 x 30 160 155.01.132

207 x 34 202 x 30 192 155.01.133

Packing: 1, 10 or 100 Piece

A/B =  External 

dimensions

C = Hole spacing

D =  Housing 

dimensions

M4 threaded screws  ►MB 1.479

Inset handle, Rectangular

> Material: Aluminium, Endcap: Zinc alloy

> Housing depth: 14 mm

External  

dimensions  

mm

Housing  

dimensions  

mm

Hole 

spacing 

mm

Cat. No.

Silver coloured

143 x 49 137 x 42 128 151.86.921

175 x 49 169 x 42 160 151.86.922

207 x 49 201 x 42 192 151.86.923

335 x 49 329 x 42 320 151.86.927

Stainless steel coloured

143 x 49 137 x 42 128 151.86.021

175 x 49 169 x 42 160 151.86.022

207 x 49 201 x 42 192 151.86.023

335 x 49 329 x 42 320 151.86.027

Packing: 1 or 10 Piece

A/B =  External 

dimensions

C = Hole spacing

D =  Housing 

dimensions

Inset handle, Rectangular  ►MB 1.264
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Inset handle, Rectangular

> Area of application: For sliding doors

> Material: Aluminium, Endcap: Zinc alloy

> Installation: For glue ixing
> Housing depth: 16 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Silver coloured 256 x 80 252 x 76 151.65.900

Packing: 1 Piece

The inclined recess of the handle allows comfortable 
sliding of the door in both directions.

Description of functions

MB 1.317
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Inset handle, Square

> Material: Stainless steel, quality 1.4301/AISI 304

> Installation: For glue ixing
> Housing depth: 13 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Matt brushed 50 x 50 40 x 40 152.52.040

75 x 75 60 x 60 152.52.041

Traffic black, 
RAL 9017, Matt

50 x 50 40 x 40 152.52.340

75 x 75 60 x 60 152.52.341

Packing: 1 or 10 Piece

A = External dimensions
B = Housing dimensions

C = Housing depth

Inset handle, Square

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 12 mm

Supplied with

ixing material included

Colour/finish External  

dimensions 

mm

Housing 

Ø mm

Cat. No.

Matt brushed 59 x 59 40 155.01.500

69 x 69 50 155.01.501

Packing: 1, 12 or 60 Piece

A = External dimensions
B = Housing diameter

C = Housing depth

www.metalika-kacin.com www.metalika-kacin.com
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Inset handle, Rectangular

> Material: Stainless steel, quality 1.4301/AISI 304

> Installation: For glue ixing
> Housing depth: 13 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Matt brushed 100 x 50 90 x 37 152.52.010

145 x 50 135 x 37 152.52.011

210 x 50 200 x 37 152.52.012

Traffic black, 
RAL 9017, Matt

100 x 50 90 x 37 152.52.310

145 x 50 135 x 37 152.52.342

210 x 50 200 x 37 152.52.312

Packing: 1 or 10 Piece

A/B =  External 
dimensions

C =  Housing 

dimensions

Inset handle, Rectangular

> Material: Stainless steel, quality 1.4301/AISI 304

> Installation: For glue ixing
> Housing depth: 10 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Matt brushed 84 x 23 73.6 x 19.6 152.52.000

Polished 84 x 23 73.6 x 19.6 152.52.060

Packing: 1 or 10 Piece

MB 1.319

D
G

H
-M

 2
0
2
1
, 
H

D
E

-e
n
, 
1
0
/2

0
; 
D

im
e
n
s
io

n
a
l 
d

a
ta

 n
o

t 
b

in
d

in
g

. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
iic

a
ti
o

n
s
 w

it
h
o

u
t 

n
o

ti
c
e
.

Inset handle, Rectangular

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 10 mm

Supplied with

ixing material included

Colour/ 

finish

External  

dimensions 

mm

Housing  

dimensions 

mm

Packing 

Piece

Cat. No.

Matt  

brushed

140 x 45 95 x 30 1, 15 or 

75

155.01.495

Brass  

plated, 

PVD  

coated, 

Polished

140 x 45 95 x 30 1 or 15 151.38.120

Graphite 

black, 
RAL 9011, 

PVD  

coated

140 x 45 95 x 30 1, 15 or 

75

151.38.121

Inset handle, Rectangular

> Material: Stainless steel, quality 1.4301/AISI 304

> Housing depth: 18 mm

Supplied with

ixing material included

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Matt brushed 185 x 70 154 x 39 155.01.496

Packing: 1, 6 or 30 Piece
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Inset handle, Square

> Material: Brass

> Housing depth: 15 mm

Colour/finish External  

dimensions 

mm

Housing Ø 

mm

Cat. No.

Nickel plated, Matt 45 x 45 40 151.40.717

70 x 70 60 151.40.726

Packing: 1 or 10 Piece

Order reference

Please order round head metal pins Ø 0.9 mm separately.

A = External dimensions

B = Housing diameter
C = Housing depth

Inset handle, Rectangular

> Installation: With grooves for glue ixing

A/B = External dimensions

C/D = Housing dimensions
E = Housing depth

Colour/finish External  

dimensions mm

Housing  

dimensions mm

Housing 

depth mm

Packing 

Piece

Cat. No.

Brass

Nickel plated, Polished 75 x 32 68 x 25 10 1, 50 or 600 155.01.545

99 x 38 92 x 31 12 1, 30 or 600 155.01.546

Polished, Recessed grip: Matt 75 x 32 68 x 25 10 1, 50 or 600 155.01.550

99 x 38 92 x 31 12 1, 30 or 600 155.01.551

Steel

Black, Matt 75 x 32 68 x 25 10 1 or 25 151.00.312

99 x 38 92 x 31 12 1 or 25 151.00.322

Order reference

Please order round head metal pins Ø 1.6 mm separately.

Round head metal pin  ►MB 1.483

MB 1.321
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Inset handle, Square

> Material: Zinc alloy
> Installation: For glue ixing
> Housing depth: 11 mm

Colour/finish External  

dimensions 

mm

Housing 

Ø mm

Packing 

Piece

Cat. No.

Chrome 
plated, Matt

39 x 39 35 1, 50 or 
300

155.00.000

Chrome 
plated, Matt

50 x 50 45 1, 50 or 
250

155.00.001

Nickel plated, 
Brushed

39 x 39 35 1, 50 or 
300

155.00.010

Nickel plated, 
Brushed

50 x 50 45 1, 50 or 
250

155.00.011
A = External dimensions
B = Housing diameter

Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 15 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, 
Polished

174 x 46.5 168 x 40 106.59.210

Chrome plated, Matt 174 x 46.5 168 x 40 106.59.410

Packing: 1 or 25 Piece

M4 threaded screws  ►MB 1.479

www.metalika-kacin.com www.metalika-kacin.com

Inset handles, straight-edged Inset handles, straight-edged
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Inset handle, Square

> Material: Zinc alloy
> Housing depth: 10 mm
> Hole spacing: 56 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Aluminium coloured 69 x 69 64 x 64 155.00.020
Nickel plated, 
Brushed

69 x 69 64 x 64 155.00.030

Packing: 1, 30 or 60 Piece

Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 10 mm
> Hole spacing: 125 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Aluminium coloured 138 x 69 132 x 63 155.00.021
Nickel plated, 
Brushed

138 x 69 132 x 63 155.00.031

Packing: 1, 10 or 40 Piece

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 16.8 mm
> Hole spacing: 96 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, 
Polished

105.5 x 37 102.5 x 34 155.00.275

Chrome plated, Matt 105.5 x 37 102.5 x 34 155.00.270
Brass plated, 
Brushed

105.5 x 37 102.5 x 34 155.01.794

Packing: 1, 10 or 60 Piece

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 14 mm

External  

dimensions 

mm

Housing  

dimensions 

mm

Hole 

spacing 

mm

Packing 

Piece

Cat. No.

Brass plated, Brushed

45 x 45 40 x 38 32 1, 25 or 
200

155.01.950

173 x 45 168 x 38 160 1, 20 or 
60

155.01.960

Nickel plated, Brushed

45 x 45 40 x 38 32 1, 25 or 
200

155.01.951

173 x 45 168 x 38 160 1, 20 or 
60

155.01.961

A = External dimension
C = Hole spacing
D = Housing dimensions

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 18 mm
> Hole spacing: 128 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Aluminium coloured 143 x 46 140 x 43 151.11.903
Stainless steel 
coloured

143 x 46 140 x 43 151.11.603

Black, Matt 143 x 46 140 x 43 151.11.604

Packing: 1 or 25 Piece

Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 15 mm
> Hole spacing: 160 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Aluminium coloured 174 x 46 150 x 40 155.00.230
Nickel plated, Matt 174 x 46 150 x 40 155.00.240

Packing: 1, 5 or 40 Piece

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 18.2 mm
> Hole spacing: 270 mm

Colour/finish External  

dimensions 

mm

Cat. No.

Stainless steel coloured 280 x 40 151.11.620
Black, Matt 280 x 40 151.11.621

Packing: 1 or 10 Piece

Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 9 mm

Note

We recommend the Pattex PL 300 transparent assembly 
adhesive (Cat No. 003.56.104) for glue ixing of inset handles

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

White, Matt 160 x 24 155 x 20 151.11.640
Black, Matt 160 x 24 155 x 20 151.11.641

Packing: 1 or 25 Piece

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 14 mm
> Hole spacing: 160 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, 
Polished

193 x 51.5 190 x 48 151.11.271

Aluminium coloured 193 x 51.5 190 x 48 151.11.971
Stainless steel 
coloured

193 x 51.5 190 x 48 151.11.671

White, Matt 193 x 51.5 190 x 48 151.11.771
Black, Matt 193 x 51.5 190 x 48 151.11.972

Packing: 1 or 5 Piece

Inset handle, Square

> Material: Zinc alloy
> Housing depth: 14 mm
> Hole spacing: 38 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Aluminium coloured 52 x 52 48 x 48 151.11.981
White, Matt 52 x 52 48 x 48 151.11.781

Packing: 1 or 10 Piece

M4 threaded screws  ►MB 1.479

www.metalika-kacin.com www.metalika-kacin.com
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 16 mm
> Hole spacing: 96 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, Matt 110 x 56 103 x 49 155.00.565

Packing: 1, 10 or 50 Piece

M4 threaded screws  ►MB 1.479

Inset handle, Rectangular

> Material: Zinc alloy
> Installation: harpoon-type ixing
> Housing depth: 13 mm
> Hole spacing: 96 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, Matt 110 x 56 104.7 x 50.4 155.00.560
Nickel plated, Matt 110 x 56 104.7 x 50.4 155.00.555

Packing: 1, 10 or 50 Piece

28.02.2022
CS 4027
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 9.5 mm
> Hole spacing: 96 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, Matt 128 x 37 108 x 30 151.74.402
Stainless steel 
coloured

128 x 37 108 x 30 151.74.002

Packing: 1 or 12 Piece

Inset handle, Rectangular

> Material: Zinc alloy
> Installation: harpoon-type ixing
> Housing depth: 13 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, 
Polished

110 x 56 104.7 x 50.4 155.00.545

Chrome plated, Matt 110 x 56 104.7 x 50.4 155.00.550
Nickel plated, Matt 110 x 56 104.7 x 50.4 155.00.540

Packing: 1, 10 or 50 Piece

M4 threaded screws  ►MB 1.479

www.metalika-kacin.com www.metalika-kacin.com
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 18.5 mm

Colour/finish External  

dimensions 

mm

Cat. No.

Aluminium coloured 140 x 50 152.14.902

Packing: 1 or 25 Piece

M4 threaded screws  ►MB 1.479

Inset handle, Rectangular

> Material: Zinc alloy, Recessed grip: Steel
> Housing depth: 11 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Nickel plated, Matt, 
Recessed grip: 
Black, Matt

86 x 37 81 x 31 151.09.600

Packing: 1 or 25 Piece

Order reference

Please order DIN 95 raised head screws Ø 2.5 mm separately.

Wood screw, Raised head  ►MB 1.481
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Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 14 mm

Colour/finish External  

dimensions 

mm

Hole 

spacing 

mm

Cat. No.

Nickel plated, Brushed 70 x 57 59 111.75.610
153 x 57 108 111.75.611

Packing: 1 or 25 Piece

A = External dimension
C = Hole spacing

M4 threaded screws  ►MB 1.479

www.metalika-kacin.com www.metalika-kacin.com

Inset handles, straight-edged Inset handles, straight-edged
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Inset handle, Rectangular

> Material: Zinc alloy, Recessed grip: Plastic
> Housing depth: 15 mm
> Hole spacing: 144 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Silver coloured, 
Recessed grip: 
Black, Matt

154 x 56 151 x 53 151.96.901

Black, Matt, 
Recessed grip: 
Black, Matt

154 x 56 151 x 53 151.96.902

Packing: 1 or 15 Piece

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy, Recessed grip: Plastic
> Housing depth: 15 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Stainless steel 
coloured, 
Recessed grip: Black

115 x 90 110 x 85 152.16.000
155 x 90 150 x 85 152.16.001

Packing: 1 Piece

> Integrated and smooth appearance of the furniture item
> Does not project the furniture front
> The closed laps prevent dirt settling in the handle

recess
> Pleasant haptics and a spacious gripping area allow

comfortable opening

A = External dimension
B = Housing dimension

Hospa pan head screws  ►MB 1.480

Inset handle, Square

> Material: Zinc alloy, Recessed grip: Plastic
> Housing depth: 15 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Stainless steel 
coloured, 
Recessed grip: Black

77 x 77 72 x 72 152.16.003

Packing: 1 Piece

> Integrated and smooth appearance of the furniture item
> Does not project the furniture front
> The closed laps prevent dirt settling in the handle

recess
> Pleasant haptics and a spacious gripping area allow

comfortable opening

www.metalika-kacin.com www.metalika-kacin.com

Inset handles, straight-edged Inset handles, straight-edged
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Inset handle, Rectangular

> Area of application: For sliding door thickness from 25 mm
> Material: Zinc alloy
> External dimensions: 253 x 63 mm
> Housing dimensions: 250 x 60 mm
> Housing depth: 23.5 mm
> Hole spacing: 128 mm

Colour/finish Version Cat. No.

Aluminium coloured Left door handle 152.08.912
Right door handle 152.08.902

Packing: 1 or 4 Piece

Inset handle, Rectangular

> Material: Zinc alloy
> Housing depth: 12.5 mm
> Hole spacing: 96 mm

Note

The max. tensile load of the handle is 300 N.

Colour/finish External 

 dimensions 

mm

Housing 

 dimensions 

mm

Cat. No.

Aluminium coloured 160 x 25 157 x 22 161.07.950
Stainless steel 
 coloured

160 x 25 157 x 22 161.07.050

Packing: 1 or 25 Piece

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy

> Housing depth: 19 mm

 Colour/finish External  

dimensi-

ons mm

Housing  

dimensi-

ons mm

Packing 

Piece

Cat. No.

Chrome plated, 
Polished, Reces-
sed grip: Chrome 
plated, Polished

212.5 x 
46.8

193 x 46 1 151.05.200

Chrome plated, 
Polished, Reces-
sed grip: White

212.5 x 
46.8

193 x 46 1 or 25 151.05.210

Nickel plated, 
Brushed

212.5 x 
46.8

193 x 46 1 or 25 151.05.600

Order reference

Please order countersunk head screws Ø 4 mm separately.

Hospa Chipboard screws with 
countersunk head

 ►MB 1.480

www.metalika-kacin.com www.metalika-kacin.com

Inset handles, straight-edged Inset handles, recessed in edge
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M4 threaded screws  ►MB 1.479

Inset handle, Rectangular

> Material: Zinc alloy

> Housing depth: 13.5 mm
> Inset: 4.5 mm
> Hole spacing: 160 mm

 Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Aluminium 
coloured

172 x 44 167 x 40 151.47.900

Packing: 1 or 20 Piece

Inset handle, Rectangular

> Material: Zinc alloy

> Housing depth: 13.5 mm
> Inset: 4.5 mm
> Hole spacing: 128 mm

 Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Brown, Rubbed 140 x 44 135 x 40 151.49.980
Tin plated, Antique 140 x 44 135 x 40 151.49.982

Packing: 1 or 25 Piece
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Inset handle, Rectangular

> Material: Zinc alloy

> Housing depth: 15 mm

 Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Stainless steel  

coloured
200 x 22 195 x 16 151.58.600

Packing: 1 or 20 Piece

This handle is suitable for mounting lush or overlay in 
edge recess for a smooth, handle-free appearance of 
the furniture front panel.

Surface mounted installation option

Inset handle, Rectangular

> Material: Zinc alloy

> Housing depth: 14 mm
> Hole spacing mm: 170

 Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Aluminium coloured 180 x 25 157 x 19 108.68.914

Packing: 1 or 25 Piece

Order reference

Please order countersunk head screws Ø 4 mm separately.

Hospa Chipboard screws with 
countersunk head

 ►MB 1.480

www.metalika-kacin.com www.metalika-kacin.com

Inset handles, recessed in edge Inset handles, recessed in edge



MB 1.338

D
G

H
-M

 2
02

1,
 H

D
E

-e
n,

 1
0/

20
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
iic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

D
G

H
-M

 2
02

1,
 H

D
E

-e
n,

 1
0/

20
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
iic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

Inset handle, Rectangular

> Material: Zinc alloy

> Housing depth: 13 mm

External  

dimensi-

ons mm

Housing  

dimensi-

ons mm

Hole 

spacing 

mm

Packing 

Piece

Cat. No.

Chrome plated, Polished

90 x 24 83 x 13.5 64 1, 25 or 200 155.01.930
177 x 24 170 x 13.5 96 1, 25 or 100 155.01.940
White aluminium, RAL 9006

90 x 24 83 x 13.5 64 1, 25 or 200 155.01.931
177 x 24 170 x 13.5 96 1, 25 or 100 155.01.941
Traffic black, RAL 9017, Matt

90 x 24 83 x 13.5 64 1, 25 or 200 155.01.932
177 x 24 170 x 13.5 96 1, 25 or 100 155.01.942
Traffic white, RAL 9016, Matt

90 x 24 83 x 13.5 64 1, 25 or 200 155.01.933
177 x 24 170 x 13.5 96 1, 25 or 100 155.01.943

A/B = External dimensions
C = Hole spacing
D = Housing dimensions

M4 threaded screws  ►MB 1.479
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Inset handle, Rectangular

> Material: Zinc alloy

> Housing depth: 16.5 mm

 Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, 
Polished, Recessed 

grip: Polished

80 x 29 62.5 x 26.5 152.13.200

Aluminium coloured 80 x 29 62.5 x 26.5 152.13.900

Packing: 1 or 25 Piece

M4 threaded screws  ►MB 1.479

www.metalika-kacin.com www.metalika-kacin.com

Inset handles, recessed in edge Inset handles, recessed in edge



MB 1.340

Inset handle, Rectangular

> Material: Aluminium, Endcap: Zinc alloy
> Housing depth: 14 mm

External  

dimensions  

mm

Housing  

dimensions 

mm

Hole  

spacing 

mm

Cat. No.

Silver coloured

110 x 31 104 x 26 96 151.99.901
142 x 31 136 x 26 128 151.99.902
174 x 31 168 x 26 160 151.99.903

Packing: 1 or 20 Piece

A/B =  External 
dimensions

C = Hole spacing
D =  Housing 

dimensions

Inset handle, Rectangular

> Material: Aluminium, Endcap: Zinc alloy
> Housing depth: 14 mm

External  

dimensions  

mm

Housing  

dimensions 

mm

Hole 

spacing 

mm

Cat. No.

Stainless steel coloured

143 x 43 137 x 38 128 151.85.021
175 x 43 169 x 38 160 151.85.022
207 x 43 201 x 38 192 151.85.023
335 x 43 329 x 38 320 151.85.027

Packing: 1 or 10 Piece
A/B = External dimensions
C = Hole spacing
D = Housing dimensions

M4 threaded screws  ►MB 1.479

MB 1.341

Inset handle, can be cut to size, rectangular

> Version: Can be cut to size
> Material: Aluminium
> External dimensions: 972 x 43 mm

Colour/finish Cat. No.

Stainless steel coloured 151.85.030
Silver coloured 151.85.930

Packing: 1 or 10 Piece

Order reference

Please order end caps separately.

→→ End cap

> Material: Zinc alloy

Note

Suitable for 151.85.930 and 151.85.030

Colour/finish Cat. No.

Stainless steel coloured 151.85.089

Silver coloured 151.85.989

Packing: 1 or 25 Pair

M4 threaded screws  ►MB 1.479

24.03.2022
CS 5654
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Inset handles, recessed in edge Inset handles, recessed in edge
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Furniture handle, boat style, Round

> Material: Brass
> Hole spacing: 20 mm

Colour/finish External Ø 

mm

Cat. No.

Nickel plated, Matt 51 161.16.600

Packing: 1 or 50 Piece

Furniture handle, boat style, Rectangular

> Material: Brass

Colour/finish External  

dimensions 

mm

Cat. No.

Chrome plated, Polished 47.5 x 60 155.01.570
Nickel plated, Matt 47.5 x 60 155.01.571
Matt 47.5 x 60 155.01.572

Packing: 1, 20 or 240 Piece

M4 threaded screws  ►MB 1.479
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47.5

Furniture handle, boat style, Rectangular

> Material: Brass
> Housing depth: 11 mm

Supplied with

ixing material included

Colour/finish External  

dimensions 

mm

Cat. No.

Chrome plated, Polished 47.5 x 66 161.15.230
Nickel plated, Matt 47.5 x 66 161.15.630
Matt 47.5 x 66 161.15.530

Packing: 1 or 50 Piece

www.metalika-kacin.com www.metalika-kacin.comwww.metalika-kacin.com www.metalika-kacin.com

Boat style fittings Boat style fittings
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Folding handle/folding hook, Rectangular

> Material: Zinc alloy
> Housing depth: 13 mm

Colour/finish External  

dimensions 

mm

Housing  

dimensions 

mm

Cat. No.

Chrome plated, Matt 19 x 65 15.9 x 62 844.33.400
Nickel plated, Matt 19 x 65 15.9 x 62 844.33.600

Packing: 1 or 10 Piece

The hook points either upwards (folding hook) or 
downwards (furniture handle) when folded out.
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Push-button, Square

> Material: Zinc alloy
> Installation: For recessing

For glue ixing
> Housing depth: 13.5 mm

Colour/finish External  

dimensions 

mm

Housing 

Ø mm

Cat. No.

Stainless steel coloured 40 x 40 35 151.67.012

Packing: 1 or 25 Piece

A = External dimensions
B = Housing diameter

Push-button, Round

> Material: Brass
> Installation: For recessing

With grooves for glue ixing
> Housing depth: 12 mm

Colour/finish External 

Ø mm

Housing 

Ø mm

Cat. No.

Nickel plated, Matt 40 35 151.98.600

Packing: 1 or 50 Piece

www.metalika-kacin.com www.metalika-kacin.com

Folding handles Push-buttons



MB 1.346

Push-button, Round

> Version: Furniture knob, lowerable
> Material: Zinc alloy
> Housing depth: 14 mm

Supplied with

Fixing material included

Colour/finish External 

Ø mm

Housing  

dimensions 

mm

Cat. No.

Aluminium coloured 32 27 x 27 130.81.910
Black, Matt 32 27 x 27 130.81.911

Packing: 1 or 25 Piece

Wood thickness X: 17–21 mm

www.metalika-kacin.com

Push buttons

Martin
Levelling Components


