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With variable length and 
simply strong.
Extremely flexible thanks to different 
handles, even on longer lengths. Fast 
installation and a strong connection 
thanks to DST.

Unique. Variable. 
Attractive.
The DST quarter-turn with han-
dle uniquely combines the locking 
 function of a quarter-turn with the 
aesthetic design of a handle. DST 
ensures easy, reliable and secure 
installation.

DIRAK-SNAP-Technology.
Did you know? Most of our 
 products are also available with 
DIRAK-SNAP-Technology (DST).
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6-1001DST

Advantages

■ Bridge handle with
 DIRAK-SNAP-Technology, two 
sizes.

■ Tool-less installation.

■ The appealing design guaran-
tees a firm and reliable grab.

■ The closed surface makes it
resistant to dirt and easy to
clean.

■ Lowest inside radius 5mm.

■ For vertical or horizontal appli-
cations.

■ Vibration-proof according to
DIN EN 61373.

Materials

■ Bridge handle and cap: PA,
black

■ Snap wedges: sintered steel

Remarks

Handle for variable lengths in 
the same design see product 
system 6-1600DST.

Polyamide handle
Part Number Clamping 

range (S)
L L1 L2 H H1 B Installation 

type
Delivery Unit

a) 413-9003.00-00015 0.8 - 1.5 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9003.00-00020 1.3 - 2.0 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9003.00-00027 2.0 - 2.7 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9004.00-00015 0.8 - 1.5 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.
a) 413-9004.00-00020 1.3 - 2.0 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.
a) 413-9004.00-00027 2.0 - 2.7 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.

Accessories Polyamide handle
Part Number Type Installation type Delivery Unit

b) 413-0901.54-00000 Cap tool-less 10 pcs.

DST Bridge Handle [6-1001DST]
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6-1171DST

Advantages

■ Elegant bridge handle with
 DIRAK-SNAP-Technology.

■ Surface matt chrome plated.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Handle: zinc die, matte
chrome plated

■ Other surfaces on request.

■ Snap wedges: sintered steel

Bridge handle 
Part Number Clamping 

range (S)
L L1 L2 H H1 D Installation 

type
Delivery Unit

413-9017.00-00815 0.8 - 1.5 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9017.00-01320 1.3 - 2.0 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9017.00-01522 1.5 - 2.2 mm 140 mm 166 mm 114 mm 39.5 mm 31 mm 8.5 mm tool-less 10 pcs.
413-9018.00-00815 0.8 - 1.5 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.
413-9018.00-01320 1.3 - 2.0 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.
413-9018.00-01522 1.5 - 2.2 mm 180 mm 206 mm 154 mm 45.5 mm 35.5 mm 10 mm tool-less 10 pcs.

DST Bridge Handle [6-1171DST]

www.metalika-kacin.comCARET-LEFT all product details 
on DIRAK.com

CARET-LEFT all product details 
on DIRAK.com
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6-1200.01DST6-1133DST

Advantages

■ OMEGA small fin-
ger pull handles with
 DIRAK-SNAP-Technology.

■ The finger pull handles are
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ OMEGA: zinc die, matte
chrome plated or PA black

■ Other surfaces on request.

■ Snap wedges: sintered steel

Finger pull handle
Part Number Clamping range (S) Material Surface Installation type Delivery Unit

413-9001.00-00015 0.8 - 1.5 mm PA black tool-less 10 pcs.
413-9001.00-00020 1.3 - 2.0 mm PA black tool-less 10 pcs.
413-9001.00-00022 1.5 - 2.2 mm PA black tool-less 10 pcs.
413-9008.00-00015 0.8 - 1.5 mm zinc die matte chrome plated tool-less 10 pcs.
413-9008.00-00020 1.3 - 2.0 mm zinc die matte chrome plated tool-less 10 pcs.
413-9008.00-00022 1.5 - 2.2 mm zinc die matte chrome plated tool-less 10 pcs.

Accessories

764 292-0306.80-02530 Tool for uninstallation
763 292-0702.15-01030 Reinforcement plate for cutout 

DST Finger Pull Handle OMEGA [6-1200.01DST]
Advantages

■ Elegant bridge handle with
 DIRAK-SNAP-Technology in 
different lengths.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ Tool-less installation.

Materials

■ Bridge handle: zinc die,
matte chrome plated

■ Other surfaces on request.

■ Snap wedges: sintered steel

Bridge handle 
Part Number Clamping range (S) L L1 L2 Installation type Delivery Unit

413-9013.40-00609 0.6 - 0.9 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-00811 0.8 - 1.1 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-01215 1.2 - 1.5 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-01821 1.8 - 2.1 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9013.40-02225 2.2 - 2.5 mm 39.3 mm 55 mm 43 mm tool-less 10 pcs.
413-9014.40-00609 0.6 - 0.9 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-00811 0.8 - 1.1 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-01215 1.2 - 1.5 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-01821 1.8 - 2.1 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9014.40-02225 2.2 - 2.5 mm 64.3 mm 80 mm 68 mm tool-less 10 pcs.
413-9015.40-00609 0.6 - 0.9 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-00811 0.8 - 1.1 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-01215 1.2 - 1.5 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-01821 1.8 - 2.1 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.
413-9015.40-02225 2.2 - 2.5 mm 89.3 mm 105 mm 93 mm tool-less 10 pcs.

DST Bridge Handle OMICRON [6-1133DST]

www.metalika-kacin.com www.metalika-kacin.comCARET-LEFT all product details 
on DIRAK.com

CARET-LEFT all product details 
on DIRAK.com
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6-1300DST6-1200.02DST

Advantages

■ Finger pull with
 DIRAK-SNAP-Technology, 
sideways folding.

■ Small space requirement.

■ This finger pull handle is
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ Handle- and snap-part: zinc
die, matt chrome plated

■ Other surfaces on request!

■ Pins: steel, zinc plated

■ Spring: spring steel, zinc
plated

■ Snap wedges: sintered steel

Finger pull handle
Part Number Clamping range (S) Installation type Delivery Unit

413-9016.00-00811 0.8 - 1.1 mm tool-less 10 pcs.
413-9016.00-01215 1.2 - 1.5 mm tool-less 10 pcs.
413-9016.00-01821 1.8 - 2.1 mm tool-less 10 pcs.
413-9016.00-02225 2.2 - 2.5 mm tool-less 10 pcs.

Specific accessories

764 292-0306.80-02530 Tool for uninstallation

DST Finger Pull Handle, folding [6-1300DST]
Advantages

■ OMICRON small fi nger
pull handles with
  DIRAK-SNAP-Technology.

■ Small space requirement.

■ The finger pull handles are
suitable for the computer
industry, 19" technology,
enclosures, equipments and
other applications.

■ Seismic-proof according to
GR-63-CORE, Issue 4.

■ Tool-less installation.

Materials

■ OMICRON: zinc die, matt
chrome plated

■ Snap wedges: sintered steel

Finger pull handle OMICRON
Part Number Clamping range (S) Handle height Installation type Delivery Unit

a) 413-9009.40-00609 0.6 - 0.9 mm 25mm tool-less 10 pcs.
a) 413-9009.40-00811 0.8 - 1.1 mm 25mm tool-less 10 pcs.
a) 413-9009.40-01215 1.2 - 1.5 mm 25mm tool-less 10 pcs.
a) 413-9009.40-01821 1.8 - 2.1 mm 25mm tool-less 10 pcs.
a) 413-9009.40-02225 2.2 - 2.5 mm 25mm tool-less 10 pcs.
a) 413-9009.40-02427 2.4 - 2.7 mm 25mm tool-less 10 pcs.
b) 413-9010.40-00609 0.6 - 0.9 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-00811 0.8 - 1.1 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-01215 1.2 - 1.5 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-01821 1.8 - 2.1 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-02225 2.2 - 2.5 mm 37,5mm tool-less 10 pcs.
b) 413-9010.40-02427 2.4 - 2.7 mm 37,5mm tool-less 10 pcs.

Accessories

764 292-0306.80-02530 Tool for uninstallation

DST Finger Pull Handle OMICRON [6-1200.02DST]

www.metalika-kacin.com www.metalika-kacin.comCARET-LEFT all product details 
on DIRAK.com
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6-1330DST

Advantages

■ Revolving pull handle with
 DIRAK-SNAP-Technology.

■ This handle is suitable for the
computer industry, 19" tech-
nology, enclosures, equip-
ments and other applications.

■ The corrugation shows open-
ing tab location.

■ A soft push on the tab rotates
the handle into the final, open
position.

■ A soft push rotates the han-
dle into the closed position,
resulting in a fully flush sur-
face.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Handle and dish: PA, black

■ Pin: steel, zinc plated

■ Snap wedges: sintered steel

Remarks

1. mounting position (fluting at
the bottom) and closed

2. open

3. handle swiveled out

Revolving pull handle
Part Number Clamping range (S) Installation type Delivery Unit

413-9005.00-00015 0.8 - 1.5 mm tool-less 10 pcs.
413-9005.00-00020 1.3 - 2.0 mm tool-less 10 pcs.

DST Revolving Pull Handle [6-1330DST]
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6-1600DST

Advantages

■ Handle with Ø30mm tube-bar
with  DIRAK-SNAP-Technology 
in various lengths.

■ Insensitive to dirt and easy to
clean.

■ Inside radii min. 5mm.

■ The Ø30mm diameter of the
tube guarantees a sure and
firm grip.

■ Precise and tight fit of the
tube in the center support and
the end pieces.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ End piece, center support:
PA, black

■ Snap wedges: sintered steel

Remarks

For the total size, please add
51mm to the tube length.

The center support is optional,
but should be applied for tube
length over 466mm.

Fastening for handle
Part Number Name Clamping range (S) Installation type Delivery Unit

a) 413-9101.00-00015 End piece 1.2 - 1.7 mm tool-less 10 pcs.
a) 413-9101.00-00020 End piece 1.7 - 2.2 mm tool-less 10 pcs.
a) 413-9101.00-00025 End piece 2.2 - 2.7 mm tool-less 10 pcs.
a) 413-9101.00-00030 End piece 2.7 - 3.2 mm tool-less 10 pcs.
b) 413-9102.00-00015 Center support 1.2 - 1.7 mm tool-less 10 pcs.
b) 413-9102.00-00020 Center support 1.7 - 2.2 mm tool-less 10 pcs.
b) 413-9102.00-00025 Center support 2.2 - 2.7 mm tool-less 10 pcs.
b) 413-9102.00-00030 Center support 2.7 - 3.2 mm tool-less 10 pcs.

Accessories

764 292-0301.15-00000 Tool for uninstallation
764 292-0306.80-02530 Tool for uninstallation
763 292-0701.15-01530 Reinforcement plate for cutout 

z) 213-0401.00-00000 Steel tube, 266mm
z) 213-0402.00-00000 Steel tube, 366mm
z) 213-0403.00-00000 Steel tube, 466mm
z) 213-0404.00-00000 Steel tube, 566mm
z) 213-0405.00-00000 Steel tube, 666mm
z) 213-0406.00-00000 Steel tube, 766mm

DST Handle [6-1600DST]

www.metalika-kacin.comCARET-LEFT all product details 
on DIRAK.com
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6-1411DST6-1410

Advantages

■ Recessed handle with
 DIRAK-SNAP-Technology.

■ Almost flush.

■ Great handle recess.

■ IP65 according to
DIN EN 60529.

■ Tool-less installation.

Materials

■ Recessed handle: PA, grey

■ Snap wedges: sintered steel

■ Sealing: EPDM, closed-cell

Remarks

1. self-adhesive seal

Recessed handle
Part Number Dimension Clamping range (S) Installation type Delivery Unit

352-2161.03-000CF 135 x 80 mm 1.0 - 1.7 mm tool-less 10 pcs.
352-2161.03-000CJ 135 x 80 mm 1.8 - 2.5 mm tool-less 10 pcs.

DST Recessed Handle PA [6-1411DST]
Advantages

■ Can be installed without tools.

■ Suitable for different
door-thicknesses.

Materials

■ Dish handle: PA, black

Remarks

The dimensions of the cutouts 
for different door-thicknesses 
are indicated in the table.

Door-thickness mm 
[inch] 

W X 

1.5 – 1.9 [0.059 – 0.075] 100 + 0.5 [3.937] 49.6 + 0.2 [1.953]
2.0 – 3.1 [0.079 – 0.122] 100 + 0.5 [3.937] 50.3 + 0.3 [1.980]
3.2 – 3.5 [0.126 – 0.138] 100 + 0.5 [3.937] 51.0 + 0.3 [2.008]

Y Z 
0.8 – 1.4 [0.032 – 0.056] 85.0 + 0.2 [3.346] 35.0 + 0.2 [1.378] 
1.5 – 2.2 [0.060 – 0.087] 85.0 + 0.2 [3.346] 36.0 + 0.3 [1.417]

Recessed handle
Part Number Dimension Installation type Delivery Unit

a) 213-0705.51-00000 110 x 57 mm clip-in 10 pcs.
b) 213-0703.03-00000 94 x 41 mm clip-in 10 pcs.

Flush Pull Handle PA [6-1410]

www.metalika-kacin.com www.metalika-kacin.comCARET-LEFT all product details 
on DIRAK.com
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On request:
• Orange (RAL 9004) and grey (RAL7035) versions
• Further dimensions
• Technopolymer certified self-extinguishing

Snap-in flush handles
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•
On request:

•
•

Orange (RAL 9004) and grey (RAL7035) versions
Further dimensions
Technopolymer certified self-extinguishing



RoHS PA
+80°

0°

Flush pull handles
for snap-in assembly, 
technopolymer certified self-extinguishing

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer certified 
self-extinguishing UL-94 V0, grey-black colour, matte finish.

STANDARD EXECUTION
Snap-in assembly (see Assembly Instructions).

ERGONOMY AND DESIGN
A modern design thanks to the compact shape. The internal profile of 
the cavity offers a safe, comfortable and ergonomic grip.

TECHNICAL DATA
The "V0" certification in accordance with UL-94 V (Underwriters 
Laboratories) (see Technical Data on page A5) indicates that on 
a plastic test sample with specific shape and dimensions, in the 
vertical position, the flame is extinguished within 10 seconds, without 
generating any incandescent drops.
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of the tests carried out in laboratory with handles 
assembled on strengthened metal sheet panels with thickness = 1.5 
mm (strengthened for test purposes).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

Code Description B L H h1 h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

150611-C1 EPR.90-PF-AE-V0-C1 90 50 19 17 17.5 76 79 28 7 1800 500 20
150631-C1 EPR.110-PF-AE-V0-C1 109 73 24 20 21.5 91 96 42 9 1300 400 45
150651-C1 EPR.120-PF-AE-V0-C1 120 95 28.5 24 26.5 94 103 58 11 1000 250 58

Flush pull handles
for snap-in assembly, technopolymer

STANDARD EXECUTIONS
Snap-in assembly (see Assembly Instructions).
- EPR-PF: glass-fibre reinforced polyamide based (PA)

technopolymer, grey-black colour, matte finish.
- EPR-PF-CLEAN: glass-fibre reinforced polyamide based (PA)

technopolymer, white colour similar to RAL 9002, matte finish.

ERGONOMY AND DESIGN
A modern design thanks to the compact shape. The internal profile of 
the cavity offers a safe, comfortable and ergonomic grip.
EPR-PF CLEAN in white colour is particularly suitable for application 
medical and hospital equipment and for food processing machines.

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of the tests carried out in laboratory with handles 
assembled on strengthened metal sheet panels with thickness = 1.5 
mm (strengthened for test purposes).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

EPR-PF

Code Description B L H h1 h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

261051-C1 EPR.90-PF-C1 90 50 19 17 17.5 76 79 28 7 1800 500 20
261081-C1 EPR.110-PF-C1 109 73 24 20 21.5 91 96 42 9 1300 400 45
261111-C1 EPR.120-PF-C1 120 95 28.5 24 26.5 94 103 58 11 1000 250 58

EPR-PF-CLEAN

Code Description B L H h1 h2 b1 b2 l1 l2 F1 
[N]

F2 
[N]

151001 EPR.90-PF-CLEAN 90 50 19 17 17.5 76 79 28 7 1800 500 20
151005 EPR.110-PF-CLEAN 109 73 24 20 21.5 91 96 42 9 1300 400 45
151011 EPR.120-PF-CLEAN 120 95 28.5 24 26.5 94 103 58 11 1000 250 58

www.metalika-kacin.com www.metalika-kacin.com
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Snap-in flush handlesSnap-in flush handles



Bi-directional flush pull 
handles
for snap-in assembly, technopolymer

STANDARD EXECUTIONS
- ERB-PF: glass-fibre reinforced polyamide based (PA)

technopolymer grey-black colour, matte finish.
- ERB-PF-CLEAN: glass-fibre reinforced polyamide based (PA)

technopolymer white colour similar to RAL 9002, matte finish.

FEATURES AND APPLICATIONS
ERB-PF bi-directional flush pull handles are suitable to open and 
close sliding doors. The ergonomy of the cavity offers a safe and 
comfortable grip.
ERB-CLEAN in white colour is suitable for applications on medical 
and hospital equipment and food processing machines.

TECHNICAL DATA
The pull out resistance values (F2)  reported in the table are the result 
of laboratory tests carried out with the handle assembled on a panel 
with a thickness of 1.5 mm, stiffened for testing purposes.

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the side of the handle with fixed toothing into the housing

(Fig. 1).
4. Press onto the opposite side (elastic toothing) until the handle is 

completely snapped in (Fig. 2).

ERB-PF 
ERB-PF-CLEAN

S X Y

0,7  - 1 105,3 +0,2 51,5 + 0,2

1 - 1,5 105,3 +0,2 51,7 + 0,2

1,5 - 2,2 105,3 +0,2 52,0 + 0,2

Fig.1 Fig.2

ERB-PF

Code Description B L h1 h2 b1 b2 l1 l2 l3 F2 
[N]

261401-C1 ERB.115-PF-C1 115 58 19 22 91 94 31 43.5 40 600 42

ERB-PF-CLEAN

Code Description B L h1 h2 b1 b2 l1 l2 l3 F2 
[N]

151301 ERB.115-PF-CLEAN 115 58 19 22 91 94 31 43.5 40 600 42

RoHS PA
+80°

0°
Bi-directional flush pull 
handles
for snap-in assembly, technopolymer certified  
self-extinguishing

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer certified 
self-extinguishing UL-94 V0, grey-black colour, matte finish.

FEATURES AND APPLICATIONS
ERB-PF bi-directional flush pull handles are suitable to open and 
close sliding doors. The ergonomy of the cavity offers a safe and 
comfortable grip.

TECHNICAL DATA
The "V0" certification in accordance with UL-94 V (Underwriters 
Laboratories) (see Technical Data on page A5) indicates that on 
a plastic test sample with specific shape and dimensions, in the 
vertical position, the flame is extinguished within 10 seconds, without 
generating any incandescent drops.
The pull out resistance value (F2)  reported in the table is the result 
of laboratory tests carried out with the handle assembled on a panel 
with a thickness of 1.5 mm, stiffened for testing purposes.

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the side of the handle with fixed toothing into the housing

(Fig. 1).
4. Press onto the opposite side (elastic toothing) until the handle is 

completely snapped in (Fig. 2). Fig.1 Fig.2

Code Description B L h1 h2 b1 b2 l1 l2 l3 F2 
[N]

150901-C1 ERB.115-PF-AE-V0-C1 115 58 19 22 91 94 31 43.5 40 600 42

ERB-PF-AE-V0

S X Y

0,7  - 1 105,7 +0,2 51,7 + 0,2

1 - 1,5 105,7 +0,2 51,8 + 0,2

1,5 - 2,2 105,7 +0,2 52,2 + 0,2

www.metalika-kacin.com www.metalika-kacin.com
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Snap-in flush handlesSnap-in flush handles
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6-1500DST

Advantages

■ Flat grip handles with
 DIRAK-SNAP-Technology for 
19" technology.

■ Small space requirement.

■ Suitable for enclosures, equip-
ments and other applications.

■ Tool-less installation.

■ For vertical or horizontal appli-
cations.

Materials

■ Grip handle: zinc die, matt
chrome plated or black

■ Other surfaces on request.

■ Snap wedges: sintered steel

Grip handle, zinc die
Part Number Clamping range (S) Cutout Surface Installation type Delivery Unit

a) 413-9201.00-00609 0.6 - 0.9 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-00811 0.8 - 1.1 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-01215 1.2 - 1.5 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-01821 1.8 - 2.1 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
a) 413-9201.00-02225 2.2 - 2.5 mm 25 x 5.4 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-00810 0.8 - 1.0 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-01113 1.1 - 1.3 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-01215 1.2 - 1.5 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9202.00-02022 2.2 - 2.5 mm 9.5 x 8.5 matte chrome plated tool-less 10 pcs.
b) 413-9203.00-00810 0.8 - 1.0 mm 9.5 x 8.5 black tool-less 10 pcs.
b) 413-9203.00-01113 1.1 - 1.3 mm 9.5 x 8.5 black tool-less 10 pcs.
b) 413-9203.00-01215 1.2 - 1.5 mm 9.5 x 8.5 black tool-less 10 pcs.
b) 413-9203.00-02022 2.2 - 2.5 mm 9.5 x 8.5 black tool-less 10 pcs.

Specific accessories

764 292-0306.80-02530 Tool for uninstallation

DST Grip Handles [6-1500DST]

www.metalika-kacin.comCARET-LEFT all product details 
on DIRAK.com
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1-069DST

Advantages

■ The pull latch handle with
  DIRAK-SNAP-Technology is 
used by the 19" rack industry.

■ Tool-less installation.

■ When inserting the pull latch,
the free running slam hook
slides into the cutout of the
door to keep the latch from
rotating.

■ By tilting the handle, the hook
is removed from the cutout,
enabling the drawer to be
pulled out by the handle. The
asymmetrical design allows
the handle to tilt when it is
pulled.

■ RH / LH application.

Materials

■ Housing and handle: zinc
die, matte chrome plated

■ Spring for insert: spring steel

■ Snap wedges and hook:
sintered steel, zinc plated

Remarks

This cutout guarantees a unique 
and constant fitting.

1. bulge for correct positional
installation

2. cutout door

3. cutout frame

4. pushing in

5. locked

6. unlocked

Pull latch handle
Part Number Clamping range (S) Installation type Delivery Unit

480-9002.00-00810 0.8 - 1.0 mm tool-less 1 pc.
480-9002.00-01113 1.1 - 1.3 mm tool-less 1 pc.
480-9002.00-01416 1.4 - 1.6 mm tool-less 1 pc.

DST Pull Latch Handle [1-069DST]
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6-1110DST

Bowed handle with cylinder
Part Number Clamping range (S) Latching type Grounding type Installation type Delivery Unit

a) 413-9301.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 tool-less 1 pc.
a) 413-9301.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 tool-less 1 pc.
a) 413-9301.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 tool-less 1 pc.
a) 413-9302.00-00012 0.8 - 1.5 mm keyed different tool-less 1 pc.
a) 413-9302.00-00016 1.3 - 2.0 mm keyed different tool-less 1 pc.
a) 413-9302.00-00020 1.8 - 2.5 mm keyed different tool-less 1 pc.
a) 413-9305.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 Grounding clip tool-less 1 pc.
a) 413-9305.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 Grounding clip tool-less 1 pc.
a) 413-9305.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 Grounding clip tool-less 1 pc.
a) 413-9306.00-00012 0.8 - 1.5 mm keyed different Grounding clip tool-less 1 pc.
a) 413-9306.00-00016 1.3 - 2.0 mm keyed different Grounding clip tool-less 1 pc.
a) 413-9306.00-00020 1.8 - 2.5 mm keyed different Grounding clip tool-less 1 pc.

Bowed handle for insert
Part Number Clamping range (S) Grounding type Installation type Delivery Unit

b) 413-9303.00-00012 0.8 - 1.5 mm tool-less 1 pc.
b) 413-9303.00-00016 1.3 - 2.0 mm tool-less 1 pc.
b) 413-9303.00-00020 1.8 - 2.5 mm tool-less 1 pc.
b) 413-9307.00-00012 0.8 - 1.5 mm Grounding clip tool-less 1 pc.
b) 413-9307.00-00016 1.3 - 2.0 mm Grounding clip tool-less 1 pc.
b) 413-9307.00-00020 1.8 - 2.5 mm Grounding clip tool-less 1 pc.

Accessories

c) 150 1-101 Inserts Pr20.1
d) 154, 292 1-102 Cams L35/45 Steel
d) 161 1-262 Cams variable

175, 295 2-151 2-, 3- and 4-Point Cam Adapter
768 6-100 Wrench
766 6-101 Universal key

Advantages

■ Bowed handle with
DIRAK-SNAP-Technology and
quarter-turn, with cylinder or
for insert.

■ Rectangular cutout guaran-
tees a perfect alignment.

■ The installation is effected by
a simple push into appropriate
cutouts.

■ The housing for cylinder or
insert can be turned by 90°
and the handle can be used
for RH / LH, horizontal and
vertical applications.

■ Can be pre-assembled upon
request.

■ Tool-less, vibration-proof
installation also in closed
profiles.

Materials

■ Handle: zinc die, matte
chrome plated

■ Other surfaces on request.

■ Housing: zinc die

■ Snap wedges: sintered steel

■ Grounding clip: stainless
steel

Remarks

Attention: H-dimension of the 
cam ≥14mm 

Please configure the quarter-turn 
with a cam.

In case of applying a cylinder the 
3-point cam should not be used.

e) grounding clip

Please contact DIRAK for the 
part number of a completely 
pre-assembled handle.

DST Bowed Handle with Quarter-Turn [6-1110DST]
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Max. tensile load per grip 980 N. 
The grips must not get in contact with chemicals that could affect 
the material. 

With bore Ø 4,3 mm, countersunk. 

Material: PA 6-glass fibre reinforced
Colour: black 

Hand grips / solid grips  |  type 1 - with bore Ø 4.3 mm 

Max. tensile load per grip 980 N. 
The grips must not get in contact with chemicals that could affect 
the material. 

With threaded brass insert M6. 

Material: PA 6-glass fibre reinforced
Colour: black 

Hand grips / solid grips  |  type 2 - with brass insert 

Max. tensile load per grip 980 N. 
The grips must not get in contact with chemicals that could affect 
the material. 

With bore Ø 4,3 mm, countersunk. 

Material: PA 6-glass fibre reinforced
Colour: black 

Hand grips / solid grips  |  type 3 - with bore Ø 4.3 mm 

Material: PA-glass fibre reinforced
insert of stainless steel
Colour: black 

Hand grips / bow-type handles  |  with stainless steel insert 

Provides a safe grip in the most different applications. The hand 
grips are flexible and therefore easy to mount. Resistant to 
weathering, moisture and a lot of chemicals. 

Material: PVC
Colour: black

Ø1 = pipe diameter in mm
Ø2 = pipe diameter in inch

Further types on written request. 

Hand grips / hand grips  |  for pipes 

Material: PA 6
with insert of treated steel
Colour: black 

Hand grips / hand grips  |  Locking handles 

RoHS PA
+80°

0°

Flush pull handles 
with lever latch
Snap-in assembly, technopolymer

HANDLE AND STATOR
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-
black colour, matte finish.

TWO KEYS
Nickel-plated brass or polyamide based (PA) technopolymer.

STANDARD EXECUTIONS

xs y

0.7÷1 110+0.3 30.5+0.1

1÷1.5 110+0.3 30.7+0.1

1.5÷2 110+0.3 31.7+0.1

2÷2.2 110+0.3 31.7+0.1

ACCESSORIES ON REQUEST (TO BE ORDERED SEPARATELY)
Closing lever LPR. (see page 1531).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of tests carried out in the laboratory with handles 
assembled on metal sheet panels with thickness = 1.5 mm.

2/2
Flush pull handles with lever latch

37

Code Description F1 
[N]

F2 
[N]

51911 PR.92-CH-D-K-F 3600 1500 57
51913 PR.92-CH-D-K-U 3600 1500 57
51915 PR.92-CH-D-K-M 3600 1500 57
51921 PR.92-CH-D-QE-T 3600 1500 40
51923 PR.92-CH-D-QE-Q 3600 1500 40
51925 PR.92-CH-D-QE-A 3600 1500 40
51912 PR.92-CH-S-K-F 3600 1500 57
51914 PR.92-CH-S-K-U 3600 1500 57
51916 PR.92-CH-S-K-M 3600 1500 57
51922 PR.92-CH-S-QE-T 3600 1500 40
51924 PR.92-CH-S-QE-Q 3600 1500 40
51926 PR.92-CH-S-QE-A 3600 1500 40

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 41 694 339
info@metalika-kacin.com
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Riegeltypen / cam types:

1-36 RIH-659 G

1-36 RIH-653 K

1-36 RIH-652 G

1-36 RIH-651 K

1-36 RIH-658 K

Griffschale / Handle system

GSP

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.

86

4

 4

5 
36

24

 7
2,

1

13

web shop
set

web shop
set

50

24

6,8 

 7
2

84
Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

72 x 72 mm

72 x 72 mm

Material (Griff)

Material (handle)

Kunststoff

Plastic

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90°

90°

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)

Griffschale / Handle system

GSC

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.

Riegeltypen / cam types:

1-36 RIH-659 G

1-36 RIH-653 K

1-36 RIH-652 G

1-36 RIH-651 K

1-36 RIH-658 K
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84

Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

72 x 72 mm

72 x 72 mm

Material (Griff)

Material (handle)

Zamak

Zamak

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90°

90°

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)

www.metalika-kacin.com www.metalika-kacin.com



Griffschale / Handle system

GST

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.

Riegeltypen / cam types:

1-36 RIH-659 G

1-36 RIH-653 K

1-36 RIH-652 G

1-36 RIH-651 K

1-36 RIH-658 K 90

 1
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5
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Griffschale / Handle system

GSH

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.

Riegeltypen / cam types:

1-36 RIH-659 G

1-36 RIH-653 K

1-36 RIH-652 G

1-36 RIH-651 K

1-36 RIH-658 K 90

 1
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84

Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

72 x 72 mm

72 x 72 mm

Material (Griff)

Material (handle)

Zamak

Zamak

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90°

90°

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)

50

24
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 7
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84
Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

72 x 72 mm

72 x 72 mm

Material (Griff)

Material (handle)

Kunststoff

Plastic

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90°

90°

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)
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Vector range

Griffschale / Handle system

snap³

*Ersatzschlüssel und Schlüsselrohlinge sind nachträglich erhältlich. / Spare keys and key blanks can be ordered subsequently.
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Türstärke

Door thickness

0,7 bis 1,2 mm

0.7 to 1.2 mm

Einbaulochung

Mounting hole

75,5 x 194,5 mm

75.5 x 194.5 mm

Material (Griff)

Material (handle)

Zamak

Zamak

Anzahl möglicher Schließungen

Possible ky combinations

4.000

4,000

Schließrichtung

Locking movement

90° rechts

90° right

Schlüsseltyp / Schlüsselrohling*

Key type / key blank

X (W-SLR-03)

X (W-SLR-03)

Handle - lock system

www.metalika-kacin.com www.metalika-kacin.com
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6-1272-060DST

Advantages

■ Clip-in slam latch for doors
and panels.

■ Low profile.

■ Tool-less installation.

	■ Weight:
without cylinder: 33g 
with cylinder: 46g.

Materials

■ Slam latch: PA

■ Springs: spring steel

■ Cylinder: zinc die

■ Dustcap: stainless steel,
black coated

Remarks

Clamping range (S) 1.5 - 2mm

1. stroke of the latch 6.5mm.

2. slide the latch end into the
sheet metal.

3. push the housing into its final
position.

Two-step opening process:

4. pressing the trigger button
releases the lever and it jumps
up. The slam latch stays closed.

5. lifting the lever opens the
latch.

Slam latch
Part Number Latching type Installation type Delivery Unit

282-9501.00-00000 tool-less 1 pc.
282-9502.00-00000 keyed alike DIRAK 1333 tool-less 1 pc.
282-9503.00-00000 keyed different tool-less 1 pc.

Slam Latch [6-127]
Advantages

■ Pullhandle with
slam-hook with
  DIRAK-SNAP-Technology. 

■ RH / LH application.

■ A non-locked handle has a 
detent in the door-dish. 

Materials

■ Dish: PA, black

■ Handle: zinc die, black

■ Bolt/hook: zinc die, untreated

	■ Pin: steel, zinc plated

	■ Snap wedges and locking 
cylinder: PA 

Remarks

Installation: hook lower part 
into the lower cutout. Snap top 
part into the upper cutout with a 
simple push.

Opening operation: unlock 
handle and pull handle by 35°. 

Closing operation: push handle 
into the dish, lock the barrel 
and slam the door closed. (the 
spring- loaded hook is free- run-
ning)

Pullhandle with slam-hook
Part Number Clamping range (S) Latching type H Installation type Delivery Unit

407-9402.00-37015 1.2 - 1.7 mm keyed alike DIRAK 1333 37 mm tool-less 1 pc.
407-9401.00-37015 1.2 - 1.7 mm keyed different 37 mm tool-less 1 pc.
407-9402.00-37020 1.7 - 2.2 mm keyed alike DIRAK 1333 37 mm tool-less 1 pc.
407-9401.00-37020 1.7 - 2.2 mm keyed different 37 mm tool-less 1 pc.

Accessories

764 292-0301.15-00000 Tool for uninstallation
764 292-0306.80-02530 Tool for uninstallation

DST Pullhandle with Slam-Hook PrC [2-060DST]
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6-1226-125DST

Advantages

■ This low Snap-lock device is
especially suitable for latching
of doors and lids.

■ Tool-less installation.

■ Clip-in for door-tickness
0.8mm to 2.0mm.

■ The Snap-lock consists of two
parts, housing and latch.

■ The latch moves within the
housing, keeping the panel
free of scratches.

■ Recessed finger-pull for
opening.

■ Vibration-proof according to
DIN EN 61373.

Materials

■ Slam bolt and housing: PA,
black

■ Spring: stainless steel

Remarks

1. cutout for door-thickness   
0.8 - 1.6mm

2. cutout for door-thickness
1.7 - 2.0mm

3. installation

4 grip

5. stroke

Snap-lock
Part Number Installation type Delivery Unit

282-9001.00-00000 tool-less 10 pcs.

Snap-Lock [6-122]
Advantages

■ Low profile slam
latch PICCOLO with
  DIRAK-SNAP-Technology.

■ For flush doors, suitable for
lighter applications.

■ This slam latch is particularly
suitable for closing doors and
flaps.

■ To release after unlocking,
just push the upper, clearly
marked part of the handle.
The lower part then can be
pulled-out and this disen-
gages the spring loaded
slam-bolt.

■ The spring-loaded slam bolt
has a free-stroke, allowing
slaming of closed and locked
handles.

Materials

■ Housing, handle and slam-
bolt: PA, black

■ Cam and pin: steel, zinc
plated

■ Snap wedges: sintered steel

■ Cylinder: zinc die, black

Remarks

Installation: 

enter slam-side into the cutout 
first and then snap-in the unit.

Only available with key num-
ber 23211. 

1. stroke

Slam latch
Part Number Clamping range (S) Latching type Version Installation type Delivery Unit

482-9001.00-00015 1.2 - 1.7 mm keyed alike No. 23211 without key tool-less 10 pcs.
482-9001.00-00020 1.7 - 2.2 mm keyed alike No. 23211 without key tool-less 10 pcs.
482-9001.00-00025 2.2 - 2.7 mm keyed alike No. 23211 without key tool-less 10 pcs.
482-9002.00-00015 1.2 - 1.7 mm keyed alike No. 23211 with 2 keys tool-less 10 pcs.
482-9002.00-00020 1.7 - 2.2 mm keyed alike No. 23211 with 2 keys tool-less 10 pcs.
482-9002.00-00025 2.2 - 2.7 mm keyed alike No. 23211 with 2 keys tool-less 10 pcs.
482-9003.00-00015 1.2 - 1.7 mm with blind plug tool-less 10 pcs.
482-9003.00-00020 1.7 - 2.2 mm with blind plug tool-less 10 pcs.
482-9003.00-00025 2.2 - 2.7 mm with blind plug tool-less 10 pcs.

Specific accessories

a) 205-9530.00-23211 2 Keys on ring

DST Slam Latch PrA [6-125DST]
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Artikelnummer
Abmessungen (mm)

Typ Länge 
(mm) Verpackungseinheit

10130 1 75 800
10131

(mm) (Zoll)
19.1 ¾
22.2 ⅞ 1 75 400

10161 22.2 ⅞ 2 105 250
10188 ¾ 2 105 250
10189 2 105 100
10126

19.1
25.4
25.4

1
1 3 110 250

10156 110 250
50521* 75 700
50640 75 600
15358 108 600
10186 110 400

FCWA-0127-110 110 600
FCWA-0159-110 110 1000
FCWA-0191-110 110 800
FCWA-0222-110 110 250
FCWA-0254-110 110 250
NGWA-0191-110 110 300
NGWA-0222-110 110 300
NGWA-0254-110 110 300
PGWA-0191-400 400 125
HGWA-0254-150 150 250
RGWA-0127-230 230 400
SGWA-0191-110 110 300
SGWA-0222-110 110 300
SGWA-0254-110

22.2
15.9
19.1
13.0
19.1
13.0
15.9
19.1
22.2
25.4
19.1
22.2
25.4
19.1
25.4
13.0
19.1
22.2
25.4

⅞ 3
⅝ 4
¾ 4
½ 5
¾ 6
½ 7
⅝ 7
¾ 7
⅞ 7
1 7
¾ 8
⅞ 8
1 8
¾ 9
1 10
½ 11
¾ 12
⅞ 12
1 12 110 300

Artikelnummer
Abmessungen (mm)

Verpackungseinheit
l1 l1 (Zoll) l2 l2 (Zoll) L

RRWA–91768–060 29.7 – 2.5 – 60 500
RRWA–91616–100 19.0 – 3.0 – 100 500
RRWA–91783–060 17.5 – 3.0 – 60 500
RRWA–91618–100 25.0 – 3.0 – 100 500
RRWA–91620–110 12.7 ½ 3.2 ⅛ 110 1500
RRWA–91622–110 19.1 ¾ 3.2 ⅛ 110 600
RRWA–91624–110 25.4 1 3.2 ⅛ 110 250
RRWA–91688–110 19.0 – 6.0 – 110 500
RRWA–91626–110 25.0 – 6.0 – 110 400
RRWA–91689–110 30.0 – 6.0 – 110 400
RRWA–91628–110 25.4 1 6.4 ¼ 110 400

Typ 1-12

Typ 11 Typ 12Typ 10

Typ 9Typ 8Typ 7

Typ 4 Typ 5 Typ 6

Typ 3Typ 2Typ 1

Runde Enden

*Flexibles weißes PVC

Handgriffe
SR 1525
PVC, schwarz

• Breites Sortiment
• Ideal für die unterschiedlichsten Anwendungsbereiche

Rundes Ende (RR)

Rechteckige Kappen/Hülsen
SR 1524
Flexibles PVC, schwarz

• Ideal zum Abdecken flacher Handgriffe
• Hervorragende elektrische Isolation

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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