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6-1000 6-1000.01

Advantages

■ For vertical or horizontal appli-
cations.

■ Resistant to dirt and easy to
clean due to sloping surfaces
and transition radii.

■ Corrosion-resistant.

■ Screws are covered by plugs.

■ Plugs clip into the handle tool-
less.

Materials

Handle and plugs: PA, grey 
(RAL 7001) or black, matt

Remarks

Fastening with M8 cylinder head 
screws DIN 7984.

 Polyamide handle complete, with 2 plugs
Part Number Surface L L1 L2 H Installation type Delivery Unit

352-2151.03-00000 grey RAL 7001 200 mm 220 mm 178.5 mm 60 mm screw-on 10 pcs.
352-2151.03-00001 black 200 mm 220 mm 178.5 mm 60 mm screw-on 10 pcs.

Bridge Handle PA [6-1000.01]
Advantages

■ For vertical or horizontal appli-
cations.

■ Resistant to dirt and easy to
clean due to sloping surfaces 
and transition radii.

■ Corrosion-resistant.

■ Screws are covered by plugs.

■ Plugs clip into the handle tool-
less.

Materials

■ Bridge handle: PA, black

Remarks

Fastening by cylinder head 
screws DIN 7984, cylinder head 
screws DIN EN ISO 4762, hex. 
head screws DIN 931 and / or 
countersunk screws  
DIN EN ISO 10642.

Polyamide handle complete, with 2 plugs
Part Number Fastening type L L1 L2 H Installation 

type
Delivery Unit

a) 213-9207.00-00000 Countersunk screws M5 122 mm 142 mm 98 mm 41 mm screw-on 10 pcs.
a) 213-9204.00-00000 Countersunk screws M5 122 mm 142 mm 98 mm 50 mm screw-on 10 pcs.
a) 213-9202.00-00000 Countersunk screws M5 150 mm 170 mm 126 mm 50 mm screw-on 10 pcs.
b) 213-9205.00-00000 Countersunk screws M6 122 mm 142 mm 98 mm 50 mm screw-on 10 pcs.
c) 213-9206.00-00000 Cylinder head screws / hex. screws M6 122 mm 142 mm 98 mm 41 mm screw-on 10 pcs.
c) 213-9203.00-00000 Cylinder head screws / hex. screws M6 122 mm 142 mm 98 mm 50 mm screw-on 10 pcs.
c) 213-9201.00-00000 Cylinder head screws / hex. screws M6 150 mm 170 mm 126 mm 50 mm screw-on 10 pcs.
d) 350-2040.00-00000 Cylinder head screws M8 179 mm 199 mm 155 mm 50 mm screw-on 10 pcs.

Accessories

755 6-041 Countersunk Screws and Hexagon Nuts

Bridge Handle PA [6-1000]
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6-10316-1001DST

Advantages

■ Bridge handle, two sizes.

■ For vertical or horizontal appli-
cations.

Materials

■ Bridge handle: PA, black

Remarks

a) fastening with cap screws
DIN 7984, cap screws
DIN ISO 4762, hexagon head
screws DIN 931 SW10.

b) fastening with countersunk
head screws DIN EN ISO 10642.

Bridge handle 
Part Number Fastening type L L1 L2 H H1 B Installation 

type
Delivery Unit

a) 213-0202.03-00000 Countersunk screws M5 122 mm 142 mm 98 mm 40 mm 32 mm 26 mm screw-on 10 pcs.
b) 213-0201.03-00000 Hexagon screws M6 122 mm 142 mm 98 mm 40 mm 32 mm 26 mm screw-on 10 pcs.
a) 213-0204.03-00000 Countersunk screws M5 150 mm 170 mm 120 mm 52 mm 42 mm 28 mm screw-on 10 pcs.
b) 213-0203.03-00000 Hexagon screws M6 150 mm 170 mm 120 mm 52 mm 42 mm 28 mm screw-on 10 pcs.

Accessories

755 6-041 Countersunk Screws and Hexagon Nuts

PA Bridge Handle [6-1031]
Advantages

■ Bridge handle with
 DIRAK-SNAP-Technology, two 
sizes.

■ Tool-less installation.

■ The appealing design guaran-
tees a firm and reliable grab.

■ The closed surface makes it
resistant to dirt and easy to
clean.

■ Lowest inside radius 5mm.

■ For vertical or horizontal appli-
cations.

■ Vibration-proof according to
DIN EN 61373.

Materials

■ Bridge handle and cap: PA,
black

■ Snap wedges: sintered steel

Remarks

Handle for variable lengths in 
the same design see product 
system 6-1600DST.

Polyamide handle
Part Number Clamping 

range (S)
L L1 L2 H H1 B Installation 

type
Delivery Unit

a) 413-9003.00-00015 0.8 - 1.5 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9003.00-00020 1.3 - 2.0 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9003.00-00027 2.0 - 2.7 mm 122 mm 144 mm 100 mm 40 mm 29 mm 26 mm tool-less 10 pcs.
a) 413-9004.00-00015 0.8 - 1.5 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.
a) 413-9004.00-00020 1.3 - 2.0 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.
a) 413-9004.00-00027 2.0 - 2.7 mm 150 mm 172 mm 128 mm 50 mm 39 mm 28 mm tool-less 10 pcs.

Accessories Polyamide handle
Part Number Type Installation type Delivery Unit

b) 413-0901.54-00000 Cap tool-less 10 pcs.

DST Bridge Handle [6-1001DST]
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6-1411DST6-1410

Advantages

■ Recessed handle with
 DIRAK-SNAP-Technology.

■ Almost flush.

■ Great handle recess.

■ IP65 according to
DIN EN 60529.

■ Tool-less installation.

Materials

■ Recessed handle: PA, grey

■ Snap wedges: sintered steel

■ Sealing: EPDM, closed-cell

Remarks

1. self-adhesive seal

Recessed handle
Part Number Dimension Clamping range (S) Installation type Delivery Unit

352-2161.03-000CF 135 x 80 mm 1.0 - 1.7 mm tool-less 10 pcs.
352-2161.03-000CJ 135 x 80 mm 1.8 - 2.5 mm tool-less 10 pcs.

DST Recessed Handle PA [6-1411DST]
Advantages

■ Can be installed without tools.

■ Suitable for different
door-thicknesses.

Materials

■ Dish handle: PA, black

Remarks

The dimensions of the cutouts 
for different door-thicknesses 
are indicated in the table.

Door-thickness mm 
[inch] 

W X 

1.5 – 1.9 [0.059 – 0.075] 100 + 0.5 [3.937] 49.6 + 0.2 [1.953]
2.0 – 3.1 [0.079 – 0.122] 100 + 0.5 [3.937] 50.3 + 0.3 [1.980]
3.2 – 3.5 [0.126 – 0.138] 100 + 0.5 [3.937] 51.0 + 0.3 [2.008]

Y Z 
0.8 – 1.4 [0.032 – 0.056] 85.0 + 0.2 [3.346] 35.0 + 0.2 [1.378] 
1.5 – 2.2 [0.060 – 0.087] 85.0 + 0.2 [3.346] 36.0 + 0.3 [1.417] 

Recessed handle
Part Number Dimension Installation type Delivery Unit

a) 213-0705.51-00000 110 x 57 mm clip-in 10 pcs.
b) 213-0703.03-00000 94 x 41 mm clip-in 10 pcs.

Flush Pull Handle PA [6-1410]
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6-280

Handle outside, without lock
Part Number Handle length Version Delivery Unit

a) 232-0201.00-00000 130 mm 1 pc.
a) 232-0202.00-00000 176 mm 1 pc.
a1) 232-0207.00-00000 130 mm with steel core 1 pc.
a1) 232-0208.00-00000 176 mm with steel core 1 pc.

Handle outside, with cylinder
Part Number Handle length Latching type Delivery Unit

a2) 232-9303.00-00000 130 mm keyed alike DIRAK 1333 1 pc.
a2) 532-9303.00-00000 130 mm keyed alike DS200 1 pc.
a2) 232-9304.00-00000 130 mm keyed different 1 pc.

Handle outside, with insert
Part Number Handle length Insert Delivery Unit

a3) 232-9401.00-00000 130 mm Square 6mm 1 pc.
a3) 232-9402.00-00000 130 mm Square 7mm 1 pc.
a3) 232-9403.00-00000 130 mm Square 8mm 1 pc.
a3) 232-9404.00-00000 130 mm Square 8mm, slotted 1 pc.
a3) 232-9405.00-00000 130 mm Triangular 6.5mm CNOMO 1 pc.
a3) 232-9406.00-00000 130 mm Triangular 7mm 1 pc.
a3) 232-9407.00-00000 130 mm Triangular 8mm 1 pc.
a3) 232-9408.00-00000 130 mm Triangular 6.5mm CNOMO 1 pc.
a3) 232-9409.00-00000 130 mm Double bit 3mm pin 1 pc.
a3) 232-9410.00-00000 130 mm Double bit 5mm pin 1 pc.
a3) 232-9411.00-00000 130 mm Socket hex. 6mm 1 pc.
a3) 232-9412.00-00000 130 mm Socket hex. 10mm 1 pc.
a3) 232-9413.00-00000 130 mm Square socket 6mm 1 pc.
a3) 232-9414.00-00000 130 mm Square socket 7mm 1 pc.
a3) 232-9415.00-00000 130 mm Square socket 8mm 1 pc.
a3) 232-9416.00-00000 130 mm Daimler Benz type 1 pc.
a3) 232-9417.00-00000 130 mm Slotted 2x4mm 1 pc.
a3) 232-9418.00-00000 130 mm Crown type key 1 pc.
a3) 232-9419.00-00000 130 mm Slotted insert 1 pc.
a3) 232-9420.00-00000 130 mm Half-round czech 1 pc.

Specific accessories

b)-b1) 460 6-280.01 Handle Inside, for Heavy Duty Latch System
c1)-c6) 464 6-280.05 Bezels for Heavy Duty Latches

d) 461 6-280.02 Shafts for Heavy Duty Latches
e1)-e2) 462 6-280.03 Cams for Heavy Duty Latches
f1)-f3) 463 6-280.04 Compression Cam for Heavy Duty Latches

Advantages

■ Handle outside.

■ Without lock, with cylinder
barrel or insert.

■ Suitable for different
door-thicknesses.

■ Lockable handles, keyed
alike, are equipped with stain-
less steel dust-shutter.

■ IP69K according to DIN 40050
by sealing kit.

Materials

a), a2) and a3)

■ Handle: PA, black

a1)

■ Handle: PA, black / steel, zinc
plated

a3)

■ Insert: zinc die, chrome
plated

Remarks

(S) Door-thickness see product
system 6-280.02

Cutout see product system 
6-280.05.

Sealing kits see product system
6-280.05.

Fastening with cylinder head 
screws M8.

Heavy Duty Latch System for HVAC Applications [6-280]
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6-280.026-280.01

Advantages

■ Shaft 12 x 12 consisting off:

■ 1. cover

■ 2. fastening screw at the front
M8 .

■ 3. washer and fastening nut
inside M12.

Materials

■ 1.: PA, black

■ 2., 3., 4. and shaft: steel, zinc
plated

Shafts
Part Number Length Heavy duty latch 

(without inside 
handle) door 
thickness (S)

Heavy duty latch 
with cam and 

inside handle door 
thickness (S)

Heavy duty latch 
with compression 

cam (without inside 
handle, with distance 

bushing) door 
thickness (S)

Heavy duty latch with 
compression cam 
and inside handle 
door thickness (S)

Delivery Unit

d) 232-9101.00-00000 82 mm 20 + / - 10 5 pcs.
d) 232-9102.00-00000 92 mm 30 + / - 10 5 pcs.
d) 232-9103.00-00000 102 mm 40 + / - 10 20 + / - 5 20 + / - 5 20 + / - 5 5 pcs.
d) 232-9104.00-00000 112 mm 50 + / - 10 30 + / - 5 30 + / - 5 30 + / - 5 5 pcs.
d) 232-9105.00-00000 122 mm 60 + / - 10 40 + / - 5 40 + / - 5 40 + / - 5 5 pcs.
d) 232-9106.00-00000 132 mm 70 + / - 10 50 + / - 5 50 + / - 5 50 + / - 5 5 pcs.
d) 232-9107.00-00000 142 mm 80 + / - 10 60 + / - 5 60 + / - 5 60 + / - 5 5 pcs.
d) 232-9109.00-00000 162 mm 100 + / - 10 80 + / - 5 80 + / - 5 80 + / - 5 5 pcs.
d) 232-9111.00-00000 182 mm 120 + / - 10 100 + / - 5 100 + / - 5 100 + / - 5 5 pcs.

Specific accessories

464 6-280.05 Bezels for Heavy Duty Latches
460 6-280.01 Handle Inside, for Heavy Duty Latch System
458 6-280 Heavy Duty Latch System for HVAC Applications
462 6-280.03 Cams for Heavy Duty Latches
463 6-280.04 Compression Cam for Heavy Duty Latches

Shafts for Heavy Duty Latches [6-280.02]
Advantages

■ Handle for opening from
inside.

Materials

b)

■ Handle : PA, black

b1)

■ Handle: PA, black / steel, zinc
plated

Handle inside
Part Number Handle length Material Installation type Delivery Unit

b) 232-0301.00-00000 130 mm PA attachable on shaft 12x12 1 pc.
b) 232-0302.00-00000 176 mm PA attachable on shaft 12x12 1 pc.
b1) 232-0303.00-00000 130 mm PA with steel core attachable on shaft 12x12 1 pc.
b1) 232-0304.00-00000 176 mm PA with steel core attachable on shaft 12x12 1 pc.

Specific accessories

458 6-280 Heavy Duty Latch System for HVAC Applications
461 6-280.02 Shafts for Heavy Duty Latches
462 6-280.03 Cams for Heavy Duty Latches
463 6-280.04 Compression Cam for Heavy Duty Latches
464 6-280.05 Bezels for Heavy Duty Latches

Handle Inside, for Heavy Duty Latch System [6-280.01]
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6-280.046-280.03

Advantages

■ Compression 6mm.

Materials

■ Compression cam: alumi-
num, untreated

■ Locking bolt and spacer:
steel, zinc plated

Remarks

(S) see product system
6-280.02.

Compression cam and accessories 
Part Number Name Version Delivery Unit

f1) 232-0601.00-00000 Compression cam 1 pc.
f2) 232-0801.00-00000 Locking bolt suitable for compression cam 1 pc.
f3) 232-0701.00-00000 Distance bushing when used without inside handle 1 pc.

Specific accessories

c1)-c6) 464 6-280.05 Bezels for Heavy Duty Latches
b)-b1) 460 6-280.01 Handle Inside, for Heavy Duty Latch System
a)-a3) 458 6-280 Heavy Duty Latch System for HVAC Applications

d) 461 6-280.02 Shafts for Heavy Duty Latches

Compression Cam for Heavy Duty Latches [6-280.04]
Advantages

■ 8 x 45° adjustable.

Materials

■ Cams: zinc die, zinc plated

Cams
Part Number Height H Length Delivery Unit

e1) 232-0501.00-00000 8 mm 60 mm 1 pc.
e2) 232-0502.00-00000 16 mm 65 mm 1 pc.

Specific accessories

464 6-280.05 Bezels for Heavy Duty Latches
460 6-280.01 Handle Inside, for Heavy Duty Latch System
458 6-280 Heavy Duty Latch System for HVAC Applications
461 6-280.02 Shafts for Heavy Duty Latches

Cams for Heavy Duty Latches [6-280.03]
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6-280.05

Bezels
Part Number Name Version Material Surface for handle Delivery Unit

c1) 232-0401.00-00000 Bezel round without stop PA black a), a1), b), b1) 1 pc.
c2) 232-9141.00-00000 Bezel round with bearing plate without stop, 2-part steel zinc plated a), a1), b), b1) 1 pc.
c3) 232-0402.00-00000 Bezel oblong without stop PA black a), a1), b), b1) 1 pc.
c4) 232-0410.03-00000 Bezel round stop 90° PA black a), a1), b), b1) 1 pc.
c5) 232-0410.00-00001 Bezel round stop 90°, 4 latches PA black a2), a3) 1 pc.
c6) 232-0409.00-00000 Bezel oblong stop 180°, 2 latches PA black a2), a3) 1 pc.

Sealing kit
Part Number Name Delivery Unit

232-8710.00-01401 Sealing kit for oblong bezels 1 pc.
232-8710.00-01402 Sealing kit for round bezels 1 pc.

Specific accessories

460 6-280.01 Handle Inside, for Heavy Duty Latch System
458 6-280 Heavy Duty Latch System for HVAC Applications
461 6-280.02 Shafts for Heavy Duty Latches
462 6-280.03 Cams for Heavy Duty Latches
463 6-280.04 Compression Cam for Heavy Duty Latches

Advantages

■ Bezels round and oblong.

■ With and without stop.

■ With or without latch 
recesses.

Materials

■ Bezels: PA, black or steel,
zinc plated

	■ Sealing kits: EPDM / NBR,
black

Remarks

u) latch recess

v) stop

Bezels for Heavy Duty Latches [6-280.05]
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6-2706-140

Advantages

■ Heavy duty handle for equip-
ment doors.

■ RH / LH application.

■ Swivel movement of the
handle 90°.

■ Cam 45° adjustable.

Materials

■ Handle, cam, base plate
and hook: EN-GJMW-400-5
DIN EN 1562, zinc plated

■ Shaft: steel, zinc plated

Remarks

Hook b) fix dimension 22mm

Hook c) adjustable from   
18 - 25.5mm

1. distance dimension by turn-
ing the cam 18 - 25.5mm.

2. nut mounted inwards, axle
head flush with handle.

3. nut mounted outwards, axis
head flush with base plate.

Heavy duty latch
Part Number Installation type Delivery Unit

a) 232-9001.00-00000 screw-on 1 pc.

Lock hook
Part Number Version Installation type Delivery Unit

b) 232-1201.00-00000 screw-on 1 pc.
c) 232-9201.00-00000 adjustable screw-on 1 pc.

Heavy Duty Latch [6-270]
Advantages

■ Application in air conditioning
technology.

■ b) and d) captive by o-ring.

Materials

■ Bridge clamp: PA, black

■ Tommy screw: PA, black /
steel, zinc plated

Bridge clamp
Part Number Variant Version Installation type Delivery Unit

a) 214-9002.00-00000 symmetrical with tommy screw M8 screw-on 10 pcs.
b) 214-9002.00-00001 symmetrical with tommy screw M8 captive screw-on 10 pcs.
c) 214-9003.00-00000 asymmetrical with tommy screw M8 screw-on 10 pcs.
d) 214-9003.00-00001 asymmetrical with tommy screw M8 captive screw-on 10 pcs.

e) 214-0103.03-00000
symmetrical and reinforced for 

clamping two doors
for cylinder head screw M8 screw-on 10 pcs.

Bridge Clamp [6-140]
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7-073.027-073.01

Advantages

■ RH / LH application.

■ IP65 according to
DIN EN 60529.

■ Big padlock eye Ø11mm.

■ Version a) with fastening plate
and additional fastening holes 
for screws Ø5mm.

■ Version b) with fastening plate
without fastening holes.

Materials

■ Handle, fastening plate,
square threaded rod and
padlock eye: AISI 316

■ Flat external seal: EPDM

■ Washer: Teflon

Remarks

(S) Door-thickness max. 5mm
with the supplied screw M5x10

1. flat external seal

2. cutout version a)

3. cutout version b)

4. and 5. the padlock eye is
asymmetrical. It serves as a
stop for RH (4.) / LH (5.) appli-
cations.

Delivery time on request!

L-handle with thread 3/8“ – 16 UNC
Part Number Version Installation type Delivery Unit

a) 281-9006.00-00001 with fastening holes screw-on 1 pc.
b) 281-9007.00-00001 without fastening holes screw-on 1 pc.

Accessories

7-077.02 H-Dimension Adjustment Stainless Steel

L-Handle 3/8" for Padlock Stainless Steel [7-073.02]
Advantages

■ RH / LH application.

■ IP65 according to
DIN EN 60529.

■ Big padlock eye Ø11mm.

■ Version a) with fastening plate
and additional fastening holes 
for screws Ø5mm according 
to DIN ISO 8677.

■ Version b) with fastening plate
without fastening holes.

■ Height adjustment of the
cams by H-dimension adjust-
ment for cams 7-077.02 or
3-point cam adapter adjust-
able 2-151.01 on square
threaded rod M10.

Materials

■ Handle, fastening plate,
square threaded rod and
padlock eye: AISI 316

■ Flat external seal: EPDM

■ Washer: Teflon

Remarks

(S) Door-thickness max. 5mm
with the supplied screw M5x10

1. flat external seal

2. cutout version a)

3. cutout version b)

4. and 5. the padlock eye is
asymmetrical. It serves as a stop
for RH (4.) / LH (5.) applications.

L-handle with thread M10
Part Number Version Installation type Delivery Unit

a) 281-9006.00-00000 with fastening holes screw-on 1 pc.
b) 281-9007.00-00000 without fastening holes screw-on 1 pc.

Accessories

156 7-105 Cams L35/45 Stainless Steel
7-077.02 H-Dimension Adjustment Stainless Steel

L-Handle M10 for Padlock Stainless Steel [7-073.01]
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1-140

Quarter-Turn with T-handle
Part Number Latching type Material Surface IP protection Installation type Delivery Unit

a) 200-9307.00-00000 PA / zinc die core black IP65 screw-on 1 pc.
a) 200-9308.00-00000 keyed alike DIRAK 1333 PA / zinc die core black IP54 screw-on 1 pc.
a) 200-9309.00-00000 keyed different PA / zinc die core black IP54 screw-on 1 pc.
a) 500-9308.00-00000 keyed alike DS200 PA / zinc die core black IP54 screw-on 1 pc.
a) 200-9319.00-00000 zinc die chrome plated IP65 screw-on 1 pc.
a) 200-9320.00-00000 keyed alike DIRAK 1333 zinc die chrome plated IP54 screw-on 1 pc.
a) 200-9321.00-00000 keyed different zinc die chrome plated IP54 screw-on 1 pc.
a) 200-9331.00-00000 zinc die black IP65 screw-on 1 pc.
a) 200-9332.00-00000 keyed alike DIRAK 1333 zinc die black IP54 screw-on 1 pc.
a) 200-9333.00-00000 keyed different zinc die black IP54 screw-on 1 pc.
a) 500-9320.00-00000 keyed alike DS200 zinc die chrome plated IP54 screw-on 1 pc.
a) 500-9332.00-00000 keyed alike DS200 zinc die black IP54 screw-on 1 pc.
a) 501-9320.00-00000 PAGODA keyed alike zinc die chrome plated IP54 screw-on 1 pc.
a) 501-9321.00-00000 PAGODA keyed different zinc die chrome plated IP54 screw-on 1 pc.
a) 501-9332.00-00000 PAGODA keyed alike zinc die black IP54 screw-on 1 pc.
a) 501-9333.00-00000 PAGODA keyed different zinc die black IP54 screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Advantages

■ Versions without cylinder are
water- and dust-tight accord-
ing to IP65 DIN EN 60529.

■ Versions with cylinder are
water- and dust-tight accord-
ing to IP54 DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable T-handles sup-
plied with two keys.

Materials

■ T-handle: PA, black with zinc
die core or zinc die, chrome
plated or black

■ Grounding nut: zinc die

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. silicone seal

Quarter-Turn with T-Handle Pr20.1 L18 [1-140]
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1-155.02

Quarter-Turn with T-handle, zinc die, chrome plated
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9334.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
a) 200-9337.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
a) 500-9337.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
a) 200-9340.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 501-9337.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 screw-on 1 pc.
a) 200-9335.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
a) 200-9338.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
a) 500-9338.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
a) 200-9341.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 501-9338.00-00000 40 mm PAGODA keyed alike max. 30 mm IP54 screw-on 1 pc.
a) 200-9336.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
a) 200-9339.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
a) 500-9339.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
a) 200-9342.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9343.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
a) 200-9344.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
a) 500-9344.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
a) 200-9345.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with T-handle, zinc die, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9352.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
a) 200-9356.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
a) 500-9356.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
a) 200-9360.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 501-9356.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 screw-on 1 pc.
a) 501-9360.00-00000 30 mm PAGODA keyed different max. 20 mm IP54 screw-on 1 pc.
a) 200-9353.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
a) 200-9357.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
a) 200-9361.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 200-9354.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
a) 200-9358.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
a) 200-9362.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9355.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
a) 200-9359.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
a) 200-9363.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with wing knob, PA, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

b) 200-9322.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9325.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
b) 500-9325.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
b) 200-9328.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
b) 200-9323.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9326.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
b) 500-9326.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
b) 200-9329.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
b) 200-9324.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9327.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
b) 500-9327.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
b) 200-9330.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
b) 200-9349.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9350.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
b) 500-9350.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
b) 200-9351.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Advantages

■ Quarter-turn with extended
housing.

■ Maximum door-thickness
50mm.

■ All versions of wing-handles
are supplied complete with
housing.

■ Versions without cylin-
der IP65 according to
DIN EN 60529.

■ Versions with cylinder IP54
according to DIN EN 60529.

■ All lockable handles supplied
with 2 keys.

■ Grounding by single sided
grounding nut.

Materials

■ T-handle: PA, black with zinc
die core, or zinc die, chrome
plated or black

■ Housing: zinc die, black

■ Flat external seal: NBR/Per-
bunan, black

■ Wing knob: PA, black with
zinc die core

■ Grounding nut: zinc die

Remarks

(S) Door-thickness see table

Housings with L 36mm on 
request.

Detailed dimensions of the 
handles see product system 
1-130, 1-140.

Part No. for PAGODA version 
with master key system on 
request.

Please configure the quarter-turn 
with a cam.

Quarter-Turn with T-handle, PA, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9310.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
a) 200-9313.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
a) 500-9313.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
a) 200-9316.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 200-9311.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
a) 200-9314.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
a) 500-9314.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
a) 200-9317.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 200-9312.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
a) 200-9315.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
a) 500-9315.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
a) 200-9318.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9346.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
a) 200-9347.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
a) 500-9347.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
a) 200-9348.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with T- Handle and Wing Knob [1-155.02]
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7-095.027-090

Advantages

■ Quarter-turn with T-handle
with extended housing.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by single sided
grounding nut.

■ Pre-assembled without cam.

■ All lockable handles supplied
with two keys.

Materials

■ Handle: AISI 316, satin
polished

■ Housing, grounding nut and
adapter: stainless steel

■ Flat external seal: NBR,
black

Remarks

Please configure the quarter-
turn with a cam. 

Price and delivery time on 
request.

Maximum door-thickness 20mm 
/ 40mm.

Further housing lengths on 
request.

1. flat external seal

Quarter-Turn with T-handle
Part Number Housing length Latching type Door-thickness (S) Installation type Delivery Unit

a) 100-9401.00-00000 30 mm max. 20 mm screw-on 1 pc.
b) 100-9402.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm screw-on 1 pc.
b) 100-9403.00-00000 30 mm keyed different max. 20 mm screw-on 1 pc.
a) 100-9404.00-00000 50 mm max. 40 mm screw-on 1 pc.
b) 100-9405.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm screw-on 1 pc.
b) 100-9406.00-00000 50 mm keyed different max. 40 mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Quarter-Turn with T-Handle Pr20.1 L30/50 [7-095.02]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable T-handles sup-
plied with two keys.

Materials

■ T-handle: completely
AISI 316, surface polished

■ Nut: stainless steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

1. flat external seal

2. single-sided groundig nut

Quarter-Turn with T-handle
Part Number Latching type Installation type Delivery Unit

a) 200-9374.00-00000 screw-on 1 pc.
b) 200-9398.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
b) 200-9399.00-00000 keyed different screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring

Quarter-Turn with T-Handle Pr20.1 L18 Stainless Steel [7-090]
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Quarter-Turn with L-handle
Part Number Latching type Material Surface IP protection Delivery Unit

a) 200-9401.00-00000 PA / zinc die core black IP65 1 pc.
b) 200-9402.00-00000 keyed alike DIRAK 1333 PA / zinc die core black IP54 1 pc.
b) 500-9402.00-00000 keyed alike DS200 PA / zinc die core black IP54 1 pc.
b) 200-9403.00-00000 keyed different PA / zinc die core black IP54 1 pc.
c) 200-9483.00-00000 Push button PA / zinc die core black IP65 1 pc.
a) 200-9419.00-00000 zinc die chrome plated IP65 1 pc.
b) 200-9420.00-00000 keyed alike DIRAK 1333 zinc die chrome plated IP54 1 pc.
a) 200-9427.00-00000 zinc die black IP65 1 pc.
b) 200-9428.00-00000 keyed alike DIRAK 1333 zinc die black IP54 1 pc.
b) 200-9437.00-00000 keyed different zinc die chrome plated IP54 1 pc.
b) 200-9438.00-00000 keyed different zinc die black IP54 1 pc.
b) 500-9420.00-00000 keyed alike DS200 zinc die chrome plated IP54 1 pc.
b) 500-9428.00-00000 keyed alike DS200 zinc die black IP54 1 pc.
b) 501-9420.00-00000 PAGODA keyed alike zinc die chrome plated IP54 1 pc.
b) 501-9428.00-00000 PAGODA keyed alike zinc die black IP54 1 pc.
b) 501-9437.00-00000 PAGODA keyed different zinc die chrome plated IP54 1 pc.
b) 501-9438.00-00000 PAGODA keyed different zinc die black IP54 1 pc.

Accessories

d) 154, 292 1-102 Cams L35/45 Steel
d) 161 1-262 Cams variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Advantages

■ Versions without cylinder are
water and dust tight accord-
ing to IP65 DIN EN 60529.

■ Versions with cylinder are
water and dust tight accord-
ing to IP54 DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable L-handles sup-
plied with two keys.

Materials

■ L-handle: PA, black with zinc
die core or zinc die, chrome
plated or black

■ Housing: zinc die, chrome
plated or black

■ Grounding nut: zinc die,
untreated

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

Quarter-Turn with L-Handle Pr20.1 L18 [1-150]

Qu
ar
te
r-
Tu
rn
s

Qu
ar
te
r-
Tu
rn
s

www.metalika-kacin.com www.metalika-kacin.com



116 | Quarter-Turns | 117Quarter-TurnsCARET-LEFT all product details 
on DIRAK.com

1-155.01

Quarter-Turn with L-handle, PA, black
Part Number Housing length Latching type Door-thickness (S) IP protection Installation type Delivery Unit

a) 200-9404.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9407.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 screw-on 1 pc.
b) 500-9407.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 screw-on 1 pc.
b) 200-9410.00-00000 30 mm keyed different max. 20 mm IP54 screw-on 1 pc.
a) 200-9405.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9408.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 screw-on 1 pc.
b) 500-9408.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 screw-on 1 pc.
b) 200-9411.00-00000 40 mm keyed different max. 30 mm IP54 screw-on 1 pc.
a) 200-9406.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9409.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 screw-on 1 pc.
b) 500-9409.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 screw-on 1 pc.
b) 200-9412.00-00000 50 mm keyed different max. 40 mm IP54 screw-on 1 pc.
a) 200-9414.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9415.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 screw-on 1 pc.
b) 500-9415.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 screw-on 1 pc.
b) 200-9416.00-00000 60 mm keyed different max. 50 mm IP54 screw-on 1 pc.

Quarter-Turn with L-handle, zinc die, chrome plated
Part Number Housing length Door-thickness (S) Latching type IP protection Installation type Delivery Unit

a) 200-9439.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9443.00-00000 30 mm max. 20 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9447.00-00000 30 mm max. 20 mm keyed different IP54 screw-on 1 pc.
b) 501-9443.00-00000 30 mm max. 20 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9447.00-00000 30 mm max. 20 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9440.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9444.00-00000 40 mm max. 30 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9444.00-00000 40 mm max. 30 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9448.00-00000 40 mm max. 30 mm keyed different IP54 screw-on 1 pc.
b) 501-9444.00-00000 40 mm max. 30 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9448.00-00000 40 mm max. 30 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9441.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9445.00-00000 50 mm max. 40 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9449.00-00000 50 mm max. 40 mm keyed different IP54 screw-on 1 pc.
b) 501-9445.00-00000 50 mm max. 40 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9449.00-00000 50 mm max. 40 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9442.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9446.00-00000 60 mm max. 50 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9450.00-00000 60 mm max. 50 mm keyed different IP54 screw-on 1 pc.
b) 501-9446.00-00000 60 mm max. 50 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9450.00-00000 60 mm max. 50 mm PAGODA keyed different IP54 screw-on 1 pc.

Quarter-Turn with L-handle, zinc die, black
Part Number Housing length Door-thickness (S) Latching type IP protection Installation type Delivery Unit

a) 200-9451.00-00000 30 mm max. 20 mm IP65 screw-on 1 pc.
b) 200-9455.00-00000 30 mm max. 20 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 200-9459.00-00000 30 mm max. 20 mm keyed different IP54 screw-on 1 pc.
b) 501-9455.00-00000 30 mm max. 20 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9459.00-00000 30 mm max. 20 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9452.00-00000 40 mm max. 30 mm IP65 screw-on 1 pc.
b) 200-9456.00-00000 40 mm max. 30 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9456.00-00000 40 mm max. 30 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9460.00-00000 40 mm max. 30 mm keyed different IP54 screw-on 1 pc.
b) 501-9456.00-00000 40 mm max. 30 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9460.00-00000 40 mm max. 30 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9453.00-00000 50 mm max. 40 mm IP65 screw-on 1 pc.
b) 200-9457.00-00000 50 mm max. 40 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9457.00-00000 50 mm max. 40 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9461.00-00000 50 mm max. 40 mm keyed different IP54 screw-on 1 pc.
b) 501-9457.00-00000 50 mm max. 40 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9461.00-00000 50 mm max. 40 mm PAGODA keyed different IP54 screw-on 1 pc.
a) 200-9454.00-00000 60 mm max. 50 mm IP65 screw-on 1 pc.
b) 200-9458.00-00000 60 mm max. 50 mm keyed alike DIRAK 1333 IP54 screw-on 1 pc.
b) 500-9458.00-00000 60 mm max. 50 mm keyed alike DS200 IP54 screw-on 1 pc.
b) 200-9462.00-00000 60 mm max. 50 mm keyed different IP54 screw-on 1 pc.
b) 501-9458.00-00000 60 mm max. 50 mm PAGODA keyed alike IP54 screw-on 1 pc.
b) 501-9462.00-00000 60 mm max. 50 mm PAGODA keyed different IP54 screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Advantages

■ With extended housing and
single sided grounding nut.

■ Maximum door-thickness
50mm.

■ All versions of L-handles
are supplied complete with 
housing.

■ Versions without cylinder are
water and dust tight accord-
ing to IP65 DIN EN 60529.

■ Versions with cylinder are
water and dust tight accord-
ing to IP54 DIN EN 60529.

■ All lockable handles supplied
with 2 keys

Materials

■ Handles: PA, black with zinc
die core or zinc die, chrome
plated or black

■ Housing: zinc die, chrome
plated or black

■ Flat external seal: NBR,
black

■ Grounding nut: zinc die

Remarks

(S) Door-thickness see table

Please configure the quarter-turn 
with a cam.

1. grounding nut

Quarter-Turn with L-Handle Pr20.1 L30-60 [1-155.01]
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7-095.017-103

Advantages

■ Quarter-turn with L-handle
with extended housing.

■ IP65 according to
DIN EN 60529.

	■ RH / LH application.

	■ Grounding by single sided
grounding nut.

■ Pre-assembled without cam.

■ All lockable handles supplied
with two keys.

Materials

■ Handle: AISI 316, satin
polished

■ Housing, grounding nut and
adapter: stainless steel

	■ Flat external seal: NBR,
black

Remarks

Please configure the quarter-
turn with a cam. 

Price and delivery time on 
request.

Maximum door-thickness 20mm 
/ 40mm.

Further housing lengths on 
request.

1. flat external seal

Quarter-Turn with L-handle
Part Number Housing length Latching type Door-thickness (S) Installation type Delivery Unit

a) 100-9407.00-00000 30 mm max. 20 mm screw-on 1 pc.
b) 100-9408.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm screw-on 1 pc.
b) 100-9409.00-00000 30 mm keyed different max. 20 mm screw-on 1 pc.
a) 100-9410.00-00000 50 mm max. 40 mm screw-on 1 pc.
b) 100-9411.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm screw-on 1 pc.
b) 100-9412.00-00000 50 mm keyed different max. 40 mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L30/50 [7-095.01]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grunding by grounding nut.

■ On request parts can be 
assembled.

■ A pre-assembled quarter-turn
can be installed in the cutout.

■ All lockable L-handles sup-
plied with two keys.

Materials

■ L-handle: AISI 316, surface
polished

■ Nut, grounding nut: stainless
steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Price and delivery time on 
request!

1. flat external seal

Quarter-Turn with L-handle
Part Number Latching type Installation type Delivery Unit

a) 200-9418.00-00000 screw-on 1 pc.
b) 200-9485.00-00000 keyed alike DIRAK 1333 screw-on 1 pc.
b) 200-9486.00-00000 keyed different screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable
c) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 Stainless Steel [7-103]
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1-1171-151

Advantages

■ For cutout Pr20.1.

■ Lockable by a padlock.

	■ IP65 according to 
DIN EN 60529 by sealing kit 
(optional).

■ RH / LH application.

■ Grounding by grounding nut.

	■ On request parts can be
assembled. 

■ The quarter-turn can be
screwed into the cutout with
the pre-assembled cam.

Materials

■ Housing: zinc die, chrome
plated or black

	■ Grounding nut: zinc die

Remarks

Please configure the quarter-
turn with insert, (adapter) and 
cam.

Negatively bent cams can not 
be installed pre-assembled.

Quarter-Turn for padlock
Part Number Surface Housing length Door-thickness (S) Installation type Delivery Unit

a) 200-9082.00-00000 chrome plated 22 mm max. 12 mm screw-on 10 pcs.
a) 200-9083.00-00000 black 22 mm max. 12 mm screw-on 10 pcs.
a) 200-9084.00-00000 chrome plated 32 mm max. 22 mm screw-on 10 pcs.
a) 200-9085.00-00000 black 32 mm max. 22 mm screw-on 10 pcs.

Accessories

b) 150 1-101 Inserts Pr20.1
c) 154, 292 1-102 Cams L35/45 Steel
f) 200-9031.00-00000 Adapter set L20

768 6-100 Wrench
766 6-101 Universal key

Function extension

d) and 
e)

209-9002.00-00000 Sealing kit IP65 for Quarter-Turns Pr20.1

Quarter-Turn for Padlock Pr20.1 L22/32 [1-117]
Advantages

■ The radial spring loaded insert
automatically locks the handle
when the handle rotates back
into the closed position.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn 
can be installed in the cutout.

Materials

■ L-handle: PA, black with zinc
die core

■ Insert: zinc die, chrome 
plated

■ Grounding nut: zinc die

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

Quarter-Turn with L-handle
Part Number Insert Installation type Delivery Unit

a) 200-9429.00-00000 Square 6mm screw-on 1 pc.
b) 200-9431.00-00000 Square 8mm screw-on 1 pc.
c) 200-9432.00-00000 Double bit 3mm pin screw-on 1 pc.
d) 200-9433.00-00000 Double bit 5mm pin screw-on 1 pc.
e) 200-9435.00-00000 Triangular 8mm screw-on 1 pc.
f) 200-9436.00-00000 Slotted 2x4mm screw-on 1 pc.
g) 200-9475.00-00000 Slotted recessed coinproof screw-on 1 pc.

Accessories

h) 154, 292 1-102 Cams L35/45 Steel
h) 161 1-262 Cams variable

768 6-100 Wrench
766 6-101 Universal key

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 [1-151]
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7-0851-132

Advantages

■ IP65/67 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Wing knob: AISI 316, surface
polished

■ Housing and nut: stainless
steel

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam. 

Padlock feature only if cam is at 
90° to the wing knob.

1. flat external seal

Quarter-Turn for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9375.00-00000 18 mm screw-on 1 pc.

Accessories

b) 156 7-105 Cams L35/45 Stainless Steel
154, 292 1-102 Cams L35/45 Steel
161 1-262 Cams variable

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn for Padlock Pr20.1 L18 Stainless Steel [7-085]
Advantages

■ For cutout 20.1

■ IP66 according to
DIN EN 60529.

■ RH / LH application

■ Grounding by grounding nut.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ Wing knob: zinc die, chrome
plated or black

■ Housing: zinc die, zinc plated

■ Grounding nut: zinc die

Remarks

(S) Door-thickness see table

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the wing knob.

1. seal

Quarter-Turn for padlock
Part Number Surface Version Housing length Door-thickness (S) Installation type Delivery Unit

a) 200-9365.00-00000 black E-coated 18 mm max. 8 mm screw-on 1 pc.
a) 100-9311.00-00000 black E-coated 40 mm max. 30 mm screw-on 1 pc.
a) 200-9365.TX-00000 black Textured powder, black 18 mm max. 8 mm screw-on 1 pc.
a) 100-9311.TX-00000 black Textured powder, black 40 mm max. 30 mm screw-on 1 pc.
a) 200-9364.00-00000 chrome plated 18 mm max. 8 mm screw-on 1 pc.
a) 100-9310.00-00000 chrome plated 40 mm max. 30 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Quarter-Turn for Padlock Pr20.1 L 18/40 [1-132]
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1-154.011-154

Advantages

■ With cylinder barrel or spring-
loaded slotted insert.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

	■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ The quarter-turn can be
screwed into the cutout with
the pre-assembled cam.

■ All lockable handles supplied
with two keys.

Materials

■ L-handle: zinc die, black

■ Housing: zinc die, zinc plated

■ Slotted insert: zinc die,
chrome plated

■ Cylinder barrel: zinc die, with
stainless dust cap

■ Grounding nut: zinc die

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-
turn with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

L-handle for padlock
Part Number Version Insert Latching type Installation type Delivery Unit

a) 200-9488.00-00000 E-coated keyed alike DIRAK 1333 screw-on 1 pc.
a) 200-9488.TX-00000 Textured powder, black keyed alike DIRAK 1333 screw-on 1 pc.
a) 200-9490.00-00000 E-coated keyed different screw-on 1 pc.
a) 200-9490.TX-00000 Textured powder, black keyed different screw-on 1 pc.
b) 200-9489.00-00000 E-coated Slotted 2x4mm screw-on 1 pc.
b) 200-9489.TX-00000 Textured powder, black Slotted 2x4mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

L-Handle for Padlock Pr20.1 L18 [1-154.01]
Advantages

■ For cutout 20.1.

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be 
assembled by DIRAK.

■ The L-handle can be screwed
into the cutout with the
pre-assembled cam.

Materials

■ L-handle: zinc die, chrome
plated or black

■ Housing: zinc die, zinc plated

■ Grounding nut: zinc die

■ O-ring: NBR

Remarks

(S) Door-thickness see table

Please configure the L-handle 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

L-handle for padlock
Part Number Surface Version Housing length Door-thickness (S) Installation type Delivery Unit

a) 200-9463.00-00000 chrome plated glossy 18 mm max. 8 mm screw-on 1 pc.
a) 200-9464.00-00000 black E-coated 18 mm max. 8 mm screw-on 1 pc.
a) 200-9464.TX-00000 black Textured powder, black 18 mm max. 8 mm screw-on 1 pc.
b) 200-9491.00-00000 chrome plated glossy 40 mm max. 30 mm screw-on 1 pc.
b) 200-9492.00-00000 black E-coated 40 mm max. 30 mm screw-on 1 pc.
b) 200-9492.TX-00000 black Textured powder, black 40 mm max. 30 mm screw-on 1 pc.

Accessories

c) 154, 292 1-102 Cams L35/45 Steel
c) 161 1-262 Cams variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

L-Handle for Padlock Pr20.1 L18/40 [1-154]
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1-6517-100

Advantages

■ For the standard cutout and
additional hole for the padlock
eyelet.

■ The 2-point fixing prevents
tempering.

■ IP65 according to
DIN EN 60529 by o-ring, flat
external seal and washer
(optional).

■ RH / LH application.

■ The eyelet for the padlock,
also used as a stop, is asym-
metric and can be turned for
RH or LH doors (door closed).

■ In closed position the wing
handle is always fully vertical.

Materials

■ Housing, stop and handle:
zinc die, black

■ Nut and hex screw: steel

■ Internal wave washer: steel,
zinc plated

Remarks

(S) Door-thickness max. 8mm

1. closed version

2. RH version

3. LH version

Please configure the quarter-
turn with a cam.

L-wing handle for padlock
Part Number Housing length Installation type Delivery Unit

281-9101.00-00000 18 mm screw-on 10 pcs.

Accessories

154, 292 1-102 Cams L35/45 Steel
161 1-262 Cams variable
200-1001.00-00000 O-ring 12 x 2.0mm
200-0904.00-00000 Flat external seal Ø21.8mm / 26.5mm
832-0125.00-00005 Washer

L-Wing-Handle for Padlock Pr20.1 L18 [1-651]
Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

■ Grounding by grounding nut.

■ On request parts can be
assembled by DIRAK.

■ A pre-assembled quarter-turn
can be installed in the cutout.

Materials

■ L-Handle: AISI 316, surface
polished

■ Grounding nut: stainless steel

■ O-ring: NBR

Remarks

(S) Door-thickness max. 8mm

Please configure the quarter-turn 
with a cam.

Padlock feature only if cam is at 
90° to the L-handle.

L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9481.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable
b) 156 7-105 Cams L35/45 Stainless Steel

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

L-Handle for Padlock Pr20.1 L18 Stainless Steel [7-100]
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7-1041-153

Advantages

■ IP65 according to
DIN EN 60529 with 2 o-rings.

■ RH / LH application.

Materials

■ L-Handle, housing and
hook: AISI 316

■ O-rings: NBR

Remarks

(S) Door-thickness max. 5mm

Please configure the quarter-
turn with a cam.

Quarter-Turn with L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 200-9493.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable
b) 156 7-105 Cams L35/45 Stainless Steel

Quarter-Turn with L-Handle for Padlock  
Pr20.1 L18 Stainless Steel [7-104]

Advantages

■ IP65 according to
DIN EN 60529.

■ RH / LH application.

Materials

■ L-handle, hook and housing:
zinc die, black

■ Both threaded shafts in
handle and hook: steel, zinc
plated

■ O-ring: NBR

Remarks

(S) Door-thickness max. 5mm

Please configure the quarter-turn 
with a cam.

Quarter-Turn with L-handle for padlock
Part Number Housing length Installation type Delivery Unit

a) 100-9413.00-00000 18 mm screw-on 1 pc.

Accessories

b) 154, 292 1-102 Cams L35/45 Steel
b) 161 1-262 Cams variable

L-Handle for Padlock Pr20.1 L18 [1-153]
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Compression Latch-Hinge small with or without pressure relief 

Housing Handle 
Frame part 

Compression latch-hinge locked 

Latch hinge with pressure relief, 
handle unlocked 

Latch hinge open Hinge 
180° opening angle 

Cut out 
View without
screw covers 

Frame part Housing 

Pivot 

 Further inserts 
on request 

HVACR Compression Latch-Hinge small: 
housing, handle, frame part polyamide GF black;
screw covers polyamide black; 
latch zinc die nickel-plated and Top Coat; 
pin AISI 303; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① 
Insert 

② 
Keyed 9081 

② 
Keyed different 

without pressure relief 1091_E169 on request on request 
with pressure relief 1091_E168 on request on request 

Product benefits 

■ Compression (5 mm) with
low opening & closing force

■ Door or flap can be removed by unlatching the han-
dles on both sides

■ 2D Adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Available with or without safety feature “pressure

relief”
■ ATEX compliant explosion protection version availa-

ble on request  
■ Patent submitted
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Compression Latch-Hinge medium with or without pressure relief 

Compression adjusta-
ble on the frame part 

Housing 
Handle 

Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

5mm
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Cut out 
View without
screw covers 

Frame part Housing 

Centre of rotation 

 Further inserts 
on request 

Compression Latch-Hinge medium: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① Insert ② Keyed 9081 ② Keyed different
without pressure relief 1091_E146 on request on request 
with pressure relief 1091_E147 on request on request 

Product benefits 

■ When the door is closed, the latch is adjustable
(3 mm) to achieve perfect alignment

■ Compression (5 mm) with
low opening & closing force

■ Door or panel can be removed by unlatching the han-
dles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available with

safety feature “pressure relief”
■ ATEX compliant explosion protection version availa-

ble
■ Patent submitted

www.metalika-kacin.comwww.metalika-kacin.com



HVACR Compression Latch-Hinge large with emergency opening 
optional and with or without pressure relief 

Compression 
adjustable on
the frame part 

Housing Handle 
Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

By pressing the emergency opening, the lock-
ing hinge is opened safely even when the han-
dle is locked 

5mm
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Cut out front 

View without
screw covers Frame part Housing 

Centre of rotation 

Cut out rear 

 Further inserts 
on request 

HVACR Compression Latch-Hinge large: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with springs and seal 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① 
Insert 

② 
Keyed 9081 

② 
Keyed different 

without pressure relief 1091_E190 1091_E194 1091_E198
with pressure relief 1091_E191 1091_E195 1091_E199
Emergency opening 
Bezel, wrap polyamide GF black; trigger polyamide GF red; with foamed seal 
T = 30 +4.5 mm 1091_E175-30
T = 50 +4.5 mm 1091_E175-50
T = 60 +4.5 mm 1091_E175-60
T = 40, 70 - 100 mm on request 

Product benefits 

■ When the door is closed, the latch is adjusta-
ble (3 mm) to achieve perfect alignment

■ The favourable pivot point of the handle
makes a seal compression of 5 mm possible
using low actuation forces

■ Door or panel can be removed by
unlatching the handles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available

with safety feature “pressure relief”
■ ATEX compliant explosion protection version

available on request
■ Patent submitted
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V B

622

MISCELLANEOUS PRODUCTS

BodyStepped cam

Handle

Lock-fixing device
Bolt

HVAC LATCH 'T' HANDLE

•  Outside locking system provides
safety for pressurised doors

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
HANDLE:   Zinc Alloy DIN-EN 

1774-ZnAl4C 
or PA6 GFR 30

PRODUCT CODE

BODY DOOR

Cut out

CYLINDER SPECIFICATIONS DD
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed differ) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

MATERIAL M
Zinc Alloy 1
Plastic 2

FINISH F
No Finish 0
Chrome 1
Black coated 2

HANDLE

D D

GROUP CODE

BODY HANDLE

CYLINDER

FINISH

MATERIAL

MATERIAL

FINISH

110 21612 FM

622

MISCELLANEOUS PRODUCTS

HVAC LATCH 'L' HANDLE

•  Outside locking system provides
safety for pressurised doors

BODY:   Zinc Alloy DIN-EN 
1774-ZnAl4Cu1

HANDLE:   Zinc Alloy DIN-EN 
1774-ZnAl4C 
or PA6 GFR 30Stepped cam Lock-fixing device Body

HandleBolt

PRODUCT CODE

BODY DOOR

Cut out

MATERIAL M
Zinc Alloy 1
Plastic 2

FINISH F
No Finish 0
Chrome 1
Black coated 2

CYLINDER SPECIFICATIONS DD
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed differ) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

21622 FM D D

GROUP CODE

BODY HANDLE

FINISH

MATERIAL

MATERIAL

FINISH

111

HANDLE CYLINDER
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022 HVAC LATCH

•  Roller cam requires less force
for locking

• Without-cylinder version
•  Can be used for different 

door thicknesses
• Compact design requires less space

MATERIAL
BODY:  Polyamide DIN-EN ISO 

1043-1 PA6 GFR 30
HANDLE:  Polyamide DIN-EN ISO 

1043-1 PA6 GFR 30
CAM: Steel
ADJUSTABLE SCREW: Steel

MISCELLANEOUS PRODUCTS

DT

30
40
50
60
80

3 0100DT022

GROUP CODE VERSION CYLINDER CAM

PRODUCT CODE

DOOR  
THICKNESS

DT

022

368.20

HVAC LATCH

• Can be operated without handle

MATERIAL
BODY:   Polyamide DIN-EN ISO  

1043-1 PA6 GFR 30
CAM:  Steel
ADJUSTABLE SCREW: Steel

METAL KEY

MATERIAL
Zinc Alloy DIN-EN 1774-ZnAl4Cu1

FINISH
Chrome plated

MISCELLANEOUS PRODUCTS

Cut out

DT

30
40
50
60
80

4 01DT022

GROUP CODE VERSION DOOR  
THICKNESS

CAM

PRODUCT CODE

DT
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