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 Hydraulic | pneumati c | high-temp. masking products 

These caps are used where resistance against acids is required or 
where extreme operation temperatures occur; from -40°C up to 
+135°C at continuous operation and short-time up to +150°C. 

Material: thermoplastic rubber (TPG)
Colour: black 

Protection caps  |  Eye caps TPG 

These multifunctional end caps offer protection for diverse fields 
of application. 
They are used where resistance against acids is required or where 
extreme operation temperatures occur; from -40°C up to +135°C 
at continuous operation and short-time up to +150°C. 

Material: thermoplastic rubber (TPG)
Colour: black
* = version with flat head

Further types on written request. 

Protection caps  |  End caps TPG 

 These caps are applicable at conti nuous operati on up to +200°C 
and short-ti me up to +300°C. 
General wall thickness approx. 1.4 mm, tolerances +/- 0.25 mm

Material: silicone
Colour: natural 

Other dimensions and colours on request.

 Protecti on caps  |  Protecti on caps silicone 

 Part no.   A   B 

 1670001   2,4   19,1 

 1670002   2,8   19,1 

 1670003   3,2   25,4 

 1670004   3,5   25,4 

 1670005   4,0   25,4 

 1671006   4,4   12,7 

 1670006   4,4   25,4 

 1670007   4,8   25,4 

 1670008   5,9   25,4 

 Part no.   A   B 

 1670026   5,9   38,1 

 1670009   6,4   25,4 

 1670010   7,1   25,4 

 1670011   7,9   25,4 

 1670027   7,9   38,1 

 1670012   9,5   25,4 

 1670013   9,5   38,1 

 1670015   11,1   25,4 

 1670016   11,9   25,4 

 Part no.   A   B 

 1670017   12,7   38,1 

 1670018   13,6   38,1 

 1670019   14,3   38,1 

 1670020   15,9   38,1 

 1670021   19,1   38,1 

 1670022   20,6   38,1 

 1670023   22,2   38,1 

 1670024   25,4   38,1 

 1670025   28,6   38,1 

 These caps are applicable at conti nuous operati on up to +150°C 
and short-ti me up to +200°C. 
Tolerances +/- 0.25 mm

Material: EPDM
Colour: black 

Other dimensions and colours on request.

 Protecti on caps  |  Protecti on caps EPDM 

 Part no.   A   B 

 1670001EPDM   2,4   19,1 

 1670002EPDM   2,8   19,1 

 1670003EPDM   3,2   25,24 

 1670004EPDM   3,5   25,4 

 1670005EPDM   4,0   25,4 

 1671006EPDM   4,4   12,7 

 1670006EPDM   4,4   25,4 

 1670007EPDM   4,8   25,4 

 1670008EPDM   5,9   25,4 

 Part no.   A   B 

 1670026EPDM   5,9   38,1 

 1670009EPDM   6,4   25,4 

 1670010EPDM   7,1   25,4 

 1670011EPDM   7,9   25,4 

 1670027EPDM   7,9   38,1 

 1670012EPDM   9,5   25,4 

 1670013EPDM   9,5   38,1 

 1670015EPDM   11,1   25,4 

 1670016EPDM   11,9   25,4 

 Part no.   A   B 

 1670017EPDM   12,7   38,1 

 1670018EPDM   13,6   38,1 

 1670019EPDM   14,3   38,1 

 1670020EPDM   15,9   38,1 

 1670021EPDM   19,1   38,1 

 1670022EPDM   20,6   38,1 

 1670023EPDM   22,2   38,1 

 1670024EPDM   25,4   38,1 

 1670025EPDM   28,6   38,1 
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 Hydraulic | pneumati c | high-temp. masking products 

 These caps are used where resistance against acids is required or 
where extreme operati on temperatures occur; from -40°C up to 
+135°C at conti nuous operati on and short-ti me up to +150°C.

Material: thermoplasti c rubber (TPG)
Colour: black 

 Protecti on caps  |  Eye caps TPG 

 Part no.   A   B 

 1630005TPG   5   23,5 

 1630006TPG   6   25,0 

 1630007TPG   7   24,0 

 1630009TPG   9   25,0 

 1630010TPG   10   29,5 

 1630011TPG   11   29,0 

 1630012TPG   12   29,0 

 1630013TPG   13   29,0 

 1630014TPG   14   29,5 

 Part no.   A   B 

 1630015TPG   15   29,5 

 1630016TPG   16   28,0 

 1630017TPG   17   29,5 

 1630018TPG   18   28,5 

 1630019TPG   19   29,5 

 1630020TPG   20   28,5 

 1630021TPG   21   34,5 

 1630022TPG   22   34,0 

 1630023TPG   23   34,5 

 Part no.   A   B 

 1630024TPG   24   34,0 

 1630025TPG   25   34,5 

 1630026TPG   26   34,5 

 1630027TPG   27   33,5 

 1630028TPG   28   33,5 

 1630029TPG   29   35,0 

 1630030TPG   30   34,5 

 These multi functi onal end caps off er protecti on for diverse fi elds 
of applicati on. 
They are used where resistance against acids is required or where 
extreme operati on temperatures occur; from -40°C up to +135°C 
at conti nuous operati on and short-ti me up to +150°C. 

Material: thermoplasti c rubber (TPG)
Colour: black
* = version with fl at head

Further types on writt en request. 

 Protecti on caps  |  End caps TPG 

 Part no.   A   B   C 

 1660000   2,4   6,6   5,6 

 1660001   2,4   12,2   6,3 

 1660002   3,2   5,3   5,5 

 1660003   3,2   14,2   7,0 

 1660004   3,2   9,2   5,5 

 1660005   4,0   13,4   6,3 

 Part no.   A   B   C 

 1660007   4,8   14,2   7,0 

 1660008   5,0   20,3   7,9 

 1660009   6,0   11,0   8,5 

 1660010   6,3   15,5   8,7 

 1660011*   6,4   10,4   7,9 

 1660012*   6,4   13,2   9,5 

 Part no.   A   B   C 

 1660013   7,0   18,0   9,8 

 1660014   7,6   17,0   11,0 

 1660015*   7,9   13,2   9,5 

 1660017   8,0   24,2   10,5 

 1660018*   9,5   13,3   11,1 

These caps are applicable at continuous operation up to +200°C 
and short-time up to +300°C. 
General wall thickness approx. 1.4 mm, tolerances +/- 0.25 mm

Material: silicone
Colour: natural 

Protection caps  |  Protection caps silicone 

These caps are applicable at continuous operation up to +150°C 
and short-time up to +200°C. 
Tolerances +/- 0.25 mm

Material: EPDM
Colour: black 

Protection caps  |  Protection caps EPDM 
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 Hydraulic | pneumati c | high-temp. masking products 

Ribbed plug without flange. Due to its conical design every plug 
can be used for several thread sizes. 

Material: silicone
Colour: see X

Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C. Flexible at cold 
temperatures down to approx. -60°C. Recommended for powder 
coating, paintwork, plating and anodising. Reusable!

Tolerances: A +-0.6 mm / B +-0.25 mm / C +-0.25 mm 

Protection plugs  |  Plugs without flange silicone 

Ribbed plug without flange. Due to its conical design every plug 
can be used for several thread sizes. 

Material: EPDM 
Colour: black

Tolerances: A +-0.6 mm / B +-0.25 mm / C +-0.25 mm 

Protection plugs  |  Plugs without flange EPDM 

 Heat-resistant tapered caps/plugs 
Multi functi onal due to dual use: 
Used as a cap, it masks e.g. exposed threaded pins
Used as a plug, it covers open bore holes

Material: silicone
Colour: see X

Tolerances: A +-0.3 mm / B +-0.2 mm / C +-0.5 mm / D +-0.2 mm 

 Protecti on plugs  |  Tapered caps/plugs silicone 

  Part no.   A   B   C   D   X 

  4120001   12,5   6,5   23,0   3,3   natural 

  4120002   16,0   8,5   25,0   4,5   black 

  4120003   16,5   10,0   28,0   5,0   yellow 

  Part no.   A   B   C   D   X 

  4120004   19,0   14,2   36,0   8,0   blue 

  4120005   25,0   17,5   38,0   11,5   red 

  4120006   25,4   20,8   49,0   14,8   grey 

 Heat-resistant tapered caps/plugs 
Multi functi onal due to dual use: 
Used as a cap, it masks e.g. exposed threaded pins
Used as a plug, it covers open bore holes

Material: EPDM
Colour: black

Tolerances: A +-0.3 mm / B +-0.2 mm / C +-0.5 mm / D +-0.2 mm 

 Protecti on plugs  |  Tapered caps/plugs EPDM 

  Part no.   A   B   C   D 

  4120001EPDM   12,5   6,5   23,0   3,3 

  4120002EPDM   16,0   8,5   25,0   4,5 

  4120003EPDM   16,5   10,0   28,0   5,0 

  Part no.   A   B   C   D 

  4120004EPDM   19,0   14,2   36,0   8,0 

  4120005EPDM   25,0   17,5   38,0   11,5 

  4120006EPDM   25,4   20,8   49,0   14,8 
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 Hydraulic | pneumati c | high-temp. masking products 

 Ribbed plug without fl ange. Due to its conical design every plug 
can be used for several thread sizes. 

Material: silicone
Colour: see X

Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C. Flexible at cold
temperatures down to approx. -60°C. Recommended for powder
coati ng, paintwork, plati ng and anodising. Reusable!

Tolerances: A +-0.6 mm / B +-0.25 mm / C +-0.25 mm 

 Protecti on plugs  |  Plugs without fl ange silicone 

  Part no.   A   B   C   D   X 

  1911001   5,8   4,0   25,4   -   natur 

  1911002   8,0   5,6   25,4   -   black 

  1911003   9,7   8,0   25,4   -   yellow 

  1911004   11,9   9,7   25,4   -   natural 

  1911005   14,6   12,2   25,4   -   light blue 

  1911006   16,0   14,2   25,4   -   purple red 

  Part no.   A   B   C   D   X 

  1911007   18,0   16,0   25,4   -   rust-red 

  1911008   20,0   18,0   25,4   -   lime-green 

  1911009   22,0   20,0   25,4   -   grey 

  1911010   24,0   22,0   25,4   -   natural 

  1911011   26,0   24,0   25,4   -   black 

  1911012   28,0   26,0   25,4   -   darkgreen 

 Ribbed plug without fl ange. Due to its conical design every plug 
can be used for several thread sizes. 

Material: EPDM 
Colour: black

Tolerances: A +-0.6 mm / B +-0.25 mm / C +-0.25 mm 

 Protecti on plugs  |  Plugs without fl ange EPDM 

  Part no.   A   B   C   D 

  1911001EPDM   5,8   4,0   25,4   - 

  1911002EPDM   8,0   5,6   25,4   - 

  1911003EPDM   9,7   8,0   25,4   - 

  1911004EPDM   11,9   9,7   25,4   - 

  1911005EPDM   14,6   12,2   25,4   - 

  1911006EPDM   16,0   14,2   25,4   - 

  Part no.   A   B   C   D 

  1911007EPDM   18,0   16,0   25,4   - 

  1911008EPDM   20,0   18,0   25,4   - 

  1911009EPDM   22,0   20,0   25,4   - 

  1911010EPDM   24,0   22,0   25,4   - 

  1911011EPDM   26,0   24,0   25,4   - 

  1911012EPDM   28,0   26,0   25,4   - 

Heat-resistant tapered caps/plugs 
Multifunctional due to dual use: 
Used as a cap, it masks e.g. exposed threaded pins
Used as a plug, it covers open bore holes

Material: silicone
Colour: see X

Tolerances: A +-0.3 mm / B +-0.2 mm / C +-0.5 mm / D +-0.2 mm 

Protection plugs  |  Tapered caps/plugs silicone 

Heat-resistant tapered caps/plugs 
Multifunctional due to dual use: 
Used as a cap, it masks e.g. exposed threaded pins
Used as a plug, it covers open bore holes

Material: EPDM
Colour: black

Tolerances: A +-0.3 mm / B +-0.2 mm / C +-0.5 mm / D +-0.2 mm 

Protection plugs  |  Tapered caps/plugs EPDM 
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 Hydraulic | pneumati c | high-temp. masking products 

Recommended for applications up to +150°C at continuous 
operation, short-time up to +300°C. 

Material: EPDM
Colour: black 

Protection plugs  |  Tapered protection plugs EPDM 

Heat-resistant tapered grip plugs 

Material: silicone
Colour: see X

Tolerance: A +-0.2 mm; B +-0.25 mm; C +-0.4 mm; D +-0.8 mm 

Protection plugs  |  Grip plugs silicone 

 Ribbed plug without fl ange. Due to its conical design every plug 
can be used for several thread sizes. 

Material: thermoplasti c rubber (TPG)
Colour: black 

 Protecti on plugs  |  Plugs without fl ange TPG 

  Part no.   A   B   C   D 

  1910001   3,2   1,5   15   --- 

  1910003   6,0   4,0   25   --- 

  1910004   8,0   6,0   25   2,5 

  1910005   10,0   8,0   25   4,0 

  Part no.   A   B   C   D 

  1910006   12,0   10,0   25   6,0 

  1910007   14,0   12,0   25   8,0 

  1910008   16,0   14,0   25   10,0 

  1910009   18,0   16,0   25   12,0 

 Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C. Flexible at cold
temperatures down to approx. -60°C. Recommended for powder
coati ng, paintwork, plati ng and anodising. Reusable!

Material: Silicone
Colour: natural 

Other dimensions and colours on request.

 Protecti on plugs  |  Tapered protecti on plugs silicone 

 Part no.   A   B   C 

 1680001   3,2   0,8   15,9 

 1680002   3,2   1,6   15,9 

 1680003   4,8   1,6   15,9 

 1680023   4,8   1,6   19,1 

 1680004   6,4   3,2   19,1 

 1680005   8,7   4,8   15,9 

 1680006   11,1   6,3   25,4 

 Part no.   A   B   C 

 1680008   15,1   10,3   25,4 

 1680009   16,7   12,7   25,4 

 1680010   19,1   14,3   25,4 

 1680011   19,8   15,9   25,4 

 1680012   23,8   18,3   25,4 

 1680013   25,4   19,1   25,4 

 1680014   27,0   23,0   25,4 

 Part no.   A   B   C 

 1680016   31,8   26,2   25,4 

 1680017   34,1   27,0   25,4 

 1680018   38,1   30,2   25,4 

 1680019   42,9   35,7   25,4 

 1680020   46,1   38,1   25,4 

 1680021   52,8   44,5   25,4 

 1680022   62,7   50,8   25,4 
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 Hydraulic | pneumati c | high-temp. masking products 

 Recommended for applicati ons up to +150°C at conti nuous 
operati on, short-ti me up to +300°C. 

Material: EPDM
Colour: black 

 Protecti on plugs  |  Tapered protecti on plugs EPDM 

 Part no.   A   B   C 

 1680001EPDM   3,2   0,8   15,9 

 1680002EPDM   3,2   1,6   15,9 

 1680003EPDM   4,8   1,6   15,9 

 1680023EPDM   4,8   1,6   19,1 

 1680004EPDM   6,4   3,2   19,1 

 1680005EPDM   8,7   4,8   15,9 

 1680006EPDM   11,1   6,3   25,4 

 Part no.   A   B   C 

 1680008EPDM   15,1   10,3   25,4 

 1680009EPDM   16,7   12,7   25,4 

 1680010EPDM   19,1   14,3   25,4 

 1680011EPDM   19,8   15,9   25,4 

 1680012EPDM   23,8   18,3   25,4 

 1680013EPDM   25,4   19,1   25,4 

 1680014EPDM   27,0   23,0   25,4 

 Part no.   A   B   C 

 1680016EPDM   31,8   26,2   25,4 

 1680017EPDM   34,1   27,0   25,4 

 1680018EPDM   38,1   30,2   25,4 

 1680019EPDM   42,9   35,7   25,4 

 1680020EPDM   46,1   38,1   25,4 

 1680021EPDM   52,8   44,5   25,4 

 1680022EPDM   62,7   50,8   25,4 

 Heat-resistant tapered grip plugs 

Material: silicone
Colour: see X

Tolerance: A +-0.2 mm; B +-0.25 mm; C +-0.4 mm; D +-0.8 mm 

 Protecti on plugs  |  Grip plugs silicone 

  Part no.   A   B   C   D   X 

  4110001   1,6   3,2   15,9   25,4   lime green 

  4110002   1,6   4,8   15,9   28,7   pink 

  4110003   3,2   6,6   19,1   31,8   black 

  4110004   4,8   8,7   15,9   28,7   red 

  4110005   6,4   9,5   19,1   31,8   yellow 

  Part no.   A   B   C   D   X 

  4110006   6,4   9,5   12,7   25,4   white 

  4110007   11,1   15,9   22,2   41,3   lime green 

  4110008   15,9   19,8   25,4   44,5   red 

  4110009   18,3   23,8   25,4   44,5   yellow 

  4110010   19,1   25,4   25,4   44,5   natural 

Ribbed plug without flange. Due to its conical design every plug 
can be used for several thread sizes. 

Material: thermoplastic rubber (TPG)
Colour: black 

Protection plugs  |  Plugs without flange TPG 

Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C. Flexible at cold 
temperatures down to approx. -60°C. Recommended for powder 
coating, paintwork, plating and anodising. Reusable!

Material: Silicone
Colour: natural 

Protection plugs  |  Tapered protection plugs silicone 
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 Hydraulic | pneumati c | high-temp. masking products 

These pull plugs are appropriate for masking of bore holes with or 
without thread. 

Material: silicone
Colour: natural 

Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C. 
Flexible at cold temperatures down to approx. -60°C. 
Recommended for powder coating, paintwork, plating and 
anodising. Reusable! 

Protection plugs  |  Pull plugs 

These plugs seal bore holes with and without thread, and cover 
the surrounding surface at the same time. The integration of 
plug and flange in one unit redundantizes time-consuming cover 
operations consisting of two worksteps. 

Material: silicone
Colour: natural 

Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C. 
Flexible at cold temperatures down to approx. -60°C. 
Recommended for powder coating, paintwork, plating and 
anodising. Reusable! 

G1 = for metric bores
G2 = for UNF bores (inch)
G3 = for BSP bores (inch) 

Protection plugs  |  Pull plugs with flange 

 Heat-resistant tapered grip plugs 

Material: EPDM
Colour: black

Tolerance: A +-0.2 mm; B +-0.25 mm; C +-0.4 mm; D +-0.8 mm 

 Protecti on plugs  |  Grip plugs EPDM 

  Part no.   A   B   C   D 

  4110001EPDM   1,6   3,2   15,9   25,4 

  4110002EPDM   1,6   4,8   15,9   28,7 

  4110003EPDM no longer available!

  4110004EPDM   4,8   8,7   15,9   28,7 

  4110005EPDM   6,4   9,5   19,1   31,8 

  Part no.   A   B   C   D 

  4110006EPDM   6,4   9,5   12,7   25,4 

  4110007EPDM   11,1   15,9   22,2   41,3 

  4110008EPDM   15,9   19,8   25,4   44,5 

  4110009EPDM   18,3   23,8   25,4   44,5 

  4110010EPDM   19,1   25,4   25,4   44,5 

 Heat-resistant grip plugs with fl ange

Material: silicone
Colour: see X

Tolerance: A +-0.2 mm / B +-0.2 mm / C +-0.2 mm / D +-0.25 mm 
/ E +-0.4 mm 

 Protecti on plugs  |  Grip plugs with fl ange silicone 

  Part no.   A   B   C   D   E   X 

  4100001   7,0   3,0   2,4   7,0   13,0   blue 

  4100002   8,0   5,0   2,8   8,0   14,0   green 

  4100003   9,0   6,0   3,9   9,0   16,0   red 

  Part no.   A   B   C   D   E   X 

  4100004   10,2   6,4   4,8   10,2   16,8   black 

  4100005   12,4   8,5   5,9   9,8   17,3   white 

 Heat-resistant grip plugs with fl ange

Material: EPDM
Colour: black

Tolerance: A +-0.2 mm / B +-0.2 mm / C +-0.2 mm / D +-0.25 mm 
/ E +-0.4 mm 

 Protecti on plugs  |  Grip plugs with fl ange EPDM 

  Part no.   A   B   C   D   E 

  4100001EPDM   7,0   3,0   2,4   7,0   13,0 

  4100002EPDM   8,0   5,0   2,8   8,0   14,0 

  4100003EPDM   9,0   6,0   3,9   9,0   16,0 

  Part no.   A   B   C   D   E 

  4100004EPDM   10,2   6,4   4,8   10,2   16,8 

  4100005EPDM   12,4   8,5   5,9   9,8   17,3 
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 These pull plugs are appropriate for masking of bore holes with or 
without thread. 

Material: silicone
Colour: natural 

Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C.
Flexible at cold temperatures down to approx. -60°C.
Recommended for powder coati ng, paintwork, plati ng and
anodising. Reusable!

Other dimensions and colours on request.

 Protecti on plugs  |  Pull plugs 

  Part no.   A   B   C   D 

  1690001   1,9   1,2   15,5   15,0 

  1690002   2,4   1,3   17,8   17,8 

  1690003   3,3   2,4   16,5   17,8 

  1690004   4,1   2,4   15,9   14,8 

  1690005   5,0   2,8   15,9   15,9 

  1690006   5,5   3,3   25,4   25,4 

  Part no.   A   B   C   D 

  1690007   7,0   3,2   23,8   23,4 

  1690008   8,9   4,9   22,4   23,5 

  1690009   10,2   4,0   25,4   25,4 

  1690010   11,9   6,4   25,4   25,4 

  1690011   13,5   6,4   25,4   25,4 

 These plugs seal bore holes with and without thread, and cover 
the surrounding surface at the same ti me. The integrati on of 
plug and fl ange in one unit redundanti zes ti me-consuming cover 
operati ons consisti ng of two worksteps. 

Material: silicone
Colour: natural 

Silicone is long-term heat resistant at dry heat up to approx. 
+200°C, temporarily up to approx. +300°C.
Flexible at cold temperatures down to approx. -60°C.
Recommended for powder coati ng, paintwork, plati ng and
anodising. Reusable!

G1 = for metric bores
G2 = for UNF bores (inch)
G3 = for BSP bores (inch) 

 Protecti on plugs  |  Pull plugs with fl ange 

  Part no.   A   B   C   D   E   G1   G2   G3 

  1710001   6,4   1,7   4,0   3,7   6,0   M3   ¼   - 

  1710002   7,9   2,3   3,6   3,0   4,6   M4, M5   -   - 

  1710003   9,5   3,3   5,1   4,0   7,0   M6, M8   5/16   1/16 

  1710004   12,7   4,0   7,0   7,3   9,5   M7, M9   5/16   1/16 

  1710005   12,7   7,3   9,9   8,1   11,5   M10, M12   3/8, ½   1/8, ¼ 

Heat-resistant tapered grip plugs 

Material: EPDM
Colour: black

Tolerance: A +-0.2 mm; B +-0.25 mm; C +-0.4 mm; D +-0.8 mm 

Protection plugs  |  Grip plugs EPDM 

Heat-resistant grip plugs with flange

Material: silicone
Colour: see X

Tolerance: A +-0.2 mm / B +-0.2 mm / C +-0.2 mm / D +-0.25 mm 
/ E +-0.4 mm 

Protection plugs  |  Grip plugs with flange silicone 

Heat-resistant grip plugs with flange

Material: EPDM
Colour: black

Tolerance: A +-0.2 mm / B +-0.2 mm / C +-0.2 mm / D +-0.25 mm 
/ E +-0.4 mm 

Protection plugs  |  Grip plugs with flange EPDM 
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 Hydraulic | pneumati c | high-temp. masking products 

Material: Nitrile (NBR) approx. 70° Shore
Colour: black

NBR is often used in the field of sanitation. 

O-rings and O-ring sets  |  O-rings nitrile (NBR) | in inch size 

Material: FPM approx. 75° Shore
Colour: black

FPM is more resistant to acids and chemicals than NBR. 

O-rings and O-ring sets  |  O-rings FPM | in inch size 

 Highly abrasion-resistant and therefore recommendable for 
threaded holes. The plugs of TPG (thermoplasti c rubber) are 
resistant to acids and temperatures from -40°C up to +135°C, 
temporarily up to +150°C. 

Material: TPG (thermoplasti c rubber)
Colour: black 

 Protecti on plugs  |  Parallel protecti on plugs TPG 

 Avoid the ingress of dirt and moisture. The design permits 
covering of diff erent wall thicknesses. 

Material: TPG (thermoplasti c rubber)
Colour: black 

 Protecti on plugs  |  Car body plugs TPG 

 Part no.   Ø   S 

 1841000   10   0,8-2 

 1841200   12   0,8-2 

 1841400   14   0,8-2 

 1841600   16   0,8-2 

 Part no.   Ø   S 

 1841800   18   0,8-2 

 1842000   20   0,8-2 

 1842200   22   0,8-2 

 1842500   25   0,8-2 

 Part no.   Ø   S 

 1843000   30   0,8-2 

 1844500   45   0,8-2 

  Part no.   A   B   C   D 

  1900006TPG   12   12   3,1   6,0 

  1900007TPG   13   12   4,5   7,0 

  1900010TPG   16   12   7,2   10,0 

  1900011TPG   17   12   8,2   11,0 

  1900012TPG   20   12   9,2   12,0 

  1900016TPG   24   14   12,9   16,0 

  1900030TPG   40   16   27,9   30,0 
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 Hydraulic | pneumati c | high-temp. masking products 

 Material: Nitrile (NBR) approx. 70° Shore
Colour: black

NBR is oft en used in the fi eld of sanitati on. 

 O-rings and O-ring sets  |  O-rings nitrile (NBR) | in inch size

 Part no.   d   Q 

 0790635   2,9   1,78 

 0790636   3,68   1,78 

 0790637   4,48   1,78 

 0790638   5,28   1,78 

 0790639   6,07   1,78 

 0790640   7,66   1,78 

 0790641   9,25   1,78 

 0790642   9,19   2,62 

 0790643   10,78   2,62 

 0790644   12,37   2,62 

 Part no.   d   Q 

 0790645   13,95   2,62 

 0790646   15,94   2,62 

 0790647   17,13   2,62 

 0790648   18,72   2,62 

 0790649   18,64   3,53 

 0790650   20,22   3,53 

 0790651   21,82   3,53 

 0790652   23,4   3,53 

 0790653   24,99   3,53 

 0790654   26,58   3,53 

 Part no.   d   Q 

 0790655   28,17   3,53 

 0790656   29,75   3,53 

 0790657   31,34   3,53 

 0790658   32,92   3,53 

 0790659   34,52   3,53 

 0790660   36,1   3,53 

 0790661   37,69   3,53 

 0790662   37,47   5,33 

 0790663   40,65   5,33 

 0790664   43,82   5,33 

 Material: FPM approx. 75° Shore
Colour: black

FPM is more resistant to acids and chemicals than NBR. 

 O-rings and O-ring sets  |  O-rings FPM | in inch size

 Part no.   d   Q 

 0790665   2,9   1,78 

 0790666   3,68   1,78 

 0790667   4,48   1,78 

 0790668   5,28   1,78 

 0790669   6,07   1,78 

 0790670   7,66   1,78 

 0790671   9,25   1,78 

 0790672   9,19   2,62 

 0790673   10,78   2,62 

 0790674   12,37   2,62 

 Part no.   d   Q 

 0790675   13,95   2,62 

 0790676   15,94   2,62 

 0790677   17,13   2,62 

 0790678   18,72   2,62 

 0790679   18,64   3,53 

 0790680   20,22   3,53 

 0790681   21,82   3,53 

 0790682   23,4   3,53 

 0790683   24,99   3,53 

 0790684   26,58   3,53 

 Part no.   d   Q 

 0790685   28,17   3,53 

 0790686   29,75   3,53 

 0790687   31,34   3,53 

 0790688   32,92   3,53 

 0790689   34,52   3,53 

 0790690   36,1   3,53 

 0790691   37,69   3,53 

 0790692   37,47   5,33 

 0790693   40,65   5,33 

 0790694   43,82   5,33 

Highly abrasion-resistant and therefore recommendable for 
threaded holes. The plugs of TPG (thermoplastic rubber) are 
resistant to acids and temperatures from -40°C up to +135°C, 
temporarily up to +150°C. 

Material: TPG (thermoplastic rubber)
Colour: black 

Protection plugs  |  Parallel protection plugs TPG 

Avoid the ingress of dirt and moisture. The design permits 
covering of different wall thicknesses. 

Material: TPG (thermoplastic rubber)
Colour: black 

Protection plugs  |  Car body plugs TPG 
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 Hydraulic | pneumati c | high-temp. masking products 

 Quick and easy mounti ng by using a usual pincer. High clamping 
eff ecti veness, easy to dismount. Reusable! 
Pressure resistance: 10 bar

Material: PA 6.6
Colour: 
without last digits = black ~RAL 9005
last digits 113 = white ~RAL 9003

Grey ~RAL 7000 on writt en request. 

 Hose clamps |  Hose clamps 

 Part no.   A-B 

 1350101   6,6-8,0 

 1350101113   6,6-8,0 

 1350102   8,0-9,2 

 1350102113   8,0-9,2 

 1350103   9,2-10,5 

 1350103113   9,2-10,5 

 1350104   10,2-12,0 

 1350104113   10,2-12,0 

 1350105   12,0-13,5 

 1350105113   12,0-13,5 

 1350106   12,8-15,0 

 1350106113   12,8-15,0 

 1350107   15,0-17,2 

 1350107113   15,0-17,2 

 1350108   17,0-18,5 

 1350108113   17,0-18,5 

 1350109   18,2-20,5 

 1350109113   18,2-20,5 

 1350110   20,5-23,0 

 Part no.   A-B 

 1350110113   20,5-23,0 

 1350111   22,0-25,0 

 1350111113   22,0-25,0 

 1350112   25,0-28,0 

 1350112113   25,0-28,0 

 1350113   27,0-30,0 

 1350113113   27,0-30,0 

 1350114   29,5-32,5 

 1350114113   29,5-32,5 

 1350115   32,5-35,5 

 1350115113   32,5-35,5 

 1350116   35,0-38,5 

 1350116113   35,0-38,5 

 1350117   38,0-41,5 

 1350117113   38,0-41,5 

 1350118   41,0-44,5 

 1350118113   41,0-44,5 

 1350119   44,0-47,5 

 1350119113   44,0-47,5 

 Part no.   A-B 

 1350120   47,0-50,0 

 1350120113   47,0-50,0 

 1350121   50,0-53,5 

 1350121113   50,0-53,5 

 1350122   53,0-57,0 

 1350122113   53,0-57,0 

 1350123   56,5-60,5 

 1350123113   56,5-60,5 

 1350124   60,0-65,0 

 1350124113   60,0-65,0 

 1350125   65,0-70,0 

 1350125113   65,0-70,0 

 1350126   70,0-75,0 

 1350126113   70,0-75,0 

 1350127   75,0-80,0 

 1350127113   75,0-80,0 

 1350128   80,0-85,0 

 1350128113   80,0-85,0 

O-rings in inch size

Material: Nitrile (NBR) approx. 70° Shore
Colour: black

NBR is often used in the field of sanitation. 

CONTENT: 
cross section 1,78: 
each 20 pcs. with inner Ø 2,90 / 3,68 / 4,47 / 5,28 / 6,07 / 7,65 / 
9,25

cross section 2,62: 
each 13 pcs. with inner Ø 9,20 / 10,77 / 12,37 / 13,95 / 15,55 / 
17,12 / 18,72

cross section 3,53: 
each 10 pcs. with inner Ø 18,64 / 20,22 / 21,82 / 23,39 / 24,99 / 
26,57 / 28,17 / 29,74 / 31,34 / 32,92 / 34,52 / 36,09 / 37,69

cross section 5,33: 
each 7 pcs. with inner Ø 37,47 / 40,64 / 43,82 

O-rings and O-ring sets  |  O-ring set nitrile (NBR) | in inch size 

O-rings in inch size

Material: FPM approx. 75° Shore
Colour: black

FPM is more resistant to acids and chemicals than NBR. 

CONTENT: 
cross section 1,78: 
each 20 pcs. with inner Ø 2,90 / 3,68 / 4,47 / 5,28 / 6,07 / 7,65 / 
9,25

cross section 2,62: 
each 13 pcs. with inner Ø 9,20 / 10,77 / 12,37 / 13,95 / 15,55 / 
17,12 / 18,72

cross section 3,53: 
each 10 pcs. with inner Ø 18,64 / 20,22 / 21,82 / 23,39 / 24,99 / 
26,57 / 28,17 / 29,74 / 31,34 / 32,92 / 34,52 / 36,09 / 37,69

cross section 5,33: 
each 7 pcs. with inner Ø 37,47 / 40,64 / 43,82,64 / 43,82 

O-rings and O-ring sets  |  O-ring set FPM | in inch size 
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn201

FLEXIBLE PROTECTIVE CAPS

GPN 201

Standard colour: Yellow

Material: TPE (plasticiser-free)

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

More versatile.
Suitable for different diamenters 
due to flexible material.

Better.
Cylindrical caps with easy-to-
grip knurled collar for protection 
of threaded studs, pipe ends 
and shafts.

» Continued on page 13

Suitable for external

item diameter D G Order no.

GPN 201 Z 5 × 13 4.9 - 5.4 13 201 0513 0000
GPN 201 Z 5 × 20 4.9 - 5.4 20 201 0520 0000
GPN 201 Z 6 × 10 5.9 - 6.4 10 201 0610 0000
GPN 201 Z 6 × 16 5.9 - 6.4 16 201 0616 0000
GPN 201 Z 7 × 16 6.9 - 7.3 15.5 201 0716 0000
GPN 201 Z 8 × 10 8 - 8.4 10 201 0810 0000
GPN 201 Z 8 × 16 7.9 - 8.4 16 201 0816 0000
GPN 201 Z 8 × 30 7.9 - 8.1 30 201 0830 0000
GPN 201 Z 9 × 12 9.2 - 9.4 11.5 201 0912 0000
GPN 201 Z 9 × 16 9 - 9.1 16 201 0916 0000
GPN 201 Z 10 × 6 10 - 10.7 6 201 1060 0000

GPN 201 Z 10 × 10 9.9 - 10.5 10 201 1010 0000
GPN 201 Z 10 × 22 10 - 10.3 22 201 1022 0000
GPN 201 Z 10 × 28 9.9 - 10.2 28 201 1028 0000
GPN 201 Z 10 × 33 9.9 - 10.1 33 201 1033 0000
GPN 201 Z 12 × 10 11.9 - 12.8 10 201 1210 0000
GPN 201 Z 12 × 16 11.8 - 12.5 16 201 1216 0000
GPN 201 Z 12 × 35 11.9 - 12.1 35 201 1235 0000

GPN 201 Z 12.5 × 20 12.5 - 13.3 20 201 1252 0000
GPN 201 Z 14 × 8 13.9 - 14.8 8 201 1480 0000

GPN 201 Z 14 × 10 13.9 - 14.7 10 201 1410 0000
GPN 201 Z 14 × 15 13.9 - 14.6 15 201 1415 0000
GPN 201 Z 14 × 20 13.9 - 14.4 20 201 1420 0000
GPN 201 Z 14 × 38 13.9 - 14.4 38 201 1438 0000

GPN 201 Z 14.5 × 15 14.4 - 14.9 15 201 1451 0000
GPN 201 Z 16 × 8 15.9 - 16.7 8 201 1680 0000
GPN 201 Z 16 × 15 16 - 16.6 15 201 1615 0000
GPN 201 Z 16 × 20 15.9 - 16.6 20 201 1620 0000
GPN 201 Z 16 × 25 15.9 - 16.3 25 201 1625 0000
GPN 201 Z 18 × 15 17.9 - 18.9 15 201 1815 0000
GPN 201 Z 18 × 20 17.9 - 18.4 20 201 1820 0000
GPN 201 Z 18 × 26 17.9 - 18.3 26 201 1826 0000
GPN 201 Z 20 × 14 20 - 20.7 14 201 2014 0000
GPN 201 Z 20 × 20 20 - 20.7 20 201 2020 0000
GPN 201 Z 22 × 18 22.2 - 22.8 18 201 2218 0000
GPN 201 Z 22 × 30 21.9 - 22.5 30 201 2230 0000
GPN 201 Z 24 × 18 23.9 - 24.6 18 201 2418 0000
GPN 201 Z 27 × 20 26.7 - 27.8 20 201 2720 0000
GPN 201 Z 28 × 20 27.7 - 28.6 20 201 2820 0000
GPN 201 Z 30 × 22 29.8 - 30.7 22 201 3022 0000
GPN 201 Z 32 × 22 31.3 - 32.8 22 201 3222 0000
GPN 201 Z 33 × 25 32.7 - 33.9 25 201 3325 0000
GPN 201 Z 35 × 25 35 - 35.8 25 201 3525 0000
GPN 201 Z 36 × 25 35.8 - 37.5 25 201 3625 0000
GPN 201 Z 38 × 25 38.1 - 39.2 25 201 3825 0000
GPN 201 Z 39 × 27 38.6 - 39.7 27 201 3927 0000
GPN 201 Z 40 × 27 39.8 - 41 27 201 4027 0000
GPN 201 Z 42 × 27 41.9 - 42.9 27 201 4227 0000
GPN 201 Z 45 × 30 45.1 - 46 30 201 4530 0000
GPN 201 Z 48 × 30 48.3 - 49.9 30 201 4830 0000
GPN 201 Z 50 × 30 50 - 51 30 201 5030 0000

Size in mm

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn201

FLEXIBLE PROTECTIVE CAPS

GPN 201

Standard colour: Yellow

Material: TPE (plasticiser-free)

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

More versatile.
Suitable for different diamenters 
due to flexible material.

Better.
Cylindrical caps with easy-to-
grip knurled collar for protection 
of threaded studs, pipe ends 
and shafts.

» Continued on page 13

Suitable for external

item diameter D G Order no.

GPN 201 Z 5 × 13 4.9 - 5.4 13 201 0513 0000
GPN 201 Z 5 × 20 4.9 - 5.4 20 201 0520 0000
GPN 201 Z 6 × 10 5.9 - 6.4 10 201 0610 0000
GPN 201 Z 6 × 16 5.9 - 6.4 16 201 0616 0000
GPN 201 Z 7 × 16 6.9 - 7.3 15.5 201 0716 0000
GPN 201 Z 8 × 10 8 - 8.4 10 201 0810 0000
GPN 201 Z 8 × 16 7.9 - 8.4 16 201 0816 0000
GPN 201 Z 8 × 30 7.9 - 8.1 30 201 0830 0000
GPN 201 Z 9 × 12 9.2 - 9.4 11.5 201 0912 0000
GPN 201 Z 9 × 16 9 - 9.1 16 201 0916 0000
GPN 201 Z 10 × 6 10 - 10.7 6 201 1060 0000

GPN 201 Z 10 × 10 9.9 - 10.5 10 201 1010 0000
GPN 201 Z 10 × 22 10 - 10.3 22 201 1022 0000
GPN 201 Z 10 × 28 9.9 - 10.2 28 201 1028 0000
GPN 201 Z 10 × 33 9.9 - 10.1 33 201 1033 0000
GPN 201 Z 12 × 10 11.9 - 12.8 10 201 1210 0000
GPN 201 Z 12 × 16 11.8 - 12.5 16 201 1216 0000
GPN 201 Z 12 × 35 11.9 - 12.1 35 201 1235 0000

GPN 201 Z 12.5 × 20 12.5 - 13.3 20 201 1252 0000
GPN 201 Z 14 × 8 13.9 - 14.8 8 201 1480 0000

GPN 201 Z 14 × 10 13.9 - 14.7 10 201 1410 0000
GPN 201 Z 14 × 15 13.9 - 14.6 15 201 1415 0000
GPN 201 Z 14 × 20 13.9 - 14.4 20 201 1420 0000
GPN 201 Z 14 × 38 13.9 - 14.4 38 201 1438 0000

GPN 201 Z 14.5 × 15 14.4 - 14.9 15 201 1451 0000
GPN 201 Z 16 × 8 15.9 - 16.7 8 201 1680 0000
GPN 201 Z 16 × 15 16 - 16.6 15 201 1615 0000
GPN 201 Z 16 × 20 15.9 - 16.6 20 201 1620 0000
GPN 201 Z 16 × 25 15.9 - 16.3 25 201 1625 0000
GPN 201 Z 18 × 15 17.9 - 18.9 15 201 1815 0000
GPN 201 Z 18 × 20 17.9 - 18.4 20 201 1820 0000
GPN 201 Z 18 × 26 17.9 - 18.3 26 201 1826 0000
GPN 201 Z 20 × 14 20 - 20.7 14 201 2014 0000
GPN 201 Z 20 × 20 20 - 20.7 20 201 2020 0000
GPN 201 Z 22 × 18 22.2 - 22.8 18 201 2218 0000
GPN 201 Z 22 × 30 21.9 - 22.5 30 201 2230 0000
GPN 201 Z 24 × 18 23.9 - 24.6 18 201 2418 0000
GPN 201 Z 27 × 20 26.7 - 27.8 20 201 2720 0000
GPN 201 Z 28 × 20 27.7 - 28.6 20 201 2820 0000
GPN 201 Z 30 × 22 29.8 - 30.7 22 201 3022 0000
GPN 201 Z 32 × 22 31.3 - 32.8 22 201 3222 0000
GPN 201 Z 33 × 25 32.7 - 33.9 25 201 3325 0000
GPN 201 Z 35 × 25 35 - 35.8 25 201 3525 0000
GPN 201 Z 36 × 25 35.8 - 37.5 25 201 3625 0000
GPN 201 Z 38 × 25 38.1 - 39.2 25 201 3825 0000
GPN 201 Z 39 × 27 38.6 - 39.7 27 201 3927 0000
GPN 201 Z 40 × 27 39.8 - 41 27 201 4027 0000
GPN 201 Z 42 × 27 41.9 - 42.9 27 201 4227 0000
GPN 201 Z 45 × 30 45.1 - 46 30 201 4530 0000
GPN 201 Z 48 × 30 48.3 - 49.9 30 201 4830 0000
GPN 201 Z 50 × 30 50 - 51 30 201 5030 0000

Size in mm
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn201

FLEXIBLE PROTECTIVE CAPS

GPN 201

Standard colour: Yellow

Material: TPE (plasticiser-free)

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

More versatile.
Suitable for different diamenters 
due to flexible material.

Better.
Cylindrical caps with easy-to-
grip knurled collar for protection 
of threaded studs, pipe ends 
and shafts.

Suitable for external

item diameter D G Order no.

GPN 201 G 1/4 13.2 - 13.9 15 201 0589 0000
GPN 201 G 3/8 16.5 - 17.1 13 201 0566 0000
GPN 201 G 1/2 20.8 - 21.5 15 201 0567 0000
GPN 201 G 3/4 26.2 - 27.7 16.5 201 0568 0000

GPN 201 G 1 33.1 - 34.7 19.5 201 0590 0000

Size in mm

This application table is a guide only. We would be happy to send you free samples  
for testing. 

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

Dimension G is not subject to DIN ISO 3302-1.

The engraving equals the GPN 200 standard series.

You might also be interested in the following products: GPN 205, GPN 211

« Continued from page 12
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn255

PROTECTIVE CAPS

GPN 255

Standard colour: Natural 

Material: SI

Higher temperature 
resistance.
Extremely heat resistant up to 
250°C. More details: page 125, 
“Physical properties”.

More robust.
Highly tear-resistant material  
for increased demands.

More versatile.
Flexible material for  
accomodating larger tolerances.

Better.
Protection for studs and  
pipe ends. 

Suitable for external

item diameter D (G) Order no.

GPN 255 / 2 2 25.4 255 0020 0000
GPN 255 / 2.5 2.5 19 255 0025 0000
GPN 255 / 3 3 25.4 255 0030 0000

GPN 255 / 3.5 3.5 25.4 255 0035 0000
GPN 255 / 4 4 25.4 255 0040 0000
GPN 255 / 5 5 25.4 255 0050 0000
GPN 255 / 6 6 38.1 255 0060 0000
GPN 255 / 8 8 38.1 255 0080 0000

GPN 255 / 10 10 38.1 255 0100 0000
GPN 255 / 12 12 38.1 255 0120 0000
GPN 255 / 14 14 38.1 255 0140 0000
GPN 255 / 15 15 38.1 255 0150 0000
GPN 255 / 16 16 38.1 255 0160 0000
GPN 255 / 17 17 38.1 255 0170 0000
GPN 255 / 18 18 38.1 255 0180 0000
GPN 255 / 20 20 38.1 255 0200 0000
GPN 255 / 22 22 38.1 255 0220 0000
GPN 255 / 24 24 38.1 255 0240 0000
GPN 255 / 25 25 38.1 255 0250 0000
GPN 255 / 27 27 38.1 255 0270 0000
GPN 255 / 30 30 38.1 255 0300 0000
GPN 255 / 33 33 38.1 255 0330 0000
GPN 255 / 36 36 44.5 255 0360 0000
GPN 255 / 39 39 44.5 255 0390 0000
GPN 255 / 42 42 50.8 255 0420 0000
GPN 255 / 45 45 50.8 255 0450 0000
GPN 255 / 48 48 50.8 255 0480 0000
GPN 255 / 52 52 50.8 255 0520 0000

Size in mm

Flash and foreign particles are permitted for these items. We recommend that you carry 
out functional tests before series production.

For more information about the application of our items, please refer to pages 124/125.

You might also be interested in the following products: GPN 605, GPN 606, GPN 607

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn350

External application

Standard colour: Natural 

Material: PE-LD

More versatile.
Can be used as plug or cap. 

Cleaner.
Upon request, we can 
manufacture in the specially 
designed cleanroom in 
accordance with VDA Volume 
19 and ISO 16232. For further 
information, please refer 
to page 129.

Better.
Suitable for bore holes, studs, 
conductors and threads.

« Continued from page 23

External application

item A B H D (G) Order no.

GPN 350 I 33 29 25 10 23.7 12.2 350 0033 0000
GPN 350 I 35 33 26.3 11 24.9 13.2 350 0035 0000
GPN 350 I 36 33 27.2 11 25.2 13.2 350 0036 0000
GPN 350 I 37 33 28.3 11 25.7 13.2 350 0037 0000
GPN 350 I 38 33 29.3 11 26.9 12.5 350 0038 0000
GPN 350 I 39 36 30.1 11 27.9 12.6 350 0039 0000
GPN 350 I 40 36 30.4 11 28.3 13.2 350 0040 0000

GPN 350 I 40.5 36 30.7 11 28.6 13.2 350 4050 0000
GPN 350 I 40.8 36 31.3 11 29.2 13.2 350 4080 0000

GPN 350 I 41 36 32 11 29.7 12.5 350 0041 0000
GPN 350 I 42 36 32.8 11 30.5 13.2 350 0042 0000
GPN 350 I 43 42 33.9 12 31.5 14.2 350 0043 0000
GPN 350 I 44 42 34.5 12 32.5 14.2 350 0044 0000
GPN 350 I 45 42 35.3 12 32.4 14.2 350 0045 0000
GPN 350 I 46 42 36.5 12 34.7 14.2 350 0046 0000
GPN 350 I 47 45 38 12 35.7 14.2 350 0047 0000
GPN 350 I 48 45 38.9 12 36.7 14.2 350 0048 0000
GPN 350 I 49 45 39.4 12 37.5 14.2 350 0049 0000
GPN 350 I 50 45 40.2 12 38.5 14.2 350 0050 0000
GPN 350 I 51 50 41.8 12 39.5 13.7 350 0051 0000
GPN 350 I 52 50 43.7 12 41.5 14.2 350 0052 0000
GPN 350 I 53 50 44.8 12 42 14.2 350 0053 0000
GPN 350 I 531 56 46.8 12 44.5 13.7 350 0531 0000
GPN 350 I 54 56 46.8 12 44.5 13.7 350 0054 0000
GPN 350 I 541 55 48.3 12 46.3 14.2 350 0541 0000
GPN 350 I 55 56 48.7 12 46.7 14.2 350 0055 0000
GPN 350 I 56 56 50.5 20 47.5 22.2 350 0056 0000
GPN 350 I 57 62 54 13 51.5 14.2 350 0057 0000

GPN 350 I 570 65 59.4 15 56.9 15 350 0570 0000
GPN 350 I 571 65 60.8 18 56.8 18 350 0571 0000
GPN 350 I 58 72 62.5 14 59.2 16 350 0058 0000
GPN 350 I 581 85 79.5 18 76.5 18 350 0581 0000
GPN 350 I 59 88 75.6 14 72.9 16.5 350 0059 0000
GPN 350 I 60 92 88.5 20 85 20 350 0060 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 205, GPN 255, GPN 351, GPN 608

CLOSURES

GPN 350
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Watch the film now:
poeppelmann.com/en/gpn351

External application

Standard colour: Yellow 

Material: TPE, free from plasticisers 

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

More versatile.
Suitable for different diamenters 
due to flexible material.

Better.
Suitable for a aperatures, 
studs, conductors, hexagonal 
applications and threads.

External application

item A B H D (G) Order no.

GPN 351 I 1 13 5.8 6 3.8 7.3 351 0001 0000
GPN 351 I 2 13 6.2 6 3.8 7.3 351 0002 0000
GPN 351 I 3 13 6.4 9 5 10.8 351 0003 0000
GPN 351 I 4 13 7.1 6 4.7 7.8 351 0004 0000

GPN 351 I 4,5 13 7.4 6 5 7.8 351 0450 0000
GPN 351 I 5 13 8.2 6 5.8 7.8 351 0005 0000
GPN 351 I 6 13 7.8 9 6.3 10.8 351 0006 0000

GPN 351 I 6,5 13 8.7 6 6.9 7.3 351 0650 0000
GPN 351 I 7 13 9.3 6 7.7 7.3 351 0007 0000

GPN 351 I 7,5 16 9.8 8.5 7.5 9.8 351 0750 0000
GPN 351 I 8 16 10.4 8 8.1 9 351 0008 0000
GPN 351 I 9 16 10.4 11 8 12.8 351 0009 0000

GPN 351 I 10 16 10.8 8 8.8 9.8 351 0010 0000
GPN 351 I 11 16 10.8 8 8.8 9.8 351 0011 0000
GPN 351 I 12 16 11.9 13 9.7 14.5 351 0012 0000
GPN 351 I 13 16 11.9 8 9.7 9.2 351 0013 0000

GPN 351 I 13,5 19 12.5 8 10.5 9.8 351 1350 0000
GPN 351 I 14 19 12.9 8 10.9 9.8 351 0014 0000

GPN 351 I 14,5 19 13.4 8 11.4 9.8 351 1450 0000
GPN 351 I 15 19 13.9 8 11.7 9.8 351 0015 0000
GPN 351 I 16 19 14 16 11.7 17.7 351 0016 0000
GPN 351 I 17 19 14.5 8 12.5 9.3 351 0017 0000
GPN 351 I 18 19 15 8 13 9.3 351 0018 0000

GPN 351 I 18,5 19 15.3 9 13.3 10.7 351 1850 0000
GPN 351 I 20 24 15.9 9 13.7 10.7 351 0020 0000

GPN 351 I 20,5 24 16.5 9 14.2 10.7 351 2050 0000
GPN 351 I 21 24 17 9 14.7 10.6 351 0021 0000

GPN 351 I 21,5 24 17.3 9 15 10.7 351 2150 0000
GPN 351 I 22 24 17.8 22 14.7 23.3 351 0022 0000
GPN 351 I 23 24 17.7 9 15.7 10.7 351 0023 0000
GPN 351 I 24 24 18.3 9 16.5 10.7 351 0024 0000

GPN 351 I 24,5 26 19.1 8.5 16.8 10.7 351 2450 0000
GPN 351 I 25 26 19.9 10 17.7 12.2 351 0025 0000
GPN 351 I 26 26 19.9 10 18.7 12.2 351 0026 0000
GPN 351 I 27 26 21.7 26 18.7 28.2 351 0027 0000
GPN 351 I 28 26 22 10 19.9 12.2 351 0028 0000
GPN 351 I 29 26 22.9 10 20.7 12.2 351 0029 0000
GPN 351 I 30 29 23.2 10 21.4 12.2 351 0030 0000
GPN 351 I 31 29 23.7 10 21.9 12.2 351 0031 0000
GPN 351 I 32 29 24.4 10 23 12.2 351 0032 0000

FLEXIBLE CLOSURES

GPN 351

» Continued on page 26Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

The engraving equals the GPN 350 standard series.

You might also be interested in the following products: GPN 201, GPN 205, GPN 350, GPN 608
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Watch the film now:
poeppelmann.com/en/gpn351

External application

FLEXIBLE CLOSURES

GPN 351

Standard colour: Yellow 

Material: TPE, free from plasticisers 

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

More versatile.
Suitable for different diamenters 
due to flexible material.

Better.
Suitable for a aperatures, 
studs, conductors, hexagonal 
applications and threads.

External application

item A B H D (G) Order no.

GPN 351 I 33 29 25.2 10 23.9 12.2 351 0033 0000
GPN 351 I 35 33 26.3 11 25.2 13.5 351 0035 0000
GPN 351 I 36 33 27.2 11 25.4 13.2 351 0036 0000
GPN 351 I 37 33 28.3 11 25.9 13.6 351 0037 0000
GPN 351 I 38 33 29.3 11 27 12.7 351 0038 0000
GPN 351 I 39 36 30.1 11 27.9 12.6 351 0039 0000
GPN 351 I 40 36 30.4 11 28.3 12.7 351 0040 0000

GPN 351 I 40.5 36 30.7 11 28.6 13.2 351 4050 0000
GPN 351 I 40.8 36 31.3 11 29.2 13.2 351 4080 0000

GPN 351 I 41 36 32 11 29.7 12.7 351 0041 0000
GPN 351 I 42 36 32.8 11 30.5 12.7 351 0042 0000
GPN 351 I 43 42 33.9 12.2 31.7 13.7 351 0043 0000
GPN 351 I 44 42 34.6 12 32.8 13.8 351 0044 0000
GPN 351 I 45 42 35.3 12 32.6 13.5 351 0045 0000
GPN 351 I 46 42 36.6 12 35 13.8 351 0046 0000
GPN 351 I 47 45 38 12 36 14.2 351 0047 0000
GPN 351 I 48 45 38.9 12 37 14.2 351 0048 0000
GPN 351 I 49 45 39.5 12 37.8 13.8 351 0049 0000
GPN 351 I 50 45 40.3 12 38.8 14.2 351 0050 0000
GPN 351 I 51 50 42 12.2 40 13.4 351 0051 0000
GPN 351 I 52 50 43.7 12 42 14.2 351 0052 0000
GPN 351 I 53 50 44.9 12 42.5 14 351 0053 0000
GPN 351 I 531 56 46.2 12 43.9 13.2 351 0531 0000
GPN 351 I 54 56 47,2 12 45,0 13,3 351 0054 0000
GPN 351 I 541 55 48.6 12 46.5 14.4 351 0541 0000
GPN 351 I 55 56 48.5 12.2 47 13.7 351 0055 0000
GPN 351 I 56 56 50.3 20 48 21.7 351 0056 0000
GPN 351 I 57 62.5 54.6 13.2 52 14.5 351 0057 0000

GPN 351 I 570 65 59.8 15 56.9 15 351 0570 0000
GPN 351 I 571 65 60.8 18 56.8 18 351 0571 0000
GPN 351 I 58 72 63 14 59.8 15.5 351 0058 0000
GPN 351 I 581 85 80 18 77 18 351 0581 0000
GPN 351 I 59 88 76 14 73.5 15.5 351 0059 0000
GPN 351 I 60 93 88.5 20.5 84.5 20.5 351 0060 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

The engraving equals the GPN 350 standard series.

You might also be interested in the following products: GPN 201, GPN 205, GPN 350, GPN 608

« Continued from page 25



www.metalika-kacin.com

(M
)

G
H

A / F

e
e1

h h1

27

HDSCS PROTECTION

GPN 365

Standard colour: Yellow 

Material: TPE, free from plasticisers 

Better fit.
For the protection of HDSCS 
(Heavy Duty Sealed Connector 
Series) pin housings.

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

Better.
To protect pin housings and 
contact pins. Ideal for transport 
and paintwork protection.

Dimensions

item A F G H (M) Order no,

GPN 365 SC 1810 33.7 19.6 16.3 6 18.3 365 1810 0000
GPN 365 SC 1816 33.7 26.5 16.3 6 18.3 365 1816 0000
GPN 365 SC 2316 38.7 26.5 16.3 6 18.3 365 2316 0000
GPN 365 SC 3116 46.7 27.5 16.3 6 18.3 365 3116 0000
GPN 365 SC 4316 58.9 26.7 16.3 6 18.3 365 4316 0000

Application Guide

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

Size in mm

This application table is a guide only. We would be happy to send you free samples  
for testing. 

The contact protection GPN 365 has been specially developed for HDSCS pin housings.

You might also be interested in the following products: GPN 211, GPN 360

Can be used with HDSCS pin housings

Pole number

Inside  
contour  

e × h

Outside  
contour  
e1 × h1

2 3 4 6 7 8 10 12 15 16 18 item

17.8 × 9.6 20.2 × 12 • • GPN 365 SC 1810
17.8 × 15.6 20.2 × 18 • • GPN 365 SC 1816
22.8 × 15.6 25.2 × 18 • • • GPN 365 SC 2316
30.8 × 15.6 33.2 × 18 • • • GPN 365 SC 3116
42.8 × 15.6 45.2 × 18 • • • • GPN 365 SC 4316

Watch the film now:
poeppelmann.com/en/gpn365
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn696

PROTECTIVE CAPS WITH TAB

GPN 696

Standard colour: Yellow 

Material: TPE (plasticiser-free)

Saves time.
Fast assembly thanks to flexible 
material and fast removal: 
simply pull the tab – the 
predetermined breaking point 
facilitates quick removal.

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

Better.
Suitable for hollow screws. 

Suitable for  
External diameter Dimensions

item D (N) P Order no.

GPN 696 M 10 × 1 9.5 45.6 8.5 696 0010 0000
GPN 696 M 12 × 1 11.5 44.6 10.3 696 0012 0000

GPN 696 M 14 × 1.5 13.5 47.2 12.5 696 0014 0000
GPN 696 M 16 × 1.5 15.5 43.7 14.3 696 0016 0000

Size in mm

For more information about the application of our items, please refer to pages 124/125.

You might also be interested in the following products: GPN 201, GPN 211, GPN 800
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756

www.metalika-kacin.com
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn211

FLEXIBLE GRIP CAPS

GPN 211

Standard colour: Yellow 

Material: TPE (plasticiser-free)

Saves time.
With ergonomically designed 
removal tab for easy handling.

More versatile.
Suitable for different diamenters 
due to flexible material.

Better.
Suitable for pipe ends, hoses 
and studs. With circumferential 
sealing lip for a firm fit.

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

Suitable for external Dimensions

item diameter D (G) (M) Order no.

GPN 211 ZL 4 × 21 4 - 5 21 34 211 0421 0000

GPN 211 ZL 5 × 20 5 - 6 20 36 211 0520 0000

GPN 211 ZL 6 × 10 6 - 7.5 10 26 211 0610 0000

GPN 211 ZL 6 × 20 6 - 7.5 20 36 211 0620 0000

GPN 211 ZL 7 × 20 7 - 8 20 37 211 0720 0000

GPN 211 ZL 8 × 10 7.9 - 9 10 26 211 0810 0000

GPN 211 ZL 8 × 20 7.9 - 9 20 36 211 0820 0000

GPN 211 ZL 9 × 20 9 - 10.5 20 36 211 0920 0000

GPN 211 ZL 10 × 10 9.9 - 11.5 10 26 211 1010 0000

GPN 211 ZL 10 × 20 9.9 - 11.5 20 36 211 1020 0000

GPN 211 ZL 11 × 20 10.9 - 12.5 20 36 211 1120 0000

GPN 211 ZL 12 × 10 11.9 - 13 10 26 211 1210 0000

GPN 211 ZL 12 × 20 11.9 - 13 20 36 211 1220 0000

GPN 211 ZL 12 × 30 11.9 - 13 30 46.5 211 1230 0000

GPN 211 ZL 13 × 20 12.9 - 15 20 36 211 1320 0000

GPN 211 ZL 14 × 10 13.9 - 16 10 36 211 1410 0000

GPN 211 ZL 14 × 20 13.9 - 16 20 36 211 1420 0000

GPN 211 ZL 15 × 20 14.9 - 17 20 36 211 1520 0000

GPN 211 ZL 16 × 10 15.9 - 18 10 16 211 1610 0000

GPN 211 ZL 16 × 20 15.9 - 18 20 36 211 1620 0000

GPN 211 ZL 17 × 20 16.9 - 19 20 36 211 1720 0000

GPN 211 ZL 18 × 10 17.9 - 20 10 26 211 1810 0000

GPN 211 ZL 18 × 20 17.9 - 20 20 36 211 1820 0000

GPN 211 ZL 19 × 20 18.9 - 21 20 36 211 1920 0000

GPN 211 ZL 20 × 10 20 - 22 10 26 211 2010 0000

GPN 211 ZL 20 × 20 20 - 22 20 36 211 2020 0000

GPN 211 ZL 20 × 30 20 - 22 30 45 211 2030 0000

GPN 211 ZL 22 × 20 22 - 24 20 36 211 2220 0000

GPN 211 ZL 24 × 20 24 - 26 20 35 211 2420 0000

GPN 211 ZL 26 × 20 26 - 28 20 36.5 211 2620 0000

GPN 211 ZL 28 × 20 28 - 30 20 36.5 211 2820 0000

GPN 211 ZL 30 × 20 30 - 32 20 36.5 211 3020 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

The engraving equals the GPN 210 standard series.

You might also be interested in the following products: GPN 201, GPN 215, GPN 241, GPN 255

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn211

FLEXIBLE GRIP CAPS

GPN 211

Standard colour: Yellow

Material: TPE (plasticiser-free)

Saves time.
With ergonomically designed 
removal tab for easy handling.

More versatile.
Suitable for different diamenters 
due to flexible material.

Better.
Suitable for pipe ends, hoses 
and studs. With circumferential 
sealing lip for a firm fit.

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

Suitable for external Dimensions

item diameter D (G) (M) Order no.

GPN 211 ZL 4 × 21 4 - 5 21 34 211 0421 0000

GPN 211 ZL 5 × 20 5 - 6 20 36 211 0520 0000

GPN 211 ZL 6 × 10 6 - 7.5 10 26 211 0610 0000

GPN 211 ZL 6 × 20 6 - 7.5 20 36 211 0620 0000

GPN 211 ZL 7 × 20 7 - 8 20 37 211 0720 0000

GPN 211 ZL 8 × 10 7.9 - 9 10 26 211 0810 0000

GPN 211 ZL 8 × 20 7.9 - 9 20 36 211 0820 0000

GPN 211 ZL 9 × 20 9 - 10.5 20 36 211 0920 0000

GPN 211 ZL 10 × 10 9.9 - 11.5 10 26 211 1010 0000

GPN 211 ZL 10 × 20 9.9 - 11.5 20 36 211 1020 0000

GPN 211 ZL 11 × 20 10.9 - 12.5 20 36 211 1120 0000

GPN 211 ZL 12 × 10 11.9 - 13 10 26 211 1210 0000

GPN 211 ZL 12 × 20 11.9 - 13 20 36 211 1220 0000

GPN 211 ZL 12 × 30 11.9 - 13 30 46.5 211 1230 0000

GPN 211 ZL 13 × 20 12.9 - 15 20 36 211 1320 0000

GPN 211 ZL 14 × 10 13.9 - 16 10 36 211 1410 0000

GPN 211 ZL 14 × 20 13.9 - 16 20 36 211 1420 0000

GPN 211 ZL 15 × 20 14.9 - 17 20 36 211 1520 0000

GPN 211 ZL 16 × 10 15.9 - 18 10 16 211 1610 0000

GPN 211 ZL 16 × 20 15.9 - 18 20 36 211 1620 0000

GPN 211 ZL 17 × 20 16.9 - 19 20 36 211 1720 0000

GPN 211 ZL 18 × 10 17.9 - 20 10 26 211 1810 0000

GPN 211 ZL 18 × 20 17.9 - 20 20 36 211 1820 0000

GPN 211 ZL 19 × 20 18.9 - 21 20 36 211 1920 0000

GPN 211 ZL 20 × 10 20 - 22 10 26 211 2010 0000

GPN 211 ZL 20 × 20 20 - 22 20 36 211 2020 0000

GPN 211 ZL 20 × 30 20 - 22 30 45 211 2030 0000

GPN 211 ZL 22 × 20 22 - 24 20 36 211 2220 0000

GPN 211 ZL 24 × 20 24 - 26 20 35 211 2420 0000

GPN 211 ZL 26 × 20 26 - 28 20 36.5 211 2620 0000

GPN 211 ZL 28 × 20 28 - 30 20 36.5 211 2820 0000

GPN 211 ZL 30 × 20 30 - 32 20 36.5 211 3020 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

The engraving equals the GPN 210 standard series.

You might also be interested in the following products: GPN 201, GPN 215, GPN 241, GPN 255
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Watch the film now:
poeppelmann.com/en/gpn212

GRIP CAPS

GPN 212

Standard colour: Yellow 

Material: TPE (plasticiser-free)

Saves time.
With ergonomically designed 
removal tab for easy handling.

More versatile.
Can be used for different 
counterpart geometries thanks 
to flexible material.

Better.
Especially suitable for pipes  
with ball sockets.

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

* This size comes with internal clamping surfaces.

You might also be interested in the following products: GPN 207, GPN 211

Suitable for external Dimensions

item diameter D G (M) Order no.

GPN 212 FM 76 8 - 8.8 7.8 23.3 212 0076 0000
GPN 212 FM 77 8 - 9 10.1 25.4 212 0077 0000

GPN 212 FM 88* 9.4 - 10.1 11.1 26.8 212 0088 0000
GPN 212 FM 102 10.3 - 11.2 8.7 24.2 212 0102 0000
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn550

SCREW-IN PLUGS

GPN 550

Standard colour: Yellow

Material: PE-LD

Better.
Self-tapping plug for tight 
closure of threads or bore holes. 
Ideal for painting processes.

More versatile.
Tapered plug to accommodate 
tolerances.

More robust.
Thick-walled shaft for increased 
demands.

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 551, GPN 605, GPN 700

Suitable for 
external Dimensions

item Thread A B C (H) (M) Order no.

GPN 550 / 002 M 2 7 1.3 2 7 14 550 0002 0000
GPN 550 / 003 M 3 7 2.1 3 12 19 550 0003 0000
GPN 550 / 004 M 4 8 2.8 4 15 22 550 0004 0000
GPN 550 / 005 M 5 9 3.6 5 18 27 550 0005 0000
GPN 550 / 006 M 6 11 4.3 5.8 18 27 550 0006 0000
GPN 550 / 007 M 7 10.5 5 6.5 18 27 550 0007 0000
GPN 550 / 008 M 8 14 6 7.5 18 27 550 0008 0000
GPN 550 / 009 M 9 14 6.5 8.5 18 27 550 0009 0000
GPN 550 / 010 M 10 16 7.6 9.3 21 30 550 0010 0000
GPN 550 / 012 M 12 18 9.3 11 21 30 550 0012 0000

(M
)

75

Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn551

SCREW-IN PLUGS

GPN 551

Standard colour: Red

Material: PHT

More versatile.
Tapered plug to accommodate 
tolerances.

Better.
Self-tapping plug for tight 
closure of threads or bore holes. 
Ideal for painting processes.

More robust.
Thick-walled shaft for increased 
demands. 

Higher temperature 
resistance.
Heat resistant to 180 °C. More 
details: page 125 “Physical 
properties”.

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 550, GPN 605, GPN 700

Suitable for 
external Dimensions

item Thread A B C (H) (M) Order no.

GPN 551 / 002 M 2 7 1.3 2 7 14 551 0002 0000
GPN 551 / 003 M 3 7 2.1 3 12 19 551 0003 0000
GPN 551 / 004 M 4 8 2.8 4 15 22 551 0004 0000
GPN 551 / 005 M 5 9 3.6 5 18 27 551 0005 0000
GPN 551 / 006 M 6 11 4.3 5.8 18 27 551 0006 0000
GPN 551 / 007 M 7 10.5 5 6.5 18 27 551 0007 0000
GPN 551 / 008 M 8 14 6 7.5 18 27 551 0008 0000
GPN 551 / 009 M 9 14 6.5 8.5 18 27 551 0009 0000
GPN 551 / 010 M 10 16 7.6 9.3 21 30 551 0010 0000
GPN 551 / 012 M 12 18 9.3 11 21 30 551 0012 0000
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756

www.metalika-kacin.com
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn605

TAPERED PLUGS

GPN 605

Standard colour: Natural 

Material: SI 

More robust.
Solid design for increased 
demands.

More versatile.
The tapered design is ideal  
for accommodating large 
tolerances.

Better.
Suitable for closing off  
apertures, bore holes and 
internal threads.

Higher temperature 
resistance.
Extremely heat resistant up to 
250°C. More details: page 125, 
“Physical properties”.

Dimensions

item B C H Order no.

GPN 605 / 0832 0.8 3.2 16 605 0832 0000
GPN 605 / 1632 1.6 3.2 16 605 1632 0000
GPN 605 / 1648 1.6 4.8 16 605 1648 0000
GPN 605 / 3263 3.2 6.3 19 605 3263 0000
GPN 605 / 4887 4.8 8.7 16 605 4887 0000
GPN 605 / 6395 6.3 9.5 19 605 6395 0000
GPN 605 / 6312 6.3 9.5 13 605 6312 0000
GPN 605 / 9012 9 12 18 605 9012 0000
GPN 605 / 1015 10 15 25 605 1015 0000
GPN 605 / 1317 13 17 25 605 1317 0000
GPN 605 / 1419 14 19 25 605 1419 0000
GPN 605 / 1620 16 20 25 605 1620 0000
GPN 605 / 1824 18 24 25 605 1824 0000
GPN 605 / 2026 20 26 25 605 2026 0000
GPN 605 / 2327 23 27 25 605 2327 0000
GPN 605 / 2428 24 28 25 605 2428 0000
GPN 605 / 2632 26 32 25 605 2632 0000
GPN 605 / 2734 27 34 25 605 2734 0000
GPN 605 / 3037 30 37 25 605 3037 0000
GPN 605 / 3139 31 39 25 605 3139 0000
GPN 605 / 3341 33 41 25 605 3341 0000
GPN 605 / 3643 36 43 25 605 3643 0000
GPN 605 / 3745 37 45 25 605 3745 0000
GPN 605 / 3846 38 46 25 605 3846 0000
GPN 605 / 4250 42 50 25 605 4250 0000
GPN 605 / 4553 45 53 25 605 4553 0000
GPN 605 / 4856 48 56 25 605 4856 0000
GPN 605 / 6275 62 75 35 605 6275 0000

Size in mm

Flash and foreign particles are permitted for these items. We recommend that you carry 
out functional tests before series production.

For more information about the application of our items, please refer to pages 124/125.

You might also be interested in the following products: GPN 607, GPN 610, GPN 615, GPN 620

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn605

TAPERED PLUGS

GPN 605

Standard colour: Natural

Material: SI 

More robust.
Solid design for increased 
demands.

More versatile.
The tapered design is ideal 
for accommodating large 
tolerances.

Better.
Suitable for closing off 
apertures, bore holes and 
internal threads.

Higher temperature 
resistance.
Extremely heat resistant up to 
250°C. More details: page 125, 
“Physical properties”.

Dimensions

item B C H Order no.

GPN 605 / 0832 0.8 3.2 16 605 0832 0000
GPN 605 / 1632 1.6 3.2 16 605 1632 0000
GPN 605 / 1648 1.6 4.8 16 605 1648 0000
GPN 605 / 3263 3.2 6.3 19 605 3263 0000
GPN 605 / 4887 4.8 8.7 16 605 4887 0000
GPN 605 / 6395 6.3 9.5 19 605 6395 0000
GPN 605 / 6312 6.3 9.5 13 605 6312 0000
GPN 605 / 9012 9 12 18 605 9012 0000
GPN 605 / 1015 10 15 25 605 1015 0000
GPN 605 / 1317 13 17 25 605 1317 0000
GPN 605 / 1419 14 19 25 605 1419 0000
GPN 605 / 1620 16 20 25 605 1620 0000
GPN 605 / 1824 18 24 25 605 1824 0000
GPN 605 / 2026 20 26 25 605 2026 0000
GPN 605 / 2327 23 27 25 605 2327 0000
GPN 605 / 2428 24 28 25 605 2428 0000
GPN 605 / 2632 26 32 25 605 2632 0000
GPN 605 / 2734 27 34 25 605 2734 0000
GPN 605 / 3037 30 37 25 605 3037 0000
GPN 605 / 3139 31 39 25 605 3139 0000
GPN 605 / 3341 33 41 25 605 3341 0000
GPN 605 / 3643 36 43 25 605 3643 0000
GPN 605 / 3745 37 45 25 605 3745 0000
GPN 605 / 3846 38 46 25 605 3846 0000
GPN 605 / 4250 42 50 25 605 4250 0000
GPN 605 / 4553 45 53 25 605 4553 0000
GPN 605 / 4856 48 56 25 605 4856 0000
GPN 605 / 6275 62 75 35 605 6275 0000

Size in mm

Flash and foreign particles are permitted for these items. We recommend that you carry 
out functional tests before series production.

For more information about the application of our items, please refer to pages 124/125.

You might also be interested in the following products: GPN 607, GPN 610, GPN 615, GPN 620
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn606

PULL PLUGS

GPN 606

Standard colour: Natural 

Material: SI 

More robust.
Solid design for increased 
demands.

Better.
Suitable for through holes with 
or without thread. Ø C closes off, 
Ø B is used as pull tab.

Saves time.
With pull tab Ø B for easy  
fitting and removal.

Higher temperature 
resistance.
Extremely heat resistant up to 
250°C. More details: page 125, 
“Physical properties”.

Dimensions

item B C (H) (M) Order no.

GPN 606 / 0033 2.4 3.3 15.9 32.3 606 0033 0000
GPN 606 / 0041 2.5 4.1 15.9 31.5 606 0041 0000
GPN 606 / 0055 3.3 5.5 25.4 51.4 606 0055 0000
GPN 606 / 0070 3.2 7 23.8 47.6 606 0070 0000
GPN 606 / 0085 3.9 8.5 25.4 53.2 606 0085 0000
GPN 606 / 0095 4 9.5 25.4 51.2 606 0095 0000
GPN 606 / 0104 4.9 10.4 25.6 53.8 606 0104 0000
GPN 606 / 0126 6.4 12.6 25.4 53.8 606 0126 0000
GPN 606 / 0163 9.5 16.3 25.4 54.5 606 0163 0000
GPN 606 / 0178 9.5 17.8 31.8 56.4 606 0178 0000
GPN 606 / 0196 9.5 19.6 25.4 56.3 606 0196 0000

Size in mm

For more information about the application of our items, please refer to pages 124/125.

Application Guide

Metric threads

Standard 
thread Fine thread Pipe thread item

M 4 GPN 606 / 0033
M 5 GPN 606 / 0041
M 6 GPN 606 / 0055
M 8 M 8 × 1 G 1/16 GPN 606 / 0070

M 10 M 9 × 1 GPN 606 / 0085
M 10 × 1 G 1/8 GPN 606 / 0095

M 11 GPN 606 / 0095
M 12 M 11 × 1 M 12 × 1.5 GPN 606 / 0104
M 14 M 13 × 1 M 14 × 1.5 G 1/4 GPN 606 / 0126
M 18 M 16 × 1 M 17 × 1 M 18 × 2 G 3/8 GPN 606 / 0163
M 20 M 18 × 1 M 19 × 1.5 GPN 606 / 0178
M 22 M 20 × 1 M 20 × 1.5 G 1/2 GPN 606 / 0196

This application table is a guide only. We will be happy to send you free samples for  
testing. For apertures and bore holes without thread, please use dimensions B and C.

Flash and foreign particles are permitted for these items. We recommend that you carry 
out functional tests before series production.

You might also be interested in the following products: GPN 255, GPN 551, GPN 605, GPN 607
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn910

COVERS

GPN 910

Standard colour: Black

Material: PE-LD

Better.
Flat design, ideal for closing 
apertures in cover panels.

Suitable for casings Dimensions

item Aperture I Wall thickness T A C H (M) Order no.

GPN 910 / 3280 12 1 16 12.3 3 5 910 3280 0000
GPN 910 / 2179 15 1 18 15.4 4 5 910 2179 0000
GPN 910 / 3759 17.3 1 20 17.6 4 6 910 3759 0000
GPN 910 / 2967 20 1 35 20.5 5 7.5 910 2967 0000
GPN 910 / 0766 20.5 1 25 21.1 2.5 4 910 0766 0000
GPN 910 / 4015 25 1.5 28 26 4 6.2 910 4015 0000
GPN 910 / 3040 25.5 1 38 26 5.3 7.4 910 3040 0000
GPN 910 / 3043 26.3 2.2 38 27 7.5 9.5 910 3043 0000
GPN 910 / 0763 26.5 1.5 38 27 4.3 6.3 910 0763 0000
GPN 910 / 3790 33 1.5 36 33.5 4 6 910 3790 0000
GPN 910 / 5539 36 2 53 36.5 5 7 910 5539 0000
GPN 910 / 3205 39.5 0.9 50 40 4 6 910 3205 0000
GPN 910 / 4010 39.7 0.8 50 40.4 2.4 4.2 910 4010 0000
GPN 910 / 3097 50 1 55 50.6 4 6 910 3097 0000
GPN 910 / 0715 53 1.5 62 53.8 4 6 910 0715 0000
GPN 910 / 3044 60.8 2.2 66 61.5 7.8 9.8 910 3044 0000
GPN 910 / 0714 61 1.5 68 62 4 5.8 910 0714 0000
GPN 910 / 3791 64 1.5 85 64.6 4.1 6.1 910 3791 0000
GPN 910 / 2713 71 1.5 76 71.5 5 7.5 910 2713 0000
GPN 910 / 3042 72 3 90 72.8 7.5 9.5 910 3042 0000
GPN 910 / 3223 74.5 1.5 83 75 8 10 910 3223 0000
GPN 910 / 3222 81.5 1.5 90 82 8 10 910 3222 0000
GPN 910 / 3277 92 3 103 93 7.7 9.7 910 3277 0000
GPN 910 / 4395 100 2 109 101 5 7 910 4395 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 300 F, GPN 600, GPN 915
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn915

Standard colour: Black

Material: PHT

More versatile.
Suitable for various wall 
thicknesses and diameters.

Better.
Ideal for closing of holes in  
cover panels.

Seals better.
Provides limited sealing action 
against ingress or outflow of 
fluids.

Higher temperature 
resistance.
Heat resistant to 180 °C. More 
details: page 125 “Physical 
properties”.

Suitable for casings Dimensions

item Aperture I Wall thickness T A (M) Order no.

GPN 915 / 12 12 - 13 0.5 - 3 20.8 9 915 0012 0000
GPN 915 / 15 15 - 17 0.5 - 3 23.8 8.9 915 0015 0000
GPN 915 / 20 19.5 - 21.5 0.5 - 3 27.9 8.8 915 0020 0000
GPN 915 / 25 25 - 27 0.5 - 3 34 8.6 915 0025 0000
GPN 915 / 30 30 - 31 0.5 - 3 39 8.9 915 0030 0000
GPN 915 / 35 34.5 - 36.5 0.5 - 3 48 11 915 0035 0000
GPN 915 / 50 50 - 52 0.5 - 3 59 8.8 915 0050 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 300 F, GPN 910

SEALING PLUGS

GPN 915
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn607

GRIP PLUGS

GPN 607

Standard colour: Natural

Material: SI

Saves time.
Practical tab for easy removal.

More versatile.
The tapered design is ideal  
for accommodating large 
tolerances. 

Higher temperature 
resistance.
Heat resistant to approx.  
250 °C. More details: page 125 
“Physical properties”. 

Seals better.
Circumferential ribs are 
providing limited sealing action 
against an ingress or outflow  
of fluids. 

Better.
Suitable for bore holes and 
internal threads. Particularly 
suitable for painting. 

item

Dimensions

B C (H) (M) Order no.

GPN 607 / 0204 2 4 19.5 35.2 607 0204 0000
GPN 607 / 0406 4 6 25.4 43.2 607 0406 0000
GPN 607 / 0608 6 8 25.4 43.1 607 0608 0000
GPN 607 / 0810 8 10.5 25.4 43 607 0810 0000
GPN 607 / 1012 9.8 11.5 25.4 43.5 607 1012 0000
GPN 607 / 1214 11.9 14.5 25.4 42.5 607 1214 0000
GPN 607 / 1416 14 16 25.4 42.5 607 1416 0000
GPN 607 / 1618 16 18 25.4 42.5 607 1618 0000
GPN 607 / 1820 18 20 26 43 607 1820 0000
GPN 607 / 2022 20 22.5 25.4 43 607 2022 0000
GPN 607 / 2224 22.5 24 25.4 43 607 2224 0000
GPN 607 / 2426 24 26 25.4 43 607 2426 0000
GPN 607 / 2628 25.7 28 25.4 43 607 2628 0000
GPN 607 / 2832 28.6 32 25.4 43.8 607 2832 0000

Size in mm

For more information about the application of our items, please refer to pages 124/125.

Application Guide

Metric threads

Standard 
thread Fine thread Pipe 

thread

Unified Thread  
pursuant to  

ASME / ANSI B 1.1 UN / 
UNC / UNF / UNEF

item

M 4 GPN 607 / 0204
M 6 M 6 × 0.75 GPN 607 / 0406
M 8 M 8 × 1 5/16 GPN 607 / 0608

M 10 M 10 × 1 1/8 3/8 GPN 607 / 0810
M 12 M 12 × 1 M 12 × 1.5 7/16 GPN 607 / 1012
M 14 M 14 × 1.5 1/4 1/2 GPN 607 / 1214
M 16 M 14 × 1 M 16 × 1 M 16 × 1.5 3/8 9/16 5/8 GPN 607 / 1416
M 18 M 18 × 1 M 18 × 1.5 3/4 GPN 607 / 1618
M 20 M 20 × 1.5 1/2 GPN 607 / 1820
M 22 M 22 × 1.5 1/2 5/8 7/8 GPN 607 / 2022
M 24 M 24 × 1.5 M 24 × 2 1 GPN 607 / 2224
M 26 M 26 × 1.5 3/4 1 1  1/16 GPN 607 / 2426
M 28 M 30 M 28 × 1.5 M 28 × 2 GPN 607 / 2628
M 32 M 30 × 1.5 M 32 × 1.5 M 32 × 2 7/8 GPN 607 / 2832

This application table is a guide only. We would be happy to send you free samples for 
testing. For apertures and bore holes without thread, please use dimensions B and C.

Flash and foreign particles are permitted for these items. We recommend that you carry 
out functional tests before series production.

You might also be interested in the following products:  
GPN 310, GPN 330, GPN 605, GPN 606, GPN 608

101

Watch the film now:
poeppelmann.com/en/gpn608

Standard colour: Yellow

Material: PE-LD

Saves time.
Very quick disassembly thanks 
to an innovative lateral removal 
tab – protected  tab design.

More versatile.
Can be used universally as plug 
or cap. The tapered design 
is ideal for accommodating 
tolerances.

Cleaner.
Upon request, we can 
manufacture in the specially 
designed cleanroom in 
accordance with VDA Volume 
19 and ISO 16232. For further 
information, please refer 
to page 129.

Better.
To close off bore holes and 
internal threads, or to protect 
studs and external threads.

Inner application

TAPERED CLOSURE WITH SIDE TAB

GPN 608

item

Inner application

A (B) C H D (E) (G) (N) Order no.

608 BL 90 11 7 9 8.8 7.8 5.5 9.3 17.5 608 0090 0000
608 BL 100 12 8 10 8.8 8.8 6.4 9.3 18 608 0100 0000
608 BL 110 13 9 11 8.8 9.8 7.4 9.3 18.5 608 0110 0000
608 BL 120 14 10 12 9.8 10.7 8.4 10.1 19 608 0120 0000
608 BL 130 15 11 13 9.8 11.8 9.4 10.3 19.5 608 0130 0000
608 BL 140 16 12 14 10.8 12.7 10.5 11.3 20 608 0140 0000
608 BL 150 18 13 15 10.8 13.7 11.3 11.3 24 608 0150 0000
608 BL 160 19 14.1 15.9 10.8 14.7 12.3 11.2 24.5 608 0160 0000
608 BL 170 19.9 14.9 16.8 10.8 15.7 13.4 11.2 25 608 0170 0000
608 BL 180 20.9 16.1 17.8 10.8 16.7 14.4 11.2 25.5 608 0180 0000
608 BL 190 21.9 17.2 18.9 10.8 17.7 15.4 11.2 26 608 0190 0000
608 BL 200 22.9 18.1 19.9 11.8 18.7 16.4 12.2 31.5 608 0200 0000
608 BL 210 23.8 19.2 20.7 11.8 19.7 17.4 12.2 32 608 0210 0000
608 BL 220 25 20.3 22.1 11.8 20.7 18.1 12.2 32.5 608 0220 0000
608 BL 230 26 21 23 11.8 21.7 19.4 12.3 33 608 0230 0000
608 BL 240 27 22 24 11.8 22.7 20.4 12.3 33.5 608 0240 0000
608 BL 250 27.9 23.3 24.7 11.8 23.7 21.4 12.2 34 608 0250 0000
608 BL 260 28.9 24.2 25.7 11.8 24.7 22.4 12.2 34.5 608 0260 0000
608 BL 270 29.9 25.2 26.8 12.8 25.7 23.4 13.2 35 608 0270 0000
608 BL 280 31.9 26.1 27.9 12.8 26.7 24.4 13.2 36 608 0280 0000
608 BL 290 33.8 27.2 28.8 12.8 27.7 25.4 13.2 37 608 0290 0000
608 BL 300 35 28.4 30 12.8 28.6 26.2 13 37.5 608 0300 0000
608 BL 330 41 32.1 33 6.5 31.7 30 7.7 40.5 608 0330 0000
608 BL 670 71.8 65.8 66.8 10.5 65.4 64.3 11 50.87 608 0670 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 308, GPN 600, GPN 610, GPN 615
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn630

GRIP PLUGS

GPN 630

Standard colour: Black

Material: TPE (plasticiser-free)

Saves time.
With removal grip for fast 
removal. 

Higher temperature 
resistance.
Heat resistant to 150 °C. More 
details: page 125, “Physical 
properties”.

Better.
Plugs are designed to turn inside 
out during low abrasion removal. 

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

This application table is a guide only. We will be happy to send you free samples for  
testing. For apertures and bore holes without thread, please use dimensions B and C.

You might also be interested in the following products: GPN 305, GPN 615

item

Dimensions

A C (H) (M) Order no.

GPN 630 M 8 × 1 15.5 7.5 9 23 630 0810 0000
GPN 630 M 10 × 1 17.5 9.5 8 22.8 630 1010 0000
GPN 630 M 12 × 1 19.5 11.5 9 23.5 630 1210 0000

GPN 630 M 14 × 1.5 21.5 13.5 9 23.8 630 1415 0000
GPN 630 M 16 × 1.5 23.5 15.5 9 23.8 630 1615 0000
GPN 630 M 18 × 1.5 25.5 17.6 9 25 630 1815 0000
GPN 630 M 20 × 1.5 27.5 19.5 9 25 630 2015 0000
GPN 630 M 22 × 1.5 29.5 21.5 9 25 630 2215 0000
GPN 630 M 24 × 1.5 28.5 23.5 9 25 630 2415 0000

Application Guide

Metric threads

Standard 
thread Fine thread

Unified Thread  
pursuant to  

ASME / ANSI B 1.1 UN / 
UNC / UNF / UNEF

item

M 8 M 8 × 1 5/16 GPN 630 M 8 × 1
M 10 × 1 3/8 GPN 630 M 10 × 1
M 12 × 1 M 12 × 1.25 M 12 × 1.5 1/2 GPN 630 M 12 × 1
M 13 × 1 M 14 × 1.5 9/16 GPN 630 M 14 × 1.5

M 16 × 1.5 M 17 × 2 5/8 GPN 630 M 16 × 1.5
M 18 × 1.5 M 19 × 2 11/16 GPN 630 M 18 × 1.5
M 20 × 1 M 20 × 1.5 GPN 630 M 20 × 1.5
M 22 × 1 M 22 × 1.5 7/8 GPN 630 M 22 × 1.5

M 24 × 1.5 M 25 × 2 15/16 GPN 630 M 24 × 1.5
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Ribbed Ezecap
SR 6119
Natural Silicone Rubber

• Fits a range of sizes due to ribbed design
• Internal seal prevents paint ingress
• Flanged for easy removal

Flexitube
SR 1051
Silicone Rubber

• Supplied in one metre lengths
• Unique design fits several diameters

Mouse Tail
SR 1176
Natural Silicone

• Ideal to plug very small holes
• Recovery silicone produces a tight plug

High–Temperature Cone Caps/Plugs
SR 1075
Silicone Rubber

• Versatile dual role: cap masks exposed studs; plug masks 
exposed holes

• As plug, components can be held by painting hooks
• Various colours for rapid size identification

As a cap As a plug

SILICONE CAPS AND PLUGS (+250ºC)

Part Number
Dimensions (mm)

Standard Pack Quantity
d1 d D l

491660 3.0 6.0 16.0 52.0 200
491661 6.0 9.0 19.0 52.0 200
491662 9.0 12.0 22.0 52.0 200
491663 12.0 15.0 25.0 52.0 200
491664 15.0 18.0 28.0 52.0 200
491665 18.0 21.0 31.0 52.0 200

Part Number
Dimensions (mm)

Colour Standard 
Pack QuantityD d d1 H

110050 12.7 3.3 6.3 23.0 Natural 500
461905 12.7 5.5 8.0 25.4 Rust 1000
110051 15.9 4.5 8.5 25.4 Yellow 500
110052 16.5 5.0 10.0 28.0 Brown 500
461906 16.1 5.8 10.1 27.9 Clear 1000
110053 19.1 8.0 14.0 36.0 Black 250
110073 24.9 11.5 17.5 38.1 Green 250
110074 27.9 13.5 19.5 51.0 Blue 100
461915 25.4 14.8 20.8 49.0 Red 200
461916 31.0 16.0 22.0 53.0 Purple 200

Part Number Colour
Dimensions (mm) To Fit Stud  

Diameters (mm) Standard Pack Quantity
d1 d2

1255013 Red 5.3 2.8 3.0–5.0 25m
1255014 Yellow 7.3 4.8 5.0–7.0 25m
1255015 White 9.5 6.5 7.0–9.0 25m
1255016 Blue 11.5 8.5 9.0–11.0 25m
1255017 Green 14.0 10.7 11.0–13.5 25m

Part Number
Dimensions (mm)

Standard Pack Quantity
D d L l

498738 2.1 0.8 49.0 24.5 500
498739 2.5 0.8 52.8 26.4 500

www.METALIKA-KACIN.com
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Washer Pull Plug
SR5753
Silicone Rubber

Blade Cap
SR5755
Natural Silicone Rubber

Washer Cap
SR5756
Silicone Rubber

Cap with Flange
SR5754
Silicone Rubber

Part Number Colour
Dimensions (mm)

Standard Pack Quantity
D d1 h2 h1

35–UWPP–M3 Purple 10.0 2.7 2.7 9.9 250
35–UWPP–M4 Dark Green 10.0 3.6 3.5 9.9 250
35–UWPP–M5 Clear 10.0 4.5 2.7 9.9 250
35–UWPP–M6 White 15.0 5.4 4.2 9.9 250
35–UWPP–M8 Grey 15.0 7.2 4.2 9.9 250

35–UWPP–M10 Yellow 20.0 9.5 5.3 9.9 100
35–UWPP–M12 Pink 20.0 10.9 5.3 9.9 100
35–UWPP–500 Pink 12.7 4.2 2.7 9.9 250
35–UWPP–562 Yellow 14.3 4.9 2.7 9.9 250
35–UWPP–625 Dark Green 15.9 5.7 2.7 9.9 250
35–UWPP–688 Clear 17.5 7.2 4.2 9.9 250
35–UWPP–812 Grey 20.6 8.7 4.2 9.9 100
35–UWPP–922 White 23.4 10.2 5.3 9.9 100

35–UWPP–1060 Purple 26.9 11.7 6.3 8.0 100

Part Number Colour Thread
Dimensions (mm)

Standard Pack Quantity
D d d1 H

35–WC125–0500 Clear – 12.7 3.2 6.6 25.4 500
35–WC156–0500 Clear – 12.7 4.0 8.1 25.4 500
35–WC172–0500 Clear – 12.7 4.4 9.8 25.4 500
35–WC027–012 Green M3 12.0 2.7 6.0 25.4 500
35–WC037–012 Pink M4 12.0 3.7 6.5 25.4 500
35–WC046–015 Clear M5 15.0 4.6 8.0 25.4 500
35–WC056–015 Red M6 15.0 5.6 8.5 25.4 500
35–WC075–018 Black M8 18.0 7.5 10.5 25.4 250
35–WC095–018 Yellow M10 20.5 9.5 12.5 38.1 250
35–WC115–025 Clear M12 25.0 11.5 16.5 38.1 250
35–WC155–031 Purple M16 31.0 15.5 20.5 38.1 250
35–WC195–038 Grey M20 38.0 19.5 24.5 38.1 250

Part Number
Dimensions (mm)

Standard Pack Quantity
A B C

35–SCR1000 6.3 10.0 0.8 1000
35–SCR2000 11.7 7.1 0.9 1000

35–SCR3000* 12.5 17.5 1.2 1000
35–SCR4000* 6.3 11.6 0.8 1000
35–SCR5000* 11.9 9.5 1.0 1000

Part Number Colour
Dimensions (mm)

Standard Pack Quantity
d2 D d1 H h1

35–SCF–M8 Yellow 7.4 12.0 4.5 31.0 12.0 250
35–SCF–M10 Pink 8.7 14.7 6.0 32.0 13.0 250
35–SCF–M12 Clear 10.7 15.8 8.0 45.0 14.0 250
35–SCF–M14 Grey 12.6 17.5 9.6 57.0 17.0 250

*Black

SILICONE CAPS AND PLUGS (+250ºC)

www.METALIKA-KACIN.com
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Hollow Thread Masking Plug
SR5750
Silicone Rubber

*Not hollow

Part Number Colour
Dimensions (mm)

Standard Pack Quantity
d1 h1 H D

35-UTM-M3* Red 2.7 5.3 20.8 3.5 1000
35-UTM-M4* Pink 3.6 5.8 21.8 4.0 1000
35-UTM-M5* Yellow 4.5 5.6 20.8 5.1 500
35-UTM-M6* Clear 5.3 7.5 24.5 6.3 500
35-UTM-M8 Purple 7.2 7.5 22.8 8.4 500

35-UTM-M10 Pink 9.1 7.0 24.0 10.4 250
35-UTM-M12 Red 10.8 9.5 20.8 12.4 250
35-UTM-M16 Green 14.8 11.0 23.8 16.6 100
35-UTM-M20 Yellow 18.4 13.5 28.0 22.2 100

1219767 Black 20.2 16.0 38.0 22.2 100
35-UTM-M24 Grey 22.8 16.0 37.8 24.1 50

SILICONE CAPS AND PLUGS (+250ºC)

D

d1

L

d2

L1

Stud Protection Caps
SR 1026
Black Thermoplastic Elastomer

• Ideal for protecting exposed studs

Push Plug
SR 1028
EPDM 80 Shore

Part Number Colour
Dimensions (mm) Standard 

Pack Quantityd1 d2 D L1 L
1219764 Black 2.2 – 3.2 6.0 17.0 1000
1219765 Green 3.0 2.4 4.2 8.0 20.0 1000
1219766 Black 3.8 2.4 5.2 8.0 20.0 1000

Part Number
Dimensions (mm) Standard 

Pack Quantityd h
15175 4.4 12.7 10000
15207 4.8 41.3 8000
15208 6.4 41.3 7000
15176 7.9 19.1 10000
15178 9.1 27.2 7000
15179 11.1 23.8 3000
15180 11.9 28.6 4000
15182 12.7 27.3 4000

www.METALIKA-KACIN.com
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Multi Flange Plug
SR5748
Silicone Rubber

Dual Purpose Pull Plug
SR5749
Silicone Rubber

Dual Flange Pull Plug
SR5752
Silicone Rubber

Part Number Colour
Dimensions (mm)

Standard Pack Quantity
d1 d2 d3 d4 D h1

35-UMFP-4-10 Blue 4.0 6.0 8.0 10.0 – 11.0 250
35-UMFP-8-16 Red 8.0 10.0 12.0 14.0 16.0 19.5 100

35-UMFP-10-18 Green 10.0 12.0 14.0 16.0 18.0 19.5 100

Part Number Colour
Dimensions (mm)

Standard Pack Quantity
h2 B A h1 d D

35-UDPP-0500 Blue 15.9 9.5 12.7 15.9 9.5 12.7 250
35-UDPP-0625 Green 19.1 12.7 15.9 19.1 12.7 15.9 250
35-UDPP-0750 Black 19.1 15.9 19.1 19.1 15.9 19.1 250
35-UDPP-1000 Red 25.4 22.2 25.4 25.4 22.2 25.4 250

Part Number Colour
Dimensions (mm)

Standard Pack Quantity
A B C D E F

35-DFPP-M6 Green 7.8 10.3 5.0 6.7 5.0 20.4 500
35-DFPP-M8 Red 9.5 11.6 6.7 8.0 3.8 20.5 500

35-DFPP-M10 Green 11.3 12.5 8.5 9.0 3.8 20.4 500
35-DFPP-M12 Purple 13.0 15.2 10.3 11.6 5.6 26.8 250
35-DFPP-M16 White 17.4 17.5 13.6 14.0 8.9 31.2 100
35-DFPP-M20 Blue 21.0 21.6 17.0 18.0 12.3 34.4 100

SILICONE CAPS AND PLUGS (+250ºC)
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INNOVATIVE SOLUTIONS 
FOR PRECISION MASKING 
TO SAVE TIME AND REDUCE 
LABOUR COSTS
• Custom design to suit many applications
• Quick and easy to apply and to remove
• Efficient and effective

Call us 
NOW

CUSTOM DIE-CUT 
ADHESIVE SHEETS
•  Selection of masking

films on a polyester liner

•  Choice of thickness to
adapt to your design

•  Silicone adhesive for high
temperature applications

CUSTOM DIE-CUT 
MAGNETIC SHAPES
•   Choice of thickness

and texture

VACUUM FORMED 
PLASTIC COVERS
•  Consistent positioning

with magnetic
attachments

•  Perfect for masking
complex profiles

•  Re-useable

www.METALIKA-KACIN.com



Multi-Flex Caps
SR 1072
Yellow Flexible PVC

• Easy fitting and removal
• Plain or threaded applications
• Unique design fits a range of diameters

*Six-sided design

Flexiplugs
SR 1070
Yellow Flexible PVC

• Resistant to tearing, splitting and shredding

Pull-Tab Flexicaps
SR 1066
Yellow Flexible PVC

• Easy fitting and removal

Part Number
To Fit Thread Size Dimensions (mm)

Standard Pack Quantity
Metric BSP UNF d h

PCYJ-0048-013 M4 – – 4.8 13.0 5000
PCYJ-0061-013 – – ¼” 6.1 13.0 5000
PCYJ-0053-013 M6 – 7⁄32” 5.3 13.0 5000
PCYJ-0075-013 – – – 7.5 13.0 5000
PCYJ-0077-013 M8 – 5⁄16” 7.7 13.0 7500
PCYJ-0077-025 – – – 7.7 25.0 5000
PCYJ-0093-013 M10 ⅛” ⅜” 9.3 13.0 5000
PCYJ-0093-025 – – – 9.3 25.0 5000
PCYJ-0097-013 – – – 9.7 13.0 2500
PCYJ-0097-025 – – – 9.7 25.0 2500
PCYJ-0111-025 – – – 11.1 25.0 2500
PCYJ-0119-013 M12 – ½” 11.9 13.0 5000
PCYJ-0119-025 – – – 11.9 25.0 5000
PCYJ-0124-013 – ¼” ½” 12.4 13.0 5000
PCYJ-0132-013 M14 – 17⁄32” 13.2 13.0 5000
PCYJ-0132-025 – – – 13.2 25.0 2500
PCYJ-0143-025 M15 – 9⁄16” 14.3 25.0 2500
PCYJ-0153-013 M16 – – 15.3 13.0 2500
PCYJ-0153-025 – – – 15.3 25.0 2000
PCYJ-0159-025 – ⅜” ⅝” 15.9 25.0 2000
PCYJ-0163-025 – – – 16.3 25.0 1250
PCYJ-0188-013 M20 – ¾” 18.8 13.0 2500
PCYJ-0188-025 – – – 18.8 25.0 1250
PCYJ-0200-025 – – – 20.0 25.0 2500
PCYJ-0206-013 M22 ½” 13⁄16” 20.6 13.0 2500
PCYJ-0206-025 – – – 20.6 25.0 2000
PCYJ-0238-025 – – – 23.8 25.0 1500
PCYJ-0251-025 M26 – 1” 25.1 25.0 1000
PCYJ-0269-025 – – – 26.9 25.0 1500
PCYJ-0381-050 M39 – 1½” 38.1 50.0 350
PCYJ-0508-050 – 2” – 50.8 50.0 200

FLEXIBLE PVC CAPS AND PLUGS (+210ºC)

Part Number
To Fit Thread Size Dimensions (mm) Standard

Pack QuantityMetric BSP UNF d h
MFYJ-090-025 M10 ⅛” ⅜” 9.0-11.0 25.0 500
MFYJ-110-025 M12 ¼” 7⁄16”, ½” 11.0-13.5 25.0 500

MFYJ-135-030* M14 – 9⁄16”, ⅝” 13.5-16.5 30.0 500
MFYJ-165-040* M16, M18 ⅜” ¾” 16.5-20.0 40.0 250
MFYJ-200-050* M20, M22, M24 ½”, ⅝” ⅞” 20.0-24.0 50.0 100

Part Number
Dimensions (mm) To Fit Thread Size

Standard Pack Quantity
d1 d2 Metric UNF

FPYJ-072 7.2 4.4 M8 5⁄16” 5000
FPYJ-091 9.1 6.4 M10 ⅜” 5000
FPYJ-103 10.3 7.5 – 7⁄16” 5000
FPYJ-118 11.8 9.0 M12 ½” 5000
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Yellow Flexicaps
SR 1044
Yellow Flexible PVC

• Flexible. durable caps for a multitude of uses
• Attractive vinyl appearance – suitable for finished applications

FLEXIBLE PVC CAPS AND PLUGS (+210ºC)

Part Number
To Fit Thread Size Dimensions (mm)

Standard Pack Quantity
Metric BSP UNF d h

FCYJ-0020-013 – – – 2.0 13.0 5000
FCYJ-0028-013 M3 – – 2.8 13.0 5000
FCYJ-0032-013 M3 – – 3.2 13.0 5000
FCYJ-0036-013 M4 – – 3.6 13.0 5000
FCYJ-0039-013 – – – 3.9 13.0 5000
FCYJ-0039-025 – – – 3.9 25.0 5000
FCYJ-0044-013 M5 – 3⁄16” 4.4 13.0 5000
FCYJ-0044-019 M5 – 3⁄16” 4.4 19.0 5000
FCYJ-0044-025 M5 – 3⁄16” 4.4 25.0 5000
FCYJ-0048-013 M5 – 3⁄16” 4.8 13.0 5000
FCYJ-0048-025 M5 – 3⁄16” 4.8 25.0 5000
FCYJ-0052-013 – – – 5.2 13.0 5000
FCYJ-0055-013 – – – 5.5 13.0 5000
FCYJ-0055-025 – – – 5.5 25.0 5000
FCYJ-0059-013 M6 – ¼” 5.9 13.0 5000
FCYJ-0059-025 M6 – ¼” 5.9 25.0 5000
FCYJ-0064-013 – – ¼” 6.4 13.0 5000
FCYJ-0064-025 – – – 6.4 25.0 5000
FCYJ-0070-013 – – – 7.0 13.0 5000
FCYJ-0077-013 M8 – 5⁄16” 7.7 13.0 5000
FCYJ-0077-019 M8 – 5⁄16” 7.7 19.0 5000
FCYJ-0077-025 M8 – 5⁄16” 7.7 25.0 5000
FCYJ-0079-013 M8 – 5⁄16” 7.9 13.0 5000
FCYJ-0079-019 M8 – 5⁄16” 7.9 19.0 5000
FCYJ-0079-025 M8 – 5⁄16” 7.9 25.0 5000
FCYJ-0083-025 – – – 8.3 25.0 2500
FCYJ-0087-013 – – – 8.7 13.0 5000
FCYJ-0087-019 – – – 8.7 19.0 5000
FCYJ-0095-013 M10 1⁄8” ⅜” 9.5 13.0 5000
FCYJ-0095-019 M10 1⁄8” ⅜” 9.5 19.0 5000
FCYJ-0095-025 M10 1⁄8” ⅜” 9.5 25.0 5000
FCYJ-0103-013 – – – 10.3 13.0 5000
FCYJ-0103-025 – – – 10.3 25.0 2500
FCYJ-0111-013 M12 – 7⁄16” 11.1 13.0 5000
FCYJ-0111-019 M12 – 7⁄16” 11.1 19.0 5000
FCYJ-0111-025 M12 – 7⁄16” 11.1 25.0 2500
FCYJ-0119-013 M12 – ½” 11.9 13.0 5000
FCYJ-0119-019 M12 – ½” 11.9 19.0 2500
FCYJ-0119-025 M12 – ½” 11.9 25.0 2500
FCYJ-0127-013 – ¼” ½” 12.7 13.0 5000
FCYJ-0127-019 – ¼” ½” 12.7 19.0 2500

Part Number
To Fit Thread Size Dimensions (mm)

Standard Pack Quantity
Metric BSP UNF d h

FCYJ-0135-013 M14 1” – 13.5 13.0 5000
FCYJ-0135-025 M14 1” – 13.5 25.0 5000
FCYJ-0138-013 M14 1” – 13.8 13.0 2500
FCYJ-0138-025 M14 – – 13.8 25.0 2500
FCYJ-0143-013 M15 – 9⁄16” 14.3 13.0 5000
FCYJ-0143-025 M15 – 9⁄16” 14.3 25.0 5000
FCYJ-0152-013 – – – 15.2 13.0 5000
FCYJ-0152-019 – – – 15.2 19.0 5000
FCYJ-0159-013 M16 – – 15.9 13.0 5000
FCYJ-0159-019 M16 – – 15.9 19.0 2500
FCYJ-0159-025 M16 – – 15.9 25.0 2500
FCYJ-0174-013 M18 ⅜” – 17.4 13.0 2500
FCYJ-0174-019 M18 ⅜” – 17.4 19.0 2000
FCYJ-0174-025 M18 ⅜” – 17.4 25.0 2000
FCYJ-0191-013 M20 – ¾” 19.1 13.0 2500
FCYJ-0191-019 M20 – ¾” 19.1 19.0 2500
FCYJ-0191-025 M20 – ¾” 19.1 25.0 2500
FCYJ-0199-025 – – – 19.9 25.0 2500
FCYJ-0206-013 – – – 20.6 13.0 2500
FCYJ-0206-025 – – – 20.6 25.0 1250
FCYJ-0206-038 – – – 20.6 38.0 1000
FCYJ-0214-013 M22 ½” – 21.4 13.0 5000
FCYJ-0214-025 M22 ½” – 21.4 25.0 1250
FCYJ-0222-025 – ½” ⅞” 22.2 25.0 2500
FCYJ-0222-038 – – ⅞” 22.2 38.0 1250
FCYJ-0238-013 M24 – 1” 23.8 13.0 5000
FCYJ-0238-025 M24 ⅝” 1” 23.8 25.0 1250
FCYJ-0238-038 M24 ⅝” 1” 23.8 38.0 1000
FCYJ-0246-025 M25 – 1” 24.6 25.0 1000
FCYJ-0246-038 M25 – – 24.6 38.0 1000
FCYJ-0254-013 – – – 25.4 13.0 2500
FCYJ-0254-025 – – – 25.4 25.0 1000
FCYJ-0263-013 M27 – – 26.3 13.0 1000
FCYJ-0263-025 M27 – – 26.3 25.0 1000
FCYJ-0269-013 M27 – – 26.9 13.0 4000
FCYJ-0269-025 M27 ¾” – 26.9 25.0 1500
FCYJ-0269-038 M27 ¾” – 26.9 38.0 1000
FCYJ-0286-025 M30 – 1⅛” 28.6 25.0 1000
FCYJ-0286-038 M30 – 1⅛” 28.6 38.0 500
FCYJ-0302-025 – – – 30.2 25.0 1000
FCYJ-0302-038 – ⅞” – 30.2 38.0 1000
FCYJ-0302-050 – ⅞” – 30.2 50.0 500
FCYJ-0318-025 – ⅞” 1¼” 31.8 25.0 1000
FCYJ-0318-038 – ⅞” 1¼” 31.8 38.0 1000
FCYJ-0318-050 – ⅞” 1¼” 31.8 50.0 500
FCYJ-0349-025 M35 – 1¼” 34.9 25.0 1000
FCYJ-0349-038 M35 – 1⅜” 34.9 38.0 650
FCYJ-0349-050 M35 – 1⅜” 34.9 50.0 500
FCYJ-0381-025 M39 – 1½” 38.1 25.0 1000
FCYJ-0381-038 M39 – 1½” 38.1 38.0 600
FCYJ-0381-050 M39 – 1½” 38.1 50.0 500
FCYJ-0413-025 M42 1¼” – 41.3 25.0 900
FCYJ-0413-038 M42 1¼” – 41.3 38.0 500
FCYJ-0413-050 M42 1¼” – 41.3 50.0 400
FCYJ-0445-025 M45 1⅜” – 44.5 25.0 500
FCYJ-0445-038 M45 1⅜” – 44.5 38.0 500
FCYJ-0445-050 M45 1⅜” – 44.5 50.0 400
FCYJ-0476-025 M48 1½” – 47.6 25.0 625
FCYJ-0476-050 – 1½” – 47.6 50.0 350
FCYJ-0508-025 – – 2” 50.8 25.0 550
FCYJ-0508-050 – – 2” 50.8 50.0 200
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Paper Tapered Cap
SR 6114
Crepe Paper

• Suitable for painting or powder coating applications
• Can withstand temperatures up to +205°C
• Cost-effective alternative to silicone
• Made from a blend of post-consumer and virgin materials
• Recyclable

Paper Tapered Plug
SR 6113
Crepe Paper

• Suitable for painting or powder coating applications
• Can withstand temperatures up to +205°C
• Cost-effective alternative to silicone
• Made from a blend of post-consumer and virgin materials
• Recyclable

PAPER CAPS AND PLUGS (+205ºC)

Part Number
Dimensions (mm)

Standard Pack Quantity
d1 d2 h

491530 9.0 10.1 10.1 2500
491532 12.3 19.0 22.4 2900
491534 19.7 21.2 19.5 1000
491535 20.6 24.2 21.2 500
491536 24.1 27.3 22.5 500
491537 28.6 33.0 18.2 500
491539 33.3 38.6 17.8 200
491540 36.7 41.2 20.6 200
491541 41.0 42.8 21.5 300
491542 42.5 51.1 18.3 250
491543 46.4 48.0 23.9 180
491544 59.1 59.5 22.0 140
491545 65.7 72.3 24.5 100
491546 71.8 72.3 24.6 100
491547 84.2 92.2 28.3 100

Part Number
Dimensions (mm)

Standard Pack Quantity
d1 d2 D h

491551 9.4 11.9 16.0 9.1 2200
491553 11.9 14.6 19.3 10.6 1350
491555 13.2 16.1 22.1 10.7 1500
491556 14.7 17.7 22.0 12.2 1600
491558 17.2 20.8 26.3 13.5 1050
491559 19.8 22.3 30.0 14.8 720
491560 21.8 24.1 32.9 17.5 500
491561 23.3 28.3 35.0 13.8 620
491562 25.4 31.4 38.8 19.3 500
491563 29.8 36.5 44.0 16.1 500
491565 34.6 40.7 47.8 14.6 470
491567 38.0 45.1 53.8 17.5 500
491568 43.8 52.4 61.7 17.2 450
491570 50.2 58.4 74.2 26.1 200
491571 56.3 63.5 74.5 16.3 200
491572 67.0 79.9 90.7 19.1 130
491573 83.2 91.4 103.9 18.7 100
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High-Temperature Ezecaps
SR 1096
Black EPDM

• Internal seal prevents paint ingress
• Flanged for easy removal

Universal Plug
SR 1499
Thermoplastic Rubber (+125°C)

• Designed to mask holes without masking the surrounding area
• Pull-tab allows easy installation and removal

One Time Plugs
SR 1498
Thermoplastic Rubber (+125°C)

EPDM (+180ºC) AND TPE (+95ºC) CAPS AND PLUGS

Part Number
Dimensions (mm)

Standard Pack Quantity
d d1 h

461867 4.0 7.2 30.0 500
461869 4.8 7.9 35.0 500
461871 6.0 9.2 30.0 500
461872 6.5 9.7 23.1 500
461874 7.5 10.6 33.8 200
461875 8.0 11.2 24.7 250
461879 11.5 14.6 30.9 250
461880 12.3 15.5 25.7 250
461881 13.5 16.7 30.0 250
461882 15.4 18.6 30.0 250
496729 17.0 23.0 40.0 250
496730 23.0 30.0 50.0 250
496731 29.0 36.0 50.0 250

Part Number
Dimensions (mm)

Standard Pack Quantity
D d1 L

36-EG100 9.5 3.2 31.8 2500
36-EG200 12.7 3.2 50.8 1500

Part Number
Dimensions (mm)

Standard Pack Quantity
d1 d2 d3 d4 D h1

36-38110 5.2 7 8.7 – 10.5 31.0 2500
36-38120 7.0 8.7 10.5 12.4 14.2 32.5 1250

Blanking Plugs
SR 1751
Black Thermoplastic Elastomer

• Acid-resistant

Part Number
Dimensions (mm) Standard 

Pack QuantityD d1 d2 h H
15150 9.3 9.3 4.7 1.6 4.6 10000
15151 9.5 9.5 6.4 1.6 5.0 10000
15155 17.7 12.8 11.2 1.6 6.2 10000
15157 18.7 15.5 12.7 1.6 5.6 5000
15158 20.0 18.4 14.9 1.3 7.0 10000
15159 22.0 19.0 15.5 1.6 7.5 5000
15160 25.0 21.5 19.0 1.6 6.5 5000
15161 25.0 21.5 20.0 1.6 6.5 5000
15162 28.5 26.6 22.2 2.4 8.2 3000
15164 30.0 27.5 24.5 2.4 8.7 2000
15166 32.0 28.3 25.4 1.6 9.0 3000
15165 32.0 28.3 25.4 2.4 9.0 3000
15170 38.2 35.4 32.0 3.1 7.15 2000
15168 38.2 35.4 31.5 1.6 7.5 2000
15171 43.7 43.0 38.2 1.6 8.2 1500
15172 57.5 52.6 51.5 1.6 12.4 1000
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High–Temperature Plugs
SR 1089
Black EPDM

Type 1

Type 2

Type 1

• Recommended for plating, anodizing, spray painting and other 
finishing applications

• Excellent sealing capacity
• Ideal for plain and threaded holes
Type 2

• Cost–effective solution for larger sizes due to hollowed centre
• More flexible than solid plugs allowing easier application

• Designed to mask holes without masking the surrounding area
• Tapered rings and hollow core allow many different areas

to be masked
• Pull–tab allows easy installation and removal

High-Temperature Flangeless Plugs
SR 1090
Black EPDM

EPDM (+180ºC) AND TPE (+95ºC) CAPS AND PLUGS

Part
Number Type

To Fit Thread Size Dimensions (mm) Standard Pack 
QuantityMetric UNF BSP d1 d2 H

461526 1 M2 – – 2.0 0.5 19.1 1000
461527 1 M2 – – 3.2 0.8 15.9 1000
461528 1 M3 – – 3.2 1.6 15.9 1000
461529 1 M3, M4 – – 4.8 1.6 15.9 1000
461530 1 M3, M4 – – 4.8 1.6 19.1 1000
461531 1 M3, M4, M5 – – 5.5 1.2 38.1 1000
461532 1 M5, M6 ¼” – 6.4 3.2 19.1 1000
461533 1 M5, M6 ¼” – 6.4 3.2 25.4 1000
461534 1 M7, M8 ⅝” 1⁄16” 8.7 4.8 15.9 1000
461535 1 M7, M8 ⅝” 1⁄16” 8.7 4.8 25.4 1000
461536 1 M10 ⅜” ⅛” 9.5 6.4 12.7 100
461537 1 M10 ⅜” ⅛” 9.5 6.4 19.1 100
461538 1 M12 7⁄16” – 11.1 8.7 17.5 100
461539 1 M10, M12 ⅜” ⅛” 11.1 6.4 25.4 100
461540 1 M12 7⁄16” – 11.9 8.7 20.6 100
461541 1 M10, M12, M14 7⁄16”, ½”, 9⁄16” ¼” 14.3 7.9 28.6 100
461542 1 M10, M12, M14 7⁄16”, ½”, 9⁄16” ¼” 14.3 7.9 25.4 100
461543 1 M14, M16 ½”, 9⁄16” – 15.1 10.3 25.4 100
461544 1 M14, M16 9⁄16”, ⅝” ⅜” 15.9 11.1 22.2 100
461545 1 M16 ⅝” ⅜” 16.7 12.7 25.4 100
461546 1 M14, M16, M18 ⅝” ⅜” 17.5 11.1 25.4 100
461547 1 M18, M20 ¾” – 19.1 14.3 14.3 100
461548 1 M18, M20 ¾” – 19.1 14.3 25.4 100
461549 1 M20 ¾” ½” 19.8 15.9 25.4 100
461550 1 M20, M22 ¾” ½” 20.3 15.9 15.9 100
461551 1 M22, M24 ⅞” – 23.5 19.1 19.1 100

Part
Number Type

To Fit Thread Size Dimensions (mm) Standard Pack 
QuantityMetric UNF BSP d1 d2 H

461552 1 M22, M24 ⅞” – 23.8 18.3 25.4 100
461553 1 M24, M27 1” ¾” 25.4 19.8 25.4 100
461554 1 M27 – – 27.0 23.0 25.4 100
461555 1 M30 1⅛” – 27.9 23.8 25.4 100
461556 1 M33 1¼” – 31.8 26.2 25.4 100
461557 1 M33 1¼”, 1⅜” 1” 33.4 27.0 25.4 100
461558 1 M36 1⅜” – 36.5 30.2 25.4 100
461559 1 M39 1½” – 38.9 31.8 25.4 100
461560 1 M39, M42 1½” 1¼” 41.3 33.3 25.4 100
461561 1 M42 – 1¼” 42.9 35.7 25.4 100
461562 1 M48 – – 44.5 37.3 25.4 100
461563 1 M48 – 1½” 46.0 38.1 25.4 100
461564 1 – – 1½” 50.0 41.3 25.4 50
461565 1 M56 – – 52.4 44.5 25.4 50
461566 1 M56 – – 56.0 47.6 25.4 50
461567 1 M64 – 2” 62.7 50.0 25.4 50
461568 1 M64 – 2” 63.5 54.0 25.4 50
461569 1 – – – 68.3 57.9 25.4 50
461570 1 – – 2½” 75.0 61.9 34.9 50
461571 1 – – 3” 88.9 76.2 38.1 10
461572 1 – – – 101.6 82.6 38.1 10
461573 1 – – 4” 127.0 88.9 50.8 5
461574 1 – 1½” – 39.0 31.0 25.0 50
461575 1 M42, M45 – 1⅜” 43.0 36.0 25.0 50
461581 1 – – – 46.0 38.0 25.0 50
461583 1 M60, M62 – – 63.0 50.0 25.0 25

Part Number
Dimensions (mm)

Standard Pack Quantity
d1 D h

461479 4.0 6.0 25.4 1000
461480 6.0 8.0 25.4 1000
461481 8.0 10.0 25.4 1000
461482 10.0 12.0 25.4 500
461483 12.0 14.0 25.4 500
461484 14.0 16.0 25.4 200
461485 16.0 18.0 25.4 200
461486 18.0 20.0 25.4 200
461488 22.5 24.0 25.4 200
461489 24.0 26.0 25.4 100
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High-Temperature Washer Plugs
SR 1092
Black EPDM

• Plug threaded or plain holes
• Mask surface area around hole
• Integral washer and plug combination performs as single unit

High-Temperature Pull Plugs
SR 1094
Black EPDM

• Ideal for masking threaded and plain through–holes
• Pull–tab allows plugs to be pushed into hole to be masked, and 

pulled out after use

Mouse Tail
SR 1179
Black EPDM

• Ideal to plug very small holes
• Recovery material produces a tight plug

EPDM (+180ºC) AND TPE (+95ºC) CAPS AND PLUGS

Part Number
Dimensions (mm)

Standard Pack Quantity
D d L l

498740 2.0 0.6 33.8 16.9 500
498741 2.0 0.6 52.9 26.9 500
498743 2.5 0.8 52.8 26.4 500

Part Number
Dimensions (mm)

Standard Pack Quantity
D d h1 h2

461640 5.0 2.8 15.9 15.9 500
461641 5.0 2.8 25.4 25.4 500
461643 5.7 3.2 25.4 25.4 500
461645 7.0 3.2 23.8 23.4 500
461648 8.5 3.9 25.4 25.4 500
461649 8.9 4.9 22.4 23.5 250
461650 9.8 3.9 25.4 25.4 250
461651 10.2 4.0 25.4 25.4 250
461654 11.3 6.5 25.4 25.2 250
461657 12.0 6.2 25.4 25.4 250
461658 12.6 6.4 25.4 25.4 250
461660 13.5 6.4 25.4 25.4 250
461667 16.3 9.5 25.4 25.4 100
461668 18.0 9.5 31.8 33.7 100

Part
Number

To Fit Hole Dimensions (mm) Standard Pack 
QuantityMetric UNF BSP D d1 d2 d3 d4

461619 M3 ¼” – 6.4 1.7 4.0 3.7 6.4 100
461620 M4, M5 - – 7.9 2.3 3.6 3.0 4.6 100
461621 M6, M8 5⁄16” 1⁄16” 9.5 3.3 5.1 4.0 7.0 100
461622 M7, M9 5⁄16” 1⁄16” 12.7 4.0 7.0 7.3 9.5 100
461623 M10, M12 ⅜”, ½” ⅛”, ¼” 12.7 7.3 9.9 8.1 11.5 100
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Polyimide Tape up to +260°C
SR 1059
Polyimide Substrate

• High-performance masking tape
• High chemical and abrasion 

resistance
• Suitable for powder-coating

and electro-coating (E-coating) 
applications

• Clean removal, no residue

Blue Polyester Tape up to +180°C
SR 1059
Polyester

Glass Cloth Tape up to +250°C
SR 1059
White Fibreglass Cloth

• Easily removable, leaving no residue
• Resistant to solvents and abrasion
• Tightly-woven glass cloth tape 

provides good tear strength
• Suitable for high-pressure 

applications such as sand blasting
• Suitable for powder coating and wet 

painting

• This thinner tape conforms easily to 
unusual shapes and can be used to 
mask curved applications

• Quick adhesion for time-saving 
application

• Clean removal – leaves no residue
• 25 micron tape thickness

Green Polyester Tape up to +180°C
SR 1059
Polyester

• Quick adhesion for time-saving 
application

• Clean removal, leaving no residue
• General-purpose tape suitable for 

most masking applications including 
powder coating and anodizing

• Supplied in 38 micron thickness

MASKING TAPES, HOOKS AND BAGS

Part Number Width (mm) Length (m) Standard Pack Quantity

200/12 12.0 33.0 1
200/25 25.0 33.0 1
200/50 50.0 33.0 1

Part Number
Dimensions

Standard Pack Quantity
Width (mm) Length (m)

600/12 12.0 50.0 1
600/25 25.0 50.0 1

Part Number
Dimensions

Standard Pack Quantity
Width (mm) Length (m)

151/12 12.0 66.0 1
151/25 25.0 66.0 1
151/50 50.0 66.0 1

Part Number
Dimensions

Standard Pack Quantity
Width (mm) Length (m)

100/12 12.0 66.0 1
100/18 18.0 66.0 1
100/25 25.0 66.0 1
100/30 30.0 66.0 1
100/40 40.0 66.0 1
100/50 50.0 66.0 1
100/75 75.0 66.0 1

100/100 100.0 66.0 1
330/250 250.0 66.0 1
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Paper Tape up to +135°C
SR 1059
Crepe Paper

• Three versions of paper masking tape available, 
each covering different temperature ranges from 
+80°C to +135°C

• General-purpose masking tape, suitable for most
low-temperature applications and for use with
synthetic enamels, cellulose and acrylic paints

* Features a silicone adhesive system, specially developed for use in high-temperature painting.

Green Discs up to +180°C
SR 1058
Polyester

• Quick adhesion for time-saving application
• For a wide variety of applications including

powder coating and anodizing
• Clean removal - leaves no residue

Polyimide Discs up to +260°C
SR 1058
Polyimide Substrate

• High-performance masking discs
• High chemical and abrasion resistance
• Suitable for powder-coating and electro-coating 

(E-coating) applications
• Clean removal - leaves no residue

Blue Discs up to +180°C
SR 1058
Polyester

• General-purpose discs suitable for most masking applications 
including powder coating and anodizing

• Quick adhesion for time-saving application
• Clean removal – leaves no residue

Eze-Wrap Tape up to +204°C
SR 1059
Silicone Rubber

• Self-fusing tape, adheres to itself to form a homogenous mass, 
providing excellent sealing

• Forms a homogenous mass within 24 hours at room temperature or 
four minutes at +180°C

• No adhesive, therefore no residue when removed
• Easy to mould to irregular-shaped objects

MASKING TAPES, HOOKS AND BAGS

Part Number Disc Diameter (mm) Discs Per Roll Standard Pack Quantity

460513 12.0 2000 1
460514 25.0 500 1
460515 40.0 250 1
460516 50.0 250 1

Part Number Disc Diameter (mm) Discs Per Roll Standard Pack Quantity

460501 12.0 2000 1
460502 15.0 2000 1
460503 18.0 1000 1
460504 20.0 1000 1
460505 25.0 500 1
460506 30.0 500 1
460507 40.0 250 1
460508 50.0 250 1

Part Number Disc Diameter (mm) Discs Per Roll Standard Pack Quantity

460509 12.0 2000 1
460510 25.0 500 1
460511 40.0 250 1
460512 50.0 250 1

Part Number
Dimensions Maximum 

Temperature Standard Pack Quantity
Width (mm) Length (m)

400/25 25.0 50.0 +80ºC 1
500/25 25.0 50.0 +120ºC 1

900/25* 25.0 50.0 +135ºC 1

Part Number
Dimensions

Standard Pack Quantity
Width (mm) Length (m)

800/1 25.4 10.9 1

www.METALIKA-KACIN.com



Masking Square
SR 1183
Polyester

• Quick adhesion for time saving applications
• For a wide variety of applications including powder coating 

and anodizing
• Clean removal – leaves no residue

Masking Square
SR 1183
Polyimide Substrate

• High performance masking square
• High chemical and abrasion resistance
• Suitable for powder coating and E-coating applications
• Clean removal – leaves no residue

Part Number Dimensions (mm) Square per roll Standard Pack Quantity

499010 6 x 6 5000 1
499011 9 x 9 5000 1
499012 12 x 12 5000 1
499013 15 x 15 2000 1
499015 25 x 25 2000 1

Part Number Dimensions (mm) Square per roll Standard Pack Quantity

499821 6 x 6 5000 1
499822 9 x 9 5000 1
499667 12 x 12 5000 1
499669 19 x 19 2000 1

Masking Bags
SR 1097
Clear LDPE

• Mask awkward shapes
• Elasticated bottom to hold bag onto application
• Softening point +90°C, for use up to +100°C

Part Number
Dimensions (mm)

Standard Pack Quantity
Length Width

498806 50 100 100
498807 50 200 100
498808 50 300 100
498809 100 100 100
498810 100 200 100
498811 300 150 100
498812 300 250 100
498813 600 400 75
498814 600 450 75
498815 600 600 25
498816 900 600 25

MASKING TAPES, HOOKS AND BAGS

www.METALIKA-KACIN.com



METALIKA KACIN
Slovenija      
(+386) 04 510 53 60
info@metalika-kacin.com
Hrvatska          
(+385) 051 213 060
hrvatska@metalika-kacin.com
Srbija         
(+381) 011 25 21 756
srbija@metalika-kacin.com

Silikonski profili
Silicone Profiles
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Extrudierte Quadratschur aus homogenem EPDM-Weichgummi
Material: EPDM-Kautschuk, Colour schwarz, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt
vielfältig einsetzbar u. a. zum Dichten, Federn und a ls Trennschicht, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, schwache Säuren 
und Laugen. nicht bzw. mäßig beständig gegen Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Quadratschur aus homogenem FKM-Weichgummi (Flourkautschuk)
Material: FKM-Kautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, 
temperaturbeständig  bis ca. +270°C
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Quadratschur aus homogenem Weichsilikon, lebensmitteltauglich
Material: Silikon, Colour grau bzw. transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt, leicht ta lkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht. Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr.     Packaging unit          Height Width Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height WidthPart-Nr.     Packaging unit          Height Width

Part-Nr. Packaging unit Height Width

5400.8906 Bund á 100 m 6 mm 6 mm
5400.8908 Bund á 50 m 8 mm 8 mm
5400.8910 Bund á 50 m 10 mm 10 mm

5450.8905 Bund á 50 m 5 mm 5 mm
5450.8906 Bund á 25 m 6 mm 6 mm
5450.8908 Bund á 25 m 8 mm 8 mm
5450.8910 Bund á 25 m 10 mm 10 mm

Part-Nr. Colour Packaging unit Height Width Part-Nr. Colour Packaging unit Height Width
5440.8604 grau Bund á 50 m 4 mm    4 mm
5440.8605 grau Bund á 50 m 5 mm    5 mm
5440.8606 grau Bund á 50 m 6 mm    6 mm
5440.8608 grau Bund á 25 m 8 mm    8 mm

5400.8915 Bund á 25 m 15 mm 15 mm
5400.8920 Bund á 15 m 20 mm 20 mm

5450.8912 Bund á 25 m 12 mm 12 mm
5450.8915 Bund á 20 m 15 mm 15 mm
5450.8918 Bund á 10 m 18 mm 18 mm

5440.8610 grau Bund á 25 m 10 mm 10 mm
5440.8612 grau Bund á 25 m 12 mm 12 mm
5440.8615 transluzent Bund á 25 m 15 mm 15 mm 

teltauglich
Material: homogenes extrudiertes Weichsilikon, Colour transluzent (Artikel 524.0408 schwarz), 
Shorehärte 60°+/-5°ShoreA

allseitig glatt und leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht
Toleranzen: nach DIN ISO 3302-1 E2

selbstklebend, lebensmitteltauglich 
(ausgenommen Selbstklebebeschichtung!)
Material: homogenes extrudiertes Weichsilikon, Colour transluzent (Artikel 524.0408 schwarz), 
Shorehärte 60°+/-5°ShoreA, als Montagehilfe einseitig selbstklebend ausgerüstet

allseitig glatt, mit Selbstklebebeschichtung und Abdeckfolie
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform 
(gilt nicht für die Selbstklebebeschichtung), dauerh
+180° (Selbstklebebeschichtung bis + 130°C, kurzzeitigbis 175°C),
vielfältig einsetzbar u. a. zum Dichten, Federn und al s Trennschicht
Toleranzen: nach DIN ISO 3302-1 E2

5240.0210 Bund á 100 m 2 mm 10 mm 
5240.0212  Bund á 100 m 2 mm 12 mm 
5240.0215 Bund á 100 m 2 mm 15 mm 
5240.0220 Bund á 100 m 2 mm 20 mm 
5240.0225 Bund á 50 m 2 mm 25 mm 
5240.0230 Bund á 50 m 2 mm 30 mm 
5240.0310 Bund á 100 m 3 mm 10 mm 
5240.0312 Bund á 100 m 3 mm 12 mm 
5240.0314 Bund á 100 m 3 mm 14 mm 
5240.0315 Bund á 100 m 3 mm 15 mm 

5280.0210 Bund á 100 m 2 mm 10 mm
5280.0212 Bund á 100 m 2 mm 12 mm
5280.0215 Bund á 100 m 2 mm 15 mm
5280.0220 Bund á 100 m 2 mm 20 mm
5280.0225 Bund á 50 m 2 mm 25 mm
5280.0230 Bund á 50 m 2 mm 30 mm
5280.0310 Bund á 100 m 3 mm 10 mm
5280.0312 Bund á 100 m 3 mm 12 mm
5280.0314 Bund á 100 m 3 mm 14 mm
5280.0315 Bund á 100 m 3 mm 15 mm

5240.0320 Bund á 100 m 3 mm 20 mm 
5240.0325 Bund á 50 m 3 mm 25 mm 
5240.0330 Bund á 50 m 3 mm 30 mm 
5240.0408* Bund á 100 m 4 mm 8 mm
5240.0510 Bund á 50 m 5 mm 10 mm 
5240.0512 Bund á 50 m 5 mm 12 mm
5240.0515 Bund á 50 m 5 mm 15 mm 
5240.0520 Bund á 50 m 5 mm 20 mm 
5240.0525 Bund á 50 m 5 mm 25 mm 
5240.0530 Bund á 50 m 5 mm 30 mm 

5280.0320 Bund á 100 m 3 mm 20 mm
5280.0325 Bund á 50 m 3 mm 25 mm
5280.0330 Bund á 50 m 3 mm 30 mm
5280.0408* Bund á 100 m 4 mm 8 mm 
5280.0510 Bund á 50 m 5 mm 10 mm
5280.0512 Bund á 50 m 5 mm 12 mm
5280.0515 Bund á 50 m 5 mm 15 mm
5280.0520 Bund á 50 m 5 mm 20 mm
5280.0525 Bund á 50 m 5 mm 25 mm
5280.0530 Bund á 50 m 5 mm 30 mm 

*Part-Nr. 524.0408 abweichende Colour schwarz

*Part-Nr. 528.0408 abweichende Colour schwarz

Rectangular Silicone Strips SIK 524 Soft Rubber Square Cord EP 540

Fluoro Rubber Square Cord FKM 545

Silicone Strips Square Cord SIK 544

Rectangular Silicone Strips SIK 528 Self-adhesive
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insetzbar, technische Qualität
Material:  geschlossenzelliger Silikonschaum, Colour weiß, Dichte 0,4 +/-0,1g/cm³

Außenhaut, leicht talkumiert
 vielseitig einsetzbar zum Dichten und Dämmen, beson

wiederholter Druckbelastung, bei Komprimierung um bi -
mögen, sehr gut beständig gegen Witterung, Alterung, physiologisch rein und bakteriologisch 

Fette,
temperaturbeständig bis +180°C, kurzzeitig bis +200°C
Toleranzen:  nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

5840.0204 Bund á 100 m 2 mm 4 mm 
5840.0208 Bund á 50 m 2 mm 8 mm 
5840.0210 Bund á 50 m 2 mm 10 mm 
5840.0215 Bund á 25 m 2 mm 15 mm 
5840.0220 Bund á 25 m 2 mm 20 mm 
5840.0305 Bund á 50 m 3 mm 5 mm 
5840.0310 Bund á 50 m 3 mm 10 mm 
5840.0315 Bund á 25 m 3 mm 15 mm 
5840.0320 Bund á 25 m 3 mm 20 mm 
5840.0325 Bund á 25 m 3 mm 25 mm 
5840.0330 Bund á 25 m 3 mm 30 mm 
5840.0340 Bund á 25 m 3 mm 40 mm 
5840.0405 Bund á 100 m 4 mm 5 mm 
5840.0406 Bund á 100 m 4 mm 6 mm 
5840.0410 Bund á 25 m 4 mm 10 mm 
5840.0415 Bund á 25 m 4 mm 15 mm 
5840.0420 Bund á 25 m 4 mm 20 mm 
5840.0430 Bund á 25 m 4 mm 30 mm 
5840.0510 Bund á 25 m 5 mm 10 mm 
5840.0512 Bund á 25 m 5 mm 12 mm 
5840.0515 Bund á 25 m 5 mm 15 mm 
5840.0520 Bund á 25 m 5 mm 20 mm 
5840.0525 Bund á 25 m 5 mm 25 mm 
5840.0530 Bund á 25 m 5 mm 30 mm 
5840.0540 Bund á 25 m 5 mm 40 mm 
5840.0606 Bund á 100 m 6 mm 6 mm 
5840.0610 Bund á 25 m 6 mm 10 mm 
5840.0615 Bund á 25 m 6 mm 15 mm 

5840.0620 Bund á 25 m 6 mm 20 mm 
5840.0630 Bund á 25 m 6 mm 30 mm 
5840.0640 Bund á 25 m 6 mm 40 mm 
5840.0810 Bund á 25 m 8 mm 10 mm 
5840.0815 Bund á 25 m 8 mm 15 mm 
5840.0820 Bund á 25 m 8 mm 20 mm 
5840.0830 Bund á 25 m 8 mm 30 mm 
5840.1010 Bund á 25 m 10 mm 10 mm 
5840.1015 Bund á 25 m 10 mm 15 mm 
5840.1020 Bund á 25 m 10 mm 20 mm 
5840.1025 Bund á 25 m 10 mm 25 mm 
5840.1030 Bund á 25 m 10 mm 30 mm 
5840.1040 Bund á 25 m 10 mm 40 mm 
5840.1212 Bund á 25 m 12 mm 12 mm 
5840.1515 Bund á 25 m 15 mm 15 mm 
5840.1520 Bund á 25 m 15 mm 20 mm 
5840.1525 Bund á 25 m 15 mm 25 mm 
5840.1530 Bund á 25 m 15 mm 30 mm 
5840.1540 Bund á 25 m 15 mm 40 mm 
5840.2020 Bund á 25 m 20 mm 20 mm 
5840.2025 Bund á 25 m 20 mm 25 mm 
5840.2030 Bund á 25 m 20 mm 30 mm 
5840.2040 Bund á 25 m 20 mm 40 mm 
5840.2050 Bund á 25 m 20 mm 50 mm 
5840.2525 Bund á 25 m 25 mm 25 mm 
5840.2530 Bund á 25 m 25 mm 30 mm 
5840.3030 Bund á 25 m 30 mm 30 mm

insetzbar, technische Qualität, selbstklebend
Material: geschlossenzelliger Silikonschaum, Colour weiß, Dichte 0,4 +/-0,1g/cm³, als Montagehilfe einseitig 
selbstklebend ausgerüstet

Außenhaut, auf der Breitseite 
mit Selbstklebebeschichtung und Abdeckfolie

vielseitig einsetzbar zum Dichten und Dämmen, beson
bzw. wiederholter Druckbelastung, bei Komprimierung u
vermögen, sehr gut beständig gegen Witterung, Alterung, physiologisch rein und bakteriologisch 

Fette, 
temperaturbeständig bis +180°C, kurzzeitig bis +200°C, (SK-Beschichtung bis +130°C, kurzzeitig bis +175°C)
Toleranzen: nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

8940.0208 Bund á 50 m 2 mm 8 mm
8940.0210 Bund á 50 m 2 mm 10 mm
8940.0215 Bund á 25 m 2 mm 15 mm
8940.0220 Bund á 25 m 2 mm 20 mm
8940.0305 Bund á 50 m 3 mm 5 mm
8940.0310 Bund á 50 m 3 mm 10 mm
8940.0315 Bund á 25 m 3 mm 15 mm
8940.0320 Bund á 25 m 3 mm 20 mm
8940.0325 Bund á 25 m 3 mm 25 mm
8940.0330 Bund á 25 m 3 mm 30 mm
8940.0340 Bund á 25 m 3 mm 40 mm
8940.0405 Bund á 100 m 4 mm 5 mm
8940.0406 Bund á 100 m 4 mm 6 mm
8940.0410 Bund á 25 m 4 mm 10 mm
8940.0415 Bund á 25 m 4 mm 15 mm
8940.0420 Bund á 25 m 4 mm 20 mm
8940.0430 Bund á 25 m 4 mm 30 mm
8940.0510 Bund á 25 m 5 mm 10 mm
8940.0512 Bund á 25 m 5 mm 12 mm
8940.0515 Bund á 25 m 5 mm 15 mm
8940.0520 Bund á 25 m 5 mm 20 mm
8940.0525 Bund á 25 m 5 mm 25 mm
8940.0530 Bund á 25 m 5 mm 30 mm
8940.0540 Bund á 25 m 5 mm 40 mm
8940.0606 Bund á 100 m 6 mm 6 mm
8940.0610 Bund á 25 m 6 mm 10 mm
8940.0615 Bund á 25 m 6 mm 15 mm

8940.0620 Bund á 25 m 6 mm 20 mm
8940.0630 Bund á 25 m 6 mm 30 mm
8940.0640 Bund á 25 m 6 mm 40 mm
8940.0810 Bund á 25 m 8 mm 10 mm
8940.0815 Bund á 25 m 8 mm 15 mm
8940.0820 Bund á 25 m 8 mm 20 mm
8940.0830 Bund á 25 m 8 mm 30 mm
8940.1010 Bund á 25 m 10 mm 10 mm
8940.1015 Bund á 25 m 10 mm 15 mm
8940.1020 Bund á 25 m 10 mm 20 mm
8940.1025 Bund á 25 m 10 mm 25 mm
8940.1030 Bund á 25 m 10 mm 30 mm
8940.1040 Bund á 25 m 10 mm 40 mm
8940.1212 Bund á 25 m 12 mm 12 mm
8940.1515 Bund á 25 m 15 mm 15 mm
8940.1520 Bund á 25 m 15 mm 20 mm
8940.1525 Bund á 25 m 15 mm 25 mm
8940.1530 Bund á 25 m 15 mm 30 mm
8940.1540 Bund á 25 m 15 mm 40 mm
8940.2020 Bund á 25 m 20 mm 20 mm
8940.2025 Bund á 25 m 20 mm 25 mm
8940.2030 Bund á 25 m 20 mm 30 mm
8940.2040 Bund á 25 m 20 mm 40 mm
8940.2050 Bund á 25 m 20 mm 50 mm
8940.2525 Bund á 25 m 25 mm 25 mm
8940.2530 Bund á 25 m 25 mm 30 mm
8940.3030 Bund á 25 m 30 mm 30 mm

Part-Nr. Packaging unit Diameter Colour

Part-Nr. Packaging unit Height  Width Part-Nr. Packaging unit Height  Width
Part-Nr. Packaging unit Height Width Part-Nr. Packaging unit Height Width

5840.0200 Bund á 50 m 2 mm weiß
5840.0300 Bund á 50 m 3 mm weiß
8840.0300 Bund á 100 m 3 mm schwarz 
5840.0400 Bund á 50 m 4 mm weiß
5840.0500 Bund á 50 m 5 mm weiß
5840.0600 Bund á 50 m 6 mm weiß

Part-Nr. Packaging unit Diameter Colour
8840.0700 Bund á 100 m 7 mm schwarz 
5840.0800 Bund á 25 m 8 mm weiß
5840.1000 Bund á 25 m 10 mm weiß
5840.1200 Bund á 25 m 12 mm weiß
5840.1500 Bund á 25 m 15 mm weiß
5840.2000 Bund á 10 m 20 mm weiß

insetzbar, technische Qualität
Material:  geschlossenzelliger Silikonschaum, Colour weiß (SIK584) bzw. schwarz (SIK884), 
Dichte 0,4 +/-0,1g/cm³

Außenhaut, leicht talkumiert
 vielseitig einsetzbar zum Dichten und Dämmen, beson

bzw. wiederholter Druckbelastung, bei Komprimierung u
vermögen, sehr gut beständig gegen Witterung, Alterung, physiologisch rein und bakteriologisch 

Fette,
temperaturbeständig bis +180°C, kurzzeitig bis +200°C
Toleranzen:  nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

Silicone Foam Rectangular Profiles 
SIK 584

Silicone Foam Round Profile SIK584 + SIK884

Silicone Foam Rectangular Profiles SIK 894 Self-adhesive
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insetzbar, technische Qualität
Material: geschlossenzelliger Silikonschaum, Colour weiß, Dichte 0,4 +/-0,1g/cm³

Außenhaut, leicht talkumiert
vielseitig einsetzbar zum Dichten und Dämmen, beson

wiederholter Druckbelastung, bei Komprimierung um bi -
mögen, sehr gut beständig gegen Witterung, Alterung, physiologisch rein und bakteriologisch 

Fette,
temperaturbeständig bis +180°C, kurzzeitig bis +200°C
Toleranzen: nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

5840.0204 Bund á 100 m 2 mm 4 mm
5840.0208 Bund á 50 m 2 mm 8 mm
5840.0210 Bund á 50 m 2 mm 10 mm
5840.0215 Bund á 25 m 2 mm 15 mm
5840.0220 Bund á 25 m 2 mm 20 mm
5840.0305 Bund á 50 m 3 mm 5 mm
5840.0310 Bund á 50 m 3 mm 10 mm
5840.0315 Bund á 25 m 3 mm 15 mm
5840.0320 Bund á 25 m 3 mm 20 mm
5840.0325 Bund á 25 m 3 mm 25 mm
5840.0330 Bund á 25 m 3 mm 30 mm
5840.0340 Bund á 25 m 3 mm 40 mm
5840.0405 Bund á 100 m 4 mm 5 mm
5840.0406 Bund á 100 m 4 mm 6 mm
5840.0410 Bund á 25 m 4 mm 10 mm
5840.0415 Bund á 25 m 4 mm 15 mm
5840.0420 Bund á 25 m 4 mm 20 mm
5840.0430 Bund á 25 m 4 mm 30 mm
5840.0510 Bund á 25 m 5 mm 10 mm
5840.0512 Bund á 25 m 5 mm 12 mm
5840.0515 Bund á 25 m 5 mm 15 mm
5840.0520 Bund á 25 m 5 mm 20 mm
5840.0525 Bund á 25 m 5 mm 25 mm
5840.0530 Bund á 25 m 5 mm 30 mm
5840.0540 Bund á 25 m 5 mm 40 mm
5840.0606 Bund á 100 m 6 mm 6 mm
5840.0610 Bund á 25 m 6 mm 10 mm
5840.0615 Bund á 25 m 6 mm 15 mm

5840.0620 Bund á 25 m 6 mm 20 mm
5840.0630 Bund á 25 m 6 mm 30 mm
5840.0640 Bund á 25 m 6 mm 40 mm
5840.0810 Bund á 25 m 8 mm 10 mm
5840.0815 Bund á 25 m 8 mm 15 mm
5840.0820 Bund á 25 m 8 mm 20 mm
5840.0830 Bund á 25 m 8 mm 30 mm
5840.1010 Bund á 25 m 10 mm 10 mm
5840.1015 Bund á 25 m 10 mm 15 mm
5840.1020 Bund á 25 m 10 mm 20 mm
5840.1025 Bund á 25 m 10 mm 25 mm
5840.1030 Bund á 25 m 10 mm 30 mm
5840.1040 Bund á 25 m 10 mm 40 mm
5840.1212 Bund á 25 m 12 mm 12 mm
5840.1515 Bund á 25 m 15 mm 15 mm
5840.1520 Bund á 25 m 15 mm 20 mm
5840.1525 Bund á 25 m 15 mm 25 mm
5840.1530 Bund á 25 m 15 mm 30 mm
5840.1540 Bund á 25 m 15 mm 40 mm
5840.2020 Bund á 25 m 20 mm 20 mm
5840.2025 Bund á 25 m 20 mm 25 mm
5840.2030 Bund á 25 m 20 mm 30 mm
5840.2040 Bund á 25 m 20 mm 40 mm
5840.2050 Bund á 25 m 20 mm 50 mm
5840.2525 Bund á 25 m 25 mm 25 mm
5840.2530 Bund á 25 m 25 mm 30 mm
5840.3030 Bund á 25 m 30 mm 30 mm

insetzbar, technische Qualität, selbstklebend
Material:  geschlossenzelliger Silikonschaum, Colour weiß, Dichte 0,4 +/-0,1g/cm³, als Montagehilfe einseitig 
selbstklebend ausgerüstet

Außenhaut, auf der Breitseite 
mit Selbstklebebeschichtung und Abdeckfolie

 vielseitig einsetzbar zum Dichten und Dämmen, beson
bzw. wiederholter Druckbelastung, bei Komprimierung u
vermögen, sehr gut beständig gegen Witterung, Alterung, physiologisch rein und bakteriologisch 

Fette, 
temperaturbeständig bis +180°C, kurzzeitig bis +200°C, (SK-Beschichtung bis +130°C, kurzzeitig bis +175°C)
Toleranzen:  nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

8940.0208 Bund á 50 m 2 mm 8 mm 
8940.0210 Bund á 50 m 2 mm 10 mm 
8940.0215 Bund á 25 m 2 mm 15 mm 
8940.0220 Bund á 25 m 2 mm 20 mm 
8940.0305 Bund á 50 m 3 mm 5 mm 
8940.0310 Bund á 50 m 3 mm 10 mm 
8940.0315 Bund á 25 m 3 mm 15 mm 
8940.0320 Bund á 25 m 3 mm 20 mm 
8940.0325 Bund á 25 m 3 mm 25 mm 
8940.0330 Bund á 25 m 3 mm 30 mm 
8940.0340 Bund á 25 m 3 mm 40 mm 
8940.0405 Bund á 100 m 4 mm 5 mm 
8940.0406 Bund á 100 m 4 mm 6 mm 
8940.0410 Bund á 25 m 4 mm 10 mm 
8940.0415 Bund á 25 m 4 mm 15 mm 
8940.0420 Bund á 25 m 4 mm 20 mm 
8940.0430 Bund á 25 m 4 mm 30 mm 
8940.0510 Bund á 25 m 5 mm 10 mm 
8940.0512 Bund á 25 m 5 mm 12 mm 
8940.0515 Bund á 25 m 5 mm 15 mm 
8940.0520 Bund á 25 m 5 mm 20 mm 
8940.0525 Bund á 25 m 5 mm 25 mm 
8940.0530 Bund á 25 m 5 mm 30 mm 
8940.0540 Bund á 25 m 5 mm 40 mm 
8940.0606 Bund á 100 m 6 mm 6 mm 
8940.0610 Bund á 25 m 6 mm 10 mm 
8940.0615 Bund á 25 m 6 mm 15 mm 

8940.0620 Bund á 25 m 6 mm 20 mm 
8940.0630 Bund á 25 m 6 mm 30 mm 
8940.0640 Bund á 25 m 6 mm 40 mm 
8940.0810 Bund á 25 m 8 mm 10 mm 
8940.0815 Bund á 25 m 8 mm 15 mm 
8940.0820 Bund á 25 m 8 mm 20 mm 
8940.0830 Bund á 25 m 8 mm 30 mm 
8940.1010 Bund á 25 m 10 mm 10 mm 
8940.1015 Bund á 25 m 10 mm 15 mm 
8940.1020 Bund á 25 m 10 mm 20 mm 
8940.1025 Bund á 25 m 10 mm 25 mm 
8940.1030 Bund á 25 m 10 mm 30 mm 
8940.1040 Bund á 25 m 10 mm 40 mm 
8940.1212 Bund á 25 m 12 mm 12 mm 
8940.1515 Bund á 25 m 15 mm 15 mm 
8940.1520 Bund á 25 m 15 mm 20 mm 
8940.1525 Bund á 25 m 15 mm 25 mm 
8940.1530 Bund á 25 m 15 mm 30 mm 
8940.1540 Bund á 25 m 15 mm 40 mm 
8940.2020 Bund á 25 m 20 mm 20 mm 
8940.2025 Bund á 25 m 20 mm 25 mm 
8940.2030 Bund á 25 m 20 mm 30 mm 
8940.2040 Bund á 25 m 20 mm 40 mm 
8940.2050 Bund á 25 m 20 mm 50 mm 
8940.2525 Bund á 25 m 25 mm 25 mm 
8940.2530 Bund á 25 m 25 mm 30 mm 
8940.3030 Bund á 25 m 30 mm 30 mm

Part-Nr. Packaging unit Diameter Colour

Part-Nr. Packaging unit Height Width Part-Nr. Packaging unit Height Width
Part-Nr. Packaging unit Height  Width Part-Nr. Packaging unit Height  Width

5840.0200 Bund á 50 m 2 mm weiß
5840.0300 Bund á 50 m 3 mm weiß
8840.0300 Bund á 100 m 3 mm schwarz 
5840.0400 Bund á 50 m 4 mm weiß
5840.0500 Bund á 50 m 5 mm weiß
5840.0600 Bund á 50 m 6 mm weiß

Part-Nr. Packaging unit Diameter Colour
8840.0700 Bund á 100 m 7 mm schwarz 
5840.0800 Bund á 25 m 8 mm weiß
5840.1000 Bund á 25 m 10 mm weiß
5840.1200 Bund á 25 m 12 mm weiß
5840.1500 Bund á 25 m 15 mm weiß
5840.2000 Bund á 10 m 20 mm weiß

insetzbar, technische Qualität
Material: geschlossenzelliger Silikonschaum, Colour weiß (SIK584) bzw. schwarz (SIK884), 
Dichte 0,4 +/-0,1g/cm³

Außenhaut, leicht talkumiert
vielseitig einsetzbar zum Dichten und Dämmen, beson

bzw. wiederholter Druckbelastung, bei Komprimierung u
vermögen, sehr gut beständig gegen Witterung, Alterung, physiologisch rein und bakteriologisch 

Fette,
temperaturbeständig bis +180°C, kurzzeitig bis +200°C
Toleranzen: nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

Silicone Foam Rectangular Profiles 
SIK 584

Silicone Foam Round Profile SIK584 + SIK884

Silicone Foam Rectangular Profiles SIK 894 Self-adhesive
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7840.0210 Bund á 50 m 2 mm 10 mm 
7840.0215 Bund á 50 m 2 mm 15 mm 
7840.0310 Bund á 50 m 3 mm 10 mm 
7840.0315 Bund á 50 m 3 mm 15 mm 
7840.0320 Bund á 50 m 3 mm 20 mm 
7840.0330 Bund á 50 m 3 mm 30 mm 
7840.0410 Bund á 50 m 4 mm 10 mm 
7840.0415 Bund á 50 m 4 mm 15 mm 
7840.0420 Bund á 50 m 4 mm 20 mm 

7940.0210 Bund á 50 m 2 mm 10 mm 
7940.0215 Bund á 50 m 2 mm 15 mm 
7940.0310 Bund á 50 m 3 mm 10 mm 
7940.0315 Bund á 50 m 3 mm 15 mm 
7940.0320 Bund á 50 m 3 mm 20 mm 
7940.0330 Bund á 50 m 3 mm 30 mm 
7940.0410 Bund á 50 m 4 mm 10 mm
7940.0415 Bund á 50 m 4 mm 15 mm 
7940.0420 Bund á 50 m 4 mm 20 mm 

7840.0510 Bund á 50 m 5 mm 10 mm 
7840.0515 Bund á 50 m 5 mm 15 mm 
7840.0520 Bund á 50 m 5 mm 20 mm 
7840.0530 Bund á 50 m 5 mm 30 mm 
7840.0615 Bund á 50 m 6 mm 15 mm 
7840.1010 Bund á 25 m 10 mm 10 mm 
7840.1015 Bund á 25 m 10 mm 15 mm 
7840.1020 Bund á 25 m 10 mm 20 mm 
7840.1030 Bund á 25 m 10 mm 30 mm 

 
7940.0510 Bund á 50 m 5 mm 10 mm 
7940.0515 Bund á 50 m 5 mm 15 mm 
7940.0520 Bund á 50 m 5 mm 20 mm 
7940.0530 Bund á 50 m 5 mm 30 mm 
7940.0615 Bund á 50 m 6 mm 15 mm 
7940.1010 Bund á 25 m 10 mm 10 mm 
7940.1015 Bund á 25 m 10 mm 15 mm 
7940.1020 Bund á 25 m 10 mm 20 mm 
7940.1030 Bund á 25 m 10 mm 30 mm 

Qualität
Material:  geschlossenzelliger Silikonschaum in FDA-konformer Ausführung, Colour weiß, 
Dichte 0,35 +/-0,1g/cm³

Außenhaut, leicht talkumiert
lvermögen, sehr 

gut beständig gegen Witterung, Alterung, physiologisc
lebensmittelzugelassen (FDA-konform), nicht bzw. mäßi g beständig gegen Öle und Fette, 
temperaturbeständig bis +200°C
Toleranzen:  nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

Qualität, selbstklebend
Material:  geschlossenzelliger Silikonschaum in FDA-konformer Ausführung, Colour weiß, 
Dichte 0,35 +/-0,1g/cm³, als Montagehilfe einseitig selbstklebend ausgerüstet (die Selbstklebe-
beschichtung ist nicht FDA-konform!)

Außenhaut, auf der Breitseite 
mit Selbstklebebeschichtung und Abdeckfolie

lvermögen,
sehr gut beständig gegen Witterung, Alterung, physiol
lebensmittelzugelassen (FDA-konform) – gilt nicht für die Selbstklebebeschichtung, nicht bzw. 
mäßig beständig gegen Öle und Fette, 
temperaturbeständig bis +200°C (SK-Beschichtung bis +130°C, kurzzeitig bis +175°C)
Toleranzen:  nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

Part-Nr. Packaging unit Diameter
7840.0200 Bund á 50 m 2 mm 
7840.0300 Bund á 50 m 3 mm 

Part-Nr. Packaging unit Diameter
7840.0400 Bund á 50 m 4 mm 
7840.0500 Bund á 50 m 5 mm 

Qualität
Material:  geschlossenzelliger Silikonschaum in FDA-konformer Ausführung, Colour weiß, 
Dichte 0,35 +/-0,1g/cm³

Außenhaut, leicht talkumiert
lvermögen,sehr 

gut beständig gegen Witterung, Alterung, physiologisc
lebensmittelzugelassen (FDA-konform), nicht bzw. mäßig beständig gegen Öle und Fette,
temperaturbeständig bis +200°C
Toleranzen:  nach DIN ISO 3302-1 E3, mindestens jedoch +/- 10%

Part-Nr. Stärke Width Lenght Colour 
5840.9022 2 mm 1 m 1 m weiß
5840.9032 3 mm 1 m 1 m weiß
5840.9042 4 mm 1 m 1 m weiß
5840.9052 5 mm 1 m 1 m weiß
5840.9062 6 mm 1 m 1 m weiß

Part-Nr. Stärke Width Lenght Colour 
5840.9082 8 mm 1 m 1 m weiß
5840.9102 10 mm 1 m 1 m weiß
5840.9122 12 mm 1 m 1 m weiß 
5840.9152 15 mm 1 m 1 m weiß 
5840.9202 20 mm 1 m 1 m weiß 

Geschlossenzellige Silikonschaumbahnen, vielseitig e insetzbar, technische Qualität.
Material:  geschlossenzelliger Silikonschaum, Colour weiß, Dichte 0,25 +/-0,05 g/cm³

 Ober- und Unterseite mit glatter Außenhaut und talkumiert, unbesäumt 
mit Fabrikationskanten

gkeit, Staub, und 
viele Medien; im Inside- und Außenbereich. Gutes Rückstellvermögen, sehr gut beständig 
gegen Witterung und Alterung, uv- und ozonbeständig, gut temperaturbeständig, physiolo-

äßig beständig gegen Öle und Fette,
zumeist gegen Säuren und Laugen nicht beständig, temperaturbeständig von -60°C bis +230°C
Toleranzen: +/- 10%, mindestens jedoch +/- 0,5mm 

Geschlossenzellige Silikonschaumbahnen, vielseitig e insetzbar, technische Qualität.
Material:  geschlossenzelliger Silikonschaum, Colour weiß, Dichte 0,25 +/-0,05 g/cm³

 Ober- und Unterseite mit glatter Außenhaut und talkumiert, unbesäumt 
mit Fabrikationskanten

gkeit, Staub, und 
viele Medien; im Inside- und Außenbereich. Gutes Rückstellvermögen, sehr gut beständig 
gegen Witterung und Alterung, uv- und ozonbeständig, gut temperaturbeständig, physiolo-

äßig beständig gegen Öle und Fette,
zumeist gegen Säuren und Laugen nicht beständig,
temperaturbeständig von -60°C bis +230°C
Toleranzen: +/- 10%, mindestens jedoch +/- 0,5mm 

Part-Nr. Stärke Width Lenght Colour
5840.0002 2 mm 1 m 10 m weiß
5840.0003 3 mm 1 m 10 m weiß
5840.0004 4 mm 1 m 10 m weiß
5840.0005 5 mm 1 m 10 m weiß
5840.0006 6 mm 1 m 10 m weiß

Part-Nr. Stärke Width Lenght Colour
5840.0008 8 mm 1 m 10 m weiß
5840.0010 10 mm 1 m 10 m weiß
5840.0012 12 mm 1 m 5 m weiß
5840.0015 15 mm 1 m 5 m weiß

Part-Nr. Packaging unit Height  Width Part-Nr. Packaging unit Height   Width

Part-Nr. Packaging unit Height   Width Part-Nr. Packaging unit Height  Width

Silicone Foam Rectangular Profiles 
SIK 784 FDA-Compliant

Silicone Foam Round Profiles 
SIK 784 FDA-Compliant

Silicone Foam Rectangular Profiles SIK 794 FDA-Compliant

Silicone Foam Sheets SIK 584

Silicone Foam Strips SIK 584
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Part-Nr. 5840.1826

VE: Bund á 50m 

Part-Nr. 8940.1826

VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.6700

VE: Bund á 25m  

Part-Nr. 5840.3157

VE: Bund á 25m  

Part-Nr. 8940.3157

VE: Bund á 25m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.9374

VE: Bund á 50m  

Part-Nr. 8940.9374

VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.9322

VE: Bund á 50m 

Part-Nr. 8940.9322

VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 6840.9494

VE: Bund á 50m  

Part-Nr. 5840.2210

VE: Bund á 25m 

Part-Nr. 5840.6410

VE: Bund á 25m  

Part-Nr. 5840.5481

VE: Bund á 25m  

Part-Nr. 5840.6927

VE: Bund á 25m  

Part-Nr. 5840.6900

VE: Bund á 25m  

Part-Nr. 6840.6310

VE: Bund á 25m 

Part-Nr. 5840.6310

VE: Bund á 25m  

Part-Nr. 5840.5160

VE: Bund á 25m  

Part-Nr. 5840.5510

VE: Bund á 25m 

Part-Nr. 5840.7002

VE: Bund á 25m  

Part-Nr. 6840.1701

VE: Bund á 50m 

Part-Nr. 8940.1701

VE: Bund á 50m

als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.4312

VE: Bund á 25m  

Part-Nr. 8940.4312

VE: Bund á 25m

als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.6100

VE: Bund á 25m

Part-Nr. 8940.6100
Halbrund · weiß
VE: Bund á 25m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.9559

VE: Bund á 25m

Part-Nr. 6600.0699
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m

Part-Nr. 5600.2099
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m 
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 5600.0501
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 25m
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 5600.0804
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 100m 
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 6600.2099
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m

Part-Nr. 5600.0806
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 6600.0804
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 100m

Part-Nr. 5600.0204
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 100m
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 5600.0807
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m
mit Acrylic Foam-Selbstklebebeschichtung 

Toleranzen nach DIN ISO 3302-1 E3, mind. jedoch +/- 10% bzw. 0,5mm

Toleranzen nach DIN ISO 3302-1 E3, mind. jedoch +/- 10% bzw. 0,5 mm (Silikonschaum)
Toleranzen nach DIN ISO 3302-1 E3 (Moosgummi)
Toleranzen nach DIN ISO 3302-1 E2 (Weichgummi)
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Sefl-adhesive Sefl-adhesive

Sefl-adhesive

EPDM - 
sponge rubber

Sefl-adhesive

Sefl-adhesive Sefl-adhesive Sefl-adhesive

EPDM - 
soft rubber
Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
soft rubber

EPDM - 
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EPDM - 
soft rubber

EPDM - 
sponge rubber
EPDM - 
soft rubber

Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
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Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
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Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
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Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
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EPDM - 
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EPDM - 
soft rubber

Lasted
self-adhesive

Silicone Foam Special Profiles

EPDM Soft Rubber / Sponge Rubber Coextrusion Profiles

Silicone Foam Special Profiles
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Part-Nr. 5840.1826

VE: Bund á 50m 

Part-Nr. 8940.1826

VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.6700

VE: Bund á 25m

Part-Nr. 5840.3157

VE: Bund á 25m

Part-Nr. 8940.3157

VE: Bund á 25m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.9374

VE: Bund á 50m

Part-Nr. 8940.9374

VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.9322

VE: Bund á 50m 

Part-Nr. 8940.9322

VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 6840.9494

VE: Bund á 50m

Part-Nr. 5840.2210

VE: Bund á 25m 

Part-Nr. 5840.6410

VE: Bund á 25m

Part-Nr. 5840.5481

VE: Bund á 25m

Part-Nr. 5840.6927

VE: Bund á 25m

Part-Nr. 5840.6900

VE: Bund á 25m

Part-Nr. 6840.6310

VE: Bund á 25m 

Part-Nr. 5840.6310

VE: Bund á 25m

Part-Nr. 5840.5160

VE: Bund á 25m

Part-Nr. 5840.5510

VE: Bund á 25m 

Part-Nr. 5840.7002

VE: Bund á 25m

Part-Nr. 6840.1701

VE: Bund á 50m 

Part-Nr. 8940.1701

VE: Bund á 50m

als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.4312

VE: Bund á 25m

Part-Nr. 8940.4312

VE: Bund á 25m

als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.6100

VE: Bund á 25m  

Part-Nr. 8940.6100
Halbrund · weiß
VE: Bund á 25m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5840.9559

VE: Bund á 25m  

Part-Nr. 6600.0699
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m

Part-Nr. 5600.2099
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m 
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 5600.0501
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 25m
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 5600.0804
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 100m 
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 6600.2099
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m

Part-Nr. 5600.0806
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 6600.0804
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 100m

Part-Nr. 5600.0204
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 100m
mit Acrylic Foam-Selbstklebebeschichtung 

Part-Nr. 5600.0807
EPDM-Moos-/Weichgummi · schwarz
VE: Bund á 50m
mit Acrylic Foam-Selbstklebebeschichtung 

Toleranzen nach DIN ISO 3302-1 E3, mind. jedoch +/- 10% bzw. 0,5mm

Toleranzen nach DIN ISO 3302-1 E3, mind. jedoch +/- 10% bzw. 0,5 mm (Silikonschaum)
Toleranzen nach DIN ISO 3302-1 E3 (Moosgummi)
Toleranzen nach DIN ISO 3302-1 E2 (Weichgummi)
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sponge rubber
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EPDM - 
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EPDM - 
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Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
soft rubber
Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
soft rubber
Lasted
self-adhesive

EPDM - 
sponge rubber
EPDM - 
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Lasted
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EPDM - 
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EPDM - 
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Lasted
self-adhesive

Silicone Foam Special Profiles

EPDM Soft Rubber / Sponge Rubber Coextrusion Profiles

Silicone Foam Special Profiles
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Part-Nr. 5440.5105
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5147
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5167
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5103
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5061
60° ShoreA · grau · VE: Bund á 50m 

Part-Nr. 5440.5066
60° ShoreA · weiß · VE: Bund á 50m 

Part-Nr. 5440.5124
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5092
60° ShoreA · transluzent · VE: Bund á 50m 

Part-Nr. 5440.5204
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.2001
60° ShoreA · tranzluzent
VE: Bund á 100m 

Part-Nr. 5440.2288
50° ShoreA · grau
VE: Bund á 100m 

Part-Nr. 5440.2002
60° ShoreA · transluzent
VE: Bund á 100m 

Part-Nr. 5940.2288
50° ShoreA · grau
VE: Bund á 100m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.2003
40° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.9429
60° ShoreA · schwarz
VE: Bund á 25m

Part-Nr. 5440.2019
50° ShoreA · transluzent
VE: Bund á 50m 

Part-Nr. 5540.9059
80° ShoreA · schwarz
VE: Bund á 50m

Part-Nr. 5540.3612
60° ShoreA · weiss
VE: Bund á 50m

Part-Nr. 5440.2515
60° ShoreA · schwarz
VE: Bund á 100m 

Part-Nr. 5440.2521
40° ShoreA · weiss
VE: Bund á 25m 

mmi (Flourkautschuk)
Material: Fluorkautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig gegen 

Witterung und Alterung, temperaturbeständig bis ca. +270°C,
vielfältig einsetzbar u. a. zum Dichten oder Ableiten bei zahlreichen agressiven Medien
Toleranzen: nach DIN ISO 3302-1 E2

n, lebensmitteltauglich
Material: Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, auf der Inside- und Außenseite leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten 

oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9450.0315 Bund á 50 m 3 mm 6,0 mm 1,50 mm
9450.0410 Bund á 50 m 4 mm 6,0 mm 1,00 mm
9450.0415 Bund á 50 m 4 mm 7,0 mm 1,50 mm
9450.0420 Bund á 50 m 4 mm 8,0 mm 2,00 mm
9450.0510 Bund á 50 m 5 mm 7,0 mm 1,00 mm
9450.0515 Bund á 50 m 5 mm 8,0 mm 1,50 mm
9450.0520 Bund á 50 m 5 mm 9,0 mm 2,00 mm
9450.0615 Bund á 50 m 6 mm 9,0 mm 1,50 mm
9450.0620 Bund á 50 m 6 mm 10,0 mm 2,00 mm
9450.0820 Bund á 50 m 8 mm 12,0 mm 2,00 mm
9450.1020 Bund á 50 m 10 mm 14,0 mm 2,00 mm
9450.1220 Bund á 50 m 12 mm 16,0 mm 2,00 mm

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9440.1511 Bund á 50 m 1,5 mm 3,0 mm 0,75 mm
9440.1021 Bund á 50 m 2,0 mm 4,0 mm 1,00 mm
9440.1023 Bund á 50 m 2,0 mm 6,0 mm 2,00 mm
9440.1522 Bund á 50 m 2,5 mm 5,5 mm 1,50 mm
9440.1031 Bund á 50 m 3,0 mm 5,0 mm 1,00 mm
9440.1032 Bund á 50 m 3,0 mm 6,0 mm 1,50 mm
9440.1041 Bund á 50 m 4,0 mm 6,0 mm 1,00 mm
9440.1042 Bund á 25 m 4,0 mm 7,0 mm 1,50 mm
9440.1043 Bund á 25 m 4,0 mm 8,0 mm 2,00 mm
9440.1051 Bund á 25 m 5,0 mm 7,0 mm 1,00 mm
9440.1052 Bund á 100 m 5,0 mm 8,0 mm 1,50 mm
9440.1053 Bund á 25 m 5,0 mm 9,0 mm 2,00 mm
9440.1062 Bund á 50 m 6,0 mm 9,0 mm 1,50 mm
9440.1063 Bund á 25 m 6,0 mm 10,0 mm 2,00 mm
9440.1065 Bund á 25 m 6,0 mm 12,0 mm 3,00 mm
9440.1072 Bund á 25 m 7,0 mm 10,0 mm 1,50 mm
9440.1073 Bund á 25 m 7,0 mm 11,0 mm 2,00 mm
9440.1082 Bund á 25 m 8,0 mm 11,0 mm 1,50 mm
9440.1083 Bund á 25 m 8,0 mm 12,0 mm 2,00 mm
9440.1085 Bund á 25 m 8,0 mm 14,0 mm 3,00 mm
9440.1101 Bund á 25 m 10,0 mm 12,0 mm 1,00 mm
9440.1103 Bund á 25 m 10,0 mm 14,0 mm 2,00 mm
9440.1123 Bund á 25 m 12,0 mm 16,0 mm 2,00 mm
9440.1124 Bund á 25 m 12,0 mm 17,0 mm 2,50 mm
9440.1153 Bund á 25 m 15,0 mm 19,0 mm 2,00 mm
9440.1185 Bund á 25 m 18,0 mm 24,0 mm 3,00 mm
9440.1205 Bund á 25 m 20,0 mm 26,0 mm 3,00 mm

Toleranzen nach DIN ISO 3302-1 E2 
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Fluoro Rubber Tube Profile FKM 945

Silicone Tube Profile SIK 944

Silicone Flag Profile

Silicone Special Profiles
5150

Part-Nr. 5440.5105
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5147
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5167
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5103
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5061
60° ShoreA · grau · VE: Bund á 50m 

Part-Nr. 5440.5066
60° ShoreA · weiß · VE: Bund á 50m 

Part-Nr. 5440.5124
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5092
60° ShoreA · transluzent · VE: Bund á 50m 

Part-Nr. 5440.5204
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.2001
60° ShoreA · tranzluzent
VE: Bund á 100m 

Part-Nr. 5440.2288
50° ShoreA · grau
VE: Bund á 100m 

Part-Nr. 5440.2002
60° ShoreA · transluzent
VE: Bund á 100m 

Part-Nr. 5940.2288
50° ShoreA · grau
VE: Bund á 100m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.2003
40° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.9429
60° ShoreA · schwarz
VE: Bund á 25m

Part-Nr. 5440.2019
50° ShoreA · transluzent
VE: Bund á 50m 

Part-Nr. 5540.9059
80° ShoreA · schwarz
VE: Bund á 50m

Part-Nr. 5540.3612
60° ShoreA · weiss
VE: Bund á 50m

Part-Nr. 5440.2515
60° ShoreA · schwarz
VE: Bund á 100m 

Part-Nr. 5440.2521
40° ShoreA · weiss
VE: Bund á 25m 

mmi (Flourkautschuk)
Material: Fluorkautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig gegen 

Witterung und Alterung, temperaturbeständig bis ca. +270°C,
vielfältig einsetzbar u. a. zum Dichten oder Ableiten bei zahlreichen agressiven Medien
Toleranzen: nach DIN ISO 3302-1 E2

n, lebensmitteltauglich
Material: Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, auf der Inside- und Außenseite leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten 

oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9450.0315 Bund á 50 m 3 mm 6,0 mm 1,50 mm
9450.0410 Bund á 50 m 4 mm 6,0 mm 1,00 mm
9450.0415 Bund á 50 m 4 mm 7,0 mm 1,50 mm
9450.0420 Bund á 50 m 4 mm 8,0 mm 2,00 mm
9450.0510 Bund á 50 m 5 mm 7,0 mm 1,00 mm
9450.0515 Bund á 50 m 5 mm 8,0 mm 1,50 mm
9450.0520 Bund á 50 m 5 mm 9,0 mm 2,00 mm
9450.0615 Bund á 50 m 6 mm 9,0 mm 1,50 mm
9450.0620 Bund á 50 m 6 mm 10,0 mm 2,00 mm
9450.0820 Bund á 50 m 8 mm 12,0 mm 2,00 mm
9450.1020 Bund á 50 m 10 mm 14,0 mm 2,00 mm
9450.1220 Bund á 50 m 12 mm 16,0 mm 2,00 mm

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9440.1511 Bund á 50 m 1,5 mm 3,0 mm 0,75 mm
9440.1021 Bund á 50 m 2,0 mm 4,0 mm 1,00 mm
9440.1023 Bund á 50 m 2,0 mm 6,0 mm 2,00 mm
9440.1522 Bund á 50 m 2,5 mm 5,5 mm 1,50 mm
9440.1031 Bund á 50 m 3,0 mm 5,0 mm 1,00 mm
9440.1032 Bund á 50 m 3,0 mm 6,0 mm 1,50 mm
9440.1041 Bund á 50 m 4,0 mm 6,0 mm 1,00 mm
9440.1042 Bund á 25 m 4,0 mm 7,0 mm 1,50 mm
9440.1043 Bund á 25 m 4,0 mm 8,0 mm 2,00 mm
9440.1051 Bund á 25 m 5,0 mm 7,0 mm 1,00 mm
9440.1052 Bund á 100 m 5,0 mm 8,0 mm 1,50 mm
9440.1053 Bund á 25 m 5,0 mm 9,0 mm 2,00 mm
9440.1062 Bund á 50 m 6,0 mm 9,0 mm 1,50 mm
9440.1063 Bund á 25 m 6,0 mm 10,0 mm 2,00 mm
9440.1065 Bund á 25 m 6,0 mm 12,0 mm 3,00 mm
9440.1072 Bund á 25 m 7,0 mm 10,0 mm 1,50 mm
9440.1073 Bund á 25 m 7,0 mm 11,0 mm 2,00 mm
9440.1082 Bund á 25 m 8,0 mm 11,0 mm 1,50 mm
9440.1083 Bund á 25 m 8,0 mm 12,0 mm 2,00 mm
9440.1085 Bund á 25 m 8,0 mm 14,0 mm 3,00 mm
9440.1101 Bund á 25 m 10,0 mm 12,0 mm 1,00 mm
9440.1103 Bund á 25 m 10,0 mm 14,0 mm 2,00 mm
9440.1123 Bund á 25 m 12,0 mm 16,0 mm 2,00 mm
9440.1124 Bund á 25 m 12,0 mm 17,0 mm 2,50 mm
9440.1153 Bund á 25 m 15,0 mm 19,0 mm 2,00 mm
9440.1185 Bund á 25 m 18,0 mm 24,0 mm 3,00 mm
9440.1205 Bund á 25 m 20,0 mm 26,0 mm 3,00 mm

Toleranzen nach DIN ISO 3302-1 E2 
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Sefl-adhesive

Fluoro Rubber Tube Profile FKM 945

Silicone Tube Profile SIK 944

Silicone Flag Profile

Silicone Special Profiles

5150

Part-Nr. 5440.5105
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5147
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5167
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5103
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5061
60° ShoreA · grau · VE: Bund á 50m 

Part-Nr. 5440.5066
60° ShoreA · weiß · VE: Bund á 50m 

Part-Nr. 5440.5124
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5092
60° ShoreA · transluzent · VE: Bund á 50m 

Part-Nr. 5440.5204
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.2001
60° ShoreA · tranzluzent
VE: Bund á 100m 

Part-Nr. 5440.2288
50° ShoreA · grau
VE: Bund á 100m 

Part-Nr. 5440.2002
60° ShoreA · transluzent
VE: Bund á 100m 

Part-Nr. 5940.2288
50° ShoreA · grau
VE: Bund á 100m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.2003
40° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.9429
60° ShoreA · schwarz
VE: Bund á 25m

Part-Nr. 5440.2019
50° ShoreA · transluzent
VE: Bund á 50m 

Part-Nr. 5540.9059
80° ShoreA · schwarz
VE: Bund á 50m

Part-Nr. 5540.3612
60° ShoreA · weiss
VE: Bund á 50m

Part-Nr. 5440.2515
60° ShoreA · schwarz
VE: Bund á 100m 

Part-Nr. 5440.2521
40° ShoreA · weiss
VE: Bund á 25m 

mmi (Flourkautschuk)
Material: Fluorkautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig gegen 

Witterung und Alterung, temperaturbeständig bis ca. +270°C,
vielfältig einsetzbar u. a. zum Dichten oder Ableiten bei zahlreichen agressiven Medien
Toleranzen: nach DIN ISO 3302-1 E2

n, lebensmitteltauglich
Material: Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, auf der Inside- und Außenseite leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten 

oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9450.0315 Bund á 50 m 3 mm 6,0 mm 1,50 mm
9450.0410 Bund á 50 m 4 mm 6,0 mm 1,00 mm
9450.0415 Bund á 50 m 4 mm 7,0 mm 1,50 mm
9450.0420 Bund á 50 m 4 mm 8,0 mm 2,00 mm
9450.0510 Bund á 50 m 5 mm 7,0 mm 1,00 mm
9450.0515 Bund á 50 m 5 mm 8,0 mm 1,50 mm
9450.0520 Bund á 50 m 5 mm 9,0 mm 2,00 mm
9450.0615 Bund á 50 m 6 mm 9,0 mm 1,50 mm
9450.0620 Bund á 50 m 6 mm 10,0 mm 2,00 mm
9450.0820 Bund á 50 m 8 mm 12,0 mm 2,00 mm
9450.1020 Bund á 50 m 10 mm 14,0 mm 2,00 mm
9450.1220 Bund á 50 m 12 mm 16,0 mm 2,00 mm

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9440.1511 Bund á 50 m 1,5 mm 3,0 mm 0,75 mm
9440.1021 Bund á 50 m 2,0 mm 4,0 mm 1,00 mm
9440.1023 Bund á 50 m 2,0 mm 6,0 mm 2,00 mm
9440.1522 Bund á 50 m 2,5 mm 5,5 mm 1,50 mm
9440.1031 Bund á 50 m 3,0 mm 5,0 mm 1,00 mm
9440.1032 Bund á 50 m 3,0 mm 6,0 mm 1,50 mm
9440.1041 Bund á 50 m 4,0 mm 6,0 mm 1,00 mm
9440.1042 Bund á 25 m 4,0 mm 7,0 mm 1,50 mm
9440.1043 Bund á 25 m 4,0 mm 8,0 mm 2,00 mm
9440.1051 Bund á 25 m 5,0 mm 7,0 mm 1,00 mm
9440.1052 Bund á 100 m 5,0 mm 8,0 mm 1,50 mm
9440.1053 Bund á 25 m 5,0 mm 9,0 mm 2,00 mm
9440.1062 Bund á 50 m 6,0 mm 9,0 mm 1,50 mm
9440.1063 Bund á 25 m 6,0 mm 10,0 mm 2,00 mm
9440.1065 Bund á 25 m 6,0 mm 12,0 mm 3,00 mm
9440.1072 Bund á 25 m 7,0 mm 10,0 mm 1,50 mm
9440.1073 Bund á 25 m 7,0 mm 11,0 mm 2,00 mm
9440.1082 Bund á 25 m 8,0 mm 11,0 mm 1,50 mm
9440.1083 Bund á 25 m 8,0 mm 12,0 mm 2,00 mm
9440.1085 Bund á 25 m 8,0 mm 14,0 mm 3,00 mm
9440.1101 Bund á 25 m 10,0 mm 12,0 mm 1,00 mm
9440.1103 Bund á 25 m 10,0 mm 14,0 mm 2,00 mm
9440.1123 Bund á 25 m 12,0 mm 16,0 mm 2,00 mm
9440.1124 Bund á 25 m 12,0 mm 17,0 mm 2,50 mm
9440.1153 Bund á 25 m 15,0 mm 19,0 mm 2,00 mm
9440.1185 Bund á 25 m 18,0 mm 24,0 mm 3,00 mm
9440.1205 Bund á 25 m 20,0 mm 26,0 mm 3,00 mm

Toleranzen nach DIN ISO 3302-1 E2 
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Sefl-adhesive

Fluoro Rubber Tube Profile FKM 945

Silicone Tube Profile SIK 944

Silicone Flag Profile

Silicone Special Profiles

5150

Part-Nr. 5440.5105
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5147
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5167
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5103
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5061
60° ShoreA · grau · VE: Bund á 50m 

Part-Nr. 5440.5066
60° ShoreA · weiß · VE: Bund á 50m 

Part-Nr. 5440.5124
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5092
60° ShoreA · transluzent · VE: Bund á 50m 

Part-Nr. 5440.5204
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.2001
60° ShoreA · tranzluzent
VE: Bund á 100m 

Part-Nr. 5440.2288
50° ShoreA · grau
VE: Bund á 100m 

Part-Nr. 5440.2002
60° ShoreA · transluzent
VE: Bund á 100m 

Part-Nr. 5940.2288
50° ShoreA · grau
VE: Bund á 100m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.2003
40° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.9429
60° ShoreA · schwarz
VE: Bund á 25m

Part-Nr. 5440.2019
50° ShoreA · transluzent
VE: Bund á 50m 

Part-Nr. 5540.9059
80° ShoreA · schwarz
VE: Bund á 50m

Part-Nr. 5540.3612
60° ShoreA · weiss
VE: Bund á 50m

Part-Nr. 5440.2515
60° ShoreA · schwarz
VE: Bund á 100m 

Part-Nr. 5440.2521
40° ShoreA · weiss
VE: Bund á 25m 

mmi (Flourkautschuk)
Material: Fluorkautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig gegen 

Witterung und Alterung, temperaturbeständig bis ca. +270°C,
vielfältig einsetzbar u. a. zum Dichten oder Ableiten bei zahlreichen agressiven Medien
Toleranzen: nach DIN ISO 3302-1 E2

n, lebensmitteltauglich
Material: Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, auf der Inside- und Außenseite leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten 

oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9450.0315 Bund á 50 m 3 mm 6,0 mm 1,50 mm
9450.0410 Bund á 50 m 4 mm 6,0 mm 1,00 mm
9450.0415 Bund á 50 m 4 mm 7,0 mm 1,50 mm
9450.0420 Bund á 50 m 4 mm 8,0 mm 2,00 mm
9450.0510 Bund á 50 m 5 mm 7,0 mm 1,00 mm
9450.0515 Bund á 50 m 5 mm 8,0 mm 1,50 mm
9450.0520 Bund á 50 m 5 mm 9,0 mm 2,00 mm
9450.0615 Bund á 50 m 6 mm 9,0 mm 1,50 mm
9450.0620 Bund á 50 m 6 mm 10,0 mm 2,00 mm
9450.0820 Bund á 50 m 8 mm 12,0 mm 2,00 mm
9450.1020 Bund á 50 m 10 mm 14,0 mm 2,00 mm
9450.1220 Bund á 50 m 12 mm 16,0 mm 2,00 mm

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9440.1511 Bund á 50 m 1,5 mm 3,0 mm 0,75 mm
9440.1021 Bund á 50 m 2,0 mm 4,0 mm 1,00 mm
9440.1023 Bund á 50 m 2,0 mm 6,0 mm 2,00 mm
9440.1522 Bund á 50 m 2,5 mm 5,5 mm 1,50 mm
9440.1031 Bund á 50 m 3,0 mm 5,0 mm 1,00 mm
9440.1032 Bund á 50 m 3,0 mm 6,0 mm 1,50 mm
9440.1041 Bund á 50 m 4,0 mm 6,0 mm 1,00 mm
9440.1042 Bund á 25 m 4,0 mm 7,0 mm 1,50 mm
9440.1043 Bund á 25 m 4,0 mm 8,0 mm 2,00 mm
9440.1051 Bund á 25 m 5,0 mm 7,0 mm 1,00 mm
9440.1052 Bund á 100 m 5,0 mm 8,0 mm 1,50 mm
9440.1053 Bund á 25 m 5,0 mm 9,0 mm 2,00 mm
9440.1062 Bund á 50 m 6,0 mm 9,0 mm 1,50 mm
9440.1063 Bund á 25 m 6,0 mm 10,0 mm 2,00 mm
9440.1065 Bund á 25 m 6,0 mm 12,0 mm 3,00 mm
9440.1072 Bund á 25 m 7,0 mm 10,0 mm 1,50 mm
9440.1073 Bund á 25 m 7,0 mm 11,0 mm 2,00 mm
9440.1082 Bund á 25 m 8,0 mm 11,0 mm 1,50 mm
9440.1083 Bund á 25 m 8,0 mm 12,0 mm 2,00 mm
9440.1085 Bund á 25 m 8,0 mm 14,0 mm 3,00 mm
9440.1101 Bund á 25 m 10,0 mm 12,0 mm 1,00 mm
9440.1103 Bund á 25 m 10,0 mm 14,0 mm 2,00 mm
9440.1123 Bund á 25 m 12,0 mm 16,0 mm 2,00 mm
9440.1124 Bund á 25 m 12,0 mm 17,0 mm 2,50 mm
9440.1153 Bund á 25 m 15,0 mm 19,0 mm 2,00 mm
9440.1185 Bund á 25 m 18,0 mm 24,0 mm 3,00 mm
9440.1205 Bund á 25 m 20,0 mm 26,0 mm 3,00 mm

Toleranzen nach DIN ISO 3302-1 E2 
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Sefl-adhesive

Fluoro Rubber Tube Profile FKM 945

Silicone Tube Profile SIK 944

Silicone Flag Profile

Silicone Special Profiles



w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.comwww.METALIKA-KACIN.com8 9
4342

Part-Nr. 5640.8029
Silikon · schwarz
Klemmbereich 1-2mm
VE: Bund á 100m 

Part-Nr. 5640.8049
Silikon · schwarz
Klemmbereich 2-4mm
VE: Bund á 100m 

Part-Nr. 5640.8036
Silikon · grau
Klemmbereich 1-3mm
VE: Bund á 50m

Part-Nr. 5640.8069
Silikon · schwarz
Klemmbereich 3-6mm
VE: Bund á 100m 

Part-Nr. 5640.8039
Silikon · schwarz
Klemmbereich 1-3mm
VE: Bund á 50m

Part-Nr. 5640.8109
Silikon · schwarz
Klemmbereich 6,0-10,0mm
VE: Bund á 50m

Part-Nr. 5640.3320
Silikon · transluzent
mit Edelstahlband
Klemmbereich 1-2,5mm
VE: Bund á 50m

Part-Nr. 5640.3149
Silikon · schwarz
Klemmbereich 1,5-3mm
VE: Bund á 50m

Part-Nr. 5640.3329
Silikon · schwarz
Klemmbereich 1-2,5mm
VE: Bund á 50m

Part-Nr. 5640.3449
Silikon · schwarz
Klemmbereich 1-3mm
VE: Bund á 25m

Part-Nr. 5640.8144
Silikon/Silikonschaum · grau
Klemmbereich 1-3mm
VE: Bund á 50m 

Part-Nr. 5640.6209
Silikon/Silikonschaum · schwarz
Klemmbereich 1,5-2,5mm
VE: Bund á 25m

Part-Nr. 5640.6309
Silikon · schwarz
Klemmbereich 2,5-4,5mm
VE: Bund á 25m

Part-Nr. 5640.6699
Silikon · schwarz
Klemmbereich 2,5-4mm
VE: Bund á 25m

Part-Nr. 5640.6128
Silikon · schwarz
Klemmbereich 2,5-4mm
VE: Bund á 50m 

Part-Nr. 5640.6229
Silikon/Silikonschaum · schwarz
Klemmbereich 1-3mm
VE: Bund á 50m 

Part-Nr. 5640.6239
Silikon · schwarz
Klemmbereich 1,5-3mm
VE: Bund á 25m

Part-Nr. 5640.6259
Silikon · schwarz
Klemmbereich 2,5-4mm
VE: Bund á 25m

Part-Nr. 5640.6269
Silikon · grau
Klemmbereich 1,5-3mm
VE: Bund á 50m

Part-Nr. A B C D E F  Bending radius Weight Lenght Filler profile
5500.9129 3,0 1,0 4,0 11,6 4,5 6,0 35 145 g/m 20 m 5500.9039 
5500.9139 3,0 2,0 4,0 10,2 3,0 3,0 20 95 g/m 50 m        5500.9019 
5500.9219 4,0 1,5 4,0 13,6 5,0 6,0 35 165 g/m 25 m 5500.9039 
5500.9229 4,0 1,5 7,0 16,0 7,0 7,0 80 270 g/m 20 m 5500.9059 
5500.9249 4,0 2,0 7,3 18,0 11,0 8,7 100 405 g/m 15 m 5500.9059 
5500.9239 4,0 3,0 4,0 12,6 5,0 6,0 35 150 g/m 25 m 5500.9039 
5500.9259 4,0 3,0 7,5 19,5 12,5 9,5 100 430 g/m 15 m 55000.9059 
5500.9269 4,0 3,0 7,0 16,0 7,0 7,0 80 230 g/m 15 m 5500.9059 
5500.9279 4,0 4,0 7,5 18,0 7,5 8,0 100 355 g/m 15 m        5500.9059 
5500.9319 4,5 5,0 7,0 16,0 7,0 7,0 80 300 g/m 20 m 5500.9059 
5500.9419 5,0 2,0 5,0 15,0 6,0 6,0 100 350 g/m 50 m        5500.9059 
5500.9429 5,0 2,0 7,5 19,0 12,5 9,5 100 410 g/m 15 m 5500.9059 
5540.9429* 5,0 2,0 7,5 19,0 12,5 9,5 100 448 g/m 25 m 5540.9059 
5500.9439 5,0 3,0 7,5 18,0 7,5 8,0 90 345 g/m 20 m 5500.9059 
5500.9449 5,0 3,0 7,5 19,0 12,5 9,5 100 460 g/m 15 m 5 500.9059 
5500.9459 5,0 5,0 7,0 18,4 9,0 8,0 90 360 g/m 15 m 5500.9059 
5500.9529 5,5 2,0 7,3 19,0 11,0 8,7 10 400 g/m 15 m        5500.9059 
5500.9619 6,0 1,5 7,5 19,0 12,5 9,5 100 400 g/m 15 m 5500.9059 
5500.9629 6,0 2,5 7,0 19,0 8,0 8,0 90 350 g/m 15 m 5500.9059 
5500.9639 6,0 3,0 7,5 19,0 12,5 9,5 100 410 g/m 15 m 5500.9059 
5500.9649 6,0 4,0 7,5 19,0 12,5 9,5 100 390 g/m 15 m 5500.9059 
5500.9659 6,0 6,0 8,5 19,0 9,5 9,0 100 435 g/m 15 m 5500.9059 
5500.9719 7,0 3,0 7,0 20,5 12,0 8,5 100 415 g/m 50 m 5500.9059 
5500.9729 7,0 4,0 7,5 19,0 11,0 9,5 100 470 g/m 15 m 5500.9059 
5500.9759 8,0 3,0 7,5 22,0 12,5 9,5 120 600 g/m 15 m 5500.9059 
5500.9769 8,0 4,0 8,5 25,0 12,5 10,0 100 620 g/m 15 m 5500.9059 
5500.9829 10,0 6,0 7,5 24,0 12,5 9,5 100 570 g/m 15 m 5500.9059 

Part-Nr. Height (H) Width (B) Material   Colour Weight Packaging unit
5500.9019 5,5 4,5 EPDM schwarz 18g/m Bund á 50m
5500.9039 7,0 6,0 EPDM schwarz 28g/m Bund á 50m
5500.9059 9,5 7,5 EPDM schwarz 50g/m Bund á 50m
5540.9059 9,5 7,5 Silikon schwarz 46g/m Bund á 50m
5570.9065 9,5 7,5 Weich-PVC silber 40g/m Bund á 100m 

Material: EPDM-Kautschuk oder Silikon, Colour schwarz, Shorehärte 
überwiegend ca. 75-80+/-5°ShoreA, Weich-PVC, Colour silber, 
ca. 85+/-5°ShoreA

gut beständig gegen Witterung und Alterung, wider-
standsfähig gegen zahlreiche Chemikalien, schwache S äuren und 
Laugen. Nicht bzw. mäßig beständig gegen Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2  (bzw. DIN 16941 3B Weich-PVC)

Material: EPDM-Kautschuk, Colour schwarz, 
Shorehärte überwiegend ca. 65°+/-5°ShoreA, Silikonpro

 kontinuierlich extrudiert und rundgeheizt, allseitig glatt 
miert

gut beständig gegen Witterung und Alterung, wider-
standsfähig gegen zahlreiche Chemikalien, schwache S äuren und 
Laugen, nicht bzw. mäßig beständig gegen Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Toleranzen nach DIN ISO 3302-1 E2 (Silikon)
Toleranzen nach DIN ISO 3302-1 E3, mind. jedoch +/- 10% bzw. +/- 0,5 mm (Silikonschaum)

*Part-Nr. 554.9429 Material Silikon
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Part-Nr. 5440.5105
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5147
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5167
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5103
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5061
60° ShoreA · grau · VE: Bund á 50m 

Part-Nr. 5440.5066
60° ShoreA · weiß · VE: Bund á 50m 

Part-Nr. 5440.5124
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5092
60° ShoreA · transluzent · VE: Bund á 50m 

Part-Nr. 5440.5204
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.2001
60° ShoreA · tranzluzent
VE: Bund á 100m 

Part-Nr. 5440.2288
50° ShoreA · grau
VE: Bund á 100m 

Part-Nr. 5440.2002
60° ShoreA · transluzent
VE: Bund á 100m 

Part-Nr. 5940.2288
50° ShoreA · grau
VE: Bund á 100m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.2003
40° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.9429
60° ShoreA · schwarz
VE: Bund á 25m

Part-Nr. 5440.2019
50° ShoreA · transluzent
VE: Bund á 50m 

Part-Nr. 5540.9059
80° ShoreA · schwarz
VE: Bund á 50m

Part-Nr. 5540.3612
60° ShoreA · weiss
VE: Bund á 50m

Part-Nr. 5440.2515
60° ShoreA · schwarz
VE: Bund á 100m 

Part-Nr. 5440.2521
40° ShoreA · weiss
VE: Bund á 25m 

mmi (Flourkautschuk)
Material: Fluorkautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig gegen 

Witterung und Alterung, temperaturbeständig bis ca. +270°C,
vielfältig einsetzbar u. a. zum Dichten oder Ableiten bei zahlreichen agressiven Medien
Toleranzen: nach DIN ISO 3302-1 E2

n, lebensmitteltauglich
Material: Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, auf der Inside- und Außenseite leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten 

oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9450.0315 Bund á 50 m 3 mm 6,0 mm 1,50 mm
9450.0410 Bund á 50 m 4 mm 6,0 mm 1,00 mm
9450.0415 Bund á 50 m 4 mm 7,0 mm 1,50 mm
9450.0420 Bund á 50 m 4 mm 8,0 mm 2,00 mm
9450.0510 Bund á 50 m 5 mm 7,0 mm 1,00 mm
9450.0515 Bund á 50 m 5 mm 8,0 mm 1,50 mm
9450.0520 Bund á 50 m 5 mm 9,0 mm 2,00 mm
9450.0615 Bund á 50 m 6 mm 9,0 mm 1,50 mm
9450.0620 Bund á 50 m 6 mm 10,0 mm 2,00 mm
9450.0820 Bund á 50 m 8 mm 12,0 mm 2,00 mm
9450.1020 Bund á 50 m 10 mm 14,0 mm 2,00 mm
9450.1220 Bund á 50 m 12 mm 16,0 mm 2,00 mm

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9440.1511 Bund á 50 m 1,5 mm 3,0 mm 0,75 mm
9440.1021 Bund á 50 m 2,0 mm 4,0 mm 1,00 mm
9440.1023 Bund á 50 m 2,0 mm 6,0 mm 2,00 mm
9440.1522 Bund á 50 m 2,5 mm 5,5 mm 1,50 mm
9440.1031 Bund á 50 m 3,0 mm 5,0 mm 1,00 mm
9440.1032 Bund á 50 m 3,0 mm 6,0 mm 1,50 mm
9440.1041 Bund á 50 m 4,0 mm 6,0 mm 1,00 mm
9440.1042 Bund á 25 m 4,0 mm 7,0 mm 1,50 mm
9440.1043 Bund á 25 m 4,0 mm 8,0 mm 2,00 mm
9440.1051 Bund á 25 m 5,0 mm 7,0 mm 1,00 mm
9440.1052 Bund á 100 m 5,0 mm 8,0 mm 1,50 mm
9440.1053 Bund á 25 m 5,0 mm 9,0 mm 2,00 mm
9440.1062 Bund á 50 m 6,0 mm 9,0 mm 1,50 mm
9440.1063 Bund á 25 m 6,0 mm 10,0 mm 2,00 mm
9440.1065 Bund á 25 m 6,0 mm 12,0 mm 3,00 mm
9440.1072 Bund á 25 m 7,0 mm 10,0 mm 1,50 mm
9440.1073 Bund á 25 m 7,0 mm 11,0 mm 2,00 mm
9440.1082 Bund á 25 m 8,0 mm 11,0 mm 1,50 mm
9440.1083 Bund á 25 m 8,0 mm 12,0 mm 2,00 mm
9440.1085 Bund á 25 m 8,0 mm 14,0 mm 3,00 mm
9440.1101 Bund á 25 m 10,0 mm 12,0 mm 1,00 mm
9440.1103 Bund á 25 m 10,0 mm 14,0 mm 2,00 mm
9440.1123 Bund á 25 m 12,0 mm 16,0 mm 2,00 mm
9440.1124 Bund á 25 m 12,0 mm 17,0 mm 2,50 mm
9440.1153 Bund á 25 m 15,0 mm 19,0 mm 2,00 mm
9440.1185 Bund á 25 m 18,0 mm 24,0 mm 3,00 mm
9440.1205 Bund á 25 m 20,0 mm 26,0 mm 3,00 mm

Toleranzen nach DIN ISO 3302-1 E2 
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Toleranzen nach DIN ISO 3302-1 E2

Part-Nr. 5540.0101
60° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.0236
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0205
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0318
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.7792
50° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5540.0204
50° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5540.0203
50° ShoreA · transluzent
VE: Bund á 25m 

Part-Nr. 5540.0248
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0127
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0422
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0517
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6066
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5440.6116
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.3096
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6056
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6106
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.2438
55° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5440.3590
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5940.3590
60° ShoreA · grau
VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.4217
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5940.4217
60° ShoreA · grau
VE: Bund á 25m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.3744
55° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.5519
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6336
60° ShoreA · transluzent 
VE: Bund á 25m 

Part-Nr. 5440.6028
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6082
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6059
55° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6139
60° ShoreA · grau
VE: Bund á 25m 

Toleranzen nach DIN ISO 3302-1 E2
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Toleranzen nach DIN ISO 3302-1 E2

Part-Nr. 5540.0101
60° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.0236
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0205
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0318
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.7792
50° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5540.0204
50° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5540.0203
50° ShoreA · transluzent
VE: Bund á 25m 

Part-Nr. 5540.0248
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0127
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0422
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0517
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6066
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5440.6116
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.3096
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6056
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6106
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.2438
55° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5440.3590
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5940.3590
60° ShoreA · grau
VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.4217
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5940.4217
60° ShoreA · grau
VE: Bund á 25m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.3744
55° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.5519
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6336
60° ShoreA · transluzent 
VE: Bund á 25m 

Part-Nr. 5440.6028
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6082
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6059
55° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6139
60° ShoreA · grau
VE: Bund á 25m 

Toleranzen nach DIN ISO 3302-1 E2
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Extrudierte Quadratschur aus homogenem EPDM-Weichgummi
Material: EPDM-Kautschuk, Colour schwarz, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt
vielfältig einsetzbar u. a. zum Dichten, Federn und a ls Trennschicht, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, schwache Säuren 
und Laugen. nicht bzw. mäßig beständig gegen Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Quadratschur aus homogenem FKM-Weichgummi (Flourkautschuk)
Material: FKM-Kautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, 
temperaturbeständig  bis ca. +270°C
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Quadratschur aus homogenem Weichsilikon, lebensmitteltauglich
Material: Silikon, Colour grau bzw. transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt, leicht ta lkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht. Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr.      Packaging unit          Height Width Part-Nr.      Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.      Packaging unit          Height WidthPart-Nr.      Packaging unit          Height Width

Part-Nr. Packaging unit Height Width

5400.8906 Bund á 100 m 6 mm 6 mm
5400.8908 Bund á 50 m 8 mm 8 mm
5400.8910 Bund á 50 m 10 mm 10 mm

5450.8905 Bund á 50 m 5 mm 5 mm
5450.8906 Bund á 25 m 6 mm 6 mm
5450.8908 Bund á 25 m 8 mm 8 mm
5450.8910 Bund á 25 m 10 mm 10 mm

Part-Nr. Colour Packaging unit Height Width Part-Nr. Colour Packaging unit Height Width
5440.8604 grau Bund á 50 m 4 mm    4 mm
5440.8605 grau Bund á 50 m 5 mm    5 mm
5440.8606 grau Bund á 50 m 6 mm    6 mm
5440.8608 grau Bund á 25 m 8 mm    8 mm

5400.8915 Bund á 25 m 15 mm 15 mm
5400.8920 Bund á 15 m 20 mm 20 mm

5450.8912 Bund á 25 m 12 mm 12 mm
5450.8915 Bund á 20 m 15 mm 15 mm
5450.8918 Bund á 10 m 18 mm 18 mm

5440.8610 grau Bund á 25 m 10 mm 10 mm
5440.8612 grau Bund á 25 m 12 mm 12 mm
5440.8615 transluzent Bund á 25 m 15 mm 15 mm 

teltauglich
Material:  homogenes extrudiertes Weichsilikon, Colour transluzent (Artikel 524.0408 schwarz), 
Shorehärte 60°+/-5°ShoreA

 allseitig glatt und leicht talkumiert
 gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle und Fette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht
Toleranzen:  nach DIN ISO 3302-1 E2

 selbstklebend, lebensmitteltauglich 
(ausgenommen Selbstklebebeschichtung!)
Material:  homogenes extrudiertes Weichsilikon, Colour transluzent (Artikel 524.0408 schwarz), 
Shorehärte 60°+/-5°ShoreA, als Montagehilfe einseitig selbstklebend ausgerüstet

 allseitig glatt, mit Selbstklebebeschichtung und Abdeckfolie
 gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle und Fette, lebensmitteltauglich, FDA-konform 
(gilt nicht für die Selbstklebebeschichtung), dauerh
+180° (Selbstklebebeschichtung bis + 130°C, kurzzeitig bis 175°C),
vielfältig einsetzbar u. a. zum Dichten, Federn und al s Trennschicht
Toleranzen:  nach DIN ISO 3302-1 E2

5240.0210 Bund á 100 m 2 mm  10 mm 
5240.0212  Bund á 100 m 2 mm  12 mm 
5240.0215 Bund á 100 m 2 mm  15 mm 
5240.0220 Bund á 100 m 2 mm  20 mm 
5240.0225 Bund á 50 m 2 mm  25 mm 
5240.0230 Bund á 50 m 2 mm  30 mm 
5240.0310 Bund á 100 m 3 mm  10 mm 
5240.0312  Bund á 100 m  3 mm  12 mm 
5240.0314  Bund á 100 m  3 mm  14 mm 
5240.0315  Bund á 100 m  3 mm  15 mm 

5280.0210 Bund á 100 m 2 mm 10 mm 
5280.0212 Bund á 100 m 2 mm 12 mm 
5280.0215 Bund á 100 m 2 mm 15 mm 
5280.0220 Bund á 100 m 2 mm 20 mm 
5280.0225 Bund á 50 m 2 mm 25 mm 
5280.0230 Bund á 50 m 2 mm 30 mm 
5280.0310 Bund á 100 m 3 mm 10 mm 
5280.0312 Bund á 100 m 3 mm 12 mm 
5280.0314 Bund á 100 m 3 mm 14 mm 
5280.0315 Bund á 100 m 3 mm 15 mm 

5240.0320 Bund á 100 m 3 mm  20 mm 
5240.0325 Bund á 50 m 3 mm  25 mm 
5240.0330 Bund á 50 m 3 mm  30 mm 
5240.0408* Bund á 100 m 4 mm  8 mm  
5240.0510  Bund á 50 m  5 mm  10 mm 
5240.0512 Bund á 50 m 5 mm  12 mm 
5240.0515 Bund á 50 m 5 mm  15 mm 
5240.0520  Bund á 50 m  5 mm 20 mm 
5240.0525  Bund á 50 m  5 mm 25 mm 
5240.0530  Bund á 50 m 5 mm 30 mm 

5280.0320 Bund á 100 m 3 mm 20 mm 
5280.0325 Bund á 50 m 3 mm 25 mm 
5280.0330 Bund á 50 m 3 mm 30 mm 
5280.0408* Bund á 100 m 4 mm 8 mm 
5280.0510  Bund á 50 m  5 mm  10 mm 
5280.0512 Bund á 50 m 5 mm 12 mm 
5280.0515 Bund á 50 m 5 mm 15 mm 
5280.0520 Bund á 50 m 5 mm 20 mm 
5280.0525 Bund á 50 m 5 mm 25 mm 
5280.0530 Bund á 50 m 5 mm 30 mm 

*Part-Nr. 524.0408 abweichende Colour schwarz

*Part-Nr. 528.0408 abweichende Colour schwarz

Rectangular Silicone Strips SIK 524 Soft Rubber Square Cord EP 540

Fluoro Rubber Square Cord FKM 545

Silicone Strips Square Cord SIK 544

Rectangular Silicone Strips SIK 528 Self-adhesive
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Extrudierte Quadratschur aus homogenem EPDM-Weichgummi
Material: EPDM-Kautschuk, Colour schwarz, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt
vielfältig einsetzbar u. a. zum Dichten, Federn und a ls Trennschicht, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, schwache Säuren 
und Laugen. nicht bzw. mäßig beständig gegen Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Quadratschur aus homogenem FKM-Weichgummi (Flourkautschuk)
Material: FKM-Kautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, 
temperaturbeständig  bis ca. +270°C
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Quadratschur aus homogenem Weichsilikon, lebensmitteltauglich
Material:  Silikon, Colour grau bzw. transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, allseitig glatt, leicht ta lkumiert
 gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle und Fette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht. Toleranzen:  nach DIN ISO 3302-1 E2

Part-Nr.     Packaging unit          Height Width Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height Width

Part-Nr.     Packaging unit          Height WidthPart-Nr.     Packaging unit          Height Width

Part-Nr. Packaging unit Height Width

5400.8906 Bund á 100 m 6 mm 6 mm
5400.8908 Bund á 50 m 8 mm 8 mm
5400.8910 Bund á 50 m 10 mm 10 mm

5450.8905 Bund á 50 m 5 mm 5 mm
5450.8906 Bund á 25 m 6 mm 6 mm
5450.8908 Bund á 25 m 8 mm 8 mm
5450.8910 Bund á 25 m 10 mm 10 mm

Part-Nr.  Colour Packaging unit  Height Width Part-Nr. Colour Packaging unit Height Width
5440.8604  grau  Bund á 50 m  4 mm    4 mm
5440.8605  grau  Bund á 50 m  5 mm    5 mm
5440.8606  grau  Bund á 50 m  6 mm    6 mm
5440.8608  grau  Bund á 25 m  8 mm    8 mm

5400.8915 Bund á 25 m 15 mm 15 mm
5400.8920 Bund á 15 m 20 mm 20 mm

5450.8912 Bund á 25 m 12 mm 12 mm
5450.8915 Bund á 20 m 15 mm 15 mm
5450.8918 Bund á 10 m 18 mm 18 mm

5440.8610  grau Bund á 25 m 10 mm 10 mm
5440.8612  grau Bund á 25 m 12 mm 12 mm
5440.8615  transluzent  Bund á 25 m 15 mm 15 mm 

teltauglich
Material: homogenes extrudiertes Weichsilikon, Colour transluzent (Artikel 524.0408 schwarz), 
Shorehärte 60°+/-5°ShoreA

allseitig glatt und leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht
Toleranzen: nach DIN ISO 3302-1 E2

selbstklebend, lebensmitteltauglich 
(ausgenommen Selbstklebebeschichtung!)
Material: homogenes extrudiertes Weichsilikon, Colour transluzent (Artikel 524.0408 schwarz), 
Shorehärte 60°+/-5°ShoreA, als Montagehilfe einseitig selbstklebend ausgerüstet

allseitig glatt, mit Selbstklebebeschichtung und Abdeckfolie
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform 
(gilt nicht für die Selbstklebebeschichtung), dauerh
+180° (Selbstklebebeschichtung bis + 130°C, kurzzeitigbis 175°C),
vielfältig einsetzbar u. a. zum Dichten, Federn und al s Trennschicht
Toleranzen: nach DIN ISO 3302-1 E2

5240.0210 Bund á 100 m 2 mm 10 mm 
5240.0212  Bund á 100 m 2 mm 12 mm 
5240.0215 Bund á 100 m 2 mm 15 mm 
5240.0220 Bund á 100 m 2 mm 20 mm 
5240.0225 Bund á 50 m 2 mm 25 mm 
5240.0230 Bund á 50 m 2 mm 30 mm 
5240.0310 Bund á 100 m 3 mm 10 mm 
5240.0312 Bund á 100 m 3 mm 12 mm 
5240.0314 Bund á 100 m 3 mm 14 mm 
5240.0315 Bund á 100 m 3 mm 15 mm 

5280.0210 Bund á 100 m 2 mm 10 mm
5280.0212 Bund á 100 m 2 mm 12 mm
5280.0215 Bund á 100 m 2 mm 15 mm
5280.0220 Bund á 100 m 2 mm 20 mm
5280.0225 Bund á 50 m 2 mm 25 mm
5280.0230 Bund á 50 m 2 mm 30 mm
5280.0310 Bund á 100 m 3 mm 10 mm
5280.0312 Bund á 100 m 3 mm 12 mm
5280.0314 Bund á 100 m 3 mm 14 mm
5280.0315 Bund á 100 m 3 mm 15 mm

5240.0320 Bund á 100 m 3 mm 20 mm 
5240.0325 Bund á 50 m 3 mm 25 mm 
5240.0330 Bund á 50 m 3 mm 30 mm 
5240.0408* Bund á 100 m 4 mm 8 mm
5240.0510 Bund á 50 m 5 mm 10 mm 
5240.0512 Bund á 50 m 5 mm 12 mm
5240.0515 Bund á 50 m 5 mm 15 mm 
5240.0520 Bund á 50 m 5 mm 20 mm 
5240.0525 Bund á 50 m 5 mm 25 mm 
5240.0530 Bund á 50 m 5 mm 30 mm 

5280.0320 Bund á 100 m 3 mm 20 mm
5280.0325 Bund á 50 m 3 mm 25 mm
5280.0330 Bund á 50 m 3 mm 30 mm
5280.0408* Bund á 100 m 4 mm 8 mm 
5280.0510 Bund á 50 m 5 mm 10 mm
5280.0512 Bund á 50 m 5 mm 12 mm
5280.0515 Bund á 50 m 5 mm 15 mm
5280.0520 Bund á 50 m 5 mm 20 mm
5280.0525 Bund á 50 m 5 mm 25 mm
5280.0530 Bund á 50 m 5 mm 30 mm 

*Part-Nr. 524.0408 abweichende Colour schwarz

*Part-Nr. 528.0408 abweichende Colour schwarz

Rectangular Silicone Strips SIK 524 Soft Rubber Square Cord EP 540

Fluoro Rubber Square Cord FKM 545

Silicone Strips Square Cord SIK 544

Rectangular Silicone Strips SIK 528 Self-adhesive
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Extrudierte Rundschur aus homogenem FKM-Weichgummi (Flourkautschuk)
Material: FKM-Kautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien,
temperaturbeständig bis ca. +270°C
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit Diameter
5450.7902 Bund á 50 m 2,0 mm
5450.7952 Bund á 50 m 2,5 mm
5450.7903 Bund á 50 m 3,0 mm
5450.7953 Bund á 50 m 3,53 mm
5450.7904 Bund á 50 m 4,0 mm
5450.7954  Bund á 50m 4,5mm
5450.7905 Bund á 50 m 5,0 mm
5450.7955  Bund á 50m 5,5mm
5450.7906  Bund á 50 m  6,0 mm

Part-Nr. Packaging unit Diameter
5450.7907 Bund á 50 m 7,0 mm
5450.7908 Bund á 25 m 8,0 mm
5450.7909 Bund á 25 m 9,0 mm
5450.7910 Bund á 25 m 10,0 mm
5450.7912 Bund á 20 m 12,0 mm
5450.7914 Bund á 20 m 14,0 mm
5450.7915 Bund á 20 m 15,0 mm
5450.7916 Bund á 20 m 16,0 mm
5450.7920 Bund á 10 m 20,0 mm

Extrudierte Rundschur aus homogenem Weichsilikon, lebensmitteltauglich
Material: Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt, leicht talku miert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht
Toleranzen: nach DIN ISO 3302-1 E2

mi
Material: CR-Kautschuk, Colour Schwarz, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
gut beständig gegen Witterung, Alterung und zahlreiche Chemikalien z. B. viele 

liche und tierische Öle und Fette, gut bis 
mäßig beständig gegen viele mineralische Öle und Fette, vielfältig einsetzbar u. a. zum Dichten 
oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit Diameter
5440.7602 Bund á 100 m 2 mm
5440.7603 Bund á 100 m 3 mm
5440.7604 Bund á 100 m 4 mm
5440.7605 Bund á 50 m 5 mm
5440.7606 Bund á 50 m 6 mm
5440.7607 Bund á 50 m 7 mm

Part-Nr. Packaging unit Diameter
5440.7608 Bund á 50 m 8 mm
5440.7610 Bund á 50 m 10 mm
5440.7612 Bund á 25 m 12 mm
5440.7615 Bund á 25 m 15 mm
5440.7620 Bund á 25 m 20 mm

Part-Nr. Packaging unit             Inside Diameter     Outside  Diameter Wall thickness
9410.2052 Bund á 50 m 5 mm 8,0 mm 1,5 mm
9410.2062 Bund á 50 m 6 mm 9,0 mm 1,5 mm
9410.2072 Bund á 50 m 7 mm 10,0 mm 1,5 mm
9410.2083 Bund á 50 m 8 mm 12,0 mm 2,0 mm
9410.2103 Bund á 50 m 10 mm 14,0 mm 2,0 mm
9410.2123 Bund á 25 m 12 mm 16,0 mm 2,0 mm
9410.2155 Bund á 25 m 15 mm 21,0 mm 3,0 mm
9410.2206 Bund á 25 m 20 mm 27,0 mm 3,5 mm

Extrudierte Rundschnur aus homogenem NBR-Weichgummi
Material: NBR-Kautschuk, Colour schwarz, Shorehärte 70°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
nicht beständig gegen Witterung und Alterung, gut bis sehr gut beständig 

che Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Rundschnur aus homogenem NR-Weichgummi
Material: NR-Kautschuk, rundgeheizt, Colour: beige, Shorehärte 45°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt, leicht talku miert
hochelastisch, abriebfest, kerbzäh, nicht bzw. mäßig b eständig 

gegen Öle und Fette, Säuren und Laugen, nicht witterungs- und alterungsbeständig
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit Diameter
5420.7902 Bund á 100 m 2,0 mm
5420.7852 Bund á 100 m 2,5 mm
5420.7903 Bund á 100 m 3,0 mm
5420.7904 Bund á 100 m 4,0 mm
5420.7905 Bund á 50 m 5,0 mm
5420.7906 Bund á 50 m 6,0 mm
5420.7907 Bund á 50 m 7,0 mm
5420.7908 Bund á 50 m 8,0 mm
5420.7909 Bund á 50 m 9,0 mm
5420.7910 Bund á 50 m 10,0 mm

Part-Nr. Packaging unit Diameter
5430.7103 Bund á 100 m 3 mm
5430.7104 Bund á 100 m 4 mm
5430.7105 Bund á 50 m 5 mm
5430.7106 Bund á 50 m 6 mm

Part-Nr. Packaging unit Diameter
5420.7912 Bund á 50 m 12,0 mm
5420.7914 Bund á 50 m 14,0 mm
5420.7915 Bund á 25 m 15,0 mm
5420.7916 Bund á 25 m 16,0 mm
5420.7918 Bund á 25 m 18,0 mm
5420.7919 Bund á 25 m 19,0 mm
5420.7920 Bund á 25 m 20,0 mm
5420.7925 Bund á 25 m 25,0 mm
5420.7930 Bund á 20 m 30,0 mm

Part-Nr. Packaging unit Diameter
5430.7107 Bund á 50 m 7 mm
5430.7108 Bund á 50 m 8 mm
5430.7110 Bund á 50 m 10 mm

Extrudierte Rundschnur aus homogenem EPDM-Weichgummi
Material: EPDM-Kautschuk, Colour schwarz, Shorehärte 65°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
vielfältig einsetzbar u. a. zum Dichten, Federn und a ls Trennschicht, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, schwache Säuren 
und Laugen, nicht bzw. mäßig beständig gegen Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit Diameter
5400.7902 Bund á 100 m 2 mm
5400.7903 Bund á 100 m 3 mm
5400.7904 Bund á 100 m 4 mm
5400.7905 Bund á 50 m 5 mm
5400.7906 Bund á 50 m 6 mm
5400.7907 Bund á 50 m 7 mm
5400.7908 Bund á 50 m 8 mm
5400.7909 Bund á 50 m 9 mm
5400.7910 Bund á 50 m 10 mm

Part-Nr. Packaging unit Diameter
5400.7912 Bund á 50 m 12 mm
5400.7915 Bund á 25 m 15 mm
5400.7916 Bund á 25 m 16 mm
5400.7918 Bund á 25 m 18 mm
5400.7920 Bund á 25 m 20 mm
5400.7925 Bund á 25 m 25 mm
5400.07930 Bund á 20 m 30 mm
5400.7940 Bund á 10 m 40 mm

Soft Rubber Round Cord EP 540 Fluoro Rubber Round Cord FKM 545

Silicone Round Cord SIK 544

Soft Rubber Tube Profile CR 941

Soft Rubber Round Cord NBR 542

Soft Rubber Round Cord NR 543
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Extrudierte Rundschur aus homogenem FKM-Weichgummi (Flourkautschuk)
Material: FKM-Kautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien,
temperaturbeständig bis ca. +270°C
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit Diameter
5450.7902 Bund á 50 m 2,0 mm
5450.7952 Bund á 50 m 2,5 mm
5450.7903 Bund á 50 m 3,0 mm
5450.7953 Bund á 50 m 3,53 mm
5450.7904 Bund á 50 m 4,0 mm
5450.7954  Bund á 50m 4,5mm
5450.7905 Bund á 50 m 5,0 mm
5450.7955  Bund á 50m 5,5mm
5450.7906 Bund á 50 m 6,0 mm

Part-Nr. Packaging unit Diameter
5450.7907 Bund á 50 m 7,0 mm
5450.7908 Bund á 25 m 8,0 mm
5450.7909 Bund á 25 m 9,0 mm
5450.7910 Bund á 25 m 10,0 mm
5450.7912 Bund á 20 m 12,0 mm
5450.7914 Bund á 20 m 14,0 mm
5450.7915 Bund á 20 m 15,0 mm
5450.7916 Bund á 20 m 16,0 mm
5450.7920 Bund á 10 m 20,0 mm

Extrudierte Rundschur aus homogenem Weichsilikon, lebensmitteltauglich
Material:  Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt, leicht talku miert
 gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle und Fette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten, 

Federn und als Trennschicht
Toleranzen:  nach DIN ISO 3302-1 E2

mi
Material: CR-Kautschuk, Colour Schwarz, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
gut beständig gegen Witterung, Alterung und zahlreiche Chemikalien z. B. viele 

liche und tierische Öle und Fette, gut bis 
mäßig beständig gegen viele mineralische Öle und Fette, vielfältig einsetzbar u. a. zum Dichten 
oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr.  Packaging unit  Diameter
5440.7602  Bund á 100 m  2 mm
5440.7603  Bund á 100 m  3 mm
5440.7604  Bund á 100 m  4 mm
5440.7605  Bund á 50 m  5 mm
5440.7606  Bund á 50 m  6 mm
5440.7607  Bund á 50 m  7 mm

Part-Nr.  Packaging unit  Diameter
5440.7608 Bund á 50 m 8 mm
5440.7610  Bund á 50 m 10 mm
5440.7612 Bund á 25 m 12 mm
5440.7615 Bund á 25 m 15 mm
5440.7620 Bund á 25 m 20 mm

Part-Nr. Packaging unit             Inside Diameter     Outside  Diameter Wall thickness
9410.2052 Bund á 50 m 5 mm 8,0 mm 1,5 mm
9410.2062 Bund á 50 m 6 mm 9,0 mm 1,5 mm
9410.2072 Bund á 50 m 7 mm 10,0 mm 1,5 mm
9410.2083 Bund á 50 m 8 mm 12,0 mm 2,0 mm
9410.2103 Bund á 50 m 10 mm 14,0 mm 2,0 mm
9410.2123 Bund á 25 m 12 mm 16,0 mm 2,0 mm
9410.2155 Bund á 25 m 15 mm 21,0 mm 3,0 mm
9410.2206 Bund á 25 m 20 mm 27,0 mm 3,5 mm

Extrudierte Rundschnur aus homogenem NBR-Weichgummi
Material: NBR-Kautschuk, Colour schwarz, Shorehärte 70°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
nicht beständig gegen Witterung und Alterung, gut bis sehr gut beständig 

che Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Extrudierte Rundschnur aus homogenem NR-Weichgummi
Material: NR-Kautschuk, rundgeheizt, Colour: beige, Shorehärte 45°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt, leicht talku miert
hochelastisch, abriebfest, kerbzäh, nicht bzw. mäßig b eständig 

gegen Öle und Fette, Säuren und Laugen, nicht witterungs- und alterungsbeständig
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit Diameter
5420.7902 Bund á 100 m 2,0 mm
5420.7852 Bund á 100 m 2,5 mm
5420.7903 Bund á 100 m 3,0 mm
5420.7904 Bund á 100 m 4,0 mm
5420.7905 Bund á 50 m 5,0 mm
5420.7906 Bund á 50 m 6,0 mm
5420.7907 Bund á 50 m 7,0 mm
5420.7908 Bund á 50 m 8,0 mm
5420.7909 Bund á 50 m 9,0 mm
5420.7910 Bund á 50 m 10,0 mm

Part-Nr. Packaging unit Diameter
5430.7103 Bund á 100 m 3 mm
5430.7104 Bund á 100 m 4 mm
5430.7105 Bund á 50 m 5 mm
5430.7106 Bund á 50 m 6 mm

Part-Nr. Packaging unit Diameter
5420.7912 Bund á 50 m 12,0 mm
5420.7914 Bund á 50 m 14,0 mm
5420.7915 Bund á 25 m 15,0 mm
5420.7916 Bund á 25 m 16,0 mm
5420.7918 Bund á 25 m 18,0 mm
5420.7919 Bund á 25 m 19,0 mm
5420.7920 Bund á 25 m 20,0 mm
5420.7925 Bund á 25 m 25,0 mm
5420.7930 Bund á 20 m 30,0 mm

Part-Nr. Packaging unit Diameter
5430.7107 Bund á 50 m 7 mm
5430.7108 Bund á 50 m 8 mm
5430.7110 Bund á 50 m 10 mm

Extrudierte Rundschnur aus homogenem EPDM-Weichgummi
Material: EPDM-Kautschuk, Colour schwarz, Shorehärte 65°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
vielfältig einsetzbar u. a. zum Dichten, Federn und a ls Trennschicht, gut beständig 

gegen Witterung und Alterung, widerstandsfähig gegenzahlreiche Chemikalien, schwache Säuren 
und Laugen, nicht bzw. mäßig beständig gegen Öle und Fette
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit Diameter
5400.7902 Bund á 100 m 2 mm
5400.7903 Bund á 100 m 3 mm
5400.7904 Bund á 100 m 4 mm
5400.7905 Bund á 50 m 5 mm
5400.7906 Bund á 50 m 6 mm
5400.7907 Bund á 50 m 7 mm
5400.7908 Bund á 50 m 8 mm
5400.7909 Bund á 50 m 9 mm
5400.7910 Bund á 50 m 10 mm

Part-Nr. Packaging unit Diameter
5400.7912 Bund á 50 m 12 mm
5400.7915 Bund á 25 m 15 mm
5400.7916 Bund á 25 m 16 mm
5400.7918 Bund á 25 m 18 mm
5400.7920 Bund á 25 m 20 mm
5400.7925 Bund á 25 m 25 mm
5400.07930 Bund á 20 m 30 mm
5400.7940 Bund á 10 m 40 mm

Soft Rubber Round Cord EP 540 Fluoro Rubber Round Cord FKM 545

Silicone Round Cord SIK 544

Soft Rubber Tube Profile CR 941

Soft Rubber Round Cord NBR 542

Soft Rubber Round Cord NR 543
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 Toleranzen nach DIN ISO 3302-1 E2

Part-Nr. 5540.0101
60° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.0236
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0205
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0318
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.7792
50° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5540.0204
50° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5540.0203
50° ShoreA · transluzent
VE: Bund á 25m 

Part-Nr. 5540.0248
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0127
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0422
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5540.0517
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6066
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5440.6116
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.3096
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6056
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6106
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.2438
55° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5440.3590
60° ShoreA · grau
VE: Bund á 50m 

Part-Nr. 5940.3590
60° ShoreA · grau
VE: Bund á 50m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.4217
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5940.4217
60° ShoreA · grau
VE: Bund á 25m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.3744
55° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.5519
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6336
60° ShoreA · transluzent 
VE: Bund á 25m 

Part-Nr. 5440.6028
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6082
60° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6059
55° ShoreA · grau
VE: Bund á 25m 

Part-Nr. 5440.6139
60° ShoreA · grau
VE: Bund á 25m 

Toleranzen nach DIN ISO 3302-1 E2
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Self-adhesive

Self-adhesive

Silicone Hollow Profiles Silicone U-Profiles

5150

Part-Nr. 5440.5105
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5147
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5167
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5103
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5061
60° ShoreA · grau · VE: Bund á 50m 

Part-Nr. 5440.5066
60° ShoreA · weiß · VE: Bund á 50m 

Part-Nr. 5440.5124
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5092
60° ShoreA · transluzent · VE: Bund á 50m 

Part-Nr. 5440.5204
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.2001
60° ShoreA · tranzluzent
VE: Bund á 100m 

Part-Nr. 5440.2288
50° ShoreA · grau
VE: Bund á 100m 

Part-Nr. 5440.2002
60° ShoreA · transluzent
VE: Bund á 100m 

Part-Nr. 5940.2288
50° ShoreA · grau
VE: Bund á 100m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.2003
40° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.9429
60° ShoreA · schwarz
VE: Bund á 25m

Part-Nr. 5440.2019
50° ShoreA · transluzent
VE: Bund á 50m 

Part-Nr. 5540.9059
80° ShoreA · schwarz
VE: Bund á 50m

Part-Nr. 5540.3612
60° ShoreA · weiss
VE: Bund á 50m

Part-Nr. 5440.2515
60° ShoreA · schwarz
VE: Bund á 100m 

Part-Nr. 5440.2521
40° ShoreA · weiss
VE: Bund á 25m 

mmi (Flourkautschuk)
Material: Fluorkautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig gegen 

Witterung und Alterung, temperaturbeständig bis ca. +270°C,
vielfältig einsetzbar u. a. zum Dichten oder Ableiten bei zahlreichen agressiven Medien
Toleranzen: nach DIN ISO 3302-1 E2

n, lebensmitteltauglich
Material: Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, auf der Inside- und Außenseite leicht talkumiert
gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle undFette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten 

oder Ableiten zahlreicher Medien
Toleranzen: nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9450.0315 Bund á 50 m 3 mm 6,0 mm 1,50 mm
9450.0410 Bund á 50 m 4 mm 6,0 mm 1,00 mm
9450.0415 Bund á 50 m 4 mm 7,0 mm 1,50 mm
9450.0420 Bund á 50 m 4 mm 8,0 mm 2,00 mm
9450.0510 Bund á 50 m 5 mm 7,0 mm 1,00 mm
9450.0515 Bund á 50 m 5 mm 8,0 mm 1,50 mm
9450.0520 Bund á 50 m 5 mm 9,0 mm 2,00 mm
9450.0615 Bund á 50 m 6 mm 9,0 mm 1,50 mm
9450.0620 Bund á 50 m 6 mm 10,0 mm 2,00 mm
9450.0820 Bund á 50 m 8 mm 12,0 mm 2,00 mm
9450.1020 Bund á 50 m 10 mm 14,0 mm 2,00 mm
9450.1220 Bund á 50 m 12 mm 16,0 mm 2,00 mm

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9440.1511 Bund á 50 m 1,5 mm 3,0 mm 0,75 mm
9440.1021 Bund á 50 m 2,0 mm 4,0 mm 1,00 mm
9440.1023 Bund á 50 m 2,0 mm 6,0 mm 2,00 mm
9440.1522 Bund á 50 m 2,5 mm 5,5 mm 1,50 mm
9440.1031 Bund á 50 m 3,0 mm 5,0 mm 1,00 mm
9440.1032 Bund á 50 m 3,0 mm 6,0 mm 1,50 mm
9440.1041 Bund á 50 m 4,0 mm 6,0 mm 1,00 mm
9440.1042 Bund á 25 m 4,0 mm 7,0 mm 1,50 mm
9440.1043 Bund á 25 m 4,0 mm 8,0 mm 2,00 mm
9440.1051 Bund á 25 m 5,0 mm 7,0 mm 1,00 mm
9440.1052 Bund á 100 m 5,0 mm 8,0 mm 1,50 mm
9440.1053 Bund á 25 m 5,0 mm 9,0 mm 2,00 mm
9440.1062 Bund á 50 m 6,0 mm 9,0 mm 1,50 mm
9440.1063 Bund á 25 m 6,0 mm 10,0 mm 2,00 mm
9440.1065 Bund á 25 m 6,0 mm 12,0 mm 3,00 mm
9440.1072 Bund á 25 m 7,0 mm 10,0 mm 1,50 mm
9440.1073 Bund á 25 m 7,0 mm 11,0 mm 2,00 mm
9440.1082 Bund á 25 m 8,0 mm 11,0 mm 1,50 mm
9440.1083 Bund á 25 m 8,0 mm 12,0 mm 2,00 mm
9440.1085 Bund á 25 m 8,0 mm 14,0 mm 3,00 mm
9440.1101 Bund á 25 m 10,0 mm 12,0 mm 1,00 mm
9440.1103 Bund á 25 m 10,0 mm 14,0 mm 2,00 mm
9440.1123 Bund á 25 m 12,0 mm 16,0 mm 2,00 mm
9440.1124 Bund á 25 m 12,0 mm 17,0 mm 2,50 mm
9440.1153 Bund á 25 m 15,0 mm 19,0 mm 2,00 mm
9440.1185 Bund á 25 m 18,0 mm 24,0 mm 3,00 mm
9440.1205 Bund á 25 m 20,0 mm 26,0 mm 3,00 mm

Toleranzen nach DIN ISO 3302-1 E2 
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Sefl-adhesive

Fluoro Rubber Tube Profile FKM 945

Silicone Tube Profile SIK 944

Silicone Flag Profile

Silicone Special Profiles

5150

Part-Nr. 5440.5105
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5147
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5167
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5103
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5061
60° ShoreA · grau · VE: Bund á 50m 

Part-Nr. 5440.5066
60° ShoreA · weiß · VE: Bund á 50m 

Part-Nr. 5440.5124
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.5092
60° ShoreA · transluzent · VE: Bund á 50m 

Part-Nr. 5440.5204
60° ShoreA · grau · VE: Bund á 25m 

Part-Nr. 5440.2001
60° ShoreA · tranzluzent
VE: Bund á 100m 

Part-Nr. 5440.2288
50° ShoreA · grau
VE: Bund á 100m 

Part-Nr. 5440.2002
60° ShoreA · transluzent
VE: Bund á 100m 

Part-Nr. 5940.2288
50° ShoreA · grau
VE: Bund á 100m
als Montagehilfe einseitig 
selbstklebend

Part-Nr. 5440.2003
40° ShoreA · schwarz
VE: Bund á 50m 

Part-Nr. 5540.9429
60° ShoreA · schwarz
VE: Bund á 25m

Part-Nr. 5440.2019
50° ShoreA · transluzent
VE: Bund á 50m 

Part-Nr. 5540.9059
80° ShoreA · schwarz
VE: Bund á 50m

Part-Nr. 5540.3612
60° ShoreA · weiss
VE: Bund á 50m

Part-Nr. 5440.2515
60° ShoreA · schwarz
VE: Bund á 100m 

Part-Nr. 5440.2521
40° ShoreA · weiss
VE: Bund á 25m 

mmi (Flourkautschuk)
Material: Fluorkautschuk, Colour schwarz, Shorehärte 75°+/-5°ShoreA

 kontinuierlich extrudiert, rundum glatt
sehr gut beständig gegen Öl und zahlreiche agressive Medien, gut beständig gegen 

Witterung und Alterung, temperaturbeständig bis ca. +270°C,
vielfältig einsetzbar u. a. zum Dichten oder Ableiten bei zahlreichen agressiven Medien
Toleranzen: nach DIN ISO 3302-1 E2

n, lebensmitteltauglich
Material:  Silikon, Colour transluzent, Shorehärte 60°+/-5°ShoreA

 kontinuierlich extrudiert, auf der Inside- und Außenseite leicht talkumiert
 gut beständig gegen Witterung und Alterung, widerstandsfähig gegen zahlreiche 

Chemikalien, nicht bzw. mäßig beständig gegen Öle und Fette, lebensmitteltauglich, FDA-konform, 
vielfältig einsetzbar u. a. zum Dichten 

oder Ableiten zahlreicher Medien
Toleranzen:  nach DIN ISO 3302-1 E2

Part-Nr. Packaging unit           Inside Diameter Outside Diameter Wall thickness
9450.0315 Bund á 50 m 3 mm 6,0 mm 1,50 mm
9450.0410 Bund á 50 m 4 mm 6,0 mm 1,00 mm
9450.0415 Bund á 50 m 4 mm 7,0 mm 1,50 mm
9450.0420 Bund á 50 m 4 mm 8,0 mm 2,00 mm
9450.0510 Bund á 50 m 5 mm 7,0 mm 1,00 mm
9450.0515 Bund á 50 m 5 mm 8,0 mm 1,50 mm
9450.0520 Bund á 50 m 5 mm 9,0 mm 2,00 mm
9450.0615 Bund á 50 m 6 mm 9,0 mm 1,50 mm
9450.0620 Bund á 50 m 6 mm 10,0 mm 2,00 mm
9450.0820 Bund á 50 m 8 mm 12,0 mm 2,00 mm
9450.1020 Bund á 50 m 10 mm 14,0 mm 2,00 mm
9450.1220 Bund á 50 m 12 mm 16,0 mm 2,00 mm

Part-Nr.  Packaging unit           Inside Diameter   Outside Diameter  Wall thickness
9440.1511 Bund á 50 m  1,5 mm  3,0 mm 0,75 mm
9440.1021  Bund á 50 m 2,0 mm 4,0 mm 1,00 mm
9440.1023 Bund á 50 m 2,0 mm 6,0 mm 2,00 mm
9440.1522 Bund á 50 m 2,5 mm 5,5 mm 1,50 mm
9440.1031  Bund á 50 m 3,0 mm 5,0 mm 1,00 mm
9440.1032  Bund á 50 m 3,0 mm 6,0 mm 1,50 mm
9440.1041  Bund á 50 m 4,0 mm 6,0 mm 1,00 mm
9440.1042 Bund á 25 m 4,0 mm 7,0 mm  1,50 mm
9440.1043 Bund á 25 m  4,0 mm  8,0 mm  2,00 mm
9440.1051  Bund á 25 m  5,0 mm  7,0 mm  1,00 mm
9440.1052 Bund á 100 m 5,0 mm 8,0 mm 1,50 mm
9440.1053  Bund á 25 m  5,0 mm  9,0 mm  2,00 mm
9440.1062  Bund á 50 m  6,0 mm  9,0 mm  1,50 mm
9440.1063 Bund á 25 m  6,0 mm  10,0 mm  2,00 mm
9440.1065 Bund á 25 m 6,0 mm 12,0 mm 3,00 mm
9440.1072 Bund á 25 m 7,0 mm  10,0 mm 1,50 mm
9440.1073 Bund á 25 m 7,0 mm  11,0 mm 2,00 mm
9440.1082 Bund á 25 m 8,0 mm 11,0 mm 1,50 mm
9440.1083 Bund á 25 m 8,0 mm  12,0 mm  2,00 mm
9440.1085 Bund á 25 m 8,0 mm  14,0 mm  3,00 mm
9440.1101  Bund á 25 m 10,0 mm  12,0 mm 1,00 mm
9440.1103  Bund á 25 m 10,0 mm  14,0 mm 2,00 mm
9440.1123 Bund á 25 m 12,0 mm 16,0 mm 2,00 mm
9440.1124 Bund á 25 m 12,0 mm 17,0 mm  2,50 mm
9440.1153 Bund á 25 m 15,0 mm 19,0 mm 2,00 mm
9440.1185 Bund á 25 m 18,0 mm 24,0 mm 3,00 mm
9440.1205  Bund á 25 m 20,0 mm  26,0 mm 3,00 mm

Toleranzen nach DIN ISO 3302-1 E2 
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Sefl-adhesive

Fluoro Rubber Tube Profile FKM 945

Silicone Tube Profile SIK 944

Silicone Flag Profile

Silicone Special Profiles
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SILIKONSKI PROFILI    SILICONE PROFILES  SILIKON-PROFILE

Material: SILIKON/SILICONE (VMQ)
– silikonske in termoplastične elektroizolacijske cevi
– silikonski profili/tesnila
– gumitehnični izdelki

DEBELOSTENSKE CEVI
TUBES / SCHLÄUCHE (D 0.3 – 30 mm)

VRVICE
CORDS / RUNDSCHNÜRE (D 0.3 – 20 mm)

PROFILI RAZNIH OBLIK (PO VZORCU ALI RISBI) DO DIM. 30 mm
OTHERS (ACCORDING TO DESIGN OR SAMPLE) DIM. TO 30 mm 
ANDERE (NACH ANGABE ODER MUSTER) DIM. BIS 30 mm

a 
0

.5
-1

5
 m

m

b 0.5-25 mm

KVADRATNI, PRAVOKOTNI
RECTANGULAR / VIERKANT

02.01.E M 1:1 02.02.D M 1:1 02.03.D M 1:1 02.04.G M 1:1 02.05.G M 1:1

01.01.M M 1:1 01.02.M M 1:1 01.03.K M 1:1 01.04.K M 1:1 01.05.R M 1:1

03.01.S M 1:1 03.03.S M 1:1 03.04.S M 1:1 03.05.T M 1:1

04.01.P M 1:1 04.02.Z M 1:1 04.03.F M 1:1 04.04.S M 1:1 04.05.S M 1:1

05.01.U M 1:1 05.02.U M 1:1 05.03.U M 1:1 05.04.U M 1:1 05.05.B M 1:1

06.01.V M 1:1 06.02.V M 1:1 06.03.C M 1:1 06.04.D M 1:1 06.05.C M 1:1

03.02.S M 1:1

07.01.L M 1:1 07.02.S/4 M 1:1 07.03.Ω M 1:1 07.04.P M 1:1 07.05.C M 1:1

08.01.K M 1:1 08.02.T M 1:1 08.03.O M 1:1 08.04.O M 1:1 08.05.U M 1:1

09.01.H M 1:1 09.02.P M 1:1 09.03.M M 1:1 09.04.Ω M 1:1 09.05.U M 1:1

10.01.F M 1:1 10.02.D M 1:1 10.03.S M 1:1 10.04.S M 1:1 10.05.U M 1:1

11.01.L M 1:1 11.02.Š M 1:1 11.04.Ω M 1:1 11.05.Ω M 1:111.03.D M 1:1

12.01.Ω M 1:1 12.02.S M 1:1 12.03.S M 1:1

13.02.M M 1:1

12.04.G M 1:1

13.01.L M 1:1 13.04.S M 1:1 13.05.B M 1:1

12.05.U M 1:1

13.03.U M 1:1

Silikonski tesnilni profili / Silicone Sealing Profiles Silikonski tesnilni profili / Silicone Sealing Profiles
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14.03.K M 1:1 14.04.R M 1:1 14.05.U M 1:1

15.01.K M 1:1 15.02.T M 1:1 15.04.L M 1:1 15.05.B M 1:1

16.01.B M 1:1 16.02.K M 1:1 16.03.U M 1:1 16.04.Ω M 1:1 16.05.S M 1:1

17.01.S M 1:1 17.02.E M 1:1 17.04.K M 1:1

18.04.A M 1:1 18.05.S M 1:1

19.02.U M 1:1

20.04.T M 1:1 20.05.E M 1:1

19.05.T M 1:1

15.03.L M 1:1

18.01.S M 1:1

19.03.D M 1:1

R O S I L

17.03.Ω M 1:1 17.05.P M 1:1

18.02.S M 1:1 18.03.J M 1:1

19.04.S M 1:1

20.01.U M 1:1 20.03.J M 1:1

14.01.G M 1:1 14.02.S M 1:1

19
.0

1.
U

M
 1

:1

20.02.U M 1:1

5567-A4 LIST.p65 1.10.2008, 8:563
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R O S I L

21.04.T M 1:1 21.05.Ω M 1:1

22.01.U M 1:1 22.02.U M 1:1 22.04.P M 1:1

23.02.L M 1:1 23.04.D M 1:1 23.05.S M 1:1

25.04.S M 1:1 25.05.D M 1:125.01.D M 1:1

24.03.S M 1:1 24.05.V M 1:1

25.02.H M 1:1 25.03.T M 1:1

21.01.G M 1:1

26.02.A M 1:1

27.04.P M 1:1 27.05.G M 1:1

26.05.S M 1:126.04.K M 1:1

27.01.V M 1:1 27.03.A M 1:127.02.A M 1:1

26.01.D M 1:1

21.02.U M 1:1 21.03.T M 1:1

22.03.U M 1:1 22.05.Ω M 1:1

23.01.Ω M 1:1 23.03.S M 1:1

26.03.P M 1:1

24.04.J M 1:124.01.L M 1:1 24.02.S M 1:1
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– silikonske in termoplastične elektroizolacijske cevi
– silikonski profili/tesnila
– gumitehnični izdelki
– tesnjenje oken in vrat

SILIKONSKI PROFILI /
TESNILA

SILICONE PROFILES /
PACKINGS (GASKETS)

SILIKON PROFILE /
DICHTUNGEN

Lastnosti in izdelava
Silikonski profili so izredno fleksibilni in visoko 
trajno elastični, imajo odlične termične in elek-
trične ter dobre kemične in mehanske lastno-
sti. Odporni so na vremenske vplive, ozon, UV 
in staranje. Razmeroma dobro so obstojni na 
šibke kisline, alkalije, soli ter rastlinska olja. 
Odporni so tudi na glivice in bakterije.
Obstajajo različni tipi silikonskega kavčuka, ki 
imajo poudarjene posamezne lastnosti. Tem-
peraturno območje uporabe je od -60°C do 
+250°C, s posebnimi dodatki pa tudi do
+300°C. Trdota profilov je po Shore A od 30
do 70 (s tolerancami ± 5 Sh).
Specializirani smo za izdelavo silikonskih pro-
filov. Profile ekstrudiramo in vulkaniziramo po
kontinuiranem postopku. Pri izbiri surovine upo-
števamo naročnikove zahteve po lastnostih
izdelka.

Področja uporabe
Profile uporabljajo za tesnjenje raznih medijev, 
dušenje vibracij in hrupa ter zmanjšanje toplot- 
nih izgub v industriji gospodinjskih aparatov, 
industriji stavbnega pohištva, avtomobilski 
industriji, industriji toplotne in hladilne tehnike, 
za laboratorijske naprave, v gradbeništvu in za 
potrebe vzdrževanja proizvodnih linij, strojev in 
naprav v različnih panogah industrije.

Oblike in dimenzije profilov
Poleg prikazanih izdelujemo profile po naročilu 
oziroma željah naročnika v različnih oblikah in 
barvah – na osnovi predloženih vzorcev ali risb. 
Dobavljamo jih v svitkih. Tolerance dimenzij so 
po standardih DIN 7715 – razreda E2 (srednja 
natančnost).

Naročanje profilov
Ob naročilu ali zahtevi za ponudbo navedite ozi-
roma predložite: oznako oziroma risbo profila z 
merami ali vzorec profila, namen uporabe ter 
termične, kemične in fizikalne vplive na profil, 
zahtevano količino, trdoto in barvo.

Morda v tem prikazu niste našli pravega 
odgovora na vaša vprašanja. Pokličite nas, 
obiščite nas. Potrudili se bomo in tako kot za 
mnoge druge naše poslovne partnerje s kate
rimi uspešno sodelujemo že več kot 20 let, 
našli ustrezno rešitev tudi za vas.

Properties and manufacture
Silicone profiles are extraordinary flexible and 
highly elastic, they have excellent thermal and 
electric as well as good chemical and mechani-
cal properties. They are weatherproof, resistant  
to ozone, UV light and ageing. They are relati-
vely well resistant to weak acids, alkalis, salts 
and vegetable oils. At the same time they resist 
fungi and bacteria.
There are various types of silicone rubber, with  
emphasized individual properties. Their opera-
ting temperature is between –60°C and  
+250°C, with special additives it can reach
even + 300°C. Hardness of such profiles ac-
cording to Shore A varies between 30 and 70
(with tolerances of ± 5 Sh A).
We are specialized in silicone profiles manufac-
turing. The profiles are extruded and vulcanized
in a continuous process. Raw material is
chosen in a way to fulfil customer demands
concerning the properties of the final product.

Area of application
Profiles are used for tightening of various me-
dia, vibration and noise damping and reducing 
heat losses in the industry of domestic applian-
ces, civil engineering elements, automotive  
industry, heating and cooling industry, for labo-
ratory instruments and in civil engineering. They 
are also indispensable to maintain production 
equipment, machines and devices in various 
industrial branches.

Profile shapes and dimensions
Apart from those presented, we produce pro-
files following the customer’s demands and 
orders in various shapes and colours - in  
accordance with submitted samples and  
designs. Profiles are delivered in coils. The  
dimension tolerances are corresponding to DIN 
7751 Standard - Class E2 (medium accuracy).

Profile ordering
When ordering or demanding an inquiry, please 
specify or enclose the following: the profile  
code or design together with the relevant  
dimensions or a profile sample, area of applica-
tion with corresponding thermal, chemical and 
physical environment, required quantity, hard-
ness and colour.

You probably didn’t find proper answer to 
your questions so far. Do not hesitate to call 
or visit us. We shall make our best to find  
suitable solution for you, too, as we have  
been doing for our business partners for 
more than 20 years.

Eigenschaften und Herstellung
Silikonprofile sind außerordentlich flexibel und 
hoch dauerelastisch, weisen ausgezeichnete 
thermische und elektrische sowie chemische 
und mechanische Eigenschaften auf. Sie sind 
witterungs-, ozon-, UV-Strahlen- und alterungs-
beständig. Sie sind verhältnismäßig gut gegen 
schwache Säure, Alkalien, Salze und Pflanzen-
öle beständig. Sie sind auch gegen Pilze und 
Bakterien beständig.
Es gibt verschiedene Typen von Silikonkaut-
schuke mit unterschiedlichen Spezial-eigen-
schaften. Ihr Temperaturanwendungsbereich  
liegt zwischen –60°C und +250°C, mit Zu-
gabe von Spezialzusätzen auch bis +300°C. 
Die Härte gemäß Shore A variiert von 30 bis 70 
(Toleranz von ± 5 Einheiten).
Wir sind für die Herstellung von Silikonprofilen 
spezialisiert Die Profile sind nach kontinuier-
lichem Verfahren extrudiert und vulkanisiert.
Was die Produkteigenschaften betrefft, 
berücksichtigen wir die Anforderungen unserer 
Kunden und wählen Rohstoffe dementsprech-
end aus.

Anwendungsbereich
Die Profile werden für das Abdichten verschie-
dener Medien, Vibrations- und Lärmdämpfung, 
Verminderung des Wärmeverlustes in der 
Haushaltsgerätenindustrie, Baumöbelindustrie, 
Automobilindustrie, Wärme- und Kältetechnik, 
für Laborgeräte, im Bautechnik und für die  
Instandhaltung von Produktionslinien, Maschi-
nen und Geräten in verschiedenen Industrie-
zweigen verwendet.

Profilformen und Abmessungen
Wir fertigen auch Profile nach Forderung bzw. 
Wunsch unserer Kunden in verschiedenen For-
men und Farben- auf Grund von vorgelegten 
Muster oder Zeichnungen. Sie werden in Ring-
bunden geliefert. Die Dimensionstoleranzen 
folgen DIN 7715- E2 Klasse (mittlere Genauig-
keit).

Profilbestellung
Bei Ihrer Bestellung oder Nachfrage legen Sie 
bitte folgendes vor: Profilkode oder Zeichnung 
mit der Abmessungen oder ein Profilmuster, 
den Anwendungszweck sowie thermische, 
chemische und physikalische Einwirkungen, 
deren das Profil ausgesetzt wird, benötigte 
Menge, Härte und Farbe.

Wenn Sie in unserer Darstellung die richtige 
Antwort nicht gefunden haben, rufen Sie uns 
an, oder besuchen Sie uns. Wir stehen Ihnen  
jederzeit gerne zur Verfügung. Mehr als 20 
Jahre von Erfahrungen und erfolgreiche 
Zusammenarbeit mit unseren zahlreichen 
Partnern sind die beste Garantie, dass wir 
auch Ihren Wünschen nachkommen und 
eine entsprechende Lösung finden werden.

Silikonski tesnilni profili / Silicone Sealing Profiles
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