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Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Adjustments are possible with 
respective bores provided.

■■ The nut plate can be mounted 
in different ways, according to 
the application. (Please order 
separately)

■■ Further types with 
DIRAK-SNAP-Technology see 
Product system 4-249.01DST, 
4-249.02DST, 4-249.03DST, 
4-249.04DST, 4-249.05DST.

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black

■■ Pin: stainless steel

■■ Nut plate: steel, zinc plated

Remarks

1. teeth to friction increase

2. cutout for adjustment

Hinge, zinc die, black
  Part Number Material pin Pin version Installation type

a) 218-9501.00-00000 stainless steel pressed in screw-on

Hinge, zinc die, chrome plated
  Part Number Material pin Pin version Installation type

a) 218-9502.00-00000 stainless steel pressed in screw-on

Accessories

b) 749 218-0907.15-00000 Nut Plate

Hinge 28x30 Pr01 180° [4-249]
for nested door or surface mounted door

Advantages

■■ Screw-on Hinge, Mini.

■■ Lift-off.

■■ Pin molded into frame-part.

■■ 180° Opening angle.

Materials

■■ Frame-part and door-part: 
zinc die, black

■■ Pin: stainless steel

Hinge
Part Number Version Material pin Pin version Ø Pin d Installation type

250-9106.00-00000 LH stainless steel molded in 3 mm screw-on
250-9107.00-00000 RH stainless steel molded in 3 mm screw-on

Hinge Pr01/04 180° [4-348]
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Advantages

■■ Screw-on Hinges for alumi-
nium profiles.

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180° Opening angle.

■■ Lift-off.

■■ Horizontal and vertial installa-
tion with DIRAK tenon blocks
or fastening blocks 750
4-248.
A rotation of the hinge is not
possible.

■■ Cutout see 750 4-248.

Materials

■■ Hinge halves: zinc die,
chrome plated or black

■■ Pin: stainless steel

■■ Tenon blocks and fastening
blocks: zinc die, untreated

Remarks

1. = Installation example for
the parallel arrangement of the
profiles

2. = Installation example for the
rectangular arrangement of the
profiles

3. = Tenon blocks see 750
4-248

Hinge, zinc die, chrome plated
Part Number Version for Profile width C total Length A Dimension B Installation type

265-9001.00-00000 RH 30 59 mm 16.5 mm screw-on
265-9003.00-00000 LH 30 59 mm 16.5 mm screw-on
265-9101.00-00000 RH 35 64 mm 19 mm screw-on
265-9103.00-00000 LH 35 64 mm 19 mm screw-on
265-9201.00-00000 RH 40 69 mm 21.5 mm screw-on
265-9203.00-00000 LH 40 69 mm 21.5 mm screw-on
265-9301.00-00000 RH 45 74 mm 24 mm screw-on
265-9303.00-00000 LH 45 74 mm 24 mm screw-on
265-9401.00-00000 RH 50 79 mm 26.5 mm screw-on
265-9403.00-00000 LH 50 79 mm 26.5 mm screw-on

Hinge, zinc die, black
Part Number Version for Profile width C total Length A Dimension B Installation type

265-9002.00-00000 RH 30 59 mm 16.5 mm screw-on
265-9004.00-00000 LH 30 59 mm 16.5 mm screw-on
265-9102.00-00000 RH 35 64 mm 19 mm screw-on
265-9104.00-00000 LH 35 64 mm 19 mm screw-on
265-9202.00-00000 RH 40 69 mm 21.5 mm screw-on
265-9204.00-00000 LH 40 69 mm 21.5 mm screw-on
265-9302.00-00000 RH 45 74 mm 24 mm screw-on
265-9304.00-00000 LH 45 74 mm 24 mm screw-on
265-9402.00-00000 RH 50 79 mm 26.5 mm screw-on
265-9404.00-00000 LH 50 79 mm 26.5 mm screw-on

Accessories

750 4-248 Tenon Blocks and Anti-Twist Protection

Hinge Pr01 180° [4-247]
Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ To be mounted by simple pus-
hing into appropriate cutouts 
and by screws.

■■ With the screw fastened ver-
sions countersunk screws 
according DIN 7991 or accor-
ding DIN EN ISO 10642 can 
be used.

■■ Adjustments are possible with 
respective bores provided.

■■ The nut plate can be mounted 
in different ways, according to 
the application. (Please order 
separately)

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

■■ Nut plate: steel, zinc plated

Remarks

1. alternative cutout 

2. indentation for correct

3. teeth to friction increase

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

a) 418-9305.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Hinge, zinc die, chrome plated
Part Number Clamping range Material pin Pin version Installation type

a) 418-9305.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Accessories

756 292-0306.80-02530 Tool for uninstallation
b) 749 218-0907.15-00000 Nut Plate

DST Hinge 30x25 Pr01 180° [4-249.05DST]
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Hinge halves, version RH, zinc die, chrome plated
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

a) 265-0101.01-00000 29.5 mm 16.5 mm 30 b screw-on
a) 265-0201.01-00000 32 mm 19 mm 35 b screw-on
a) 265-0301.01-00000 34.5 mm 21.5 mm 40 b screw-on
a) 265-0401.01-00000 37 mm 24 mm 45 b screw-on
a) 265-0501.01-00000 39.5 mm 26.5 mm 50 b screw-on
b) 265-8703.00-00000 Yes 29.5 mm 16.5 mm 30 a screw-on
b) 265-8707.00-00000 Yes 32 mm 19 mm 35 a screw-on
b) 265-8711.00-00000 Yes 34.5 mm 21.5 mm 40 a screw-on
b) 265-8715.00-00000 Yes 37 mm 24 mm 45 a screw-on
b) 265-8719.00-00000 Yes 39.5 mm 26.5 mm 50 a screw-on

Hinge halves, version RH, zinc die, black
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

a) 265-0101.02-00000 29.5 mm 16.5 mm 30 b screw-on
a) 265-0201.02-00000 32 mm 19 mm 35 b screw-on
a) 265-0301.02-00000 34.5 mm 21.5 mm 40 b screw-on
a) 265-0401.02-00000 37 mm 24 mm 45 b screw-on
a) 265-0501.02-00000 39.5 mm 26.5 mm 50 b screw-on
b) 265-8704.00-00000 Yes 29.5 mm 16.5 mm 30 a screw-on
b) 265-8708.00-00000 Yes 32 mm 19 mm 35 a screw-on
b) 265-8712.00-00000 Yes 34.5 mm 21.5 mm 40 a screw-on
b) 265-8716.00-00000 Yes 37 mm 24 mm 45 a screw-on
b) 265-8720.00-00000 Yes 39.5 mm 26.5 mm 50 a screw-on

Hinge halves, version LH, zinc die, chrome plated
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

c) 265-0102.01-00000 29.5 mm 16.5 mm 30 d screw-on
c) 265-0202.01-00000 32 mm 19 mm 35 d screw-on
c) 265-0302.01-00000 34.5 mm 21.5 mm 40 d screw-on
c) 265-0402.01-00000 37 mm 24 mm 45 d screw-on
c) 265-0502.01-00000 39.5 mm 26.5 mm 50 d screw-on
d) 265-8701.00-00000 Yes 29.5 mm 16.5 mm 30 c screw-on
d) 265-8705.00-00000 Yes 32 mm 19 mm 35 c screw-on
d) 265-8709.00-00000 Yes 34.5 mm 21.5 mm 40 c screw-on
d) 265-8713.00-00000 Yes 37 mm 24 mm 45 c screw-on
d) 265-8717.00-00000 Yes 39.5 mm 26.5 mm 50 c screw-on

Hinge halves, version LH, zinc die, black
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

c) 265-0102.02-00000 29.5 mm 16.5 mm 30 d screw-on
c) 265-0202.02-00000 32 mm 19 mm 35 d screw-on
c) 265-0302.02-00000 34.5 mm 21.5 mm 40 d screw-on
c) 265-0402.02-00000 37 mm 24 mm 45 d screw-on
c) 265-0502.02-00000 39.5 mm 26.5 mm 50 d screw-on
d) 265-8702.00-00000 Yes 29.5 mm 16.5 mm 30 c screw-on
d) 265-8706.00-00000 Yes 32 mm 19 mm 35 c screw-on
d) 265-8710.00-00000 Yes 34.5 mm 21.5 mm 40 c screw-on
d) 265-8714.00-00000 Yes 37 mm 24 mm 45 c screw-on
d) 265-8718.00-00000 Yes 39.5 mm 26.5 mm 50 c screw-on

Accessories

750 4-248 Tenon Blocks and Anti-Twist Protection

Advantages

■■ Hinge halves for aluminium
profiles with same or different
wide.

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180° Opening angle.

■■ Lift-off.

■■ Horizontal and vertial installa-
tion with DIRAK tenon blocks
or fastening blocks 750
4-248.
A rotation of the hinge is not
possible.

■■ Cutout see 750 4-248.

Materials

■■ Hinge halves: zinc die,
chrome plated or black

■■ Pin: stainless steel

Remarks

1.= recesses at the back of the 
hinges for the tenon blocks or 
fastening blocks

Hinge Halves Pr01 180° [4-247.01]
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Hinge halves, version RH, zinc die, chrome plated
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

a) 265-0101.01-00000 29.5 mm 16.5 mm 30 b screw-on
a) 265-0201.01-00000 32 mm 19 mm 35 b screw-on
a) 265-0301.01-00000 34.5 mm 21.5 mm 40 b screw-on
a) 265-0401.01-00000 37 mm 24 mm 45 b screw-on
a) 265-0501.01-00000 39.5 mm 26.5 mm 50 b screw-on
b) 265-8703.00-00000 Yes 29.5 mm 16.5 mm 30 a screw-on
b) 265-8707.00-00000 Yes 32 mm 19 mm 35 a screw-on
b) 265-8711.00-00000 Yes 34.5 mm 21.5 mm 40 a screw-on
b) 265-8715.00-00000 Yes 37 mm 24 mm 45 a screw-on
b) 265-8719.00-00000 Yes 39.5 mm 26.5 mm 50 a screw-on

Hinge halves, version RH, zinc die, black
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

a) 265-0101.02-00000 29.5 mm 16.5 mm 30 b screw-on
a) 265-0201.02-00000 32 mm 19 mm 35 b screw-on
a) 265-0301.02-00000 34.5 mm 21.5 mm 40 b screw-on
a) 265-0401.02-00000 37 mm 24 mm 45 b screw-on
a) 265-0501.02-00000 39.5 mm 26.5 mm 50 b screw-on
b) 265-8704.00-00000 Yes 29.5 mm 16.5 mm 30 a screw-on
b) 265-8708.00-00000 Yes 32 mm 19 mm 35 a screw-on
b) 265-8712.00-00000 Yes 34.5 mm 21.5 mm 40 a screw-on
b) 265-8716.00-00000 Yes 37 mm 24 mm 45 a screw-on
b) 265-8720.00-00000 Yes 39.5 mm 26.5 mm 50 a screw-on

Hinge halves, version LH, zinc die, chrome plated
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

c) 265-0102.01-00000 29.5 mm 16.5 mm 30 d screw-on
c) 265-0202.01-00000 32 mm 19 mm 35 d screw-on
c) 265-0302.01-00000 34.5 mm 21.5 mm 40 d screw-on
c) 265-0402.01-00000 37 mm 24 mm 45 d screw-on
c) 265-0502.01-00000 39.5 mm 26.5 mm 50 d screw-on
d) 265-8701.00-00000 Yes 29.5 mm 16.5 mm 30 c screw-on
d) 265-8705.00-00000 Yes 32 mm 19 mm 35 c screw-on
d) 265-8709.00-00000 Yes 34.5 mm 21.5 mm 40 c screw-on
d) 265-8713.00-00000 Yes 37 mm 24 mm 45 c screw-on
d) 265-8717.00-00000 Yes 39.5 mm 26.5 mm 50 c screw-on

Hinge halves, version LH, zinc die, black
Part Number Pin Dimension A Dimension B for Profile width C Combinable with Installation type

c) 265-0102.02-00000 29.5 mm 16.5 mm 30 d screw-on
c) 265-0202.02-00000 32 mm 19 mm 35 d screw-on
c) 265-0302.02-00000 34.5 mm 21.5 mm 40 d screw-on
c) 265-0402.02-00000 37 mm 24 mm 45 d screw-on
c) 265-0502.02-00000 39.5 mm 26.5 mm 50 d screw-on
d) 265-8702.00-00000 Yes 29.5 mm 16.5 mm 30 c screw-on
d) 265-8706.00-00000 Yes 32 mm 19 mm 35 c screw-on
d) 265-8710.00-00000 Yes 34.5 mm 21.5 mm 40 c screw-on
d) 265-8714.00-00000 Yes 37 mm 24 mm 45 c screw-on
d) 265-8718.00-00000 Yes 39.5 mm 26.5 mm 50 c screw-on

Accessories

750 4-248 Tenon Blocks and Anti-Twist Protection

Advantages

■■ Hinge halves for aluminium 
profiles with same or different 
wide.

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180° Opening angle.

■■ Lift-off.

■■ Horizontal and vertial installa-
tion with DIRAK tenon blocks 
or fastening blocks 750
4-248. 
A rotation of the hinge is not 
possible. 

■■ Cutout see 750 4-248.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel

Remarks

1.= recesses at the back of the 
hinges for the tenon blocks or 
fastening blocks

Hinge Halves Pr01 180° [4-247.01]
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Advantages

■■ Screw-on Hinge 40x40mm 
with molded in countersunk 
screws M5.

■■ Lift-off.

■■ The O-Rings for IP65 DIN EN 
60529 are included.

■■ RH and LH version.

■■ 180° Opening angle.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel

■■ O-Ring: NBR

■■ Washer: stainless steel

Hinge
Part Number Version Pin version Material pin Installation type

218-9010.00-00000 RH pressed in stainless steel screw-on
218-9011.00-00000 LH pressed in stainless steel screw-on

Hinge 40x40 Pr01 180° [4-246]

Hinge Pr01 180° Stainless Steel
See page 519
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Advantages

■■ Screw-on Hinge with or 
without grounding.

■■ RH or LH application.

■■ 180° Opening angle.

■■ Combination of versions a) 
and b) on request.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel

■■ Molded in screws: steel, zinc 
plated

■■ Grounding washer: steel, 
zinc plated

■■ Spring: spring steel

Hinge, zinc die, chrome plated
Part Number Version Material pin Pin version Installation type

a) 218-9101.00-00000 with molded in screws M6  stainless steel pressed in screw-on
b) 218-9103.00-00000 with countersunk holes M6 stainless steel pressed in screw-on

Hinge, zinc die, black
Part Number Version Grounding type Material pin Pin version Installation type

a) 218-9102.00-00000 with molded in screws M6  stainless steel pressed in screw-on
a1) 218-9412.00-00000 with molded in screws M6 Grounding washer steel, zinc plated pressed in screw-on
b) 218-9104.00-00000 with countersunk holes M6 stainless steel pressed in screw-on

Accessories

800-0411.00-00000 Grounding washer

Hinge 50x50 Pr01 180° [4-260]
for nested door, stainless steel AISI 316

Advantages

■■ Lift-off hinge, with 125°
 opening angle.

■■ The double symmetrical
 layout allows RH and LH
application.

Materials

■■ Hinge parts and pin:
 stainless steel AISI 316

Hinge
Part Number Width W Height H Material pin Pin version Installation type

218-9119.00-00000 50 mm 50 mm stainless steel pressed in screw-on

Hinge 50x50 Pr01 125° Stainless Steel [7-205]
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Hinge version LH
  Part Number Clamping range Installation type

a) 418-9011.00-00010 0.7 - 1.2 mm tool-less
a) 418-9011.00-00015 1.2 - 1.7 mm tool-less
a) 418-9011.00-00020 1.7 - 2.2 mm tool-less
a) 418-9011.00-00025 2.2 - 2.7 mm tool-less
a) 418-9011.00-00030 2.7 - 3.2 mm tool-less

Hinge, version RH
  Part Number Clamping range Installation type

b) 418-9008.00-00010 0.7 - 1.2 mm tool-less
b) 418-9008.00-00015 1.2 - 1.7 mm tool-less
b) 418-9008.00-00020 1.7 - 2.2 mm tool-less
b) 418-9008.00-00025 2.2 - 2.7 mm tool-less
b) 418-9008.00-00030 2.7 - 3.2 mm tool-less

Hinge, pin pressed into screw-on half, LH
  Part Number Clamping range Version Installation type

c) 418-9009.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into screw-on half, RH
  Part Number Clamping range Version Installation type

d) 418-9006.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, LH
  Part Number Clamping range Version Installation type

e) 418-9012.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, RH
  Part Number Clamping range Version Installation type

f) 418-9013.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180° Opening angle.

■■ Lift-off.

■■ The O-rings for IP65 DIN EN 
60529 are included.

■■ Tool-less installation / 
screw-on.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel

■■ O-rings: NBR

■■ Snap-wedges: sintered steel, 
zinc plated

■■ Washer: stainless steel

Remarks

1. washer

2. o-ring

DST Hinge 40x40 Pr01 180° [4-246DST]

Hi
ng
es

Hi
ng
es

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com498 | www.DIRAK.comHinges | 499Hinges

Hinge version LH
Part Number Clamping range Installation type

a) 418-9011.00-00010 0.7 - 1.2 mm tool-less
a) 418-9011.00-00015 1.2 - 1.7 mm tool-less
a) 418-9011.00-00020 1.7 - 2.2 mm tool-less
a) 418-9011.00-00025 2.2 - 2.7 mm tool-less
a) 418-9011.00-00030 2.7 - 3.2 mm tool-less

Hinge, version RH
Part Number Clamping range Installation type

b) 418-9008.00-00010 0.7 - 1.2 mm tool-less
b) 418-9008.00-00015 1.2 - 1.7 mm tool-less
b) 418-9008.00-00020 1.7 - 2.2 mm tool-less
b) 418-9008.00-00025 2.2 - 2.7 mm tool-less
b) 418-9008.00-00030 2.7 - 3.2 mm tool-less

Hinge, pin pressed into screw-on half, LH
Part Number Clamping range Version Installation type

c) 418-9009.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into screw-on half, RH
Part Number Clamping range Version Installation type

d) 418-9006.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, LH
Part Number Clamping range Version Installation type

e) 418-9012.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, RH
Part Number Clamping range Version Installation type

f) 418-9013.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180° Opening angle.

■■ Lift-off.

■■ The O-rings for IP65 DIN EN 
60529 are included.

■■ Tool-less installation / 
screw-on.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel

■■ O-rings: NBR

■■ Snap-wedges: sintered steel, 
zinc plated

■■ Washer: stainless steel

Remarks

1. washer

2. o-ring

DST Hinge 40x40 Pr01 180° [4-246DST]

Hi
ng
es

Hi
ng
es

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com8 9



522 | www.DIRAK.comHinges | 523Hinges

for nested door

Advantages

■■ Weld-on Hinge for heavy 
duty applications, made from 
 forged profile steel.

■■ 180° Opening angle.

Materials

■■ Hinge: steel, untreated

Hinge
Part Number Height H Length Strength S Ø Knurl D Material pin Pin version Ø Pin d Installation type

233-9101.00-00000 40 mm 60 mm 5 mm 12 mm steel untreated loose 6 mm weld-on
233-9102.00-00000 40 mm 100 mm 5 mm 12 mm steel untreated loose 6 mm weld-on
233-9103.00-00000 50 mm 60 mm 5 mm 12 mm steel untreated loose 6 mm weld-on
233-9104.00-00000 50 mm 100 mm 5 mm 12 mm steel untreated loose 6 mm weld-on
233-9201.00-00000 50 mm 80 mm 6 mm 15 mm steel untreated loose 8 mm weld-on
233-9202.00-00000 60 mm 60 mm 6 mm 15 mm steel untreated loose 8 mm weld-on
233-9203.00-00000 80 mm 80 mm 6 mm 15 mm steel untreated loose 8 mm weld-on
233-9204.00-00000 80 mm 100 mm 6 mm 15 mm steel untreated loose 8 mm weld-on

Hinge Pr01 180° [4-315]
Advantages

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180°opening angle.

■■ Low weight.

■■ Corrosion resistant.

■■ Lift-off.

Materials

■■ Hinge: PA, black 

■■ Pin: stainless steel

Remarks

1. = Fastening with countersunk 
screw M5 

DIN 7991 or DIN ISO 10642 and 
DIN 965 or DIN ISO 7046

Hinge
Part Number Version Material pin Installation type

218-9425.00-00000 RH stainless steel screw-on
218-9426.00-00000 LH stainless steel screw-on

Hinge PA, 74 x 60 Pr01 180° [4-402]
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CP0626
Lift-Off Hinges 

CP0625

Part No. Finish Weight
CP0625Z PennBrite™ 38g/1.34oz
CP0625EZ Zinc 38g/1.34oz
CP0625K Black 38g/1.34oz

Part No. Finish Description Weight
CP0626EZ Zinc Large Lift-Off Hinge 68g/2.4oz
CP0626K Black Large Lift-Off Hinge 68g/2.4oz

Lift-Off Hinge.

Material: Steel

Large Lift-Off Hinge.

Material: Steel

Full Range Catalogue 21 - March 10.indd   230 3/16/2020   2:33:20 PM

CP0644

CP3050

Part No. Finish Weight
CP0644N Nickel 35g/1.23oz

Part No. Finish Description
CP3050 Zinc Pair of Slip Hinges

Part No. Finish Orientation Pin
C1460YZ
C1461YZ

Yellow Zinc Right
Left

54mm / 2.13"

C1462YZ
C1463YZ

Yellow Zinc Right
Left

60.5mm / 2.38"

Lift-Off Hinge.

Material: 1.2mm / 18 gauge Steel

Slip Hinges
Separating 90°
Sold by pair

Material: 1.5mm / 16 gauge Steel

C1460-C1463
Slip Hinge. Allows for Easy Removal of Doors. 
Available with Different Pin Lengths.

Material: Steel
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for nested door or surface mounted door

Advantages

■■ Appealing hinge with 
DIRAK-SNAP-Technology for 
nested/flush constructions.

■■ Lift-off.

■■ 180° Opening angle.

■■ Although designed initially for 
flush constructions, this hinge 
can also be used for surface 
mounted doors (refer to lower 
example of application).

■■ Attention: In this case the 
opening angle is only about 
130°. See product system 
4-346DST.

■■ The installation of the frame-
part and door-part is achieved 
tool-less by a simple push into 
appropriate cutouts.

Materials

■■ Hinge parts: zinc die,  
matt black

■■ Pin cast on: zinc die

■■ For heavy duty! Solid pin, 
pressed in: stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. = Washer

Hinge
Part Number Clamping range Version Material pin Pin version Installation type

417-9005.00-00010 0.7 - 1.2 mm RH zinc die molded in tool-less
417-9005.00-00015 1.2 - 1.7 mm RH zinc die molded in tool-less
417-9005.00-00020 1.7 - 2.2 mm RH zinc die molded in tool-less
417-9005.00-00030 2.7 - 3.2 mm RH zinc die molded in tool-less
417-9011.00-00010 0.7 - 1.2 mm RH stainless steel pressed in tool-less
417-9011.00-00015 1.2 - 1.7 mm RH stainless steel pressed in tool-less
417-9011.00-00020 1.7 - 2.2 mm RH stainless steel pressed in tool-less
417-9011.00-00030 2.7 - 3.2 mm RH stainless steel pressed in tool-less
417-9006.00-00010 0.7 - 1.2 mm LH zinc die molded in tool-less
417-9006.00-00015 1.2 - 1.7 mm LH zinc die molded in tool-less
417-9006.00-00020 1.7 - 2.2 mm LH zinc die molded in tool-less
417-9006.00-00030 2.7 - 3.2 mm LH zinc die molded in tool-less
417-9010.00-00010 0.7 - 1.2 mm LH stainless steel pressed in tool-less
417-9010.00-00015 1.2 - 1.7 mm LH stainless steel pressed in tool-less
417-9010.00-00020 1.7 - 2.2 mm LH stainless steel pressed in tool-less
417-9010.00-00030 2.7 - 3.2 mm LH stainless steel pressed in tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01/04 180° [4-345DST]
for nested door or surface mounted door

Advantages

■■ Elegant screw-on hinge.

■■ Lift-off.

■■ The installation screws are 
concealed.

■■ Although designed initially for 
flush constructions, this hinge 
can also be used for surface 
mounted doors (refer to lower 
example of application).

■■ Attention: In this case the 
opening angle is only about 
130°. 

■■ See product system 4-346.

Materials

■■ Hinge: zinc die, chrome 
 plated or black

■■ Spacer: Teflon, black or white

Remarks

Due to the endless number of 
different applications with often 
extremely limited fitting space 
(e.g. upper example of appli-
cation) we do not include any 
screws for this hinge.

Hinge, zinc die, black
Part Number Version Pin version Ø Pin d Installation type

217-9503.00-00000 RH molded in 9 mm screw-on
217-9504.00-00000 LH molded in 9 mm screw-on

Hinge, zinc die, chrome plated
Part Number Version Pin version Ø Pin d Installation type

217-9505.00-00000 RH molded in 9 mm screw-on
217-9506.00-00000 LH molded in 9 mm screw-on

Hinge Pr01/04 180° [4-345]
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for nested door or surface mounted door

Advantages

■■ Appealing hinge with
DIRAK-SNAP-Technology for
nested/flush constructions.

■■ Lift-off.

■■ 180° Opening angle.

■■ Although designed initially for
flush constructions, this hinge
can also be used for surface
mounted doors (refer to lower
example of application).

■■ Attention: In this case the
opening angle is only about 
130°. See product system 
4-346DST.

■■ The installation of the frame-
part and door-part is achieved
tool-less by a simple push into
appropriate cutouts.

Materials

■■ Hinge parts: zinc die,
matt black

■■ Pin cast on: zinc die

■■ For heavy duty! Solid pin,
pressed in: stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. = Washer

Hinge
Part Number Clamping range Version Material pin Pin version Installation type

417-9005.00-00010 0.7 - 1.2 mm RH zinc die molded in tool-less
417-9005.00-00015 1.2 - 1.7 mm RH zinc die molded in tool-less
417-9005.00-00020 1.7 - 2.2 mm RH zinc die molded in tool-less
417-9005.00-00030 2.7 - 3.2 mm RH zinc die molded in tool-less
417-9011.00-00010 0.7 - 1.2 mm RH stainless steel pressed in tool-less
417-9011.00-00015 1.2 - 1.7 mm RH stainless steel pressed in tool-less
417-9011.00-00020 1.7 - 2.2 mm RH stainless steel pressed in tool-less
417-9011.00-00030 2.7 - 3.2 mm RH stainless steel pressed in tool-less
417-9006.00-00010 0.7 - 1.2 mm LH zinc die molded in tool-less
417-9006.00-00015 1.2 - 1.7 mm LH zinc die molded in tool-less
417-9006.00-00020 1.7 - 2.2 mm LH zinc die molded in tool-less
417-9006.00-00030 2.7 - 3.2 mm LH zinc die molded in tool-less
417-9010.00-00010 0.7 - 1.2 mm LH stainless steel pressed in tool-less
417-9010.00-00015 1.2 - 1.7 mm LH stainless steel pressed in tool-less
417-9010.00-00020 1.7 - 2.2 mm LH stainless steel pressed in tool-less
417-9010.00-00030 2.7 - 3.2 mm LH stainless steel pressed in tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01/04 180° [4-345DST]
for nested door or surface mounted door

Advantages

■■ Elegant screw-on hinge.

■■ Lift-off.

■■ The installation screws are 
concealed.

■■ Although designed initially for 
flush constructions, this hinge 
can also be used for surface 
mounted doors (refer to lower 
example of application).

■■ Attention: In this case the 
opening angle is only about 
130°. 

■■ See product system 4-346.

Materials

■■ Hinge: zinc die, chrome 
plated or black

■■ Spacer: Teflon, black or white

Remarks

Due to the endless number of 
different applications with often 
extremely limited fitting space 
(e.g. upper example of appli-
cation) we do not include any 
screws for this hinge.

Hinge, zinc die, black
Part Number Version Pin version Ø Pin d Installation type

217-9503.00-00000 RH molded in 9 mm screw-on
217-9504.00-00000 LH molded in 9 mm screw-on

Hinge, zinc die, chrome plated
Part Number Version Pin version Ø Pin d Installation type

217-9505.00-00000 RH molded in 9 mm screw-on
217-9506.00-00000 LH molded in 9 mm screw-on

Hinge Pr01/04 180° [4-345]
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Advantages

■■ Appealing hinge with 
DIRAK-SNAP-Technology for 
nested doors.

■■ Lift-off.

■■ 160° Opening angle.

■■ The installation of the frame-
part and door-part is tool-less 
achieved by a simple push 
into appropriate cutouts.

Materials

■■ Hinge parts: zinc die, 
matt black

■■ Solid Pin, pressed in:
stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. washer

Hinge, version RH
Part Number Clamping range Material pin Pin version Ø Pin d Installation type

417-9007.00-00010 0.7 - 1.2 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00015 1.2 - 1.7 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00020 1.7 - 2.2 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00030 2.7 - 3.2 mm stainless steel pressed in 9 mm tool-less

Hinge, version LH
Part Number Clamping range Material pin Pin version Ø Pin d Installation type

417-9008.00-00010 0.7 - 1.2 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00015 1.2 - 1.7 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00020 1.7 - 2.2 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00030 2.7 - 3.2 mm stainless steel pressed in 9 mm tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 160° [4-346DST]
Advantages

■■ Elegant screw-on hinge for
nested doors.

■■ Lift-off.

■■ 160° Opening angle.

■■ The fitting screws are con-
cealed.

■■ See product system 4-345.

■■ The 35mm screw-distance
 allows for easier fitting.

■■ 4 screws M5x8 with under
head serrations and a Teflon
bearing washer are included.

Materials

■■ Hinge parts: zinc die, chrome
plated or black

■■ Pin: stainless steel

■■ Bearing washer: Teflon, black
or white

Hinge, zinc die, chrome plated
Part Number Version Material pin Pin version Ø Pin d Installation type

217-9507.00-00000 RH stainless steel pressed in 9 mm screw-on
217-9508.00-00000 LH stainless steel pressed in 9 mm screw-on

Hinge, zinc die, black
Part Number Version Material pin Pin version Ø Pin d Installation type

217-9509.00-00000 RH stainless steel pressed in 9 mm screw-on
217-9510.00-00000 LH stainless steel pressed in 9 mm screw-on

Hinge Pr01 160° [4-346]
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Advantages

■■ Appealing hinge with
DIRAK-SNAP-Technology for
nested doors.

■■ Lift-off.

■■ 160° Opening angle.

■■ The installation of the frame-
part and door-part is tool-less
achieved by a simple push
into appropriate cutouts.

Materials

■■ Hinge parts: zinc die,
matt black

■■ Solid Pin, pressed in:
 stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. washer

Hinge, version RH
Part Number Clamping range Material pin Pin version Ø Pin d Installation type

417-9007.00-00010 0.7 - 1.2 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00015 1.2 - 1.7 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00020 1.7 - 2.2 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00030 2.7 - 3.2 mm stainless steel pressed in 9 mm tool-less

Hinge, version LH
Part Number Clamping range Material pin Pin version Ø Pin d Installation type

417-9008.00-00010 0.7 - 1.2 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00015 1.2 - 1.7 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00020 1.7 - 2.2 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00030 2.7 - 3.2 mm stainless steel pressed in 9 mm tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 160° [4-346DST]
Advantages

■■ Elegant screw-on hinge for 
nested doors.

■■ Lift-off.

■■ 160° Opening angle.

■■ The fitting screws are con-
cealed.

■■ See product system 4-345.

■■ The 35mm screw-distance 
allows for easier fitting.

■■ 4 screws M5x8 with under 
head serrations and a Teflon 
bearing washer are included.

Materials

■■ Hinge parts: zinc die, chrome 
plated or black 

■■ Pin: stainless steel 

■■ Bearing washer: Teflon, black 
or white

Hinge, zinc die, chrome plated
Part Number Version Material pin Pin version Ø Pin d Installation type

217-9507.00-00000 RH stainless steel pressed in 9 mm screw-on
217-9508.00-00000 LH stainless steel pressed in 9 mm screw-on

Hinge, zinc die, black
Part Number Version Material pin Pin version Ø Pin d Installation type

217-9509.00-00000 RH stainless steel pressed in 9 mm screw-on
217-9510.00-00000 LH stainless steel pressed in 9 mm screw-on

Hinge Pr01 160° [4-346]
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door bending 20mm, for nested door, stainless steel AISI 304

Advantages

■■ The 2 main hinge parts have a 
central guide to prevent door 
sagging during adjustment.

■■ RH or LH application.

■■ 90° Opening angle.

Materials

■■ Concealed Hinge: stainless 
steel AISI 304

Concealed Hinge
Part Number Material pin Pin version Installation type

222-9105.00-00000 stainless steel loose weld-on

Concealed Hinge Pr02 90° Stainless Steel [7-107]
door bending 200mm, for nested door

Advantages

■■ The 2 main Hinge parts have a 
central guide to prevent door 
sagging during adjustment.

■■ RH or LH application.

Materials

■■ U-part: steel, zinc plated

■■ Z-part and frame-part: steel, 
untreated

■■ Pin: steel, zinc plated

Concealed Hinge
Part Number Adjustment direction Material pin Installation type

222-9001.00-00000 Width steel, zinc plated weld-on

Concealed Hinge Pr02 90° [4-100]
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door bending 26mm, for nested door, stainless steel AISI 304

Advantages

■■ The 2 main hinge parts have a
central guide to prevent door
sagging during adjustment.

■■ RH or LH application.

■■ 90° Opening angle.

Materials

■■ Concealed Hinge: stainless
steel AISI 304

Concealed Hinge
Part Number Version Material pin Pin version Installation type

A) 222-9102.00-00000 Pivot with ò16 stainless steel molded in weld-on
B) 222-9104.00-00000 Pivot with flap stainless steel molded in weld-on

Concealed Hinge Pr02 90° Stainless Steel [7-108]
door bending 26mm, for nested door

Advantages

■■ The 2 main hinge parts have a 
central guide to prevent door 
sagging during adjustment.

■■ RH or LH application.

■■ 90° Opening angle.

Materials

■■ U-part: steel, zinc plated

■■ Z-part: steel, untreated

■■ Pivot: steel, untreated

Concealed Hinge
Part Number Version Adjustment direction Material pin Installation type

A) 222-9101.00-00000 Pivot with square 16 Width steel untreated weld-on
B) 222-9103.00-00000 Pivot with flap Width steel untreated weld-on

Concealed Hinge Pr02 90° [4-110]
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Lift-off, for nested door, stainless steel

Advantages

■■ 110° Concealed hinge with 
spring loaded pin for the 
removal of the door.

■■ RH and LH applications.

■■ The barrel is welded-in first.

■■ After the painting process, the 
slotted pivot pin, hook pin and 
spring have to be assembled.

■■ 110° Opening angle.

Materials

■■ Bezel, pin, hook pin and 
spring: stainless steel  
AISI 303

Remarks

1. pull the spring-loaded pin for 
installation and removal of the 
door

2. door fitted

Pin Hinge 
Part Number Material pin Pin version Installation type

241-9001.81-00000 stainless steel AISI 303 springloaded weld-on

Pin Hinge Pr02 110° Stainless Steel [7-251]
Lift-off, for nested door, with springloaded pin

Advantages

■■ 110° Hinge for RH and LH 
applications with springloa-
ded pin.

■■ The barrel (steel, untreated) is 
welded-in.

■■ After the painting process, the 
slotted pivot pin, hooked pin 
and spring have to be assem-
bled.

■■ 110° Opening angle.

Materials

■■ Bezel: steel, untreated

■■ Pin with slot: steel, zinc 
 plated

■■ Hook pin: steel, zinc plated

■■ Spring: spring steel, 
 galvanized

Remarks

1. pull the spring-loaded pin for 
installation and removal of the 
door

2. door fitted

Pin Hinge 
  Part Number Pin version Material pin Length Installation type

a) 241-9001.00-00000 springloaded steel, zinc plated 20 mm weld-on
a1) 241-9002.00-00000 springloaded steel, zinc plated 35 mm weld-on

Pin Hinge Pr02 110° [4-390]
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Lift-off, for nested door, stainless steel

Advantages

■■ 110° Concealed hinge with
spring loaded pin for the
removal of the door.

■■ RH and LH applications.

■■ The barrel is welded-in first.

■■ After the painting process, the
slotted pivot pin, hook pin and
spring have to be assembled.

■■ 110° Opening angle.

Materials

■■ Bezel, pin, hook pin and
spring: stainless steel
AISI 303

Remarks

1. pull the spring-loaded pin for
installation and removal of the
door

2. door fitted

Pin Hinge 
Part Number Material pin Pin version Installation type

241-9001.81-00000 stainless steel AISI 303 springloaded weld-on

Pin Hinge Pr02 110° Stainless Steel [7-251]
Lift-off, for nested door, with springloaded pin

Advantages

■■ 110° Hinge for RH and LH 
applications with springloa-
ded pin.

■■ The barrel (steel, untreated) is 
welded-in.

■■ After the painting process, the 
slotted pivot pin, hooked pin 
and spring have to be assem-
bled.

■■ 110° Opening angle.

Materials

■■ Bezel: steel, untreated

■■ Pin with slot: steel, zinc 
plated

■■ Hook pin: steel, zinc plated

■■ Spring: spring steel, 
galvanized

Remarks

1. pull the spring-loaded pin for 
installation and removal of the 
door

2. door fitted

Pin Hinge 
Part Number Pin version Material pin Length Installation type

a) 241-9001.00-00000 springloaded steel, zinc plated 20 mm weld-on
a1) 241-9002.00-00000 springloaded steel, zinc plated 35 mm weld-on

Pin Hinge Pr02 110° [4-390]
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for nested door, with springloaded pin, stainless steel

Advantages

■■ Hinge with springloaded 
pin, stainless steel version, 
weld-on and screw-on.

■■ 120° Opening angle.

Materials

■■ Roll, pin and spring:
stainless steel AISI 304

Pin Hinge, version Ø4
Part Number Version Material pin Pin version Installation type

245-9003.00-00000 RH stainless steel springloaded screw- / weld-on
245-9004.00-00000 LH stainless steel springloaded screw- / weld-on

Pin Hinge, version Ø6
Part Number Version Material pin Pin version Installation type

245-9110.00-00000 RH stainless steel springloaded screw- / weld-on
245-9111.00-00000 LH stainless steel springloaded screw- / weld-on
245-9112.00-00000 not assembled stainless steel springloaded screw- / weld-on

Pin Hinge Pr02 120° Stainless Steel [7-250]
Advantages

■■ Lift-off.

■■ For nested doors.

■■ Version LH/ RH.

■■ With springloaded pin for
extension of the door.

■■ Versions Ø5mm are just
 welded-on.

■■ Versions Ø4mm and Ø6mm
are welded-on and scre-
wed-on.

■■ 120° opening angle.

■■ Drawn is right version.

Materials

■■ Door-part: steel, untreated or
steel, zinc plated

■■ Pin: steel, zinc plated

■■ Spring: stainless steel

Pin Hinge 
Part Number Door-part Version Pin length L Ø Pin d Installation type

a) 245-9001.00-00000 RH 58 mm 4 mm screw- / weld-on
b) 245-9103.00-00000 RH 82 mm 5 mm weld-on
c) 245-9113.00-00000 untreated RH 82 mm 6 mm screw- / weld-on
d) 245-9101.00-00000 untreated RH 82 mm 6 mm screw- / weld-on
d1) 245-9107.00-00000 zinc plated RH 82 mm 6 mm screw- / weld-on
a) 245-9002.00-00000 LH 58 mm 4 mm screw- / weld-on
b) 245-9104.00-00000 LH 82 mm 5 mm weld-on
d) 245-9102.00-00000 untreated LH 82 mm 6 mm screw- / weld-on
d1) 245-9108.00-00000 zinc plated LH 82 mm 6 mm screw- / weld-on
b) 245-9105.00-00000 not assembled 82 mm 5 mm weld-on
d) 245-9106.00-00000 untreated not assembled 82 mm 6 mm screw- / weld-on
d1) 245-9109.00-00000 zinc plated not assembled 82 mm 6 mm screw- / weld-on

Pin Hinge Pr02 120° [4-392]
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for nested door, with springloaded pin, stainless steel

Advantages

■■ Hinge with springloaded 
pin, stainless steel version, 
weld-on and screw-on.

■■ 120° Opening angle.

Materials

■■ Roll, pin and spring: 
 stainless steel AISI 304

Pin Hinge, version Ø4
Part Number Version Material pin Pin version Installation type

245-9003.00-00000 RH stainless steel springloaded screw- / weld-on
245-9004.00-00000 LH stainless steel springloaded screw- / weld-on

Pin Hinge, version Ø6
Part Number Version Material pin Pin version Installation type

245-9110.00-00000 RH stainless steel springloaded screw- / weld-on
245-9111.00-00000 LH stainless steel springloaded screw- / weld-on
245-9112.00-00000 not assembled stainless steel springloaded screw- / weld-on

Pin Hinge Pr02 120° Stainless Steel [7-250]
Advantages

■■ Lift-off.

■■ For nested doors.

■■ Version LH/ RH.

■■ With springloaded pin for 
extension of the door.

■■ Versions Ø5mm are just 
 welded-on.

■■ Versions Ø4mm and Ø6mm 
are welded-on and scre-
wed-on.

■■ 120° opening angle.

■■ Drawn is right version.

Materials

■■ Door-part: steel, untreated or 
steel, zinc plated

■■ Pin: steel, zinc plated

■■ Spring: stainless steel

Pin Hinge 
  Part Number Door-part Version Pin length L Ø Pin d Installation type

a) 245-9001.00-00000 RH 58 mm 4 mm screw- / weld-on
b) 245-9103.00-00000 RH 82 mm 5 mm weld-on
c) 245-9113.00-00000 untreated RH 82 mm 6 mm screw- / weld-on
d) 245-9101.00-00000 untreated RH 82 mm 6 mm screw- / weld-on
d1) 245-9107.00-00000 zinc plated RH 82 mm 6 mm screw- / weld-on
a) 245-9002.00-00000 LH 58 mm 4 mm screw- / weld-on
b) 245-9104.00-00000 LH 82 mm 5 mm weld-on
d) 245-9102.00-00000 untreated LH 82 mm 6 mm screw- / weld-on
d1) 245-9108.00-00000 zinc plated LH 82 mm 6 mm screw- / weld-on
b) 245-9105.00-00000 not assembled 82 mm 5 mm weld-on
d) 245-9106.00-00000 untreated not assembled 82 mm 6 mm screw- / weld-on
d1) 245-9109.00-00000 zinc plated not assembled 82 mm 6 mm screw- / weld-on

Pin Hinge Pr02 120° [4-392]
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Advantages

■■ For nested doors.

■■ Hinge concealed.

■■ Small space requirement.

■■ 120° Opening angle.

■■ The spring loaded pin allows 
for an easy and quick installa-
tion and removal of the door.

■■ A simple clip-in fitting for cut-
out differ.

Materials

■■ Housing: PA, black

■■ Pin: steel, zinc plated

a) and c)

■■ Spring: stainless steel

b)

■■ Spring: steel, zinc plated

Remarks

Door-cutout and frame-cutout 
differ.

Pin Hinge 
  Part Number Clamping range Material pin Pin length L Pin diameter Installation type

c) 245-9301.00-00000 1.0 - 1.2 mm steel, zinc plated 40 mm 4 mm tool-less
b) 245-9304.07-07101 1.4 - 1.6 mm steel, zinc plated 24.7 mm 5 mm tool-less
a) 245-9303.00-00000 1.4 - 1.6 mm steel, zinc plated 41 mm 5 mm tool-less

Pin Hinge Pr02 120° [4-393]
Advantages

■■ Pin hinge with spring-loaded 
handle.

■■ Flexible use for material thick-
nesses up to 4mm.

■■ The spring loaded pin allows 
for an easy and quick installa-
tion and removal of the door.

■■ Installed using a simple push 
into the cutout.

■■ Usable also as locking pin.

■■ Available with pin diameter of 
6mm or 8mm.

■■ On request also available with 
another handle (see 6-211).

Materials

■■ Pin: steel, zinc plated

■■ Handle: PA, green

■■ Spacer: PA, black

Remarks

1. Assembled without tools by 
pressing the locking pin into the 
handle. 

2. Disassembling the door.

3. Door installed.

4. By reducing the material in 
the cutout, the distance bet-
ween the two components can 
be adjusted.

Pin Hinge 
  Part Number Pin diameter Cutout pin Cutout housing Clamping range Packaging unit

a) 245-9312.00-00000 6 mm Ø 6.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.
b) 245-9313.00-00000 8 mm Ø 8.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.

Pin Hinge Pr02 120° [4-394]
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Advantages

■■ For nested doors.

■■ Hinge concealed.

■■ Small space requirement.

■■ 120° Opening angle.

■■ The spring loaded pin allows 
for an easy and quick installa-
tion and removal of the door.

■■ A simple clip-in fitting for cut-
out differ.

Materials

■■ Housing: PA, black

■■ Pin: steel, zinc plated

a) and c)

■■ Spring: stainless steel

b)

■■ Spring: steel, zinc plated

Remarks

Door-cutout and frame-cutout 
differ.

Pin Hinge 
Part Number Clamping range Material pin Pin length L Pin diameter Installation type

c) 245-9301.00-00000 1.0 - 1.2 mm steel, zinc plated 40 mm 4 mm tool-less
b) 245-9304.07-07101 1.4 - 1.6 mm steel, zinc plated 24.7 mm 5 mm tool-less
a) 245-9303.00-00000 1.4 - 1.6 mm steel, zinc plated 41 mm 5 mm tool-less

Pin Hinge Pr02 120° [4-393]
Advantages

■■ Pin hinge with spring-loaded
handle.

■■ Flexible use for material thick-
nesses up to 4mm.

■■ The spring loaded pin allows
for an easy and quick installa-
tion and removal of the door.

■■ Installed using a simple push
into the cutout.

■■ Usable also as locking pin.

■■ Available with pin diameter of
6mm or 8mm.

■■ On request also available with
another handle (see 6-211).

Materials

■■ Pin: steel, zinc plated

■■ Handle: PA, green

■■ Spacer: PA, black

Remarks

1. Assembled without tools by
pressing the locking pin into the
handle.

2. Disassembling the door.

3. Door installed.

4. By reducing the material in
the cutout, the distance bet-
ween the two components can
be adjusted.

Pin Hinge 
Part Number Pin diameter Cutout pin Cutout housing Clamping range Packaging unit

a) 245-9312.00-00000 6 mm Ø 6.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.
b) 245-9313.00-00000 8 mm Ø 8.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.

Pin Hinge Pr02 120° [4-394]
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Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23mm.

■■ RH / LH application.

■■  120° Opening angle.

■■ Door-part: weld-on or 
screw-on.

Materials

■■ Frame-part, door-part, pin 
without groove and faste-
ning washer: stainless steel 
AISI 304 

■■ Pin with groove: stainless 
steel AISI 303 

■■ Stud: stainless steel AISI 420 

■■ O-ring: NBR

Remarks

1. = Installation instruction for 
fastening washer

Concealed Hinge
  Part Number Frame-part cutout in frame Pin version

a) 243-9203.00-00000 with countersunk holes for M6 Ø6.3 or M6 without groove
b) 243-9204.00-00000 with countersunk holes for M6 Ø6.3 or M6 with groove incl.retaining ring
c) 243-9204.00-00001 with countersunk holes for M6 Ø6.3 or M6 with groove incl. o-ring
d) 243-9201.00-00000 with countersunk holes for M6 + fastening washer ò 8 or Ø10 without groove
e) 243-9202.00-00000 with countersunk holes for M6 + fastening washer ò 8 or Ø10 with groove incl.retaining ring
f) 243-9202.00-00001 with countersunk holes for M6 + fastening washer ò 8 or Ø10 with groove incl. o-ring
g) 243-9208.00-00000 with studs for M6 + fastening washer Ø6.3, ò 8, Ø10 without groove
h) 243-9209.00-00000 with studs for M6 + fastening washer Ø6.3, ò 8, Ø10 with groove incl.retaining ring
i) 243-9209.00-00001 with studs for M6 + fastening washer Ø6.3, ò 8, Ø10 with groove incl. o-ring

Concealed Hinge Pr03 120° Stainless Steel [7-165]
Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23 mm.

■■ RH / LH application.

■■ 120° Opening angle.

■■ By rotating the 1/4 turn, the 
pivot pin is released and the 
door can be removed by pul-
ling it to the front (see 2. and 
3.).

Materials

a), a1) and a2)

■■ Door-part and ¼ turn:  
zinc die, zinc plated

■■ Frame-part: steel, zinc plated

■■ Pin: steel, zinc plated

b), b1) and b2)

■■ All parts: steel, zinc plated

Remarks

To a2) and b2):

Fastening washer is not used 
when Ø6.3.

1. = Installation instruction for 
fastening washer

Concealed Hinge
  Part Number Frame-part cutout in frame Installation type door-part

a) 243-9009.00-00000 with countersunk holes for M6 Ø6.3 or M6 screw-on
a1) 243-9010.00-00000 with countersunk holes for M6 + fastening washer ò 8 or Ø10 screw-on
a2) 243-9011.00-00000 with countersunk holes for M6 + fastening washer Ø6.3, ò 8, Ø10 screw-on
b) 243-9003.00-00000 with countersunk holes for M6 Ø6.3 or M6 weld-on
b1) 243-9002.00-00000 with countersunk holes for M6 + fastening washer ò 8 or Ø10 weld-on
b2) 243-9007.00-00000 with countersunk holes for M6 + fastening washer Ø6.3, ò 8, Ø10 weld-on

Accessories

800-1105.00-00000 Weld stud M6x8
860-B193.00-00006 Serrated nut M6

Concealed Hinge Pr03 120° [4-125]
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Concealed hinges
Concealed hinges for surface mounted doors only

Part number Material Finish A C D E Weight (g)

12-1-3537 steel raw 80 2 4 40 45

12-1-3538 304 stainless steel raw 80 2 4 40 45

Concealed pin hinges - 100° opening

Non handed fi tting.

Removable pin in 304 stainless steel.
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Part number Material Finish A C D E Weight (g)

12-1-3524 steel raw 80 3 6 40 107

12-1-3528 304 stainless steel raw 80 3 6 40 107

Concealed pin hinges - 120° opening

Non handed fi tting.

Removable pin in 304 stainless steel.
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Concealed Hinge, frame- and door-part, steel zinc plated
Part Number cutout in frame Frame-part Pin version

a) 243-9113.00-00000 ò8 or Ø10 with countersunk holes for M6 + fastening washer self-locking
b) 243-9115.00-00000 Ø6.3 with countersunk holes for M6 self-locking
c) 243-9114.00-00000 ò8 or Ø10 with studs for M6 + fastening washer self-locking
d) 243-9116.00-00000 Ø6.3 with studs for M6 self-locking

Concealed Hinge, frame-part steel, zinc plated, door-part steel, untreated
Part Number cutout in frame Frame-part Pin version

a) 243-9117.00-00000 ò8 or Ø10 with countersunk holes for M6 + fastening washer self-locking
b) 243-9119.00-00000 Ø6.3 with countersunk holes for M6 self-locking
c) 243-9118.00-00000 ò8 or Ø10 with studs for M6 + fastening washer self-locking
d) 243-9120.00-00000 Ø6.3 with studs for M6 self-locking

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23 mm.

■■ RH / LH application.

■■ Opening angle 120°.

■■ Door-part screw-on.

■■ Captive pin due to securing
clip.

Materials

■■ Frame-part, door-part, pin
and fastening washer: steel,
zinc plated

■■ Securing clip: POM, blue

Remarks

1. Installation instruction for
fastening washer

2. Installation of securing clip
and mounting of the door-part in
the frame-part

Concealed Hinge Pr03 120° [4-124.02]
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Concealed Hinge, frame- and door-part, steel zinc plated
Part Number cutout in frame Frame-part Pin version

a) 243-9113.00-00000 ò 8 or Ø10 with countersunk holes for M6 + fastening washer self-locking
b) 243-9115.00-00000 Ø6.3 with countersunk holes for M6 self-locking
c) 243-9114.00-00000 ò 8 or Ø10 with studs for M6 + fastening washer self-locking
d) 243-9116.00-00000 Ø6.3 with studs for M6 self-locking

Concealed Hinge, frame-part steel, zinc plated, door-part steel, untreated
Part Number cutout in frame Frame-part Pin version

a) 243-9117.00-00000 ò 8 or Ø10 with countersunk holes for M6 + fastening washer self-locking
b) 243-9119.00-00000 Ø6.3 with countersunk holes for M6 self-locking
c) 243-9118.00-00000 ò 8 or Ø10 with studs for M6 + fastening washer self-locking
d) 243-9120.00-00000 Ø6.3 with studs for M6 self-locking

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23 mm.

■■ RH / LH application.

■■ Opening angle 120°.

■■ Door-part screw-on.

■■ Captive pin due to securing 
clip.

Materials

■■ Frame-part, door-part, pin 
and fastening washer: steel, 
zinc plated 

■■ Securing clip: POM, blue

Remarks

1. Installation instruction for 
fastening washer

2. Installation of securing clip 
and mounting of the door-part in 
the frame-part

Concealed Hinge Pr03 120° [4-124.02]
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Concealed Hinge
  Part Number Frame-part cutout in frame Pin version

a) 243-9214.00-00000 with countersunk holes for M6 Ø6.3 self-locking
b) 243-9216.00-00000 with countersunk holes for M6 + fastening washer ò 8 or Ø10 self-locking
c) 243-9215.00-00000 with studs for M6 Ø6.3 self-locking
d) 243-9217.00-00000 with studs for M6 + fastening washer ò 8 or Ø10 self-locking

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23mm.

■■ RH / LH application.

■■ 120° Opening angle.

■■ Door-part screw-on and 
weld-on.

■■ Captive pin due to securing 
clip.

Materials

■■ Frame-part, door-part, 
pin and fastening washer: 
 stainless steel AISI 304 

■■ Securing clip: POM, blue

Remarks

1. Installation instruction for 
fastening washer 

2. Installation of securing clip 
and mounting of the door-part in 
the frame-part

Concealed Hinge Pr03 120° Stainless Steel [7-165.01]
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Concealed Hinge
Part Number Frame-part cutout in frame Pin version

a) 243-9214.00-00000 with countersunk holes for M6 Ø6.3 self-locking
b) 243-9216.00-00000 with countersunk holes for M6 + fastening washer ò 8 or Ø10 self-locking
c) 243-9215.00-00000 with studs for M6 Ø6.3 self-locking
d) 243-9217.00-00000 with studs for M6 + fastening washer ò 8 or Ø10 self-locking

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23mm.

■■ RH / LH application.

■■ 120° Opening angle.

■■ Door-part screw-on and 
weld-on.

■■ Captive pin due to securing 
clip.

Materials

■■ Frame-part, door-part, 
pin and fastening washer:
stainless steel AISI 304 

■■ Securing clip: POM, blue

Remarks

1. Installation instruction for 
fastening washer 

2. Installation of securing clip 
and mounting of the door-part in 
the frame-part

Concealed Hinge Pr03 120° Stainless Steel [7-165.01]
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Hinge option 1: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame
part.

■■ The captive pin is
 pre-assembled.

■■ The pin engages to the wire
springs at the frame-part and
so it is captive.

■■ By pulling the pin the hinge
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die,
 untreated

■■ Door-part and pin: steel, zinc
plated

■■ Snap wedges: sintered metal,
coated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door-notch

2. Weld stud M8x15

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-124DST]
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Hinge option 1: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame 
part.

■■ The captive pin is 
 pre-assembled.

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive.

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die, 
 untreated

■■ Door-part and pin: steel, zinc 
plated

■■ Snap wedges: sintered metal, 
coated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door-notch

2. Weld stud M8x15

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-124DST]
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Hinge option 1: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-10015 1.2 - 1.7 mm captive tool-less
443-9002.00-10020 1.7 - 2.2 mm captive tool-less
443-9002.00-10025 2.2 - 2.7 mm captive tool-less
443-9002.00-10030 2.7 - 3.2 mm captive tool-less

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-20015 1.2 - 1.7 mm captive tool-less
443-9002.00-20020 1.7 - 2.2 mm captive tool-less
443-9002.00-20025 2.2 - 2.7 mm captive tool-less
443-9002.00-20030 2.7 - 3.2 mm captive tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Stainless Steel

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame
part.

■■ The captive pin is pre-assem-
bled.

■■ The pin engages to the wire
springs at the frame-part and
so it is captive.

■■ By pulling the pin the hinge
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN
60529 by o-ring, included.

Materials

■■ Frame-part: stainless steel
AISI 316

■■ Door-part: stainless steel
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-Ring: NBR, black

Remarks

1. door-notch

2. weld-stud M8x15

DST Concealed Hinge Pr03 130° [7-164DST]
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Hinge option 1: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-10015 1.2 - 1.7 mm captive tool-less
443-9002.00-10020 1.7 - 2.2 mm captive tool-less
443-9002.00-10025 2.2 - 2.7 mm captive tool-less
443-9002.00-10030 2.7 - 3.2 mm captive tool-less

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-20015 1.2 - 1.7 mm captive tool-less
443-9002.00-20020 1.7 - 2.2 mm captive tool-less
443-9002.00-20025 2.2 - 2.7 mm captive tool-less
443-9002.00-20030 2.7 - 3.2 mm captive tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Stainless Steel

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle. 

■■ Tool-less installation of frame 
part. 

■■ The captive pin is pre-assem-
bled. 

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive. 

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: stainless steel 
AISI 316

■■ Door-part: stainless steel 
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-Ring: NBR, black

Remarks

1. door-notch

2. weld-stud M8x15

DST Concealed Hinge Pr03 130° [7-164DST]
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Hinge option 1: door LH, pin bottom, door RH, pin top
Part Number Clamping range Pin version Installation type

443-9101.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9101.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame 
part.

■■ No tools needed. Just push 
the door onto the pin of the 
frame-part.

■■ The captive pin is pre-assem-
bled.

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive.

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die, 
 untreated

■■ Door-part and slider: zinc 
die, zinc plated

■■ Pin: steel, zinc plated

■■ Snap wedges: sintered metal, 
plated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door notch

2. Weld stud M6x12

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-125DST]

Hi
ng
es

Hi
ng
es

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com578 | www.DIRAK.comHinges | 579Hinges

Hinge option 1: door LH, pin bottom, door RH, pin top
Part Number Clamping range Pin version Installation type

443-9101.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9101.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame 
part.

■■ No tools needed. Just push 
the door onto the pin of the 
frame-part.

■■ The captive pin is pre-assem-
bled.

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive.

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die, 
untreated

■■ Door-part and slider: zinc 
die, zinc plated

■■ Pin: steel, zinc plated

■■ Snap wedges: sintered metal, 
plated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door notch

2. Weld stud M6x12

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-125DST]
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Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23mm.

■■ RH / LH application.

■■ 120° Opening angle.

■■ By rotating the 1/4 turn, the 
pivot pin is released and the 
door can be removed by 
pulling it to the front. (see 2. 
and 3.)

Materials

■■ Frame-part, cross-bar and 
fastening washer: stainless 
steel AISI 304

■■ Door-part: stainless steel 
AISI 316

■■ Pin: stainless steel AISI 303

Remarks

1. = Installation instruction for 
fastening washer

Concealed Hinge
Part Number Frame-part cutout in frame Installation type

a2) 243-9211.00-00000 with studs for M6 Ø6.3, ò8, Ø10 screw-on
a) 243-9212.00-00000 with countersunk holes for M6 Ø6.3 or M6 screw-on
a1) 243-9213.00-00000 with countersunk holes for M6 + fastening washer ò8 or Ø10 screw-on

Concealed Hinge Pr03 120° Stainless Steel [7-167]
Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23 mm.

■■ RH / LH application.

■■ 120° Opening angle.

■■ By rotating the 1/4 turn, the
pivot pin is released and the
door can be removed by
pulling it to the front. (see 2.
and 3.)

Materials

■■ Frame-part, door-part,
cross-bar and fastening
washer: stainless steel
AISI 304

■■ Pin: stainless steel AISI 303

■■ Stud: stainless steel AISI 420

Concealed Hinge
Part Number Frame-part cutout in frame Material pin Installation type

a) 243-9206.00-00000 with countersunk holes for M6 Ø6.3 or M6 stainless steel screw- / weld-on
a1) 243-9207.00-00000 with fastening washer ò 8 or Ø10 stainless steel screw- / weld-on
a2) 243-9210.00-00000 with studs for M6 Ø6.3, ò 8, Ø10 stainless steel screw- / weld-on

Concealed Hinge Pr03 120° Stainless Steel [7-166]
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Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23mm.

■■ RH / LH application.

■■ 120° Opening angle.

■■ By rotating the 1/4 turn, the
pivot pin is released and the
door can be removed by
pulling it to the front. (see 2.
and 3.)

Materials

■■ Frame-part, cross-bar and
fastening washer: stainless
steel AISI 304

■■ Door-part: stainless steel
AISI 316

■■ Pin: stainless steel AISI 303

Remarks

1. = Installation instruction for
fastening washer

Concealed Hinge
Part Number Frame-part cutout in frame Installation type

a2) 243-9211.00-00000 with studs for M6 Ø6.3, ò 8, Ø10 screw-on
a) 243-9212.00-00000 with countersunk holes for M6 Ø6.3 or M6 screw-on
a1) 243-9213.00-00000 with countersunk holes for M6 + fastening washer ò 8 or Ø10 screw-on

Concealed Hinge Pr03 120° Stainless Steel [7-167]
Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ Door bending 23 mm.

■■ RH / LH application.

■■ 120° Opening angle.

■■ By rotating the 1/4 turn, the 
pivot pin is released and the 
door can be removed by 
pulling it to the front. (see 2. 
and 3.)

Materials

■■ Frame-part, door-part, 
cross-bar and fastening 
washer: stainless steel 
AISI 304

■■ Pin: stainless steel AISI 303

■■ Stud: stainless steel AISI 420

Concealed Hinge
Part Number Frame-part cutout in frame Material pin Installation type

a) 243-9206.00-00000 with countersunk holes for M6 Ø6.3 or M6 stainless steel screw- / weld-on
a1) 243-9207.00-00000 with fastening washer ò8 or Ø10 stainless steel screw- / weld-on
a2) 243-9210.00-00000 with studs for M6 Ø6.3, ò8, Ø10 stainless steel screw- / weld-on

Concealed Hinge Pr03 120° Stainless Steel [7-166]
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Advantages

■■ For surface mounted door.

■■ Hinge visible.

■■ Version a) lift-off.

■■ 180° Opening angle.

Materials

■■ Hinge: steel, zinc plated

■■ Bearing washer: brass,
nickel plated

■■ Nuts and serrated washers:
steel, zinc plated

■■ Pin: steel, nickel plated

Corner Hinge, 2-parts
Part Number Material pin Installation type

a) 219-9005.00-00000 steel, nickel plated screw-on

Corner Hinge, 3-parts
Part Number Material pin Installation type

b) 219-9001.00-00000 steel, nickel plated screw-on

Corner Hinge Pr04 180° [4-190]
Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ 180° Opening angle.

■■ Light version.

■■ Screw-on. 

Materials

■■ Head- and middle part, pin 
and washer: stainless steel 
AISI 303

Remarks

3 nuts and serrated washers are 
included.

Corner Hinge
Part Number Material pin Pin version Installation type

a) 219-9002.00-00000 stainless steel pressed in screw-on

Corner Hinge Pr04 180° Stainless Steel [7-110]
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Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ 180° Opening angle. 

■■ Heavy duty version.

■■ Screw-on.

Materials

■■ Head- and middle part, pin 
and washer: stainless steel 
AISI 303

Remarks

3 nuts and serrated washers are 
included.

Corner Hinge
Part Number Material pin Installation type

219-9105.00-00000 stainless steel screw-on

Corner Hinge Pr04 180° Stainless Steel [7-120]
Advantages

■■ For surface mounted door.

■■ Hinge visible.

■■ Version a) lift-off.

■■ 180° Opening angle.

Materials

■■ Hinge: steel, zinc plated,
brass, untreated

■■ Bearing washer: brass, nickel
plated

■■ Nut and washer: steel, zinc
plated

■■ Pin: steel, nickel plated

Remarks

Nuts and serrated washers are 
included

Corner Hinge, 2-parts
Part Number Version Material pin Installation type

a) 219-9111.00-00000 steel, zinc plated steel, nickel plated screw-on
a) 219-9112.00-00000 brass, untreated steel, nickel plated screw-on

Corner Hinge, 3-parts
Part Number Version Material pin Installation type

b) 219-9101.00-00000 steel, zinc plated steel, nickel plated screw-on
b) 219-9106.00-00000 brass, untreated steel, nickel plated screw-on

Corner Hinge Pr04 180° [4-200]
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Lift-off, for surface mounted door

Advantages

■■ 180° Profile Hinge, screw-on 
or weld-on.

■■ Door is lift-off.

■■ We only show the 4 most 
common versions.

■■ Other versions on request.

■■ 180° Opening angle.

■■ Attention: The covers for ver-
sion a) and d) have extremely 
sharp edges. Injury Risk!

Materials

■■ Hinge parts: steel, zinc 
 plated

■■ Covers: stainless steel  
AISI 304

a)

5 [0.197]

55
 [2
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]
10

 [0
.3

94
]

Ø

5.
3

[0
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09
]

Ø
5

M
15 [0

.5
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]
13 [0

.5
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]
15 [0

.5
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]

b)

95
 [3
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]
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]
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]
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c)

5 [0.197]

5 
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.1
97

]
Ø

d)

5.7 [0.224]

5.
3 
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.2
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]

Ø
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 [0

.3
94

]
Ø

Examples of application

18 [0.709]
6 

[0
.2

36
]

20
 [0

.7
87

]

hole cover

Corner Hinge with threaded stubs M5 + drilled holes 5.3mm
  Part Number Length Version Material pin Pin version Installation type

a) 242-9001.00-00000 55 mm 2 caps steel, zinc plated molded in screw-on
d) 242-9103.00-00000 95 mm 2 caps steel, zinc plated molded in screw-on

Corner Hinge with threaded stubs M5
  Part Number Length Material pin Pin version Installation type

b) 242-9101.00-00000 95 mm steel, zinc plated molded in screw-on

Corner Hinge with weld stud
  Part Number Length Material pin Pin version Installation type

c) 242-9102.00-00000 95 mm steel, zinc plated molded in weld-on

Corner Hinge Pr04 180° [4-284]
Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ 180° Opening angle.

■■ Hinge for explosion-tight 
doors. 

Materials

■■ Hinge: tempered steel, zinc 
plated 

■■ Washer: brass, nickel plated 

■■ Nut and washer: steel, zinc 
plated 

■■ Pin: steel, nickel plated

Remarks

2 nuts M8 and serrated washers 
Ø8 are included.

Corner Hinge
Part Number Material pin Installation type

219-9201.00-00000 steel, nickel plated screw-on

Corner Hinge Pr04 180° Tempered Steel [4-220]
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Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ RH / LH application.

■■ 180° Opening angle.

■■ Lift-off.

■■ Using screws M5x15 will give 
electrical conductivity bet-
ween frame and door.

■■ Plastic coated.

■■ Top and bottom part have a 
molded-in plate with 2 threa-
ded holes M5. This construc-
tion makes the hinge very 
strong.

■■ Corrosion-resistant by stain-
less steel pin.

Materials

■■ Hinge parts: PA, black 

■■ Plate insert (fully mol-
ded-in): steel, untreated 

■■ Pin: stainless steel

Remarks

Screws and washers are not
included.

Corner Hinge
Part Number Material pin Pin version Installation type

224-9001.00-00000 stainless steel molded screw-on

Corner Hinge Pr04 180° [4-280]
Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ 180° Opening angle.

■■ Lift-off.

■■ Screw-on.

Materials

■■ Hinge parts: zinc die, black

■■ Pin: steel, zinc plated

■■ Screws and lockwasher:
steel, zinc plated

Remarks

4 screws M4x6 DIN84 and  
4 lockwashers A4 DIN127 are 
included.

Corner Hinge
Part Number Material pin Pin version Installation type

a) 224-9101.00-00000 steel, zinc plated loose screw-on
b) 224-9102.00-00000 steel, zinc plated loose screw-on

Corner Hinge Pr04 180° [4-282]
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Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ RH / LH application.

■■ 180° Opening angle.

■■ Lift-off.

■■ Using screws M5x15 will give 
electrical conductivity bet-
ween frame and door.

■■ Plastic coated.

■■ Top and bottom part have a 
molded-in plate with 2 threa-
ded holes M5. This construc-
tion makes the hinge very 
strong.

■■ Corrosion-resistant by stain-
less steel pin.

Materials

■■ Hinge parts: PA, black 

■■ Plate insert (fully mol-
ded-in): steel, untreated 

■■ Pin: stainless steel

Remarks

Screws and washers are not 
included.

Corner Hinge
Part Number Material pin Pin version Installation type

224-9001.00-00000 stainless steel molded screw-on

Corner Hinge Pr04 180° [4-280]
Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ 180° Opening angle.

■■ Lift-off.

■■ Screw-on. 

Materials

■■ Hinge parts: zinc die, black 

■■ Pin: steel, zinc plated

■■ Screws and lockwasher: 
steel, zinc plated

Remarks

4 screws M4x6 DIN84 and  
4 lockwashers A4 DIN127 are 
included.

Corner Hinge
  Part Number Material pin Pin version Installation type

a) 224-9101.00-00000 steel, zinc plated loose screw-on
b) 224-9102.00-00000 steel, zinc plated loose screw-on

Corner Hinge Pr04 180° [4-282]
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Advantages

■■ Elegant 180° hinge for surface 
mounted doors.

■■ Tool-less installation.

■■ Lift-off.

■■ RH or LH application.

■■ The installation of the frame-
part and door-part is achieved 
by a simple push into the 
appropriate cutouts.

■■ 180° Opening angle.

Materials

■■ Hinge parts: zinc die, matt 
black

■■ Pin cast on: zinc die

■■ For heavy duty! Solid pin, 
pressed in: stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. washer

Corner Hinge, pin molded in
Part Number Clamping range Material pin Ø Pin d Installation type

417-9004.00-00010 0.7 - 1.2 mm zinc die 9 mm tool-less
417-9004.00-00015 1.2 - 1.7 mm zinc die 9 mm tool-less
417-9004.00-00020 1.7 - 2.2 mm zinc die 9 mm tool-less
417-9004.00-00030 2.7 - 3.2 mm zinc die 9 mm tool-less

Corner Hinge, pin pressed in
Part Number Clamping range Material pin Ø Pin d Installation type

417-9009.00-00010 0.7 - 1.2 mm stainless steel 9 mm tool-less
417-9009.00-00015 1.2 - 1.7 mm stainless steel 9 mm tool-less
417-9009.00-00020 1.7 - 2.2 mm stainless steel 9 mm tool-less
417-9009.00-00030 2.7 - 3.2 mm stainless steel 9 mm tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-283DST]
Advantages

■■ Elegant 180° screw-on Hinge
for surface mounted doors.

■■ Door is lift-off.

■■ 180° Opening angle.

■■ RH or LH application.

■■ 4 screws M5x6 under head
serrations are included.

Materials

■■ Hinge: zinc die, chrome
 plated or black

Corner Hinge
Part Number Version Material pin Pin version Pin length L Ø Pin d Installation type

224-9104.00-00000 GDZn schwarz zinc die molded in 28 mm 9 mm screw-on
224-9105.00-00000 GDZn verchromt zinc die molded in 28 mm 9 mm screw-on

Corner Hinge Pr04 180° [4-283]
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Advantages

■■ Elegant 180° hinge for surface 
mounted doors.

■■ Tool-less installation.

■■ Lift-off.

■■ RH or LH application.

■■ The installation of the frame-
part and door-part is achieved 
by a simple push into the 
appropriate cutouts.

■■ 180° Opening angle.

Materials

■■ Hinge parts: zinc die, matt 
black

■■ Pin cast on: zinc die

■■ For heavy duty! Solid pin, 
pressed in: stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. washer

Corner Hinge, pin molded in
Part Number Clamping range Material pin Ø Pin d Installation type

417-9004.00-00010 0.7 - 1.2 mm zinc die 9 mm tool-less
417-9004.00-00015 1.2 - 1.7 mm zinc die 9 mm tool-less
417-9004.00-00020 1.7 - 2.2 mm zinc die 9 mm tool-less
417-9004.00-00030 2.7 - 3.2 mm zinc die 9 mm tool-less

Corner Hinge, pin pressed in
Part Number Clamping range Material pin Ø Pin d Installation type

417-9009.00-00010 0.7 - 1.2 mm stainless steel 9 mm tool-less
417-9009.00-00015 1.2 - 1.7 mm stainless steel 9 mm tool-less
417-9009.00-00020 1.7 - 2.2 mm stainless steel 9 mm tool-less
417-9009.00-00030 2.7 - 3.2 mm stainless steel 9 mm tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-283DST]
Advantages

■■ Elegant 180° screw-on Hinge 
for surface mounted doors.

■■ Door is lift-off.

■■ 180° Opening angle.

■■ RH or LH application.

■■ 4 screws M5x6 under head 
serrations are included.

Materials

■■ Hinge: zinc die, chrome 
 plated or black

Corner Hinge
Part Number Version Material pin Pin version Pin length L Ø Pin d Installation type

224-9104.00-00000 GDZn schwarz zinc die molded in 28 mm 9 mm screw-on
224-9105.00-00000 GDZn verchromt zinc die molded in 28 mm 9 mm screw-on

Corner Hinge Pr04 180° [4-283]
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for surface mounted door, stainless steel AISI 316

Advantages

■■ Elegant 180° corner hinge for 
surface mounted doors.

■■ 180° Opening angle.

■■ Screw-on.

■■ Lift-off.

■■ RH or LH application.

■■ Screws M6 are not included.

Materials

■■ Corner hinge: stainless steel 
AISI 316, satin polished

■■ Pin: stainless steel

Corner Hinge
Part Number Pin version Material pin Installation type

224-9201.00-00000 pressed in stainless steel AISI 316 screw-on

Corner Hinge Pr04 180° Stainless Steel [7-211]
Advantages

■■ Elegant 180° Corner Hinge for
surface mounted doors.

■■ 180° Opening angle.

■■ Screws M6 are not included.

■■ Lift-off.

■■ RH or LH application.

Materials

■■ Corner hinge: zinc die, black

■■ Other surfaces on request.

■■ Pin: stainless steel

Corner Hinge
Part Number Length Material pin Pin version Ø Pin d Installation type

224-9008.00-00000 82 mm stainless steel loose 6 mm screw-on

Corner Hinge Pr04 180° [4-285]
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for surface mounted door, stainless steel AISI 316

Advantages

■■ Elegant 180° corner hinge for 
surface mounted doors.

■■ 180° Opening angle.

■■ Screw-on.

■■ Lift-off.

■■ RH or LH application.

■■ Screws M6 are not included.

Materials

■■ Corner hinge: stainless steel 
AISI 316, satin polished

■■ Pin: stainless steel

Corner Hinge
Part Number Pin version Material pin Installation type

224-9201.00-00000 pressed in stainless steel AISI 316 screw-on

Corner Hinge Pr04 180° Stainless Steel [7-211]
Advantages

■■ Elegant 180° Corner Hinge for 
surface mounted doors.

■■ 180° Opening angle.

■■ Screws M6 are not included.

■■ Lift-off.

■■ RH or LH application.

Materials

■■ Corner hinge: zinc die, black

■■ Other surfaces on request.

■■ Pin: stainless steel

Corner Hinge
Part Number Length Material pin Pin version Ø Pin d Installation type

224-9008.00-00000 82 mm stainless steel loose 6 mm screw-on

Corner Hinge Pr04 180° [4-285]
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Advantages

■■ Elegant corner hinge for 
surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN 
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple 
clip-in into the cutout.

■■ Version B for screw-on / 
clip-in installation. One hinge 
half is fixed by screws M6, the 
other hinge half will be assem-
bled via a simple clip-in into 
the cutout.

Materials

■■ Corner hinge: stainless steel 
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-ring: NBR/ black

Remarks

Other versions DST/screw-on 
on request. Please contact 
DIRAK.

Corner Hinge, snap-in
Part Number Clamping range Material pin Pin version Installation type

a) 417-9015.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less
a) 417-9015.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
Part Number Clamping range Material pin Pin version Installation type

b) 417-9017.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° Stainless steel [7-285DST]
Advantages

■■ Elegant 180° corner hinge for
surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN 
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple
clip-in into the cutout.

■■ Version B for screw-on /
clip-in installation. One hinge
half is fixed by screws M6, the
other hinge half will be assem-
bled via a simple clip-in into
the cutout.

Materials

■■ Corner hinge: zinc die, matt
black

■■ Nickel plated and chrome
plated on request.

■■ Pin: stainless steel

■■ Snap wedges: sintered steel

Remarks

Other versions DST/Screw-on 
on request. Please contact 
DIRAK.

Screws M6 are not included.

Corner Hinge, snap-in
Part Number Clamping range Length Material pin Pin version Installation type

a) 417-9015.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
Part Number Clamping range Length Material pin Pin version Installation type

b) 417-9017.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-285DST]
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Advantages

■■ Elegant corner hinge for
 surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple
clip-in into the cutout.

■■ Version B for screw-on /
clip-in installation. One hinge
half is fixed by screws M6, the
other hinge half will be assem-
bled via a simple clip-in into
the cutout.

Materials

■■ Corner hinge: stainless steel
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-ring: NBR/ black

Remarks

Other versions DST/screw-on 
on request. Please contact 
DIRAK.

Corner Hinge, snap-in
Part Number Clamping range Material pin Pin version Installation type

a) 417-9015.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less
a) 417-9015.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
Part Number Clamping range Material pin Pin version Installation type

b) 417-9017.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° Stainless steel [7-285DST]
Advantages

■■ Elegant 180° corner hinge for 
surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN 
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple 
clip-in into the cutout.

■■ Version B for screw-on / 
clip-in installation. One hinge 
half is fixed by screws M6, the 
other hinge half will be assem-
bled via a simple clip-in into 
the cutout.

Materials

■■ Corner hinge: zinc die, matt 
black

■■ Nickel plated and chrome 
plated on request.

■■ Pin: stainless steel

■■ Snap wedges: sintered steel

Remarks

Other versions DST/Screw-on 
on request. Please contact 
DIRAK.

Screws M6 are not included.

Corner Hinge, snap-in
Part Number Clamping range Length Material pin Pin version Installation type

a) 417-9015.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
Part Number Clamping range Length Material pin Pin version Installation type

b) 417-9017.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-285DST]
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for surface mounted door, stainless steel AISI 316

Advantages

■■ Screw-on hinge, lift-off.

■■ RH or LH application.

■■ The sloping ends prevent the 
deposit of dust or dirt.

■■ 180° Opening angle.

Materials

■■ Hinge completely: stainless 
steel AISI 316

Corner Hinge
  Part Number Material pin Pin version Pin length L Installation type

a) 224-9003.00-00000 stainless steel AISI 316 pressed in 23 mm screw-on
a1) 224-9005.00-00000 stainless steel AISI 316 pressed in 17.6 mm screw-on

Corner Hinge Pr04 180° Stainless Steel [7-210]
Advantages

■■ Hinge screw-on for surface 
mounted doors and adjacent 
cabinets.

■■ RH or LH application.

■■ 180° Opening angle.

■■ Door is lift-off.

Materials

■■ Hinge parts: zinc die, chrome 
plated or black

■■ Pin: stainless steel

Corner Hinge, zinc die, black
  Part Number Height frame-part Height door-part Pin version Material pin Installation type Ø Pin d

a) 210-9001.00-00000 25 mm 29 mm pressed in stainless steel screw-on 6 mm
a1) 210-9003.00-00000 35 mm 39 mm pressed in stainless steel screw-on 6 mm

Corner Hinge, zinc die, chrome plated
  Part Number Height frame-part Height door-part Pin version Material pin Installation type Ø Pin d

a) 210-9002.00-00000 25 mm 29 mm pressed in stainless steel screw-on 6 mm

Corner Hinge Pr04 180° [4-290]
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for surface mounted door, stainless steel AISI 316

Advantages

■■ Screw-on hinge, lift-off.

■■ RH or LH application.

■■ The sloping ends prevent the
deposit of dust or dirt.

■■ 180° Opening angle.

Materials

■■ Hinge completely: stainless
steel AISI 316

Corner Hinge
Part Number Material pin Pin version Pin length L Installation type

a) 224-9003.00-00000 stainless steel AISI 316 pressed in 23 mm screw-on
a1) 224-9005.00-00000 stainless steel AISI 316 pressed in 17.6 mm screw-on

Corner Hinge Pr04 180° Stainless Steel [7-210]
Advantages

■■ Hinge screw-on for surface 
mounted doors and adjacent 
cabinets.

■■ RH or LH application.

■■ 180° Opening angle.

■■ Door is lift-off.

Materials

■■ Hinge parts: zinc die, chrome 
plated or black

■■ Pin: stainless steel

Corner Hinge, zinc die, black
Part Number Height frame-part Height door-part Pin version Material pin Installation type Ø Pin d

a) 210-9001.00-00000 25 mm 29 mm pressed in stainless steel screw-on 6 mm
a1) 210-9003.00-00000 35 mm 39 mm pressed in stainless steel screw-on 6 mm

Corner Hinge, zinc die, chrome plated
Part Number Height frame-part Height door-part Pin version Material pin Installation type Ø Pin d

a) 210-9002.00-00000 25 mm 29 mm pressed in stainless steel screw-on 6 mm

Corner Hinge Pr04 180° [4-290]

Hi
ng
es

Hi
ng
es

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com 604 | www.DIRAK.comHinges | 605Hinges

for surface mounted door

Advantages

■■ Weld-on Hinge.

■■ Door is lift-off.

■■ 180° Opening angle.

Materials

■■ Hinge parts: steel, untreated 

■■ Pin: steel, untreated

Corner Hinge
Part Number Length Material pin Pin version Ø Pin d Installation type

223-9501.00-00000 100 mm steel untreated pressed in 10 mm weld-on

Corner Hinge Pr04 180° [4-308]
Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ Lift-off.

■■ RH / LH application.

■■ 180° Opening angle.

■■ Pin pressed-in.

■■ With teflon spacer for a
durable, smooth-running
 functional reliability.

Materials

■■ Corner hinge: zinc die,
chrome plated, black
 powdered or untreated

■■ Pin: steel, zinc plated

■■ Washer: teflon

Corner Hinge
Part Number Version Material pin Pin version Ø Pin d Installation type

224-9009.00-00000 chrome plated steel, zinc plated pressed in 6 mm screw-on
224-9010.00-00000 black powdered steel, zinc plated pressed in 6 mm screw-on
224-9011.00-00000 untreated steel, zinc plated pressed in 6 mm screw-on

Corner Hinge Pr04 180° [4-286]
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for surface mounted door

Advantages

■■ Weld-on Hinge.

■■ Door is lift-off.

■■ 180° Opening angle.

Materials

■■ Hinge parts: steel, untreated 

■■ Pin: steel, untreated

Corner Hinge
Part Number Length Material pin Pin version Ø Pin d Installation type

223-9501.00-00000 100 mm steel untreated pressed in 10 mm weld-on

Corner Hinge Pr04 180° [4-308]
Advantages

■■ For surface mounted doors.

■■ Hinge visible.

■■ Lift-off.

■■ RH / LH application.

■■ 180° Opening angle.

■■ Pin pressed-in.

■■ With teflon spacer for a 
durable, smooth-running 
 functional reliability.

Materials

■■ Corner hinge: zinc die, 
chrome plated, black 
 powdered or untreated

■■ Pin: steel, zinc plated

■■ Washer: teflon

Corner Hinge
Part Number Version Material pin Pin version Ø Pin d Installation type

224-9009.00-00000 chrome plated steel, zinc plated pressed in 6 mm screw-on
224-9010.00-00000 black powdered steel, zinc plated pressed in 6 mm screw-on
224-9011.00-00000 untreated steel, zinc plated pressed in 6 mm screw-on

Corner Hinge Pr04 180° [4-286]
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for surface mounted door, with PA bushings

Advantages

■■ Hinge for surface mounted 
doors.

■■ RH or LH application.

■■ 180° Opening angle.

Materials

■■ Frame- and middle-part:
zinc die, chrome plated or 
black 

■■ Pin: stainless steel

■■ Bushings: PA, natural

Corner Hinge
Part Number Version Material pin Pin version Installation type

217-9001.00-00000 chrome plated stainless steel pressed in screw-on
217-9002.00-00000 black coated stainless steel pressed in screw-on

Accessories

746 6-040 Serrated Screws

Corner Hinge Pr04 180° [4-320]
for surface mounted door, stainless steel AISI 304

Advantages

■■ Hinges, made from round,
stainless steel rod or with
drop-shape.

■■ Door is lift-off.

■■ Weld-on

■■ 180° Opening angle.

Materials

■■ Hinge, pin and washer:
stainless steel AISI 304

Corner Hinge
Part Number Dimension Material pin Pin version Installation type

a) 223-9401.00-00000 Ø8x40 stainless steel molded in weld-on
b) 223-9402.00-00000 Ø10x50 stainless steel molded in weld-on
c) 223-9403.00-00000 Ø13x70 stainless steel molded in weld-on
d) 223-9404.00-00000 Ø16x80 stainless steel molded in weld-on

Corner Hinge with weld-on drop
Part Number L D1 S B D2 Material pin Pin version Installation 

type

e) 223-9601.00-00000 60 mm 10 mm 12.4 mm 2 mm 6 mm stainless steel pressed in weld-on
e) 223-9602.00-00000 80 mm 13 mm 16 mm 2.5 mm 7 mm stainless steel pressed in weld-on
e) 223-9603.00-00000 100 mm 16 mm 20 mm 3 mm 9 mm stainless steel pressed in weld-on
e) 223-9604.00-00000 120 mm 16 mm 20 mm 3 mm 9 mm stainless steel pressed in weld-on

Corner Hinge Pr04 180° Stainless Steel [7-130]
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Corner Hinge, version A
Part Number Length Dimension S Ø Knurl D Material pin Pin version Ø Pin d Installation type

223-9001.00-00000 40 mm 10 mm 8 mm steel, zinc plated fixed 5 mm weld-on
223-9002.00-00000 50 mm 10 mm 8 mm steel, zinc plated fixed 5 mm weld-on
223-9003.00-00000 60 mm 12 mm 10 mm steel, zinc plated fixed 6 mm weld-on
223-9004.00-00000 70 mm 12 mm 10 mm steel, zinc plated fixed 6 mm weld-on
223-9005.00-00000 80 mm 16 mm 13 mm steel, zinc plated fixed 8 mm weld-on
223-9006.00-00000 90 mm 16 mm 13 mm steel, zinc plated fixed 8 mm weld-on
223-9007.00-00000 100 mm 20 mm 16 mm steel, zinc plated fixed 10 mm weld-on
223-9008.00-00000 120 mm 20 mm 16 mm steel, zinc plated fixed 10 mm weld-on
223-9009.00-00000 135 mm 22.5 mm 18 mm steel, zinc plated fixed 12 mm weld-on
223-9010.00-00000 150 mm 25.5 mm 20 mm steel, zinc plated fixed 13 mm weld-on
223-9011.00-00000 180 mm 25.5 mm 20 mm steel, zinc plated fixed 13 mm weld-on
223-9012.00-00000 200 mm 29 mm 23 mm steel, zinc plated fixed 16 mm weld-on
223-9101.00-00000 40 mm 10 mm 8 mm brass fixed 5 mm weld-on
223-9102.00-00000 50 mm 10 mm 8 mm brass fixed 5 mm weld-on
223-9103.00-00000 60 mm 12 mm 10 mm brass fixed 6 mm weld-on
223-9104.00-00000 70 mm 12 mm 10 mm brass fixed 6 mm weld-on
223-9105.00-00000 80 mm 16 mm 13 mm brass fixed 8 mm weld-on
223-9106.00-00000 90 mm 16 mm 13 mm brass fixed 8 mm weld-on
223-9107.00-00000 100 mm 20 mm 16 mm brass fixed 10 mm weld-on
223-9108.00-00000 120 mm 20 mm 16 mm brass fixed 10 mm weld-on
223-9109.00-00000 135 mm 22.5 mm 18 mm brass fixed 12 mm weld-on
223-9110.00-00000 150 mm 25.5 mm 20 mm brass fixed 13 mm weld-on
223-9111.00-00000 180 mm 25.5 mm 20 mm brass fixed 13 mm weld-on
223-9112.00-00000 200 mm 29 mm 23 mm brass fixed 16 mm weld-on

Corner Hinge, version B
Part Number Length Dimension S Ø Knurl D Material pin Pin version Ø Pin d Installation type

223-9201.00-00000 40 mm 10 mm 8 mm steel, zinc plated loose 5 mm weld-on
223-9202.00-00000 50 mm 10 mm 8 mm steel, zinc plated loose 5 mm weld-on
223-9203.00-00000 60 mm 12 mm 10 mm steel, zinc plated loose 6 mm weld-on
223-9204.00-00000 70 mm 12 mm 10 mm steel, zinc plated loose 6 mm weld-on
223-9205.00-00000 80 mm 16 mm 13 mm steel, zinc plated loose 8 mm weld-on
223-9206.00-00000 90 mm 16 mm 13 mm steel, zinc plated loose 8 mm weld-on
223-9207.00-00000 100 mm 20 mm 16 mm steel, zinc plated loose 10 mm weld-on
223-9208.00-00000 120 mm 20 mm 16 mm steel, zinc plated loose 10 mm weld-on
223-9209.00-00000 135 mm 22.5 mm 18 mm steel, zinc plated loose 12 mm weld-on
223-9210.00-00000 150 mm 25.5 mm 20 mm steel, zinc plated loose 13 mm weld-on
223-9211.00-00000 180 mm 25.5 mm 20 mm steel, zinc plated loose 13 mm weld-on
223-9212.00-00000 200 mm 29 mm 23 mm steel, zinc plated loose 16 mm weld-on
223-9301.00-00000 40 mm 10 mm 8 mm brass loose 5 mm weld-on
223-9302.00-00000 50 mm 10 mm 8 mm brass loose 5 mm weld-on
223-9303.00-00000 60 mm 12 mm 10 mm brass loose 6 mm weld-on
223-9304.00-00000 70 mm 12 mm 10 mm brass loose 6 mm weld-on
223-9305.00-00000 80 mm 16 mm 13 mm brass loose 8 mm weld-on
223-9307.00-00000 100 mm 20 mm 16 mm brass loose 10 mm weld-on
223-9308.00-00000 120 mm 20 mm 16 mm brass loose 10 mm weld-on
223-9309.00-00000 135 mm 22.5 mm 18 mm brass loose 12 mm weld-on
223-9310.00-00000 150 mm 25.5 mm 20 mm brass loose 13 mm weld-on

for surface mounted door

Advantages

■■ Weld-on Hinge.

■■ Door is lift-off.

■■ 180° Opening angle.

Materials

■■ Hinge parts: steel, untreated

■■ Pin: steel or brass

■■ Washer: brass

Corner Hinge Pr04 180° [4-310]
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Corner Hinge, version A
Part Number Length Dimension S Ø Knurl D Material pin Pin version Ø Pin d Installation type

223-9001.00-00000 40 mm 10 mm 8 mm steel, zinc plated fixed 5 mm weld-on
223-9002.00-00000 50 mm 10 mm 8 mm steel, zinc plated fixed 5 mm weld-on
223-9003.00-00000 60 mm 12 mm 10 mm steel, zinc plated fixed 6 mm weld-on
223-9004.00-00000 70 mm 12 mm 10 mm steel, zinc plated fixed 6 mm weld-on
223-9005.00-00000 80 mm 16 mm 13 mm steel, zinc plated fixed 8 mm weld-on
223-9006.00-00000 90 mm 16 mm 13 mm steel, zinc plated fixed 8 mm weld-on
223-9007.00-00000 100 mm 20 mm 16 mm steel, zinc plated fixed 10 mm weld-on
223-9008.00-00000 120 mm 20 mm 16 mm steel, zinc plated fixed 10 mm weld-on
223-9009.00-00000 135 mm 22.5 mm 18 mm steel, zinc plated fixed 12 mm weld-on
223-9010.00-00000 150 mm 25.5 mm 20 mm steel, zinc plated fixed 13 mm weld-on
223-9011.00-00000 180 mm 25.5 mm 20 mm steel, zinc plated fixed 13 mm weld-on
223-9012.00-00000 200 mm 29 mm 23 mm steel, zinc plated fixed 16 mm weld-on
223-9101.00-00000 40 mm 10 mm 8 mm brass fixed 5 mm weld-on
223-9102.00-00000 50 mm 10 mm 8 mm brass fixed 5 mm weld-on
223-9103.00-00000 60 mm 12 mm 10 mm brass fixed 6 mm weld-on
223-9104.00-00000 70 mm 12 mm 10 mm brass fixed 6 mm weld-on
223-9105.00-00000 80 mm 16 mm 13 mm brass fixed 8 mm weld-on
223-9106.00-00000 90 mm 16 mm 13 mm brass fixed 8 mm weld-on
223-9107.00-00000 100 mm 20 mm 16 mm brass fixed 10 mm weld-on
223-9108.00-00000 120 mm 20 mm 16 mm brass fixed 10 mm weld-on
223-9109.00-00000 135 mm 22.5 mm 18 mm brass fixed 12 mm weld-on
223-9110.00-00000 150 mm 25.5 mm 20 mm brass fixed 13 mm weld-on
223-9111.00-00000 180 mm 25.5 mm 20 mm brass fixed 13 mm weld-on
223-9112.00-00000 200 mm 29 mm 23 mm brass fixed 16 mm weld-on

Corner Hinge, version B
Part Number Length Dimension S Ø Knurl D Material pin Pin version Ø Pin d Installation type

223-9201.00-00000 40 mm 10 mm 8 mm steel, zinc plated loose 5 mm weld-on
223-9202.00-00000 50 mm 10 mm 8 mm steel, zinc plated loose 5 mm weld-on
223-9203.00-00000 60 mm 12 mm 10 mm steel, zinc plated loose 6 mm weld-on
223-9204.00-00000 70 mm 12 mm 10 mm steel, zinc plated loose 6 mm weld-on
223-9205.00-00000 80 mm 16 mm 13 mm steel, zinc plated loose 8 mm weld-on
223-9206.00-00000 90 mm 16 mm 13 mm steel, zinc plated loose 8 mm weld-on
223-9207.00-00000 100 mm 20 mm 16 mm steel, zinc plated loose 10 mm weld-on
223-9208.00-00000 120 mm 20 mm 16 mm steel, zinc plated loose 10 mm weld-on
223-9209.00-00000 135 mm 22.5 mm 18 mm steel, zinc plated loose 12 mm weld-on
223-9210.00-00000 150 mm 25.5 mm 20 mm steel, zinc plated loose 13 mm weld-on
223-9211.00-00000 180 mm 25.5 mm 20 mm steel, zinc plated loose 13 mm weld-on
223-9212.00-00000 200 mm 29 mm 23 mm steel, zinc plated loose 16 mm weld-on
223-9301.00-00000 40 mm 10 mm 8 mm brass loose 5 mm weld-on
223-9302.00-00000 50 mm 10 mm 8 mm brass loose 5 mm weld-on
223-9303.00-00000 60 mm 12 mm 10 mm brass loose 6 mm weld-on
223-9304.00-00000 70 mm 12 mm 10 mm brass loose 6 mm weld-on
223-9305.00-00000 80 mm 16 mm 13 mm brass loose 8 mm weld-on
223-9307.00-00000 100 mm 20 mm 16 mm brass loose 10 mm weld-on
223-9308.00-00000 120 mm 20 mm 16 mm brass loose 10 mm weld-on
223-9309.00-00000 135 mm 22.5 mm 18 mm brass loose 12 mm weld-on
223-9310.00-00000 150 mm 25.5 mm 20 mm brass loose 13 mm weld-on

for surface mounted door

Advantages

■■ Weld-on Hinge.

■■ Door is lift-off.

■■ 180° Opening angle.

Materials

■■ Hinge parts: steel, untreated

■■ Pin: steel or brass

■■ Washer: brass

Corner Hinge Pr04 180° [4-310]
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Advantages

■■ Small, elegant, snap-in hinge,
for surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The installation is tool-less
effected by a simple push into
appropriate cutout.

■■ To guarantee a correct posi-
tional installation, the cutouts
can have indentations.

Materials

■■ Hinge parts: zinc die, matt
chrome plated

■■ Other surfaces on request!

■■ Pin: steel, zinc plated

■■ Snap wedges: sintered steel

Remarks

1. alternative cutout

2. indentation for correct posi-
tional installation

Corner Hinge, clip-in
Part Number Clamping range Material pin Pin version Installation type

417-9201.00-00609 0.6 - 0.9 mm steel, zinc plated pressed in tool-less
417-9201.00-00811 0.8 - 1.1 mm steel, zinc plated pressed in tool-less
417-9201.00-01215 1.2 - 1.5 mm steel, zinc plated pressed in tool-less
417-9201.00-01821 1.8 - 2.1 mm steel, zinc plated pressed in tool-less
417-9201.00-02225 2.2 - 2.5 mm steel, zinc plated pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-349DST]
for surface mounted door

Advantages

■■ Hinge to be welded in door 
slot.

■■ 180° Opening angle.

Materials

■■ Door-part: steel, untreated

■■ Pin and Frame-parts: steel, 
zinc plated

Corner Hinge 
Part Number Height H Material pin Installation type

a) 240-9201.00-00000 10 mm steel, zinc plated screw- / weld-on
a) 240-9202.00-00000 12 mm steel, zinc plated screw- / weld-on
b) 240-9002.00-00000 12 mm steel, zinc plated screw- / weld-on

Corner Hinge Pr04 180° [4-370]

Hi
ng
es

Hi
ng
es

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com 620 | www.DIRAK.comHinges | 621Hinges

Advantages

■■ 180° Hinge with 
DIRAK-SNAP-Technology

■■ For surface mounted doors for 
single cabinets.

■■ Door bending 20mm.

■■ RH / LH application.

■■ Tool-less installation.

■■ IP65 according to DIN EN 
60529 by using the O-ring (not 
included).

Materials

■■ Frame-part and door-part:
stainless steel AISI 316

■■ Pin: stainless steel AISI 316 
or POM 

■■ Snap wedges: stainless steel

■■ O-Ring: NBR, black

Hinge
Part Number Clamping range Material pin Pin version Pin length L Pin diameter Installation type

412-9063.00-01217 1.2 - 1.7 mm stainless steel loose 43 mm 6 mm tool-less
412-9064.00-01217 1.2 - 1.7 mm POM self-locking 57 mm 6 mm tool-less
412-9063.00-01722 1.7 - 2.2 mm stainless steel loose 43 mm 6 mm tool-less
412-9064.00-01722 1.7 - 2.2 mm POM self-locking 57 mm 6 mm tool-less

Accessories

754 292-0403.06-07035 Cutout-cover
754 292-0403.06-09005 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

839-3770.40-02120 O-ring 21 x 2.0mm 

DST Hinge Pr05 180° Stainless steel [7-152DST]
door bending 20mm, Lift-off

Advantages

■■ 180° Hinge for surface
 mounted door for single cabi-
nets.

■■ RH and LH application.

■■ Installation of the frame-part
by simple tool-less push into
the cutout.

■■ IP65 according to DIN EN
60529 by using the o-ring.

■■ Attention: for light applicati-
ons only.

Materials

■■ Frame-part and door-part:
zinc die, matt black

■■ Pin: steel, zinc plated, stain-
less steel AISI 304 or POM

■■ Snap wedges: sintered steel,
zinc plated

■■ O-Ring: NBR, black

Hinge
Part Number Clamping range Material pin Pin version Installation type

412-9059.00-01217 1.2 - 1.7 mm steel, zinc plated loose tool-less
412-9059.00-01722 1.7 - 2.2 mm steel, zinc plated loose tool-less
412-9060.00-01217 1.2 - 1.7 mm stainless steel AISI 301 loose tool-less
412-9060.00-01722 1.7 - 2.2 mm stainless steel AISI 301 loose tool-less
412-9061.00-01217 1.2 - 1.7 mm POM self-locking tool-less
412-9061.00-01722 1.7 - 2.2 mm POM self-locking tool-less

Accessories

754 292-0403.06-07035 Cutout-cover
754 292-0403.06-09005 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

839-3770.40-02120 O-ring 21 x 2.0mm 

DST Hinge Pr05 180° [4-152DST]
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Advantages

■■ 180° hinge for surface 
 mounted door.

■■ With 90° lift-off.

■■ For adjacent cabinets.

■■ RH and LH version.

■■ Door-bending 25mm.

■■ 180° Opening angle.

■■ With M6 threaded stubs 
for fastening from inside or 
Ø6.4mm countersunk holes 
for fastening from outside.

■■ The hinge is designed for an 
easy fastening to the door.

■■ This hinge is fully interchange-
able with the hinge shown on 
product system 4-170.

■■ Hinges for door-thickness 
> 2mm see product system 
4-183.

Materials

■■ Frame-part and door-part: 
zinc die, chrome plated or 
black

■■ Pin: stainless steel

■■ Pin: steel, zinc plated

Hinge, RH
  Part Number Material Version Material pin Installation type

a) 212-9015.00-00000 zinc die, black with M6 threaded stubs steel, zinc plated screw-on
a1) 212-9016.00-00000 zinc die, black with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on
a) 212-9021.00-00000 zinc die, chrome plated with M6 threaded stubs steel, zinc plated screw-on
a1) 212-9022.00-00000 zinc die, chrome plated with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on

Hinge, LH
  Part Number Material Version Material pin Installation type

a) 212-9017.00-00000 zinc die, black with M6 threaded stubs steel, zinc plated screw-on
a1) 212-9018.00-00000 zinc die, black with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on
a) 212-9023.00-00000 zinc die, chrome plated with M6 threaded stubs steel, zinc plated screw-on
a1) 212-9024.00-00000 zinc die, chrome plated with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on

Accessories

746 6-040 Serrated Screws

Hinge Pr05 180°  [4-180]
Advantages

■■ 180° hinge for surface 
 mounted door.

■■ For single cabinet.

■■ RH / LH application.

■■ Door-bending 25mm or 
26mm.

■■ 180° Opening angle.

■■ With M6 threaded stubs 
for fastening from inside or 
Ø6.4mm countersunk holes 
for fastening from outside.

■■ This hinge is fully interchange-
able with the hinge shown on 
product system 4-180.

■■ Version with pin made of 
stainless steel or POM on 
request.

Materials

■■ Frame-part and Door-part: 
zinc die, chrome plated or 
black

■■ Pin: steel, zinc plated or 
 stainless steel

Hinge
  Part Number Door-

thickness
Material Bending Version Material pin Installation 

type

A) 212-9013.00-00000 1.5 - 2.0 mm zinc die, black 25 mm with M6 threaded stubs steel, zinc plated screw-on
A) 212-9014.00-00000 1.5 - 2.0 mm zinc die, black 25 mm with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on
A) 212-9065.00-00000 1.5 - 2.0 mm zinc die, black 25 mm with countersunk holes Ø6.4mm for M6 stainless steel screw-on
A) 212-9019.00-00000 1.5 - 2.0 mm zinc die, chrome plated 25 mm with M6 threaded stubs steel, zinc plated screw-on
A) 212-9020.00-00000 1.5 - 2.0 mm zinc die, chrome plated 25 mm with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on
B) 212-9513.00-00000 2.5 - 3.2 mm zinc die, black 26 mm with M6 threaded stubs steel, zinc plated screw-on
B) 212-9514.00-00000 2.5 - 3.2 mm zinc die, black 26 mm with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on
B) 212-9519.00-00000 2.5 - 3.2 mm zinc die, chrome plated 26 mm with M6 threaded stubs steel, zinc plated screw-on
B) 212-9520.00-00000 2.5 - 3.2 mm zinc die, chrome plated 26 mm with countersunk holes Ø6.4mm for M6 steel, zinc plated screw-on

Accessories

746 6-040 Serrated Screws

Hinge Pr05 180°  [4-170]
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Advantages

■■ 180° Hinge for surface moun-
ted doors for single cabinets.

■■ RH / LH application.

■■ Door-bending 25mm.

■■ 180° Opening angle.

■■ The frame-part has a M6 
threaded square stub for ins-
tallation from inside.

■■ The frame-part has a rein-
forcement rib.

■■ IP65 according to DIN EN 
60529 by flat external seal b).

Materials

■■ Frame-part, bridge and pin: 
stainless steel AISI 316

 b)
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Hinge
  Part Number Door-thickness Material pin Pin version Pin length L Ø Pin d

a) 212-9712.00-00000 2 mm stainless steel AISI 301 loose 43 mm 6 mm
  212-9715.00-00000 2 mm stainless steel AISI 316 loose 70 mm 6 mm

Accessories

c) 746 6-040 Serrated Screws

Function extension

b) 212-0425.00-00000 Flat external seal for 7-136 

Hinge Pr05 180° Stainless Steel [7-136]
Advantages

■■ For surface mounted doors.

■■ Hinge semi-concealed.

■■ Door bending 25mm.

■■ RH / LH application.

■■ 180° Opening angle.

■■ Lift-off of the door by swiping 
the door-part to the middle of 
the door.

■■ Door-part clicks into the end 
position audible and visible.

Materials

■■ Door-part: zinc die, black

■■ Frame-part: steel, black

■■ Bridge, screws, pin: steel, 
zinc plated

Remarks

Fastening screws for the door-
part included

1. notch

2. disengage

3. hinge must be opened 30°

4. hinge disengage

Hinge
Part Number Pin version Installation type

212-9092.00-00000 captive screw-on

Hinge for Single Cabinet Pr05 180° [4-155]
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Advantages

■■ For suface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible. 

■■ Door-bending 25mm.

■■ For RH/ LH application.

■■ 180° Opening angle.

■■ Easy lift-off through oblong 
holes (2.).

■■ Hinge fitting from inside and 
outside.

■■ Frame holes layout is also sui-
table for mounting dual hooks 
as on product system 3-170 
and 3-910 shown allowing 
reversibility of door.

■■ Hinges are supplied including 
fastening material (5.).

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Pin: steel, zinc plated

■■ Washer: brass

■■ Fastening washer: steel, zinc 
plated

Remarks

1. Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

b. option b) with fastening was-
her for holes ò8 or Ø10.

3. 180° opening angle attached 
to LH or RH hinges.

4. 146° opening angle attached 
to LH and RH hinges.

Hinge
Part Number Version Material pin Pin version Installation type

a) 212-9302.00-00000 without fastening washer steel, zinc plated pressed in screw-on
b) 212-9303.00-00000 with fastening washer steel, zinc plated pressed in screw-on

Hinge Pr05 180° [4-182]
Lift-off

Advantages

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly visible.

■■ Door-bending 25mm.

■■ RH / LH application.

■■ 180° Opening angle.

■■ For heavy duty applications.

■■ The door can be lifted-off
by losening the screw of the
lower (bottom) part, which
than can be slight dow-
nwards.

■■ Horizontal adjusting feature by
sliding adjusting bushings.

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Pin: steel, zinc plated

■■ Washer: brass, nickel plated

Remarks

Only notch in case you prefer 
a narrow gap 1-2 mm between 
door and frame.

180° if hinges are installed on 
the left or on the right.

146° if hinges are installed on 
the left and on the right.

Hinge
Part Number Adjustment direction Material pin Installation type

a) 212-9308.00-00000 Width steel, zinc plated screw-on

Hinge Pr05 180° [4-181]
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Advantages

■■ For suface mounted doors for
adjacent cabinets.

■■ Hinge partly visible.

■■ Door-bending 25mm.

■■ For RH/ LH application.

■■ 180° Opening angle.

■■ Easy lift-off through oblong
holes (2.).

■■ Hinge fitting from inside and
outside.

■■ Frame holes layout is also sui-
table for mounting dual hooks
as on product system 3-170
and 3-910 shown allowing
reversibility of door.

■■ Hinges are supplied including
fastening material (5.).

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Pin: steel, zinc plated

■■ Washer: brass

■■ Fastening washer: steel, zinc
plated

Remarks

1. Possible notching in the door
for a gap of approx. 1-2mm
between door and frame.

b. option b) with fastening was-
her for holes ò 8 or Ø10.

3. 180° opening angle attached
to LH or RH hinges.

4. 146° opening angle attached
to LH and RH hinges.

Hinge
Part Number Version Material pin Pin version Installation type

a) 212-9302.00-00000 without fastening washer steel, zinc plated pressed in screw-on
b) 212-9303.00-00000 with fastening washer steel, zinc plated pressed in screw-on

Hinge Pr05 180° [4-182]
Lift-off

Advantages

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door-bending 25mm.

■■ RH / LH application.

■■ 180° Opening angle.

■■ For heavy duty applications.

■■ The door can be lifted-off 
by losening the screw of the 
lower (bottom) part, which 
than can be slight dow-
nwards.

■■ Horizontal adjusting feature by 
sliding adjusting bushings.

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Pin: steel, zinc plated

■■ Washer: brass, nickel plated

Remarks

Only notch in case you prefer 
a narrow gap 1-2 mm between 
door and frame.

180° if hinges are installed on 
the left or on the right.

146° if hinges are installed on 
the left and on the right.

Hinge
Part Number Adjustment direction Material pin Installation type

a) 212-9308.00-00000 Width steel, zinc plated screw-on

Hinge Pr05 180° [4-181]
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Advantages

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves.

■■ For door installation, the door 
is inserted into the frame at 
approx. 30 ° and the hinge 
pins are pressed in. (2.)

■■ Frame holes layout is also sui-
table for mounting dual hooks 
as on product system 3-170 
or 3-910 shown allowing 
reversibility of door.

Materials

■■ Frame-part, door-part and 
pin: zinc die, black

■■ Detent spring: spring steel

Remarks

1. possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

3. 180° Opening angle if hinges 
are installed on the right or on 
the left. 

4. 146° Opening angle if hinges 
are installed on thr right and on 
the left.

5. Fastening (material is 
 included).

Hinge
Part Number Version Material pin Pin version

212-9085.00-00000 Pin two parts zinc die captive

Hinge Pr05 180°  [4-182.05]
Advantages

■■ For surface mounted doors.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ 180° Opening angle.

■■ Door-part snap-in, tool-less.

■■ Frame-part screw-on.

■■ Dual hook see product system 
3-910 and 3-170.

■■ Fastening material included.

Materials

■■ Frame- and door-part:  zinc 
die, black

■■ Snap wedges: sintered metal, 
coated

■■ Pin Ø6x60: stainless steel

■■ Washers: brass, nickel plated

■■ Screws, nuts and spring 
washers: steel, zinc plated

Remarks

Door notch in case you prefer 
a narrow gap 1-2 mm between 
door and frame.

Hinge
Part Number Clamping range Material pin Pin version Installation type

412-9004.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00035 3.2 - 3.7 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-182.03DST]
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Advantages

■■ Tool-less installation of frame-
part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ 180° Opening angle.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves. 

■■ For door installation, the door 
is inserted into the frame at 
approx. 30° and the hinge 
pins are pressed in.

■■ IP65 according to DIN EN 
60529 by using the o-ring.

Materials

■■ Frame-part, door-part and 
pin: zinc die, black

■■ Snap wedges: sintered 
metal, coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

180° Opening angle if hinges 
are installed on the right or on 
the left. 

146° Opening angle if hinges 
are installed on thr right and on 
the left.

Frame holes layout is also suita-
ble for mounting dual hooks as 
on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9062.00-00015 1.2 - 1.7 mm zinc die tool-less / screw-on
412-9062.00-00020 1.7 - 2.2 mm zinc die tool-less / screw-on
412-9062.00-00025 2.2 - 2.7 mm zinc die tool-less / screw-on
412-9062.00-00030 2.7 - 3.2 mm zinc die tool-less / screw-on
412-9062.00-00035 3.2 - 3.7 mm zinc die tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover

Accessories

756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.06DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves.

■■ For door installation, the door 
is inserted into the frame at 
approx. 30 ° and the hinge 
pins are pressed in.

■■ IP65 according to DIN EN 
60529 by o-ring.

Materials

■■ Frame-part, door-part and 
pin: zinc die, black

■■ Snap wedges: sintered metal, 
coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

Frame holes layout is also 
suitable for mounting dual hooks 
as on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9020.00-00015 1.2 - 1.7 mm zinc die tool-less
412-9020.00-00020 1.7 - 2.2 mm zinc die tool-less
412-9020.00-00025 2.2 - 2.7 mm zinc die tool-less
412-9020.00-00030 2.7 - 3.2 mm zinc die tool-less
412-9020.00-00035 3.2 - 3.7 mm zinc die tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.05DST]
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Advantages

■■ Tool-less installation of frame-
part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ 180° Opening angle.

■■ Door-part with pre-fitted and
captive pin-halves.

■■ At about 30° door opening the
door can be pulled out, after
retracting the pin-halves.

■■ For door installation, the door
is inserted into the frame at
approx. 30° and the hinge
pins are pressed in.

■■ IP65 according to DIN EN
60529 by using the o-ring.

Materials

■■ Frame-part, door-part and
pin: zinc die, black

■■ Snap wedges: sintered
metal, coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

180° Opening angle if hinges 
are installed on the right or on 
the left. 

146° Opening angle if hinges 
are installed on thr right and on 
the left.

Frame holes layout is also suita-
ble for mounting dual hooks as 
on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9062.00-00015 1.2 - 1.7 mm zinc die tool-less / screw-on
412-9062.00-00020 1.7 - 2.2 mm zinc die tool-less / screw-on
412-9062.00-00025 2.2 - 2.7 mm zinc die tool-less / screw-on
412-9062.00-00030 2.7 - 3.2 mm zinc die tool-less / screw-on
412-9062.00-00035 3.2 - 3.7 mm zinc die tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover

Accessories

756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.06DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves.

■■ For door installation, the door 
is inserted into the frame at 
approx. 30 ° and the hinge 
pins are pressed in.

■■ IP65 according to DIN EN 
60529 by o-ring.

Materials

■■ Frame-part, door-part and 
pin: zinc die, black

■■ Snap wedges: sintered metal, 
coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

Frame holes layout is also 
suitable for mounting dual hooks 
as on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9020.00-00015 1.2 - 1.7 mm zinc die tool-less
412-9020.00-00020 1.7 - 2.2 mm zinc die tool-less
412-9020.00-00025 2.2 - 2.7 mm zinc die tool-less
412-9020.00-00030 2.7 - 3.2 mm zinc die tool-less
412-9020.00-00035 3.2 - 3.7 mm zinc die tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.05DST]
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Advantages

■■ 180° hinge for surface 
mounted door for adjacent 
cabinets.

■■ Door is lift-off.

■■ Door-bending 25mm.

■■ 180° Opening angle.

■■ With M6 threaded stubs for 
fastening from inside, or 
Ø6.4mm countersunk holes 
for fastening from outside.

■■ The optional notch in the ben-
ding (dimension 55) is being 
concealed by the 60mm wide 
frame-part.

■■ Door-thickness 4mm.

Materials

a) and a1)

■■ Frame-part and door-part: 
zinc die, black or chrome 
plated 

■■ Pin: stainless steel

■■ Washer: brass

a2)

■■ Door-part: zinc die, black

■■ Frame-part: steel, black

■■ Pin: stainless steel

■■ Washer: stainless steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Hinge, frame- and door-part zinc die 
Part Number Version Surface Frame-part Material pin Pin version Installation type

a) 212-9042.00-00000 RH chrome plated with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9043.00-00000 RH chrome plated with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9044.00-00000 LH chrome plated with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9045.00-00000 LH chrome plated with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9046.00-00000 RH black with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9047.00-00000 RH black with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9048.00-00000 LH black with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9049.00-00000 LH black with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on

Hinge, frame-part steel, door-part zinc die, black
Part Number Version Surface Frame-part Material pin Pin version Installation type

a2) 212-9082.00-00000 RH black with holes Ø6.4mm for M6 stainless steel pressed in screw-on
a2) 212-9083.00-00000 LH black with holes Ø6.4mm for M6 stainless steel pressed in screw-on

Hinge Pr05 180° [4-183]
Advantages

■■ Tool-less installation of door-
part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and
captive pin-halves.

■■ At about 30° door opening the
door can be pulled out, after
retracting the pin-halves.

■■ For door installation, the door
is inserted into the frame at
approx. 30 ° and the hinge
pins are pressed in.

Materials

■■ Frame-part, door-part and
pin: zinc die, black

■■ Snap wedges: sintered metal,
coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

Frame holes layout is also 
suitable for mounting dual hooks 
as on product system 3-170 or 
3-910 shown allowing reversibi-
lity of door.

Hinge
Part Number Clamping range Material pin Installation type

412-9006.00-00015 1.2 - 1.7 mm zinc die tool-less / screw-on
412-9006.00-00020 1.7 - 2.2 mm zinc die tool-less / screw-on
412-9006.00-00025 2.2 - 2.7 mm zinc die tool-less / screw-on
412-9006.00-00030 2.7 - 3.2 mm zinc die tool-less / screw-on
412-9006.00-00035 3.2 - 3.7 mm zinc die tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-182.07DST]
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Advantages

■■ 180° hinge for surface 
mounted door for adjacent 
 cabinets.

■■ Door is lift-off.

■■ Door-bending 25mm.

■■ 180° Opening angle.

■■ With M6 threaded stubs for 
fastening from inside, or 
Ø6.4mm countersunk holes 
for fastening from outside.

■■ The optional notch in the ben-
ding (dimension 55) is being 
concealed by the 60mm wide 
frame-part.

■■ Door-thickness 4mm.

Materials

a) and a1)

■■ Frame-part and door-part: 
zinc die, black or chrome 
plated 

■■ Pin: stainless steel

■■ Washer: brass

a2)

■■ Door-part: zinc die, black

■■ Frame-part: steel, black

■■ Pin: stainless steel

■■ Washer: stainless steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Hinge, frame- and door-part zinc die 
  Part Number Version Surface Frame-part Material pin Pin version Installation type

a) 212-9042.00-00000 RH chrome plated with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9043.00-00000 RH chrome plated with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9044.00-00000 LH chrome plated with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9045.00-00000 LH chrome plated with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9046.00-00000 RH black with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9047.00-00000 RH black with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9048.00-00000 LH black with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9049.00-00000 LH black with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on

Hinge, frame-part steel, door-part zinc die, black
  Part Number Version Surface Frame-part Material pin Pin version Installation type

a2) 212-9082.00-00000 RH black with holes Ø6.4mm for M6 stainless steel pressed in screw-on
a2) 212-9083.00-00000 LH black with holes Ø6.4mm for M6 stainless steel pressed in screw-on

Hinge Pr05 180°  [4-183]
Advantages

■■ Tool-less installation of door-
part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves.

■■ For door installation, the door 
is inserted into the frame at 
approx. 30 ° and the hinge 
pins are pressed in. 

Materials

■■ Frame-part, door-part and 
pin: zinc die, black 

■■ Snap wedges: sintered metal, 
coated 

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

Frame holes layout is also 
suitable for mounting dual hooks 
as on product system 3-170 or 
3-910 shown allowing reversibi-
lity of door.

Hinge
Part Number Clamping range Material pin Installation type

412-9006.00-00015 1.2 - 1.7 mm zinc die tool-less / screw-on
412-9006.00-00020 1.7 - 2.2 mm zinc die tool-less / screw-on
412-9006.00-00025 2.2 - 2.7 mm zinc die tool-less / screw-on
412-9006.00-00030 2.7 - 3.2 mm zinc die tool-less / screw-on
412-9006.00-00035 3.2 - 3.7 mm zinc die tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-182.07DST]
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Advantages

■■ Tool-less installation of door-
part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 25mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30° 
opening angle.

■■ Lift-off safety, the door can't 
be lifted-off in closed position.

Materials

Door-part: zinc die, black

Frame-part: steel, black

Snap wedges: sintered steel

Pin and spring: stainless steel

Washer: brass, nickel plated

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Hinge, version RH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9016.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Hinge version LH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9017.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-184.05DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 20mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30°
opening angle.

■■ Lift-off safety, the door can't
be lifted-off in closed position.

■■ IP65 according to DIN EN
60529 by flat external seal.

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Snap wedges: sintered steel

■■ Pin and spring: stainless
steel

■■ Washer: brass, nickel plated

■■ Plug: NBR, black

Remarks

For uninstallation of the frame-
part remove plug. Frame-part 
can be disengaged from outside 
with a screw driver.

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Attention: If you use the exter-
nal seal (only neccessary for the 
frame part), please order a larger 
clamping range.

Hinge
Part Number Version Clamping range 

door-part (S)
Clamping range 
frame-part (S)

Material pin Pin version Installation type

412-9008.00-01515 RH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9008.00-02020 RH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9008.00-02523 RH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9008.00-03030 RH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less
412-9009.00-01515 LH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9009.00-02020 LH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9009.00-02523 LH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9009.00-03030 LH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
755 292-0702.15-01030 Reinforcement plate for cutout 

Accessories

754 292-0402.00-03014 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

209-3301.00-00000 Flat external seal

DST Hinge Pr05 180° [4-184.01DST]
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Advantages

■■ Tool-less installation of door-
part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 25mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30°
opening angle.

■■ Lift-off safety, the door can't
be lifted-off in closed position.

Materials

Door-part: zinc die, black

Frame-part: steel, black

Snap wedges: sintered steel

Pin and spring: stainless steel

Washer: brass, nickel plated

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Hinge, version RH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9016.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Hinge version LH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9017.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-184.05DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 20mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30° 
opening angle.

■■ Lift-off safety, the door can't 
be lifted-off in closed position.

■■ IP65 according to DIN EN 
60529 by flat external seal.

Materials

■■ Frame-part and door-part:
zinc die, black 

■■ Snap wedges: sintered steel 

■■ Pin and spring: stainless 
steel 

■■ Washer: brass, nickel plated 

■■ Plug: NBR, black

Remarks

For uninstallation of the frame-
part remove plug. Frame-part 
can be disengaged from outside 
with a screw driver.

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Attention: If you use the exter-
nal seal (only neccessary for the 
frame part), please order a larger 
clamping range.

Hinge
Part Number Version Clamping range 

door-part (S)
Clamping range 
frame-part (S)

Material pin Pin version Installation type

412-9008.00-01515 RH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9008.00-02020 RH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9008.00-02523 RH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9008.00-03030 RH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less
412-9009.00-01515 LH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9009.00-02020 LH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9009.00-02523 LH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9009.00-03030 LH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
755 292-0702.15-01030 Reinforcement plate for cutout 

Accessories

754 292-0402.00-03014 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

209-3301.00-00000 Flat external seal

DST Hinge Pr05 180° [4-184.01DST]
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Hinges with dual function
Spring loaded lift-off hinges

Part number Material Finish A B D Weight (g)

14-7-3745 steel raw 250 25 22 592

Spring loaded lift-off hinges for doors

Hinges with integrated spring system, sold in pairs.

Brass washer.

Shuts door automatically.

Resistance of the spring: 500 000 cycles. Adjustable spring system.

Opening angle 180°.
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Hinges with dual function
Lift-off rising hinges

Part number Material Finish A B C D Note Weight (g)

¤ 14-1-3886 304 stainless steel brushed 80 80 3 8 type 2 216

¤ 14-1-3892 304 stainless steel brushed 80 80 3 8 type 1 216

Lift-off rising hinge in stainless steel

Ramp integrated in the pin allows automatic closing by gravity.

14-1-388614-1-3892
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Hinges with dual function
Friction hinges

72-7-4250

72-7-4251

Range where torque is not effective. 
Use an external stopper to hold the door.

Free stop
range

Torque directionFree direction

Part number Material Finish A B C D Torque Note Weight (g)

72-7-4250 aluminium anodised 77.5 60 16 21 9 N.m / set
torque in the clockwise direction

sold in pairs
270

72-7-4251 aluminium anodised 77.5 60 16 21 9 N.m / set
torque in the anti clockwise direction

sold in pairs
270

One way torque hinge - constant torque 9 N.m / set

- Aluminium torque hinge.

- Friction in one direction only: allows for frictionless handling of the door inthe opposite direction.

- Tested over 30,000 cycles.

- Torque is constant in torque direction.

- Sold in pairs (left / right).

- Ideal to prevent shock to the door and / or safety.

- Torque moment (per set): 9 N.m.

- Initial torque may vary from -20% to +40%.

- Not suited for vibration environment.

- Torque will be affected by temperature.

- Do not lubricate.

- For indoor use only.

- Body in aluminium, shaft in stainless steel, sleeve and cover in polyacetal (POM).
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Hinges with dual function
Latching hinges

Part number Material Finish A B C Note Weight (g)

¤ 54-7-3549 polyamide black 85 91 30.5 with built-in safety catch 102

¤ 54-7-3550 polyamide black 85 91 30.5 without safety catch 96

Compression latching hinges

Latching hinge that may be used as hinge or latch according to need. 

Allows you to open door as left- or right hinged door, or to remove door completely. Universal left- and right 

assembly.

Available with a built-in safety catch for safe opening of pressurized doors. In addition to the 3 mm compression 

that always applies, the latching hinge can easily be adjusted between offset 0 mm, 1.5 mm or 3.0 mm to put 

more pressure on the gasket and ensure a tight and sealed door. 

Door part mounts on a mounting bracket (included) which stabilize the door in the latching hinge area and 

provide further adjustability. 

The latching hinge can be adjusted 3 mm in all three directions. Insert: recessed hexagon 8 mm, with open and 

close indication for insert position. 

Frame part mounts with screws. Mounting bracket for the door mounts with Ø 4 mm blind rivets. 

Note that a normal panel will need four units in order to operate as either left-open, right open, or completely 

removable.

No problems with thermal break as units are surface-mounted on to door and frame parts, resulting in no parts 

intruding through the double skinned doors.
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Hinges with dual function
Latching hinges

Part number Material Finish A B C Weight (g)

¤ 54-7-3545 polyamide and zinc die-cast black 90 74.5 32 139

Hinge for insulated door

Hinge designed for use on insulated doors in HVAC units.

With door in open position, the smart quick-release function allows for complete door removal and door 

attachment, without the need for any tool. 

Universal right and left mounting with 180º opening angle. Surface mounted on frame and door with rivets or 

screws. 

Door side in PA6, frame side in black zamak, pin in 303 stainless steel.
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Heavy duty hinges
Forged hinges

Part number Material Finish A B C D E F G S Note Weight (g)

14-1-3328 steel raw 48 40 3 4 4 32 8 4 type 1 52

14-1-3329 steel raw 48 40 3 4 4 32 8 4 type 2 52

14-1-3330 steel raw 60 50 3.5 5 5 40 10 5.5 type 1 97

14-1-3331 steel raw 60 50 3.5 5 5 40 10 5.5 type 2 95

14-1-3332 steel raw 72 60 4 6 6 48 12 6.5 type 1 156

14-1-3333 steel raw 72 60 4 6 6 48 12 6.5 type 2 156

14-1-3334 steel raw 84 70 4.5 7 7 56 14 7.5 type 1 245

14-1-3335 steel raw 84 70 4.5 7 7 56 14 7.5 type 2 245

14-1-3336 steel raw 96 80 5 8 8 66 16 8.5 type 1 360

14-1-3337 steel raw 96 80 5 8 8 66 16 8.5 type 2 360

Forged lift-off hinges

With raw brass washer.

14-1-3329 & 14-1-3331

14-1-3333 & 14-1-3335 & 14-1-3337

14-1-3328 & 14-1-3330

14-1-3332 & 14-1-3334 & 14-1-3336

B

A (F
)

(G)

(S @ 90°)

C(E
)

D
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Heavy duty hinges
Weld-on hinges and others

Part number Material Finish A B C D Pin material Weight (g)

14-7-3585 steel raw 40 10 8 5 steel 16

14-7-3573 steel raw 60 12 10 6 steel 36

14-7-3574 steel raw 80 16 13 8 steel 84

14-7-3575 steel raw 100 20 16 10 steel 160

14-7-3586 steel raw 120 20 16 11 steel 195

14-7-3587 steel raw 135 22.5 18 12 steel 270

14-7-3576 steel raw 150 25.5 20 13 steel 390

14-7-3794 steel raw 180 25.5 20 13 steel 465

14-7-3588 steel raw 200 29 23 16 steel 660

14-7-3589 steel raw 40 10 8 5 brass 16

14-7-3590 steel raw 60 12 10 6 brass 36

14-7-3591 steel raw 80 16 13 8 brass 84

14-7-3592 steel raw 100 20 16 10 brass 160

14-7-3593 steel raw 120 20 16 11 brass 195

14-7-3594 steel raw 135 22.5 18 12 brass 270

14-7-3595 steel raw 150 25.5 20 13 brass 390

14-7-3596 steel raw 200 29 23 16 brass 660

Round top weld-on steel hinges - brass washer

Fixed pin and washer.

A

C

D

B

Part number Material Finish A B C D Weight (g)

14-7-3610 steel raw 141 22.5 18 12 272

14-7-3611 steel raw 155.5 25.5 20 13 392

14-7-3612 steel raw 206 29 23 16 662

Round top weld-on steel hinges - steel pin - ball bearing

Fixed pin.

A

C

D

B

208

 60130 CERNIERA INOX A SALDARE SFILABILE D.8 8 5 42 
 60140 CERNIERA INOX A SALDARE SFILABILE D.10 10 6 52
 60150 CERNIERA INOX A SALDARE SFILABILE D.13 13 8 72
 60160 CERNIERA INOX A SALDARE SFILABILE D.16 16 10 82

CODE D D1 HDESCRIPTION

• Extractable hinge; fixation through welding
Material: stainless steel 1.4301 (AISI 304): surface turned (on request sandblasted or polished)

Features: WELDING HINGE 
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Heavy duty hinges
Weld-on hinges and others

Part number Material Finish A B C D Weight (g)

14-7-3613 steel raw 84 16 13 7 92

14-7-3614 steel raw 104 20 16 9 117

Flat top weld-on steel hinges - steel pin - ball bearing

Fixed pin.

A

C

D

B

Part number Material Finish A B C D Weight (g)

14-7-3796 steel raw 60 12 10 6 36

14-7-3786 steel raw 80 16 13 8 84

14-7-3787 steel raw 100 20 16 10 160

14-7-3788 steel raw 120 20 16 11 195

14-7-3793 steel raw 135 22.5 18 12 270

14-7-3789 steel raw 150 25.5 20 13 390

14-7-3790 steel raw 180 25.5 20 13 465

14-7-3791 steel raw 200 29 23 16 660

Round top weld-on steel hinges - steel pin - brass washer - with grease nipple

Fixed pin and washer.

A

C

D

B
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Heavy duty hinges
Weld-on hinges and others

Part number Material Finish A B C D Weight (g)

14-7-3815 aluminium raw 60 12 10 6 20

14-7-3816 aluminium raw 80 16 13 8 40

14-7-3817 aluminium raw 100 20 16 10 75

14-7-3818 aluminium raw 120 20 16 11 93

Round top weld-on aluminium hinges - stainless steel pin - stainless steel washer

A

C

D

B

Part number Material Finish A B C D Pin material Weight (g)

14-7-3583 steel raw 45 10 8 5 steel 20

14-7-3569 steel raw 60 12 10 6 steel 40

14-7-3570 steel raw 80 16 13 7 steel 90

14-7-3571 steel raw 100 20 16 9 steel 115

14-7-3603 steel raw 120 20 16 9 steel 135

14-7-3572 steel raw 140 25.5 20 11 steel 370

14-7-3584 steel raw 200 29 23 16 steel 600

14-7-3597 steel raw 45 10 8 5 brass 20

14-7-3598 steel raw 60 12 10 6 brass 40

14-7-3599 steel raw 80 16 13 7 brass 90

14-7-3600 steel raw 100 20 16 9 brass 115

14-7-3604 steel raw 120 20 16 9 brass 135

14-7-3601 steel raw 140 25.5 20 11 brass 370

Flat top weld-on steel hinges - brass washer

Fixed pin and washer.
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D
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Heavy duty hinges
Weld-on hinges and others

Part number Material Finish A B C D Weight (g)

14-7-3693 304 stainless steel raw 60 12 10 6 40

14-7-3696 304 stainless steel raw 80 16 13 7 90

14-7-3697 304 stainless steel raw 100 20 16 9 115

14-7-3698 304 stainless steel raw 120 20 16 9 135

Flat top weld-on stainless steel hinges - stainless steel pin - brass washer

Fixed pin and washer.

A

C

D

B

Part number Material Finish A B C D Weight (g)

14-1-3883 steel raw 63 115 28 10 482

Swivel pin with ball bearing

90

1
0

D

20

2
0

Ø10

C
C

A

B
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Heavy duty hinges
Weld-on hinges and others

Part number Material Finish A B C D E Weight (g)

14-7-3634 steel raw 63 80 4.2 8 15.5 150

14-7-3635 steel raw 83.5 80 5.1 8 16 250

14-7-3636 steel raw 104 92 5.5 9 17 390

14-7-3637 steel raw 124 108 6.5 10 19 600

14-7-3638 steel raw 144 108 6.5 10 19 720

Flag hinges A - steel pin - brass washer

Fixed pin.

A

B

D

E

C

Part number Material Finish A B C D E Note Weight (g)

14-7-3641 steel raw 83.5 80 5.1 8 16 type 1 250

14-7-3642 steel raw 83.5 80 5.1 8 16 type 2 250

14-7-3643 steel raw 104 92 5.5 9 17 type 1 390

14-7-3644 steel raw 104 92 5.5 9 17 type 2 390

Flag hinges B - steel pin - brass washer

Fixed pin.

14-7-3642 & 14-7-364414-7-3641 & 14-7-3643
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Heavy duty hinges
Weld-on hinges and others

Part number Material Finish A B C D E F H S Weight (g)

12-7-3810 303 stainless steel brushed 64 13 16 6 16 16 9.5 M5x6 90

12-7-3811 303 stainless steel brushed 76 13 19 6 19 18 13 M6x7.5 130

Heavy duty pin hinges

With chamfered edges.

B

(H)

C

A

(E
)

(F
)

(E
)

D

(S)
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Common hinges
Rectangular hinges

Part number Material Finish A B D G S Note Weight (g)

14-7-3877 aluminium anodised 65 60 5 40 5.5 type 1 49

14-7-3878 aluminium anodised 65 60 5 40 5.5 type 2 49

Clean room lift-off hinges - 65 x 60 mm

No metal-to-metal contact. Polyacetal bushings minimize particles. 

Door size: max. W600 x L800.

Door weight: max. 8 kg/pair.

303 stainless steel pin.

14-7-387814-7-3877

S

40
B

G A

3
.5

8

DØ14

Part number Material Finish A B C D S Note Weight (g)

14-7-3624 aluminium anodised silver 80 80 3.5 8 5.5 type 1 85

14-7-3625 aluminium anodised silver 80 80 3.5 8 5.5 type 2 85

Aluminium lift-off hinges 80 x 80 mm

Zinc plated steel pin.

Nylon bushing.

14-7-362514-7-3624

B
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1
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A

(S @ 90°)

7.86
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Common hinges
Rectangular hinges

Part number Material Finish A B C D S Note Weight (g)

14-7-3626 aluminium anodised silver 100 85 3.5 9 5.5 type 1 99

14-7-3627 aluminium anodised silver 100 85 3.5 9 5.5 type 2 99

Aluminium lift-off hinges 100 x 85 mm

Zinc plated steel pin.

Nylon bushing.

14-7-362714-7-3626

B

3
1

2
4

2
4

15 6.5

A

(S @ 90°)

C 1 D

Ø 16

Part number Material Finish A B C D S Note Weight (g)

14-7-3628 aluminium anodised silver 100 100 4 9 6 type 1 106

14-7-3629 aluminium anodised silver 100 100 4 9 6 type 2 106

Aluminium lift-off hinges 100 x 100 mm

Zinc plated steel pin.

Nylon bushing.

14-7-362914-7-3628

B

(S @ 90°)

2
8

2
5

2
5

A

13 7.5

C 1 D

Ø 16
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Common hinges
Rectangular hinges

Part number Material Finish A B C D E F G S Note Weight (g)

14-7-3392 steel nickel plated 40 50 1.5 4 7.5 13 24 3 type 1 28

14-7-3393 steel nickel plated 40 50 1.5 4 7.5 13 24 3 type 2 28

Lift-off hinges 40 mm long

14-7-339314-7-3392

(G
)

A

B

(E) (F) (S @ 90°)

C

0
.2D

Part number Material Finish A B C D F G S Note Weight (g)

14-7-3378 steel raw 50 30 1.2 4 type 1 / undrilled 21

14-7-3379 steel raw 50 30 1.2 4 type 2 / undrilled 21

14-7-3380 steel raw 60 40 1.5 4 type 1 / undrilled 36

14-7-3381 steel raw 60 40 1.5 4 type 2 / undrilled 36

14-7-3394 steel nickel plated 50 30 1.3 4 6 34 3.6 type 1 / drilled 20

14-7-3395 steel nickel plated 50 30 1.3 4 6 34 3.6 type 2 / drilled 20

Lift-off hinges 50 x 30 mm and 60 x 40 mm

Drilled or undrilled versions.

14-7-3379 & 14-7-3381 & 14-7-339514-7-3378 & 14-7-3380 & 14-7-3394
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Common hinges
Rectangular hinges

Part number Material Finish A B C D E F G S Note Weight (g)

14-7-3396 steel nickel plated 60 40 1.5 4 5.5 7 46 4 type 1 35

14-7-3397 steel nickel plated 60 40 1.5 4 5.5 7 46 4 type 2 35

14-7-3398 steel nickel plated 68 45 1.5 4.5 6 8 54 4.5 type 1 46

14-7-3399 steel nickel plated 68 45 1.5 4.5 6 8 54 4.5 type 2 46

14-7-3400 steel nickel plated 80 50 1.5 5 7.2 9.2 62 4 type 1 59

14-7-3401 steel nickel plated 80 50 1.5 5 7.2 9.2 62 4 type 2 59

Lift-off hinges 60 to 80 mm long

14-7-3397 & 14-7-3399 & 14-7-340114-7-3396 & 14-7-3398 & 14-7-3400

B

(G
)

A

(S @ 90°)

(F) (E)

C

0
.5D

Part number Material Finish A B C D S Note Weight (g)

14-1-3872 304 stainless steel raw 80 60 2 6 6.3 type 1 115

14-1-3873 304 stainless steel raw 80 60 2 6 6.3 type 2 115

Lift-off hinges 80 x 60 mm - stainless steel

Pin and washer in stainless steel.

14-1-3872 14-1-3873

A 5
0

1
5

B

9 9

S

1
.5

R5

C

30 30

D
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Common hinges
Rectangular hinges

Part number Material Finish A B C D S Note Weight (g)

14-7-3727 304 stainless steel brushed 80 80 2.5 7 5.2 type 1 / square corners 175

14-7-3728 304 stainless steel brushed 80 80 2.5 7 5.2 type 2 / square corners 175

14-7-3729 304 stainless steel brushed 80 80 2.5 7 5.2 type 1 / round corners 175

14-7-3730 304 stainless steel brushed 80 80 2.5 7 5.2 type 2 / round corners 175

Lift-off hinges 80 x 80 mm - stainless steel with 6 holes

2 shapes available:

- Shape with square ends (14-7-3727 and 14-7-3728).

- Shape with round ends (14-7-3729 and 14-7-3730).

Only the visible side has a brushed fi nish.

14-7-3728 & 14-7-373014-7-3727 & 14-7-3729

A

B
14-7-3728

14-7-3730

6
0

(S @ 90°)

14-7-3727

14-7-3729

13.57.5

C

0
.9

D

Part number Material Finish A B C D S Note Weight (g)

14-7-3675 304 stainless steel brushed 100 82 2.5 7 4.7 type 1 / square corners 220

14-7-3677 304 stainless steel brushed 100 82 2.5 7 4.7 type 1 / round corners 220

14-7-3679 304 stainless steel brushed 100 82 2.5 7 4.7 type 2 / square corners 220

14-7-3681 304 stainless steel brushed 100 82 2.5 7 4.7 type 2 / round corners 220

Lift-off hinges 100 x 82 mm - stainless steel with 8 holes

2 shapes available:

- Shape with square ends (14-7-3675 and 14-7-36790).

- Shape with round ends (14-7-3677 and 14-7-3681).

Only the visible side has a brushed fi nish.

14-7-3679 & 14-7-368114-7-3675 & 14-7-3677

A

B

2
7

2
7

2
7

(S @ 90°)

14-7-3679

14-7-3681

14-7-3675

14-7-3677

8.519.5
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Various hinges
Zinc die-cast hinges

Part number Material Finish A B C Weight (g)

72-1-9004 zinc die-cast black 64 17.5 15 76

Zinc die-cast pin hinge for surface mounted door A

Nylon washer.

Ø 9.5

A B

1
0

B

C

101
9

1
3

.5
1

9

M 5 x 12

Part number Material Finish A B C Weight (g)

72-7-4168 zinc die-cast black 63.5 17.5 15.1 80

Zinc die-cast pin hinge for surface mounted door B

For M5 screw.

5
(B)

A

1
9

1
9

1
3

10

11.5
(C)

Ø 9.5

(C)

(B)

1
0

M5 DIN 912

M5
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Various hinges
Zinc die-cast hinges

Part number Material Finish A B C Note Weight (g)

72-1-4206 zinc die-cast black 25.5 20.5 10 type 2 30

72-1-4207 zinc die-cast black 25.5 20.5 10 type 1 30

Zinc die-cast lift-off hinges 25.5 mm

Nylon washer.

72-1-420672-1-4207

Ø 5

A

9
3

1

C5
.5

11.3

  B    

M 4 x 8

Part number Material Finish A B C Note Weight (g)

72-1-9000 zinc die-cast black 64 33 17.5 type 2 140

72-1-9001 zinc die-cast black 64 33 17.5 type 1 140

Zinc die-cast lift-off hinges 64 x 33 mm

Nylon washer.

72-1-900072-1-9001

Ø 9.5

A

M 5 x 12
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Various hinges
Zinc die-cast hinges

Part number Material Finish A B C Note Weight (g)

72-1-9002 zinc die-cast black 64 50 17.5 type 2 230

72-1-9003 zinc die-cast black 64 50 17.5 type 1 230

Zinc die-cast lift-off hinges 64 x 50 mm

Nylon washer.

Steel pin.

72-1-900272-1-9003

A

M 5 x 12

5
1

35

C

1
0

B

Ø 9.5

Part number Material Finish A B C D G Note Weight (g)

14-7-3813 zinc die-cast black 80 65 8 8 60 type 2 330

14-7-3814 zinc die-cast black 80 65 8 8 60 type 1 330

Zinc die-cast lift-off hinges 80 mm

Fixing by 2 threaded studs. Stainless steel pin.

Leaves blocked with grub screw. Unscrew it to get a ligt-off hinge.

14-7-381314-7-3814

6
0A

1
0

.5

45

8
1

5

B
Ø 18

M8

Ø 8
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Various hinges
Zinc die-cast hinges

Part number Material Finish A B C D Note Weight (g)

72-7-4174 zinc die-cast black 50 35.7 4 6.4 type 1 230

72-7-4175 zinc die-cast black 50 35.7 4 6.4 type 2 230

Lift-off hinges for surface mounted door

A full product data sheet is available on our website.

72-7-417572-7-4174

(A
)

M
1
0

2
5

1
0
.5

(C)

2
6

3
5
.3

>
 4

(D)
(B)

19

4.3

2
5
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Various hinges
Cranked hinges

Part number Material Finish A B C D E S Weight (g)

60-1-3620 steel zinc plated 60 56 1.5 3 10 5 59

Small butt hinges with two cranked leaves 60 mm

C

E

99

B

4
2A

D
(S)

Part number Material Finish A B C D E S Note Weight (g)

12-1-3682 304 stainless steel raw 60 72 2 5 30 4 type 2 70

12-1-3683 304 stainless steel raw 60 72 2 5 30 4 type 1 70

Pin hinge with one cranked leaf

12-1-3682 12-1-3683

1
8

6

A

10 10

6

(S)
(E
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Various hinges
Various pin hinges

Part number Material Finish A B C D E Note Weight (g)

¤ 12-1-4283 6060 T5 alu clear anodised 102 45.9 2.5 6.1 50 type 1 50

¤ 12-1-4286 6060 T5 alu clear anodised 102 45.9 2.5 6.1 50 type 2 50

¤ 12-1-4284 6060 T5 alu black anodised 102 45.9 2.5 6.1 50 type 1 50

¤ 12-1-4287 6060 T5 alu black anodised 102 45.9 2.5 6.1 50 type 2 50

Lift-off hinges in aluminium profi le with a stainless steel pin

Stainless steel pin.

Supplied with polymer caps.

12-1-4283 & 12-1-4284 12-1-4286 & 12-1-4287

7
.5

7.5

1
7

.5
1

7
.5

A

2
E

B

C

Ø 11.1

Ø 4

D

Ø 8.2@90°

Part number Material Finish A B C D E Note Weight (g)

12-1-3634 steel raw 62 62 2.5 7 30 type 2 87

12-1-3635 steel raw 62 62 2.5 7 30 type 1 87

Flag hinge with washer - 62 x 62 mm

Flag hinge with brass washer.

12-1-3634 12-1-3635

C

B

D

1
.5

E
2

A
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Various hinges
Various pin hinges

Part number Material Finish A B C D E Weight (g)

12-1-3303 steel raw 60 40 1.5 5.3 30 38

12-1-3849 steel raw 80 40 1.5 5.3 40 51

12-1-3304 steel raw 80 50 2 6 40 74

12-1-3769 304 stainless steel raw 60 40 1.5 5.3 30 38

12-1-3770 304 stainless steel raw 80 48 2 6 40 74

Flag hinge without washer with two offset leaves

C

B

A

D

E

Part number Material Finish A B C D E Weight (g)

12-1-3305 steel raw 61.5 40 1.5 5.3 30 39

12-1-3306 steel raw 81.5 50 2 5.8 40 75

12-1-3771 304 stainless steel raw 61.5 40 1.5 5.3 30 39

12-1-3772 304 stainless steel raw 81.5 48 2 5.8 40 75

Flag hinge with washer with two offset leaves

Flag hinge with brass washer, included separately.
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Various hinges
Various pin hinges

Part number Material Finish A B C D E Note Weight (g)

12-1-3307 steel raw 60 40 1.5 5.3 30 type 2 39

12-1-3308 steel raw 60 40 1.5 5.3 30 type 1 39

12-1-3309 steel raw 80 48 2 5.8 40 type 2 76

12-1-3310 steel raw 80 48 2 5.8 40 type 1 76

Flag hinge without washer - fl at knuckle

12-1-3307 & 12-1-330912-1-3308 & 12-1-3310

A

E

B

C

D

Part number Material Finish A B C D E Note Weight (g)

12-1-3311 steel raw 61.5 40 1.5 5.3 30 type 2 40

12-1-3312 steel raw 61.5 40 1.5 5.3 30 type 1 40

12-1-3313 steel raw 81.5 48 2 5.8 40 type 2 77

12-1-3314 steel raw 81.5 48 2 5.8 40 type 1 77

Flag hinge with washer - fl at knuckle

Flag hinge with brass washer, included separately.

12-1-3311 & 12-1-331312-1-3312 & 12-1-3314

A

E
1

.5

B

C

D
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Various hinges
Various pin hinges

Part number Material Finish A B C D Note Weight (g)

¤ 12-1-4258 304 stainless steel raw 80 48 2 6 type 1 76

¤ 12-1-4285 304 stainless steel raw 80 48 2 6 type 2 76

Flag hinge without washer - drilled - fl at knuckle

12-1-428512-1-4258
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Martin
Levelling Components

EXTRACTABLE HINGE INOX 

 60100 CERNIERA INOX SFILABILE D14 CON FORI

CODE DESCRIPTION

• Material : stainless steel 1.4301 (AISI 304)
Fixing through nr 8 holes ø5

Ø14

3

11
2

95

26 35

18.5

Ø5
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Martin
Levelling Components

Cerniere Inox ACCESSORI
Caratteristiche: CERNIERE
Features: HINGES

 60120 CERNIERA INOX A SALDARE SFILABILE D 9,2 CON ALETTA SFASATA

CODE DESCRIPTION

 60110 CERNIERA INOX A SALDARE SFILABILE D 9,2 CON ALETTA CENTRALE

CODICE - CODE descrizione - description 

• Material : stainless steel 1.4301(AISI 304) stainless steel drawbolt ; fixing  through welding

204

2

Ø9.2

70

41

9.
2

Ø5.2

20.5

35

2

Ø9.2

70

42.5

Ø5.2

21.25

35

Ø9

Martin
Levelling Components

Cerniere Inox ACCESSORI
Caratteristiche: CERNIERE
Features: HINGES

 60120 CERNIERA INOX A SALDARE SFILABILE D 9,2 CON ALETTA SFASATA

CODE DESCRIPTION

 60110 CERNIERA INOX A SALDARE SFILABILE D 9,2 CON ALETTA CENTRALE

CODICE - CODE descrizione - description 

• Material : stainless steel 1.4301(AISI 304) stainless steel drawbolt ; fixing  through welding

204

2

Ø9.2

70

41

9.
2

Ø5.2

20.5

35

2

Ø9.2

70

42.5

Ø5.2

21.25

35

Ø9

Martin
Levelling Components

Cerniere Inox ACCESSORI
Caratteristiche: CERNIERE
Features: HINGES

 60120 CERNIERA INOX A SALDARE SFILABILE D 9,2 CON ALETTA SFASATA

CODE DESCRIPTION

 60110 CERNIERA INOX A SALDARE SFILABILE D 9,2 CON ALETTA CENTRALE

CODICE - CODE descrizione - description 

• Material : stainless steel 1.4301(AISI 304) stainless steel drawbolt ; fixing  through welding

204

2

Ø9.2

70

41

9.
2

Ø5.2

20.5

35

2

Ø9.2

70

42.5

Ø5.2

21.25

35
Ø9
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Various hinges
Various pin hinges

Part number Material Finish A B C D Note Weight (g)

¤ 12-1-4258 304 stainless steel raw 80 48 2 6 type 1 76

¤ 12-1-4285 304 stainless steel raw 80 48 2 6 type 2 76

Flag hinge without washer - drilled - fl at knuckle

12-1-428512-1-4258

A
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Martin
Levelling Components

EXTRACTABLE HINGE INOX 

 60100 CERNIERA INOX SFILABILE D14 CON FORI

CODE DESCRIPTION

• Material : stainless steel 1.4301 (AISI 304)
Fixing through nr 8 holes ø5

Ø14

3

11
2

95

26 35

18.5

Ø5
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CFMY SUPER
TECHNO

POLYMER

RoHS PA
+100°

-30°

Hinges for removable doors
SUPER-technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) SUPER-technopolymer, 
black colour, matte finish.

ROTATING PIN
Self-lubricating glass-fibre reinforced polyamide based (PA) 
technopolymer, black colour.

STANDARD EXECUTIONS
Pass-through holes for countersunk head screws.
 - CFMY-D: rotation pin fitted on the right hinge body.
 - CFMY-S: rotation pin fitted on the left hinge body.

ROTATION ANGLE (APPROXIMATE VALUE)
Max 270° (-90° and +180° being 0° the condition where the two 
interconnected surfaces are on the same plane).
Do not exceed the rotation angle limit so as not to prejudice the hinge 
mechanical performance.
To choose the convenient type and the right number of hinges for 
your application, see the Guidelines (on page 1368).

Resistance tests

AXIAL STRESS RADIAL STRESS 90° ANGLED STRESS

Description Max limit static load
Sa [N]

Max limit static load
Sr [N]

Max limit static load
S90 [N]

CFMY.60 2050 1600 1250

Code Description L f±0.25 H h1 h2 b1 d d3 d4 C# 
[Nm]

425981 CFMY.40 SH-4-D 40 25 9 5.5 5 14 4 4.5 8.5 3 14
425982 CFMY.40 SH-4-S 40 25 9 5.5 5 14 4 4.5 8.5 3 14
425971 CFMY.50 SH-6-D 50 30 11.5 6.5 6 18 6 6.5 12.5 5 30
425972 CFMY.50 SH-6-S 50 30 11.5 6.5 6 18 6 6.5 12.5 5 30
425965 CFMY.60 SH-6-D 60 36 15 8.5 8 26 6 6.5 12.5 5 41
425966 CFMY.60 SH-6-S 60 36 15 8.5 8 26 6 6.5 12.5 5 41
425961 CFMY.60-SH-8-D 60 36 15 8.5 8 26 8 8.5 16.5 5 41
425962 CFMY.60-SH-8-S 60 36 15 8.5 8 26 8 8.5 16.5 5 41

# Suggested tightening torque for assembly screws.

CFMYCFMY

GN 337 STAINLESS
STEEL

INOX
RoHS

Hinges
Detachable, Zinc die casting / Stainless Steel

SPECIFICATION
Type
 - Type A: 2x2 bores for countersunk screws

Identification no.
 - Version 1: fixed bearing (pin) right
 - Version 2: fixed bearing (pin) left

Version in Zinc die casting ZD
Zinc die casting 
plastic coated
black, RAL 9005, textured finish SW
silver, RAL 9006, textured finish SR
Version in Stainless Steel NI
Stainless Steel AISI CF-8 
matt shot-blasted GS
Pin
Stainless Steel AISI 303

TECHNICAL INFORMATION
 - Stainless Steel characteristics (see page A26)
 - Load rating information (see page A40)
 - List of hinges types (see page 1362)

 Complete with colour index of the Hinges (SW or SR)*

RAL9005 RAL9006
SW SR

GN 337-ZD

Description l1 l2 d1 d2 h1 h2 h3 h4 +0.5 l3 m1 m2

GN 337-ZD-40-40-A-1-* 40 40 5.3 4 9 5 5.5 11 16 25 25 43
GN 337-ZD-50-50-A-1-* 50 50 6.4 6 11.5 6 6.5 13 21 30 30 40
GN 337-ZD-60-60-A-1-* 60 60 8.3 8 15 8 8.5 17 26 36 36 80
GN 337-ZD-40-40-A-2-* 40 40 5.3 4 9 5 5.5 11 16 25 25 80
GN 337-ZD-50-50-A-2-* 50 50 6.4 6 11.5 6 6.5 13 21 30 30 150
GN 337-ZD-60-60-A-2-* 60 60 8.3 8 15 8 8.5 17 26 36 36 155

STAINLESS STEELGN 337-NI

Description l1 l2 d1 d2 h1 h2 h3 h4 +0.5 l3 m1 m2

GN 337-NI-40-40-A-1-GS 40 40 5.3 4 9 5 5.5 11 16 25 25 50
GN 337-NI-50-50-A-1-GS 50 50 6.4 6 11.5 6 6.5 13 21 30 30 100
GN 337-NI-60-60-A-1-GS 60 60 8.3 8 15 8 8.5 17 26 36 36 200
GN 337-NI-40-40-A-2-GS 40 40 5.3 4 9 5 5.5 11 16 25 25 60
GN 337-NI-50-50-A-2-GS 50 50 6.4 6 11.5 6 6.5 13 21 30 30 100
GN 337-NI-60-60-A-2-GS 60 60 8.3 8 15 8 8.5 17 26 36 36 200

GN 337GN 337
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CFO. RoHS PA
+80°

-20°

Offset lift-off hinge
Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, matte finish.

AJUSTABLE PIN WITH OCTAGONAL SLOT
Acetal based (POM) technopolymer, black colour.

SCREW-COVERS
Polyester based (PBT) technopolymer, black colour, glossy finish, 
snap-in assembly.

COVERS FOR PIN SLOT
Technopolymer, black colour, matte finish; to be fitted after assembly.

HINGE ASSEMBLY ON FRAME AND DOOR
Pass-through holes for hexagonal head screws, cylindrical head 
screws with hexagon socket or M5 hexagonal nuts (UNI 5588).

FEATURES AND APPLICATIONS
CFO. offset lift-off hinges have been designed to adjust possible 
misalignments between the door and the frame. They can be 
mounted on doors which open on the right or on the left side. Each 
body of the hinge has a slot for fitting the pin: the opposite side can 
be closed with the supplied cover.
To choose the convenient type and the right number of hinges for 
your application, see the Guidelines (on page 1368).

SPECIAL EXECUTIONS ON REQUEST
Screw-covers in different RAL colours.

 design

CFO.CFO.

2/2CFO. Offset lift-off hinge

Resistance tests

AXIAL STRESS RADIAL STRESS

Parallel planes Perpendicular planes Parallel planes Perpendicular planes

Maximum working load 
Ea [N]

Maximum working load 
Er [N]

290 200

The elastic deformation, which occurs on the hinge for values of load exceeding the ones indicated in 
the table, makes the load at breakage meaningless.

ASSEMBLY INSTRUCTIONS
1. Fit the hinge bodies with octagonal slot on the frame and the

other two bodies with cylindrical slot on the door.
2. Insert the pins with octagonal slot in the two bodies fitted on the 

frame by matching the indexes engraved on the pin and on the 
hinge.

3. Mount the door by matching the hinge bodies on the pins.

ADJUSTMENT OF THE DOOR
In case the door is off line with the frame, the inclination of the door 
can be adjusted by turning the octagonal slot of the pins clockwise 
or anticlockwise.
By turning the pin anticlockwise, the distance S increases (+0.5) 
while by turning the pin clockwise, it decreases (-0.5).

OFF LINE ADJUSTMENTS
The pin has an octagonal slot which allows different positions for the 
adjustment of off line door (fig. 1-2-3-4). To have the door in line with 
the frame, it can be necessary to adjust the pins of both hinges.

ADJUSTMENT EXAMPLES
If the door is off line on the bottom side.
In order to have the door in line with the frame, turn the pin of hinge 1 
anticlockwise by 45° or 90° and the pin of hinge 2 clockwise.
If the door is off line on the top side.
In order to have the door in line with the frame, turn the pin of hinge 1 
anticlockwise by 45° or 90° and the pin of hinge 2 clockwise.

CFO.
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GN 2292 RoHS

Hinges
for aluminum profiles, with guide step

SPECIFICATION
Types
 - Type A: exterior hinge wings
 - Type I: interior hinge wings

Identification no.
 - No. C: with countersunk holes

Aluminum EL
anodized, natural color
Bearing bushing / cover cap

 - Plastic, Technopolymer (Polyamide PA)
 - gray, RAL 7035

Tapered dowel pin ISO 8741
Steel zinc plated, blue passivated

INFORMATION
GN 2292 Hinges are made of drawn profiled aluminum and are 
used on doors and covers, for example. The guide step allows them 
to be quickly and easily mounted to all commercially available pro-
file systems with a nominal size of 40 mm and groove width “n”.
Given the external hinge wing, type A hinges allow mounting with a 
very small door gap. The type I is fastened in the door gap. The moun-
ting screws are therefore inaccessible and hence protected from van-
dalism when the door is closed.
The hinges are delivered loose and must be mounted according to 
the accompanying instructions. Any hinge combination may be 
realized thanks to the modular design and available accessories.

TECHNICAL INFORMATION
 - Plastic characteristics (see page A2)

ON REQUEST
 - other lengths and hole spacings
 - other finishes

GN 2292

Description l1 l2 d1 d2 l3 l4 l5 m1 m2 m3 m4 n -0.3 s1 s2

GN 2292-72-82-A-C-EL 72 82 6.6 14 40 36 - 40.8 42 - - 8 3.5 6.5 66
GN 2292-86-82-I-C-EL 86 82 6.6 14 40 - 43 55 42 - - 8 3.5 6.5 69
GN 2292-72-162-A-C-EL 72 162 6.6 14 80 36 - 40.8 - 50 32 8 3.5 6.5 116
GN 2292-86-162-I-C-EL 86 162 6.6 14 80 - 43 55 - 50 32 8 3.5 6.5 122

GN 2292GN 2292

GN 2294 RoHS

Hinges
for aluminum profiles / panel elements

SPECIFICATION
Types
 - Type A: exterior hinge wings
 - Type I: interior hinge wings

Identification no.
 - No. C: with countersunk holes

Aluminum EL
anodized, natural color
Bearing bushing / cover cap

 - Plastic, Technopolymer (Polyamide PA)
 - gray, RAL 7035

Tapered dowel pin ISO 8741
Steel zinc plated, blue passivated

INFORMATION
GN 2294 Hinges are made of drawn profiled alumi-
num and are used on doors and covers, for example.
Given the external hinge wing, type A hinges allow mounting with a 
very small door gap. The type I is fastened in the door gap. The moun-
ting screws are therefore inaccessible and hence protected from van-
dalism when the door is closed.
The hinges are delivered loose and must be mounted according to 
the accompanying instructions. Any hinge combination may be 
realized thanks to the modular design and available accessories.

TECHNICAL INFORMATION
 - Plastic characteristics (see page A2)

ON REQUEST
 - other lengths and hole spacings
 - other finishes

GN 2294

Description l1 l2 d1 d2 l3 l4 l5 m1 m2 m3 m4 s

GN 2294-72-82-A-C-EL 72 82 6.6 14 40 36 - 40.8 42 - - 3.5 62
GN 2294-86-82-I-C-EL 86 82 6.6 14 40 - 43 55 42 - - 3.5 65
GN 2294-72-162-A-C-EL 72 162 6.6 14 80 36 - 40.8 - 50 32 3.5 107
GN 2294-86-162-I-C-EL 86 162 6.6 14 80 - 43 55 - 50 32 3.5 113

GN 2294GN 2294
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293

1203

SIDE HINGES

    Note: Bolts are not supplied

SIDE HINGE

MATERIAL
BODY: Steel
PIN: Stainless Steel

FINISH
Chrome or black coated

Hinge Rotation Angle

PRODUCT CODE

GROUP CODE MATERIAL FINISH

F61203

MATERIAL M

Steel 6

FINISH F

No finish 0
Chrome 1
Black coated 2

New

368

1709LEAF HINGE

•  Concealed mounting-screws
prevent external access to hinge

•  Designed for plain/flush-mounted
doors

•  Suitable for left- and right-hand
applications

MATERIAL
BODY:   Zinc Alloy  DIN-EN  

1774-ZnAl4Cu1
PIN:  Stainless Steel

FLAT HINGES

PRODUCT CODE

GROUP CODE MATERIAL FINISH

1709 1 F
001

Left hand LH

002

Right hand RH

VERSION

1

Hinge Rotation Angle

MATERIAL M

Zinc Alloy 1

FINISH F
Chrome 1
Black coated 2
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369

1509 LIFT-OFF HINGE

•  Concealed mounting screws
prevent external access to hinge

•  Design for plain/flush-mounted
doors

•  Suitable for left- and right-hand
applications

MATERIAL
BODY:   Zinc Alloy  DIN-EN 

1774-ZnAl4Cu1
PIN:  Stainless Steel

FLAT HINGES

PRODUCT CODE

GROUP CODE MATERIAL FINISH

1509 1 F
001

Left hand LH

002

Right hand RH

MATERIAL M

Zinc Alloy 1

FINISH F
Chrome 1
Black coated 2

371

909 LEAF HINGE

•  Stainless steel version: page 512
• Heavy-duty lift off hinge
•  Suitable for left- and right-hand

applications
• Opening angle 180°

MATERIAL
BODY:  Steel
PIN:  Steel

FINISH
Zinc plated or black coated

FLAT HINGES

Hinge Rotation Angle

PRODUCT CODE

GROUP CODE MATERIAL FINISH

909 6 F
001

Left hand LH

002

Right hand RH

MATERIAL M

Steel 6

FINISH F
Zinc plated 3
Black coated 2

   Note: Bolts are not supplied
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Compression Latch-Hinge small with 
or without pressure relief 

Housing Handle 
Frame part 

Compression latch-hinge locked 

Latch hinge with pressure relief, 
handle unlocked 

Latch hinge open Hinge 
180° opening angle 

Cut out 
View without
screw covers 

Frame part Housing 

Pivot 

 Further inserts 
on request 

HVACR Compression Latch-Hinge small: 
housing, handle, frame part polyamide GF black;
screw covers polyamide black; 
latch zinc die nickel-plated and Top Coat; 
pin AISI 303; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① 
Insert 

② 
Keyed 9081 

② 
Keyed different 

without pressure relief 1091_E169 on request on request 
with pressure relief 1091_E168 on request on request 

Product benefits 

■ Compression (5 mm) with
low opening & closing force

■ Door or flap can be removed by unlatching the han-
dles on both sides

■ 2D Adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Available with or without safety feature “pressure

relief”
■ ATEX compliant explosion protection version availa-

ble on request  
■ Patent submitted

Compression Latch-Hinge Small with or without pressure relief
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Compression Latch-Hinge medium with or without pressure relief 

Compression adjusta-
ble on the frame part 

Housing 
Handle 

Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

5mm

Sc
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Cut out 
View without
screw covers 

Frame part Housing 

Centre of rotation 

 Further inserts 
on request 

Compression Latch-Hinge medium: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① Insert ② Keyed 9081 ② Keyed different
without pressure relief 1091_E146 on request on request 
with pressure relief 1091_E147 on request on request 

Product benefits 

■ When the door is closed, the latch is adjustable
(3 mm) to achieve perfect alignment

■ Compression (5 mm) with
low opening & closing force

■ Door or panel can be removed by unlatching the han-
dles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available with

safety feature “pressure relief”
■ ATEX compliant explosion protection version availa-

ble
■ Patent submitted

Compression Latch-Hinge Medium with or without pressure relief
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HVACR Compression Latch-Hinge large with emergency opening 
optional and with or without pressure relief 

Compression 
adjustable on
the frame part 

Housing Handle 
Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

By pressing the emergency opening, the lock-
ing hinge is opened safely even when the han-
dle is locked 

5mm

Sc
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Cut out front 

View without
screw covers Frame part Housing 

Centre of rotation 

Cut out rear 

 Further inserts 
on request 

HVACR Compression Latch-Hinge large: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with springs and seal 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① 
Insert 

② 
Keyed 9081 

② 
Keyed different 

without pressure relief 1091_E190 1091_E194 1091_E198
with pressure relief 1091_E191 1091_E195 1091_E199
Emergency opening 
Bezel, wrap polyamide GF black; trigger polyamide GF red; with foamed seal 
T = 30 +4.5 mm 1091_E175_30
T = 50 +4.5 mm 1091_E175_50
T = 60 +4.5 mm 1091_E175_60
T = 40, 70 - 100 mm on request 

Product benefits 

■ When the door is closed, the latch is adjusta-
ble (3 mm) to achieve perfect alignment

■ The favourable pivot point of the handle
makes a seal compression of 5 mm possible
using low actuation forces

■ Door or panel can be removed by
unlatching the handles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available

with safety feature “pressure relief”
■ ATEX compliant explosion protection version

available on request
■ Patent submitted

HVACR Compression Latch-Hinge Large with emergency opening 
optional and with or without pressure relief

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

 w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.comwww.METALIKA-KACIN.com
110 111



Part Number

Handling Steel Stainless Steel

Right (shown) SF6_20_N1A50WR SF6_20_S1A50WR

Left SF6_20_N1A50WL SF6_20_S1A50WL

Material Part Number

Steel SF6_22_N1_3W1

Stainless steel SF6_22_S1_3W1

SF6 Hinge 
Door removal

Material and Finish
Steel, zinc plated or stainless steel 

Material and Finish
Steel, zinc plated or stainless steel 

Part Number
See table

• Locking feature for
simple removal

Material and Finish
Steel, zinc plated or stainless steel

Part Number Selection  _______________________________________________________________________________

Part Number
See table

ACTUAL SIZE

ACTUAL SIZE

ACTUAL SIZE

J

E

W

Release Pin

H T

Ø P

Ø 3.25 (.128) L

13.5 (.53)
Travel

25.4 
(1.00)

19 
(.75)

44.4 (1.75)

31.8 (1.25) 6.4 (.25)

Ø 6.4 (.25)

12.7 (.50) 

1.3 (.05)

90° ±10°

Ø 3.2 (.129)

Release pin

76.2 (3.00)
56.6 (2.23)

57.4 (2.26) 4.9 (.193)

25.4
(1.00)

19 
(.75)

25.4
(1.00)

19 
(.75)

9.1 
(.36)

9.65 (.38)
Ø 6.35 (.25)

6.35 (.25)  

6.35 (.25)10.4 (.41) Travel

1.27 (.05)

270°

90°±10°

Ø 3.2 (.129)

Release pin

S  Size L E H J P T W

3 - 4 22.2 (.88) 4 (.16) 4.0 (.16) 10 (.39) 3.2 (.13) 0.8 (.03) 13 (.50)

7 - 8 34.9 (1.38) 6.4 (.25) 4.8 (.19) 13 (.50) 4.0 (.16) 1.0 (.04) 19 (.75)

11 - 12 50.8 (2.00) 9.5 (.38) 6.4 (.25) 16 (.63) 4.8 (.19) 1.3 (.05) 22 (.87)

15 - 16 69.9 (2.75) 12.7 (.50) 6.4 (.25) 19 (.75) 6.4 (.25) 1.5 (.06) 25.5 (1.00)

SF6_23_ M S AW

M  Material and Finish
N Steel, zinc plated 
S Stainless steel

S Size
3 22 (0.87) Left Hand 
4 22 (0.87) Right Hand
7 35 (1.38) Left Hand
8 35 (1.38) Right Hand

11 51 (2.00) Left Hand
12 51 (2.00) Right Hand
15 70 (2.75) Left Hand
16  70 (2.75) Right Hand

ACTUAL SIZE

ACTUAL SIZE

Material Part Number

Steel SF6_22_N1_3W1

Stainless steel SF6_22_S1_3W1

Part Number

SF6_35_1

Dimensions in millimeters (inch) unless otherwise stated

SF6 Hinge
Door removal

Easy to install and•
operate
Locking feature for•
simple removal and
replacement

Material and Finish
Steel, zinc plated or stainless steel

76.2 (3.00)

56.6 (2.23)

57.4 (2.26)
4.9 (.193)

25.4
(1.00)19 

(.75)

25.4
(1.00)

19 
(.75)

9.1 
(.36)

9.65 (.38)
Ø 6.35 (.25)

6.35 (.25)  

6.35 (.25)10.4 (.41) Travel

1.27 (.05)

270°

90°±10°

Ø 3.2 (.129)

Release pin

Light-weight•
Made from•	
non-conducting,
non-corrosive materials

Material and Finish
ABS, nylon and acetal, black

SF6 Hinge
Door removal

Ø 6.1 (.24)

14.5 (.57)

14.5 (.57)

22.4 
(.88)

22.4 
(.88) 27.9 (1.10)

Max.

60.5 (2.38)
76.2 (3.00)

9.65 (.38) 

10.4 (.41)

270°

2 (.08) 

30.5 (1.20)

90°

Ø 6.4 (.25) 

Release pin

Part Number
See table

Part Number
See table
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Spone iz medenine

Koda Dimenzija Zašč. Pakirano

SP-OO101  MPL 50x40 Kr 20 kom
SP-OO101B  MPL 50x40 Kr 2/1 zav
SP-OO102  MPD 50x40 Kr 20 kom
SP-OO102B  MPD 50x40 Kr 2/1 zav
SP-OO103  MPL 50x40 Mkr 20 kom
SP-OO103B  MPL 50x40 Mkr 2/1 zav
SP-OO104  MPD 50x40 Mkr 20 kom
SP-OO1-4B  MPD 50x40 Mkr 2/1 zav
SP-OO105  MPL 50x40 Au 20 kom
SP-OO105B  MPL 50x40 Au 2/1 zav
SP-OO106  MPD 50x40 Au 20 kom
SP-OO106B  MPD 50x40 Au 2/1 zav
SP-OO107  MPOL 50x40 St.Au 20 kom
SP-OO107B  MPOL 50x40 St.Au 2/1 zav
SP-OO108  MPOD 50x40 St.Au 20 kom
SP-OO108B  MPOD 50x40 St.Au 2/1 zav

8

Spone iz medenine

Koda Dim. Zašč. Pakirano

SP-00201  MPL 80x40 Kr 20 kom
SP-00201B  MPL 80x40 Kr 2/1 zav
SP-00202  MPD 80x40 Kr 20 kom
SP-00202B  MPD 80x40 Kr 2/1 zav
SP-00203  MPL 80x40 Mkr 20 kom
SP-00203B  MPL 80x40 Mkr 2/1 zav
SP-00204  MPD 80x40 Mkr 20 kom
SP-002-04B  MPD 80x40 Mkr 2/1 zav
SP-00205  MPL 80x40 Au 20 kom
SP-00205B  MPL 80x40 Au 2/1 zav
SP-00206  MPD 80x40 Au 20 kom
SP-00206B  MPD 80x40 Au 2/1 zav

Spone
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Koda Dim. Zašč. Pakirano

SP-02301 50x40L Ms 50 kos
SP-02301B 50x40L Ms 2/1 zav
SP-02302 50x40D Ms 50 kos
SP-02302B 50x40D Ms 2/1 zav
SP-02303 50x40L Pat.Cu 50 kos
SP-02303B 50x40L Pat.Cu 2/1 zav
SP-02304 50x40D Pat.Cu 50 kos
SP-02304B 50x40D Pat.Cu 2/1 zav

Koda Dim. Zašč. Pakirano

SP-02401 60x37 L st Pat.Cu 100 kos
SP-02401B 60x37 L st Pat.Cu 2/1 zav
SP-02402 60x37 D st Pat.Cu 100 kos
SP-02402B 60x37 D st Pat.Cu 2/1 zav
SP-02403 60x37 L st Ms 100 kos
SP-02403B 60x37 L st Ms 2/1 zav
SP-02404 60x37 D st Ms 100 kos
SP-02404B 60x37 D st Ms 2/1 zav
SP-02405 60x60 st Pat.Cu 50 kos

Tečaj stilni razstaljivi

Tečaj stilni levi/desni

Koda Dim. Zaščita Pakirano

SP-02406 fi9 Ms 20 kom
SP-02405B fi9 Ms 2/1 zav

Spone

Tečaj razstavljivi

Koda Opomba Zašč. Pakirano

SP-03301 za brazdna vrata Pat.Cu 50 kos
SP-03301B za brazdna vrata Pat.Cu 2/1 zav
SP-03302 za brazdna vrata Pat.Cu 50 kos
SP-03302B za brazdna vrata Pat.Cu 2/1 zav

Tečaj razstavljivi-koleno

Koda Dim. Zašč. Pakirano

SP-03401 koleno 50x36,5 Pat.Cu 50 kos
SP-03402 koleno 50x36,5 Pat.Cu 50 kos
SP-03403 50x36,5L ravna kapa Pat.Cu 50 kos
SP-03404 50x36,5D ravna kapa Pat.Cu 50 kos
SP-03405 50x36,5L lečasta kapa Pat.Cu 50 kos
SP-03406 50x36,5D lečasta kapa Pat.Cu 50 kos
SP-03407 50x36,5L okrasna kapa Pat.Cu 50 kos
SP-03408 50x36,5D okrasna kapa Pat.Cu 50 kos

Spone
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Leaf hinge
Series 5000  |  Lift-off

NEW!

17

Locking technology for cold storage
NEW!

• Robust stainless steel hinge for flash doors

• For coldroom doors, service doors, fire proof doors

• Rising

• Lift-off

• Theft protection

• Adjustability in two dimension

• Door weight capacity of 80 kg or as

heavy duty version 120 kg using 2 hinges

• Material: Stainless steel

Leaf hinge  |  Series 5000  |  Lift-off

Lift-off hinge, right hand rising

Art.-Nr. 5000-020011

Variations:

Lift-off hinge, left hand rising

Art.-Nr. 5000-020021

Exploded view

* heavy duty version upon request
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38

��

�� ��

Spacer, 2 mm:

2 mm Art.-Nr. 4002-020919
11 mm Art.-Nr. 4002-020920

Security plate

*Upon request / minimum order quantities apply

Option:

Security plate:

Art.-Nr. 4002-020197

Locking technology for cold storage

Edge-mounted hinge  |  Series 4002/4003

• Classy hinge in retro-look

• For cold storage doors

• Protection against unauthorized dismantling

• Choice of rising / non-rising

• Lift-off capability

• Door weight capacity of max. 40 kg using 2 hinges

• Material: Zinc die-cast

Surface finishes:

Chromium-plated:

right hand, rising,
Dimension A= 58 mm
Dimension B = 40 mm
Art.-Nr. 4003-020776*

left hand, rising,
Special dimension A+B
upon request

for right- and left-hinged doors
Dimension A = 58 mm
Dimension B = 40 mm
Art.-Nr. 4002-020770

Grey (RAL 7001):

right hand, rising,
Dimension A= 58 mm
Dimension B = 40 mm
Art.-Nr. 4003-020779*

left hand, rising,
Special dimension A+B
upon request

for right- and left-hinged doors
Dimension A = 58 mm
Dimension B = 40 mm
Art.-Nr. 4002-020773

40

Locking technology for cold storage

Edge-mounted hinge  |  Series 4006

• Edge-mounted hinge with stainless steel appearance

• For cold storage doors

• Protection against unauthorized dismantling

• Rising 

• Lift-off capability

• Adjustability in 3 dimensions

• Corrosion-resistant

• Door weight capacity of max. 40 kg using 2 hinges

• Material: Metal/Plastic, brushed stainless steel

Option:

Spacer 5 mm:
Art.-Nr. 4004-020010

Edge-mounted hinge:

Black, stainless steel:

right hand Art.-Nr. 4006-020102
left hand Art.-Nr. 4006-020103

Adjustability

Height adjustment

±2

±2,5

±5
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42

Locking technology for cold storage

Plastic hinge  |  Series 4010  |  LIFTO

Caps:

grey Art.-Nr. 4010-020010
blue Art.-Nr. 4010-020011
black Art.-Nr. 4010-020012

Plastic hinge:

Dimension X = 33 mm Art.-Nr. 4010-020001
Dimension X = 45 mm Art.-Nr. 4010-020002
Dimension X = 56 mm Art.-Nr. 4010-020003

Adjustability

±2,5

±5,5

• Plastic hinge in colored retro-look

• For cold storage doors

• Rising

• Adjustability in 2 dimensions

• Left- and right-hinged doors

• Lift-off capability

• Wide variety in surface finishes

• Coloured caps, removable

• Door weight capacity of max. 40 kg using 2 hinges

• Material: Lug, leaf, caps - plastic; Pin - galvanized steel

Teil_1_EN-2015_v03_Layout 1  07.03.15  16:29  Seite 42

43

Plastic hinge:

Art.-Nr. 7805-020010

Option:

Spacer, 5 mm:

Art.-Nr. 7805-020005

Plastic hinge  |  Series 7805  |  ARCTO

Locking technology for cold storage

• Complementary hinge for multicolour latch system

• For cold storage doors

• Adjustable in 3 dimensions

• To be used with right- and left-hinged doors

• Lift-off capability for door maintenance

• Removable caps, coloured

• Door weight capacity max. 40 kg using 2 hinges

• Material:

Lug, leaf, caps - plastic; Pin - stainless steel

Teil_1_EN-2015_v03_Layout 1  07.03.15  16:30  Seite 43
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0434
Hinges plastic, lift-off, left

Item description/product images

Description

Material:
Fibreglass reinforced thermoplastic.
Hinge pin stainless steel.

Version:
Hinge black. Pin bright.

Note:
All hinges can be supplied on request with guide tabs for the slots of aluminium
profiles (slots 6, 8 and 10). They facilitate mounting, secure the hinge against
twisting and make it stronger.

Drawings

Overview of items

Hinges plastic, lift-off, left

Order No. A A1 A2 A3 A4 B B2 D1 D2 D3 H F1
max.
kN

F2
max.
kN

0434.1251515 52 15 15 26 26 48 28 6,6 6 14 9 0,625 0,425
0434.1251518 55,5 15 17,5 26 29,5 48 28 6,6 6 14 9 0,7 0,5
0434.1251520 61,5 15 20 26 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.1251523 64,5 15 22,5 26 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.1251525 69,5 15 25 26 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.1251528 74,5 15 27,5 26 48,5 48 28 6,6 6 14 9 0,8 0,32
0434.1251533 83,5 15 32,5 26 57,5 48 28 6,6 6 14 9 0,8 0,24

0434
Hinges plastic, lift-off, left

Overview of items

Order No. A A1 A2 A3 A4 B B2 D1 D2 D3 H F1
max.
kN

F2
max.
kN

0434.1301815 55,5 17,5 15 29,5 26 48 28 6,6 6 14 9 0,75 0,45
0434.1301818 59 17,5 17,5 29,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.1301820 65 17,5 20 29,5 35,5 48 28 6,6 6 14 9 0,75 0,4
0434.1301823 68 17,5 22,5 29,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.1301825 73 17,5 25 29,5 43,5 48 28 6,6 6 14 9 0,8 0,35
0434.1301828 78 17,5 27,5 29,5 48,5 48 28 6,6 6 14 9 0,8 0,35
0434.1301833 87 17,5 32,5 29,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.1352015 61,5 20 15 35,5 26 48 28 6,6 6 14 9 0,75 0,4
0434.1352018 65 20 17,5 35,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.1352020 71 20 20 35,5 35,5 48 28 6,6 6 14 9 0,75 0,4
0434.1352023 74 20 22,5 35,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.1352025 79 20 25 35,5 43,5 48 28 6,6 6 14 9 0,8 0,35
0434.1352028 84 20 27,5 35,5 48,5 48 28 6,6 6 14 9 0,9 0,35
0434.1352033 93 20 32,5 35,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.1402315 64,5 22,5 15 38,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.1402318 68 22,5 17,5 38,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.1402320 74 22,5 20 38,5 35,5 48 28 6,6 6 14 9 0,75 0,4
0434.1402323 77 22,5 22,5 38,5 38,5 48 28 6,6 6 14 9 0,8 0,4
0434.1402328 87 22,5 27,5 38,5 48,5 48 28 6,6 6 14 9 0,8 0,35
0434.1402333 96 22,5 32,5 38,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.1452515 69,5 25 15 43,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.1452518 73 25 17,5 43,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.1452520 79 25 20 43,5 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.1452523 82 25 22,5 43,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.1452525 87 25 25 43,5 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.1452528 92 25 27,5 43,5 48,5 48 28 6,6 6 14 9 0,8 0,32
0434.1452533 101 25 32,5 43,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.1502815 74,5 27,5 15 48,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.1502818 78 27,5 17,5 48,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.1502820 84 27,5 20 48,5 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.1502823 87 27,5 22,5 48,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.1502825 92 27,5 25 48,5 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.1502828 97 27,5 27,5 48,5 48,5 48 28 6,6 6 14 9 0,8 0,32
0434.1502833 106 27,5 32,5 48,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.1603315 83,5 32,5 15 57,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.1603318 87 32,5 17,5 57,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.1603320 93 32,5 20 57,5 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.1603323 96 32,5 22,5 57,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.1603325 101 32,5 25 57,5 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.1603328 106 32,5 27,5 57,5 48,5 48 28 6,6 6 14 9 0,9 0,32
0434.1603333 115 32,5 32,5 57,5 57,5 48 28 6,6 6 14 9 0,9 0,24
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0434
Hinges plastic, lift-off, right

Item description/product images

Description

Material:
Fibreglass reinforced thermoplastic.
Hinge pin stainless steel.

Version:
Hinge black. Pin bright.

Note:
All hinges can be supplied on request with guide tabs for the slots of aluminium
profiles (slots 6, 8 and 10). They facilitate mounting, secure the hinge against
twisting and make it stronger.

Drawings

Overview of items

Hinges plastic, lift-off, right

Order No. A A1 A2 A3 A4 B B2 D1 D2 D3 H F1
max.
kN

F2
max.
kN

0434.2251515 52 15 15 26 26 48 28 6,6 6 14 9 0,625 0,425
0434.2251518 55,5 15 17,5 26 29,5 48 28 6,6 6 14 9 0,7 0,5
0434.2251520 61,5 15 20 26 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.2251523 64,5 15 22,5 26 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.2251525 69,5 15 25 26 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.2251528 74,5 15 27,5 26 48,5 48 28 6,6 6 14 9 0,8 0,32
0434.2251533 83,5 15 32,5 26 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.2301815 55,5 17,5 15 29,5 26 48 28 6,6 6 14 9 0,75 0,45

0434
Hinges plastic, lift-off, right

Overview of items

Order No. A A1 A2 A3 A4 B B2 D1 D2 D3 H F1
max.
kN

F2
max.
kN

0434.2301818 59 17,5 17,5 29,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.2301820 65 17,5 20 29,5 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.2301823 68 17,5 22,5 29,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.2301825 73 17,5 25 29,5 43,5 48 28 6,6 6 14 9 0,8 0,35
0434.2301828 78 17,5 27,5 29,5 48,5 48 28 6,6 6 14 9 0,8 0,35
0434.2301833 87 17,5 32,5 29,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.2352015 61,5 20 15 35,5 26 48 28 6,6 6 14 9 0,7 0,4
0434.2352018 65 20 17,5 35,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.2352020 71 20 20 35,5 35,5 48 28 6,6 6 14 9 0,75 0,4
0434.2352023 74 20 22,5 35,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.2352025 79 20 25 35,5 43,5 48 28 6,6 6 14 9 0,8 0,35
0434.2352028 84 20 27,5 35,5 48,5 48 28 6,6 6 14 9 0,8 0,35
0434.2352033 93 20 32,5 35,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.2402315 64,5 22,5 15 38,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.2402318 68 22,5 17,5 38,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.2402320 74 22,5 20 38,5 35,5 48 28 6,6 6 14 9 0,75 0,4
0434.2402323 77 22,5 22,5 38,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.2402325 82 22,5 25 38,5 43,5 48 28 6,6 6 14 9 0,8 0,35
0434.2402328 87 22,5 27,5 38,5 48,5 48 28 6,6 6 14 9 0,8 0,35
0434.2402333 96 22,5 32,5 38,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.2452515 69,5 25 15 43,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.2452518 73 25 17,5 43,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.2452520 79 25 20 43,5 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.2452523 82 25 22,5 43,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.2452525 87 25 25 43,5 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.2452528 92 25 27,5 43,5 48,5 48 28 6,6 6 14 9 0,8 0,32
0434.2452533 101 25 32,5 43,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.2502815 74,5 27,5 15 48,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.2502818 78 27,5 17,5 48,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.2502820 84 27,5 20 48,5 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.2502823 87 27,5 22,5 48,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.2502825 92 27,5 25 48,5 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.2502828 97 27,5 27,5 48,5 48,5 48 28 6,6 6 14 9 0,8 0,32
0434.2502833 106 27,5 32,5 48,5 57,5 48 28 6,6 6 14 9 0,8 0,24
0434.2603315 83,5 32,5 15 57,5 26 48 28 6,6 6 14 9 0,65 0,425
0434.2603318 87 32,5 17,5 57,5 29,5 48 28 6,6 6 14 9 0,75 0,5
0434.2603320 93 32,5 20 57,5 35,5 48 28 6,6 6 14 9 0,7 0,4
0434.2603323 96 32,5 22,5 57,5 38,5 48 28 6,6 6 14 9 0,8 0,35
0434.2603325 101 32,5 25 57,5 43,5 48 28 6,6 6 14 9 0,8 0,325
0434.2603328 106 32,5 27,5 57,5 48,5 48 28 6,6 6 14 9 0,9 0,32
0434.2603333 115 32,5 32,5 57,5 57,5 48 28 6,6 6 14 9 0,9 0,24
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0579
Hinges aluminium, lift-off, left

Item description/product images Description

Material:
Die-cast aluminium.
Hinge pin stainless steel.

Version:
Hinge silver powder coated.
Axle bright.

Note:
Hinges for panel elements and aluminium profiles.
The hinges can be fitted with a plastic spacer ring on the hinge pin.

On request:
Hinges with guide tabs for aluminium profiles (slots 5, 6, 8, 10, 12 and 14).
Unequal leaf combinations.

Drawings

Order No. A A1 A2 A3 A4 B F1 max.
kN

F2 max.
kN

0579.1251515 52 15 15 26 26 48 0,41 0,25
0579.1301818 59 17,5 17,5 29,5 29,5 48 0,45 0,28
0579.1352020 72 20 20 36 36 48 0,5 0,25
0579.1402323 77 22,5 22,5 38,5 38,5 48 0,55 0,2
0579.1452525 87 25 25 43,5 43,5 48 0,55 0,2
0579.1502828 97 27,5 27,5 48,5 48,5 48 0,55 0,175
0579.1603333 115 32,5 32,5 57,5 57,5 48 0,575 0,15

0579
Hinges aluminium, lift-off, right

Item description/product images Description

Material:
Die-cast aluminium.
Hinge pin stainless steel.

Version:
Hinge silver powder coated.
Axle bright.

Note:
Hinges for panel elements and aluminium profiles.
The hinges can be fitted with a plastic spacer ring on the hinge pin.

On request:
Hinges with guide tabs for aluminium profiles (slots 5, 6, 8, 10, 12 and 14).
Unequal leaf combinations.

Drawings

Hinges aluminium, lift-off, right

Order No. A A1 A2 A3 A4 B F1 max.
kN

F2 max.
kN

0579.2251515 52 15 15 26 26 48 0,41 0,25
0579.2301818 59 17,5 17,5 29,5 29,5 48 0,45 0,28
0579.2352020 72 20 20 36 36 48 0,5 0,25
0579.2402323 77 22,5 22,5 38,5 38,5 48 0,55 0,2
0579.2452525 87 25 25 43,5 43,5 48 0,55 0,2
0579.2502828 97 27,5 27,5 48,5 48,5 48 0,55 0,175
0579.2603333 115 32,5 32,5 57,5 57,5 48 0,575 0,15
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0438
Hinges plastic, lift-off, with guide tabs

Item description/product images

Description

Material:
Fibreglass reinforced thermoplastic.
Hinge pin stainless steel.
Washer thermoplastic.

Version:
Hinge and washer black. Pin bright.

Note:
The guide tabs permit the hinges to be mounted in slots (8 mm).

Drawings

Order No. Version A B F1 max.
kN

F2 max.
kN

0438.1322020 left 60 32 0,2 0,1
0438.2322020 right 60 32 0,2 0,1

180° hinge 

Cut out 

Cut out 

Fastening bow 

Clamping pin 

Spacer plate has to be 
ordered sep. for deviat-
ing door thicknesses 
(one plate per clamp-
ing bar) 

Assembling: 
Hinge is fixed by driving in the 
polyamide pins. The stripping 
force in Z direction is 1500 N. 

*  Hexagon
screw
M5x12

* Countersunk
screw
small head M5x12

* not included

small head = DIN ISO 2009,
2010, 7046-1, 7046-2, 7047 

Hinge with clamping pin zinc die black powder coated or polyamide GF black; clamping pin 
Polyamide GF black, pin stainless steel 

Zinc die polyamide 
Ts = 1.5 RH – 1056_E49
Ts = 1.5 LH – 1056_E50
Ts = 2.0 RH 1056_E35 –
Ts = 2.0 LH 1056_E33 –
Hinge with fastening bow zinc die black powder coated; pin stainless steel 
RH 1056_E44
LH 1056_E43
Support plate 304 (1x per pin fixing) 
Hinge for Ts change into Ts 
1,5 1,0 1110-39-02
2,0 1,0 1110-39-03
2,0 1,5 1110-39-02

180° hinge
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