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Advantages

■■ Window seals are used to 
mount panes, windows, etc. in 
doors, casings and machine 
enclosures.

■■ Note: assembly only with 
filler. The pane is clamped in 
place with the help of the filler 
and held flush-mounted in the 
cutout.

■■ The window seals are made 
of EPDM with excellent 
 weathering and ozone resis-
tance properties.

■■ DIRAK's EPDM quality is neu-
tral to paints. 

■■ Tested according to UL 157 
and UL 50 E.

Materials

■■ Profile and filler: EPDM

Remarks

1. Window 

2. Window seal

3. Filler 

4. Sheet metal thickness 

Please dimension window with 
1mm gap circumferentially. 

AS = size of window 

AB = size sheet metal

Note Tolerances!

Window Seals
Part Number Material Colour A B C D e f Bending 

radius
Filler Packaging unit

209-0501.00-00000 EPDM black 4 mm 2 mm 4 mm 13 mm 5.5 mm 5.5 mm 30 a) 20 m
209-0502.00-00000 EPDM black 4 mm 2.5 mm 7 mm 16 mm 7 mm 7 mm 70 b) 20 m
209-0503.00-00000 EPDM black 6 mm 2.5 mm 7 mm 18 mm 7 mm 7 mm 70 b) 20 m
209-0508.00-00000 EPDM black 3 mm 1 mm 4 mm 11.6 mm 4.5 mm 6 mm 35 a) 20 m
209-0509.00-00000 EPDM black 4 mm 1.5 mm 7 mm 16 mm 7 mm 7 mm 80 b) 20 m
209-0510.00-00000 EPDM black 4 mm 2 mm 7.3 mm 18 mm 11 mm 8.7 mm 100 b) 15 m
209-0511.00-00000 EPDM black 4.5 mm 5 mm 7 mm 16 mm 7 mm 7 mm 80 b) 20 m
209-0512.00-00000 EPDM black 5 mm 2 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0513.00-00000 EPDM black 5 mm 3 mm 7 mm 19 mm 8 mm 8 mm 90 b) 20 m
209-0514.00-00000 EPDM black 5 mm 3 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0515.00-00000 EPDM black 5 mm 5 mm 7 mm 18.4 mm 9 mm 8 mm 90 b) 20 m
209-0516.00-00000 EPDM black 5.5 mm 2 mm 7.3 mm 19 mm 11 mm 8.7 mm 100 b) 15 m
209-0517.00-00000 EPDM black 6 mm 1.5 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0518.00-00000 EPDM black 6 mm 2.5 mm 7 mm 19 mm 8 mm 8 mm 90 b) 20 m
209-0519.00-00000 EPDM black 6 mm 3 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0520.00-00000 EPDM black 6 mm 4 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0521.00-00000 EPDM black 6 mm 6 mm 8.5 mm 19 mm 9.5 mm 9 mm 100 b) 15 m
209-0522.00-00000 EPDM black 8 mm 3 mm 7.5 mm 22 mm 12.5 mm 9.5 mm 120 b) 15 m
209-0523.00-00000 EPDM black 8 mm 4 mm 8.5 mm 25 mm 12.5 mm 10 mm 100 b) 15 m
209-0524.00-00000 EPDM black 10 mm 3 mm 7.5 mm 23 mm 12.5 mm 9.5 mm 120 b) 15 m
209-0525.00-00000 EPDM black 10 mm 6 mm 7.5 mm 24 mm 12.5 mm 9.5 mm 100 b) 15 m

Specific accessories

b) 209-0602.00-00000 Filler
a) 209-0601.00-00000 Filler

Accessories

678  209-1003.00-00000 Fitting tool for window seals, incl. eye 701-
7068

678 701-7066.00-00000 Eye for fitting tool, small

Window Seals EPDM [5-130]
Advantages

■■ Window seals are used to 
mount panes, windows, etc. in 
doors, casings and machine 
enclosures.

■■ Note: assemly only with filler. 
The pane is clamped in place 
with the help of the filler and 
held flush-mounted in the 
cutout.

■■ The window seal is made 
of EPDM with excellent 
 weathering and ozone resis-
tance properties.

■■ DIRAK's EPDM quality is neu-
tral to paints. 

■■ Tested according to UL 157 
and UL 50 E.

Materials

■■ Window seals: EPDM

Remarks

1. Window 

2. Profile 

3. Filler 

4. Sheet metal thickness

Please dimension window with 
1 mm gap circumferentially. 

AS = size of window 

AB = size sheet metal

Note Tolerances!

Window Seal
Part Number Material Colour Width W Height H Packaging unit

209-0504.00-00000 EPDM black 21.5 mm 25 mm 15 m

Specific accessories

b) 209-0602.00-00000 Filler

Window Seal EPDM [5-131]
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Advantages

■■ Window seals are used to 
mount panes, windows, etc. in 
doors, casings and machine 
enclosures.

■■ Note: assembly only with 
filler. The pane is clamped in 
place with the help of the filler 
and held flush-mounted in the 
cutout.

■■ The window seals are made 
of EPDM with excellent 
 weathering and ozone resis-
tance properties.

■■ DIRAK's EPDM quality is neu-
tral to paints. 

■■ Tested according to UL 157 
and UL 50 E.

Materials

■■ Profile and filler: EPDM

Remarks

1. Window 

2. Window seal

3. Filler 

4. Sheet metal thickness 

Please dimension window with 
1mm gap circumferentially. 

AS = size of window 

AB = size sheet metal

Note Tolerances!

Window Seals
Part Number Material Colour A B C D e f Bending 

radius
Filler Packaging unit

209-0501.00-00000 EPDM black 4 mm 2 mm 4 mm 13 mm 5.5 mm 5.5 mm 30 a) 20 m
209-0502.00-00000 EPDM black 4 mm 2.5 mm 7 mm 16 mm 7 mm 7 mm 70 b) 20 m
209-0503.00-00000 EPDM black 6 mm 2.5 mm 7 mm 18 mm 7 mm 7 mm 70 b) 20 m
209-0508.00-00000 EPDM black 3 mm 1 mm 4 mm 11.6 mm 4.5 mm 6 mm 35 a) 20 m
209-0509.00-00000 EPDM black 4 mm 1.5 mm 7 mm 16 mm 7 mm 7 mm 80 b) 20 m
209-0510.00-00000 EPDM black 4 mm 2 mm 7.3 mm 18 mm 11 mm 8.7 mm 100 b) 15 m
209-0511.00-00000 EPDM black 4.5 mm 5 mm 7 mm 16 mm 7 mm 7 mm 80 b) 20 m
209-0512.00-00000 EPDM black 5 mm 2 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0513.00-00000 EPDM black 5 mm 3 mm 7 mm 19 mm 8 mm 8 mm 90 b) 20 m
209-0514.00-00000 EPDM black 5 mm 3 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0515.00-00000 EPDM black 5 mm 5 mm 7 mm 18.4 mm 9 mm 8 mm 90 b) 20 m
209-0516.00-00000 EPDM black 5.5 mm 2 mm 7.3 mm 19 mm 11 mm 8.7 mm 100 b) 15 m
209-0517.00-00000 EPDM black 6 mm 1.5 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0518.00-00000 EPDM black 6 mm 2.5 mm 7 mm 19 mm 8 mm 8 mm 90 b) 20 m
209-0519.00-00000 EPDM black 6 mm 3 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0520.00-00000 EPDM black 6 mm 4 mm 7.5 mm 19 mm 12.5 mm 9.5 mm 100 b) 15 m
209-0521.00-00000 EPDM black 6 mm 6 mm 8.5 mm 19 mm 9.5 mm 9 mm 100 b) 15 m
209-0522.00-00000 EPDM black 8 mm 3 mm 7.5 mm 22 mm 12.5 mm 9.5 mm 120 b) 15 m
209-0523.00-00000 EPDM black 8 mm 4 mm 8.5 mm 25 mm 12.5 mm 10 mm 100 b) 15 m
209-0524.00-00000 EPDM black 10 mm 3 mm 7.5 mm 23 mm 12.5 mm 9.5 mm 120 b) 15 m
209-0525.00-00000 EPDM black 10 mm 6 mm 7.5 mm 24 mm 12.5 mm 9.5 mm 100 b) 15 m

Specific accessories

b) 209-0602.00-00000 Filler
a) 209-0601.00-00000 Filler

Accessories

678  209-1003.00-00000 Fitting tool for window seals, incl. eye 701-
7068

678 701-7066.00-00000 Eye for fitting tool, small

Window Seals EPDM [5-130]
Advantages

■■ Window seals are used to 
mount panes, windows, etc. in 
doors, casings and machine 
enclosures.

■■ Note: assemly only with filler. 
The pane is clamped in place 
with the help of the filler and 
held flush-mounted in the 
cutout.

■■ The window seal is made 
of EPDM with excellent 
 weathering and ozone resis-
tance properties.

■■ DIRAK's EPDM quality is neu-
tral to paints. 

■■ Tested according to UL 157 
and UL 50 E.

Materials

■■ Window seals: EPDM

Remarks

1. Window 

2. Profile 

3. Filler 

4. Sheet metal thickness

Please dimension window with 
1 mm gap circumferentially. 

AS = size of window 

AB = size sheet metal

Note Tolerances!

Window Seal
Part Number Material Colour Width W Height H Packaging unit

209-0504.00-00000 EPDM black 21.5 mm 25 mm 15 m

Specific accessories

b) 209-0602.00-00000 Filler

Window Seal EPDM [5-131]
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Advantages

■■ Window seals are used to 
mount panes, windows, etc. in 
doors, casings and machine 
enclosures.

■■ They are made of EPDM / 
NBR. The pane is mounted 
by simply pressing it into the 
window seal.

■■ Additional tools are not requi-
red. The pane is inside or out-
side the enclosure and hence 
is well-suited for use under 
high pressure or vacuum con-
ditions. 

■■ EPDM seals are tested 
according to UL 157 and  
UL 50E. 

Materials

■■ Rubber quality: EPDM or 
Perbunan (NBR), NBR is 
oil-resistant

Remarks

Please dimension window with 
1,5 mm gap circumferentially.

All standard window seals are 
available from stock.

Note Tolerances!

Window Seals
  Part Number Material Colour Bending radius Glass thickness Sheet 

thickness
Height H Packaging unit

a) 209-0401.00-00000 EPDM black min 80 4.5 mm 2.4 mm 16 mm 100 m
b) 209-0402.00-00000 EPDM black min 80 6.5 mm 2.4 mm 16 mm 100 m
a) 209-0406.00-00000 NBR black min 80 4.5 mm 2.4 mm 16 mm 100 m
b) 209-0407.00-00000 NBR black min 80 6.5 mm 2.4 mm 16 mm 100 m

Window Seals EPDM / NBR [5-140]
Advantages

■■ The EMV shielding profile is 
an enhancement of gasketing 
see product system 5-150 
and 5-151.

■■ These profiles possess an 
additional form closed clotted 
Cu/Sn fleece.

■■ Clip-on sealing profile.

■■ This profile adds the EMI / RFI 
shielding feature to the proven 
profile 5-150/5-151.

■■ Version a), b) and c) tested 
according to UL 157 and  
UL 50E.

■■ On request we put data 
sheets to your disposal.

Materials

■■ Carrier: EPDM

■■ Fleece: Cu/Sn coated

Remarks

1. Form closed clotted Cu/Sn 
fleece. 

2. Outside lip (water- and dust 
sealing)

RFI Sealing Profiles
  Part Number Material Colour RFI Clamping range Width W Height H Packaging unit

a) 209-1301.00-L2006 EPDM black Yes 1.0 - 3 mm 11 mm 21.5 mm 100 m
c) 209-1302.00-L2006 EPDM black Yes 2 mm 11.5 mm 13 mm 100 m
b) 209-1305.00-00000 EPDM black Yes 1.0 - 2 mm 8.4 mm 15.6 mm 100 m

Contact tape for EMI/RFI
Part Number Material RFI Width W Mask Packaging unit

209-1331.00-00012 fleece (CuSn coated) Yes 12 mm 9 mm 300 m
209-1331.00-00022 fleece (CuSn coated) Yes 22 mm 19 mm 300 m
209-1331.00-00025 fleece (CuSn coated) Yes 25 mm 21 mm 300 m

RFI Sealing Profiles Clip-on [5-149]
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