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Locking bar system for heavy doors

Advantages

■■ Both ends come ready to 
be connected to the handle 
mechanism.

■■ By cutting the bar, the handle 
mechanism can be installed in 
any position.

■■ Included in the scope of deli-
very: Locking bar system incl. 
base plate and 4 rod guides.

Materials

■■ Handle: aluminium

■■ Bolt box, base plate, bar 
guides and bars: steel, 
zinc plated

Remarks

1. Stroke 28mm

Locking bar system incl. base plate and 4 rod guides
Part Number Multi-point latches Installation type

a) 249-9205.00-00000 Yes screw-on

Specific accessories

b) 249-0508.00-00000 Rod for locking bar system ò16, 2000mm
b) 249-0509.00-00000 Rod for locking bar system ò16, 2500mm
b) 249-0510.00-00000 Rod for locking bar system ò16, 3000mm
c) 249-0410.00-00000 Rod guide for locking bar system ò16
d) 249-0203.00-00000 Bottom plate, straight

Specific accessories

e) 249-0304.00-00000 Bottom plate, angled
f) 249-0603.00-00000 Bar latching bushing for concrete, 2 parts

Locking Bar System ò16 [6-320.03]
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Ključavnice za centralno zaklepanje 
Locks with master keying

METALIKA KACIN
Slovenija
(+386) 04 510 53 60
info@metalika-kacin.com
Hrvatska    
(+385) 051 213 060
hrvatska@metalika-kacin.com
SSrbija
(+381) 011 25 21 756
srbija@metalika-kacin.com

www.METALIKA-KACIN.com
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camlock H4JX

H4J.20
product characteristics Length (mm) 20

Fixing hole (mm) 19 x 16

material Die-cast •

lock fastening Horseshoe clip (2) material thickness 1mm •

Horseshoe clip (2) material thickness 4,5mm •

Nut (4) •

key profile / key combination X (6+1 thumbles / 4000 vs) •

keyed alike or keyed different •

Master key system possible •

key type Reversible key •

Square-section key •

key stamping / lock stamping key stamping BURG •

key stamping neutral •

Individual key stamping possible •

key numbering •

numbering of rotor possible •

locking movement 90° SZ R (Q; T; V; W) •

90° SZ L (S; R; U; X) •

180° R (N; J; P; K) •

180° L (O; I; L; M) •

cam type Type B Riegeldicke: 3mm

cam fixing Cam fixing nut •

cam fixing Segering •

galvanic surface Nickel •

chrome •
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camlock H4JX

Produktinformationen

Ordering information:
clamping spring (2) material thickness 1 mm (replace the dot in the article number with the digit).
Clamping spring (2) material thickness 4.5 mm (replace the dot in the article number with the digit).
Nut (4) (replace the dot in the article number with the digit).

Details

Dimensions I Dimensions II Fixing hole

nut installation situation

                               2 / 2



1

camlock H4J9

product characteristics Length (mm) 20

Fixing hole (mm) 16 x 19

material Die-cast •

lock fastening cap expanderspring (8) material Thickness 1mm •

key profile / key combination X (6+1 thumbles / 4000 vs) •

keyed alike or keyed different •

Master key system possible •

key type Reversible key •

Square-section key •

key stamping / lock stamping key stamping BURG •

Individual key stamping possible •

key numbering •

numbering of rotor possible •

locking movement 90° SZ L (S; R; U; X) •

90° SZ R (Q; T; V; W)

180° L (O; I; L; M) •

180° R (N; J; P; K) •

locking direction L •

R •

cam type Type B Riegeldicke: 3mm

Type G Riegeldicke: 3mm

cam fixing Cam fixing nut •

cam fixing horseshoe clip •

galvanic surface Nickel •

chrome •
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Details

H4JS Dimensions H4JS Installation holes
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Spreizfederzentralverschluss C4J

product characteristics Length (mm) 20

Fixing hole (mm) 16 x 19

door-, material thickness (mm) 0,9 - 1,1

material Die-cast •

lock fastening cap expanderspring (8) material Thickness 1mm •

key profile / key combination X (6+1 thumbles / 4000 vs) •

keyed alike or keyed different •

Master key system possible •

key type Reversible key •

Square-section key •

furniture key •

key stamping / lock stamping key stamping BURG •

Individual key stamping possible •

key numbering •

numbering of rotor possible •

locking movement 90° SZ L (S; R; U; X) •

180° L (O; I; L; M) •

180° R (N; J; P; K) •

locking direction R •

L •

cam type Type B •

cam fixing Nut (4) •

bolt type bolt length available on request •

galvanic surface Nickel •

                               1 / 2

Details

Fixing hole Dimensions Dimensions



Combination camlock

 with four dials for free coding and 

masterkey function

 and additional 

code-finding

. Can also be

used for wood with adapter ZHMS-001.

Please make sure that you replace the full stop when ordering! If

you like a 

horseshoe clip

, please enter 2. If you like a 

nut

,

please enter 4.

Example: H4C(.)20Z207 H4C(2)20Z207 (with horseshoe clip)

locking movements

90° (R), 90° (L), 180°

finish

nickel, black chrome

fixing

nut

article no. 400E1594

material thickness up to 11 mm

key type

A

master key possible

cam type

type B

fixing screw

fixing

horseshoe clip

article no. 400E4944

material thickness 1 mm or 4,5 mm

Metal furniture

H4C.20Z207 | 
Coin- and combination padlocks | Combination Camlocks
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numbercode camlock 276

AL 276
product characteristics Length (mm) 25

Diameter (mm) 60

Fixing hole (mm) 16x19

door-, material thickness (mm) 1-20

material Die-cast •

lock fastening Horseshoe clip (2) material thickness 2mm •

Nut (4) •

locking movement 90° SA R (A; D; F; G) •

90° SA L (B; C; E; H) •

cam type Type B •and type G

•

cam fixing screws •
galvanic surface Nickel •

installation situation Dimensions Dimensions

locking movement Alternative Befestigung Lochbild
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 GSP

GSP
product characteristics Length (mm) 18

Diameter (mm) 86

Fixing hole (mm) 72x84

door-, material thickness (mm) 0,7 - 1,2

Rechts/Links Verwendbarkeit •

material Plastic black •

lock fastening Klipsung •

key combination X (6+1 thumbles / 4000 vs) •

keyed alike or keyed different •

Master key system possible •

Schlüsseltyp/-prägung Reversible key •

key stamping BURG •

Individual key stamping possible •

cam type Type B •

cam fixing screws •
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finish

pulverbeschichtet

material

Die-cast

locking movements

90° (R) or 90° (L)

key numbering

wie bei X üblich

cam type

G

key type

no. key combinations

500 sichere, 4000 verschiedene

no. key combinations

master key

yes

Metal furniture

Handle GSC813X | 
Handle systems
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numbercode camlock 224

HZC224
product characteristics Length (mm) 24,5

Diameter (mm) 25,3x72,8

Fixing hole (mm) 68x23

door-, material thickness (mm) 0,7-4; 12-19

material Plastic black •

lock fastening Mounting plate (7) •

cam type Type B •

cam fixing cam fixing horseshoe clip •

combinations number of dials 4

possible combinations 9999

Code finding function •

key profile / key combination Master key system possible •

locking direction Left •

Right •

Drawer use •
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numbercode camlock 224

Produktinformationen

Opening in clockwise direction. Locking through rotation of the combination wheels.
Encoding from the rear via an encoding lever.
Including fastening material for wooden and steel furniture (retaining plate incl. fastening material).
With a code finding function.

Ordering information:
clamping spring (2) material thickness 1 mm (replace the dot in the article number with the digit).
Clamping spring (2) material thickness 4.5 mm (replace the dot in the article number with the digit).
Nut (4) (replace the dot in the article number with the digit).
Mounting plate (7) (replace the dot in the article number with the digit).

Details

HZC224 dimensions HZC224 fixing hole installation situation
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1-120 Cylinder Quarter-Turn Pr20.1 L18

Advantages

(S) Door-thickness max. 8mm

Cylinder Quarter-Turn for cutout Pr20.1.▪

RH / LH application.▪

IP65 according to DIN EN 60529 only by

dust cap 200-4101.

▪▪

IP65/IP67 according to DIN EN 60529

only by dust cap 200-4103.

▪▪

Grounding by grounding nut.▪

Please configure the Quarter-Turn with a

cam.

▪

▪▪

▪

▪

▪

Completely pre-assembled without cam. 

The Quarter-Turn can be screwed into the 

cutout with the pre-assembled cam. 

2 keys included, master key possible

With stainless steel cylinder cover and 

dust-shutter.

Maximum load for the key 4Nm.▪

Assembly options

Accessories

 

Cylinder Quarter-Turn, zinc die

Part Number Head diameter Latching type Surface Grounding type Installation type

a) 200-9203.00-00M93 Ø28 keyed different chrome plated Grounding nut screw-on

200-0001.00-00000 Assembling cam without o-ring

b) 1-270.01 Finger Pull for Quarter-Turn Pr20.1

d) 1-102 Cams L35/45 Steel

d) 1-262 Cams variable

c) 200-4101.00-00000 Dust cap

c) 200-4103.00-00000 Dust cap

B-Smart-Lock  Corona
Elektronski RFID zapirni sistem Corona z inovativno 
oblikovanim vrtljivim ročajem za enostavno odpiranje 
omaric ali sefov.  

• Integracija v obstoječ RFID sistem: 125kHz, Mifare,
Hitag, NFC, ATA, B-On-Air, itd.

• RFID tehnologija tudi za kovinska vrata
• RETROFITTING - enaka vgradna luknja v omari kot

običajne ključavnice – možnost zamenjave
• LED indikator za prikaz stanja ključavnice
• Visoko kakovostna izdelava - robustno ohišje iz zamaka
• Baterijsko napajanje - 3V litijeva baterija CR123A -

30.000 odklepanj
• Izdelano v Nemčiji

Področja uporabe: šole, hoteli, trgovski centri, trgovine, 
pošte, wellness centri, športne dvorane, fitnes centri, 
pisarne, zdravstveni domovi, bolnice...  Kontrolne IT 
omare, dnevne omarice, paketne omarice, omarice v 
avtodomih, omarice v bivanjskih stavbah, skladiščne 
omare v trgovinah...

B-Smart-Lock  Combipad
Visoko kakovostna elektronska kombinacijska ključavnica, 
ki postavlja standarde za varovanje dragocenih predmetov. 

• Preprosta nastavitev in delovanje na štiri ali šest mestno kodo
• Robustna konstrukcija iz zamaka
• Odporne in stilsko dovršene tipke iz INOX-a
• Vrtljiv ergonomski ročaj
• Dolga življenska doba baterije - 60.000 odklepanj
• LED indikator za prikaz stanja ključavnice
• Nastavljivo avtomatsko zaklepanje in odklepanje
• Možnost brezžične povezave B-On-Air
• Izdelano v Nemčiji

Področja uporabe: šole, hoteli, trgovski centri, trgovine, 
pošte, wellness centri, športne dvorane, fitnes centri, … 
Dnevne omarice, paketne omarice, omarice v avtodomih, 
omarice v bivanjskih stavbah, zdravstvenih ustanovah, 
poslovnih stavbah...

Elektronski zapirni sistemi METALIKA KACIN

metalika.

www.metalika-kacin.com

S/1

ATA5577
125 kHz

Elektronsko zaklepanje za športne, gospodarske, industrijske, 
turistične in izobraževalne ustanove.

METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com
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Quarter-Turn with T-handle, zinc die, chrome plated
Part Number Housing length Latching type Door-thickness IP protection Grounding type

a1) 200-9334.00-00000 30 mm max. 20 mm IP65 Grounding nut
a1) 200-9337.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a1) 500-9337.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 Grounding nut
a1) 200-9340.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a1) 501-9337.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 Grounding nut
a1) 200-9335.00-00000 40 mm max. 30 mm IP65 Grounding nut
a1) 200-9338.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a1) 500-9338.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a1) 200-9341.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a1) 501-9338.00-00000 40 mm PAGODA keyed alike max. 30 mm IP54 Grounding nut
a1) 200-9336.00-00000 50 mm max. 40 mm IP65 Grounding nut
a1) 200-9339.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a1) 500-9339.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 Grounding nut
a1) 200-9342.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a1) 200-9343.00-00000 60 mm max. 50 mm IP65 Grounding nut
a1) 200-9344.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a1) 500-9344.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 Grounding nut
a1) 200-9345.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut

Quarter-Turn with T-handle, zinc die, black
Part Number Housing length Latching type Door-thickness IP protection Grounding type

a2) 200-9352.00-00000 30 mm max. 20 mm IP65 Grounding nut
a2) 200-9356.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a2) 500-9356.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 Grounding nut
a2) 200-9360.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a2) 501-9356.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 Grounding nut
a2) 501-9360.00-00000 30 mm PAGODA keyed different max. 20 mm IP54 Grounding nut
a2) 200-9353.00-00000 40 mm max. 30 mm IP65 Grounding nut
a2) 200-9357.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a2) 200-9361.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a2) 200-9354.00-00000 50 mm max. 40 mm IP65 Grounding nut
a2) 200-9358.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a2) 200-9362.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a2) 200-9355.00-00000 60 mm max. 50 mm IP65 Grounding nut
a2) 200-9359.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a2) 200-9363.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut

Quarter-Turn with wing knob, PA, black
Part Number Housing length Latching type Door-thickness IP protection Grounding type

b) 200-9322.00-00000 30 mm max. 20 mm IP65 Grounding nut
b) 200-9325.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
b) 500-9325.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 Grounding nut
b) 200-9328.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
b) 200-9323.00-00000 40 mm max. 30 mm IP65 Grounding nut
b) 200-9326.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
b) 500-9326.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
b) 200-9329.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
b) 200-9324.00-00000 50 mm max. 40 mm IP54 Grounding nut
b) 200-9327.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
b) 500-9327.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 Grounding nut
b) 200-9330.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
b) 200-9349.00-00000 60 mm max. 50 mm IP65 Grounding nut
b) 200-9350.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
b) 500-9350.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 Grounding nut
b) 200-9351.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut

Accessories

c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

Advantages

■■ T-handle and wing knob with
extended housing and plain/
grounding nut.

■■ Maximum door-thickness
50mm.

■■ All versions of Wing-Handles
are supplied complete with
housing.

■■ Versions without cylinder are
water- and dust-tight accor-
ding to IP65 DIN EN 60529.

■■ Versions with cylinder are
water- and dust-tight accor-
ding to IP54 DIN EN 60529.

■■ Housings with L = 36mm on
request.

■■ Detailed dimensions of the
handles see product system
1-130, 1-140.

■■ Part No. for PAGODA version
with master key system on
request.

Materials

a)

■■ T-handle: PA, black with zinc
die core, or zinc die, chrome
plated or black

■■ Housing: zinc die

■■ Flat external seal:
NBR/Perbunan, black

b)

■■ Wing knob: PA, black with
zinc die core

■■ Housing: zinc die, black

c)

■■ Cam: steel, zinc plated

Remarks

All lockable handles supplied 
with 2 keys.

Quarter-Turn with T-handle, PA, black
Part Number Housing length Latching type Door-thickness IP protection Grounding type

a) 200-9310.00-00000 30 mm max. 20 mm IP65 Grounding nut
a) 200-9313.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a) 500-9313.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 Grounding nut
a) 200-9316.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a) 200-9311.00-00000 40 mm max. 30 mm IP65 Grounding nut
a) 200-9314.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a) 500-9314.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a) 200-9317.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a) 200-9312.00-00000 50 mm max. 40 mm IP65 Grounding nut
a) 200-9315.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a) 500-9315.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 Grounding nut
a) 200-9318.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a) 200-9346.00-00000 60 mm max. 50 mm IP65 Grounding nut
a) 200-9347.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a) 500-9347.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 Grounding nut
a) 200-9348.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut

Quarter-Turn with T- Handle and 
Wing Knob Pr20.1 L30-60 [1-155.02]
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Lever latches with key
Operation with lever, technopolymer

LEVER
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-
black colour, matte finish.

LOCK
- stator and rotor in Zamac;
- lock with stainless steel front plate, movement of the lever at 90°;
- locking nut in brass;
- spring washer in zinc-plated steel;
- zinc-plated steel positioning washer, thickness 1.2 mm to be

welded to the sheet of the door in case of thin thickness;
- two keys in nickel-plated brass, removable in two positions (locked 

or unlocked position);

STANDARD EXECUTIONS
Lock with 400 different combinations. Each lock has a key with 
different combination.
- ELCK-1-D: with zinc-plated steel flat closing lever, opening on the

right side.
- ELCK-1-S: with zinc-plated steel flat closing lever, opening on the

left side.
- ELCK-1-SS: with zinc-plated steel flat closing lever (1), without

lock. Therefore, the control lever can be used for opening both on
the right or on the left side.

- ELCK-2: available in all the above mentioned executions but with
folded closing lever.

ACCESSORIES ON REQUEST
Threaded extension for the positioning of the closing lever with l=10 
mm (ELCK with flat lever) or l=18 mm (ELCK with folded lever).

SPECIAL EXECUTIONS ON REQUEST
- ELCK-U: lock with one combination: all locks have the same

combination and open with the same key.
- ELCK-M: lock with 160 different combinations and master-key:

each lock has a different combination and relative key. Two master-
keys, which open all of them, are supplied for every purchase order.

Even the special executions are available with opening on the right or 
on the left side, with flat or folded closing lever.

Max 4 mm

RoHS PA
+80°

-20°

2/2

ELCK-1 ELCK-2

ELCK-1

Code Description D H L l l1 h1 h2 a b

212311 ELCK.67-1-D 32 35 67 20 10 25 27 50 20 140
212313 ELCK.67-1-S 32 35 67 20 10 25 27 50 20 140
212315 ELCK.67-1-SS 32 35 67 20 10 25 27 50 20 140
212341 ELCK.85-1-D 37 41 85 23 10 25 27 50 20 150
212343 ELCK.85-1-S 37 41 85 23 10 25 27 50 20 150
212345 ELCK.85-1-SS 37 41 85 23 10 25 27 50 20 150

ELCK-2

Code Description D H L l l1 l2 h1 h2 a b

212321 ELCK.67-2-D 32 35 67 20 10 18 25 24 48 20 140
212323 ELCK.67-2-S 32 35 67 20 10 18 25 27 48 20 140
212325 ELCK.67-2-SS 32 35 67 20 10 18 25 27 48 20 140
212351 ELCK.85-2-D 37 41 85 23 10 18 25 27 48 20 150
212353 ELCK.85-2-S 37 41 85 23 10 18 25 27 48 20 150
212355 ELCK.85-2-SS 37 41 85 23 10 18 25 27 48 20 150



RoHS PP
+90°

0°
Lever latches
with lock, technopolymer knob

KNOB
High-resilience polypropylene based (PP) technopolymer.

STANDARD EXECUTIONS
- VC.308: with flat closing lever in zinc-plated steel;

- stator and rotor in Zamac;
- lock with stainless steel front plate, movement of the knob at 90°;
- locking nut in brass;
- spring washer in zinc-plated steel;
- positioning washer in zinc-plated steel, thickness 1.2 mm to be

welded to the metal sheet of the door for thin thickness;
- two keys in nickel-plated brass, removable in two positions

(locked or unlocked position);
- opening to the right side (D) or to the left side (S);
- lock with 400 different combinations. Each lock has a key with

different combination;
- VC.308-U: lock with one combination. All locks have the same

combination and can be opended with the same key;
- VC.308-M: lock with 160 different combinations and master-

key. Each lock has a different combination and a relevant key.
Two master-keys, which open all of them, are supplied for every
purchase order;

- VC.308-SS: without lock. The knob can be used for opening both
to the right or to left side;

- VC.309: available in all the above mentioned executions but with
folded closing lever.

ACCESSORIES ON REQUEST
Threaded extension to position the closing lever with l=10 mm 
(VC.308) or l=18 mm (VC.309).

Max 4 mm

VC.308

Code Description D H l±0.5 l1 l2 h d1

68101 VC.308/40-D 40 50 10 20 11 25 29 146
68102 VC.308/40-S 40 50 10 20 11 25 29 146
68103 VC.308/40-UD 40 50 10 20 11 25 29 146
68104 VC.308/40-US 40 50 10 20 11 25 29 146
68105 VC.308/40-MD 40 50 10 20 11 25 29 146
68106 VC.308/40-MS 40 50 10 20 11 25 29 145
68111 VC.308/40-SS 40 50 10 20 11 25 29 115

VC.309

Code Description D H l±0.5 l1 l2 l3 h d1

68121 VC.309/40-D 40 48 18 20 11 10 25 29 146
68122 VC.309/40-S 40 48 18 20 11 10 25 29 146
68123 VC.309/40-UD 40 48 18 20 11 10 25 29 146
68124 VC.309/40-US 40 48 18 20 11 10 25 29 146
68125 VC.309/40-MD 40 48 18 20 11 10 25 29 146
68126 VC.309/40-MS 40 48 18 20 11 10 25 29 146
68131 VC.309/40-SS 40 48 18 20 11 10 25 29 115

RoHSLever latches with key
Reprogrammable lock, steel

LOCK
With opposing blades and double profile key with internal track, 
(to be ordered separately, see below keys kit). 9.791 different lock 
combinations.

STATOR AND ROTOR
Chrome-plated zinc alloy with drill-proof hardened steel plate and 
stainless steel front plate.

NUT
Brass M19x1

TOOTHED WASHERS
For zinc-plated steel stator, for steel screw.

CLOSING LEVER
Zinc-plated steel, thickness 2.5 mm.

NUT
Brass.

SCREW
Zinc-plated steel (only for executions CS-RPR.32-30 and CS-
RPR.36-35).

ROTATION
180°, with key removable in two positions.

KEYS KIT
The KCR keys kit (to be ordered separately) consists of a brass 
programming key and some nickel silver keys for normal use.
- KCR-05: 1 programming key and 5 keys for normal use.
- KCR-10: 1 programming key and 10 keys for normal use.
- KCR-01: 25 keys for normal use.

SPECIAL EXECUTIONS AND ACCESSORIES
- Closing levers in other dimensions.
- Other keys kits with different programming.

FEATURES AND APPLICATIONS
The CS-RPR are supplied non-programmed with the rotor positioned 
in line with the index marked on the stator front surface.
- First programming: insert the programming brass key and turn the 

lock clockwise by 45° (Fig.1). The lock is now programmed. Insert
the normal use key in nickel silver to lock or unlock the latch (Fig.2).

- Reprogramming of the lock: insert the brass programming key
used at first and turn the lock anticlockwise by 45° until the rotor
is in the neutral position (Fig.3). Remove the key, insert now a new 
programming key (new kit) and turn it clockwise by 45° (Fig.1).

Now the lock has been reprogrammed with a new combination 
and the nickel silver normal use keys, included in the kit of the new 
programming key, must be used to lock or unlock the latch (Fig.2).

Code Description D H L l l1 l2 h

421555 CS-RPR.32-20 25 32 37.5 16 20 20 9.5 65
421557 CS-RPR.32-25 22 32 37.5 16 25 25 4.5 70
421559 CS-RPR.32-30 25 32 40.5 16 30 30 5.5 85
421575 CS-RPR.36-25 25 35.5 37.5 16 20 25 9.5 70
421577 CS-RPR.36-30 22 35.5 37.5 16 25 30 4.5 75
421579 CS-RPR.36-35 25 35.5 40.5 16 30 35 5.5 90



Serija 5 

Brass cam lock with  
master keying. radial  
pin tumbler mechanism.

overview
Master-key cam lock with medium security.

An all brass Cam Lock housing our seven pin, Radial Pin Tumbler 
mechanism with the additional functionality of master keying.  
Available in 25 and 30mm body lengths. A wide range of 
compatible cams are available to order in addition.

Product features

о Solid brass construction

о Contains our Series 2, radial pin tumbler mechanism

о  Offers medium physical protection

о Keyed to differ locks are supplied with two keys per lock

о Compatible cams and accessories available to order 

Technical data
Number of key differs 500,000

Mechanism Seven pin,  
Radial Pin Tumbler

Body material Brass

Finish Polished chrome

Patent protection No

Key registration Yes - optional

Masterkeying Yes

Key suite options Keyed alike and 
 keyed to differ

Body length 25mm and 30mm

Fixing hole dimensions Standard 19mm x 16mm 
‘double D’ punch

Lock fixing Brass body nut (supplied)

Key operations Three key movements: 
90° and 180°

Serija 5 ključavnica
 TEHNIČNE INFORMACIJE

Technical drawings additional product images

Key movement: 1

Key movement: 2

Key movement: 6

key operations
Key starting position: 12 o’clock  
Key rotation: 90°
Key ending position: 3 o’clock 
Key when unlocked: Trapped

Key starting position: 12 o’clock  
Key rotation: 90°
Key ending position: 9 o’clock 
Key when unlocked: Trapped

Key starting position: 12 o’clock  
Key rotation: 180°
Key ending position: 6 o’clock 
Key when unlocked: Trapped

30mm

25mm
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SERIJA 58

Brass cam lock with 
master keying and our 
seven pin, octagon 
mechanism.

overview
Made to order Octagon RPT with master key. 

Available in 18mm, 25 and 30mm body lengths. A wide range of 
compatible cams are available to order with the S58.

Product features

о Seven pin, Radial Pin Tumbler 

о Exclusive Octagon mechanism

о  Master keyed Cam Lock 

о Ideal for superior key control

Technical data
Number of key differs over 500,000

Protective features Anti-drill centre

Mechanism Octagon,  
Radial Pin Tumbler

Body material Brass

Patent protection No

Key registration Yes

Master keying Yes

Key suite options Keyed alike and 
 keyed to differ

Body length 18mm, 25mm, 30mm

Fixing hole dimensions Standard 19mm x 16mm 
double D punch

Lock fixing Brass body nut and Nyloc 
Tail Nut (supplied)

Key operations 3 and 9 o’clock trapped

Serija 58 ključavnica
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Technical drawings additional product images
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Key operations
Key movement: 1 Key movement: 2
Key starting position: 12 o’clock  
Key rotation: 90°
Key ending position: 3 o’clock 
Key when unlocked: Trapped

Key starting position: 12 o’clock  
Key rotation: 90°
Key ending position: 9 o’clock 
Key when unlocked: Trapped

18mm

25mm

30mm


