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Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout. 

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black 

■■ Pin: stainless steel 

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. alternative cutout 

2. indentation for correct 
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9302.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9302.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9302.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9302.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9302.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die, chrome plated
Part Number Clamping range Material pin Pin version Installation type

418-9302.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9302.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9302.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9302.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9302.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 34x30 Pr01 180° [4-249.02DST]
Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout. 

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. alternative cutout 

2. indentation for correct 
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9301.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9301.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9301.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9301.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9301.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die,chrome plated matt
Part Number Clamping range Material pin Pin version Installation type

418-9301.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9301.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9301.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9301.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9301.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 22x30 Pr01 180° [4-249.01DST]
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Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout. 

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black 

■■ Pin: stainless steel 

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. alternative cutout 

2. indentation for correct 
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9302.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9302.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9302.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9302.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9302.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die, chrome plated
Part Number Clamping range Material pin Pin version Installation type

418-9302.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9302.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9302.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9302.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9302.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 34x30 Pr01 180° [4-249.02DST]
Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout. 

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. alternative cutout 

2. indentation for correct 
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9301.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9301.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9301.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9301.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9301.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die,chrome plated matt
Part Number Clamping range Material pin Pin version Installation type

418-9301.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9301.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9301.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9301.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9301.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 22x30 Pr01 180° [4-249.01DST]
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Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout. 

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black 

■■ Pin: stainless steel 

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. alternative cutout 

2. indentation for correct 
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9302.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9302.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9302.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9302.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9302.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die, chrome plated
Part Number Clamping range Material pin Pin version Installation type

418-9302.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9302.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9302.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9302.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9302.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 34x30 Pr01 180° [4-249.02DST]
Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout. 

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. alternative cutout 

2. indentation for correct 
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9301.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9301.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9301.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9301.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9301.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die,chrome plated matt
Part Number Clamping range Material pin Pin version Installation type

418-9301.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9301.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9301.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9301.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9301.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 22x30 Pr01 180° [4-249.01DST]
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Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ To be mounted by simple pus-
hing into appropriate cutouts 
and by screws.

■■ With the screw fastened ver-
sions countersunk screws 
according DIN 7991 or accor-
ding DIN EN ISO 10642 can 
be used.

■■ Adjustments are possible with 
respective bores provided.

■■ The nut plate can be mounted 
in different ways, according to 
the application. (Please order 
separately)

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or matt black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

■■ Nut plate: steel, zinc plated

Remarks

1. alternative cutout 

2. indentation for correct

3. teeth to friction increase

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

a) 418-9304.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Hinge, zinc die, chrome plated
Part Number Clamping range Material pin Pin version Installation type

a) 418-9304.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Accessories

756 292-0306.80-02530 Tool for uninstallation
b) 749 218-0907.15-00000 Nut Plate

DST Hinge 31x30 Pr01 180° [4-249.04DST]
Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout.

■■ To guarantee a correct posi-
tional installation, the cutouts
can have indentation.

Materials

■■ Hinge parts: zinc die, matt
chrome plated or black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel,
zinc plated

Remarks

1. alternative cutout

2. indentation for correct
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9303.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9303.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9303.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9303.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9303.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die, chrome plated
Part Number Clamping range Material pin Pin version Installation type

418-9303.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9303.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9303.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9303.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9303.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 28x30 Pr01 180° [4-249.03DST]
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Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ To be mounted by simple pus-
hing into appropriate cutouts 
and by screws.

■■ With the screw fastened ver-
sions countersunk screws 
according DIN 7991 or accor-
ding DIN EN ISO 10642 can 
be used.

■■ Adjustments are possible with 
respective bores provided.

■■ The nut plate can be mounted 
in different ways, according to 
the application. (Please order 
separately)

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or matt black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

■■ Nut plate: steel, zinc plated

Remarks

1. alternative cutout 

2. indentation for correct

3. teeth to friction increase

Hinge, zinc die, black
  Part Number Clamping range Material pin Pin version Installation type

a) 418-9304.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Hinge, zinc die, chrome plated
  Part Number Clamping range Material pin Pin version Installation type

a) 418-9304.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9304.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Accessories

756 292-0306.80-02530 Tool for uninstallation
b) 749 218-0907.15-00000 Nut Plate

DST Hinge 31x30 Pr01 180° [4-249.04DST]
Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ Installation by a simple push 
into the cutout.

■■ To guarantee a correct posi-
tional installation, the cutouts 
can have indentation. 

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. alternative cutout 

2. indentation for correct 
 positional installation

Hinge, zinc die, black
Part Number Clamping range Material pin Pin version Installation type

418-9303.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9303.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9303.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9303.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9303.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Hinge, zinc die, chrome plated
Part Number Clamping range Material pin Pin version Installation type

418-9303.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less
418-9303.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less
418-9303.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less
418-9303.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less
418-9303.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Hinge 28x30 Pr01 180° [4-249.03DST]
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Hinge version LH
  Part Number Clamping range Installation type

a) 418-9011.00-00010 0.7 - 1.2 mm tool-less
a) 418-9011.00-00015 1.2 - 1.7 mm tool-less
a) 418-9011.00-00020 1.7 - 2.2 mm tool-less
a) 418-9011.00-00025 2.2 - 2.7 mm tool-less
a) 418-9011.00-00030 2.7 - 3.2 mm tool-less

Hinge, version RH
  Part Number Clamping range Installation type

b) 418-9008.00-00010 0.7 - 1.2 mm tool-less
b) 418-9008.00-00015 1.2 - 1.7 mm tool-less
b) 418-9008.00-00020 1.7 - 2.2 mm tool-less
b) 418-9008.00-00025 2.2 - 2.7 mm tool-less
b) 418-9008.00-00030 2.7 - 3.2 mm tool-less

Hinge, pin pressed into screw-on half, LH
  Part Number Clamping range Version Installation type

c) 418-9009.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into screw-on half, RH
  Part Number Clamping range Version Installation type

d) 418-9006.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, LH
  Part Number Clamping range Version Installation type

e) 418-9012.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, RH
  Part Number Clamping range Version Installation type

f) 418-9013.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180° Opening angle.

■■ Lift-off.

■■ The O-rings for IP65 DIN EN 
60529 are included.

■■ Tool-less installation / 
screw-on.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel

■■ O-rings: NBR

■■ Snap-wedges: sintered steel, 
zinc plated

■■ Washer: stainless steel

Remarks

1. washer

2. o-ring

DST Hinge 40x40 Pr01 180° [4-246DST]
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Hinge version LH
  Part Number Clamping range Installation type

a) 418-9011.00-00010 0.7 - 1.2 mm tool-less
a) 418-9011.00-00015 1.2 - 1.7 mm tool-less
a) 418-9011.00-00020 1.7 - 2.2 mm tool-less
a) 418-9011.00-00025 2.2 - 2.7 mm tool-less
a) 418-9011.00-00030 2.7 - 3.2 mm tool-less

Hinge, version RH
  Part Number Clamping range Installation type

b) 418-9008.00-00010 0.7 - 1.2 mm tool-less
b) 418-9008.00-00015 1.2 - 1.7 mm tool-less
b) 418-9008.00-00020 1.7 - 2.2 mm tool-less
b) 418-9008.00-00025 2.2 - 2.7 mm tool-less
b) 418-9008.00-00030 2.7 - 3.2 mm tool-less

Hinge, pin pressed into screw-on half, LH
  Part Number Clamping range Version Installation type

c) 418-9009.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
c) 418-9009.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into screw-on half, RH
  Part Number Clamping range Version Installation type

d) 418-9006.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
d) 418-9006.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, LH
  Part Number Clamping range Version Installation type

e) 418-9012.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
e) 418-9012.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Hinge, pin pressed into DST-half, RH
  Part Number Clamping range Version Installation type

f) 418-9013.00-00010 0.7 - 1.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00015 1.2 - 1.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00020 1.7 - 2.2 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00025 2.2 - 2.7 mm countersunk screws M5 molded in tool-less / screw-on
f) 418-9013.00-00030 2.7 - 3.2 mm countersunk screws M5 molded in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version.

■■ 180° Opening angle.

■■ Lift-off.

■■ The O-rings for IP65 DIN EN 
60529 are included.

■■ Tool-less installation / 
screw-on.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel

■■ O-rings: NBR

■■ Snap-wedges: sintered steel, 
zinc plated

■■ Washer: stainless steel

Remarks

1. washer

2. o-ring

DST Hinge 40x40 Pr01 180° [4-246DST]
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Advantages

■■ Hinge 40x40mm with 
DIRAK-SNAP-Technology.

■■ The installation is effected by 
a simple push into appropriate 
cutouts.

■■ Other data and dimensions 
see product system 4-250.

■■ 180° Opening angle.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

Hinge
  Part Number Version Clamping range Material pin Installation type

a) 418-9001.00-00015 clip-in 1.2 - 1.7 mm stainless steel tool-less
a) 418-9001.00-00020 clip-in 1.7 - 2.2 mm stainless steel tool-less
a) 418-9001.00-00025 clip-in 2.2 - 2.7 mm stainless steel tool-less
a) 418-9001.00-00030 clip-in 2.7 - 3.2 mm stainless steel tool-less
b) 418-9002.00-00015 with molded in screws M5 1.2 - 1.7 mm stainless steel tool-less / screw-on
b) 418-9002.00-00020 with molded in screws M5 1.7 - 2.2 mm stainless steel tool-less / screw-on
b) 418-9002.00-00025 with molded in screws M5 2.2 - 2.7 mm stainless steel tool-less / screw-on
b) 418-9002.00-00030 with molded in screws M5 2.7 - 3.2 mm stainless steel tool-less / screw-on
c) 418-9003.00-00015 for countersunk screws M5 1.2 - 1.7 mm stainless steel tool-less / screw-on
c) 418-9003.00-00020 for countersunk screws M5 1.7 - 2.2 mm stainless steel tool-less / screw-on
c) 418-9003.00-00025 for countersunk screws M5 2.2 - 2.7 mm stainless steel tool-less / screw-on
c) 418-9003.00-00030 for countersunk screws M5 2.7 - 3.2 mm stainless steel tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge 40x40 Pr01 180° [4-250DST]
Advantages

■■ Screw-on Hinge with or 
 without grounding.

■■ RH or LH application.

■■ 180° Opening angle.

■■ Combination of versions a) 
and b) on request.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel

■■ Molded in screws: steel, zinc 
plated

■■ Grounding washer: steel, 
zinc plated

■■ Spring: spring steel

Hinge, zinc die, chrome plated
  Part Number Version Material pin Pin version Installation type

a) 218-9001.00-00000 with molded in screws M5 stainless steel pressed in screw-on
b) 218-9003.00-00000 for countersunk screws M5 stainless steel pressed in screw-on

Hinge, zinc die, black
  Part Number Version Grounding type Material pin Pin version Installation type

a) 218-9002.00-00000 with molded in screws M5 stainless steel pressed in screw-on
a1) 218-9402.00-00000 with molded in screws M5 Grounding washer steel, zinc plated pressed in screw-on
b) 218-9004.00-00000 for countersunk screws M5 stainless steel pressed in screw-on

Accessories

861-0176.07-00005 Grounding washer

Hinge 40x40 Pr01 180° [4-250]
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Advantages

■■ Screw-on Hinges for alumi-
nium profiles. 

■■ For nested doors.

■■ Hinge visible.

■■ RH and LH version. 

■■ 180° Opening angle.

■■ Lift-off. 

■■ Horizontal and vertial installa-
tion with DIRAK tenon blocks 
or fastening blocks 750 
4-248.  
A rotation of the hinge is not 
possible.

■■ Cutout see 750 4-248.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel

■■ Tenon blocks and fastening 
blocks: zinc die, untreated

Remarks

1. = Installation example for 
the parallel arrangement of the 
profiles

2. = Installation example for the 
rectangular arrangement of the 
profiles

3. = Tenon blocks see 750 
4-248

Hinge, zinc die, chrome plated
Part Number Version for Profile width C total Length A Dimension B Installation type

265-9001.00-00000 RH 30 59 mm 16.5 mm screw-on
265-9003.00-00000 LH 30 59 mm 16.5 mm screw-on
265-9101.00-00000 RH 35 64 mm 19 mm screw-on
265-9103.00-00000 LH 35 64 mm 19 mm screw-on
265-9201.00-00000 RH 40 69 mm 21.5 mm screw-on
265-9203.00-00000 LH 40 69 mm 21.5 mm screw-on
265-9301.00-00000 RH 45 74 mm 24 mm screw-on
265-9303.00-00000 LH 45 74 mm 24 mm screw-on
265-9401.00-00000 RH 50 79 mm 26.5 mm screw-on
265-9403.00-00000 LH 50 79 mm 26.5 mm screw-on

Hinge, zinc die, black
Part Number Version for Profile width C total Length A Dimension B Installation type

265-9002.00-00000 RH 30 59 mm 16.5 mm screw-on
265-9004.00-00000 LH 30 59 mm 16.5 mm screw-on
265-9102.00-00000 RH 35 64 mm 19 mm screw-on
265-9104.00-00000 LH 35 64 mm 19 mm screw-on
265-9202.00-00000 RH 40 69 mm 21.5 mm screw-on
265-9204.00-00000 LH 40 69 mm 21.5 mm screw-on
265-9302.00-00000 RH 45 74 mm 24 mm screw-on
265-9304.00-00000 LH 45 74 mm 24 mm screw-on
265-9402.00-00000 RH 50 79 mm 26.5 mm screw-on
265-9404.00-00000 LH 50 79 mm 26.5 mm screw-on

Accessories

750 4-248 Tenon Blocks and Anti-Twist Protection

Hinge Pr01 180° [4-247]
Advantages

■■ Small elegant hinge.

■■ 180° Opening angle.

■■ To be mounted by simple pus-
hing into appropriate cutouts 
and by screws.

■■ With the screw fastened ver-
sions countersunk screws 
according DIN 7991 or accor-
ding DIN EN ISO 10642 can 
be used.

■■ Adjustments are possible with 
respective bores provided.

■■ The nut plate can be mounted 
in different ways, according to 
the application. (Please order 
separately)

Materials

■■ Hinge parts: zinc die, matt 
chrome plated or black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

■■ Nut plate: steel, zinc plated

Remarks

1. alternative cutout 

2. indentation for correct

3. teeth to friction increase

Hinge, zinc die, black
  Part Number Clamping range Material pin Pin version Installation type

a) 418-9305.33-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.33-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Hinge, zinc die, chrome plated
  Part Number Clamping range Material pin Pin version Installation type

a) 418-9305.40-00008 0.6 - 0.9 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00010 0.8 - 1.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00014 1.2 - 1.5 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00020 1.8 - 2.1 mm stainless steel pressed in tool-less / screw-on
a) 418-9305.40-00024 2.2 - 2.5 mm stainless steel pressed in tool-less / screw-on

Accessories

756 292-0306.80-02530 Tool for uninstallation
b) 749 218-0907.15-00000 Nut Plate

DST Hinge 30x25 Pr01 180° [4-249.05DST]
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for nested door

Advantages

■■ Screw-on hinge.

■■ RH or LH application.

■■ Version b) allows application 
around corner.

■■ Combination of versions a) 
and b) on request.

■■ 270° Opening angle.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel

■■ Molded in screws: steel, zinc 
plated

Hinge, zinc die, chrome plated
  Part Number Version Material pin Pin version Installation type

a) 218-9105.00-00000 with molded in screws M6  stainless steel pressed in screw-on
b) 218-9107.00-00000 for M6 countersunk screws stainless steel pressed in screw-on

Hinge, zinc die, black
  Part Number Version Material pin Pin version Installation type

a) 218-9106.00-00000 with molded in screws M6  stainless steel pressed in screw-on
b) 218-9108.00-00000 for M6 countersunk screws stainless steel pressed in screw-on

Hinge 76x50 Pr01 270° [4-262]
Advantages

■■ Hinge 50x50mm with 
DIRAK-SNAP-Technology.

■■ The installation is effected by 
a simple push into appropriate 
cutouts.

■■ Other data and dimensions 
see product system 4-260.

■■ 180° Opening angle.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel

■■ Pin molded in: steel, zinc 
plated

■■ Snap wedges: sintered metal, 
coated

Hinge
  Part Number Version Clamping range Material pin Installation type

a) 418-9101.00-00015 clip-in 1.2 - 1.7 mm stainless steel tool-less
a) 418-9101.00-00020 clip-in 1.7 - 2.2 mm stainless steel tool-less
a) 418-9101.00-00025 clip-in 2.2 - 2.7 mm stainless steel tool-less
a) 418-9101.00-00030 clip-in 2.7 - 3.2 mm stainless steel tool-less
b) 418-9104.00-00015 with molded in screws M6  1.2 - 1.7 mm stainless steel tool-less / screw-on
b) 418-9104.00-00020 with molded in screws M6  1.7 - 2.2 mm stainless steel tool-less / screw-on
b) 418-9104.00-00025 with molded in screws M6  2.2 - 2.7 mm stainless steel tool-less / screw-on
b) 418-9104.00-00030 with molded in screws M6  2.7 - 3.2 mm stainless steel tool-less / screw-on
c) 418-9106.00-00015 with countersunk holes M6 1.2 - 1.7 mm stainless steel tool-less / screw-on
c) 418-9106.00-00020 with countersunk holes M6 1.7 - 2.2 mm stainless steel tool-less / screw-on
c) 418-9106.00-00025 with countersunk holes M6 2.2 - 2.7 mm stainless steel tool-less / screw-on
c) 418-9106.00-00030 with countersunk holes M6 2.7 - 3.2 mm stainless steel tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge 50x50 Pr01 180° [4-260DST]
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for nested door

Advantages

■■ Hinge with 
DIRAK-SNAP-Technology.

■■ Combination: The short hinge 
half with DST, the long hinge 
half with molded in counter-
sunk screws or with counter-
sunk holes.

■■ Allows for corner applications.

■■ RH or LH application.

■■ 180° Opening angle.

Materials

■■ Hinge parts: zinc die, black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

Hinge with holes for countersunk screws M6
  Part Number Clamping range Material pin Pin version Installation type

b) 418-9102.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less / screw-on
b) 418-9102.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less / screw-on
b) 418-9102.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less / screw-on
b) 418-9102.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less / screw-on

Hinge with molded in screws M6
  Part Number Clamping range Material pin Pin version Installation type

a) 418-9103.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less / screw-on
a) 418-9103.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less / screw-on
a) 418-9103.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less / screw-on
a) 418-9103.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge 63x50 Pr01 180° [4-264DST]
for nested door

Advantages

■■ Screw-on hinge.

■■ RH or LH application.

■■ 270° Opening angle.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel

■■ Molded in screws: steel, zinc 
plated

Hinge, zinc die, chrome plated
  Part Number Version Material pin Pin version Installation type

b) 218-9109.00-00000 with countersunk holes for M6 stainless steel pressed in screw-on
a) 218-9124.00-00000 molded in screws stainless steel pressed in screw-on

Hinge, zinc die, black
  Part Number Version Material pin Pin version Installation type

b) 218-9110.00-00000 with countersunk holes for M6 stainless steel pressed in screw-on
a) 218-9125.00-00000 molded in screws stainless steel pressed in screw-on

Hinge 63x50 Pr01 270° [4-264]
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Advantages

■■ For nested doors.

■■ Hinge visible.

■■ RH / LH application.

■■ 180° Opening angle.

■■ Tool-less installation / 
screw-on.

Materials

■■ Hinge halves: zinc die, black

■■ Pin: stainless steel 

■■ Pin molded in: steel, zinc 
plated 

■■ Snap wedges: sintered 
metal, coated

Hinge
  Part Number Version Clamping range Material pin Installation type

a) 418-9202.00-00015 clip-in 1.2 - 1.7 mm stainless steel tool-less
a) 418-9202.00-00020 clip-in 1.7 - 2.2 mm stainless steel tool-less
a) 418-9202.00-00025 clip-in 2.2 - 2.7 mm stainless steel tool-less
a) 418-9202.00-00030 clip-in 2.7 - 3.2 mm stainless steel tool-less
a) 418-9202.00-00035 clip-in 3.2 - 3.7 mm stainless steel tool-less
b) 418-9203.00-00015 Screws M8 molded in 1.2 - 1.7 mm stainless steel tool-less / screw-on
b) 418-9203.00-00020 Screws M8 molded in 1.7 - 2.2 mm stainless steel tool-less / screw-on
b) 418-9203.00-00025 Screws M8 molded in 2.2 - 2.7 mm stainless steel tool-less / screw-on
b) 418-9203.00-00030 Screws M8 molded in 2.7 - 3.2 mm stainless steel tool-less / screw-on
b) 418-9203.00-00035 Screws M8 molded in 3.2 - 3.7 mm stainless steel tool-less / screw-on
c) 418-9208.00-00015 with countersunk holes for M8 1.2 - 1.7 mm stainless steel tool-less / screw-on
c) 418-9208.00-00020 with countersunk holes for M8 1.7 - 2.2 mm stainless steel tool-less / screw-on
c) 418-9208.00-00025 with countersunk holes for M8 2.2 - 2.7 mm stainless steel tool-less / screw-on
c) 418-9208.00-00030 with countersunk holes for M8 2.7 - 3.2 mm stainless steel tool-less / screw-on
c) 418-9208.00-00035 with countersunk holes for M8 3.2 - 3.7 mm stainless steel tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Hinge 60x60 Pr01 180° [4-270DST]
Advantages

■■ For nested doors

■■ Screw-on Hinge with or 
 without grounding.

■■ RH or LH application.

■■ 180° Opening angle.

■■ Combination of versions a) 
and b) on request.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black 

■■ Pin: stainless steel or steel, 
zink plated

■■  Molded in screws: steel, 
zink plated

■■ Grounding washer: steel, 
zinc plated 

■■ Spring: spring steel 

Hinge, zinc die, chrome plated
  Part Number Version Material pin Pin version Installation type

a) 218-9201.00-00000 Screws M8 molded in stainless steel pressed in screw-on
b) 218-9203.00-00000 for countersunk screws M8 stainless steel pressed in screw-on

Hinge, zinc die, black
  Part Number Version Grounding type Material pin Pin version Installation type

a) 218-9202.00-00000 Screws M8 molded in stainless steel pressed in screw-on
a1) 218-9422.00-00000 Screws M8 molded in Grounding washer steel, zinc plated pressed in screw-on
b) 218-9204.00-00000 for countersunk screws M8 stainless steel pressed in screw-on

Function extension

861-0146.07-00008 Grounding washer

Hinge 60x60 Pr01 180° [4-270]
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Advantages

■■ Heavy duty 270° hinge.

■■ For nested doors.

■■ The short hinge half length 
is with DIRAK-SNAP-Tech-
nology, the long hinge half is 
with molded in countersunk 
screws.

■■ RH or LH application.

■■ 270° Opening angle.

Materials

■■ Hinge parts: zinc die, black

■■ Pin: stainless steel

■■ Snap wedges: sintered steel, 
zinc plated

Hinge
  Part Number Clamping range Material pin Pin version Installation type

a) 418-9205.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less / screw-on
a) 418-9205.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less / screw-on
a) 418-9205.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less / screw-on
a) 418-9205.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less / screw-on
a) 418-9205.00-00035 3.2 - 3.7 mm stainless steel pressed in tool-less / screw-on
b) 418-9204.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less / screw-on
b) 418-9204.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less / screw-on
b) 418-9204.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less / screw-on
b) 418-9204.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less / screw-on
b) 418-9204.00-00035 3.2 - 3.7 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 270° [4-274DST]
Advantages

■■ Screw-on hinge with M8 
 molded in screws.

■■ For nested doors.

■■ RH or LH application.

■■ 270° Opening angle.

■■ The short hinge half length is 
also available with counter-
sunk holes, please see pro-
duct system 4-270 and 4-272.

Materials

■■ Hinge halves: zinc die, 
chrome plated or black 

■■ Molded in screws: steel, zink 
plated

■■ Pin: stainless steel

Hinge, zinc die, chrome plated
  Part Number Version Material pin Pin version Installation type

a) 218-9209.00-00000 different Hinge half lengths stainless steel pressed in screw-on
b) 218-9211.00-00000 identical Hinge half lengths stainless steel pressed in screw-on

Hinge, zinc die, black
  Part Number Version Material pin Pin version Installation type

a) 218-9210.00-00000 different Hinge half lengths stainless steel pressed in screw-on
b) 218-9212.00-00000 identical Hinge half lengths stainless steel pressed in screw-on

Hinge Pr01 270° [4-274]
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frame-part snap-in, for nested door

Advantages

■■ Hinge with 
DIRAK-SNAP-Technology 
frame-part snap-in.

■■ 180° Opening angle.

■■ 1. PA bushings at both ends 
(version a) and b)).

■■ Further details and dimen-
sions see product system 
4-330.

Materials

■■ Frame-part and door-part: 
zinc die, black

■■ Loose pin: steel, zinc plated 

■■ Fixed pin: stainless steel 

■■ Bushings: PA, natural 

■■ Washers: steel, zinc plated 

■■ Snap wedges: sintered 
metal, coated
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Hinge
  Part Number Clamping range Material pin Pin version Pin length L Installation type

a) 417-9001.00-00015 1.2 - 1.7 mm steel, zinc plated loose 69 mm tool-less / screw-on
a) 417-9001.00-00020 1.7 - 2.2 mm steel, zinc plated loose 69 mm tool-less / screw-on
a) 417-9001.00-00025 2.2 - 2.7 mm steel, zinc plated loose 69 mm tool-less / screw-on
a) 417-9001.00-00030 2.7 - 3.2 mm steel, zinc plated loose 69 mm tool-less / screw-on
b) 417-9101.00-00015 1.2 - 1.7 mm stainless steel fixed 60 mm tool-less / screw-on
b) 417-9101.00-00020 1.7 - 2.2 mm stainless steel fixed 60 mm tool-less / screw-on
b) 417-9101.00-00025 2.2 - 2.7 mm stainless steel fixed 60 mm tool-less / screw-on
b) 417-9101.00-00030 2.7 - 3.2 mm stainless steel fixed 60 mm tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 180° [4-330DST]
for nested door

Advantages

■■ Hinge with PA bushings.

■■ 180° Opening angle.

Materials

■■ Hinge-halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel or steel, 
zinc plated

■■ Bushings: PA, natural

Remarks

1. PA bushings

Hinge, Frame-part chrome plated
  Part Number Frame-part Material pin Pin length L Ø Pin d Installation type

a) 217-9109.00-00000 normal steel, zinc plated 69 mm 6.5 mm screw-on
a) 217-9110.00-00000 normal stainless steel 69 mm 6.5 mm screw-on
b) 217-9116.00-00000 raised steel, zinc plated 69 mm 6.5 mm screw-on
b) 217-9117.00-00000 raised stainless steel 69 mm 6.5 mm screw-on

Hinge, Frame-part black
  Part Number Frame-part Material pin Pin length L Ø Pin d Installation type

a) 217-9101.00-00000 normal steel, zinc plated 69 mm 6.5 mm screw-on
a) 217-9102.00-00000 normal stainless steel 69 mm 6.5 mm screw-on
b) 217-9103.00-00000 raised steel, zinc plated 69 mm 6.5 mm screw-on
b) 217-9104.00-00000 raised stainless steel 69 mm 6.5 mm screw-on

Hinge Pr01 180° [4-330]
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for nested door

Advantages

■■ Hinge with 
DIRAK-SNAP-Technology.

■■ 180° Opening angle.

■■ Frame-part snap-in.

■■ Door-part with countersunk 
holes for screw-on.

■■ Further details and dimen-
sions see product system 
4-340. 

Materials

■■ Hinge parts: zinc die, black 

■■ Loose and fixed pin: 
 stainless steel 

■■ Bushings: PA, natural 

■■ Washers: stainless steel 

■■ Snap wedges: sintered steel

Hinge
Part Number Clamping range Material pin Pin version Pin length L Installation type

417-9106.00-00015 1.2 - 1.7 mm stainless steel loose 69 mm tool-less / screw-on
417-9106.00-00020 1.7 - 2.2 mm stainless steel loose 69 mm tool-less / screw-on
417-9106.00-00025 2.2 - 2.7 mm stainless steel loose 69 mm tool-less / screw-on
417-9106.00-00030 2.7 - 3.2 mm stainless steel loose 69 mm tool-less / screw-on
417-9109.00-00015 1.2 - 1.7 mm stainless steel fixed 60 mm tool-less / screw-on
417-9109.00-00020 1.7 - 2.2 mm stainless steel fixed 60 mm tool-less / screw-on
417-9109.00-00025 2.2 - 2.7 mm stainless steel fixed 60 mm tool-less / screw-on
417-9109.00-00030 2.7 - 3.2 mm stainless steel fixed 60 mm tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 180° [4-340DST]
for nested door

Advantages

■■ Hinge with PA bushings.

■■ 180° Opening angle.

Materials

■■ Hinge-halves: zinc die, 
chrome plated or black

■■ Pin: stainless steel or steel, 
zinc plated

■■ Bushings: PA, natural

Remarks

1. PA bushings

Hinge, Frame-part chrome plated
  Part Number Frame-part Length Material pin Pin length L Ø Pin d Installation type

a) 217-9111.00-00000 normal 60 mm steel, zinc plated 69 mm 6.5 mm screw-on
a) 217-9112.00-00000 normal 60 mm stainless steel 69 mm 6.5 mm screw-on
b) 217-9118.00-00000 raised 60 mm steel, zinc plated 69 mm 6.5 mm screw-on
b) 217-9119.00-00000 raised 60 mm stainless steel 69 mm 6.5 mm screw-on

Hinge, Frame-part black
  Part Number Frame-part Length Material pin Pin length L Ø Pin d Installation type

a) 217-9105.00-00000 normal 60 mm steel, zinc plated 69 mm 6.5 mm screw-on
a) 217-9106.00-00000 normal 60 mm stainless steel 69 mm 6.5 mm screw-on
b) 217-9107.00-00000 raised 60 mm steel, zinc plated 69 mm 6.5 mm screw-on
b) 217-9108.00-00000 raised 60 mm stainless steel 69 mm 6.5 mm screw-on

Hinge Pr01 180° [4-340]
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for nested door

Advantages

■■ Hinge with 
DIRAK-SNAP-Technology for 
flush doors.

■■ RH and LH application.

■■ Frame-part clip-in.

■■ Door-part with countersunk 
holes for screws M5.

■■ Further details and dimen-
sions see product system 
4-355.

■■ 180° Opening angle.

Materials

■■ Hinge parts: zinc die, black

■■ Loose pin: steel, zinc plated

■■ Fixed pin: stainless steel

■■ Bushings: PA, natural

■■ Washers: steel, zinc plated

■■ Snap wedges: sintered 
metal, coated

Hinge
Part Number Clamping range Pin version Material pin Pin length L Installation type

417-9103.00-00015 1.2 - 1.7 mm loose steel, zinc plated 69 mm tool-less / screw-on
417-9103.00-00020 1.7 - 2.2 mm loose steel, zinc plated 69 mm tool-less / screw-on
417-9103.00-00025 2.2 - 2.7 mm loose steel, zinc plated 69 mm tool-less / screw-on
417-9103.00-00030 2.7 - 3.2 mm loose steel, zinc plated 69 mm tool-less / screw-on
417-9108.00-00015 1.2 - 1.7 mm fixed stainless steel 60 mm tool-less / screw-on
417-9108.00-00020 1.7 - 2.2 mm fixed stainless steel 60 mm tool-less / screw-on
417-9108.00-00025 2.2 - 2.7 mm fixed stainless steel 60 mm tool-less / screw-on
417-9108.00-00030 2.7 - 3.2 mm fixed stainless steel 60 mm tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 180° [4-355DST]
for nested door

Advantages

■■ Screw-on hinge for flush 
doors, with PA bushings.

■■ RH or LH application.

■■ 180° Opening angle.

Materials

■■ Frame-part: zinc die, zinc 
plated

■■ Door-part: steel, zinc plated

■■ Pin: steel, zinc plated

■■ Bushings: PA, natural

Hinge
Part Number Material pin Ø Pin d Installation type

217-9501.00-00000 steel, zinc plated 6.5 mm screw-on

Hinge Pr01 180° [4-355]
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for nested door or surface mounted door

Advantages

■■ Appealing hinge with 
DIRAK-SNAP-Technology for 
nested/flush constructions.

■■ Lift-off.

■■ 180° Opening angle.

■■ Although designed initially for 
flush constructions, this hinge 
can also be used for surface 
mounted doors (refer to lower 
example of application).

■■ Attention: In this case the 
opening angle is only about 
130°. See product system 
4-346DST.

■■ The installation of the frame-
part and door-part is achieved 
tool-less by a simple push into 
appropriate cutouts.

Materials

■■ Hinge parts: zinc die,  
matt black

■■ Pin cast on: zinc die

■■ For heavy duty! Solid pin, 
pressed in: stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. = Washer

Hinge
Part Number Clamping range Version Material pin Pin version Installation type

417-9005.00-00010 0.7 - 1.2 mm RH zinc die molded in tool-less
417-9005.00-00015 1.2 - 1.7 mm RH zinc die molded in tool-less
417-9005.00-00020 1.7 - 2.2 mm RH zinc die molded in tool-less
417-9005.00-00030 2.7 - 3.2 mm RH zinc die molded in tool-less
417-9011.00-00010 0.7 - 1.2 mm RH stainless steel pressed in tool-less
417-9011.00-00015 1.2 - 1.7 mm RH stainless steel pressed in tool-less
417-9011.00-00020 1.7 - 2.2 mm RH stainless steel pressed in tool-less
417-9011.00-00030 2.7 - 3.2 mm RH stainless steel pressed in tool-less
417-9006.00-00010 0.7 - 1.2 mm LH zinc die molded in tool-less
417-9006.00-00015 1.2 - 1.7 mm LH zinc die molded in tool-less
417-9006.00-00020 1.7 - 2.2 mm LH zinc die molded in tool-less
417-9006.00-00030 2.7 - 3.2 mm LH zinc die molded in tool-less
417-9010.00-00010 0.7 - 1.2 mm LH stainless steel pressed in tool-less
417-9010.00-00015 1.2 - 1.7 mm LH stainless steel pressed in tool-less
417-9010.00-00020 1.7 - 2.2 mm LH stainless steel pressed in tool-less
417-9010.00-00030 2.7 - 3.2 mm LH stainless steel pressed in tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01/04 180° [4-345DST]
for nested door or surface mounted door

Advantages

■■ Elegant screw-on hinge.

■■ Lift-off.

■■ The installation screws are 
concealed.

■■ Although designed initially for 
flush constructions, this hinge 
can also be used for surface 
mounted doors (refer to lower 
example of application).

■■ Attention: In this case the 
opening angle is only about 
130°. 

■■ See product system 4-346.

Materials

■■ Hinge: zinc die, chrome 
 plated or black

■■ Spacer: Teflon, black or white

Remarks

Due to the endless number of 
different applications with often 
extremely limited fitting space 
(e.g. upper example of appli-
cation) we do not include any 
screws for this hinge.

Hinge, zinc die, black
Part Number Version Pin version Ø Pin d Installation type

217-9503.00-00000 RH molded in 9 mm screw-on
217-9504.00-00000 LH molded in 9 mm screw-on

Hinge, zinc die, chrome plated
Part Number Version Pin version Ø Pin d Installation type

217-9505.00-00000 RH molded in 9 mm screw-on
217-9506.00-00000 LH molded in 9 mm screw-on

Hinge Pr01/04 180° [4-345]
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Advantages

■■ Appealing hinge with 
DIRAK-SNAP-Technology for 
nested doors.

■■ Lift-off.

■■ 160° Opening angle.

■■ The installation of the frame-
part and door-part is tool-less 
achieved by a simple push 
into appropriate cutouts.

Materials

■■ Hinge parts: zinc die,  
matt black

■■ Solid Pin, pressed in: 
 stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. washer

Hinge, version RH
Part Number Clamping range Material pin Pin version Ø Pin d Installation type

417-9007.00-00010 0.7 - 1.2 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00015 1.2 - 1.7 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00020 1.7 - 2.2 mm stainless steel pressed in 9 mm tool-less
417-9007.00-00030 2.7 - 3.2 mm stainless steel pressed in 9 mm tool-less

Hinge, version LH
Part Number Clamping range Material pin Pin version Ø Pin d Installation type

417-9008.00-00010 0.7 - 1.2 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00015 1.2 - 1.7 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00020 1.7 - 2.2 mm stainless steel pressed in 9 mm tool-less
417-9008.00-00030 2.7 - 3.2 mm stainless steel pressed in 9 mm tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 160° [4-346DST]
Advantages

■■ Elegant screw-on hinge for 
nested doors.

■■ Lift-off.

■■ 160° Opening angle.

■■ The fitting screws are con-
cealed.

■■ See product system 4-345.

■■ The 35mm screw-distance 
 allows for easier fitting.

■■ 4 screws M5x8 with under 
head serrations and a Teflon 
bearing washer are included.

Materials

■■ Hinge parts: zinc die, chrome 
plated or black 

■■ Pin: stainless steel 

■■ Bearing washer: Teflon, black 
or white

Hinge, zinc die, chrome plated
Part Number Version Material pin Pin version Ø Pin d Installation type

217-9507.00-00000 RH stainless steel pressed in 9 mm screw-on
217-9508.00-00000 LH stainless steel pressed in 9 mm screw-on

Hinge, zinc die, black
Part Number Version Material pin Pin version Ø Pin d Installation type

217-9509.00-00000 RH stainless steel pressed in 9 mm screw-on
217-9510.00-00000 LH stainless steel pressed in 9 mm screw-on

Hinge Pr01 160° [4-346]
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Advantages

■■ 3D Hinge with 
DIRAK-SNAP-Technology.

■■ Adjustable.

■■ For nested doors.

■■ Adjustable in: height ±2mm 
(0.079) / width ±2mm (0.079) / 
depth ±2mm (0.079)

■■ 180° Opening angle.

■■ RH and LH version.

■■ The installation of the frame-
part is effected by a simple 
push into appropriate cutouts.

Materials

■■ Frame-part and door-part: 
zinc die, black

■■ Base-plate: steel, zinc plated

■■ Pin: brass, untreated, stain-
less steel on request

■■ Snap wedges: sintered 
metal, coated

■■ Bushings: PA, natural

■■ Studs, bearing washer and 
c-clips: stainless steel

Remarks

1. pushing screw for depth 
adjusting

2. securing screw for adjustable 
brass pin

3. PA bushing

4. Base plate has 4 holes Ø4.1 
for possible additional fastening 
at the door.

3D Hinge
Part Number Clamping range Version Material pin Installation type

417-9002.00-00015 1.2 - 1.7 mm RH brass tool-less / screw-on
417-9002.00-00020 1.7 - 2.2 mm RH brass tool-less / screw-on
417-9002.00-00025 2.2 - 2.7 mm RH brass tool-less / screw-on
417-9002.00-00030 2.7 - 3.2 mm RH brass tool-less / screw-on
417-9003.00-00015 1.2 - 1.7 mm LH brass tool-less / screw-on
417-9003.00-00020 1.7 - 2.2 mm LH brass tool-less / screw-on
417-9003.00-00025 2.2 - 2.7 mm LH brass tool-less / screw-on
417-9003.00-00030 2.7 - 3.2 mm LH brass tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 180° [4-350DST]
Advantages

■■ 3D Hinge adjustable.

■■ For nested/ flush doors.

■■ Adjustable in: height ±2mm 
(0.079) / width ±2mm (0.079) / 
depth ±2mm (0.079)

■■ 180° Opening angle.

■■ RH and LH version.

■■ Version not assembled for RH 
and LH application.

Materials

■■ Frame-part and door-part: 
zinc die, untreated or black

■■ Base-plate: steel, zinc plated 
or black

■■ Bushings: PA, natural

■■ Pin: brass, untreated or 
 stainless steel

■■ Washers: stainless steel

Remarks

Base plate has 4 holes Ø4.1 for 
possible additional fastening at 
the door.

3D Hinge
Part Number i-field Version Surface Material pin Installation type

217-9402.00-00000 RH untreated brass screw-on
217-9403.00-00000 LH untreated brass screw-on
217-9404.00-00000 not assembled untreated brass screw-on
217-9408.00-00000 Base plate: steel, black RH untreated stainless steel screw-on
217-9409.00-00000 Base plate: steel, black LH untreated stainless steel screw-on
217-9410.00-00000 Base plate: steel, black not assembled untreated stainless steel screw-on
217-9405.00-00000 RH black brass screw-on
217-9406.00-00000 LH black brass screw-on
217-9407.00-00000 not assembled black brass screw-on
217-9411.00-00000 Base plate: steel, black RH black stainless steel screw-on
217-9412.00-00000 Base plate: steel, black LH black stainless steel screw-on
217-9413.00-00000 Base plate: steel, black not assembled black stainless steel screw-on

Hinge Pr01 180° [4-350]
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Advantages

■■ For nested doors.

■■ Hinge concealed.

■■ Small space requirement.

■■ 120° Opening angle.

■■ The spring loaded pin allows 
for an easy and quick installa-
tion and removal of the door.

■■ A simple clip-in fitting for cut-
out differ.

Materials

■■ Housing: PA, black

■■ Pin: steel, zinc plated

a) and c)

■■ Spring: stainless steel

b)

■■ Spring: steel, zinc plated

Remarks

Door-cutout and frame-cutout 
differ.

Pin Hinge 
  Part Number Clamping range Material pin Pin length L Pin diameter Installation type

c) 245-9301.00-00000 1.0 - 1.2 mm steel, zinc plated 40 mm 4 mm tool-less
b) 245-9304.07-07101 1.4 - 1.6 mm steel, zinc plated 24.7 mm 5 mm tool-less
a) 245-9303.00-00000 1.4 - 1.6 mm steel, zinc plated 41 mm 5 mm tool-less

Pin Hinge Pr02 120° [4-393]
Advantages

■■ Pin hinge with spring-loaded 
handle.

■■ Flexible use for material thick-
nesses up to 4mm.

■■ The spring loaded pin allows 
for an easy and quick installa-
tion and removal of the door.

■■ Installed using a simple push 
into the cutout.

■■ Usable also as locking pin.

■■ Available with pin diameter of 
6mm or 8mm.

■■ On request also available with 
another handle (see 6-211).

Materials

■■ Pin: steel, zinc plated

■■ Handle: PA, green

■■ Spacer: PA, black

Remarks

1. Assembled without tools by 
pressing the locking pin into the 
handle. 

2. Disassembling the door.

3. Door installed.

4. By reducing the material in 
the cutout, the distance bet-
ween the two components can 
be adjusted.

Pin Hinge 
  Part Number Pin diameter Cutout pin Cutout housing Clamping range Packaging unit

a) 245-9312.00-00000 6 mm Ø 6.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.
b) 245-9313.00-00000 8 mm Ø 8.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.

Pin Hinge Pr02 120° [4-394]
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Advantages

■■ For nested doors.

■■ Hinge concealed.

■■ Small space requirement.

■■ 120° Opening angle.

■■ The spring loaded pin allows 
for an easy and quick installa-
tion and removal of the door.

■■ A simple clip-in fitting for cut-
out differ.

Materials

■■ Housing: PA, black

■■ Pin: steel, zinc plated

a) and c)

■■ Spring: stainless steel

b)

■■ Spring: steel, zinc plated

Remarks

Door-cutout and frame-cutout 
differ.

Pin Hinge 
  Part Number Clamping range Material pin Pin length L Pin diameter Installation type

c) 245-9301.00-00000 1.0 - 1.2 mm steel, zinc plated 40 mm 4 mm tool-less
b) 245-9304.07-07101 1.4 - 1.6 mm steel, zinc plated 24.7 mm 5 mm tool-less
a) 245-9303.00-00000 1.4 - 1.6 mm steel, zinc plated 41 mm 5 mm tool-less

Pin Hinge Pr02 120° [4-393]
Advantages

■■ Pin hinge with spring-loaded 
handle.

■■ Flexible use for material thick-
nesses up to 4mm.

■■ The spring loaded pin allows 
for an easy and quick installa-
tion and removal of the door.

■■ Installed using a simple push 
into the cutout.

■■ Usable also as locking pin.

■■ Available with pin diameter of 
6mm or 8mm.

■■ On request also available with 
another handle (see 6-211).

Materials

■■ Pin: steel, zinc plated

■■ Handle: PA, green

■■ Spacer: PA, black

Remarks

1. Assembled without tools by 
pressing the locking pin into the 
handle. 

2. Disassembling the door.

3. Door installed.

4. By reducing the material in 
the cutout, the distance bet-
ween the two components can 
be adjusted.

Pin Hinge 
  Part Number Pin diameter Cutout pin Cutout housing Clamping range Packaging unit

a) 245-9312.00-00000 6 mm Ø 6.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.
b) 245-9313.00-00000 8 mm Ø 8.1 + 0.1mm Ø 9.5 + 0.1 mm 0 - 4 mm 50 pcs.

Pin Hinge Pr02 120° [4-394]
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Hinge option 1: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame 
part.

■■ The captive pin is 
 pre-assembled.

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive.

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die, 
 untreated

■■ Door-part and pin: steel, zinc 
plated

■■ Snap wedges: sintered metal, 
coated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door-notch

2. Weld stud M8x15

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-124DST]
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Hinge option 1: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9001.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9001.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9001.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9001.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9001.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame 
part.

■■ The captive pin is 
 pre-assembled.

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive.

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die, 
 untreated

■■ Door-part and pin: steel, zinc 
plated

■■ Snap wedges: sintered metal, 
coated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door-notch

2. Weld stud M8x15

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-124DST]
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Hinge option 1: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-10015 1.2 - 1.7 mm captive tool-less
443-9002.00-10020 1.7 - 2.2 mm captive tool-less
443-9002.00-10025 2.2 - 2.7 mm captive tool-less
443-9002.00-10030 2.7 - 3.2 mm captive tool-less

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-20015 1.2 - 1.7 mm captive tool-less
443-9002.00-20020 1.7 - 2.2 mm captive tool-less
443-9002.00-20025 2.2 - 2.7 mm captive tool-less
443-9002.00-20030 2.7 - 3.2 mm captive tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Stainless Steel

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle. 

■■ Tool-less installation of frame 
part. 

■■ The captive pin is pre-assem-
bled. 

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive. 

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: stainless steel 
AISI 316

■■ Door-part: stainless steel 
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-Ring: NBR, black

Remarks

1. door-notch

2. weld-stud M8x15

DST Concealed Hinge Pr03 130° [7-164DST]
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Hinge option 1: door RH, pin top, door LH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-10015 1.2 - 1.7 mm captive tool-less
443-9002.00-10020 1.7 - 2.2 mm captive tool-less
443-9002.00-10025 2.2 - 2.7 mm captive tool-less
443-9002.00-10030 2.7 - 3.2 mm captive tool-less

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9002.00-20015 1.2 - 1.7 mm captive tool-less
443-9002.00-20020 1.7 - 2.2 mm captive tool-less
443-9002.00-20025 2.2 - 2.7 mm captive tool-less
443-9002.00-20030 2.7 - 3.2 mm captive tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Stainless Steel

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle. 

■■ Tool-less installation of frame 
part. 

■■ The captive pin is pre-assem-
bled. 

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive. 

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: stainless steel 
AISI 316

■■ Door-part: stainless steel 
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-Ring: NBR, black

Remarks

1. door-notch

2. weld-stud M8x15

DST Concealed Hinge Pr03 130° [7-164DST]
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Hinge option 1: door LH, pin bottom, door RH, pin top
Part Number Clamping range Pin version Installation type

443-9101.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9101.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame 
part.

■■ No tools needed. Just push 
the door onto the pin of the 
frame-part.

■■ The captive pin is pre-assem-
bled.

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive.

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die, 
 untreated

■■ Door-part and slider: zinc 
die, zinc plated

■■ Pin: steel, zinc plated

■■ Snap wedges: sintered metal, 
plated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door notch

2. Weld stud M6x12

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-125DST]
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Hinge option 1: door LH, pin bottom, door RH, pin top
Part Number Clamping range Pin version Installation type

443-9101.00-10015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-10020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-10025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-10030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-10033 3.0 - 3.5 mm captive tool-less / screw-on

Hinge option 2: door LH, pin top, door RH, pin bottom
Part Number Clamping range Pin version Installation type

443-9101.00-20015 1.2 - 1.7 mm captive tool-less / screw-on
443-9101.00-20020 1.7 - 2.2 mm captive tool-less / screw-on
443-9101.00-20025 2.2 - 2.7 mm captive tool-less / screw-on
443-9101.00-20030 2.7 - 3.2 mm captive tool-less / screw-on
443-9101.00-20033 3.0 - 3.5 mm captive tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ For surface mounted doors.

■■ Hinge concealed.

■■ RH / LH application.

■■ Bending 23mm.

■■ 130° Opening angle.

■■ Tool-less installation of frame 
part.

■■ No tools needed. Just push 
the door onto the pin of the 
frame-part.

■■ The captive pin is pre-assem-
bled.

■■ The pin engages to the wire 
springs at the frame-part and 
so it is captive.

■■ By pulling the pin the hinge 
can be removed.

■■ Door-part adjustable ±5mm.

■■ IP65 according to DIN EN 
60529 by o-ring, included.

Materials

■■ Frame-part: zinc die, 
 untreated

■■ Door-part and slider: zinc 
die, zinc plated

■■ Pin: steel, zinc plated

■■ Snap wedges: sintered metal, 
plated

■■ O-Ring: NBR

■■ Bearing bushings: POM

Remarks

1. Door notch

2. Weld stud M6x12

3. Bearing bushings

DST Concealed Hinge Pr03 130° [4-125DST]
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Advantages

■■ Elegant 180° hinge for surface 
mounted doors.

■■ Tool-less installation.

■■ Lift-off.

■■ RH or LH application.

■■ The installation of the frame-
part and door-part is achieved 
by a simple push into the 
appropriate cutouts.

■■ 180° Opening angle.

Materials

■■ Hinge parts: zinc die, matt 
black

■■ Pin cast on: zinc die

■■ For heavy duty! Solid pin, 
pressed in: stainless steel

■■ Washer: Teflon, black

■■ Snap wedges: sintered steel

Remarks

1. washer

Corner Hinge, pin molded in
Part Number Clamping range Material pin Ø Pin d Installation type

417-9004.00-00010 0.7 - 1.2 mm zinc die 9 mm tool-less
417-9004.00-00015 1.2 - 1.7 mm zinc die 9 mm tool-less
417-9004.00-00020 1.7 - 2.2 mm zinc die 9 mm tool-less
417-9004.00-00030 2.7 - 3.2 mm zinc die 9 mm tool-less

Corner Hinge, pin pressed in
Part Number Clamping range Material pin Ø Pin d Installation type

417-9009.00-00010 0.7 - 1.2 mm stainless steel 9 mm tool-less
417-9009.00-00015 1.2 - 1.7 mm stainless steel 9 mm tool-less
417-9009.00-00020 1.7 - 2.2 mm stainless steel 9 mm tool-less
417-9009.00-00030 2.7 - 3.2 mm stainless steel 9 mm tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-283DST]
Advantages

■■ Elegant 180° screw-on Hinge 
for surface mounted doors.

■■ Door is lift-off.

■■ 180° Opening angle.

■■ RH or LH application.

■■ 4 screws M5x6 under head 
serrations are included.

Materials

■■ Hinge: zinc die, chrome 
 plated or black

Corner Hinge
Part Number Version Material pin Pin version Pin length L Ø Pin d Installation type

224-9104.00-00000 GDZn schwarz zinc die molded in 28 mm 9 mm screw-on
224-9105.00-00000 GDZn verchromt zinc die molded in 28 mm 9 mm screw-on

Corner Hinge Pr04 180° [4-283]
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Advantages

■■ Elegant corner hinge for 
 surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN 
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple 
clip-in into the cutout.

■■ Version B for screw-on / 
clip-in installation. One hinge 
half is fixed by screws M6, the 
other hinge half will be assem-
bled via a simple clip-in into 
the cutout.

Materials

■■ Corner hinge: stainless steel 
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-ring: NBR/ black

Remarks

Other versions DST/screw-on 
on request. Please contact 
DIRAK.

Corner Hinge, snap-in
  Part Number Clamping range Material pin Pin version Installation type

a) 417-9015.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less
a) 417-9015.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
  Part Number Clamping range Material pin Pin version Installation type

b) 417-9017.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° Stainless steel [7-285DST]
Advantages

■■ Elegant 180° corner hinge for 
surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN 
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple 
clip-in into the cutout.

■■ Version B for screw-on / 
clip-in installation. One hinge 
half is fixed by screws M6, the 
other hinge half will be assem-
bled via a simple clip-in into 
the cutout.

Materials

■■ Corner hinge: zinc die, matt 
black

■■ Nickel plated and chrome 
plated on request.

■■ Pin: stainless steel

■■ Snap wedges: sintered steel

Remarks

Other versions DST/Screw-on 
on request. Please contact 
DIRAK.

Screws M6 are not included.

Corner Hinge, snap-in
  Part Number Clamping range Length Material pin Pin version Installation type

a) 417-9015.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
  Part Number Clamping range Length Material pin Pin version Installation type

b) 417-9017.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-285DST]
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Advantages

■■ Elegant corner hinge for
 surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple
clip-in into the cutout.

■■ Version B for screw-on /
clip-in installation. One hinge
half is fixed by screws M6, the
other hinge half will be assem-
bled via a simple clip-in into
the cutout.

Materials

■■ Corner hinge: stainless steel
AISI 316

■■ Pin: stainless steel AISI 304

■■ Snap wedges: stainless steel

■■ O-ring: NBR/ black

Remarks

Other versions DST/screw-on 
on request. Please contact 
DIRAK.

Corner Hinge, snap-in
Part Number Clamping range Material pin Pin version Installation type

a) 417-9015.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less
a) 417-9015.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less
a) 417-9015.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
Part Number Clamping range Material pin Pin version Installation type

b) 417-9017.82-00012 0.8 - 1.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00016 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00021 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.82-00026 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° Stainless steel [7-285DST]
Advantages

■■ Elegant 180° corner hinge for 
surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The O-ring for IP65 DIN EN 
60529 is included.

■■ Version A for tool-less instal-
lation. Assembly via a simple 
clip-in into the cutout.

■■ Version B for screw-on / 
clip-in installation. One hinge 
half is fixed by screws M6, the 
other hinge half will be assem-
bled via a simple clip-in into 
the cutout.

Materials

■■ Corner hinge: zinc die, matt 
black

■■ Nickel plated and chrome 
plated on request.

■■ Pin: stainless steel

■■ Snap wedges: sintered steel

Remarks

Other versions DST/Screw-on 
on request. Please contact 
DIRAK.

Screws M6 are not included.

Corner Hinge, snap-in
Part Number Clamping range Length Material pin Pin version Installation type

a) 417-9015.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less
a) 417-9015.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less

Corner Hinge, snap-in / screw-on
Part Number Clamping range Length Material pin Pin version Installation type

b) 417-9017.00-00012 0.8 - 1.5 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00016 1.3 - 2.0 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00019 1.5 - 2.2 mm 82 mm stainless steel pressed in tool-less / screw-on
b) 417-9017.00-00026 2.3 - 3.0 mm 82 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03007 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-285DST]
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Advantages

■■ Small, elegant, snap-in hinge,
for surface mounted doors.

■■ 180° Opening angle.

■■ Lift-off.

■■ RH and LH application.

■■ The installation is tool-less
effected by a simple push into
appropriate cutout.

■■ To guarantee a correct posi-
tional installation, the cutouts
can have indentations.

Materials

■■ Hinge parts: zinc die, matt
chrome plated

■■ Other surfaces on request!

■■ Pin: steel, zinc plated

■■ Snap wedges: sintered steel

Remarks

1. alternative cutout

2. indentation for correct posi-
tional installation

Corner Hinge, clip-in
Part Number Clamping range Material pin Pin version Installation type

417-9201.00-00609 0.6 - 0.9 mm steel, zinc plated pressed in tool-less
417-9201.00-00811 0.8 - 1.1 mm steel, zinc plated pressed in tool-less
417-9201.00-01215 1.2 - 1.5 mm steel, zinc plated pressed in tool-less
417-9201.00-01821 1.8 - 2.1 mm steel, zinc plated pressed in tool-less
417-9201.00-02225 2.2 - 2.5 mm steel, zinc plated pressed in tool-less

Accessories

756 292-0306.80-02530 Tool for uninstallation

DST Corner Hinge Pr04 180° [4-349DST]
for surface mounted door

Advantages

■■ Hinge to be welded in door 
slot.

■■ 180° Opening angle.

Materials

■■ Door-part: steel, untreated

■■ Pin and Frame-parts: steel, 
zinc plated

Corner Hinge 
Part Number Height H Material pin Installation type

a) 240-9201.00-00000 10 mm steel, zinc plated screw- / weld-on
a) 240-9202.00-00000 12 mm steel, zinc plated screw- / weld-on
b) 240-9002.00-00000 12 mm steel, zinc plated screw- / weld-on

Corner Hinge Pr04 180° [4-370]
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Advantages

■■ 180° Hinge with 
DIRAK-SNAP-Technology

■■ For surface mounted doors for 
single cabinets.

■■ Door bending 20mm.

■■ RH / LH application.

■■ Tool-less installation.

■■ IP65 according to DIN EN 
60529 by using the O-ring (not 
included).

Materials

■■ Frame-part and door-part:
stainless steel AISI 316

■■ Pin: stainless steel AISI 316 
or POM 

■■ Snap wedges: stainless steel

■■ O-Ring: NBR, black

Hinge
Part Number Clamping range Material pin Pin version Pin length L Pin diameter Installation type

412-9063.00-01217 1.2 - 1.7 mm stainless steel loose 43 mm 6 mm tool-less
412-9064.00-01217 1.2 - 1.7 mm POM self-locking 57 mm 6 mm tool-less
412-9063.00-01722 1.7 - 2.2 mm stainless steel loose 43 mm 6 mm tool-less
412-9064.00-01722 1.7 - 2.2 mm POM self-locking 57 mm 6 mm tool-less

Accessories

754 292-0403.06-07035 Cutout-cover
754 292-0403.06-09005 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

839-3770.40-02120 O-ring 21 x 2.0mm 

DST Hinge Pr05 180° Stainless steel [7-152DST]
door bending 20mm, Lift-off

Advantages

■■ 180° Hinge for surface
 mounted door for single cabi-
nets.

■■ RH and LH application.

■■ Installation of the frame-part
by simple tool-less push into
the cutout.

■■ IP65 according to DIN EN
60529 by using the o-ring.

■■ Attention: for light applicati-
ons only.

Materials

■■ Frame-part and door-part:
zinc die, matt black

■■ Pin: steel, zinc plated, stain-
less steel AISI 304 or POM

■■ Snap wedges: sintered steel,
zinc plated

■■ O-Ring: NBR, black

Hinge
Part Number Clamping range Material pin Pin version Installation type

412-9059.00-01217 1.2 - 1.7 mm steel, zinc plated loose tool-less
412-9059.00-01722 1.7 - 2.2 mm steel, zinc plated loose tool-less
412-9060.00-01217 1.2 - 1.7 mm stainless steel AISI 301 loose tool-less
412-9060.00-01722 1.7 - 2.2 mm stainless steel AISI 301 loose tool-less
412-9061.00-01217 1.2 - 1.7 mm POM self-locking tool-less
412-9061.00-01722 1.7 - 2.2 mm POM self-locking tool-less

Accessories

754 292-0403.06-07035 Cutout-cover
754 292-0403.06-09005 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

839-3770.40-02120 O-ring 21 x 2.0mm 

DST Hinge Pr05 180° [4-152DST]
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Advantages

■■ 180° Hinge with
DIRAK-SNAP-Technology

■■ For surface mounted doors for
single cabinets.

■■ Door bending 20mm.

■■ RH / LH application.

■■ Tool-less installation.

■■ IP65 according to DIN EN
60529 by using the O-ring (not
included).

Materials

■■ Frame-part and door-part:
stainless steel AISI 316

■■ Pin: stainless steel AISI 316
or POM

■■ Snap wedges: stainless steel

■■ O-Ring: NBR, black

Hinge
Part Number Clamping range Material pin Pin version Pin length L Pin diameter Installation type

412-9063.00-01217 1.2 - 1.7 mm stainless steel loose 43 mm 6 mm tool-less
412-9064.00-01217 1.2 - 1.7 mm POM self-locking 57 mm 6 mm tool-less
412-9063.00-01722 1.7 - 2.2 mm stainless steel loose 43 mm 6 mm tool-less
412-9064.00-01722 1.7 - 2.2 mm POM self-locking 57 mm 6 mm tool-less

Accessories

754 292-0403.06-07035 Cutout-cover
754 292-0403.06-09005 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

839-3770.40-02120 O-ring 21 x 2.0mm 

DST Hinge Pr05 180° Stainless steel [7-152DST]
door bending 20mm, Lift-off

Advantages

■■ 180° Hinge for surface 
mounted door for single cabi-
nets.

■■ RH and LH application.

■■ Installation of the frame-part 
by simple tool-less push into 
the cutout.

■■ IP65 according to DIN EN 
60529 by using the o-ring.

■■ Attention: for light applicati-
ons only.

Materials

■■ Frame-part and door-part:
zinc die, matt black

■■ Pin: steel, zinc plated, stain-
less steel AISI 304 or POM 

■■ Snap wedges: sintered steel, 
zinc plated

■■ O-Ring: NBR, black

Hinge
Part Number Clamping range Material pin Pin version Installation type

412-9059.00-01217 1.2 - 1.7 mm steel, zinc plated loose tool-less
412-9059.00-01722 1.7 - 2.2 mm steel, zinc plated loose tool-less
412-9060.00-01217 1.2 - 1.7 mm stainless steel AISI 301 loose tool-less
412-9060.00-01722 1.7 - 2.2 mm stainless steel AISI 301 loose tool-less
412-9061.00-01217 1.2 - 1.7 mm POM self-locking tool-less
412-9061.00-01722 1.7 - 2.2 mm POM self-locking tool-less

Accessories

754 292-0403.06-07035 Cutout-cover
754 292-0403.06-09005 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

839-3770.40-02120 O-ring 21 x 2.0mm 

DST Hinge Pr05 180° [4-152DST]
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door bending 20mm

Advantages

■■ 180° hinge for surface moun-
ted door for single cabinets.

■■ RH and LH application.

■■ The door-part has 2 stubs,
keeping it in position during
mounting of the pin.

■■ Installation tool-less by simple
push into the cutout.

■■ 180° Opening angle.

Materials

■■ Frame-part and door-part:
zinc die, matt black

■■ Snap wedges: sintered steel

Hinge, clip-in
Part Number Clamping range Material pin Pin version Installation type

a) 412-9101.00-00015 1.2 - 1.7 mm steel, zinc plated loose tool-less
a) 412-9101.00-00020 1.7 - 2.2 mm steel, zinc plated loose tool-less
a) 412-9101.00-00025 2.2 - 2.7 mm steel, zinc plated loose tool-less
a) 412-9101.00-00030 2.7 - 3.2 mm steel, zinc plated loose tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-150DST]
Advantages

■■ 180° hinge for surface moun-
ted door.

■■ RH / LH application.

■■ Door-bending 20mm.

■■ 180° opening angle.

■■ For adjacent cabinet.

Materials

■■ Frame-part and door-part: 
zinc die, chrome plated or 
black

■■ Washer: brass, nickel plated

■■ Pin: steel, zinc plated or POM, 
natural

Remarks

1. pin steel, zinc plated

2. pin POM

Hinge
Part Number Door-thickness Material Version Material pin Installation type

a) 212-9025.00-00000 1.5 - 2.0 mm zinc die, chrome plated with M6 threaded stubs steel, zinc plated screw-on
b) 212-9026.00-00000 1.5 - 2.0 mm zinc die, chrome plated with countersunk holes for 6mm steel, zinc plated screw-on
a) 212-9033.00-00000 1.5 - 2.0 mm zinc die, chrome plated with M6 threaded stubs POM screw-on
b) 212-9034.00-00000 1.5 - 2.0 mm zinc die, chrome plated with countersunk holes for 6mm POM screw-on
a) 212-9027.00-00000 1.5 - 2.0 mm zinc die, black with M6 threaded stubs steel, zinc plated screw-on
b) 212-9028.00-00000 1.5 - 2.0 mm zinc die, black with countersunk holes for 6mm steel, zinc plated screw-on
a) 212-9035.00-00000 1.5 - 2.0 mm zinc die, black with M6 threaded stubs POM screw-on
b) 212-9036.00-00000 1.5 - 2.0 mm zinc die, black with countersunk holes for 6mm POM screw-on
a) 212-9527.00-00000 2.5 - 3.2 mm zinc die, black with M6 threaded stubs steel, zinc plated screw-on
b) 212-9528.00-00000 2.5 - 3.2 mm zinc die, black with countersunk holes for 6mm steel, zinc plated screw-on
a) 212-9535.00-00000 2.5 - 3.2 mm zinc die, black with M6 threaded stubs POM screw-on
b) 212-9536.00-00000 2.5 - 3.2 mm zinc die, black with countersunk holes for 6mm POM screw-on

Accessories

746 6-040 Serrated Screws

Hinge Pr05 180° [4-161]
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Advantages

■■ 180° hinge with
DIRAK-SNAP-Technology

■■ For surface mounted doors for
adjacent cabinets.

■■ RH / LH application.

■■ 180° also with adjacent doors/
hinges.

■■ Closed cutout.

■■ Installation of the frame-part
by simple tool-less push into
the cutout.

■■ IP65 according DIN EN 60529
by using the o-ring (not inclu-
ded).

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Pin: steel, zinc plated

■■ Pivot pin: steel, zinc plated

■■ Washers: brass, nickel plated

■■ Snap wedges: sintered
metal, coated

Hinge
Part Number Clamping range Material pin Pin version Installation type

a) 412-9003.00-00015 1.2 - 1.7 mm steel, zinc plated loose tool-less
a) 412-9003.00-00020 1.7 - 2.2 mm steel, zinc plated loose tool-less
a) 412-9003.00-00025 2.2 - 2.7 mm steel, zinc plated loose tool-less
a) 412-9003.00-00030 2.7 - 3.2 mm steel, zinc plated loose tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

b) 839-3770.00-02022 O-ring 20 x 2.2mm

DST Hinge Pr05 180° [4-161DST]
for adjacent cabinets, door bending 25mm

Advantages

■■ 180° Hinge for surface 
mounted door.

■■ RH or LH application.

Materials

■■ Frame-part and door-part:
zinc die, chrome plated or 
black

■■ Washer: brass, nickel plated

■■ Pin: steel, zinc plated

■■ Collar washer: steel, zinc 
plated

Hinge, zinc die, black
Part Number Version cutout in frame Material pin Installation type

a) 212-9037.00-00000 with countersunk holes+collar washer ò8 or Ø10 steel, zinc plated screw-on
a1) 212-9038.00-00000 with countersunk holes M6 Ø6 steel, zinc plated screw-on

Hinge, zinc die, chrome plated
Part Number Version cutout in frame Material pin Installation type

a) 212-9050.00-00000 with countersunk holes+collar washer ò8 or Ø10 steel, zinc plated screw-on
a1) 212-9088.00-00000 with countersunk holes M6 Ø6 steel, zinc plated screw-on

Accessories

746 6-040 Serrated Screws

Hinge Pr05 180° [4-185]
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Advantages

■■ For surface mounted doors.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ Frame-part snap-in, tool-less.

■■ Door-part screw-on.

■■ Due to an enlarged oblong 
hole, the doors are easy to 
lift-off. 

■■ By an identical hole pattern 
in the frame the hinges can 
be replaced by dual hooks of 
product system 3-910DST.

■■ IP65 according to DIN EN 
60529 by using o-ring.

■■ 180° opening angle if hinges 
are installed on the right or on 
the left.

■■ 140° opening angle if hinges 
are installed on the right and
on the left.

Materials

■■ Frame-part: zinc die, black 

■■ Door-part: zinc die, black 

■■ Snap wedges: sintered 
metal, coated 

■■ Pin Ø6x15: stainless steel 

■■ Pin Ø6x50: steel, zinc plated 

■■ Washers: brass, nickel plated 

■■ Socket cylinder screws:
steel, zinc plated 

■■ Spring washers: steel, zinc 
plated

Remarks

Door notch in case you prefer 
a narrow gap 1-2 mm between 
door and frame

2 socket cylinder screws M6x10 
DIN 7984 and 2 spring washers 
DIN 7980 are included.

Hinge
Part Number Clamping range Pin version Installation type

412-9002.00-00015 1.2 - 1.7 mm pressed in tool-less / screw-on
412-9002.00-00020 1.7 - 2.2 mm pressed in tool-less / screw-on
412-9002.00-00025 2.2 - 2.7 mm pressed in tool-less / screw-on
412-9002.00-00030 2.7 - 3.2 mm pressed in tool-less / screw-on
412-9002.00-00035 3.2 - 3.7 mm pressed in tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.02DST]
Advantages

■■ Hinge with
DIRAK-SNAP-Technology for
adjacent cabinets.

■■ Tool-less installation of door-
part and frame-part.

■■ For surface mounted doors.

■■ Hinge partly visible.

■■ 180° Opening angle.

■■ Door bending 25mm.

■■ Dual hook with
DIRAK-SNAP-Technology see
product system 3-910DST.

■■ IP65 according to DIN EN
60529 by using the o-ring (not
included).

Materials

■■ Frame-part: zinc die, black

■■ Door-part: zinc die, black

■■ Snap wedges: sintered metal,
coated

■■ Pin: stainless steel

■■ Washer: brass

Remarks

Door notch in case you prefer
a narrow gap 1-2 mm between
door and frame.

Hinge, material-thickness door/frame different e.g.
Part Number Clamping range door-part 

(S)
Clamping range frame-

part (S)
Material pin Pin version Installation type

412-8001.00-01525 1.2 - 1.7 mm 2.2 - 2.7 mm stainless steel pressed in tool-less

Hinge, material-thickness door/frame identical e.g.
Part Number Clamping range Material pin Pin version Installation type

412-9001.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less
412-9001.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less
412-9001.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less
412-9001.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less
412-9001.00-00035 3.2 - 3.7 mm stainless steel pressed in tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.01DST]
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Advantages

■■ For surface mounted doors.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ Frame-part snap-in, tool-less.

■■ Door-part screw-on.

■■ Due to an enlarged oblong
hole, the doors are easy to
lift-off.

■■ By an identical hole pattern
in the frame the hinges can
be replaced by dual hooks of
product system 3-910DST.

■■ IP65 according to DIN EN
60529 by using o-ring.

■■ 180° opening angle if hinges
are installed on the right or on
the left.

■■ 140° opening angle if hinges
are installed on the right and
on the left.

Materials

■■ Frame-part: zinc die, black

■■ Door-part: zinc die, black

■■ Snap wedges: sintered
metal, coated

■■ Pin Ø6x15: stainless steel

■■ Pin Ø6x50: steel, zinc plated

■■ Washers: brass, nickel plated

■■ Socket cylinder screws:
steel, zinc plated

■■ Spring washers: steel,  zinc
plated

Remarks

Door notch in case you prefer 
a narrow gap 1-2 mm between 
door and frame

2 socket cylinder screws M6x10 
DIN 7984 and 2 spring washers 
DIN 7980 are included.

Hinge
Part Number Clamping range Pin version Installation type

412-9002.00-00015 1.2 - 1.7 mm pressed in tool-less / screw-on
412-9002.00-00020 1.7 - 2.2 mm pressed in tool-less / screw-on
412-9002.00-00025 2.2 - 2.7 mm pressed in tool-less / screw-on
412-9002.00-00030 2.7 - 3.2 mm pressed in tool-less / screw-on
412-9002.00-00035 3.2 - 3.7 mm pressed in tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.02DST]
Advantages

■■ Hinge with 
DIRAK-SNAP-Technology for 
adjacent cabinets.

■■ Tool-less installation of door-
part and frame-part.

■■ For surface mounted doors.

■■ Hinge partly visible.

■■ 180° Opening angle.

■■ Door bending 25mm.

■■ Dual hook with 
DIRAK-SNAP-Technology see 
product system 3-910DST. 

■■ IP65 according to DIN EN 
60529 by using the o-ring (not 
included).

Materials

■■ Frame-part: zinc die, black

■■ Door-part: zinc die, black

■■ Snap wedges: sintered metal, 
coated

■■ Pin: stainless steel

■■ Washer: brass

Remarks

Door notch in case you prefer 
a narrow gap 1-2 mm between 
door and frame.

Hinge, material-thickness door/frame different e.g.
Part Number Clamping range door-part 

(S)
Clamping range frame-

part (S)
Material pin Pin version Installation type

412-8001.00-01525 1.2 - 1.7 mm 2.2 - 2.7 mm stainless steel pressed in tool-less

Hinge, material-thickness door/frame identical e.g.
Part Number Clamping range Material pin Pin version Installation type

412-9001.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less
412-9001.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less
412-9001.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less
412-9001.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less
412-9001.00-00035 3.2 - 3.7 mm stainless steel pressed in tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.01DST]
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Advantages

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves.

■■ For door installation, the door 
is inserted into the frame at 
approx. 30 ° and the hinge 
pins are pressed in. (2.)

■■ Frame holes layout is also sui-
table for mounting dual hooks 
as on product system 3-170 
or 3-910 shown allowing 
reversibility of door.

Materials

■■ Frame-part, door-part and 
pin: zinc die, black

■■ Detent spring: spring steel

Remarks

1. possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

3. 180° Opening angle if hinges 
are installed on the right or on 
the left. 

4. 146° Opening angle if hinges 
are installed on thr right and on 
the left.

5. Fastening (material is 
included).

Hinge
Part Number Version Material pin Pin version

212-9085.00-00000 Pin two parts zinc die captive

Hinge Pr05 180° [4-182.05]
Advantages

■■ For surface mounted doors.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ 180° Opening angle.

■■ Door-part snap-in, tool-less.

■■ Frame-part screw-on.

■■ Dual hook see product system
3-910 and 3-170.

■■ Fastening material included.

Materials

■■ Frame- and door-part:  zinc
die, black

■■ Snap wedges: sintered metal,
coated

■■ Pin Ø6x60: stainless steel

■■ Washers: brass, nickel plated

■■ Screws, nuts and spring
washers: steel, zinc plated

Remarks

Door notch in case you prefer 
a narrow gap 1-2 mm between 
door and frame.

Hinge
Part Number Clamping range Material pin Pin version Installation type

412-9004.00-00015 1.2 - 1.7 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00020 1.7 - 2.2 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00025 2.2 - 2.7 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00030 2.7 - 3.2 mm stainless steel pressed in tool-less / screw-on
412-9004.00-00035 3.2 - 3.7 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-182.03DST]
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Advantages

■■ Tool-less installation of frame-
part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ 180° Opening angle.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves. 

■■ For door installation, the door 
is inserted into the frame at 
approx. 30° and the hinge 
pins are pressed in.

■■ IP65 according to DIN EN 
60529 by using the o-ring.

Materials

■■ Frame-part, door-part and 
pin: zinc die, black

■■ Snap wedges: sintered 
metal, coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

180° Opening angle if hinges 
are installed on the right or on 
the left. 

146° Opening angle if hinges 
are installed on thr right and on 
the left.

Frame holes layout is also suita-
ble for mounting dual hooks as 
on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9062.00-00015 1.2 - 1.7 mm zinc die tool-less / screw-on
412-9062.00-00020 1.7 - 2.2 mm zinc die tool-less / screw-on
412-9062.00-00025 2.2 - 2.7 mm zinc die tool-less / screw-on
412-9062.00-00030 2.7 - 3.2 mm zinc die tool-less / screw-on
412-9062.00-00035 3.2 - 3.7 mm zinc die tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover

Accessories

756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.06DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and
captive pin-halves.

■■ At about 30° door opening the
door can be pulled out, after
retracting the pin-halves.

■■ For door installation, the door
is inserted into the frame at
approx. 30 ° and the hinge
pins are pressed in.

■■ IP65 according to DIN EN
60529 by o-ring.

Materials

■■ Frame-part, door-part and
pin: zinc die, black

■■ Snap wedges: sintered metal,
coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

Frame holes layout is also 
suitable for mounting dual hooks 
as on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9020.00-00015 1.2 - 1.7 mm zinc die tool-less
412-9020.00-00020 1.7 - 2.2 mm zinc die tool-less
412-9020.00-00025 2.2 - 2.7 mm zinc die tool-less
412-9020.00-00030 2.7 - 3.2 mm zinc die tool-less
412-9020.00-00035 3.2 - 3.7 mm zinc die tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.05DST]
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Advantages

■■ Tool-less installation of frame-
part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ 180° Opening angle.

■■ Door-part with pre-fitted and
captive pin-halves.

■■ At about 30° door opening the
door can be pulled out, after
retracting the pin-halves.

■■ For door installation, the door
is inserted into the frame at
approx. 30° and the hinge
pins are pressed in.

■■ IP65 according to DIN EN
60529 by using the o-ring.

Materials

■■ Frame-part, door-part and
pin: zinc die, black

■■ Snap wedges: sintered
metal, coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

180° Opening angle if hinges 
are installed on the right or on 
the left. 

146° Opening angle if hinges 
are installed on thr right and on 
the left.

Frame holes layout is also suita-
ble for mounting dual hooks as 
on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9062.00-00015 1.2 - 1.7 mm zinc die tool-less / screw-on
412-9062.00-00020 1.7 - 2.2 mm zinc die tool-less / screw-on
412-9062.00-00025 2.2 - 2.7 mm zinc die tool-less / screw-on
412-9062.00-00030 2.7 - 3.2 mm zinc die tool-less / screw-on
412-9062.00-00035 3.2 - 3.7 mm zinc die tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover

Accessories

756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.06DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and 
captive pin-halves.

■■ At about 30° door opening the 
door can be pulled out, after 
retracting the pin-halves.

■■ For door installation, the door 
is inserted into the frame at 
approx. 30 ° and the hinge 
pins are pressed in.

■■ IP65 according to DIN EN 
60529 by o-ring.

Materials

■■ Frame-part, door-part and 
pin: zinc die, black

■■ Snap wedges: sintered metal, 
coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

Frame holes layout is also 
suitable for mounting dual hooks 
as on product system 3-910DST 
shown allowing reversibility of 
door.

Hinge
Part Number Clamping range Material pin Installation type

412-9020.00-00015 1.2 - 1.7 mm zinc die tool-less
412-9020.00-00020 1.7 - 2.2 mm zinc die tool-less
412-9020.00-00025 2.2 - 2.7 mm zinc die tool-less
412-9020.00-00030 2.7 - 3.2 mm zinc die tool-less
412-9020.00-00035 3.2 - 3.7 mm zinc die tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1005.00-02420 O-ring 24 x 2.0mm

DST Hinge Pr05 180° [4-182.05DST]
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Advantages

■■ 180° hinge for surface 
mounted door for adjacent 
cabinets.

■■ Door is lift-off.

■■ Door-bending 25mm.

■■ 180° Opening angle.

■■ With M6 threaded stubs for 
fastening from inside, or 
Ø6.4mm countersunk holes 
for fastening from outside.

■■ The optional notch in the ben-
ding (dimension 55) is being 
concealed by the 60mm wide 
frame-part.

■■ Door-thickness 4mm.

Materials

a) and a1)

■■ Frame-part and door-part: 
zinc die, black or chrome 
plated 

■■ Pin: stainless steel

■■ Washer: brass

a2)

■■ Door-part: zinc die, black

■■ Frame-part: steel, black

■■ Pin: stainless steel

■■ Washer: stainless steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Hinge, frame- and door-part zinc die 
Part Number Version Surface Frame-part Material pin Pin version Installation type

a) 212-9042.00-00000 RH chrome plated with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9043.00-00000 RH chrome plated with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9044.00-00000 LH chrome plated with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9045.00-00000 LH chrome plated with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9046.00-00000 RH black with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9047.00-00000 RH black with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on
a) 212-9048.00-00000 LH black with threaded stubs M6 stainless steel pressed in screw-on
a1) 212-9049.00-00000 LH black with countersunk holes Ø6.4mm for M6 stainless steel pressed in screw-on

Hinge, frame-part steel, door-part zinc die, black
Part Number Version Surface Frame-part Material pin Pin version Installation type

a2) 212-9082.00-00000 RH black with holes Ø6.4mm for M6 stainless steel pressed in screw-on
a2) 212-9083.00-00000 LH black with holes Ø6.4mm for M6 stainless steel pressed in screw-on

Hinge Pr05 180° [4-183]
Advantages

■■ Tool-less installation of door-
part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly visible.

■■ Door bending 25mm.

■■ RH/ LH application.

■■ Opening angle 180°.

■■ Door-part with pre-fitted and
captive pin-halves.

■■ At about 30° door opening the
door can be pulled out, after
retracting the pin-halves.

■■ For door installation, the door
is inserted into the frame at
approx. 30 ° and the hinge
pins are pressed in.

Materials

■■ Frame-part, door-part and
pin: zinc die, black

■■ Snap wedges: sintered metal,
coated

■■ Detent spring: spring steel

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame.

Frame holes layout is also 
suitable for mounting dual hooks 
as on product system 3-170 or 
3-910 shown allowing reversibi-
lity of door.

Hinge
Part Number Clamping range Material pin Installation type

412-9006.00-00015 1.2 - 1.7 mm zinc die tool-less / screw-on
412-9006.00-00020 1.7 - 2.2 mm zinc die tool-less / screw-on
412-9006.00-00025 2.2 - 2.7 mm zinc die tool-less / screw-on
412-9006.00-00030 2.7 - 3.2 mm zinc die tool-less / screw-on
412-9006.00-00035 3.2 - 3.7 mm zinc die tool-less / screw-on

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
754 292-0402.00-03014 Cutout-cover
756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-182.07DST]
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Advantages

■■ Tool-less installation of door-
part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 25mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30° 
opening angle.

■■ Lift-off safety, the door can't 
be lifted-off in closed position.

Materials

Door-part: zinc die, black

Frame-part: steel, black

Snap wedges: sintered steel

Pin and spring: stainless steel

Washer: brass, nickel plated

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Hinge, version RH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9016.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Hinge version LH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9017.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-184.05DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 20mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30°
opening angle.

■■ Lift-off safety, the door can't
be lifted-off in closed position.

■■ IP65 according to DIN EN
60529 by flat external seal.

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Snap wedges: sintered steel

■■ Pin and spring: stainless
steel

■■ Washer: brass, nickel plated

■■ Plug: NBR, black

Remarks

For uninstallation of the frame-
part remove plug. Frame-part 
can be disengaged from outside 
with a screw driver.

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Attention: If you use the exter-
nal seal (only neccessary for the 
frame part), please order a larger 
clamping range.

Hinge
Part Number Version Clamping range 

door-part (S)
Clamping range 
frame-part (S)

Material pin Pin version Installation type

412-9008.00-01515 RH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9008.00-02020 RH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9008.00-02523 RH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9008.00-03030 RH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less
412-9009.00-01515 LH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9009.00-02020 LH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9009.00-02523 LH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9009.00-03030 LH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
755 292-0702.15-01030 Reinforcement plate for cutout 

Accessories

754 292-0402.00-03014 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

209-3301.00-00000 Flat external seal

DST Hinge Pr05 180° [4-184.01DST]
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Advantages

■■ Tool-less installation of door-
part.

■■ For surface mounted doors for
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 25mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30°
opening angle.

■■ Lift-off safety, the door can't
be lifted-off in closed position.

Materials

Door-part: zinc die, black

Frame-part: steel, black

Snap wedges: sintered steel

Pin and spring: stainless steel

Washer: brass, nickel plated

Remarks

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Hinge, version RH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9016.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9016.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Hinge version LH
Part Number Clamping range door-part (S) Material pin Pin version Installation type

412-9017.00-00015 1.3 - 2.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00020 1.8 - 2.5 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00025 2.3 - 3.0 mm stainless steel pressed in tool-less / screw-on
412-9017.00-00030 2.8 - 3.5 mm stainless steel pressed in tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr05 180° [4-184.05DST]
Advantages

■■ Tool-less installation of frame- 
and door-part.

■■ For surface mounted doors for 
adjacent cabinets.

■■ Hinge partly-concealed.

■■ Door bending 20mm.

■■ RH and LH version.

■■ 180° opening angle.

■■ Door can be lifted-off at 30° 
opening angle.

■■ Lift-off safety, the door can't 
be lifted-off in closed position.

■■ IP65 according to DIN EN 
60529 by flat external seal.

Materials

■■ Frame-part and door-part:
zinc die, black 

■■ Snap wedges: sintered steel 

■■ Pin and spring: stainless 
steel 

■■ Washer: brass, nickel plated 

■■ Plug: NBR, black

Remarks

For uninstallation of the frame-
part remove plug. Frame-part 
can be disengaged from outside 
with a screw driver.

Possible notching in the door 
for a gap of approx. 1-2mm 
between door and frame. 

Attention: If you use the exter-
nal seal (only neccessary for the 
frame part), please order a larger 
clamping range.

Hinge
Part Number Version Clamping range 

door-part (S)
Clamping range 
frame-part (S)

Material pin Pin version Installation type

412-9008.00-01515 RH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9008.00-02020 RH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9008.00-02523 RH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9008.00-03030 RH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less
412-9009.00-01515 LH 1.3 - 2.0 mm 1.4 - 1.7 mm stainless steel pressed in tool-less
412-9009.00-02020 LH 1.8 - 2.5 mm 1.8 - 2.1 mm stainless steel pressed in tool-less
412-9009.00-02523 LH 2.3 - 3.0 mm 2.2 - 2.5 mm stainless steel pressed in tool-less
412-9009.00-03030 LH 2.8 - 3.5 mm 2.8 - 3.1 mm stainless steel pressed in tool-less

Accessories

755 292-0701.15-01530 Reinforcement plate for cutout 
755 292-0702.15-01030 Reinforcement plate for cutout 

Accessories

754 292-0402.00-03014 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Function extension

209-3301.00-00000 Flat external seal

DST Hinge Pr05 180° [4-184.01DST]
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Advantages

■■ DST Reinforcement plate for 
cutouts 30x8mm, 30x10mm, 
30x14mm and 30x15mm.

■■ For using the 
DIRAK-SNAP-Technology in 
thin-walled sheets and for 
higher loads.

■■ Tool-less installation at the 
same time or later.

■■ This provides a vibration-proof 
connection of the reinforce-
ment plate with the DST 
product.

■■ One side angled to be used at 
bendings.

■■ Can also be used for the un-
installation of DST products 
with the a.m. cutouts.

Materials

■■ Reinforced Plate: steel, zinc 
plated

Remarks

The clamping range (S) results 
in sheet thickness and reinforce-
ment plate. 

Example: Sheet thickness 1mm 
+ reinforcement plate 2mm = 
3mm clamping range (S)

Reinforcement plate
Part Number Cutout Cutout 2 Material Surface

a) 292-0701.15-01530 30x14 mm 30x15 mm steel zinc plated
b) 292-0702.15-01030 30x8 mm 30x10 mm steel zinc plated

DST Reinforcement Plate [6-079DST]
Advantages

■■ DST Cutout-cover for
 cutout 30x7mm, 30x10mm,
30x14mm and 25x10mm.

■■ Tool-less installation.

Materials

■■ Cutout-cover: NBR, black or
neoprene 70° shore

Remarks

(s) = 1.5 +/-0.1

Cutout-cover
Part Number Cutout Material Surface

a) 292-0401.00-03007 30x7 mm NBR black
b) 292-0401.00-03010 30x10 mm NBR black
c) 292-0402.00-03014 30x14 mm NBR black
d) 292-0403.06-09005 25x10 mm neoprene 70° black
e) 292-0403.06-07035 25x10 mm neoprene 70° light grey RAL 7035

DST Cutout-Cover [5-960DST]
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Advantages

■■ DST Reinforcement plate for
cutouts 30x8mm, 30x10mm,
30x14mm and 30x15mm.

■■ For using the
DIRAK-SNAP-Technology in
thin-walled sheets and for
 higher loads.

■■ Tool-less installation at the
same time or later.

■■ This provides a vibration-proof
connection of the reinforce-
ment plate with the DST
 product.

■■ One side angled to be used at
bendings.

■■ Can also be used for the un-
installation of DST products
with the a.m. cutouts.

Materials

■■ Reinforced Plate: steel, zinc
plated

Remarks

The clamping range (S) results 
in sheet thickness and reinforce-
ment plate. 

Example: Sheet thickness 1mm 
+ reinforcement plate 2mm =
3mm clamping range (S)

Reinforcement plate
Part Number Cutout Cutout 2 Material Surface

a) 292-0701.15-01530 30x14 mm 30x15 mm steel zinc plated
b) 292-0702.15-01030 30x8 mm 30x10 mm steel zinc plated

DST Reinforcement Plate [6-079DST]
Advantages

■■ DST Cutout-cover for 
cutout 30x7mm, 30x10mm, 
30x14mm and 25x10mm.

■■ Tool-less installation.

Materials

■■ Cutout-cover: NBR, black or 
neoprene 70° shore

Remarks

(s) = 1.5 +/-0.1

Cutout-cover
Part Number Cutout Material Surface

a) 292-0401.00-03007 30x7 mm NBR black
b) 292-0401.00-03010 30x10 mm NBR black
c) 292-0402.00-03014 30x14 mm NBR black
d) 292-0403.06-09005 25x10 mm neoprene 70° black
e) 292-0403.06-07035 25x10 mm neoprene 70° light grey RAL 7035

DST Cutout-Cover [5-960DST]
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Advantages

■■ Multi Key for 4 inserts: 
Triangular 8mm 
Square 6mm 
Square 8mm 
Double bit 5mm

Materials

■■ Multi Key: zinc die, zinc plated

Multi Key
Part Number Type Material Surface

204-0701.07-07500 Multi Key for Inserts zinc die zinc plated

Advantages

■■ Universal key for railway applications.

■■ Designed for increased leverage for hard to turn 
lock.

■■ One tool for 4 inserts: 
Conical square insert (Berne key), 
Socket square 7.6mm insert (UK insert), 
DÜWAG insert, 
Conical square 9mm.

■■ Intergrated eyelet for attaching key ring or key 
bands.

Materials

■■ Universal rail key: stainless steel, untreated

Rail key
Part Number Insert Material Surface

204-0702.80-00000 Universal stainless steel untreated

Multi Key [6-101]

Universal Rail Key Stainless Steel [6-105]

Advantages

■■ a) Tool for uninstallation for
cutouts 30x8mm, 30x10mm,
30x14mm and 30x15mm and
25mm (0.984) length.

■■ b), d) and e) Tool for
 uninstallation of DST
 fasteners.

■■ c) Tool for uninstallation for
cutout with 14mm and 15mm
width.

Materials

■■ Tool for uninstallation:
 stainless steel, brass and steel
zinc plated
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Tool for uninstallation
Part Number Material Surface

a) 292-0306.80-02530 stainless steel
b) 292-0311.15-00000 steel zinc plated
c) 292-0301.15-00000 steel zinc plated
d) 292-0302.70-00000 brass untreated
e) 292-0312.83-00000 stainless steel

DST Tools for Uninstallation [6-080DST]
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