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Locking bar system for heavy doors

Advantages

■■ Both ends come ready to 
be connected to the handle 
mechanism.

■■ By cutting the bar, the handle 
mechanism can be installed in 
any position.

■■ Included in the scope of deli-
very: Locking bar system incl. 
base plate and 4 rod guides.

Materials

■■ Handle: aluminium

■■ Bolt box, base plate, bar 
guides and bars: steel, 
zinc plated

Remarks

1. Stroke 28mm

Locking bar system incl. base plate and 4 rod guides
Part Number Multi-point latches Installation type

a) 249-9205.00-00000 Yes screw-on

Specific accessories

b) 249-0508.00-00000 Rod for locking bar system ò16, 2000mm
b) 249-0509.00-00000 Rod for locking bar system ò16, 2500mm
b) 249-0510.00-00000 Rod for locking bar system ò16, 3000mm
c) 249-0410.00-00000 Rod guide for locking bar system ò16
d) 249-0203.00-00000 Bottom plate, straight

Specific accessories

e) 249-0304.00-00000 Bottom plate, angled
f) 249-0603.00-00000 Bar latching bushing for concrete, 2 parts

Locking Bar System ò16 [6-320.03]
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Polymer locks and latches
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for cutout 14.1, length 13.5, with cylinder

Advantages

■■ Quarter-Turn with wing knob 
90° rotation.

■■ RH or LH application.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ All locks supplied with two 
keys.

Materials

a) 

■■ Wing knob and housing: 
zinc die, black or chrome 
plated

b) 

■■ Cam: steel, zinc plated 

Remarks

1. = Flat external seal

2. = Grab-collar

Door-thickness max. 2.5mm

Quarter-Turn with Wing Knob, zinc die
  Part Number Housing length Latching type Door-thickness Grounding type Surface

a) 220-9301.00-00000 13.5 mm max. 2.5 mm chrome plated
b) 220-9303.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm chrome plated
b) 220-9305.00-00000 13.5 mm keyed different max. 2.5 mm chrome plated
a) 220-9302.00-00000 13.5 mm max. 2.5 mm Grounding nut chrome plated
b) 220-9304.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm Grounding nut chrome plated
b) 220-9306.00-00000 13.5 mm keyed different max. 2.5 mm Grounding nut chrome plated
a) 220-9307.00-00000 13.5 mm max. 2.5 mm black
b) 220-9309.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm black
b) 220-9311.00-00000 13.5 mm keyed different max. 2.5 mm black
a) 220-9308.00-00000 13.5 mm max. 2.5 mm Grounding nut black
b) 220-9310.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm Grounding nut black
b) 220-9312.00-00000 13.5 mm keyed different max. 2.5 mm Grounding nut black

Accessories

c) 155 1-058 Cams for Quarter-Turn Pr14.1

Assembly options

220-0001.00-00000 Assembling cam without o-ring
220-0004.00-00000 Assembling cam 90° to handle with o-ring

Quarter-Turn with Wing Knob Pr14.1 L13.5 [1-056]
Advantages

■■ Tool-less installation.

■■ Quarter-Turn clipped in.

■■ Secure fixation in the cutout 
with 2 clip-in noses.

■■ RH/ LH application.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ The Quarter-Turn can only be 
clipped into the cutout when 
it is open.

Materials

■■ Housing and insert:  
PA, black

■■ Hexagon head screw:   
stainless steel

Remarks

(S) door-thickness 0.8 [0.031 to 
1.5 mm [0.059] 

1. open position: delivery 
 condition

Quarter-Turn housing with Insert
  Part Number Insert Housing length Door-thickness Material Surface Installation type

a) 220-9701.00-00000 Slotted 2x4mm 13.5 mm 0.8 - 1.5 mm PA black tool-less

Accessories

b) 155 1-058 Cams for Quarter-Turn Pr14.1

Assembly options

220-0008.00-00000 Assembling (always in open condition)

Quarter-Turn Pr14.1 L13.5 [1-057]
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Advantages

■■ Polyamide Cylinder Quar-
ter-Turn double insulated and 
vibration-proof.

■■ RH / LH application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ All locks supplied with two 
keys.

■■ IP65 according to DIN EN 
60529 by dust cap 200-4101.

■■ IP65/67 according to DIN EN 
60529 by dust cap 200-4103.

Materials

a)

■■ Housing: PA, black

b)

■■ Cam: PA, black

d)

■■ Finger pull: PA, black

Quarter-Turn with cylinder
  Part Number Latching type Housing length Door-thickness Version Material Surface

a) 200-9210.00-00000 keyed alike DIRAK 1333 18 mm max. 8 mm Nut, PA PA black
a) 200-9211.00-00000 keyed alike DIRAK 1333 18 mm max. 8 mm Nut, steel, zinc plated PA black
a) 200-9212.00-00000 keyed alike DIRAK 1333 18 mm max. 8 mm Nut, stainless steel PA black
a) 200-9213.00-00000 keyed different 18 mm max. 8 mm Nut, PA PA black
a) 200-9214.00-00000 keyed different 18 mm max. 8 mm Nut, steel, zinc plated PA black
a) 200-9215.00-00000 keyed different 18 mm max. 8 mm Nut, stainless steel PA black

Accessories

78 1-095 Quarter-Turn Polyamide Pr20.1 L18
c) 175 1-270.01 Finger Pull for Quarter-Turn Pr20.1

b1) 160 1-102 Cams L35/45 steel
b1) 166 1-260 Hooked Cam
d) 174 200-4101.00-00000 Dust cap
d) 174 200-4103.00-00000 Dust cap

Assembly options

200-0001.00-00000 Assembling cam without o-ring

Cylinder Quarter-Turn Polyamide Pr20.1 L18 [1-121]
stainless steel AISI 316L, elegant, low profile Quarter-
Turn with housing lengths 18, 30, 36 and 50mm and 
marked red/green (padlock) on the housing top

Advantages

■■ Please configure the Quar-
ter-Turn with insert and cam.

■■ Housing L18 is water- and 
dust-tight according to 
IP65 DIN EN 60529. It can 
reach IP67 DIN EN 60529 by 
 additional O-ring  
(200-1002.00-00000).

■■ Housings L30 to L50 can 
reach IP65/67 DIN EN 60529 
by additional O-ring  
(839-3771.00-00935).

■■ Adapter sets can consist 
of one or more separate 
 extensions.

■■ A pre-assembled Quarter-Turn 
can be installed through the 
cutout.

Materials

■■ Housing, insert, grounding 
nut: stainless steel AISI 316L

■■ Flat external seal: NBR

Remarks

1. = Flat external seal

c) = Insert

d) = Cam

e) = O-ring 10 x 2.0 mm

f) = O-ring 9 x 3.5 mm

g) = Adapter set

Housing with latched / unlatched indicator, flat seal and grounding nut
  Part Number Housing length Door-thickness Version suitable Adapter set Grounding type Material

a) 100-9092.RH-00000 18 mm max. 8 mm RH Grounding nut Stainless Steel
a) 100-9092.LH-00000 18 mm max. 8 mm LH Grounding nut Stainless Steel
b) 100-9093.RH-00000 30 mm max. 20 mm RH L14 Grounding nut Stainless Steel
b) 100-9093.LH-00000 30 mm max. 20 mm LH L14 Grounding nut Stainless Steel
b) 100-9094.RH-00000 36 mm max. 26 mm RH L21 Grounding nut Stainless Steel
b) 100-9094.LH-00000 36 mm max. 26 mm LH L21 Grounding nut Stainless Steel
b) 100-9095.RH-00000 50 mm max. 40 mm RH L33 Grounding nut Stainless Steel
b) 100-9095.LH-00000 50 mm max. 40 mm LH L33 Grounding nut Stainless Steel

Accessories

c) 158 7-082 Insert Stainless Steel Pr20.1
d) 162 7-105 Cams L35/45 stainless steel
e) 200-1002.00-00000 O-ring 10 x 2.0mm
f) 839-3771.00-00935 O-ring 9 x 3.5mm
g) 100-9019.00-00000 Adapter set L14
g) 100-9020.00-00000 Adapter set L21
g) 100-9022.00-00000 Adapter set L33

Assembly options

h) 200-0002.00-00000 Assembling cam with o-ring
h) 200-0004.00-00000 Assembling adapter, with o-ring

Quarter-Turn Pr20.1 L18-50 [7-083]
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length 13.5, with fixing clip

Advantages

■■ Cylinder Quarter-Turn with 
fixing clip.

■■ PA-version is electrically insu-
lated.

■■ RH / LH application.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Attention: please note the 
cutout!

■■ All locks supplied with two 
keys.

Materials

■■ Housing and cylinder: PA, 
black or zinc die, chrome 
plated

■■ Fixing clip and cam: steel, 
zinc plated

Remarks

1.= fixing clip

(S) door-thickness max. 2.2mm

Cylinder Quarter-Turn, cam with fixing clip
  Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

a) 220-9601.00-00000 19 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm PA black
a) 220-9602.00-00000 19 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm PA black
a) 220-9603.00-00000 19 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm PA black
a) 220-9604.00-00000 19 mm keyed different 7.5 mm max. 2.2 mm PA black
a) 220-9605.00-00000 19 mm keyed different 13.5 mm max. 2.2 mm PA black
a) 220-9606.00-00000 19 mm keyed different 19.5 mm max. 2.2 mm PA black
c) 220-9201.00-07200 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9202.00-07200 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9203.00-07200 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9204.00-07200 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9205.00-07200 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9206.00-07200 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Cylinder Quarter-Turn, cam riveted
  Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

b) 220-9201.00-00000 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9202.00-00000 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9203.00-00000 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9204.00-00000 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9205.00-00000 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9206.00-00000 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Accessories

155 1-058 Cams for Quarter-Turn Pr14.1

Cylinder Quarter-Turn L13.5 [1-054]
length 13.5, with fixing clip

Advantages

■■ This Quarter-Turn consists 
of three basic parts which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Max. IP54.

■■ Note: On LH doors the ope-
ning direction is clockwise.

Materials

a)

■■ Housing: PA, black or zinc 
die, chrome plated

■■ Fixing clip: steel, zinc plated

■■ Grounding clip: stainless 
steel 

Quarter-Turn, zinc die, chrome plated
  Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9007.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less
a) 220-9013.00-00000 RH 13.5 mm max. 2.2 mm tool-less

Quarter-Turn, PA, black
  Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9501.00-00000 RH 13.5 mm max. 2.2 mm tool-less
a) 220-9503.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less

Accessories

758 6-100 Key
c) 155 1-058 Cams for Quarter-Turn Pr14.1
b) 154 1-059 Inserts and Finger Pull for Quarter-Turn Pr14.1

Assembly options

220-0001.00-00000 Assembling cam without o-ring
220-0006.00-00000  Assembling cam 90° to wing knob without 

o-ring

Quarter-Turn L13.5 [1-048]
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length 13.5, with fixing clip

Advantages

■■ Cylinder Quarter-Turn with 
fixing clip.

■■ PA-version is electrically insu-
lated.

■■ RH / LH application.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Attention: please note the 
cutout!

■■ All locks supplied with two 
keys.

Materials

■■ Housing and cylinder: PA, 
black or zinc die, chrome 
plated

■■ Fixing clip and cam: steel, 
zinc plated

Remarks

1.= fixing clip

(S) door-thickness max. 2.2mm

Cylinder Quarter-Turn, cam with fixing clip
  Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

a) 220-9601.00-00000 19 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm PA black
a) 220-9602.00-00000 19 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm PA black
a) 220-9603.00-00000 19 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm PA black
a) 220-9604.00-00000 19 mm keyed different 7.5 mm max. 2.2 mm PA black
a) 220-9605.00-00000 19 mm keyed different 13.5 mm max. 2.2 mm PA black
a) 220-9606.00-00000 19 mm keyed different 19.5 mm max. 2.2 mm PA black
c) 220-9201.00-07200 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9202.00-07200 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9203.00-07200 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9204.00-07200 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9205.00-07200 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9206.00-07200 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Cylinder Quarter-Turn, cam riveted
  Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

b) 220-9201.00-00000 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9202.00-00000 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9203.00-00000 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9204.00-00000 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9205.00-00000 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9206.00-00000 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Accessories

155 1-058 Cams for Quarter-Turn Pr14.1

Cylinder Quarter-Turn L13.5 [1-054]
length 13.5, with fixing clip

Advantages

■■ This Quarter-Turn consists 
of three basic parts which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Max. IP54.

■■ Note: On LH doors the ope-
ning direction is clockwise.

Materials

a)

■■ Housing: PA, black or zinc 
die, chrome plated

■■ Fixing clip: steel, zinc plated

■■ Grounding clip: stainless 
steel 

Quarter-Turn, zinc die, chrome plated
  Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9007.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less
a) 220-9013.00-00000 RH 13.5 mm max. 2.2 mm tool-less

Quarter-Turn, PA, black
  Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9501.00-00000 RH 13.5 mm max. 2.2 mm tool-less
a) 220-9503.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less

Accessories

758 6-100 Key
c) 155 1-058 Cams for Quarter-Turn Pr14.1
b) 154 1-059 Inserts and Finger Pull for Quarter-Turn Pr14.1

Assembly options

220-0001.00-00000 Assembling cam without o-ring
220-0006.00-00000  Assembling cam 90° to wing knob without 

o-ring

Quarter-Turn L13.5 [1-048]
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Housing, PA
  Part Number Housing length Door-thickness Version Grounding type Installation type

a) 200-9077.00-00000 18 mm max. 8 mm with Nut, PA screw-on
a) 200-9003.00-00000 18 mm max. 8 mm with Nut, steel, zinc plated screw-on
a) 200-9044.00-00000 18 mm max. 8 mm with Grounding nut, stainless steel Grounding nut screw-on

a) 200-9064.00-00000 18 mm max. 8 mm
with Grounding nut (stainless steel), 

flat external seal, grounding clip
Grounding clip screw-on

Insert with spring washer + screw
  Part Number Insert Material Surface

b) 200-9155.00-00000 Square 7mm PA black
b) 200-9156.00-00000 Square 8mm PA black
b) 200-9158.00-00000 Triangular 8mm PA black
b) 200-9159.00-00000 Double bit 3mm pin PA black
b) 200-9160.00-00000 Double bit 5mm pin PA black
b) 200-9161.00-00000 Slotted 2x4mm PA black
b) 200-9173.00-00000 Wing knob PA black
b) 200-9184.00-00000 Crescent czech PA black
b) 200-9186.00-00000 Slotted recessed coinproof PA black

Cams PA, L45
  Part Number H-dimension Stop Material Surface

c) 200-5318.00-00000 18 mm Yes PA black
c) 200-5320.00-00000 20 mm Yes PA black
c) 200-5322.00-00000 22 mm Yes PA black
c) 200-5325.00-00000 25 mm Yes PA black
c) 200-5328.00-00000 28 mm Yes PA black

Accessories

c1) 160 1-102 Cams L35/45 steel

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0033.00-00000 Assembling cam 90° to handle with o-ring

Function extension

d)-e) 209-9001.00-00000 Sealing kit IP67 for 200-Quarter-Turns
d)-e) 209-9002.00-00000 Sealing kit IP65 for 200-Quarter-Turns

for cutout 20.1, length 18, Polyamide

Advantages

■■ Polyamide Quarter-Turn 
 double insulated.

■■ RH or LH application.

■■ Pre-assembling by DIRAK is 
advisable.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ IP65 according to DIN EN 
60529 by using sealing kit 
209-9002.

■■ IP67 by using sealing kit.

Materials

■■ Housing, insert and cam: 
PA, black

Quarter-Turn Polyamide Pr20.1 L18 [1-095]
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Housing, PA
  Part Number Housing length Door-thickness Version Grounding type Installation type

a) 200-9077.00-00000 18 mm max. 8 mm with Nut, PA screw-on
a) 200-9003.00-00000 18 mm max. 8 mm with Nut, steel, zinc plated screw-on
a) 200-9044.00-00000 18 mm max. 8 mm with Grounding nut, stainless steel Grounding nut screw-on

a) 200-9064.00-00000 18 mm max. 8 mm
with Grounding nut (stainless steel), 

flat external seal, grounding clip
Grounding clip screw-on

Insert with spring washer + screw
  Part Number Insert Material Surface

b) 200-9155.00-00000 Square 7mm PA black
b) 200-9156.00-00000 Square 8mm PA black
b) 200-9158.00-00000 Triangular 8mm PA black
b) 200-9159.00-00000 Double bit 3mm pin PA black
b) 200-9160.00-00000 Double bit 5mm pin PA black
b) 200-9161.00-00000 Slotted 2x4mm PA black
b) 200-9173.00-00000 Wing knob PA black
b) 200-9184.00-00000 Crescent czech PA black
b) 200-9186.00-00000 Slotted recessed coinproof PA black

Cams PA, L45
  Part Number H-dimension Stop Material Surface

c) 200-5318.00-00000 18 mm Yes PA black
c) 200-5320.00-00000 20 mm Yes PA black
c) 200-5322.00-00000 22 mm Yes PA black
c) 200-5325.00-00000 25 mm Yes PA black
c) 200-5328.00-00000 28 mm Yes PA black

Accessories

c1) 160 1-102 Cams L35/45 steel

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0033.00-00000 Assembling cam 90° to handle with o-ring

Function extension

d)-e) 209-9001.00-00000 Sealing kit IP67 for 200-Quarter-Turns
d)-e) 209-9002.00-00000 Sealing kit IP65 for 200-Quarter-Turns

for cutout 20.1, length 18, Polyamide

Advantages

■■ Polyamide Quarter-Turn 
 double insulated.

■■ RH or LH application.

■■ Pre-assembling by DIRAK is 
advisable.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ IP65 according to DIN EN 
60529 by using sealing kit 
209-9002.

■■ IP67 by using sealing kit.

Materials

■■ Housing, insert and cam: 
PA, black

Quarter-Turn Polyamide Pr20.1 L18 [1-095]
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Quarter-Turn housing 2K
  Part Number Housing length Material Surface Captive seal

a) 200-0211.07-07701 18 mm PA black Yes

Insert 2K
  Part Number Insert Material Surface

b1) 100-0388.50-07705 Double bit 3mm pin PA black
b2) 100-0388.50-07701 Double bit 5mm pin PA black
b3) 100-0388.50-07702 Square 8mm PA black
b4) 100-0388.50-07703 Triangular 8mm PA black
b5) 100-0388.50-07707 Wing knob PA black
b6) 100-0388.50-07704 Slotted 2x4mm PA black

Cams 2K, L45
  Part Number H-dimension Stop Material Surface

c) 200-0769.50-07718 18 mm Yes PA black
c) 200-0769.50-07720 20 mm Yes PA black
c) 200-0769.50-07722 22 mm Yes PA black
c) 200-0769.50-07724 24 mm Yes PA black
c) 200-0769.50-07728 28 mm Yes PA black

Specific accessories

a1) 203-0901.03-00000 Nut

Accessories

174 1-270 Dust Caps and Sealing Plug Pr20.1
173 1-275 Emergency Handle + Anti-Rotation Device Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1

Advantages

■■ Double insulated polyamide 
Quarter-Turn.

■■ With moulded-in TPE seal 
(under the head and inside the 
housing).

■■ The TPE seal is permanently 
fixed in the PA-housing, thus 
ensuring that it cannot be lost.

■■ IP65/67 according to DIN EN 
60529.

■■ IP69K according to 
DIN 40050.

■■ Please configure the Quar-
ter-Turn with nut, insert and 
cam. 

■■ Insert and cam can be clipped 
together without tools before 
the installation in the housing.

■■ A pre-assembled Quarter- 
turn can be installed through 
the cutout. 

■■ RH / LH application. 

Materials

■■ Housing, nut, insert and 
cam: PA6, black 

■■ Seal: TPE, red

Remarks

(S) = max. 8 mm.

Quarter-Turn 2K Polyamide Pr20.1 L18 [1-092]
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Quarter-Turn housing 2K
  Part Number Housing length Material Surface Captive seal

a) 200-0211.07-07701 18 mm PA black Yes

Insert 2K
  Part Number Insert Material Surface

b1) 100-0388.50-07705 Double bit 3mm pin PA black
b2) 100-0388.50-07701 Double bit 5mm pin PA black
b3) 100-0388.50-07702 Square 8mm PA black
b4) 100-0388.50-07703 Triangular 8mm PA black
b5) 100-0388.50-07707 Wing knob PA black
b6) 100-0388.50-07704 Slotted 2x4mm PA black

Cams 2K, L45
  Part Number H-dimension Stop Material Surface

c) 200-0769.50-07718 18 mm Yes PA black
c) 200-0769.50-07720 20 mm Yes PA black
c) 200-0769.50-07722 22 mm Yes PA black
c) 200-0769.50-07724 24 mm Yes PA black
c) 200-0769.50-07728 28 mm Yes PA black

Specific accessories

a1) 203-0901.03-00000 Nut

Accessories

174 1-270 Dust Caps and Sealing Plug Pr20.1
173 1-275 Emergency Handle + Anti-Rotation Device Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1

Advantages

■■ Double insulated polyamide 
Quarter-Turn.

■■ With moulded-in TPE seal 
(under the head and inside the 
housing).

■■ The TPE seal is permanently 
fixed in the PA-housing, thus 
ensuring that it cannot be lost.

■■ IP65/67 according to DIN EN 
60529.

■■ IP69K according to 
DIN 40050.

■■ Please configure the Quar-
ter-Turn with nut, insert and 
cam. 

■■ Insert and cam can be clipped 
together without tools before 
the installation in the housing.

■■ A pre-assembled Quarter- 
turn can be installed through 
the cutout. 

■■ RH / LH application. 

Materials

■■ Housing, nut, insert and 
cam: PA6, black 

■■ Seal: TPE, red

Remarks

(S) = max. 8 mm.

Quarter-Turn 2K Polyamide Pr20.1 L18 [1-092]
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Housing with rotatable bottom and O-ring
  Part Number Housing length Clamping range Installation type Packaging unit

a) 408-9305.00-00010 18 mm 0.8 - 1.3 mm tool-less 50 pcs.
a) 408-9305.00-00015 18 mm 1.3 - 1.8 mm tool-less 50 pcs.
a) 408-9305.00-00020 18 mm 1.8 - 2.3 mm tool-less 50 pcs.

Accessories

b) 156 1-101 Inserts Pr20.1
e)-g) 317 3-136 Cutout-Cover PrA / PrB / PrC

c) 160 1-102 Cams L35/45 steel

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Function extension

d) 200-1104.93-00000 Grounding clip
209-9005.00-00000 Sealing kit IP65 for Quarter-Turns PrA 1-099

Advantages

■■ Polyamide Quarter-Turn for 
clip-in installation into cutout 
A.

■■ Tool-less installation.

■■ RH / LH application by rotata-
ble bottom part. 

■■ The Quarter-Turn can be 
clip-in as a completely pre-as-
sembled unit.

■■ Also a 3-point cam can be 
pre-assembled.

■■ IP65 according to DIN EN 
60529 by sealing kit.

■■ Grounding by grounding clip.

■■ By using additional extensions 
PS 3-136 this Quarter-Turn 
can also be applied for cut-
outs B and C.

Materials

■■ Housing: PA, black 

■■ Bottom: zinc die, zinc plated 

■■ Grounding clip: stainless 
steel 

■■ O-ring: NBR, black

Remarks

Attention: H-dimension of 
the cam not less than ≥16mm 
(0.630)

1. = Rotatable bottom

Quarter-Turn Polyamide PrA  [1-099]

Qu
ar
te
r-
Tu
rn
s

Qu
ar
te
r-
Tu
rn
s

 w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com140 | www.DIRAK.comQuarter-Turns | 141Quarter-Turns

Housing with rotatable bottom and O-ring
  Part Number Housing length Clamping range Installation type Packaging unit

a) 408-9305.00-00010 18 mm 0.8 - 1.3 mm tool-less 50 pcs.
a) 408-9305.00-00015 18 mm 1.3 - 1.8 mm tool-less 50 pcs.
a) 408-9305.00-00020 18 mm 1.8 - 2.3 mm tool-less 50 pcs.

Accessories

b) 156 1-101 Inserts Pr20.1
e)-g) 317 3-136 Cutout-Cover PrA / PrB / PrC

c) 160 1-102 Cams L35/45 steel

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Function extension

d) 200-1104.93-00000 Grounding clip
209-9005.00-00000 Sealing kit IP65 for Quarter-Turns PrA 1-099

Advantages

■■ Polyamide Quarter-Turn for 
clip-in installation into cutout 
A.

■■ Tool-less installation.

■■ RH / LH application by rotata-
ble bottom part. 

■■ The Quarter-Turn can be 
clip-in as a completely pre-as-
sembled unit.

■■ Also a 3-point cam can be 
pre-assembled.

■■ IP65 according to DIN EN 
60529 by sealing kit.

■■ Grounding by grounding clip.

■■ By using additional extensions 
PS 3-136 this Quarter-Turn 
can also be applied for cut-
outs B and C.

Materials

■■ Housing: PA, black 

■■ Bottom: zinc die, zinc plated 

■■ Grounding clip: stainless 
steel 

■■ O-ring: NBR, black

Remarks

Attention: H-dimension of 
the cam not less than ≥16mm 
(0.630)

1. = Rotatable bottom

Quarter-Turn Polyamide PrA  [1-099]
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Advantages

■■ Quarter-Turn for cutout type A 
50 x 25.

■■ RH/ LH application.

■■ The Quarter-Turn consists of 
three component groups a), b) 
and c), their versions can be 
combined in any way.

■■ Pre-assembled deliverable on 
request.

■■ The Quarter-Turn can be 
installed pre-assembled.

■■ Pre-assembly of 3-point cam 
also possible.

■■ Height 16mm.

■■ Min. A dimension = 8mm.

■■ IP65 according to DIN EN 
60529 by sealing kit 
 209-9007.

Materials

a)

■■ Bearing plate: zinc die, 
untreated

b), b1) and b2)

■■ Escutcheons: PA, black

■■ Self tapping screw: steel, 
zinc plated

e) and f)

■■ O-rings: Perbunan

Remarks

Escutcheon b2) only in use with 
insert double bit.

For door-thicknesses greater 
than 3.5mm longer screws for 
the installation are required.

Bearing plate and Escutcheons
  Part Number Name Material Surface Door-thickness Installation type

a) 207-2707.00-00016 Bearing plate 16mm zinc die untreated screw-on
b) 208-9306.00-00000 Escutcheon PrA PA black 1.3 - 3.5 mm screw-on
b1) 208-9307.00-00000 Escutcheon PrA SOFTLINE PA black 1.3 - 3.5 mm screw-on
b2) 208-9308.00-00000 Escutcheon for double bit PrA PA black 1.3 - 3.5 mm screw-on

Accessories

c) 156 1-101 Inserts Pr20.1
d) 160 1-102 Cams L35/45 steel

d1) 184 2-151.04 3-Point Cam Adapter

Function extension

g) 298 3-011 Grounding clip
209-9007.00-00000 Sealing kit IP65 for Quarter-Turn PrA

Quarter-Turn PrA L16 [2-040]
Advantages

■■ Quarter-Turn for snap-in ins-
tallation into cutout PrA.

■■ Tool-less installation.

■■ Vibration-proof installation.

■■ Blind installation.

■■ Rectangular cutout guaran-
tees a perfect alignment.

■■ Also a 3-point cam can be 
pre-assembled.

■■ RH / LH application (bottom 
with 90° stop can be rotated).

■■ IP65 according to DIN EN 
60529 (o-ring for housing 
is included). O-ring 200-
1001.00-00000, for insert, 
please order separately .

■■ Grounding by grounding clip.

Materials

■■ Housing: PA, black

■■ Bottom: zinc die, zinc plated 

■■ Snap wedges: sintered steel, 
zinc plated 

■■ Grounding clip: stainless 
steel 

■■ O-Rings: NBR, black

Remarks

Attention: H-dimension of the 
cam not less than ≥ 16mm (5/8).

Through escutcheons, this 
Quarter-Turn can also be used 
for cutouts PrB and PrC (see 
product system 3-136SL).

1. = rotatable bottom for RH/LH 

2. = o-ring

Housing PrA
  Part Number Housing length Clamping range Grounding type Material Surface Installation type

a) 408-9301.00-00015 18 mm 0.8 - 1.5 mm Grounding clip PA black tool-less
a) 408-9301.00-00020 18 mm 1.3 - 2.0 mm Grounding clip PA black tool-less
a) 408-9301.00-00025 18 mm 1.8 - 2.5 mm Grounding clip PA black tool-less
a) 408-9301.00-00030 18 mm 2.3 - 3.0 mm Grounding clip PA black tool-less
a) 408-9301.00-00035 18 mm 2.8 - 3.5 mm Grounding clip PA black tool-less
a) 408-9302.00-00015 18 mm 0.8 - 1.5 mm PA black tool-less
a) 408-9302.00-00020 18 mm 1.3 - 2.0 mm PA black tool-less
a) 408-9302.00-00025 18 mm 1.8 - 2.5 mm PA black tool-less
a) 408-9302.00-00030 18 mm 2.3 - 3.0 mm PA black tool-less
a) 408-9302.00-00035 18 mm 2.8 - 3.5 mm PA black tool-less

Accessories

b) 156 1-101 Inserts Pr20.1
c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

c1) 182 2-151 2-, 3- and 4-Point Cam Adapter

Function extension

317 3-136 Cutout-Cover PrA / PrB / PrC
d) 200-1001.00-00000 O-ring 12 x 2.0mm
f) 200-1104.93-00000 Grounding clip

DST Quarter-Turn PrA L18 [1-100DST]
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for cutout 20.1, length 18, with cylinder

Advantages

■■ Drip handle Quarter-Turn.

■■ RH / LH application.

■■ Versions without cylinder are 
water- and dust-tight accor-
ding to IP65 DIN EN 60529.

■■ Versions with cylinder are 
water- and dust-tight accor-
ding to IP54 DIN EN 60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

Materials

■■ A, black with zinc die core

■■ Housing: zinc die, chrome 
plated

■■ Cylinder: PA, black or zinc 
die, chrome plated

■■ Plug: PA, black

Remarks

1. Seal

2. Plug

Quarter-Turn with drip handle
  Part Number Version Latching type Grounding type IP protection Housing 

length
Door-thickness

a) 200-9394.00-00000 with blind plug Grounding nut IP65 18 mm max. 8 mm
b) 200-9392.00-00000 Cylinder PA, black keyed alike DIRAK 1333 Grounding nut IP54 18 mm max. 8 mm
b) 200-9393.00-00000 Cylinder PA, black keyed different Grounding nut IP54 18 mm max. 8 mm
b) 200-9395.00-00000 Cylinder zinc die, chrome plated keyed alike DIRAK 1333 Grounding nut IP54 18 mm max. 8 mm
b) 200-9396.00-00000 Cylinder zinc die, chrome plated keyed different Grounding nut IP54 18 mm max. 8 mm
b) 500-9395.00-00000 Cylinder zinc die, chrome plated keyed alike DS200 Grounding nut IP54 18 mm max. 8 mm

Accessories

c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Quarter-Turn with Drip Handle Pr20.1 L18 [1-135]
screw-on, weld-on or rivet-on, flush version

Advantages

■■ Quarter-Turn screw-on, 
weld-on or rivet-on.

■■ This Quarter-Turn consists 
of three basic parts which 
can be combined to suit your 
application.

Materials

■■ Housing: steel, zinc plated

■■ Bezel: zinc die, untreated

■■ Insert: zinc die, chrome 
 plated

■■ Cam: steel, zinc plated

Housing with bezel
  Part Number Housing length Version Material Surface Installation type

a) 200-9036.00-00000 20 mm RH steel zinc plated screw-/ weld-on/ rivet
a) 200-9037.00-00000 20 mm LH steel zinc plated screw-/ weld-on/ rivet

Housing with bezel flush
  Part Number Housing length Version Material Surface Installation type

b) 100-9010.00-00000 20 mm RH steel zinc plated screw-/ weld-on/ rivet
b) 100-9011.00-00000 20 mm LH steel zinc plated screw-/ weld-on/ rivet

Accessories

c) 156 1-101 Inserts Pr20.1
d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring

Quarter-Turn L20 [1-160]
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Compression latches
Vector range

Part number Material Finish A B Note Weight (g)

16-7-4151 polyamide and zinc die-cast black 131 120 1 point cam (H58) 410

16-7-4152 polyamide and zinc die-cast black 131 120 adjustable 1 point cam (H10-60) 460

Vector T-handle - screw mounted

Handle rotation 90° right, 90° left.

Outline fl at gasket reference 27-7-3912.

Material : Body : Glass fi ber reinforced polyamide (PA6).

Handle : zinc die-cast black powder coated.

Shaft : zinc plated steel.

Cam : zinc die-cast or zinc plated steel.

Roller : Glass fi ber reinforced polyamide (PA6).

Other key numbers and cams are available on request.

A full product data sheet is available on our website.
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Part number Material Finish A B Note Weight (g)

16-7-4153 polyamide and zinc die-cast black 131 120 1 point cam (H58) 450

16-7-4154 polyamide and zinc die-cast black 131 120 adjustable 1 point cam (H10-60) 490

Vector T-handle - rivet mounted

IP 65 rated.

Handle rotation 90° right, 90° left.

Material: Body: Glass fi ber reinforced polyamide (PA6).

Handle: zinc die-cast black powder coated/ Shaft: zinc plated steel.

Cam: zinc die-cast or zinc plated steel/ Roller: Glass fi ber reinforced polyamide (PA6).

Other key numbers and cams are available on request.

A full product data sheet is available on our website.
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Compression latches
Vector range

Part number Material Finish A B Note Weight (g)

¤ 16-7-4310 polyamide and zinc die-cast chrome plated 149 139 1 point cam (H48) 570

Vector 2 T-handle with mounting bracket - chrome plated with fi xed cam

The mounting bracket provides a quick, easy and reliable blind mounting. 

Flush T-handle with a 4 mm compression stroke. 

Handle rotation 90° right, 90° left.

Equipped with integrated PUR-gasket, protection degree IP65.

Comes with a keyed alike locking-cylinder with folding stainless steel dust shutter. 

Material : body: PA / T-shaped handle: zinc die cast, black / Cam: steel, zinc plated / Mounting bracket: steel, 

zinc plated / Cast-in bolt : steel, zinc plated.

Other key numbers and cams are available on request.
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Part number Material Finish A B Note Weight (g)

¤ 16-7-4291 polyamide and zinc die-cast black 149 139 adjustable 1 point cam (H17-52) 620

Vector 2 T-handle with mounting bracket - black version with adjustable cam

The mounting bracket provides a quick, easy and reliable blind mounting. 

Flush T-handle with a 4 mm compression stroke. 

Handle rotation 90° right, 90° left.

Equipped with integrated PUR-gasket, protection degree IP65.

Comes with a keyed alike locking-cylinder with folding stainless steel dust shutter. 

Material : body and roller cam: PA / T-shaped handle: zinc die cast, black / Adjsutable cam: zinc die cast, 

passivated / Mounting bracket: steel, zinc plated / Cast-in bolt : steel, zinc plated.

Other key numbers and cams are available on request.
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Rotary locks
Quarter turn

Part number Material Finish H Weight (g)

16-1-8002 POM / PA black 13.5 14

16-1-8004 POM / PA black 18 14

16-1-8009 POM / PA white 18 14

16-1-8006 POM / PA black 25 14

Clip’n Turn - Clip-on quarter turn with slotted shape

This part number includes a body (POM) and clip (PA).

3 cam heights available. Straight cam for heights H=18 and H=25. 

Cranked cam for height H=13.5 (as shown below).

Product in white color: on demand.

This quarter turn can be mounted on door thicknesses up to:

- 4 mm with part numbers 16-1-8002, 16-1-8004 and 16-1-8009.

- 6 mm with part number 16-1-8006.

Clip can be ordered separately with part number 16-1-8007 (dimension 36x30mm).

Patented.
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Rotary locks
Quarter turn

Part number Material Finish H Weight (g)

16-1-8001 POM / PA black 13.5 14

16-1-8003 POM / PA black 18 14

16-1-8008 POM / PA white 18 14

16-1-8005 POM / PA black 25 14

Clip’n Turn - Clip-on quarter turn with wing head

This part number includes a body (POM) and a clip (PA).

3 cam heights available. Straight cam for heights H=18 and H=25 (as shown on the drawing). 

Cranked cam for height H=13.5.

Product in white color: on demand.

This quarter turn can be mounted on door thicknesses up to:

- 4mm with part numbers 16-1-8001, 16-1-8003 and 16-1-8008.

- 6mm with part number 16-1-8005.

Clip can be ordered separately with part number 16-1-8007 (dimension 36x30mm).

Patented.
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Rotary locks
Budget latches

Part number Material Finish A B C W Weight (g)

16-7-4012 acetal resin black 83 22 14 90° 32

Plastic budget latch with strike plate

Not handed.

A

25 8.5

(C
)
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20
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6
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Ø 6.5

Ø 6.5

8x8

W

W

Part number Material Finish A B Weight (g)

16-1-4083 steel zinc plated 93 63.5 58

Common key for budget latches

B

3-11

A
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Slam latches
Small slam latches

Part number Material Finish A C Weight (g)

¤ 16-7-4273 polymer black 61 35.5 58

¤ 16-7-4274 polymer white 61 35.5 58

Low-profi le slam latch

Material: UL94-HB ABS.
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Part number Material Finish A C Weight (g)

¤ 16-7-4275 polymer black 61 35.5 58

Lockable low-profi le slam latch

Material: UL94-HB ABS.
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Mechanical catches
Roller catches

Part number Material Finish A B Force Weight (g)

16-1-3594 polymer white 53 14 1.5kg maxi 9

Roller catch without counterplate

Rubber rollers. Housing in ABS. Shaft in brass.

16-1-3594 + 16-1-3595 & 3596

1
5

.5

5

A

3

34
3.2

44

B

1
9

Part number Material Finish A B Note Weight (g)

16-1-3595 polymer white 34 10 with pin 1.5

16-1-3596 polymer white 34 10 without pin 1.5

Counterplates for part number 16-1-3594

Strike in ABS.

B

3

A

2
1

.3

3Ø 3.4

(16-1-3595)
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Mechanical catches
Other mechanical catches

Part number Material Finish A B C Force Weight (g)

16-7-4214 polymer white 43 21.2 10 2kg 5.2

Snap-in knuckle catch in plastic

Snap-in type body for easy installation on sheet metal applications.

3 panel thicknesses (E) : 0.8 mm, 1.0 mm and 1.2 mm

Cut-out dimensions vary depending on panel thickness.

Internal catch body tolerance of 1.5 mm for ease of alignment.

Push-in force : 2.0 kg.

Pulling force : 2.0 kg.

Body in polyacetal (POM) and strike in polyamide (PA).

(F)
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(F) 32.3 32.9 33.8
32 25

15
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Ø 3.4 @ 90°

Part number Material Finish A B C Force Weight (g)

16-7-3860 polymer white 35.4 30.5 13 7.1kg 4.5

Plastic catch

Push in force : 5.7 kg

Pulling force : 7.1 kg

Body in polyacetal (POM) and strike in polyamide (PA).

2.87.5

2
3

2
6

.5 A

(B)

C

2
.8

1
0

3.2 x 7

3.2 x 6

www.metalika-kacin.comwww.metalika-kacin.com



Catalogue 018 www.pinetuk.com214

Mechanical catches
Touch latches

Part number Material Finish A C Weight (g)

16-7-3838 steel nickel plated and white plastic 33 11 20

Touch latch in steel

(C
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Ø 3

3x6
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Part number Material Finish A B C Force Weight (g)

16-7-4210 polymer black 43 26.5 17.8 10kg 16.3

Touch latch with steel strike

Body in ABS.

Chrome plated strike and hook in black steel.
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Mechanical catches
Touch latches

Part number Material Finish A B C Force Weight (g)

¤ 16-7-4302 POM/PA black 20 10.9 7 1.2kg 0.7

Mini touch latch - snap-in installation

Miniature design is ideal for small applications. 

Snap-in style catch. For sheet metal thickness 2 mm.

Strike sold separately.
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Part number Material Finish Weight (g)

¤ 16-7-4304 POM black 0.5

Snap-in counter plate for part number 16-7-4302
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7

4xR0.5

8
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2
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Mechanical catches
Touch latches

Part number Material Finish Weight (g)

¤ 16-7-4303 POM black 0.4

Screw mount counter plate for part number 16-7-4302

2
1

1
4

7 7.7

2

2xØ 2.6

Part number Material Finish A B C Force Weight (g)

¤ 16-7-4300 polymer black 27.3 14 9.8 3.5kg 2.3

Touch latch - Snap-in installation

Compact design with strong retaining force (3.5 kg).

Snap-in style catch. For sheet metal thickness 2 mm.

Strike sold separately.

Polymer material: PBT, PA and PCL.

B

(1
6
)

(9
)

C

4

1
2
.1

1
0
.8

1
1

(A)

10

90°

Max.R0.5

R0.5
16-7-4301

215.7 4.2

10
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Mechanical catches
Touch latches

Part number Material Finish A B C Weight (g)

¤ 16-7-4301 POM black 23 7 2 1

Counter plate for part number 16-7-4300

8.8

C

B

A 1
6

2xØ 2.6

Part number Material Finish A B C Force Weight (g)

¤ 16-7-4299 polymer black 37 36.3 13.2 3kg 15

Touch latch - Screw mounting - With counter plate

Passed 30,000 open/close cycle test.

Touch latch with fl oating strike allows for easy alignment.

For overlay door, allow 3 mm gap between door and cabinet frame for push space.

Pulling door with excessive force without unlatching the unit may damage the mechanism.

Latch: ABS/POM.

Counter plate: PA.

Comes with screws.

B

C
4

9
.2

2
.2

2
2

3 3

6

8

5

3

1
6

Ø
3
.6

2
6

3
.5

1
.5

(1
2
.5

)(2
.9

)

2
2

1
0

6
.6

A

36(9) 20.5

12.213.2

13.2
6.6

== 3.6 4 (4.6)

2xØ 2.7 @ 90°
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Mechanical catches
Touch latches

Part number Material Finish A B C Force Weight (g)

¤ 16-7-4298 polymer black 71 40 16 8kg 24

Touch latch - Screw mounting - Strong retaining force

Passed 100,000 open/close cycle test.

Strong retaining force: 8 kg.

Floating counter plate for easy alignment.

For overlay door, allow 3 mm gap between door and cabinet frame for push space.

Pulling the door with excessive force without unlatching the unit may damage the mechanism.

Latch: ABS/POM.

Counter plate: PA.

Comes with screws.

B3
2

C

9

8

6
.5

4
.5

3
.3

6.3

9.2

6
.2

2
4

Ø
6

Ø
5

3
3

3
3

1
0 8

A

19.53 23.5

18 23.52016

== 4
2

R5

Ø3.33.6x5.6

www.pinetuk.com Catalogue 018 221

Magnetic catches
Sealed magnetic catches

Part number Material Finish A B C D Force Weight (g)

16-7-4081 polymer white 50 21 13 40 3kg 21

16-7-4206 polymer black 50 21 13 40 3kg 21

Sealed magnetic catch

Strike sold separately.

3

(C)

(D)

A

29

B

1
4

4

4.4 x 9

Part number Material Finish A B C D Weight (g)

16-7-4082 430 Ti stainless steel raw 49 15 2 40 10

Counterplate for sealed magnetic catch 16-7-4081 and 16-7-4206

(C
)

A

(D)

B

Ø 3.8 @ 90°
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Magnetic catches
Sealed magnetic catches

Part number Material Finish A B Force Weight (g)

16-7-4204 polymer white 45 17 3kg 9

Sealed compact magnetic catch

This part number is associated with counterplate 16-7-4205.

35
.6

B

30

A
Ø 4.4

Ø 9.6

Part number Material Finish A B Weight (g)

16-7-4205 polymer white 45 17 9

Counterplate for sealed magnetic catch 16-7-4204

This counterplate has the same dimensions as the part listed above. It has a blue dot on the backside to 

diffenrentiate it from the catch.

35
.6

B

30

A
Ø 4.4

Ø 9.6
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Magnetic catches
Compact magnetic catches

Part number Material Finish A B C D E F G L Force Weight (g)

16-7-4254 ABS black 43 17 6 34 17 24 13 25 1kg 14

16-7-4255 ABS black 53 23.5 6.2 44 23 34 20 35 3kg 32

16-7-4256 ABS black 64 24.5 7 55 24 45 30 46 5kg 48

Low profi le magnetic catch

Ø3.5 Ø4 Ø6.5 

1
.6

L

G
F

E

0
.5

C

2
.5

B

A
D

Part number Material Finish A B C D Force Weight (g)

16-7-3672 polymer white 74 14 17.5 64 12kg 37

Screw-on magnetic catch without counterplate - force 12 kg

B

6

C

A
(D)

Ø 3.2 x 7.8
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Magnetic catches
Screw-on magnetic catches

Part number Material Finish A B C D E F G Force Weight (g)

¤ 16-7-4293 polymer white 34 12 6 25 11 30 20 3kg 13

Mini screw-on magnetic catch with counter plate - force 3 kg

Mini magnetic catch is ideal for tight spaces.

Polymer materials: PBT, steel, neodymium.

Counter plate: steel.

Comes with 4 screws.

EB
1

.5

6

C

2

1
.6

A

D

12

G

F

2x3.2x4.2

Ø 4.8 

Part number Material Finish A B C Force Weight (g)

16-7-3492 polymer white 39.8 13.7 11.7 2 to 3kg 16.5

Screw-on magnetic catch with counterplate - force 3 kg

2

30

1
1

.2

ø 4.5 @ 90°

B

32.2

A

3.5 x 6.4

C

2
.5
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Magnetic catches
Screw-on magnetic catches

Part number Material Finish A B C D Force Weight (g)

16-7-3390 polymer white 48 15 19.2 38 4kg 13

Screw-on magnetic catch without counterplate - force 4 kg

B

5
.5

C

A
(D)

Ø 3.5 x 10.5

Part number Material Finish A B C D Weight (g)

16-7-3351 steel zinc plated 41 14 1.5 31 6

Counter plate for magnetic catch 16-7-3390

C

A

(D)
B

ø 3 @ 90°
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Magnetic catches
Screw-on magnetic catches

Part number Material Finish A B C D Force Weight (g)

16-7-4278 polymer white 48 15.5 13 37.5 4kg 22

Screw-on magnetic catches with counterplate - force 4 kg

A

50

40

(D)

C
B

4
1

4
Ø 3 x 7 

Ø 3 x 6 

Part number Material Finish A B C C1 C2 D E F G S1 S2 Force Weight (g)

16-7-3487 polymer white 58 12 15.2 5 5 42 15.5 57 42 3.2x6 8.1 4kg 31

16-7-3488 polymer white 62.1 12.6 15.2 6 5.5 45 16.4 62 44.7 3.2x6 8.1 6kg 41

Screw-on magnetic catches with counterplate - force 3 to 6 kg

Forces valid with the related counterplate.

(C
2

)

5
.5

(G)

(E
)

B

(D)

A

(F)

3.2 x 8

(S1)

(S2) 

(C
1

)

6.2 x 11.2

C

2
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Magnetic catches
Snap-in magnetic catches

Part number Material Finish A B C Force Weight (g)

16-7-4209 polymer black 41 13 14.6 3kg 5.5

Snap-in magnets without counterplate

Snap-in magnets for sheet metal applications. Suitable for material thicknesses 1.6 mm or 2.6 mm.

E denotes material thickness.

Cut-out varies to suit metal thickness.

Flex-tab for easy removal.

 E (1) (2)

 1.6 6.5 26.0

 2.6 5.8 24.6

E

(2) (1)(1)

8

3 Ø 3.1

A

Ø 3

1.6

1
1

B
6

.2

C

Part number Material Finish A B C D E Force Note Weight (g)

16-7-4013 polypropylene white 25.5 12.3 10.4 23 11 1.5kg
for sheetmetal 

thickness 1.5 mm
4

16-7-4014 polypropylene white 25.5 9.6 11 23 8.2 1.8kg
for sheetmetal 

thickness 1.5 mm
4

16-7-4015 polypropylene white 39.5 10 11 35 8.2 4kg
for sheetmetal 

thickness 1.5 mm
8

16-7-3674 polypropylene black 54 12.5 14.5 51.5 10.8 15kg
for sheetmetal

thickness 2.0 mm
32

Snap-in magnets

BC

A

(E
)

(D)
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Magnetic catches
Snap-in magnetic catches

Part number Material Finish A B C D Note Weight (g)

16-7-3351 steel zinc plated 41 14 1.5 31
for part numbers 

16-7-4013 and 16-7-4014
6

16-7-3673 steel zinc plated 66 12 2 54
for part numbers 

16-7-3674 and 16-7-4015
11

Counterplates for snap-in magnets

Counterplates for part numbers 16-7-4013, 16-7-4014, 16-7-4015 and 16-7-3674.

C

A

(D)

B

ø 3 @ 90°

Part number Material Finish A B C D Weight (g)

16-7-3675 polymer black 75.5 14.8 18.5 65 8

Housing

Housing for part number 16-7-3674.

For screw-mounting.

B

A

(D)

C

ø 2.5 @ 90°
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Toggles latches
Standard toggle latches

Part number Material Finish A B C Weight (g)

16-1-9006 elastomer black 96.5 29 20 36

Soft toggle latch

C B

A

9.516 17.5 9.5 17.5

31.8 ±3

Ø 4.5

Part number Material Finish A B C Weight (g)

16-1-9011 elastomer black 151 45.7 29.5 130

Large soft toggle latch

Stainless steel strike.

12.7
63±2

A

12.7

B

C

1
2
.8

3
8

1
8
.3

12.7 63±2 12.7Ø5.2
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Toggles latches
Standard toggle latches

Part number Material Finish A B C Weight (g)

¤ 16-7-4276 elastomer black 112 47 34 39

Flexible T-handle latch

Keeper and bracket is Nylon.

19,1

M4

M4

9,5

Ø4,8

M4

1
2
,7

3
5
°

(C
)

2
5
,4B

2
0
,3

A

69,5

62,8

W X

XW

422 | www.DIRAK.comLatches | 423Latches

Advantages

■■ Polyamide lock cover for PHZ 
or KABA-cylinders and Quar-
ter-turns.

■■ 180° Opening angle.

■■ Cover is locked by Quar-
ter-turn with bolt.

■■ Polyamide lock covers g), o) 
and p): Opening angle of 
170°, springloaded covers.

■■ Spacer

■■ q), q1), q2): for PHZ and 
KABA-cylinders and 
 Quarter-Turns

■■ r): only for PHZ.

Materials

■■ Lower part, cover and small 
quarter-turn: PA, grey or 
white RAL 7032, RAL 7035 or 
RAL 9003

a) to d) 

■■ Shaft: stainless steel AISI 304

k) 

■■ Shaft: steel, zinc plated

g), o) and p) 

■■ Spring: stainless steel  
AISI 301

■■ Shaft: stainless steel AISI 303

e), f), l), m) and n) 

■■ Quarter-turn part and bolt: 
brass, nickel plated

■■ Shaft: steel, zinc plated

q), q1), q2) and r) 

■■ Spacer: PA, grey or white 
RAL 7032, RAL 7035 or  
RAL 9003

Accessories Latches, PA
  Part Number Name Surface Sealable Screwing type

a) 237-9001.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes
b) 237-9051.00-00000 Polyamide lock cover for profile-cylinder light grey RAL 7035 with countersunk holes
c) 237-9031.00-00000 Polyamide lock cover for profile-cylinder signal white RAL 9003 with countersunk holes
d) 237-8031.00-00000 Polyamide lock cover for profile-cylinder signal white RAL 9003 with blind holes Ø3.1
e) 237-9101.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 Yes with countersunk holes
f) 237-9103.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 Yes with bushings M4
g) 237-8002.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes
k) 237-9002.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes

l) 237-8004.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
light grey RAL 7035 with bushings M4

m) 237-9154.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
light grey RAL 7035 Yes with bushings M4

n) 237-9102.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
pebbel grey RAL 7032 Yes with countersunk holes

o) 237-9303.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
pebbel grey RAL 7032 with countersunk holes

p) 237-9304.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes
q) 237-0401.06-07032 Spacer 5mm thick pebbel grey RAL 7032
q1) 237-0401.06-07035 Spacer 5mm thick light grey RAL 7035
q2) 237-0401.06-09003 Spacer 5mm thick signal white RAL 9003
r) 237-0402.06-07032 Spacer 2mm thick pebbel grey RAL 7032

Polyamide Lock Cover [6-115]
Advantages

■■ Plastic bolt lock.

■■ Install with polyamide lock 
covers see product system 
6-115.

■■ Profile-cylinder see product 
system 2-140 a) and f).

Materials

■■ Bolt lock, complete.:  
POM, natural

Bolt Lock
  Part Number Version Stroke

a) 228-9201.00-00000 Bolt 22mm 14 mm
b) 228-9202.00-00000 Bolt 14mm 14 mm

Bolt Lock [6-114]
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RoHS PA
+80°

-20°

Technopolymer

MATERIAL
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
or grey colour RAL 7040 (C33), matte finish.
BMS.EH - BMS.A: glass-fibre reinforced polyamide based (PA) 
technopolymer actuator, black colour, matte finish.

SPRINGS, SREW AND WASHER
Stainless steel.

STANDARD EXECUTIONS
The door lock consists of a spring with a retaining tooth and a fixing 
plate.
 - BMS: snap lock and unlock.
 - BMS.L: snap lock, manual release by means of a lever.
 - BMS.EH: snap lock, manual release by means of hexagonal key 8 

mm (not supplied), 90° rotation.
 - BMS.A: snap lock, manual release by means of a two-wing key (not 

supplied), 90° rotation.

FEATURES AND APPLICATIONS
BMS door lock (Elesa patent) allows the closing of swing doors 
quickly and easily.
For the installation of a door lock, use M4 TCEI screws (not included 
in the supply).
Under specific tests, the clamp tooth showed constant performances 
for more than 20.000 cycles.

SPECIAL EXECUTION ON REQUEST
Door lock in white colour similar to RAL 9002.

BMS
BMS.L

BMS.EH
BMS.A

1.4 max. 0.2 max.

BMS
BMS

Snap door lock

2/2

11

31
.5

25

38

Ø4.5

18
15

BMS BMS.L

13
.5

32

33
÷3

4.
5

33
.5

÷3
6.

5

5.
5

3.
5

28±0.2

BMS.EH BMS.A

33
.5

÷3
5

4 4

28±0.2

BMS.EH

Code Description
Closing 

strength 
[N]*

Resistance 
to opening 

[N]
627004 BMS.EH-32-28-CH4 30 1200 23
627004-C33 BMS.EH-32-28-CH4-C33 30 1200 23

BMS.A

Code Description
Closing 

strength 
[N]*

Resistance to 
opening 

[N]
627002 BMS.A-32-28-CH4 30 1200 23
627002-C33 BMS.A-32-28-CH4-C33 30 1200 23

* Values referring to the installation with hole centre distance of 34 mm.

BMS

Code Description
Closing 

strength 
[N]*

Opening 
strength 

[N]*
627001 BMS.32-25-CH4 60 100 23
627001-C33 BMS.32-25-CH4-C33 60 100 23

BMS.L

Code Description
Closing 

strength 
[N]*

Resistance 
to opening 

[N]
627006 BMS.L-32-25-CH4 25 2500 27
627006-C33 BMS.L-32-25-CH4-C33 25 2500 27

BMS

Snap door lock
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Technopolymer

CLAMP
Acetal resin based (POM) technopolymer.

BALL
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, matte finish.

MOUNTING
Self-tapping screw Ø 4.8 mm. UNI 7981 B or M5 cylindrical head 
screw with hexagon socket DIN 912.

FEATURES AND APPLICATIONS
BPS ball-shaped door lock (ELESA patent) consists of a clamp to be 
fixed to a frame and a ball to be fixed to a door.
The clamp, in which the ball fixed to the closing door is inserted, is 
a mechanical stop device also to the door movement, thanks to its 
shape.
The screws, that fix the clamp and the ball respectively to the frame 
and to the door, are identical. Thus, making the assembly easier.
Under specific tests, the clamp showed constant performances for 
more than 20.000 cycles.
The ball-shaped door lock has been conceived for use with both 
shutter doors and sliding doors.
The minimum thickness for the profile suitable for use is 15 mm, 
while the distance between door and frame must be within 2.5 mm 
and 3.5 mm (fig.1).

ACCESSORIES ON REQUEST
BPS.30-SP: acetal based (POM) technopolymer spacers kit 5, 10, 15 
mm (sold separately), black colour in order to compensate possible 
differences in width between frame and door.

Thickness 
differences 

between frame 
and door

Spacer to be used Description

0 - -

5 mm 5 mm BPS.30-SP5

10 mm 10 mm BPS.30-SP10

15 mm 15 mm BPS.30-SP15

20 mm 10 mm + 10 mm BPS.30-SP10 + 
BPS.30-SP10

25 mm 10 mm + 15 mm BPS.30-SP10 + 
BPS.30-SP15

30 mm 15 mm + 15 mm BPS.30-SP15 + 
BPS.30-SP15

BPS
BPS

Ball-shaped door lock

2/2

BPS

Code Description Opening release strength 
[N]

6251 BPS.30 30 10

BPS-SP

Code Description H H1 H2

6253 BPS.30-SP5 5 19 6 3
6254 BPS.30-SP10 10 23 8 4
6255 BPS.30-SP15 15 28 9 5

BPS
Ball-shaped door lock
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ESC
ESC

RoHS PA POM
+60°

-20°

with or without built-in lock, technopolymer

HANDLE
Glass-fibre reinforced polyamide based (PA) technopolymer, black 
colour, matte finish. Acetal resin based (POM) technopolymer 
retention wings.

STATOR AND ROTOR
Nickel-plated zinc alloy.

CLOSING LEVER
Zinc-plated steel, 2 mm thickness.

TWO KEYS
Nickel-plated brass.

STANDARD EXECUTIONS

FEATURES AND APPLICATIONS
 - ESC door lock handle (ELESA patent) keeps the door locked in 

the closed position. Because of its location outside the door, its 
installation is very simple.

 - The handle dimensions are such as to allow the assembly on 
profiles with a minimum size of 25 mm and a maximum of 40 mm.

 - The handle is able to compensate for any misalignment of the door 
bringing it back to the correct position while closing by means of 
the built-in guides.

 - The handle is tamperproof from the outside thanks to the rear 
fastening (ESC.90-BM) or front fastening (ESC.90-FM) with caps 
not removable when the handle is closed and preventing access to 
the screws.

 - Under specific tests the handle has always maintained unchanged 
performance for over 40000 cycles.

Door lock handles
ESC

2/2

Code Description

225021 ESC.90-BM-SS 83
225023 ESC.90-BM-K-90-F 115
225025 ESC.90-BM-K-180-F 115
225029 ESC.90-BM-K-90-U 115
225031 ESC.90-BM-K-180-U 115

Code Description

225022 ESC.90-FM-SS 83
225024 ESC.90-FM-K-90-F 115
225026 ESC.90-FM-K-180-F 115
225030 ESC.90-FM-K-90-U 115
225032 ESC.90-FM-K-180-U 115

ASSEMBLY INSTRUCTIONS
To ensure a correct opening release strength (45 N as long as the 
handle is assembled in best conditions), we recommend to position 
the two elements of the handle as close as possible (Fig. 1) during 
assembly.
Rear mounting by means of M6 hexagonal-head screws DIN 933 or 
M6 hexagonal nuts DIN 439B: place the screw as shown in Fig. 2. For 
ease of assembly with the nut, we recommend initially to fasten the 
nut as shown in the drawing.
Front mounting by means of M6 cylindrical-head screws: place the 
doorframe and the door by applying the relevant caps that prevent 
access to the screws (Fig. 3) (tamperproof).
Suggested tightening torque: 5 Nm.
Only when the door is open, it is possible to remove the caps with 
a screwdriver on both the door (Fig. 4) and the doorframe (Fig. 5).

Door lock handles
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Snap-in assembly, technopolymer

HANDLE AND STATOR
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-
black colour, matte finish.

TWO KEYS
Nickel-plated brass or polyamide based (PA) technopolymer.

STANDARD EXECUTIONS

s x y

0.7÷1 110+0.3 30.5+0.1

> 1÷1.5 110+0.3 30.7+0.1

> 1.5÷2 110+0.3 31.7+0.1

> 2÷2.2 110+0.3 31.7+0.1

ACCESSORIES ON REQUEST (TO BE ORDERED SEPARATELY)
Closing lever LPR. (see page 1531).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of tests carried out in the laboratory with handles 
assembled on metal sheet panels with thickness = 1.5 mm.

PR-CH
PR-CH

Flush pull handles with lever latch

2/2

37

Code Description F1 
[N]

F2 
[N]

51911 PR.92-CH-D-K-F 3600 1500 57
51913 PR.92-CH-D-K-U 3600 1500 57
51915 PR.92-CH-D-K-M 3600 1500 57
51921 PR.92-CH-D-QE-T 3600 1500 40
51923 PR.92-CH-D-QE-Q 3600 1500 40
51925 PR.92-CH-D-QE-A 3600 1500 40
51912 PR.92-CH-S-K-F 3600 1500 57
51914 PR.92-CH-S-K-U 3600 1500 57
51916 PR.92-CH-S-K-M 3600 1500 57
51922 PR.92-CH-S-QE-T 3600 1500 40
51924 PR.92-CH-S-QE-Q 3600 1500 40
51926 PR.92-CH-S-QE-A 3600 1500 40

PR-CH

Flush pull handles with lever latch
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