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Advantages

■■ Self adhesive drawing pocket
for heavy duty applications.

■■ a) with two 6mm holes, A4
format.

■■ b) with two 9x6mm oblong
holes.

Materials

a) and b)

■■ Drawing pocket: PS, impact
proof

Drawing Pocket
Part Number A B C D Holes Surface Installation type

a) 231-9001.00-00000 250 mm 236 mm 264 mm 230 mm Ø6 grey RAL 7035 self-adhesive / screw-on
b) 231-9004.00-00000 320 mm 248 mm 336 mm 298 mm 9x6 grey RAL 7035 self-adhesive / screw-on
b) 231-9005.00-00000 320 mm 248 mm 336 mm 298 mm 9x6 orange RAL 2000 self-adhesive / screw-on

Drawing Pocket [6-220]
Advantages

■■ Door catcher with catch pin, 
2-parts.

■■ Adjusts "door to frame" 
always in the right position to 
each other.

■■ Applicable horizontally and 
vertically.

■■ Applicable where cabinets 
being exposed to dynamic 
loading (e.g. vibrations and 
shocks).

■■ A locking of the door will 
remain - even if vibrations 
loads occur.

■■ A "hanging" of the door will be 
balanced.

■■ The door-part will be screwed 
onto a welding stud, M8.

■■ The frame-part will be 
mounted with screws, M6.

Materials

■■ Door catcher with catch pin:
stainless steel AISI 316Ti

Remarks

1. catch pin

2. door catcher

Door Catcher with Catch Pin
Part Number Material Vibration-proof Installation type

241-9201.00-00000 stainless steel Yes screw-on

Door Catcher with Catch Pin Stainless Steel [7-911]
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Drawing pocket for A5 format on request


