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Locking bar system for heavy doors

Advantages

■■ Both ends come ready to 
be connected to the handle 
mechanism.

■■ By cutting the bar, the handle 
mechanism can be installed in 
any position.

■■ Included in the scope of deli-
very: Locking bar system incl. 
base plate and 4 rod guides.

Materials

■■ Handle: aluminium

■■ Bolt box, base plate, bar 
guides and bars: steel, 
zinc plated

Remarks

1. Stroke 28mm

Locking bar system incl. base plate and 4 rod guides
Part Number Multi-point latches Installation type

a) 249-9205.00-00000 Yes screw-on

Specific accessories

b) 249-0508.00-00000 Rod for locking bar system ò16, 2000mm
b) 249-0509.00-00000 Rod for locking bar system ò16, 2500mm
b) 249-0510.00-00000 Rod for locking bar system ò16, 3000mm
c) 249-0410.00-00000 Rod guide for locking bar system ò16
d) 249-0203.00-00000 Bottom plate, straight

Specific accessories

e) 249-0304.00-00000 Bottom plate, angled
f) 249-0603.00-00000 Bar latching bushing for concrete, 2 parts

Locking Bar System ò16 [6-320.03]
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Quarter-Turn with L-handle, PA, black with zinc die core
  Part Number Housing length Latching type IP protection Grounding type Door-thickness

a) 200-9401.00-00000 18 mm IP65 Grounding nut max. 8 mm
b) 200-9402.00-00000 18 mm keyed alike DIRAK 1333 IP54 Grounding nut max. 8 mm
b) 500-9402.00-00000 18 mm keyed alike DS200 IP54 Grounding nut max. 8 mm
b) 200-9403.00-00000 18 mm keyed different IP54 Grounding nut max. 8 mm
c) 200-9483.00-00000 18 mm Push button IP65 Grounding nut max. 8 mm

Quarter-Turn with L-handle, zinc die, chrome plated
  Part Number Housing length Latching type IP protection Grounding type Door-thickness

a) 200-9419.00-00000 18 mm IP65 Grounding nut max. 8 mm
b) 200-9420.00-00000 18 mm keyed alike DIRAK 1333 IP54 Grounding nut max. 8 mm
b) 200-9437.00-00000 18 mm keyed different IP54 Grounding nut max. 8 mm
b) 500-9420.00-00000 18 mm keyed alike DS200 IP54 Grounding nut max. 8 mm
b) 501-9420.00-00000 18 mm PAGODA keyed alike IP54 Grounding nut max. 8 mm
b) 501-9437.00-00000 18 mm PAGODA keyed different IP54 Grounding nut max. 8 mm

Quarter-Turn with L-handle, zinc die, black
  Part Number Housing length Latching type IP protection Grounding type Door-thickness

a) 200-9427.00-00000 18 mm IP65 Grounding nut max. 8 mm
b) 200-9428.00-00000 18 mm keyed alike DIRAK 1333 IP54 Grounding nut max. 8 mm
b) 200-9438.00-00000 18 mm keyed different IP54 Grounding nut max. 8 mm
b) 500-9428.00-00000 18 mm keyed alike DS200 IP54 Grounding nut max. 8 mm
b) 501-9428.00-00000 18 mm PAGODA keyed alike IP65 Grounding nut max. 8 mm
b) 501-9438.00-00000 18 mm PAGODA keyed different IP54 Grounding nut max. 8 mm

Accessories

d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

for cutout 20.1, length 18, with or without cylinder

Advantages

■■ Quarter-Turn with L-handle.

■■ RH or LH application.

■■ Versions without cylinder are 
water- and dust-tight accor-
ding to IP65 DIN EN 60529. 

■■ Versions with cylinder are 
water- and dust-tight accor-
ding to IP54 DIN EN 60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ All lockable handles supplied 
with two keys.

Materials

■■ L-handle: PA, black with zinc 
die core or zinc die, chrome 
plated or black

■■ Grounding nut: zinc die, 
untreated

■■ Cam: steel, zinc plated

Quarter-Turn with L-Handle Pr20.1 L18 [1-150]
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Quarter-Turn with L-handle, PA, black with zinc die core
  Part Number Housing length Latching type IP protection Grounding type Door-thickness

a) 200-9401.00-00000 18 mm IP65 Grounding nut max. 8 mm
b) 200-9402.00-00000 18 mm keyed alike DIRAK 1333 IP54 Grounding nut max. 8 mm
b) 500-9402.00-00000 18 mm keyed alike DS200 IP54 Grounding nut max. 8 mm
b) 200-9403.00-00000 18 mm keyed different IP54 Grounding nut max. 8 mm
c) 200-9483.00-00000 18 mm Push button IP65 Grounding nut max. 8 mm

Quarter-Turn with L-handle, zinc die, chrome plated
  Part Number Housing length Latching type IP protection Grounding type Door-thickness

a) 200-9419.00-00000 18 mm IP65 Grounding nut max. 8 mm
b) 200-9420.00-00000 18 mm keyed alike DIRAK 1333 IP54 Grounding nut max. 8 mm
b) 200-9437.00-00000 18 mm keyed different IP54 Grounding nut max. 8 mm
b) 500-9420.00-00000 18 mm keyed alike DS200 IP54 Grounding nut max. 8 mm
b) 501-9420.00-00000 18 mm PAGODA keyed alike IP54 Grounding nut max. 8 mm
b) 501-9437.00-00000 18 mm PAGODA keyed different IP54 Grounding nut max. 8 mm

Quarter-Turn with L-handle, zinc die, black
  Part Number Housing length Latching type IP protection Grounding type Door-thickness

a) 200-9427.00-00000 18 mm IP65 Grounding nut max. 8 mm
b) 200-9428.00-00000 18 mm keyed alike DIRAK 1333 IP54 Grounding nut max. 8 mm
b) 200-9438.00-00000 18 mm keyed different IP54 Grounding nut max. 8 mm
b) 500-9428.00-00000 18 mm keyed alike DS200 IP54 Grounding nut max. 8 mm
b) 501-9428.00-00000 18 mm PAGODA keyed alike IP65 Grounding nut max. 8 mm
b) 501-9438.00-00000 18 mm PAGODA keyed different IP54 Grounding nut max. 8 mm

Accessories

d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

for cutout 20.1, length 18, with or without cylinder

Advantages

■■ Quarter-Turn with L-handle.

■■ RH or LH application.

■■ Versions without cylinder are 
water- and dust-tight accor-
ding to IP65 DIN EN 60529. 

■■ Versions with cylinder are 
water- and dust-tight accor-
ding to IP54 DIN EN 60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ All lockable handles supplied 
with two keys.

Materials

■■ L-handle: PA, black with zinc 
die core or zinc die, chrome 
plated or black

■■ Grounding nut: zinc die, 
untreated

■■ Cam: steel, zinc plated

Quarter-Turn with L-Handle Pr20.1 L18 [1-150]
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Quarter-Turn with L-handle, PA, black
  Part Number Housing length Latching type Door-thickness IP protection Grounding type

a) 200-9404.00-00000 30 mm max. 20 mm IP65 Grounding nut
a) 200-9407.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a) 500-9407.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 Grounding nut
a) 200-9410.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a) 200-9405.00-00000 40 mm max. 30 mm IP65 Grounding nut
a) 200-9408.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a) 500-9408.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a) 200-9411.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a) 200-9406.00-00000 50 mm max. 40 mm IP65 Grounding nut
a) 200-9409.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a) 500-9409.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 Grounding nut
a) 200-9412.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a) 200-9414.00-00000 60 mm max. 50 mm IP65 Grounding nut
a) 200-9415.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a) 500-9415.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 Grounding nut
a) 200-9416.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut

Quarter-Turn with L-handle, zinc die, chrome plated
  Part Number Housing length Latching type Door-thickness IP protection Grounding type

a1) 200-9439.00-00000 30 mm max. 20 mm IP65 Grounding nut
a1) 200-9443.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a1) 200-9447.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a1) 501-9443.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 Grounding nut
a1) 501-9447.00-00000 30 mm PAGODA keyed different max. 20 mm IP54 Grounding nut
a1) 200-9440.00-00000 40 mm max. 30 mm IP65 Grounding nut
a1) 200-9444.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a1) 500-9444.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a1) 200-9448.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a1) 501-9444.00-00000 40 mm PAGODA keyed alike max. 30 mm IP54 Grounding nut
a1) 501-9448.00-00000 40 mm PAGODA keyed different max. 30 mm IP54 Grounding nut
a1) 200-9441.00-00000 50 mm max. 40 mm IP65 Grounding nut
a1) 200-9445.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a1) 200-9449.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a1) 501-9445.00-00000 50 mm PAGODA keyed alike max. 40 mm IP54 Grounding nut
a1) 501-9449.00-00000 50 mm PAGODA keyed different max. 40 mm IP54 Grounding nut
a1) 200-9442.00-00000 60 mm max. 50 mm IP65 Grounding nut
a1) 200-9446.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a1) 200-9450.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut
a1) 501-9446.00-00000 60 mm PAGODA keyed alike max. 50 mm IP54 Grounding nut
a1) 501-9450.00-00000 60 mm PAGODA keyed different max. 50 mm IP54 Grounding nut

Quarter-Turn with L-handle, zinc die, black
  Part Number Housing length Latching type Door-thickness IP protection Grounding type

a2) 200-9451.00-00000 30 mm max. 20 mm IP65 Grounding nut
a2) 200-9455.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a2) 200-9459.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a2) 501-9455.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 Grounding nut
a2) 501-9459.00-00000 30 mm PAGODA keyed different max. 20 mm IP54 Grounding nut
a2) 200-9452.00-00000 40 mm max. 30 mm IP65 Grounding nut
a2) 200-9456.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a2) 500-9456.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a2) 200-9460.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a2) 501-9456.00-00000 40 mm PAGODA keyed alike max. 30 mm IP54 Grounding nut
a2) 501-9460.00-00000 40 mm PAGODA keyed different max. 30 mm IP54 Grounding nut
a2) 200-9453.00-00000 50 mm max. 40 mm IP65 Grounding nut
a2) 200-9457.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a2) 500-9457.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 Grounding nut
a2) 200-9461.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a2) 501-9457.00-00000 50 mm PAGODA keyed alike max. 40 mm IP54 Grounding nut
a2) 501-9461.00-00000 50 mm PAGODA keyed different max. 40 mm IP54 Grounding nut
a2) 200-9454.00-00000 60 mm max. 50 mm IP65 Grounding nut
a2) 200-9458.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a2) 500-9458.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 Grounding nut
a2) 200-9462.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut
a2) 501-9458.00-00000 60 mm PAGODA keyed alike max. 50 mm IP54 Grounding nut
a2) 501-9462.00-00000 60 mm PAGODA keyed different max. 50 mm IP54 Grounding nut

Accessories

b) 160 1-102 Cams L35/45 steel
b) 167 1-262 Cam variable

Advantages

■■ Quarter-Turn with L-handle 
with extended housing and 
plain/grounding nut.

■■ Maximum door-thickness 
50mm.

■■ All versions of L-handles are 
supplied complete with hou-
sing.

■■ Versions without cylinder are 
water- and dust-tight accor-
ding to IP65 DIN EN 60529.

■■ Versions with cylinder are 
water- and dust-tight accor-
ding to IP54 DIN EN 60529.

■■ Housings with L=36mm on 
request.

■■ Detailed dimensions of the 
handles see product system 
1-150. 

Materials

a)

■■ Handles: PA, black with zinc 
die core or zinc die, chrome 
plated or black

■■ Housing: zinc die 

■■ Flat external seal:  
NBR/Perbunan, black

b)

■■ Cam: steel, zinc plated

Remarks

All lockable handles supplied 
with 2 keys.

Quarter-Turn with L-Handle Pr20.1 L30-60 [1-155.01]
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Quarter-Turn with L-handle, PA, black
  Part Number Housing length Latching type Door-thickness IP protection Grounding type

a) 200-9404.00-00000 30 mm max. 20 mm IP65 Grounding nut
a) 200-9407.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a) 500-9407.00-00000 30 mm keyed alike DS200 max. 20 mm IP54 Grounding nut
a) 200-9410.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a) 200-9405.00-00000 40 mm max. 30 mm IP65 Grounding nut
a) 200-9408.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a) 500-9408.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a) 200-9411.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a) 200-9406.00-00000 50 mm max. 40 mm IP65 Grounding nut
a) 200-9409.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a) 500-9409.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 Grounding nut
a) 200-9412.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a) 200-9414.00-00000 60 mm max. 50 mm IP65 Grounding nut
a) 200-9415.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a) 500-9415.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 Grounding nut
a) 200-9416.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut

Quarter-Turn with L-handle, zinc die, chrome plated
  Part Number Housing length Latching type Door-thickness IP protection Grounding type

a1) 200-9439.00-00000 30 mm max. 20 mm IP65 Grounding nut
a1) 200-9443.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a1) 200-9447.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a1) 501-9443.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 Grounding nut
a1) 501-9447.00-00000 30 mm PAGODA keyed different max. 20 mm IP54 Grounding nut
a1) 200-9440.00-00000 40 mm max. 30 mm IP65 Grounding nut
a1) 200-9444.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a1) 500-9444.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a1) 200-9448.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a1) 501-9444.00-00000 40 mm PAGODA keyed alike max. 30 mm IP54 Grounding nut
a1) 501-9448.00-00000 40 mm PAGODA keyed different max. 30 mm IP54 Grounding nut
a1) 200-9441.00-00000 50 mm max. 40 mm IP65 Grounding nut
a1) 200-9445.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a1) 200-9449.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a1) 501-9445.00-00000 50 mm PAGODA keyed alike max. 40 mm IP54 Grounding nut
a1) 501-9449.00-00000 50 mm PAGODA keyed different max. 40 mm IP54 Grounding nut
a1) 200-9442.00-00000 60 mm max. 50 mm IP65 Grounding nut
a1) 200-9446.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a1) 200-9450.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut
a1) 501-9446.00-00000 60 mm PAGODA keyed alike max. 50 mm IP54 Grounding nut
a1) 501-9450.00-00000 60 mm PAGODA keyed different max. 50 mm IP54 Grounding nut

Quarter-Turn with L-handle, zinc die, black
  Part Number Housing length Latching type Door-thickness IP protection Grounding type

a2) 200-9451.00-00000 30 mm max. 20 mm IP65 Grounding nut
a2) 200-9455.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm IP54 Grounding nut
a2) 200-9459.00-00000 30 mm keyed different max. 20 mm IP54 Grounding nut
a2) 501-9455.00-00000 30 mm PAGODA keyed alike max. 20 mm IP54 Grounding nut
a2) 501-9459.00-00000 30 mm PAGODA keyed different max. 20 mm IP54 Grounding nut
a2) 200-9452.00-00000 40 mm max. 30 mm IP65 Grounding nut
a2) 200-9456.00-00000 40 mm keyed alike DIRAK 1333 max. 30 mm IP54 Grounding nut
a2) 500-9456.00-00000 40 mm keyed alike DS200 max. 30 mm IP54 Grounding nut
a2) 200-9460.00-00000 40 mm keyed different max. 30 mm IP54 Grounding nut
a2) 501-9456.00-00000 40 mm PAGODA keyed alike max. 30 mm IP54 Grounding nut
a2) 501-9460.00-00000 40 mm PAGODA keyed different max. 30 mm IP54 Grounding nut
a2) 200-9453.00-00000 50 mm max. 40 mm IP65 Grounding nut
a2) 200-9457.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm IP54 Grounding nut
a2) 500-9457.00-00000 50 mm keyed alike DS200 max. 40 mm IP54 Grounding nut
a2) 200-9461.00-00000 50 mm keyed different max. 40 mm IP54 Grounding nut
a2) 501-9457.00-00000 50 mm PAGODA keyed alike max. 40 mm IP54 Grounding nut
a2) 501-9461.00-00000 50 mm PAGODA keyed different max. 40 mm IP54 Grounding nut
a2) 200-9454.00-00000 60 mm max. 50 mm IP65 Grounding nut
a2) 200-9458.00-00000 60 mm keyed alike DIRAK 1333 max. 50 mm IP54 Grounding nut
a2) 500-9458.00-00000 60 mm keyed alike DS200 max. 50 mm IP54 Grounding nut
a2) 200-9462.00-00000 60 mm keyed different max. 50 mm IP54 Grounding nut
a2) 501-9458.00-00000 60 mm PAGODA keyed alike max. 50 mm IP54 Grounding nut
a2) 501-9462.00-00000 60 mm PAGODA keyed different max. 50 mm IP54 Grounding nut

Accessories

b) 160 1-102 Cams L35/45 steel
b) 167 1-262 Cam variable

Advantages

■■ Quarter-Turn with L-handle 
with extended housing and 
plain/grounding nut.

■■ Maximum door-thickness 
50mm.

■■ All versions of L-handles are 
supplied complete with hou-
sing.

■■ Versions without cylinder are 
water- and dust-tight accor-
ding to IP65 DIN EN 60529.

■■ Versions with cylinder are 
water- and dust-tight accor-
ding to IP54 DIN EN 60529.

■■ Housings with L=36mm on 
request.

■■ Detailed dimensions of the 
handles see product system 
1-150. 

Materials

a)

■■ Handles: PA, black with zinc 
die core or zinc die, chrome 
plated or black

■■ Housing: zinc die 

■■ Flat external seal:  
NBR/Perbunan, black

b)

■■ Cam: steel, zinc plated

Remarks

All lockable handles supplied 
with 2 keys.

Quarter-Turn with L-Handle Pr20.1 L30-60 [1-155.01]
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stainless steel AISI 316, for cutout 20.1, lengths 30 and 50

Advantages

■■ Quarter-Turn with L-handle 
with extended housing.

■■ Maximum door-thickness 
20mm / 40mm.

■■ RH and LH application.

■■ Single sided grounding nut.

■■ IP65 according to DIN EN 
60529.

■■ Pre-assembled without cam.

■■ Further housing lengths on 
request.

■■ All lockable handles supplied 
with two keys.

■■ Price and delivery time on 
request.

Materials

■■ Handle: AISI 316, satin 
 polished

■■ Housing, grounding nut and 
adapter: stainless steel

■■ Flat external seal: NBR, 
black

Quarter-Turn with L-handle
  Part Number Housing length Latching type Door-thickness Grounding type Installation type

a) 100-9407.00-00000 30 mm max. 20 mm Grounding nut screw-on
a) 100-9408.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm Grounding nut screw-on
a) 100-9409.00-00000 30 mm keyed different max. 20 mm Grounding nut screw-on
a) 100-9410.00-00000 50 mm max. 40 mm Grounding nut screw-on
a) 100-9411.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm Grounding nut screw-on
a) 100-9412.00-00000 50 mm keyed different max. 40 mm Grounding nut screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Assembly options

c) 200-0001.00-00000 Assembling cam without o-ring
c) 200-0019.00-00000 Assembling cam 90° to handle without o-ring
c) 200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L30/50 [7-095.01]
stainless steel AISI 316, for cutout 20.1, length 18

Advantages

■■ Quarter-Turn with L-handle.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ All lockable handles supplied 
with two keys.

■■ Price and delivery time on 
request.

Materials

■■ L-handle: completely stain-
less steel AISI 316, surface 
polished

■■ Nut and cam: stainless steel

Quarter-Turn with L-Handle
  Part Number Housing length Latching type Door-thickness Grounding type Material Installation type

a) 200-9418.00-00000 18 mm max. 8 mm Grounding nut Stainless Steel screw-on
a) 200-9485.00-00000 18 mm keyed alike DIRAK 1333 max. 8 mm Grounding nut Stainless Steel screw-on
a) 200-9486.00-00000 18 mm keyed different max. 8 mm Grounding nut Stainless Steel screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Assembly options

c) 200-0001.00-00000 Assembling cam without o-ring
c) 200-0019.00-00000 Assembling cam 90° to handle without o-ring
c) 200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 [7-103]
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stainless steel AISI 316, for cutout 20.1, lengths 30 and 50

Advantages

■■ Quarter-Turn with L-handle 
with extended housing.

■■ Maximum door-thickness 
20mm / 40mm.

■■ RH and LH application.

■■ Single sided grounding nut.

■■ IP65 according to DIN EN 
60529.

■■ Pre-assembled without cam.

■■ Further housing lengths on 
request.

■■ All lockable handles supplied 
with two keys.

■■ Price and delivery time on 
request.

Materials

■■ Handle: AISI 316, satin 
 polished

■■ Housing, grounding nut and 
adapter: stainless steel

■■ Flat external seal: NBR, 
black

Quarter-Turn with L-handle
  Part Number Housing length Latching type Door-thickness Grounding type Installation type

a) 100-9407.00-00000 30 mm max. 20 mm Grounding nut screw-on
a) 100-9408.00-00000 30 mm keyed alike DIRAK 1333 max. 20 mm Grounding nut screw-on
a) 100-9409.00-00000 30 mm keyed different max. 20 mm Grounding nut screw-on
a) 100-9410.00-00000 50 mm max. 40 mm Grounding nut screw-on
a) 100-9411.00-00000 50 mm keyed alike DIRAK 1333 max. 40 mm Grounding nut screw-on
a) 100-9412.00-00000 50 mm keyed different max. 40 mm Grounding nut screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Assembly options

c) 200-0001.00-00000 Assembling cam without o-ring
c) 200-0019.00-00000 Assembling cam 90° to handle without o-ring
c) 200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L30/50 [7-095.01]
stainless steel AISI 316, for cutout 20.1, length 18

Advantages

■■ Quarter-Turn with L-handle.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ All lockable handles supplied 
with two keys.

■■ Price and delivery time on 
request.

Materials

■■ L-handle: completely stain-
less steel AISI 316, surface 
polished

■■ Nut and cam: stainless steel

Quarter-Turn with L-Handle
  Part Number Housing length Latching type Door-thickness Grounding type Material Installation type

a) 200-9418.00-00000 18 mm max. 8 mm Grounding nut Stainless Steel screw-on
a) 200-9485.00-00000 18 mm keyed alike DIRAK 1333 max. 8 mm Grounding nut Stainless Steel screw-on
a) 200-9486.00-00000 18 mm keyed different max. 8 mm Grounding nut Stainless Steel screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Assembly options

c) 200-0001.00-00000 Assembling cam without o-ring
c) 200-0019.00-00000 Assembling cam 90° to handle without o-ring
c) 200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 [7-103]
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for cutout 20.1, lengths 22 and 32

Advantages

■■ Quarter-Turn, RH or LH 
 application.

■■ Quarter-Turn for padlock. 

■■ The Quarter-Turn consists of 
three basic components a, b 
and c, which can be combi-
ned to suit your application. 

■■ On request parts can be 
assembled by DIRAK. 

■■ IP65 according to DIN EN 
60529 by sealing kit.

Materials

a)

■■ Housing: zinc die, chrome 
plated or black

b)

■■ Insert: zinc die, chrome pla-
ted or black or combination of 
PA, black/zinc die

c)

■■ Cams: steel, zinc plated

d)

■■ Adapter: zinc die, untreated

Quarter-Turn
  Part Number Housing length Door-thickness Grounding type Material Surface

a) 200-9082.00-00000 22 mm max. 12 mm Grounding nut zinc die chrome plated
a) 200-9083.00-00000 22 mm max. 12 mm Grounding nut zinc die black
a) 200-9084.00-00000 32 mm max. 22 mm Grounding nut zinc die chrome plated
a) 200-9085.00-00000 32 mm max. 22 mm Grounding nut zinc die black

Accessories

b) 156 1-101 Inserts Pr20.1
c) 160 1-102 Cams L35/45 steel
f) 200-9031.00-00000 Adapter set L20

Function extension

d) and 
e)

209-9002.00-00000 Sealing kit IP65 for 200-Quarter-Turns

Quarter-Turn Pr20.1 L22-32 for Padlock [1-117]
for cutout 20.1, length 18, with different inserts

Advantages

■■ Quarter-Turn with L-handle for 
inserts.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

■■ The radial spring loaded insert 
automatically locks the handle 
when the handle rotates back 
into the closed position.

■■ This Quarter-Turn with 
L-handle consists of two 
basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

Materials

a)

■■ L-handle: PA, black with zinc 
die core

■■ Insert: zinc die, chrome 
 plated

b)

■■ Cam: steel, zinc plated

Quarter-Turn with L-handle, PA, black with zinc die core
  Part Number Housing length Door-thickness Insert Grounding type

a) 200-9429.00-00000 18 mm max. 8 mm Square 6mm Grounding nut
b) 200-9431.00-00000 18 mm max. 8 mm Square 8mm Grounding nut
c) 200-9432.00-00000 18 mm max. 8 mm Double bit 3mm pin Grounding nut
d) 200-9433.00-00000 18 mm max. 8 mm Double bit 5mm pin Grounding nut
e) 200-9435.00-00000 18 mm max. 8 mm Triangular 8mm Grounding nut
f) 200-9436.00-00000 18 mm max. 8 mm Slotted 2x4mm Grounding nut
g) 200-9475.00-00000 18 mm max. 8 mm Slotted recessed coinproof Grounding nut

Accessories

758 6-100 Key
h) 160 1-102 Cams L35/45 steel
h) 167 1-262 Cam variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 [1-151]
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with cam

Advantages

■■ Heavy Duty Handle.

■■ RH or LH application.

■■ Cam can be turned over and 
can be fastened at any 45° 
angle.

Materials

a), b), c), e) and f)

■■ Handle, cam, base plate 
and hook: EN-GJMW-400-5 
DIN EN 1562, zinc plated

d)

■■ Shaft: steel, zinc plated

Compression Lever Latch
  Part Number Installation type

a)-d) 232-9001.00-00000 screw-on

Accessories

e) 232-1201.00-00000 Look hook
f) 232-9201.00-00000 Look hook, adjustable

Compression Lever Latch [6-270]
Advantages

■■ Application in air conditioning 
technology.

■■ b) and d) captive by O-ring.

Materials

■■ Bridge clamp: PA, black

■■ Tommy screw:  
PA, black / steel, zinc plated

Bridge Clamp
  Part Number Variant Version Installation type

a) 214-9002.00-00000 symmetrical with screw M8 screw-on
b) 214-9002.00-00001 symmetrical with screw M8 captive screw-on
c) 214-9003.00-00000 asymmetrical with screw M8 screw-on
d) 214-9003.00-00001 asymmetrical with screw M8 captive screw-on
e) 214-0103.03-00000 symmetrical and reinforced for clamping two doors for socket-head screw M8 screw-on

Bridge Clamp [6-140]
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Quarter-Turn with L-Handle
  Part Number Housing length Door-thickness Surface Version Grounding type Installation type

a) 200-9463.00-00000 18 mm max. 8 mm chrome plated glossy Grounding nut screw-on
a) 200-9464.00-00000 18 mm max. 8 mm black E-coated Grounding nut screw-on
a) 200-9464.TX-00000 18 mm max. 8 mm black Textured powder, black Grounding nut screw-on
b) 200-9491.00-00000 40 mm max. 30 mm chrome plated glossy Grounding nut screw-on
b) 200-9492.00-00000 40 mm max. 30 mm black E-coated Grounding nut screw-on
b) 200-9492.TX-00000 40 mm max. 30 mm black Textured powder, black Grounding nut screw-on

Accessories

c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

for cutout 20.1, only for padlock, lengths 18 and 40

Advantages

■■ Quarter-Turn with L-handle for 
padlock with 90° rotation. 

■■ Screw-in type.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Padlock feature only if cam 
is at 90° to the handle.

Materials

■■ L-handle: zinc die, chrome 
plated or black 

■■ Housing: zinc die, zinc plated 

■■ Cam: steel, zinc plated 

Quarter-Turn with L-Handle Pr20.1 L18 and 40 [1-154]
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Quarter-Turn with L-Handle
  Part Number Housing length Door-thickness Surface Version Grounding type Installation type

a) 200-9463.00-00000 18 mm max. 8 mm chrome plated glossy Grounding nut screw-on
a) 200-9464.00-00000 18 mm max. 8 mm black E-coated Grounding nut screw-on
a) 200-9464.TX-00000 18 mm max. 8 mm black Textured powder, black Grounding nut screw-on
b) 200-9491.00-00000 40 mm max. 30 mm chrome plated glossy Grounding nut screw-on
b) 200-9492.00-00000 40 mm max. 30 mm black E-coated Grounding nut screw-on
b) 200-9492.TX-00000 40 mm max. 30 mm black Textured powder, black Grounding nut screw-on

Accessories

c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

for cutout 20.1, only for padlock, lengths 18 and 40

Advantages

■■ Quarter-Turn with L-handle for 
padlock with 90° rotation. 

■■ Screw-in type.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Padlock feature only if cam 
is at 90° to the handle.

Materials

■■ L-handle: zinc die, chrome 
plated or black 

■■ Housing: zinc die, zinc plated 

■■ Cam: steel, zinc plated 

Quarter-Turn with L-Handle Pr20.1 L18 and 40 [1-154]
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Quarter-Turn with L-Handle for padlock
  Part Number Housing length Door-thickness Insert Latching type Grounding type Surface Version

a) 200-9488.00-00000 18 mm max. 8 mm keyed alike DIRAK 1333 Grounding nut black E-coated
a) 200-9488.TX-00000 18 mm max. 8 mm keyed alike DIRAK 1333 Grounding nut black Textured powder, black
a) 200-9490.00-00000 18 mm max. 8 mm keyed different Grounding nut black E-coated
a) 200-9490.TX-00000 18 mm max. 8 mm keyed different Grounding nut black Textured powder, black
b) 200-9489.00-00000 18 mm max. 8 mm Slotted 2x4mm Grounding nut black E-coated
b) 200-9489.TX-00000 18 mm max. 8 mm Slotted 2x4mm Grounding nut black Textured powder, black

Accessories

c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Advantages

■■ Quarter-Turn with L-handle for 
padlock with cylinder barrel or 
spring-loaded slotted insert.

■■ Screw-in type.

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ This L-Handle consists of 
two basic parts which can be 
combined to suit your appli-
cation.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Padlock feature only if cam 
is at 90° to the handle.

■■ All lockable handles supplied 
with two keys.

Materials

■■ L-handle: zinc die, black

■■ Housing: zinc die, zinc plated

■■ Slotted insert: zinc die, 
chrome plated

■■ Cylinder barrel: zinc die, with 
stainless dust cap

■■ Cam: steel, zinc plated

L-Handle for Padlock Pr20.1 L18 [1-154.01]
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Quarter-Turn with L-Handle for padlock
  Part Number Housing length Door-thickness Insert Latching type Grounding type Surface Version

a) 200-9488.00-00000 18 mm max. 8 mm keyed alike DIRAK 1333 Grounding nut black E-coated
a) 200-9488.TX-00000 18 mm max. 8 mm keyed alike DIRAK 1333 Grounding nut black Textured powder, black
a) 200-9490.00-00000 18 mm max. 8 mm keyed different Grounding nut black E-coated
a) 200-9490.TX-00000 18 mm max. 8 mm keyed different Grounding nut black Textured powder, black
b) 200-9489.00-00000 18 mm max. 8 mm Slotted 2x4mm Grounding nut black E-coated
b) 200-9489.TX-00000 18 mm max. 8 mm Slotted 2x4mm Grounding nut black Textured powder, black

Accessories

c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

Assembly options

200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Advantages

■■ Quarter-Turn with L-handle for 
padlock with cylinder barrel or 
spring-loaded slotted insert.

■■ Screw-in type.

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ This L-Handle consists of 
two basic parts which can be 
combined to suit your appli-
cation.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Padlock feature only if cam 
is at 90° to the handle.

■■ All lockable handles supplied 
with two keys.

Materials

■■ L-handle: zinc die, black

■■ Housing: zinc die, zinc plated

■■ Slotted insert: zinc die, 
chrome plated

■■ Cylinder barrel: zinc die, with 
stainless dust cap

■■ Cam: steel, zinc plated

L-Handle for Padlock Pr20.1 L18 [1-154.01]
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Advantages

■■ For the standard cutout and 
additional hole for the padlock 
eyelet.

■■ The 2-point fixing prevents 
tempering.

■■ RH / LH application.

■■ The eyelet for the padlock, 
also used as a stop, is asym-
metric and can be turned for 
RH or LH doors (door closed).

■■ In closed position the wing 
handle is always fully vertical.

■■ IP65 according to DIN EN 
60529 by o-ring, flat external 
seal and washer.

Materials

■■ Housing, stop and handle: 
zinc die, black

■■ Nut and hex.screw: steel

■■ Internal wave washer: steel, 
zinc plated

Remarks

1. = closed version

2. = RH version

3. = LH version

L-wing-handle
Part Number Housing length Door-thickness Material Surface

281-9101.00-00000 18 mm max. 8 mm zinc die black

Accessories

160 1-102 Cams L35/45 steel
167 1-262 Cam variable
200-1001.00-00000 O-ring 12 x 2.0mm
200-0904.00-00000 Flat external seal Ø21.8mm / 26.5mm
832-0125.00-00005 Washer

L-Wing-Handle for Padlock Pr20.1 L18 [1-651]
stainless steel AISI 316, for cutout 20.1, length 18, for padlock

Advantages

■■ Quarter-Turn with L-handle for 
padlock.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Padlock feature only if cam 
is at 90° to the L-handle.

Materials

■■ L-Handle: completely stain-
less steel AISI 316, surface 
polished

■■ Grounding nut and cam: 
stainless steel

Quarter-Turn with L-Handle
  Part Number Housing length Door-thickness Grounding type Material Installation type

a) 200-9481.00-00000 18 mm max. 8 mm Grounding nut Stainless Steel screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Assembly options

c) 200-0019.00-00000 Assembling cam 90° to handle without o-ring
c) 200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 [7-100]
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Advantages

■■ For the standard cutout and 
additional hole for the padlock 
eyelet.

■■ The 2-point fixing prevents 
tempering.

■■ RH / LH application.

■■ The eyelet for the padlock, 
also used as a stop, is asym-
metric and can be turned for 
RH or LH doors (door closed).

■■ In closed position the wing 
handle is always fully vertical.

■■ IP65 according to DIN EN 
60529 by o-ring, flat external 
seal and washer.

Materials

■■ Housing, stop and handle: 
zinc die, black

■■ Nut and hex.screw: steel

■■ Internal wave washer: steel, 
zinc plated

Remarks

1. = closed version

2. = RH version

3. = LH version

L-wing-handle
Part Number Housing length Door-thickness Material Surface

281-9101.00-00000 18 mm max. 8 mm zinc die black

Accessories

160 1-102 Cams L35/45 steel
167 1-262 Cam variable
200-1001.00-00000 O-ring 12 x 2.0mm
200-0904.00-00000 Flat external seal Ø21.8mm / 26.5mm
832-0125.00-00005 Washer

L-Wing-Handle for Padlock Pr20.1 L18 [1-651]
stainless steel AISI 316, for cutout 20.1, length 18, for padlock

Advantages

■■ Quarter-Turn with L-handle for 
padlock.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Padlock feature only if cam 
is at 90° to the L-handle.

Materials

■■ L-Handle: completely stain-
less steel AISI 316, surface 
polished

■■ Grounding nut and cam: 
stainless steel

Quarter-Turn with L-Handle
  Part Number Housing length Door-thickness Grounding type Material Installation type

a) 200-9481.00-00000 18 mm max. 8 mm Grounding nut Stainless Steel screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Assembly options

c) 200-0019.00-00000 Assembling cam 90° to handle without o-ring
c) 200-0020.00-00000 Assembling cam, LH door

Quarter-Turn with L-Handle Pr20.1 L18 [7-100]
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stainless steel AISI 316, for cutout 20.1, length 18, for padlock

Advantages

■■ Quarter-Turn with L-handle for 
padlock.

■■ RH or LH application.

■■ The Quarter-Turn with 
L-handle consists of two basic 
parts which can be combined 
to suit your application.

■■ IP65 according to DIN EN 
60529 with 2 o-rings.

Materials

■■ Handle and hook: stainless 
steel AISI 304

■■ Housing: stainless steel 
AISI 316

■■ Cam: stainless steel AISI 304 
or steel, zinc plated

Quarter-Turn with L-Handle
  Part Number Housing length Door-thickness Material Installation type

a) 200-9425.00-00000 18 mm max. 5 mm Stainless Steel screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Quarter-Turn with L-Handle Pr20.1 L18 [7-104]
for cutout 20.1, length 18, for padlock

Advantages

■■ Quarter-Turn with L-handle for 
padlock.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

Materials

■■ Handle, hook and housing: 
zinc die, black

■■ Both threaded shafts in 
handle and hook: steel, zinc 
plated

Quarter-Turn
  Part Number Housing length Door-thickness Material Surface Installation type

a) 100-9413.00-00000 18 mm max. 8 mm zinc die black screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 167 1-262 Cam variable

Quarter-Turn with L-Handle Pr20.1 L18 [1-153]
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stainless steel AISI 316, for cutout 20.1, length 18, for padlock

Advantages

■■ Quarter-Turn with L-handle for 
padlock.

■■ RH or LH application.

■■ The Quarter-Turn with 
L-handle consists of two basic 
parts which can be combined 
to suit your application.

■■ IP65 according to DIN EN 
60529 with 2 o-rings.

Materials

■■ Handle and hook: stainless 
steel AISI 304

■■ Housing: stainless steel 
AISI 316

■■ Cam: stainless steel AISI 304 
or steel, zinc plated

Quarter-Turn with L-Handle
  Part Number Housing length Door-thickness Material Installation type

a) 200-9425.00-00000 18 mm max. 5 mm Stainless Steel screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 162 7-105 Cams L35/45 stainless steel
b) 167 1-262 Cam variable

Quarter-Turn with L-Handle Pr20.1 L18 [7-104]
for cutout 20.1, length 18, for padlock

Advantages

■■ Quarter-Turn with L-handle for 
padlock.

■■ RH or LH application.

■■ IP65 according to DIN EN 
60529.

Materials

■■ Handle, hook and housing: 
zinc die, black

■■ Both threaded shafts in 
handle and hook: steel, zinc 
plated

Quarter-Turn
  Part Number Housing length Door-thickness Material Surface Installation type

a) 100-9413.00-00000 18 mm max. 8 mm zinc die black screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 167 1-262 Cam variable

Quarter-Turn with L-Handle Pr20.1 L18 [1-153]
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Bowed handle with cylinder
  Part Number Clamping range Latching type Grounding type Installation type

a) 413-9301.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9302.00-00012 0.8 - 1.5 mm keyed different tool-less
a) 413-9302.00-00016 1.3 - 2.0 mm keyed different tool-less
a) 413-9302.00-00020 1.8 - 2.5 mm keyed different tool-less
a) 413-9305.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9306.00-00012 0.8 - 1.5 mm keyed different Grounding clip tool-less
a) 413-9306.00-00016 1.3 - 2.0 mm keyed different Grounding clip tool-less
a) 413-9306.00-00020 1.8 - 2.5 mm keyed different Grounding clip tool-less

Bowed handle for Insert
  Part Number Clamping range Grounding type Installation type

b) 413-9303.00-00012 0.8 - 1.5 mm tool-less
b) 413-9303.00-00016 1.3 - 2.0 mm tool-less
b) 413-9303.00-00020 1.8 - 2.5 mm tool-less
b) 413-9307.00-00012 0.8 - 1.5 mm Grounding clip tool-less
b) 413-9307.00-00016 1.3 - 2.0 mm Grounding clip tool-less
b) 413-9307.00-00020 1.8 - 2.5 mm Grounding clip tool-less

Accessories

c) 156 1-101 Inserts Pr20.1
d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable

182 2-151 2-, 3- and 4-Point Cam Adapter

with cylinder or insert, tool-less installation

Advantages

■■ Quarter-Turn with high- quality 
bowed handle with DIRAK-
SNAP-Technology with cylin-
der or insert.

■■ The Housing for cylinder or 
insert can be turned by 90° 
and the handle can be used 
for RH/LH, horizontal and ver-
tical applications.

■■ The handle can be equiped 
with cylinder or insert.

■■ The installation is effected by 
a simple push into appropriate 
cutouts.

■■ On request pre-assembled 
available.

■■ Please contact DIRAK for the 
part number of a completely 
pre-assembled handle.

Materials

■■ Handle: zinc die, matt chrome 
plated

■■ Other surfaces on request.

■■ Housing: zinc die

■■ Snap wedges: sintered steel

■■ Grounding clip: stainless 
steel

■■ Cams: see c) and c1)

Remarks

Attention: H-dimension of the 
cam ≥14mm (0.551)! 

In case of applying a cylinder the 
3-point cam should not be used.

1. Grounding clip

DST Quarter-Turn with Handle [6-1110DST]
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Bowed handle with cylinder
  Part Number Clamping range Latching type Grounding type Installation type

a) 413-9301.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9302.00-00012 0.8 - 1.5 mm keyed different tool-less
a) 413-9302.00-00016 1.3 - 2.0 mm keyed different tool-less
a) 413-9302.00-00020 1.8 - 2.5 mm keyed different tool-less
a) 413-9305.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9306.00-00012 0.8 - 1.5 mm keyed different Grounding clip tool-less
a) 413-9306.00-00016 1.3 - 2.0 mm keyed different Grounding clip tool-less
a) 413-9306.00-00020 1.8 - 2.5 mm keyed different Grounding clip tool-less

Bowed handle for Insert
  Part Number Clamping range Grounding type Installation type

b) 413-9303.00-00012 0.8 - 1.5 mm tool-less
b) 413-9303.00-00016 1.3 - 2.0 mm tool-less
b) 413-9303.00-00020 1.8 - 2.5 mm tool-less
b) 413-9307.00-00012 0.8 - 1.5 mm Grounding clip tool-less
b) 413-9307.00-00016 1.3 - 2.0 mm Grounding clip tool-less
b) 413-9307.00-00020 1.8 - 2.5 mm Grounding clip tool-less

Accessories

c) 156 1-101 Inserts Pr20.1
d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable

182 2-151 2-, 3- and 4-Point Cam Adapter

with cylinder or insert, tool-less installation

Advantages

■■ Quarter-Turn with high- quality 
bowed handle with DIRAK-
SNAP-Technology with cylin-
der or insert.

■■ The Housing for cylinder or 
insert can be turned by 90° 
and the handle can be used 
for RH/LH, horizontal and ver-
tical applications.

■■ The handle can be equiped 
with cylinder or insert.

■■ The installation is effected by 
a simple push into appropriate 
cutouts.

■■ On request pre-assembled 
available.

■■ Please contact DIRAK for the 
part number of a completely 
pre-assembled handle.

Materials

■■ Handle: zinc die, matt chrome 
plated

■■ Other surfaces on request.

■■ Housing: zinc die

■■ Snap wedges: sintered steel

■■ Grounding clip: stainless 
steel

■■ Cams: see c) and c1)

Remarks

Attention: H-dimension of the 
cam ≥14mm (0.551)! 

In case of applying a cylinder the 
3-point cam should not be used.

1. Grounding clip

DST Quarter-Turn with Handle [6-1110DST]
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stainless steel 316L, for cutout 20.1, length 18

Advantages

■■ Suitable for the food sector 
and hygienic areas.

■■ Meets Hygiene requirements 
acc. to DIN EN ISO 14159 and 
DIN EN 1672-2.

■■ Polished surface.

■■ RH or LH application.

■■ Seal FDA conform.

■■ IP 65/67 DIN EN 60529.

■■ Grounding by grounding nut.

■■ Cam can be delivered pre- 
assembled upon request.

■■ The pre-assembled Quar-
ter-Turn can be installed in the 
cutout.

Materials

■■ Housing and Handle: 
 stainless steel AISI 316 L

■■ Grounding nut and serrated 
screws: stainless steel

■■ Seal: Silicon, blue, FDA 
 conform (Food and Drug 
Administration)

Quarter-Turn with L-Handle
  Part Number Latching type Grounding type Material

a) 100-9416.00-01333 keyed alike DIRAK 1333 Grounding nut Stainless Steel
a) 100-9416.00-99999 keyed different Grounding nut Stainless Steel

Accessories

b1) 165 7-105.01 Cams L35/45 without Ramp and Stop
b) 162 7-105 Cams L35/45 stainless steel

Quarter-Turn with L-Handle and Cylinder Barrel [7-081.03]
Specially developed Hygiene stainless steel Quarter-
Turn with L-Handle (HD, Hygienic design), for 
applications in the food sector and hygienic areas

Advantages

■■ Tested according to: GS-NV 
2:2013/06 Principles for the 
testing of food processing 
machines GS-NV 6:2013/06 
Principles for the testing 
of hygiene requirements. 
Machine Ordinance: DIN EN 
1672-2:2009

■■ DGUV Test Certificate NV 
13090.

■■ Dirt resistant and easy to 
clean by means of polished 
surface and transition radii.

■■ RH / LH application.

■■ IP 65/67/69K according to 
DIN EN 60529 / DIN 40050.

■■ Cam can be delivered pre- 
assembled upon request.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ (S) = max. 8 mm.

Materials

■■ Housing and Handle: 
 stainless steel AISI 316 L

■■ Grounding nut and serrated 
screws: stainless steel

■■ Seal: Silicon, blue, FDA 
 conform (Food and Drug 
Administration)

Hygiene Quarter-Turn with L-Handle
  Part Number Grounding type Material

a) 100-9416.00-00000 Grounding nut Stainless Steel

Accessories

b1) 165 7-105.01 Cams L35/45 without Ramp and Stop
b) 162 7-105 Cams L35/45 stainless steel

Hygiene Quarter-Turn with L-Handle [7-081.03HD]
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stainless steel 316L, for cutout 20.1, length 18

Advantages

■■ Suitable for the food sector 
and hygienic areas.

■■ Meets Hygiene requirements 
acc. to DIN EN ISO 14159 and 
DIN EN 1672-2.

■■ Polished surface.

■■ RH or LH application.

■■ Seal FDA conform.

■■ IP 65/67 DIN EN 60529.

■■ Grounding by grounding nut.

■■ Cam can be delivered pre- 
assembled upon request.

■■ The pre-assembled Quar-
ter-Turn can be installed in the 
cutout.

Materials

■■ Housing and Handle: 
 stainless steel AISI 316 L

■■ Grounding nut and serrated 
screws: stainless steel

■■ Seal: Silicon, blue, FDA 
 conform (Food and Drug 
Administration)

Quarter-Turn with L-Handle
  Part Number Latching type Grounding type Material

a) 100-9416.00-01333 keyed alike DIRAK 1333 Grounding nut Stainless Steel
a) 100-9416.00-99999 keyed different Grounding nut Stainless Steel

Accessories

b1) 165 7-105.01 Cams L35/45 without Ramp and Stop
b) 162 7-105 Cams L35/45 stainless steel

Quarter-Turn with L-Handle and Cylinder Barrel [7-081.03]
Specially developed Hygiene stainless steel Quarter-
Turn with L-Handle (HD, Hygienic design), for 
applications in the food sector and hygienic areas

Advantages

■■ Tested according to: GS-NV 
2:2013/06 Principles for the 
testing of food processing 
machines GS-NV 6:2013/06 
Principles for the testing 
of hygiene requirements. 
Machine Ordinance: DIN EN 
1672-2:2009

■■ DGUV Test Certificate NV 
13090.

■■ Dirt resistant and easy to 
clean by means of polished 
surface and transition radii.

■■ RH / LH application.

■■ IP 65/67/69K according to 
DIN EN 60529 / DIN 40050.

■■ Cam can be delivered pre- 
assembled upon request.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ (S) = max. 8 mm.

Materials

■■ Housing and Handle: 
 stainless steel AISI 316 L

■■ Grounding nut and serrated 
screws: stainless steel

■■ Seal: Silicon, blue, FDA 
 conform (Food and Drug 
Administration)

Hygiene Quarter-Turn with L-Handle
  Part Number Grounding type Material

a) 100-9416.00-00000 Grounding nut Stainless Steel

Accessories

b1) 165 7-105.01 Cams L35/45 without Ramp and Stop
b) 162 7-105 Cams L35/45 stainless steel

Hygiene Quarter-Turn with L-Handle [7-081.03HD]

Qu
ar

te
r-

Tu
rn

s

Qu
ar

te
r-

Tu
rn

s

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com



80 | www.DIRAK.comQuarter-Turns | 81Quarter-Turns

Quarter-Turn housing Ø28
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

a) 200-9001.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
a) 200-9002.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
a) 200-9062.00-00000 18 mm max. 8 mm Grounding clip zinc die chrome plated screw-on
a) 200-9048.00-00000 18 mm max. 8 mm zinc die black screw-on
a) 200-9049.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on
a) 200-9063.00-00000 18 mm max. 8 mm Grounding clip zinc die black screw-on
a) 200-9004.00-00000 18 mm max. 8 mm Grounding clip PA black screw-on

Quarter-Turn housing Ø30x4
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

b) 200-9045.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
b) 200-9046.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
b) 200-9054.00-00000 18 mm max. 8 mm zinc die black screw-on
b) 200-9055.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on

Quarter-Turn housing Ø32x6
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

c) 200-9005.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
c) 200-9006.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
c) 200-9050.00-00000 18 mm max. 8 mm zinc die black screw-on
c) 200-9051.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on
c) 200-9007.00-00000 18 mm max. 8 mm PA black screw-on
c) 200-9008.00-00000 18 mm max. 8 mm Grounding clip PA black screw-on

Quarter-Turn housing 30x6
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

d) 200-9009.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
d) 200-9010.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
d) 200-9052.00-00000 18 mm max. 8 mm zinc die black screw-on
d) 200-9053.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on

Blind housing Ø28x4
  Part Number Housing length Door-thickness Material Surface Installation type

e) 235-9209.00-00000 18 mm max. 8 mm zinc die black screw-on

Accessories

f) 156 1-101 Inserts Pr20.1
171 1-115 Handle for Quarter-Turn
174 1-270 Dust Caps and Sealing Plug Pr20.1
173 1-275 Emergency Handle + Anti-Rotation Device Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1
758 6-100 Key

g) 160 1-102 Cams L35/45 steel
g1) 166 1-260 Hooked Cam
g1) 167 1-261 Cams with Ramp
g1) 167 1-262 Cam variable

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0033.00-00000 Assembling cam 90° to handle with o-ring

Function extension

209-9001.00-00000 Sealing kit IP67 for 200-Quarter-Turns
209-9002.00-00000 Sealing kit IP65 for 200-Quarter-Turns

for cutout 20.1, length 18

Advantages

■■ Quarter-Turn, RH or LH 
 application.

■■ The Quarter-Turn consists of 
three basic components a) to 
a4), b) and c) which can be 
combined to suit your appli-
cation.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed through the 
cutout.

■■ Housings with extended 
bodies see product system 
1-110.

■■ IP65 according to DIN EN 
60529 by sealing kit 
 209-9002.00-00000.

■■ IP67 according to DIN EN 
60529 by sealing kit 
 209-9001.00-00000.

Materials

■■ Housing: zinc die, chrome 
plated or black or PA, black

■■ Nuts: steel, zinc plated

■■ Grounding nut: zinc die, 
untreated

■■ Grounding clip: stainless 
steel

Remarks

1. Nut 

2. Grounding nut

3. Grounding clip

Quarter-Turn Pr20.1 L18 [1-100]
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Quarter-Turn housing Ø28
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

a) 200-9001.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
a) 200-9002.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
a) 200-9062.00-00000 18 mm max. 8 mm Grounding clip zinc die chrome plated screw-on
a) 200-9048.00-00000 18 mm max. 8 mm zinc die black screw-on
a) 200-9049.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on
a) 200-9063.00-00000 18 mm max. 8 mm Grounding clip zinc die black screw-on
a) 200-9004.00-00000 18 mm max. 8 mm Grounding clip PA black screw-on

Quarter-Turn housing Ø30x4
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

b) 200-9045.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
b) 200-9046.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
b) 200-9054.00-00000 18 mm max. 8 mm zinc die black screw-on
b) 200-9055.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on

Quarter-Turn housing Ø32x6
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

c) 200-9005.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
c) 200-9006.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
c) 200-9050.00-00000 18 mm max. 8 mm zinc die black screw-on
c) 200-9051.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on
c) 200-9007.00-00000 18 mm max. 8 mm PA black screw-on
c) 200-9008.00-00000 18 mm max. 8 mm Grounding clip PA black screw-on

Quarter-Turn housing 30x6
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

d) 200-9009.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
d) 200-9010.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
d) 200-9052.00-00000 18 mm max. 8 mm zinc die black screw-on
d) 200-9053.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on

Blind housing Ø28x4
  Part Number Housing length Door-thickness Material Surface Installation type

e) 235-9209.00-00000 18 mm max. 8 mm zinc die black screw-on

Accessories

f) 156 1-101 Inserts Pr20.1
171 1-115 Handle for Quarter-Turn
174 1-270 Dust Caps and Sealing Plug Pr20.1
173 1-275 Emergency Handle + Anti-Rotation Device Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1
758 6-100 Key

g) 160 1-102 Cams L35/45 steel
g1) 166 1-260 Hooked Cam
g1) 167 1-261 Cams with Ramp
g1) 167 1-262 Cam variable

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0001.00-00000 Assembling cam without o-ring
200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0033.00-00000 Assembling cam 90° to handle with o-ring

Function extension

209-9001.00-00000 Sealing kit IP67 for 200-Quarter-Turns
209-9002.00-00000 Sealing kit IP65 for 200-Quarter-Turns

for cutout 20.1, length 18

Advantages

■■ Quarter-Turn, RH or LH 
 application.

■■ The Quarter-Turn consists of 
three basic components a) to 
a4), b) and c) which can be 
combined to suit your appli-
cation.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed through the 
cutout.

■■ Housings with extended 
bodies see product system 
1-110.

■■ IP65 according to DIN EN 
60529 by sealing kit 
 209-9002.00-00000.

■■ IP67 according to DIN EN 
60529 by sealing kit 
 209-9001.00-00000.

Materials

■■ Housing: zinc die, chrome 
plated or black or PA, black

■■ Nuts: steel, zinc plated

■■ Grounding nut: zinc die, 
untreated

■■ Grounding clip: stainless 
steel

Remarks

1. Nut 

2. Grounding nut

3. Grounding clip

Quarter-Turn Pr20.1 L18 [1-100]
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Quarter-Turn, zinc die, chrome plated
  Part Number Housing length suitable Adapter set Door-thickness Grounding type Installation type

a) 200-9011.00-00000 30 mm L20 max. 20 mm screw-on
a) 200-9012.00-00000 30 mm L20 max. 20 mm Grounding nut screw-on
a) 200-9015.00-00000 36 mm L26 max. 26 mm screw-on
a) 200-9016.00-00000 36 mm L26 max. 26 mm Grounding nut screw-on
a) 200-9019.00-00000 40 mm L30 max. 30 mm screw-on
a) 200-9020.00-00000 40 mm L30 max. 30 mm Grounding nut screw-on
a) 200-9023.00-00000 50 mm L40 max. 40 mm screw-on
a) 200-9024.00-00000 50 mm L40 max. 40 mm Grounding nut screw-on
a) 200-9027.00-00000 60 mm L50 max. 50 mm screw-on
a) 200-9028.00-00000 60 mm L50 max. 50 mm Grounding nut screw-on

Quarter-Turn, zinc die, black
  Part Number Housing length suitable Adapter set Door-thickness Grounding type Installation type

a) 200-9013.00-00000 30 mm L20 max. 20 mm screw-on
a) 200-9014.00-00000 30 mm L20 max. 20 mm Grounding nut screw-on
a) 200-9017.00-00000 36 mm L26 max. 26 mm screw-on
a) 200-9018.00-00000 36 mm L26 max. 26 mm Grounding nut screw-on
a) 200-9021.00-00000 40 mm L30 max. 30 mm screw-on
a) 200-9022.00-00000 40 mm L30 max. 30 mm Grounding nut screw-on
a) 200-9025.00-00000 50 mm L40 max. 40 mm screw-on
a) 200-9026.00-00000 50 mm L40 max. 40 mm Grounding nut screw-on
a) 200-9029.00-00000 60 mm L50 max. 50 mm screw-on
a) 200-9030.00-00000 60 mm L50 max. 50 mm Grounding nut screw-on

Accessories

b) 156 1-101 Inserts Pr20.1
171 1-115 Handle for Quarter-Turn
174 1-270 Dust Caps and Sealing Plug Pr20.1
173 1-275 Emergency Handle + Anti-Rotation Device Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1
758 6-100 Key

d) 160 1-102 Cams L35/45 steel
d1) 166 1-260 Hooked Cam
d1) 167 1-262 Cam variable
d1) 168 1-264 Slam-Cam

c) 200-9031.00-00000 Adapter set L20
c) 200-9032.00-00000 Adapter set L26
c) 200-9033.00-00000 Adapter set L30
c) 200-9034.00-00000 Adapter set L40
c) 200-9035.00-00000 Adapter set L50

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0004.00-00000 Assembling adapter, with o-ring
200-0033.00-00000 Assembling cam 90° to handle with o-ring
200-0003.00-00000 Assembling adapter without o-ring

Function extension

e) 209-9006.00-00000 Sealing kit IP65/IP67 for Quarter-Turns L30-60

for cutout 20.1, lengths 30/40/50/60

Advantages

■■ Quarter-Turn with extended 
housings.

■■ RH / LH application.

■■ The Quarter-Turn consists of 
three basic components a, b 
and c, which can be combi-
ned to suit your application.

■■ On request parts can be 
assembled by DIRAK.

■■ By using inserts the adapter is 
optional, by using knobs the 
adapter is necessary.

■■ IP65 according to DIN EN 
60529 by sealing kit.

Materials

■■ Housing: zinc die, chrome 
plated or black

■■ Nuts: steel, zinc plated

■■ Grounding nut and adapter:  
zinc die, untreated

Remarks

1. nut 

2. grounding nut

Quarter-Turn Pr20.1 L30-60 [1-110]
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Quarter-Turn, zinc die, chrome plated
  Part Number Housing length suitable Adapter set Door-thickness Grounding type Installation type

a) 200-9011.00-00000 30 mm L20 max. 20 mm screw-on
a) 200-9012.00-00000 30 mm L20 max. 20 mm Grounding nut screw-on
a) 200-9015.00-00000 36 mm L26 max. 26 mm screw-on
a) 200-9016.00-00000 36 mm L26 max. 26 mm Grounding nut screw-on
a) 200-9019.00-00000 40 mm L30 max. 30 mm screw-on
a) 200-9020.00-00000 40 mm L30 max. 30 mm Grounding nut screw-on
a) 200-9023.00-00000 50 mm L40 max. 40 mm screw-on
a) 200-9024.00-00000 50 mm L40 max. 40 mm Grounding nut screw-on
a) 200-9027.00-00000 60 mm L50 max. 50 mm screw-on
a) 200-9028.00-00000 60 mm L50 max. 50 mm Grounding nut screw-on

Quarter-Turn, zinc die, black
  Part Number Housing length suitable Adapter set Door-thickness Grounding type Installation type

a) 200-9013.00-00000 30 mm L20 max. 20 mm screw-on
a) 200-9014.00-00000 30 mm L20 max. 20 mm Grounding nut screw-on
a) 200-9017.00-00000 36 mm L26 max. 26 mm screw-on
a) 200-9018.00-00000 36 mm L26 max. 26 mm Grounding nut screw-on
a) 200-9021.00-00000 40 mm L30 max. 30 mm screw-on
a) 200-9022.00-00000 40 mm L30 max. 30 mm Grounding nut screw-on
a) 200-9025.00-00000 50 mm L40 max. 40 mm screw-on
a) 200-9026.00-00000 50 mm L40 max. 40 mm Grounding nut screw-on
a) 200-9029.00-00000 60 mm L50 max. 50 mm screw-on
a) 200-9030.00-00000 60 mm L50 max. 50 mm Grounding nut screw-on

Accessories

b) 156 1-101 Inserts Pr20.1
171 1-115 Handle for Quarter-Turn
174 1-270 Dust Caps and Sealing Plug Pr20.1
173 1-275 Emergency Handle + Anti-Rotation Device Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1
758 6-100 Key

d) 160 1-102 Cams L35/45 steel
d1) 166 1-260 Hooked Cam
d1) 167 1-262 Cam variable
d1) 168 1-264 Slam-Cam

c) 200-9031.00-00000 Adapter set L20
c) 200-9032.00-00000 Adapter set L26
c) 200-9033.00-00000 Adapter set L30
c) 200-9034.00-00000 Adapter set L40
c) 200-9035.00-00000 Adapter set L50

Assembly options

200-0019.00-00000 Assembling cam 90° to handle without o-ring
200-0004.00-00000 Assembling adapter, with o-ring
200-0033.00-00000 Assembling cam 90° to handle with o-ring
200-0003.00-00000 Assembling adapter without o-ring

Function extension

e) 209-9006.00-00000 Sealing kit IP65/IP67 for Quarter-Turns L30-60

for cutout 20.1, lengths 30/40/50/60

Advantages

■■ Quarter-Turn with extended 
housings.

■■ RH / LH application.

■■ The Quarter-Turn consists of 
three basic components a, b 
and c, which can be combi-
ned to suit your application.

■■ On request parts can be 
assembled by DIRAK.

■■ By using inserts the adapter is 
optional, by using knobs the 
adapter is necessary.

■■ IP65 according to DIN EN 
60529 by sealing kit.

Materials

■■ Housing: zinc die, chrome 
plated or black

■■ Nuts: steel, zinc plated

■■ Grounding nut and adapter:  
zinc die, untreated

Remarks

1. nut 

2. grounding nut

Quarter-Turn Pr20.1 L30-60 [1-110]
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stainless steel AISI 316, low profile Quarter-Turn

Advantages

■■ RH / LH application.

■■ Please configure the Quarter-
turn with insert and cam.

■■ On request parts can be 
assembled.

■■ The Quarter-Turn, stainless 
steel, can be screwed into the 
cutout with the preassembled 
cam.

■■ IP65 according to DIN EN 
60529.

■■ IP67 according to DIN 60529 
and IP69K according to 
DIN 40050 by: additional 
o-ring 200-1002.

■■ (S) = max. 8 mm.

Materials

■■ Housing: stainless steel 
AISI 316

■■ Insert: stainless steel 
AISI 316

■■ Cams and serrated screw: 
stainless steel AISI 304

■■ O-Rings: NBR

■■ Grounding nut: stainless 
steel AISI 316L

Quarter-Turns
  Part Number Housing length Door-thickness Grounding type Material Installation type

a) 100-9601.00-00000 18 mm max. 8 mm Grounding nut Stainless Steel screw-on

Accessories

b) 158 7-082 Insert Stainless Steel Pr20.1
758 6-100 Key

c) 162 7-105 Cams L35/45 stainless steel
200-1002.00-00000 O-ring 10 x 2.0mm

Assembly options

200-0002.00-00000 Assembling cam with o-ring

Quarter-Turn Pr20.1 L18 [7-080.01]
Specially low profile Quarter-Turn

Advantages

■■ RH / LH application.

■■ Please configure the Quarter- 
turn with insert and cam.

■■ On request parts can be 
assembled.

■■ A pre-assembled Quarter- 
turn can be installed through 
the cutout.

■■ Grounding by grounding nut 
or grounding clip.

■■ IP65 according to DIN EN 
60529 by sealing kit 
 209-9002.

■■ IP67 according to DIN EN 
60529 by sealing kit 
 209-9001.

Materials

■■ Housing: zinc die, chrome 
plated or black

■■ Nut: steel, zinc plated

■■ Grounding nut: zinc die, 
untreated

■■ Grounding clip: stainless 
steel

Quarter-Turn housing Ø32
  Part Number Housing length Door-thickness Grounding type Material Surface Installation type

a) 100-9053.00-00000 18 mm max. 8 mm zinc die chrome plated screw-on
a) 100-9054.00-00000 18 mm max. 8 mm Grounding nut zinc die chrome plated screw-on
a) 100-9055.00-00000 18 mm max. 8 mm Grounding clip zinc die chrome plated screw-on
a) 100-9056.00-00000 18 mm max. 8 mm zinc die black screw-on
a) 100-9057.00-00000 18 mm max. 8 mm Grounding nut zinc die black screw-on
a) 100-9058.00-00000 18 mm max. 8 mm Grounding clip zinc die black screw-on

Accessories

b) 156 1-101 Inserts Pr20.1
171 1-115 Handle for Quarter-Turn
174 1-270 Dust Caps and Sealing Plug Pr20.1
173 1-275 Emergency Handle + Anti-Rotation Device Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1
758 6-100 Key

c) 160 1-102 Cams L35/45 steel
c1) 166 1-260 Hooked Cam
c1) 167 1-261 Cams with Ramp
c1) 167 1-262 Cam variable

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0001.00-00000 Assembling cam without o-ring

Function extension

d) 209-9001.00-00000 Sealing kit IP67 for 200-Quarter-Turns
d) 209-9002.00-00000 Sealing kit IP65 for 200-Quarter-Turns

Quarter-Turn Pr20.1 L18 [1-100.01]
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622

MISCELLANEOUS PRODUCTS

HVAC LATCH 'L' HANDLE

•  Outside locking system provides
safety for pressurised doors

BODY:   Zinc Alloy DIN-EN 
1774-ZnAl4Cu1

HANDLE:   Zinc Alloy DIN-EN 
1774-ZnAl4C 
or PA6 GFR 30Stepped cam Lock-fixing device Body

HandleBolt

PRODUCT CODE

BODY DOOR

Cut out

MATERIAL M
Zinc Alloy 1
Plastic 2

FINISH F
No Finish 0
Chrome 1
Black coated 2

CYLINDER SPECIFICATIONS DD
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed differ) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

21622 FM D D

GROUP CODE

BODY HANDLE

FINISH

MATERIAL

MATERIAL

FINISH

111

HANDLE CYLINDER
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Advantages

■■ For all Quarter-Turn Housings 
Pr20.1.

■■ Can be assembled after-
wards for easier transport and 
packaging (flush).

■■ Inserts and screws are 
 included.

Materials

■■ Handle: PA, black

■■ Inserts: zink die, zinc plated

Remarks

Handles consist of:

1. Cover, 

2. Screw M6, 

3. Handle element, 

4. Insert with thread, 

5. Spring washer, 

6. Serrated screw

a)

16 [0.630]Ø

32
 [1

.2
60

]
8 

[0
.3

15
]

10
 [0

.3
94

]
23

 [0
.9

06
]

84 [3.307]

b)

10
 [0

.3
94

]
13

 [0
.5

12
]

32
.5

 [1
.2

80
]

16 [0.630]Ø

47 [1.850]Ø

c)

16 [0.630]Ø

15
 [0

.5
91

]
25

 [0
.9

84
]

10
 [0

.3
94

]
20

 [0
.7

87
]

Ø

40 [1.575]

d)

15
 [0

.5
91

]

8 
[0

.3
15

]
39

 [1
.5

35
]

16 [0.630]Ø

16
 [0

.6
30

]

� 22.5 [0.886]

105 [4.134]

6.

5.

4.

3.

2.

1.

Handle for Quarter-Turn Pr20.1
  Part Number Handle element

a) 200-9134.00-09137 T-handle with insert
b) 200-9135.00-09137 Star knob with insert
c) 200-9136.00-09137 Wing knob with insert
d) 200-9144.00-09137 L-handle with insert

Handle for Quarter-Turn Pr20.1 [1-115]
Advantages

■■ The roller cam reduces the 
friction and eases the closing.

■■ No scratching or spalling of 
the paint at the inner part of 
the bending. 

■■ Adjustable in height from H20 
to H25. 

■■ Suitable for all inserts, swing-
handles and multipoint locking 
systems with square 8mm. 

■■ H- dimension of the cam easy 
to adjust because of impres-
sed height marks. 

Materials

■■ Cam: zinc die, zinc plated

■■ Roller: PA, black

■■ Tenon blocks: zinc die, 
untreated 

■■ Distance bushing: zinc die, 
untreated 

■■ Socket head screw: teel, zinc 
plated

Roller cam
Part Number variable H-dimension Length Diameter Ø Packaging unit

100-9755.00-00000 20 - 25 mm 61.6 mm 18 mm 10 pcs.

Roller Cam height adjustable [1-105]
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T-handle, chrome plated
  Part Number Version Latching type

a) 235-9501.00-00000 A20/H22
b) 235-9502.00-00000 A26/H28
a) 235-9505.00-00000 A20/H22 keyed alike DIRAK 1333
b) 235-9506.00-00000 A26/H28 keyed alike DIRAK 1333
a) 535-9505.00-00000 A20/H22 keyed alike DS200
b) 535-9506.00-00000 A26/H28 keyed alike DS200
a) 235-9510.00-00000 A20/H22 keyed different
b) 235-9511.00-00000 A26/H28 keyed different
a) 501-9505.00-00000 A20/H22 PAGODA keyed alike 1991
b) 501-9506.00-00000 A26/H28 PAGODA keyed alike 1991
a) 501-9510.00-00000 A20/H22 PAGODA keyed different
b) 501-9511.00-00000 A26/H28 PAGODA keyed different

T-handle, black
  Part Number Version Latching type

a) 235-9503.00-00000 A20/H22
b) 235-9504.00-00000 A26/H28
a) 235-9507.00-00000 A20/H22 keyed alike DIRAK 1333
b) 235-9508.00-00000 A26/H28 keyed alike DIRAK 1333
a) 235-9512.00-00000 A20/H22 keyed different
b) 235-9513.00-00000 A26/H28 keyed different
a) 501-9507.00-00000 A20/H22 PAGODA keyed alike 1991
b) 501-9508.00-00000 A26/H28 PAGODA keyed alike 1991
a) 501-9512.00-00000 A20/H22 PAGODA keyed different
b) 501-9513.00-00000 A26/H28 PAGODA keyed different

L-handle, chrome plated
  Part Number Version Latching type

c) 235-9601.00-00000 A20/H22
d) 235-9602.00-00000 A26/H28
c) 235-9605.00-00000 A20/H22 keyed alike DIRAK 1333
d) 235-9606.00-00000 A26/H28 keyed alike DIRAK 1333
c) 535-9605.00-00000 A20/H22 keyed alike DS200
d) 535-9606.00-00000 A26/H28 keyed alike DS200
c) 235-9610.00-00000 A20/H22 keyed different
d) 235-9611.00-00000 A26/H28 keyed different
c) 501-9605.00-00000 A20/H22 PAGODA keyed alike 1991
d) 501-9606.00-00000 A26/H28 PAGODA keyed alike 1991

L-handle, black
  Part Number Version Latching type

c) 235-9603.00-00000 A20/H22
d) 235-9604.00-00000 A26/H28
c) 235-9607.00-00000 A20/H22 keyed alike DIRAK 1333
d) 235-9608.00-00000 A26/H28 keyed alike DIRAK 1333
c) 535-9607.00-00000 A20/H22 keyed alike DS200
d) 535-9608.00-00000 A26/H28 keyed alike DS200
c) 235-9612.00-00000 A20/H22 keyed different
d) 235-9613.00-00000 A26/H28 keyed different

Accessories

1-400 Inserts for Rod Latches 235 series
1-410 Rod Latch
1-415 Sliding Door Latch
1-405 Rod Latch
209-9002 Sealing kit IP65 for 200-Quarter-Turns

Advantages

■■ RH / LH application.

■■ IP65 according to DIN 
EN 60529 by sealing kit 
 209-9002.

■■ Please configure the hand-
les with the rod latch 1-400, 
1-405, 1-410 and 1-415.

Materials

■■ Handle: zinc die, chrome 
 plated or black

■■ Square pin: steel, zinc plated

■■ Bezel: zinc die, chrome plated

Remarks

S= max. 4mm

T- and L-Handles for Rod Latches [1-430]
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Advantages

■■ T- and L-handles for appli-
cation with rod latch product 
system 7-030.

■■ For flat rods.

■■ For coutout A.

■■ IP65 according to DIN EN 
60529 by o-ring.

■■ All lockable handles supplied 
with two keys.

■■ Screws and washers are 
included.

■■ Grounding by grounding clip.

Materials

■■ Handles, escutcheon, 
screws and washer: 
 stainless steel AISI 316

■■ Grounding clip: stainless 
steel AISI 301

■■ Cylinder barrel: zinc die, 
chrome plated

Cutout PrA
incl. paint

25   
0,1+

[0.984]

50
  0,

1
+

[1
.9

69
]

15 [0.593]

24 [0.937] 46.5 [1.831]

10
5 

[4
.1

34
]

b)

c)

8 
[0

.3
15

]

14 [0.559]

30.4 [1.197]
23 [0.905]

57
 [2

.2
44

]

a)

3.5 [0.138]
7.5 [0.295]

46.5 [1.831]12.4 [0.488]

78
 [3

.0
71

]

8 
[0

.3
15

]

T-handle
  Part Number Latching type Installation type

a) 208-9634.00-00000 screw-on
a) 208-9650.00-00000 keyed alike DIRAK 1333 screw-on
a) 208-9651.00-00000 keyed different screw-on

L-handle
  Part Number Latching type Installation type

b) 208-9635.00-00000 screw-on
b) 208-9652.00-00000 keyed alike DIRAK 1333 screw-on
b) 208-9653.00-00000 keyed different screw-on

Accessories

356 7-030 Rod Latch FS PrA Stainless Steel
368 3-011 Grounding clip

c) 208-1802.00-00000 O-ring 39.45 x 1.78mm

T- and L-Handle Stainless Steel [7-035]
for cutout A, for flat rods

Advantages

■■ T- and L-handles and wing 
knob for application with rod 
latch product system 3-100.

■■ All lockable handles are 
 supplied with 2 keys.

■■ Screws are included.

■■ Handles without cylinder IP65 
according to DIN EN 60529 
by o-ring.

■■ Grounding by grounding clip.

Materials

■■ Wing knob, T-handle and 
L-handle: PA, black / zinc die, 
untreated

■■ Grounding clip: stainless 
steel AISI 301

Remarks

1. = Recess for lable

Handles for rod latch
  Part Number Name Latching type IP protected

a) 208-9601.00-00000 Wing knob Yes
a) 208-9602.00-00000 Wing knob keyed alike DIRAK 1333 No
a) 508-9602.00-00000 Wing knob keyed alike DS200 No
a) 208-9603.00-00000 Wing knob keyed different No
b) 208-9604.00-00000 T-handle Yes
b) 208-9605.00-00000 T-handle keyed alike DIRAK 1333 No
b) 508-9605.00-00000 T-handle keyed alike DS200 No
b) 208-9606.00-000000 T-handle keyed different No
c) 208-9607.00-00000 L-handle Yes
c) 208-9608.00-00000 L-handle keyed alike DIRAK 1333 No
c) 508-9608.00-00000 L-handle keyed alike DS200 No
c) 208-9609.00-00000 L-handle keyed different No

Accessories

d) 368 3-011 Grounding clip
e) 208-1802.00-00000 O-ring 39.45 x 1.78mm

Handles for Rod Latch FS PrA [3-110]
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Advantages

■■ T- and L-handles for appli-
cation with rod latch product 
system 7-030.

■■ For flat rods.

■■ For coutout A.

■■ IP65 according to DIN EN 
60529 by o-ring.

■■ All lockable handles supplied 
with two keys.

■■ Screws and washers are 
included.

■■ Grounding by grounding clip.

Materials

■■ Handles, escutcheon, 
screws and washer: 
 stainless steel AISI 316

■■ Grounding clip: stainless 
steel AISI 301

■■ Cylinder barrel: zinc die, 
chrome plated

Cutout PrA
incl. paint

25   
0,1+

[0.984]

50
  0,

1
+

[1
.9

69
]

15 [0.593]

24 [0.937] 46.5 [1.831]

10
5 

[4
.1

34
]

b)

c)

8 
[0

.3
15

]

14 [0.559]

30.4 [1.197]
23 [0.905]

57
 [2

.2
44

]

a)

3.5 [0.138]
7.5 [0.295]

46.5 [1.831]12.4 [0.488]

78
 [3

.0
71

]

8 
[0

.3
15

]

T-handle
  Part Number Latching type Installation type

a) 208-9634.00-00000 screw-on
a) 208-9650.00-00000 keyed alike DIRAK 1333 screw-on
a) 208-9651.00-00000 keyed different screw-on

L-handle
  Part Number Latching type Installation type

b) 208-9635.00-00000 screw-on
b) 208-9652.00-00000 keyed alike DIRAK 1333 screw-on
b) 208-9653.00-00000 keyed different screw-on

Accessories

356 7-030 Rod Latch FS PrA Stainless Steel
368 3-011 Grounding clip

c) 208-1802.00-00000 O-ring 39.45 x 1.78mm

T- and L-Handle Stainless Steel [7-035]
for cutout A, for flat rods

Advantages

■■ T- and L-handles and wing 
knob for application with rod 
latch product system 3-100.

■■ All lockable handles are 
 supplied with 2 keys.

■■ Screws are included.

■■ Handles without cylinder IP65 
according to DIN EN 60529 
by o-ring.

■■ Grounding by grounding clip.

Materials

■■ Wing knob, T-handle and 
L-handle: PA, black / zinc die, 
untreated

■■ Grounding clip: stainless 
steel AISI 301

Remarks

1. = Recess for lable

Handles for rod latch
  Part Number Name Latching type IP protected

a) 208-9601.00-00000 Wing knob Yes
a) 208-9602.00-00000 Wing knob keyed alike DIRAK 1333 No
a) 508-9602.00-00000 Wing knob keyed alike DS200 No
a) 208-9603.00-00000 Wing knob keyed different No
b) 208-9604.00-00000 T-handle Yes
b) 208-9605.00-00000 T-handle keyed alike DIRAK 1333 No
b) 508-9605.00-00000 T-handle keyed alike DS200 No
b) 208-9606.00-000000 T-handle keyed different No
c) 208-9607.00-00000 L-handle Yes
c) 208-9608.00-00000 L-handle keyed alike DIRAK 1333 No
c) 508-9608.00-00000 L-handle keyed alike DS200 No
c) 208-9609.00-00000 L-handle keyed different No

Accessories

d) 368 3-011 Grounding clip
e) 208-1802.00-00000 O-ring 39.45 x 1.78mm

Handles for Rod Latch FS PrA [3-110]
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Advantages

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ Big padlock eye Ø11mm.

■■ Version a) with escutcheon 
and additional fastening holes 
for screws Ø5mm.

■■ Version b) with escutcheon 
without fastening holes.

Materials

■■ Handle, escutcheon, square 
threaded rod and padlock 
eye: stainless steel AISI 316

■■ Flat external seal: EPDM

■■ Washer: Teflon

Remarks

1. Flat external seal

2. Cutout version a)

3. Cutout version b)

4. and 5. The padlock eye is 
asymmetrical. It serves as a 
stop for RH (4.) / LH (5.) appli-
cations.

L-handle with thread 3/8“ – 16 UNC
  Part Number Version Latching type Installation type

a) 281-9006.00-00001 with fastening holes padlock screw-on
b) 281-9007.00-00001 without fastening holes padlock screw-on

L-Handle 3/8" for Padlock Stainless Steel [7-073.02]
Advantages

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ Big padlock eye Ø11mm.

■■ Version a) with escutcheon 
and additional fastening holes 
for screws Ø5mm.

■■ Version b) with escutcheon 
without fastening holes.

■■ Height adjustment of the 
cams by catch for standard 
cams 2-151.02 or 3-Point cam 
adapter adjustable 2-151.01 on 
square threaded rod M10.

Materials

■■ Handle, escutcheon, square 
threaded rod and padlock 
eye: Stainless steel AISI 316

■■ Flat external seal: EPDM

■■ Washer: Teflon

Remarks

1. Flat external seal

2. Cutout version a)

3. Cutout version b)

4. and 5. The padlock eye is 
asymmetrical. It serves as a  
stop for RH (4.) / LH (5.) appli-
cations.

L-handle with thread M10
  Part Number Version Latching type Installation type

a) 281-9006.00-00000 with fastening holes padlock screw-on
b) 281-9007.00-00000 without fastening holes padlock screw-on

Accessories

183 2-151.01 3-Point Cam Adapter adjustable
178 2-151.02 Catch for standard Cams

L-Handle M10 for Padlock Stainless Steel [7-073.01]
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Advantages

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ Big padlock eye Ø11mm.

■■ Version a) with escutcheon 
and additional fastening holes 
for screws Ø5mm.

■■ Version b) with escutcheon 
without fastening holes.

Materials

■■ Handle, escutcheon, square 
threaded rod and padlock 
eye: stainless steel AISI 316

■■ Flat external seal: EPDM

■■ Washer: Teflon

Remarks

1. Flat external seal

2. Cutout version a)

3. Cutout version b)

4. and 5. The padlock eye is 
asymmetrical. It serves as a 
stop for RH (4.) / LH (5.) appli-
cations.

L-handle with thread 3/8“ – 16 UNC
  Part Number Version Latching type Installation type

a) 281-9006.00-00001 with fastening holes padlock screw-on
b) 281-9007.00-00001 without fastening holes padlock screw-on

L-Handle 3/8" for Padlock Stainless Steel [7-073.02]
Advantages

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ Big padlock eye Ø11mm.

■■ Version a) with escutcheon 
and additional fastening holes 
for screws Ø5mm.

■■ Version b) with escutcheon 
without fastening holes.

■■ Height adjustment of the 
cams by catch for standard 
cams 2-151.02 or 3-Point cam 
adapter adjustable 2-151.01 on 
square threaded rod M10.

Materials

■■ Handle, escutcheon, square 
threaded rod and padlock 
eye: Stainless steel AISI 316

■■ Flat external seal: EPDM

■■ Washer: Teflon

Remarks

1. Flat external seal

2. Cutout version a)

3. Cutout version b)

4. and 5. The padlock eye is 
asymmetrical. It serves as a  
stop for RH (4.) / LH (5.) appli-
cations.

L-handle with thread M10
  Part Number Version Latching type Installation type

a) 281-9006.00-00000 with fastening holes padlock screw-on
b) 281-9007.00-00000 without fastening holes padlock screw-on

Accessories

183 2-151.01 3-Point Cam Adapter adjustable
178 2-151.02 Catch for standard Cams

L-Handle M10 for Padlock Stainless Steel [7-073.01]
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