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THE POPPELMANN EFFECT:

Always the right
protective solution.

METALIKA KACIN

Slovenia

(+386) 04 510 53 60
info@metalika-kacin.com
Croatia

(+385) 051 213 060
hrvatska@metalika-kacin.com
Serbia

(+381) 011 25 21 756
srbija@metalika-kacin.com

We do it.
Better.
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COMPONENTS FOR INDUSTRY LFYANN

Standard range
Caps for external protection

Protective Caps
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Protective Caps
GPN 200 Type A
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SAE sealing caps
GPN 241

Page 17

D

Flexible Closures
GPN 351

Page 25

Protective Caps
with tab GPN 696

Page 35
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Grease Nipple Caps
GPN 985 Type A

Page 40

Protective Caps
GPN 200 Type B

Page 11

A

Protective Caps for
Pipes GPN 250
Page 18

I

HDSCS Protection
GPN 365

Page 27
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Closures
GPN 900

Page 36

S

Grease Nipple Caps
GPN 985 Type B

Page 40

e
Flexible Protective

Caps GPN 201
Page 12
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Protective Caps
GPN 255

Page 20

Tapered Closures
GPN 600

Page 28

Protective Dust Caps
GPN 920 Type B

Page 37

Hexagonal Caps
GPN 1000

Page 41
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Protective Caps
GPN 205

Page 14

End Caps
GPN 280

Page 21

Universal Protection
GPN 610

Page 31

Protective Plugs
GPN 950

Page 38

Snap-on Caps
GPN 1010

Page 42

Protective Caps
GPN 207

Page 15

Shaft Protection
GPN 290

Page 22

Universal Protection
GPN 620

Page 33

i

Grease Nipple Caps
GPN 980 Type A

Page 39

Hexagonal Caps
GPN 1050

Page 43

Protective Caps
GPN 240

Page 16
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Closures
GPN 350

Page 23

Protective Covers
GPN 695

Page 34

Grease Nipple Caps
GPN 980 Type B

Page 39

KAPSTO®

www.metalika-kacin.com

Grip Caps
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Grip Caps
GPN 210

Page 45
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Tapered Closure with
Side Tab GPN 608

Page 50

Screw Caps

Screw Caps
GPN 800

Page 53

Flexible Grip Caps
GPN 211

Page 46

Fast-fit Caps
GPN 940

Page 51

Screw caps
GPN 801

Page 55

Grip Caps
GPN 212

Page 47

NEW
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Screw caps with
Sealing Disc GPN 802

Page 56

Grip Caps
GPN 215

Page 48

Screw Caps with
Sealing Ring GPN 804

Page 58

Grip Caps
GPN 220

Page 49

Protective Dust Caps
GPN 930 Type B

Page 59
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COMPONENTS FOR INDUSTRY LFYANN

Standard range
Plugs for internal protection

Protective Plugs

QC-Plugs
GPN 245 Type A

Page 61

QC-Plugs
GPN 245 Type B

Page 61

Finned Plugs
GPN 320

Page 69
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Tapered Closures
GPN 600

Page 76

Universal Protection
GPN 620

Page 86

Grip Plugs

Grip Plugs
GPN 305

Page 93

Contact Protection
GPN 360 Type A

Page 99

Covers
GPN 340

Page 70

Thin Walled Tapered
Closures GPN 601

Page 80
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Closures
GPN 900

Page 87

Grip Plugs
GPN 308

Page 94

Contact Protection
GPN 360 Type B

Page 99

Square Plugs
GPN 260

Page 62

Closures
GPN 350

Page 71

Thin Walled Tapered
Closures GPN 602

Page 81

Covers
GPN 910

Page 88
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Grip Plugs
GPN 310

Page 95

Grip Plugs
GPN 607

Page 100

Rectangular Plugs
GPN 270

Page 63

Tapered Plugs
GPN 500

Page 73

Tapered Plugs
GPN 605

Page 82

Sealing Plugs
GPN 915

Page 89

<

Grip Plugs
GPN 315

Page 64

Tapered Closure
with Side Tab
GPN 608

Page 101

r

Closure Plugs
GPN300F

Page 65

Screw-in Plugs
GPN 550

Page 74

Pull Plugs
GPN 606

Page 83

Protective Dust Plugs
GPN 920 Type A

Page 90

Grip Plugs
GPN 330

Page 97

.

Universal Protection
with Ring Lug
GPN 615

Page 102

i

Closure Plugs
GPN 300V

Page 67

Screw-in Plugs
GPN 551

Page 75

Universal Protection
GPN 610

Page 84
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Protective Plugs
GPN 950

Page 91

Grip Closures
GPN 335

Page 98

Grip Plugs
GPN 630

Page 103

KAPSTO"®

www.metalika-kacin.com

Screw Plugs

Screw Plugs Screw Plugs
GPN 700 GPN 703
Page 105 Page 106

Sealing Screw Plugs Sealing Screw Plugs
GPN 730 GPN 735
Page 110 Page 111

Flange Covers

Flange Covers Flange Covers
GPN 640 GPN 650 Type A/B

Page 117 Page 118/119

Special range

Even larger choice

Approx. 2,000 other designs that we can make
quickly and cost-effectively using available moulds.

Further information from page 126.

‘B

Screw Plugs Screw Plugs Screw Plugs Assembly tool
GPN 710 GPN 720 Type A GPN 720 Type B KAPSTO® BIT-73X
Page 107 Page 108 Page 108 Page 109
D
s,
Sealing Screw Plugs Sealing Screw Plugs Sealing Screw Plugs Protective Dust Plugs
GPN 736 with O-Ring with O-Ring GPN 930 Type A
Page 112 GPN 737 CPN738 Page 115
Page 113 Page 114
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1

Flange Covers Flange Covers Flange Covers Protective Caps
GPN 655 GPN 670 GPN 680 GPN 690

Page 120 Page 121 Page 122 Page 123
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You haven’t found the right
protective solution?

Custom-made products are
often cheaper than you think.

Furtherinformation from page 128.



METALIK

COMPONENTS FOR INOUSTRY CFYANN 9

2% S

PROTECTIVE CAPS Free test samples:
MK Slovenia  (+386) 04 510 53 60

GPN 200 Type A WS R

THE POPPELMANN EFFECT:

Direct on-si ' .
consulting. e e
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All KAPSTO® advantages Suitable for external
on pages 128 — 135.
item diameter D G Order no.
GPN2002Z5x13 ) 13 200 0513 0000
GPN 20075 % 20 5 20 200 0520 0000
GPN 200276 x 10 6 10 200 0610 0000
GPN 20076 x 16 6 16 200 0616 0000
GPN200Z6 x 31 6 31 200 06310000
GPN200Z7 %16 7 15.5 200 0716 0000
GPN 200278 x 10 8 10 200 0810 0000
GPN 20078 x 16 8 16 200 0816 0000
GPN200Z8 x 30 8 30 200 0830 0000
GPN200Z79 x 12 9 11.5 200 0912 0000
GPN200Z9 x 16 9 16 200 0916 0000
GPN 2002710 x 6 10 6 2001060 0000
GPN 2002710 x 10 10 10 2001010 0000
GPN 200210 x 22 10 22 2001022 0000
GPN 2002710 x 28 10 28 2001028 0000
Standard colour: Natural GPN 200710 x 33 10 33 2001033 0000
andard colour: Natura GPN 200712 x 10 12 10 2001210 0000
Material: PE-LD GPN 200712 x16 12 16 2001216 0000
GPN 200212 x 35 12 35 20012350000
GPN2002Z12.5x 20 125 20 200 1252 0000
GPN200Z14x8 14 8 200 1480 0000
VDA Cleaner. GPN 200714 = 10 14 10 200 1410 0000
sana1s ) Uponrequest, we can GPN2007Z14 x 15 14 15 200 1415 0000
manufacture in the specially GPN 200714 x 20 14 20 200 1420 0000
designed cleanroomin GPN 200714 x 38 14 38 2001438 0000
accordance with VDA Volume GPN 2007145 % 15 145 15 200 1451 0000
19 and ISO 16232. For further Sizeinmm » Continued on page 10
information, please refer For information regarding materials, colours, drawings and the use of our items, please
to page 129. refer to pages 124/125.
Better. You might also be interested in the following products: GPN 201, GPN 205, GPN 210, GPN 900

Cylindrical caps with easy-to-
grip knurled collar for protection
of threaded studs, pipe ends
and shafts.

We do it.
Simpler.

www.metalika-kacin.com KAPSTO®
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PROTECTIVE CAPS PROTECTIVE CAPS Free test samples:
MK Slovemiz  (+386) 04 510 53 60
MK Croatia (338600851 213 060

WIK Serthiia (433BIOTLL 2521756 <R =

Free test samples:
MK Siovemian (+386) 04 510 53 60
MK Croatia (€338p)0b1 213 060
MK Sertbia~ (#38B10TLL 25 21 756

GPN 200 Type A
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« Continued from page 9
Suitable for external Suitable for external Dimensions
item diameter D G Order no. item thread diameter D G (0) Order no.
GPN200Z716 x 8 16 8 2001680 0000 GPN 200 /1040 M12 x 1.5 12 12 16 2001040 0000
GPN 2002716 x 15 16 15 20016150000 GPN 200 / 0790 M20 x 1.5 20 20 26 200 0790 0000
GPN 2002716 x 20 16 20 200 1620 0000 GPN 200 /1041 R1/4 13 12 16 20010410000
GPN 200716 x 25 16 25 2001625 0000 GPN 200 / 0791 R1/2 21 20 26 200 0791 0000
GPN 2002718 x 15 18 15 20018150000 Size inmm
GPN 200 Z 18 x 20 18 20 2001820 0000
GPN200Z18 x 26 18 26 2001826 0000 For information regarding materials, colours, drawings and the use of our items, please
GPN 2002720 x 14 20 14 200 2014 0000 fort 124/125
GPN 200Z 20 x 20 20 20 200 2020 0000 rererto pages :
GPN 2002722 %18 22 18 200 2218 0000 . . . . i
GPN 200 7 22 x 30 2 30 200 2230 0000 You might also be interested in the following products: GPN 201, GPN 205, GPN 210, GPN 900
GPN 200724 x18 24 18 200 2418 0000
GPN 2002727 x 20 27 20 200 2720 0000
GPN 200 728 x 20 28 20 200 2820 0000
GPN 2002730 x 22 30 22 200 3022 0000
GPN 200732 x 22 32 22 200 3222 0000
Standard colour: Natural GPN 200 733 x 25 33 o5 500 3325 0000 Standard colour: Natural
Material: PE-LD GPN 2007 35 x 25 35 25 200 3525 0000 Material: PE-LD
GPN200Z 36 x 25 36 25 200 3625 0000
GPN 2007 38 x 25 38 25 200 38250000
GPN 200239 x 27 39 27 200 3927 0000 H
VDA Cleaner. GPN 2007 40 x 27 40 27 200 4027 0000 Better fit.
Band 19 Upon request, we can GPN 200742 x 27 42 27 200 4227 0000 Designed for male end
manufacture in the specially GPN 200 Z 45 x 30 45 30 200 4530 0000 connectors in accordance with
designed cleanroom in GPN200Z48 x 30 48 30 2004830 0000 DIN EN 837-1and DIN EN 837-3.
accordance with VDA Volume GPN 200 Z50 x 30 50 30 2005030 0000
19 and 1S0 16232. For further Sizeinmm oA Cleaner.
information, please refer . Band 19 Upon request, we can
Suitable for external )
to page 129. manufacture in the specially
Bett item thread diameter D G Order no. designed cleanroomin
etter. GPN 200G 1/4 Gl/4 13 15 200 0589 0000 accordance with VDA Volume
Cylindrical caps with easy-to- GPN 200G 3/8 G3/8 165 13 200 0566 0000 19 and ISO 16232. For further
grip knurled collar for protection GPN 200G 1/2 G1/2 21 15 200 0567 0000 information, please refer
of threaded studs, pipe ends GPN 200 G3/4 G3/4 26.5 16.5 200 0568 0000 to page 129.
and shafts GPN200G1 Gl 33 19.5 200 0590 0000
Sizeinmm Better.

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.

You might also be interested in the following products: GPN 201, GPN 205, GPN 210, GPN 900

www.metalika-kacin.com

KAPSTO®

®

Easy-to-grip knurled outer wall
for easy removal.

o GPN 200 Type B

www.metalika-kacin.com
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FLEXIBLE PROTECTIVE CAPS

GPN 201

Free test samples:
MK Slovenia  (+386) 0451053 60
MK Croatia
MK Serbia

Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia
MK Serbia

FLEXIBLE PROTECTIVE CAPS
(+385) 051 213 060

(+381)0112521 756 <=8 G P N 201

(+385) 051 213 060
(+381) 0112521756 58
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« Continued from page 12
Suitable for external Suitable for external
item diameter D G Order no. item diameter D G Order no.
GPN201Z5x13 49-54 13 201 0513 0000 GPN201G1/4 13.2-13.9 15 201 0589 0000
GPN201Z5x%20 49-54 20 2010520 0000 GPN 201G 3/8 165-171 13 201 0566 0000
GPN 20176 %10 59-64 10 201 0610 0000 GPN201G1/2 20.8-215 15 201 0567 0000
GPN 20176 x 16 59-64 16 2010616 0000 GPN 201G 3/4 26.2-277 16,5 2010568 0000
GPN201Z7 x 16 6.9-73 1565 201 0716 0000 GPN201G1 331-347 19.5 2010590 0000
GPN201Z8 x 10 8-84 10 2010810 0000 Size in mm
GPN201Z8x 16 79-84 16 201 0816 0000
GPN201Z28 % 30 79-81 30 2010830 0000 This application table is a guide only. We would be happy to send you free samples
GPN201Z9x 12 92-94 1.5 2010912 0000 for testi
GPN201Z9 x 16 9-91 16 2010916 0000 ortestng.
gppgzzgllzzllg:l% 91%:11%75 160 2%1111%61388888 For information regarding materials, colours, drawings and the use of our items, please
GPN 201710 x 22 10-10.3 22 2011022 0000 refer to pages 124/125.
GPN 201710 % 28 99-10.2 28 2011028 0000 : : : :
GPN 201710 x 33 09-101 33 5011033 0000 Dimension G is not subject to DIN ISO 3302-1.
GPN 201712 x 10 11.9-128 10 2011210 0000 ‘ :
Standard colour: Yellow GPN 201Z12i16 18-125 6 2011216 0000 Standard colour: Yellow The engraving equals the GPN 200 standard series.
Material: TPE (plasticiser-free) GPN 201712 x 35 119-121 35 20112350000 Material: TPE (plasticiser-free) - . . : .
GPN 2017125 x 20 155-133 0 5011252 0000 You might also be interested in the following products: GPN 205, GPN 211
GPN 201714 x 8 139-14.8 8 2011480 0000
: GPN 201714 x 10 139-147 10 2011410 0000 ;
ng.hfr temperature GPN201Z14 x 15 139-146 15 2011415 0000 ng.hfr temperature
resistance. GPN 201714 x 20 13.9-14.4 20 2011420 0000 resistance.
Heat resistant to 150 °C. More GPN 201714 x 38 13.9-144 38 2011438 0000 Heat resistant to 150 °C. More
details: page 125, “Physical GPN201214.5x15 14.4-14.9 15 20114510000 details: page 125, “Physical
propert\es” GPN201Z16x8 159-167 8 2011680 0000 propert'\es”
: GPN 201716 x 15 16-16.6 15 2011615 0000 :
M til GPN 201716 x 20 159-16.6 20 2011620 0000 M til
ore versatile. GPN 201716 x 25 159-16.3 25 2011625 0000 ore versatile.
Suitable for different diamenters GPN 201718 x 15 179-189 15 20118150000 Suitable for different diamenters
due to flexible material. GPN201Z18 x 20 179-184 20 2011820 0000 due to flexible material.
GPN 201718 x 26 179-183 26 2011826 0000
GPN 201720 x 14 20-207 14 2012014 0000
Better. _ GPN 201720 x 20 20-207 20 2012020 0000 Better. _
Cylindrical caps with easy-to- GPN 201722 x 18 2002-228 18 2012218 0000 Cylindrical caps with easy-to-
grip knurled collar for protection GPN 201722 % 30 21.9-225 30 2012230 0000 grip knurled collar for protection
of threaded studs, pipe ends GPN201Z24 x 18 239-246 18 20124180000 of threaded studs, pipe ends <E
and shafts GPN 201727 x 20 26.7-278 20 2012720 0000 and shafts v
’ GPN 201728 x 20 277 -286 20 2012820 0000 ' —%
GPN 201730 x 22 29.8-30.7 22 2013022 0000 —'§
GPN 201732 x 22 31.3-328 22 2013222 0000 <E
GPN 201733 x25 327-339 25 20133250000 l_E
GPN 201735 x 25 35-35.8 25 2013525 0000 ""'g
GPN 201736 x 25 35.8-375 25 20136250000 >:
GPN 201738 x 25 381-39.2 25 2013825 0000
GPN 201739 x 27 386-397 27 2013927 0000
GPN 2017 40 x 27 398-41 27 2014027 0000
GPN 201742 x 27 419-429 27 2014227 0000
GPN 2017 45 x 30 451-46 30 2014530 0000
GPN 201748 x 30 48.3-499 30 2014830 0000
GPN 2012750 x 30 50-51 30 2015030 0000
Sizeinmm » Continued on page 13

www.metalika-kacin.com

KAPSTO®

www.metalika-kacin.com
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PROTECTIVE CAPS Free test samples: PROTECTIVE CAPS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 205 MK Croatia  (+385) 051 213 060 G P N 2 07 MK Croatia  (+385) 051 213 060
. ’ T . ’ T
MK Serbia  (+381)0112521756 «8=® MK Serbia  (+381)0112521756 <8 ® 2
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Suitable for external Dimensions Suitable for external Dimensions
item diameter D G Order no. item Outside diameter E A D G Order no.
GPN 205K 10 x 12 10 12.2 2051012 0000 GPN 207 FL 67 52-6.7 12 8 25 207 0067 0000
GPN205K12 x 12 12 12.2 2051212 0000 GPN 207 FL73 58-73 13 9 25 207 0073 0000
GPN 205K 14 x 14 14 14.2 205 1414 0000 GPN 207 FL77 6.5-77 14 10 32 207 0077 0000
GPN 205K 16 x 16 16 16.2 2051616 0000 GPN 207 FL 80 65-8 14 10 20 207 0080 0000
GPN 205K 18 x 18 18 18.2 2051818 0000 GPN 207 FL107 7.8-10.7 17 13.3 25 207 0107 0000
GPN 205 K 20 x 20 20 20.2 205 2020 0000 GPN 207 FL 123 93-12.3 185 14.3 23 207 0123 0000
GPN 205K 22 x 22 22 22.2 2052222 0000 GPN 207 FL 150 11.8-15 21 17.3 25 207 0150 0000
GPN205G1/8 97 12.2 205 1800 0000 Size inmm
GPN 205G 1/4 132 14.2 205 1400 0000
gmi%ggig 12'17 ﬁg 2%2?2888888 For information regarding materials, colours, drawings and the use of our items, please
GPN 205G 5/8 23 222 2055800 0000 refer to pages 124/125.
GPN 205G 374 264 22.2 205 3400 0000
GPN205G1 333 23.2 2051000 0000 - -
Sizeinmm . . .
Standard colour: Yellow F ‘ " i terial | q ) dth ‘ ; | Standard colour: Natural Appllcatlon GUIde
. o or information regarding materials, colours, drawings and the use of our items, please .
Material: EVA (free from plasticisers) g & g P Material: PE-LD
refer to pages 124/125. Suitable for external
ore versatlile. ore versatile. uitable for metric threads ipe threa i i item
i i Sutableformetricthreads  Pipethread  NeTIZlwidtof
Flexible material in combination App"cation Guide Suitable for different diamenters 635 (1L4") GG
with internal clamping surfaces due to flexible internal fins. M6 ' GPN 207 FL 73
help to accomodate larger . ! 789 (5/16") GPN 207 FL 77
tolerances. Suitable for metric threads Cleaner. M8 7.89 (5/16") GPN 207 FL 80
Standard Fine thread Pipe thread t SR8)  Upon request. ve can nhA/Il% e G1/8 949(3/8") 989 (7/16") gm 28; Etg
ine threa ipe threa item . . . ! . !
DA Cleaner. thread manufacture in the specially iR N i 1270/(1/2" CNETERED
Band 19 Upon ?’equest, we can M 10 M10 x 1 M10 x 1.25 GPN 205K 10 x 12 deS\gned cleanroomin . . ) )
manufacture in the specially M12 M12x 1 M12 x 1.25 M12x15 GPN 205K 12 x 12 accordance with VDA Volume This application table is a guide only. We would be happy to send you free samples
designed cleanroom in M14 M14x 1 M14x15 GPN 205K 14 x 14 19 and ISO 16232. For further for testing.
‘ M 16 M16x 1 M16 x 15 GPN 205K 16 x 16 . -
accordance with VDA Volume M18 M18 x 1 MI8x15 GPN 205K 18 x 18 information, please refer You might also be interested in the following products: GPN 205, GPN 215, GPN 255
19and IS0 16232. For further M 20 M20 x 1 M20x15 GPN 205 K 20 x 20 to page 129.
information, please refer M 22 M22 x 1 M22x15 GPN 205K 22 x 22
to page 129. G1/8 GPN 205G 1/8 Better. <E
Gl/4 GPN 205G 1/4 Internal fins providing venting M
Better. %fﬁ %m;%gg‘;’g and pressure equalisation. —i
Suitable for studs, external G5/8 GPN 205G 5/8 Suitable for studs, pins, external <§
threads and pins, Easy-go-grip G3/4 GPN 205 G 3/4 threads and the mating surfaces :g
knurled collar and clamping Gl GPN205G1 of SAE quick-connect plugs. Z§
surfaces for firm fit and This application table is a guide only. We would be happy to send you free samples
low-abrasion removal. for testing.

You might also be interested in the following products: GPN 215, GPN 255, GPN 800, GPN 802

www.metalika-kacin.com KAPSTO® www.metalika-kacin.com KAPSTO®
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PROTECTIVE CAPS Free test samples: SAE SEALING CAPS
MK Slovenia  (+386) 0451053 60

G P N 240 MK Croatia  (+385) 051 213 060 : G P N 241 Watch the film now:
MK Serbia  (+381)0112521756 «8 =8 poeppelmann.com/en/gpn241
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Suitable for external Dimensions Suitable for external Dimensions
: Nominal width of SAE : Nominal width of
item connector A D (G) Order no. item SAE connector A D G Order no.
GPN 240 MT 8 8 147 109 247 240 0008 0000 GPN 241 DF 8% 8 16 78 179 2410008 0000
l GPN 240 MT 9.5 9.5 16.7 129 25.1 240 0095 0000 GPN 241DF 9.5 9.5 17 94 19 2410095 0000
GPN 240 MT 10 10 172 134 278 240 0010 0000 GPN 241 DF 10 10 18 98 228 2410010 0000
o — GPN 240 MT 12 12 203 165 296 240 0012 0000 GPN 241DF12.7 127 20 125 235 2410127 0000
p GPN 240 MT 18 18 248 21 296 240 0018 0000 GPN 241 DF 16 16 24 1554 24 2410016 0000
S . GPN 241DF 18 18 25 178 21 2410018 0000
Ilzeinmm 6.1
" . . . Sizeinmm
‘ H’_,,/ For information regarding materials, colours, drawings and the use of our items, please
) 4 refer to pages 124/125. For information regarding materials, colours, drawings and the use of our items, please
refer 124/125.
You might also be interested in the following products: GPN 210, GPN 211, GPN 245 efer to pages 5
*This size is additionally supplied with inner ribs.

You might also be interested in the following products: GPN 211, GPN 240, GPN 245
Standard colour: Yellow Standard colour: Yellow

Material: PE-LLD Material: PE-LD

Better fit.

For protecting the mating
surfaces of SAE quick-connect
plugs.

Better fit.

For protecting the mating
surfaces of SAE quick-connect
plugs.

Seals better.

The SAE connector can with-
stand short-term pressurisation
of approx. 1 bar, depending on
Cleaner. its surface quality.

gand19 ) Uponrequest, we can

Seals better.
Suitable for pressure testing
depending on the application.

®® @
&® @

manufacture in the specially Cleaner.

designed cleanroom in Upon request, we can

accordance with VDA Volume manufacture in the specially <E

19and IS0 16232. For further designed cleanroom in >—‘§

information, please refer accordance with VDA Volume _%

to page 129. 19and IS0 16232. For further |<_[§

information, please refer z

@ Betterf to page 129. ’ ;%

The sealing surface of the SAE

connector remains untouched. Better.

Diameter A prevents
accidental assembly with
a quick connector.

®
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PROTECTIVE CAPS FOR PIPES Free test samples: PROTECTIVE CAPS FOR PIPES

MK Slovenia  (+386) 0451053 60

Free test samples:
MK Slovenia  (+386) 04 510 53 60

G P N 2 50 MK Croatia  (+385) 051213 060 G P N 2 50 MK Croatia  (+385) 051213 060
MK Serbia (+381) 0112521756 MK Serbia (+381) 01125 21 756 2
©
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°
o
( Z | e 7 |
— | = | \
| ? | | |
I I
| i | — T
B gD o B gD o
« Continued from page 18
Suitable for external Suitable for external
item diameter D thread G Order no. item diameter D thread G Order no.
GPN 250/ 4 4 19.5 250 0040 0000 GPN 250 / 127 127 G41/2 345 2501270 0000
GPN 250/ 8 8 14 250 0080 0000 GPN 250 /130 130 345 2501300 0000
GPN 250 /10.2 10.2 G 1/8 185 2500102 0000 GPN 250 /133 133 345 2501330 0000
GPN 250 /12 12 20 2500120 0000 GPN 250/ 139.7 139.7 G5 345 2501397 0000
GPN 250 /135 135 G 1/4 20 250 0135 0000 GPN 250 / 146 146 35 250 1460 0000
GPN 250 / 14 14 20 250 0140 0000 GPN 250 /1524 1524 G51/2 35 2501524 0000
GPN 250/ 15 15 19.5 250 0150 0000 GPN 250 / 159 159 345 2501590 0000
GPN 250/ 16 16 20 250 0160 0000 GPN 250 /168.3 168.3 G 6 345 2501683 0000
GPN 250 /16.75 16.8 19.5 250 0167 0000 GPN 250 /174.9 174.9 20 2501749 0000
GPN 250 /17.2 17.2 G 3/8 205 250 0172 0000 GPN 250 / 219 219 G8 41 250 2190 0000
GPN 250 /18 18 20 250 0180 0000 GPN 250 / 273 273 G 10 415 250 2730 0000
GPN 250 / 20 20 20 250 0200 0000 GPN 250 / 323.9 3239 G 12 455 2503239 0000
GPN250/21.3 213 G172 20 250 0213 0000 GPN 250 / 355.6 355.6 G 14 54 250 3556 0000
GPN 250/ 22 22 20 250 0220 0000 GPN 250 / 406.4 406.4 G 16 53 250 4064 0000
GPN 250 / 24 24 20 250 0240 0000 .
GPN 250/ 25 25 20 250 0250 0000 sizeinmm
Standard colour: Yellow GPN 250 / 26 26 57 550 0260 0000 Standard colour: Yellow For in " di terial | q ) dth ‘ " |
. . or information regarding materials, colours, drawings and the use of our items, please
Material: PE-LD: PE-LLD (from GPN 250/ 26.9 269 G 3/4 275 250 0269 0000 Material: PE-LD; PE-LLD (from ot > 4/3125 g & P
GPN 250/219) GPN 250/ 28 28 27 250 0280 0000 GPN 250/219) refer to pages .
GPN 250 / 30 30 275 250 0300 0000 . . . . i
GPN 250 / 32 318 575 550 0320 0000 You might also be interested in the following products: GPN 200 Type A, GPN 600, GPN 610
- GPN 250/ 32.5 325 15 2500325 0000 -
Better fit. o GPN 250 /337 337 G1 28 250 0337 0000 Better fit. S
Protection for pipes in GPN 250 /35 35 27 250 0350 0000 Protection for pipes in
accordance with DIN EN 10220, GPN 250/ 38 38 275 250 0380 0000 accordance with DIN EN 10220,
DIN EN 10255 and DIN EN GGPP’\T‘2255OO//44105 44105 g; 2;%%%‘2?28888 DINEN 10255 and DIN EN
1SO 1127 GPN 250 /42..4 42.,4 G1l1/4 355 250 0424 0000 1SO 1127.
GPN 250 / 44.5 445 G13/8 35 250 0445 0000
More robust. GPN 250/ 483 483 G112 35 250 0483 0000 More robust.
Thick-walled design for GPN 250 /50 50 345 2500500 0000 Thick-walled design for
higher demands. GPN 250 /51 ol 9 250 05100000 higher demands.
GPN 250/ 54 54 G1l3/4 35 250 0540 0000
GPN 250 / 57 57 35 250 0570 0000
Better, ‘ GPN 250/ 60 60.3 G2 36 250 0600 0000 B‘ette'_" _
Discontinuous internal GPN250/63.5 635 35 250 0635 0000 Discontinuous internal
beads, offset by 180° degrees, GPN 250 /70 70 36 250 0700 0000 beads, offset by 180° degrees, <[E
permit venting and pressure GPN 250 /73 73 345 250 0730 0000 permit venting and pressure N
lisation GPN 250 / 76 76.1 G212 36 250 0760 0000 equalisation :g
equa : GPN250/83 825 G2 3/4 35 250 0830 0000 a : :
GPN 250/ 87.9 87.9 G3 345 250 0879 0000 <E
GPN 250 / 89 88.9 35 250 0890 0000 |—§
GPN 250 / 95 8] 35 250 0950 0000 "”é
GPN 250 /102 101.6 345 2501020 0000 >3
GPN 250 /108 108 345 2501080 0000
GPN 250 /113 113 G4 40.5 2501130 0000
GPN 250 /114.3 114.3 355 2501143 0000
GPN 250 /121 121 345 2501210 0000
Sizeinmm » Continued on page 19
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PROTECTIVE CAPS Free test samples: END CAPS Free test samples:
MK Slovenia  (+386) 0451053 60 MK Slovenia  (+386) 04 510 53 60

G P N 255 MK Croatia  (+385) 051 213 060 G P N 280 MK Croatia  (+385) 051 213 060
MK Serbia  (+381) 0112521756 «R =B MK Serbia  (+381) 0112521756 .« =
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Suitable for external Suitable for external
item diameter D (G) Order no. item diameter D (G) Order no.
GPN 255/ 2 2 254 2550020 0000 GPN 280 ER 3 3 8 2800003 0000
E 2 GPN255/2.5 2.5 19 2550025 0000 GPN280ER 4 4 81 2800004 0000
3 : GPN 255/ 3 3 254 255 0030 0000 GPN 280 ER5 5 77 280 0005 0000
GPN255/35 35 254 2550035 0000 GPN 280 FR 6 6 86 2800006 0000
GPN 255/ 4 4 254 2550040 0000 GPN 280 ER7 7 9 280 0007 0000
GPN255/5 5 254 2550050 0000 GPN280FR8 8 94 2800008 0000
GPN 255/ 6 6 381 255 0060 0000 GPN 280 ER 10 10 11 280 0010 0000
GPN255/8 8 381 2550080 0000 GPN 280 ER11 il 12.9 2800011 0000
GPN 255 /10 10 381 2550100 0000 GPN 280 ER 12 12 12.3 2800012 0000
GPN 255 /12 12 381 2550120 0000 GPN280ER 13 13 13.2 2800013 0000
GPN 255/ 14 14 381 255 0140 0000 GPN280ER 14 14 12.8 2800014 0000
GPN 255 /15 15 381 2550150 0000 GPN 280 ER 15 15 147 280 0015 0000
GPN 255/16 16 381 255 0160 0000 GPN 280 ER 16 16 164 2800016 0000
GPN 255 /17 17 381 2550170 0000 GPN280ER18 18 197 2800018 0000
GPN 255 /18 18 381 2550180 0000 GPN 280 ER 20 20 20.1 280 0020 0000
Standard colour: Natural GPN 255/ 20 20 381 2550200 0000 Standard colour: Black GPN 280 ER 21 21 213 28000210000
andard colour: Natura GPN 255 /22 22 381 2550220 0000 andard colour: biac GPN 280 ER 22 22 206 2800022 0000
Material: S| GPN 255 / 24 24 381 2550240 0000 Material: PE-LD GPN 280 ER 24 24 227 2800024 0000
GPN 255 / 25 25 381 255 0250 0000 GPN 280 ER 25 25 22.3 280 0025 0000
GPN 255/ 27 27 381 2550270 0000 GPN 280 ER 26 26 235 2800026 0000
H GPN 255/ 30 30 381 2550300 0000 GPN 280 ER 27 27 25.3 2800027 0000
ng.hﬁr temperature GPN 255/ 33 33 381 2550330 0000 More robust. GPN 280 ER 28 28 24.8 2800028 0000
resistance. GPN 255 /36 36 445 2550360 0000 Reinforced base for increased GPN 280 ER 30 30 248 2800030 0000
Extremely heat resistant up to GPN 255/ 39 39 445 2550390 0000 demands. GPN 280 ER 32 32 264 2800032 0000
250°C. More details: page 125, GPN 255/ 42 42 50.8 2550420 0000 Size inmm
“Physical properties” GPN 255 / 45 45 50.8 255 0450 0000 Better.
/ ‘ GPN255/48 48 50.8 2550480 0000 Suitable for pipes: particulary For more information about the application of our items, please refer to pages 124/125.
GPN 255 /52 52 50.8 2550520 0000 '
More robust. suitable as gilders for furniture . . . . .
Highly tear-resistant material Sizeinmm and equipment You might also be interested in the following products:
gy _ _ quip : GPN 200 Type A, GPN 260, GPN 320, GPN 1000
for increased demands. Flash and foreign particles are permitted for these items. We recommend that you carry
A out functional tests before series production.
More versatile.
Flexible material for For more information about the application of our items, please refer to pages 124/125.

accomodating larger tolerances. You might also be interested in the following products: GPN 605, GPN 606, GPN 607
Better.

Protection for studs and
pipe ends.

® ®
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SHAFT PROTECTION Free test samples: CLOSURES Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 29 O MK Croatia  (+385) 051213 060 > G P N 350 MK Croatia  (+385) 051213 060
. 2 - e .
MK Serbia (+381) 0112521 756 2= MK Serbia (+381) 0112521756 g
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External application
Suitable for external Dimensions External application
item diameter D A G) Order no. item A B H D (G) Order no.
GPN 290/ 009 9 145 22 290 0009 0000 GPN 35011 13 58 6 38 73 350 0001 0000
GPN 290 / 011 1 175 26.3 290 0011 0000 GPN 35012 13 6.2 6 38 73 350 0002 0000
GPN 290 /014 14 225 335 290 0014 0000 GPN 35013 13 64 9 5 108 350 0003 0000
GPN 290 / 015 15 255 31 290 0015 0000 GPN 35014 13 71 6 47 78 350 0004 0000
GPN 290/ 016 16 255 445 290 0016 0000 GPN 350145 13 74 6 5 78 350 0450 0000
GPN 290/ 019 19 305 45 290 0019 0000 GPN 35015 13 8.2 6 5.8 78 350 0005 0000
GPN 290 / 020 20 32 58 290 0020 0000 GPN 35016 13 78 9 6 108 350 0006 0000
GPN 290 / 022 22 355 56.8 290 0022 0000 GPN35016.5 13 87 6 6.9 7.3 350 0650 0000
GPN 290 / 024 24 385 57 290 0024 0000 GPN 35017 13 9.3 6 77 73 350 0007 0000
GPN 290 / 025 25 40 69 290 0025 0000 GPN 350175 16 9.8 85 75 9.8 350 0750 0000
GPN 290 /028 28 45 69 290 0028 0000 GPN 35018 16 104 8 81 9 350 0008 0000
GPN 290 / 030 30 48 913 290 0030 0000 GPN 35019 16 104 1 8 128 350 0009 0000
GPN 290 /032 32 51 91.8 290 0032 0000 GPN 350110 16 108 8 838 9.8 350 0010 0000
GPN 290 / 035 35 56 a1 290 0035 0000 GPN 350 |11 16 11.3 8 94 9.3 350 0011 0000
GPN 290 /038 38 61 a1 290 0038 0000 GPN 350112 16 11.9 13 97 145 350 0012 0000
Standard colour: Yell GPN 290 / 042 42 67 1255 290 0042 0000 Standard colour: Natural GPN 350113 16 11.9 8 9.7 9.2 350 0013 0000
andard colour: reliow GPN 290 / 045 45 72 1155 290 0045 0000 andard colour: Natura GPN 3501135 19 125 8 105 9.8 3501350 0000
Material: PE-LD GPN 290 / 048 48 77 126 290 0048 0000 Material: PE-LD GPN 350114 19 129 8 109 9.8 350 0014 0000
GPN 290 / 055 55 88 1258 290 0055 0000 GPN 3501145 19 134 8 114 9.8 3501450 0000
GPN 290 / 060 60 % 160.5 290 0060 0000 GPN 350115 19 13.9 8 117 9.8 350 0015 0000
; GPN 290 /075 75 12 165 290 0075 0000 : GPN 350116 19 14 16 117 177 350 0016 0000
Better fit. i Sizeinmm More versatile. GPN 350117 19 14.5 8 12.5 93 350 0017 0000
Protection for shaft ends in Can be used as plug or cap. GPN 350118 19 15 ) 13 93 350 0018 0000
accordance with DIN EN 748-1 For information regarding materials, colours, drawings and the use of our items, please GPN350118.5 19 153 9 13.3 107 3501850 0000
and DIN EN 50347. fert 124/125 GPN 350120 24 15.9 9 137 10.7 350 0020 0000
refertopages : Cleaner. GPN3501205 24 165 9 4.2 107 350 2050 0000
) . . ) VDA GPN 350121 24 17 9 147 106 350 0021 0000
Better. You might also be interested in the following products: GPN 200 Type A, GPN 255 Band 19 Upon request, we can . GPN 3501215 o0 173 5 15 107 350 2150 0000
Also secures the feather key. manufacture in the specially GPN 350122 24 178 22 147 233 350 0022 0000
designed cleanroom in GPN 350123 24 177 9 157 107 350 0023 0000
accordance with VDA Volume GPN 350124 24 183 9 165 107 350 0024 0000
19.and 1SO 16232. For further GPN350124.5 26 191 85 16.8 107 350 2450 0000
i i | ) ¢ GPN 350125 26 19.9 10 177 122 350 0025 0000
information, piease rerer GPN 350 1 26 26 20.9 10 187 122 350 0026 0000
to page 129. GPN 350127 26 215 26 187 28.2 350 0027 0000
GPN 350128 26 22 10 19.7 122 350 0028 0000
Better. GPN 350129 26 227 10 20.5 122 350 0029 0000 <E
Suitable for bore holes. studs, GPN 350130 29 232 10 212 122 350 0030 0000 Vi
quct dthread GPN 350131 29 237 10 217 12.2 350 0031 0000 —:
conductors and threads. GPN 350132 29 24.4 10 23 122 3500032 0000 :[‘
Sizeinmm » Continued on page 24 |_Z
. v . . . i
For information regarding materials, colours, drawings and the use of our items, please s:

refer to pages 124/125.

You might also be interested in the following products: GPN 205, GPN 255, GPN 351, GPN 608
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CLOSURES Free test samples: FLEXIBLE CLOSURES
MK Slovenia  (+386) 0451053 60

G P N 350 MK Croatia  (+385)051213060 %, G P N 351 Watch the film now:
MK Serbia (+381) 0112521756 . 8t poeppelmann.com/en/gpn351
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External application External application
« Continued from page 23
External application External application
item A B H D (G) Order no. item A B H D (G) Order no.
GPN 350133 29 25 10 237 122 350 0033 0000 2 GPN 35111 13 5.8 6 38 73 3510001 0000
GPN 350135 33 263 1 249 132 350 0035 0000 GPN 35112 13 6.2 6 38 73 3510002 0000
GPN 350136 33 272 11 252 13.2 3500036 0000 GPN 35113 13 6.4 9 5 108 3510003 0000
GPN 350137 33 283 11 257 13.2 350 0037 0000 GPN 35114 13 71 6 47 78 3510004 0000
GPN 350138 33 293 1 269 125 3500038 0000 GPN 351145 13 74 6 5 78 3510450 0000
GPN 350139 36 30.1 11 279 126 350 0039 0000 GPN 35115 13 82 6 538 78 3510005 0000
GPN 350 [ 40 36 304 1 283 132 350 0040 0000 GPN 35116 13 78 9 6.3 108 3510006 0000
GPN 350 140.5 36 307 11 286 13.2 350 4050 0000 GPN 351165 13 87 6 6.9 7.3 3510650 0000
GPN350140.8 36 313 1 292 132 350 4080 0000 o . GPN 35117 13 9.3 6 77 7.3 3510007 0000
GPN 350141 36 32 11 297 125 350 00410000 GPN 351175 16 9.8 85 75 9.8 3510750 0000
GPN 350142 36 3238 11 30.5 132 350 0042 0000 GPN 35118 16 104 8 81 9 3510008 0000
GPN 350143 42 339 12 315 14.2 350 0043 0000 _ GPN 35119 16 104 1 8 12.8 3510009 0000
GPN 350144 42 345 12 325 14.2 350 0044 0000 GPN 351110 16 108 8 838 9.8 3510010 0000
GPN 350145 42 353 12 324 14.2 350 0045 0000 GPN 351111 16 108 8 88 9.8 35100110000
GPN 35046 42 365 12 347 14.2 350 0046 0000 GPN 351112 16 11.9 13 97 145 3510012 0000
. GPN 350 |47 45 38 12 357 14.2 350 0047 0000 . GPN 351113 16 11.9 8 97 9.2 3510013 0000
Standard colour: Natural GPN 350148 45 389 12 367 14.2 350 0048 0000 Standard colour: Yellow GPN 351113,5 19 125 8 105 98 3511350 0000
Material: PE-LD GPN 350149 45 394 12 375 14.2 350 0049 0000 Material: TPE, free from plasticisers GPN 351114 19 129 8 109 9.8 3510014 0000
GPN 350150 45 40.2 12 385 14.2 350 0050 0000 GPN 3511145 19 134 8 114 9.8 3511450 0000
GPN 35051 50 418 12 395 137 350 0051 0000 GPN 351115 19 13.9 8 117 9.8 3510015 0000
: GPN 350152 50 437 12 415 14.2 350 0052 0000 ; GPN 351116 19 14 16 17 177 3510016 0000
More versatile. GPN 350153 50 448 12 42 14.2 350 0053 0000 ng_her temperature GPN 351117 19 14.5 8 125 9.3 3510017 0000
Can be used as plug or cap. GPN 3501 531 56 468 12 445 137 350 0531 0000 resistance. GPN 351118 19 15 8 13 93 3510018 0000
GPN 350154 56 46.8 12 445 137 350 0054 0000 Heat resistant to 150 °C. More GPN 3511185 19 15.3 9 13.3 10.7 3511850 0000
GPN 350 | 541 55 483 12 463 142 350 0541 0000 details: page 125, “Physical GPN 351120 24 15.9 9 137 107 3510020 0000
Cleaner. GPN 350155 56 487 12 467 14.2 350 0055 0000 roperties” GPN 3511205 24 16.5 9 14.2 10.7 3512050 0000
Upon request, we can GPN 350156 56 50.5 20 475 222 350 0056 0000 prop : GPN 351121 24 17 9 147 106 3510021 0000
! _ GPN 350 157 62 54 13 515 14.2 350 0057 0000 . GPN 3511215 24 173 9 15 10.7 3512150 0000
manufacture in the specially GPN 3501570 65 504 15 56.9 15 350 0570 0000 More versatile. GPN 351122 24 178 22 147 253 3510022 0000
designed cleanroomin GPN 350 1571 65 60.8 18 56.8 18 350 0571 0000 Suitable for different diamenters GPN 351123 24 177 9 157 10.7 3510023 0000
accordance with VDA Volume GPN 350158 72 62.5 14 59.2 16 350 0058 0000 due to flexible material. GPN 351124 24 183 9 165 10.7 3510024 0000
19.and 1SO 16232. For further GPN 350 1581 85 79.5 18 76.5 18 350 0581 0000 GPN 351124,5 26 19.1 85 16.8 10.7 3512450 0000
f i | ; GPN 350159 88 75.6 14 72.9 165 350 0059 0000 Better GPN 351125 26 199 10 177 122 3510025 0000
information, piease refer GPN 350160 92 885 20 85 20 350 0060 0000 : . GPN 351126 26 19.9 10 187 122 3510026 0000
to page 129. Suitable for a aperatures, GPN 351127 26 217 26 187 28.2 3510027 0000
B Sizeinmm studs, conductors, hexagonal GPN 351128 26 22 10 19.9 12.2 3510028 0000
etter. . . . . . . icati GPN 351129 26 22.9 10 207 122 3510029 0000 <
Suitable for bore holes. studs For information regardmg mater\als,CO‘OUrS,drangS and the use of our items, please applwcatlomsamd threads. GPN 351130 29 23.2 10 214 122 351 0030 0000 ME
' ' refer to pages 124/125. GPN 351131 29 237 10 219 12.2 35100310000 —5
conductors and threads. GPN 351132 29 244 10 23 12.2 3510032 0000 —i
You might also be interested in the following products: GPN 205, GPN 255, GPN 351, GPN 608 . <:
Size inmm » Continued on page 26 -z
For information regarding materials, colours, drawings and the use of our items, please "Zu§

refer to pages 124/125.
The engraving equals the GPN 350 standard series.

You might also be interested in the following products: GPN 201, GPN 205, GPN 350, GPN 608
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HDSCS PROTECTION

G P N 3 65 Watch the film now:
poeppelmann.com/en/gpn365

FLEXIBLE CLOSURES

G P N 351 Watch the film now:
poeppelmann.com/en/gpn351
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External application
« Continued from page 25
External application Dimensions
item A B H D (G) Order no. item A F G H (M) Order no,
GPN 351133 29 25.2 10 23.9 12.2 3510033 0000 GPN 365 SC 1810 337 196 16.3 6 183 3651810 0000
GPN 351135 33 26.3 11 25.2 135 35100350000 GPN 365 SC 1816 337 26.5 16.3 6 183 3651816 0000
GPN 351136 33 27.2 11 254 13.2 3510036 0000 GPN 365 SC 2316 387 26.5 16.3 6 183 3652316 0000
GPN 351137 33 283 1 259 136 3510037 0000 GPN 365 SC 3116 467 275 163 6 183 365 3116 0000
GPN 351138 33 29.3 11 27 12.7 3510038 0000 GPN 365 SC 4316 58.9 26.7 16.3 6 183 3654316 0000
GPN 351139 36 301 1 279 126 3510039 0000 Size in mm
GPN 351140 36 304 11 283 12.7 3510040 0000
GPN 3511405 36 307 1 286 13.2 3514050 0000 For information regarding materials, colours, drawings and the use of our items, please
GPN 351140.8 36 313 11 29.2 13.2 3514080 0000 fert 124,125
GPN 351141 36 32 1 297 127 3510041 0000 referto pages :
GPN 351142 36 328 11 30.5 12.7 3510042 0000
GPN 351143 42 33.9 12.2 317 137 3510043 0000
GPN 351144 42 346 12 328 138 3510044 0000 . . .
GPN 351145 42 353 12 326 135 3510045 0000 Application Guide
GPN 351146 42 36.6 12 35 13.8 3510046 0000
Standard colour: Yell GPN 35147 45 38 12 36 14.2 3510047 0000 Standard colour: Yell ) ) )
andard colour: reliow GPN 351148 45 389 12 37 14.2 3510048 0000 andard colour: reliow Can be used with HDSCS pin housings
Material: TPE, free from plasticisers GPN 351149 45 395 12 378 13.8 3510049 0000 Material: TPE, free from plasticisers
GPN 351150 45 403 12 388 14.2 3510050 0000 Pole number
GPN 351151 50 42 2.2 40 134 3510051 0000
H GPN 351152 50 437 12 42 14.2 351 0052 0000 H Inside Outside
ng_her temperature GPN 351153 50 449 12 425 14 3510053 0000 Better fit. ) contour contour 2 3 4 6 7 8 10 12 15 16 18 item
resistance. GPN 3511531 56 46.2 12 439 132 35105310000 For the protection of HDSCS exh elxhl
Heat‘ resistant to 150 °C. More GPN 351154 56 472 12 450 133 3510054 0000 (He.avy Duty Sea\ed Connector 178x96 202 x 12 P GPN 365 SC 1810
details: page 125, “Physical GRNS5L 1541 55 486 12 465 144 35105410000 Series) pin housings. 178 x 156 20.2x18 - GPN 365 SC 1816
properties™ GPN 351155 56 485 122 47 137 3510055 0000 508 x156 o50x18 - .. GPN 365 SC 2316
M - GPN 351157 62.5 546 13.2 52 14.5 3510057 0000 st 128156 15018 . .« . GPN365SC4316
ore versatile. GPN 3511570 65 59.8 15 569 15 3510570 0000 resistance.
Suitable for different diamenters GPN 3511571 65 60.8 18 56.8 18 3510571 0000 Heat resistant to 150 °C. More Sizeinmm
i i GPN 351158 72 63 14 59.8 155 3510058 0000 ils: " i . . . . .
due to flexible material. GPN 3511581 a5 20 18 77 18 3510581 0000 details: pag%e 125, "Physical This application table is a guide only. We would be happy to send you free samples
Better. GPN 351159 88 76 14 735 155 351 0059 0000 properties’”. for testing.
- GPN 351160 93 88.5 20.5 845 205 3510060 0000 ) ) )
Suitable for a aperatures, S Better. The contact protection GPN 365 has been specially developed for HDSCS pin housings.
studs, conductors, hexagonal fzemnmm To protect pin housings and . . . .
L ) , ) ) . You might also be interested in the following products: GPN 211, GPN 360
applications and threads. For information regarding materials, colours, drawings and the use of our items, please contact pins. Ideal for transport
refer to pages 124/125. and paintwork protection.

The engraving equals the GPN 350 standard series.

You might also be interested in the following products: GPN 201, GPN 205, GPN 350, GPN 608
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TAPERED CLOSURES Free test samples: TAPERED CLOSURES Free test samples:

MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 60 O MK Croatia  (+385) 051 213 060 : G P N 60 O MK Croatia  (+385) 051 213 060 :
. s ‘ s
MK Serbia  (+381)0112521756 «8=® MK Serbia  (+381)0112521756 <8 ® 2
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External application External application
« Continued from page 28
External application External application
item A B [ H D (E) (G) Order no. item A B Cc H D (E) (G) Order no.
GPN 600 B 81 11 8.1 9.2 72 78 66 7 600 00810000 GPN 600 B 790 20 79 82 17 78 754 172 600 0790 0000
GPN 600 B 98 12 98 11 72 96 84 7 600 0098 0000 GPN 600 B 815 92 815 836 165 80 769 17 600 0815 0000
GPN 600 B 106 14 106 116 7 10 8.8 6.9 600 0106 0000 GPN 600 B 820 89 82 86 23 839 797 235 600 0820 0000
GPN 600 B 114 15 114 124 7 1.2 10 6.8 600 0114 0000 GPN 600 B 840 95 84 871 165 83 799 17 600 0840 0000
GPN 600 B133 16 133 144 7 128 116 68 600 0133 0000 GPN 600 B 865 97 865 89 175 8 829 18 600 0865 0000
GPN 600 B 140 17 14 151 72 136 124 69 600 0140 0000 GPN 600 B 890 100 89 915 17 89 865 175 600 0890 0000
GPN 600 B 146 18 146 156 72 145 133 69 600 0146 0000 GPN 600 B 915 102 915 94 17 92 889 175 600 0915 0000
GPN 600 B 153 18 153 164 7 148 136 7 600 0153 0000 GPN 600 B 940 105 94 9% 17 92 90 175 600 0940 0000
GPN 600 B 160 20 16 173 9 162 146 88 600 0160 0000 GPN 600 B 965 107 %5 99 17 9% 929 175 600 0965 0000
GPN 600 B 174 21 174 188 92 18 164 88 600 0174 0000 GPN 600 B 990 110 99 1025 17 99 959 175 600 0990 0000
GPN 600 B 182 22 182 196 9 188 172 88 600 0182 0000 GPN 600 B 1015 12 10L5 104 17 102 989 173 600 1015 0000
GPN 600 B 187 24 187 20 9.2 19 177 87 600 0187 0000 GPN 600 B 1040 115 104 1065 17 104 1009 175 600 1040 0000
GPN 600 B 198 24 198 212 88 197 183 88 600 0198 0000 GPN 600 B 1065 117 1065 109 17 106 1029 172 600 1065 0000
GPN 600 B 203 25 203 226 14 208 184 138 600 0203 0000 GPNG600B1090 120 109 111 17 108 105 175 600 1090 0000
GPN 600 B 212 26 212 233 142 22 196 14 600 0212 0000 GPN 600 B 1120 123 12 145 17 1125 1094 17 600 1120 0000
Standard colour: Natural GPN 600 B 230 28 23 25 14 24 216 138 600 0230 0000 Standard colour: Natural GPN 600 B 1140 125 114 17 166 1145 114 172 600 1140 0000
andard colour: Natura GPN 600 B 243 30 243 264 14 25 226 136 600 0243 0000 andard colour: Natura GPN600B143 1245 1143 1192 28 1071 121 287 600 1143 0000
Material: PE-LD: PE-LLD (from GPN 600 B 257 30 257 278 142 268 244 138 600 0257 0000 Material: PE-L.D; PE-LLD (from GPN 600 B 1190 130 19 123 23 1202 161 23 600 1190 0000
GPN 600 B 915) GPN 600 B 272 32 272 293 14 27 246 138 600 0272 0000 GPN 600 B915) GPN 600 B 1240 134 124 128 23 123 1191 23 600 1240 0000
GPN 600 B 300 35 30 32 14 306 284 138 600 0300 0000 GPN600B1275 1376 1275 1306 23 1276 1236 225 600 1275 0000
GPN 600 B 320 38 32 34 14 32 296 14 600 0320 0000 GPN 600 B 1290 140 129 133 23 1302 1261 235 600 1290 0000
. GPN 600 B 336 40 336 36 14 34 316 14 600 0336 0000 . GPN 600 B 1330 143 1345 137 23 133 129 225 600 1330 0000
More versatlle. GPN 600 B 345 41 345 37 14 3% 326 14 600 0345 0000 More versat.lle. GPN 600 B 1390 149 139 143 23 139 135 23 600 1390 0000
Can be used universally as plug GPN 600 B 355 42 355 381 14 355 331 14 600 0355 0000 Can be used universally as plug GPN600B1468 1505 1468 1526 33 1499 144 335 600 1468 0000
or cap. The tapered design GPN 600 B 360 42 362 384 14 36 336 14 600 0360 0000 or cap. The tapered design GPN 600 B 1490 159 149 153 23 148 1441 233 600 1490 0000
is ideal for accommodating GPN 600 B 379 44 379 40 138 38 356 138 600 0379 0000 is ideal for accommodating GPN600B1535 1636 1535 1575 23 1536 1496 23 600 1535 0000
tolerances GPN 600 B 385 43 385 41 14 395 371 14 600 0385 0000 tolerances GPN 600 B 1590 169 159 162 23 158 154 23 600 1590 0000
: GPN 600 B 398 46 398 42 14 395 371 14 600 0398 0000 : GPN600B1600 170 160 164 23 160 156 23 600 1600 0000
GPN 600 B 413 47 413 435 14 415 391 14 600 0413 0000 GPN 600 B 1690 179 169 172 23 168 164 23 600 1690 0000
Better. GPN 600 B 439 515 439 46 135 42 402 136 600 0439 0000 Better. GPN 600 B 1740 184 174 177 23 173 169 225 600 1740 0000
To close off bore holes and GPN 600 B 455 52 455 475 135 45 43 136 600 0455 0000 To close off bore holes and GPN 600 B 1790 189 179 182 23 178 174 23 600 1790 0000
internal threads, o to protect GPN 600 B 479 54 479 50 135 465 441 136 600 0479 0000 internal threads, or to protect GPN 600 B 1815 192 1815 1845 23 1805 1765 23 600 1815 0000
studs and external threads GPN 600 B 498 56 498 516 133 485 461 135 600 0498 0000 studs and external threads GPN600B1836 1995 1836 1906 33 1879 182 338 600 1836 0000
: GPN 600 B 505 55 505  53.3 14 5.3 488 142 600 0505 0000 : GPN600B1990 209 199 202 225 198 194 225 600 1990 0000
GPN 600 B 525 58 525 549 135 525 506 135 600 0525 0000 GPN600B2020 212 202 205 23 2021 1981 23 600 2020 0000
GPN 600 B 545 60 545 562 135 54 516 135 600 0545 0000 _ _ _ _ GPN600B2030 213 203 205 23 202 199 23 600 2030 0000
GPN 600 B 555 61 555 58 136 55 526 135 600 0555 0000 For information regarding materials, GPN600B2060 216 206 2106 235 206 2016 235 600 2060 0000 <E
GPN 600 B 570 63 57 59 134 568 545 135 600 0570 0000 colours, drawings and the use of our GPN600B2180 235 218 222 225 2174 2135 225 600 2180 0000 Wk
GPN 600 B 585 64 585 608 135 58 556 135 600 0585 0000 iterns, please refer to pages 124/125. GPN600B2250% 242 225 229 235 2254 2213 23 600 2250 0000 —:
GPN 600 B 605 66 605 63 135 60 576 14 600 0605 0000 GPNG600B2312 2495 2312 2382 33 2356 2286 335 600 2312 0000 —E
GPN 600 B 613 67 613 635 13 61 586 135 600 0613 0000 You might also be interested in the following GPN600B 2490 267 249 252 225 248 2441 225 600 2490 0000 |<_f
GPN 600 B 625 68 625 648 132 62 596 135 600 0625 0000 . GPN600B2530 265 253 258 18 253 2492 18 600 2530 0000
GPN600B 635 69 635 657 13 63 601 135 60006350000 products: GPN 250, GPN 601, GPN 602, GPN600B2934 314 2934 3002 325 2967 2898 33 600 2934 0000 L
GPN 600 B 650 71 65 673 13 645 623 133 600 0650 0000 GPN 608 GPN600B2990 315 209 304 225 208 2941 225 600 2990 0000 >:
GPN 600 B 660 72 66 675 13 65 626 13 600 0660 0000 GPN600B3080 326 308 313 218 308 3034 218 600 3080 0000
GPN 600 B 679 73 679 695 128 66 646 135 600 0679 0000 GPN 600 B 3110 329 311 316 22 311 3064 217 600 3110 0000
GPN 600 B 698 75 698 717 13 68 66 135 600 0698 0000 GPN600B3380 358 338 343 22 338 3334 218 600 3380 0000
GPN 600 B 715 77 715 734 13 70 676 13 600 0715 0000 GPN600B3719* 399 3719 381 325 3777 3684 328 600 3719 0000
GPN 600 B 728 79 728 74 13 70 676 135 600 0728 0000 GPN600B3980 415 398 406 30 399 3927 298 600 3980 0000
GPN 600 B 740 85 74 766 17 73 699 17 600 0740 0000 GPN600B4350 455 435 443 30 437 4307 30 600 4350 0000
GPN 600 B 765 87 765 79 168 765 734 172 600 0765 0000 GPNG600OB 4654 499 4654 4767 32 4728 4613 33 600 4654 0000
GPN 600 B 775 88 775 80 17 76 729 172 600 0775 0000 GPN600B 4840 506 484 491 30 486 4797 30 600 4840 0000
Sizeinmm » Continued on page 29 Sizeinmm » Guide values for outdoor use can be found on page 30
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TAPERED CLOSURES Free test samples: UNIVERSAL PROTECTION
MK Slovenia  (+386) 0451053 60 .
GPN 600 TP U P e GPN 610 B
MK Serbia (+381) 0112521 756 poeppelmann.com/en/gpn610 9
8
2
3
2
- - - - o
Application Guide Data for Exterior Use oA -
Metric threads Q D
D (E)
S:ﬁp::éd Fine thread Pipe thread item f’
M7 GPN 600 B 81 ! r 4
MO MO x 1 GPN600 B98 I : —
M10.5 x 1 GPN 600 B 114 T o |
M12 M12x 1 M12 x 1.5 GPN 600 B133 ‘ .
M13x1 M13x 15 GPN 600 B 140 ;
M 14 M14x 1 M14x 15 GPN 600 B 146 |
M15x1 M15x15 GPN 600 B 160 _ @B _ :
M17 x 1 GPN 600 B 174 -
M18 M18 x 1 M18x15 M18 x 2 GPN 600 B 182 gcC
M19 x 1 M19x 1.5 M19 x 2 GPN 600 B 203 —
12 GPN 600 B 212 External application
M 22 M22 x 1 M22 x 1.5 M22 x 2 GPN 600 B 230
M 24 M 24 x 1 M24x15 M24 x 2 GPN 600 B 243
M 25 x 1 M 25 x 1.5 M 25 x 2 GPN 600 B 257 I
M26 x 1 M26 x 15 M26 x 2 GPN600B 272 External application
M 30 M30x1 M30 x 15 M 30 x 2 M 30 x 3 7/8 GPN 600 B 320 )
M32x1 M32x15 M32x2 M32x 3 GPN 600 B 336 item A B ¢ H b ® O Order no.
M33 M33x1 M33x15 M33x2 M33x3 1 GPN 600 B 345 GPN610U1 10 44 6.2 10 46 28 108 610 0001 0000
M34x1 M34x15 M34x2 M34x 3 GPN 600 B 355 GPN 610U 2 11 6 78 10 6.2 44 108 610 0002 0000
M35x 15 GPN 600 B 360 GPN610U3 13 76 94 10 78 6 10 610 0003 0000
M38x1 M38x15 M38x2 M38x3 11/8 GPN 600 B 385 GPN 610U 4 14 84 102 10 26 68 10 610 0004 0000
M 38 x 1 M38x15 M38x 2 M38x 3 11/8 GPN 600 B 398 GPN610US5 14 9.2 11 10 9.3 75 10 610 0005 0000
M40 x1 M40 x1.5 M40 x 2 M40 x3 GPN 600 B 413 GPN610U6 15 9.9 1.7 10 10.1 83 10 610 0006 0000
M 45 M 45 x 1 M45x15 M 45 x 2 M 45 x 3 M 45 x 4 GPN 600 B 479 GPN 610U 7 16 106 124 10 10.8 9 10 610 0007 0000
1172 GPN 600 B 498 GPN610US8 17 1.3 131 10 11.2 95 10 610 0008 0000
M50 x 1 M50 x 1.5 M50 x 2 M50 x 3 M50 x 4 GPN 600 B 505 GPN610U9 18 122 14.1 12 125 104 12 610 0009 0000
M50 x1 M50 x 15 M350 x2 M50 x 3 M50 x 4 L 8m 288 E ggg GPN 610 U 10 18 125 146 12 133 112 12 610 0010 0000
GPN 610U 11 19 135 156 12 14 11.9 12 610 00110000
M 60 M 60 x 1 M60 x 1.5 M 60 x 2 M 60 x 3 M 60 x 4 2 GPN 600 B 613 GPN 610U 12 19 14 16.1 12 145 124 12 610 0012 0000
M64 M6l M64x 15 M64 2 M64 3 M4 x4 GPN 600 B 660 GPN610U13 21 15 17 13 155 132 13 610 0013 0000
21/4 GPN 600 B 679 : '
M75x1 M75x 15 M 75 x 2 M75x 3 M 75 x 4 212 GPN 600 B 765 Sl LA L S PR L
i i M i — - gm 668885;3}‘8 Standard colour: Yellow GPN 610U 16 24 175 201 15 185 159 15 610 0016 0000
M90x15 M90 x 2 M90x3 M90 x 4 M90 x 6 GPN600B 915 Material: PE-LD CPNGIOUL7 I P4 les b 61000170000
M100 x 15 M100 x 2 M100 x 3 M 100 x 4 M100 x 6 3172 GPN 600 B 1015 aterial: Ft- CPNGIOU LS 2 o2 b 0 e B 61000180000
M102x15 M 102 x 2 M102 x 3 M 102 x 4 GPN 600 B 1040 GPN 610U 19 27 204 232 16 216 188 16 610 0019 0000
M112 x15 M 112 x 2 M 112 x 3 M 112 x 4 GPN 600 B 1140 More Versatile. GPN 610 U 21 29 22 24.8 16 23 204 16 6100021 0000
M115x 15 M115 x 2 M 115 x 3 M115 x 4 M115 % 6 4 GPN 600 B 1143 Canb duni I | GPN 610U 22 30 23.2 26.3 18 244 21.2 18 610 0022 0000
M118 x 1.5 M 118 x 2 M118 x 3 M 118 x 4 GPN 600 B 1190 an be used universa y.as piug GPN 610U 23 32 245 278 19 26.2 229 19 6100023 0000
M120x 1.5 M 120 x 2 M 120 x 3 M 120 x 4 M 120 x 6 GPN 600 B 1240 or cap. The tapered design GPN 610U 24 33 25.5 29.2 19 277 237 19 610 0024 0000
M125x 15 M125x 2 M125 % 3 M125 x 4 M125 %6 41/2 GPN 600 B1275 isideal for accommodating GPN 610 U 241 Es 264 304 19 289 24.9 19 610 0241 0000
M128 x 15 M 128 x 2 M128 x 3 M 128 x 4 GPN 600 B 1290 tolerances GPN 610 U 25 35 278  3L1 19 295 262 19 610 0025 0000
M130x15 M130 x 2 M130 x 3 M 130 x 4 M130 % 6 GPN 600 B 1330 ' GPN 610U 26 37 208 326 16 311 283 16 610 0026 0000
M 145 x 1.5 M 145 x 2 M 145 x 3 M 145 x 4 M 145 x 6 GPN 600 B 1468 cl GPN 610U 27 38 314 351 21 334 297 21 610 0027 0000
M145 x 15 M 145 x 2 M145 x 3 M 145 x 4 M145 x 6 GPN 600 B 1490 VDA €aner. GPN 610U 28 4 333 371 2 355 317 22 610 0028 0000
M150 x 1.5 M 150 x 2 M150 x 3 M150 x 4 M 150 x 6 51/2 GPN 600 B 1535 Bana1 ) Upon request, we can GPN 610U 29 45 367 405 22 39 352 22 610 0029 0000
M 155 x 1.5 M 155 x 2 M155 x 3 M 155 x 4 M 155 x 6 GPN 600 B 1590 manufacture in the specially GPN 610 U 291 45 384 407 13 392 369 13 610 0291 0000
M 165 x 1.5 M 165 x 2 M165 x 3 M 165 x 4 M 165 x 6 GPN 600 B 1690 desioned cl . GPN 610 U 30 48 382 43 23 414 366 23 610 0030 0000
M 170 x 1.5 M170 x 2 M 170 x 3 M 170 x 4 M 170 x 6 GPN 600 B 1740 esignedc eahroom n GPN 610 U 31 48 396 429 19 413 38 19 610 0031 0000
M175x 15 M175 x 2 M 175 x 3 M175 % 4 M175 x 6 GPN 600 B 1790 accordance with VDA Volume GPN 610U 32 49 414 447 19 43 397 19 610 0032 0000
M178 x 1.5 M178 x 2 M178 x 3 GPN 600 B1815 19and IS0 16232. For further GPN 610 U 33 51 444 477 19 461 428 19 610 0033 0000
M182 x 15 M182 x 2 M182 x 3 M182 x 4 GPN 600 B1836 information, please refer GPN 610 U 34 54 452 496 25 48 436 25 610 0034 0000
M195x 15 M 195 x 2 M 195 x 3 M 195 x 4 M195 x 6 GPN 600 B 1990 t 129' GPN 610U 35 55 466 51 25 487 452 25 610 0035 0000 45
M 200 x 1.5 M 200 x 2 M 200 x 3 M 200 x 4 M 200 x 6 GPN 600 B 2020 O page le. GPN 610U 36 62 525 569 25 552 508 25 610 0036 0000 Wk
M200 x 1.5 M200 x 2 M200 x 3 M200 x 4 M200 x 6 GPN 600 B 2030 GPN 610 U 37 65 54 503 25 578 525 25 610 0037 0000 —:
M230x15 M230x2 M230x3 M230x 4 M230x6 GPN600B 2312 To close off bore holes and GPN 610U 39 67 584 628 25 611 567 25 610 0039 0000 <Lz
M 245 x 1.5 M 245 x 2 M 245 x 3 M 245 x 4 M 245 x 6 GPN 600 B 2490 _ GPNE10 U 40 o G 29 6a3 55 285 510 0040 0000 [
M 250 x 1.5 M 250 x 2 M 250 x 4 M 250 x 6 GPN 600 B 2530 internal threads, or to protect : ' ' : : :
— = % GPN 610 U 41 75 671 704 19 687 654 19 610 0041 0000 LLI
M292x 15 M 292 x 2 M 292 x 4 GPN 600 B 2934 studs and external threads. " . . . Zg
s T e )85 55 N0 et GPN 610U 42 83 724 757 19 741 708 19 610 0042 0000 2
GPN 610U 43 92 845 878 19 85 824 185 610 0043 0000
«Dimensions on pages 28/29 Sizeinmm » Application guide data for exterior use, see page 32

This application table is a guide only. We would be happy to send you free samples for testing. For bolts, pins and pipe ends, please
select according to functional dimensions D and E.

Forinformation regarding materials, colours, drawings and the use of our items, please refer to pages 124/125.

You might also be interested in the following products: GPN 610, GPN 615, GPN 620
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For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.
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METALIK

) You might also be interested in the following products: GPN 608, GPN 610, GPN 615
with larger cover flange.

!?-_.._ - !-_?-_-— ——
UNIVERSAL PROTECTION Free test samples: UNIVERSAL PROTECTION Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 610 MK Croatia  (+385) 051213 060 _ G P N 62 O MK Croatia  (+385) 051213 060 _

MK Serbia  (+381)0112521756 «8 =8 MK Serbia  (+381)0112521756 <8 =8 2
©
©
2

. . . . oS
Application Guide Data for Exterior Use 3 A «
Metric threads ;.;. @ D
Standard thread Fine thread Pipe thread item @ (E)
M4 M4 %05 GPN610U 1 T |
MS M5x05 GPN610U2 S .Y | [ [
M7 GPN 610U 3 b —~ ; i
M8 M75x1 M8x1 1/16 GPN 610U 4 I 9 g i
M85 x1 GPN610U5 | i i
MO MO x 1 MO.5x 1 GPN 610U 6 4 1 [ (B
M 10 M10 x1 /8 GPN610U7 .
M105x1 GPN 610U 8 A — gB
M12 M12 x1 M12 x1.5 GPN610U9
M12.5x1 GPN 610 U 10 - gcC . External application
M13 x1 M13x15 1/4 GPN 610U 11
M135x1 GPN610U12
M 14 M14 x 1 M14.5x1 M14 x 15 GPN610U13
M 16 M16 x 1 M16 x 1.5 GPN 610U 14
3/8 GPN 610U 15 External application
M17 x 1 M17 x 1.5 M17 x 2 GPN 610 U 16
M18 M18 x 1 M18x15 M18 x 2 GPN610U17 item A B c H D (E) G) Order no.
M9 1 M9 < L5 M9 2 CPNEI0U LS GPN620U1B 22 44 63 1 46 27 12 62000010000
M 20 M20x1 M20 x 1.5 M20 x 2 GPN 610U 19
GPN620U2B 23 6 79 11 6.1 4.3 11.2 620 0002 0000
M21x 1 M21x15 M21x2 1/2 GPN 610 U 20
GPN 620U 3B 25 76 65 1 7.8 59 1 620 0003 0000
M 22 M22 x1 M22 %15 M22x2 GPN 610 U 21
GPN620U 4B 26 84 103 1 86 6.8 10 620 0004 0000
M23x1 M23x15 M23x2 5/8 GPN 610U 22
GPN620U5B 26 9.2 1 1 9.3 75 10 620 0005 0000
M5t M5 L5 M52 GPN6IOU 23 GPN620U6B 27 9.9 117 1 10 83 10 620 0006 0000
M 26 x 1 M 26 x15 M 26 x 2 3/4 GPN 610U 24 : ‘ ;
GPN 620U 7B 28 10.6 124 1 10.6 88 10 620 0007 0000
M 27 M27 x 1 M27 x 1.5 M27 x 2 GPN 610 U 241
GPN 620U 8B 29 11.3 13.2 1 11.6 9.8 10 620 0008 0000
M28 x 1 M28 x 1.5 M28 x 2 M28 x 3 GPN 610 U 25
GPN620U9B 30 12 14.2 13 12,5 104 12 620 0009 0000
M 30 M30 x 1 M30x15 M30 x 2 M30 x 3 7/8 GPN 610 U 26
GPN620U10B 30 12.5 14.6 13 13.1 1.2 12 620 0010 0000
M32x1 M32 %15 M32x2 M32x3 GPN 610U 27
GPN620U11B 31 138 159 13 141 12 12 620 0011 0000
M34x1 M34x15 M34 x 2 M34x3 1 GPN 610U 28
GPN620U12B 31 14 164 13 14.5 12.2 12 620 0012 0000
M37x 1 M 37 x 1.5 M 37 x 2 11/8 GPN 610U 29
GPN 620U 13B 33 154 17.2 14 1535 134 13 620 0013 0000
M38x1 M38x15 M 38 x 2 M38x3 GPN 610 U 291
GPN620U 14 8B 34 165 188 14 171 14.8 13 620 0014 0000
M 39 M39x1 M 39 x 1.5 M 39 x 2 M 39 x 3 GPN 610 U 30
GPN620U15B 34 174 196 14 178 156 13 620 0015 0000
M40 x 1 M40 x 1.5 M40 x 2 M40 % 3 M40 x 4 GPN 610 U 31
GPN620U 16 B 36 177 20.3 16 186 16 15 620 0016 0000
M 42 Ma42 x 1 M42 x15 M42 x 2 M42 x 3 M 42 x 4 11/4 GPN 610U 32 Standard colour: Yellow GPN620U17 B 37 186 212 6 195 169 15 620 0017 0000
M 45 M45x1 M 45 x 1.5 M45x 2 M45x 3 M 45 x 4 13/8 GPN 610 U 33 . ‘ ‘ )
Lo CPNEIOU 35 Material: PE-L.D GPN 620U 18B 37 193 219 16 201 176 15 620 0018 0000
M52 M52 x 1 M52 x 15 M52 x 2 M52 x 3 M52 x 4 13/ GPN 610 U 36 GPN620U19B 39 20.8 2315 17 21.8 189 16 620 0019 0000
GPN620U208B 40 212 24 17 221 193 16 620 0020 0000
M55 x 1 M55x15 M55 x 2 M55 x 3 M55 x 4 GPN 610U 37 .
More versatile GPN620U21B 41 223 252 17 234 204 16 620 0021 0000
M55 x 1 M55 x 1.5 M55 x 2 M55 x 3 M55 x 4 GPN 610 U 38 .
GPN 620U 22 B 42 237 27 19 24.1 20.9 18 620 0022 0000
MED <1 MO0« 15 MED 2 ME0 x5 MBD x4 2 GPN 610U 39 Can be used as a plug or GPN620U23B 44 25 283 20 264 23 19 620 0023 0000
M 62 M62 x1 M62x15 M62 x 2 M62 x 3 M62 x 4 GPN 610 U 40 . ‘
M72 % 1 M72 15 M72 % 2 M72 % 3 M72 x4 GPN 610 U 42 cap for a wide range of GPN 620U 24 B 45 264 29.5 20 27.7 24.7 19 620 0024 0000
: app“catioms_ Tapered des"gm GPN 620U 25B 47 283 314 20 297 264 19 620 0025 0000
» Dimensions on page 31 - GPN 620U 26 B 49 29.6 32.9 20 312 279 19 620 0026 0000
for accommodating tolerances. GPN620U27B 50 32 385 22 336 298 21 620 0027 0000
This application table is a guide only. We would be happy to send you free samples for testing. For bolts, pins and pipe ends, please Cleaner GPN 620U 28B 52 338 378 23 36 319 22 620 0028 0000
select according to functional dimensions D and E. VDA : GPN620U 298 54 364 402 22 g4 345 2 6200029 0000
sand19 ) Uponrequest, we can GPN 620U 31B 60 392 431 23 413 372 22 620 00310000
Forinformation regarding materials, colours, drawings and the use of our items, please refer to pages 124/125. manufacture in the specially GPN 620U 32B 70 413 448 20 43 395 19 620 0032 0000
designed cleanroom in GPN620U33B 64 444 479 20 461 426 19 620 0033 0000
You might also be interested in the following products: GPN 600, GPN 608, GPN 615, GPN 620 ) GPN 620 U 351 B 66 50.5 531 14 51.1 488 137 62003510000
accordance with VDA Volume GPN620U36B 743 527 566 25 546 51 247 62000360000
19 and ISO 16232. For further GPN 620 U 401 B 85 62.5 67.5 20.5 65.5 604 20.5 620 0401 0000
information, please refer Sizein mm
to page 129. <E
For information regarding materials, colours, drawings and the use of our items, please 5_4
Better. refer to pages 124/125. -
Same design as GPN 610 but <
-
w
b
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PROTECTIVE COVERS Free test samples: ' PROTECTIVE CAPS WITH TAB Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G P N 695 MK Croatia  (+385)051213060 % _ G P N 696 MK Croatia  (+385)051213060 & _
MK Serbia  (+381) 0112521756 «R %8 MK Serbia  (+381) 0112521756 <858

Protective Caps

|
] D
: (N) o
——o [ = -]
| \ ZZ agP |
I GE |
I }
; |
— E B
i y
Suitable for ring . : Suitable for . .
connections Dimensions External diameter Dimensions
item D N P Order no.
item i eDc:Ithzgitzdi/nEeter D E (G) Order no. ™)
pip GPN 696 M 10 x 1 95 456 85 696 0010 0000
GPN 695 BE 6 6 7 08 196 695 0006 0000 GPN 696 M 12 x 1 1.5 446 10.3 696 0012 0000
GPN 695 BE 8 8 20 116 235 695 0008 0000 GPN 696 M 14 x 1.5 135 472 125 696 0014 0000
GPN 695 BE 10 10 24 138 276 695 0010 0000 GPNG96MI16x 1.5 155 437 143 696 0016 0000
GPN 695 BE 12 12 28 15.8 31.2 695 0012 0000 Size inmm
GPN 695 BE 15 15 322 196 353 695 0015 0000
GPN 695 BE 18 18 40 24.8 43 695 0018 0000 For more information about the application of our items, please refer to pages 124/125.
Sizeinmm You might also be interested in the following products: GPN 201, GPN 211, GPN 800
For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.
You might also be interested in the following product: GPN 211
Standard colour: Yellow Standard colour: Yellow
Material: PE-HD Material: TPE (plasticiser-free)

Saves time.
Fast assembly thanks to flexible
material and fast removal:

Shape BandE. simply pull the tab — the
predetermined breaking point
Better. facilitates quick removal.

The internal clamping ring is
centered in the ring opening
of the hollow screw, thereby resistance.

preventing aningress of dirt. Heat resistant to 150 °C. More
Also suitable for non-standard details: page 125, “Physical
ring-type nipples. properties”.

Better.

Suitable for hollow screws.

Better fit.
Suitable for ring fittings
pursuant to DIN 7642

Higher temperature

® @

<
&
i
<
l—
L
=
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CLOSURES Free test samples: PROTECTIVE DUST CAPS Free test samples:
MK Slovenia  (+386) 0451053 60 MK Slovenia  (+386) 04 510 53 60
G P N 9 O O MK Croatia  (+385) 051213 060 G P N 920 T e B MK Croatia  (+385) 051213 060
MK Serbia  (+381)0112521756 «8 =8 y MK Serbia  (+381)0112521756 <8 =8 2
8
2
©
[9)
°
O
dA |
‘ L
| |
' |< (N) |
[ — | ! !
| | '
I : J
. | : \l/_ DE
Sl | | 2D _
= ! @D
gD
—
S gC External application
External application Suitable for external Dimensions
item A C H D (G) Order no. item Nominal size D E (N) P Order no.
GPN900A7 13 7.2 9 5.2 10.5 900 0070 0000 GPN 920 / 9997 1/4 12.5 11.5 125 22 920 9997 0000
GPNS00A85 12 8.3 16 6 17 900 0085 0000 GPN 920 / 9995 3/8 185 16 125 22 9209995 0000
GPN900A89 12 8.9 85 58 10.5 900 0089 0000 GPN 920 / 4984 1/2 24 23 135 29 920 4984 0000
GPN900A9 1 9 95 74 105 900 0090 0000 GPN 920 /5371 1/2 24 23 135 27 920 5371 0000
GPN900A10.5 16 10.3 15.5 8 16.5 900 0105 0000 Size inmm
GPNO00 A1l 16 10.8 158 8 17 900 0110 0000
GPNS00A12 18 12 10 98 1.2 9000120 0000 For information regarding materials, colours, drawings and the use of our items, please
GPN900A125 20 124 16,2 10 176 900 0125 0000 fort 124/125
GPNO00A125x 95 15 128 95 13 105 900 4315 0000 rererto pages :
GPN900A13.5 18 134 10 11.5 10 900 01350000 . . . . )
GPN 900 A 14 7 17 95 17 105 900 0140 0000 You might also be interested in the following products:
GPN 900 A 14.5 20 14.5 20.8 1.5 211 900 0145 0000 GPN 920 Type A, GPN 930 Type A, GPN 930 Type B
GPN900A15 20 15.2 127 12.8 13.7 900 0150 0000
GPN900A16.5 22 16.6 21 135 22 900 0165 0000
GPN900A16.5x9 24 16.6 9 13.5 10.5 900 1659 0000
GPN900A16.9 20 17 95 14.5 10.5 900 0169 0000
Standard colour: Natural GPN 900 A 17 20 17 o4 145 o5 5 900 0170 0000 Standard colour: Red
Material: PE-LD; PE-LLD (GPN 900 A 58) GPN900A185 28 184 25 155 26 900 0185 0000 Material: PE-LD
GPN900A18.5x 21 21 184 25 15.5 26 900 1852 0000
GPN900A19 25 189 10.5 165 1 900 0190 0000
H GPN900A195 215 19.3 95 174 10.5 900 0195 0000 H
Mo_re _Versatlle' GPN900A 20 28 20.2 21 17.8 215 900 0200 0000 Better fit. )
Cylindrical closure - can GPN 900 A 21 22 207 95 177 105 900 0210 0000 Protects open plug-in
be used universally as a plug GPN900A21x16 225 21 16 186 16 900 2116 0000 couplings from damage
orcap. GPN900A225 25 22,5 12 197 125 900 0225 0000 and contamination.
GPN 900 A 24 28 239 29 20.3 29.5 900 0240 0000
GPN900A24.5 32 24.5 10 21.2 10.5 900 0245 0000
VDA Cleaner' GPN900A245x%x25 26 24.6 25 215 26 900 4322 0000 Seals better'
Band 19 Upon request, we can GPN 900 A 247 29 247 315 231 32 900 0247 0000 Provides limited sealing
manufacture in the specially GPN 900 A25.5 28 255 17 223 185 900 0255 0000 action against aningress or
designed cleanroom in G(;TVN9%OOOAA2§375 g; 2?374 29055 2?28 211(-)8 388 85;2 8888 outflow of fluids.
accordance with VDA Volume GPN 900 A 30 33 30 19 273 205 900 0300 0000 Better
19and 1SO16232. For further GPN 900 A 31 34 31 95 28 105 900 0310 0000 -
information, please refer GPN900A32 36 325 21 296 225 900 0320 0000 Self-retaining design due
to page 129. GPN 900 A 33 37 328 19 294 20 900 0330 0000 to integral strap.
GPN 900 A 39 47 388 21 354 22 900 0390 0000 <(E
GPN 900 A 41 43 405 95 375 11 900 0410 0000 i
GPN 900 A 45 50 448 19 414 20 900 0450 0000 =4
GPN 900 A 51 535 51 24 483 25.5 900 0510 0000 _Ii
GPN 900 A 52 54.5 52 9.5 49 10.5 900 0520 0000 <E
GPN 900 A58 61 58 125 55 125 900 0580 0000 |—g
GPN 900 A 64 69 64 29 61.5 30.5 900 0640 0000 ""'g
GPN 900 A 69 72 69.5 29 66.5 29.5 900 0690 0000 2z
GPN 900 A76 80 76 20 70 20.5 900 0760 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 200, GPN 211, GPN 241, GPN 350

www.metalika-kacin.com KAPSTO® www.metalika-kacin.com KAPSTO®
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PROTECTIVE PLUGS

GPN 950

Free test samples:
MK Slovenia  (+386) 0451053 60
MK Croatia (+385) 051213 060 _
MK Serbia  (+381)0112521756 «8 =8

Standard colour: Natural
Material: PE-LD

More versatile.
Can be used as cap or plug.
Cleaner.

¥B‘1As Upon request, we can

manufacture in the specially
designed cleanroom in
accordance with VDA Volume
19 and ISO 16232. For further
information, please refer

to page 129.

Better.
With knurled collar. Suitable for
bore holes, internal and external

threads, or pipe ends.

| JA
gD
Tt '
~ | o |
5 . .
L NVEENY
|
gcC
External application
External application
item A C (H) D G Order no.
GPN 950 / 0054 10 54 6 39 73 950 0054 0000
GPN 950 / 0067 10.5 6.7 7 5.2 78 950 0067 0000
GPN 950 / 0072 14 72 6.5 57 7.2 950 0072 0000
GPN 950 / 0092 16 9.6 6.5 77 72 950 0092 0000
GPN 950 / 0105 20 10.5 B 84 6.2 950 0105 0000
GPN 950 / 0106 18 106 85 9 9.2 950 0106 0000
GPN 950 / 0126 20 126 8 11 9.2 950 0126 0000
GPN 950 / 0131 22 131 8 11.5 9.2 950 01310000
GPN 950 / 0147 22 147 10 13.1 11.2 950 0147 0000
GPN 950 / 0157 20 15.7 8 135 89 950 0157 0000
GPN 950 / 0168 24 16.8 85 155 9.2 950 0168 0000
GPN 950 / 0180 24 18 72 16 8 950 0180 0000
GPN 950 / 0188 28 18.8 10 175 1.2 950 0188 0000
GPN 950 / 0193 28 19.3 10 177 1.2 950 0193 0000
GPN 950 / 0208 30 20.8 10 193 1.2 950 0208 0000
GPN 950 / 0229 318 22.9 10 217 114 950 0229 0000
GPN 950 7/ 0250 335 251 10 236 11.3 950 0250 0000
Size inmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 200 Type A, GPN 200 Type B

www.metalika-kacin.com

KAPSTO"®

GREASE NIPPLE CAPS

GPN 980

e —

Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia (+385) 051213 060 _
MK Serbia  (+381)0112521756 <8 =8

Standard colours: Yellow, Red, Green, Black

Material: PE-LLD

Better fit.
% Protection for grease nipplesin
accordance with DIN EN 71412.
Better.
For marking the lubrication
point and to protect the tapered
head. Easy-to-grip knurled
outer wall.
Type A: without tab
Type B: with tab

www.metalika-kacin.com

You might also be interested in the following product: GPN 985

| =
= Y |
| | I ] 1N ]
g A (N)
Type A Type B
Type A (without tab)
Dimensions
item A M Colour Order no.
GPN 980 / 0100 82 9 Yellow 980 0100 0000
GPN 980 / 0101 82 9 Red 980 0101 0000
GPN 980 / 0102 82 9 Green 980 0102 0000
GPN 980 /0103 82 9 Black 980 0103 0000
Type B (with tab)
Dimensions
item A M (N) Colour Order no.
GPN 980 / 0200 82 9 12 Yellow 980 0200 0000
GPN 980 7 0201 8.2 9 12 Red 980 0201 0000
GPN 980/ 0202 82 9 12 Green 980 0202 0000
GPN 980 / 0203 82 9 12 Black 980 0203 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

KAPSTO"
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METALIK

COMPONENTS FOR INDUSTRYAZNEN 41

GREASE NIPPLE CAPS Free test samples: HEXAGONAL CAPS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G PN 985 MK Croatia ~ (+385) 051213060 o, _ G PN 10 O O MK Croatia  (+385)051213060 &
MK Serbia  (+381)0112521756 &35 MK Serbia  (+381) 0112521756 88

Protective Caps

A [ l ]
| | -
L J
, 1 | 4 ] |
. < -
= | A S T
. N |
| (N) - ©)
Type A Type B (G) |
Type A (vvithout tab) Standard colour: Black
Material: PE-LD
Dimensions
item A M (N) Colour Order no. More robust.
GPN 985 / 0100 12 12 0 Yellow 985 0100 0000 e : :
GPN 985 / 0101 12 12 0 Red 985 0101 0000 Thick-walled design for higher
GPN 985 / 0102 12 12 0 Green 985 0102 0000 demands.
GPN 985 /0103 12 12 0 Black 985 0103 0000
Better.
Protection for bolts and nuts.
} Optimum corrosion protection.
Type B (with tab) The cylindrical outside contour
. . prevents the use of an open-end
Dimensions
wrench.
item A M (N) Colour Order no.
GPN 985 /7 0200 12 12 29 Yellow 985 0200 0000
Standard colours: Yellow, Red, Green, Black GPN 985 / 0201 12 12 29 Red 985 0201 0000
Material: PE-LD GPN 985 /0202 12 12 29 Green 985 0202 0000 Dimensions Suitable for hexagon nuts
GPN 985 /0203 12 12 29 Black 985 0203 0000
_ Sizeinmm item A @  © Wrench width, Metric threads e Order no.
Better fit. . . . . . .
) ) For information regarding materials, colours, drawings and the use of our items, please GPN 1000 /1916 9 75 35 7 M4 1001916 0000
Protection for grease nipples in refer to pages 124/125. GPN1000/1068 109 85 5 8 M5 1001068 0000
accordance with DIN EN 71412. GPN 1000 / 1069 12.9 12 6 10 M6 100 1069 0000
You might also be interested in the following product: GPN 980 GPN 1000/ 0893 16.8 14 75 13 M3 M8x1 100 0893 0000
Better. GPN 1000 /1071 18 14 75 14 10010710000
For marking the lubrication GPN 1000 / 8267 213 18 9 16 M10 100 8267 0000
g GPN 1000 / 1072 21.3 185 S 17 M 10 M10 x 1 100 1072 0000
point and to protect the tapered GPN 1000 / 0857 23 194 1 18 M12 100 0857 0000
head. Easy-to-grip knurled GPN 1000 /1073 236 20 1 19 M12 MI12x15 1001073 0000
outer wall. GPN 1000 / 0190 26 225 12 21 M14  M14x15 100 0190 0000
. GPN 1000 / 1074 275 225 12 22 M14 MI14x15 1/4 100 1074 0000
Type Aj W!thOUt tab GPN 1000 /1075 298 255 14 24 M16  MI16x15 1001075 0000
Type B: with tab GPN 1000 / 1076 34 29 16 27 M18 MI8x15 MI8x2 3/8 1001076 0000
GPN 1000 /1077 374 31 17 30 M20 M20x15 M20x2 100 1077 0000
GPN 1000 / 1078 397 34 19 32 M22 M22x15 M22x2 1/2 1001078 0000
GPN 1000 / 1079 444 38 20 36 M24  M24x15 M24x2 5/8 1001079 0000 <(E
GPN 1000 /1080 50.1 44 23 41 M27 M26x15 M27x15 M27x2 M28x15 3/4 100 1080 0000 Vi
GPN 1000 7/ 1081 55.9 49 25 46 M30 M30x15 M30x2 7/8 1001081 0000 —g
GPN 1000 / 1414 60.5 53 27 50 M33x15 M33x15 M33x2 100 1414 0000 _'E
GPN 1000 /1811 67 55.5 30 55 M36 M35x15 M36x15 M36x3 1001811 0000 <§
GPN 1000 / 3762 72 60 38 60 M39 M38x15 M39x15 M39x3 M40x15 100 3762 0000 |—g
GPN 1000 / 3763 76.6 63 42 65 M42 M42x15 M42x3 100 3763 0000 =&
GPN 1000 / 6706 85.5 73 38 70 M 45 100 6706 0000 2:
GPN 1000 / 8638 91.6 785 41 75 11/2 100 8638 0000
GPN 1000 / 8639 98 834 435 80 1374 100 8639 0000
GPN 1000 / 8641 116.7 102 55 95 2 1/4 100 8641 0000

Sizeinmm
For information regarding materials, colours, drawings and the use of our items, please refer to pages 124/125.

You might also be interested in the following products: GPN 1010, GPN 1050

www.metalika-kacin.com KAPSTO® www.metalika-kacin.com KAPSTO®
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SNAP-ON CAPS

GPN 1010

Standard colour: Black
Material: PE-LD

Better.
Protection for nuts and bolts.
Optimum corrosion protection.

Designed for greater bolt length.

The circumferential rim snaps in
place beneath the nut.

Free test samples:
MK Slovenia  (+386) 0451053 60
MK Croatia  (+385) 051 213 060
MK Serbia  (+381)0112521756 «8 =8

| 9 1]
| ~ .
B/ W AL !
T N\ |
A :
—- - ]
AT/
Dimensions Suitable for hexagon nuts
item A G) V\xﬁﬂgh Metric threads tr?liepaed Order no.
GPN1010SW 8 12 10.2 8 M5 101 0008 0000
GPN 1010 SW 10 15 135 10 M6 1010010 0000
GPN 1010 SW 13 19 18.5 13 M8 M8 x1 1010013 0000
GPN1010SW17 244 25 17 M10 M10x1 1010017 0000
GPN 1010 SW 19 27 277 19 M12 MI12x15 1010019 0000
GPN1010SW22 305 33 22 M14 M14x15 1/4 1010022 0000
GPN1010SW24 335 366 24 M16 M16x15 1010024 0000
GPN 1010 SW 30 41 47 30 M20 M20x15 M20x2 1010030 0000
GPN1010SW36 493 56.5 36 M24 M24x15 M24x2 1010036 0000
Size inmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 1000, GPN 1050

www.metalika-kacin.com KAPSTO®

HEXAGONAL CAPS

GPN 1050

Standard colour: Black
Material: PE-LLD

Better.

For hose ends with union nut
and hexagonal nut. Theses
products provide effective
protection against contamina-
tion, damage, corrosion and
injuries.

Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia  (+385) 051 213 060
MK Serbia  (+381) 0112521756 .« =

°

|

T
SwW

A
. . Suitable
Dimensions for external

f Spanne width

item A @ © (width across flat) Order no.
GPN 1050 SW 14 196 26.3 145 14 105 0014 0000
GPN 1050 SW17 231 26.3 145 17 105 0017 0000
GPN 1050 SW 19 252 271 155 19 105 0019 0000
GPN 1050 SW 22 28.7 26.9 15.5 22 105 0022 0000
GPN 1050 SW 24 30.5 285 17 24 1050024 0000
GPN 1050 SW 27 34.5 28.2 17 27 105 0027 0000
GPN 1050 SW 30 38 284 17 30 105 0030 0000
GPN 1050 SW 32 40.3 284 17 32 1050032 0000
GPN 1050 SW 36 449 283 17 36 105 0036 0000
GPN 1050 SW 41 50.7 29.5 18 41 105 0041 0000
GPN 1050 SW 46 56.4 30 19 46 105 0046 0000
GPN 1050 SW 50 61 30.5 19.5 50 105 0050 0000
GPN 1050 SW 60 72.6 31 20 60 105 0060 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 1000, GPN 1010

www.metalika-kacin.com KAPSTO®
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2% S

GRIP CAPS Free test samples:
MK Slovenia  (+386) 04 510 53 60

G P N 2 10 MK Croatia (+385) 051 213 060 :
MK Serbia (+381) 0112521756 «R =B

THE POPPELMANN EFFECT:
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Suitable for external Dimensions
item diameter D (G) M) Order no.
_ h GPN210ZL 4 x 21 4 21.1 34.2 210 0421 0000
. 4 GPN 210 ZL5 x 20 5 20 36.5 210 0520 0000
GPN 210ZL 6 x 10 6 10 26.5 210 0610 0000
: GPN210ZL 6 x 20 6 20 365 210 0620 0000
GPN 210 ZL 7 x 20 7 20 37 210 0720 0000
oI GPN210ZL 8 x 10 8 10 26.5 210 0810 0000
All KAPSTO® advantages (| GPN 210 ZL 8 x 20 8 20 36.5 210 0820 0000
8 GPN 210 ZL9 x 20 9 20 365 2100920 0000
on pages 128 — 135. GPN 210ZL10 x 10 10 10 265 2101010 0000
GPN 210 ZL10 x 20 10 20 36.5 2101020 0000
GPN 210 ZL 11 x 20 11 20 36.5 2101120 0000
S GPN210ZL12 x 10 12 10 26.5 2101210 0000
GPN210ZL12 x 20 12 20 36.5 2101220 0000
GPN210ZL12 x 30 12 30 46.5 2101230 0000
GPN 210 7L 13 x 20 13 20 36.5 2101320 0000
Standard colour: Yell GPN210ZL14 x 10 14 10 26.5 2101410 0000
andard colour: reliow GPN 210 ZL 14 x 20 14 20 365 2101420 0000
Material: EVA (plasticiser-free) GPN2107L15 % 20 15 20 365 2101520 0000
GPN 210 ZL 16 x 10 16 10 26.5 2101610 0000
GPN 210 7L 16 x 20 16 20 36.5 2101620 0000
; GPN 210 ZL17 x 20 17 20 36.5 2101720 0000
S_aves tlme_' . GPN2107L18 x 10 18 10 265 2101810 0000
With ergonomically designed GPN 210ZL18 x 20 18 20 365 2101820 0000
removal tab for easy handling. GPN2107L19 % 20 19 20 36.5 2101920 0000
GPN210ZL20 %10 20 10 26.5 210 2010 0000
Cleaner. GPN 210 ZL 20 x 20 20 20 36.5 210 2020 0000
VDA Upon request we can GPN 210 ZL 20 x 30 20 30 46.5 2102030 0000
Band 19 p 9 ' GPN 210ZL 22 x 20 22 20 36.5 210 2220 0000
manufacture in the specially GPN 210 ZL 24 x 20 24 20 365 210 2420 0000
designed cleanroom in GPN 210 ZL 26 x 20 26 20 36.5 210 2620 0000
accordance with VDA Volume GPN 210 ZL 28 x 20 28 20 36.5 2102820 0000
19 and ISO 16232. For further GPN 210 ZL 30 x 20 30 20 365 2103020 0000
information, please refer Sizeinmm
to page 129.

For information regarding materials, colours, drawings and the use of our items, please
Better. refer to pages 124/125.

Suitable for pipe ends, hoses You might also be interested in the following products: GPN 211, GPN 215, GPN 240, GPN 241
and studs. With circumferential
sealing lip for a firm fit.
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We do it.
Simpler.

www.metalika-kacin.com KAPSTO®
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GRIP CAPS

FLEXIBLE GRIP CAPS Free test samples:

MK Slovenia  (+386) 0451053 60

G P N 2 11 MK Croatia  (+385) 051213 060 : G P N 2 12 Watch the film now:
MK Serbia (+381) 0112521756 . 8t poeppelmann.com/en/gpn212 -
- —
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Suitable for external Dimensions Suitable for external Dimensions
item diameter D (G) (M) Order no. item diameter D G (M) Order no.
GPN211ZL 4 x 21 4-5 21 34 21104210000 GPN 212 FM 76 8-88 78 2313 212 0076 0000
GPN 211 7L 5 x 20 5-6 20 36 211 0520 0000 GPN 212 FM 77 8-9 10.1 254 212 0077 0000
GPN 212 FM 88* 94-10.1 1.1 26.8 2120088 0000
GPN 211716 x 10 6-75 10 26 2110610 0000
GPN 211 7L 6 x 20 6-75 20 % 2110620 0000 GPN 212 FM 102 10.3-11.2 87 24.2 212 0102 0000
/ GPN211ZL7 x 20 7-8 20 37 2110720 0000 Sizeinmm
e CPN 21218 > 10 /99 10 6 21108100000 For information regarding materials, colours, drawings and the use of our items, please
GPN211ZL 8 x 20 7989 20 36 2110820 0000
refer to pages 124/125.
GPN2117L9 %20 9-105 20 36 2110920 0000
GPN 211 7L 10 x 10 99-115 10 26 2111010 0000 *This size comes with internal clamping surfaces.
GPN211ZL10 x 20 99-115 20 36 2111020 0000
GPN 211 ZL 11 x 20 109-125 20 36 2111120 0000 You might also be interested in the following products: GPN 207, GPN 211
GPN2117L12 %10 11.9-13 10 26 2111210 0000
GPN211ZL12 x 20 119-13 20 36 2111220 0000
Standard colour: Yellow GPN 2117112 % 30 11.9-13 30 46.5 2111230 0000 Standard colour: Yellow
. o GPN 211 7L 13 x 20 12.9-15 20 36 2111320 0000 . .
Material: TPE (plasticiser-free Material: TPE (plasticiser-free
€ ® ¢ ) GPN 2117114 %10 13.9-16 10 36 2111410 0000 € (P )
GPN 2117114 x 20 139-16 20 36 2111420 0000
Saves time. GPN2117L15 % 20 149-17 20 36 2111520 0000 Saves time.
: GPN211ZL16 x 10 159-18 10 16 2111610 0000 ) : :
With ergonomically designed GPN 211 7L 16 x 20 159-18 20 36 2111620 0000 With ergonomically designed
removal tab for easy handling. GPN 211 7L 17 x 20 169-19 0 3% 111720 0000 removal tab for easy handling.
Hicher temperature GPN211ZL18 x 10 179-20 10 26 2111810 0000 Hicher temperature
8! t P GPN 21171 18 x 20 179-20 20 36 2111820 0000 8! t P
resistance. GPN 2117019 x 20 189-21 20 36 2111920 0000 resistance.
Heat resistant to 150 °C. More GPN 211 7L 20 x 10 20-22 10 26 211 2010 0000 Heat resistant to 150 °C. More
details: page 125, “Physical GPN 2117ZL 20 x 20 20-22 20 36 2112020 0000 details: page 125, “"Physical
properties’”. GPN 21171 20 x 30 20-22 30 45 2112030 0000 properties”.
) GPN 2117ZL22 x 20 22-24 20 36 2112220 0000 )
More versatile. GPN 2117L 24 x 20 24-26 20 35 2112420 0000 More versatile.
Suitable for different diamenters GPN 211ZL 26 x 20 26-28 20 365 2112620 0000 Can be used for different
due to flexible material. GPN 211ZL 28 x 20 28-30 20 36.5 2112820 0000 counterpart geometries thanks
GPN 2117130 x 20 30-32 20 365 2113020 0000 to flexible material.

Better.

Sizeinmm

Better.
Especially suitable for pipes
with ball sockets.

Suitable for pipe ends, hoses
and studs. With circumferential
sealing lip for a firm fit.

® ®

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.
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The engraving equals the GPN 210 standard series.

You might also be interested in the following products: GPN 201, GPN 215, GPN 241, GPN 255

www.metalika-kacin.com KAPSTO® www.metalika-kacin.com KAPSTO®
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GRIP CAPS

GPN 215

GRIP CAPS Free test samples:

] MK Slovenia  (+386) 04 510 53 60
Watch the film now: G P N 2 2 O MK Croatia  (+385) 051213 060

poeppelmann.com/en/gpn215 MK Serbia (+381) 0112521756 6, Bt
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Suitable for external Dimensions Inner application External application
item diameter D (G) (M) Order no. item D C (M) G (H) Order no.
GPN 215 ML 8 x 20 8 20 36.5 2150820 0000 GPN 220/ 0614 19 6.1 35 14 8 220 0614 0000
GPN 215ML 10 x 20 10 20 365 2151020 0000 GPN 220/ 0714 19 76 35 14 8 2200714 0000
GPN 215 ML 12 x 20 12 20 36.5 2151220 0000 GPN 220/ 0814 19 82 35 14 8 220 0814 0000
GPN 215 ML 14 x 20 14 20 36.5 2151420 0000 GPN 220 /0914 19 9.1 35 14 8 220 0914 0000
GPN 215ML16 x 20 16 20 36.5 2151620 0000 GPN 220 /1014 19 10.2 35 14 8 2201014 0000
GPN 215 ML 17 x 20 17 20 36.5 2151720 0000 GPN 220 /1020 19 10 40.5 195 8 2201020 0000
GPN 215ML18 x 20 18 20 365 2151820 0000 GPN 220 /1123 22 11.7 44 23 1 2201123 0000
GPN 215 ML 19 x 20 19 20 36.5 2151920 0000 GPN 220 /1816 28 184 37 16 13 2201816 0000
GPN 215 ML 20 x 20 20 20 365 2152020 0000 )
GPN 215 ML 22 x 20 22 20 36.5 2152220 0000 Sizeinmm
GPN 215 ML 24 x 20 24 20 365 2152420 0000 ) ) . .
GPN 215 ML 26 x 20 26 20 36.5 215 2620 0000 For information regardlng materials, colours, drangS and the use of our items, please
GPN 215 ML 28 x 20 28 20 365 2152820 0000 refer to pages 124/125.
GPN 215 ML 30x 20 30 30 365 2153020 0000

Sizeinmm You might also be interested in the following products: GPN 210, GPN 211, GPN 215

Standard colour: Black
Material: EVA (plasticiser-free)

Standard colour: Orange

For information regarding materials, colours, drawings and the use of our items, please Material: PE-LLD

refer to pages 124/125.

®

Saves time.
With ergonomically designed
removal tab for easy handling.

Suitable for external threads
and studs.

Application Guide

This application table is a guide only. We would be happy to send you free samples
for testing.

You might also be interested in the following products: GPN 205, GPN 211, GPN 255, GPN 802

www.metalika-kacin.com KAPSTO®
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Saves time.
With ergonomically designed

removal tab for easy handling.

outflow of fluids.

www.metalika-kacin.com

More versatile. Suitable for metric threads Cleaner.
Inteﬂor surfaces accom‘modate Standard thread Fine thread item Upon request‘, we can
major.tolerances, ensuring a M8 M8 x1 GPN 215 ML 8 x 20 manufacture in the Speually
tight fit. M 10 M10 x 1 M10 x 1.25 GPN 215 ML10 x 20 designed cleanroom in
M12 M12 x 1 M12 x 1.25 M12x15 GPN 215 ML 12 x 20 accordance with VDA Volume
Cleaner. M14 M14 x 1 M14x15 GPN 215 ML 14 x 20 19 and I1SO 16232. For further
VDAY Upon request, we can M16 M16 x 1 M16x 15 GPN 215 ML 16 x 20 information, please refer
manufacture in the soeciall M17 x 1 M17 x 1.5 GPN 215 ML17 x 20
g _u d u‘ pecially M18 M18 x 1 M18x 15 GPN 215 ML 18 x 20 to page 129.
esignedcleanroomin M 20 M 20 x 1 M20 x 15 GPN 215 ML 20 x 20
accordance with VDA Volume M22 M22 x 1 M22x15 M 22 x 2 GPN 215 ML 22 x 20 Better. <E
19 and ISO 16232. For further M 24 M24 x1 M24x15 M 24 x 2 GPN 215 ML 24 x 20 Protection for braze-on port fé
information, please refer Mi26 M26x1 Mi26x1.5 Mi26xx2 GRN2I5ML26x20 fittings. The cap is protecting —iE
t 129 M 28 M28x1 M28x15 M28 x 2 GPN 215 ML 28 x 20 the O- ithout t h it <:
Opageleo. M 30 M30x1 M30x15 M30x2 GPN 215 ML 30 x 20 e U-ring withouttouching 1 -
e mm and provides limited sealing s
Better. action against an ingress or s:

KAPSTO"
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TAPERED CLOSURE WITH SIDE TAB

GPN 608

Standard colour: Yellow
Material: PE-LD

®

Saves time.

Very quick disassembly thanks
to an innovative lateral removal
tab - protected tab design.

More versatile.

Can be used universally as plug
or cap. The tapered design
isideal for accommodating
tolerances.

Cleaner.

ganda10 J Uponrequest, we can
manufacture in the specially
designed cleanroom in
accordance with VDA Volume
19 and ISO 16232. For further
information, please refer

to page 129.

Better.

To close off bore holes and
internal threads, or to protect
studs and external threads.

‘
=}
>

®

Watch the film now:
poeppelmann.com/en/gpn608

gA
gD
JE
(t : )
T o -
l
(@B)
gcC
External application
External application
item A (B) Cc H D (E) (G) (N) Order no.

608 BL90 1 7 9 88 78 5.5 9.3 175 608 0090 0000
608 BL 100 12 8 10 838 88 6.4 9.3 18 608 0100 0000
608 BL110 13 el 1 88 9.8 74 9.3 185 608 0110 0000
608 BL120 14 10 12 9.8 10.7 84 101 19 608 0120 0000
608 BL130 15 1 13 9.8 11.8 94 103 195 608 0130 0000
608 BL140 16 12 14 10.8 127 105 1.3 20 608 0140 0000
608 BL 150 18 13 15 10.8 137 11.3 113 24 608 0150 0000
608 BL160 19 14.1 159 108 147 12.3 112 245 608 0160 0000
608 BL170 19.9 149 168 108 157 134 11.2 25 608 0170 0000
608 BL180 20.9 16.1 178 10.8 16.7 144 1.2 255 608 0180 0000
608 BL190 219 17.2 189 108 177 154 1.2 26 608 0190 0000
608 BL200 22.9 18.1 19.9 11.8 187 164 122 315 608 0200 0000
608 BL 210 238 192 207 118 19.7 174 12.2 32 608 0210 0000
608 BL 220 25 203 221 118 20.7 18.1 122 325 608 0220 0000
608 BL230 26 21 23 11.8 217 194 12.3 33 608 0230 0000
608 BL 240 27 22 24 11.8 227 204 123 335 608 0240 0000
608 BL 250 279 233 247 11.8 237 214 12.2 34 608 0250 0000
608 BL 260 289 242 257 11.8 247 224 122 345 608 0260 0000
608 BL 270 29.9 252 268 128 257 234 13.2 35 608 0270 0000
608 BL 280 319 261 279 128 267 244 13.2 36 608 0280 0000
608 BL 290 338 272 288 128 277 254 13.2 37 608 0290 0000
608 BL 300 35 284 30 12.8 286 262 13 375 608 0300 0000
608 BL 330 41 321 33 6.5 317 30 77 40.5 608 0330 0000
608 BL670 718 658 668 105 654 643 1 50.87 608 0670 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 308, GPN 600, GPN 610, GPN 615

KAPSTO®

FAST-FIT CAPS

GPN 940

Standard colour: Yellow
Material: PE-LD

®

Better fit.
Tamper-evident closure for
valves pursuant to DIN 477-1.

Saves time.
Particularly fast and easy
toremove.

Better.

With ventilation tab for safe
leakage. Also suitable for
external threads and studs.

e —

Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 <8 =8

I
—
—_~
Z —
N
‘ gD
a—u
&
G
Suitable for external Dimensions
item diameter D thread G (N) Order no.
GPN 940 SV 21.3 213 W21.80 x 1/14 14.5 34 940 0213 0000
GPN 9408V 239 239 W?24.32x1/14 14.5 35 940 0239 0000
GPN 940 SV 26 26 G3/4 145 368 940 0260 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 205, GPN 600

www.metalika-kacin.com
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2% S

SCREW CAPS Free test samples:
MK Slovenia  (+386) 04 510 53 60

G P N 800 MK Croatia  (+385) 051 213 060 ;
MK Serbia (+381) 0112521756 «R =B

with metric threads

Competent - @ S

THE POPPELMANN EFFECT:

A
| f——
[ ] [ ] p : ’I i’
S 7 2
e ’ . : lj i
r | |
©
= G S
gA e
| — [%)
Suitable for external Dimensions
item Thread L A G Order no.
GPN 800 M 8 M8 12 8 800 0008 0000
AH KAPSTO‘E‘advantageS GPN800M 10 M 10 14 8 800 0010 0000
GPN 800 M 12 M12 16 12 800 0012 0000
on pages 128 — 135. GPN 800 M 14 M 14 18 12 800 0014 0000
GPN 800 M 16 M16 21 12 800 0016 0000
GPN 800 M 18 M 18 22 12 800 0018 0000
GPN 800 M 20 M 20 25 14 800 0020 0000
GPN 800 M 22 M 22 28 14 800 0022 0000
GPN 800 M 24 M 24 32 14 800 0024 0000
GPN 800 M 27 M 27 35 14 800 0027 0000
GPN 800 M 30 M 30 38 14 800 0030 0000
GPN 800 M 8 x 1 M8x1 12 8 800 0810 0000
GPN 800 M 10 x 1 M10x 1 14 8 800 1010 0000
GPN 80O M 12 x 1 M12x 1 16 12 800 1210 0000
GPN80OM 12 x 1.5 M12x 15 16 12 800 1215 0000
GPN8OOM 14 x 1.5 M14x 15 18 12 800 1415 0000
Standard colour: Yellow GPN8OOM16x 15 M16x 1.5 21 12 800 1615 0000
Material: PE-HD GPN800M18x15 M18 x 1.5 22 12 800 1815 0000
GPN800OM20 x 15 M20 x 1.5 25 14 800 2015 0000
GPN 800 M 22 x 1.5 M22x15 28 14 800 2215 0000
Better GPN 800 M 23 x 1.5 M23x15 29 22 800 2315 0000
. GPN 800 M 24 x 1.5 M 24 x 1.5 30 14 800 2415 0000
Suitable for a variety of different GPN80OM25x 15 M25x15 33 14 800 2515 0000
thread types. Easy-to-grip GPN800OM 26 x15 M26x15 34 11 800 26150000
» GPN80OM28 % 1.5 M28 x 1.5 345 28 800 2815 0000
externalrip for easy mounting GPN800OM 30 x 15 M 30 x 1.5 36 14 800 3015 0000
and removal by hand. GPN80OM36 x 1.5 M36x15 44 17 800 3615 0000
GPN 800 M 45 x 1.5 M45x 15 53 15 800 4515 0000
GPN 800 M 22 x 2 M 22 x 2 28 14 800 2220 0000
GPN 800 M 30 x 2 M 30 x 2 38 14 800 3020 0000
GPN 800 M 36 x 2 M 36 x 2 44 17 800 3620 0000
GPN 800 M 42 x 2 M 42 x 2 50 15 800 4220 0000
GPN 800 M 45 x 2 M 45 x 2 53 15 800 4520 0000
GPN 800 M 52 x 2 M52 x 2 60 15 800 5220 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 205, GPN 215, GPN 802, GPN 804
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We do it.
Simpler.

www.metalika-kacin.com KAPSTO®
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SCREW CAPS Free test samples: SCREW CAPS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G P N 80 O MK Croatia  (+385) 051 213 060 o G P N 80 1 MK Croatia  (+385) 051 213 060 o
MK Serbia  (+381)0112521756 «8 =8 MK Serbia  (+381)0112521756 <8 =8

for pipe threads

Standard colour: Yellow
Material: PE-HD

h' VIIIII'IIIII’
Il —[—_ 1 B o
o b s
4 T =] (%]
N SNRNNNNNY, Q
©
O
G | -
gA — dA 3
Suitable for external Dimensions Suitable for external Dimensions
item Thread L A G Order no. item Thread L A G Order no.
GPN 800G 1/8 G 1/8 14 8 800 0414 0000 GPN801M16 %1 M16x1 19 5 8011610 0000
GPN800G 1/4 G 1/4 18 12 800 0355 0000 GPN80IM12x15 M12 x 1.5 15 7 80112150000
GPN 800G 3/8 G 3/8 21 12 800 0426 0000 GPN801M 14 x 1.5 M14 x15 17 7 8011415 0000
GPN800G 1/2 G 1/2 25 14 800 0437 0000 GPN801M16x15 M16 x 1.5 20 7 80116150000
GPN 800G 5/8 G 5/8 28 14 800 0675 0000 GPN801M 18 x 1.5 M18 x 1.5 21 9 8011815 0000
GPN 800G 3/4 G 3/4 32 14 8003618 0000 GPN801M22x15 M22x15 25 9 8012215 0000
GPN 800G 1 G1 39 14 8003522 0000 GPN801M26 x 1.5 M26x15 29 10 801 2615 0000
GPN 800G 1 1/4 G1ll/4 477 177 800 3218 0000 GPN801M30x 15 M30x15 33 10 8013015 0000
GPN800G 11/2 Gll1/2 56 17 800 7552 0000 GPN801M 30 x 2 M 30 x 2 ES 10 8013020 0000
GPN 800G 2 G2 68 18 8006901 0000 GPN801M 36 x 2 M 36 x 2 39 10 8013620 0000
GPN800G 2 1/2 G212 80.9 18 800 3219 0000 s
1zeinmm
Sizeinmm ) ) ) ) )
1 For information regarding materials, colours, drawings and the use of our items, please
For information regarding materials, colours, drawings and the use of our items, please : refer to pages 124/125.

refer to pages 124/125.
Standard colour: Natural You might also be interested in the following products: GPN 205, GPN 215, GPN 800

Material: PE-LD

SCREW CAPS Saves time.
@ Flat design for faster installation.
G P N 8 O O Suitable for external Dimensions
with imperial threads item Thread L A G Order no. Better.
GPN 800 1/4 - 28 UNF 1/4 - 28 UNF 12 8 800 7207 0000 Suitable for outer threads.
GPN 800 7/16 - 20 UNF 7/16 - 20 UNF 15 12 800 6455 0000 Easy-to-grip external rib for easy
Standard colour: Yellow GPN 800 1/2 - 20 UNF 1/2 - 20 UNF 18 15 800 5950 0000
: GPN 800 9/16 - 18 UNF 9/16 - 18 UNF 18 12 800 6456 0000 mounting and removal by hand.
Material: PE-HD GPN 800 5/8- 18 UNF 5/8-18 UNF 193 14.2 800 3182 0000
GPN 800 3/4 - 16 UNF 3/4-16 UNF 24 18 800 5948 0000
GPN 800 13/16 - 16 UN 13/16 - 16 UN 26 12 800 3160 0000
GPN 800 7/8 - 14 UNF 7/8 - 14 UNF 27 20 800 5947 0000
GPN 800 1-14 UNS 1-14 UNS 33 14 800 7210 0000
GPN 800 1 1/16- 12 UN 11/16-12 UN 34 23 800 5946 0000
GPN 800 1 1/16-16 UN 11/16-16 UN 34 14 800 7212 0000 <(E
GPN 800 1 3/16- 20 UN 13/16- 20 UN 38 14 800 7214 0000 A2
GPN 800 1 1/4-12 UNF 1 1/4-12 UNF 38 14 800 7215 0000 =i
GPN 800 1 5/16-12 UN 15/16-12UN 40 24 800 5945 0000 z
GPN'800 1 5/8-12 UN 15/8-12UN 50 17 800 7217 0000 <§
GPN 800 1 7/8-12 UN 17/8-12UN 55 17 800 72210000 =
GPN 800 2 1/4-12 UN 2 1/4-12UN 66 18 800 72250000 =&
GPN 800 2 1/2-12UN 21/2-12UN 72 18 800 7226 0000 =
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

www.metalika-kacin.com KAPSTO® www.metalika-kacin.com KAPSTO®
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SCREW CAP WITH SEALING DISC

GPN 802

with metric threads

SCREW CAP WITH SEALING DISC Free test samples:
MK Slovenia  (+386) 04 510 53 60

G P N 802 MK Croatia  (+385) 051213 060 #
MK Serbia  (+381) 0112521756 «R =B

for pipe threads

Watch the film now:
poeppelmann.com/en/gpn802

Standard colour: Yellow
Material: PE-HD
| Sealing disc standard colour: |
Black
: Sealing disc material: :
7 | NBR (70 +/- 5 Shore A) y | g
. . ©
1.5 || 1.5 || =
@A - DA o
2]
Suitable for external Dimensions Suitable for external Dimensions
item Thread L A G Order no. item Thread L A G Order no.
GPN802M 8 M8 12 8 802 0008 0000 GPN 802G 1/8 G 1/8 14 8 802 0414 0000
GPN 802 M 10 M10 14 8 802 0010 0000 GPN 802G 1/4 G 1/4 18 12 802 03550000
GPN802M 12 M12 16 12 802 0012 0000 GPN 802G 3/8 G 3/8 21 12 802 0426 0000
GPN 802 M 14 M 14 18 12 802 0014 0000 GPN 802G 1/2 G1/2 25 14 802 0437 0000
GPN 802 M 16 M16 21 12 802 0016 0000 GPN 802G 5/8 G 5/8 28 14 802 0675 0000
GPN 802 M 18 M18 22 12 802 0018 0000 GPN 802G 3/4 G 3/4 32 14 802 3618 0000
GPN 802 M 20 M 20 25 14 802 0020 0000 GPN 802G 1 G1 39 14 802 3522 0000
GPN 802 M 22 M 22 28 14 802 0022 0000 GPN 802G 1 1/4 G114 477 177 802 3218 0000
GPN 802 M 24 M 24 32 14 802 0024 0000 GPN802G 11/2 G11/2 56 17 802 7552 0000
GPN 802 M 27 M 27 35 14 802 0027 0000 GPN 802G 2 G2 68 18 802 6901 0000
GPN 802 M 30 M 30 38 14 802 0030 0000 GPN802G 2 1/2 G21/2 80.9 18 802 3219 0000
GPN802M 8 x 1 M8x1 12 8 802 0810 0000 e
GPN 802 M 10 x 1 M10 x 1 14 8 8021010 0000
GPN80zM 12 x 1 M12x1 16 12 8021210 0000 For information regarding materials, colours, drawings and the use of our items, please
GPN802M12x 15 M12x 15 16 12 8021215 0000
GPN802M 14 x 1.5 M14x15 18 12 802 1415 0000 refer to pages 124/125.
Standard colour: Yellow GPN802M 16 x 1.5 M16x 15 21 12 802 1615 0000
Material: PE-HD GPN802M 18 x 1.5 M18x 1.5 22 12 802 1815 0000
GPN802M 20 x 1.5 M20x 15 25 14 802 2015 0000
; : . GPN 802 M 22 x 1.5 M22x15 28 14 802 2215 0000
gleaacang disc standard colour: GPN802M23 x 15 M23x15 29 22 802 23150000 SCREW CAP WITH SEALING DISC
GPN 802 M 24 x 1.5 M 24 x 1.5 30 14 802 2415 0000
Sealing disc material: GPN802M 25 x 1.5 M25x15 33 14 802 2515 0000 ) ) )
NBR (70 +/- 5 Shore A) GPN802M 26 x 1.5 M26 x 15 34 11 802 2615 0000 G P N 8 O 2 Suitable for external Dimensions
GPN 802 M 28 x 1.5 M28x15 345 28 802 2815 0000 tem Thread L A R Orderno
GPN802M 30 x 1.5 M30x15 36 14 802 3015 0000 with imperial threads -
Seals better. GPN 802M 36 x 1.5 M36x15 44 17 802 3615 0000 GPN 802 1/4 - 28 UNF 1/4 - 28 UNF 12 8 802 7207 0000
GPN 802 M 45 x 1.5 M 45 x 1.5 53 15 802 4515 0000 GPN 802 7/16 - 20 UNF 7/16 - 20 UNF 15 12 802 6455 0000
@ Corresponds to GPN 800 but GPN802M22 x 2 M22x 2 28 1 802 2220 0000 GPN 802 1/2 - 20 UNF 1/2- 20 UNF 18 15 802 5950 0000
with sealing disc for stricter GPN 802 M 30 x 2 M30 x 2 38 14 802 3020 0000 GPN 802 9/16 - 18 UNF 9/16 - 18 UNF 18 12 802 6456 0000
demands on leak tightness. GPN 802 M 36 x 2 M 36 x 2 44 17 8023620 0000 GPN 802 5/8 - 18 UNF 5/8 - 18 UNF 19.3 142 802 3182 0000
GPN 802 M 42 x 2 M 42 x 2 50 15 802 4220 0000 GPN 802 3/4 - 16 UNF 3/4-16 UNF 24 18 802 5948 0000
Better. GPN802M 45 x 2 M45x2 53 15 802 4520 0000 Standard colour: Yellow GPN 802 13/16 - 16 UN 13/16- 16 UN 26 12 802 3160 0000
_ GPN 802 M52 x 2 M52 x 2 60 15 8025220 0000 o GPN 802 7/8 - 14 UNF 7/8 - 14 UNF 27 20 802 5947 0000
Suitable for a variety of different Material: PE-HD GPN802 1-14 UNF 1-14UNS 33 14 802 7210 0000
thread types. Easy-to-grip GPN802 1 1/16-12 UN 11/16-12 UN 34 23 802 5946 0000
external knurl for easy mountmg For information regardmg mater\ab' CO‘OUl’S, dravvmgs and the use of our items, p|ease Sealing disc standard colour: GPN 802 1 1/16-16 UN 11/16-16 UN 34 14 802 7212 0000 <E
by hand. Alternative seals refer to pages 124/125 Black GPN 802 1 3/16 - 20 UN 1 3/16- 20 UN 38 14 802 7214 0000 M
. : . . _— GPN 802 1 1/4-12 UNF 11/4-12 UNF 38 14 802 72150000 —:
available on request. h v s the GPN 800 standard seri Sealing disc material: GPN802 1 5/16-12 UN 15/16-1UN 40 24 802 5945 0000 =
e engraving equals the standaraseries. NBR (70 +/-5 Shore A) GPN 802 1 5/8-12UN 15/8-12UN 50 17 8027217 0000 <:
You might also be interested in the following products: GPN 205, GPN 215, GPN 800 GPN 802 17/8-12UN 17/8-12UN 55 L 80272210000 :é
GPN 802 2 1/4-12 UN 2 1/4-12 UN 66 18 802 7225 0000
GPN 802 2 1/2-12 UN 21/2-12UN 72 18 802 7226 0000 =
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

www.metalika-kacin.com KAPSTO® www.metalika-kacin.com KAPSTO®
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SCREW CAPS WITH SEALING RING Free test samples: PROTECTIVE DUST CAPS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G P N 804 MK Croatia  (+385)051213060 o, G P N 930 T e B MK Croatia  (+385)051213060 &
MK Serbia  (+381)0112521756 &b yp MK Serbia  (+381)0112521756 &b

- (N) -
[ 'I
i Reir. '
| — — i I
. | 2
. ©
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Suitable for external Dimensions s:i)t:::safrr Dimensions
item Thread L A G Order no.
GPN804AM8 x 1 M8 x1 P 8 804 0810 0000 item Nominal size L (N) P Order no.
GPN804M12 x 1 M12 x 1 16 12 8041210 0000 GPN 930 7/ 10074* DN6+8 M28 x 2 100 20 930 0074 0000
GPN804M12 x 15 M12 x 1.5 16 12 804 1215 0000 GPN 930 / 10078* DN10 +12 M 36 x 2 110 24 930 0078 0000
GPN804M14 x 15 M14 x 15 18 12 8041415 0000 GPN 930 /10031 DN 10 +12 M 36 x 2 135 295 930 0031 0000
GPN 804 M 16 x 1.5 M16x 1.5 21 12 804 1615 0000 GPN 930 /10082* DN 16 + 20 RD 48 x 3 145 41 930 0082 0000
GPN804M18x 1.5 M18x 1.5 22 12 8041815 0000 GPN 930 / 10086* DN 25 + 32 RD70 x 3 200 55 930 0086 0000
GPN 804 M 20 x 1.5 M20x15 25 14 804 20150000 Size inmm
GPN804M 22 x 1.5 M22x15 28 14 804 2215 0000
GPN804M24x15 M24x15 30 14 80424150000 For information regarding materials, colours, drawings and the use of our items, please
GPN 804 M 26 x 1.5 M?26 x 1.5 34 11 804 2615 0000 fert 124/125
GPN804M30x 2 M30 x 2 38 1 804 3020 0000 rererto pages :
GPN 804 M 36 x 2 M 36 x 2 44 17 804 3620 0000 *Str t slotted
GPN 804 M 42 x 2 M42 x 2 50 15 804 4220 0000 ap eyenotslotted.
GPN 804 M 45 x 2 M 45 x 2 53 15 804 4520 0000 . . . . i
GPN S04 M52 x 2 M52 x 2 60 15 2045250 0000 You might also be interested in the following products:
Standard colour: Vel GPN 804G 1/4 G 1/4 18 12 804 0355 0000 Standard colour: Red GPN 920 Type A, GPN 920 Type B, GPN 930 Type A
andard colour: refiow GPN 804G 3/8 G 3/8 21 12 804 0426 0000 andard colour: ke
Material: PE-HD GPN 804G 1/2 G 1/2 25 14 804 0437 0000 Material: PE-HD, PE-LLD (tab)
GPN 804G 3/4 G 3/4 32 14 804 3618 0000
GPN 804G 1 G1 39 14 804 3522 0000
GPN 804G 1 1/4 G11/4 477 177 804 3218 0000 :
Seals better. GPN 804 9/16 - 18 UNF 9/16 - 18 UNF 18 12 804 6456 0000 Better fit.
Corresponds to GPN 800 but GPN 804 3/4 -16 UNF 3/4-16 UNF 24 18 804 5948 0000 Protect open COUD|\ﬂgS and
with seal for stricter demands S particulary their thread.
. 1IzeInmm
on leak tightness.
For information regarding materials, colours, drawings and the use of our items, please Seals better.
Better. refer to pages 124/125. Provides limited sealing action

Suitable for a variety of different
thread types. Easy-to-grip
external rip for easy mounting
and removal by hand. Better.
Self-retaining design due to
integral strap.

against an ingress or outflow

You might also be interested in the following products: GPN 205, GPN 215, GPN 800 of fluids
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Q@ METALIKA KACIN s.p. @ +386 45105360
Raceva 8v B +386 41694339 mpoENEN-TI:mARn!?u!nKAnen QC-PLUGS
SI-4226 ZIRI, Slovenija = info@metalika-kacin.com www.metalika-kacin.com Watch the film now:

G P N 245 poeppelmann.com/en/gpn245a
poeppelmann.com/en/gpn245b

Naziv / Name: Material / Material: Skupina izdelkov / Product Group:
Plasticni Cep za fleksibilne cevi LDPE (Low-density polyethylene) Svet plasticnih elementov
(BA)
Samo manjsi pritisk in polovicni zasuk in Ze je navojni | .
prikljucek zaprt. Za demontaZo ¢epa ne potrebujemo ' = )
. . . | Il l.
orodja, ampak ga enostavno odvijemo. Pri tem ostane . f = -
navoj popolnoma Cist in neposkodavan. | s i Ilg
- =3
| N
H |
N
-
2B \ &
(@a) ™~
Type A Type A
&
Type A P
> ® . g
Time saving Patented Sméibéi{)%rp?ixntgesrnal Dimensions g
=
‘ Nominal Nominal
item width width (A) (@) B H (M) Order no.
mm Inch
GPN245QC8 8 5/16 26 22 76 27 33 24500080000
| GPN 245QC 10 10 7/16 23 18 96 30 34 24500100000
—— 1= — b GPN245QC12.7 127 172 28 23 122 30 365 24501270000
/ GPN 245QC 14,24 14,24 32 28 134 28 345 24514240000
GPN 245QC 15,9 159 5/8 34 30 157 35 43 24501590000
lzvedba z navoji za plin Size inmm
GAS Dimensions (mm) LLJ — o)
B
Koda izdelka /Code A B c —— l
TMG 1/8 14,50 8,50 6,00 Standard colour: Natural | |
TMG 1/4 17,50 11,50 6,50 Izvedba z metric¢nimi navoji Type A material: PE-HD | < I
TMG 3/8 21,00 1250 7,50 METRIC Dimensions (mm) Type B material: PE-LD * | ” |
|
TMG 1/2 25,50 14,50 8,50 Koda izdelka / Code A B c ) \ '
TMG 5/8 2600 1240 7.90 TMM 07X01 1150 9,50 500 Better it =
uitable for quic |
TMG 3/4 30,00 17,00 9,50 TMM 08X01 11,50 9,50 5,00 connectors, based on (2 a) |
TMG 1 3700 1550 9,50 TMM 10X01 1450 8,50 6,00 SAE J2044.
- TypeB
TMG 1-1/4 47,00 17,50 10,50 TMM 12X1.5 17,50 11,50 6,50 Seals better. ype
TMM 14X1.5 20,50 11,50 7,00 @ Suitable for pressure testing
lzvedba z UNF navoji TMM 16X1.5 21.00 12 50 750 depending on the application. Type B
UNF Dimensions (mm) TMM 18X0 21,50 14,00 9,00 Cleaner. Suitable for external bi )
. VDA SAE couplings Imensions
Koda izdelka / Code A B Cc TMM 20X1.5 25,50 14,50 8,50 sand19 J Uponrequest, we can
_ manufacture in the specially Nominal Nominal
TMU 3/8 - 24 V%S0 £ @ 0 TMM 22X1.5 26,00 13,50 8,50 designed cleanroom in item \Zﬁﬂ't'ﬁa \?v?t;ltrr]]a A (a) B H (M) Order no. <E
TMU 7/16- 20 16,50 9,50 7,00 TMM 24X1.5 28,50 15,00 10,00 accordance with VDA Volume mm Inch >_‘§
TMU 1/2 - 20 17.50 11.50 650 TMM 26X1.5 30.00 15.50 950 19 and IS0 16232. For further GPN 245 QCL 6,35 6,35 1/4 316 206 635 253 268 24606350000 -
' ' ' ’ ’ ’ ’ information, please refer GPN 245QCL8 8 5/16 35 21 779 26 275 24600080000 <z
TMU 9/16- 20,50 11,50 7,00 TMM 30X1.5 35,00 14,00 8,00 to page 129 GPN 245QCL95 95 3/8 308 168 95 258 273 24600950000 =
' GPN 245 QCL 10 10 328 188 979 30 315 24600100000 Lz
TMU 5/8 - 21,00 12,50 7,50 TMM 30X02 35,00 14,00 8,00 Better GPN 245QCL 12 12 38 24 118 292 307 24600120000 >:
. GPN 245 QCL 19,05 1905 3/4 50 36 188 28 295 24619050000
UL &7 all2l Uil Ul Loyl di e 4,10 )i, 00 UL @ Clamping is carried out gently GPN 245 QCL 254 254 1 535 395 254 34 355 24625400000
TMU 7/8 - 14 26,00 13,50 8,50 TMM 38X1.5 45,00 16,00 10,00 andsafely ontheinternal sealing ¢
. 1ze inmm
TMU 1-1/16 - 30,00 17,00 9,50 TMM 42X1.5 46,00 17,50 10,50 rings of the connector.
For information regarding materials, colours, drawings and the use of our items, please
TMU 1-5/16 - 37,00 1550 9,50 TMM 42X02 46,00 17,50 10,50 refer to pages 124/125.
TMUL- 5/8- 47,00 20,00 14,00 IEIEIESX02 2l 772 (LY You might also be interested in the following products: GPN 210, GPN 211, GPN 240, GPN 241
TMU2 60,50 15,50 9,50 TMM 52X02 60,50 17,50 11,50

www.metalika-kacin.com www.metalika-kacin.com KAPSTO"
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SQUARE PLUGS Free test samples: : RECTANGULAR PLUGS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G P N 2 60 MK Croatia  (+385) 051213 060 G P N 270 MK Croatia  (+385) 051213 060
MK Serbia  (+381)0112521756 « =8 MK Serbia  (+381)0112521756 <&'=
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Suitable for pipe dimensions Dimensions Su:;?‘h)éi;?;rf;pe Dimensions §
g
item External A Wall thicknessT B C (H) ) Order no. item Ex;e/rpm Wall thi-(r;k. B cC H) M 0 R Order no. &
GPN260Q121215-2 2x12 15-2 7 10 11 15 26012120000 ness
GPN260Q15151.5-2 15x15 15-2 10 13 11 15 26015150000 GPN 270 R2010 15 - 2 20 %10 15-2 15 18 11 15 5 8 27020100000
GPN2600Q161615-2 16x 16 15-2 11 14 11 15 26016160000 GPN270R201515- 2 20 % 15 15-2 15 18 11 15 10 13 27020150000
GPN 260 Q181815-2 18x18 15-2 13 16 11 15 26018180000 GPN270R 251015 -2 25x10 15-2 20 23 11 15 5 8 270 2510 0000
GPN 260 0202015-2 20 x 20 15-2 15 18 11 15 26020200000 GPN270R251515-2 25 %15 15-2 20 23 11 15 10 13 27025150000
GPN 260 Q 222215-2 22 % 22 15-2 6 20 14 19 26022220000 GPN270R252015-2 25 x 20 15-2 20 23 11 15 15 18 27025200000
GPN 260 Q 252515 - 2 25 x 25 15-2 19 23 14 19 26025250000 GPN270R301015-2 30x10 15-2 25 28 11 15 5 8 27030100000
GPN 260 Q 2525 3 25 x 25 3 17 21 14 19 26025280000 GPN270R301515-2 30 x 15 15-2 25 28 11 15 10 13 27030150000
GPN 260 Q303015-2 30 %30 15-2 24 28 14 19 26030300000 GPN270R302015-2 30 20 15-2 25 28 11 15 15 18 27030200000
GPN 260 0 30303 30 % 30 3 22 26 14 19 26030330000 GPN 270 R 3020 3 30 x 20 3 23 26 11 15 13 16 27030230000
GPN 260 Q343415-2 34x34 15-2 28 32 14 19 26034340000 GPN 270 R302515-2 30 x 25 15-2 24 28 14 19 19 23 27030250000
GPN 260 Q 3434 3 34 x 34 3 26 30 14 19 26034370000 GPN270R 352015 -2 35 x 20 15-2 29 33 14 19 14 18 27035200000
GPN 260 Q 404015-2 40 x 40 15-2 34 38 14 19 26040400000 GPN270R352515-2 35x 25 15-2 29 33 14 19 19 23 27035250000
GPN 260 Q 4040 3 40 x 40 3 32 36 14 19 26040430000 GPN270R353015-2 35x 30 15-2 29 33 14 19 24 28 27035300000
) GPN 260 Q 4040 4 40 x 40 4 30 34 14 19 26040440000 . GPN 270 R401015- 2 40 x 10 15-2 34 38 14 19 4 8 27040100000
Standard colour: Black GPN 260 Q 4040 5 40 x 40 5 28 32 14 19 26040450000 Standard colour: Black GPN 270 R401515-2 40x15  15-2 34 38 14 19 9 13 27040150000
Material: PE-LLD GPN 260 Q 454515 - 2 45 x 45 15-2 39 43 14 19 26045450000 Material: PE-LLD GPN270 R 402015 -2 40 x 20 15-2 34 38 14 19 14 18 27040200000
GPN 260 Q 505015 - 2 50 x 50 15-2 44 48 14 19 2605050 0000 GPN 270 R 4020 3 40 x 20 3 32 3 14 19 12 16 27040230000
GPN 260 Q 5050 3 50 x 50 3 42 46 14 19 26050530000 GPN 270 R 402515 -2 40 % 25 15-2 34 38 14 19 19 23 27040250000
GPN 260 Q 5050 5 50 x 50 5 38 42 14 19 26050550000 GPN 270 R 403015-2 40x30  15-2 34 38 14 19 24 28 27040300000
M_°re robust. GPN 260 Q606015 -2 60 x 60 15-2 54 58 14 19 26060600000 More robust. GPN 270 R4030 3 40 x 30 3 32 36 14 19 22 26 27040330000
Reinforced head area for GPN 260 Q 6060 4 60 % 60 4 50 54 14 19 26060640000 Reinforced head area for GPN 270 R451515-2 45x15  15-2 39 43 14 19 9 13 27045150000
higher demands. GPN 260 Q 6060 5 60 x 60 5 48 52 14 19 26060650000 higher demands. GPN 270 R 452015-2 45 x 20 15-2 39 43 14 19 14 18 27045200000
GPN 260 Q 7070 3 70 x 70 3 61 66 17 22 26070700000 GPN270R452515-2 45 % 25 15-2 39 43 14 19 19 23 27045250000
Better. GPN 260 Q 7070 4 70 x 70 4 59 64 17 22 26070740000 Better. GPN 270 R 483815-2 48 x 38 15-2 42 46 14 19 32 36 27048380000
For closing of selection tubes GPN 260 Q 8080 3 80 x 80 3 71 76 17 22 26080800000 For closing of selection tubes GPN 270 R502015-2 50 x 20 15-2 44 48 14 19 14 18 27050200000
10> , : GPN 260 Q909015 - 2 90 x 90 15-2 83 88 17 22 26090900000 e : > GPN 270 R502515- 2 50 x 25 15-2 44 48 14 19 19 23 27050250000
Distinctive external ribs provide GPN 260 Q 9090 5 90 x 90 5 77 8 17 22 26090950000 Distinctive external ribs provide GPN270R503015-2 50x30  15-2 44 48 14 19 24 28 27050300000
asecure press fit. High visual GPN 260 Q 100100 3 100 x 100 3 91 9% 17 22 2601001 0000 asecure press fit. High visual GPN 270 R 5030 3 50 x 30 3 42 46 14 19 22 26 27050330000
appeal due to grainded top GPN260GTI0IP08™ [F120%120 . 107 Tpm 7o (26012010000 appeal due tograinded top GPNZIORSOMDLE 2 SOndD L2 k4 14 15 34 35 27050400000
. X . . - X -
surface finish and chamfered I surface finish and chamfered GPN 270 R 6020 15 - 2 60 % 20 155 54 58 14 19 14 18 570 6020 0000
edges. edges. GPN270R60301.5- 2 60 x 30 15-2 54 58 14 19 24 28 27060300000
For information regarding materials, colours, drawings and the use of our items, please GPN270R 60303 6030 3 5256 14 19 22 26 27060330000
GPN 270 R604015 - 2 60 x 40 15-2 54 58 14 19 34 38 27060400000
refer to pages 124/125. GPN 270 R 6040 4 60 x 40 4 50 54 14 19 30 34 27060440000 <(E
You might also be interested in the following products: GPN 270 60405 6040 0 S T 27060450000 M
: GPN270R703015-2 70 x 30 15-2 63 63 17 22 23 28 27070300000 —:
GPN 270, GPN 280, GPN 320, GPN 1000 GPN 270 R 704015 - 2 70x40  15-2 63 68 17 22 33 33 27070400000 —E
GPN 270 R 7040 4 70 x 40 4 59 64 17 22 29 34 27070440000 <§
GPN270R802015-2 80 x 20 15-2 73 78 17 22 13 18 27080200000 =
GPN270R803015-2 80 x 30 15-2 73 78 17 22 23 28 27080300000 =&
GPN 270 R804015-2 80 x 40 15-2 73 78 17 22 33 38 27080400000 =

Sizeinmm » Continued on page 64

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products:
GPN 260, GPN 280, GPN 320, GPN 1000
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e —

RECTANGULAR PLUGS Free test samples: CLOSURE PLUGS _
MK Slovenia  (+386) 04 510 53 60 Watch the film now:
G P N 270 MK Croatia (+385) 051213 060 " G P N 3 O O F poeppelmann.com/en/gpn300fs
MK Serbia (+381) 0112521756 P, AT poeppelmann.com/en/gpn300fn
Black/Natural
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« Continued from page 63 go
a
Suitable for pipe . i Dimensions Order no. o
dimensior?sp Dimensions §
item A (o] H (M) Black Natural IS
. a
item External  Wallthick g ¢ () m Q R Order no. GPN300F1 5 31 2 3 30000019500 30000010000
GPN 300 F 011 7 47 18 26 30001109500 300 0110 0000
GPN 270 R 8040 4 80 x 40 4 69 74 17 22 29 34 27080440000 GPN 300 F 012 9 66 4 52 30001209500 300 0120 0000
GPN 270 R 80405 80 x 40 5 67 72 17 22 27 32 27080450000 GPN300F2 14 72 6 8 30000029500 300 0002 0000
GPN270R805015-2  80x50  15-2 73 78 17 22 43 48 27080500000 GPN300F3 14 84 6 8 30000039500 3000003 0000
GPN 270 R 8050 4 80 x 50 4 69 74 17 22 39 44 27080540000 GPN 300 F 031 14 36 45 65 30003109500 300 0310 0000
GPN 270 R 8060 3 80 x 60 3 71 76 17 22 51 56 27080600000 GPN 300 F 0315 18 86 6 8 30003159500 300 03150000
GPN 270 R 8060 5 80 x 60 5 67 72 17 22 47 52 27080650000 GPN 300 F 032 13 83 75 95 30003209500 300 0320 0000
GPN270R1004015-2 10040  15-2 93 98 17 22 33 38 27010400000 GPN300F 4 14 9.2 45 65 30000049500 3000004 0000
GPN 270 R 10040 3 100 x 40 3 91 96 17 22 31 36 27010430000 GPN 300 F 041 14 9.4 45 65 30000419500 300 00410000
GPN 270 R 10050 3 100 x 50 3 91 96 17 22 41 46 27010500000 GPN 300 F 042 13 10.3 55 75 30004209500 300 0420 0000
GPN 270 R 10050 4 100 x 50 4 89 94 17 22 39 44 27010540000 GPN300F5 14 107 55 75 30000059500 300 00050000
GPN 270 R10050 5 100 x 50 5 87 92 17 22 37 42 27010550000 GPN300F7 16 117 7 9 30000079500 300 0007 0000
GPN 270 R12040 3 120 x 40 3 Ul 116 17 22 31 36 27012400000 GPN300F9 16 123 7 9 30000099500 300 0009 0000
GPN 270 R 12060 3 120 x 60 3 1l 116 17 22 51 56 27012600000 GPN 300 F 091 16 13 7 9 30000919500 30000910000
. GPN 270 R 12060 4 120 x 60 4 109 114 17 22 49 54 27012640000 . GPN 300 F 10 20 137 8 10 30000109500 300 0010 0000
Standard colour: Black GPN 270 R12060 5 120 x 60 5 107 112 17 22 47 52 27012650000 Standard colours: Black/Natural GPN300F11 20 146 55 75 30000119500 300 00110000
Material: PE-LLD GPN270R1208015-2  120x80  15-2 13 18 17 22 73 78 27012800000 Material: PE-LD: PE-LLD (from GPN 300 F 111 20 15 8 10 30001119500 300 01110000
GPN 270 R 14080 4 140 x 80 4 129 134 17 22 69 74 27014800000 GPN300F 52) GPN 300 F 112 20 i3 55 75 30001129500 30001120000
Sizeinmm GPN300F12 20 15.6 8 10 300 0012 9500 300 0012 0000
More robust. GPN 300 F 14 22 167 55 75 30000149500 3000014 0000
Reinforced head area for For information regarding materials, colours, drawings and the use of our items, please More versatﬂe_ » gmggggjé 5(2) }gg gg ;g 38883;22%% 38881128%8%
higher demands. refer to pages 124/125. Multi functional use for internal GPN 300 F 15 22 171 8 105 30000159500 300 0015 0000
. : : : threads and bore holes. GPN 300 F 17 25 184 8 105 30000179500 3000017 0000
Better. You might also be interested in the following products: GPN 300F 18 o5 193 3 108 300 0018 9500 300 0018 0000
For closing of selection tub GPN 260, GPN 280, GPN 320, GPN 1000 Cleaner GPN 300 F 181 25 214 75 95 30001819500 30001810000
orclosing ot selection tubes. VDA : GPN 300 F 182 25 217 8 105 30001829500 3000182 0000
Distinctive external ribs provide sandts | Uponrequest wecan GPN 300 F183 25 196 8 105 30001839500 3000183 0000
asecure press fit. High visual manufacture in the specially GPN 300 F 184 25 212 8 10 30001849500 300 0184 0000
appeal due o grainded top dessneacleanroom GENIOOFZL 282z e 30000215500 30000210000
surface finish and chamfered T; ca?,]rgfsn éigghzvgi ;/:)rl?hn;re GPN 300 F 211 28 236 9 12 30002119500 30002110000
edges. : ! : GPN300F 22 28 24 9 12 30000229500 300 0022 0000
information, please refer GPN300F 23 28 246 9 12 30000239500 3000023 0000
to page 129. GPN 300 F 231 27 245 85 11 30002319500 300 02310000
GPN 300 F 232 28 255 75 95 30002329500 30002320000 <(E
Greater variety. GPN 300 F 233 28 265 9 12 30002339500 3000233 0000 Wk
The GPN 300 3l GPN 300 F 24 36 29 17 147 30000249500 3000024 0000 —:
el IS avariable ex GPN 300 F 241 36 305 12 15 30002419500 300 02410000 =E
stockinblackand also in GPN 300 F 242 36 Cil 12 15 30002429500 3000242 0000 <z
natural. Please specify the GPN 300 F 25 36 32 10 125 30000259500 300 0025 0000 -
desired colour when ordering. GPN 300 F 26 36 335 12 14 30000269500 3000026 0000 e
GPN 300 F 27 42 348 15 18 30000279500 300 0027 0000 :
Better GPN 300 F 271 42 355 15 18 30002719500 30002710000
. GPN 300 F 28 42 365 15 18 30000289500 3000028 0000
@ Flat-headed design. Firm fit < Continued 66
due tO crovvr]ed shankA IzeIinmm » Continued on page

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 350, GPN 600, GPN 615
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CLOSURE PLUGS CLOSURE PLUGS
Watch the film now:

GPN 300 F poeppelmann.com/en/gpn300fs
poeppelmann.com/en/gpn300fn

Black/Natural

Watch the film now:

GPN 300 V poeppelmann.com/en/gpn300vs
poeppelmann.com/en/gpn300vn

Black/Natural
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« Continued from page 65 go
o
Dimensions Order no. Dimensions Order no. g
5
item A C H (M) Black Natural item C H Black Natural ‘06:
a
GPN 300 F 30 42 384 10 125 30000309500 30000300000 GPN 300V 011 6.2 8 301 0110 9500 301 0110 0000
GPN 300 F 301 42 39 15 18 30003019500 30003010000 GPN300V2 72 8 30100029500 3010002 0000
GPN 300 F 31 42 40 15 18 30000319500 30000310000 GPN300V3 84 8 30100039500 30100030000
GPN300F 311 45 407 15 18 30003119500 30003110000 GPN 300V 031 86 65 30103109500 30103100000
GPN 300 F 312 48 23 15 18 30003129500 30003120000 GPN300V 4 92 65 30100049500 3010004 0000
GPN 300 F 32 55 46 18 21 30000329500 300 0032 0000 Ggmgggvogl 1%47 gg’ 33811 gggé 22%% 3811 ggéé %%%%
GPN300F 33 55 485 12 15 30000339500 30000330000 CPN 300y 7 e 5 30100079500 3010007 G000
GPN 300 F 35 55 515 18 21 30000359500 30000350000 :
GPN 300 F 37 63 55 18 21 30000379500 3000037 0000 i 123 - e
GPN 300V 091 13 9 30100919500 30100910000
GPN 300 F 40 63 58 18 21 300 0040 9500 300 0040 0000 GPN 300V 11 14.6 75 3010011 9500 3010011 0000
GPN 300 F 401 71 66 18 215 300 04019500 300 0401 0000 GPN 300V 111 15 10 3010111 9500 3010111 0000
GPN 300 F 402 63 59 18 213 30004029500 300 0402 0000 GPN 300V 112 15 75 301 0112 9500 301 0112 0000
GPN 300 F 41 78 71 18 22 30004109500 300 0410 0000 GPN 300V 12 156 10 30100129500 3010012 0000
GPN 300 F 411 86 75.8 19 22 30004119500 300 04110000 GPN 300V 142 165 75 301 0142 9500 301 0142 0000
Standard col . Black/Natural GPN 300 F 42 95 86 18 19.3 30000429500 300 0042 0000 Standard col . Black/Natural GPN 300V 14 16,7 75 3010014 9500 3010014 0000
andard colours: black/Natura GPN 300 F 44 124 1025 18 215 30000449500 300 0044 0000 andard colours: black/Natura GPN300V15 171 105 30100159500 30100150000
Material: PE-LD; PE-LLD (from GPN 300 F 47 152 1235 18 215 30000479500 300 0047 0000 Material: PE-LD GPN300V17 184 10,5 30100179500 30100170000
GPN300F 52) GPN 300 F 52 165 152 175 20 30000529500 3000052 0000 gm ;ggvvllgl gi 190-58 ?;%11 %(1)599558)8 2%11 %?é?gggg
GPN 300 F 55 200 182 195 22 30000559500 300 00550000 _ CEN 00 192 B os 010152 9500 010152 0000
i Size inmm » Guide values for use can be found on page 68 More versatile. GPN 300V 183 196 10,5 3010183 9500 3010183 0000
More versatile. ‘ _ _ ’ ‘ ‘ Multi functional use for internal GPN 300V 184 21,2 10 3010184 9500 3010184 0000
Multi functional use for internal For information regarding materials, colours, drawings and the use of our items, please threads and bore holes GPN 300V 19 20,7 105 3010019 9500 3010019 0000
threads and bore hol refer to pages 124/125. : GPN 300V 21 224 1.5 30100219500 30100210000
reads and bore holes. ol GPN 300V 211 236 12 3010211 9500 301 02110000
Y ioht also be int ted in the followi ducts: GPN 350, GPN 600, GPN 615 eaner. GPN 300V 22 24 12 3010022 9500 3010022 0000
Cleaner ou might aisobe interested in the Toflowing products VDA GPN 300V 23 246 12 30100239500 3010023 0000
. Band 19 Upon request, we can
VDA) | ¢ X GPN 300V 231 245 11 301 02319500 30102310000
Band 19 ponrequest, wecan manufacture in the specially GPN 300V 232 255 95 30102329500 3010232 0000
manufacture in the specially designed cleanroomin GPN 300V 233 26,5 12 3010233 9500 3010233 0000
designed cleanroom in - GPN 300V 24 29 15 30100249500 30100240000
& g th VDA Vol accordance with VDA Volume GPN 300V 241 305 15 30102419500 30102410000
accoraance wi olume 19and IS0 16232. For further GPN 300V 25 32 125 30100259500 30100250000
19 and ISO 16232. For further information, please refer GPN 300V 26 335 15 30100269500 3010026 0000
information, please refer to page 129. GPN 300V 27 3438 18 3010027 9500 3010027 0000
to page 129 GPN 300V 271 355 18 30102719500 30102710000
pag : . GPN 300V 28 365 18 30100289500 3010028 0000
. Greater variety. GPN 300V 30 384 125 30100309500 3010030 0000 <E
Greater variety. The GPN 300 is available ex GPN 300V 301 39 18 30103019500 30103010000 Nz
The GPN 300 is available ex . . GPN 300V 31 40 18 30100319500 30100310000 e
. stockinblack and alsoin GPN 300V 311 407 18 30103119500 30103110000 :
stockinblack and alsoin natural. Please specify the GPN 300V 312 423 18 3010312 9500 3010312 0000 <§
natural. Please SpeC\fy the desired colour when ordering. GPN 300V 32 46 21 3010032 9500 3010032 0000 l_E
desired colour when ordering. GPN 300V 33 485 15 30100339500 30100330000 ok
Better GPN 300V 35 515 21 30100359500 30100350000 2z
B . GPN 300V 37 55 21 30100379500 3010037 0000
etter. Application as for F-type but GPN300V38 558 21 30100389500 30100380000
Flat-headed design. Firm fit with smaller head diameter for GPN 300V 40 58 21 3010040 9500 3010040 0000
. GPN 300V 401 66 215 30104019500 30104010000
due to crowned shank. recessed mounting. GPN 300V 41 71 22 30104109500 3010410 0000
Sizeinmm » Guide values for use can be found on page 68
You might also be interested in the following
products: GPN 350, GPN 600, GPN 615 For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.
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METALIK

COMPONENTS FOR INDUSTRY LFYANN

CLOSURE PLUGS

GPN 300

F-Type

V-Type

Better.

When selecting these sealing
plugs, please note that the shaft
diameter C must be approx. 0.2
to 0.8 mm (depending on the
nominal size) larger than the
bore hole to be protected or the
core diameter of the thread to
be closed.

MK Slovenia
MK Croatia
MK Serbia
Application Guide
Metric threads
S:ﬁp::éd Fine thread
M 3.5
M5x0.5
M7
M75x1
M8 M8x1
M9 x1
M 10
M 10
M 10 M95x1
M10 x 1
M10 x 1
M 12 MI1lx1
M12 M12 x 1.5
M12x1 M13x15
M 14 M13x1
M135x1 M1l4dx15
M15x 15
M 16 M15x1
M16 x 1.5
M16 x 1.5
M18 M16 x1
M18 x 1.5
M17x1 M18x15
M17x1 M18x15
M18 x 1.5
M19 x1 M 20 x 2
M20 x1 M21x2
M 24 M22x1 M23x2
M22x1
M 22 M?21x15
M 24 M22x1
M22x15
M23x1 M 24 x 2
M24x1 M25x15 M25x2
M 27 M25x15
M25x1 M26x15 M26x2
M 25 M25x1 M 26 x 2
M?26x1 M 27 x 2
M 30 M27 x 1 M28 x 2
M30x15
M31x1 M32x2
M32x15
M 36 M33x15
M34 x1 M35x2 M36x3
M36 x15
M 39 M36 x 1 M37x2 M38x3
M37 x1 M38x2 M39x3
M39 x 1 M40 x 2
M40 x 1.5 M42 x 3
M 45 M42x15 M42x2
M 45 x 3
M50 x 4
M50 x 2
M52 x1
M56 x 1.5
M 56 x 1
M 64 M62 x4
M70 x 4
M 60 x 1.5
M72x15 M75x 4
M 90 x 4
M 105 x 3
M 125 x 2
M 155 x 3
M 185 x 3

« F type dimensions from page 65; V type dimensions from page 67

Free test samples:

(+386) 045105360
(+385) 051 213 060
(+381) 0112521756
item
Pipe
thread
F-Type V-Type
GPN300F1
GPN 300 F 011
GPN 300V 011
GPN 300 F 012
1/16 GPN300F2 GPN300V2
GPN300F 3 GPN300V3
GPN300F031 GPN300V031
GPN 300 F 0315
1/8 GPN 300 F 032
1/8 GPN 300 F 4 GPN300V4
GPN300F041 GPN 300V 041
GPN 300 F 042
GPN300F5 GPN300V5
1/4 GPN300F7 GPN300V7
1/4 GPN300F9 GPN300V9
GPN300F091 GPN 300V 091
GPN300F10  GPN300V10
GPN 300 F 11 GPN300V11
GPN300F111  GPN300V111
GPN300F112 GPN300V112
3/8 GPN 300F 12 GPN300V12
GPN 300 F 14 GPN 300V 14
GPN 300 F 141
GPN300F142 GPN300V142
GPN 300 F 15 GPN 300V 15
GPN300F17 GPN300V17
172 GPN300F18 GPN300V18
GPN300F181 GPN 300V 181
GPN300F182 GPN300V182
GPN300F183 GPN300V183
5/8 GPN300F184 GPN300V184
GPN300F 19 GPN 300V 19
GPN300F21  GPN300V?21
GPN300F211 GPN300V?211
GPN300F22 GPN300V22
3/4 GPN300F23 GPN300V23
GPN300F231 GPN300V23
GPN300F232 GPN300V232
GPN300F233 GPN300V233
GPN300F24  GPN300V24
1 GPN300F241 GPN 300V 241
1 GPN 300 F 242
GPN300F25 GPN300V25
GPN300F26 GPN300V26
GPN300F27 GPN300V27
11/8 GPN300F271 GPN300V_271
GPN300F28 GPN300V28
GPN300F30 GPN300V30
GPN300F301 GPN 300V 301
GPN300F311 GPN300V 311
GPN300F312 GPN300V312
GPN 300 F 32
GPN300F33 GPN300V33
13/4 GPN300F35 GPN300V35
GPN300F37 GPN300V37
GPN300F38 GPN300V38
GPN300F40 GPN300V40
GPN300F401 GPN 300V 401
GPN 300 F 402
GPN 300 F 41 GPN 300V 41
GPN 300 F 42
GPN 300 F 44
GPN 300 F 47
GPN 300 F 52
GPN 300 F 55

This application table is a guide only. We would be happy to send you free samples

for testing.

www.metalika-kacin.com
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FINNED PLUGS

GPN 320

Standard colour: Black
Material: PE-LLD

Better fit.

To close off round pipes in

O,

DINEN 10255, and DIN EN
ISO1127.

More robust.
Solid design for increased
demands.

More versatile.

Firm fit thanks to fins — also in
case of dimension tolerances in
the pipe.

Better.

High visual appeal due to
grainded top surface finsh and
chamfered edges.

® ®O

accordance with DIN EN 10220,

69
3-@-.-.— —
Free test samples:

MK Slovenia  (+386) 04 510 53 60

MK Croatia  (+385) 051 213 060 _

MK Serbia  (+381) 0112521756 «R =B

7/
7 7 f
[ |
= ~ fl
I | F
B
2 T
gcC o g A
Suitable for pipe . .
dimensions Dimensions
item External A Wig:?'{fk' B Cc H (M) Order no.
GPN320GL101-2 10 1-2 5 85 1 15 320 0010 0000
GPN320GL121-2 12 1-2 7 10.5 11 15 3200012 0000
GPN320GL131-2 13 1-2 8 11.5 1 15 3200013 0000
GPN320GL141-2 14 1-2 9 125 11 15 3200014 0000
GPN320GL151-2 15 1-2 10 13.5 1 15 320 0015 0000
GPN320GL161-2 16 1-2 11 145 11 15 320 0016 0000
GPN320GL181-2 18 1-2 13 16.5 11 15 320 0018 0000
GPN320GL201-2 20 1-2 15 185 1 15 320 0020 0000
GPN320GL221-2 22 1-2 16 205 14 19 320 0022 0000
GPN320GL251-2 25 1-2 19 235 14 19 320 0025 0000
GPN320GL271-2 27 =2 21 2515) 14 19 320 0027 0000
GPN320GL281-2 28 1-2 22 265 14 19 3200028 0000
GPN320GL301-2 30 1-2 24 285 14 19 320 0030 0000
GPN320GL321-2 32 1-2 26 305 14 19 320 0032 0000
GPN320GL341-2 34 1-2 28 325 14 19 320 0034 0000
GPN320GL351-2 35 1-2 29 335 14 19 320 0035 0000
GPN320GL361-2 36 1-2 30 34.5 14 19 320 0036 0000
GPN320GL381-2 38 1-2 32 36.5 14 19 320 0038 0000
GPN320GL401-2 40 1-2 34 385 14 19 320 0040 0000
GPN320GL421-2 42 1-2 36 40.5 14 19 3200042 0000
GPN320GL451-2 45 1-2 39 435 14 19 320 0045 0000
GPN320GL481-2 48 1-2 42 46.5 14 19 3200048 0000
GPN320GL501-2 50 1-2 43 485 17 22 320 0050 0000
GPN320GL551-2 55 1-2 48 535 17 22 320 0055 0000
GPN320GL601-2 60 =2 53 585 17 22 320 0060 0000
GPN320GL602-3 60 2-3 51 56.5 17 22 320 0603 0000
GPN320GL702-3 70 2-3 61 66.5 17 22 320 0070 0000
GPN320GL703-4 70 3-4 59 64.5 17 22 320 0703 0000
GPN320GL762-3 76 2-3 67 72.5 17 22 320 0076 0000
GPN320GL763-4 76 3-4 65 70.5 17 22 320 0763 0000
GPN320GL902-3 90 2-3 81 86.5 17 22 320 0090 0000
GPN320GL903-4 90 3-4 79 84.5 17 22 320 0903 0000
GPN320GL1022-3 102 2-3 93 98.5 17 22 320 0102 0000
GPN320GL1023-4 102 3-4 91 96.5 17 22 3201023 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products:
GPN 260, GPN 270, GPN 280, GPN 1000
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COVERS Free test samples: CLOSURES Free test samples:
MK Slovenia  (+386) 0451053 60 MK Slovenia  (+386) 04 510 53 60
G P N 340 MK Croatia  (+385) 051 213 060 y G P N 350 MK Croatia  (+385) 051 213 060
. 2 - e .
MK Serbia (+381) 0112521 756 .(.3;'3 MK Serbia (+381) 01125 21 756
—
oA A3
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Inner application
[
%0
a
Suitable for screws Dimensions Inner application g
©
Q
Hexagon socket item A B H D @) Order no. °
f : [
item Thread mdtff;aat(;ross A Cc H) ™M) Order no. GPN 35011 3 58 6 38 73 350 00010000
GPN 35012 13 6.2 6 38 73 350 0002 0000
GPN 340 SW 2.5 M3 2.5 10 2.8 2.2 4 3400025 0000 GPN 35013 13 6.4 6 5 10.8 350 0003 0000
GPN 340 SW 3 M4 3 12 3.3 2.3 4.3 340 0030 0000 GPN 35014 13 7.1 6 4.7 7.8 350 0004 0000
GPN 340 SW 4 M5 4 14 44 29 49 340 0040 0000 GPN35014.5 13 74 6 5 7.8 350 0450 0000
GPN 340 SW5 M6 5 15 54 33 53 340 0050 0000 GPN 35015 13 82 6 58 78 350 0005 0000
GPN 340 SW 6 M8 6 19 6.3 4 6.1 340 0060 0000 GPN 35016 13 78 ) 6 10.8 350 0006 0000
GPN 340 SW 8 M 10 8 22 85 4.5 7 340 0080 0000 GPN35016.5 13 87 6 6.9 73 350 0650 0000
GPN 340 SW 10 M12 10 24 105 5 7.3 340 0100 0000 GPN 35017 13 9.3 6 77 73 350 0007 0000
GPN 340 SW 14 M 16 14 30 145 71 97 3400140 0000 GPN 350175 16 9.8 85 75 9.8 350 0750 0000
GPN 340 SW 17 M 20 17 365 175 9 116 340 0170 0000 GPN 35018 16 104 8 81 9 350 0008 0000
Size inmm GPN 35019 16 104 11 8 12.8 350 0009 0000
GPN 350110 16 10.8 8 8.8 9.8 350 0010 0000
For information regarding materials, colours, drawings and the use of our items, please GPN 350111 16 1.3 8 94 9.3 350 00110000
fer to pages 124/125 GPN 350112 16 11.9 13 9.7 14.5 350 0012 0000
rererto pag : GPN 350113 16 1.9 3 97 9.2 350 0013 0000
Standard colour: Grey Standard colour: Natural GPN 350 1135 19 5 3 105 98 3501350 0000
Material: PE-LD You might also be interested in the following products: GPN 300 F, GPN 500, GPN 600 Material: PE-LD GPN 350114 19 29 3 109 08 350 0014 0000
GPN 350 114.5 19 134 8 114 9.8 350 1450 0000
GPN 350115 19 13.9 8 117 98 350 0015 0000
: H GPN 350116 19 14 16 11.7 177 350 0016 0000
Better fit. More versatile. GPN 350117 19 14.5 8 125 9.3 350 0017 0000
Suitable for countersunk Can be used as plug or cap. GPN 350118 19 15 ) 13 93 350 0018 0000
hexagonal socket head screws GPN 3501185 19 15.3 9 13.3 10.7 3501850 0000
in accordance with DIN EN GPN 350120 24 159 9 137 107 350 0020 0000
i Cleaner. GPN 350120.5 24 165 9 14.2 107 350 2050 0000
ISO 4762 and locking screws VBA) oon request. we can GPN 3501 21 24 7 9 147 106 350 00210000
conforming to DIN 908. o : i - GPN 3501215 24 173 9 15 107 350 2150 0000
manufacture inthe specially GPN 350122 24 178 22 147 233 350 0022 0000
designed cleanroom in GPN 350123 24 177 9 157 107 350 0023 0000
accordance with VDA Volume GPN 350 |24 24 183 G 16.5 10.7 350 0024 0000
19 and ISO 16232. For further GPN 3501245 26 19.1 85 16.8 10.7 350 2450 0000
inf t] | ) f GPN 350 | 25 26 199 10 177 12.2 350 0025 0000
information, piease rerer GPN 350 126 26 20.9 10 187 122 350 0026 0000
to page 129. GPN 350127 26 215 26 18.7 28.2 350 0027 0000
GPN 350128 26 22 10 19.7 12.2 3500028 0000
Better. GPN 350129 26 227 10 20.5 122 350 0029 0000 <E
Suitable for bore holes, studs. GPN 350130 29 23.2 10 21.2 12.2 350 0030 0000 v
duct dth q GPN 350131 29 237 10 21.7 12.2 350 00310000 —g
conductors and threads. GPN 350132 29 24.4 10 23 122 3500032 0000 :[‘
Sizeinmm » Continued on page 72 |_§
. . . . . i
For information regarding materials, colours, drawings and the use of our items, please s:

www.metalika-kacin.com

KAPSTO"®

refer to pages 124/125.

You might also be interested in the following products: GPN 300, GPN 351, GPN 608, GPN 610

www.metalika-kacin.com
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TAPERED PLUGS Free test samples:

MK Slovenia  (+386) 04 510 53 60
GPN 500

CLOSURES

GPN 350

Free test samples:
MK Slovenia  (+386) 0451053 60
MK Croatia (+385) 051 213 060

4 MK Croatia (+385) 051213 060
MK Serbia (+381) 0112521756 e, 87 |

MK Serbia  (+381)0112521756 w8
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Inner application Q C —
« Continued from page 71 go
T
Inner application Suitable for . . 2
external Dimensions g
item A B H D G) Order no. IS
i a
GPN 350133 29 25 10 237 122 350 0033 0000 item Thread A B ¢ H Order no.
GPN 350135 33 26.3 11 249 13.2 350 0035 0000 GPN 500 B 31 M4 55 32 315 3 500 0031 0000
GPN 35036 33 27.2 11 25.2 13.2 350 0036 0000 GPN 500 B 41 M5 75 41 4.5 3 500 0041 0000
GPN 350137 33 283 1 257 132 350 0037 0000 GPN 500 B 43 M5x 05 8 44 47 3 500 0043 0000
GPN 350138 33 29.3 11 26.9 12.5 350 0038 0000 GPN 500 B 47 M6 8 4.9 54 4 500 0047 0000
GPN 350139 36 301 1 279 126 350 0039 0000 GPN 500 B 53 M6 x0.5 85 54 56 3 500 0053 0000
GPN 350140 36 304 11 283 13.2 350 0040 0000 GPN500B58 M7 9 58 6.1 4 500 0058 0000
GPN 350 140.5 36 307 11 286 13.2 350 4050 0000 GPN 500 B 64 M8 9 6.4 6.8 4 500 0064 0000
GPN 350140.8 36 313 11 29.2 13.2 350 4080 0000 GPN 500 B 68 M8 x1 10 6.8 7.2 4 500 0068 0000
GPN 350141 36 32 1 297 125 350 0041 0000 GPN500B 78 M9 x1 1 78 82 4 500 0078 0000
GPN 350 | 42 36 328 11 30.5 13.2 350 0042 0000 Size inmm
GPN 350143 42 33.9 12 315 14.2 350 0043 0000
GPN350144 42 345 12 325 14.2 35000440000 For information regarding materials, colours, drawings and the use of our items, please
GPN 350145 42 353 12 324 14.2 350 0045 0000 fert 124,125
GPN 350146 4 365 12 347 14.2 350 0046 0000 rererto pages :
GPN 350 | 47 45 38 12 357 14.2 350 0047 0000 . . . . i
Standard colour: Natural GPN 350 | 48 45 350 " 367 140 350 0048 0000 Standard colour: Natural You might also be interested in the following products: GPN 305, GPN 551, GPN 600
Material: PE-LD GPN 350149 45 394 12 375 14.2 350 0049 0000 Material: PE-LD
GPN 350 1 50 45 40.2 12 385 14.2 350 0050 0000
GPN 350151 50 418 12 395 137 350 0051 0000
H GPN 350 | 52 50 437 12 415 14.2 350 0052 0000
More versatile. GPN 350153 50 44.8 12 42 14.2 350 0053 0000 M‘_’re r‘_’b”Stﬁ
Canbe used as plug or cap. GPN 3501531 56 46.8 12 445 137 350 05310000 Solid design for increased
GPN 350154 56 468 12 445 137 350 0054 0000 demands.
GPN 350 | 541 55 48.3 12 46.3 14.2 350 0541 0000
Cleaner. GPN 350155 56 487 12 467 14.2 350 0055 0000 More versatile.
VDA GPN 350 | 56 56 50.5 20 475 22.2 350 0056 0000
nr t,w n
gan1o ) Uponrequest, we can GPN 350157 62 54 13 515 14.2 350 0057 0000 Tapered plug to accommodate
manufacture in the specially GPN 350 1570 65 594 15 56.9 15 350 0570 0000 tolerances.
designed cleanroom in GPN 350 1571 65 60.8 18 56.8 18 350 0571 0000
accordance with VDA Volume GPN 350158 72 625 14 59.2 16 350 0058 0000 Better.
19and IS0 16232. For further GPN 3501581 85 79.5 18 76.5 18 350 0581 0000 For closing internal threads
formation. please refer GPN 350 159 88 75.6 14 72.9 165 350 0059 0000 and bore holes
n P GPN 350 1 60 92 88.5 20 85 20 350 0060 0000 :
to page 129.
Sizeinmm
Better.

Suitable for bore holes, studs,
conductors and threads.

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.

You might also be interested in the following products: GPN 300, GPN 351, GPN 608, GPN 610

www.metalika-kacin.com
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SCREW-IN PLUGS

GPN 550

Standard colour: Yellow
Material: PE-LD

©
®
®

More robust.
Thick-walled shaft for increased
demands.

More versatile.
Tapered plug to accommodate
tolerances.

Better.
Self-tapping plug for tight

Ideal for painting processes.

closure of threads or bore holes.

MK Slovenia
MK Croatia

MK Serbia

Suitable for

external Dimensions

item Thread A B Cc
GPN 550 / 002 M2 7 13 2
GPN 550 /003 M3 7 21 3
GPN 550 / 004 M4 8 2.8 4
GPN 550 / 005 M5 9 36 5
GPN 550 / 006 M6 11 43 58
GPN 550 / 007 M7 10.5 5 6.5
GPN 550 /008 M8 14 6 75
GPN 550 / 009 M9 14 6.5 85
GPN 550 / 010 M 10 16 76 9.3
GPN 550/ 012 M 12 18 9.3 1

Sizeinmm

oot e

Free test samples:

(+386) 04 510 53 60

(+385) 051 213 060

(+381)0112521 756 <=8

Order no.

550 0002 0000
550 0003 0000
550 0004 0000
550 0005 0000
550 0006 0000
550 0007 0000
550 0008 0000
550 0009 0000
550 0010 0000
550 0012 0000

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.

You might also be interested in the following products: GPN 551, GPN 605, GPN 700

www.metalika-kacin.com

KAPSTO®

SCREW-IN PLUGS

GPN 551

Standard colour: Red
Material: PHT

Higher temperature
resistance.

Heat resistant to 180 °C. More
details: page 125 “Physical
properties”.

More robust.
Thick-walled shaft for increased
demands.

More versatile.
Tapered plug to accommodate
tolerances.

Better.
Self-tapping plug for tight

® ®

Ideal for painting processes.

closure of threads or bore holes.

75
mreridlon
Free test samples: '
MK Slovenia  (+386) 04 510 53 60
MK Croatia (+385) 051 213 060 e
. 2 - e
MK Serbia  (+381)0112521756 <8 ®
gdA
T |
—~ 2
| =
N
=
aB|
gC
Sl;i;(c?ebrlsaflor Dimensions
item Thread A B C (H) (M) Order no.
GPN 551 /002 M2 7 13 2 7 14 551 0002 0000
GPN 551/ 003 M3 7 21 3 12 19 5510003 0000
GPN 551 /004 M4 8 28 4 15 22 551 0004 0000
GPN 551/ 005 M5 9 36 5 18 27 551 0005 0000
GPN 551/ 006 M6 1 43 58 18 27 5510006 0000
GPN 551 /007 M7 105 5 65 18 27 551 0007 0000
GPN 551/ 008 M8 14 6 75 18 27 5510008 0000
GPN 551/ 009 M9 14 65 85 18 27 5510009 0000
GPN 551 /010 M10 16 76 93 21 30 551 0010 0000
GPN 551/ 012 M12 18 93 1 21 30 551 0012 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.

You might also be interested in the following products: GPN 550, GPN 605, GPN 700

www.metalika-kacin.com
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TAPERED CLOSURES

GPN 600

Free test samples:

Standard colour: Natural

Material: PE-LD; PE-LLD (from
GPN 600 B 915)

More versatile.

Can be used universally as plug
or cap. The tapered design

is ideal for accommodating
tolerances.

Better.

To close off bore holes and
internal threads, or to protect
studs and external threads.

MK Slovenia  (+386) 0451053 60
MK Croatia  (+385) 051 213 060 #
MK Serbia  (+381)0112521756 «8 =8
A
@D
@ (E)
! ]
1 | o '
T : 9 -
‘ =
_ 98B _ .
agcC | v
- — nner application
Inner application
item A B C H D (E) (G) Order no.
GPN 600 B 81 1 81 9.2 7.2 78 6.6 7 600 0081 0000
GPN 600 B 98 12 9.8 11 72 9.6 84 7 600 0098 0000
GPN 600 B 106 14 10.6 11.6 7 10 88 6.9 600 0106 0000
GPN 600 B 114 15 114 124 7 1.2 10 6.8 600 0114 0000
GPN 600 B 133 16 13.3 144 7 12.8 11.6 6.8 600 0133 0000
GPN 600 B 140 17 14 15.1 72 13.6 124 6.9 600 0140 0000
GPN 600 B 146 18 146 15.6 72 14.5 13.3 6.9 600 0146 0000
GPN 600 B 153 18 15.3 164 7 14.8 13.6 7 600 0153 0000
GPN 600 B 160 20 16 17.3 9 16.2 146 8.8 600 0160 0000
GPN 600 B 174 21 174 18.8 9.2 18 164 88 600 0174 0000
GPN 600 B 182 22 18.2 19.6 9 18.8 17.2 88 600 0182 0000
GPN 600 B 187 24 18.7 20 9.2 19 177 87 600 0187 0000
GPN 600 B 198 24 19.8 212 88 197 18.3 88 600 0198 0000
GPN 600 B 203 25 20.3 226 14 20.8 184 13.8 600 0203 0000
GPN 600 B 212 26 212 233 14.2 22 196 14 600 0212 0000
GPN 600 B 230 28 23 25 14 24 216 13.8 600 0230 0000
GPN 600 B 243 30 24.3 264 14 25 22.6 136 600 0243 0000
GPN 600 B 257 30 257 278 14.2 26.8 24.4 13.8 600 0257 0000
GPN 600 B 272 32 27.2 29.3 14 27 246 13.8 600 0272 0000
GPN 600 B 300 35 30 32 14 306 284 13.8 600 0300 0000
GPN 600 B 320 38 32 34 14 32 29.6 14 600 0320 0000
GPN 600 B 336 40 336 36 14 34 316 14 600 0336 0000
GPN 600 B 345 41 345 37 14 35 326 14 600 0345 0000
GPN 600 B 355 42 355 38.1 14 355 331 14 600 0355 0000
GPN 600 B 360 42 36.2 384 14 36 336 14 600 0360 0000
GPN 600 B 379 44 379 40 138 38 356 13.8 600 0379 0000
GPN 600 B 385 43 385 41 14 395 371 14 600 0385 0000
GPN 600 B 398 46 39.8 42 14 395 371 14 600 0398 0000
GPN 600 B 413 47 41.3 43.5 14 415 391 14 600 0413 0000
GPN 600 B 439 515 43.9 46 135 42 40.2 136 600 0439 0000
GPN 600 B 455 52 45.5 475 13.5 45 43 136 600 0455 0000
GPN 600 B 479 54 479 50 135 46.5 441 136 600 0479 0000
GPN 600 B 498 56 49.8 51.6 133 48.5 46.1 13.5 600 0498 0000
GPN 600 B 505 55 50.5 53.3 14 51.3 48.8 142 600 0505 0000
GPN 600 B 525 58 52.5 54.9 135 52.5 50.6 13.5 600 0525 0000
GPN 600 B 545 60 54.5 56.2 135 54 516 135 600 0545 0000
GPN 600 B 555 61 55.5 58 13.6 55 52.6 135 600 0555 0000
GPN 600 B 570 63 57 59 134 56.8 54.5 13.5 600 0570 0000
GPN 600 B 585 64 585 60.8 135 58 55.6 135 600 0585 0000
GPN 600 B 605 66 60.5 63 135 60 576 14 600 0605 0000
GPN 600 B 613 67 61.3 63.5 13 61 58.6 135 600 0613 0000
GPN 600 B 625 68 62.5 64.8 13.2 62 59.6 13.5 600 0625 0000
GPN 600 B 635 69 63.5 65.7 13 63 60.1 135 600 0635 0000
GPN 600 B 650 71 65 67.3 13 64.5 62.3 13.3 600 0650 0000
GPN 600 B 660 72 66 675 13 65 62.6 13 600 0660 0000
GPN 600 B 679 73 67,9 69,5 12,8 66 64.6 13,5 600 0679 0000
GPN 600 B 698 75 69.8 717 13 68 66 135 600 0698 0000
GPN 600 B 715 77 715 734 13 70 676 13 600 0715 0000
GPN 600 B 728 79 72.8 74 13 70 676 135 600 0728 0000
GPN 600 B 740 85 74 76.6 17 73 69.9 17 600 0740 0000
GPN 600 B 765 87 76.5 79 16.8 76.5 734 172 600 0765 0000
GPN600B 775 88 775 80 17 76 729 17.2 600 0775 0000

Size inmm

www.metalika-kacin.com

» Continued on page 77
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TAPERED CLOSURES

GPN 600

Standard colour: Natural

Material: PE-L.D; PE-LLD (from
GPN 600 B 915)

More versatile.

Can be used universally as plug
or cap. The tapered design

is ideal foraccommodating
tolerances.

Better.

To close off bore holes and
internal threads, or to protect
studs and external threads.

For information regarding materials,
colours, drawings and the use of our
items, please refer to pages 124/125.
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Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia  (+385) 051 213 060 #
MK Serbia  (+381)0112521756 <8 =8
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nner application
« Continued from page 76
Inner application
item A B C H D (E) (G) Order no.
GPN 600 B 790 90 79 82 17 78 754 17.2 600 0790 0000
GPN 600 B 815 92 815 83.6 16.5 80 76.9 17 600 0815 0000
GPN 600 B 820 89 82 86 23 83.9 79.7 235 600 0820 0000
GPN 600 B 840 95 84 871 16.5 83 799 17 600 0840 0000
GPN 600 B 865 97 86.5 89 175 86 829 18 600 0865 0000
GPN 600 B 890 100 89 915 17 89 86.5 175 600 0890 0000
GPN 600 B 915 102 915 94 17 92 88.9 175 600 0915 0000
GPN 600 B 940 105 94 96 17 92 90 175 600 0940 0000
GPN 600 B 965 107 96.5 99 17 96 92.9 175 600 0965 0000
GPN 600 B 990 110 99 102.5 17 99 95.9 175 600 0990 0000
GPN 600 B 1015 112 101.5 104 17 102 98.9 17.3 600 1015 0000
GPN 600 B 1040 115 104 106.5 17 104 100.9 175 600 1040 0000
GPN 600 B 1065 117 106.5 109 17 106 102.9 17.2 600 1065 0000
GPN 600 B 1090 120 109 111 17 108 105 175 600 1090 0000
GPN 600 B 1120 123 112 114.5 17 1125 1094 17 600 1120 0000
GPN 600 B 1140 125 114 117 16.6 114.5 1114 17.2 600 1140 0000
GPN 600 B 1143 124.5 114.3 119.2 28 1171 112.1 287 600 1143 0000
GPN 600 B 1190 130 119 123 23 1202 1161 23 600 1190 0000
GPN 600 B 1240 134 124 128 23 123 119.1 23 600 1240 0000
GPN 600 B 1275 1376 1275 1306 23 1276 1236 22.5 600 1275 0000
GPN 600 B 1290 140 129 133 23 130.2 1261 2315 6001290 0000
GPN 600 B 1330 143 134.5 137 23 133 129 22.5 600 1330 0000
GPN 600 B 1390 149 139 143 23 139 135 23 600 1390 0000
GPN 600 B 1468 159.5 146.8 1526 33 149.9 144 335 600 1468 0000
GPN 600 B 1490 159 149 153 23 148 144.1 233 600 1490 0000
GPN 600 B 1535 163.6 1535 1575 23 1536 1496 23 600 1535 0000
GPN 600 B 1590 169 159 162 23 158 154 23 600 1590 0000
GPN 600 B 1600 170 160 164 23 160 156 23 600 1600 0000
GPN 600 B 1690 179 169 172 23 168 164 23 600 1690 0000
GPN 600 B 1740 184 174 177 23 173 169 22.5 600 1740 0000
GPN 600 B 1790 189 179 182 23 178 174 23 600 1790 0000
GPN 600 B 1815 192 1815 1845 23 180.5 1765 23 600 1815 0000
GPN 600 B 1836 199.5 1836 1906 ES 1879 182 33.8 600 1836 0000
GPN 600 B 1990 209 199 202 22.5 198 194 22.5 600 1990 0000
GPN 600 B 2020 212 202 205 23 2021 1981 23 600 2020 0000
GPN 600 B 2030 213 203 205 23 202 199 23 600 2030 0000
GPN 600 B 2060 216 206 210.6 235 206 2016 2315 600 2060 0000
GPN 600 B 2180 235 218 222 225 2174 2135 225 600 2180 0000
GPN 600 B 2250* 242 225 229 235 2254 2213 23 600 2250 0000
GPN 600 B 2312 249.5 2312 2382 33 2356 2286 335 600 2312 0000
GPN 600 B 2490 267 249 252 22.5 248 2441 225 600 2490 0000
GPN 600 B 2530 265 253 258 18 253 249.2 18 600 2530 0000
GPN 600 B 2934 314 2934 3002 325 296.7 2898 33 600 2934 0000
GPN 600 B 2990 315 299 304 22.5 298 2941 225 600 2990 0000
GPN 600 B 3080 326 308 313 218 308 3034 218 600 3080 0000
GPN 600 B 3110 329 311 316 22 311 3064 217 600 3110 0000
GPN 600 B 3380 358 338 343 22 338 3334 21.8 600 3380 0000
GPN 600 B 3719* 399 3719 381 325 3777 3684 328 600 3719 0000
GPN 600 B 3980 415 398 406 30 399 3927 298 600 3980 0000
GPN 600 B 4350 455 435 443 30 437 4307 30 600 4350 0000
GPN 600 B 4654 499 4654 476.7 32 4728 4613 ES 600 4654 0000
GPN 600 B 4840 506 484 491 30 486 4797 30 600 4840 0000
Sizeinmm » Guide values for internal use can be found on page 78

*These sizes are supplied with bore
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TAPERED CLOSURES Free test samples: e TAPERED CLOSURES Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G P N 60 O MK Croatia  (+385) 051213 060 & G P N 60 O MK Croatia  (+385) 051213 060 &
MK Serbia  (+381)0112521756 w858 MK Serbia  (+381)0112521756 <858

Application Guide Data for Internal Use « Continued from page 78
Metric threads Metric threads
s:ﬁ:'::éd Fine thread Pipe thread item S:ﬁp::éd Fine thread Pipe thread item
M 10 M10 x 1 1/8 GPN 600 B 81 M 110 x 2 M115 x 6 GPN 600 B 1065
M12 M12 x 1.5 GPN 600 B 98 M115x 4 4 GPN 600 B 1090
M12x1 GPN 600 B 106 M 115 x 2 M 120 x 6 GPN 600 B 1120
M 14 /4 GPN 600 B 114 M 120 x 4 GPN 600 B 1140
M 16 M15x1 GPN600B133 M120 x 2 M 125 x 6 GPN 600 B 1143
GPN 600 B 140 M 125 x 4 GPN 600 B 1190
M18 3/8 GPN 600 B 146 M130 x 4 GPN 600 B 1240
M17 x 1 M18 x 2 GPN 600 B 153 M135x 6 GPN 600 B 1275
GPN 600 B 160 M 140 x 4 5 GPN 600 B 1330
M20x15 M 20 x 2 GPN 600 B 174 M 155 x 6 51/2 GPN 600 B 1468
M 20 x 1 1/2 GPN 600 B 182 M155 x 3 GPN 600 B 1490
M 22 GPN 600 B 187 M 160 x 3 GPN 600 B 1535 go
M 24 M22x15 5/8 GPN 600 B 198 6 GPN 600 B 1590 o
M 24 x 2 GPN 600 B 203 M 165 x 3 M 170 x 6 GPN 600 B 1600 g
M24x15 GPN 600 B 212 M 190 x 6 GPN 600 B 1815 s
M 27 M26x15 M 26 x 2 3/4 GPN 600 B 230 M190 x 3 M 195 x 6 GPN 600 B 1836 °
M27 x 1 M27 x 1.5 M 28 x 2 GPN 600 B 243 M 210 x 6 GPN 600 B 2020 =
VS0 Mes mggﬁg M30 x 2 mggig 78 gm 28%22% This application table is a guide only. We will be happy to send you free samples for testing. For apertures and bore holes without
M32x1 M33x15 M33x2 M34 x 3 GPN 600 B 300 thread, please use dimensions Band C.
M34x1 M35x15 M35x2 M36x3 GPN 600 B 320 . . . . .
M 39 M36 %1 M36x15 M37 x 2 M 38 x 3 11/8 GPN 600 B 336 For information regarding materials, colours, drawings and the use of our items, please refer to pages 124/125.
M37 x 1 M37x15 M38x2 M39x3 M40 x 4 GPN 600 B 345 ) . . .
M42 M38 %1 M38x15 M 39 x 2 M40 x 3 GPN 600 B 355 You might also be interested in the following products: GPN 602, GPN 608, GPN 610
M 42 M39x15 M39x2 M42 x 4 GPN 600 B 360
M40 x 1 M40 x 1.5 M 42 x 2 M42 x 3 11/4 GPN 600 B 379
M 45 M42x15 GPN 600 B 385
M42 x1 M 45 x 3 M 45 x 4 GPN 600 B 398
M 48 M 45 x 2 13/8 GPN 600 B 413
M 48 x 3 11/2 GPN 600 B 439
M52 M48 x 1 M48 x 1.5 M50 x 3 GPN 600 B 455
M50 x 1 M50 x 1.5 M52 x 3 13/4 GPN 600 B 479
MbB2 x1 M55 x 4 GPN 600 B 498
M 55 x 3 M 56 x 4 GPN 600 B 505
M 60 M55 x 1 M55 x 1.5 M56 x 2 M5B8 x 4 GPN 600 B 525
M 60 x 4 GPN 600 B 545
M58 x1 M58 x 1.5 M 60 x 3 2 GPN 600 B 555
M60 x 1.5 M 60 x 2 M 62 x 4 GPN 600 B 570
M62 x 2 M64 x 4 GPN 600 B 585
M 68 M 64 x 2 M 65 x 3 GPN 600 B 605
M64 x 1.5 M 65 x 2 2 1/4 GPN 600 B 613
M 64 x 1 M 64 x 4 M 68 x 4 GPN 600 B 625
M68 x 3 GPN 600 B 635
M 68 x 2 GPN 600 B 650
M72x3 GPN 600 B 679
M 75 x 2 21/2 GPN 600 B 715
M 76 x 2 M 80 x 6 GPN 600 B 728
M 80 x 4 GPN 600 B 740
M 80 x 2 GPN 600 B 765
M85 x 6 2 3/4 GPN 600 B 775
M85 x 4 GPN 600 B 790
M85 x 2 GPN 600 B 815
3 GPN 600 B 820
M 90 x 4 M 90 x 6 GPN 600 B 840 <E
M 90 x 2 M 95 x 6 GPN 600 B 865 bt
M 95 x 4 31/4 GPN 600 B 890 |
M 95 x 2 M 100 x 6 GPN 600 B 915 <:
M 100 x 4 GPN 600 B 940 ==
M 100 x 2 M 105 x 6 3172 GPN 600 B 965 s
M 105 x 4 GPN 600 B 990 Z%
M 105 x 2 M110 x 6 GPN 600 B 1015
M 110 x 4 GPN 600 B 1040
« Dimensions on pages 76/77 » Continued on page 79
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THIN WALLED TAPERED CLOSURES Free test samples: THIN WALLED TAPERED CLOSURES Free test samples:

MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 60 1 MK Croatia  (+385) 051213 060 _ G P N 602 MK Croatia  (+385) 051213 060 _
MK Serbia  (+381)0112521756 «8=® MK Serbia  (+381)0112521756 <8 ®
. JA o . gA o
gD gD
JgE JgE
1 1
T L o T | o
. g B o . 2B o
_ gcC _ _ gcC _
[
el
o
Inner application External application Inner application External application g
©
item A B C H D E (G) Order no. item A B C H D E (G) Order no. ‘06:
o
GPN 601D 728 79 68.7 712 135 69.6 67.2 135 601 0728 0000 GPN 602 D 1055* 110 103 105 16 104 102 17 602 1055 0000
GPN 601 D 1055* 110 103 1055 16 104 102 17 6011055 0000 GPN 602 D 1070 117 104.5 107 16 106 103.5 17.2 6021070 0000
GPN 601 D 1070 117 105 107 16 106 103.5 17.2 6011070 0000 GPN 602 D 1090 117 106 109 17 107.5 106 184 6021090 0000
GPN 601D 1090 17 107 109 17 108 106 19 6011090 0000 GPN 602D 1230 130 195 123 23 122 118 24.4 602 1230 0000
GPN 601D 1215 128 119.5 121.5 15.3 120 118 15.9 6011215 0000 GPN 602 D 1290 136 126 129 25 128 127 26.5 6021290 0000
GPN 601D 1230 130 120 123 23 1215 118 24.4 6011230 0000 GPN 602 D 1306 136.5 128 1306 23 129 127 24.2 602 1306 0000
GPN 601D 1290 136 126 129 25 128 125 265 6011290 0000 GPN 602 D 1380 144 135 138 23 137 134 24.4 602 1380 0000
GPN 601D 1306 136 128 1306 23 129 127 24.2 6011306 0000 Size in mm
GPN 601D 1380 144 135 138 23 137 134 244 6011380 0000
Sizeinmm For information regarding materials, colours, drawings and the use of our items, please
: ) ) : : ) refer to pages 124/125.
For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125. *This size is supplied with bore hole.

Standard colour: Red
Material: PE-LD

VDA

Band 19

® Ve ©

®

Saves time.

Easy handling due to being a
thinner walled version of the
GPN 600.

Lighter.

Less material used during
production.

More versatile.

Can be used universally as plug or
cap. The tapered design is ideal
for accommodating tolerances.

Cleaner.

Upon request, we can
manufacture in the specially
designed cleanroom in
accordance with VDA Volume
19 and ISO 16232. For further
information, please refer

to page 129.

Better.

To close off bore holes and
internal openings, or to protect
studs and external threads.

*This size is supplied with bore hole.

You might also be interested in the following products: GPN 600, GPN 602

www.metalika-kacin.com KAPSTO®

Standard colour: Red
Material: PP

VDA

Band 19

® Ve ©

®

Saves time.

Easy handling due to being a
thinner walled version of the
GPN 600.

Lighter.

Less material used during
production.

More versatile.

Can be used universally as plug or
cap. The tapered design is ideal
for accommodating tolerances.

Cleaner.

Upon request, we can
manufacture in the specially
designed cleanroom in
accordance with VDA Volume
19 and ISO 16232. For further
information, please refer

to page 129.

Better.

To close off bore holes and
internal openings, or to protect
studs and external threads.

You might also be interested in the following products: GPN 610, GPN 615, GPN 620
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TAPERED PLUGS PULL PLUGS Free test samples:

MK Slovenia  (+386) 04 510 53 60

Free test samples:
MK Slovenia  (+386) 0451053 60

internal threads.

out functional tests before series production.

G P N 605 MK Croatia  (+385) 051213 060 G P N 60 6 MK Croatia  (+385) 051213 060
MK Serbia  (+381)0112521756 «8 =8 MK Serbia  (+381)0112521756 <8 =8
gcC
gC | |
l ZI !
|
v | V T A\ | N
. ~ .
7R |
E =3 :
| . .
- ' / |
JB !
- | _oB !
. v
E
o
Dimensions Dimensions g
3
item B Cc H Order no. item B C (H) (M) Order no. %
o
GPN 605 7 0832 0.8 32 16 605 0832 0000 GPN 606 / 0033 24 33 15.9 323 606 0033 0000
GPN 605 /1632 16 3.2 16 6051632 0000 GPN 606 / 0041 2.5 41 159 315 606 0041 0000
GPN 605 /1648 1.6 4.8 16 6051648 0000 GPN 606 / 0055 33 5.5 254 514 606 0055 0000
GPN 605 / 3263 32 6.3 19 605 3263 0000 GPN 606 / 0070 32 7 238 476 606 0070 0000
GPN 605 /7 4887 4.8 87 16 605 4887 0000 GPN 606 / 0085 39 85 254 53.2 606 0085 0000
GPN 605 / 6395 6.3 95 19 605 6395 0000 GPN 606 / 0095 4 95 254 51.2 606 0095 0000
GPN 605 / 6312 6.3 95 13 6056312 0000 GPN 606 / 0104 49 104 25.6 53.8 606 0104 0000
GPN 605 / 9012 9 12 18 6059012 0000 GPN 606 / 0126 6.4 126 254 53.8 606 0126 0000
GPN 605/ 1015 10 15 25 60510150000 GPN 606 /0163 9.5 16.3 254 54.5 606 0163 0000
GPN 605 /1317 13 17 25 605 1317 0000 GPN 606/ 0178 9.5 178 318 56.4 606 0178 0000
GPN 605 /1419 14 19 25 605 1419 0000 GPN 606 / 0196 95 196 254 56.3 606 0196 0000
GPN 605 /1620 16 20 25 6051620 0000 Sizeinmm
GPN 605 /1824 18 24 25 605 1824 0000
GPN 605 /2026 20 26 25 6052026 0000 For more information about the application of our items, please refer to pages 124/125.
GPN 605 / 2327 23 27 25 605 2327 0000
GPN 605 / 2428 24 28 25 605 2428 0000
Standard colour: Natural GPN 605 / 2632 6 0 o5 605 2632 0000 Standard colour: Natural
Material: S| GPN 605 / 2734 27 34 25 605 2734 0000 Material: S| . . .
GPN 605 / 3037 30 37 25 6053037 0000 Appllcatlon Guide
GPN 605 / 3139 31 39 25 605 3139 0000
H GPN 605 / 3341 33 41 25 605 3341 0000 H .
Higher temperature PN EOn Y 303 - ps o C0F 2013 0000 Saves time. Metric threads
resistance. GPN 605 / 3745 37 45 25 605 3745 0000 With pull tab @ B for easy
Extremely heat resistant up to GPN 605 / 3846 38 46 25 605 3846 0000 fitting and removal. s,:ﬁ:‘g:éd Fine thread Pipe thread item
250°C. More details: page 125, GPN 605 / 4250 42 50 25 605 4250 0000
“Physical properties”. GPN 605 / 4553 45 53 25 605 4553 0000 ngher temperature M 4 GPN 606 / 0033
GPN 605 / 4856 48 56 25 605 4856 0000 resistance M5 GPN 606 / 0041
M bust GPN 605 / 6275 62 75 35 6056275 0000 i M6 GPN 606 / 0055
ore robust. . Extremely heat resistant up to M8 M8 x1 G116 GPN 606 / 0070
Solid design for increased 250°C. More details: page 125, M10 M9 x1 GPN 606 / 0085
demands. Flash and foreign particles are permitted for these items. We recommend that you carry “Physical properties”. - M10x1 Gl8 gm 282;8832
More versatile out functional tests before series production. More robust M1 MIlx 1 M12x 15 GPN 606 7 0104
. : . . . M 14 M13 x 1 M14 x 1.5 G1/4 GPN 606 / 0126
@ The tapered design isideal For more information about the application of our items, please refer to pages 124/125. @ Solid design for increased Vi VR V171 V182 Cas CPN B0/ 0165
foraccommodating large You might also be interested in the following products: GPN 607, GPN 610, GPN 615, GPN 620 demands. M20 M18 x1 M19 15 GPN 606 /0178
to|e"ancesl M 22 M20 x1 M?20 % 1.5 G172 GPN 606 / 0196 <E
Bett Better' This application table is a guide only. We will be happy to send you free samples for >_‘§
etter. _ Suitable for through holes with testing. For apertures and bore holes without thread, please use dimensions B and C. =K
Suitable for closing off or without thread. @ C closes off, <:
apertures, bore holes and @ Bis used as pull tab. Flash and foreign particles are permitted for these items. We recommend that you carry :§
>z

www.metalika-kacin.com
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You might also be interested in the following products: GPN 255, GPN 551, GPN 605, GPN 607
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L L ——

UNIVERSAL PROTECTION Free test samples: UNIVERSAL PROTECTION Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

GPN 610 MK Croatia  (+385)051213060 %&. . GPN 610 MK Croatia  (+385)051213060 & .
MK Serbia  (+381)0112521756 <88 MK Serbia  (+381)0112521756 &R =8

Application Guide Data for Internal Use

OA -
Q D Metric threads
g ( E), Standard thread Fine thread Pipe thread item
| M6 M6 x 0.5 M6 x 0.75 GPN6I0U1
] 4\ ! M8 M8x1 GPN 610U 2
I : — M10 MO.5x1 M10 x 1.25 /8 GPN610U3
T @,} M 11 M10.5x 1 GPN 610U 4
\ | M12 M11x1 MI12x15 GPN6I0US
4 5 M12x 1 M12 x 1.25 GPN6I0U6
M14 M12.5x 1 1/4 GPN 610U 7
9B - : M13.5x 1 M14 x 1.5 GPN6I0US
M14 x 1 M15x 15 GPN610U9
_gCc Inner application M16 M14.5x 1 M15x 1 GPN 610U 10
M16 x 1 M16x 15 M17 x 2 GPN 610U 11
M18 M17 x 1.5 3/8 GPN 610U 12
M17 x 1 M18x 15 GPN610U13 &
M 20 M19 x 1.5 M 20 x 2 GPN 610U 14 z
Inner application M 20 x 1.5 1/2 GPN 610U 15 2
M 22 M 20 x 1 M 21 x 2 /2 GPN 610U 16 E
item A B c H D (E) (@) Order no. M21x1 M22 x 2 GPN 610U 17 5
a
GPN610U1 10 44 62 10 46 28 108 61000010000 M4 — M22x15 — /8 gm 218 8 g
GPN 610U 2 1 6 78 10 6.2 44 108 610 0002 0000 Voas CPNEIO L 20
GPN610U3 13 76 94 10 78 6 10 610 0003 0000 o e e Voo PN 10U ot
GPN 610 U 4 14 84 102 10 86 6.8 10 610 0004 0000 Vo6 : NI Vo8 3 i CENEIO L 22
GPN610U5 14 9.2 1 10 93 75 10 610 0005 0000 V30 o s s PN IO o3
GPN610U6 15 9.9 117 10 101 83 10 610 0006 0000 Y oo e 30 s PN IO o
GPN610U7 16 106 124 10 108 9 10 610 0007 0000 e VS0 1 VR N PN U odt
GPN610US 17 113 131 10 12 95 10 610 0008 0000 e VA Vals Voo . N
GPN610U9 18 122 141 12 125 104 12 610 0009 0000 Ve Ve Vagae PN U e
GPN 610 U 10 18 125 146 12 133 112 12 610 0010 0000 N e e V3 o PN U
GPN 610U 11 19 135 156 12 14 11.9 12 610 00110000 Vi3 R e e s PN U o8
GPN 610U 12 19 14 161 12 145 124 12 610 0012 0000 VAo NP NP i CPN IO L o5
GPN 610U 13 21 15 17 13 155 132 13 610 0013 0000 : Vias s CPNEID U 201
GPN 610 U 14 22 163 186 13 17 147 13 610 0014 0000 e Vao o s as e d PN IO L 20
GPN 610U 15 22 173 194 13 176 155 13 610 0015 0000 NP : e s CPN IO A
Standard colour: Yellow CG;EH 218 Ld 1673 gg 11;'3 251'1 g g'i 122 ig gg 881673 8888 M 44 x 1 M45x 15 M 48 x 4 GPN 610U 32
Material: PE-LD GPN610U18 25 19 26 15 20 174 15 610 0018 0000 Lo m 2ol b L MIo0es GNE DU s
GPN610U19 27 204 232 16 216 188 16 610 0019 0000 5015 M50 2 M52 4 GPNOI0 34
M 56 M50 x 1 M50 x 15 M52x3 GPN 610U 35
GPN 610 U 20 28 207 235 16 219 191 16 610 0020 0000 oo VT, e Vs PN o
More versatile. GPN 610U 21 29 22 248 16 23 204 16 610 0021 0000 Vied R T Vo3 5 PN U 2
_ GPN 610U 22 30 232 263 18 244 212 18 610 0022 0000
Can be used universally as plug GPN 610U 23 32 245 278 19 %62 229 19 6100023 0000 Mo M58 1 MO8 15 MO0 3 2 OPN6I0U 38
or cap. The tapered design GPN 610 U 24 33 255 292 19 277 237 19 610 0024 0000 biles hileA oA bileaat NG
o . M 65 x 1 M 65 x 1.5 M 68 x 4 GPN 610 U 40
is |dea| for accommoda‘ung GPN 610 U 241 33 264 304 19 289 249 19 610 0241 0000 M70 x 1 M70x15 M72 x 3 GPN 610U 41
tolerances GPN 610U 25 35 278 311 19 295 262 19 610 0025 0000 Ve, R CEN 10U 4
: GPN 610U 26 37 298 326 16 3.1 283 16 610 0026 0000 : VS0 3 PN A0 U 43
GPN 610U 27 38 314 351 21 334 297 21 610 0027 0000
VDA Cleaner. GPN 610U 28 4 333 371 22 355 317 22 6100028 0000 » Dimensions on page 84
gana1s J Upon request, we can GPN 610U 29 45 367 405 22 39 352 2 610 0029 0000
manufacture in the specially GPN 610 U 291 45 384 407 13 392 369 13 610 0291 0000 This application table is a guide only. We will be happy to send you free samples for testing. For apertures and bore holes without
. , GPN 610 U 30 48 382 43 23 414 366 23 610 0030 0000 i ‘
designed cleanroom in GPN 610 U 31 48 396 429 19 413 38 19 610 0031 0000 thread, please use dimensions B and C.
accordance with VDA Volume GPN 610U 32 49 414 447 19 43 397 19 610 0032 0000 For information regarding materials, colours, drawings and the use of our items, please refer to pages 124/125.
19 and ISO 16232. For further GPN 610U 33 51 444 477 19 461 428 19 610 0033 0000
information, please refer GPN 610U 34 54 452 49.6 25 48 43.6 25 610 0034 0000 You might also be interested in the following products: GPN 600, GPN 615, GPN 620
to page 129. GPN 610U 35 55 466 51 25 487 452 25 610 0035 0000 45
GPN 610U 36 62 525 569 25 552 508 25 610 0036 0000 Wk
Better GPN 610U 37 65 54 593 25 578 525 25 610 0037 0000 —:
. GPN 610U 38 65 542 586 25 57 526 25 610 0038 0000 =
To close off bore holes and GPN 610 U 39 67 584 628 25 61.1 56.7 25 610 0039 0000 <§
internal threads, or to protect GPN 610 U 40 71 607 671 29 643 575 285 610 0040 0000 :
GPN 610 U 41 75 671 704 19 687 654 19 610 0041 0000
studs and external threads. GPN 610U 42 8 724 757 19 741 708 19 610 0042 0000 =
GPN 610U 43 92 845 878 19 85 824 185 610 0043 0000
Size inmm » Guide values for internal use can be found on page 85

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.
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oot e

UNIVERSAL PROTECTION CLOSURES Free test samples:

MK Slovenia  (+386) 04 510 53 60

Free test samples:
MK Slovenia  (+386) 0451053 60

G P N 62 O MK Croatia  (+385)051213060 & G P N 9 O O MK Croatia  (+385)051213060 & .
MK Serbia  (+381) 0112521756 «R =8 MK Serbia  (+381)0112521756 <8 ®
- TA - DA |
@D | % |
2 () L |
Y ‘ |
| ﬁl |
” ¥ ]
) | ) 0) 1
o) T 1 L ‘ = ~
I = 1 I
' E»,,,,,/ﬂL’"’,,,,,/: |
aB 2D]
— Q C -— Inner application _g C, Inner application
v
%0
a
Inner application Inner application 2
3
item A B C H D (E) (G) Order no. item A C H D (G) Order no. %
a
GPN620U1B 22 44 63 1 46 27 12 620 0001 0000 GPN900A7 13 72 9 52 105 900 0070 0000
GPN620U2B 23 6 79 1 61 43 112 620 0002 0000 GPN 900 A 85 12 8.3 16 6 17 900 0085 0000
GPN620U 3B 25 76 95 1 78 59 1 620 0003 0000 GPN900A8.9 12 8.9 95 58 105 900 0089 0000
GPN620U 4B 26 84 103 1 86 68 10 620 0004 0000 GPN 900 A9 1 9 95 74 105 900 0090 0000
GPN620U5B 26 9.2 1 1 93 75 10 620 0005 0000 GPN 900 A10.5 16 103 155 8 165 900 0105 0000
GPN620U 6B 27 99 117 1 10 83 10 620 0006 0000 GPN 900 A 11 16 108 158 8 17 900 0110 0000
GPN620U 7B 28 106 124 1 106 88 10 620 0007 0000 GPN900A12 18 12 10 9.8 12 900 0120 0000
GPN620U 8B 29 13 132 1 16 98 10 620 0008 0000 GPN900A 12,5 20 24 16,2 10 176 900 0125 0000
GPN620U9B 30 12 12 13 125 104 12 620 0009 0000 GPN900A 125 9.5 15 128 95 13 105 900 4315 0000
GPN620U10B 30 125 146 13 133 112 1 620 0010 0000 GPN 900 A 135 18 134 10 115 10 900 0135 0000
GPN620U11B 31 138 159 13 141 12 12 620 0011 0000 GPN 900 A 14 17 147 95 117 105 900 0140 0000
GPN620U12B 3l 1“4 164 13 1“5 122 12 620 0012 0000 GPN 900 A 14.5 20 145 20.8 115 211 900 0145 0000
GPN620U13B 33 54 172 14 155 134 13 620 0013 0000 GPN900A 15 20 152 127 128 137 900 0150 0000
GPN620U14B 34 165 188 14 71 148 13 620 0014 0000 GPN 900 A 165 22 166 21 135 22 900 0165 0000
GPN620U15B 34 74 196 14 78 156 13 620 0015 0000 GPN900A 165 x 9 24 166 9 135 105 9001659 0000
. GPN620U 16 B 36 177 203 16 186 16 15 620 0016 0000 ) GPN 900 A 169 20 17 95 145 105 900 0169 0000
Standard colour: Yellow GPN620U17B 37 186 212 16 195 169 15 620 0017 0000 Standard colour: Natural GPN 900 A17 20 17 24 145 255 900 0170 0000
Material: PE-LD GPN620U 18 B 37 193 219 16 201 176 15 620 0018 0000 Material: PE-LD; PE-LLD (GPN 900 A 58) GPN900A 185 28 184 25 155 26 900 0185 0000
GPN620U19B 39 208 235 17 218 189 16 620 0019 0000 GPN 900 A 185 x 21 21 184 25 155 26 9001852 0000
GPN 620U 20 B 40 212 24 7 221 193 16 620 0020 0000 GPN 900 A 19 25 189 105 165 1 900 0190 0000
: GPN620U21B 41 223 252 17 234 204 16 620 0021 0000 ; GPN900A195 215 193 95 174 105 900 0195 0000
More versatile. GPN 620U 22 B 42 237 27 19 241 209 18 620 0022 0000 M‘?re yersatlle. GPN 900 A 20 28 20.2 21 178 215 900 0200 0000
Can be used as a plug or cap GPN620U23B 44 25 283 20 264 23 19 620 0023 0000 Cylindrical closure — can GPN 900 A 21 22 207 95 177 105 900 0210 0000
for a wide range of applications. GPN 620U 24 B 45 264 295 20 277 24.7 19 620 0024 0000 be used universally as a plug GPN900A21x 16 225 21 16 186 16 900 2116 0000
dating tolerances GPN 620U 26 B 49 296 329 20 312 279 19 620 0026 0000 GPN 900 A 24 28 239 29 20.3 295 900 0240 0000
‘ GPN 620U 27B 50 32 3B5 2 336 298 21 620 0027 0000 Cleaner GPN 900 A 24.5 32 245 10 212 105 900 0245 0000
cl GPN 620U 28 B 52 338 378 23 36 319 22 620 0028 0000 VDA : GPN 900 A 24.5 x 25 26 246 25 215 26 900 4322 0000
VDA eaner. GPN 620U 29 B 54 364 402 22 384 345 21 620 0029 0000 gana1 ) Upon request, we can GPN 900 A 24.7 29 247 315 231 32 900 0247 0000
gamas ) Upon request, we can GPN 620U 31B 60 392 431 23 43 372 22 620 00310000 manufacture in the specially GPN 900 A 25.5 28 255 17 223 185 900 0255 0000
manufacture in the specially VR T S D v S o1 S S B ket designed cleanroomin Croons b ame e e S0 Soomoon
. : . 461 42, 1 - : . :
designed cleanroom in GPN620U351B 66 505 531 14 511 488 137 620 03510000 accordance with VDA Volume GPN900A30 33 30 19 273 205 900 0300 0000
accordance with VDA Volume GPN620U36B 743 527 566 25 546 51 247 62000360000 19and 150 16232. For further GPN900A 31 34 31 95 28 105 900 0310 0000
19 and ISO 16232. For further GPN 620 U 401 B 85 62.5 675 205 65.5 60.4 20.5 620 0401 0000 information, please refer GPN900A32 36 32.5 21 296 22.5 900 0320 0000
"nformation' p|ease refer Sizein mm to page 129. GPN900A33 37 328 19 294 20 900 0330 0000
to page 129 GPN 900 A 39 47 388 21 354 22 900 0390 0000 45
For information regarding materials, colours, drawings and the use of our items, please CPNO00A 4L 43 409 95 975 U 0004100000 M
Better oot 1o pames 1247195 GPN 900 A 45 50 448 19 414 20 900 0450 0000 =i
etter. pag : GPN 900 A 51 53.5 51 24 483 255 900 0510 0000 <
Same design as GPN 610 but - . - i GPN900A52 545 52 95 49 10.5 900 0520 0000 2
with larger cover flange. You might also be interested in the following products: GPN 608, GPN 610, GPN 615 GPN 900 A58 61 58 15 55 25 900 0580 0000 |_§
GPN 900 A 64 69 64 29 615 305 900 0640 0000 i
GPN 900 A 69 72 69.5 29 66.5 295 900 0690 0000 >:
GPN 900 A 76 80 76 20 70 205 900 0760 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 300, GPN 310, GPN 350
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COVERS

GPN 910

e —

Free test samples:
MK Slovenia  (+386) 0451053 60
MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 «8 =8

A
|
| T =
! |
gC
| -
[ : ) .
|
I -
Suitable for casings Dimensions
item Aperturel Wall thickness T A C H (M) Order no.
GPN 910 / 3280 12 1 16 12.3 3 5 910 3280 0000
GPN 910/ 2179 15 1 18 154 4 5 910 2179 0000
GPN 910 / 3759 17.3 1 20 176 4 6 910 3759 0000
GPN 910 / 2967 20 1 35 205 5 75 910 2967 0000
GPN 910 /7 0766 20.5 1 25 211 2.5 4 910 0766 0000
GPN 910 / 4015 25 15 28 26 4 6.2 910 4015 0000
GPN 910 / 3040 255 1 38 26 53 74 910 3040 0000
GPN 910 / 3043 26.3 2.2 38 27 75 9.5 910 3043 0000
GPN 910 7 0763 26.5 15 38 27 43 6.3 910 0763 0000
GPN 910 / 3790 33 15 36 335 4 6 910 3790 0000
GPN 910 /5539 36 2 53 365 5 7 910 5539 0000
GPN 910 / 3205 395 0.9 50 40 4 6 910 3205 0000
GPN 910 / 4010 397 0.8 50 404 24 42 910 4010 0000
GPN 910 / 3097 50 1 55 50.6 4 6 910 3097 0000
GPN 910 / 0715 53 15 62 53.8 4 6 910 0715 0000
) GPN 910 / 3044 60.8 2.2 66 61.5 78 9.8 910 3044 0000
Standard colour: Black GPN 910/ 0714 61 15 68 62 4 58 9100714 0000
Material: PE-LD GPN 910 / 3791 64 15 85 646 41 6.1 910 3791 0000
GPN 910 / 2713 71 15 76 715 5 75 910 2713 0000
GPN 910 /3042 72 3 90 72.8 75 95 910 3042 0000
Better. GPN 910/ 3223 74.5 15 83 75 8 10 910 3223 0000
) . GPN 910 / 3222 81.5 15 90 82 8 10 910 3222 0000
Flat design, ideal for closing GPN 910/ 3277 92 3 103 93 77 97 91032770000
apertures in cover panels. GPN 910 /4395 100 2 109 101 5 7 910 4395 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 300 F, GPN 600, GPN 915

www.metalika-kacin.com KAPSTO®

SEALING PLUGS

GPN 915

Standard colour: Black
Material: PHT

Higher temperature
resistance.

Heat resistant to 180 °C. More
details: page 125 “Physical
properties”.

@

Seals better.

Provides limited sealing action
againstingress or outflow of
fluids.

More versatile.
Suitable for various wall
thicknesses and diameters.

Better.
Ideal for closing of holes in
cover panels.

CICHC)

89
¥-=_-—_-— —
Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 <8 =8
A |
|
| ZZ7Z7]
=3 .
R ;
[
|
f‘ N §$ ,\ ©
| |
wi | N y
T
|
Suitable for casings Dimensions
item Aperture | Wall thickness T A (M) Order no.
GPN915/12 12-13 05-3 20.8 9 915 0012 0000
GPN915/15 15-17 05-3 23.8 89 915 0015 0000
GPN 915/ 20 19/5=215 05-3 279 88 915 0020 0000
GPN915/25 25-27 05-3 34 86 915 0025 0000
GPN 915/ 30 30-31 05-3 39 89 915 0030 0000
GPN 915/ 35 345-36.5 05-3 48 1 915 0035 0000
GPN 915 /50 50 -52 05-=3 59 88 915 0050 0000
Sizeinmm

For information regarding materials, colours,

refer to pages 124/125.

drawings and the use of our items, please

You might also be interested in the following products: GPN 300 F, GPN 910
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Protective Plugs
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PROTECTIVE DUST PLUGS

Free test samples:
MK Slovenia  (+386) 0451053 60

GPN 920 Type A OSSNSO

Standard colour: Red
Material: PE-LD

Better fit.

Protects open plug-in
couplings from damage and
contamination.

Seals better.
Provides limited sealing action

against an ingress or outflow
of fluids.

Better.
Self-retaining design due to
integral strap.

| (N) |
— =1
(72 ety
%
= K
gB!
X2 o]
gC
Dimensions
. Suitable for
item nominal size B C (N) P Order no.
GPN 920 /9998 174 11 12 125 22 9209998 0000
GPN 920 / 9996 3/8 16 18 125 22 920 9996 0000
GPN 920 / 4982 172 20 236 135 29 920 4982 0000
GPN 920 /5370 172 20 236 135 27 9205370 0000
Size inmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products:
GPN 920 Type B, GPN 930 Type A, GPN 930 Type B

www.metalika-kacin.com

KAPSTO"

PROTECTIVE PLUGS

GPN 950

Standard colour: Natural
Material: PE-LD

More versatile.
Can be used as cap or plug.
Cleaner.

¥B‘% Upon request, we can

manufacture in the specially
designed cleanroomin
accordance with VDA Volume
19and IS0 16232. For further
information, please refer

to page 129.

Better.
With knurled collar. Suitable for
bore holes, internal and external

threads, or pipe ends.

e —

Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 <8 =8

~ | 0 A

I - |

\. v -

I
gcC
Inner application
Inner application
item A C (H) D G Order no.

GPN 950 / 0054 10 54 6 3.9 7.3 950 0054 0000
GPN 950 / 0067 10.5 6.7 7 52 7.8 950 0067 0000
GPN 950 /0072 14 7.2 6.5 57 72 950 0072 0000
GPN 950 / 0092 16 9.6 6.5 77 72 950 0092 0000
GPN 950 / 0105 20 10.5 5 84 6.2 950 0105 0000
GPN 950 / 0106 18 10.6 85 9 9.2 950 0106 0000
GPN 950 / 0126 20 126 8 1 9.2 950 0126 0000
GPN 950 / 0131 22 131 8 115 9.2 950 01310000
GPN 950 / 0147 22 147 10 13.1 11.2 950 0147 0000
GPN 950 / 0157 20 15.7 8 13.5 8.9 950 0157 0000
GPN 950 /0168 24 16.8 85 15.5 9.2 950 0168 0000
GPN 950 / 0180 24 18 72 16 8 950 0180 0000
GPN 950 /0188 28 18.8 10 175 1.2 950 0188 0000
GPN 950 / 0193 28 19.3 10 177 11.2 950 0193 0000
GPN 950 / 0208 30 20.8 10 19.5 1.2 950 0208 0000
GPN 950 / 0229 318 22.9 10 217 114 950 0229 0000
GPN 950 / 0250 335 251 10 236 11.3 950 0250 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 300 F, GPN 305

www.metalika-kacin.com
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Proven and
certified
quality.

AllKAPSTO® advantages
on pages 128 - 135.

We do it.
More individualised.

GRIP PLUGS

GPN 305

Standard colour: Yellow
Material: EVA (plasticiser-free)

Saves time.
@ With ergonomically designed
removal tab for easy handling.
Better.

Protection for hoses, bore

holes and internal threads. With
circumferential ribs and centring
segments for firm fit.

MK Slovenia
MK Croatia
MK Serbia
- 9A
|
' |
=
N
| |
I
_ i [ Y
1
9B _
- 9C _
Dimensions
item A B C
GPN 305GV 5 11 3 53
GPN 305GV 7 10 5 7.1
GPN 305GV 10 18 85 104
GPN 305GV 11 19 95 114
GPN 305GV 12 18 10 125
GPN 305GV 13 15 11 135
GPN 305GV 14 20 115 14
GPN 305GV 15 21.5 14 154
GPN 305GV 18 235 15.8 183
GPN 305GV 19 285 17 194

Sizeinmm

93

2% S

Free test samples:
(+386) 045105360
(+385) 051213 060
(+381) 0112521756 «R =B

Order no.

305 0005 0000
3050007 0000
305 0010 0000
305 0011 0000
3050012 0000
305 0013 0000
3050014 0000
305 0015 0000
3050018 0000
3050019 0000

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.
Application Guide
Metric threads
Standard thread
M6 M6 x 0.75
M8
M12
M 14
M16x1
M20x1

Fine thread

M20 x1.5

item

GPN 305GV 5
GPN305GV7
GPN 305GV 10
GPN 305GV 11
GPN 305GV 12
GPN 305GV 14
GPN 305GV 15
GPN 305GV 18
GPN 305GV 19

This application table is a guide only. We will be happy to send you free samples for

testing. For apertures and bore holes without thread, please use dimensions Band C.

You might also be interested in the following products:
GPN 308, GPN 310, GPN 330, GPN 608, GPN 630

www.metalika-kacin.com
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GRIP PLUGS

GPN 308

Watch the film now:
poeppelmann.com/en/gpn308

gA
. (N) |

E | I

T |

: I

“ :

Dimensions
item A B C H (N) Order no.

GPN 308 SL132 19 9 13.2 €] 25 308 0132 0000
GPN 308 SL 165 227 12 16.5 7 27 308 0165 0000
— GPN 308 SL195 30 155 19.5 8 31 308 0195 0000
LR GPN 308 SL 238 34.3 19.3 23.8 9.5 32 308 0238 0000
GPN 308 SL 276 40 22.5 276 )5 35 308 0276 0000
GPN 308 SL 345 45 29.9 34.5 10 38 308 0345 0000

Size inmm

refer to pages 124/125.

Application Guide
Standard colour: Yellow
Material: PE-LD

Unified Thread pursuant to

For information regarding materials, colours, drawings and the use of our items, please

item

GPN 308 SL132
GPN 308 SL132
GPN 308 SL165
GPN 308 SL 165
GPN 308 SL165
GPN 308 SL195
GPN 308 SL195
GPN 308 SL 238
GPN 308 SL 238
GPN 308 SL 276
GPN 308 SL 276
GPN 308 SL 345
GPN 308 SL 345

Metric standard thread Pipe thread ASME / ANSIB1.1UN/
UNC / UNF / UNEF
Saves time. M10 /8 7/16
: : M12
@ \/erquck d|§assemblythanks VI o V2

to aninnovative lateral removal M16 5/8
tab. Patented tab design. 9/16

M18 3/8 3/4
More versatile. M;g , .

o M % 7/

Individual sizes of the standard 20 53
series protect several thread M 26 3/4 11/16
sizes. Flexible fins bridge larger M 28 11/8
tolerances. M 30 1 11/4

M 36 13/8
Better. This application table is a guide only. We will be happy to send you free samples for

Protection for bore holes
and internal threads.

testing. For apertures and bore holes without thread, please use dimensions Band C.

You might also be interested in the following products: GPN 305, GPN 310, GPN 315

KAPSTO"®

GRIP PLUGS

GPN 310

Standard colour: Red
Material: PE-LD

Saves time.
Practical tab for easy

handling.

More versatile.
Flexible ribs for accommodating
large tolerances.

Better.
Protection for bore holes
and internal threads.

Free test samples:

MK Slovenia  (+386) 04 510 53 60
MK Croatia (+385) 051213 060
MK Serbia (+381) 01125 21 756
- DA —
—_~
=
| L T < z
! |
|
JB
- 9C _
Dimensions
item A B C H (M) Order no.
GPN 310G & 14 4 7 55 15 310 0008 0000
GPN 310G 11 16 5 10.5 55 15 310 0011 0000
GPN 310G 13 15.6 8 13 55 147 3100013 0000
GPN 310G 16 196 114 165 55 15.2 310 0016 0000
GPN 310G 21 22.8 15.6 21.3 75 171 3100021 0000
GPN 310G 22 25.7 17.3 22.3 75 185 310 0022 0000
GPN 310G 23 28 20.2 235 75 177 310 0023 0000
GPN 310G 25 30 20.6 255 75 19.7 310 0025 0000
GPN 310 G 28 35 225 275 75 19 310 0028 0000
GPN 310G 30 38 24.5 29.7 75 19 310 0030 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please

M12 x 1.5
M13x15
M14 x 15

M17 x 1.5

M20 x 1.5
M?21x1.5

M22 x15
M24 x15
M25x15
M26 x 1.5

M28 x 1.5

refer to pages 124/125.
Application Guide
Metric threads
Standard
thread
M7
M1l M10 x 1
M13x 1
M 14
M16 x 1
M18
M20 x1
M21x1
M 22
M 24 M22x 1
M23 x1
M25x 1
M 27
M 30 M27 x1
M29x 1

M30x15

Fine thread

M22 x2

M24 x 2

M 26 x 2

M28 x 2
M30x2

Pipe thread

174

3/8

172

5/8

3/4

7/8

item

GPN310G8
GPN 310G 11
GPN 310G 13
GPN 310G 13
GPN 310G 13
GPN 310G 16
GPN 310G 16
GPN 310G 16
GPN310G21
GPN 310G 21
GPN 310G 21
GPN 310G 22
GPN 310G 23
GPN 310G 25
GPN 310 G 25
GPN 310 G 25
GPN 310G 28
GPN 310G 30

This application table is a guide only. We will be happy to send you free samples for
testing. For apertures and bore holes without thread, please use dimensions B and C.

You might also be interested in the following products: GPN 305, GPN 315, GPN 615, GPN 630

www.metalika-kacin.com
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GRIP PLUGS

GPN 315

Standard colour: Yellow
Material: PE-LLD

©

Saves time.
Practical tab for easy handling.

More versatile.
Flexible ribs for accommodating
large tolerances.

Better.
Protection for bore holes
and internal threads.

MK Slovenia  (+386) 0451053 60
MK Croatia  (+385) 051213 060
MK Serbia  (+381)0112521756 «8=®

Free test samples:

- 9C
Dimensions

item A B C
GPN315GS 8 25 5 8
GPN 315 GS 10 27 7 10
GPN315GS 12 29 9 12
GPN315GS 14 31 1 14
GPN315GS 15 33 12 15
GPN315GS 16 33 13 16
GPN 315GS 18 E5 15 18
GPN 315GS 22 39 19 22
GPN 315GS 26 43 23 26
GPN 315GS 30 47 27 30
GPN 315GS 32 49 29 32
GPN 315 GS 34 51 31 34
GPN 315GS 41 58 38 41
GPN 315 GS 47 64 44 47
GPN 315 GS 58 75 515 58
GPN 315 GS 82 99 79 82
GPN 315 GS 86 103 83 86

Size inmm

00 00 0O 00 00 00 0O 0O 00 00 00 0O 00 0O 00 00 CO I

Order no.

3150008 0000
3150010 0000
3150012 0000
3150014 0000
3150015 0000
315 0016 0000
3150018 0000
3150022 0000
3150026 0000
3150030 0000
3150032 0000
3150034 0000
3150041 0000
3150047 0000
3150058 0000
3150082 0000
3150086 0000

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.
Application Guide
Metric threads
S:ﬁ?::éd Fine thread
M8 M8 x1
M 10 M10x1
M12 x1 M12 x 1.25
M14 x 1 M14 x 15
M 16 M15x1 M15x15
M16x1 M16x 1.5
M18 x 1 M18 x 1.5
M 24 M22 x1 M22x15
M26x15
M30x15
M32x15
M34x15
M58 x 1.5

M33 x 2

M42 x 2
M 48 x 2

M85 x 4

Pipe thread

1716
1/8

3/8

5/8
3/4

2

3

item

GPN315GS 8

GPN315GS 10
GPN315GS 12
GPN315GS 14
GPN 315 GS 15
GPN315GS 16
GPN 315GS 18
GPN315GS 22
GPN 315 GS 26
GPN315GS 30
GPN 315 GS 32
GPN 315 GS 34
GPN315GS 41
GPN 315 GS 47
GPN 315 GS 58
GPN 315 GS 82
GPN315GS 86

This application table is a guide only. We will be happy to send you free samples for
testing. For apertures and bore holes without thread, please use dimensions Band C.

You might also be interested in the following products: GPN 305, GPN 310, GPN 330, GPN 615

www.metalika-kacin.com

KAPSTO"®

GRIP PLUGS

GPN 330

Standard colour: Yellow
Material: PE-LD

©

Saves time.
Practical tab for easy removal.

More versatile.
Flexible shaft ribs for accommo-
dating large tolerances.

Better.

Suitable for bore holes and
internal threads. Can also be
used for special pipes with union
nut. The ribs engage into the
thread and position the union
nut at the end of the conductor.

* This application table is a guide only. We
will be happy to send you free samples
for testing. For apertures and bore holes
without thread, please use dimensions B
and C.

You might also be interested in the following
products: GPN 305, GPN 308, GPN 310,
GPN 615

Free test samples:

MK Slovenia  (+386) 04 510 53 60
MK Croatia  (+385) 051213 060
MK Serbia  (+381)0112521756 <8 ®

—~|
2
\ Y
—
1< 2
A
Dimensions
item A B C D (G)
GPN330L10 16 6.4 10.5 44 5.5
GPN330L12 14.3 6.4 12.3 44 55
GPN330L14 16.3 84 14.3 6.4 5.5
GPN330L16 18.3 104 16.3 84 55
GPN330L18 21 104 185 84 5.5
GPN330L19 21 13.6 19.7 11.6 83
GPN 330L 20 22.5 136 20.7 116 83
GPN330L22 25 164 22.9 144 83
GPN330L24 27 164 24.9 144 83
GPN330L27 30 196 279 176 83
GPN330L28 31 19.6 288 176 83
GPN330L39 46 26.2 395 24.2 114
Sizeinmm

H (M)
41 26.5
4.1 26.5
41 26.5
41 26.5
41 26.5
6.1 29.3
6.1 293
76 29.3
76 293
81 29.3
79 293

11 324

Order no.

330 0010 0000
3300012 0000
3300014 0000
330 0016 0000
330 0018 0000
330 0019 0000
3300020 0000
330 0022 0000
3300024 0000
330 0027 0000
330 0028 0000
3300039 0000

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.
Application Guide*
Metric threads

S:ﬁp::éd Fine thread

M10 x1
M 12 M12 x1 M12 x 15
M 14 M14 x1 M14 x 15
M 16 M16 x 1 M16 x 1.5
M 18 M18 x 1 M18 x 1.5
M19x15

M18 x 1
M 20 M 20 x 1 M20 x 1.5
M 20 x 1 M?20 x 1.5
M22x1 M22x15

M 24

M22x1 M22x15
M 24 M24 x1 M24x15
M25x1 M25x15
M26 x 1 M 26 x 1.5
M 27 M27 x1 M27 x15
M28 x 1.5
M27 x1 M27 x15
M 30 M28 x 1 M28 x 1.5
M29 x 1.5
M 39 M34x1 M34x15
M35x1 M35x1.5
M36x1 M36x15
M37 x1 M37 x15
M38x15

M17 % 2
M18 x 2
M19x2

M20 x 2
M20 x 2
M22x2

M 22 x 2
M 24 x 2
M 25 x 2
M 26 x 2
M27 x 2
M 28 x 2
M?27 x 2
M 28 x 2
M30x 2

M35 x 2
M36 x 2
M37 x2
M38x2

www.metalika-kacin.com

Pipe thread
1/8
174
174
3/8
3/8
172

172
5/8
5/8

3/4

7/8

item

GPN330L 12
GPN330L 12
GPN330L 14
GPN330L 16
GPN330L 16
GPN330L 18
GPN330L 18
GPN330L 19
GPN330L 19
GPN330L 20
GPN330L 22
GPN330L 22
GPN330L 24
GPN330L 24
GPN330L 24
GPN330L 27
GPN330L 27
GPN330L 27
GPN330L 28
GPN330L 28
GPN330L 28
GPN330L 39
GPN330L 39
GPN330L 39
GPN330L 39
GPN330L 39

KAPSTO"
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GRIP CLOSURES

GPN 335

Standard colour: Yellow
Material: PE-LD

Better fit.

For transport and storage of
hose fittings in accordance with
DIN SO 12151.

Saves time.
With tab on the side for fast
removal.

Seals better.

A thin-walled cone prevents
penetration and leaking of
liquids within certain limits.

More versatile.
Flexible ribs for accommodating
large tolerances.

®

Free test samples:

MK Slovenia  (+386) 0451053 60

MK Croatia (+385) 051 213 060 _

MK Serbia  (+381)0112521756 «8 =8

gA o
[ [ \
= —— §\‘ ﬂ
= 2N VSRV N
T Z SNt
| /i?. \ \!
% % \I
N N
Dimensions
item A B C H (M) Order no.

GPN335M12x15 14 101 12 75 175 33512150000
GPN335M14 x 15 17 121 14 75 175 3351415 0000
GPN335M16 x 1.5 19 141 16 75 175 3351615 0000
GPN335M18x15 22 158 18 87 18.7 3351815 0000
GPN335M20x15 24 178 20 87 187 335 2015 0000
GPN335M22x15 27 19.9 22 87 18.7 3352215 0000
GPN335M 24 x 1.5 30 218 24 10.7 20.2 3352415 0000
GPN335M26 x15 32 225 275 85 185 335 2615 0000
GPN335M 30 x 2 40 266 30 10 20 3353020 0000
GPN 335M 36 x 2 45 326 36 12 245 3353620 0000
GPN 335M 42 x 2 55 385 415 12 245 3354220 0000
GPN 335 M 45 x 2 55 415 45 12 245 335 4520 0000
GPN 335 M 52 x 2 65 485 515 12 26 3355220 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of o
refer to pages 124/125.

Application Guide
Metric threads
Stﬁ?:':éd Fine thread Pipe thread
M12 M12 x1 M12 x 1.5
M14 x 1 M14 x15
M16 x 1 M16 x 1.5 3/8
M18 x 1 M18 x 1.5
M20 x1 M20x15 M21x2 172
M22 x1 M22x15
M24 x1 M24x15
M25x15 3/4
M26 x 1.5
M27 x1.5 M 27 x 2
M30x15 M30 %2 7/8
M36x15 M 36 x 2 11/8
M 39
M42x15 M42 x 2
M 45
M45x15 M 45 x 2
MB2x15 M52 x 2
M 56

ur items, please

item

GPN335M12x1.5
GPN335M14 x15
GPN335M16 x 1.5
GPN335M18 x 1.5
GPN335M20x15
GPN335M22x15
GPN335M24 x1.5
GPN335M26 x15
GPN335M26 x15
GPN335M26 x15
GPN335M 30 x 2
GPN335M 36 x 2
GPN335M 36 x 2
GPN335M42 %2
GPN335M42 %2
GPN335M 45 x 2
GPN335M 52 x 2
GPN335M 52 x 2

This application table is a guide only. We will be happy to send you free samples for

testing. For apertures and bore holes without thread, please use dimen

sions Band C.

You might also be interested in the following products: GPN 310, GPN 700, GPN 1050

www.metalika-kacin.com

KAPSTO"®

CONTACT PROTECTION

GPN 360

Type A

Type B

Standard colour: Yellow
Material: PE-LLD

Better fit.

Protection for compact
connector sockets, e.g MLK,
SLK and MAK.

Saves time.
With practical tab for fast
removal.

Seals better.
Prevents penetration of liquids
within certain limits.

Cleaner.
saB‘% Upon request, we can
manufacture in the specially
designed cleanroomin
accordance with VDA Volume
19 and ISO 16232. For further
information, please refer
to page 129.

Better.

Optimum clamping fit thanks to
circumferential fins. Type Ais
also suitable for oval openings.

OO @

®

e —

Free test samples:
MK Slovenia  (+386) 04 510 53 60

MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 <8 =8
e
i
E—E’-l-@-él < Type A
Type B
Suitable for . .
internal contour Dimensions
item Forma e h H (M) Order no.
GPN 360 KS 1006 A 9.8 58 77 20,7 3601006 0000
GPN 360 KS 1406 A 138 58 77 20,7 360 1406 0000
GPN 360 KS 1812 B 1748 1148 77 20,7 360 1812 0000
GPN 360 KS 2008 A 195 715 77 20,7 3602008 0000
GPN 360 KS 2009 A 20,2 9,87 77 20,7 3602009 0000
GPN 360 KS 2312 B 2248 1148 77 20,7 360 2312 0000
GPN 360 KS 2408 A 23,15 715 77 20,7 360 2408 0000
GPN 360 KS 2808 A 2715 715 77 20,7 360 2808 0000
GPN 360 KS 2812 B 2748 1148 77 20,7 360 2812 0000
GPN 360 KS 3112 A 31,2 12,1 75 20,5 360 3112 0000
GPN 360 KS 3608 A 3515 715 77 20,7 360 3608 0000
GPN 360 KS 3715 A 36,2 14,5 77 20,7 360 37150000
GPN 360 KS 3816 B 373 15,2 77 20,7 360 3816 0000
GPN 360 KS 3912 A 39,1 11,8 8 21 360 3912 0000
GPN 360 KS 4117 A 419 179 77 20,7 360 4117 0000
GPN 360 KS 4217 A 42,8 177 77 20,7 3604217 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please

refer to pages 124/125.

Application Guide

Suitable for contact connectors

SLK 2.8 VDA MAK 12

MLK 1.2 AK Pole number Pole number  Pole number

2 3 4 5 6 8 12 16 2 3 4 2

item
GPN 360 KS 1006
GPN 360 KS 1406
GPN 360 KS 2008
GPN 360 KS 2408
GPN 360 KS 2808
GPN 360 KS 3608
GPN 360 KS 3112
GPN 360 KS 1812
GPN 360 KS 2312
GPN 360 KS 2812
GPN 360 KS 3816
GPN 360 KS 3715
GPN 360 KS 3912

The contact protection GPN 360 was developed for the special compact connector
connections listed in the application table. The contact protection is also suitable for

other connector sockets.

You might also be interested in the following products: GPN 211, GPN 365

www.metalika-kacin.com
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GRIP PLUGS

GPN 607

Standard colour: Natural
Material: S|

®

® @

Saves time.
Practical tab for easy removal.

More versatile.

The tapered design is ideal
for accommodating large
tolerances.

Higher temperature
resistance.

Heat resistant to approx.

250 °C. More details: page 125
“Physical properties”.

Seals better.
Circumferential ribs are
providing limited sealing action
against an ingress or outflow
of fluids.

Better.

Suitable for bore holes and
internal threads. Particularly
suitable for painting.

=3
L

item B
GPN 607 / 0204 2
GPN 607 / 0406 4
GPN 607 7 0608 6
GPN 607 / 0810 8
GPN 607 /1012 9.8
GPN 607 /1214 11.9
GPN 607 / 1416 14
GPN 607 /1618 16
GPN 607 /1820 18
GPN 607 / 2022 20
GPN 607 / 2224 22.5
GPN 607 / 2426 24
GPN 607 / 2628 257
GPN 607 / 2832 28.6

Sizeinmm

L —

Free test samples:

MK Slovenia  (+386) 0451053 60
MK Croatia (+385) 051 213 060 <
. -
MK Serbia  (+381)0112521756 «8=®
gcC
i
|
|
. —
gB
Dimensions
[ (H) (M) Order no.
4 19.5 352 607 0204 0000
6 254 432 607 0406 0000
8 254 431 607 0608 0000
105 254 43 607 0810 0000
11.5 254 435 607 1012 0000
145 254 425 607 1214 0000
16 254 425 607 1416 0000
18 254 425 607 1618 0000
20 26 43 607 1820 0000
225 254 43 607 2022 0000
24 254 43 607 2224 0000
26 254 43 607 2426 0000
28 254 43 607 2628 0000
32 254 438 607 2832 0000

For more information about the application of our items, please refer to pages 124/125.

Application Guide

Metric threads
Sthread” Fine thread thread
M4
M6 M6 x 0.75
M8 M8 x1
M 10 M10 x 1 1/8
M12 M12x1 MI12x15
M 14 M14x15 1/4
M 16 Ml4x1 M16x1 Mlex1l5 3/8
M18 M18x1 MI18x15
M 20 M20 x 1.5 172
M 22 M22 %15 1/2 5/8
M 24 M24x15 M24x2
M 26 M?26 x 1.5 3/4
M28 M30 M28x15 M28x2
M 32 M30x15 M32x15 M32x2 7/8

Unified Thread
pursuant to
ASME /7 ANSIB1.1UN /
UNC 7/ UNF /7 UNEF

5/16
3/8
7/16
172
9/16 5/8
3/4

1 11/16

item

GPN 607 7 0204
GPN 607 / 0406
GPN 607 /0608
GPN 607 7 0810
GPN 607 /1012
GPN 607 /1214
GPN 607 /1416
GPN 607 /1618
GPN 607 /1820
GPN 607 /2022
GPN 607 / 2224
GPN 607 /2426
GPN 607 / 2628
GPN 607 /2832

This application table is a guide only. We would be happy to send you free samples for
testing. For apertures and bore holes without thread, please use dimensions B and C.

Flash and foreign particles are permitted for these items. We recommend that you carry
out functional tests before series production.

You might also be interested in the following products:
GPN 310, GPN 330, GPN 605, GPN 606, GPN 608

www.metalika-kacin.com

KAPSTO"®

TAPERED CLOSURE WITH SIDE TAB

GPN 608

Standard colour: Yellow
Material: PE-LD

®» ©

Band 19

‘
=)
>

®

Saves time.

Very quick disassembly thanks
to an innovative lateral removal
tab — protected tab design.

More versatile.

Can be used universally as plug
or cap. The tapered design
isideal for accommodating
tolerances.

Cleaner.

Upon request, we can
manufacture in the specially
designed cleanroom in
accordance with VDA Volume
19 and ISO 16232. For further
information, please refer

to page 129.

Better.

To close off bore holes and
internal threads, or to protect
studs and external threads.

101
Watch the film now:
poeppelmann.com/en/gpn608
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Inner application
Inner application
item A (B) C H D (E) (G) (N) Order no.
608 BL90 1 7 9 838 78 55 9.3 175 608 0090 0000
608 BL100 12 8 10 8.8 88 6.4 9.3 18 608 0100 0000
608 BL 110 13 9 11 838 9.8 74 9.3 185 608 0110 0000
608 BL120 14 10 12 9.8 10.7 84 10.1 19 608 0120 0000 gu
608 BL 130 15 11 13 9.8 11.8 94 103 195 608 0130 0000 T
608 BL140 16 12 14 10.8 127 105 11.3 20 608 0140 0000 =
608 BL 150 18 13 15 10.8 137 113 11.3 24 608 0150 0000 o
608 BL 160 19 141 159 108 147 123 112 245 608 0160 0000
608 BL170 19.9 149 16.8 10.8 157 134 11.2 25 608 0170 0000
608 BL 180 20.9 16.1 178 108 167 144 112 255 608 0180 0000
608 BL190 21.9 17.2 18.9 10.8 177 154 11.2 26 608 0190 0000
608 BL 200 22.9 181 199 18 187 164 122 315 608 0200 0000
608 BL 210 238 192 207 18 19.7 174 12.2 32 608 0210 0000
608 BL 220 25 20.3 22.1 11.8 20.7 181 12.2 325 608 0220 0000
608 BL 230 26 21 23 1.8 217 194 12.3 33 608 0230 0000
608 BL 240 27 22 24 11.8 227 204 123 335 608 0240 0000
608 BL 250 279 233 247 118 237 214 12.2 34 608 0250 0000
608 BL 260 289 24.2 25.7 11.8 24.7 224 122 345 608 0260 0000
608 BL 270 29.9 252 268 128 257 234 13.2 35 608 0270 0000
608 BL 280 319 261 279 128 267 244 13.2 36 608 0280 0000
608 BL 290 338 272 288 128 277 254 13.2 37 608 0290 0000
608 BL 300 35 284 30 12.8 286 26.2 13 375 608 0300 0000
608 BL 330 41 321 33 6.5 317 30 77 40.5 608 0330 0000
608 BL 670 71.8 658 668 105 654 643 1 50.87 608 0670 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 308, GPN 600, GPN 610, GPN 615
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102 COMPONENTS FOR INGUSTRY /NN

UNIVERSAL PROTECTION WITH RING LUG Free test samples: GRIP PLUGS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G P N 615 MK Croatia  (+385) 051213 060 G P N 63 O MK Croatia  (+385) 051 213 060 ;
MK Serbia  (+381)0112521756 <878 MK Serbia  (+381)0112521756 &

_ OA
gA , 4 ‘
gD |
(D E) . == =
1 i —_
] | )
I b “ | A‘
| | T 4
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gcC
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— _ _ gC
Inner application External application
P External Dimensions
Inner application application
item A C (H) (M) Order no.
item A (B) ¢ H b ) Order no. GPN630M8 x 1 155 75 9 23 630 0810 0000
GPN 615 UL 88 29 76 91 10 77 6.2 6150088 0000 GPN630M10 x 1 175 9.5 8 22.8 6301010 0000
GPN 615 UL 91 29 7.8 9.5 10 8 6.3 6150091 0000 GPN630M 12 x 1 185 115 ©) 235 6301210 0000
GPN 615 UL 107 29 95 1.1 10 96 79 615 0107 0000 GPN630M14x15 215 135 9 238 630 1415 0000 )
GPN 615 UL 114 29 10.2 11.9 10 10.3 86 615 0114 0000 GPN630M16x 1.5 235 15,5 9 23.8 630 1615 0000 g_:_
GPN 615 UL 127 29 1.5 131 10 116 99 6150127 0000 GPN630M18 x 1.5 255 176 9 25 630 1815 0000 ie
GPN 615 UL 147 32 131 149 12 136 116 615 0147 0000 GPN630M20 x 1.5 275 19.5 G 25 630 2015 0000 o
GPN 615 UL 167 34 149 17 13 156 134 615 0167 0000 GPN630M 22 x 1.5 295 215 9 25 630 2215 0000
GPN 615 UL 187 38 17 19.2 13 175 15.3 6150187 0000 GPN630M24 x 1.5 285 235 6 25 630 2415 0000
GPN 615 UL 207 40 18.6 211 15 19.5 16.9 615 0207 0000 Size in mm
GPN 615 UL 241 46 215 24.7 18 229 19.8 61502410000
GPN615UL 309 56 28l 308 19 297 264 6150309 0000 For information regarding materials, colours, drawings and the use of our items, please
GPN 615 UL 448 80 422 454 19 435 40.2 615 0448 0000 for t 124/125
GPN 615 UL 628 95 584 62.8 25 60.8 56.4 615 0628 0000 rererto pages :
Size inmm
Standard colour: Yellow For inf " di terial | q ) dth ¢ it | Standard colour: Black
. or information regarding materials, colours, drawings and the use of our items, please X - - - -
Material: PE-LD Material: TPE (plasticiser-free
ateria refer to pages 124/125. ateria (plastic ) Application Guide
. . Metric threads
Saves time. Saves time.
Easy removal due to ring lug. App"cation Guide With removal grip for fast Unified Thread
removal Standard Fine thread pursuant to item
' thread ASME / ANSIB1.1UN/
More versatile. Suitable for use as plug (Inner application) ngher temperature UNC / UNF / UNEF
: A M8 M8 x1 5/16 GPN630M8x1
The conical shape of the plug Metric threads % reS|stance. M10x1 /3 GPN630M10 x1
bridges larger tolerances. Can : _ ) Heat resistant to 150 °C. More M12x1 MI12x125 MI2x15 1/2 GPN630M12 x 1
also be used as a cap. Fine thread Pipe thread item details: page 125, “Physical M13x1 M 14 x 15 9/16 GPN 630 M 14 x 15
G 18 GPN 615 UL 88 properties’. M16 x 1.5 M17 x 2 5/8 GPN630M16 x 1.5
Voa) Cleaner: o oL sies UL M20x1  M20%15 o GPNE30M 2015
sand19 ) Upon request, we can MRS e Better. M22x1 | M22x 15 7/8 GPN 630 M 22 % L6
; ; G 1/4 GPN 615 UL 114 : o x x L x 1
manufacture in the specially T I GPN 615 UL 127 Plugs are designed to turn inside M24%x15 M25x2 15/16 GPN630M 24 x1.5
designed cleanroom in o out during low abrasion removal
M16 %15 GPN 615 UL 147 g * This application table is a guide only. We will be happy to send you free samples for
accordance with VDA Volume M8 =15 GENGIS UL 16/ testing. For apertures and bore holes without thread, please use dimensions Band C <E
19.and IS0 16232. For further M20 x 1.5 G172 GPN 615 UL 187 g P P : M
information, please refer M22x 15 G 5/8 CRNGISII 207 You might also be interested in the following products: GPN 305, GPN 615 -
to page 129 M?26 x 1.5 G 3/4 GPN 615 UL 241 <:
page 1e9. M32x15 M32x2 Gl GPN 615 UL 309 —
G11/2 GPN 615 UL 448 i
Better. Thi lication table i id ly. We will be h t d f les fi Zz
For the protection of threads, t |ts appF|ca ion ta eis adgtl),ll erc]mly. Qt\h/w tteh apgy |osen yOl;lj. ree samp ;s og . 3
pipes, hoses and openings. No esting. For apertures and bore holes without thread, please use dimensions B and C.

loss of space due toring lug You might also be interested in the following products: GPN 305, GPN 308, GPN 610, GPN 620
lying flat on top.
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SCREW PLUGS Free test samples:
MK Slovenia  (+386) 04 510 53 60

G P N 70 O MK Croatia (+385) 051213 060 :
MK Serbia  (+381) 0112521756 «R =B

THE POPPELMANN EFFECT:

with metric threads

Free test 25—
I | x — {l \
samples. N\ T H o7
| B
H
M
AllKAPSTO advantages Suitable for external Dimensions
on pages 128 - 135. .
item Thread K A H (M) Order no.
GPN 700 M 6 M6 12 7 12 700 0006 0000
GPN 700 M 6 x 0.75 M6 x 0.75 12 7 12 700 6075 0000
GPN700M 8 M8 12 7 12 700 0008 0000
GPN 700 M 10 M 10 14 9 14 700 0010 0000
GPN 700 M 12 M12 16 9 14 700 0012 0000
GPN 700 M 14 M 14 19 9 14 700 0014 0000
GPN 700 M 16 M 16 21 10 16 700 0016 0000
GPN 700 M 18 M 18 24 10 16 700 0018 0000
GPN 700 M 20 M 20 26 12 18 700 0020 0000
GPN 700 M 22 M 22 28 12 18 700 0022 0000
GPN 700 M 24 M 24 315 10 18 700 0024 0000 o
GPN 700 M 30 M 30 354 17.7 26 700 0030 0000 >
GPN 700 M 36 M 36 436 18 28 700 0036 0000 <
GPN 700 M 42 M 42 517 177 278 700 0042 0000 e
GPN700M 8 x 1 M8x1 12 7 12 700 0810 0000 @D
. GPN700M 10 x 1 M10 x 1 14 9 14 700 1010 0000
Standard colour: Yellow GPN700M 12 x 1 M12x1 16 9 14 7001210 0000
Material: PE-HD GPN700M 14 x 1 M14 x 1 19 9 14 700 1410 0000
GPN700M 18 x 1 M18 x 1 24 10 16 7001810 0000
GPN700M 12 x 1.5 M12x15 16 9 14 700 1215 0000
Better. GPN700M 14 x 15 M14 x 15 19 9 14 700 1415 0000
i GPN700M 16 x 1.5 M16 x 1.5 21 10 16 7001615 0000
Suitable for a wide range of GPN700M 18 x 1.5 M18x 15 2410 16 7001815 0000
metric and imperial internal GPN700M 20 x 1.5 M20x 15 26 12 18 700 2015 0000
threads, as well as pipe threads GPN700M 22 x 1.5 M22x15 28 12 18 700 2215 0000
: GPN 700 M 24 x 1.5 M24x15 315 10 18 700 2415 0000
in accordance with DINEN ISO GPN 700 M 26 x 1.5 M 26 x 15 315 12 20 700 2615 0000
228-1. Easy-to-grip head for GPN 700 M 30 x 15* M30x15 3% 12 20 700 3015 0000
manual assembly. The small to GPN 700 M 36 x 1.5* M36x15 44 13 23 7003615 0000
medium sizes feature a slot so GPN 700 M 42 x 1.5% M42 x 1.5 51 15 25 700 4215 0000
that screwdrivers can be used GPN 7OOM45XI.5?* M45x15 505 15 25 700 4515 0000
) GPN 700 M 52 x 1.5* M52 x15 60 15 25 700 5215 0000
forinstallation. GPN700M 24 x 2 M 24 x 2 315 10 18 700 2420 0000
GPN 700 M 27 x 2% M27 x 2 32 12 20 700 2720 0000
GPN 700 M 30 x 2* M30x2 36 12 20 700 3020 0000
GPN 700 M 33 x 2% M33x2 39 13 23 700 3320 0000
GPN 700 M 36 x 2* M 36 x 2 44 13 23 700 3620 0000 <(E
GPN 700 M 42 x 2% M42 x 2 52 15 25 700 4220 0000 Vk
GPN 700 M 45 x 2% M 45 x 2 55 15 25 700 4520 0000 —:
GPN 700 M 52 x 2* M52 2 60 15 25 700 5220 0000 :['
Sizeinmm » Continued on page 106 |_§
For information regarding materials, colours, drawings and the use of our items, please ;%

refer to pages 124/125.
*Head without slot.

You might also be interested in the following products: GPN 310, GPN 737

We do it.
Simpler.

www.metalika-kacin.com KAPSTO®
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106 COMPONENTS FOR INGUSTRYLZNEAEN 107
!?-_.._ - !-_?-_-— ——
SCREW PLUGS Free test samples: SCREW PLUGS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 70 O MK Croatia  (+385) 051 213 060 _ G P N 710 MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 «8 =8 MK Serbia  (+381)0112521756 <8 =8
with imperial threads « Continued from page 105
Stand?rd colour: vellow Suitable for external Dimensions %)
Material: PE-HD A
item Thread K A H (M) Order no.
GPN 700 1/4 - 18 NPTF 1/4-18 NPTF 19 9 15 700 0591 0000
GPN 700 1/4 - 28 UNF* 1/4 - 28 UNF 12 7 12 700 7229 0000 \ [ ]
GPN 700 3/8 - 24 UNF 3/8- 24 UNF 14 9 14 700 3194 0000
GPN 700 7/16 - 20 UNF 7/16 - 20 UNF 16 9 14 700 0497 0000
GPN 700 1/2 - 20 UNF 1/2-20 UNF 16 9 14 700 31910000 —F—
GPN 700 9/16 - 18 UNF 9/16 - 18 UNF 19 9 14 700 0498 0000 v .
GPN 700 5/8 - 18 UNF 5/8-18 UNF 21 10 16 700 5084 0000 T
GPN 700 3/4-16 UNF 3/4-16 UNF 26 12 18 700 3192 0000
GPN 700 7/8 - 14 UNF 7/8 - 14 UNF 28 12 18 700 0496 0000
GPN 700 1-14 UNS* 1-14 UNS 32 10 18 700 7233 0000
GPN 700 1 1/16-12 UN* 11/16-12 UN 32 12 20 700 3193 0000
GPN 700 1 5/16 - 12 UN* 15/16-12 UN 42 13 23 700 5951 0000
GPN 700 1 5/8-12 UN* 15/8-12UN 52 15 25 700 7241 0000
GPN700 1 7/8-12 UN* 17/8-12UN 57 15 25 700 7245 0000
Size inmm
For information regarding materials, colours, drawings and the use of our items, please Suitable for Dimensions
refer to pages 124/125. external
“Headwithoutslot item Thread K A H (M) (w?dptinancic‘:gg:rat) Order no.
GPN 710G 1/8 G 1/8 13 7 13 ©) 710 8134 0000
GPN 710G 1/4* G /4 16 7 13 9 710 0564 0000
GPN 710G 3/8 G 3/8 21 7 15 12 710 81350000
Suitable for external Dimensions GPN 710G 1/2 G172 27 9 19 13 710 4988 0000
GPN710G 3/4 G 3/4 34 7 17 14 710 8136 0000
item Thread K A H (M) Order no. GPN710G 1 G1 41 95 19 17 710 8137 0000
with Pipe threads (DIN EN ISO 228-1) GPN710G 1 174 G1l14 52 9.5 21 19 710 8138 0000
GPN700G1/8 GLl/8 B9 70003710000 GPN710G 11/2 G112 60 12 25 24 710 8139 0000
T — m——— awmes ol @ @ 7 oosoom :
- >
Stand.ard colour: Yellow GPN700G 1/2 Gl/2 % 12 18 700 0395 0000 Size inmm &
Material: PE-HD GPN 700 G 5/8 G5/8 28 12 18 700 0401 0000 , , ‘ ‘ 5
GPN 700 G 3/4 G3/4 315 12 20 700 3371 0000 For information regarding materials, colours, drawings and the use of our items, please 3

Sizeinmm

Standard colour: Black

refer to pages 124/125.

*Head without slot.

For information regarding materials, colours, drawings and the use of our items, please Material: PP
refer to pages 124/125. You might also be interested in the following products: GPN 700, GPN 738
Better.
With collar and slotted square
SCREW PLUGS head, for installation using a
spanner or screwdriver.
G P N 7 03 Suitable for external Dimensions
. item Thread K A H (M) Order no.
for metric threads, only 2%z thread
itches GPN703M10 x 1 M10 % 1 145 4 9 7031010 0000
P GPN703M12x 15 M12 x 1.5 175 6 1 703 1215 0000
GPN703M 14 x 1.5 M14 x15 19 6 1 7031415 0000
Standard colour: Yellow GPN703M16 x 1.5 M16 x 1.5 225 65 125 703 1615 0000
. GPN703M18 x1.5 M18x15 24 7 16 7031815 0000
Material: PE-LD GPN 703 M 20 x 1.5 M20 x 1.5 %6 7 13 703 2015 0000
GPN703M22x15 M22x15 275 7 13 703 2215 0000
GPN703M 24 x 1.5 M24 x15 29.5 7 18 703 2415 0000
GPN703M26 x 1.5 M26x 1.5 32 145 225 703 2615 0000
GPN703M28 x 15 M28 x 1.5 34 8 19 703 2815 0000

Saves time.
Screw-stopper with only 2 %2

threads for faster installation.

Size inmm

For information regarding materials, colours, drawings and the use of our items, please

<
&
r
<
l_
(NN ]
=

refer to pages 124/125.

You might also be interested in the following products: GPN 305, GPN 310, GPN 608, GPN 737
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SCREW PLUGS Free test samples: ASSEMBLY TOOL
MK Slovenia  (+386) 0451053 60

GPN 720 S Ssanorsesi e S KAPSTO® BIT-73X

for mounting all sizes of the standard series GPN 730 and GPN 735 - GPN 738

Type A —~ SW -— Type B
. 30 o 25
] * ~10_
N v vl U | — U
&
~
H . H
Type A Tightening torque Nm
Suitable for external Dimensions Measures GPN 730 / GPN 735 / GPN 736 GPN 737 / GPN 738
i Wrench  Wrench M8 x1 2 06
fem Thread K H width width Order no. M10 x 1 2 09
inch metric M12x15 2 1
GPN 720 /1766 1/8-27 NPT 85 5 7201766 0000 m ig i 12 i ij
GPN 720 /1602 1/4 - 18 NPT 125 1/4 7201602 0000 M 18 x 1'5 4 1'8
GPN 720 /1767 1/4-18 NPT 125 6 720 1767 0000 M20 15 5 19
GPN 720 /1601 3/8-18 NPT 13 5/16 8 7201601 0000 M22x15 5 21
GPN 720 /1600 1/2-14NPT 65  3/8 7201600 0000 M24 %15 5 25
GPN 720 /1768 1/2- 14 NPT 165 10 7201768 0000 M26x15 6 18
GPN 720 /1599 3/4-14NPT 17 9/16 7201599 0000 M 27 x 2 6 25 "
GPN 720 /1769 3/4-14NPT 17 14 7201769 0000 M33 x 2 9 30 s
GPN 720 /1598 1-11 1/2NPT 212 5/8 720 1598 0000 .
M 42 x 2 10 32 P
Type B GPN 720 /1770 1-11 1/2 NPT 212 17 7201770 0000 M 48 x 2 10 39 o
GPN 720 /1597 11/4-11 1/2NPT 22 3/4 19 7201597 0000 M 60 x 2 1 3 %)
GPN 720 / 1596 11/2-11 1/2NPT 225  53/64 720 1596 0000 ) G 14 3 17
Standard colour: Yellow GPN 720 /1771 11/2-11 1/2 NPT 29 5 22 720 1771 0000 Material: Stainless steel G3/8 4 5
Material: PE-LD GPN 720 / 0052 M 16 16 8 720 0052 0000 Q12 5 27
GPN 720 /8016 M 30 225 19 720 8016 0000 G 3/ 7 32
Size inmm G1 9 38
More robust. _ _ _ , , _ More versatile. G Lia 10 36
: For information regarding materials, colours, drawings and the use of our items, please G112 10 45
Type A: Thick-walled version Only one assembly tool 7/16 - 20 UNF 2 07
: refer to pages 124/125. : . .
for higher loads. required for all sizes of the 9/16 - 18 UNF 3 15
You might also be interested in the following products: GPN 300 V, GPN 310, GPN 600 standard series GPN 730 3/4-16 UNF 5 23
and GPN 735 - GPN 738 WAL 4 2
Seals better-' (95 different screw plugs). 15/16-12 UN 9 32
Type B: The sealing cone Type B . 15/8-12 UN 10 2
prevents the penetration or Saves time. 17/8-12UN 1 33
\Qaklng of liquids within certain Suitable for external Dimensions Quick installation and For information regarding materials, colours, drawings and the use of our items, please
limits. . removal. refer to pages 124/125.
item Thread K H Spanner. Order no.
Better. width metric More robust. You might also be interested in the following products:
Immersible screw plug with GPN 720 / 9463 M10x1 1.2 5 7209463 0000 Sturdy stainless steel GPN 730, GPN 735, GPN 736, GPN 737, GPN 738
hexagonal socket. GPN 720 / 0232 M16x15 14 8 720 0232 0000 construction. <(E
GPN 720 /1763 M18x15 133 10 7201763 0000 Vk
GPN 720 / 1668 M20 x 1.5 174 13 7201668 0000 Better fit. :é
Sizeinmm The shaft is designed for <(:
For information regarding materials, colours, drawings and the use of our items, please screwdrivers with a socket ll_l__,§
refer to pages 124/125. pursuant to DIN ISO 1173. s
You might also be interested in the following products: Better.
GPN 300V, GPN 310, GPN 600, GPN 700 The bit can be used with
commercially available

screwdrivers with drill chuck.
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SEALING SCREW PLUGS Free test samples: SEALING SCREW PLUGS Free test samples:
MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60

G P N 73 O MK Croatia  (+385) 051 213 060 o G P N 735 MK Croatia  (+385) 051 213 060 o
MK Serbia  (+381)0112521756 «8 =8 MK Serbia  (+381)0112521756 <8 =8

for metric threads (DIN 13)

| [ i [ -
' N\ ‘
x = |
i — x| +!'—- —t
| &=z ; ‘
| | 5
H H
(N S L (M)
Suitable for external Dimensions s:i)i(;fel;)::af;)r Dimensions
item Thread K A H (M) Order no.
GPN730M10 x 1 M10x 1 18 68 15 7301010 0000 item Thread K A H W) (Wfdptf]"a"cen‘)"gg'ﬂ‘at) Order no.
GPN730M12 %15 MI12x15 20 68 15 7301215 0000
GPN730M14 x 1.5 M14 x15 22 6.8 15 7301415 0000 GPN735M 8 x1 M8x1 22 8 15 7 7350810 0000
GPN730M16 x 1.5 M16x15 22 6.8 15 7301615 0000 GPN735M10 x 1 M10 x1 42 8 15 7 7351010 0000
GPN730M18 x1.5 M18 x 1.5 25.7 8 165 7301815 0000 GPN735M12 x15 M12 x 1.5 17.2 11 18 10 73512150000
GPN730M22 x15 M22x15 293 10 215 730 2215 0000 GPN735M 14 x 15 M14x15 192 1 19 10 7351415 0000
GPN730M 26 x15 M26 x15 348 8 195 730 2615 0000 GPN735M16 x 1.5 M16x15 22 1 21 13 7351615 0000
GPN 730 M 27 x 2 M27 x 2 348 8 195 730 2720 0000 GPN 735 M 18 x 1.5 MI18x15 24 11 21 13 7351815 0000
GPN730M 33 %2 M33x2 39.5 6 17.3 7303320 0000 GPN735M20x15 M?20 x 1.5 26 1 21 15 73520150000
Size in mm GPN735M 22 x 1.5 M22x15 272 1 21 15 7352215 0000
GPN735M24 x 1.5 M24x15 315 12 22 15 735 2415 0000 o
For information regarding materials, colours, drawings and the use of our items, please GPN735M 26 x 1.5 M26 x 1.5 32 1385 235 19 73526150000 5
for to pages 124125 GPN735M 27 x 2 M27 x 2 323 1 21 19 735 2720 0000 =
refertopag : GPN735M 33 x 2 M33x2 404 135 235 24 735 3320 0000 g
GPN735M 42 x 2 M42 x 2 50 135 245 24 735 4220 0000 D
GPN 735 M 48 x 2 M 48 x 2 554 135 245 30 7354820 0000
Standard colour: Black Standard colour: Yellow GPN 735 M 60 x 2 M60 x 2 685 135 245 30 735 6020 0000
Material: PE-HD Material: PA 6 GPN 735G 1/4 G1/4 192 75 15 10 735 0658 0000
GPN 735G 3/8 G 3/8 222 75 175 13 735 0659 0000
GPN 735G 1/2 G1/2 272 95 195 15 7350660 0000
. . . Better fit GPN 735G 374 G 3/4 323 95 195 19 735 0661 0000
G P N 3 O Suitable for external Dimensions o GPN 735G 1 G1 40 115 215 24 735 0662 0000
; . For plugging screw holes acc. GPN735G 1 1/4 G114 504 115 225 24 735 0663 0000
. . item Thread K A H (M) Order no. to DIN 3852-1, DIN ISO 6149-1. GPN735G 11/2 G11/2 554 115 225 30 7350664 0000
with Pipe threads (DIN EN ISO 228-1) SRR e Vi R TR0 20000 GPN7359/16-18UNF  9/16-18UNF 178 11 18 10 735 2442 0000
. GPN 730G 3/8 G3/8 20 10 19 7306723 0000 Size in mm
Standard colour: Black GPN 730 G 1/2 G1/2 25 13 238 730 6649 0000 Seals better.
Material: PA 6.6 GPN 730G 3/4 G3/4 31 19 29.8 730 7398 0000 @ The circumferential sealing For information regarding materials, colours, drawings and the use of our items, please
Sizein mm lip (no mould-parting feature) refer to pages 124/125.
Seals better. For information regarding materials, colours, drawings and the use of our items, please prevents the penetration or You might also be interested in the following products: GPN 551, GPN 700, GPN 737
- : leaking of liquids depending on
@ Sealing lip (no mould-parting refer to pages 124/125. the apgphca‘gon P g
feature) prevents the pene- You might also be interested in the following products: GPN 700, GPN 738

tration or leaking of liquids,
depending on the application.

More robust.
Made from premium,
impact-resistant polyamide.

More robust.

Imperial screw-plugs are made
of robust PA 6.6 for increased
demands.

Better.
Installation either with screw
driver or spanner. Particularly

® @

Faster. With the BIT-73X. Faster. With the BIT-73X.

<
&
r
<
[
L
=

The BIT-73X assembly tool facilitates the installation suitable for processes like The BIT-73X assembly tool facilitates the installation
Better of all sizes of sealing plugs of the standard series cleaning, testing, painting or of all sizes of sealing plugs of the standard series
’ GPN 730, 735,736, 737 and 738. for transport. GPN 730, 735,736, 737 and 738.

Installation by way of
screwdriver, or of machine
with special wrench.

For further information, please refer to page 109. For further information, please refer to page 109.
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SEALING SCREW PLUGS

GPN 736

Standard colour: Yellow
Material: PA 6

® @

Better fit.

Suitable for internal threads in
accordance with to DIN 3852-1,
SO 11926.

Seals better.

The circumferential sealing
lip (no mould-parting feature)
prevents the penetration or
leaking of liquids depending
on the application.

More robust.
Made from premium,
impact-resistant polyamide.

Better.

Installation either with screw
driver or spanner. Particularly
suitable for processes like
cleaning, testing, painting or
for transport.

L —

Free test samples:

SEALING SCREW PLUGS WITH O-RING

MK Slovenia  (+386) 0451053 60
MK Croatia  (+385) 051 213 060 y G P N 737
MK Serbia  (+381)0112521756 «8=®
A ] |
| | I — L= |
|
\ L —
L
H I
S:i:f:::aflt.)r Dimensions
item Thread K A H (M) (wisd%inancic‘;vsigtfrat) Order no.
GPN736 M 10 x 1 M10 x 1 54 8 15 7 736 1010 0000
GPN736M12 x 1.5 M12x 15 184 9 16 10 7361215 0000
GPN736M 14 x 1.5 M14x15 204 9 17 10 7361415 0000
GPN 736 M16 x 1.5 M16 %15 234 10 20 13 7361615 0000
GPN736M18 x 1.5 M18x 15 254 1 21 13 7361815 0000
GPN 736 M 22 x 1.5 M22x15 284 12 22 15 736 2215 0000
GPN 736 M 27 x 2 M27 x 2 3335 15 25 19 736 2720 0000
GPN 736 M 33 x 2 M33x2 423 15 25 24 736 3320 0000
GPN 736 M 42 x 2 M42x 2 513 15 26 24 736 4220 0000
GPN 736 M 48 x 2 M 48 x 2 563 17 28 30 736 4820 0000
GPN736 11/16-12UN  11/16-12UN 3785 15 25 19 736 26710000
GPN73615/8-12UN  15/8-12UN 558 15 26 30 736 2673 0000
GPN736 15/16-12UN 15/16-12UN 448 15 25 24 736 2672 0000
GPN73617/8-12UN  17/8-12UN 633 15 26 30 736 2674 0000 Standard colour: Yell
GPN736 3/4-16UNF  3/4-16UNF = 269 11 21 13 736 2669 0000 andard colour: refiow
GPN736 7/8-14UNF  7/8-14UNF 304 13 23 15 736 2670 0000 Material: PA 6
GPN736 7/16-20UNF  7/16-20UNF 174 9 16 10 736 2667 0000
GPN736 9/16-18UNF  9/16-18UNF 214 10 18 10 736 2668 0000

Better fit.

Suitable for internal threads in
accordance with DIN 3852-1,
DINISO 6149-1.

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 551, GPN 700, GPN 738
Seals better.

The circumferential sealing

lip (no mould-parting feature)
and the O-ring prevent the
penetration or leaking of liquids
depending on the application.

&® @

More robust.
Made from premium,
impact-resistant polyamide.

Better.

Has the same characteristics as
GPN 735, but with an additional
O-ring — for stricter demands on
leak tightness (e.g. unprocessed
sealing surfaces, high process
temperatures, long process
times and higher pressure inside
the component).

® @

Faster. With the BIT-/3X.

The BIT-73X assembly tool facilitates the installation
of all sizes of sealing plugs of the standard series
GPN 730, 735,736,737 and 738.

For further information, please refer to page 109.

www.metalika-kacin.com KAPSTO®

Free test samples:

MK Slovenia  (+386) 04 510 53 60
MK Croatia (+385) 051 213 060
MK Serbia (+381) 0112521756

Sl;i)i(:f:::aflor Dimensions
i Spanne width
item Thread K A H (M) (width across flat) Order no.
GPN737M8x1 M8 x1 12.2 8 15 6 737 0810 0000
GPN737M10 x1 M10 =1 14.2 8 15 7 7371010 0000
GPN737M12 x1.5 M12x15 172 11 18 10 73712150000
GPN737M14x15 M14 x15 19.2 11 19 10 7371415 0000
GPN737M16x15 M16x15 22 11 21 13 73716150000
GPN737M18 x1.5 M18x15 24 11 21 13 7371815 0000
GPN737M20x 15 M20 x 1.5 26 11 21 15 737 2015 0000
GPN737M22x15 M?22 x15 27.2 11 21 15 737 22150000
GPN737M24 x1.5 M24 x15 315 12 22 15 737 2415 0000
GPN737M26x15 M26 x 15 32 135 235 19 737 2615 0000
GPN737M 27 x 2 M27 x 2 323 1 21 19 737 2720 0000
GPN737M33x2 M33x2 404 135 235 24 737 3320 0000
GPN737M 42 x2 M42 %2 50 135 245 24 737 4220 0000
GPN 737 M 48 x 2 M 48 x 2 554 135 245 30 737 4820 0000
GPN 737 M 60 x 2 M 60 x 2 685 135 245 30 737 6020 0000
GPN737G 1 G1 40 115 215 24 737 0662 0000
GPN737G11/2 G1ll1/2 5564 115 225 30 737 0664 0000
GPN737G 11/4 G114 504 115 225 24 737 0663 0000
GPN737G 1/2 G 1/2 272 95 195 15 737 0660 0000
GPN 737G 1/4 G /4 192 75 15 10 737 0658 0000
GPN 737G 3/4 G 3/4 323 95 195 19 737 0661 0000
GPN 737G 3/8 G 3/8 222 75 175 13 737 0659 0000
GPN737 9/16-18UNF  9/16-18 UNF 17.8 11 18 10 737 2442 0000

Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

The engraving equals the GPN 735 standard series.

You might also be interested in the following products: GPN 551, GPN 700, GPN 735

Faster. With the BIT-73X.

The BIT-73X assembly tool facilitates the installation
of all sizes of sealing plugs of the standard series
GPN 730, 735,736, 737 and 738.

For further information, please refer to page 109.

www.metalika-kacin.com KAPSTO®
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PROTECTIVE DUST PLUGS

Free test samples:

SEALING SCREW PLUGS WITH O-RING Free test samples:

MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 738 MK Croatia  (+385) 051 213 060 _ G P N 93 O T e A MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 «8 =8 y MK Serbia  (+381)0112521756 <8 =8
R T X
ﬂ | | [\ . ) .
_ g l B - o
e : &
; - A |
h— i T
! gpP
511 T I i
| ,_._/‘? T ]
L — — —
S:ik:rlsgrr Dimensions Suitable for external Dimensions
item Nominal size K (N) P Order no.
item Thread K A H M (wisd'ﬁ"a"cer;”sigtf{‘at) Order no. GPN 930/ 10075* DN6+8 M28x2 100 20 93000750000
GPN 930 /10079* DN10 +12 M36x2 110 24 930 0079 0000
GPN738M10 x1 M10 x1 154 8 15 7 7381010 0000 GPN 930 /10030 DN10+12 M36x2 135 295 93000300000
GPN 738 M 12 x 15 M12x15 184 9 16 10 7381215 0000 GPN 930 /10083* DN 16 + 20 Rd48x3 145 41 930 0083 0000
GPN738M14 x 1.5 M14 x 15 204 9 17 10 7381415 0000 GPN 930 /10087* DN 25 + 32 Rd70x3 200 55 930 0087 0000
GPN738M16x 15 M16x15 234 10 20 13 7381615 0000 e in mm
GPN738M18 x 1.5 M18x 1.5 254 11 21 13 7381815 0000
GPN738M22 x 1.5 M22x15 284 12 22 15 73822150000 For information regarding materials, colours, drawings and the use of our items, please
GPN 738 M 27 x 2 M 27 x 2 3335 15 25 19 738 2720 0000 for t 124,125
GPN 738 M 33 x 2 M33x 2 423 15 25 24 738 3320 0000 referto pages :
GPN 738 M 42 x 2 M 42 x 2 513 15 26 24 7384220 0000 “Stran eve ot slotted g
GPN 738 M 48 x 2 M 48 x 2 563 17 28 30 738 4820 0000 pey : 2
GPN73811/16-12UN 11/16-12UN 3785 15 25 19 738 2671 0000 . . . .
Y ht al he foll : =
GPN738 15/8-12UN  15/8-12UN 558 15 26 30 738 2673 0000 ou might also be Interested in the following produicts &
GPN73815/16-12UN  15/16-12UN 448 15 25 24 738 2672 0000 GPN 920 Type A, GPN 920 Type B, GPN 930 Type B 3
GPN73817/8-12UN  17/8-12UN 633 15 26 30 738 2674 0000
Standard colour: Yellow GPN738 3/4-16UNF  3/4-16UNF 269 11 21 13 738 2669 0000 Standard colour: Red
Material: PA 6 GPN 738 7/8 - 14 UNF 7/8-14UNF 304 13 23 15 738 2670 0000 Material: PE-HD; PE-LLD (tab)
GPN738 7/16-20UNF  7/16-20UNF 174 9 16 10 738 2667 0000
GPN738 9/16-18UNF  9/16-18UNF 214 10 18 10 738 2668 0000
Better fit. Size inmm Better fit.
Suitable for internal threads in : : : : : : Protects open plug-in
For information regarding materials, colours, drawings and the use of our items, please : i
accordance with to DIN 3852-1, refer to pages 124/125 couplings — especially
1SO 11926. pag ‘ the thread.

The engraving equals the GPN 736 standard series.

You might also be interested in the following products: GPN 551, GPN 700, GPN 736

Seals better.
The circumferential sealing

©
®

lip (no mould-parting feature)
and the O-ring prevent the
penetration or leaking of liquids
depending on the application.

More robust.
Made from premium,
impact-resistant polyamide.

Better.

Has the same characteristics as
GPN 736, but with an additional
O-ring — for stricter demands on
leak tightness (e.g. unprocessed
sealing surfaces, high process
temperatures, long process
times and higher pressure inside
the component).

www.metalika-kacin.com

Faster. With the BIT-73X.

The BIT-73X assembly tool facilitates the installation

of all sizes of sealing plugs of the standard series
GPN 730, 735,736,737 and 738.

For further information, please refer to page 109.

KAPSTO"®

Seals better.
Provides limited sealing action

against an ingress or outflow
of fluids.

Better.
Threaded. Self-retaining design
due to integral strap.

www.metalika-kacin.com
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METALIK

COMPONENTS FOR INOUSTRY CFYANN

FLANGE COVERS Free test samples:
MK Slovenia  (+386) 04 510 53 60

G P N 640 MK Croatia  (+385) 051213 060 ,
MK Serbia  (+381)0112521756 <8 =8

Intuitive
online search.

Al KAPSTO® advantages . i Suitable for external Dimensions

on pages 128 — 135.

& . @ . High pressure Order no

i : : flange size
@ - ! GPN 640
: g . f GPN 640 HD 1
GPN640HD 1 1/4

Sizeinmm
o | i : . For information regarding materials, colours, drawings and the use of our items, please
e | i B refer to pages 124/125.

You might also be interested in the following product: GPN 690

é o ) o Standard colour: Yellow
: g Material: PE-LD

Better fit.

Protection for SAE flanges.

Saves time.
With ring lug for easy handling.

More versatile.
Larger tolerances
accommodated by ribs.

Better.
With clamping ribs and
positioning bars for reliable fit.

A

METALIKA

COMPONENTS FOR INDUSTRY.

We do it.
Simpler.

www.metalika-kacin.com
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COMPONENTS FOR INDUSTRY LFYANN

FLANGE COVERS

GPN 650 Type A

Standard colour: Yellow
Material: PE-L.D, PE-LLD (from GPN 650 / 200)

Better fit.

Protection for flanges in
accordance with DIN EN 1092-1
and DIN EN 28117.

More versatile.

Design B with additional
clamping ribs for accommo-
dating larger tolerances.

Better.

Closes the opening and
protects the sealing face
of the flange fitting.

® © @

Free test samples:

MK Slovenia  (+386) 0451053 60
MK Croatia  (+385) 051213 060 _
MK Serbia  (+381)0112521756 «8 =8
ST
gA gA
| |
1 !
| fl ’\ A -
I T
gB gB
gC gC
Type A Type B
Type A (shaft without ribs)
Suitable for external Dimensions
item Nominal width A B C H Order no.
GPN 650 /15 15 45 14 16.8 10 650 0015 0000
GPN 650 / 20 20 58 19 228 15 650 0020 0000
GPN 650 / 25 25 68 23 27 15 650 0025 0000
GPN 650 / 32 32 78 30 34 14.8 650 0032 0000
GPN 650/ 40 40 88 38 42 15 650 0040 0000
GPN 650 / 50 50 102 48 52 15 650 0050 0000
GPN 650/ 65 65 122 62 67.8 20 650 0065 0000
GPN 650 / 70 70 128 67 734 20 650 0070 0000
GPN 650 / 80 80 138 77 82.8 20 650 0080 0000
GPN 650 /100 100 162 97 103.3 20 650 0100 0000
GPN 650 /125 125 205 122 1276 20 650 0125 0000
GPN 650 / 140 140 220 137 14338 20 650 0140 0000
GPN 650 /150 150 245 147 152.8 20 650 0150 0000
GPN 650 /200 200 300 197 202 18 650 0200 0000
GPN 650 / 250 250 395 248 252 18 650 0250 0000
Sizeinmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 655, GPN 670, GPN 680

www.metalika-kacin.com

KAPSTO"®

FLANGE COVERS

GPN 650 Type B

Standard colour: Yellow
Material: PE-LD

® ® @

Better fit.

Protection for flanges in
accordance with DIN EN 1092-1
and DIN EN 28117.

More versatile.

Design B with additional
clamping ribs for accommo-
dating larger tolerances.

Better.

Closes the opening and
protects the sealing face
of the flange fitting.

e —

Free test samples:

Type B (shaft with ribs)

item

GPN 650/ 10-R
GPN 650 / 15-R
GPN 650/ 20-R
GPN 650 / 25-R
GPN650/32R
GPN 650 / 40-R
GPN 650 /50-R
GPN 650 / 65-R
GPN 650 / 80-R
GPN 650 /100-R
GPN 650 7/ 125-R
GPN 650 /150-R

Sizeinmm

MK Slovenia  (+386) 04 510 53 60
MK Croatia  (+385) 051 213 060 _
MK Serbia  (+381)0112521756 <8 =8
ST
gA
| |
1 I
; p T N T
| T
JB gB
agC gC
Type A Type B
Suitable for external Dimensions
Nominal width A B Cc H Order no.
10 40 75 10.5 10 6510010 0000
15 45 125 15.8 10 651 0015 0000
20 59 16 22 15 6510020 0000
25 68 21 26 15 6510025 0000
32 78 28 335 15 6510032 0000
40 88 36 415 15 651 0040 0000
50 102 46 51 15 6510050 0000
65 122 60 66 20 6510065 0000
80 138 74.5 81 20 651 0080 0000
100 162 93 102 20 6510100 0000
125 205 118 127 20 6510125 0000
150 245 140 152 20 651 0150 0000

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 655, GPN 670, GPN 680

www.metalika-kacin.com
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FLANGE COVERS Free test samples: FLANGE COVERS Free test samples:

MK Slovenia  (+386) 04 510 53 60 MK Slovenia  (+386) 04 510 53 60
G P N 655 MK Croatia  (+385) 051213 060 _ G P N 670 MK Croatia  (+385) 051213 060 _
MK Serbia  (+381)0112521756 «8 =8 MK Serbia  (+381)0112521756 <8 =8
A
. " |
N d
N
\\ I
: A - 2 A @B
_ gcC
. | | - !
_. ! j T I T . \
~ L ,\ | @ T g k —
3 I f N T
T —
2B 2B | =
@C @C l
|
Type A Type B
Type A (shaft without ribs) Dimensions
Suitable for external Dimensions item A B c (H) Order no.
item Nominal width A B c H Order no. GPN 670 DN 10 86 7 14 14 670 0010 0000
GPN 670 DN 15 20 10 19 14 670 0015 0000
GPN 655 / 200 200 270 208 210 18 655 0200 0000 R - - . - R
O M1 T R R
GPN 670 DN 32 136 25 39 19 670 0032 0000
GPN 655 / 350 350 440 341 346 225 65503500000 PN 670 DN 40 e P s 9 70 0040 0000
GPN 655 / 400 400 490 398 408 30 655 0400 0000 EEEE e i == i e
GPN 670 DN 65 180 53 72 19 670 0065 0000
GPN 670 DN 80 196 65 85 24 670 0080 0000
o GPN 670 DN 100 216 87 109 24 670 0100 0000
Type B (shaft with ribs) GPN 670 DN 125 246 106 134 24 670 0125 0000
GPN 670 DN 150 280 135 161 34 670 0150 0000
Suitable for external Dimensions GPN 670 DN 200 345 185 209 34 670 0200 0000
GPN 670 DN 250 400 238 262 34 670 0250 0000
item Nominal width A B C H Order no. ,
Sizeinmm
Standard colour: Yellow GPN 655/ 15-R 15 75 167 178 10 655 0015 0000 Standard colour: Yellow
oL DL 3 GPN 655/ 25-R 25 100 273 2838 15 655 0025 0000 o1 DE. : For information regarding materials, colours, drawings and the use of our items, please
Material: PE-LLD (type A), PE-LD (type B) GPN 655 / 32-R 2 110 365 185 15 655 0032 0000 Material: PE-LLD/PE-HD refer to pages 124/125 v
- (&)
GPN 655 / 40-R 40 125 42 444 15 655 0040 0000 s
. GPN 655 /50-R 50 135 55 56.5 15 655 0050 0000 . °
% Better fit. GPN 655 / 65-R 65 122 683 71 20 655 0065 0000 Better fit. &
Protection for flanges in accor- GPN 655/ 80-R 80 138 81 831 20 6550080 0000 Protection for flanges acc. to : : : -
dance with ANSI/ASME B 16.5 GPN 655 /100 R 100 B0 106 1085 20 65501000000 DIN EN 12351. Suitable for Application Guide
e GPN 655 /125-R 125 225 1315 134 20 655 0125 0000 '
. GPN 655 /150-R 150 270 160 1615 20 65501500000 PN 10 through PN 400 and _
More versatile. S DN 10 through DN 250 acc. to Sté';‘fgsafl‘” DIN 2627/28/29/38/BS 4504 ANSI B 16.5/BS 1560

Design B with additional
clamping ribs for accommo-

DIN 2501 part 1, ANSI/ASME B

For information regarding materials, colours, drawings and the use of our items, please 16.5,BS 4504 and BS 1560. o 9 6 6 6 6 9 o o o o 2 8
dating larger tolerances. refer to pages 124/125. Also suitable for BASF Company ~ Nominalwidth & & 3 § 8 & § ¢ 8§ 8 § 8§ § item
Standard 14-150 g Z g g g z g g S © o s} S ©
Better. You might also be interested in the following products: GPN 650, GPN 670, GPN 680 ‘ 10 3/8 ce e e e e e GPN 670 DN 10
Closes the opening and 15 172 oo oo GPN 670 DN 15
) . 20 3/4 s . . . . . I GPN 670 DN 20
protects the sealing face More versatile. o5 1 e . e e . . . GPNEIODNOS
of the flange fitting. Larger tolerances 32 114 GPN 670 DN 32
accommodated by ribs. 40 1172 GPN 670 DN 40 <E
50 2 GPN 670 DN 50 Mg
65 2172 GPN 670 DN 65 =3
Better. . 20 3 z GPN 670 DN 80 =
Closes the opening and covers 100 4 .o GPN 670 DN 100 |<_(E
sealing face and internal 125 5 L 0 o GPN 670 DN 125 Lu§
threads. Prevents accidental 150 6 o . GPN 670 DN 150 s:
dislodging. Also suitable for 200 8 e — Sl (T LAY -
8Ing. 250 10 . GPN 670 DN 250

BASF-Werknorm 14-150. , - ) )
This application table is a guide only. We will be happy to send you free samples for

testing. For apertures and bore holes without thread, please use dimensions B and C.

You might also be interested in the following products: GPN 650, GPN 655, GPN 680

www.metalika-kacin.com KAPSTO® www.metalika-kacin.com KAPSTO®
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COMPONENTS FOR INDUSTRY LFYANN

FLANGE COVERS

GPN 680

Standard colour: Yellow
Material: PE-LD

Better fit.
Protection for flanges in
accordance with DIN EN 12351.

Better.

Particularly suitable for fittings
with solid lining or tapered
bore holes. With hook-snaps
for firm fit.

Free test samples:
MK Slovenia  (+386) 0451053 60
MK Croatia (+385) 051213 060 _
MK Serbia  (+381)0112521756 «8 =8

o
“' \| ]
=y
\\\\\\%II!{
Suitable Nominal Dimensions
for external pressure
item Nominal width PN D E (G) Order no.
GPN 680 DN 10 10 10; 16; 25; 40 90 81 17 680 0010 0000
GPN 680 DN 15 15 10; 16; 25; 40 95 86 17 680 0015 0000
GPN 680 DN 20 20 10; 16; 25; 40 105 96 19 680 0020 0000
GPN 680 DN 25 25 10; 16; 25; 40 115 106 19 680 0025 0000
GPN 680 DN 32 32 10; 16; 25; 40 140 131 19 680 0032 0000
GPN 680 DN 40 40 10; 16; 25; 40 150 141 19 680 0040 0000
GPN 680 DN 50 50 10; 16: 25; 40 165 156 21 680 0050 0000
GPN 680 DN 65 65 10; 16; 25; 40 185 176 22 680 0065 0000
GPN 680 DN 80 80 10; 16: 25; 40 200 191 24 680 0080 0000
GPN 680 DN 100 100 10;16 220 211 24 680 0100 0000
GPN 680 DN 125 125 10;16 250 241 25 680 0125 0000
GPN 680 DN 150 150 10: 16 285 276 25 680 0150 0000
GPN 680 DN 200 200 10,16 340 331 27 680 0200 0000

Size inmm

For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

You might also be interested in the following products: GPN 650, GPN 655, GPN 670

www.metalika-kacin.com KAPSTO®

PROTECTIVE CAPS

GPN 690

Standard colour: Yellow

Material: PE-LD; PE-LLD (from
GPN 690/6006)

Better fit.

% Protection for SAE flange
collars.
Better.
Also suitable for pipe ends and
hose-fittings. A circumferential

rim ensures firm fit and easy
handling.

123
!_-;-_-— e
Free test samples:
MK Slovenia  (+386) 04 510 53 60
MK Croatia (+385) 051213 060 ;
MK Serbia  (+381)0112521756 <8 =8
| T
—
! e
]
|
JE
gD
Dimensions
item D E (G) Order no.
GPN 690 7/ 3001 30.2 294 6.9 690 3001 0000
GPN 690 /7 6001 317 309 79 690 6001 0000
GPN 690 / 3002 381 373 6.9 690 3002 0000
GPN 690 / 6002 413 405 89 690 6002 0000
GPN 690 7/ 3003 444 43.6 81 690 3003 0000
GPN 690 / 6003 474 46.4 95 690 6003 0000
GPN 690 / 3004 50.8 50 81 690 3004 0000
GPN 690 / 6004 54 53.2 104 690 6004 0000
GPN 690 / 3005 60.3 5215 81 690 3005 0000
GPN 690 / 6005 63.5 62.5 127 690 6005 0000
GPN 690 7/ 3006 714 706 9.7 690 3006 0000
GPN 690 /7 6006 794 786 127 690 6006 0000
GPN 690 / 0090 90.3 883 9 690 0090 0000
GPN 690 / 0106 106 104 10 690 0106 0000
GPN 690 7 0125 125 123 1 690 0125 0000
GPN 690 7/ 0150 150 148 12 690 0150 0000
GPN 690 7 0213 213 211 16 690 0213 0000
Sizeinmm
For information regarding materials, colours, drawings and the use of our items, please
refer to pages 124/125.

Guide for the application with SAE flanges

Pressure level 3000 PSI Pressure level 6000 PSI

(210 bar) Nominal width item (420 bar) Nominal width item
2 12 GPN 690 / 3001 12 ) GPN 690 / 6001
20 3/4 GPN 690 / 3002 20 3/4 GPN 690 / 6002
25 1 GPN 690 /3003 25 1 GPN 690 / 6003
32 11/4 GPN 690 / 3004 32 11/4 GPN 690 / 6004
40 1172 GPN 690 / 3005 40 112 GPN 690 / 6005
50 2 GPN 690 / 3006 50 2 GPN 690 /6006

This application table is a guide only. We would be happy to send you free samples
for testing.

The adjacent versions have been specially developed to cover SAE flanges. Pressure
ratings: 3000 PSland 6000 PSI.
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You might also be interested in the following product: GPN 640

www.metalika-kacin.com KAPSTO®
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Materials and Applications

Material Characteristics*

Type of plastic

PE-LD

PE-HD

PE-LLD

EVA

PHT

TPE

Sl

PP

PA 6

PA 6 GF 30

PA 6.6

PA 6.6 GF 35

PCR-PE

PET (Thermoforming grade)
PS (Thermoforming grade)

Designation

Polyethylene, Low Density
Polyethylene, High Density
Polyethylene, Linear Low Density
Ethylene-vinyl acetate
Thermoplastic polyester elastomer
Thermoplastic polyolefin elastomer
Silicone

Polypropylene

Polyamide 6

Polyamide 6 glass fibre reinforced
Polyamide 6.6

Polyamide 6.6 glass fibre reinforced
Post consumer recyclate, Polyethylene
Polyethylene terephthalate
Polystyrene

MK Slovenia

MK Croatia
MK Serbia

Free test samples:
(+386) 04 51053 60
(+385) 051213 060
(+381) 0112521 756

Hardness

soft / elastic

hard / elastic

soft / elastic

very soft / elastic
soft / elastic
extremly soft / elastic
extremely soft / elastic
hard/tough

hard / tough

hard

hard / tough

very hard

soft / elastic
hard/tough

hard/ stiff

KAPSTO® plastic protective solutions are primarily made from Polyethylene (PE-LD, PE-HD) and polypropylene (PP). These are hydrocarbon
compounds. They are recyclable, ground water neutral, and suitable for thermal use. For details, please see the product descriptions in this
catalogue. Other materials are available for special mechanical, thermal, or chemical loads. We will be happy to advise you.

Chemical Resistance*

Type of plastic

PE-LD

PE-HD

PE-LLD

EVA

PHT

TPE

Sl

PP

PA 6

PA 6 GF 30

PA6.6

PA 6.6 GF 35

PCR-PE

PET (Thermoforming grade)
PS (Thermoforming grade)

POPPELMANN

EmemoenNmoOemeoenmeOeo o Weakacids
O HO0OO0O0O0OOEOGOEDHNEO®O® O \Veakalkalis

® 00000600000 0 0 0 0 Alcohol

H EEO©Oe e NN NENBNBENBNENHNE Solvents

HoONOOGOOGOOENENNONENNNN Fuel

www.metalika-kacin.com

HONO©O©OeOO N EO@NEBNO®HE Mineraloils
®© 0000000 N OO0 0 O G(Grease/oils
O HEOEEEENOHEOHEO®O® O O \Vater, hot

® Resistant m Conditionally resistant

KAPSTO"®

POPPELMANN

Free test samples:
MK Slovenia  (+386) 04 510 53 60

MK Croatia  (+385) 051 213 060
MK Serbia (+381) 0112521756
Special Colours*

Colour Note Designation

Sulphur yellow Signal colour RAL 1016

Pure orange Signal colour RAL 2004

Fire red Signal colour RAL 3000

Light blue RAL 5012

Emerald green Signal colour RAL 6001

Squirrel grey RAL 7000

Blue grey RAL 7031

Fawn brown RAL 8007

Pure white RAL 9010

Jet black RAL 9005

Recycling blue

We manufacture our range of serial KAPSTO® plastic protective solutions in the specific standard colour listed in the respective product de-
scriptions within this catalogue. Custom-made products can also be made in a range of other colours at an additional cost. There may be colour
deviations for technical reasons. Deviations attributable to colour pigments or to the plastic raw materials are unavoidable. Please contact us if
your desired colour is not listed.

Physical properties*

Temperature resistance Light transmittance Dimensional tolerance

-
o I Y
: : : : gy BE
= 3 3 © [ A~ o—
£ £ £ . z & L 2z
g 5 5 o § g zz zQ
Type of plastic 7 o o ] = o [a)Ya) oo
PE-LD 80°C 60°C -40°C [ ) [
PE-HD 100°C 80°C -40°C [ [ ° [
PE-LLD 90°C 70°C -40°C ) [ [ ®
EVA 60°C 40°C -40°C ° ° [
PHT 180°C 120°C -40°C ) [
TPE 150°C 120°C -50°C ° °
Sl 250°C 170°C -50°C ) )
PP 130°C 100°C -20°C ° [
PA 6 150 °C 90°C -20°C ® ®
PA 6 GF 30 200°C 110°C -20°C ° [
PA 6.6 170°C 90°C -20°C ) [
PA 6.6 GF 35 220°C 110°C -20°C ® ®
PCR-PE 80°C 60°C -40°C [
PET (Thermoforming grade) 60°C 40°C -20°C [
PS (Thermoforming grade) 80°C 50°C -10°C [}

Dimensions in brackets represent technical reference dimensions and are not subject to general tolerance.

*Note:

KAPSTO® plastic protective solutions protect your component from damage and soiling during transport, storage and production process. The illustrated
applications are examples for intended use.

The specific application of the KAPSTO® protective solutions is at the discretion of the customer. Due to a large number of possible influences during
processing, use and application of our products, we recommend that the customer determines the suitability for his own intended purpose by performing
tests and experiments. We will be pleased to send you free samples for your tests.

The product and material information included in this catalogue are based on generally available information provided, for instance, by the raw material
suppliers. This information does not take into account the different effects on our product that may occur under the actual use intended by the customer.
The information provided does not constitute any promise of quality or durability, guaranteed properties or quality agreements. The purchaser or user
is not exempt from the duty of carrying out his own tests and trials to ensure that the product is suitable for the specific use intended by him. Occasional
small black dots are possible due to the production process and correspond to the state of the art.

We reserve the right to perform modifications due to errors without prior notification. lllustrations are representative.

© Copyright 01/2018 - All content, especially the texts, pictures, photographs and graphics are protected by copyright. All rights, including duplication,
publication, editing and translation, remain reserved. Duplication — even in extract form — or the grant of access to such material to the public on online
media requires our prior permission.

www.metalika-kacin.com KAPSTO®
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Special range
Fven more choice — Short leadtimes.

Products in our extensive KAPSTO® standard range are available ex
stock for immediate delivery.

Special
parts within
S days.

We can also offer another 2,000 versions from our KAPSTO® special
range, which can be produced quickly and cost-effectively for your
specific order using available moulds.

We will be happy to advise you: +49 4442 982-9100.

AllKAPSTO® advantages

on pages 128 - 135. Some examples of articles from the KAPSTO® non-standard range:

]
A 2
-4
- g —_—
Filling Closures Double plugs Combination plugs Bushes and sleeves Covers Cable Ties
without collar
Plugs with tab Double plugs Bushes and sleeves Valve covers Transport clamps Filling Closures
with collar

We do it.
Faster.

— T, ===
Locking screws Protective Caps Ribbed oval Caps for Tapered plugs Protective Plugs
for PG threads with Ribs plugs flanged pipe with tab
a—— g i
Screw Caps Tamper-proof Double-wall Fastenings Push-on Guardrings
closures protective caps clamps screw caps

www.metalika-kacin.com

KAPSTO"
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128 COMPONENTS FOR INDUSTRYLFYAEN
THE KAPSTO® ADVANTAGES /s : I|

All KAPSTO® advantages on "_,
poeppelmann.com/kapsto ?

Special colours and materials.

We do It.
More individualised.

In addition to the standard versions, we offer you the
possibility of having your plastic protective solutions made
in special colours and materials and even in signal colours —
don't hesitate to contact us!

Individual protective solutions.

You still haven't found the right protective solution? If required, we can develop and
produce individual custom-made products to your individual needs. Which task should
the protective solution fulfil? Should it have a handle or thread? What properties should
the material have? No matter how special your requirements for your protective solution
may be, we do it. And this is cheaper than you might expect. That's because
usually there is no need to design new moulds from scratch.

In most cases, it is sufficient to create special mould 2

inserts for existing moulds. For exact testing, we would \

be pleased to send you design, functional and installation =
samples in various materials.

New moulds, repairs and
maintenance.

Our in-house master mould concept allows the team at our mould
technology centre to be very flexible in the production of new
moulds. Besides, we can also offer you plenty of special versions ] o

that can be made for your specific order using existing moulds.
- ¥

e
~

Of course, our competent and customer-focused
project support team helps you by undertaking
all those numerous jobs involved in a project. You
will therefore save a lot of time and additional
cost-intensive interfaces (e.g. external
development agents and mould constructors).

Simply get in touch with us:

+386 4 / 510 53 60

or visit www.metalika-kacin.com

Proven and certified quality.

Our entire quality assurance team strive for consistent
quality, high output and exemplary cleanliness. Moreover,
our production has been certified according to DIN EN ISO
9001:2008, and our environmental management system is
audited in line with EMAS Il and DIN EN ISO 14001:2005.

Short development times. Highest technical cleanliness.
Rapid Prototyping allows us to create individual testing samples in On request, we manufacture our products for sensitive, safety-relevant and

= different materials, even in early development stages. Thanks to function-critical components in a special manufacturing area which is designed
Michael and his team, ideas and developments are therefore fast for maximum technical cleanliness. In order to ensure cleanliness, this special
and cheap to implement (and conceive). Moreover, with Rapid Tooling manufacturing area — the KAPSTO® cleanroom — is subject to regular sampling
we provide our customer with a faster and more economical way of and particle analyses according to VDA Volume 19 and ISO 16232.

getting to the finished product. At the same time, we minimise
risks and implement item designs or item versions in a more
realistic way.

www.metalika-kacin.com

KAPSTO®
advantages
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THE KAPSTO® ADVANTAGES

We do It.

Simpler.

Free test samples.

Do you require a protective solution from our standard range?

Request samples for testing purposes and to get a selection of
options — of course without obligation and free of charge. If you

are looking for the optimal solution, we would be pleased to
advise you personally.

Request a sample now:

MK Slovenia (+386) 04 510 53 60
MK Croatia (+385) 051 213 060
weserbia  (+381) 011 25 21 756

or visit www.metalika-kacin.com

www.metalika-kacin.com

Competent application support.

Our entire sales team can tap into all the corporate resources,

contacts, and experience gained in more than 60 years. If you
are looking for the optimal solution, we would be pleased to
advise you personally.

Direct on-site consulting.

All other Poppelmann KAPSTO® field service staff have fixed
areas of responsibility and are always happy to come to your
premises — this guarantees a fast and flexible appointment.
Thanks to many years of experience, they have extensive
product and application knowledge and will advise you in the
best possible way.

ﬁ:

All KAPSTO® advantages on g

poeppelmann.com/kapsto T--

e
=]

Intuitive online search.

The search function on www.poeppelmann.com allows
you to find the right protective solution through more
than 3,000 different designs. If you have any questions,
feel free to contact our application support team.

Freely selectable order
quantities.

Our entire logistics team strictly observes your requirements.
This is valid for every single delivery. We do not have standard
packaging. You are free to select the delivery quantity you
need in every order.

133
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A family-owned company.
Péppelmann — your strong partner.

Since 1949, the family-owned company of Poppelmann, with its five production sites and 550 injection Péppelmann FAMAC®
moulding machines, thermoforming lines and extruders, has grown into a leading manufacturer in the plastics
processing industry. Our customers in more than 90 countries value the "made by Poppelmann" quality. Our
success is down to our team of over 2,100 highly-qualified employees.

Functional components and modern packaging

Poppelmann FAMAC® develops and produces technically functional parts and packaging for the food,

This includes a wide range of sectors: We supply the commercial horticulture with plant pots and cultivation pharmaceutical and cosmetic industries as well as for the medical engineering sector. To this end, a quality
systems and are also partners for numerous companies in the fields of machine and equipment engineering, management system has been introduced and implemented in accordance with DIN EN ISO 9001:2008
the automotive, electrical, solar, food and beverage, chemical, pharmaceutical, cosmetics and medical and DIN EN I1SO 13485:2010, together with a hygiene management system in accordance with the
industries, as well as surface engineering and the controls and instruments industry. Codex Alimentarius.

Péppelmann at a glance:

© More than 2.100 employees worldwide. © In-house mould technology centre.
© 5 production sites. © 183 trainees.
© 550 plastics processing machines. © Customers in over 90 countries.
@ 4 divisions: KAPSTO®, K-TECH®,
FAMAC® and TEKU®.
Péppelmann K-TECH® Péppelmann TEKU®
High-precision engineered injection-moulded plastic parts Products for commercial horticulture
From development through to serial production: For sectors such as renewable energy, machine and The Poppelmann TEKU® division develops and produces plant pots and cultivation systems for the
equipment engineering as well as the automotive and electrical industry, Poppelmann K-TECH® manufactures professional horticulture industry. The diversity of the TEKU® range with over 600 products in
high-precision technical injection moulded parts. Specific quality requirements and individual new more than 2,000 versions offers the ideal solution for every type of cultivation. From pots and trays
developments are the norm here rather than the exception. through to custom printing, Poppelmann TEKU® offers you everything from one source.
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METALIKA KACIN | Slovenija
KACIN JOZICA s.p. METALIKA
Bedrih 27

SI-4226 ZIRI

Biro / Skladidce ZIRI
Raceva 8
SI-4226 ZIRI

T (+386) 04 / 510 53 60
M (+386) 041 / 694 339
E info@metalika-kacin.com

METALIKA KACIN | Hrvatska
KACIN METALIKA d.o.o.
Radiceva 18

HR-51000 RIJEKA

T (+385) 051 / 213 060
M (+385) 091 / 58 70 744
E hrvatska@metalika-kacin.com

METALIKA KACIN | Srbija
METALIKA KACIN d.0.0.
Kir Janjina 2

RS-11253 SREMCICA

T (+381) 011 / 2521756
M (+381) 062 / 311 768
E srbija@metalika-kacin.com
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