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Locking bar system for heavy doors

Advantages

■■ Both ends come ready to 
be connected to the handle 
mechanism.

■■ By cutting the bar, the handle 
mechanism can be installed in 
any position.

■■ Included in the scope of deli-
very: Locking bar system incl. 
base plate and 4 rod guides.

Materials

■■ Handle: aluminium

■■ Bolt box, base plate, bar 
guides and bars: steel, 
zinc plated

Remarks

1. Stroke 28mm

Locking bar system incl. base plate and 4 rod guides
Part Number Multi-point latches Installation type

a) 249-9205.00-00000 Yes screw-on

Specific accessories

b) 249-0508.00-00000 Rod for locking bar system ò16, 2000mm
b) 249-0509.00-00000 Rod for locking bar system ò16, 2500mm
b) 249-0510.00-00000 Rod for locking bar system ò16, 3000mm
c) 249-0410.00-00000 Rod guide for locking bar system ò16
d) 249-0203.00-00000 Bottom plate, straight

Specific accessories

e) 249-0304.00-00000 Bottom plate, angled
f) 249-0603.00-00000 Bar latching bushing for concrete, 2 parts

Locking Bar System ò16 [6-320.03]
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DST hitromontažna zapirala 
DST tool-less installation latches

METALIKA KACIN
Slovenija
(+386) 04 510 53 60
info@metalika-kacin.com
Hrvatska    
(+385) 051 213 060
hrvatska@metalika-kacin.com
SSrbija
(+381) 011 25 21 756
srbija@metalika-kacin.com

www.METALIKA-KACIN.com
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for cutout 14.1, length 13.5, with cylinder

Advantages

■■ Quarter-Turn with wing knob 
90° rotation.

■■ RH or LH application.

■■ The Quarter-Turn consists of 
two basic components which 
can be combined to suit your 
application.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ All locks supplied with two 
keys.

Materials

a) 

■■ Wing knob and housing:
zinc die, black or chrome 
plated

b) 

■■ Cam: steel, zinc plated 

Remarks

1. = Flat external seal

2. = Grab-collar

Door-thickness max. 2.5mm

Quarter-Turn with Wing Knob, zinc die
Part Number Housing length Latching type Door-thickness Grounding type Surface

a) 220-9301.00-00000 13.5 mm max. 2.5 mm chrome plated
b) 220-9303.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm chrome plated
b) 220-9305.00-00000 13.5 mm keyed different max. 2.5 mm chrome plated
a) 220-9302.00-00000 13.5 mm max. 2.5 mm Grounding nut chrome plated
b) 220-9304.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm Grounding nut chrome plated
b) 220-9306.00-00000 13.5 mm keyed different max. 2.5 mm Grounding nut chrome plated
a) 220-9307.00-00000 13.5 mm max. 2.5 mm black
b) 220-9309.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm black
b) 220-9311.00-00000 13.5 mm keyed different max. 2.5 mm black
a) 220-9308.00-00000 13.5 mm max. 2.5 mm Grounding nut black
b) 220-9310.00-00000 13.5 mm keyed alike DIRAK 2233X max. 2.5 mm Grounding nut black
b) 220-9312.00-00000 13.5 mm keyed different max. 2.5 mm Grounding nut black

Accessories

c) 155 1-058 Cams for Quarter-Turn Pr14.1

Assembly options

220-0001.00-00000 Assembling cam without o-ring
220-0004.00-00000 Assembling cam 90° to handle with o-ring

Quarter-Turn with Wing Knob Pr14.1 L13.5 [1-056]
Advantages

■■ Tool-less installation.

■■ Quarter-Turn clipped in.

■■ Secure fixation in the cutout 
with 2 clip-in noses.

■■ RH/ LH application.

■■ The Quarter-Turn consists of
two basic components which
can be combined to suit your
application.

■■ A pre-assembled Quarter-Turn
can be installed in the cutout.

■■ The Quarter-Turn can only be
clipped into the cutout when
it is open.

Materials

■■ Housing and insert:
PA, black

■■ Hexagon head screw:
stainless steel

Remarks

(S) door-thickness 0.8 [0.031 to
1.5 mm [0.059]

1. open position: delivery
 condition

Quarter-Turn housing with Insert
Part Number Insert Housing length Door-thickness Material Surface Installation type

a) 220-9701.00-00000 Slotted 2x4mm 13.5 mm 0.8 - 1.5 mm PA black tool-less

Accessories

b) 155 1-058 Cams for Quarter-Turn Pr14.1

Assembly options

220-0008.00-00000 Assembling (always in open condition)

Quarter-Turn Pr14.1 L13.5 [1-057]
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FINISH [C]

How to order:

Type of lock

Finish

TYPE OF LOCK COMPONENTS MATERIAL

Housing, insert Polyamide

Steel zinc plated

Opening direction

Left version

Right version

Castle in the closed position

Cut out

Note: The snap lock adapted to components made of plastic artificial.

Lock automatically after opening back to the closed position.

Cam

  Quarter turn
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length 13.5, with fixing clip

Advantages

■■ Cylinder Quarter-Turn with 
fixing clip.

■■ PA-version is electrically insu-
lated.

■■ RH / LH application.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Attention: please note the 
cutout!

■■ All locks supplied with two 
keys.

Materials

■■ Housing and cylinder: PA, 
black or zinc die, chrome 
plated

■■ Fixing clip and cam: steel, 
zinc plated

Remarks

1.= fixing clip

(S) door-thickness max. 2.2mm

Cylinder Quarter-Turn, cam with fixing clip
Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

a) 220-9601.00-00000 19 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm PA black
a) 220-9602.00-00000 19 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm PA black
a) 220-9603.00-00000 19 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm PA black
a) 220-9604.00-00000 19 mm keyed different 7.5 mm max. 2.2 mm PA black
a) 220-9605.00-00000 19 mm keyed different 13.5 mm max. 2.2 mm PA black
a) 220-9606.00-00000 19 mm keyed different 19.5 mm max. 2.2 mm PA black
c) 220-9201.00-07200 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9202.00-07200 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9203.00-07200 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9204.00-07200 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9205.00-07200 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9206.00-07200 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Cylinder Quarter-Turn, cam riveted
Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

b) 220-9201.00-00000 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9202.00-00000 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9203.00-00000 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9204.00-00000 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9205.00-00000 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9206.00-00000 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Accessories

155 1-058 Cams for Quarter-Turn Pr14.1

Cylinder Quarter-Turn L13.5 [1-054]
length 13.5, with fixing clip

Advantages

■■ This Quarter-Turn consists
of three basic parts which
can be combined to suit your
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn
can be installed in the cutout.

■■ Max. IP54.

■■ Note: On LH doors the ope-
ning direction is clockwise.

Materials

a)

■■ Housing: PA, black or zinc
die, chrome plated

■■ Fixing clip: steel, zinc plated

■■ Grounding clip: stainless
steel 

Quarter-Turn, zinc die, chrome plated
Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9007.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less
a) 220-9013.00-00000 RH 13.5 mm max. 2.2 mm tool-less

Quarter-Turn, PA, black
Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9501.00-00000 RH 13.5 mm max. 2.2 mm tool-less
a) 220-9503.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less

Accessories

758 6-100 Key
c) 155 1-058 Cams for Quarter-Turn Pr14.1
b) 154 1-059 Inserts and Finger Pull for Quarter-Turn Pr14.1

Assembly options

220-0001.00-00000 Assembling cam without o-ring
220-0006.00-00000  Assembling cam 90° to wing knob without 

o-ring

Quarter-Turn L13.5 [1-048]
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length 13.5, with fixing clip

Advantages

■■ Cylinder Quarter-Turn with
fixing clip.

■■ PA-version is electrically insu-
lated.

■■ RH / LH application.

■■ A pre-assembled Quarter-Turn
can be installed in the cutout.

■■ Attention: please note the
cutout!

■■ All locks supplied with two
keys.

Materials

■■ Housing and cylinder: PA,
black or zinc die, chrome
plated

■■ Fixing clip and cam: steel,
zinc plated

Remarks

1.= fixing clip

(S) door-thickness max. 2.2mm

Cylinder Quarter-Turn, cam with fixing clip
Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

a) 220-9601.00-00000 19 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm PA black
a) 220-9602.00-00000 19 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm PA black
a) 220-9603.00-00000 19 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm PA black
a) 220-9604.00-00000 19 mm keyed different 7.5 mm max. 2.2 mm PA black
a) 220-9605.00-00000 19 mm keyed different 13.5 mm max. 2.2 mm PA black
a) 220-9606.00-00000 19 mm keyed different 19.5 mm max. 2.2 mm PA black
c) 220-9201.00-07200 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9202.00-07200 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9203.00-07200 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9204.00-07200 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9205.00-07200 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
c) 220-9206.00-07200 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Cylinder Quarter-Turn, cam riveted
Part Number Construction depth Latching type H-dimension Door-thickness Material Surface

b) 220-9201.00-00000 18 mm keyed alike DIRAK 2233X 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9202.00-00000 18 mm keyed alike DIRAK 2233X 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9203.00-00000 18 mm keyed alike DIRAK 2233X 19.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9204.00-00000 18 mm keyed different 7.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9205.00-00000 18 mm keyed different 13.5 mm max. 2.2 mm zinc die chrome plated
b) 220-9206.00-00000 18 mm keyed different 19.5 mm max. 2.2 mm zinc die chrome plated

Accessories

155 1-058 Cams for Quarter-Turn Pr14.1

Cylinder Quarter-Turn L13.5 [1-054]
length 13.5, with fixing clip

Advantages

■■ This Quarter-Turn consists 
of three basic parts which 
can be combined to suit your 
application.

■■ On request parts can be 
assembled by DIRAK.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ Max. IP54.

■■ Note: On LH doors the ope-
ning direction is clockwise.

Materials

a)

■■ Housing: PA, black or zinc 
die, chrome plated

■■ Fixing clip: steel, zinc plated

■■ Grounding clip: stainless 
steel 

Quarter-Turn, zinc die, chrome plated
Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9007.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less
a) 220-9013.00-00000 RH 13.5 mm max. 2.2 mm tool-less

Quarter-Turn, PA, black
Part Number Version Housing length Door-thickness Grounding type Installation type

a) 220-9501.00-00000 RH 13.5 mm max. 2.2 mm tool-less
a) 220-9503.00-00000 RH 13.5 mm max. 2.2 mm Grounding clip tool-less

Accessories

758 6-100 Key
c) 155 1-058 Cams for Quarter-Turn Pr14.1
b) 154 1-059 Inserts and Finger Pull for Quarter-Turn Pr14.1

Assembly options

220-0001.00-00000 Assembling cam without o-ring
220-0006.00-00000 Assembling cam 90° to wing knob without 

o-ring

Quarter-Turn L13.5 [1-048]
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stainless steel AISI 316, for cutout 20.1, 
length 18, vibration-proof

Advantages

■■ Safety Quarter-Turn, vibra-
tion-proof with high compres-
sion force.

■■ With the double bit versi-
ons the key is captive in the 
open position, according to 
DIN 43668.

■■ IP65 according to DIN EN 
60529.

■■ Additional advantage: com-
pletely closed surface.

Materials

■■ Housing: stainless steel 
AISI 316L

■■ Insert, escutcheon, spring 
loaded link and pin: stainless 
steel AISI 316

Quarter-Turn with insert
Part Number Insert Housing length Door-thickness Version Material Installation type

a) 255-9429.00-00000 Double bit 3mm pin 18 mm max. 8 mm RH Stainless Steel screw-on
a) 255-9430.00-00000 Double bit 3mm pin 18 mm max. 8 mm LH Stainless Steel screw-on
a) 255-9409.00-00000 Double bit 5mm pin 18 mm max. 8 mm RH Stainless Steel screw-on
a) 255-9410.00-00000 Double bit 5mm pin 18 mm max. 8 mm LH Stainless Steel screw-on
a) 255-9402.00-00000 Square 7mm 18 mm max. 8 mm RH / LH Stainless Steel screw-on
a) 255-9403.00-00000 Square 8mm 18 mm max. 8 mm RH / LH Stainless Steel screw-on
a) 255-9405.00-00000 Triangular 8mm 18 mm max. 8 mm RH / LH Stainless Steel screw-on

Accessories

b) 162 7-105 Cams L35/45 stainless steel
167 1-262 Cam variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring

Safety Quarter-Turn Pr20.1 L18 [7-075]
Advantages

■■ Low-profile safety Quar-
ter-Turn vibration-proof also at
high sealing pressure through
an integrated latch.

■■ Tool-less installation.

■■ Vibration-proof installation.

■■ Blind installation.

■■ Rectangular cutout guaran-
tees a perfect alignment.

■■ Not possible without an
appropriate key.

■■ The key is captive in open
position according to
DIN 43668.

■■ Additional advantage:
 complete closed surface.

■■ RH / LH application.

■■ Pre-assembled RH/LH upon
request.

■■ IP65 according to DIN EN
60529.

■■ Grounding by grounding clip.

Materials

■■ Housing, insert, spring
 loaded link and escutcheon:
zinc die, chrome plated

■■ Snap wedges: sintered steel

■■ O-Ring: NBR, black

■■ Serrated screw: steel,
zinc plated

Remarks

ATTENTION:  H-dimension 
of the cam not less than 
≥12mm(0.472)!

The pull-off force for double bit 
version is max. 300N. 

Safety Quarter-Turn
Part Number Insert Clamping range Grounding type Housing length Installation type

a) 455-9001.00-00013 Double bit 3mm pin 1.0 - 1.7 mm Grounding clip 18 mm tool-less
a) 455-9001.00-00018 Double bit 3mm pin 1.5 - 2.2 mm Grounding clip 18 mm tool-less
a) 455-9001.00-00026 Double bit 3mm pin 2.3 - 3.0 mm Grounding clip 18 mm tool-less
b) 455-9002.00-00013 Double bit 5mm pin 1.0 - 1.7 mm Grounding clip 18 mm tool-less
b) 455-9002.00-00018 Double bit 5mm pin 1.5 - 2.2 mm Grounding clip 18 mm tool-less
b) 455-9002.00-00026 Double bit 5mm pin 2.3 - 3.0 mm Grounding clip 18 mm tool-less
c) 455-9004.00-00013 Square 8mm 1.0 - 1.7 mm Grounding clip 18 mm tool-less
c) 455-9004.00-00018 Square 8mm 1.5 - 2.2 mm Grounding clip 18 mm tool-less
c) 455-9004.00-00026 Square 8mm 2.3 - 3.0 mm Grounding clip 18 mm tool-less

Accessories

d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable
e) 182 2-151 2-, 3- and 4-Point Cam Adapter

Function extension

f) 200-1101.04-00000 Grounding clip

DST Safety Quarter-Turn Pr32x20 L18 [1-085DST]
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Advantages

■■ Low profile Quarter-Turn with 
FIAT insert. 

■■ Tool-less installation. 

■■ Vibration-proof installation. 

■■ Blind installation. 

■■ Rectangular cutout guaran-
tees a perfect alignment. 

■■ The insert is not possible 
 without an appropriate key. 

■■ The key is removable in  
90° steps. 

■■ RH / LH application. 

■■ Pre-assembly upon request. 

■■ IP65 according to DIN EN 
60529.

■■ Grounding by grounding clip.

Materials

■■ Housing, insert and 
 escutcheon: zinc die, chrome 
plated 

■■ Snap wedges: sintered steel 

■■ O-Ring: NBR, black 

■■ Serrated screw: steel,  
zinc plated

Remarks

ATTENTION:  
H-dimension of the cam not less 
than ≥12mm(0.472)! 

Quarter-Turns
  Part Number Clamping range Insert Grounding type Material Surface Installation type

a) 455-9003.00-00013 1.0 - 1.7 mm FIAT insert Grounding clip zinc die chrome plated tool-less
a) 455-9003.00-00018 1.5 - 2.2 mm FIAT insert Grounding clip zinc die chrome plated tool-less
a) 455-9003.00-00026 2.3 - 3.0 mm FIAT insert Grounding clip zinc die chrome plated tool-less

Accessories

b) 160 1-102 Cams L35/45 steel
b) 167 1-262 Cam variable
c) 182 2-151 2-, 3- and 4-Point Cam Adapter

Specific accessories

f) 759 204-0302.42-00000 FIAT key

Function extension

d) 200-1101.04-00000 Grounding clip

DST Quarter-Turn Pr32x20 L18 with FIAT Insert [1-086DST]
for cutout 20.1, length 18

Advantages

■■ Quarter-Turn with FIAT insert.

■■ Not possible without an 
appropriate key.

■■ The key is removable in  
90° steps.

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ Grounding by grounding nut.

Materials

■■ Housing: zinc die, chrome 
plated or black

■■ Insert and escutcheon:  
zinc die, chrome plated

■■ Grounding nut: zinc die

■■ Flat external seal and 
O-Ring: NBR/Perbunan, black

■■ Serrated screw: steel,  
zinc plated

Quarter-Turns
  Part Number Housing length Door-thickness Insert Grounding type Material Surface Installation type

a) 255-9811.00-00000 18 mm max. 8 mm FIAT insert Grounding nut zinc die chrome plated screw-on
a) 255-9861.00-00000 18 mm max. 8 mm FIAT insert Grounding nut zinc die black screw-on

Accessories

b) 160 1-102 Cams L35/45 steel
b) 167 1-262 Cam variable
c) 182 2-151 2-, 3- and 4-Point Cam Adapter

Specific accessories

d) 759 204-0302.42-00000 FIAT key

Quarter-Turn with FIAT Insert Pr.20.1 L 18 [1-086]

Qu
ar
te
r-
Tu
rn
s

Qu
ar
te
r-
Tu
rn
s

w
w
w
.M

ET
AL

IK
A-

K
AC

IN
.c
om

www.METALIKA-KACIN.com



60 | www.DIRAK.comQuarter-Turns | 61Quarter-Turns

for cutout 20.1, very compact and tool-less installation

Advantages

■■ Compression 3mm (0.118).

■■ Vibration-proof.

■■ Fixed cam H-dimension 8mm 
(0.315), L36mm (1.417).

■■ RH / LH application.

■■ Tool-less installation with a
spring clip.

■■ IP65 according to DIN EN
60529.

■■ A pre-assembled Quarter-Turn
can be installed through the
cutout.

■■ Marking on the casing top
indicates the final position.

Materials

■■ Housing, insert and cam:
zinc die, black

■■ Fixing clip: stainless steel

■■ Flat external seal and
o-ring: NBR

Remarks

(S) door-thickness max. 2mm
[0.079]

1. flat external seal

2. ramp 1.5mm [0.059]

3. fastening clip

4. markings

5. stroke

Compression Latch
Part Number Insert Construction depth 

opened
Door-thickness Material Surface Installation type

291-9102.00-00000 Slotted 2x4mm 22 mm max. 2 mm zinc die black tool-less

Compression Latch Pr20.1 [1-071]
Advantages

■■ For application outside sealed 
area.

■■ Compression 4.5mm.

■■ RH / LH application.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Matching dots mark the final 
position (see lower drawing).

■■ A further advantage:
The double function is espe-
cially beneficial for pressuri-
zed enclosures. After the first 
90° opening turn, the pressure 
can escape because the door 
is still latched.

Materials

■■ Housing, insert, cam, frame-
part and spacer: zinc die, 
black 

■■ Fixing clip: spring steel, zinc 
plated

Remarks

1. = Close the door 

2. = First 90° rotation: the cam 
latches behind the frame into 
the locked position. The door 
cannot be opened.

3. = A further 90° rotation will 
pull the already latched cam 
towards the frame: the seal is 
compressed, the door is latched 
and free of play.

(S) door-thickness 1.5 [0.059] to 
2.2mm [0.087].

Compression Latch
Part Number Insert Version Compression

a) 291-9005.00-00000 Double bit 3mm pin for door bending 18mm 4,5
a) 291-9001.00-00000 Double bit 5mm pin for door bending 18mm 4,5
a) 291-9004.00-00000 Triangular 8mm for door bending 18mm 4,5
a) 291-9002.00-00000 Square 8mm for door bending 18mm 4,5
a) 291-9003.00-00000 Slotted 2x4mm for door bending 18mm 4,5
b) 291-9011.00-00000 Double bit 3mm pin for door bending 23mm 4,5
b) 291-9007.00-00000 Double bit 5mm pin for door bending 23mm 4,5
b) 291-9010.00-00000 Triangular 8mm for door bending 23mm 4,5
b) 291-9008.00-00000 Square 8mm for door bending 23mm 4,5
b) 291-9009.00-00000 Slotted 2x4mm for door bending 23mm 4,5

Compression Latch Pr20.1 [1-070]
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Low profile Cylinder Quarter-Turn with different housing lengths

Advantages

■■ RH / LH application.

■■ Please configure the Quar-
ter-Turn with insert and cam.

■■ On request parts can be 
assembled with cam.

■■ A pre-assembled Quarter-Turn 
can be installed in the cutout.

■■ 2 Keys included.

■■ With stainless cylinder cover 
and dust-shutter.

■■ Maximum load for the key 4 
Nm.

Materials

■■ Housing: zinc die, chrome 
plated or black 

■■ Nut and Serrated screw:
steel, zinc plated 

■■ Adapter: zinc die, untreated

Remarks

IP65 according to DIN EN 60529 
only with dust cap.

1. = Adapter

2. = Dust-shutter

3. = Cylinder cover

Quarter-Turn with cylinder, zinc die
Part Number Housing length Latching type Door-thickness Surface

a) 100-9081.00-10030 30 mm keyed alike DIRAK 1333 max. 20 mm chrome plated
a) 100-9081.00-10050 50 mm keyed alike DIRAK 1333 max. 40 mm chrome plated
a) 100-9081.00-20030 30 mm keyed alike DIRAK 1333 max. 20 mm black
a) 100-9081.00-20050 50 mm keyed alike DIRAK 1333 max. 40 mm black
a) 100-9082.00-10030 30 mm keyed different max. 20 mm chrome plated
a) 100-9082.00-10050 50 mm keyed different max. 40 mm chrome plated
a) 100-9082.00-20030 30 mm keyed different max. 20 mm black
a) 100-9082.00-20050 50 mm keyed different max. 40 mm black
a) 100-9083.00-10030 30 mm keyed alike DS200 max. 20 mm chrome plated
a) 100-9083.00-10050 50 mm keyed alike DS200 max. 40 mm chrome plated
a) 100-9083.00-20030 30 mm keyed alike DS200 max. 20 mm black
a) 100-9083.00-20050 50 mm keyed alike DS200 max. 40 mm black

Accessories

174 1-270 Dust Caps and Sealing Plug Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1
160 1-102 Cams L35/45 steel
167 1-262 Cam variable

Assembly options

200-0001.00-00000 Assembling cam without o-ring

Cylinder Quarter-Turn Pr20.1 L30-50 [1-120.01]
Advantages

■■ Flush Quarter-Turn for Snap-in
installation into cutout
32x20.1mm.

■■ Tool-less installation.

■■ Vibration-proof installation.

■■ Blind installation.

■■ Rectangular cutout guaran-
tees a perfect alignment.

■■ RH/LH application.

■■ The rotatable bottom can be
positioned in any 90° posi-
tion, making the bit of the key
always pointing in the same
direction for both RH and LH
doors.

■■ Pre-assembly RH/LH upon
request.

■■ Grounding by grounding clip.

Materials

■■ Housing and cylinder:
zinc die, chrome plated

■■ Snap wedges: sintered steel

■■ Loose bottom: zinc die,
zinc plated

■■ Serrated screw and cam:
steel, zinc plated

■■ O-Ring: NBR, black, serves
as security for the snap wed-
ges

Remarks

H-dimension of the cam
L=35 ≥ 12mm (0.472)

H-dimension of the cam
L=45 ≥ 6mm (0.236)

1. = rotatable bottom for RH/LH

Quarter-Turn with cylinder, zinc die
Part Number Clamping range Surface Latching type Installation type

a) 406-9007.00-00013 1.0 - 1.7 mm chrome plated keyed alike DIRAK 1333 tool-less
a) 406-9007.00-00018 1.5 - 2.2 mm chrome plated keyed alike DIRAK 1333 tool-less
a) 406-9007.00-00026 2.3 - 3.0 mm chrome plated keyed alike DIRAK 1333 tool-less
a1) 406-9008.00-00013 1.0 - 1.7 mm chrome plated keyed different tool-less
a1) 406-9008.00-00018 1.5 - 2.2 mm chrome plated keyed different tool-less
a1) 406-9008.00-00026 2.3 - 3.0 mm chrome plated keyed different tool-less
a) 406-9009.00-00013 1.0 - 1.7 mm black keyed alike DIRAK 1333 tool-less
a) 406-9009.00-00018 1.5 - 2.2 mm black keyed alike DIRAK 1333 tool-less
a) 406-9009.00-00026 2.3 - 3.0 mm black keyed alike DIRAK 1333 tool-less
a1) 406-9010.00-00013 1.0 - 1.7 mm black keyed different tool-less
a1) 406-9010.00-00018 1.5 - 2.2 mm black keyed different tool-less
a1) 406-9010.00-00026 2.3 - 3.0 mm black keyed different tool-less

Accessories

c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable
b) 200-1103.04-00000 Grounding clip

DST Cylinder Quarter-Turn Pr32x20 L22 [1-120DST]
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Compression Latch with insert, bending 22
Part Number Insert Clamping range H-dimension Compression Installation type

a) 448-9101.00-01012 Square 8mm 0.8 - 1.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-01016 Square 8mm 1.3 - 2.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-01020 Square 8mm 1.8 - 2.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-01026 Square 8mm 2.3 - 3.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-01031 Square 8mm 2.8 - 3.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-02012 Double bit 3mm pin 0.8 - 1.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-02016 Double bit 3mm pin 1.3 - 2.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-02020 Double bit 3mm pin 1.8 - 2.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-02026 Double bit 3mm pin 2.3 - 3.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-02031 Double bit 3mm pin 2.8 - 3.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-03012 Double bit 5mm pin 0.8 - 1.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-03016 Double bit 5mm pin 1.3 - 2.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-03020 Double bit 5mm pin 1.8 - 2.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-03026 Double bit 5mm pin 2.3 - 3.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-03031 Double bit 5mm pin 2.8 - 3.5 mm 22 mm max. 20 tool-less

Compression Latch with insert, bending 28
Part Number Insert Clamping range H-dimension Compression Installation type

b) 448-9102.00-01012 Square 8mm 0.8 - 1.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-01016 Square 8mm 1.3 - 2.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-01020 Square 8mm 1.8 - 2.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-01026 Square 8mm 2.3 - 3.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-01031 Square 8mm 2.8 - 3.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-02012 Double bit 3mm pin 0.8 - 1.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-02016 Double bit 3mm pin 1.3 - 2.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-02020 Double bit 3mm pin 1.8 - 2.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-02026 Double bit 3mm pin 2.3 - 3.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-02031 Double bit 3mm pin 2.8 - 3.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-03012 Double bit 5mm pin 0.8 - 1.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-03016 Double bit 5mm pin 1.3 - 2.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-03020 Double bit 5mm pin 1.8 - 2.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-03026 Double bit 5mm pin 2.3 - 3.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-03031 Double bit 5mm pin 2.8 - 3.5 mm 28 mm max. 20 tool-less

Advantages

■■ Flush Quarter-Turn with
 planetary gear.

■■ For Snap-in installation into
cutout 32x20.1mm.

■■ Tool-less installation.

■■ Vibration-proof according to
DIN EN 61373.

■■ Blind installation.

■■ Rectangular cutout guaran-
tees a perfect alignment.

■■ RH / LH application, must not
be converted when the door is
changed.

■■ High transmission ratio with
compression path 10-20mm
(1.).

■■ The Compression Latch can
be snapped-in into the cutout
as a completely pre-assem-
bled unit.

■■ Rolling friction by cam with
POM-roller.

■■ IP65 according to DIN EN
60529.

Materials

■■ Housing and insert: zinc die,
chrome plated

■■ Cam: zinc die, zinc plated

■■ Snap wedges: sintered steel

■■ Spring: spring steel

■■ Washer: steel, zinc plated

■■ Roller: POM, matt black

■■ Cover: PA6, black

■■ O-Ring: NBR, black

■■ Collar screw: steel

Remarks

Closing- and opening operation 
180°, left and right turning, posi-
tive detent in closed and open 
position.

1. Compression

2. O-ring

DST Compression Latch Pr32x20 L22/28 [1-081DST]
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Compression Latch with insert, bending 22
  Part Number Insert Clamping range H-dimension Compression Installation type

a) 448-9101.00-01012 Square 8mm 0.8 - 1.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-01016 Square 8mm 1.3 - 2.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-01020 Square 8mm 1.8 - 2.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-01026 Square 8mm 2.3 - 3.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-01031 Square 8mm 2.8 - 3.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-02012 Double bit 3mm pin 0.8 - 1.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-02016 Double bit 3mm pin 1.3 - 2.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-02020 Double bit 3mm pin 1.8 - 2.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-02026 Double bit 3mm pin 2.3 - 3.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-02031 Double bit 3mm pin 2.8 - 3.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-03012 Double bit 5mm pin 0.8 - 1.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-03016 Double bit 5mm pin 1.3 - 2.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-03020 Double bit 5mm pin 1.8 - 2.5 mm 22 mm max. 20 tool-less
a) 448-9101.00-03026 Double bit 5mm pin 2.3 - 3.0 mm 22 mm max. 20 tool-less
a) 448-9101.00-03031 Double bit 5mm pin 2.8 - 3.5 mm 22 mm max. 20 tool-less

Compression Latch with insert, bending 28
  Part Number Insert Clamping range H-dimension Compression Installation type

b) 448-9102.00-01012 Square 8mm 0.8 - 1.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-01016 Square 8mm 1.3 - 2.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-01020 Square 8mm 1.8 - 2.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-01026 Square 8mm 2.3 - 3.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-01031 Square 8mm 2.8 - 3.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-02012 Double bit 3mm pin 0.8 - 1.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-02016 Double bit 3mm pin 1.3 - 2.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-02020 Double bit 3mm pin 1.8 - 2.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-02026 Double bit 3mm pin 2.3 - 3.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-02031 Double bit 3mm pin 2.8 - 3.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-03012 Double bit 5mm pin 0.8 - 1.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-03016 Double bit 5mm pin 1.3 - 2.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-03020 Double bit 5mm pin 1.8 - 2.5 mm 28 mm max. 20 tool-less
b) 448-9102.00-03026 Double bit 5mm pin 2.3 - 3.0 mm 28 mm max. 20 tool-less
b) 448-9102.00-03031 Double bit 5mm pin 2.8 - 3.5 mm 28 mm max. 20 tool-less

Advantages

■■ Flush Quarter-Turn with 
 planetary gear.

■■ For Snap-in installation into 
cutout 32x20.1mm.

■■ Tool-less installation.

■■ Vibration-proof according to 
DIN EN 61373. 

■■ Blind installation.

■■ Rectangular cutout guaran-
tees a perfect alignment.

■■ RH / LH application, must not 
be converted when the door is 
changed.

■■ High transmission ratio with 
compression path 10-20mm 
(1.).

■■ The Compression Latch can 
be snapped-in into the cutout 
as a completely pre-assem-
bled unit.

■■ Rolling friction by cam with 
POM-roller.

■■ IP65 according to DIN EN 
60529.

Materials

■■ Housing and insert: zinc die, 
chrome plated 

■■ Cam: zinc die, zinc plated 

■■ Snap wedges: sintered steel 

■■ Spring: spring steel 

■■ Washer: steel, zinc plated

■■ Roller: POM, matt black 

■■ Cover: PA6, black 

■■ O-Ring: NBR, black 

■■ Collar screw: steel

Remarks

Closing- and opening operation 
180°, left and right turning, posi-
tive detent in closed and open 
position.

1. Compression

2. O-ring

DST Compression Latch Pr32x20 L22/28 [1-081DST]
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stainless steel AISI 303 or 316L

Advantages

■■ Please configure the Quar-
ter-Turn with insert and cam.

■■ Housing L18 is water- and 
dust-tight according to IP65 
DIN EN 60529. It can reach 
IP67 DIN EN 60529 by addi-
tional o-ring 
(200-1002.00-00000).

■■ Housings L30 to L60 can 
reach IP65/67 DIN EN 60529 
by additional o-ring 
(839-3771.00-00935).

■■ Adapter sets can consist of 
one more seperate extensi-
ons.

■■ A pre-assembled Quarter-Turn 
can be installed through the 
cutout.

Materials

■■ Housing: stainless steel 
AISI 303 or AISI 316L

■■ Grounding nut: stainless 
steel AISI 316L

■■ Adapter: stainless steel 
AISI 316

■■ Flat external seal and 
o-ring: NBR

Remarks

1. Flat external seal

Housing with flat seal and grounding nut
Part Number Housing length Door-thickness suitable Adapter set Grounding type Material Version Installation type

a) 200-9043.00-00000 18 mm max. 8 mm Grounding nut Stainless Steel AISI 316L screw-on
b) 200-9072.00-00000 30 mm max. 20 mm L14 Grounding nut Stainless Steel AISI 303 screw-on
b) 100-9024.00-00000 36 mm max. 26 mm L21 Grounding nut Stainless Steel AISI 303 screw-on
b) 200-9073.00-00000 40 mm max. 30 mm L24 Grounding nut Stainless Steel AISI 303 screw-on
b) 200-9074.00-00000 50 mm max. 40 mm L33 Grounding nut Stainless Steel AISI 303 screw-on
b) 200-9075.00-00000 60 mm max. 50 mm L45 Grounding nut Stainless Steel AISI 303 screw-on

Accessories

c) 158 7-082 Insert Stainless Steel Pr20.1
174 1-270 Dust Caps and Sealing Plug Pr20.1
175 1-270.01 Finger Pull for Quarter-Turn Pr20.1
758 6-100 Key

d) 162 7-105 Cams L35/45 stainless steel
e) 200-1002.00-00000 O-ring 10 x 2.0mm

Accessories

f) 839-3771.00-00935 O-ring 9 x 3.5mm
g) 100-9019.00-00000 Adapter set L14
g) 100-9020.00-00000 Adapter set L21
g) 100-9022.00-00000 Adapter set L33
g) 100-9021.00-00000 Adapter set L24
g) 100-9023.00-00000 Adapter set L45

Assembly options

200-0002.00-00000 Assembling cam with o-ring

Quarter-Turn Pr20.1 L18 - L60 [7-080]
Advantages

■■ Flush Quarter-Turn for clip-in
installation into cutout
32x20.1mm.

■■ Tool-less installation.

■■ Vibration-proof installation.

■■ Blind installation.

■■ Rectangular cutout guaran-
tees a perfect alignment.

■■ LH and RH application
 (bottom with 90°-stop can be
rotated).

■■ Pre-assembly RH/LH upon
request.

■■ IP65 according to DIN EN
60529 (o-ring for housing
is included). O-ring 200-
1001.00-00000, for insert,
please order separately.

■■ Grounding by grounding clip.

Materials

■■ Housing: PA, black or zinc
die, chrome plated

■■ Snap wedges: sintered steel

■■ O-Ring: NBR, black

Remarks

Attention: H-dimension of 
the cam not less than ≥12mm 
(0.472)!

1. O-ring

2. rotatable bottom for RH/LH

Quarter-Turns
Part Number Clamping range Material Surface Grounding type

a) 406-9005.00-00013 1.0 - 1.7 mm PA black Grounding clip
a) 406-9005.00-00016 1.3 - 2.0 mm PA black Grounding clip
a) 406-9005.00-00018 1.5 - 2.2 mm PA black Grounding clip
a) 406-9005.00-00021 1.8 - 2.5 mm PA black Grounding clip
a) 406-9005.00-00026 2.3 - 3.0 mm PA black Grounding clip
a) 406-9005.00-00031 2.8 - 3.5 mm PA black Grounding clip
a) 406-9006.00-00013 1.0 - 1.7 mm zinc die chrome plated Grounding clip
a) 406-9006.00-00016 1.3 - 2.0 mm zinc die chrome plated Grounding clip
a) 406-9006.00-00018 1.5 - 2.2 mm zinc die chrome plated Grounding clip
a) 406-9006.00-00021 1.8 - 2.5 mm zinc die chrome plated Grounding clip
a) 406-9006.00-00026 2.3 - 3.0 mm zinc die chrome plated Grounding clip
a) 406-9006.00-00031 2.8 - 3.5 mm zinc die chrome plated Grounding clip

Accessories

b) 156 1-101 Inserts Pr20.1
c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

Function extension

200-1001.00-00000 O-ring 12 x 2.0mm
d) 200-1101.04-00000 Grounding clip

DST Quarter-Turn Pr32x20 L18 [1-083DST]
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TRENTA, for cutout 30x30, length 18, for 
inserts, tool-less installation

Advantages

■■ Elegant, flush Quarter-Turn for
Snap-in installation into cutout
30x30mm.

■■ RH and LH application.

■■ The Quarter-Turn can be
snapped-in as a completely
pre-assembled unit.

■■ To guarantee a correct posi-
tional installation, the cutouts
can have indentations.

■■ IP65 according to DIN EN
60529 by sealing kit.

■■ Grounding by grounding clip.

Materials

■■ Housing: zinc die, black

■■ Snap wedges: sintered steel

■■ Clip: spring steel

Remarks

Attention: H-dimension not less
than ≥ 14mm (0.551)!

Quarter-Turn TRENTA
Part Number Clamping range quantity SNAP wedges Installation type

406-9001.00-00015 0.8 - 1.5 mm 4, for H.D. applications tool-less
406-9001.00-00020 1.3 - 2.0 mm 4, for H.D. applications tool-less
406-9001.00-00022 1.5 - 2.2 mm 4, for H.D. applications tool-less
406-9002.00-00015 0.8 - 1.5 mm 2, for light applications tool-less
406-9002.00-00020 1.3 - 2.0 mm 2, for light applications tool-less
406-9002.00-00022 1.5 - 2.2 mm 2, for light applications tool-less

Accessories

156 1-101 Inserts Pr20.1
160 1-102 Cams L35/45 steel
167 1-262 Cam variable
756 292-0306.80-02530 Tool for uninstallation

Function extension

200-1105.93-00000 Grounding clip
209-9004.00-00000 Sealing kit IP65 for Qurater-Turn Pr30

DST Quarter-Turn Pr30 L18 [1-082DST]
Advantages

■■ Compression 6 mm.

■■ Vibration-proof according to 
DIN EN 61373.

■■ RH and LH version.

■■ The flap is standing upright 
(90°) in unlocked position.

■■ The open flap indicates 
locking position and protects 
against dust and water.

■■ IP65/IP67 according to 
DIN EN 

■■ The spring loaded flap first 
closes, when compression 
latch is closed securely.

Materials

■■ Housing, flap and insert: 
zinc die, black

■■ Grounding nut: zinc die, 
untreated

■■ Screw, nut and spring: 
stainless steel

■■ O-Rings: NBR

Remarks

The H-dimension can be varied 
by the cranking of the cams.

1. Single sided grounding nut 

(S) = max. 8 mm.

Compression Latch
Part Number Insert Version Grounding type Compression

a) 248-9601.00-00001 Double bit 3mm pin RH Grounding nut 6
a) 248-9601.00-00002 Double bit 5mm pin RH Grounding nut 6
a) 248-9601.00-00003 Square 8mm RH Grounding nut 6
a) 248-9601.00-00004 Triangular 8mm RH Grounding nut 6
a) 248-9601.00-00005 Conical square 9mm RH Grounding nut 6
a) 248-9651.00-00001 Double bit 3mm pin LH Grounding nut 6
a) 248-9651.00-00002 Double bit 5mm pin LH Grounding nut 6
a) 248-9651.00-00003 Square 8mm LH Grounding nut 6
a) 248-9651.00-00004 Triangular 8mm LH Grounding nut 6
a) 248-9651.00-00005 Conical square 9mm LH Grounding nut 6

Accessories

b) 164 1-102.01 Cams L35/45 without Ramp and Stop

Compression Latch Pr22.1 with Flap [1-075]
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Bowed handle with cylinder
Part Number Clamping range Latching type Grounding type Installation type

a) 413-9301.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9302.00-00012 0.8 - 1.5 mm keyed different tool-less
a) 413-9302.00-00016 1.3 - 2.0 mm keyed different tool-less
a) 413-9302.00-00020 1.8 - 2.5 mm keyed different tool-less
a) 413-9305.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9306.00-00012 0.8 - 1.5 mm keyed different Grounding clip tool-less
a) 413-9306.00-00016 1.3 - 2.0 mm keyed different Grounding clip tool-less
a) 413-9306.00-00020 1.8 - 2.5 mm keyed different Grounding clip tool-less

Bowed handle for Insert
Part Number Clamping range Grounding type Installation type

b) 413-9303.00-00012 0.8 - 1.5 mm tool-less
b) 413-9303.00-00016 1.3 - 2.0 mm tool-less
b) 413-9303.00-00020 1.8 - 2.5 mm tool-less
b) 413-9307.00-00012 0.8 - 1.5 mm Grounding clip tool-less
b) 413-9307.00-00016 1.3 - 2.0 mm Grounding clip tool-less
b) 413-9307.00-00020 1.8 - 2.5 mm Grounding clip tool-less

Accessories

c) 156 1-101 Inserts Pr20.1
d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable

182 2-151 2-, 3- and 4-Point Cam Adapter

with cylinder or insert, tool-less installation

Advantages

■■ Quarter-Turn with high- quality
bowed handle with DIRAK-
SNAP-Technology with cylin-
der or insert.

■■ The Housing for cylinder or
insert can be turned by 90°
and the handle can be used
for RH/LH, horizontal and ver-
tical applications.

■■ The handle can be equiped 
with cylinder or insert.

■■ The installation is effected by
a simple push into appropriate
cutouts.

■■ On request pre-assembled
available.

■■ Please contact DIRAK for the
part number of a completely
pre-assembled handle.

Materials

■■ Handle: zinc die, matt chrome
plated

■■ Other surfaces on request.

■■ Housing: zinc die

■■ Snap wedges: sintered steel

■■ Grounding clip: stainless
steel

■■ Cams: see c) and c1)

Remarks

Attention: H-dimension of the 
cam ≥14mm (0.551)! 

In case of applying a cylinder the 
3-point cam should not be used.

1. Grounding clip

DST Quarter-Turn with Handle [6-1110DST]
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Bowed handle with cylinder
  Part Number Clamping range Latching type Grounding type Installation type

a) 413-9301.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 tool-less
a) 413-9301.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 tool-less
a) 413-9302.00-00012 0.8 - 1.5 mm keyed different tool-less
a) 413-9302.00-00016 1.3 - 2.0 mm keyed different tool-less
a) 413-9302.00-00020 1.8 - 2.5 mm keyed different tool-less
a) 413-9305.00-00012 0.8 - 1.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00016 1.3 - 2.0 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9305.00-00020 1.8 - 2.5 mm keyed alike DIRAK 1333 Grounding clip tool-less
a) 413-9306.00-00012 0.8 - 1.5 mm keyed different Grounding clip tool-less
a) 413-9306.00-00016 1.3 - 2.0 mm keyed different Grounding clip tool-less
a) 413-9306.00-00020 1.8 - 2.5 mm keyed different Grounding clip tool-less

Bowed handle for Insert
  Part Number Clamping range Grounding type Installation type

b) 413-9303.00-00012 0.8 - 1.5 mm tool-less
b) 413-9303.00-00016 1.3 - 2.0 mm tool-less
b) 413-9303.00-00020 1.8 - 2.5 mm tool-less
b) 413-9307.00-00012 0.8 - 1.5 mm Grounding clip tool-less
b) 413-9307.00-00016 1.3 - 2.0 mm Grounding clip tool-less
b) 413-9307.00-00020 1.8 - 2.5 mm Grounding clip tool-less

Accessories

c) 156 1-101 Inserts Pr20.1
d) 160 1-102 Cams L35/45 steel
d) 167 1-262 Cam variable

182 2-151 2-, 3- and 4-Point Cam Adapter

with cylinder or insert, tool-less installation

Advantages

■■ Quarter-Turn with high- quality 
bowed handle with DIRAK-
SNAP-Technology with cylin-
der or insert.

■■ The Housing for cylinder or 
insert can be turned by 90° 
and the handle can be used 
for RH/LH, horizontal and ver-
tical applications.

■■ The handle can be equiped 
with cylinder or insert.

■■ The installation is effected by 
a simple push into appropriate 
cutouts.

■■ On request pre-assembled 
available.

■■ Please contact DIRAK for the 
part number of a completely 
pre-assembled handle.

Materials

■■ Handle: zinc die, matt chrome 
plated

■■ Other surfaces on request.

■■ Housing: zinc die

■■ Snap wedges: sintered steel

■■ Grounding clip: stainless 
steel

■■ Cams: see c) and c1)

Remarks

Attention: H-dimension of the 
cam ≥14mm (0.551)! 

In case of applying a cylinder the 
3-point cam should not be used.

1. Grounding clip

DST Quarter-Turn with Handle [6-1110DST]
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Housing with rotatable bottom and O-ring
Part Number Housing length Clamping range Installation type Packaging unit

a) 408-9305.00-00010 18 mm 0.8 - 1.3 mm tool-less 50 pcs.
a) 408-9305.00-00015 18 mm 1.3 - 1.8 mm tool-less 50 pcs.
a) 408-9305.00-00020 18 mm 1.8 - 2.3 mm tool-less 50 pcs.

Accessories

b) 156 1-101 Inserts Pr20.1
e)-g) 317 3-136 Cutout-Cover PrA / PrB / PrC

c) 160 1-102 Cams L35/45 steel

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Function extension

d) 200-1104.93-00000 Grounding clip
209-9005.00-00000 Sealing kit IP65 for Quarter-Turns PrA 1-099

Advantages

■■ Polyamide Quarter-Turn for
clip-in installation into cutout
A.

■■ Tool-less installation.

■■ RH / LH application by rotata-
ble bottom part.

■■ The Quarter-Turn can be
clip-in as a completely pre-as-
sembled unit.

■■ Also a 3-point cam can be
pre-assembled.

■■ IP65 according to DIN EN
60529 by sealing kit.

■■ Grounding by grounding clip.

■■ By using additional extensions
PS 3-136 this Quarter-Turn
can also be applied for cut-
outs B and C.

Materials

■■ Housing: PA, black

■■ Bottom: zinc die, zinc plated

■■ Grounding clip: stainless
steel

■■ O-ring: NBR, black

Remarks

Attention: H-dimension of 
the cam not less than ≥16mm 
(0.630)

1. = Rotatable bottom

Quarter-Turn Polyamide PrA [1-099]
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Housing with rotatable bottom and O-ring
Part Number Housing length Clamping range Installation type Packaging unit

a) 408-9305.00-00010 18 mm 0.8 - 1.3 mm tool-less 50 pcs.
a) 408-9305.00-00015 18 mm 1.3 - 1.8 mm tool-less 50 pcs.
a) 408-9305.00-00020 18 mm 1.8 - 2.3 mm tool-less 50 pcs.

Accessories

b) 156 1-101 Inserts Pr20.1
e)-g) 317 3-136 Cutout-Cover PrA / PrB / PrC

c) 160 1-102 Cams L35/45 steel

Assembly options

200-0002.00-00000 Assembling cam with o-ring
200-0020.00-00000 Assembling cam, LH door
200-0021.00-00000 Assembling cam, RH door

Function extension

d) 200-1104.93-00000 Grounding clip
209-9005.00-00000 Sealing kit IP65 for Quarter-Turns PrA 1-099

Advantages

■■ Polyamide Quarter-Turn for 
clip-in installation into cutout 
A.

■■ Tool-less installation.

■■ RH / LH application by rotata-
ble bottom part. 

■■ The Quarter-Turn can be 
clip-in as a completely pre-as-
sembled unit.

■■ Also a 3-point cam can be 
pre-assembled.

■■ IP65 according to DIN EN 
60529 by sealing kit.

■■ Grounding by grounding clip.

■■ By using additional extensions 
PS 3-136 this Quarter-Turn 
can also be applied for cut-
outs B and C.

Materials

■■ Housing: PA, black 

■■ Bottom: zinc die, zinc plated 

■■ Grounding clip: stainless 
steel 

■■ O-ring: NBR, black

Remarks

Attention: H-dimension of 
the cam not less than ≥16mm 
(0.630)

1. = Rotatable bottom

Quarter-Turn Polyamide PrA [1-099]
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Advantages

■■ Quarter-Turn for cutout type A 
50 x 25.

■■ RH/ LH application.

■■ The Quarter-Turn consists of 
three component groups a), b) 
and c), their versions can be 
combined in any way.

■■ Pre-assembled deliverable on 
request.

■■ The Quarter-Turn can be 
installed pre-assembled.

■■ Pre-assembly of 3-point cam 
also possible.

■■ Height 16mm.

■■ Min. A dimension = 8mm.

■■ IP65 according to DIN EN 
60529 by sealing kit 
209-9007.

Materials

a)

■■ Bearing plate: zinc die, 
untreated

b), b1) and b2)

■■ Escutcheons: PA, black

■■ Self tapping screw: steel, 
zinc plated

e) and f)

■■ O-rings: Perbunan

Remarks

Escutcheon b2) only in use with 
insert double bit.

For door-thicknesses greater 
than 3.5mm longer screws for 
the installation are required.

Bearing plate and Escutcheons
Part Number Name Material Surface Door-thickness Installation type

a) 207-2707.00-00016 Bearing plate 16mm zinc die untreated screw-on
b) 208-9306.00-00000 Escutcheon PrA PA black 1.3 - 3.5 mm screw-on
b1) 208-9307.00-00000 Escutcheon PrA SOFTLINE PA black 1.3 - 3.5 mm screw-on
b2) 208-9308.00-00000 Escutcheon for double bit PrA PA black 1.3 - 3.5 mm screw-on

Accessories

c) 156 1-101 Inserts Pr20.1
d) 160 1-102 Cams L35/45 steel

d1) 184 2-151.04 3-Point Cam Adapter

Function extension

g) 298 3-011 Grounding clip
209-9007.00-00000 Sealing kit IP65 for Quarter-Turn PrA

Quarter-Turn PrA L16 [2-040]
Advantages

■■ Quarter-Turn for snap-in ins-
tallation into cutout PrA.

■■ Tool-less installation.

■■ Vibration-proof installation.

■■ Blind installation.

■■ Rectangular cutout guaran-
tees a perfect alignment.

■■ Also a 3-point cam can be
pre-assembled.

■■ RH / LH application (bottom
with 90° stop can be rotated).

■■ IP65 according to DIN EN
60529 (o-ring for housing
is included). O-ring 200-
1001.00-00000, for insert,
please order separately .

■■ Grounding by grounding clip.

Materials

■■ Housing: PA, black

■■ Bottom: zinc die, zinc plated

■■ Snap wedges: sintered steel,
zinc plated

■■ Grounding clip: stainless
steel

■■ O-Rings: NBR, black

Remarks

Attention: H-dimension of the 
cam not less than ≥ 16mm (5/8).

Through escutcheons, this 
Quarter-Turn can also be used 
for cutouts PrB and PrC (see 
product system 3-136SL).

1. = rotatable bottom for RH/LH

2. = o-ring

Housing PrA
Part Number Housing length Clamping range Grounding type Material Surface Installation type

a) 408-9301.00-00015 18 mm 0.8 - 1.5 mm Grounding clip PA black tool-less
a) 408-9301.00-00020 18 mm 1.3 - 2.0 mm Grounding clip PA black tool-less
a) 408-9301.00-00025 18 mm 1.8 - 2.5 mm Grounding clip PA black tool-less
a) 408-9301.00-00030 18 mm 2.3 - 3.0 mm Grounding clip PA black tool-less
a) 408-9301.00-00035 18 mm 2.8 - 3.5 mm Grounding clip PA black tool-less
a) 408-9302.00-00015 18 mm 0.8 - 1.5 mm PA black tool-less
a) 408-9302.00-00020 18 mm 1.3 - 2.0 mm PA black tool-less
a) 408-9302.00-00025 18 mm 1.8 - 2.5 mm PA black tool-less
a) 408-9302.00-00030 18 mm 2.3 - 3.0 mm PA black tool-less
a) 408-9302.00-00035 18 mm 2.8 - 3.5 mm PA black tool-less

Accessories

b) 156 1-101 Inserts Pr20.1
c) 160 1-102 Cams L35/45 steel
c) 167 1-262 Cam variable

c1) 182 2-151 2-, 3- and 4-Point Cam Adapter

Function extension

317 3-136 Cutout-Cover PrA / PrB / PrC
d) 200-1001.00-00000 O-ring 12 x 2.0mm
f) 200-1104.93-00000 Grounding clip

DST Quarter-Turn PrA L18 [1-100DST]
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Advantages

■■ Concealed Cam Catch.

■■ RH / LH application.

■■ Tool-less clip-in assembly into 
a 30 x 10mm cutout in the 
frame.

■■ Available in 2 different heights, 
10mm and 16mm.

■■ IP65 according to DIN EN 
60529 by using O-ring 
 839-3770.00-02022.

Materials

■■ Cam catch: zinc die, black

■■ Snap wedges: sintered steel

Cam Catch, 10mm
  Part Number Clamping range Material Surface Packaging unit

a) 408-9106.33-00010 0.7 - 1.2 mm zinc die black 10 pcs.
a) 408-9106.33-00015 1.2 - 1.7 mm zinc die black 10 pcs.
a) 408-9106.33-00020 1.7 - 2.2 mm zinc die black 10 pcs.
a) 408-9106.33-00025 2.2 - 2.7 mm zinc die black 10 pcs.
a) 408-9106.33-00030 2.7 - 3.2 mm zinc die black 10 pcs.

Cam Catch, 16mm
  Part Number Clamping range Material Surface Packaging unit

b) 408-9107.33-00010 0.7 - 1.2 mm zinc die black 10 pcs.
b) 408-9107.33-00015 1.2 - 1.7 mm zinc die black 10 pcs.
b) 408-9107.33-00020 1.7 - 2.2 mm zinc die black 10 pcs.
b) 408-9107.33-00025 2.2 - 2.7 mm zinc die black 10 pcs.
b) 408-9107.33-00030 2.7 - 3.2 mm zinc die black 10 pcs.

Accessories

c) 292-0401.00-03010 Cutout-cover
d) 839-3770.00-02022 O-ring 20 x 2.2mm

DST Cam Catch [1-050DST]
Advantages

■■ LED module visualises the 
locking status and regular 
red flashing indicates open 
position.

■■ Stand-alone solution.

■■ For Quarter-Turns Pr20.1 with 
flat head Ø32 mm.

■■ Magnet holder reversible:

■■ 1. for cams L35/45

■■ 2. 3-point cam-adapter. 

■■ Cap removable for battery 
change.

■■ In combination with IP appro-
ved Quarter-Turns the LED 
module requires an additional 
flat seal.

■■ Grounding only when using 
Quarter-Turn with grounding 
clip.

Materials

■■ Flash disc: PMMA

■■ Module housing: PA

■■ Magnet holder: zinc die, 
untreated

Remarks

Battery CR2032 3V  not inclu-
ded in the scope of delivery. 

Attention: Installation of the 
LED module leads to a max. 
door thickness for housing 
18mm of 3.5mm. Depending on 
the position of the flash disc the 
notch in the cutout needs to be 
adapted.

LED Module
Part Number Name Version

100-9901.00-00000 LED Module red flashing

LED Module for Quarter-Turn Pr20.1 [1-271E]
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Swinghandle with 90° closing rotation. 
For 3-point cams / round rods

Advantages

■■ Low profile design.

■■ Cylinder barrel DIRAK 1333 
with stainless steel dust cap.

■■ The pre-assembled Swing-
handle (single or 3-point cam) 
can simply be snapped into 
the cutout.

■■ RH / LH application is achie-
ved by the rotating bottom 
with limiting stop at 90°.

■■ Key with synthetic coated 
grip.

■■ H-dimension of cam ≥10 mm.

Materials

■■ Swinghandle: zinc die, black

■■ Dish: PA6, black

Remarks

1. = Limiting stop

2. = Guide Swinghandle with 
pre-assembled cam through 
cutout 

3. = Put lower hook into position 
and snap upper part into final 
position 

4. = Rotating bottom

Swinghandle handle zinc die, dish PA, black with cylinder barrel
Part Number Clamping range Surface handle Surface dish Installation type

407-9603.00-00015 1.2 - 1.7 mm black black clip-in
407-9603.00-00020 1.7 - 2.2 mm black black clip-in
407-9603.00-00025 2.2 - 2.7 mm black black clip-in

Accessories

i) 286 1-192 Rod Guides
i) 285 1-193 Rod Guide RS
i) 284 1-190 Rod Guides for 8mm Round Rods

g) 281 1-181.01 Adapter zinc die for Round Rods
g) 280 1-181 Adapter PA for Round Rods
h) 278 1-170 Round Rod with Eye

Accessories

h) 279 1-180 Round Rods for Adapter
f) 288 1-102 Cams L35/45 Steel
f) 167 1-262 Cam variable
f) 291 2-151 2-, 3- and 4-Point Cam Adapter

756 292-0306.80-02530 Tool for uninstallation
f) 170 1-105 Roller Cam height adjustable

DST Swinghandle RS 110 [2-079DST]
Swinghandle with 90° closing rotation. 
For 3-point cams / round rods

Advantages

■■ Low profile design.

■■ Cylinder barrel DIRAK 1333
with stainless steel dust cap.

■■ The pre-assembled Swing-
handle (single or 3-point cam)
can simply be snapped into
the cutout.

■■ RH / LH application is achie-
ved by the rotating bottom 
with limiting stop at 90°.

■■ IP65 DIN EN 60529 by captive
sealing.

■■ Key with synthetic coated
grip.

■■ H-dimension of cam ≥10 mm.

Materials

■■ Swinghandle: zinc die, black

■■ Dish: PA6, black

■■ Seal: TPE

Remarks

1. = Limiting stop

2. = Guide Swinghandle with
pre-assembled cam through 
upper cutout 

3. = Final position fully snapped

4. = Rotating bottom

5. = Captive seal

Swinghandle handle zinc die, dish PA, black with cylinder barrel
Part Number Clamping range Surface handle Surface dish Installation type

407-9602.00-00015 1.2 - 1.7 mm black black clip-in
407-9602.00-00020 1.7 - 2.2 mm black black clip-in
407-9602.00-00025 2.2 - 2.7 mm black black clip-in

Accessories

i) 286 1-192 Rod Guides
i) 285 1-193 Rod Guide RS
i) 284 1-190 Rod Guides for 8mm Round Rods

g) 281 1-181.01 Adapter zinc die for Round Rods
g) 280 1-181 Adapter PA for Round Rods
h) 278 1-170 Round Rod with Eye

Accessories

h) 279 1-180 Round Rods for Adapter
f) 288 1-102 Cams L35/45 Steel
f) 167 1-262 Cam variable
f) 291 2-151 2-, 3- and 4-Point Cam Adapter

756 292-0306.80-02530 Tool for uninstallation
f) 170 1-105 Roller Cam height adjustable

DST Swinghandle RS 110 [2-078DST]
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Advantages

■■ Swinghandle TRIMLINE with
pull-and-swing handle for
cylinder barrel.

■■ 90° Closing rotation.

■■ RH / LH application.

■■ For cam and 3-Point cam.

■■ Tool-less installation.

■■ The dish is hooked into the
lower cutout and snaped into 
the upper cutout.

■■ On request available with
pre-assembled cam / 3-point
cam.

■■ Grounding by assembled
grounding clip.

■■ A non-locked handle has a
detent in the door-dish.

Materials

■■ Handle and turning-disk:
zinc die, black

■■ Dish: PA, black

■■ Bottom (90° base) LH/RH:
zinc die, zinc plated

■■ Grounding clip: stainless
steel

■■ Locking cylinder: PA

■■ Snap wedges: PA

Remarks

(s) = clamping range

Swinghandle zinc die, dish PA, black, with cylinder barrel
Part Number Clamping range Latching type Installation type

a) 407-9302.00-00015 1.2 - 1.7 mm keyed alike DIRAK 1333 clip-in
a) 407-9302.00-00020 1.7 - 2.2 mm keyed alike DIRAK 1333 clip-in
a) 407-9301.00-00015 1.2 - 1.7 mm keyed different clip-in
a) 407-9301.00-00020 1.7 - 2.2 mm keyed different clip-in

Swinghandle zinc die, dish PA, black, handle part without cylinder
Part Number Clamping range Installation type

b) 407-9303.00-00015 1.2 - 1.7 mm clip-in
b) 407-9303.00-00020 1.7 - 2.2 mm clip-in

Accessories

288 1-102 Cams L35/45 Steel
291 2-151 2-, 3- and 4-Point Cam Adapter
292 2-151.04 3-Point Cam Adapter

Accessories

756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Swinghandle RS PrC [2-075DST]
Advantages

■■ Swinghandle SOFTLINE 
for 1-, 2- or 3-point locking 
systems.

■■ The Swinghandle can be 
locked with 40mm long 
Profile-Cylinders (DIN 18252), 
cylinder or insert. Cylinder 
cam on 45° or 90°.

■■ Available with two different 
sliding dustcovers.

■■ Version b), c) and d) for 40mm 
PHZ, barrel cylinder or insert.

■■ Version a1) and b1) for 40mm 
PHZ with protruding key-
barrel part.

■■ RH / LH application.

Materials

■■ Swinghandle, Dish, Sliding 
cover: PA, black

■■ Grounding clip: stainless 
steel AISI 301

Remarks

IP65 according to DIN 60529 - 
version dish with cap.

For non IP65 applications - 
version dish with hook.

Grounding by grounding clip g)

Inserts must be ordered separa-
tely. Locking stub is included in 
handle-assembly.

Swinghandles
Part Number Latching type Version Dish Installation type

a) 407-9055.00-00000 for PHZ for up to 2.5mm protruding key-barrel part with cap (IP65) screw-on
a1) 407-9056.00-00000 for PHZ for up to 5mm protruding key-barrel part with cap (IP65) screw-on
b) 407-9045.00-00000 for PHZ for up to 2.5mm protruding key-barrel part with hook (not IP65) screw-on
b1) 407-9046.00-00000 for PHZ for up to 5mm protruding key-barrel part with hook (not IP65) screw-on
c) 407-9053.00-00000 keyed alike DIRAK 1333 with cap (IP65) screw-on
c) 507-9268.00-00000 keyed alike DS200 with cap (IP65) screw-on
c) 407-9054.00-00000 keyed different with cap (IP65) screw-on
c) 407-9043.00-00000 keyed alike DIRAK 1333 with hook (not IP65) screw-on
c) 507-9265.00-00000 keyed alike DS200 with hook (not IP65) screw-on
c) 407-9044.00-00000 keyed different with hook (not IP65) screw-on
d) 407-9057.00-00000 for insert with cap (IP65) screw-on
d) 407-9047.00-00000 for insert with hook (not IP65) screw-on

Accessories

e) 300 2-140 Profile-Cylinder DIN 18252
f) 299 2-141 Inserts
o) 284 1-190 Rod Guides for 8mm Round Rods

m) 281 1-181.01 Adapter zinc die for Round Rods
m) 280 1-181 Adapter PA for Round Rods
n) 278 1-170 Round Rod with Eye

Accessories

n) 279 1-180 Round Rods for Adapter
l) 288 1-102 Cams L35/45 Steel
l) 290 2-150 3-Point Cam
l) 170 1-105 Roller Cam height adjustable

g) 298 3-011 Grounding clip

Swinghandle SOFTLINE RS PrB [2-080.01]
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Swinghandle with 90° closing rotation. 
For 3-point cams / round rods

Advantages

■■ Low profile design.

■■ Cylinder barrel DIRAK 1333
with stainless steel dust cap.

■■ The pre-assembled Swing-
handle (single or 3-point cam)
can simply be snapped into
the cutout.

■■ RH / LH application is achie-
ved by the rotating bottom
with limiting stop at 90°.

■■ Vibration-proof according to
DIN EN 61373.

■■ IP65 DIN EN 60529 by captive
sealing.

■■ Key with synthetic coated
grip.

■■ H-dimension of cam ≥16 mm.

Materials

■■ Swinghandle and dish:
zinc die, black

■■ Seal: TPE

Remarks

1. = Limiting stop

2. = Captive seal

3. = Guide Swinghandle with
pre-assembled cam through
upper cutout

4. = Swinghandle completely
snapped in

5. = Rotating bottom

Swinghandle zinc die, black with cylinder barrel
Part Number Clamping range Installation type

407-9601.00-00015 1.2 - 1.7 mm clip-in
407-9601.00-00020 1.7 - 2.2 mm clip-in
407-9601.00-00025 2.2 - 2.7 mm clip-in

Accessories

i) 286 1-192 Rod Guides
i) 285 1-193 Rod Guide RS
i) 284 1-190 Rod Guides for 8mm Round Rods

g) 281 1-181.01 Adapter zinc die for Round Rods
g) 280 1-181 Adapter PA for Round Rods
h) 278 1-170 Round Rod with Eye

Accessories

h) 279 1-180 Round Rods for Adapter
f) 288 1-102 Cams L35/45 Steel
f) 167 1-262 Cam variable
f) 291 2-151 2-, 3- and 4-Point Cam Adapter

756 292-0306.80-02530 Tool for uninstallation
f) 170 1-105 Roller Cam height adjustable

DST Swinghandle RS PrC [2-077DST]
Swinghandle with 90° closing rotation. 
For 3-point cams / round rods

Advantages

■■ Low profile design.

■■ Cylinder barrel DIRAK 1333 
with stainless steel dust cap.

■■ The pre-assembled swing-
handle (single or 3-point cam) 
can be inserted from the back 
into the cutout and secured 
with screws.

■■ RH / LH application is achie-
ved by the rotating bottom 
with limiting stop at 90°.

■■ IP65 DIN EN 60529 by captive 
sealing.

■■ Key with synthetic coated 
grip.

■■ H-dimension of cam ≥16 mm.

■■ (S) = max. 3 mm.

Materials

■■ Swinghandle, shaft and 
bottom: zinc die, black

■■ Door dish: PA6, black

■■ Cam: zinc die, untreated

■■ O-Ring: NBR

■■ Seal: TPE

■■ Screws and clamp: steel, 
zinc plated

Remarks

1. = Limiting stop

2. = Clamp 

3. = Captive seal

4. = Rotating bottom

Swinghandles
Part Number Surface handle Surface dish Installation type

407-9604.00-00000 black black screw-on

Accessories

i) 286 1-192 Rod Guides
i) 285 1-193 Rod Guide RS
i) 284 1-190 Rod Guides for 8mm Round Rods

g) 281 1-181.01 Adapter zinc die for Round Rods
g) 280 1-181 Adapter PA for Round Rods
h) 278 1-170 Round Rod with Eye

Accessories

h) 279 1-180 Round Rods for Adapter
f) 288 1-102 Cams L35/45 Steel
f) 167 1-262 Cam variable
f) 291 2-151 2-, 3- and 4-Point Cam Adapter
f) 170 1-105 Roller Cam height adjustable

Swinghandle RS PrC with Cylinder Barrel [2-077]
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Swinghandle with 90° closing rotation. 
For 3-point cams / round rods

Advantages

■■ Low profile design.

■■ Cylinder barrel DIRAK 1333 
with stainless steel dust cap.

■■ The pre-assembled Swing-
handle (single or 3-point cam) 
can simply be snapped into 
the cutout.

■■ RH / LH application is achie-
ved by the rotating bottom 
with limiting stop at 90°.

■■ H-dimension of cam ≥16 mm
(0.630inch).

Materials

■■ Swinghandle: zinc die, black

■■ Dish: PA6, black

Remarks

1. = Limiting stop

2. = Guide Swinghandle with
pre-assembled cam through
cutout 

3. = Put lower hook into position
and snap upper part into final
position 

4. = Rotating bottom

Swinghandle handle zinc die, dish PA, black with cylinder barrel
Part Number Clamping range Surface handle Surface dish Installation type

407-9606.00-00015 1.2 - 1.7 mm black black clip-in
407-9606.00-00020 1.7 - 2.2 mm black black clip-in

Accessories

i) 286 1-192 Rod Guides
i) 285 1-193 Rod Guide RS
i) 284 1-190 Rod Guides for 8mm Round Rods

g) 281 1-181.01 Adapter zinc die for Round Rods
g) 280 1-181 Adapter PA for Round Rods
h) 278 1-170 Round Rod with Eye

Accessories

h) 279 1-180 Round Rods for Adapter
f) 288 1-102 Cams L35/45 Steel
f) 167 1-262 Cam variable
f) 291 2-151 2-, 3- and 4-Point Cam Adapter

756 292-0306.80-02530 Tool for uninstallation
f) 170 1-105 Roller Cam height adjustable

DST Swinghandle RS PrC [2-085DST]

Swinghandle base with LED Module
See page 242
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Swinghandle PA, black for profile-cylinder with dust cover, PA
Part Number Clamping range Dish Stop Sealable Installation type

a) 407-9505.00-00015 1.3 - 2.0 mm with hook and cap RH, 90° Yes tool-less
a) 407-9505.00-00018 1.5 - 2.2 mm with hook and cap RH, 90° Yes tool-less
a) 407-9505.00-00020 1.8 - 2.5 mm with hook and cap RH, 90° Yes tool-less
b) 407-9507.00-00015 1.3 - 2.0 mm with hook and cap LH, 90° Yes tool-less
b) 407-9507.00-00018 1.5 - 2.2 mm with hook and cap LH, 90° Yes tool-less
b) 407-9507.00-00020 1.8 - 2.5 mm with hook and cap LH, 90° Yes tool-less
c) 407-9509.00-00018 1.5 - 2.2 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9509.00-00020 1.8 - 2.5 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9509.00-00015 1.3 - 2.0 mm with hook and cap RH/LH, 90° Yes tool-less

Swinghandle PA, black for profile-cylinder without dust cover
Part Number Clamping range Dish Stop Sealable Installation type

a) 407-9506.00-00015 1.3 - 2.0 mm with hook and cap RH, 90° Yes tool-less
a) 407-9506.00-00018 1.5 - 2.2 mm with hook and cap RH, 90° Yes tool-less
a) 407-9506.00-00020 1.8 - 2.5 mm with hook and cap RH, 90° Yes tool-less
b) 407-9508.00-00015 1.3 - 2.0 mm with hook and cap LH, 90° Yes tool-less
b) 407-9508.00-00018 1.5 - 2.2 mm with hook and cap LH, 90° Yes tool-less
b) 407-9508.00-00020 1.8 - 2.5 mm with hook and cap LH, 90° Yes tool-less
c) 407-9510.00-00015 1.3 - 2.0 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9510.00-00018 1.5 - 2.2 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9510.00-00020 1.8 - 2.5 mm with hook and cap RH/LH, 90° Yes tool-less

Accessories

d) 300 2-140 Profile-Cylinder DIN 18252
297 2-091 Sliding Cap

i) 285 1-193 Rod Guide RS
i) 284 1-190 Rod Guides for 8mm Round Rods

g) 281 1-181.01 Adapter zinc die for Round Rods
g) 280 1-181 Adapter PA for Round Rods
h) 278 1-170 Round Rod with Eye
h) 279 1-180 Round Rods for Adapter
f) 291 2-151 2-, 3- and 4-Point Cam Adapter
f) 290 2-150 3-Point Cam
f) 292 2-151.04 3-Point Cam Adapter

Advantages

■■ Swinghandle with pull-and-
swing handle for profile-cylin-
ders to DIN 18252.

■■ Tool-less installation.

■■ a) 90° for RH doors with coun-
ter-clockwise opening.

■■ b) 90° for LH doors with 
clockwise opening.

■■ c) 180° opening.

■■ The rotation stop prevents 
a damaging over-rotation of 
cam / 3-point cam.

■■ IP65 according to DIN EN 
60529 will be achieved by cap 
and o-ring. 

Materials

■■ Swinghandle, dish, cover 
and cap: PA, black

■■ O-Rings: NBR Perbunan

■■ Hexagon nut and washer: 
steel, zinc plated

■■ Shaft: brass, untreated

■■ Snap wedges: sintered steel

■■ Stop: zinc die, untreated

Remarks

1. Guide swinghandle with 
pre-assembled cam through 
upper cutout.

2. Hook-in the lower part of the 
swinghandle and clip it in at the 
top.

3. Press cap on.

DST Swinghandle RS PrC for Profile-Cylinder [2-090DST]
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Swinghandle PA, black for profile-cylinder with dust cover, PA
Part Number Clamping range Dish Stop Sealable Installation type

a) 407-9505.00-00015 1.3 - 2.0 mm with hook and cap RH, 90° Yes tool-less
a) 407-9505.00-00018 1.5 - 2.2 mm with hook and cap RH, 90° Yes tool-less
a) 407-9505.00-00020 1.8 - 2.5 mm with hook and cap RH, 90° Yes tool-less
b) 407-9507.00-00015 1.3 - 2.0 mm with hook and cap LH, 90° Yes tool-less
b) 407-9507.00-00018 1.5 - 2.2 mm with hook and cap LH, 90° Yes tool-less
b) 407-9507.00-00020 1.8 - 2.5 mm with hook and cap LH, 90° Yes tool-less
c) 407-9509.00-00018 1.5 - 2.2 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9509.00-00020 1.8 - 2.5 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9509.00-00015 1.3 - 2.0 mm with hook and cap RH/LH, 90° Yes tool-less

Swinghandle PA, black for profile-cylinder without dust cover
Part Number Clamping range Dish Stop Sealable Installation type

a) 407-9506.00-00015 1.3 - 2.0 mm with hook and cap RH, 90° Yes tool-less
a) 407-9506.00-00018 1.5 - 2.2 mm with hook and cap RH, 90° Yes tool-less
a) 407-9506.00-00020 1.8 - 2.5 mm with hook and cap RH, 90° Yes tool-less
b) 407-9508.00-00015 1.3 - 2.0 mm with hook and cap LH, 90° Yes tool-less
b) 407-9508.00-00018 1.5 - 2.2 mm with hook and cap LH, 90° Yes tool-less
b) 407-9508.00-00020 1.8 - 2.5 mm with hook and cap LH, 90° Yes tool-less
c) 407-9510.00-00015 1.3 - 2.0 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9510.00-00018 1.5 - 2.2 mm with hook and cap RH/LH, 90° Yes tool-less
c) 407-9510.00-00020 1.8 - 2.5 mm with hook and cap RH/LH, 90° Yes tool-less

Accessories

d) 300 2-140 Profile-Cylinder DIN 18252
297 2-091 Sliding Cap

i) 285 1-193 Rod Guide RS
i) 284 1-190 Rod Guides for 8mm Round Rods

g) 281 1-181.01 Adapter zinc die for Round Rods
g) 280 1-181 Adapter PA for Round Rods
h) 278 1-170 Round Rod with Eye
h) 279 1-180 Round Rods for Adapter
f) 291 2-151 2-, 3- and 4-Point Cam Adapter
f) 290 2-150 3-Point Cam
f) 292 2-151.04 3-Point Cam Adapter

Advantages

■■ Swinghandle with pull-and-
swing handle for profile-cylin-
ders to DIN 18252.

■■ Tool-less installation.

■■ a) 90° for RH doors with coun-
ter-clockwise opening.

■■ b) 90° for LH doors with 
clockwise opening.

■■ c) 180° opening.

■■ The rotation stop prevents 
a damaging over-rotation of 
cam / 3-point cam.

■■ IP65 according to DIN EN 
60529 will be achieved by cap 
and o-ring. 

Materials

■■ Swinghandle, dish, cover 
and cap: PA, black

■■ O-Rings: NBR Perbunan

■■ Hexagon nut and washer:
steel, zinc plated

■■ Shaft: brass, untreated

■■ Snap wedges: sintered steel

■■ Stop: zinc die, untreated

Remarks

1. Guide swinghandle with 
pre-assembled cam through 
upper cutout.

2. Hook-in the lower part of the 
swinghandle and clip it in at the 
top.

3. Press cap on.

DST Swinghandle RS PrC for Profile-Cylinder [2-090DST]
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Swinghandle / Dish with hook + cap (IP65)
Part Number Clamping range Cylinder cover Installation type

a) 407-9501.00-00015 1.3 - 2.0 mm tool-less
a) 407-9501.00-00018 1.5 - 2.2 mm tool-less
a) 407-9501.00-00020 1.8 - 2.5 mm tool-less
a1) 407-9502.00-00015 1.3 - 2.0 mm Yes tool-less
a1) 407-9502.00-00018 1.5 - 2.2 mm Yes tool-less
a1) 407-9502.00-00020 1.8 - 2.5 mm Yes tool-less

Swinghandle / Dish with hook (not IP65)
Part Number Clamping range Cylinder cover Installation type

b1) 407-9503.00-00015 1.3 - 2.0 mm Yes tool-less
b1) 407-9503.00-00018 1.5 - 2.2 mm Yes tool-less
b1) 407-9503.00-00020 1.8 - 2.5 mm Yes tool-less
b) 407-9504.00-00015 1.3 - 2.0 mm tool-less
b) 407-9504.00-00018 1.5 - 2.2 mm tool-less
b) 407-9504.00-00020 1.8 - 2.5 mm tool-less

Accessories

f) 384 2-140 Profile-Cylinder DIN 18252
328 3-150 Swinghandle FS PrC for PHZ

e) 372 3-162 Ramp-Shoe for Flat Rod
d) 376 3-910 Flat Rod Guide FS
d) 377 3-911 Rod Guide FS
c) 383 3-171DST DST Flat Rods FS variable

Advantages

■■ Swinghandle for profile- 
cylinder to DIN 18252.

■■ Tool-less installation.

■■ For application within the
sealed area installation with
internal caps and o-ring for
IP65 EN 60529 (sealings are
included).

■■ Hook the pre-assembled
swing-handle into the lower
cutout and snap into the
upper cutout.

■■ The flat rods are placed into
shown position and secured
by the clip-on PA cover.

■■ The swinghandle is symmetric
and can be applied both for
RH and LH doors.

Materials

■■ Swinghandle and dish:
PA, black

■■ Snap wedges: sintered steel

■■ Pinion: sintered steel

■■ Flat rod: steel, zinc plated

Remarks

Suitable flat rods for applica-
tion within or outside of the 
sealed area see product system 
3-171DST.

1. Stroke 24mm [0.945].

2. Hook-in the lower part and
snap-in the swinghandle.

3. LH, clockwise opening door.

4. RH, counterclockwise
 opening door.

5. Clip cover.

DST Swinghandle FS PrC [3-150DST]
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Swinghandle / Dish with hook + cap (IP65)
Part Number Clamping range Cylinder cover Installation type

a) 407-9501.00-00015 1.3 - 2.0 mm tool-less
a) 407-9501.00-00018 1.5 - 2.2 mm tool-less
a) 407-9501.00-00020 1.8 - 2.5 mm tool-less
a1) 407-9502.00-00015 1.3 - 2.0 mm Yes tool-less
a1) 407-9502.00-00018 1.5 - 2.2 mm Yes tool-less
a1) 407-9502.00-00020 1.8 - 2.5 mm Yes tool-less

Swinghandle / Dish with hook (not IP65)
Part Number Clamping range Cylinder cover Installation type

b1) 407-9503.00-00015 1.3 - 2.0 mm Yes tool-less
b1) 407-9503.00-00018 1.5 - 2.2 mm Yes tool-less
b1) 407-9503.00-00020 1.8 - 2.5 mm Yes tool-less
b) 407-9504.00-00015 1.3 - 2.0 mm tool-less
b) 407-9504.00-00018 1.5 - 2.2 mm tool-less
b) 407-9504.00-00020 1.8 - 2.5 mm tool-less

Accessories

f) 384 2-140 Profile-Cylinder DIN 18252
328 3-150 Swinghandle FS PrC for PHZ

e) 372 3-162 Ramp-Shoe for Flat Rod
d) 376 3-910 Flat Rod Guide FS
d) 377 3-911 Rod Guide FS
c) 383 3-171DST DST Flat Rods FS variable

Advantages

■■ Swinghandle for profile-
cylinder to DIN 18252.

■■ Tool-less installation.

■■ For application within the 
sealed area installation with 
internal caps and o-ring for 
IP65 EN 60529 (sealings are 
included).

■■ Hook the pre-assembled 
swing-handle into the lower 
cutout and snap into the 
upper cutout.

■■ The flat rods are placed into 
shown position and secured 
by the clip-on PA cover.

■■ The swinghandle is symmetric 
and can be applied both for 
RH and LH doors.

Materials

■■ Swinghandle and dish: 
PA, black

■■ Snap wedges: sintered steel

■■ Pinion: sintered steel

■■ Flat rod: steel, zinc plated

Remarks

Suitable flat rods for applica-
tion within or outside of the 
sealed area see product system 
3-171DST.

1. Stroke 24mm [0.945].

2. Hook-in the lower part and 
snap-in the swinghandle.

3. LH, clockwise opening door.

4. RH, counterclockwise 
opening door.

5. Clip cover.

DST Swinghandle FS PrC [3-150DST]
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Advantages

■■ For product system 
3-150DST.

■■ The rod end with five holes 
has to mounted on the swing-
handles of product system 
3-150DST.

■■ Flat rod a) with brass rollers 
for use outside of the sealed 
area.

■■ The rollers snap into the dual 
hooks of product system 
3-912, 3-910DST.

■■ Flat rod b) for use inside of the 
sealed area.

■■ For ramp-shoe product 
system 3-162.

■■ Rod guides see product sys-
tems 3-910 and 3-911.

Materials

■■ Flat rods: steel, zinc plated

■■ Rollers: brass

Remarks

1. Middle of the lock

2. View outside of the sealed 
area

3. View inside of the sealed area

For part numbers please 
contact DIRAK

Please provide the following 
data

For outside of the sealed area: 
dimensions L, Y and Z

For inside of the sealed area: 
dimension L (X=3-161)

Flat Rods
Part Number Version Rod dimension WxH

a) 208-9837.00-Lxxmm with rollers 14 x 3 mm
b) 208-1063.15-Lxxmm for ramp-shoe 14 x 3 mm

DST Flat Rods FS variable [3-171DST]
Advantages

■■ Dual hook with
DIRAK-SNAP-Technology for
system dimension (18) and
bending (25).

■■ Tool-less installation.

■■ Closed version.

■■ For changing the door from
the right to the left side or vice
versa, a RH or LH version is
needed.

■■ Installation by a simple push
into the cutout.

■■ IP65 according by DIN EN
60529.

Materials

■■ Dual hook: zinc die, black

■■ Snap wedges: sintered metal,
plated

■■ O-Ring: NBR/ Perbunan

Dual hook
Part Number Version Clamping range Cutout Installation type

408-9104.00-00015 RH 1.2 - 1.7 mm 30x14 tool-less
408-9104.00-00020 RH 1.7 - 2.2 mm 30x14 tool-less
408-9104.00-00025 RH 2.2 - 2.7 mm 30x14 tool-less
408-9104.00-00030 RH 2.7 - 3.2 mm 30x14 tool-less
408-9105.00-00015 LH 1.2 - 1.7 mm 30x14 tool-less
408-9105.00-00020 LH 1.7 - 2.2 mm 30x14 tool-less
408-9105.00-00025 LH 2.2 - 2.7 mm 30x14 tool-less
408-9105.00-00030 LH 2.7 - 3.2 mm 30x14 tool-less

Accessories

292-0701.15-01530 Reinforcement plate for cutout 
292-0402.00-03014 Cutout-cover
292-0301.15-00000 Tool for uninstallation
292-0306.80-02530 Tool for uninstallation
200-1005.00-02420 O-ring 24 x 2.0mm

DST Dual Hook [3-910DST]
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Advantages

■■ For product system 
3-150DST.

■■ The rod end with five holes 
has to mounted on the swing-
handles of product system 
3-150DST.

■■ Flat rod a) with brass rollers 
for use outside of the sealed 
area.

■■ The rollers snap into the dual 
hooks of product system 
3-912, 3-910DST.

■■ Flat rod b) for use inside of the 
sealed area.

■■ For ramp-shoe product 
 system 3-162.

■■ Rod guides see product sys-
tems 3-910 and 3-911.

Materials

■■ Flat rods: steel, zinc plated

■■ Rollers: brass

Remarks

1. Middle of the lock

2. View outside of the sealed 
area

3. View inside of the sealed area

For part numbers please 
 contact DIRAK

Please provide the following 
data

For outside of the sealed area: 
dimensions L, Y and Z

For inside of the sealed area: 
dimension L (X=3-161)

Flat Rods
  Part Number Version Rod dimension WxH

a) 208-9837.00-Lxxmm with rollers 14 x 3 mm
b) 208-1063.15-Lxxmm for ramp-shoe 14 x 3 mm

DST Flat Rods FS variable [3-171DST]
Advantages

■■ Dual hook with 
DIRAK-SNAP-Technology for 
system dimension (18) and 
bending (25).

■■ Tool-less installation.

■■ Closed version.

■■ For changing the door from 
the right to the left side or vice 
versa, a RH or LH version is 
needed.

■■ Installation by a simple push 
into the cutout.

■■ IP65 according by DIN EN 
60529.

Materials

■■ Dual hook: zinc die, black

■■ Snap wedges: sintered metal, 
plated

■■ O-Ring: NBR/ Perbunan

Dual hook
Part Number Version Clamping range Cutout Installation type

408-9104.00-00015 RH 1.2 - 1.7 mm 30x14 tool-less
408-9104.00-00020 RH 1.7 - 2.2 mm 30x14 tool-less
408-9104.00-00025 RH 2.2 - 2.7 mm 30x14 tool-less
408-9104.00-00030 RH 2.7 - 3.2 mm 30x14 tool-less
408-9105.00-00015 LH 1.2 - 1.7 mm 30x14 tool-less
408-9105.00-00020 LH 1.7 - 2.2 mm 30x14 tool-less
408-9105.00-00025 LH 2.2 - 2.7 mm 30x14 tool-less
408-9105.00-00030 LH 2.7 - 3.2 mm 30x14 tool-less

Accessories

292-0701.15-01530 Reinforcement plate for cutout 
292-0402.00-03014 Cutout-cover
292-0301.15-00000 Tool for uninstallation
292-0306.80-02530 Tool for uninstallation
200-1005.00-02420 O-ring 24 x 2.0mm

DST Dual Hook [3-910DST]
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with slam function

Advantages

■■ Snap/Push lock with slam 
function,

■■ Nut or clip fixing.

■■ Released by pushing.

■■ Larger lockable version see 
product system 1-500 or 
1-501.

Materials

■■ Snap-lock: zinc die, chrome 
plated

Snap-Lock
Part Number Fastening type Cutout Door-thickness

a) 252-9001.00-00000 nut ò14,1mm 6.5 mm
b) 252-9003.00-00000 fitting spring 17.8 x 13.1mm 2.2 mm
c) 252-9004.00-00000 nut 15.2 x 13.1mm 2.2 mm

Accessories

a) 154 220-1301.00-00000 Finger pull

Snap-Lock [1-060]
Advantages

■■ Quick release Fastener for
fastening side panels etc.

■■ The fastener consists of two
basic components.

■■ IP65 according to DIN EN
60529 by using O-ring
220-0601.

Materials

a)

■■ Stud: PA black or grey
RAL 7032 or Durethan
BKV 30 N1 matt black

a1)

■■ Wing: PA

b)

■■ Cam: spring steel, zinc plated

Quick release fastener, stud
Part Number Version Installation type

a) 246-0103.03-00000 PA, black tool-less
a) 246-0103.06-07032 PA grey RAL 7032 tool-less
a) 246-0103.50-00000 Durethan BKV 30 N1, black matt tool-less

Quick release fastener, wing
Part Number Version Installation type

a1) 246-0104.03-00000 PA, black tool-less
a1) 246-0104.06-07032 PA grey RAL 7032 tool-less

Accessories

c) 220-0601.00-00000 O-ring 9.1 x 1.6mm
b) 246-0202.00-00000 Cam H 3.5mm
b) 246-0204.00-00000 Cam H 5mm

Quick Release Fastener [1-030]
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Advantages

■■ The pull latch handle with
DIRAK-SNAP-Technology is
used by 19" engineering for
locking insertions.

■■ Tool-less installation.

■■ RH and LH application.

■■ When inserting the plug-in unit
the free running slam hook
latches into the appropriate
cutout and locks the plug-in
unit with the frame.

■■ By tilting the handle, the hook
is withdrawn from the cutout
and the plug-in unit can be
pulled out.

Materials

■■ Housing and handle: zinc
die, matt chrome plated

■■ Spring for insert: spring steel

■■ Snap wedges: sintered steel,
zinc plated

■■ Hook: sintered steel, zinc
plated

Remarks

1. The bulge in the cutout is
always opposite of the bolt. This
cutout guarantees a unique and
constant fitting.

1. bulge for correct positional
installation

2. cutout door

3. cutout frame

4. pushing in

5. locked

6. unlocked

Pull Latch Handle
Part Number Clamping range Installation type

480-9002.00-00810 0.8 - 1.0 mm tool-less
480-9002.00-01113 1.1 - 1.3 mm tool-less
480-9002.00-01416 1.4 - 1.6 mm tool-less

DST Pull Latch Handle [1-069DST]
Advantages

■■ The Pull latch handle is used 
by 19" engineering for locking 
insertions.

■■ The completely pre-assem-
bled unit is fastened by a 
countersunk screw M4.

■■ LH and RH application.

■■ When inserting the plug-in unit 
the free running slam hook 
latches into the appropriate 
cutout and locks the plug-in 
unit with the frame.

■■ Drawing at the handle unlocks 
the plug-in unit and it can be 
pulled out by the handle.

■■ The countersunk screw is not 
included.

Materials

■■ Housing and handle: zinc 
die, matt chrome plated

■■ Spring for insert: spring steel

■■ Hook: sintered steel, zinc 
plated

Remarks

ATTENTION: (S) max. 5mm 
[0.197]

1. cutout handle 

2. cutout for locking hole

3. locked

4. unlocked

Pull Latch Handle
Part Number Installation type

280-9101.00-00000 screw-on

Pull Latch Handle [1-068]
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with indicator red/green, tool-less installation

Advantages

■■ Mini Compression Latch with 
indicator red/green. 

■■ The indicator stays visible and 
is not concealed in any fitted 
situation. 

■■ ~6mm Compression stroke 
(1.).

■■ In open position the indicator 
shows "red". 

■■ By turning the knob, the cam 
is put into the latched posi-
tion and the "green" indica-
tor appears. Once latched, 
a further turning of the knob 
makes the cam start its com-
pression feature. 

■■ RH and LH application. 

■■ Installation by a simple push 
into the cutout. 

■■ Hand turning knob operated.

Materials

■■ Housing, sleeve: zinc die, 
matt chrome plated or black 

■■ Knob: steel, zinc plated 

■■ Washers: steel, matt chrome 
plated 

■■ Spring: stainless steel 

■■ Cam: sintered steel, zinc 
plated 

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

2. open, indicator red

3. cam latched, not pul-
led-down, indicator green

4. cam pulled-down, closed, 
indicator green

Mini Compression Latch
Part Number Insert Housing length Clamping range Compression

stroke
Material Surface Installation type

448-9007.00-00810 Hand turning knob 14 mm 0.8 - 1.0 mm 6 zinc die matt chrome plated tool-less
448-9007.00-01113 Hand turning knob 14 mm 1.1 - 1.3 mm 6 zinc die matt chrome plated tool-less
448-9007.00-01416 Hand turning knob 14 mm 1.4 - 1.6 mm 6 zinc die matt chrome plated tool-less
448-9014.00-00810 Hand turning knob 14 mm 0.8 - 1.0 mm 6 zinc die black tool-less
448-9014.00-01113 Hand turning knob 14 mm 1.1 - 1.3 mm 6 zinc die black tool-less
448-9014.00-01416 Hand turning knob 14 mm 1.4 - 1.6 mm 6 zinc die black tool-less

DST Compression Latch [1-072DST]
Advantages

■■ Mini Compression Latch with
with DIRAK-SNAP-Technology
and indicator.

■■ ~7.5mm Compression stroke
(1.).

■■ Tool-less installation.

■■ RH and LH version.

■■ The latching and compression
operation for the RH version is
clockwise, for the LH version
counterclockwise.

■■ By turning the knob, the cam
is put into the latched posi-
tion. Once latched, a further
turning of the knob makes
the cam start its compression
feature.

■■ The knob can also be control-
led by a Phillips screwdriver.

■■ The direction of opening/clo-
sing is clearly marked on the
housing.

Materials

■■ Housing: zinc die, matt
chrome plated

■■ Insert and washer: steel, zinc
plated

■■ Spring: stainless steel

■■ Straight cam: steel, zinc
plated

■■ Cranked cam: sintered metal

■■ Snap wedges: sintered steel,
zinc plated

Remarks

Once latched, the cam for the 
RH version points to the right 
and vice versa. 

2. open

3. cam pivoted

4. cam compressed

Mini Compression Latch
Part Number Version Clamping range Closing stroke Compression stroke Installation type

a) 448-9001.00-00810 RH 0.8 - 1.0 mm clockwise 7,5 tool-less
a) 448-9001.00-01113 RH 1.1 - 1.3 mm clockwise 7,5 tool-less
a) 448-9001.00-01416 RH 1.4 - 1.6 mm clockwise 7,5 tool-less
a) 448-9002.00-00810 LH 0.8 - 1.0 mm counter clockwise 7,5 tool-less
a) 448-9002.00-01113 LH 1.1 - 1.3 mm counter clockwise 7,5 tool-less
a) 448-9002.00-01416 LH 1.4 - 1.6 mm counter clockwise 7,5 tool-less

Mini Compression Latch with cranked cam
Part Number Version Clamping range Closing stroke Compression stroke Installation type

b) 448-9015.00-00810 RH 0.8 - 1.0 mm clockwise 7,5 tool-less
b) 448-9015.00-01113 RH 1.1 - 1.3 mm clockwise 7,5 tool-less
b) 448-9015.00-01416 RH 1.4 - 1.6 mm clockwise 7,5 tool-less
b) 448-9016.00-00810 LH 0.8 - 1.0 mm counter clockwise 7,5 tool-less
b) 448-9016.00-01113 LH 1.1 - 1.3 mm counter clockwise 7,5 tool-less
b) 448-9016.00-01416 LH 1.4 - 1.6 mm counter clockwise 7,5 tool-less

DST Compression Latch [1-070DST]
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with indicator red/green, tool-less installation

Advantages

■■ Mini Compression Latch with
indicator red/green.

■■ The indicator stays visible and
is not concealed in any fitted
situation.

■■ ~6mm Compression stroke
(1.).

■■ In open position the indicator 
shows "red". 

■■ By turning the knob, the cam
is put into the latched posi-
tion and the "green" indica-
tor appears. Once latched, 
a further turning of the knob 
makes the cam start its com-
pression feature. 

■■ RH and LH application.

■■ Installation by a simple push
into the cutout.

■■ Hand turning knob operated.

Materials

■■ Housing, sleeve: zinc die,
matt chrome plated or black

■■ Knob: steel, zinc plated

■■ Washers: steel, matt chrome
plated

■■ Spring: stainless steel

■■ Cam: sintered steel, zinc
plated 

■■ Snap wedges: sintered steel,
zinc plated

Remarks

2. open, indicator red

3. cam latched, not pul-
led-down, indicator green

4. cam pulled-down, closed,
indicator green

Mini Compression Latch
Part Number Insert Housing length Clamping range Compression 

stroke
Material Surface Installation type

448-9007.00-00810 Hand turning knob 14 mm 0.8 - 1.0 mm 6 zinc die matt chrome plated tool-less
448-9007.00-01113 Hand turning knob 14 mm 1.1 - 1.3 mm 6 zinc die matt chrome plated tool-less
448-9007.00-01416 Hand turning knob 14 mm 1.4 - 1.6 mm 6 zinc die matt chrome plated tool-less
448-9014.00-00810 Hand turning knob 14 mm 0.8 - 1.0 mm 6 zinc die black tool-less
448-9014.00-01113 Hand turning knob 14 mm 1.1 - 1.3 mm 6 zinc die black tool-less
448-9014.00-01416 Hand turning knob 14 mm 1.4 - 1.6 mm 6 zinc die black tool-less

DST Compression Latch [1-072DST]
Advantages

■■ Mini Compression Latch with 
with DIRAK-SNAP-Technology 
and indicator.

■■ ~7.5mm Compression stroke 
(1.). 

■■ Tool-less installation.

■■ RH and LH version. 

■■ The latching and compression 
operation for the RH version is 
clockwise, for the LH version 
counterclockwise. 

■■ By turning the knob, the cam 
is put into the latched posi-
tion. Once latched, a further 
turning of the knob makes 
the cam start its compression 
feature. 

■■ The knob can also be control-
led by a Phillips screwdriver. 

■■ The direction of opening/clo-
sing is clearly marked on the 
housing. 

Materials

■■ Housing: zinc die, matt 
chrome plated

■■ Insert and washer: steel, zinc 
plated

■■ Spring: stainless steel

■■ Straight cam: steel, zinc 
plated

■■ Cranked cam: sintered metal

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

Once latched, the cam for the 
RH version points to the right 
and vice versa. 

2. open

3. cam pivoted

4. cam compressed

Mini Compression Latch
Part Number Version Clamping range Closing stroke Compression stroke Installation type

a) 448-9001.00-00810 RH 0.8 - 1.0 mm clockwise 7,5 tool-less
a) 448-9001.00-01113 RH 1.1 - 1.3 mm clockwise 7,5 tool-less
a) 448-9001.00-01416 RH 1.4 - 1.6 mm clockwise 7,5 tool-less
a) 448-9002.00-00810 LH 0.8 - 1.0 mm counter clockwise 7,5 tool-less
a) 448-9002.00-01113 LH 1.1 - 1.3 mm counter clockwise 7,5 tool-less
a) 448-9002.00-01416 LH 1.4 - 1.6 mm counter clockwise 7,5 tool-less

Mini Compression Latch with cranked cam
Part Number Version Clamping range Closing stroke Compression stroke Installation type

b) 448-9015.00-00810 RH 0.8 - 1.0 mm clockwise 7,5 tool-less
b) 448-9015.00-01113 RH 1.1 - 1.3 mm clockwise 7,5 tool-less
b) 448-9015.00-01416 RH 1.4 - 1.6 mm clockwise 7,5 tool-less
b) 448-9016.00-00810 LH 0.8 - 1.0 mm counter clockwise 7,5 tool-less
b) 448-9016.00-01113 LH 1.1 - 1.3 mm counter clockwise 7,5 tool-less
b) 448-9016.00-01416 LH 1.4 - 1.6 mm counter clockwise 7,5 tool-less

DST Compression Latch [1-070DST]
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Advantages

■■ Clip-in low profile slam latch.

■■ Tool-less installation.

■■ For doors and panels with a 
sheet metal thickness of 1.5 
to 2mm.

■■ Weight:

■■ without cylinder: 33g

■■ with cylinder: 46g.

Materials

■■ Slam latch, cpl.: PA, black

■■ Leg spring: stainless steel

■■ Spring for slam: spring steel

Slam Latch
Part Number Clamping range Latching type Installation type

282-9501.00-00000 1.5 - 2 mm tool-less
282-9502.00-00000 1.5 - 2 mm keyed alike DIRAK 1333 tool-less
282-9503.00-00000 1.5 - 2 mm keyed different tool-less

Slam Latch [6-127]
for cutout C, for cylinder, tool-less installation

Advantages

■■ Pullhandle with slam-
hook with DIRAK-SNAP-
Technology.

■■ Opening operation: unlock 
handle and pull handle by 35°. 

■■ Closing operation: push
handle into the dish, lock the
barrel and slam the door clo-
sed. (the spring- loaded hook
is free- running)

■■ LH and RH application.

■■ A non-locked handle has a
detent in the door-dish.

■■ Installation: Hook lower part
into the lower cutout. Snap
top part into the upper cutout
with a simple push.

Materials

■■ Dish: PA, black

■■ Handle: zinc die, black

■■ Bolt/hook: zinc die, untreated

■■ Snap wedges: PA

■■ Pin: steel, zinc plated

■■ Locking cylinder: PA

Pullhandle with slam-hook
Part Number Clamping range Latching type h Installation type

407-9402.00-37015 1.2 - 1.7 mm keyed alike DIRAK 1333 37 mm tool-less
407-9401.00-37015 1.2 - 1.7 mm keyed different 37 mm tool-less
407-9402.00-37020 1.7 - 2.2 mm keyed alike DIRAK 1333 37 mm tool-less
407-9401.00-37020 1.7 - 2.2 mm keyed different 37 mm tool-less

Accessories

756 292-0301.15-00000 Tool for uninstallation
756 292-0306.80-02530 Tool for uninstallation

DST Pullhandle with Slam-Hook PrC [2-060DST]
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670

Cut Out

MATERIAL M

Zinc Alloy 1

Plastic 2

FINISH F
Chrome 1
Black coated 2
No finish 0

VERSION

MATERIAL

GROUP CODE

MATERIAL

PRODUCT CODE

HOUSING DRIVER

V670 FM02 DD C C

FINISH

FINISH

CAM

Door Thickness

* in this version IP 65 is not available

Clip-in

Door Thickness Version
for 0.8 -1.2 mm panels 1

for 1.2 -1.5 mm panels 2

for 1.5 - 2 mm panels 3 *

QUARTER-TURN LATCHES

QUARTER TURN – EASY FIXING

• Easy assembly by clips
• Mounting nut not required. 
•  Specially designed internal spring

provides 1.5 mm torsion
• 

• 

 Can be used for panel thickness 0.8 
to 2 mm
 Please contact for special colors

MATERIAL
HOUSING:  PA6 GFR 30
DRIVER/TOOL:    Zinc Alloy DIN-EN 

1774-ZnAl4Cu1  
or PA6 GFR 30

CAM:  Steel or Plastic
GASKET: Rubber

DRIVER/TOOL
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Advantages

■■ Low Snap-lock.

■■ Tool-less installation.

■■ Clip-in for door-tickness 
0.8mm to 2.0mm.

■■ This Snap-lock device is 
especially suitable for latching 
of doors and lids.

■■ The Snap-lock consists of two 
parts, housing and slam bolt.

■■ The bolt moves in the housing 
when you open it. This can't 
scratch the surface of the 
sheet metal.

■■ When the latch is released 
and in its final position a fin-
ger-tip grip becomes acces-
sible to facilitate opening the 
door.

■■ Vibration-proof according to 
DIN EN 61373.

Materials

■■ Slam bolt and housing:
PA, black

■■ Spring: stainless steel

Snap-Lock
Part Number Door-thickness Installation type

282-9001.00-00000 0.8 - 2.0 mm tool-less

Snap-Lock [6-122]
PICCOLO, for flush doors, tool-less installation

Advantages

■■ Just slightly protruding slam
latch with DIRAK-SNAP-
Technology.

■■ Field of application: latching
small doors or panels.

■■ To release: after unlocking,
just push the upper, clearly 
marked part of the handle. 
The lower part then can be 
pulled-out and this disenga-
ges the spring loaded slam-
bolt. 

■■ The spring-loaded slam bolt
has a free-stroke, allowing
slaming of closed and locked
handles.

■■ Only available with key
 number 23211.

Materials

■■ Housing, handle and
 slam-bolt: PA, black

■■ Cam: steel, zinc plated

■■ Pin: steel, zinc plated

■■ Snap wedges: sintered steel

Remarks

Installation: 

Enter slam-side into the cutout 
first and then snap-in the unit.

Slam Latch
Part Number Clamping range Latching type Version Installation type

482-9001.00-00015 1.2 - 1.7 mm keyed alike No. 23211 without key tool-less
482-9001.00-00020 1.7 - 2.2 mm keyed alike No. 23211 without key tool-less
482-9001.00-00025 2.2 - 2.7 mm keyed alike No. 23211 without key tool-less
482-9002.00-00015 1.2 - 1.7 mm keyed alike No. 23211 with 2 keys tool-less
482-9002.00-00020 1.7 - 2.2 mm keyed alike No. 23211 with 2 keys tool-less
482-9002.00-00025 2.2 - 2.7 mm keyed alike No. 23211 with 2 keys tool-less
482-9003.00-00015 1.2 - 1.7 mm with blind plug tool-less
482-9003.00-00020 1.7 - 2.2 mm with blind plug tool-less
482-9003.00-00025 2.2 - 2.7 mm with blind plug tool-less

Specific accessories

205-9530.00-23211 2 Keys on ring

DST Slam Latch PrA [6-125DST]
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Advantages

■■ Low Snap-lock.

■■ Tool-less installation.

■■ Clip-in for door-tickness
0.8mm to 2.0mm.

■■ This Snap-lock device is
especially suitable for latching
of doors and lids.

■■ The Snap-lock consists of two
parts, housing and slam bolt.

■■ The bolt moves in the housing
when you open it. This can't
scratch the surface of the
sheet metal.

■■ When the latch is released
and in its final position a fin-
ger-tip grip becomes acces-
sible to facilitate opening the
door.

■■ Vibration-proof according to
DIN EN 61373.

Materials

■■ Slam bolt and housing:
PA, black

■■ Spring: stainless steel

Snap-Lock
Part Number Door-thickness Installation type

282-9001.00-00000 0.8 - 2.0 mm tool-less

Snap-Lock [6-122]
PICCOLO, for flush doors, tool-less installation

Advantages

■■ Just slightly protruding slam 
latch with DIRAK-SNAP-
Technology. 

■■ Field of application: latching 
small doors or panels. 

■■ To release: after unlocking, 
just push the upper, clearly 
marked part of the handle. 
The lower part then can be 
pulled-out and this disenga-
ges the spring loaded slam-
bolt. 

■■ The spring-loaded slam bolt 
has a free-stroke, allowing 
slaming of closed and locked 
handles. 

■■ Only available with key 
number 23211. 

Materials

■■ Housing, handle and 
slam-bolt: PA, black 

■■ Cam: steel, zinc plated 

■■ Pin: steel, zinc plated 

■■ Snap wedges: sintered steel

Remarks

Installation:

Enter slam-side into the cutout 
first and then snap-in the unit.

Slam Latch
Part Number Clamping range Latching type Version Installation type

482-9001.00-00015 1.2 - 1.7 mm keyed alike No. 23211 without key tool-less
482-9001.00-00020 1.7 - 2.2 mm keyed alike No. 23211 without key tool-less
482-9001.00-00025 2.2 - 2.7 mm keyed alike No. 23211 without key tool-less
482-9002.00-00015 1.2 - 1.7 mm keyed alike No. 23211 with 2 keys tool-less
482-9002.00-00020 1.7 - 2.2 mm keyed alike No. 23211 with 2 keys tool-less
482-9002.00-00025 2.2 - 2.7 mm keyed alike No. 23211 with 2 keys tool-less
482-9003.00-00015 1.2 - 1.7 mm with blind plug tool-less
482-9003.00-00020 1.7 - 2.2 mm with blind plug tool-less
482-9003.00-00025 2.2 - 2.7 mm with blind plug tool-less

Specific accessories

205-9530.00-23211 2 Keys on ring

DST Slam Latch PrA [6-125DST]
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Rotary locks
Quarter turn

Part number Material Finish H Weight (g)

16-1-8002 POM / PA black 13.5 14

16-1-8004 POM / PA black 18 14

16-1-8009 POM / PA white 18 14

16-1-8006 POM / PA black 25 14

Clip’n Turn - Clip-on quarter turn with slotted shape

This part number includes a body (POM) and clip (PA).

3 cam heights available. Straight cam for heights H=18 and H=25. 

Cranked cam for height H=13.5 (as shown below).

Product in white color: on demand.

This quarter turn can be mounted on door thicknesses up to:

- 4 mm with part numbers 16-1-8002, 16-1-8004 and 16-1-8009.

- 6 mm with part number 16-1-8006.

Clip can be ordered separately with part number 16-1-8007 (dimension 36x30mm).

Patented.

Ø 30

> 20

0
-6 Ø 18.3

Ø 22.219°

1
9
°

H

40

4
.52 x 4 
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Rotary locks
Quarter turn

Part number Material Finish H Weight (g)

16-1-8001 POM / PA black 13.5 14

16-1-8003 POM / PA black 18 14

16-1-8008 POM / PA white 18 14

16-1-8005 POM / PA black 25 14

Clip’n Turn - Clip-on quarter turn with wing head

This part number includes a body (POM) and a clip (PA).

3 cam heights available. Straight cam for heights H=18 and H=25 (as shown on the drawing). 

Cranked cam for height H=13.5.

Product in white color: on demand.

This quarter turn can be mounted on door thicknesses up to:

- 4mm with part numbers 16-1-8001, 16-1-8003 and 16-1-8008.

- 6mm with part number 16-1-8005.

Clip can be ordered separately with part number 16-1-8007 (dimension 36x30mm).

Patented.

Ø 30

> 20

0
-6 Ø 18.3

Ø 22.219°

1
9
°

40

H

1
0
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Mechanical catches
Touch latches

Part number Material Finish A B C Force Weight (g)

¤ 16-7-4302 POM/PA black 20 10.9 7 1.2kg 0.7

Mini touch latch - snap-in installation

Miniature design is ideal for small applications. 

Snap-in style catch. For sheet metal thickness 2 mm.

Strike sold separately.

B

C

3
.5

9
.3

(1
4
)

8 8

(A)

Max.R0.5

R0.5

2
(15) (5)

2

3

7

Part number Material Finish Weight (g)

¤ 16-7-4304 POM black 0.5

Snap-in counter plate for part number 16-7-4302

10

7

4xR0.5

8

111.5

2

9
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Mechanical catches
Touch latches

Part number Material Finish Weight (g)

¤ 16-7-4303 POM black 0.4

Screw mount counter plate for part number 16-7-4302

2
1

1
4

7 7.7

2

2xØ 2.6

Part number Material Finish A B C Force Weight (g)

¤ 16-7-4300 polymer black 27.3 14 9.8 3.5kg 2.3

Touch latch - Snap-in installation

Compact design with strong retaining force (3.5 kg).

Snap-in style catch. For sheet metal thickness 2 mm.

Strike sold separately.

Polymer material: PBT, PA and PCL.

B

(1
6
)

(9
)

C

4

1
2
.1

1
0
.8

1
1

(A)

10

90°

Max.R0.5

R0.5
16-7-4301

215.7 4.2

10
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Magnetic catches
Snap-in magnetic catches

Part number Material Finish A B C Force Weight (g)

16-7-4209 polymer black 41 13 14.6 3kg 5.5

Snap-in magnets without counterplate

Snap-in magnets for sheet metal applications. Suitable for material thicknesses 1.6 mm or 2.6 mm.

E denotes material thickness.

Cut-out varies to suit metal thickness.

Flex-tab for easy removal.

E (1) (2)

 1.6 6.5 26.0

 2.6 5.8 24.6

E

(2) (1)(1)

8

3 Ø 3.1

A

Ø 3

1.6

1
1

B
6

.2

C

Part number Material Finish A B C D E Force Note Weight (g)

16-7-4013 polypropylene white 25.5 12.3 10.4 23 11 1.5kg
for sheetmetal 

thickness 1.5 mm
4

16-7-4014 polypropylene white 25.5 9.6 11 23 8.2 1.8kg
for sheetmetal 

thickness 1.5 mm
4

16-7-4015 polypropylene white 39.5 10 11 35 8.2 4kg
for sheetmetal 

thickness 1.5 mm
8

16-7-3674 polypropylene black 54 12.5 14.5 51.5 10.8 15kg
for sheetmetal

thickness 2.0 mm
32

Snap-in magnets

BC

A

(E
)

(D)

Catalogue 018 www.pinetuk.com232

Magnetic catches
Snap-in magnetic catches

Part number Material Finish A B C D Note Weight (g)

16-7-3351 steel zinc plated 41 14 1.5 31
for part numbers 

16-7-4013 and 16-7-4014
6

16-7-3673 steel zinc plated 66 12 2 54
for part numbers 

16-7-3674 and 16-7-4015
11

Counterplates for snap-in magnets

Counterplates for part numbers 16-7-4013, 16-7-4014, 16-7-4015 and 16-7-3674.

C

A

(D)

B

ø 3 @ 90°

Part number Material Finish A B C D Weight (g)

16-7-3675 polymer black 75.5 14.8 18.5 65 8

Housing

Housing for part number 16-7-3674.

For screw-mounting.

B

A

(D)

C

ø 2.5 @ 90°

www.metalika-kacin.comwww.metalika-kacin.com
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camlock H4J9

H4J9
product characteristics Length (mm) 20

Fixing hole (mm) 16 x 19

material Die-cast •

lock fastening cap expanderspring (8) material Thickness 1mm •

key profile / key combination X (6+1 thumbles / 4000 vs) •

keyed alike or keyed different •

Master key system possible •

key type Reversible key •

Square-section key •

key stamping / lock stamping key stamping BURG •

Individual key stamping possible •

key numbering •

numbering of rotor possible •

locking movement 90° SZ L (S; R; U; X) •

90° SZ R (Q; T; V; W)

180° L (O; I; L; M) •

180° R (N; J; P; K) •

locking direction L •

R •

cam type Type B Riegeldicke: 3mm

Type G Riegeldicke: 3mm

cam fixing Cam fixing nut •

cam fixing horseshoe clip •

galvanic surface Nickel •

chrome •
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Details

H4JS Dimensions H4JS Installation holes

1

Spreizfederzentralverschluss C4J

C4J
product characteristics Length (mm) 20

Fixing hole (mm) 16 x 19

door-, material thickness (mm) 0,9 - 1,1

material Die-cast •

lock fastening cap expanderspring (8) material Thickness 1mm •

key profile / key combination X (6+1 thumbles / 4000 vs) •

keyed alike or keyed different •

Master key system possible •

key type Reversible key •

Square-section key •

furniture key •

key stamping / lock stamping key stamping BURG •

Individual key stamping possible •

key numbering •

numbering of rotor possible •

locking movement 90° SZ L (S; R; U; X) •

180° L (O; I; L; M) •

180° R (N; J; P; K) •

locking direction R •

L •

cam type Type B •

cam fixing Nut (4) •

bolt type bolt length available on request •

galvanic surface Nickel •
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Details

Fixing hole Dimensions Dimensions
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 GSP

GSP
product characteristics Length (mm) 18

Diameter (mm) 86

Fixing hole (mm) 72x84

door-, material thickness (mm) 0,7 - 1,2

Rechts/Links Verwendbarkeit •

material Plastic black •

lock fastening Klipsung •

key combination X (6+1 thumbles / 4000 vs) •

keyed alike or keyed different •

Master key system possible •

Schlüsseltyp/-prägung Reversible key •

key stamping BURG •

Individual key stamping possible •

cam type Type B •

cam fixing screws •

1 / 2

finish

pulverbeschichtet

material

Die-cast

locking movements

90° (R) or 90° (L)

key numbering

wie bei X üblich

cam type

G

no. key combinations

500 sichere, 4000 verschiedene

no. key combinations

master key

yes

Metal furniture

Handle GSC813X | 
Handle systems
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 Very flat design  Latch function: the door is closed as soon as it is pushed shut   
 The rods only move out once the door is closed  The handle moves in as soon as the door 

is opened  With optional customer logo

Technical data
Dimensions 200 x 80 mm (L x W); installation depth: 25 mm; installation holes: 195 x 76 mm (L x W)

Door, material thickness 0.7 – 1.5 mm

Material Plastic, black (body); zamac alloy (handle)

Lock fastener Clasp

Closures X (6 + 1 discs / 4,000 vs); closing simultaneously or separately; 
Main key system possible

Key type, 
embossing

Reversible key; BURG key embossing; customised key embossing possible; 
From 25,000 pieces per year.

Lock type 3-point lock

Lock fastener Clamping washer

Galvanic surface Nickel (rotor); powder paint (handle)

Pull handle





Sashlock V4U

V4U.20
product characteristics Length (mm) 21,6

Diameter (mm) 40

Fixing hole (mm) 16x19

door-, material thickness (mm) max. 12

material Die-cast / Plastic •

lock fastening Horseshoe clip (2) material thickness 1mm •

Horseshoe clip (2) material thickness 3mm •

Nut (4) •

locking movement 180° R (N; J; P; K) •

180° L (O; I; L; M) •

locking direction L •

R •

cam type Type B •

cam fixing Cam fixing nut •

Produktinformationen

The knob supports continuous rotation in locked position.

Ordering information:
replace the dot in the item number with the digit

Details

installation situation Dimensions I Dimensions II

Dimensions III Lochbild installation situation II

193 QUARTER-TURN LATCH

•  Fix small panels to frame with ease
• Quarter-turn locking
• Easy assembly
• For doors with a bend of 24 mm

MATERIAL
HANDLE:  ABS
FRAME PART:  Steel 

MISCELLANEOUS PRODUCTS

Cut out

D
T 

(D
O

O
R 

TH
IC

KN
ES

S)

Door 

Body

DT
Min Max

0.8mm 1.5mm

  Quarter turn
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RoHS PA
+80°

0°

Snap-in assembly, 
technopolymer

HANDLE AND STATOR
Glass-fibre reinforced polyamide based (PA) technopolymer, grey-
black colour, matte finish.

TWO KEYS
Nickel-plated brass or polyamide based (PA) technopolymer.

STANDARD EXECUTIONS

s x y

0.7÷1 110+0.3 30.5+0.1

> 1÷1.5 110+0.3 30.7+0.1

> 1.5÷2 110+0.3 31.7+0.1

> 2÷2.2 110+0.3 31.7+0.1

ACCESSORIES ON REQUEST (TO BE ORDERED SEPARATELY)
Closing lever LPR. (see page 1531).

ASSEMBLY INSTRUCTIONS
1. Drill the handle housing according to the template dimensions

reported in the table.
2. Remove all drilling burrs before fitting the handle.
3. Fit the upper part of the handle into the housing (Fig. 1).
4. Press onto the lower part until the handle is completely snapped 

in (Fig. 2).

TECHNICAL DATA
The lifting (F1) and pull out (F2) resistance values reported in the 
table are the result of tests carried out in the laboratory with handles 
assembled on metal sheet panels with thickness = 1.5 mm.

PR-CH
PR-CH

2/2

37

Code Description F1 
[N]

F2 
[N]

51911 PR.92-CH-D-K-F 3600 1500 57
51913 PR.92-CH-D-K-U 3600 1500 57
51915 PR.92-CH-D-K-M 3600 1500 57
51921 PR.92-CH-D-QE-T 3600 1500 40
51923 PR.92-CH-D-QE-Q 3600 1500 40
51925 PR.92-CH-D-QE-A 3600 1500 40
51912 PR.92-CH-S-K-F 3600 1500 57
51914 PR.92-CH-S-K-U 3600 1500 57
51916 PR.92-CH-S-K-M 3600 1500 57
51922 PR.92-CH-S-QE-T 3600 1500 40
51924 PR.92-CH-S-QE-Q 3600 1500 40
51926 PR.92-CH-S-QE-A 3600 1500 40

PR-CH

  Flush pull handles with lever latch  Flush pull handles with lever latch
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V B

681

581

571 D D

MISCELLANEOUS PRODUCTS

Cut out

Follow the arrows for assembly instructions;
lock & unlock with moving parts

GROUP CODE CYLINDER

PRODUCT CODE

671 D D

SLIDING LATCH

• Cylinder Locking System
• Eleminates the risk of scratch on

paint thanks to the 2 part design. 
• Suitable for small size doors
• Easy assembly by clips
• Suiable for panel thicknesses

of 0.8 - 1.5 mm

MATERIAL
BODY: ABS
SPRING:   Stainless steel
CYLINDER:   PA6 GFR 30

SLIDING LATCH

• Cylinder Locking System
• Eleminates the risk of scratch on

paint thanks to the 2 part design. 
• Suitable for small size doors
• Easy assembly by clips
• Suiable for panel thicknesses

of 0.8 - 1.5 mm

MATERIAL
BODY:   ABS
SPRING:   Stainless steel
CYLINDER:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1

New

GROUP CODE CYLINDER

PRODUCT CODE

CYLINDER DD

Keyed alike 01

Euro Key (5333) 05

CYLINDER DD

Stainless steel dust cap (Keyed alike) 03

181

581

M
ax

 1.
5

Cut out

MISCELLANEOUS PRODUCTS

Cut out

DOOR THICKNESS
Min Max

0.8mm 1.5mm

MINI SLIDING LATCH

•  Suitable for small doors and
inside panels

•  Suitable for panel thicknesses of 
between 0.8 mm and 1.5 mm

MATERIAL
BODY:       ABS
SPRING:  Stainless Steel

MINI SLIDING LATCH

•  Suitable for small doors and
inside panels

•  Suitable for panel thicknesses of 
between 0.8 mm and 1.5 mm

MATERIAL
BODY:       ABS
SPRING:  Stainless Steel

  Sliding latches  Sliding latches
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