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• Protect against corrosion and damage of pipes and
pipe flanges during manufacture, transit and storage

• Reduce downtime and waste costs by safeguarding against 
contamination from foreign materials

• Avoid thread damage using appropriate caps or
plugs to limit costly delays in your application

MILES OF PIPE AND
FLANGE PROTECTION

MORE THAN

800
PIPE AND FLANGE 
PROTECTION 
PRODUCTS 
AVAILABLE
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PIPE AND FLANGE PROTECTION

PIPE CAPS

FLANGE PROTECTION

PIPE PLUGS
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PIPE CAPS

 These caps are easy to assemble and off er a complete protecti on 
for pipes without threads. 
They protect pipe edges, female and male threads, and minimize 
rusti ng and fouling. 
The inner bars provide an additi onal fi t and enable the leakage of 
air pressure. 

Material: LDPE
Colour: yellow 

 Part no.   A   B   Ø 

 2090015   21,3   20   DN15 ½“ 

 2090020   26,9   25   DN20 ¾“ 

 2090025   33,7   30   DN25 1“ 

 2090032   42,4   28   DN32 1¼“ 

 2090040   48,3   30   DN40 1½“ 

 2090050   60,3   30   DN50 2“ 

 Part no.   A   B   Ø 

 2090065   76,1   35   DN65 2½“ 

 2090080   88,9   36   DN80 3“ 

 2090090   101,6   40   DN90 3½“ 

 2090100   114,3   40   DN100 4“ 

 2090125   139,7   40   DN125 5“ 

 2090150   168,3   40   DN150 6“ 

 Part no.   A   B   Ø 

 2090200   219,0   40   DN200 8“ 

 2090250   273,0   45   DN250 10“ 

 2090300   323,9   50   DN300 12“ 

 2090350   355,6   57   DN350 14“ 

 These caps are easy to assemble and off er a complete protecti on 
for pipes. They protect pipe edges, female and male threads, and 
minimize rusti ng and fouling. The inner bars provide an additi onal 
fi t and enable the leakage of air pressure. 

Material: LDPE 
Colour: red (part no. 2130110 = yellow) 

 Part no.   A   B 

 2130010   10,2   16,0 

 2130012   12,0   16,0 

 2130015   15,0   19,5 

 2130016   16,0   20,0 

 2130018   18,0   20,0 

 Part no.   A   B 

 2130020   20,0   20,0 

 2130022   22,0   20,0 

 2130025   25,0   20,0 

 2130028   28,0   26,5 

 2130030   30,0   26,5 

 Part no.   A   B 

 2130035   35,0   26,5 

 2130038   38,0   27,0 

 2130054   54,0   27,8 

 2130110   110,0   34,6 
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Ribbed Pipe Caps
SR 1387
LDPE

• Injection-moulded caps with internal ribs
• Meet ANSI and DIN specifications

PIPE CAPS

Pipe Chocks
SR 1178

LDPE Orange

• Pipe chocks are used to help secure pipes during transit and storage
• Nails are included with the pipe chocks

Part Number
Dimensions (mm) Standard Pack Quantity

W L H Chock Nail
498748 69.9 114.3 50.8 50 100
498749 88.9 203.2 76.2 20 60

Part  Number Nominal Diameter
Dimensions (mm)

Colour
d H

12773 – 10.2 16.0 Red
12774 – 12.0 16.0 Red

462573 – 12.7 15.0 Black
12775 – 15.0 20.0 Red
12776 – 16.0 20.0 Red
12849 – 18.0 20.0 Red

1258264 – 20.0 20.0 Grey
12777 – 20.0 20.0 Red
12850 – 22.0 20.0 Red
12779 – 25.0 20.0 Red

1258265 – 26.0 20.0 Grey
12780 – 28.0 26.5 Red
12846 – 30.0 26.5 Red
12956 – 32.0 26.8 Yellow

462574 – 35.0 26.5 Black
12781 – 35.0 28.0 Red
12782 – 38.0 27.0 Red
12616 – 39.3 25.0 Yellow
12957 – 40.0 26.7 Yellow
12783 – 41.5 27.0 Red

462576 – 50.8 29.0 Black
462577 – 54.0 36.0 Black
12982 – 54.0 27.8 Red

Part  Number Nominal Diameter
Dimensions (mm)

Colour
d H

12617 – 63.5 29.0  Yellow 
462578 – 63.5 33.0  Yellow 

1258266 – 70.0 30.0  Grey 
462579 – 75.0 38.0  Black 
12618 – 75.0 31.0  Yellow 

462580 – 77.0 32.0  Black 
462581 – 78.0 32.0  Black 
462582 – 79.4 28.0  Black 
462583 – 80.5 28.0  Black 
12959 – 92.0 34.5  Yellow 

462584 – 92.4 32.0  Yellow 
10076 – 94.0 40.0 Red
12633 – 95.5 33.0  Yellow 

462585 – 96.5 39.0 Red
462586 – 100.3 40.0 Red
12960 – 110.0 34.6  Yellow 
12619 – 125.0 35.0  Yellow 
12961 – 125.0 34.1 Yellow
12620 – 137.0 35.0 Yellow

1258263 5” 141.3 40.0  Grey 
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Flexible Pipe Caps
SR 1388
Flexible PE

CONTINUED ON NEXT PAGE

Part Number
Dimensions (mm)

Nominal Diameter
d H

44100 37.7 45.0 –
34129 50.8 90.0 –
31143 55.7 43.0 –
44029 59.4 52.0 –
41056 60.0 70.0 –
48092 60.3 100.0 DN 50 - 2”
34137 60.3 60.0 DN 50 - 2”
41122 61.0 75.0 –
34140 69.0 36.0 –
48100 70.0 45.0 –
48211 75.0 92.0 –
34148 82.5 40.0 –
34151 86.0 43.0 –
48212 86.0 60.0 –
39866 87.0 42.0 –

601500 88.9 60.0 DN 80 - 3”
34154 92.0 43.0 –
34157 97.0 60.0 –
34156 97.0 43.0 –
34158 100.0 46.0 –
34159 100.0 65.0 –
32709 101.6 100.0 DN 90 - 3½”
34161 103.0 43.0 –

461199 104.0 100.0 –
34163 105.0 43.0 –
34164 107.7 45.0 –
44031 112.7 52.0 –
32710 114.3 100.0 DN 100 - 4”
34169 114.3 50.0 DN 100 - 4”
41113 116.0 60.0 –
41102 117.9 50.0 –
34170 120.9 45.0 –
34171 122.0 45.0 –
32711 127.0 100.0 DN 115 - 4½”
34173 127.0 45.0 DN 115 - 4½”
31641 128.5 90.0 –
34174 136.0 47.0 –
34175 139.7 65.0 DN 125 - 5”
32712 141.3 100.0 –

461038 145.0 20.0 –
34835 148.0 50.0 –

461051 148.5 100.0 –
37010 149.2 8.0 –
32713 152.4 100.0 DN 140 - 5½”

803083 152.4 40.0 DN 140 - 5½”
32714 155.8 100.0 –
32790 159.0 100.0 –
48231 159.5 20.0 –
41180 160.0 47.0 –
34178 160.0 47.0 –

601313 165.1 100.0 –
39565 165.1 40.0 –
34803 168.3 100.0 DN 150 - 6”

Part Number
Dimensions (mm)

Nominal Diameter
d H

34179 168.3 50.0 DN 150 - 6”
34180 171.0 50.0 –
35282 171.0 100.0 –
34839 176.8 74.0 –
34181 177.8 65.0 –
34182 180.0 50.0 –
41057 180.0 100.0 –
34804 185.0 100.0 –
34805 193.7 100.0 –
41139 193.7 40.0 –
34806 200.0 100.0 –
31704 200.0 50.0 –
34184 203.0 120.0 –
34807 210.0 100.0 –
31781 210.0 50.0 –
34841 212.0 78.0 –
31785 216.0 50.0 –
41017 217.1 65.0 –
34808 219.1 100.0 DN 200 - 8”
34809 219.1 120.0 DN 200 - 8”
31733 219.1 55.0 DN 200 - 8”
34186 225.0 55.0 –
34842 230.0 55.0 –
39162 232.0 55.0 –
34187 235.0 55.0 –
34817 236.0 100.0 –
31746 244.5 55.0 –
34189 250.0 60.0 –
41082 260.0 60.0 –
34190 264.0 60.0 –
34191 267.0 60.0 –
41018 271.3 71.0 –
34810 273.0 100.0 DN 250 - 10”
31724 273.0 115.0 DN 250 - 10”
31735 273.0 65.0 DN 250 - 10”
34192 281.0 65.0 –
34193 285.0 65.0 –
34812 286.0 100.0 –
34194 293.0 80.0 –
34818 298.0 80.0 –
34195 300.0 65.0 –
34196 305.0 80.0 –
34197 311.0 70.0 –
34198 315.0 70.0 –
34199 317.0 80.0 –
31789 318.0 70.0 –
41019 322.2 78.0 –
34814 323.9 100.0 DN 300 - 12”
31694 323.9 75.0 DN 300 - 12”
34200 330.0 75.0 –
34201 334.0 75.0 –
48213 335.0 100.0 –
34202 338.0 75.0 –

PIPE CAPS
• Rotational moulded caps in more flexible PE material
• Softer material allows easier fitting on pipe
• Range covers wide range of larger sizes
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Flexible Pipe Caps  CONTINUED

SR 1388

Part Number
Dimensions (mm)

Nominal Diameter
d H

34203 343.0 75 –
34204 350.0 80 –
41020 353.8 89 –
34815 355.6 100 DN 350 - 14”
31726 355.6 30 DN 350 - 14”
31685 355.6 80 DN 350 - 14”
34816 360.0 100 –
34205 368.0 160 –
31709 368.0 80 –
31642 376.0 185 –

600777 376.0 80 –
601168 378.0 100 –
34206 381.0 80 –
34207 388.0 80 –

600776 392.0 100 –
34208 394.0 80 –
34209 400.0 75 –
41021 404.1 103 –
34819 406.4 120 DN 400 - 16”
31664 406.4 85 DN 400 - 16”
34820 410.0 120 –
31706 419.0 90 –
41061 429.0 100 –
36407 432.0 80 –
31730 433.0 100 –

601162 440.0 100 –
34210 445.0 90 –
34211 455.0 80 –
48227 457.2 150 DN 450 - 18”
31687 457.2 95 DN 450 - 18”
34212 463.0 75 –
43139 463.0 80 –
34213 470.0 80 –
34214 482.0 80 –
34215 490.0 95 –
34216 495.0 100 –

600001 505.0 100 –
31689 508.0 105 DN 500 - 20”
48226 508.0 170 DN 500 - 20”

600963 512.8 100 –
34217 514.0 80 –
31708 521.0 110 –
31650 530.0 80 –
34218 532.0 80 –
34219 534.0 80 –

600807 550.0 100 –
31710 558.8 115 DN 550 - 22”
34220 564.0 85 –

601127 570.0 85 –
34221 574.0 80 –
34222 585.0 120 –
31729 586.0 90 –
34223 597.0 115 –
31739 609.6 125 DN 600 - 24”
41183 616.0 65 –

Part Number
Dimensions (mm)

Nominal Diameter
d H

34224 616.0 95 –
31711 622.0 130 –
43236 625.4 - –
34225 635.0 130 –
34226 648.0 80 –
31713 660.4 135 DN 650 - 26”
34227 667.0 100 –
34228 673.0 135 –
34229 686.0 135 –
31718 711.2 145 DN 700 - 28”
34230 711.2 260 DN 700 - 28”
34231 719.0 105 –
31690 730.0 145 –
34232 736.6 145 –
34233 746.0 150 –
31696 762.0 155 DN 750 - 30”
34234 770.0 115 –

601324 773.2 350 –
34235 793.0 80 –
34236 800.0 155 –
31722 812.8 165 DN 800 - 32”
34237 820.0 120 –
34238 825.0 165 –
34239 851.0 80 –
34240 863.6 170 DN 850 - 34”
34241 872.0 125 –
31728 890.0 170 –
34242 902.0 175 –
31701 914.4 175 DN 900 - 36”
34243 921.0 135 –
34244 965.2 180 DN 950 - 38”
34245 975.0 170 –
41071 1000.0 180 –
31727 1016.0 180 DN 1000 - 40”
34246 1026.0 145 –
31731 1066.8 185 DN 1050 - 42”
34247 1078.0 150 –
34248 1117.8 185 DN 1100 - 44”
34249 1129.0 160 –

600803 1150.0 350 –
600937 1168.0 185 DN 1150 - 46”
31725 1219.2 200 DN 1200 - 48”
34250 1231.0 170 –

461006 1270.0 200 DN 1250 - 50”
41138 1320.8 180 DN 1300 - 52”
34251 1340.0 180 –
39127 1371.6 180 DN 1350 - 54”
43155 1384.7 206 –
34252 1422.4 215 DN 1400 - 56”
34253 1437.0 180 –
41101 1450.0 180 –
44127 1455.0 185 –
34254 1524.0 220 DN 1500 - 60”
34256 1625.6 230 DN 1600 - 64”

PIPE CAPS
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Heavy-Duty Recessed Caps
SR 1370
Black LDPE

Heavy Duty Pipe Caps
SR 1389
Black and Yellow LDPE

• Reinforced design
• Fit smaller pipe sizes

PIPE CAPS

Part Number Nominal
Diameter

Dimensions (mm)
Colour

d H
12080 – 19.0 12.7 Yellow
12081 ½” 21.4 17.2 Yellow
12082 – 22.2 17.7 Yellow
12084 – 25.4 22.0 Yellow
50248 – 27.0 25.4 Black
12085 ¾” 27.0 25.4 Yellow
10275 – 31.8 25.4 Yellow
10677 1” 33.4 24.8 Yellow
12086 – 34.1 22.8 Yellow
11356 – 35.0 24.6 Yellow
10989 – 38.0 28.4 Yellow
51061 – 41.3 26.6 Black
11118 – 41.3 26.6 Yellow
60606 1¼” 42.9 25.4 Black
12087 1¼” 42.9 25.4 Yellow

Part Number Nominal
Diameter

Dimensions (mm)
Colour

d H
11236 – 44.5 26.6 Yellow
11360 – 47.7 28.4 Yellow
51200 1½ 48.3 27.0 Black
11238 1½” 48.3 27.0 Yellow
10146 – 50.8 24.3 Yellow
10834 1¾” 54.0 28.4 Yellow
11217 – 57.2 25.4 Yellow
51109 2” 60.3 26.6 Black
10195 2” 60.3 26.6 Yellow
10648 – 63.5 30.4 Yellow
11337 – 70.0 30.0 Yellow
86470 2½” 76.1 31.0 Black
11198 2½” 76.1 31.0 Yellow
11408 – 82.5 31.0 Yellow

Flexible Recessed Caps
SR 1371
Yellow PE

Part Number
To Fit Pipe Specification Dimensions (mm)

DIN Nominal Diameter OD WT H H1
31018 DN 180 6” 168.3 28.0 100.0 55.0
34846 DN 200 8” 219.1 23.2 100.0 55.0
34848 DN 250 10” 273.0 18.1 100.0 55.0
34853 DN 300 12” 323.9 26.0 105.0 55.0
34855 DN 350 14” 355.6 28.3 105.0 55.0
34858 DN 400 16” 406.4 26.2 105.0 70.0
34860 DN 450 18” 457.2 26.2 105.0 70.0
34862 DN 500 20” 508.0 27.7 105.0 70.0

Part Number
To Fit Pipe Specification Dimensions (mm)

DIN Nominal Diameter OD WT H H1
34865 DN 600 24” 609.6 20.8 105.0 80.0
31130 DN 650 26” 660.4 15.4 105.0 80.0
34867 DN 700 28” 711.2 22.7 105.0 80.0
34868 DN 750 30” 762.0 28.0 105.0 90.0
34869 DN 800 32” 812.8 22.6 105.0 90.0
31138 DN 1000 40” 1016.0 26.5 130.0 110.0

• Protect pipe bevels and internal walls from corrosion and damage
• Accept crane hooks for moving pipes during storage, 

transit and laying
• Resistant to temperatures from -30°C to +60°C
• WT is wall thickness

• Protect pipe bevels and internal walls from corrosion and damage
• Soft material for easy fitting on large sizes
• Accept crane hooks for moving pipes during storage,

transit and laying
• WT is wall thickness

Part Number
To Fit Pipe Specification Dimensions (mm)

Standard Pack Quantity
DIN Nominal Diameter OD WT H H1

110423 DN 150 6” 168.3 15.0 100.0 90.0 30
110425 DN 200 8” 219.1 15.0 100.0 90.0 20
110426 DN 200 8” 219.1 23.0 100.0 90.0 20
110427 DN 250 10” 273.0 15.0 100.0 90.0 12
110428 DN 250 10” 273.0 23.0 100.0 90.0 10
110430 DN 300 12” 323.9 15.0 100.0 90.0 25
110432 DN 300 12” 323.9 32.0 100.0 90.0 25
110433 DN 350 14” 355.6 23.0 100.0 90.0 50
110435 DN 400 16” 406.4 23.0 100.0 90.0 50
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Bevel Edge Protectors and Plugs
SR 1360
Bevel Edge Protector – Steel Bevel
Pipe Plug – PE/Flexible PE

• Bevel protector designed for use with pipes from 8” to 120”
• The bevel protector is easy to apply by pushing onto the pipe-end and hammering down the clamping system
• The clamping system will expand and force the protector against the inner pipe surface
• Bevel protector combines with pipe plug in sizes 8” to 64” for optimal protection and pipe closure
• Pipe plug has depth of at least 100mm to accept crane hook
• The steel bevel protector keeps the pipe plug firmly in position during handling, transportation and storage
• Available with a corrosion inhibitor to protect inside pipe against damage from moisture
Part Numbers listed in tables refer only to the plug.
We recommend that you contact our office to select the clamping system to fit your requirement.

PIPE PLUGS

Figure 4
By giving a few taps with a hammer on top of the clamping system the 

bevel protector expands and forces itself against the inner pipe surface

Figure 3
Clamping system of the steel bevel protector

Figure 2
Steel bevel protector and pipe plug combined together

in a pipe-end, sealing the pipe completely

Figure 1
Steel bevel protector and pipe plug

Part
Number Nominal Pipe Size Pipe Wall 

Thickness (mm)
Plug Diameter

(mm) Height (mm)

41023 16” 25.4 355.6 105
41114 16” 12.7 381.0 105

464623 16” 6.4 393.7 200
601482 18” 25.4 406.4 55
601258 18” 19.1 419.1 105
41024 18” 12.7 431.8 105

601134 18” 9.3 438.6 150
464621 18” 6.4 444.5 200
41130 20” 25.4 457.2 105

601257 20” 19.1 469.9 105
41116 20” 12.7 482.6 105

601530 20” 6.4 495.3 105
41140 22” 25.4 508.0 105
41026 22” 12.7 533.4 105
41045 24” 25.4 558.8 105
41027 24” 12.7 584.2 105
44115 26” 25.4 609.6 105
41028 26” 12.7 635.0 105

461580 28” 25.4 660.4 105
41029 28” 12.7 685.8 105
41031 30” 25.4 711.2 105
41030 30” 12.7 736.6 105

Part
Number Nominal Pipe Size Pipe Wall 

Thickness (mm)
Plug Diameter

(mm) Height (mm)

461082 32” 25.4 762.0 110
41032 32” 12.7 787.4 105

601267 32” 6.4 800.1 105
44122 34” 25.4 812.8 105
41033 34” 12.7 838.2 105
48215 36” 25.4 863.6 105
41034 36” 12.7 889.0 105

464619 38” 25.4 914.4 200
41035 38” 12.7 939.8 105

461081 40” 25.4 965.2 105
41036 40” 12.7 990.6 105

461080 42” 25.4 1016.0 105
41037 42” 12.7 1041.4 105

601321 44” 25.4 1066.8 105
41038 44” 12.7 1092.2 105
41039 46” 12.7 1143.0 105

461079 48” 25.4 1168.4 105
41072 48” 12.7 1193.8 105

601140 50” 12.7 1244.6 105
41129 52” 12.7 1295.4 105
41125 54” 12.7 1346.2 105

464654 56” 25.4 1371.6 105
41126 56” 12.7 1397.0 105
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Type 1

Type 2

Face Protectors
SR 1354
Yellow Polyethylene

• Protect against dirt, moisture, paint and sand blasting
• Suitable for DIN and ANSI flanges

ANSI

DIN

Type 3

FLANGE PROTECTION
Face Self-Adhesive Discs
SR 1361
Black Rubber

• Provide full flange face protection
• Ozone and weather resistant
• Withstand temperatures from -15°C to +70°C
• Resistant to petrol, oil and non-oxidisation acids
• Available with holes for internal bore sand blasting
• Standard thickness 1.5mm

Alternative Sizes

Part Number Disc Diameter (mm)

462878 38.0
48171 47.0
48250 51.0

601437 62.5
600062 70.0
601552 72.0
43267 90.0
48359 92.0
48360 105.0
48235 110.0

601554 124.0
601173 125.0
48363 127.0

552320 152.4
601556 156.0
601398 168.0
600956 180.0
601557 182.0
48370 217.0
48233 223.0

601558 247.0
600967 250.0
48083 255.0

461935 270.0
552322 292.0
601498 300.0
601175 308.0
48216 325.0
48383 340.0

552324 346.0
601881 356.0
601882 362.0
48134 385.0

552325 406.4
464641 430.0
48197 435.0
48251 470.0
48392 490.0
48249 535.0

601340 584.0
461941 585.0
552328 622.3
552329 660.4
600115 774.0
600808 780.0
552330 793.8
464642 885.0
464519 914.0
601569 1085.0
462889 1100.0
44010 1170.0

601801 1194.0
552158 1333.0
601802 1359.0
601803 1511.0
601822 2197.0

Part Number Nominal Diameter Disc Diameter (mm)

48326 ½” 36.0
48327 ¾” 45.0
48328 1” 54.0
48329 1½” 75.0
48330 2” 95.0
48362 2½” 115.0
48331 3” 130.0
48332 4” 160.0
48333 5” 200.0
48334 6” 220.0
48335 8” 275.0
48336 10” 330.0
48337 12” 390.0
48338 14” 415.0
48339 16” 475.0
48340 18” 540.0
48341 20” 590.0

600049 22” 642.0
48342 24” 700.0
43899 26” 750.0
44003 28” 810.0

464559 30” 857.2
44007 36” 1022.0

Part Number Nominal Diameter Disc Diameter (mm)

48311 DN 10 40.0
48312 DN 15 45.0
48313  DN 20 58.0
48314 DN 25 68.0
48315 DN 32 78.0
48316 DN 40 88.0
48317 DN 50 102.0
48318 DN 65 122.0
48319 DN 80 138.0
48320 DN 100 158.0
48321 DN 125 188.0
48322 DN 150 212.0
48323 DN 200 268.0
48324 DN 250 320.0
48325 DN 300 380.0
48163 DN 350 450.0
48237 DN 400 505.0

464626 DN 500 615.0
464516 DN 600 692.0
461120 DN 800 910.0

Part Number Type Nominal Diameter
Dimensions (mm)

D d H
31648 2 DN 15 ½” 45.0 15.8 –
31653 2 DN 20 ¾” 58.0 20.8 –
34325 2 DN 25 1” 68.0 26.0 –
31649 2 DN 32 1¼” 78.0 33.5 –
34326 2 DN 40 1½” 88.0 41.5 –
32440 1 DN 50 2” 102.0 49 - 55 –

110295 2 DN 50 2” 103.0 51.0 –
32441 1 DN 65 2½” 122.0 63 - 70 –
32442 1 DN 80 3” 138.0 76 - 83 –
32443 1 DN 100 4” 162.0 100 - 107 –
34335 1 – 165.0 90 - 100 –
32444 1 DN 125 5” 188.0 123 - 132 –
32445 1 DN 150 6” 218.0 149 - 159 –
34337 1 – 245.0 140 - 150 –
32446 1 DN 200 8” 285.0 196 - 207 –
34338 1 – 310.0 185 - 200 –
32447 1 DN 250 10” 345.0 247 - 260 –
32448 1 DN 300 12” 410.0 295 - 310 –
32449 1 DN 350 14” 465.0 325 - 341 –
32450 1 DN 400 16” 530.0 374 - 392 –
32451 1 DN 450 18” 570.0 424 - 443 –
32452 1 DN 500 20” 625.0 472 - 494 –
34370 1 DN 600 24” 725.0 570 - 596 –

494283 3 DN 15 ½” 45.0 19.0 16.5
494284 3 DN 20 ¾” 58.0 24.0 16.5
494285 3 DN 25 1” 70.0 30.0 19.5
494286 3 DN 32 1¼” 78.0 39.0 29.5
494287 3 DN 40 1½” 88.0 45.0 29.5
494288 3 DN 50 2” 102.0 56.0 29.5
494289 3 DN 65 2½” 122.0 72.0 34.5
494290 3 DN 80 3” 138.0 85.0 34.5
494291 3 DN 100 4” 163.0 119.0 36.5
494292 3 DN 125 5” 190.0 143.0 36.5
494293 3 DN 150 6” 215.0 170.0 36.5
494294 3 DN 200 8” 270.0 221.0 41.5
494295 3 DN 250 10” 345.0 275.0 41.5
494296 3 DN 300 12” 408.0 325.0 41.5
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FLANGE PROTECTION

Flange Covers
SR 1353
Yellow Flexible Polyethylene

CONTINUED ON NEXT PAGE

DIN

• Ideal for protecting internally-
coated flanges

• Provide complete all-round 
flange protection

• Cover ANSI B 16.5, 
DIN 2631-2635 and BS4504

• Easy to fit
• Durable and flexible
• Also protect bolt holes
• Suit all types of flange faces

*Injection-moulded flange cover

Full-Face Flange Protectors
SR 1365
Yellow LDPE

• Flexible fins ensure snug fit into bores
• For flanges to DIN 2627-2638,150, BS5504 and ANSIB16, 5

Part
Number DIN Nominal 

Bore
Dimensions (mm)

Standard Pack Quantity
d2 d1 D h H

552067 DN10 ⅜” 6.8 14.2 86.0 20.0 21.0 800
552068 DN15 ½” 8.5 19.0 90.0 20.0 21.0 500
552069 DN20 ¾” 13.0 24.0 100.0 20.0 21.0 350
552070 DN25 1” 18.0 30.0 110.0 24.0 25.0 300
552071 DN32 1¼” 23.0 39.0 136.0 30.0 32.0 200
552072 DN40 1½” 30.0 45.5 146.0 30.0 32.0 200
552073 DN50 2” 40.0 56.5 160.0 30.0 32.0 100
552074 DN65 2½” 53.0 72.5 180.0 34.0 36.0 80
552075 DN80 3” 66.0 85.5 196.0 34.0 36.0 75
552076 DN100 4” 86.0 110.0 216.0 44.0 46.0 50
552077 DN125 5” 110.0 134.0 246.0 44.0 46.0 35
552078 DN150 6” 139.0 163.0 280.0 48.0 50.0 25
552079 DN200 8” 186.0 210.0 336.0 50.0 52.0 16
552080 DN250 10” 237.0 263.0 403.0 50.0 52.0 7

1258269 DN300 12” 284.0 319.0 450.0 – 48.5 10

Part Number Nominal Diameter Series Pressure 
Group (Bar)

Dimensions (mm)
d h

34278
DN 10

6 75.0 10.0
34281 25, 40 90.0 14.0
34279

DN 15

6 80.0 10.0
34282 10, 16 95.0 12.0

110318* 25, 40 95.2 14.2
34301 – 95.0 16.0

110317*
DN 20

6 90.0 12.0
31996 10, 16 105.0 14.0
32259 25, 40 105.0 16.0

110319*
DN 25

6 100.2 12.2
31967 10, 16 115.0 14.0
32260 25, 40 115.0 16.0
32261

DN 32

6, 10 120.0 12.0
31968 – 140.0 14.0
32264 16 140.0 16.0
34303 25, 40 140.0 18.0
32262

DN 40

6 130.0 11.0
32265 10, 16 150.0 13.0

110322* – 150.5 15.0
34304 25, 40 150.0 17.0
32263

DN 50
6 140.0 11.0

32267 10, 16 165.0 15.0
31970 25, 40 165.0 17.0
32266

DN 65
6 160.0 11.0

31971 10, 16 185.0 15.0
32268 25, 40 185.0 19.0
31972

DN 80
10, 16 200.0 17.0

32270 25, 40 200.0 21.0
34306 – 200.0 24.0
32271

DN 100

6 210.0 13.0
31973 10, 16 220.0 17.0
34307 – 220.0 21.0
34308 – 220.0 24.0
32272 25, 40 235.0 21.0
32273

DN 125

6 240.0 15.0
31921 10, 16 250.0 19.0
31652 – 250.0 25.0
32275 25, 40 270.0 23.0
32274

DN 150

6 265.0 15.0
31915 10, 16 285.0 19.0
34310 – 285.0 22.0
34311 – 285.0 24.0
34312 – 285.0 29.0
34283 25, 40 300.0 25.0

Part Number Nominal Diameter Series Pressure 
Group (Bar)

Dimensions (mm)
d h

34284
DN 175

10, 16 315.0 21.0
31917 25 330.0 25.0
31916

DN 200

6 320.0 17.0
32310 10, 16 340.0 21.0
34314 – 340.0 24.0
31651 – 340.0 32.0
34286 25 360.0 27.0
34288 40 375.0 31.0
34287

DN 250

6 375.0 19.0
34289 10 395.0 23.0
34315 – 395.0 28.0
32311 16 405.0 23.0
34290 25 425.0 29.0
34292 40 450.0 35.0
34291

DN 300

6 440.0 18.0
31922 10 445.0 22.0
34316 – 445.0 30.0
32312 16 460.0 24.0
31874 25 485.0 30.0
34295 40 515.0 38.0
32320

DN 350
10 505.0 22.0

34296 16 520.0 26.0
34297

DN 400

6 540.0 18.0
32321 10 565.0 22.0
34299 16 580.0 28.0
32276 25 620.0 36.0
32278 40 660.0 46.0
32322

DN 500

10 670.0 24.0
32281 16 715.0 30.0
32282 25 730.0 40.0
31942 40 749.3 46.0
32307 DN 600 16 840.0 31.0
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Flange Covers  CONTINUED

SR 1353

*Injection-moulded flange cover

FLANGE PROTECTION
Flange Protectors
SR 1355
Black LDPE

*Variations in style - give protection to flange face and area surrounding bolt holes.

Part Number Nominal Diameter Series Pressure Group (lbs)

43607* ½” 150
34352 ½” 300/600

498759 ½” 900
43608* ¾” 150
34353 ¾” 300/600

498765 ¾” 900
43609* 1” 150
34354 1” 300/600

498760 1” 900
34343 1¼” 150
34355 1¼” 300/600

498758 1¼” 900
43610* 1½” 150
34356 1½” 300/600

498757 1½” 900
43611* 2” 150
39701 2” 300/600

498764 2” 900
43612* 2½” 150
34358 2½” 300/600

43613* 3” 150
34359 3” 300/600

498766 3” 900
43614* 4” 150
34361 4” 300

498773 4” 600
498767 4” 900
43615* 6” 150
34362 6” 300

498774 6” 600
498768 6” 900
43616* 8” 150
498770 8” 300
498775 8” 600
498769 8” 900
43617* 10” 150
498771 10” 300
498755 10” 600
498761 10” 900
43618* 12” 150
498772 12” 300
498756 12” 600
498762 12” 900

ANSI

Part Number Nominal Diameter Series Pressure 
Group (lbs)

Dimensions (mm)
d h

31836

½”

150 88.9 11.2
110318* 300/400/600 95.2 14.2

31963 300/400/600 95.2 14.2
34258 900/1500 120.6 22.3
31837

¾”
150 98.6 12.7

31965 300/400/600 117.3 15.7
31896 900/1500 130.0 25.4

110320*
1”

150 108.0 14.2
31938 300/400/600 124.0 17.5
31891 900/1500 149.3 28.4
34260 1¼” 300 133.4 19.0

110321*

1½”

150 127.0 17.5
31793 150 127.0 17.5
31886 300 155.4 20.6
32284 400/600 155.4 22.4
31892 900/1500 177.8 31.7

110323*

2”

150 152.4 19.1
31791 150 152.4 19.1

110324* 300 165.5 22.5
31783 300 165.5 22.5
32285 400/600 165.1 25.4
32293 900/1500 215.9 38.1
32313

2½”
150 177.8 22.4

31888 300 190.5 25.4
31890 400/600 190.5 28.4
31766

3”

150 190.5 23.9
31867 300 209.5 28.4
32286 400/600 209.5 31.8
32294 900 241.3 38.1
34319 1500 270.0 51.5
34262

3½”
150 215.9 23.9

34263 300 228.6 30.2
31763

4”

150 228.6 23.9
31868 300 254.0 31.7
32287 600 273.1 38.1
32291 900 292.1 44.4
34322 2500 356.0 76.0
34265

5”
150 254.0 23.9

34266 300 279.4 35.0
34267 600 330.2 44.5
31760

6”

150 279.4 25.4
31869 300 317.5 36.5
32296 600 355.6 47.8
31647 900 381.0 55.6
31870

8”

150 342.9 28.4
34321 – 343.0 33.0
31871 300 381.0 41.1
32298 600 419.1 55.6
32299 900 469.9 63.5
34323 1500 479.0 93.0
34324 2500 551.0 111.0
31872

10”

150 406.4 30.2
31873 300 444.5 47.7
32300 600 508.0 63.5
32303 900 546.1 69.8
31874

12”

150 485.0 30.0
31875 300 520.7 50.8
32301 600 558.8 66.5
32302 900 609.6 79.2
31876

14”
150 533.4 35.1

31847 300 584.2 53.8
34268 600 603.3 69.9
31877

16”

150 596.9 36.6
31878 300 647.7 57.1
34270 600 685.8 76.2
34271 900 704.8 88.9

Part Number Nominal Diameter Series Pressure 
Group (lbs)

Dimensions (mm)
d h

31879

18”

150 635.0 39.6
31880 300 711.2 60.4
34272 600 743.0 82.6
34273 900 787.4 101.6
31881

20”

150 698.5 42.9
31882 300 774.7 63.5
34274 600 812.8 88.9
34275 900 857.2 107.9
31942 22” 150 749.3 46.0
31943

24”

150 812.8 47.8
32088 300 914.4 69.8
34276 600 930.0 98.0
34277 900 1041.4 139.7

ANSI
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SAE High-Pressure Flange Protectors
SR 1076
Polyethylene

3000 Series – Blue, 6000 Series – Red

Part Number Nominal Diameter Series Pressure Group (lbs)

34371 ½” 3000
498754 ½” 6000
34372 ¾” 3000
34382 ¾” 6000
34373 1” 3000
34383 1” 6000
34374 1¼” 3000
34384 1¼” 6000
34375 1½” 3000
34385 1½” 6000
34376 2” 3000
34386 2” 6000
34377 2½” 3000

498751 3” 3000
498752 4” 3000

Part Number Nominal Diameter Colour PSI
Dimensions (mm)

Standard Pack Quantity
C D E F G H I K

3471000 ½” Yellow 3000 18.0 38.5 27.5 17.0 12.5 5.0 8.0 10.5 500
3471100 ½” Blue 3000 18.0 38.5 27.5 17.0 12.5 5.0 8.0 10.5 500
3472000 ¾” Yellow 3000 22.5 48.0 33.3 24.0 18.5 7.0 8.0 11.0 500
3472100 ¾” Blue 3000 22.5 48.0 33.3 24.0 18.5 7.0 8.0 11.0 500
3473000 1” Yellow 3000 26.7 52.0 41.2 32.5 25.3 7.0 8.0 11.0 250
3473100 1” Blue 3000 26.7 52.0 41.2 32.5 25.3 7.0 8.0 11.0 250
3474000 1¼” Yellow 3000 30.5 59.0 45.8 37.0 32.0 7.0 8.0 11.0 250
3474100 1¼” Blue 3000 30.5 59.0 45.8 37.0 32.0 7.0 8.0 11.0 250
3474500 ¾” Yellow 6000 23.8 50.0 34.0 24.0 18.0 5.0 8.0 11.5 500
3474600 1” Yellow 6000 28.3 58.5 20.0 16.3 – 8.0 10.0 – 200
3474700 1¼” Yellow 6000 32.0 67.3 45.5 36.4 32.5 10.0 10.0 5.0 250
3474800 1½” Yellow 6000 31.5 80.0 50.8 41.0 37.3 12.5 14.3 9.0 100

FLANGE PROTECTION
SAE Flange Protectors with
groove for O-ring
SR L-0000
LDPE - Yellow
PP - Blue

• Protective cover for SAE flat
• Protect hole, flat surface and screw holes
• To use with PSI 3000 and PSI 6000 applicationsNEW

CALL
+386 4

510 53 60

www.metalika-kacin.com

Visit us online for more 
information. Our Customer 
Service advisors can also help 
you find the right product for 
your application.

QUESTIONS?
WE ARE HERE 
TO HELP…

www.METALIKA-KACIN.com
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FLANGE PROTECTION
Raised-Face Protector Plugs
SR 1372
Polyethylene
Black

Adhesive Peel and Stick Full-Face Protectors
SR 1373

Polyethylene
Black

Part Number Nominal Pipe Size
Dimensions(mm)

Standard Pack Quantity
d1 d2 D h

FPR1A 1 28 29.4 52.8 9.5 2000
FPR2A 2 52.1 52.7 96.6 11.2 400

FPR2-½A 2½ 63.2 63.8 109.6 12.2 400
FPR3A 3 77 79 132 18.5 450
FPR4A 4 101.5 104 166.4 23.5 250
FPR5A 5 126.7 129 189.9 27.2 175
FPR6A 6 151.1 153.7 223.8 32.1 100
FPR8A 8 203.2 205 279.9 32.4 70

FPR10A 10 253.9 257.8 328.3 33.8 50
FPR12A 12 305.1 308.7 386.5 33.8 35

Part Number Nominal Pipe Size (ins) O.D (mm) Standard Pack Quantity

PG150-½A ½” 88.9 50
PG150-3/4A ¾” 98.4 25

PG150-1A 1” 108.0 50
PG150-1-1/4A 1¼” 117.5 50
PG150-1-½A 1½” 127.0 50

PG150-2A 2” 152.4 50
PG150-2-½A 2½” 177.8 50

PG150-3A 3” 190.5 50
PG150-3-½A 3½” 215.9 25

PG150-4A 4” 228.6 50
PG150-5A 5” 254.0 50

Part Number Nominal Pipe Size (ins) O.D (mm) Standard Pack Quantity

PG150-6A 6” 279.4 25
PG150-8A 8” 342.9 25

PG150-10A 10” 406.4 25
PG150-12A 12” 482.6 25
PG150-14A 14” 533.4 25
PG150-16A 16” 596.9 25
PG150-18A 18” 635.0 25
PG150-20A 20” 698.5 10
PG150-24A 24” 812.8 10
PG150-30A 30” 984.3 10
PG150-36A 36” 1168.4 10

• Meets ANSI/ASME B16.5 Specifications
• Protects petroleum, gas and water type valve flanges
• Protects raised machine face and pipe interior from dirt and 

moisture during shot and sandblasting operations
• Bolt holes are not covered by flange plugs
• Tapered plug design fits snugly into the pipe's interior
• Requires no fasteners

• Meets ANSI B16.5 and ASME B16.47 specification
• 150lb rating
• Adhesive backed, peel and stick design
• Full-faced O.D flange protection
• Special adhesive bonds tightly and leaves no residue under normal 

conditions
• Requires no fasteners

www.METALIKA-KACIN.com
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 Caps and plugs 

- with finger grips - 
For closing of round cartons, clear plastic tubes etc.

Material: LDPE
Colour: white

Further types on written request! 

Quick-fit plugs | Pipe end plugs | with finger grip, white 

- with finger grips - 
For closing of round cartons, clear plastic tubes etc.

Material: LDPE
Colour: red 

Further types on written request! 

Quick-fit plugs | Pipe end plugs | with finger grip, red 

 - without fi nger grips -
For closing of round cartons, clear plasti c tubes etc.

Material: LDPE
Colour: white

Further types on writt en request! 

 Quick-fi t plugs  |  Pipe end plugs | without fi nger grip 

 Part no.   A   B 

 1740040   40   10,8 

 1740050   50   10,8 

 Part no.   A   B 

 1740060   60   10,7 

 1740070   70   10,5 

 Part no.   A   B 

 1740080   80   12,5 

 1740100   100   12,5 

 - with fi nger grips -
For closing of round cartons, clear plasti c tubes etc.

Material: LDPE
Colour: white

Further types on writt en request! 

 Quick-fi t plugs  |  Pipe end plugs | with fi nger grip, white 

 Part no.   A   B 

 1742030   30   7,8 

 1742040   40   10,8 

 1742050   50   10,8 

 1742060   60   10,7 

 Part no.   A   B 

 1742070   70   10,5 

 1742080   80   12,5 

 1742090   90   12,5 

 1742100   100   12,5 

 Part no.   A   B 

 1742110   110   12,8 

 1742120   120   12,2 

 - with fi nger grips -
For closing of round cartons, clear plasti c tubes etc.

Material: LDPE
Colour: red 

Further types on writt en request! 

 Quick-fi t plugs  |  Pipe end plugs | with fi nger grip, red 

 Part no.   A   B 

 1741030   30   7,8 

 1741040   40   10,8 

 1741050   50   10,8 

 1741060   60   10,7 

 Part no.   A   B 

 1741070   70   10,5 

 1741080   80   12,5 

 1741090   90   12,5 

 1741100   100   12,5 

 Part no.   A   B 

 1741110   110   12,8 

 1741120   120   12,2 
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www.emico.dePage |  16

 Caps and plugs 

Thread protection plugs for a wide range of applications. With 
long thread for a tight fit. They offer an optimum protection 
against dirt, moisture and corrosion. 

Material: LDPE
Colour: red

Further types on written request. 

Thread protection plugs  |  Threaded protection plugs, metric 

Thread protection plugs for a wide range of applications. With 
long thread for a tight fit. They offer an optimum protection 
against dirt, moisture and corrosion. 

Material: LDPE
Colour: red

Further types on written request. 

Thread protection plugs  |  Threaded protection plugs, UNF 

 This multi functi onal cap is available in a wide range of sizes. 

Material: LDPE
Colour: red

Part no. 2100009 = PVC, black 

 Quick-fi t caps  |  Pipe end caps 

 Part no.   A   B 

 2100009   8,9   8,0 

 2100019   19,0   13,0 

 2100022   22,1   11,0 

 2100025   25,5   13,1 

 2100028   28,5   13,3 

 2100032   31,7   12,8 

 2100035   34,7   12,5 

 2100038   38,0   12,2 

 Part no.   A   B 

 2100041   41,2   12,8 

 2100044   44,5   12,4 

 2100047   47,0   12,4 

 2100050   50,3   11,7 

 2100054   53,5   12,3 

 2100057   57,5   12,5 

 2100060   59,9   12,5 

 2100063   63,0   12,6 

 Part no.   A   B 

 2100066   66,4   11,0 

 2100070   69,8   12,1 

 2100073   72,5   12,6 

 2100075   75,5   12,3 

 2100079   79,4   12,7 

 2100082   82,0   12,3 

 2100085   85,0   12,2 

 An eff ecti ve and economic method to protect grease nipples. The 
caps protect against damage and dirt and mark greasing points. 
Easy to mount and dismount. 

Material: LDPE
Colour: red (last digits 291 = yellow) 

 Quick-fi t caps  |  Grease nipple caps 

  Part no.   A   B   C   D 

  1720060   6,0   6,4   29,5   8,3 

  1720060291   6,0   6,4   30,0   8,3 

  Part no.   A   B   C   D 

  1720063   6,3   6,2   11,6   5,2 
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 Caps and plugs 

 When choosing the plugs please note that the stem diameter (A) 
should exceed the bore hole by 0.2 to 0.8 mm. 
* = with head hole

Material: LDPE
Colour: natural 

DIN1 = metric ISO thread according to DIN 13 standard metric 
thread
DIN2 = metric ISO thread according to DIN 13 metric fi ne thread
DIN3 = Whitworth pipe thread according to DIN 259 (inch)
DIN4 = armoured thread according to DIN 40430

Special colours (RAL-colours) on request
(minimum order quanti ty between 5,000 - 20,000 pcs. [depending 
on dimensions]) 

 Plugs for round pipes  |  Barrel plugs natural 

  Part no.   A   B   C   DIN1   DIN2   DIN3   DIN4 

  0550021   2,0   3,5   7,0   M2,5   M2,2x0,25   -   - 

  0550032   3,0   12,8   5,0   M3,5   M3,5x0,35   -   - 

  0550042*   4,2   9,0   4,5   M5   -   -   - 

  0550044   4,4   9,0   5,5   M5   -   -   - 

  0550047   4,6   7,0   5,0   -   M5x0,5   -   - 

  0550052   5,2   11,0   6,0   M6   M6x0,75   -   - 

  0550054   5,4   12,0   7,5   M6   M6x0,75   -   - 

  0550060   6,0   11,0   7,0   M7   -   -   - 

  0550063   6,3   9,6   4,0   -   -   - 

  0550066   6,6   7,5   5,0   -   -   -   - 

  0550070   7,0   11,0   6,5   M8   M8x1   -   - 

  0550073   7,3   11,0   6,0   M8   M8x0,75   -   - 

  0550075   7,5   11,0   4,5   -   M8x0,75   -   - 

  0550080   8,0   12,0   7,5   M9   M9x1   -   - 

  0550085   8,5   12,0   8,0   M10   -   -   - 

  0550088   8,8   11,5   8,0   M10   M10x1,25   R1/8   - 

  0550093   9,3   12,0   9,0   -   M10x0,75   R1/8   - 

  0550101   10,0   12,0   4,0   M11   M11x1   -   - 

  0550100   10,0   15,0   9,0   M11   M11x1   -   - 

  0550106   10,6   14,4   5,5   M12   M12x1,5   -   - 

  0550107   10,7   15,0   9,0   M12   M12x1,25   -   - 

  0550113   11,3   14,4   5,5   -   M12x1,25   -   - 

  0550119   11,9   14,9   8,0   M14   -   R¼   Pg7 

  0550125   12,6   17,5   9,0   M14   M14x1,5   -   - 

  0550132   13,2   17,5   8,0   -   M14x1   -   - 

  0550136   13,8   19,5   8,5   -   M14x0,5   -   - 

  0550140   14,0   18,7   7,0   M16   M16x1,5   -   - 

  0550142   14,4   18,7   7,0   -   -   -   - 
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 Caps and plugs 

  Part no.   A   B   C   DIN1   DIN2   DIN3   DIN4 

  0550143   14,8   18,5   9,0   M16   M16x1,5   -   - 

  0550150   15,0   18,7   7,0   M16x1,5   - 

  0550154   15,4   19,5   8,5   M18   M16x0,75   R 3/8   - 

  0550158   15,8   18,7   7,0   M18   M16x1   - 

  0550157   16,0   19,0   8,5   M18   M16x0,75   R 3/8   - 

  0550165   16,5   18,7   7,0   M18x2   - 

  0550168   16,8   20,0   9,0   -   M18x1,5   -   - 

  0550172   17,2   23,0   9,5   -   M18x0,75   -   - 

  0550178   17,8   24,6   9,0   -   -   -   - 

  0550185   18,5   24,6   9,0   -   M20x1,5   -   - 

  0550183   18,9   21,5   9,2   -   M20x2   -   - 

  0550192   19,2   24,6   3,8 

  0550196   19,6   25,5   9,3   M22   M20x0,75   R½   Pg13,5 

  0550201   20,1   24,6   9,0   M22   M22x1,5 

  0550200   20,5   25,5   9,0   M22   M22x2   -   - 

  0550210   21,0   26,0   13,0   M24   M22x1-1,5   R5/8   - 

  0550217   21,7   24,5   9,0   M24   -   -   - 

  0550223   22,7   29,0   9,0   -   M24x2   -   - 

  0550230   23,0   27,4   19,6   -   M24x1   -   - 

  0550236   23,6   28,5   9,0   -   -   - 

  0550240   24,0   27,0   12,5   M27   M25x1   -   - 

  0550255   25,0   31,1   6,0   -   -   -   - 

  0550245   25,0   32,0   13,0   M27   M26x1   R¾   - 

  0550261   25,5   28,5   9,0   -   M27x2   R¾   - 

  0550260   26,0   31,5   12,0   -   M28x2   -   - 

  0550265   26,5   28,5   9,0   M30   -   - 

  0550272   27,1   29,6   15,0   M30   M28x1   -   Pg21 

  0550275   27,5   34,8   12,0   M30x3   - 

  0550288   28,8   34,8   12,0   -   -   -   - 

  0550286   29,0   34,5   15,0   -   M30x1,5   R7/8   - 

  0550305   30,5   34,8   12,0   -   -   R1   - 

  0550312   31,2   38,0   13,0   M33   M32x1,5   R1   - 

  0550318   31,8   36,0   10,0   -   -   -   - 

  0550326   32,6   34,8   12,0   -   -   -   - 

  0550335   33,5   41,0   12,1   -   M35x1,5   -   - 

  0550340   34,0   40,0   20,0   -   M36x2   -   - 

  0550346   34,6   40,4   12,0   M39   M36x2   -   - 

  0550356   35,5   47,0   14,5   M39   -   -   - 

  0550365   36,5   47,0   18,0   -   M38x1,5   R1 1/8   - 

  0550376   37,6   40,4   12,0   M39   M39x3   - 

  0550390   39,0   49,3   18,0   M42   -   -   - 

When choosing the plugs please note that the stem diameter (A) 
should exceed the bore hole by 0.2 to 0.8 mm. 
* = with head hole

Material: LDPE
Colour: natural 

DIN1 = metric ISO thread according to DIN 13 standard metric 
thread
DIN2 = metric ISO thread according to DIN 13 metric fine thread
DIN3 = Whitworth pipe thread according to DIN 259 (inch)
DIN4 = armoured thread according to DIN 40430

Special colours (RAL-colours) on request
(minimum order quantity between 5,000 - 20,000 pcs. [depending 
on dimensions]) 

Plugs for round pipes  |  Barrel plugs natural 
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 Caps and plugs 

When choosing the plugs please note that the stem diameter (A) 
should exceed the bore hole by 0.2 to 0.3 mm. 

Material: LDPE
Colour: last digits 699 = black
last digits 600 = white

Ø = bore hole diameter
DIN1 = metric ISO thread according to DIN 13 standard metric 
thread
DIN2 = metric ISO thread according to DIN 13 metric fine thread

Special colours (RAL-colours) on request
(minimum order quantity between 5,000 - 20,000 pcs. [depending 
on dimensions]) 

Plugs for round pipes  |  Barrel plugs white / black   Part no.   A   B   C   DIN1   DIN2   DIN3   DIN4 

  0550395   39,7   46,0   16,0   -   M42x3   R1¼   - 

  0550407   40,7   49,3   16,0   -   -   -   - 

  0550420   42,0   44,5   12,8   -   M45x3   -   - 

  0550425   42,5   49,3   16,0   M48   M45x3   -   - 

  0550433   43,3   50,5   14,5   M48   M45x2   -   - 

  0550455   45,5   51,0   16,0   -   M48x3   -   - 

  0550458   46,0   51,5   16,5   -   -   R1½   Pg36 

  0550462   46,2   58,7   18,0   -   M48x2   -   - 

  0550505   51,3   57,0   15,5   M56   M52x1,5   R1¾   - 

  0550515   51,5   58,7   18,0   -   -   -   - 

  0550520   52,3   60,0   16,0   -   M55x3   R1¾   - 

  0550541   54,1   58,7   18,0   M60   M56x2   R1¾   Pg42 

  0550553   55,3   59,5   19,5   M60   M58x3   -   - 

  0550555   55,5   58,6   15,6   M60   M58x3   -   - 

  0550580   57,2   62,3   19,8   -   M60x2   R2   Pg48 

  0550596   59,6   73,5   18,0   -   -   -   - 

  0550615   61,5   74,7   20,0   M68   M64x3   -   - 

  0550700   70,0   80,0   18,0   -   M72x3   -   - 

  0550737   73,7   82,3   17,4   -   M75x1,5   R2½   - 

  0550808   80,8   92,5   17,4   -   M80x4   R2¾   - 

  0550850   85,0   95,0   18,0   -   -   -   - 

  0550865   86,5   99,3   17,4   -   -   -   - 

  0550988   98,8   112,0   17,4   -   -   -   - 

  0551100   110,0   130,0   17,5   -   -   R4   - 

  0551117   111,7   123,0   17,4   -   -   -   - 
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 Caps and plugs 

 When choosing the plugs please note that the stem diameter (A) 
should exceed the bore hole by 0.2 to 0.3 mm. 

Material: LDPE
Colour: last digits 699 = black
last digits 600 = white

Ø = bore hole diameter
DIN1 = metric ISO thread according to DIN 13 standard metric
thread
DIN2 = metric ISO thread according to DIN 13 metric fi ne thread

Special colours (RAL-colours) on request
(minimum order quanti ty between 5,000 - 20,000 pcs. [depending 
on dimensions]) 

 Plugs for round pipes  |  Barrel plugs white / black 

  Part no.   A   B   C   Ø   DIN 1   DIN 2 

  0540449600   4,4   9   5,5   4,2   M5   - 

  0540449699   4,4   9   5,5   4,2   M5   - 

  0540477600   4,7   7   5,0   4,5   -   M5x0,5 

  0540477699   4,7   7   5,0   4,5   -   M5x0,5 

  0540542600   5,4   12   7,5   5,2   M6   M6x0,75 

  0540542699   5,4   12   7,5   5,2   M6   M6x0,75 

  0540545600   5,4   15   7,5   5,2   M6   M6x0,75 

  0540545699   5,4   15   7,5   5,2   M6   M6x0,75 

  0540601600   6,0   11   7,0   5,8   M7   - 

  0540601699   6,0   11   7,0   5,8   M7   - 

  0540602600   6,0   12   7,0   5,8   M7   - 

  0540602699   6,0   12   7,0   5,8   M7   - 

  0540605600   6,0   15   7,0   5,8   M7   - 

  0540605699   6,0   15   7,0   5,8   M7   - 

  0540701600   7,2   11   6,5   6,8   M8   M8x1 

  0540701699   7,2   11   6,5   6,8   M8   M8x1 

  0540702600   7,2   12   6,5   6,8   M8   M8x1 

  0540702699   7,2   12   6,5   6,8   M8   M8x1 

  0540705600   7,2   15   6,5   6,8   M8   M8x1 

  Part no.   A   B   C   Ø   DIN 1   DIN 2 

  0540705699   7,2   15   6,5   6,8   M8   M8x1 

  0540802600   8,0   12   7,0   7,8   M9   M9x1 

  0540802699   8,0   12   7,0   7,8   M9   M9x1 

  0540805600   8,0   15   7,0   7,8   M9   M9x1 

  0540805699   8,0   15   7,0   7,8   M9   M9x1 

  0540852600   8,5   12   8,0   8,3   M10   - 

  0540852699   8,5   12   8,0   8,3   M10   - 

  0540855600   8,5   15   8,0   8,3   M10   - 

  0540855699   8,5   15   8,0   8,3   M10   - 

  0541002600   10,0   12   9,0   9,8   M11   M11x1 

  0541002699   10,0   12   9,0   9,8   M11   M11x1 

  0541003600   10,0   12   4,0   9,8   M11   M11x1 

  0541003699   10,0   12   4,0   9,8   M11   M11x1 

  0541005600   10,0   15   9,0   9,8   M11   M11x1 

  0541005699   10,0   15   9,0   9,8   M11   M11x1 

  0541198600   11,9   18   8,0   11,6   M14   - 

  0541198699   11,9   18   8,0   11,6   M14   - 

  0541549600   15,4   19   8,5   15,2   M18   M16x0,75 

  0541549699   15,4   19   8,5   15,2   M18   M16x0,75 
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 Caps and plugs 

For the protection of pipes, threaded bars, shafts etc. (alternative: 
round ribbed inserts, product group 085).

Material: see X
Colour: black 

Plugs for round pipes  |  Plugs for steel pipes 

Sealing plugs for sheet thicknesses between 0.5 and 1.2 mm. 

Material: LDPE
Colour: black 

Plugs for round pipes  |  Sealing plugs 

 Material: LDPE 
Colours: 
without last digits = black ~RAL 9005
last digits 600 = white ~RAL 9010 

Minimum order quanti ty: 500 pcs. per order and dimension

Dimension A including bars! * = version WITHOUT bars 
Tolerance +0.3 mm 

Producti on according to RAL and NCS possible from 5,000 pcs. 

 Plugs for round pipes  |  Blind plugs white / black 

 Part no.   A   B   C 

 1800001   4,0   6,4   5,3 

 1800001600   4,0   6,4   5,3 

 1800002   5,0   6,6   5,5 

 1800002600   5,0   6,6   5,5 

 1800003   5,0   8,0   5,0 

 1800003600   5,0   8,0   5,0 

 1800004   5,0   10,0   5,5 

 1800004600   5,0   10,0   5,5 

 1800005   5,0   13,0   5,5 

 1800005600   5,0   13,0   5,5 

 1800006   5,0   15,0   5,5 

 1800006600   5,0   15,0   5,5 

 1800007*   5,4   8,0   7,4 

 1800007600*   5,4   8,0   7,4 

 1800008*   5,4   10,0   7,4 

 1800008600*   5,4   10,0   7,4 

 1800009*   5,4   13,0   7,4 

 1800009600*   5,4   13,0   7,4 

 1800010*   5,4   15,0   7,4 

 1800010600*   5,4   15,0   7,4 

 1800011   5,5   8,0   5,6 

 1800011600   5,5   8,0   5,6 

 1800057   5,5   10,0   5,6 

 1800057600   5,5   10,0   5,6 

 1800012   6,0   8,0   5,4 

 1800012600   6,0   8,0   5,4 

 1800013   6,0   10,0   5,4 

 1800013600   6,0   10,0   5,4 

 1800014   6,0   13,0   5,4 

 1800014600   6,0   13,0   5,4 

 1800015   6,0   15,0   5,4 

 Part no.   A   B   C 

 1800015600   6,0   15,0   5,4 

 1800016*   6,6   13,0   7,0 

 1800016600*   6,6   13,0   7,0 

 1800017*   6,6   15,0   7,0 

 1800017600*   6,6   15,0   7,0 

 1800018   7,0   10,0   6,5 

 1800018600   7,0   10,0   6,5 

 1800019   7,0   13,0   6,5 

 1800019600   7,0   13,0   6,5 

 1800020   7,0   15,0   6,5 

 1800020600   7,0   15,0   6,5 

 1800021   7,0   16,0   6,5 

 1800021600   7,0   16,0   6,5 

 1800022   8,0   10,0   6,3 

 1800022600   8,0   10,0   6,3 

 1800023   8,0   13,0   6,3 

 1800023600   8,0   13,0   6,3 

 1800024   8,0   15,0   6,3 

 1800024600   8,0   15,0   6,3 

 1800025   8,0   16,0   6,3 

 1800025600   8,0   16,0   6,3 

 1800026   8,5   13,0   6,9 

 1800026600   8,5   13,0   6,9 

 1800027   8,5   15,0   6,9 

 1800027600   8,5   15,0   6,9 

 1800028   8,5   16,0   6,9 

 1800028600   8,5   16,0   6,9 

 1800029   9,0   13,0   6,4 

 1800029600   9,0   13,0   6,4 

 1800030   9,0   15,0   6,4 

 1800030600   9,0   15,0   6,4 

 Part no.   A   B   C 

 1800031   9,0   16,0   6,4 

 1800031600   9,0   16,0   6,4 

 1800032   10,0   13,0   3,0 

 1800032600   10,0   13,0   3,0 

 1800033   10,0   13,0   6,7 

 1800033600   10,0   13,0   6,7 

 1800034   10,0   15,0   6,7 

 1800034600   10,0   15,0   6,7 

 1800035   10,0   16,0   6,7 

 1800035600   10,0   16,0   6,7 

 1800036*   10,5   13,0   4,0 

 1800036600*   10,5   13,0   4,0 

 1800037   11,0   13,0   5,0 

 1800037600   11,0   13,0   5,0 

 1800038   11,0   15,0   5,0 

 1800038600   11,0   15,0   5,0 

 1800039   11,0   16,0   5,0 

 1800039600   11,0   16,0   5,0 

 1800040   12,0   15,0   8,4 

 1800040600   12,0   15,0   8,4 

 1800041*   12,0   16,0   3,0 

 1800041600*   12,0   16,0   3,0 

 1800042   12,0   18,0   8,4 

 1800042600   12,0   18,0   8,4 

 1800043   13,0   16,0   8,5 

 1800043600   13,0   16,0   8,5 

 1800044   13,0   17,0   8,5 

 1800044600   13,0   17,0   8,5 

 1800046   14,0   18,0   7,0 

 1800046600   14,0   18,0   7,0 

 1800047*   15,0   17,0   9,0 
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 Caps and plugs 

 Part no.   A   B   C 

 1800047600*   15,0   17,0   9,0 

 1800048   15,0   19,0   9,0 

 1800048600   15,0   19,0   9,0 

 1800049   15,0   20,0   4,0 

 1800049600   15,0   20,0   4,0 

 1800050   15,5   19,0   4,5 

 1800050600   15,5   19,0   4,5 

 Part no.   A   B   C 

 1800051   17,0   24,5   5,8 

 1800051600   17,0   24,5   5,8 

 1800052*   20,0   23,0   10,0 

 1800052600*   20,0   23,0   10,0 

 1800053*   20,4   28,0   4,8 

 1800053600*   20,4   28,0   4,8 

 1800054*   20,8   28,0   4,8 

 Part no.   A   B   C 

 1800054600*   20,8   28,0   4,8 

 1800055   25,0   30,0   4,7 

 1800055600   25,0   30,0   4,7 

 1800056*   18,3   28,0   6,0 

 1800056600*   18,3   28,0   6,0 

 For the protecti on of pipes, threaded bars, shaft s etc. 
(Alternati ve: round ribbed inserts, product group 085, see page 
138.

Material: see X
Colour: black 

 Plugs for round pipes  |  Plugs for steel pipes 

  Part no.   A   B   C   D   X 

  0450800   8   11   8   2,5   LDPE 

  0451000   10   13   8   2,5   LDPE 

  0451200   12   15   10   3,0   LDPE 

  0451300   13   16   10   3,0   LDPE 

  0451400   14   17   10   3,0   LDPE 

  0451500   15   18   10   3,0   LDPE 

  0451600   16   19   12   3,5   LDPE 

  0451700   17   20   12   3,5   LDPE 

  0451800   18   22   12   3,5   LDPE 

  0451900   19   25   20   6,0   PVC 

  0452000   20   25   20   7,0   PVC 

  Part no.   A   B   C   D   X 

  0452100   21   26   20   7,0   PVC 

  0452200   22   27   20   7,0   PVC 

  0452300   23   29   20   7,0   PVC 

  0452400   24   29   20   8,0   PVC 

  0452500   25   30   20   8,0   PVC 

  0452600   26   32   20   9,0   PVC 

  0452700   27   31   20   9,0   PVC 

  0452800   28   35   22   9,0   PVC 

  0452900   29   36   22   7,0   PVC 

  0454000   40   45   25   9,0   PVC 

 Sealing plugs for sheet thicknesses between 0.5 and 1.2 mm. 

Material: LDPE
Colour: black 

 Plugs for round pipes  |  Sealing plugs 

  Part no.   A   B   C   D   E   F 

  0100080   8   0,5   1,2   12   0,6   15 

  Part no.   A   B   C   D   E   F 

  0100100   10   0,5   1,2   12   0,8   17 

Material: LDPE 
Colours: 
without last digits = black ~RAL 9005
last digits 600 = white ~RAL 9010 

Minimum order quantity: 500 pcs. per order and dimension

Dimension B inclusive bars! * = version WITHOUT bars
Tolerance +0.3 mm 

Production according to RAL and NCS possible from 5,000 pcs. 

Plugs for round pipes  |  Blind plugs white / black 
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 Caps and plugs 

These caps are easy to assemble and offer a complete protection 
for pipes without threads. 
They protect pipe edges, female and male threads, and minimize 
rusting and fouling. 
The inner bars provide an additional fit and enable the leakage of 
air pressure. 

Material: LDPE
Colour: yellow 

Caps for round pipes  |  Pipe protection caps 

These caps are easy to assemble and offer a complete protection 
for pipes. They protect pipe edges, female and male threads, and 
minimize rusting and fouling. The inner bars provide an additional 
fit and enable the leakage of air pressure. 

Material: LDPE 
Colour: red (part no. 2130110 = yellow) 

Caps for round pipes  |  Ribbed caps 

 For venti lati on of parts. The perfect vent plug for control cabinets, 
machine housings and cladding panels. Impermeable to splash-
water and vermin. Additi onal cogging for set up in sheet material.

Material: PA 6
Colour: see X 

 Plugs for round pipes  |  Vent plugs with louvres 

  Part no.   A   B   C   X 

  1231025002   30   25   10,0   grey 

  1231025500   30   25   10,0   white 

  1231025599   30   25   10,0   black 

  1231043002   50   43   12,0   grey 

  1231043500   50   43   12,0   white 

  Part no.   A   B   C   X 

  1231043599   50   43   12,0   black 

  1231070002   80   70   15,5   grey 

  1231070500   80   70   15,5   white 

  1231070599   80   70   15,5   black 

 These plugs off er a parti cular possibility of venti lati on as well 
as preventi on of hot spots. The convex head ends in a thin 
border and off ers a proper cover. A ti ght fi t is guaranteed in wall 
thicknesses up to 6.4 mm. Quick and easy mounti ng. 

Material: PA 6.6
Colour: black

Ø1 = mounti ng hole diameter 
Ø2 = venti lati on hole diameter 
S = max. wall thickness 
L = number of venti lati on holes 

 Plugs for round pipes  |  Vent plugs with holes 

  Part no.   Ø1   S   L   Ø2   B   C   D 

  1230012   12,7   3,2   4   2,4   14,7   10,3   1,6 

  1230015   15,8   3,2   5   2,4   18,7   10,3   1,6 

  1230019   19,0   3,2   8   2,4   23,0   10,3   1,6 

  1230022   22,2   3,2   9   2,4   25,8   11,5   1,6 

  1230025699   25,4   3,2   9   3,2   30,6   11,5   1,6 

  1230028   27,8-28,6   3,2   9   3,2   30,9   11,5   1,6 

  1230031   31,8   3,2   10   3,2   34,9   11,5   1,6 

  1230034   34,9   3,2   11   3,2   38,1   11,5   1,6 

  1230038   38,1   3,2   13   3,2   42,4   11,5   1,6 

  1230044   44,5   3,2   13   3,2   48,8   11,5   1,6 

  1230050   50,8   3,2   19   3,2   54,4   11,9   2,0 
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 Caps and plugs 

Material: PVC approx. 68° Shore A (other hardness grades and 
special versions on request)
Colour: black ~RAL 9005
Nearly all dimensions also possible in:
~RAL 1021 rape yellow
~RAL 3000 flame red
~RAL 5017 traffic blue
~RAL 6002 leaf green
~RAL 7001 silver grey
~RAL 9010 pure white
~RAL 3026 luminous bright red
~RAL 1026 luminous yellow

Tolerance:
length ±2.0 mm / wall thickness ±0.25 mm

B = possible lengths / min. - max.

C = minimum order quantity
(The indicated minimum quantities are binding. If available from 
stock, also smaller quantities are possible.)

XXX (B) = length in mm
Example: Ø 10,0 length 10,0 = 1610100-010 

Caps for round pipes  |  Round caps 

 For the protecti on of pipes, threaded bars, shaft s etc.

Material: see X
Colour: black

Further types on writt en request.
Alternative: Round caps PVC, product group 161, see page 35.

 Caps for round pipes  |  Pipe caps 

 Part no.   A   B   X 

 0090030   2,9   7,9   PE 

 0090033   3,2   7,6   PE 

 0090035   3,5   7,2   PE 

 0090040   3,9   8,0   PE 

 0090050   5,0   6,7   PE 

 0090060   5,9   9,5   PE 

 0090061   6,0   11,0   PVC 

 0090065   6,4   8,0   PE 

 0090070   6,9   8,0   PE 

 0090080   8,0   12,0   PE 

 0090100   10,0   12,5   PE 

 0090110   10,9   13,2   PE 

 0090120   12,0-13,0   15,0   PE 

 0090141   13,7   13,2   PE 

 0090150   14,8   13,4   PE 

 Part no.   A   B   X 

 0090160   16,0   19,5   PE 

 0090180   18,0   21,0   PE 

 0090190   19,0   20,5   PE 

 0090200   20,0   20,5   PE 

 0090210   21,0   22,5   PVC 

 0090220   22,0   23,5   PE 

 0090240   23,7   21,1   PE 

 0090250   25,0   23,5   PE 

 0090260   26,0   25,3   PE 

 0090270   27,0   25,5   PVC 

 0090280   28,0 - 29,0   24,5   PVC 

 0090300   30,0 - 31,0   26,0   PVC 

 0090320   32,0 - 33,0   26,0   PVC 

 0090340   34,0   25,0   PVC 

 0090350   35,0 - 36,0   25,0   PVC 

 Part no.   A   B   X 

 0090380   38,0 - 39,0   25,0   PVC 

 0090400   40,0 - 41,0   23,5   PVC 

 0090420   42,0   24,5   PVC 

 0090430   43,0 - 44,0   24,0   PVC 

 0090450   45,0 - 46,0   25,5   PVC 

 0090480   48,0   24,0   PVC 

 0090490   49,0 - 51,0   24,0   PVC 

 0090540   54,0 - 55,0   28,0   PVC 

 0090590   59,0 - 60,0   27,5   PVC 

 0090630   63,0 - 64,0   27,5   PVC 

 0090690   69,0- 70,0   27,0   PVC 

 0090750   75,0 - 76,0   27,5   PVC 

 0090900   90,0 - 91,0   31,0   PVC 
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 Caps and plugs 

 Material: PVC approx. 68° Shore A (other hardness grades and 
special versions on request)
Colour: black ~RAL 9005
Nearly all dimensions also possible in:
~RAL 1021 rape yellow
~RAL 3000 flame red
~RAL 5017 traffic blue
~RAL 6002 leaf green
~RAL 7001 silver grey
~RAL 9010 pure white
~RAL 1026 luminous yellow

Tolerance:
length ±2.0 mm / wall thickness ±0.25 mm

B = possible lengths / min. - max.

C = minimum order quanti ty
(The indicated minimum quanti ti es are binding. If available from 
stock, also smaller quanti ti es are possible.)

XXX (B) = length in mm
Example: Ø 10.0 length 10.0 = 1610100-010 

 Caps for round pipes  |  Round caps 

 Part no.   A   B   C 

 1610015-XXX   1,5   5-30   5.000 

 1610016-XXX   1,6 5-20   5.000 

 1610018-XXX   1,8 5-30 5.000 

 1610020-XXX   2,0 5-50 5.000 

 1610022-XXX   2,2 5-25 5.000 

 1610025-XXX   2,5 5-30 5.000

 1610028-XXX   2,8 5-30 5.000 

 1610030-XXX   3,0 5-90 5.000 

 1610035-XXX   3,5 5-90   5.000 

 1610038-XXX   3,8 5-30 5.000 

 1610040-XXX   4,0 5-60   3.000

 1610045-XXX   4,5 5-165   3.000

 1610047-XXX   4,7 5-60   3.000

 1610050-XXX   5,0 5-200   3.000 

 1610055-XXX   5,5 5-120 3.000 

 1610060-XXX   6,0 5-130  3.000

 1610065-XXX   6,5 5-200  1.000

 1610070-XXX   7,0 5-120   1.000 

 1610075-XXX   7,5 5-160   1.000 

 1610080-XXX   8,0 5-330   1.000 

 1610085-XXX   8,5 5-120   1.000 

 1610090-XXX   9,0 10-120   1.000

 1610095-XXX   9,5 10-350   1.000 

 Part no.   A   B   C 

 1610100-XXX   10,0 10-350   1.000 

 1610120-XXX   12,0 5-350   1.000

 1610125-XXX   12,5 10-220

 1610130-XXX   13,0 5-200

 1610135-XXX   13,5 10-220

 1610140-XXX   14,0 10-350

 1610145-XXX   14,5 10-130

 1610150-XXX   15,0 10-400

 1610155-XXX   15,5 10-90   500 

 1610160-XXX   16,0 10-350   500 

 1610170-XXX   17,0 10-180   500 

 1610180-XXX   18,0 5-350   500

 1610190-XXX   19,0 5-125   500 

 1610200-XXX   20,0 10-350   500 

 1610210-XXX   21,0 10-120   300 

 1610220-XXX   22,0 10-400 300 

 1610230-XXX   23,0 5-410 300

 1610240-XXX   24,0 5-200   300 

 1610250-XXX   25,0 5-380   300

 1610260-XXX   26,0 10-400   300

 1610270-XXX   27,0 10-400   300

 1610280-XXX   28,0 10-270  300

 1610290-XXX   29,0 5-400   300

 Part no.   A   B   C 

 1610300-XXX   30,0 10-400   300

 1610310-XXX   31,0 10-130   300 

 1610320-XXX   32,0 10-420   300 

 1610330-XXX   33,0 15-400   300 

 1610340-XXX   34,0 10-230 300 

 1610350-XXX   35,0 10-400 300 

 1610360-XXX   36,0 10-350   200 

 1610370-XXX   37,0 15-220   200 

 1610380-XXX   38,0 10-390   200 

 1610400-XXX   40,0 10-350   200 

 1610410-XXX   41,0 10-350   200

 1610420-XXX   42,0 10-400   200 

 1610430-XXX   43,0 10-220   200

 1610440-XXX   44,0 10-130 200 

 1610450-XXX   45,0 10-210 200 

 1610455-XXX   45,5 20-100   200 

 1610460-XXX   46,0 10-200 200

 1610470-XXX   47,0 25-430   200 

 1610480-XXX   48,0 15-200   200 

 1610490-XXX   49,0 15-400   200 

 1610500-XXX   50,0 10-120   200 

 1610510-XXX   51,0 20-400   100 

 1610520-XXX   52,0 15-120   100 

For the protection of pipes, threaded bars, shafts etc.

Material: see X
Colour: black

Further types on written request. 

Caps for round pipes  |  Pipe caps 

  1.000

  1.000

  1.000

  1.000

  1.000

  1.000
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 Caps and plugs 

Material: PE
Colour: black

A = pipe dimensions 

Caps for square pipes  |  Caps for square pipes 

 Material: PE
Colour: black 

 Caps for round pipes  |  Caps for ellipti cal tubes 

 Part no.   A   B 

 0144116   41   16 

 Material: PE
Colour: black

Ø = pipe dimensions

 Caps for round pipes  |  Caps for oval tubes 

  Part no.   AxB   C   DxE   F   Ø 

  0143015   32,0x19,0   23   28,3x15,0   20,5   30x15 

  Part no.   AxB   C   DxE   F   Ø 

  0143820   41,0x23,3   24   37,5x19,0   19,0   38x20 

 Part no.   A   B   C 

 1610530-XXX   53,0 15-400   100 

 1610540-XXX   54,0 10-350   100

 1610550-XXX   55,0   10-120   100 

 1610555-XXX   55,5 15-120   100 

 1610570-XXX   57,0 15-400   100 

 1610580-XXX   58,0 20-400   100 

 1610590-XXX   59,0 20-120   100 

 1610600-XXX   60,0   10-120   100 

 1610620-XXX   62,0 10-200   100 

 1610630-XXX   63,0 15-80   100 

 1610640-XXX   64,0 15-120   100 

 1610650-XXX   65,0 10-170

 1610660-XXX   66,0 10-120

 1610680-XXX   68,0 10-130

 1610700-XXX   70,0 10-160

 1610720-XXX   72,0   10-125 

 1610740-XXX   74,0 20-200   75 

 Part no.   A   B   C 

 1610750-XXX   75,0 10-200   75 

 1610760-XXX   76,0 10-120   75 

 1610780-XXX   78,0 10-120   75 

 1610800-XXX   80,0 10-330   75 

 1610840-XXX   84,0 20-140   75 

 1610850-XXX   85,0 10-180   75 

 1610880-XXX   88,0 20-80   75 

 1610900-XXX   90,0 15-360   75 

 1610930-XXX   93,0 10-120   75 

 1611000-XXX   100,0 15-200   75 

 1611030-XXX   103,0 15-120   75 

 1611040-XXX   104,0 15-120 75

 1611060-XXX   106,0 15-80

 1611080-XXX   108,0 20-155

 1611100-XXX   110,0 25-120

 1611140-XXX   114,0 15-120

 1611200-XXX   120,0 10-170

 Part no.   A   B   C 

 1611230-XXX   123,0 20-135

 1611250-XXX   125,0 25-110

 1611300-XXX   130,0 10-265   50 

 1611330-XXX   133,0 10-120   50

 1611340-XXX   134,0 20-120   50 

 1611400-XXX   140,0 25-135   50 

 1611420-XXX   142,0 20-120   50 

 1611500-XXX   150,0 20-150   50 

 1611600-XXX   160,0 10-120   50 

 1611680-XXX   168,0 20-135   50 

 1611700-XXX   170,0 30-120   50 

 1611800-XXX   180,0 10-80   50 

 1611940-XXX   194,0 10-135   50 

 1612000-XXX   200,0 25-140   50 

 1612230-XXX   223,0 20-140

 1612440-XXX   244,0 10-170

 1612480-XXX   248,0 10-80

  75 

  100 

  100 

  100 

  100 

75

75

75

75

75

  50 

  50 

  50 

  50 

  50 
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 Caps and plugs 

 Material: PE 
Colour: black

A = pipe dimensions 
Alternative: Rectangular caps PVC, product group 162, 
see page 38. 

 Caps for square pipes  |  Caps for square pipes 

  Part no.   A   AxB   C   D   ExF 

  1940200   20x20   24,2x24,2   26,5   24,0   20,7x20,7 

  1940250   25x25   29,8x29,8   26,9   23,6   25,1x25,1 

  1943015   30x15   32,1x17,9   24,4   22,3   29,3x14,6 

  1940300   30x30   33,5x33,5   32,4   27,9   29,6x29,6 

  1944020   40x20   42,4x23,3   10,2   7,4   39,7x20,1 

  Part no.   A   AxB   C   D   ExF 

  1944025 

  1944030   53,6   49,4   40,7x30,6 

  1940400   31,7   28,0   39,7x39,7 

  1940450 

  1940500 

no longer available!

40x30 45,1x35,1   

40x40         43,5x43,5   

no longer available!

50x50        53,3x53,5   31,7   27,5   49,9x49,7 

Material: PE
Colour: black 

Caps for round pipes  |  Caps for elliptical tubes 

Material: PE
Colour: black

Ø = pipe dimensions 

Caps for round pipes  |  Caps for oval tubes 
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 Caps and plugs 

 Material: PVC approx. 68° Shore A (other hardness grades and 
special versions on request)
Colour: black ~RAL 9005
Nearly all dimensions also possible in:
~RAL 1021 rape yellow
~RAL 3000 flame red
~RAL 5017 traffic blue
~RAL 6002 leaf green
~RAL 7001 silver grey
~RAL 9010 pure white
~RAL 1026 luminous yellow

Tolerance:
length ±2.0 mm / wall thickness ±0.25 mm

C = possible lengths / min. - max.

D = minimum order quanti ty
(The indicated minimum quanti ti es are binding. If available from 
stock, also smaller quanti ti es are possible.)

XXX (C) = length in mm

Example: 2 x 20 length 10.0 = 1620220-010 

 Caps for square pipes  |  Rectangular caps 

 Part no.   AxB   C   D 

 1620110-XXX   1,5x10   10-30 3.000

 1620115-XXX   1,5x15   10-40   3.000 

 1620207-XXX   2x7 10-40   3.000 

 1620208-XXX   2x8   10-30   3.000 

 1620211-XXX   2x11 10-50   3.000 

 1620213-XXX   2x13,5 10-35   3.000 

 1620214-XXX   2x14 10-50   3.000 

 1620216-XXX   2x16 10-60   3.000 

 1620218-XXX   2x18 5-40   3.000 

 1620219-XXX   2x19 20-60   3.000 

 1620220-XXX   2x20 15-120   2.000 

 1620222-XXX   2x22,5 15-130   2.000 

 1620223-XXX   2x23,5 20-25   2.000 

 1620224-XXX   2x24 10-30   2.000 

 1620225-XXX no longer available!

 1620228-XXX   2x28,5 10-55   2.000 

 1620230-XXX   2x30 10-120   2.000 

 1620234-XXX   2x34 20 2.000

 1620238-XXX   2x38 10-80 2.000

 1620239-XXX   2x39 20-40 2.000

 1620246-XXX   2x46,5 20-60   1.000 

 1620248-XXX   2x48 10-50   1.000 

 1620257-XXX   2x57 20-50   1.000 

 Part no.   AxB   C   D 

10-60 1.000

10-80   3.000 

1620276-XXX   

16202,513-XXX   

16202,519-XXX    no longer available!

 1620310-XXX   3x10 10-75   3.000 

 1620312-XXX   3x12 10-60   3.000 

 1620315-XXX   3x15 10-85   2.000 

 1620318-XXX   3x18 10-100   2.000 

 1620320-XXX   3x20 10-120     2.000  

 1620325-XXX   3x25 10-130  2.000  

 1620330-XXX   3x30 20-130   1.000 

 1620338-XXX   3x38 10-120   1.000 

 1620340-XXX   3x40 10-100   1.000 

 1620344-XXX   3x44 10-35   1.000 

 1620408-XXX   4x8 5-35 3.000

 1620412-XXX   4x12 10-70 2.000 

 1620416-XXX   4x16 10-110   2.000  

 1620418-XXX   4x18 10-120 2.000 

 1620420-XXX   4x20 10-125 2.000 

 1620423-XXX   4x23 20-65   1.000 

 1620425-XXX   4x25   10-150   1.000 

 1620428-XXX   4x28   10-45   1.000 

 1620430-XXX   4x30 10-140   1.000 

 1620435-XXX   4x35 20-60   1.000 

 Part no.   AxB   C   D 

 1620440-XXX   4x40 25-120   1.000 

 1620450-XXX   4x50 15-90   1.000 

 1620513-XXX   5x13 15-85   2.000 

 1620520-XXX   5x20 20-120 1.000

 1620522-XXX   5x22 15-120 1.000

 1620524-XXX   5x24   10-140 1.000

 1620525-XXX   5x25   10-145 1.000

 1620529-XXX   5x29 10-125 1.000

 1620530-XXX   5x30 10-125 1.000

 1620535-XXX   5x35 25-120 1.000

 1620548-XXX no longer available!

 1620550-XXX   5x50 10-250 1.000

 1620560-XXX   5x60 5-60 1.000

 1620612-XXX   6x12   10-60   2.000 

 1620615-XXX   6x15   10-85   1.000 

 1620620-XXX   6x20 10-180 1.000

 1620630-XXX   6x30 5-140 1.000

 1620635-XXX   6x35 10-130 1.000

 16207,619-XXX no longer available!

 1620810-XXX   8x10   10-120   2.000 

 1620814-XXX   8x14 20-135   1.000 

 1620815-XXX   8x15 15-140 1.000

 1620818-XXX   8x18 15-120 1.000

2x76

2,5x13
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 Caps and plugs 

 Part no.   AxB   C   D 

 1620819-XXX no longer available!

 1620820-XXX   8x20 10-180   1.000 

 1620823-XXX   8x23 25-110   1.000 

 1620825-XXX   8x25 5-195   1.000 

 1620830-XXX   8x30 10-200   1.000 

 1620835-XXX   8x35 5-140   1.000 

 1620840-XXX   8x40 5-150 1.000

 1620844-XXX   8x44 15-45 500

 1620845-XXX   8x45 25-130 500

 1621010-XXX   10x10 10-95   1.000 

 1621020-XXX   10x20 10-100 1.000

 1621025-XXX   10x25 10-120 1.000

 1621030-XXX   10x30 10-100 1.000

 1621035-XXX   10x35 10-120 500

 1621040-XXX   10x40 10-130 500

 1621050-XXX   10x50 10-80 500

 1621060-XXX   10x60 20-120   200 

 1621212-XXX   12x12 10-115   1.000 

 1621230-XXX   12x30 15-130   500 

 1621250-XXX   12x50 15-120 200

 1621255-XXX   12x55 20-120 200

 1621425-XXX   14x25 15-45 500

 16214,523-XXX   

1621515-XXX   15x15 15-75 1.000

 Part no.   AxB   C   D 

 1621525-XXX   15x25 10-130 500

 1621530-XXX   15x30 10-120 500

 1621560-XXX   15x60 15-60   200 

 1621663-XXX   16x63 40   100 

 1621719-XXX   17x19 15-20 1.000

 1621818-XXX   18x18 10-90 1.000

 1621880-XXX   18x80 20-40 100

 1622020-XXX   20x20 10-215 500

 1622030-XXX   20x30 10-210 200

 1622037-XXX   20x37 30-40 200

 1622040-XXX   20x40   10-120 200

 1622445-XXX   24x45 20-60 100

 1622525-XXX   25x25 10-70 200

 1622530-XXX   25x30 20-60 200

 1622535-XXX   25x35 30-90 200

 1622550-XXX   25x50   10-60 100

 16225126-XXX   25x126 45-80

 1623030-XXX   30x30 10-120 200

 1623040-XXX   30x40   10-60 100

 1623045-XXX   30x45 20-50 100

 1623050-XXX   30x50 10-80 100

 1623060-XXX   30x60 10-50 100

 1623070-XXX   30x70 20-80   50 

 1623535-XXX   35x35 10-150 100

 Part no.   AxB   C   D 

 1623555-XXX   35x55 20-80 50

 1623737-XXX   37x37 25-45   100 

 1624040-XXX   40x40 10-300   100 

 1624050-XXX   40x50 20-80   50 

 1624060-XXX   40x60 10-80 50

 1624070-XXX   40x70 20-80 50

 1624080-XXX   40x80 15-55   25 

 16240120-XXX   40x120 20

 1624545-XXX   45x45 20-50 50

 1624578-XXX   45x78 25-60

 1625050-XXX   50x50 10-80   50 

 1625090-XXX   50x90   10-60   25 

 16250100-XXX   50x100 20-60   25 

 1625555-XXX   55x55   10-60   25 

 1625997,5-XXX   

 1626060-XXX   60x60   10-60   25 

 1626080-XXX   60x80 15-80   25 

 16260100-XXX   60x100   10-60   25 

 1626565-XXX   65x65 20-60   25 

 1626868-XXX   68x68   10-60   25 

 1628080-XXX   80x80 20-60   25 

 16280140-XXX   80x140 30-45

 16281121-XXX   81x121 45   25 

 162100100-XXX   100x100   10-80

Material: PVC approx. 68° Shore A (other hardness grades and 
special versions on request)
Colour: black ~RAL 9005
Nearly all dimensions also possible in:
~RAL 1021 rape yellow
~RAL 3000 flame red
~RAL 5017 traffic blue
~RAL 6002 leaf green
~RAL 7001 silver grey
~RAL 9010 pure white
~RAL 3026 luminous bright red
~RAL 1026 luminous yellow

Tolerance:
length ±2.0 mm / wall thickness ±0.25 mm

C = possible lengths / min. - max.

D = minimum order quantity
(The indicated minimum quantities are binding. If available from 
stock, also smaller quantities are possible.)

XXX (C) = length in mm

Example: 2 x 20 length 10.0 = 1620220-010 

Caps for square pipes  |  Rectangular caps 

no longer available!

25

  25 

  25 

  25 

  25 

no longer available!
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PROTECTIVE CAPS FOR PIPES

GPN 250

Suitable for external 

item diameter D thread G Order no.

GPN 250 / 4 4 19.5 250 0040 0000
GPN 250 / 8 8 14 250 0080 0000

GPN 250 / 10.2 10.2 G  1/8 19.5 250 0102 0000
GPN 250 / 12 12 20 250 0120 0000

GPN 250 / 13.5 13.5 G  1/4 20 250 0135 0000
GPN 250 / 14 14 20 250 0140 0000
GPN 250 / 15 15 19.5 250 0150 0000
GPN 250 / 16 16 20 250 0160 0000

GPN 250 / 16.75 16.8 19.5 250 0167 0000
GPN 250 / 17.2 17.2 G  3/8 20.5 250 0172 0000
GPN 250 / 18 18 20 250 0180 0000
GPN 250 / 20 20 20 250 0200 0000

GPN 250 / 21.3 21.3 G  1/2 20 250 0213 0000
GPN 250 / 22 22 20 250 0220 0000
GPN 250 / 24 24 20 250 0240 0000
GPN 250 / 25 25 20 250 0250 0000
GPN 250 / 26 26 27 250 0260 0000

GPN 250 / 26.9 26.9 G  3/4 27.5 250 0269 0000
GPN 250 / 28 28 27 250 0280 0000
GPN 250 / 30 30 27.5 250 0300 0000
GPN 250 / 32 31.8 27.5 250 0320 0000

GPN 250 / 32.5 32.5 15 250 0325 0000
GPN 250 / 33.7 33.7 G  1 28 250 0337 0000
GPN 250 / 35 35 27 250 0350 0000
GPN 250 / 38 38 27.5 250 0380 0000
GPN 250 / 40 40 27 250 0400 0000

GPN 250 / 41.5 41.5 27 250 0415 0000
GPN 250 / 42.4 42.4 G  1  1/4 35.5 250 0424 0000
GPN 250 / 44.5 44.5 G  1  3/8 35 250 0445 0000
GPN 250 / 48.3 48.3 G  1  1/2 35 250 0483 0000
GPN 250 / 50 50 34.5 250 0500 0000
GPN 250 / 51 51 35 250 0510 0000
GPN 250 / 54 54 G  1  3/4 35 250 0540 0000
GPN 250 / 57 57 35 250 0570 0000
GPN 250 / 60 60.3 G  2 36 250 0600 0000

GPN 250 / 63.5 63.5 35 250 0635 0000
GPN 250 / 70 70 36 250 0700 0000
GPN 250 / 73 73 34.5 250 0730 0000
GPN 250 / 76 76.1 G  2  1/2 36 250 0760 0000
GPN 250 / 83 82.5 G  2  3/4 35 250 0830 0000

GPN 250 / 87.9 87.9 G  3 34.5 250 0879 0000
GPN 250 / 89 88.9 35 250 0890 0000
GPN 250 / 95 95 35 250 0950 0000

GPN 250 / 102 101.6 34.5 250 1020 0000
GPN 250 / 108 108 34.5 250 1080 0000
GPN 250 / 113 113 G  4 40.5 250 1130 0000

GPN 250 / 114.3 114.3 35.5 250 1143 0000
GPN 250 / 121 121 34.5 250 1210 0000

Standard colour: Yellow 

Material:  PE-LD; PE-LLD (from  
GPN 250/219) 

Better fit.
Protection for pipes in  
accordance with DIN EN 10220, 
DIN EN 10255 and DIN EN  
ISO 1127.

More robust.
Thick-walled design for  
higher demands.

Better.
Discontinuous internal  
beads, offset by 180° degrees, 
permit venting and pressure 
equalisation.

» Continued on page 19Size in mm

Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn250

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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PROTECTIVE CAPS FOR PIPES

GPN 250

Suitable for external 

item diameter D thread G Order no.

GPN 250 / 127 127 G  4  1/2 34.5 250 1270 0000
GPN 250 / 130 130 34.5 250 1300 0000
GPN 250 / 133 133 34.5 250 1330 0000

GPN 250 / 139.7 139.7 G  5 34.5 250 1397 0000
GPN 250 / 146 146 35 250 1460 0000

GPN 250 / 152.4 152.4 G  5  1/2 35 250 1524 0000
GPN 250 / 159 159 34.5 250 1590 0000

GPN 250 / 168.3 168.3 G  6 34.5 250 1683 0000
GPN 250 / 174.9 174.9 20 250 1749 0000
GPN 250 / 219 219 G  8 41 250 2190 0000
GPN 250 / 273 273 G  10 41.5 250 2730 0000

GPN 250 / 323.9 323.9 G  12 45.5 250 3239 0000
GPN 250 / 355.6 355.6 G  14 54 250 3556 0000
GPN 250 / 406.4 406.4 G  16 53 250 4064 0000

Standard colour: Yellow 

Material:  PE-LD; PE-LLD (from  
GPN 250/219) 

Better fit.
Protection for pipes in  
accordance with DIN EN 10220, 
DIN EN 10255 and DIN EN  
ISO 1127.

More robust.
Thick-walled design for  
higher demands.

Better.
Discontinuous internal  
beads, offset by 180° degrees, 
permit venting and pressure 
equalisation.

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 200 Type A, GPN 600, GPN 610

« Continued from page 18

Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn250
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756

www.metalika-kacin.com
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn255

PROTECTIVE CAPS

GPN 255

Standard colour: Natural 

Material: SI

Higher temperature 
resistance.
Extremely heat resistant up to 
250°C. More details: page 125, 
“Physical properties”.

More robust.
Highly tear-resistant material 
for increased demands.

More versatile.
Flexible material for 
accomodating larger tolerances.

Better.
Protection for studs and 
pipe ends. 

Suitable for external

item diameter D (G) Order no.

GPN 255 / 2 2 25.4 255 0020 0000
GPN 255 / 2.5 2.5 19 255 0025 0000
GPN 255 / 3 3 25.4 255 0030 0000

GPN 255 / 3.5 3.5 25.4 255 0035 0000
GPN 255 / 4 4 25.4 255 0040 0000
GPN 255 / 5 5 25.4 255 0050 0000
GPN 255 / 6 6 38.1 255 0060 0000
GPN 255 / 8 8 38.1 255 0080 0000

GPN 255 / 10 10 38.1 255 0100 0000
GPN 255 / 12 12 38.1 255 0120 0000
GPN 255 / 14 14 38.1 255 0140 0000
GPN 255 / 15 15 38.1 255 0150 0000
GPN 255 / 16 16 38.1 255 0160 0000
GPN 255 / 17 17 38.1 255 0170 0000
GPN 255 / 18 18 38.1 255 0180 0000
GPN 255 / 20 20 38.1 255 0200 0000
GPN 255 / 22 22 38.1 255 0220 0000
GPN 255 / 24 24 38.1 255 0240 0000
GPN 255 / 25 25 38.1 255 0250 0000
GPN 255 / 27 27 38.1 255 0270 0000
GPN 255 / 30 30 38.1 255 0300 0000
GPN 255 / 33 33 38.1 255 0330 0000
GPN 255 / 36 36 44.5 255 0360 0000
GPN 255 / 39 39 44.5 255 0390 0000
GPN 255 / 42 42 50.8 255 0420 0000
GPN 255 / 45 45 50.8 255 0450 0000
GPN 255 / 48 48 50.8 255 0480 0000
GPN 255 / 52 52 50.8 255 0520 0000

Size in mm

Flash and foreign particles are permitted for these items. We recommend that you carry 
out functional tests before series production.

For more information about the application of our items, please refer to pages 124/125.

You might also be interested in the following products: GPN 605, GPN 606, GPN 607

21

Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn280

END CAPS

GPN 280

Standard colour: Black 

Material: PE-LD

More robust.
Reinforced base for increased 
demands. 

Better.
Suitable for pipes; particulary 
suitable as gilders for furniture 
and equipment. 

Suitable for external

item diameter D (G) Order no.

GPN 280 ER 3 3 8 280 0003 0000
GPN 280 ER 4 4 8.1 280 0004 0000
GPN 280 ER 5 5 7.7 280 0005 0000
GPN 280 ER 6 6 8.6 280 0006 0000
GPN 280 ER 7 7 9 280 0007 0000
GPN 280 ER 8 8 9.4 280 0008 0000

GPN 280 ER 10 10 11 280 0010 0000
GPN 280 ER 11 11 12.9 280 0011 0000
GPN 280 ER 12 12 12.3 280 0012 0000
GPN 280 ER 13 13 13.2 280 0013 0000
GPN 280 ER 14 14 12.8 280 0014 0000
GPN 280 ER 15 15 14.7 280 0015 0000
GPN 280 ER 16 16 16.4 280 0016 0000
GPN 280 ER 18 18 19.7 280 0018 0000
GPN 280 ER 20 20 20.1 280 0020 0000
GPN 280 ER 21 21 21.3 280 0021 0000
GPN 280 ER 22 22 20.6 280 0022 0000
GPN 280 ER 24 24 22.7 280 0024 0000
GPN 280 ER 25 25 22.3 280 0025 0000
GPN 280 ER 26 26 23.5 280 0026 0000
GPN 280 ER 27 27 25.3 280 0027 0000
GPN 280 ER 28 28 24.8 280 0028 0000
GPN 280 ER 30 30 24.8 280 0030 0000
GPN 280 ER 32 32 26.4 280 0032 0000

Size in mm

For more information about the application of our items, please refer to pages 124/125.

You might also be interested in the following products:  
GPN 200 Type A, GPN 260, GPN 320, GPN 1000
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn260

SQUARE PLUGS

GPN 260

Standard colour: Black 

Material: PE-LLD

Better.
For closing of selection tubes. 
Distinctive external ribs provide 
a secure press fit. High visual 
appeal due to grainded top 
surface finish and chamfered 
edges. 

More robust.
Reinforced head area for  
higher demands. 

Suitable for pipe dimensions Dimensions

item External A Wall thickness T B C (H) (M) Order no.

GPN 260 Q 1212 1.5 - 2 12 × 12 1.5 - 2 7 10 11 15 260 1212 0000
GPN 260 Q 1515 1.5 - 2 15 × 15 1.5 - 2 10 13 11 15 260 1515 0000
GPN 260 Q 1616 1.5 - 2 16 × 16 1.5 - 2 11 14 11 15 260 1616 0000
GPN 260 Q 1818 1.5 - 2 18 × 18 1.5 - 2 13 16 11 15 260 1818 0000
GPN 260 Q 2020 1.5 - 2 20 × 20 1.5 - 2 15 18 11 15 260 2020 0000
GPN 260 Q 2222 1.5 - 2 22 × 22 1.5 - 2 16 20 14 19 260 2222 0000
GPN 260 Q 2525 1.5 - 2 25 × 25 1.5 - 2 19 23 14 19 260 2525 0000

GPN 260 Q 2525 3 25 × 25  3 17 21 14 19 260 2528 0000
GPN 260 Q 3030 1.5 - 2 30 × 30 1.5 - 2 24 28 14 19 260 3030 0000

GPN 260 Q 3030 3 30 × 30  3 22 26 14 19 260 3033 0000
GPN 260 Q 3434 1.5 - 2 34 × 34 1.5 - 2 28 32 14 19 260 3434 0000

GPN 260 Q 3434 3 34 × 34 3 26 30 14 19 260 3437 0000
GPN 260 Q 4040 1.5 - 2 40 × 40 1.5 - 2 34 38 14 19 260 4040 0000

GPN 260 Q 4040 3 40 × 40 3 32 36 14 19 260 4043 0000
GPN 260 Q 4040 4 40 × 40 4 30 34 14 19 260 4044 0000
GPN 260 Q 4040 5 40 × 40 5 28 32 14 19 260 4045 0000

GPN 260 Q 4545 1.5 - 2 45 × 45 1.5 - 2 39 43 14 19 260 4545 0000
GPN 260 Q 5050 1.5 - 2 50 × 50 1.5 - 2 44 48 14 19 260 5050 0000

GPN 260 Q 5050 3 50 × 50 3 42 46 14 19 260 5053 0000
GPN 260 Q 5050 5 50 × 50 5 38 42 14 19 260 5055 0000

GPN 260 Q 6060 1.5 - 2 60 × 60 1.5 - 2 54 58 14 19 260 6060 0000
GPN 260 Q 6060 4 60 × 60 4 50 54 14 19 260 6064 0000
GPN 260 Q 6060 5 60 × 60 5 48 52 14 19 260 6065 0000
GPN 260 Q 7070 3 70 × 70 3 61 66 17 22 260 7070 0000
GPN 260 Q 7070 4 70 × 70 4 59 64 17 22 260 7074 0000
GPN 260 Q 8080 3 80 × 80 3 71 76 17 22 260 8080 0000

GPN 260 Q 9090 1.5 - 2 90 × 90 1.5 - 2 83 88 17 22 260 9090 0000
GPN 260 Q 9090 5 90 × 90 5 77 82 17 22 260 9095 0000

GPN 260 Q 100100 3 100 × 100 3 91 96 17 22 260 1001 0000
GPN 260 Q 100100 5 100 × 100 5 87 92 17 22 260 1005 0000
GPN 260 Q 120120 5 120 × 120 5 107 112 17 22 260 1201 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products:  
GPN 270, GPN 280, GPN 320, GPN 1000

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn260

SQUARE PLUGS

GPN 260

Standard colour: Black

Material: PE-LLD

Better.
For closing of selection tubes. 
Distinctive external ribs provide 
a secure press fit. High visual 
appeal due to grainded top 
surface finish and chamfered 
edges. 

More robust.
Reinforced head area for 
higher demands. 

Suitable for pipe dimensions Dimensions

item External A Wall thickness T B C (H) (M) Order no.

GPN 260 Q 1212 1.5 - 2 12 × 12 1.5 - 2 7 10 11 15 260 1212 0000
GPN 260 Q 1515 1.5 - 2 15 × 15 1.5 - 2 10 13 11 15 260 1515 0000
GPN 260 Q 1616 1.5 - 2 16 × 16 1.5 - 2 11 14 11 15 260 1616 0000
GPN 260 Q 1818 1.5 - 2 18 × 18 1.5 - 2 13 16 11 15 260 1818 0000
GPN 260 Q 2020 1.5 - 2 20 × 20 1.5 - 2 15 18 11 15 260 2020 0000
GPN 260 Q 2222 1.5 - 2 22 × 22 1.5 - 2 16 20 14 19 260 2222 0000
GPN 260 Q 2525 1.5 - 2 25 × 25 1.5 - 2 19 23 14 19 260 2525 0000

GPN 260 Q 2525 3 25 × 25 3 17 21 14 19 260 2528 0000
GPN 260 Q 3030 1.5 - 2 30 × 30 1.5 - 2 24 28 14 19 260 3030 0000

GPN 260 Q 3030 3 30 × 30 3 22 26 14 19 260 3033 0000
GPN 260 Q 3434 1.5 - 2 34 × 34 1.5 - 2 28 32 14 19 260 3434 0000

GPN 260 Q 3434 3 34 × 34 3 26 30 14 19 260 3437 0000
GPN 260 Q 4040 1.5 - 2 40 × 40 1.5 - 2 34 38 14 19 260 4040 0000

GPN 260 Q 4040 3 40 × 40 3 32 36 14 19 260 4043 0000
GPN 260 Q 4040 4 40 × 40 4 30 34 14 19 260 4044 0000
GPN 260 Q 4040 5 40 × 40 5 28 32 14 19 260 4045 0000

GPN 260 Q 4545 1.5 - 2 45 × 45 1.5 - 2 39 43 14 19 260 4545 0000
GPN 260 Q 5050 1.5 - 2 50 × 50 1.5 - 2 44 48 14 19 260 5050 0000

GPN 260 Q 5050 3 50 × 50 3 42 46 14 19 260 5053 0000
GPN 260 Q 5050 5 50 × 50 5 38 42 14 19 260 5055 0000

GPN 260 Q 6060 1.5 - 2 60 × 60 1.5 - 2 54 58 14 19 260 6060 0000
GPN 260 Q 6060 4 60 × 60 4 50 54 14 19 260 6064 0000
GPN 260 Q 6060 5 60 × 60 5 48 52 14 19 260 6065 0000
GPN 260 Q 7070 3 70 × 70 3 61 66 17 22 260 7070 0000
GPN 260 Q 7070 4 70 × 70 4 59 64 17 22 260 7074 0000
GPN 260 Q 8080 3 80 × 80 3 71 76 17 22 260 8080 0000

GPN 260 Q 9090 1.5 - 2 90 × 90 1.5 - 2 83 88 17 22 260 9090 0000
GPN 260 Q 9090 5 90 × 90 5 77 82 17 22 260 9095 0000

GPN 260 Q 100100 3 100 × 100 3 91 96 17 22 260 1001 0000
GPN 260 Q 100100 5 100 × 100 5 87 92 17 22 260 1005 0000
GPN 260 Q 120120 5 120 × 120 5 107 112 17 22 260 1201 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: 
GPN 270, GPN 280, GPN 320, GPN 1000
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn270

» Continued on page 64

RECTANGULAR PLUGS

GPN 270

Standard colour: Black 

Material: PE-LLD

Better.
For closing of selection tubes. 
Distinctive external ribs provide 
a secure press fit. High visual 
appeal due to grainded top 
surface finish and chamfered 
edges. 

More robust.
Reinforced head area for  
higher demands. 

Suitable for pipe 
dimensions Dimensions

item External 
A/F

Wall thick-
ness T B C (H) (M) Q R Order no.

GPN 270 R 2010 1.5 - 2 20 × 10 1.5 - 2 15 18 11 15 5 8 270 2010 0000
GPN 270 R 2015 1.5 - 2 20 × 15 1.5 - 2 15 18 11 15 10 13 270 2015 0000
GPN 270 R 2510 1.5 - 2 25 × 10 1.5 - 2 20 23 11 15 5 8 270 2510 0000
GPN 270 R 2515 1.5 - 2 25 × 15 1.5 - 2 20 23 11 15 10 13 270 2515 0000
GPN 270 R 2520 1.5 - 2 25 × 20 1.5 - 2 20 23 11 15 15 18 270 2520 0000
GPN 270 R 3010 1.5 - 2 30 × 10 1.5 - 2 25 28 11 15 5 8 270 3010 0000
GPN 270 R 3015 1.5 - 2 30 × 15 1.5 - 2 25 28 11 15 10 13 270 3015 0000
GPN 270 R 3020 1.5 - 2 30 × 20 1.5 - 2 25 28 11 15 15 18 270 3020 0000

GPN 270 R 3020 3 30 × 20 3 23 26 11 15 13 16 270 3023 0000
GPN 270 R 3025 1.5 - 2 30 × 25 1.5 - 2 24 28 14 19 19 23 270 3025 0000
GPN 270 R 3520 1.5 - 2 35 × 20 1.5 - 2 29 33 14 19 14 18 270 3520 0000
GPN 270 R 3525 1.5 - 2 35 × 25 1.5 - 2 29 33 14 19 19 23 270 3525 0000
GPN 270 R 3530 1.5 - 2 35 × 30 1.5 - 2 29 33 14 19 24 28 270 3530 0000
GPN 270 R 4010 1.5 - 2 40 × 10 1.5 - 2 34 38 14 19 4 8 270 4010 0000
GPN 270 R 4015 1.5 - 2 40 × 15 1.5 - 2 34 38 14 19 9 13 270 4015 0000
GPN 270 R 4020 1.5 - 2 40 × 20 1.5 - 2 34 38 14 19 14 18 270 4020 0000

GPN 270 R 4020 3 40 × 20  3 32 36 14 19 12 16 270 4023 0000
GPN 270 R 4025 1.5 - 2 40 × 25 1.5 - 2 34 38 14 19 19 23 270 4025 0000
GPN 270 R 4030 1.5 - 2 40 × 30 1.5 - 2 34 38 14 19 24 28 270 4030 0000

GPN 270 R 4030 3 40 × 30 3 32 36 14 19 22 26 270 4033 0000
GPN 270 R 4515 1.5 - 2 45 × 15 1.5 - 2 39 43 14 19 9 13 270 4515 0000
GPN 270 R 4520 1.5 - 2 45 × 20 1.5 - 2 39 43 14 19 14 18 270 4520 0000
GPN 270 R 4525 1.5 - 2 45 × 25 1.5 - 2 39 43 14 19 19 23 270 4525 0000
GPN 270 R 4838 1.5 - 2 48 × 38 1.5 - 2 42 46 14 19 32 36 270 4838 0000
GPN 270 R 5020 1.5 - 2 50 × 20 1.5 - 2 44 48 14 19 14 18 270 5020 0000
GPN 270 R 5025 1.5 - 2 50 × 25 1.5 - 2 44 48 14 19 19 23 270 5025 0000
GPN 270 R 5030 1.5 - 2 50 × 30 1.5 - 2 44 48 14 19 24 28 270 5030 0000

GPN 270 R 5030 3 50 × 30 3 42 46 14 19 22 26 270 5033 0000
GPN 270 R 5034 1.5 - 2 50 × 34 1.5 - 2 44 48 14 19 28 32 270 5034 0000
GPN 270 R 5040 1.5 - 2 50 × 40 1.5 - 2 44 48 14 19 34 38 270 5040 0000
GPN 270 R 6020 1.5 - 2 60 × 20 1.5 - 2 54 58 14 19 14 18 270 6020 0000
GPN 270 R 6030 1.5 - 2 60 × 30 1.5 - 2 54 58 14 19 24 28 270 6030 0000

GPN 270 R 6030 3 60 × 30  3 52 56 14 19 22 26 270 6033 0000
GPN 270 R 6040 1.5 - 2 60 × 40 1.5 - 2 54 58 14 19 34 38 270 6040 0000

GPN 270 R 6040 4 60 × 40  4 50 54 14 19 30 34 270 6044 0000
GPN 270 R 6040 5 60 × 40  5 48 52 14 19 28 32 270 6045 0000

GPN 270 R 7030 1.5 - 2 70 × 30 1.5 - 2 63 68 17 22 23 28 270 7030 0000
GPN 270 R 7040 1.5 - 2 70 × 40 1.5 - 2 63 68 17 22 33 38 270 7040 0000

GPN 270 R 7040 4 70 × 40 4 59 64 17 22 29 34 270 7044 0000
GPN 270 R 8020 1.5 - 2 80 × 20 1.5 - 2 73 78 17 22 13 18 270 8020 0000
GPN 270 R 8030 1.5 - 2 80 × 30 1.5 - 2 73 78 17 22 23 28 270 8030 0000
GPN 270 R 8040 1.5 - 2 80 × 40 1.5 - 2 73 78 17 22 33 38 270 8040 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products:  
GPN 260, GPN 280, GPN 320, GPN 1000
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn270

RECTANGULAR PLUGS

GPN 270

Standard colour: Black 

Material: PE-LLD

Better.
For closing of selection tubes. 
Distinctive external ribs provide 
a secure press fit. High visual 
appeal due to grainded top 
surface finish and chamfered 
edges. 

More robust.
Reinforced head area for  
higher demands. 

« Continued from page 63

Suitable for pipe 
dimensions Dimensions

item External 
A/F

Wall thick-
ness T B C (H) (M) Q R Order no.

GPN 270 R 8040 4 80 × 40 4 69 74 17 22 29 34 270 8044 0000
GPN 270 R 8040 5 80 × 40 5 67 72 17 22 27 32 270 8045 0000

GPN 270 R 8050 1.5 - 2 80 × 50 1.5 - 2 73 78 17 22 43 48 270 8050 0000
GPN 270 R 8050 4 80 × 50 4 69 74 17 22 39 44 270 8054 0000
GPN 270 R 8060 3 80 × 60 3 71 76 17 22 51 56 270 8060 0000
GPN 270 R 8060 5 80 × 60 5 67 72 17 22 47 52 270 8065 0000

GPN 270 R 10040 1.5 - 2 100 × 40 1.5 - 2 93 98 17 22 33 38 270 1040 0000
GPN 270 R 10040 3 100 × 40 3 91 96 17 22 31 36 270 1043 0000
GPN 270 R 10050 3 100 × 50 3 91 96 17 22 41 46 270 1050 0000
GPN 270 R 10050 4 100 × 50 4 89 94 17 22 39 44 270 1054 0000
GPN 270 R 10050 5 100 × 50 5 87 92 17 22 37 42 270 1055 0000
GPN 270 R 12040 3 120 × 40 3 111 116 17 22 31 36 270 1240 0000
GPN 270 R 12060 3 120 × 60 3 111 116 17 22 51 56 270 1260 0000
GPN 270 R 12060 4 120 × 60 4 109 114 17 22 49 54 270 1264 0000
GPN 270 R 12060 5 120 × 60 5 107 112 17 22 47 52 270 1265 0000

GPN 270 R 12080 1.5 - 2 120 × 80 1.5 - 2 113 118 17 22 73 78 270 1280 0000
GPN 270 R 14080 4 140 × 80 4 129 134 17 22 69 74 270 1480 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products:  
GPN 260, GPN 280, GPN 320, GPN 1000

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Application Guide

F-Type

V-Type

CLOSURE PLUGS

GPN 300 

Better.
When selecting these sealing 
plugs, please note that the shaft 
diameter C must be approx. 0.2 
to 0.8 mm (depending on the 
nominal size) larger than the 
bore hole to be protected or the 
core diameter of the thread to 
be closed.

Metric threads
Pipe

thread

item

Standard
thread Fine thread F-Type V-Type

M 3.5 GPN 300 F 1
M 5 × 0.5 GPN 300 F 011

M 7 GPN 300 V 011
M 7.5 × 1 GPN 300 F 012

M 8 M 8 × 1 1/16 GPN 300 F 2 GPN 300 V 2
M 9 × 1 GPN 300 F 3 GPN 300 V 3

M 10 GPN 300 F 031 GPN 300 V 031
M 10 GPN 300 F 0315
M 10 M 9.5 × 1 1/8 GPN 300 F 032

M 10 × 1 1/8 GPN 300 F 4 GPN 300 V 4
M 10 × 1 GPN 300 F 041 GPN 300 V 041

M 12 M 11 × 1 GPN 300 F 042
M 12 M 12 × 1.5 GPN 300 F 5 GPN 300 V 5

M 12 × 1 M 13 × 1.5 1/4 GPN 300 F 7 GPN 300 V 7
M 14 M 13 × 1 1/4 GPN 300 F 9 GPN 300 V 9

M 13.5 × 1 M 14 × 1.5 GPN 300 F 091 GPN 300 V 091
M 15 × 1.5 GPN 300 F 10 GPN 300 V 10

M 16 M 15 × 1 GPN 300 F 11 GPN 300 V 11
M 16 × 1.5 GPN 300 F 111 GPN 300 V 111
M 16 × 1.5 GPN 300 F 112 GPN 300 V 112

M 18 M 16 × 1 3/8 GPN 300 F 12 GPN 300 V 12
M 18 × 1.5 GPN 300 F 14 GPN 300 V 14

M 17 × 1 M 18 × 1.5 GPN 300 F 141
M 17 × 1 M 18 × 1.5 GPN 300 F 142 GPN 300 V 142

M 18 × 1.5 GPN 300 F 15 GPN 300 V 15
M 19 × 1 M 20 × 2 GPN 300 F 17 GPN 300 V 17
M 20 × 1 M 21 × 2 1/2 GPN 300 F 18 GPN 300 V 18

M 24 M 22 × 1 M 23 × 2 GPN 300 F 181 GPN 300 V 181
M 22 × 1 GPN 300 F 182 GPN 300 V 182

M 22 M 21 × 1.5 GPN 300 F 183 GPN 300 V 183
M 24 M 22 × 1 5/8 GPN 300 F 184 GPN 300 V 184

M 22 × 1.5 GPN 300 F 19 GPN 300 V 19
M 23 × 1 M 24 × 2 GPN 300 F 21 GPN 300 V 21
M 24 × 1 M25 × 1.5 M 25 × 2 GPN 300 F 211 GPN 300 V 211

M 27 M 25 × 1.5 GPN 300 F 22 GPN 300 V 22
M 25 × 1 M 26 × 1.5 M 26 × 2 3/4 GPN 300 F 23 GPN 300 V 23

M 25 M 25 × 1 M 26 × 2 GPN 300 F 231 GPN 300 V 23
M 26 × 1 M 27 × 2 GPN 300 F 232 GPN 300 V 232

M 30 M 27 × 1 M 28 × 2 GPN 300 F 233 GPN 300 V 233
M 30 × 1.5 GPN 300 F 24 GPN 300 V 24

M 31 × 1 M 32 × 2 1 GPN 300 F 241 GPN 300 V 241
M 32 × 1.5 1 GPN 300 F 242

M 36 M 33 × 1.5 GPN 300 F 25 GPN 300 V 25
M 34 × 1 M 35 × 2 M 36 × 3 GPN 300 F 26 GPN 300 V 26

M 36 × 1.5 GPN 300 F 27 GPN 300 V 27
M 39 M 36 × 1 M 37 × 2 M 38 × 3 1  1/8 GPN 300 F 271 GPN 300 V 271

M 37 × 1 M 38 × 2 M 39 × 3 GPN 300 F 28 GPN 300 V 28
M 39 × 1 M 40 × 2 GPN 300 F 30 GPN 300 V 30

M 40 × 1.5 M 42 × 3 GPN 300 F 301 GPN 300 V 301
M 45 M 42 × 1.5 M 42 × 2 GPN 300 F 311 GPN 300 V 311

M 45 × 3 GPN 300 F 312 GPN 300 V 312
M 50 × 4 GPN 300 F 32

M 50 × 2 GPN 300 F 33 GPN 300 V 33
M 52 × 1 1  3/4 GPN 300 F 35 GPN 300 V 35

M 56 × 1.5 GPN 300 F 37 GPN 300 V 37
M 56 × 1 GPN 300 F 38 GPN 300 V 38

M 64 M 62 × 4 GPN 300 F 40 GPN 300 V 40
M 70 × 4 GPN 300 F 401 GPN 300 V 401

M 60 × 1.5 GPN 300 F 402
M 72 × 1.5 M 75 × 4 GPN 300 F 41 GPN 300 V 41

M 90 × 4 GPN 300 F 42
M 105 × 3 GPN 300 F 44

M 125 × 2 GPN 300 F 47
M 155 × 3 GPN 300 F 52
M 185 × 3 GPN 300 F 55

This application table is a guide only. We would be happy to send you free samples 
for testing.

« F type dimensions from page 65; V type dimensions from page 67
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn320

FINNED PLUGS

GPN 320 

Standard colour: Black 

Material: PE-LLD

More versatile.
Firm fit thanks to fins – also in 
case of dimension tolerances in 
the pipe. 

Better.
High visual appeal due to 
grainded top surface finsh and 
chamfered edges.

More robust.
Solid design for increased 
demands.

Better fit.
To close off round pipes in 
accordance with DIN EN 10220, 
DIN EN 10255, and DIN EN  
ISO 1127.

Suitable for pipe 
dimensions Dimensions

item External A Wall thick-
ness T B C H (M) Order no.

GPN 320 GL 10 1 - 2 10 1 - 2 5 8.5 11 15 320 0010 0000
GPN 320 GL 12 1 - 2 12 1 - 2 7 10.5 11 15 320 0012 0000
GPN 320 GL 13 1 - 2 13 1 - 2 8 11.5 11 15 320 0013 0000
GPN 320 GL 14 1 - 2 14 1 - 2 9 12.5 11 15 320 0014 0000
GPN 320 GL 15 1 - 2 15 1 - 2 10 13.5 11 15 320 0015 0000
GPN 320 GL 16 1 - 2 16 1 - 2 11 14.5 11 15 320 0016 0000
GPN 320 GL 18 1 - 2 18 1 - 2 13 16.5 11 15 320 0018 0000
GPN 320 GL 20 1 - 2 20 1 - 2 15 18.5 11 15 320 0020 0000
GPN 320 GL 22 1 - 2 22 1 - 2 16 20.5 14 19 320 0022 0000
GPN 320 GL 25 1 - 2 25 1 - 2 19 23.5 14 19 320 0025 0000
GPN 320 GL 27 1 - 2 27 1 - 2 21 25.5 14 19 320 0027 0000
GPN 320 GL 28 1 - 2 28 1 - 2 22 26.5 14 19 320 0028 0000
GPN 320 GL 30 1 - 2 30 1 - 2 24 28.5 14 19 320 0030 0000
GPN 320 GL 32 1 - 2 32 1 - 2 26 30.5 14 19 320 0032 0000
GPN 320 GL 34 1 - 2 34 1 - 2 28 32.5 14 19 320 0034 0000
GPN 320 GL 35 1 - 2 35 1 - 2 29 33.5 14 19 320 0035 0000
GPN 320 GL 36 1 - 2 36 1 - 2 30 34.5 14 19 320 0036 0000
GPN 320 GL 38 1 - 2 38 1 - 2 32 36.5 14 19 320 0038 0000
GPN 320 GL 40 1 - 2 40 1 - 2 34 38.5 14 19 320 0040 0000
GPN 320 GL 42 1 - 2 42 1 - 2 36 40.5 14 19 320 0042 0000
GPN 320 GL 45 1 - 2 45 1 - 2 39 43.5 14 19 320 0045 0000
GPN 320 GL 48 1 - 2 48 1 - 2 42 46.5 14 19 320 0048 0000
GPN 320 GL 50 1 - 2 50 1 - 2 43 48.5 17 22 320 0050 0000
GPN 320 GL 55 1 - 2 55 1 - 2 48 53.5 17 22 320 0055 0000
GPN 320 GL 60 1 - 2 60 1 - 2 53 58.5 17 22 320 0060 0000
GPN 320 GL 60 2 - 3 60 2 - 3 51 56.5 17 22 320 0603 0000
GPN 320 GL 70 2 - 3 70 2 - 3 61 66.5 17 22 320 0070 0000
GPN 320 GL 70 3 - 4 70 3 - 4 59 64.5 17 22 320 0703 0000
GPN 320 GL 76 2 - 3 76 2 - 3 67 72.5 17 22 320 0076 0000
GPN 320 GL 76 3 - 4 76 3 - 4 65 70.5 17 22 320 0763 0000
GPN 320 GL 90 2 - 3 90 2 - 3 81 86.5 17 22 320 0090 0000
GPN 320 GL 90 3 - 4 90 3 - 4 79 84.5 17 22 320 0903 0000
GPN 320 GL 102 2 - 3 102 2 - 3 93 98.5 17 22 320 0102 0000
GPN 320 GL 102 3 - 4 102 3 - 4 91 96.5 17 22 320 1023 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products:  
GPN 260, GPN 270, GPN 280, GPN 1000
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn602

Inner application External application

item A B C H D E (G) Order no.

GPN 602 D 1055* 110 103 105 16 104 102 17 602 1055 0000
GPN 602 D 1070 117 104.5 107 16 106 103.5 17.2 602 1070 0000
GPN 602 D 1090 117 106 109 17 107.5 106 18.4 602 1090 0000
GPN 602 D 1230 130 119.5 123 23 122 118 24.4 602 1230 0000
GPN 602 D 1290 136 126 129 25 128 127 26.5 602 1290 0000
GPN 602 D 1306 136.5 128 130.6 23 129 127 24.2 602 1306 0000
GPN 602 D 1380 144 135 138 23 137 134 24.4 602 1380 0000

THIN WALLED TAPERED CLOSURES

GPN 602

Standard colour: Red 

Material: PP

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

*This size is supplied with bore hole.

You might also be interested in the following products: GPN 610, GPN 615, GPN 620

More versatile.
Can be used universally as plug or 
cap. The tapered design is ideal 
for accommodating tolerances. 

Cleaner.
Upon request, we can  
manufacture in the specially 
designed cleanroom in 
accordance with VDA Volume 
19 and ISO 16232. For further 
information, please refer 
to page 129.

Better.
To close off bore holes and 
internal openings, or to protect 
studs and external threads.

Lighter.
Less material used during 
production. 

Saves time.
Easy handling due to being a 
thinner walled version of the 
GPN 600. 
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn640

FLANGE COVERS

GPN 640

Standard colour: Yellow 

Material: PE-LD 

Better fit.
Protection for SAE flanges.

Saves time.
With ring lug for easy handling. 

More versatile.
Larger tolerances  
accommodated by ribs. 

Better.
With clamping ribs and 
positioning bars for reliable fit. 

Suitable for external Dimensions

item High pressure  
flange size A F B C H (M) Order no.

GPN 640 HD  1/2 1/2 58 50 8.5 14.3 10 40.3 640 3586 0000
GPN 640 HD  3/4 3/4 73 62 15 20.7 10 40.3 640 3587 0000

GPN 640 HD  1 1 83 72 20 27 10 40.3 640 3178 0000
GPN 640 HD  1  1/4 1  1/4 98 81 26.5 33.5 10 40.3 640 3588 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following product: GPN 690
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn650a

Type A Type B

Type A (shaft without ribs)

FLANGE COVERS

GPN 650 Type A

Standard colour: Yellow

Material: PE-LD, PE-LLD (from GPN 650 / 200)

Better fit.
Protection for flanges in  
accordance with DIN EN 1092-1 
and DIN EN 28117.

More versatile.
Design B with additional 
clamping ribs for accommo-
dating larger tolerances.

Better.
Closes the opening and  
protects the sealing face  
of the flange fitting.

item

Suitable for external Dimensions

Nominal width A B C H Order no.

GPN 650 / 15 15 45 14 16.8 10 650 0015 0000
GPN 650 / 20 20 58 19 22.8 15 650 0020 0000
GPN 650 / 25 25 68 23 27 15 650 0025 0000
GPN 650 / 32 32 78 30 34 14.8 650 0032 0000
GPN 650 / 40 40 88 38 42 15 650 0040 0000
GPN 650 / 50 50 102 48 52 15 650 0050 0000
GPN 650 / 65 65 122 62 67.8 20 650 0065 0000
GPN 650 / 70 70 128 67 73.4 20 650 0070 0000
GPN 650 / 80 80 138 77 82.8 20 650 0080 0000

GPN 650 / 100 100 162 97 103.3 20 650 0100 0000
GPN 650 / 125 125 205 122 127.6 20 650 0125 0000
GPN 650 / 140 140 220 137 143.8 20 650 0140 0000
GPN 650 / 150 150 245 147 152.8 20 650 0150 0000
GPN 650 / 200 200 300 197 202 18 650 0200 0000
GPN 650 / 250 250 395 248 252 18 650 0250 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 655, GPN 670, GPN 680

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn650a

Type A Type B

Type A (shaft without ribs)

FLANGE COVERS

GPN 650 Type A

Standard colour: Yellow

Material: PE-LD, PE-LLD (from GPN 650 / 200)

Better fit.
Protection for flanges in 
accordance with DIN EN 1092-1 
and DIN EN 28117.

More versatile.
Design B with additional 
clamping ribs for accommo-
dating larger tolerances.

Better.
Closes the opening and 
protects the sealing face 
of the flange fitting.

item

Suitable for external Dimensions

Nominal width A B C H Order no.

GPN 650 / 15 15 45 14 16.8 10 650 0015 0000
GPN 650 / 20 20 58 19 22.8 15 650 0020 0000
GPN 650 / 25 25 68 23 27 15 650 0025 0000
GPN 650 / 32 32 78 30 34 14.8 650 0032 0000
GPN 650 / 40 40 88 38 42 15 650 0040 0000
GPN 650 / 50 50 102 48 52 15 650 0050 0000
GPN 650 / 65 65 122 62 67.8 20 650 0065 0000
GPN 650 / 70 70 128 67 73.4 20 650 0070 0000
GPN 650 / 80 80 138 77 82.8 20 650 0080 0000

GPN 650 / 100 100 162 97 103.3 20 650 0100 0000
GPN 650 / 125 125 205 122 127.6 20 650 0125 0000
GPN 650 / 140 140 220 137 143.8 20 650 0140 0000
GPN 650 / 150 150 245 147 152.8 20 650 0150 0000
GPN 650 / 200 200 300 197 202 18 650 0200 0000
GPN 650 / 250 250 395 248 252 18 650 0250 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 655, GPN 670, GPN 680
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn650b

Type B (shaft with ribs)

FLANGE COVERS

GPN 650 Type B

Standard colour: Yellow

Material: PE-LD 

Better fit.
Protection for flanges in  
accordance with DIN EN 1092-1 
and DIN EN 28117.

More versatile.
Design B with additional 
clamping ribs for accommo-
dating larger tolerances.

Better.
Closes the opening and 
protects the sealing face  
of the flange fitting.

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 655, GPN 670, GPN 680

item

Suitable for external Dimensions

Nominal width A B C H Order no.

GPN 650 / 10-R 10 40 7.5 10.5 10 651 0010 0000
GPN 650 / 15-R 15 45 12.5 15.8 10 651 0015 0000
GPN 650 / 20-R 20 59 16 22 15 651 0020 0000
GPN 650 / 25-R 25 68 21 26 15 651 0025 0000
GPN 650 / 32 R 32 78 28 33.5 15 651 0032 0000
GPN 650 / 40-R 40 88 36 41.5 15 651 0040 0000
GPN 650 / 50-R 50 102 46 51 15 651 0050 0000
GPN 650 / 65-R 65 122 60 66 20 651 0065 0000
GPN 650 / 80-R 80 138 74.5 81 20 651 0080 0000

GPN 650 / 100-R 100 162 93 102 20 651 0100 0000
GPN 650 / 125-R 125 205 118 127 20 651 0125 0000
GPN 650 / 150-R 150 245 140 152 20 651 0150 0000

Type A Type B
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756

www.metalika-kacin.com
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn655a 
poeppelmann.com/en/gpn655b

Type A (shaft without ribs)

FLANGE COVERS

GPN 655

Standard colour: Yellow

Material: PE-LLD (type A), PE-LD (type B)

Better fit.
Protection for flanges in accor - 
dance with ANSI/ASME B 16.5.

More versatile.
Design B with additional 
clamping ribs for accommo-
dating larger tolerances.

Better.
Closes the opening and  
protects the sealing face  
of the flange fitting.

item

Suitable for external Dimensions

Nominal width A B C H Order no.

GPN 655 / 200 200 270 208 210 18 655 0200 0000
GPN 655 / 250 250 375 255 261 20.5 655 0250 0000
GPN 655 / 300 300 375 308 313 22 655 0300 0000
GPN 655 / 350 350 440 341 346 22.5 655 0350 0000
GPN 655 / 400 400 490 398 408 30 655 0400 0000

Type B (shaft with ribs)

item

Suitable for external Dimensions

Nominal width A B C H Order no.

GPN 655 / 15-R 15 75 16.7 17.8 10 655 0015 0000
GPN 655 / 25-R 25 100 27.3 28.8 15 655 0025 0000
GPN 655 / 32-R 32 110 36.5 38.5 15 655 0032 0000
GPN 655 / 40-R 40 125 42 44.4 15 655 0040 0000
GPN 655 / 50-R 50 135 55 56.5 15 655 0050 0000
GPN 655 / 65-R 65 122 68 71 20 655 0065 0000
GPN 655 / 80-R 80 138 81 83.1 20 655 0080 0000

GPN 655 / 100-R 100 190 106 108.5 20 655 0100 0000
GPN 655 / 125-R 125 225 131.5 134 20 655 0125 0000
GPN 655 / 150-R 150 270 160 161.5 20 655 0150 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 650, GPN 670, GPN 680

Type A Type B

www.metalika-kacin.com

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn655a
poeppelmann.com/en/gpn655b

Type A (shaft without ribs)

FLANGE COVERS

GPN 655

Standard colour: Yellow

Material: PE-LLD (type A), PE-LD (type B)

Better fit.
Protection for flanges in accor-
dance with ANSI/ASME B 16.5.

More versatile.
Design B with additional 
clamping ribs for accommo-
dating larger tolerances.

Better.
Closes the opening and 
protects the sealing face 
of the flange fitting.

item

Suitable for external Dimensions

Nominal width A B C H Order no.

GPN 655 / 200 200 270 208 210 18 655 0200 0000
GPN 655 / 250 250 375 255 261 20.5 655 0250 0000
GPN 655 / 300 300 375 308 313 22 655 0300 0000
GPN 655 / 350 350 440 341 346 22.5 655 0350 0000
GPN 655 / 400 400 490 398 408 30 655 0400 0000

Type B (shaft with ribs)

item

Suitable for external Dimensions

Nominal width A B C H Order no.

GPN 655 / 15-R 15 75 16.7 17.8 10 655 0015 0000
GPN 655 / 25-R 25 100 27.3 28.8 15 655 0025 0000
GPN 655 / 32-R 32 110 36.5 38.5 15 655 0032 0000
GPN 655 / 40-R 40 125 42 44.4 15 655 0040 0000
GPN 655 / 50-R 50 135 55 56.5 15 655 0050 0000
GPN 655 / 65-R 65 122 68 71 20 655 0065 0000
GPN 655 / 80-R 80 138 81 83.1 20 655 0080 0000

GPN 655 / 100-R 100 190 106 108.5 20 655 0100 0000
GPN 655 / 125-R 125 225 131.5 134 20 655 0125 0000
GPN 655 / 150-R 150 270 160 161.5 20 655 0150 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 650, GPN 670, GPN 680

Type A Type B
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn670

FLANGE COVERS

GPN 670

Standard colour: Yellow

Material: PE-LLD/PE-HD 

Better fit.
Protection for flanges acc. to  
DIN EN 12351. Suitable for  
PN 10 through PN 400 and  
DN 10 through DN 250 acc. to 
DIN 2501 part 1, ANSI/ASME B 
16.5, BS 4504 and BS 1560.
Also suitable for BASF Company 
Standard 14-150. 

More versatile.
Larger tolerances  
accommodated by ribs.

Better.
Closes the opening and covers 
sealing face and internal 
threads. Prevents accidental 
dislodging. Also suitable for 
BASF-Werknorm 14-150. 

Application Guide

Suitable for 
external

DIN 2627/28/29/38/BS 4504 ANSI B 16.5/BS 1560

Nominal width

P
N

 1
0

-1
6

P
N

 2
5

-4
0

P
N

 6
4

P
N

 1
0

0

P
N

 1
6

0

P
N

 2
5

0

P
N

 3
2

0

P
N

 4
0

0

C
I. 

3
0

0

C
I. 

4
0

0

C
I. 

6
0

0

C
I. 

9
0

0

C
I. 

15
0

0

C
I. 

2
5

0
0

item

10 3/8 • • • • • • • • GPN 670 DN 10
15 1/2 • • • • • • • • • • • • • GPN 670 DN 15
20 3/4 • • • • • • • • • • • • • GPN 670 DN 20
25 1 • • • • • • • • • • • • • GPN 670 DN 25
32 1  1/4 • • • • • • • • • • • • • GPN 670 DN 32
40 1  1/2 • • • • • • • • • • • • GPN 670 DN 40
50 2 • • • • • • • • • GPN 670 DN 50
65 2  1/2 • • • • • • • • • GPN 670 DN 65
80 3 • • • • • • • • GPN 670 DN 80

100 4 • • • • • • • GPN 670 DN 100
125 5 • • • • • • • GPN 670 DN 125
150 6 • • • • • GPN 670 DN 150
200 8 • • • • • GPN 670 DN 200
250 10 • • • • • GPN 670 DN 250

item

Dimensions

A B C (H) Order no.

GPN 670 DN 10 86 7 14 14 670 0010 0000
GPN 670 DN 15 90 10 19 14 670 0015 0000
GPN 670 DN 20 100 14 24 14 670 0020 0000
GPN 670 DN 25 110 19 30 19 670 0025 0000
GPN 670 DN 32 136 25 39 19 670 0032 0000
GPN 670 DN 40 146 30 45 19 670 0040 0000
GPN 670 DN 50 160 40 56 19 670 0050 0000
GPN 670 DN 65 180 53 72 19 670 0065 0000
GPN 670 DN 80 196 65 85 24 670 0080 0000

GPN 670 DN 100 216 87 109 24 670 0100 0000
GPN 670 DN 125 246 106 134 24 670 0125 0000
GPN 670 DN 150 280 135 161 34 670 0150 0000
GPN 670 DN 200 345 185 209 34 670 0200 0000
GPN 670 DN 250 400 238 262 34 670 0250 0000

This application table is a guide only. We will be happy to send you free samples for  
testing. For apertures and bore holes without thread, please use dimensions B and C.

You might also be interested in the following products: GPN 650, GPN 655, GPN 680

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

Fl
an

ge
 c

ov
er

s

Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756

www.metalika-kacin.com
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn680

FLANGE COVERS

GPN 680

Standard colour: Yellow 

Material: PE-LD 

Better fit.
Protection for flanges in  
accordance with DIN EN 12351.

Better.
Particularly suitable for fittings 
with solid lining or tapered  
bore holes. With hook-snaps  
for firm fit.

item

Suitable  
for external

Nominal  
pressure

Dimensions

Nominal width PN D E (G) Order no.

GPN 680 DN 10 10 10; 16; 25; 40 90 81 17 680 0010 0000
GPN 680 DN 15 15 10; 16; 25; 40 95 86 17 680 0015 0000
GPN 680 DN 20 20 10; 16; 25; 40 105 96 19 680 0020 0000
GPN 680 DN 25 25 10; 16; 25; 40 115 106 19 680 0025 0000
GPN 680 DN 32 32 10; 16; 25; 40 140 131 19 680 0032 0000
GPN 680 DN 40 40 10; 16; 25; 40 150 141 19 680 0040 0000
GPN 680 DN 50 50 10; 16; 25; 40 165 156 21 680 0050 0000
GPN 680 DN 65 65 10; 16; 25; 40 185 176 22 680 0065 0000
GPN 680 DN 80 80 10; 16; 25; 40 200 191 24 680 0080 0000

GPN 680 DN 100 100 10; 16 220 211 24 680 0100 0000
GPN 680 DN 125 125 10; 16 250 241 25 680 0125 0000
GPN 680 DN 150 150 10; 16 285 276 25 680 0150 0000
GPN 680 DN 200 200 10;16 340 331 27 680 0200 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

You might also be interested in the following products: GPN 650, GPN 655, GPN 670

123

Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn690

PROTECTIVE CAPS

GPN 690

Standard colour: Yellow

Material: PE-LD; PE-LLD (from 
GPN 690/6006) 

Better fit.
Protection for SAE flange 
collars.

Better.
Also suitable for pipe ends and 
hose-fittings. A circumferential 
rim ensures firm fit and easy 
handling.

item

Dimensions

D E (G) Order no.

GPN 690 / 3001 30.2 29.4 6.9 690 3001 0000
GPN 690 / 6001 31.7 30.9 7.9 690 6001 0000
GPN 690 / 3002 38.1 37.3 6.9 690 3002 0000
GPN 690 / 6002 41.3 40.5 8.9 690 6002 0000
GPN 690 / 3003 44.4 43.6 8.1 690 3003 0000
GPN 690 / 6003 47.4 46.4 9.5 690 6003 0000
GPN 690 / 3004 50.8 50 8.1 690 3004 0000
GPN 690 / 6004 54 53.2 10.4 690 6004 0000
GPN 690 / 3005 60.3 59.5 8.1 690 3005 0000
GPN 690 / 6005 63.5 62.5 12.7 690 6005 0000
GPN 690 / 3006 71.4 70.6 9.7 690 3006 0000
GPN 690 / 6006 79.4 78.6 12.7 690 6006 0000
GPN 690 / 0090 90.3 88.3 9 690 0090 0000
GPN 690 / 0106 106 104 10 690 0106 0000
GPN 690 / 0125 125 123 11 690 0125 0000
GPN 690 / 0150 150 148 12 690 0150 0000
GPN 690 / 0213 213 211 16 690 0213 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

Guide for the application with SAE flanges

Pressure level 3000 PSI 
(210 bar) Nominal width item Pressure level 6000 PSI 

(420 bar) Nominal width item

12 1/2 GPN 690 / 3001 12 1/2 GPN 690 / 6001
20 3/4 GPN 690 / 3002 20 3/4 GPN 690 / 6002
25 1 GPN 690 / 3003 25 1 GPN 690 / 6003
32 1  1/4 GPN 690 / 3004 32 1  1/4 GPN 690 / 6004
40 1  1/2 GPN 690 / 3005 40 1  1/2 GPN 690 / 6005
50 2 GPN 690 / 3006 50 2 GPN 690 / 6006

This application table is a guide only. We would be happy to send you free samples 
for testing. 

The adjacent versions have been specially developed to cover SAE flanges. Pressure 
ratings: 3000 PSI and 6000 PSI.

You might also be interested in the following product: GPN 640
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756
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Free test samples:
+49 4442 982-9100

poeppelmann.com/en/gpn690

PROTECTIVE CAPS

GPN 690

Standard colour: Yellow 

Material:  PE-LD; PE-LLD (from  
GPN 690/6006) 

Better fit.
Protection for SAE flange 
collars.

Better.
Also suitable for pipe ends and 
hose-fittings. A circumferential 
rim ensures firm fit and easy 
handling.

item

Dimensions

D E (G) Order no.

GPN 690 / 3001 30.2 29.4 6.9 690 3001 0000
GPN 690 / 6001 31.7 30.9 7.9 690 6001 0000
GPN 690 / 3002 38.1 37.3 6.9 690 3002 0000
GPN 690 / 6002 41.3 40.5 8.9 690 6002 0000
GPN 690 / 3003 44.4 43.6 8.1 690 3003 0000
GPN 690 / 6003 47.4 46.4 9.5 690 6003 0000
GPN 690 / 3004 50.8 50 8.1 690 3004 0000
GPN 690 / 6004 54 53.2 10.4 690 6004 0000
GPN 690 / 3005 60.3 59.5 8.1 690 3005 0000
GPN 690 / 6005 63.5 62.5 12.7 690 6005 0000
GPN 690 / 3006 71.4 70.6 9.7 690 3006 0000
GPN 690 / 6006 79.4 78.6 12.7 690 6006 0000
GPN 690 / 0090 90.3 88.3 9 690 0090 0000
GPN 690 / 0106 106 104 10 690 0106 0000
GPN 690 / 0125 125 123 11 690 0125 0000
GPN 690 / 0150 150 148 12 690 0150 0000
GPN 690 / 0213 213 211 16 690 0213 0000

Size in mm

For information regarding materials, colours, drawings and the use of our items, please 
refer to pages 124/125.

Guide for the application with SAE flanges

Pressure level 3000 PSI 
(210 bar) Nominal width item Pressure level 6000 PSI 

(420 bar) Nominal width item

12 1/2 GPN 690 / 3001 12 1/2 GPN 690 / 6001
20 3/4 GPN 690 / 3002 20 3/4 GPN 690 / 6002
25 1 GPN 690 / 3003 25 1 GPN 690 / 6003
32 1  1/4 GPN 690 / 3004 32 1  1/4 GPN 690 / 6004
40 1  1/2 GPN 690 / 3005 40 1  1/2 GPN 690 / 6005
50 2 GPN 690 / 3006 50 2 GPN 690 / 6006

This application table is a guide only. We would be happy to send you free samples  
for testing. 

The adjacent versions have been specially developed to cover SAE flanges. Pressure 
ratings: 3000 PSI and 6000 PSI.

You might also be interested in the following product: GPN 640
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Free test samples:
MK Slovenia     (+386) 04 510 53 60
 MK Croatia          (+385) 051 213 060
MK Serbia          (+381) 011 25 21 756

www.metalika-kacin.com
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METALIKA KACIN s.p.
Račeva 8
SI-4226 ŽIRI, Slovenija

+386 4 510 53 60
+386 41 694 339
info@metalika-kacin.com

Naziv / Name: Material / Material: Skupina izdelkov / Product Group:

Plastični čep za fleksibilne cevi LDPE (Low-density polyethylene) Svet plastičnih elementov

8

Dlm Protection Caps & Plugs

A

B

C

Time saving Patented

TYPE COLORMATERIAL

TAPPI MASCHIO FILETTATI TAGLIATI

TA
PP

I

METRIC Dimensioni/Dimensions (mm)

Codice/Code A B C

UNF Dimensioni/Dimensions (mm)

Codice/Code A B C

18

18

- 

12

12

12

- 12

GAS Dimensioni/Dimensions (mm)

Codice/Code A B C

8

Dlm Protection Caps & Plugs

A

B

C

Time saving Patented

TYPE COLORMATERIAL

TAPPI MASCHIO FILETTATI TAGLIATI
TA

PP
I

METRIC Dimensioni/Dimensions (mm)

Codice/Code A B C

UNF Dimensioni/Dimensions (mm)

Codice/Code A B C

18

18

- 

12

12

12

- 12

GAS Dimensioni/Dimensions (mm)

Codice/Code A B C

8

Dlm Protection Caps & Plugs

A

B

C

Time saving Patented

TYPE COLORMATERIAL

TAPPI MASCHIO FILETTATI TAGLIATI
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GAS Dimensioni/Dimensions (mm)

Codice/Code A B C

GAS Dimensions (mm)
Koda izdelka / Code A B C
TMG 1/8 14,50 8,50 6,00
TMG 1/4 17,50 11,50 6,50
TMG 3/8 21,00 12,50 7,50
TMG 1/2 25,50 14,50 8,50
TMG 5/8 26,00 12,60 7,90
TMG 3/4 30,00 17,00 9,50
TMG 1 37,00 15,50 9,50
TMG 1-1/4 47,00 17,50 10,50

UNF Dimensions (mm)
Koda izdelka / Code A B C
TMU 3/8 - 24 14,50 8,50 6,00
TMU 7/16- 20 16,50 9,50 7,00
TMU 1/2 - 20 17,50 11,50 6,50
TMU 9/16- 20,50 11,50 7,00
TMU 5/8 - 21,00 12,50 7,50
TMU 3/4 16 21,50 11,50 7,50
TMU 7/8 - 14 26,00 13,50 8,50
TMU 1-1/16 - 30,00 17,00 9,50
TMU 1-5/16 - 37,00 15,50 9,50
TMUl- 5/8- 47,00 20,00 14,00
TMU2 60,50 15,50 9,50

METRIC Dimensions (mm)
Koda izdelka / Code A B C
TMM 07X01 11,50 9,50 5,00
TMM 08X01 11,50 9,50 5,00
TMM 10X01 14,50 8,50 6,00
TMM 12X1.5 17,50 11,50 6,50
TMM 14X1.5 20,50 11,50 7,00
TMM 16X1.5 21,00 12,50 7,50
TMM 18XO 21,50 14,00 9,00
TMM 20X1.5 25,50 14,50 8,50
TMM 22X1.5 26,00 13,50 8,50
TMM 24X1.5 28,50 15,00 10,00
TMM 26X1.5 30,00 15,50 9,50
TMM 30X1.5 35,00 14,00 8,00
TMM 30X02 35,00 14,00 8,00
TMM 36X02 40,00 16,00 10,00
TMM 38X1.5 45,00 16,00 10,00
TMM 42X1.5 46,00 17,50 10,50
TMM 42X02 46,00 17,50 10,50
TMM 45X02 50,50 17,50 11,50
TMM 52X02 60,50 17,50 11,50

Izvedba z UNF navoji

Izvedba z navoji za plin

Izvedba z metričnimi navoji

Samo manjši pritisk in polovični zasuk in že je navojni 
priključek zaprt. Za demontažo čepa ne potrebujemo 
orodja, ampak ga enostavno odvijemo. Pri tem ostane 
navoj popolnoma čist in nepoškodavan. 
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