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HVAC Tečaji 
Tečaji za ogrevalne, ventilacijske in klimatske naprave
HVAC Hinges
Heating, ventilation, and air conditioning hinges
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610CORNER HINGE

•  Designed for plain, side-mounted
doors

•  For side-mounted doors with a
bend of 0-15 mm

•  Hinge supplied pre-assembled to
decrease labour costs

•  Two-dimensional door 
adjustments possible

•  Axial adjustment is ± 2 mm. Radial
adjustment is ± 1 mm

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
PIN:  Steel
BEARING:  Delrin

FINISH
Black coated

V
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Spacer application
600 1-2-H-1

Spacer
2D Adjustable

GROUP CODE MATERIAL FINISH HEIGHT VERSION

Left hand LH

Right hand RH

H

PRODUCT CODE

MATERIAL M
Zinc Alloy 1

FINISH F
Black coated 2

   Note: Bolts are not supplied
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View without
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Frame part Housing 

Centre of rotation 

 Further inserts 
on request 

Compression Latch-Hinge medium: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① Insert ② Keyed 9081 ② Keyed different
without pressure relief 1091_E146 on request on request 
with pressure relief 1091_E147 on request on request 

Product benefits 

■ When the door is closed, the latch is adjustable
(3 mm) to achieve perfect alignment

■ Compression (5 mm) with
low opening & closing force

■ Door or panel can be removed by unlatching the han-
dles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available with

safety feature “pressure relief”
■ ATEX compliant explosion protection version availa-

ble
■ Patent submitted

HVAC Hinges



www.pinetuk.com Catalogue 018 95

Latching hinges

Part number Material Finish A B C Weight (g)

¤ 54-7-3545 polyamide and zinc die-cast black 90 74.5 32 139

Hinge for insulated door

Hinge designed for use on insulated doors in HVAC units.

With door in open position, the smart quick-release function allows for complete door removal and door 

attachment, without the need for any tool. 

Universal right and left mounting with 180º opening angle. Surface mounted on frame and door with rivets or 

screws. 

Door side in PA6, frame side in black zamak, pin in 303 stainless steel.
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Advantages

■■ 3D Hinge with
DIRAK-SNAP-Technology.

■■ Adjustable.

■■ For nested doors.

■■ Adjustable in: height ±2mm
(0.079) / width ±2mm (0.079) /
depth ±2mm (0.079)

■■ 180° Opening angle.

■■ RH and LH version.

■■ The installation of the frame-
part is effected by a simple
push into appropriate cutouts.

Materials

■■ Frame-part and door-part:
zinc die, black

■■ Base-plate: steel, zinc plated

■■ Pin: brass, untreated, stain-
less steel on request

■■ Snap wedges: sintered
metal, coated

■■ Bushings: PA, natural

■■ Studs, bearing washer and
c-clips: stainless steel

Remarks

1. pushing screw for depth
adjusting

2. securing screw for adjustable
brass pin

3. PA bushing

4. Base plate has 4 holes Ø4.1
for possible additional fastening
at the door.

3D Hinge
Part Number Clamping range Version Material pin Installation type

417-9002.00-00015 1.2 - 1.7 mm RH brass tool-less / screw-on
417-9002.00-00020 1.7 - 2.2 mm RH brass tool-less / screw-on
417-9002.00-00025 2.2 - 2.7 mm RH brass tool-less / screw-on
417-9002.00-00030 2.7 - 3.2 mm RH brass tool-less / screw-on
417-9003.00-00015 1.2 - 1.7 mm LH brass tool-less / screw-on
417-9003.00-00020 1.7 - 2.2 mm LH brass tool-less / screw-on
417-9003.00-00025 2.2 - 2.7 mm LH brass tool-less / screw-on
417-9003.00-00030 2.7 - 3.2 mm LH brass tool-less / screw-on

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Hinge Pr01 180° [4-350DST]
Advantages

■■ 3D Hinge adjustable.

■■ For nested/ flush doors.

■■ Adjustable in: height ±2mm 
(0.079) / width ±2mm (0.079) / 
depth ±2mm (0.079)

■■ 180° Opening angle.

■■ RH and LH version.

■■ Version not assembled for RH 
and LH application.

Materials

■■ Frame-part and door-part:
zinc die, untreated or black

■■ Base-plate: steel, zinc plated 
or black

■■ Bushings: PA, natural

■■ Pin: brass, untreated or 
stainless steel

■■ Washers: stainless steel

Remarks

Base plate has 4 holes Ø4.1 for 
possible additional fastening at 
the door.

3D Hinge
Part Number i-field Version Surface Material pin Installation type

217-9402.00-00000 RH untreated brass screw-on
217-9403.00-00000 LH untreated brass screw-on
217-9404.00-00000 not assembled untreated brass screw-on
217-9408.00-00000 Base plate: steel, black RH untreated stainless steel screw-on
217-9409.00-00000 Base plate: steel, black LH untreated stainless steel screw-on
217-9410.00-00000 Base plate: steel, black not assembled untreated stainless steel screw-on
217-9405.00-00000 RH black brass screw-on
217-9406.00-00000 LH black brass screw-on
217-9407.00-00000 not assembled black brass screw-on
217-9411.00-00000 Base plate: steel, black RH black stainless steel screw-on
217-9412.00-00000 Base plate: steel, black LH black stainless steel screw-on
217-9413.00-00000 Base plate: steel, black not assembled black stainless steel screw-on

Hinge Pr01 180° [4-350]
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610CORNER HINGE

•  Designed for plain, side-mounted
doors

•  For side-mounted doors with a
bend of 0-15 mm

•  Hinge supplied pre-assembled to
decrease labour costs

•  Two-dimensional door 
adjustments possible

•  Axial adjustment is ± 2 mm. Radial
adjustment is ± 1 mm

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
PIN:  Steel
BEARING:  Delrin

FINISH
Black coated

V

H
05
10
15

Spacer application
600 1-2-H-1

Spacer
2D Adjustable

GROUP CODE MATERIAL FINISH HEIGHT VERSION

Left hand LH

Right hand RH

H

PRODUCT CODE

MATERIAL M
Zinc Alloy 1

FINISH F
Black coated 2

   Note: Bolts are not supplied

: 1

610 1 2
001

002
1

Hinge Rotation Angle

HVAC Hinges

610 CORNER HINGE

•  Designed for plain, side-mounted
doors

•  For side-mounted doors with a
bend of 5-15 mm

•  Hinge supplied pre-assembled to
decrease labour costs

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
PIN:  Steel
BEARING:  Delrin

FINISH
Black coated

V

H
05
10
15

Spacer application
600 1-2-H-2

Spacer

H

GROUP CODE MATERIAL FINISH HEIGHT VERSION

PRODUCT CODE

MATERIAL M
Zinc Alloy 1

FINISH F
Black coated 2

   Note: Bolts are not supplied

: 2

610 1 2 2

Hinge Rotation Angle
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710CORNER HINGE

•  Designed for plain, side-mounted
doors

•  For side-mounted doors with a
bend of 2-12 mm

•  Hinge supplied pre-assembled
to decrease labour costs

•   Two-dimensional door 
adjustments possible

•   Axial adjustment is ± 2 mm. Radial
adjustment is ± 1 mm

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
PIN:  Steel
BEARING:  Delrin

FINISH
Black coated

V

H
02

07

12

GROUP CODE MATERIAL FINISH HEIGHT VERSION

Left hand LH

Right hand RH

PRODUCT CODE

H

MATERIAL M
Zinc Alloy 1

FINISH F
Black coated 2

   Note: Bolts are not supplied

710 1 2
001

002

: 1

1
Hinge Rotation Angle

Spacer application
 700 1-2-H-1

Spacer

HVAC Hinges

710 CORNER HINGE

•  Designed for plain, side-mounted
doors

•  For side mounted doors with a
bend of 2-12 mm

•  Hinge supplied pre-assembled to
decrease customer labour costs

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
PIN:  Steel
BEARING:  Delrin

FINISH
Black coated

V

H
02

07

12

PRODUCT CODE

GROUP CODE MATERIAL FINISH HEIGHT VERSION

H

MATERIAL M
Zinc Alloy 1

FINISH F
Black coated 2

   Note: Bolts are not supplied

710 1 2

: 2

2

Hinge Rotation Angle

Spacer application
 700 1-2-H-2

Spacer

HVAC Hinges www.metalika-kacin.comwww.metalika-kacin.com
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Compression Latch-Hinge medium with or without pressure relief 

Compression adjusta-
ble on the frame part 

Housing 
Handle 

Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

5mm
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Cut out 
View without
screw covers 

Frame part Housing 

Centre of rotation 

 Further inserts 
on request 

Compression Latch-Hinge medium: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① Insert ② Keyed 9081 ② Keyed different
without pressure relief 1091_E146 on request on request 
with pressure relief 1091_E147 on request on request 

Product benefits 

■ When the door is closed, the latch is adjustable
(3 mm) to achieve perfect alignment

■ Compression (5 mm) with
low opening & closing force

■ Door or panel can be removed by unlatching the han-
dles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available with

safety feature “pressure relief”
■ ATEX compliant explosion protection version availa-

ble
■ Patent submitted

Compression Latch-Hinge Medium with or without pressure relief

www.metalika-kacin.comwww.metalika-kacin.com
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HVACR Compression Latch-Hinge large with emergency opening 
optional and with or without pressure relief 

Compression 
adjustable on
the frame part 

Housing Handle 
Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

By pressing the emergency opening, the lock-
ing hinge is opened safely even when the han-
dle is locked 

5mm
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Cut out front 

View without
screw covers Frame part Housing 

Centre of rotation 

Cut out rear 

 Further inserts 
on request 

HVACR Compression Latch-Hinge large: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with springs and seal 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① 
Insert 

② 
Keyed 9081 

② 
Keyed different 

without pressure relief 1091_E190 1091_E194 1091_E198
with pressure relief 1091_E191 1091_E195 1091_E199
Emergency opening 
Bezel, wrap polyamide GF black; trigger polyamide GF red; with foamed seal 
T = 30 +4.5 mm 1091_E175_30
T = 50 +4.5 mm 1091_E175_50
T = 60 +4.5 mm 1091_E175_60
T = 40, 70 - 100 mm on request 

Product benefits 

■ When the door is closed, the latch is adjusta-
ble (3 mm) to achieve perfect alignment

■ The favourable pivot point of the handle
makes a seal compression of 5 mm possible
using low actuation forces

■ Door or panel can be removed by
unlatching the handles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available

with safety feature “pressure relief”
■ ATEX compliant explosion protection version

available on request
■ Patent submitted

HVACR Compression Latch-Hinge Large with emergency opening 
optional and with or without pressure relief

www.metalika-kacin.comwww.metalika-kacin.com
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