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www.METALIKA-KACIN.com100 | www.DIRAK.comQuarter-Turns | 101Quarter-Turns

for cutout 20.1, length 18

Advantages

■■ Quarter-Turn with combina-
tion Lock.

■■ RH or LH application.

■■ A pre-assembled Quarter-Turn
can be installed in the cutout.

■■ O-ring on handle improves
grip.

■■ IP65 according to DIN EN
60529.

■■ For combination set or reset
please refer to enclosed
 instructions.

■■ Modifying the combination
just in open state possible.

Materials

■■ Handle and housing: zinc
die, chrome plated or black

■■ Cam: steel, zinc plated

■■ O-Ring: Perbunan

Quarter-Turn, zinc die, chrome plated
Part Number Housing length Installation type Door-thickness

a) 100-9301.00-00000 18 mm screw-on max. 8 mm

Quarter-Turn, zinc die, black
Part Number Housing length Installation type Door-thickness

a) 100-9302.00-00000 18 mm screw-on max. 8 mm

Accessories

b) 160 1-102 Cams L35/45 steel

Quarter-Turn with Combination Lock Pr20.1 L18 [1-125]
Advantages

■■ Quarter-Turn with stepped 
cam. Covers large tolerances 
and gives greater compres-
sion possibilities.

■■ RH / LH application.

■■ The locking direction is always 
clockwise.

■■ When installed, the arrow 
must point to the frame. In 
this case the flat side of the 
cam is parallel to the frame.

■■ Marking of housing -" Auf/Zu" 
(Open/Closed)

■■ This Quarter-Turn consists 
of three basic parts which 
can be combined to suit your 
application.

■■ When using knobs the 
adapter is necessary.

■■ IP65 according to DIN EN 
60529 by using sealing kit.

Materials

■■ Housing: zinc die, chrome 
plated

■■ Nut: steel, zinc plated 

■■ Adapter, stepped cam and 
spacer: zinc die, untreated

Remarks

Sealing kit for GL18: 209-9002

Sealing kit from GL30: 209-9006

Quarter-Turns
Part Number Housing length Door-thickness variable

H-dimension
suitable

Adapter set
Material Surface Installation type

a) 200-9038.00-00000 18 mm max. 8 mm 8 - 18 mm zinc die chrome plated screw-on
a) 200-9039.00-00000 30 mm max. 20 mm 20 - 30 mm L20 zinc die chrome plated screw-on
a) 200-9040.00-00000 36 mm max. 26 mm 26 - 36 mm L26 zinc die chrome plated screw-on
a) 200-9041.00-00000 40 mm max. 30 mm 30 - 40 mm L30 zinc die chrome plated screw-on
a) 200-9042.00-00000 50 mm max. 40 mm 40 - 50 mm L40 zinc die chrome plated screw-on
a) 200-9047.00-00000 60 mm max. 50 mm 50 - 60 mm L50 zinc die chrome plated screw-on

Stepped Cam
Part Number Stop Material Surface

c) 200-2903.00-00000 No zinc die untreated
c) 200-2904.00-00000 Yes zinc die untreated

Accessories

b) 156 1-101 Inserts Pr20.1
a1) 200-9031.00-00000 Adapter set L20
a1) 200-9032.00-00000 Adapter set L26
a1) 200-9033.00-00000 Adapter set L30
a1) 200-9034.00-00000 Adapter set L40
a1) 200-9035.00-00000 Adapter set L50
d) 200-2803.30-00005 Middel part

Function extension

209-9002.00-00000 Sealing kit IP65 for 200-Quarter-Turns
209-9006.00-00000 Sealing kit IP65/IP67 for Quarter-Turns L30-60

Quarter-Turn with Stepped Cam Pr20.1 L18-60 [1-200]
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Quarter-Turn with 90°
rotation.. A pre-assembled
 Quarter-Turn can be 
 installed in the cutout.. For combination set or
 reset please refer to 
 enclosed instructions.. Modifying the combination

just in opened state
possible.

Material:. Housing: zinc die, chrome 
 plated or black coated. Cam: steel, zinc plated

04/29/09

zinc die, chrome plated zinc die, black coated
a) Quarter-Turn (without cam) 200-9231 200-9230
b) cams see product system 1-100

c) Assembling RH 200-0019
Assembling LH 200-0020

1-127 Quarter-Turn with Combination Lock Pr20.1 L18Quarter Turn with Combination Lock Pr20.1 L18 [1-127]



Combination camlock

 with four dials for free coding and 

masterkey function

 and additional 

code-finding

. Can also be

used for wood with adapter ZHMS-001.

Please make sure that you replace the full stop when ordering! If

you like a 

horseshoe clip

, please enter 2. If you like a 

nut

,

please enter 4.

Example: H4C(.)20Z207 H4C(2)20Z207 (with horseshoe clip)

locking movements

90° (R), 90° (L), 180°

finish

nickel, black chrome

fixing

nut

article no. 400E1594

material thickness up to 11 mm

key type

A

master key possible

cam type

type B

fixing screw

fixing

horseshoe clip

article no. 400E4944

material thickness 1 mm or 4,5 mm

Metal furniture

H4C.20Z207 | 
Coin- and combination padlocks | Combination Camlocks

Combination camlock

 with four dials for free coding and 

masterkey function

, can also be used on wood with adapter

ZHMS-001.

Please make sure that you replace the full stop when ordering! If

you like a 

horseshoe clip

, please enter 2. If you like a 

nut

,

please enter 4.

Example: H4C(.)20Z206 H4C(2)20Z206 (with horseshoe clip)

finish

nickel, black chrome

locking movements

90° (R), 90° (L), 180°

fixing

nut

article no. 400E1594

material thickness up to 11 mm

fixing

horseshoe clip

article no. 400E4944

material thickness 1 mm or 4,5 mm

cam type

type B

fixing screw

Metal furniture

H4C.20Z206 | 
Coin- and combination padlocks | Combination Camlocks
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Dimensions
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sPin Lock 200

Description 

The combination lock for use in steel and wood furniture 

with four dials for free code selection, additional Masterkey 

function and code-view. 

Application area 

Application often in areas such as changing rooms to 

secure lockers.  

Your advantages 

▪ Easy handling

▪ Robust und modern design

▪ Multi user function

▪ Emergency opening and code-view by Masterkey

▪ Secure against eavesdropping

▪ High safety standard by 9.999 possible number

combinations

Technical data 

Dimensions  Ø 5,96 cm x 5,22 cm

Material casing: plastic 

Colour  black 

Mounting hole 16 mm x 19 mm 

Number of dials 4 

Number combination (delivery status) 0-0-0-0

Possible number combinations 9.999 

Locking direction  L, R, LAD 

Lock attachment  M19 Nut 

Latch  zinc (nickel-plated)

Scope of delivery 

▪ Combination lock sPinLock 200

▪ latch

Optional accessories 

▪ Masterkey

▪ Mounting ring (rubber)

BURG sPin LockBURG sPin Lock

www.METALIKA-KACIN.com www.METALIKA-KACIN.com
04 510 53 60  |  info@metalika-kacin.com 04 510 53 60  |  info@metalika-kacin.com



locking movements

90° (R)

combination

999

Coding

with 1 pin from the side

Code-finding

no

colors

black/grey

finish (body)

plastic (PU)

material

plastic (PU)

fixing

horseshoe clip

article no. 400E0144

material thickness 1 mm or 4,5 mm

fixing

nut

article no. 400E1594

material thickness up to 11 mm

cam type

type B

fixing nut

Metal furniture

H-ZC 213 | 
Coin- and combination padlocks | Combination Camlocks

Resettable function combination lock sPinLock 550

basic instructions

remove position

lock position

remove core position

emergency lock

remove core lock

Screw
Moun�ng plate Spacer

Door

lock

Moun�ng hole
76.5mm*31.3mm

Emergency opening
1. Enter 4 digits code
2. Turn the knob to the unlock pos�on ”
” ( 4-digits go back to 0-0-0-0)
3. Enter again the 4 digits code.
4. Turn the knob to the reset pos�on “   ”,
enter the new 4 digits code
5. Turn the knob to lock pos�on “    “

Reset User code

1. Insert the master key and turn to remove
pos�on “･” , then turn the knob to the unlock
posi�on”    “
2. Turn the knob to the lock pos�on ”    ”,
rotate master key to lock pos�on“    “
and pull out key
3. Locked and user code keep secret.

Opera�on instruc�ons

Unlock posi�onLock posi�on Unlock 
posi�on

Lock posi�on

Remove posi�on
･･

･ ･

1. Insert the master key
2. Turn the key to the retrieve pos�on ”･”
3. Turn all the dials to the left un�l it stops
4. The final code display is the current code
5. Unlock by the final code.

Retrieve posi�on
Unlock posi�onLock posi�on

Retrieve User Code

unlock position
Lock posi�on

Remove core 

1. Insert Removable key and turn the knob to
Remove pos�on “･”
2. Pull out the core and replace the new core
3. Turn the knob to Lock pos�on “    “,
pull out removable key

Retrieve posi�on
Retrieve posi�on

unlock position

reset code position

Remove posi�on

Resettable function combination lock sPinLock 550

basic instructions

remove position 

lock position

 remove core position 

emergency lock

remove core lock

Screw
Moun�ng plate Spacer

Door

lock

Moun�ng hole
76.5mm*31.3mm

Emergency opening
1. Enter 4 digits code
2. Turn the knob to the unlock pos�on ”
” ( 4-digits go back to 0-0-0-0)
3. Enter again the 4 digits code.
4. Turn the knob to the reset pos�on “ ”,
enter the new 4 digits code
5. Turn the knob to lock pos�on “ “

Reset User code

1. Insert the master key and turn to remove
pos�on “･” , then turn the knob to the unlock
posi�on”    “
2. Turn the knob to the lock pos�on ” ”,
rotate master key to lock pos�on“  “
and pull out key
3. Locked and user code keep secret.

Opera�on instruc�ons

Unlock posi�onLock posi�on Unlock 
posi�on

Lock posi�on

Remove posi�on
･･

･ ･

1. Insert the master key
2. Turn the key to the retrieve pos�on ”･”
3. Turn all the dials to the left un�l it stops
4. The final code display is the current code
5. Unlock by the final code.

Retrieve posi�on
Unlock posi�onLock posi�on

Retrieve User Code

unlock position
Lock posi�on

Remove core

1. Insert Removable key and turn the knob to
Remove pos�on “･”
2. Pull out the core and replace the new core
3. Turn the knob to Lock pos�on “ “,
pull out removable key

Retrieve posi�on
Retrieve posi�on

unlock position 

reset code position

Remove posi�on

BURG sPin Lock 550

www.METALIKA-KACIN.com www.METALIKA-KACIN.com
04 510 53 60  |  info@metalika-kacin.com 04 510 53 60  |  info@metalika-kacin.com



locking movements

90° (R), A & G for rights, D & F

for left

combination

999

movements

clockwise rotation

function

turn three dials for closing

Coding

backside (lever)

Door stop

right, left

fixing

horseshoe clip

article no. KLF

material thickness 0,7-1,2 mm

cam type

type B

fixing Snap ring

Metal furniture

H-ZC 210 | 
Coin- and combination padlocks | Combination Camlocks

locking movements

90° (R), A & G for rights, D & F

for left

Code-finding

no

Coding

backside (lever)

function

turn three dials for closing

movements

clockwise rotation

combination

999

master key

Master key system possible

colors

Black

finish (body)

plastic (PU)

material

plastic (PU)

fixing

horseshoe clip

article no. KLF

material thickness 0,7-1,2 mm

cam type

type B

fixing Snap ring

Metal furniture

H-ZC 212 | 
Coin- and combination padlocks | Combination Camlocks

www.METALIKA-KACIN.com www.METALIKA-KACIN.com
04 510 53 60  |  info@metalika-kacin.com 04 510 53 60  |  info@metalika-kacin.com



Permutation lock:

 Includes adapter for wooden furniture. locking movements

180°

combination

9999

movements

clockwise rotation

function

turn three dials for closing

Coding

backside (lever)

Code-finding

yes

master key

Master key system possible

colors

black

finish (body)

plastic (PU)

material

plastic (PU)

fixing

horseshoe clip

article no. KLF

material thickness 0,7-1,2 mm

cam type

type B

Metal furniture

H-ZC 224 | 
Coin- and combination padlocks | Combination Camlocks

special details:

multi user function

code finding

fixing hole: 35x 75 mm

order advice:

packaging: carton (200 pcs)

advice:

drawings exemplary

material pu/zamak

logo neutral

locking movements 90° left

no. key combinations 9999

master key system yes

fixing clipfixing

Metal furniture
ZCS-0001 | Combination Camlock

www.METALIKA-KACIN.com www.METALIKA-KACIN.com
04 510 53 60  |  info@metalika-kacin.com 04 510 53 60  |  info@metalika-kacin.com



special details:

multi user function

code finding

fixing hole: 35x 75 mm

order advice:

packaging: carton (200 pcs)

advice:

drawings exemplary

material pu/zamak

logo neutral

locking movements 90° left

no. key combinations 9999

fixing clipfixing

master key system yes

Metal furniture
ZCS-0002 | Combination Camlock

special details:

multi user function

code finding

fixing hole: 54x 75 mm

order advice:

packaging: carton (200 pcs)

advice:

drawings exemplary

material pu/zamak

logo neutral

locking movements 90° left

no. key combinations 9999

fixing clipfixing

master key system yes

Metal furniture
ZCS-0003 | Combination Camlock

www.METALIKA-KACIN.com www.METALIKA-KACIN.com
04 510 53 60  |  info@metalika-kacin.com 04 510 53 60  |  info@metalika-kacin.com



Tehnčni podatki 
Dimenzije 96 x 64 x 23 mm 
Baterije Litijeve baterije 3 V, CR123A 

Življenjska doba: 60.000 ciklov 

Dovoljena temperatura 0° – 40°C (brez kondenzacije) 
Število kombinacij 999.999 
Dolžina kode 4 ali 6 
Programiranje Privat način (določena koda) 

Večuporabniški način 
Material Zamak
Smer zaklepanja L, D in LAD 
Pritrditev ključavnice Z vijaki 
Zapah Zapah iz cinkove zlitine, ponikljan 

PR
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Pregled 
Zunanji (upravljalni) del Notranji (zaklepni) del 

Pripadajoči deli vključeni v dobavo

▪ Upravljalni del
▪ Zaklepni del s pokrovom za baterije
▪ Blokirni del
▪ Mini-USB kabel za zasilno napajanje
▪ Igla za ponastavitev
▪ 2 vijaka: M4 x 29,5

▪ 3 vijaki za les: 3.4 x 20

▪ 1 vijak: 3 x 8 (za pokrov baterij)

 Lastnosti 

▪ Dvojni način: Dostop s kodo in RFID (Mifare Classic/
Desfire Evo II)

▪ Privat in večuporabniški način
▪ Prilagodljiva montaža (obrnjena v levo/desno, predali)
▪ Zaklep z zapahom
▪ Vitek zunanji del s kovinskimi robovi
▪ Avtomatski alarm po 4 napačnih vnosih kode oz. prislonitvah

napačne kartice
▪ Napajanje v sili z USB priključkom

Tehnični podatki

Mere Upravljalni del: 107 x 56 x 13 mm 
Zaklepni del: 140 x 65 x 25 mm 

Baterije 4 x AA 

Življenjska doba baterije ca. 10.000 zaklepanj 

Dovoljena temperatura -25°C do +55°C

Dovoljena vlažnost 10% do 85% RH 

Temperatura skladiščenja -40°C do +55°C

Tok brez obremenitve <30uA 

Dinamični tok <120mA 

Material Upravljalni del: plastika 
Upravljalni del-robovi: kovina 
Zaklepni del: plastika 

RFID tip Mifare Classic, 

Mifare Desfire Evo II 

RFID razdalja 5 do 10 mm 

Masterkartice max. 3 

Uporabniške kartice max. 27 

Dolžina PIN/masterkode 4 do 8-mestna 

PIN 1234 (privzeta) 

Masterkoda 934 716 (privzeta) 

Način Privat (privzet) 

Večuporabniški 



Coreo  / 16x19mm

09/2020: Pridržujemo si pravico do tehničnih in oblikovnih sprememb.

Tipke zaščitene 
pred vlago, primerno 
za vlažno okolje

Zunanje napajanje
v sili (Standarden mini-USB)

Robustno ohišje iz zamaka

Enostavno dostopen 
predalček za baterije. 
Demontaža ni potrebna.

LED indikator

Ročaj iz zamaka

Navoj za pritrditev (18mm)

Pritrdilni vijak

Iščete ključavnico s preprosto številčnico, atraktivnim ročajem in robustnim ohišjem, ki jo lahko 
enostavno vgradite v obstoječo omaro? To je vaša rešitev!

Ključavnica je praktična in zanesljiva rešitev za zaklep kovinskih vrat vaše omarice. 
Konstruirana je za vgradnjo v obstoječe omarice in nudi visoko raven varnosti. Vse nastavitve 
zaklepanja se lahko enostavno prilagaja zahtevam uporabnika. Med menjavo baterije ni 
potrebno demontirati ključavnice, prostor za baterije je namreč dostopen iz zunanjega dela 
vrat.

www.metalika-kacin.com

ELECTRONIC CABINET LOCK

• Ability to open with a password

• Elegant design suitable for office
without card and key

environments
• When the password has been

forgotten, it is possible to remote
control and USB-Key for solving the
password

• Micro USB emergency power-
supply

• Low battery level indicator
• For general or specialised use
• Auto-alarm will be activated when
input wrong password 4 times
and the lock will be died for 60
seconds.

• You can create the fake pin
password against thievery

• Easy installation
• Easy to use
• High-security
• Melody yes / no adjustment
• Stylish visual-warning LEDs

MATERIALS

CAM: Steel

Various cabinets or lockers in sauna area,
spa, gym, office, school, etc. 

Electronic solutions for  
improving security

APPLICATIONS:

• Operating voltage:

Technical specifications

3 V
• Battery: Cr2032 battery
• Battery life: Approx. 1.5 year ( daily 10 use )
• Password combination: 1-15 digit
• Operating temperature range: -20˚C ~ +70˚C
• Operating humidity range: 0 ~ 90 % RH

Emergency
power-supply input

Cam

Battery box

Touch panel

Touch Panel

Cut out:

PRODUCT CODE

BODY: Zink alloy

BE-P-EAS-M
BE-P-EAS-W

Thread length = 20 mm
Thread length = 30 mm

EASYLOCK

Standard cam: 48x15x2 mm
Other dimensions available on request

METALIKA KACIN | Slovenija

www.METALIKA-KACIN.com

Račeva 8
SI-4226 ŽIRI

T   (+386) 04 / 510 53 60
M  (+386) 041 / 694 339
E   info@metalika-kacin.com



2 

  A Zatič 

  B Številčnica 

  C Silikonska prevleka 

  D LED 

 Privzete nastavitve 

Način Prosta izbira kode 

Master koda 934716 1 

Dolžina kode 4 

LED prikaz zaklepanja On 

Ponovni vnos kode Off 

Smer zaklepa leva 

1 Za vašo varnost nastavite novo master kodo pred uporabo 
ključavnice. Željeno master kodo nam lahko podate ob naročilu, da vam 
jo nastavimo mi. Master kodo lahko spremenite kadarkoli. 

C D 

A 

B 

B-Smart-Lock Keypad II
Za zunanjo uporabo (IP54) 

230 | www.DIRAK.comSwinghandles | 231Swinghandles

for cutout C, for round rods

Advantages

■■ The swinghandle can be
locked by combination lock
and assembled cylinder bar-
rel.

■■ Swinghandle with 90° closing
rotation.

■■ RH / LH application.

■■ IP65 according to DIN EN
60529 - version dish with cap.

■■ Alternative products see also
2-090, 2-090.01, 2-090.03,
2-090.04.

Materials

■■ Handle and dish: see table

■■ Shaft: brass

■■ Bearing plate: zinc die,
untreated

■■ Cap: PA6

■■ Sealings: NBR

Swinghandles
Part Number Latching type Material handle Material dish Dish Installation type

a) 107-9268.00-00000 combination lock zinc die, chrome plated PA, black with cap (IP65) screw-on
a) 107-9270.00-00000 combination lock zinc die, black PA, black with cap (IP65) screw-on
b) 107-9269.00-00000 combination lock zinc die, chrome plated PA, black with hook (not IP65) screw-on
b) 107-9271.00-00000 combination lock zinc die, black PA, black with hook (not IP65) screw-on

c) 107-9277.00-00000
Combination lock and 

keyed alike DIRAK 1333
PA, black PA, black with cap (IP65) screw-on

c) 107-9278.00-00000
combination lock and 

keyed different
PA, black PA, black with cap (IP65) screw-on

Accessories

285 1-193 Rod Guide RS
284 1-190 Rod Guides for 8mm Round Rods
281 1-181.01 Adapter zinc die for Round Rods
280 1-181 Adapter PA for Round Rods
278 1-170 Round Rod with Eye

Accessories

279 1-180 Round Rods for Adapter
291 2-151 2-, 3- and 4-Point Cam Adapter
290 2-150 3-Point Cam
292 2-151.04 3-Point Cam Adapter

d) 298 3-011 Grounding clip

Swinghandle RS PrC with Combination Lock [2-090.02]
for cutout C, for round rods

Advantages

■■ The swinghandle can be 
locked by assembled cylinder 
barrel.

■■ Swinghandle with 90° closing 
rotation.

■■ RH / LH application.

■■ IP65 according to DIN EN 
60529.

■■ The listed swinghandles, can 
be retrofitted with a sliding 
cap (product system 2-091).

■■ Alternative products see also 
2-090, 2-090.02, 2-090.03, 
2-090.04.

Materials

■■ Handle, dish and cylinder 
dustcover: see table

■■ Shaft: brass

■■ Bearing plate: zinc die, 
untreated

■■ Cap: PA6

■■ Sealings: NBR

Swinghandle with cylinder barrel
Part Number Latching type Material handle Material dish Material cylinder

cover
Sealable Installation type

a) 207-9238.00-00000 keyed alike DIRAK 1333 PA, black PA, black screw-on
a) 207-9240.00-00000 keyed alike DIRAK 1333 PA, black PA, black PA Yes screw-on
a) 507-9238.00-00000 keyed alike DS200 PA, black PA, black screw-on
a) 507-9240.00-00000 keyed alike DS200 PA, black PA, black PA Yes screw-on
a) 207-9239.00-00000 keyed different PA, black PA, black screw-on
a) 207-9241.00-00000 keyed different PA, black PA, black PA Yes screw-on
a) 107-9201.00-00000 keyed alike DIRAK 1333 zinc die, chrome plated PA, black screw-on
a) 107-9202.00-00000 keyed alike DIRAK 1333 zinc die, black PA, black screw-on
a) 507-9201.00-00000 keyed alike DS200 zinc die, chrome plated PA, black screw-on
a) 507-9202.00-00000 keyed alike DS200 zinc die, black PA, black screw-on
a) 107-9203.00-00000 keyed different zinc die, chrome plated PA, black screw-on
a) 107-9204.00-00000 keyed different zinc die, black PA, black screw-on

Accessories

297 2-091 Sliding Cap
285 1-193 Rod Guide RS
284 1-190 Rod Guides for 8mm Round Rods
281 1-181.01 Adapter zinc die for Round Rods
280 1-181 Adapter PA for Round Rods
278 1-170 Round Rod with Eye

Accessories

279 1-180 Round Rods for Adapter
291 2-151 2-, 3- and 4-Point Cam Adapter
290 2-150 3-Point Cam
292 2-151.04 3-Point Cam Adapter

b) 298 3-011 Grounding clip

Swinghandle RS PrC with Cylinder Barrel [2-090.01]
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Technical drawings

additional product images

Series 4150 Cam Lock
product specification

SERIJA 4150 

Three-digit combination cam 
lock. zinc alloy disc 
tumbler mechanism.

Series 4150 Cam Lock
product specification

overview

A versatile, keyless cam lock ideally suited for use on indoor cabinets 
requiring simple locking. The three digit combination is quick and easy 
to program and reprogramme as and when No tools required.  
A wide range of compatible steel cams are available.

 о Keyless cam lock with three-digit combination

 о Easy to use and reprogramme

 о  Medium manipulation 

 о Ideal for metal and wooden cabinets requiring simple locking

 о Recommended for indoor applications 

Functional, combination cam lock.  

Product features

Technical data
Number of key differs 1,000

Mechanism Disc tumbler

Body material Zinc alloy

Finish Chrome plated

Body length 18.5mm

Fixing hole dimensions Standard 19mm x 16mm 
double D punch

Lock fixing Body nut (supplied)
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22 - Large Latches

Part No. Finish Description Dish Depth Offset Lo Weight
CL924/525/CL PennBrite™ Plain Dish 0.5kg/1.1lb

CL924/527/CL PennBrite™ Offset Dish 0.5kg/1.1lb

CL924/525/CL - Split to Hole Centre 19mm 
Large Combination Lock Latch in Plain or Offset Dish
Sprung Top Striker Plate
Suits CL0526 (p.69) Backplate

Material: 1.2mm / 18 gauge Steel

Full Range Catalogue 21 - March 10.indd   22 3/16/2020   2:29:07 PM

Part No. Finish Description Dish Depth Offset Lo Weight
CL924/52578/CL PennBrite™ Offset Dish 0.5kg/1.1lb

CL924/52578/CL - Split to Hole Centre 10mm
Large Combination Lock Latch in 22mm Offset Dish
Sprung Top Striker Plate
Suits CL0526 (p.69) Backplate

Material: 1.2mm / 18 gauge Steel

CL0922-TSA-COMBI - TSA Certified Padlock NEW!

Transport Security Administration (TSA) personnel in all U.S. airports are
authorised to gain entry to suitcases for security screenings. If the luggage is
locked, this results in its removal and destruction.
TSA compliant and branded locks can be opened by all security staff and
then locked again instead.


