
470 | www.DIRAK.comLatches

Locking bar system for heavy doors

Advantages

■■ Both ends come ready to 
be connected to the handle 
mechanism.

■■ By cutting the bar, the handle 
mechanism can be installed in 
any position.

■■ Included in the scope of deli-
very: Locking bar system incl. 
base plate and 4 rod guides.

Materials

■■ Handle: aluminium

■■ Bolt box, base plate, bar 
guides and bars: steel, 
zinc plated

Remarks

1. Stroke 28mm

Locking bar system incl. base plate and 4 rod guides
Part Number Multi-point latches Installation type

a) 249-9205.00-00000 Yes screw-on

Specific accessories

b) 249-0508.00-00000 Rod for locking bar system ò16, 2000mm
b) 249-0509.00-00000 Rod for locking bar system ò16, 2500mm
b) 249-0510.00-00000 Rod for locking bar system ò16, 3000mm
c) 249-0410.00-00000 Rod guide for locking bar system ò16
d) 249-0203.00-00000 Bottom plate, straight

Specific accessories

e) 249-0304.00-00000 Bottom plate, angled
f) 249-0603.00-00000 Bar latching bushing for concrete, 2 parts

Locking Bar System ò16 [6-320.03]
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Handle without lock
  Part Number Handle length

a) 232-0201.00-00000 130 mm
a) 232-0202.00-00000 176 mm
a1) 232-0207.00-00000 130 mm
a1) 232-0208.00-00000 176 mm

Handle with cylinder
  Part Number Handle length Latching type

a2) 232-9303.00-00000 130 mm keyed alike DIRAK 1333
a2) 532-9303.00-00000 130 mm keyed alike DS200
a2) 232-9304.00-00000 130 mm keyed different

Handle with insert
  Part Number Handle length Insert

a3) 232-9401.00-00000 130 mm Square 6mm
a3) 232-9402.00-00000 130 mm Square 7mm
a3) 232-9403.00-00000 130 mm Square 8mm
a3) 232-9404.00-00000 130 mm Square 8mm, slotted
a3) 232-9405.00-00000 130 mm Triangular 6.5mm CNOMO
a3) 232-9406.00-00000 130 mm Triangular 7mm
a3) 232-9407.00-00000 130 mm Triangular 8mm
a3) 232-9408.00-00000 130 mm Triangular 6.5mm CNOMO
a3) 232-9409.00-00000 130 mm Double bit 3mm pin
a3) 232-9410.00-00000 130 mm Double bit 5mm pin
a3) 232-9411.00-00000 130 mm Socket hex. 6mm
a3) 232-9412.00-00000 130 mm Socket hex. 10mm
a3) 232-9413.00-00000 130 mm Square socket 6mm
a3) 232-9414.00-00000 130 mm Square socket 7mm
a3) 232-9415.00-00000 130 mm Square socket 8mm
a3) 232-9416.00-00000 130 mm Daimler Benz type
a3) 232-9417.00-00000 130 mm Slotted 2x4mm
a3) 232-9418.00-00000 130 mm Crown type
a3) 232-9419.00-00000 130 mm Slotted insert
a3) 232-9420.00-00000 130 mm Crescent czech

Specific accessories

c1)-c6) 462 6-280.05 Bezels for heavy duty latches
b)-b1) 458 6-280.01 Handle inside, for heavy duty latch system

d) 459 6-280.02 Shafts for Heavy Duty Latches
e1)-e2) 460 6-280.03 Cams for Heavy Duty Latches
f1)-f3) 461 6-280.04 Compression Cam for Heavy Duty Latches

Advantages

■■ Handle outside.

■■ Without lock, with cylinder 
barrel or insert.

■■ Suitable for different door 
thicknesses.

■■ IP65 according to DIN EN 
60529 by sealing kit.

■■ Outout see product system 
6-280.05.

■■ Handle inside see product 
system 6-280.01.

■■ Shafts see product system 
6-280.02.

■■ Cams see product system 
6-280.03.

■■ Compression cam see 
 product system 6-280.04.

■■ Bezels and sealing kits see 
product system 6-280.05.

Materials

a), a2) and a3)

■■ Handle: PA, black

a1) 

■■ Handle: PA, black / steel,  
zinc plated

a3)

■■ Insert: zinc die,  
chrome plated

Remarks

Fastening with cylinder head 
screws M8.

Lockable handles, keyed alike, 
are equipped with stainless steel 
dust-shutter.

Heavy Duty Latch System for HVAC applications [6-280]
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Advantages

■■ Shaft 12 x 12 consisting off: 
1. cover, 2. fastening screw at 
the front M8, 3. washer and 
fastening nut inside M12. 

■■ Handle outside see product 
system 6-280.

■■ Handle inside see product 
system 6-280.01.

■■ Cams see product system 
6-280.03.

■■ Compression cam see 
 product system 6-280.04.

■■ Bezels and sealing kits see 
product system 6-280.05.

Materials

■■ 1.: PA, black

■■ 2., 3., 4. and shaft: steel,  
zinc plated

Shafts
  Part Number Length Heavy duty latch 

(without inside handle) 
door thickness

Heavy duty latch with 
cam and inside handle 

door thickness

Heavy duty latch with 
compression cam 

(without inside handle, 
with spacer) door 

thickness

Heavy duty latch with 
compression cam and inside 

handle door thickness

d) 232-9101.00-00000 82 mm 20 + / - 10
d) 232-9102.00-00000 92 mm 30 + / - 10
d) 232-9103.00-00000 102 mm 40 + / - 10 20 + / - 5 20 + / - 5 20 + / - 5
d) 232-9104.00-00000 112 mm 50 + / - 10 30 + /- 5 30 + /- 5 30 + /- 5
d) 232-9105.00-00000 122 mm 60 + / - 10 40 + / - 5 40 + / - 5 40 + / - 5
d) 232-9106.00-00000 132 mm 70 + / - 10 50 + / - 5 50 + / - 5 50 + / - 5
d) 232-9107.00-00000 142 mm 80 + / - 10 60 + / - 5 60 + / - 5 60 + / - 5
d) 232-9109.00-00000 162 mm 100 + / - 10 80 + / - 5 80 + / - 5 80 + / - 5
d) 232-9111.00-00000 182 mm 120 + / - 10 100 + / - 5 100 + / - 5 100 + / - 5

Specific accessories

462 6-280.05 Bezels for heavy duty latches
458 6-280.01 Handle inside, for heavy duty latch system
456 6-280 Heavy Duty Latch System for HVAC applications
460 6-280.03 Cams for Heavy Duty Latches
461 6-280.04 Compression Cam for Heavy Duty Latches

Shafts for Heavy Duty Latches [6-280.02]
Advantages

■■ Handle for opening from 
inside.

■■ Handle outside see product 
system 6-280.

■■ Shafts see product system 
6-280.02.

■■ Cams see product system 
6-280.03.

■■ Compression cam see 
 product system 6-280.04.

■■ Bezels and sealing kits see 
product system 6-280.05.

Materials

b)

■■ Handle : PA, black

b1)

■■ Handle: PA, black / steel,  
zinc plated

Handle inside
  Part Number Handle length Material Installation type

b) 232-0301.00-00000 130 mm PA attachable on shaft 12x12
b) 232-0302.00-00000 176 mm PA attachable on shaft 12x12
b1) 232-0303.00-00000 130 mm PA with steel core attachable on shaft 12x12
b1) 232-0304.00-00000 176 mm PA with steel core attachable on shaft 12x12

Specific accessories

462 6-280.05 Bezels for heavy duty latches
456 6-280 Heavy Duty Latch System for HVAC applications
459 6-280.02 Shafts for Heavy Duty Latches
460 6-280.03 Cams for Heavy Duty Latches
461 6-280.04 Compression Cam for Heavy Duty Latches

Handle inside, for heavy duty latch system [6-280.01]
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Advantages

■■ Compression 6mm.

■■ Handle outside see product 
system 6-280.

■■ Handle inside see product 
system 6-280.01.

■■ Shafts see product system 
6-280.02. 

■■ Bezels and sealing kits see 
product system 6-280.05.

Materials

■■ Compression cam:  
aluminum, untreated

■■ Locking pin and spacer: 
steel, zinc plated

Compression cam and accessories 
  Part Number Name Version

f1) 232-0601.00-00000 Compression cam
f2) 232-0801.00-00000 Locking pin suitable for compression cam
f3) 232-0701.00-00000 Spacer when used without inside handle

Specific accessories

462 6-280.05 Bezels for heavy duty latches
458 6-280.01 Handle inside, for heavy duty latch system
456 6-280 Heavy Duty Latch System for HVAC applications
459 6-280.02 Shafts for Heavy Duty Latches

Compression Cam for Heavy Duty Latches [6-280.04]
Advantages

■■ 8 x 45° adjustable.

■■ Handle outside see product 
system 6-280.

■■ Handle inside see product 
system 6-280.01.

■■ Shafts see product system 
6-280.02.

■■ Bezels and sealing kits see 
product system 6-280.05.

Materials

■■ Cams: zinc die, zinc plated

Cams
  Part Number Height H Length

e1) 232-0501.00-00000 8 mm 60 mm
e2) 232-0502.00-00000 16 mm 65 mm

Specific accessories

462 6-280.05 Bezels for heavy duty latches
458 6-280.01 Handle inside, for heavy duty latch system
456 6-280 Heavy Duty Latch System for HVAC applications
459 6-280.02 Shafts for Heavy Duty Latches

Cams for Heavy Duty Latches [6-280.03]
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Bezels
Part Number Name Version for Handle Material Surface

c1) 232-0401.00-00000 Bezel round without stop a), a1), b), b1) PA black
c2) 232-9141.00-00000 Bezel round with bearing plate without stop, 2-part a), a1), b), b1) steel zinc plated
c3) 232-0402.00-00000 Bezel oblong without stop a), a1), b), b1) PA black
c4) 232-0410.03-00000 Bezel round stop 90° a), a1), b), b1) PA black
c5) 232-0410.00-00001 Bezel round stop 90°, 4 latches a2), a3) PA black
c6) 232-0409.00-00000 Bezel oblong stop 180°, 2 latches a2), a3) PA black

Sealing kit
Part Number Name Material Surface

232-8710-00-01401 Sealing kit for oblong bezels EPDM black
232-8710.00-01402 Sealing kit for round bezels EPDM black

Specific accessories

458 6-280.01 Handle inside, for heavy duty latch system
456 6-280 Heavy Duty Latch System for HVAC applications
459 6-280.02 Shafts for Heavy Duty Latches
460 6-280.03 Cams for Heavy Duty Latches
461 6-280.04 Compression Cam for Heavy Duty Latches

Advantages

■■ Bezels round and oblong.

■■ With and without stop.

■■ With or without latch reces-
ses.

■■ Handle outside see product
system 6-280.

■■ Handle inside see product
system 6-280.01.

■■ Shafts see product system
6-280.02.

Materials

■■ Bezels: PA, black or steel,
zinc plated

■■ Flat seal: EPDM, black

Remarks

u) latch recess

v) stop

Bezels for heavy duty latches [6-280.05]
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Compression Latch-Hinge small with or without pressure relief 

Housing Handle 
Frame part 

Compression latch-hinge locked 

Latch hinge with pressure relief, 
handle unlocked 

Latch hinge open Hinge 
180° opening angle 

Cut out 
View without
screw covers 

Frame part Housing 

Pivot 

 Further inserts 
on request 

HVACR Compression Latch-Hinge small: 
housing, handle, frame part polyamide GF black;
screw covers polyamide black; 
latch zinc die nickel-plated and Top Coat; 
pin AISI 303; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① 
Insert 

② 
Keyed 9081 

② 
Keyed different 

without pressure relief 1091_E169 on request on request 
with pressure relief 1091_E168 on request on request 

Product benefits 

■ Compression (5 mm) with
low opening & closing force

■ Door or flap can be removed by unlatching the han-
dles on both sides

■ 2D Adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Available with or without safety feature “pressure

relief”
■ ATEX compliant explosion protection version availa-

ble on request  
■ Patent submitted

www.metalika-kacin.comwww.metalika-kacin.com



Compression Latch-Hinge medium with or without pressure relief 

Compression adjusta-
ble on the frame part 

Housing 
Handle 

Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

5mm
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Cut out 
View without
screw covers 

Frame part Housing 

Centre of rotation 

 Further inserts 
on request 

Compression Latch-Hinge medium: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with spring 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① Insert ② Keyed 9081 ② Keyed different
without pressure relief 1091_E146 on request on request 
with pressure relief 1091_E147 on request on request 

Product benefits 

■ When the door is closed, the latch is adjustable
(3 mm) to achieve perfect alignment

■ Compression (5 mm) with
low opening & closing force

■ Door or panel can be removed by unlatching the han-
dles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available with

safety feature “pressure relief”
■ ATEX compliant explosion protection version availa-

ble
■ Patent submitted

www.metalika-kacin.comwww.metalika-kacin.com



HVACR Compression Latch-Hinge large with emergency opening 
optional and with or without pressure relief 

Compression 
adjustable on
the frame part 

Housing Handle 
Frame part 

Compression Latch-Hinge locked 

Latch-Hinge with pressure relief, 
handle unlocked 

Latch-Hinge open Hinge 
180° opening angle 

By pressing the emergency opening, the lock-
ing hinge is opened safely even when the han-
dle is locked 

5mm
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Cut out front 

View without
screw covers Frame part Housing 

Centre of rotation 

Cut out rear 

 Further inserts 
on request 

HVACR Compression Latch-Hinge large: 
housing, handle, screw covers polyamide GF black;
top and bottom frame part zinc die black powder-coated; 
latch zinc die nickel-plated and Top Coat; pin AISI 303; 
screw for height adjustment, washer and nut m.s. zinc-plated; with springs and seal 
① insert hexagon female BS 4 polyamide GF black
② Round cylinder Series 9000 zinc die with stainless steel cap and dust cap.
Each round cylinder has two silver steel nickel plated reversible keys at a ring.

① 
Insert 

② 
Keyed 9081 

② 
Keyed different 

without pressure relief 1091_E190 1091_E194 1091_E198
with pressure relief 1091_E191 1091_E195 1091_E199
Emergency opening 
Bezel, wrap polyamide GF black; trigger polyamide GF red; with foamed seal 
T = 30 +4.5 mm 1091_E175-30
T = 50 +4.5 mm 1091_E175-50
T = 60 +4.5 mm 1091_E175-60
T = 40, 70 - 100 mm on request 

Product benefits 

■ When the door is closed, the latch is adjusta-
ble (3 mm) to achieve perfect alignment

■ The favourable pivot point of the handle
makes a seal compression of 5 mm possible
using low actuation forces

■ Door or panel can be removed by
unlatching the handles on both sides

■ 3D adjustable (tolerance compensation)
■ Right or left hinged
■ Hinge 180° opening angle  
■ Optional Compression Latch-Hinge available

with safety feature “pressure relief”
■ ATEX compliant explosion protection version

available on request
■ Patent submitted

www.metalika-kacin.comwww.metalika-kacin.com
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622

MISCELLANEOUS PRODUCTS

BodyStepped cam

Handle

Lock-fixing device
Bolt

HVAC LATCH 'T' HANDLE

•  Outside locking system provides
safety for pressurised doors

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
HANDLE:   Zinc Alloy DIN-EN 

1774-ZnAl4C 
or PA6 GFR 30

PRODUCT CODE

BODY DOOR

Cut out

CYLINDER SPECIFICATIONS DD
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed differ) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

MATERIAL M
Zinc Alloy 1
Plastic 2

FINISH F
No Finish 0
Chrome 1
Black coated 2

HANDLE

D D

GROUP CODE

BODY HANDLE

CYLINDER

FINISH

MATERIAL

MATERIAL

FINISH

110 21612 FM

New

622

MISCELLANEOUS PRODUCTS

HVAC LATCH 'L' HANDLE

•  Outside locking system provides
safety for pressurised doors

BODY:   Zinc Alloy DIN-EN 
1774-ZnAl4Cu1

HANDLE:   Zinc Alloy DIN-EN 
1774-ZnAl4C 
or PA6 GFR 30Stepped cam Lock-fixing device Body

HandleBolt

PRODUCT CODE

BODY DOOR

Cut out

MATERIAL M
Zinc Alloy 1
Plastic 2

FINISH F
No Finish 0
Chrome 1
Black coated 2

CYLINDER SPECIFICATIONS DD
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed differ) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

21622 FM D D

GROUP CODE

BODY HANDLE

FINISH

MATERIAL

MATERIAL

FINISH

111

HANDLE CYLINDER

www.metalika-kacin.comwww.metalika-kacin.com



022 HVAC LATCH

•  Roller cam requires less force
for locking

• Without-cylinder version
•  Can be used for different 

door thicknesses
• Compact design requires less space

MATERIAL
BODY:  Polyamide DIN-EN ISO 

1043-1 PA6 GFR 30
HANDLE:  Polyamide DIN-EN ISO 

1043-1 PA6 GFR 30
CAM: Steel
ADJUSTABLE SCREW: Steel

MISCELLANEOUS PRODUCTS

DT

30
40
50
60
80

3 0100DT022

GROUP CODE VERSION CYLINDER CAM

PRODUCT CODE

DOOR  
THICKNESS

DT

022

368.20

HVAC LATCH

• Can be operated without handle

MATERIAL
BODY:   Polyamide DIN-EN ISO  

1043-1 PA6 GFR 30
CAM:  Steel
ADJUSTABLE SCREW: Steel

METAL KEY

MATERIAL
Zinc Alloy DIN-EN 1774-ZnAl4Cu1

FINISH
Chrome plated

MISCELLANEOUS PRODUCTS

Cut out

DT

30
40
50
60
80

4 01DT022

GROUP CODE VERSION DOOR  
THICKNESS

CAM

PRODUCT CODE

DT

www.metalika-kacin.comwww.metalika-kacin.com



622 HVAC LATCH

•  Outside locking system provides 
safety for pressurised doors

•  For logo application please contact 

MATERIAL
BODY:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1
DRIVER:   Zinc Alloy DIN-EN 

1774-ZnAl4Cu1

LATCH-FIXING DEVICE 

For drivers please check page: 1-101

MISCELLANEOUS PRODUCTS

Company logo

BODY DOOR

Cut out

Driver

Latch-fixing device

Stepped cam

Body

622 1 2 F1 D  D

GROUP CODE

BODY DRIVER

DRIVER

FINISH

MATERIAL

MATERIAL

FINISH F
Chrome 1
Black coated 2

MATERIAL M
Zinc Alloy 1

PRODUCT CODE

FINISH

www.metalika-kacin.com


