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80 kg

KBK Cube
Outstanding features for ergonomically, 
high quality designed furniture

The guiding system
KBK Cube wins through its 
clean design and high level 
of functionality. 

The integrated flexible 
2D/3D system is designed
to unroll automatically
and adapt to height
adjustable desks.

When pulled apart, the 
KBK Cube system rolls like a
caterpillar track.
When subjected to side 
forces, KBK Cube stays in the 
set position.
Pushed together the cable 
chain becomes a closed 
cable channel.

KBK Cube, KBK Outlet Switch KBK Cube, KBK Outlet Z31 2D/3D function for ergonomically designed 
furniture 

KBK Switch 
Junction box for networks with up 
to 4 connection points

KBK Cover
Compatible to KBK Cover
ceiling outlets

KBK Outlet
Compatible to KBK Outlet
floor outlets

Floor Outlet
Compatible to all common
floor outlets

Optional rigid cable channel 
Mounting bar with hold adapter to 
use as rigid cable channel

Easy-Zip 
Tool free installation, like a zipper

Flexible in length 
Also useable as closed cable 
channel

2D/3D capability
Rolling characteristic optimised for 
ergonomic furniture

Turning force stability 
Stability due to patented connection

Tread proof 
Tread proof stretched up to 80 kg
Tread proof telescoped up to 100 kg

Index
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KBK Cube
Outstanding features for ergonomically, 
high quality designed furniture

KBK Cube is equipped with many innovative functions. The 
integrated 2D/3D system has been optimized for ergonomic 
furniture so that it unrolls automatically with height adjust-
able desks like a caterpillar track.
If certain higher forces are exeeded, the system is fully 3D-
mobile and lengthflexible. The integrated memory function 
keeps the system in the desired position. KBK Cube is tread 
proof to a limited extent and can also be used as a closed 
channel. The system is compatible with KBK Cube MX, Pro, 
Classic and Flex II and can also be easily connected with 
these systems. The high-quality design level with textured 
surfaces meet the most demanding requirements.

KBK Cube is equipped with the KBK Zip system, whereby 
cables can be threaded through like a zipper. The stainless 
steel mounting rod, KBK Steel makes rigid mounting pos-
sible such as with desk channels or between adjoining tables. 
The KBK Rope tension cord can resist traction forces up to 
100 kg (ceiling suspension). KBK Cube is about 35% com-
pressible and can optional be laid as a closed channel with or 
without the KBK Steel mounting rod. It can be made anti-slip 
on carpets by means of KBK Tape.

Technical Data
Capacity up to about 	 25 cables
Stretched lengthwise, 34 chain links,approx. 100 cm
Length pushed together, approx. 	 69 cm
Material Polypropylen

KBK Cube Set with floor plate Set with floor outlet adapter 

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white   translucent

KBK Cube approx. 100 cm (34 chain links)	 KBKCUB 100�

Set with floor plate, desk fixture, 2 screws 4x12mm

approx. 75 cm (25 chain links) for regular desk	 KBKCUBSB 75�

approx. 125 cm (42 chain links) for sit-and standing desk	 KBKCUBSB 125�

Set with floor outlet adapter, desk fixture, 2 screws 4x12mm

approx. 75 cm (25 chain links) for regular desk	 KBKCUBSA 75�

approx. 125 cm (42 chain links) for sit-and standing desk	 KBKCUBSA 125�

light-grey RAL 7035

translucent nature

white RAL 9003

silver RAL 9006black RAL 9005

Made in Germany
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KBK Cube MX
Maximum volume with compact dimensions

The new guiding system 
KBK Cube MX has the 
most  cable capacity of all 
offered KBK.

KBK Cube MX is able to 
guide up to 40 cables. The 
integrated 2D/3D system 
has been optimized for 
ergonomic furniture so that it 
unrolls perfectly with sit-and-
standing desks.

The system is compatible 
with KBK Cube, Pro, Classic 
and Flex II and can be easily 
connected with
these systems.
A wide range of accessories 
makes the system 100% 
network compatible and at 
any time expandable.

KBK Cube MX, KBK Outlet Switch KBK Cube MX, KBK Outlet KBK Cube MX, floor outlet 

KBK Switch 
Junction box for networks with up 
to 4 connection points

KBK Cover
Compatible to KBK Cover
ceiling outlets

KBK Outlet
Compatible to KBK Outlet
floor outlets

Floor Outlet
Compatible to all common floor 
outlets 

KBK E-CUBE
KBK Systems are compatible with     
KBK E-Cube Energy profiles

Easy-Zip 
Tool free installation, like a zipper

Flexible in length 
Also useable as closed cable 
channel for higher tread resistance

2D/3D capability 
Rolling characteristic optimised for 
ergonomic furniture

Turning force stability 
Turning force stability due to 
patented connection

Optional rigid cable channel 
Mounting bar with hold adapter to 
use as rigid cable channel

Index
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light-grey RAL 7035

translucent nature

white RAL 9003

silver RAL 9006black RAL 9005

KBK Cube MX
Maximum volume with compact dimensions

KBK Cube MX Set with floor plate Set with floor outlet adapter 

KBK Cube MX approx. 100 cm (34 chain links)		      KBKCMX 100�
Set with floor plate, desk fixture, 2 screws 4x12mm
approx. 75 cm (25 chain links) for regular desk		      KBKCMXSB 75�
approx. 125 cm (42 chain links) for sit-and standing desk		       KBKCMXSB 125�
Set with floor outlet adapter, desk fixture, 2 screws 4x12mm
approx. 75 cm (25 chain links) for regular desk		      KBKCMXSA 75�
approx. 125 cm (42 chain links) for sit-and standing desk		       KBKCMXSA 125�

KBK Cube MX is equipped with many innovative functions. 
The integrated 2D/3D system has been optimized for ergo-
nomic furniture so that it unrolls automatically with height 
adjustable desks like a caterpillar track.
If certain higher forces are exeeded, the system is fully 
3D-mobile and lengthflexible. In addition, the integrated 
memory function keeps the chain in the desired position. 
KBK Cube MX is tread proof to a limited extent and can 
also be used as a closed channel. The system is compatible 
with KBK Cube, Pro, Classic and Flex II and can also be easily 
connected with these systems.
The high-quality design with textured surfaces meet the 
most demanding requirements.

KBK Cube MX is equipped with the Easy-Zip system, 
whereby cables can be threaded through like a zipper. The 
stainless steel mounting rod KBK Steel makes rigid mounting 
possible such as with desk channels or between adjoining 
tables. The tension rope KBK Rope can resist traction forces 
up to 100 kg (ceiling suspension). KBK Cube MX is about 
35% compressible and can optional be laid as a closed chan-
nel on the floor, with or without the KBK Steel mounting 
rod. It can be made anti-slip on carpets by means of velcro- 
system KBK Tape.

Technical Data
Capacity up to about 	 40 cables
Stretched lengthwise, 34 chain links, approx. 100 cm
Length pushed together, approx. 	 69 cm
Material Polypropylen

Made in Germany

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white   translucent
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120 kg

The guiding system
KBK Pro is particulary 
tread proof and thus
particularly suitable for
laying in corridor areas 
with heavy foot traffic. 

The tread proof is 80 kg 
when streched and approx. 
120 kg compressed.

The system is compatible 
with cable bridge KBK Bridge 
and with KBK Cube, Cube 
MX, Classic and Flex II and 
can be easily connected 
with these systems. A wide 
range of accessories makes 
the system 100% network 
compatible and expandable 
at any time.

KBK Pro, KBK Outlet Switch KBK Pro, KBK Outlet Z31 KBK Pro, KBK E-Cube M

KBK Switch 
Junction box for networks with up 
to 4 connection points

KBK Cover
Compatible to KBK Cover
ceiling outlets 

KBK Outlet
Compatible to KBK Outlet
floor outlets

Floor Outlet
Compatible to all common
floor outlets

KBK Bridge
Compatible with KBK Bridges

Easy-Zip 
Tool free installation, like a zipper

Flexible in length 
Also useable as closed cable channel 
for higher tread resistance

2D/3D capability 
Rolling characteristic optimised for 
ergonomic furniture

Turning force stability 
Turning force stability due to 
patented connection

Tread proof 
Tread proof stretched up to 80 kg
Tread proof telescoped up to 120 kg

KBK Pro
The tread proof system

Index
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KBK Pro
The tread proof system

The integrated 2D/3D system has been optimized for 
ergonomic furniture so that it unrolls automatically with 
height adjustable desks like a caterpillar track. If certain 
higher forces are exeeded, the system is fully 3D-mobile and 
lengthflexible. In addition, the integrated memory function
keeps the chain in the desired position.
KBK Pro is telescoped and also useable as a closed channel. 
The high-quality design with textured surfaces meet the 
most demanding requirements.
By Easy-Zip system cables can be easily threaded through 
like a zipper.
With the KBK Rope tension cord can resist traction forces
up to 100 kg. 

The stainless steel mounting rod KBK Steel makes rigid 
mounting possible such as desk channels or on the floor. 
The system is compatible with Aluminium Cable Bridge
KBK Bridge and can be easily connected with these systems.
This creates a fully networkable flooringsystem, in which 
different curves and straight lines are possible. KBK Tape 
velcros fix this system on carpets 

Technical Data
Capacity up to about 	 30 cables
Stretched lengthwise, 34 chain links, approx.	  100 cm
Length pushed together, approx. 	 70 cm
Compressibility, approx.	 35%
Material Polypropylen

KBK Pro Set with floor plate Set with floor outlet adapter 

KBK Pro approx. 100 cm (34 chain links)	 KBKPRO 100�

Set with floor plate, desk fixture, 2 screws 4x12mm

approx. 75 cm (24 chain links) for regular desk	 KBKPROSB 75�

approx. 125 cm (42 chain links) for sit-and standing desk	  KBKPROSB 125�

Set with floor outlet adapter, desk fixture, 2 screws 4x12mm

approx. 75 cm (24 chain links) for regular desk	 KBKPROSA 75�

approx. 125 cm (42 chain links) for sit-and standing desk	 KBKPROSA 125�

light-grey RAL 7035

translucent nature

white RAL 9003

silver RAL 9006black RAL 9005

Made in Germany

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white   translucent
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75 kg

KBK Classic
The classical allround system

The guiding system
KBK Classic is the classical 
allround system. 

A wide range of applica-
tions and adapters make the 
system compatible with all 
connection points.

The compact construction 
with proven 3 chamber 
system makes for orderly 
guidance of cables.

An extensive range of
accessories and compatibility 
with our other systems make 
KBK Classic the
allround system.

KBK Switch 
Junction box for networks with up 
to 4 connection points

KBK Cover
Compatible to KBK Cover
ceiling outlets

KBK Outlet
Compatible to KBK Outlet
floor outlets

Floor Outlet
Compatible to all common
floor outlets

KBK Bridge
Compatible with KBK Bridge 
cable bridge

Easy-Zip 
Tool free installation, like a zipper

Flexible in length 
Also useable as closed cable channel 
for higher tread resistance

Wide range of accessories
Compatible with all KBK cable 
management systems

Turning force stability 
Stability due to patented connection

Tread proof 
Tread proof stretched up to 75 kg
Tread proof telescoped up to 90 kg

KBK Classic , KBK Outlet Switch KBK Classic , KBK Outlet Z31 KBK Classic, KBK Floor Z22

Index
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KBK Classic
The classical allround system

The guiding system KBK Classic is particularly compact and 
universally applicable. The system is limited tread proof.
The extensive accessory range makes the system a
classical allround system for every case of application. The 
KBK Classic can carry up to 20 cables, is flexible lengthwise 
and with 3 chambers allows separation of data and power 
cables. The innovative geometry makes “squeeze safe“ side 
branching of individual cables possible at any point.
The compact design and the KBK Zip system meet
exacting demands.
The system is compatible with KBK Bridge, KBK Cube, 
Cube MX, Pro and Flex II and can be easily connected with 
these systems.

The system is suitable for all applications with horizontal and 
vertical cable runs. Short term loads of up to 75 kg on
5 chain links at an ambient temperature of 20° are possible 
in limited foot traffic areas.

Technical Data
Capacity up to about 	 20 cables
Stretched lengthwise, 46 chain links approx. 100 cm
Length pushed together approx. 	 72 cm
Material Polypropylen

KBK Classic Set with floor plate Set with floor outlet adapter

KBK Classic approx. 100 cm (46 chain links)	 KBKCL 100�

Set with floor plate, desk fixture, 2 screws 4x12mm

approx. 75 cm (33 chain links) for regular desk	 KBKCLSB 75�

approx. 125 cm (56 chain links) for sit-and standing desk	 KBKCLSB 125�

Set with floor outlet adapter, desk fixture, 2 screws 4x12mm

approx. 75 cm (33 chain links) for regular desk	 KBKCLSA 75�

approx. 125 cm (56 chain links) for sit-and standing desk	 KBKCLSA 125�

light-grey RAL 7035

translucent nature

white RAL 9003

silver RAL 9006black RAL 9005

Made in Germany

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white   translucent
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70 kg

KBK Flex II
Compact – flexible – compatible

KBK Flex II is compatible 
with all parts of our
KBK system.

The original design from
KBK Flex was developed
step by step and carefully 
innovated.
Function and capacity were 
drastically improved.
Easy mounting, compact size 
and the high number of chain 
links provide maximum 
flexibility and function.

Smallest bend radius gives 
you a perfect rolling effect at 
height adjustable desks.
The individual chain links can 
be also completely pushed to-
gether as a self-locking cable 
channel and so are closed.

KBK Flex II, KBK Outlet Switch KBK Flex II, KBK Outlet Z31 KBK Flex II,KBK Floor Z22

KBK Switch 
Junction box for networks with up 
to 4 connection points

KBK Cover
Compatible to KBK Cover
ceiling outlets

KBK Outlet
Compatible to KBK Outlet
floor outlets

Floor Outlet
Compatible to all common
floor outlets

KBK Bridge
Compatible with KBK Bridges

Easy-Zip 
Tool free installation, like a zipper

Flexible in length 
Also useable as closed cable channel 
for higher tread resistance

2D/3D capability 
Rolling characteristic optimised for 
ergonomic furniture

Turning force stability 
Stability due to patented connection

Tread proof 
Tread proof stretched up to 70 kg
Tread proof telescoped up to 90 kg

Index
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KBK Flex II
Compact – flexible – compatible

The guiding system KBK Flex II is free to move in 3 direc-
tions and has approx. 25% flexibility lengthwise. The func-
tional design wins through its clear lines and precise angular 
form with integrated two chamber system for separated 
guiding of data- and power lines.
KBK Flex II is equipped with all the innovative functions. The 
integrated 2D/3D system has been optimized for ergonomic 
furniture so that it unrolls automatically with height adjust-
able desks like a caterpillar track. With the application of 
higher forces, the system is fully 3D mobile. The integrated 
memory function keeps the chain in the desired position. 
KBK Flex II is tread proof to a limited extent and can also be 
used as a closed channel.

The system is compatible with KBK Cube, Cube MX, Pro 
and Classic and can be easily connected with these systems. 
The high-quality design with textured surfaces meets the 
most demanding requirements.

The KBK Flex II system is compatible with all regular floor 
outlets. A wide range of accessories make the system com-
patible and network capable for different applications. KBK 
Flex II is suitable for horizontal and vertical cable guidance 
and is sufficiently tread proof for low foot traffic areas. 
Short term loads of up to 70 kg on 5 chain links at an ambi-
ent temperature of 20° are possible. 

Technical Data
Capacity up to about 	 20 cables
Stretched lengthwise, 54 chain links,approx. 100 cm
Length pushed together approx. 	 74 cm	
Material 	 Polypropylen

KBK Flex II Set with floor plate Set with floor outlet adapter 

KBK Flex II approx. 100 cm (54 chain links)	 KBKFLII 100�

Set with floor plate, desk fixture, 2 screws 4x12mm

approx. 75 cm (38 chain links) for regular desk	 KBKFLIISB 75�

approx. 125 cm (65 chain links) for sit-and standing desk	 KBKFLIISB 125�

Set with floor outlet adapter, desk fixture, 2 screws 4x12mm

approx. 75 cm (38 chain links) for regular desk	 KBKFLIISA 75�

approx. 125 cm (65 chain links) for sit-and standing desk	 KBKFLIISA 125�

light-grey RAL 7035

translucent nature

white RAL 9003

silver RAL 9006black RAL 9005

Made in Germany

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white   translucent
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KBK  Quadro
The quadratic system for heavy duty

The guiding system KBK 
Quadro is the cross section 
quadratic KBK system. 

The timeless design im-
presses with clear lines and 
functional design language.

The Zip-Stop system 
impeeds the unintended 
removal of cables and offers 
in public areas an intended 
increased protection of
the cables.

KBK Quadro is very traction 
stable and can therefore be 
used for the installation on 
ceilings. New Sets with mas-
sive floor plates have been 
optimized and are now also 
compatible to floor outlets.

KBK  Quadro KBK Quadro, KBK Outlet Z31 KBK Quadro, KBK Floor Quadro

KBK Tape
Anti-slip and detachable attachment 
systems

KBK Cover
Compatible to KBK Cover
ceiling outlets

KBK Outlet
Compatible to KBK Outlet
floor outlets

Floor Outlets
Compatible to all common
floor outlets

Compatible
Compatible to KBK 
Premium and Premium Tex

Zip-Stop 
Secured cable chambers with 
“Parental Control”

Traction Stable
Transmission of traction up to 5 kg 
at ceiling suspension

“Bio plastic”
Bio plastics on request.
Colour white-natural.

“Bio plastic”
Bio plastics on request.
Colour “light-wood”

“Bio plastic”
Bio plastics on request.
Colour “dark-wood”

Index
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KBK  Quadro
The quadratic system for heavy duty

KBK Quadro is ideal for the electrification of single worksta-
tions for regular tables. The system is very traction stable 
and ideal for suspensions from the ceiling.
The classical functional design wins through its clear lines 
and precise quadratic form with integrated two chamber 
system for separation of data and power lines.
Accessories make the system compatible for different
applications and network capability.
KBK Quadro is compatible with KBK Premium and
Premium Tex.

The cable chambers integrated Zip-Stop system prevents 
the unintended removal of installed cables especially in 
public areas.

Technical Data
Capacity up to approx.	 40 cables
Stretched lengthwise, 32 chain links,approx. 100 cm
Material 	 Polypropylen

KBK Quadro approx. 100 cm (32 chain links)	 KBKQUA 100�

Set with floor plate, desk fixture, 2 screws 4x12mm

approx. 75 cm (23 chain links) for regular desk	 KBKQUASB 75�

approx. 125 cm (39 chain links) for sit-and standing desk	 KBKQUASB 125�

The Set with floor plate is also suitable for connections to floor outlets

KBK Quadro Set with floor plate Set with floor plate

black   silver   white   translucent
compatible with KBK Colours

 Cube     Cube MX     Pro     Classic     Flex II   Quadro   Premium    

light-grey RAL 7035

translucent nature

white RAL 9003

silver RAL 9006black RAL 9005

Made in Germany
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KBK  Premium
Energy guidance for demanding office environments

The guiding system
KBK Premium was
especially developed for
high class office furniture. 

The narrow aspect in
combination with a high
quality textured surface 
stresses the high level
design requirements.

All accessories, despite 
their fine design are of an 
extremely “massive” quality 
and will have a long life. All 
our developed innovations 
unite in this system. The 
chain links can be pushed 
together into a self locking 
elliptical cable channel.

Ceiling suspension, Connection to  KBK E-Cube K KBK Premium, KBK Floor Premium KBK Premium, KBK Outlet Premium

KBK Switch Premium
Junction box for networks with up 
to 4 connection points

KBK Cover
Compatible to KBK Cover
ceiling outlets

KBK Outlet
Compatible to KBK Outlet
floor outlets

Floor Outlets
Compatible to all common
floor outlets 

Compatible
Compatible to KBK Premium Tex 
and Quadro

Easy-Zip 
Tool free installation, like a zipper

Flexible in length 
Also useable as closed cable channel 
for higher tread resistance

2D/3D capability 
Rolling characteristic optimised for 
ergonomic furniture

KBK Rope 
Tension cord for resisting traction 
forces up to 100 kg

Optional rigid cable channel 
Mounting bar with hold adapter to 
use as rigid cable channel
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KBK  Premium
Energy guidance for demanding office environments

The guiding system KBK Premium meets the highest design 
standards with maximum functionality.
The elliptical shape offers clear lines and high-quality 
textured surfaces. KBK Premium is equipped with many 
innovative functions. 
The integrated 2D/3D system has been optimized for ergo-
nomic furniture so that it unrolls automatically with height 
adjustable desks like a caterpillar track. 2 chamber system 
for separation of data and power cables. 
The system is compatible with KBK Premium Tex and 
Quadro and can be easily connected with these systems.  
The KBK Rope tension cord can resist traction forces up to 
100 kg. The stainless steel mounting rod, KBK Steel makes 
rigid mounting possible such as with desk channels

The KBK Premium system is compatible with all regular 
floor outlets. A wide range of accessories makes the system 
network capable.

Technical Data
Capacity up to about 	 40 cables
Stretched lengthwise, 22 chain links,approx. 100 cm
Length pushed together approx. 	 78 cm	
Material 	 Polypropylen

KBK Premium Set with floor plate Set with floor plate

KBK Premium approx. 100 cm (22 chain links)	 KBKPM 100�

Set with floor plate, desk fixture, 2 screws 4x12mm

approx. 75 cm (16 chain links) for regular desk	 KBKPMSB 75�

approx. 125 cm (27 chain links) for sit-and standing desk	 KBKPMSB 125�

The Set with floor plate is also suitable for connections to floor outlets

light-grey RAL 7035

translucent nature

white RAL 9003

silver RAL 9006black RAL 9005

Made in Germany

black   silver   white   translucent
compatible with KBK Colours

 Cube     Cube MX     Pro     Classic     Flex II   Quadro   Premium    
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KBK Premium Tex is the 
high-quality solution for 
users who want to com-
pletely encase cables.

The system will be produced 
according to your require-
ments from your desired 
material. Adequate to the in-
dividual furniture line, we use 
high quality leather, alkantara 
and fabrics according to
your requests.
Variants with velcro, zipper 
and buttons are producible.
In the end segments of each 
Premium Tex a removable 
chain link of KBK Premium 
(via velcro system)
is integrated.
Thereby cables can be in-
stalled at any time quickly
and neatly. All accessories of 
KBK Quadro and Premium 
can be combined with this 
system forming the first
networkable “cable tube”.

KBK Premium Tex
Exclusive cable sheath

Premium Tex complete set “alkantara black” Premium Tex complete set “velours black”

KBK Premium Tex mounting set with sheath	
Complete set with high quality textile cable sheath in “alkantara-” or “velours look”. Zipper YKK.

ca. 75 cm incl. desk connection and floor plate (without accessories 70 cm)	 KBKPMTSM 75	
ca. 125 cm incl. desk connection and floor plate (without accessories 120 cm)	 KBKPMTSM 125

KBK Premium Tex “cobra” KBK Premium Tex “rosso” KBK Premium Tex “black”

Fabrics, colours and length on customer request
compatible with KBK Colours

 Cube     Cube MX     Pro     Classic     Flex II   Quadro   Premium    
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     Hook tape Double adhesive tape KBK Bridge simple connected

KBK Bridge Cable bridge. Anodized Aluminium. Delivery including mounted swingable connection joint. 
Colour of the connection joint according customer requirements. Closure strips optional.

KBK Bridge H-50 with 50 cm mounted hook tape	 KBKBH 50�
KBK Bridge D-50 with 50 cm mounted double adhesive tape	 KBKBD 50�
KBK Bridge H-100 with 100 cm mounted hook tape	 KBKBH 100�
KBK Bridge D-100 with 100 cm mounted double adhesive tape	 KBKBD 100�

The aluminium cable 
bridge KBK Bridge is suit-
able for extreme loads. 

KBK Bridge cable bridges 
are tread proof and ideal for 
installation in busy foot traffic 
areas. The system is compat-
ible with KBK Cube, Pro, 
Classic and Flex II and can be 
easily connected with these 
systems. 
Curves with different radi-
uses and lengths are made 
by KBK systems. By using 
individual links of the
KBK Pro, any distance exten-
sion can be bridged without 
sawing off any profiles. 

Multiple KBK Bridges can be 
connected together without 
using any tools.
KBK Bridge is fixed on 
carpets with preassembled 
velcro system or with 3M 
double adhesive tape - anti 
slip - on smooth floors.

KBK Bridge with KBK  Pro KBK Bridge, swingable Cable Protection KBK Bridge System Modules

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

Aluminium anodized, coupling element coloured

KBK Bridge
Aluminium cable guidance profile

KBK Bridge with KBK  Pro in black
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KBK Outlet Z30 extended KBK Outlet Switch with up to 3 connectionsKBK Outlet Z30 closed

KBK Outlet Premium, KBK PremiumKBK Outlet Z32 connection 2x KBKKBK Outlet Z31 connection 1x KBK

KBK Outlet-M-I stainless steel &  
Polypropylen

KBK Outlet-M-B stainless steel glass- 
bead blasted

KBK Outlet-M-B stainless steel radial  
rotary structure

The KBK Outlet series 
solves any task regarding 
floor outlets.

KBK floor outlets can be 
installed afterwards at any 
time by drilling a hole in the 
raised floor. 
Place the floor outlet exactly 
where you need it.
Choose between the
telescope outlet KBK Outlet 
Z30, the triple outlet KBK 
Outlet Switch as well the KBK 
Outlet Z31, -Z32, -Premium 
and Quadro to the vertical 
connection of the KBK guide 
systems.

KBK Outlet-Metal
The high-quality steel ver-
sions KBK Outlet-M were 
developed for entrance halls 
and representative rooms.
KBK Outlet M is available in 
different surfaces, matt and 
glossy with a radial twist-
structure (on inquiry).

KBK Outlet Z31, Connection 1x KBKKBK Outlet Z30 for guiding single cables KBK Outlet Quadro KBK Outlet Switch

KBK Outlet Z30 Telescope outlet (without connection KBK ) KBKZ30

KBK Outlet Z31 for 1x Cube, Cube MX, Pro, Classic, Flex II	 KBKZ31	

KBK Outlet Z32 Connection for 2x Cube, Pro, Classic, Flex II	 KBKZ32	

KBK Outlet Quadro Connection for 1x KBK Quadro	 KBKZ33	

KBK Outlet Premium Connection for 1x KBK Premium	 KBKZ34	

KBK Outlet Switch Connection for 3x Cube, Pro, Classic, Flex II	 KBKZ35	

KBK Outlet only socket outlet without lid	 KBKZ36	

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white      translucent

KBK Outlet
System connection to floor 
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KBK Ring

KBK Rope

KBK Ring

KBK Rope

KBK Cover
System connection to ceilings 

Application of force at plasterboard ceiling 
up to 30 mm

KBK Cover without application of force into 
the ceiling

Ceiling outlet with force
induction into the plaster-
board ceiling.

For connecting a KBK system 
to a plasterboard ceiling the 
stable “POM version” of
KBK Cover is used. Minor 
forces exerted on the cable 
chain are transmitted directly 
into the suspended ceiling, 
whose loading capacity has to 
be checked. The slot to
insert the cable can be closed 
by inserts.

The elastic clamps on the 
back, fix the KBK Cover in 
drilling depths from 1 mm to 
30 mm.

Depending on the version up 
to 2x KBK   Cube, Pro,
Classic, Flex II, 1x Cube MX, 
Premium or Quadro are
connectable.

Thickness suspended ceiling:
1 mm to 30 mm.

Ceiling outlet with force 
introduction into the
raw ceiling.

Pulling forces acting on the 
KBK cable system using the 
pull rope KBK Rope transfer 
directly into the raw ceiling. 
Corresponding dowels are 
embedded in the concrete 
ceiling and connected to the 
tension rope.
On the tension rope between 
the links of the KBK system 
at a distance of about 50 cm, 
collars KBK Ring are installed 
and the power is transferred 
from the cable chain to
the tension rope and into
the raw ceiling.
By separating the catchpins at 
the predetermined breaking 
points, KBK Cover is used 
as a “purely cosmetic cover” 
(PP-version).
An overload of the suspend-
ed ceiling is impossible.

Thickness suspended ceiling:
1 mm to “endless.”

Mounting on plasterboard ceiling Mounting with tension rope on raw ceiling

2x KBK Cube, KBK Cover Z19 Mounting 2x KBK Cube on raw ceiling

Catchpins at breaking point to 
quarry out

KBK Cover Z17 Blankcover, Polypropylen white	 KBKZ17	

KBK Cover Z18 Connection 1x Cube, Cube MX, Pro, Classic, Flex II	 KBKZ18	

KBK Cover Z19 Connection 2x Cube, Pro, Classic, Flex II	 KBKZ19	

KBK Cover Quadro Connection 1x KBK Quadro	 KBKZ20	

KBK Cover Premium Connection 1x KBK Premium	 KBKZ21	

Material: PP at mounting on a raw ceiling. POM white for friction locked mounting on a plasterboard ceiling.

KBK Cover Z17

KBK Cover Z19KBK Cover Z18 KBK Cover Quadro KBK Cover Premium

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white      translucent
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Cube MX
Cube  Pro  Classic  Flex II

Z23

Quadro Premium

Z22 Z5

KBK Clip simply insert into the cable outlet Perfect, flexible and safe connection Compatible to all common floor outlets 

KBK Clip

KBK Clip

Flexible floor outlet adapter compatible to all common floor outlets. 
With the achievement of higher forces , for example by kicking, the clip releases without any defect out of the 
floor outlet and can easily remounted.

KBK Clip S, L=86mm, B=47mm for KBK Classic, Flex II	 KBKZ10 CLIP S�

KBK Clip L, L=91,5mm, B=51mm for KBK Cube, Cube MX, Pro	 KBKZ10 CLIP L�

KBK Floor Z22 KBK Floor Z23 KBK Floor Z5

KBK Floor Z22 Floor plate steel powder-coated	 KBKZ22�
130x130 mm. Weight: approx. 350 gr. incl. 4 Bumpons.	

KBK Floor Z23 Floor plate steel powder-coated	 KBKZ23�
130x130 mm. Weight: approx. 350 gr. incl. 4 Bumpons.	

KBK Floor Premium for KBK Premium. 5 Bumpons &	 KBKZ5�
1 screw 6 x 70 mm. Steel powder-coated Ø=150 mm. approx. 310 gr.

Colour floor plate: black, silver-grey, white. Colour adapter: black, silver, light-grey, white, translucent 
KBK Floor plates are compatible to numerous floor outlets.

KBK Switch junction box with 2x KBK Cap KBK Switch Z5B with 4 coupling links Cube KBK Switch Premium with floor plate

KBK Switch for KBK Cube, Classic, Flex II.	 KBKZ1B�

KBK Switch Z5B for KBK Pro und Cube MX. KBKPROZ5B�
incl. 4 coupling links KBK Cube.

KBK Switch Premium for KBK Premium 	 KBKPMZ5�
incl. floor plate, screw and 4 coupling links KBK Cube.

KBK Cap Dummy cap for not used connections (also in silver!). KBKZ1C�

Please order KBK Cap dummy caps if required!

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver    white    translucent

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white    translucent

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black     silver   white    translucent

KBK System accessories

KBK Floor

KBK Switch
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Under desk mounting as rigid cable channel Flexible and rigid mounting KBK Desk Z15, KBK Steel, KBK Cube

KBK Desk Z15	 KBKZ15�

Mounting clip with catchpins for all KBK systems with  
2 plug appliances incl. 2 mounting screws 4 x12 mm.  
Flexible mounting without mounting bar. Rigid mounting with mounting bar. 

Please order KBK Steel and KBK Ring if required!

Ceiling-suspension with KBK Rope & KBK Ring Ceiling suspension with KBK Rope & KBK Ring KBK Steel for rigid mounting

KBK Rope Steel rope with transparent plastic coating. Ø = 3 mm.  KBKZ2B	
Price per running meter. Depending on application up to 100 kg traction force possible.	

KBK Steel Mounting bar V2A. Ø = 5 mm, Length = 750 mm. 	 KBKZ2A	
Depending on application up to 100 kg traction force possible.	

KBK Ring Adjustment ring for tension rope and mounting bar 	 KBKZ2C	
with adjustment screw. 
Steel nickel-plated. Outside: Ø=10 mm, Inside: Ø=5 mm, Height=6 mm	

KBK Ring in every 
20th chain link

KBK Ring every 
50 cm to 100 cm 

KBK Glue, KBK Steel, KBK Ring, Glass table KBK Glue, KBK Steel glass table mounting KBK Glue, KBK Steel glass mounting

KBK Glue		     KBKGLUE
Stainless steel glass mounting with radial twist structure and high strength 
3M-glue dot. Suitable for permanent bonding on glass,  
smooth surfaces, stone, wood, metal surfaces and (glass-) facades. 

Please order KBK Steel and KBK Ring if required!

Cube   Cube MX    Pro   Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white   translucent

Cube   Cube MX    Pro    Classic   Flex II     Quadro    Premium    
compatible with KBK Colours

 black   silver    white      translucent

Cube   Cube MX    Pro    Classic   Flex II    Quadro    Premium    
compatible with KBK Colours

 black   silver    white    translucent

KBK System accessories

KBK Desk Z15

KBK Rope, KBK Steel, KBK Ring 

KBK Glue
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KBK Desk 2B KBK Desk 2B vertical mounting on furniture Clip fixation of tension rope KBK Rope

KBK Desk Z14	 KBKZ14	

Adapter for vertical mounting on furniture. Material: Polypropylen. Fine eroded surface. Incl. 2 screws: 4 x 
12 mm. By using the tension rope traction forces are transmitted safely into the table due to the patented 
clamping device of the adapter. KBK Desk Z14 is combinable with KBK Stop, KBK Steel, KBK Rope and KBK 
Connect. 

KBK Stop with KBK Desk Z14 Under desk mounting KBK Stop strain relief up to 16 cables

KBK Stop 	 KBKZ16	

Strain relief chain link for up to 16 cables. Fits up to 4x VGA or 4x power lines, 4x network, 4x Phone, 4x ribbon 
cable. Strain relief incl. clamping screws (3 parts). Integrated mounting device for KBK Ring for fixation of tension 
rope KBK Rope. KBK Stop is combinable with KBK Desk Z14, KBK Steel, KBK Rope, KBK Ring and KBK Connect.

Suitable for bridging of cable channels KBK Fix Pro with mounting bar KBK Steel KBK Fix fixing chain links

KBK Fix Chain link with mounting holes Ø=4 mm.

KBK Fix Cube Hole spacing A = 30 mm	 KBKCUBZ1	
KBK Fix Cube MX Hole spacing A = 40 mm	 KBKCMXZ1	
KBK Fix Pro Hole spacing A = 44 mm	 KBKPROZ1	
KBK Fix Classic 1 Hole in center	 KBKCLZ1	
KBK Fix Flex II Hole spacing A = 30 mm	 KBKFLIIZ1	
KBK Fix Quadro Hole spacing A = 25 mm	 KBKQUAZ1	

black   silver   white   translucentCube    Cube MX    Pro    Classic     Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver    white    translucentCube    Cube MX    Pro    Classic     Flex II    Quadro    Premium    
compatible with KBK Colours

black   silver   white   translucentCube    Cube MX    Pro    Classic     Flex II    Quadro    Premium    
compatible with KBK Colours

KBK System accessories

KBK Fix

KBK Stop

KBK Desk Z14
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KBK Desk Z4 KBK Desk Z24 KBK Desk Z4

KBK Desk Z24

KBK Desk Z24	 KBKZ24	

Desk fixture Ø=19 x 20 mm with hole for KBK Quadro und Premium. 
Including screw: 4x12 mm 

KBK Desk Z4	 KBKZ4	

Desk fixture with spherical head for KBK Quadro und Premium.	
inkl. 2 screws: 4 x 12 mm	

black   silver   white   translucent Cube     Cube MX     Pro     Classic      Flex II   Quadro   Premium    
compatible with KBK Colours

KBK Connect, KBK Cube KBK Desk Z15, KBK Connect, KBK Steel KBK Cover Z18, KBK Connect, KBK 

KBK Connect KBKZ25

The universal socket KBK Connect enables the direction independent connection of almost all KBK system com-
ponents when they are placed back to back. KBK Connect is compatible with all flat KBK and with accessories 
which have 2 plug appliances. The middle whole with Ø=5 mm helps to guide the mounting bar KBK Steel, the 
tensionrope KBK Rope and for fixation with a screw.

black   silver   white   translucentCube    Cube MX    Pro    Classic     Flex II    Quadro    Premium    
compatible with KBK Colours

KBK Fix Z8S on furniture edges KBK Fix Z8L for Evoline Port KBK Channel Z7 for table cable channel

KBK Fix Mounting bracket steel,coated. 

KBK Fix Z8 S Bracket for vertical mounting.	 KBKZ8S	

KBK Fix Z8 L Bracket for connection to Evoline-Port.	 KBKZ8L	

KBK Channel Z7 Bracket for connection on desk cable channel.	 KBKZ7	

black   silver    white    translucentCube    Cube MX    Pro    Classic     Flex II    Quadro   Premium    
compatible with KBK Colours

KBK System accessories

KBK Desk Z24, KBK Desk Z4

KBK Connect 

KBK Fix Z8, KBK Channel

Index
www.METALIKA-KACIN.com

http://www.b-plastic.com/shop/de/gar/Produktgruppe/KBKZ24/90521
http://www.b-plastic.com/shop/en/gar/Produktgruppe/KBKZ24/90521
http://www.b-plastic.com/shop/de/gar/Produktgruppe/KBKZ4/47525
http://www.b-plastic.com/shop/en/gar/Produktgruppe/KBKZ4/47525
http://www.b-plastic.com/shop/de/gar/Produktgruppe/KBKZ8/47486
http://www.b-plastic.com/shop/en/gar/Produktgruppe/KBKZ8/47486
http://www.b-plastic.com/shop/de/gar/Produktgruppe/KBKZ8/47486
http://www.b-plastic.com/shop/en/gar/Produktgruppe/KBKZ8/47486
http://www.b-plastic.com/shop/de/gar/Produktgruppe/KBKZ7/47481
http://www.b-plastic.com/shop/en/gar/Produktgruppe/KBKZ7/47481
http://www.b-plastic.com/shop/de/gar/Produktgruppe/KBKZ25/98708
http://www.b-plastic.com/shop/en/gar/Produktgruppe/KBKZ25/98708
tel:+49 (0) 21 66 95 22 666
tel:+49 (0) 21 66 95 22 0
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KDM cable ductPCS cable duct

HOT cable duct, lateral open

KDJ cable duct KDM cable duct

 PCS cable duct HUZ cable duct KD grommets

For our full range of cable management products, please visit our online shop 
http://www.b-plastic.com

KBK System accessories

Index
www.METALIKA-KACIN.com

http://www.b-plastic.com/
http://www.b-plastic.com/
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KEY FEATURES:
• Fire retardant (DIN EN 13501-1).

• Standard dimension of 110cm - 10% longer than standard cable crossovers!

• Coloured lids can be changed.

• Fixed lid in drive over position.

• Quick and easy assembly.

Cross 3 is here to revolutionise cable crossovers and redefine the industry standard. Forged 
from high quality thermoplastic polyurethane (TPU), Cross 3 is a three channel crossover 
that gives you unrivalled strength, abrasion resistance and flexibility, with fire retardant 
technology. Cross 3’s superior performance makes it the clear choice for any working 
environment, whether indoor or outdoor.

L O N G E R  A N D  S T R O N G E R

FIR
E RETA

RDANT 

CROSS 3 STANDS FIRM AGAINST:

CARS TRUCKSFORKLIFTSPALLET TRUCKS

NEW
YELLOW LID

www.METALIKA-KACIN.com



TWO CONNECTORS

CHANGEABLE LID
Available in black, 
orange or yellow

CUSTOM LOGO PLATES
Make our bar your own by
adding your company logo

YOUR 
LOGO HERE

HEXAGONAL BASE
Hexagonal pattern gives
base extra strength

3 CHANNEL CABLE ENTRY
Channels at 3.2cm width
give plenty of space for
large volumes of cable

A CLOSER LOOK

Create a longer crossover
with our strong connectors

10% LO
NGER TH

AN STANDARD CROSSOVERS

END SECTIO
N N

OW A
VAILA

BLE

DIMENSIONS:
• Length: 110cm / 43.3”
• Width: 29cm / 11.42”
• Height: 5.5cm / 2.2”
• Weight: 7.5kg / 16.53lbs
• Channel width: 3.2 cm (x3) / 1.6” (x3)

CODE DESCRIPTION

CROSS3K  Cross 3 - black lid

CROSS3O  Cross 3 - orange lid

CROSS3Y  Cross 3 - yellow lid

CROSS3-END Cross 3 - end

PRODUCT CODES:

www.METALIKA-KACIN.com



KEY FEATURES:
• Modular system is quick and easy to assemble.
•  Indented channel ridges prevent the lid bowing under pressure.
• Withstands up to 5 tonnes of direct pressure.
•  Highly tear-proof with high form stability.
•  Resistant to most oils, fats and chemicals.
• Fire retardant (DIN EN 13501-1).
• Swappable lids in either black or orange.

Cross 5 is far more than just a cable protector. Forged from high quality thermoplas-
tic polyurethane (TPU), this is a five-channel modular crossover system with unrivalled 
strength, abrasion resistance and a NEW fire retardant technology. 
An ingenious new design makes a huge variety of crossover combinations possible, 
whatever your cable management needs. The two elements that create this system 
are the base section and the ramp section. 

THE COMPREHENSIVE CROSSOVER SYSTEM

FIR
E RETA

RDANT 

BASE SECTION
This acts as the primary mod-

ular section from which many 

combinations of crossover pat-

terns can be created.

‘BRICK WALL’ STRENGTH 
Each piece connects to form a 

staggered pattern like a brick 

wall, distributing force evenly 

and giving unrivalled strength.

RAMP SECTION
Fits to the base and has a 15° 

angle of inclination, calculat-

ed as optimal for prevention of 

shifting and dislodging. 

www.METALIKA-KACIN.com



COMBINATIONS

Base Section
• Length: 100cm / 39.37”
• Width: 37cm / 14.6”
• Width of x2 base pieces side by side: 80 cm / 31.5”
• Height: 5.8cm / 2.3”
• Weight: 12kg / 26.5lbs
• Cable channels: width 4cm / 1.5”, height 4.4cm / 1.7”

Ramp Section
• Length: 100cm / 39.37”
• Width: 23cm / 9”
• Height: 5cm / 2”
• Weight: 5kg / 11lbs
• Incline angle: 15°

CODE DESCRIPTION

CROSS5-RAMP  Cross 5 Ramp (15°  angle)

CROSS5-RAMP-500  Cross 5 Half Ramp (15°  angle)

CROSS5K  Cross 5 Base - black lid
CROSS5O  Cross 5 Base  - orange lid

CROSS5K-500  Cross 5 Half Base - black lid
CROSS5O-500  Cross 5 Half Base  - orange lid

PRODUCT CODES:

1 2 3

4 5 6

1 base section with 2 ramp sec-
tions attached either side (5 
channels).

3 base sections connected as a 
column with 2 ramp sections at-
tached either side (15 channels).

1 base section with 2 ramp sec-
tions attached to one side (5 
channels).

3 base sections connected as a 
row with ramp sections attached 
either side (5 channels).

2 base sections connected as a 
column with ramp sections at-
tached either side (10 channels).

The connectors on Cross 5 are on each side, not the end, so that they 
are connected all the way along the length. This creates an 
extremely stable and robust crossover structure.

With Cross 5, you can create endless crossover 
structure possibilities, whether you need 5, 10, 15, 
100 or more cable channels! 

Cross 5 can even be cut into two 
using a compass saw. This allows 
you to create even more crosso-
ver structures.

!
WEIGHT LIMITS:
Cross 5 can sustain the weight of any licensed 
road vehicle (cars, tractors, trucks etc) and 
can withstand 5 tonnes of direct pressure.

COMBINATIONS

Sections are also 
available in half 

lengths!

DIMENSIONS: 

www.METALIKA-KACIN.com
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 Cable accessories 

Acid-resistant cable ties - especially developed for chemical 
applications. 

Material: PP
Colour: green 

Temperature range: -40°C to +85°C 
Inflammability: UL 94 HB 

Cable ties & accessories  |  Cable ties PP 

Material: PA 6.6
Colour: 
final digits 699 = black 
final digits 000 = natural 

Temperature range: -40°C to +85°C (self-extinguishing) 

Cable ties & accessories  |  Cable ties with steel latch 

Cable ties with expansion anchor - for a wall thickness of approx. 
2.5 mm. 

Material: PA 6.6 UL 94V-2 
Colour: natural

Ø1 = bundle diameter 
Ø2 = hole diameter 

Further types on written request. 

Cable ties & accessories  |  Cable ties with expansion anchor 

 Easy mounti ng, minimum tracti on and high holding force. 
Temperature-stable between -40°C and +80°C, UV-resistant. 

Ø = bundle diameter

Material: PA 6.6
Colours: 
last digits 000 = natural
last digits 699 = black

Further types on writt en request. 

 Cable ti es |  Cable ti es 

 Part no.   A   B   Ø 

 0972075000   2,5   80   15 

 0972075699   2,5   80   15 

 0972100000   2,5   100   24 

 0972100699   2,5   100   24 

 0972200000   2,5   200   52 

 0972200699   2,5   200   52 

 0973140000 3,6   140   35 

 0973140699 3,6   140   35 

 0973200000   3,6 200   55 

 0973200699   3,6   200   55 

 Part no.   A   B   Ø 

 0973300000 3,6   300   84 

 0973300699 3,6   300   84 

 0974200000   4,8   200   50 

 0974200699   4,8   200   50 

 0974250000   4,8   250   73 

 0974250699   4,8   250   73 

 0974300000   4,8   300   76 

 0974300699   4,8   300   76 

 0974360000   4,8   360   102 

 0974360699   4,8   360   102 

 Part no.   A   B   Ø 

 0977300000 7,6   300   82 

 0977300699 7,6   300 

 0977360000 7,6   365 

 0977360699 7,6   365 

 0977380000 7,6   380   108 

 0977380699   7,6   380   108 

 0977450000 7,6   450   130 

 0977450699   7,6   450   130 

 0977545000   8,0   550   158 

 0977545699   8,0   550   158 

 Easy mounti ng, minimum tracti on and high holding force. 
Temperature-stable between -40°C and +80°C, UV-resistant. 

Material: PA 6.6
Colours: 
last digit N = natural
last digit S = black 

 Cable ti es & accessories  |  Cable ti e assortment 

 Part no.   1000x   1000x   1000x 

 097-N   4,8x200 mm   3,6x140 mm   2,5x100 mm 

 Part no.   1000x   1000x   1000x 

 097-S   4,8x200 mm   3,6x140 mm   2,5x100 mm 

 0973290000 
 0973290699 

  3,6 

  3,6 

  280 

  280 

  80 

  80 

0977280000

 0977280699 

7,6

7,6

  280 

  280 

  80 

  80 

  82 

  102 

  102 
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 Cable accessories 

 Acid-resistant cable ti es - especially developed for chemical 
applicati ons. 

Material: PP
Colour: green 

Temperature range: -40°C to +85°C 
Infl ammability: UL 94 HB 

 Cable ti es & accessories  |  Cable ti es PP 

 Part no.   A   B   Fz 

 3972100   2,5   100   ~5,0kg 

 3973140   3,6   140   ~8,15kg 

 Part no.   A   B   Fz 

 3974200   4,8   200   ~14,25kg 

 3974300   4,8   300   ~14,25kg 

 Part no.   A   B   Fz 

 3974370   4,8   370   ~14,25kg 

 3977370   7,6   370   ~22,4kg 

 Material: PA 6.6
Colour: 
fi nal digits 699 = black 
fi nal digits 000 = natural 

Temperature range: -40°C to +85°C (self-exti nguishing) 

Fz = tensile force

 Cable ti es & accessories  |  Cable ti es with steel latch 

 Part no.   A   B   Fz 

 4972100000   2,4   92   ~8,0kg 

 4972100699   2,4   92   ~8,0kg 

 4972200000   2,4   203   ~8,0kg 

 4972200699   2,4   203   ~8,0kg 

 4973140000   3,6   140   ~8,0kg 

 4973140699   3,6   140   ~8,0kg 

 Part no.   A   B   Fz 

 4973280000   3,6   284   ~13,0kg 

 4973280699   3,6   284   ~13,0kg 

 4974200000   4,8   186   ~22,0kg 

 4974200699   4,8   186   ~22,0kg 

 4974290000   4,8   290   ~22,0kg 

 4974290699   4,8   290   ~22,0kg 

 Part no.   A   B   Fz 

 4974360000   4,8   360   ~22,0kg 

 4974360699   4,8   360   ~22,0kg 

 4977240000 6,9   222   ~54,0kg 

 4977240699 6,9   222   ~54,0kg 

 4977360000   7,0   340   ~54,0kg 

 4977360699   7,0   340   ~54,0kg 

 Cable ti es with expansion anchor - for a wall thickness of 
approx. 2.4 mm. 

Material: PA 6.6 UL 94V-2 
Colour: natural

Ø1 = bundle diameter 
Ø2 = hole diameter 

Further types on writt en request. 

 Cable ti es & accessories  |  Cable ti es with expansion anchor 

  Part no.   A   B   Ø1   Ø2 

  0972110000   2,5   110   18   4,8 

Easy mounting, minimum traction and high holding force. 
Temperature-stable between -40°C and +80°C, UV-resistant. 

Ø = bundle diameter 

Material: PA 6.6
Colours: 
last digits 000 = natural
last digits 699 = black

Further types on written request. 

Cable ties & accessories  |  Cable ties 

Easy mounting, minimum traction and high holding force. 
Temperature-stable between -40°C and +80°C, UV-resistant. 

Material: PA 6.6
Colours: 
last digit N = natural
last digit S = black 

Cable ties & accessories  |  Cable tie assortment 

www.METALIKA-KACIN.com
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 Cable accessories 

Electroconductive cable ties - silver-plated
For earthing of cables, respectively earth connection of shields on 
housings, top hat rails, chassis etc. 
Temperature-resistant from -40° up to +85°C. 

Material: PA 6.6, UL94-V2
Colour: silver-plated 

Cable ties & accessories  |  Electroconductive cable ties 

Cable ties with a useful tag. For quick binding and marking of 
wires, cables, tubes, hoses etc. - very resistant. 

X = type

Material: PA 6.6
Colour: natural 

Cable ties & accessories  |  Cable ties with title block 

Easy to open and reusable ball cable ties. Especially suitable for 
closing of bags and sacks. 

Material: PA 6.6, UL 94 V-2 
Colour: natural

Ø = max. bundle diameter
K / N = tensile strength

Further types on written request. 

Cable ties & accessories  |  Ball cable ties 

 Cable ti e with fastener for fi xing on edges.
The fastener is equipped with a material for best eff ecti veness.
Available in diff erent versions (=X) for numerous fi xing situati ons.
Some parts contain a swivelling system (=E). 

Material: PA 6.6
Color: black 

 Cable ti es & accessories  |  Cable ti es for mounti ng on edges 

  Part no.   A   B   C   D   E   X 

  0970001699   0,7-2,5   1,5-40   4,8   182,5   +   1 

  0970002699 

  0970005699   1,5-3,5   1,5-43   4,5   180   -   4 

  Part no.   A   B   C   D   E   X 

  0970006699   1,5-3,5   1,5-43   4,5   186   -   5 

  0970004699   1,5-3,5   1,5-43   4,6   191   -   3 

  0970003699   2-4   8-33   7   140   +   2 

 The fastest way of temporary fastening and positi oning of nearly 
all things. 
Easy to release manually, no tools necessary - therefore reusable 
several ti mes . 
Temperature-resistant from -40°C unti l +85°C. 
Approvals: MIL, UL 94 V-2

Material: PA 6.6, free of halogen 
Colours: 
last digits 000 = natural
last digits 699 = black 

X = capacity 
Ø = bundle diameter

 Cable ti es & accessories  |  Releasable cable ti es 

 Part no.   BxL   X   Ø 

 0993100000   3,6x100   180   25 

 0993100599   3,6x100   180   25 

 0994150000   4,7x150   220   39 

 0994150599   4,7x150   220   39 

 Part no.   BxL   X   Ø 

 0994200000   4,7x200   220   55 

 0994200599   4,7x200   220   55 

 0994300000   4,8x300   220   88 

 0994300599   4,8x300   220   88 

 Part no.   BxL   X   Ø 

 0994370000   4,8x370   220   102 

 0994370599   4,8x370   220   102 

no longer available!

www.METALIKA-KACIN.com



www.emico.de Page |  173

 Cable accessories 

 Electroconducti ve cable ti es - silver-plated
For earthing of cables, respecti vely earth connecti on of shields on 
housings, top hat rails, chassis etc. 
Temperature-resistant from -40° up to +85°C. 

Material: PA 6.6, UL94-V2
Colour: silver-plated 

 Cable ti es & accessories  |  Electroconducti ve cable ti es 

 Part no.   A   B 

 2973140   3,6   140 

 2974200   4,8   200 

 2974290   4,8   290 

 Part no.   A   B 

 2974430   4,8   430 

 2977240   7,8   240 

 2977300   7,8   300 

 Part no.   A   B 

 2977365   7,8   365 

 Cable ti es with a useful tag. For quick binding and marking of 
wires, cables, tubes, hoses etc. - very resistant. 

X = type

Material: PA 6.6
Colour: natural 

 Cable ti es & accessories  |  Cable ti es with ti tle block 

  Part no.   A   B   C   D   Ø   X 

  0901100000   2,5   100   8,0   25   20   1 

  0901200000   2,5   200   8,0   25   50   1 

  0902110000   2,5   110   9,0   20   20   2 

  0902210000   2,5   210   9,0   20   50   2 

  Part no.   A   B   C   D   Ø   X 

  0903190000   4,8   190   27,3   13   45   3 

  0903270000   4,8   270   27,3   13   68   3 

  0903345000   4,8   345   27,3   13   92   3 

 Easy to open and reusable ball cable ti es. Especially suitable for 
closing of bags and sacks. 

Material: PA 6.6, UL 94 V-2 
Colour: natural

Ø = max. bundle diameter
K / N = tensile strength

Further types on writt en request. 

 Cable ti es & accessories  |  Ball cable ti es 

  Part no.   L   Ø   K   N 

  2150100   100   25   8   78 

  2150120   120   30   8   78 

  2150150   150   39   14   137 

  Part no.   L   Ø   K   N 

  2150180   180   49   18   176 

  2150226   226   63   18   176 

  2150280   280   75   22   215 

Cable tie with fastener for fixing on edges.
The fastener is equipped with a material for best effectiveness.
Available in different versions (=X) for numerous fixing situations.
Some parts contain a swivelling system (=E). 

Material: PA 6.6
Color: black 

Cable ties & accessories  |  Cable ties for mounting on edges 

The fastest way of temporary fastening and positioning of nearly 
all things. 
Easy to release manually, no tools necessary - therefore several 
times reusable. 
Temperature-resistant from -40°C until +85°C. Approvals: MIL, UL 
94 V-2

Material: PA 6.6, free of halogen 
Colours: 
last digits 000 = natural
last digits 699 = black 

X = capacity 
Ø = bundle diameter 

Cable ties & accessories  |  Releasable cable ties 
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 Cable accessories 

Material: PA 6.6
Colour: natural

1430001 = lateral opening
1430002 = top opening 

Pluggable cable holders  |  with opening 

For mounting of a pipe/cable on an element with holes. 
Available with different coupling systems for various hole depths. 

Material: POM (* = PA)
Colour: black 

Pluggable cable holders  |  with top opening 

 For mounti ng of a pipe/cable on an element with holes
Self-adapti ng: for numerous pipe/cable diameters
Self-locking: the holder locks when mounti ng the pipe

Material: see X
Colour: black 

 Pluggable cable holders  |  universal 

  Part no.   A   B   C   D   E   F   G   X 

  1434002 no longer available!

  1434000 no longer available!

  1434001 no longer available!

  1434003 no longer available!

 For mounti ng of a pipe/cable on an element with holes
Available with diff erent coupling systems for various hole depths
With adjustable closing cap

Material: PA
Colour: black 

 Pluggable cable holders  |  manual 

  Part no.   A   B   C   D   E   F   G   X 

  1434108   9,6-10,2   6,5-6,7   1-6   15x15   17   10,4   5,7   4 

  1434107   6,8-7,4   6,5-6,7   1-6   15x10   10   10,4   5,7   4 

  1434103   15,5-16,1   6,5-6,7   2,5   25,5x20   20,5   9,3   11   1 

  1434104   16-18,5   6,5   0,8-6   20x10   34,2   10,5   15,8   2 

  1434100   20,6-21,4   6,5-6,7   0,8-2,5   31x20   28   8,4   13,2-14,9   1 

  1434105 

  1434101   25,1-25,9   6,5-6,7   0,8-2,5   37x20   32,5   8,4   15,45-17,15   1 

  1434106   25,1-25,9   6,5-6,7   1-6   37,5x20   31   10,5   16,55   3 

  1434102   33-35   6,5-6,7   0,8-2,5   45,3x20   40,5   7   23,2-24,9   1 

no longer available!
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 Cable accessories 

 Material: PA 6.6
Colour: natural

1430001 = lateral opening
1430002 = top opening 

 Pluggable cable holders  |  with opening 

  Part no.   A   B   C   D-E 

  1430001   12   13   4,8   0,4-1,8 

  Part no.   A   B   C   D-E 

  1430002   11   13   4,8   0,4-1,5 

 For mounti ng of a pipe/cable on an element with holes. 
Available with diff erent coupling systems for various hole depths. 

Material: POM (* = PA)
Colour: black 

 Pluggable cable holders  |  with top opening 

  Part no.   A   B   C   D   E   F   G   X 

  1433000 

  1433001* 

  1433002   9-12   8,2   0,7-2,0   15,7x10   18,5   9,0   11,0   1 

  1433003   17-21   6,5-6,7   0,7-2,0   24x12   32,0   6,5   13-17,3   1 

  1433004*   21-23   6,5-6,7   0,7-2,0   28,5x12   30,2   6,0   17,0   1 

  1433005*   23-24   5,0-5,2   0,7-3,2   30x10   35,0   8,2-10,7   19,0   1 

  1433006*   10-12   6,5-6,7   0,8-4,0   14x10   26,0   8,5   17,0   2 

  1433007   16   6,5-6,7   1,6-6,0   19x10   23,0   10,0   11,0   2 

  1433008   10-12   6,2x8,2   0,7-2,0   20,5x12   37,5   7,0   15,0   3 

For mounting of a pipe/cable on an element with holes
Self-adapting: for numerous pipe/cable diameters
Self-locking: the holder locks when mounting the pipe

Material: see X
Colour: black 

Pluggable cable holders  |  universal 

For mounting of a pipe/cable on an element with holes
Available with different coupling systems for various hole depths
With adjustable closing cap

Material: PA
Colour: black 

Pluggable cable holders  |  manual 

no longer available! 

no longer available! 
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 Cable accessories 

For mounting of a pipe/cable on an element with holes. 
The cable holders are positioned around the tube/cable BEFORE 
pushing the clip foot into the element‘s hole. 

Material: PA
Colour: black 

Pluggable cable holders  |  black 

Material: PA 6.6 - UL 94V-2
Colour: natural 

Ø = mounting hole diameter 

Pluggable cable holders  |  without locking 

 For mounti ng of a pipe/cable on an element with holes. 
With integrated swivelling system. 

Available with diff erent coupling systems for various hole depths. 

Material: POM / PA
Colour: black 

 Pluggable cable holders  |  with top opening, swivelling 

  Part no.   A   B   C   D   E   F   G   X 

  1433100 no longer available!

  1433103*   7,2-7,5   6,5   0,5-3   21,0   23,8   6,8   16,8   2 

  1433107   10-12   6,5   0,8-2   20,0   28,0   6,5   -   2 

  1433104*   13-14   6,5   0,5-3   21,0   32,2   6,8   20,2   2 

  1433105+   16-18   6,5   0,5-3   21,0   35,2   6,8   21,7   2 

  1433101   18-20   6,5   0,8-6   20,5   36,3   10,3   22,3   1 

  1433102   25-27   6,5   0,8-6   20,0   44,9   10,5   25,4   1 

  1433108   28-30   6,5   0,8-2   20,0   51,0   6,5   28,5   2 

  1433109   29-33   6,5   0,8-2   20,0   51,4   6,5   27,2   2 

  1433110   34-36   6,5   0,8-2   20,0   56,9   6,5   30,9   3 

  1433106   35-38   6,5   0,7-2   20,0   57,5   6,5   31,5   2 

 Suitable for a quick assembly of wires, cables, tubes, pipes etc.; 
no tools required. High resilience, easy to open and reusable 
several ti mes. 

Material: PA 6.6 
Colour: grey 

 Pluggable cable holders  |  with loop 

 Part no.   A   B   C 

 1010100   10,5   8,0   7 

 Part no.   A   B   C 

 1010210   21,5   19,5   8 

 Part no.   A   B   C 

 1010300   30,0   25,0   9 
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 For mounti ng of a pipe/cable on an element with holes. 
The cable holders are positi oned around the tube/cable BEFORE 
pushing the clip foot into the element‘s hole. 

Material: PA
Colour: black 

 Pluggable cable holders  |  black 

  Part no.   A   B   L1xH1   lxb   X 

  1011095   4,0   1 

  1011104   6,5   2 

  1011102   6,5-6,7   2 

  1011107   6,5   2 

  1011101   6,5-6,7 

1,6             6,0x3,0          9,5x5,0   

1,0-3,0 8,0x6,0 12,5x8,0   

0,7-2,0 10,8x8,2 13,8x8,0   

2,7-4,0 10,8x7,8 15,3x8,0   

0,7-2,0       16,8x13,5       17,5x8,0   2 

  Part no.   A   B   L1xH1   lxb   X 

  1011106   6,5   1,5-3,0   15,8x8,6   20,8x8,0   2 

  1011100   6,5-6,7   0,5-3,0   16,8x13,5   21,0x8,0   2 

  1011108   6,5-6,7   0,7-3,0   18,0x20,7   21,6x24,0   3 

  1011105   6,5   1,0-3,0   16,8x13,5   22,0x8,0   2 

  1011103   6,5-6,7   0,7-2,0   25,0x22,0   30,5x8,0   2 

 Material: PA 6.6 - UL 94V-2
Colour: natural 

Ø = mounti ng hole diameter

 Pluggable cable holders  |  without locking 

  Part no.   A   B   C   Ø 

  1431001   12,3   4,4   8,7   4,8 

  1431002   18,2 9,9   14,7 4,8

  Part no.   A   B   C   Ø 

  1431003   27,0   19,0   23,8 4,8

  1431004   35,0   27,0   31,7 4,8

For mounting of a pipe/cable on an element with holes. 
With integrated swivelling system. 

Available with different coupling systems for various hole depths. 

Material: POM / PA
Colour: black 

Pluggable cable holders  |  with top opening, swivelling 

Suitable for a quick assembly of wires, cables, tubes, pipes etc.; 
no tools required. High resilience, easy to open and reusable 
several times. 

Material: PA 6.6 
Colour: grey 

Pluggable cable holders  |  with loop 
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For a fast mounting of 1 to 4 layers of ribbon cable. Can hold 
round cables of up to 6 mm. 
For a universal use, adhesive (on plain surfaces). 

Material: PA
Colour: light grey

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The optimal sticking temperature is 
between +18°C and +25°C. 

Adhesive cable holders  |  Ribbon cable holders 

Strong, adhesive cable clamp for a quick and easy bundling and 
installation of wires, cables and cable looms. Also suitable for 
heavy cables. 

Material: PA 6.6, PE adhesive film up to 65°C (high initial 
adhesion)
Colour: natural (* = black) 

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The optimal sticking temperature is 
between +18°C and +25°C. 

Adhesive cable holders  |  Cable clamps 

 Material: PA 6.6
Colour: natural

Ø = mounti ng hole diameter

 Pluggable cable holders  |  with locking 

  Part no.   A   B   C   Ø 

  1432001   12,3   3,6   8,7   4,8 

  1432002   18,2   9,1   14,7   4,8 

  Part no.   A   B   C   Ø 

  1432003   27,0   18,2   23,8 4,8

  1432004   35,0   26,2   31,7 4,8

 Adhesive cable holder with a variable bundling diameter. Strong 
adhesion for a quick and easy installati on. 

Material: PA 6.6.
Colour: natural
Flammability rati ng UL94 V2 

Ø = bundle diameter

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The opti mal sti cking temperature is 
between +18°C and +25°C. 

 Adhesive cable holders  |  Adjustable cable ti es 

 Part no.   Ø   AxB 

 0982025   7-25   30,5x21,0 

 Part no.   Ø   AxB 

 0982022   5-22   30,5x21,0 

 Part no.   Ø   AxB 

 0982017   3-17   25,0x18,0 

 Strong adhesion for a quick and easy bundling and installati on of 
wires, cables and cable looms. Also suitable for heavy cables. 

Material: PA, PE adhesive fi lm up to 65°C (high initi al adhesion)
Colour: natural 

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The opti mal sti cking temperature is 
between +18°C and +25°C. 

 Adhesive cable holders  |  Mini cable clip 

  Part no.   A   B   C   D 

  1150001   6   7   18   9 
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 For a fast mounti ng of 1 to 4 layers of ribbon cable. Can hold 
round cables of up to 6 mm. 
For a universal use, adhesive (on plain surfaces). 

Material: PA
Colour: light grey

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The opti mal sti cking temperature is 
between +18°C and +25°C. 

 Adhesive cable holders  |  Ribbon cable holders 

 Part no.   A   B   C 

 1510200   20   26   9,6 

 Part no.   A   B   C 

 1510250   25   26   9,6 

 Part no.   A   B   C 

 1510300   30   26   9,6 

 Strong, adhesive cable clamp for a quick and easy bundling and 
installati on of wires, cables and cable looms. Also suitable for 
heavy cables. 

Material: PA 6.6, PE adhesive fi lm up to 65°C (high initi al 
adhesion)
Colour: natural (* = black) 

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The opti mal sti cking temperature is 
between +18°C and +25°C. 

 Adhesive cable holders  |  Cable clamps 

  Part no.   A   B   C   D 

  1141001   4,5   4,5   15,9   15,9 

  1140004   5,0   4,9   19,0   19,0 

  1140002   8,0   12,3   26,0   26,0 

  Part no.   A   B   C   D 

  1141002*   8/10   27x22   15,0   22,0 

  1140006   15,0   18,0   26,0   26,0 

Material: PA 6.6
Colour: natural

Ø = mounting hole diameter 

Pluggable cable holders  |  with locking 

Adhesive cable holder with a variable bundling diameter. Strong 
adhesion for a quick and easy installation. 

Material: PA 6.6.
Colour: natural
Flammability rating UL94 V2 

Ø = bundle diameter

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The optimal sticking temperature is 
between +18°C and +25°C. 

Adhesive cable holders  |  Adjustable cable ties 

Strong adhesion for a quick and easy bundling and installation of 
wires, cables and cable looms. Also suitable for heavy cables. 

Material: PA, PE adhesive film up to 65°C (high initial adhesion)
Colour: natural 

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The optimal sticking temperature is 
between +18°C and +25°C. 

Adhesive cable holders  |  Mini cable clip 
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Ideal for mounting of cables, tubes and hoses. Also usable as a 
light strain relief. Fixing by means of a screw or rivet.

Max. service temperature: +85°C
Flammability: UL 94V-2 

Material: PA 6.6
Colours: 
without last digits = natural 
last digits 699 = black 

Cable clamps  |  Cable clamps 

 Screw-on cable clamps with snap-in lock for mounti ng of pipes 
and cables. 

Material: PA 6
Colour: grey 

 Cable clamps  |  Clamps with snap-in lock 

 Part no.   A   B 

 0120120   12   14 

 Part no.   A   B 

 0120150   15   17 

 Adapter for cable clamps series 012

Material: PA 6
Colour: grey 

 Cable clamps  |  Adapter for snap-in clamps 

  Part no.   A   B   C   D 

  0120100   52,5   18,2   4   5,2 

 For mounti ng of cables, tubes and hoses. Fixing by means of 
screw or rivet.

Material: LDPE
Colour: black

K = cable dimensions 
Ø = fi xing diameter (hole diameter)

Further types on writt en request. 

 Cable clamps  |  Standard cable cleats 

 Part no.   K   Ø 

 2890003   7,6   6,0 mm (1/4“) 

 2890004   10,1   6,0 mm (1/4“) 

 2890005   12,7   6,0 mm (1/4“) 

 2890006   15,2   6,0 mm (1/4“) 

 2890007   17,8   6,0 mm (1/4“) 

 Part no.   K   Ø 

 2890008   20,3   6,0 mm (1/4“) 

 2890009   22,8   6,0 mm (1/4“) 

 2890010   25,4   6,0 mm (1/4“) 

 2890011   27,9   9,6 mm (3/8“) 

 2890012   30,0   10,0 mm (3/8“) 

 Part no.   K   Ø 

 2890014   35,6   10,0 mm (3/8“) 

 2890016   40,6   10,0 mm (3/8“) 

 2890018   45,7   10,0 mm (3/8“) 

 2890020   50,4   10,0 mm (3/8“) 
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 Ideal for mounti ng of cables, tubes and hoses. Also usable as a 
light strain relief. Fixing by means of a screw or rivet.

Max. service temperature: +85°C
Flammability: UL 94V-2 

Material: PA 6.6
Colours: 
without last digits = natural 
last digits 699 = black 

 Cable clamps  |  Cable clamps 

  Part no.   A   B   C   D   Ø 

  1890001   8,7   9,5   1,3   3,2   4,3 

  1890001699   8,7   9,5   1,3   3,2   4,3 

  1890002   8,7   9,5   1,3   3,2   5,2 

  1890002699   8,7   9,5   1,3   3,2   5,2 

  1890003   9,6   9,5   1,3   4,8   4,3 

  1890003699   9,6   9,5   1,3   4,8   4,3 

  1890004   9,6   9,5   1,3   4,8   5,2 

  1890004699   9,6   9,5   1,3   4,8   5,2 

  1890005   10,7   9,5   1,3   6,4   4,3 

  1890005699   10,7   9,5   1,3   6,4   4,3 

  1890006   10,7   9,5   1,3   6,4   5,2 

  1890006699   10,7   9,5   1,3   6,4   5,2 

  1890007   11,2   9,5   1,3   7,9   4,3 

  1890007699   11,2   9,5   1,3   7,9   4,3 

  1890008   11,2   9,5   1,3   7,9   5,2 

  1890008699   11,2   9,5   1,3   7,9   5,2 

  1890009   11,8   9,5   1,3   9,5   4,3 

  1890009699   11,8   9,5   1,3   9,5   4,3 

  1890010   11,8   9,5   1,3   9,5   5,2 

  1890010699   11,8   9,5   1,3   9,5   5,2 

  1890012   12,7   9,5   1,3   11,1   5,2 

  1890013   12,7   9,5   1,1   11,5   4,3 

  1890013699 

  1890014   13,5   9,5 1,3   12,7   5,2 

  1890014699   13,5   9,5 1,3   12,7   5,2 

  1890016   10,7   12,7   1,5   4,8   5,2 

  1890016699   10,7   12,7   1,5   4,8   5,2 

  1890017   11,1   12,7   1,3   6,4   5,2 

  1890017699   11,1   12,7   1,3   6,4   5,2 

  1890018   12,0   12,7   1,3   7,9   5,2 

  Part no.   A   B   C   D   Ø 

  1890018699   12,0   12,7   1,3   7,9   5,2 

  1890019   12,7   12,7   1,3   9,5   5,2 

  1890019699   12,7   12,7   1,3   9,5   5,2 

  1890020   13,5   12,7   1,3   11,1   5,2 

  1890020699   13,5   12,7   1,3   11,1   5,2 

  1890021   14,1   12,7   1,3   12,7   5,2 

  1890021699   14,1   12,7   1,3   12,7   5,2 

  1890022   15,3   12,7   1,3   14,3   5,2 

  1890022699   15,3   12,7   1,3   14,3   5,2 

  1890023   15,9   12,7   1,3   15,9   5,2 

  1890023699   15,9   12,7   1,3   15,9   5,2 

  1890024   16,9   12,7   1,3   17,4   5,2 

  1890024699   16,9   12,7   1,3   17,4   5,2 

  1890025   17,8   12,7   1,3   19,1   5,2 

  1890025699   17,8   12,7   1,3   19,1   5,2 

  1890026   19,9   12,7   1,3   20,6   5,2 

  1890026699   19,9   12,7   1,3   20,6   5,2 

  1890027   20,9   12,7   1,3   25,4   5,2 

  1890027699   20,9   12,7   1,3   25,4   5,2 

  1890028   20,2   12,7   1,3   22,2   5,2 

  1890028699 

  1890029   23,8   12,7   1,3   28,6   5,2 

  1890029699 no longer available!

  1890030 no longer available! 

  1890030699 no longer available! 

  1890031   24,9   12,7   1,3   31,8   5,2 

  1890031699 

  1890033   28,3   12,7   1,5   38,1   5,2 

  1890033699 no longer available!

Screw-on cable clamps with snap-in lock for mounting of pipes 
and cables. 

Material: PA 6
Colour: grey 

Cable clamps  |  Clamps with snap-in lock 

Adapter for cable clamps series 012

Material: PA 6
Colour: grey 

Cable clamps  |  Adapter for snap-in clamps 

For mounting of cables, tubes and hoses. Fixing by means of 
screw or rivet.

Material: LDPE
Colour: black

K = cable dimensions 
Ø = fixing diameter (hole diameter)

Further types on written request. 

Cable clamps  |  Standard cable cleats 

no longer available!

no longer available!

no longer available!
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 An ingenious mounti ng aid for all fi elds of applicati on where 
quickness is required: 
One twist is enough to release the fi xing. 
Also suitable for several cables with diff erent diameters. 
Not suitable for fi elds of applicati on where high tensions occur. 

Material: PA
Colour: natural 

 Twist ti es  |  standard 

 Part no.   A-B   D 

 0580051   4,0-7,0   20,6 

 0580081   7,0-10,0   25,4 

 0580113   10,0-13,0   29,3 

 Part no.   A-B   D 

 0580130   11,0-15,0   32,0 

 0580151   13,0-16,5   34,0 

 0580150   14,0-16,0   35,0 

 Part no.   A-B   D 

 0580186   16,5-20,0   40,0 

 0580180   17,0-20,0   40,0 

 0580261   20,0-26,0   46,0 

 Quick and easy soluti on for bundling and mounti ng of cables. Also 
suitable for several cables with variable diameters. 

Material: PA
Colour: natural

Ø1 = bundle diameter 
Ø2 = hole diameter
S = thickness 

 Twist ti es  |  with snap-in foot 

  Part no.   Ø1   A   A1   C   S   Ø2 

  0582048   10,0-12,5   2,0   7,7   35,7   0,3-2,3   4,6-4,8 

  0582038   10,0-12,5   3,8   5,7   34,2   0,8   6,3 

  Part no.   Ø1   A   A1   C   S   Ø2 

  0582081   10,2-12,7   8,0   10,8   35,7   0,8-2,0   6,0 

  0582049   17,8-20,3   3,8   6,5   44,0   0,8-2,0   4,8-5,0 

 Quick and easy soluti on for bundling and mounti ng of cables. Also 
suitable for several cables with variable diameters. 

Material: PA
Colour: natural

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The opti mal sti cking temperature is 
between + 18°C and + 25°C. 

 Twist ti es  |  adhesive 

 Part no.   A   C   D 

 0581081   7,0-9,0   28   13x25 

 Part no.   A   C   D 

 0581110   10,0-12,5   30   16x21 

For the mounting of cables, tubes and hoses. 

Material: steel sheet zinc-plated, cushion EPDM
Colour: black 

Cable clamps  |  Steel clamps 
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Screw-on, solid cable tie mount. For a fast fixing of wires, cables 
and cable looms on every type of surface. 

Material: PA 6.6
Colours: 
without last digits = natural
last digits 699 = black 

Cable tie mounts  |  Cable mounts 

Cable tie mount for the insertion into a component hole. 
Can be used with standard or releasable cable ties. 

Material: PA 6.6 (* = POM)
Colour: black 

Cable tie mounts  |  Plug-in mounts for cable ties 

 Temperature adhesive fi lm: max. 50 °C. Panel hole for opti onal 
screw fi xing. 

Material: PA 6.6 + PE glue
Colour: 
without last digits = natural
last digits 699 = black

Y = cable ti e width

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The opti mal sti cking temperature is 
between + 18°C and + 25°C. 

 Cable ti e mounts  |  natural & black 

  Part no.   A   B   C   D   Y 

  0981040   4,1   4   5,0   19   3,6 

  0981040699   4,1   4   5,0   19   3,6 

  0980048   4,8   6   6,5   27   4,8 

  Part no.   A   B   C   D   Y 

  0980048699   4,8   6   6,5   27   4,8 

  0980075   4,1   8,1   6,2   25,3   7,5 

 Can be mounted with a simple push similar to drive fasteners. 
Adapted for serial producti on and for predrilled holes in sheets of 
diff erent thicknesses. 

Material: PA 6.6
Colours: 
without last digits = natural
last digits 699 = black 

 Cable ti e mounts  |  Plug-in mounts for cable ti es 

  Part no.   A   B   C   D   E 

  1420040   3,2   4,0   1,5   1-4   13 

  1420040699   3,2   4,0   1,5   1-4   13 

  1420050   3,9   5,0   2,0   1-5   14 

  Part no.   A   B   C   D   E 

  1420050699   3,9   5,0   2,0   1-5   14 

  1420080   6,4   8,5   2,5   2-6   17 

  1420080699   6,4   8,5   2,5   2-6   17 

 Material: PA
Colour: natural

Y = cable ti e width 

 Cable ti e mounts  |  Cable mounts fl at 

  Part no.   Y   A   B   C   D   E 

  1421048   4,8   10   20   4,3   5   6 

  0980090 

  0980090699 

-

-

9,0

9,0

-

-

38

38

8,0

8,0
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 Screw-on, solid cable ti e mount. For a fast fi xing of wires, cables 
and cable looms on every type of surface. 

Material: PA 6.6
Colours: 
without last digits = natural
last digits 699 = black 

 Cable ti e mounts  |  Cable mounts 

  Part no.   A   B   C   D   E 

  1160004   3,5   5,0   7   8,5   15,0 

  1160004699   3,5   5,0   7   8,5   15,0 

  1160006   4,2   5,0   7   10,0   15,0 

  1160006699   4,2   5,0   7   10,0   15,0 

  Part no.   A   B   C   D   E 

  1160009   5,0   9,3   11   14,6   22,5 

  1160009699   5,0   9,3   11   14,6   22,5 

  1160019   6,2   9,0   10   16,0   23,0 

  1160019699   6,2   9,0   10   16,0   23,0 

 Cable ti e mount for the inserti on into a component hole. 
Can be used with standard or releasable cable ti es. 

Material: PA 6.6 (* = POM)
Colour: black 

 Cable ti e mounts  |  Plug-in mounts for cable ti es 

 Part no.   A   B   C 

 1422003   6,3-7,0   5 (4,8)   0,5-3,0 

 1422002   6,3-7,0   5 (4,8)   0,5-6,0 

 Part no.   A   B   C 

 1422004   6,5 ±0,2   5 (4,8)   0,7-2,0 

 1422001* no longer available!

 Part no.   A   B   C 

 1422005   6,5 ±0,2   5 (4,8)   2,0-3,5 

Temperature adhesive film: max. 50 °C. Panel hole for optional 
screw fixing. 

Material: PA 6.6 + PE glue
Colour: 
without last digits = natural
last digits 699 = black

Y = cable tie width

The surface to be glued on has to be free of dust and fat, and 
must be even and dry. The optimal sticking temperature is 
between + 18°C and + 25°C. 

Cable tie mounts  |  natural & black 

Can be mounted with a simple push similar to drive fasteners. 
Adapted for serial production and for predrilled holes in sheets of 
different thicknesses. 

Material: PA 6.6
Colours: 
without last digits = natural
last digits 699 = black 

Cable tie mounts  |  Plug-in mounts for cable ties 

Material: PA
Colour: natural

Y = cable tie width 

Cable tie mounts  |  Cable mounts flat 
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Provide extra support and protection for cables and wires passing 
through panels and housings. A universal item for a bore hole 
diameter of 20 mm. 
The graduated sleeve can be cut to requirements between 8 mm 
and 17 mm. 

Material: PVC
Colour: black 

K = cable dimensions 

Cable grommets  |  Sleeved grommets type 4 

Material: plasticised PVC
Colour: black 

Cable grommets  |  One-sided membrane grommets 

Material: plasticised PVC
Colour: black 

Cable grommets  |  Centre membrane grommets 

 Provide extra support and protecti on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

 Cable grommets  |  Sleeved grommets type 1 

  Part no.   A   B   C   D   E   F   G   H 

  1861001   14,2   7,9   7,6   6,1   3,8   5,5   8,2   31,7 

  1861002   14,3   7,1   8,7   5,1   1,6   5,1   8,7   42,9 

  1861003   14,2   7,9   9,5   6,4   2,4   6,4   9,5   14,3 

  1861004   14,0   7,9   9,5   6,4   2,6   6,4   9,5   23,0 

 Provide extra support and protecti on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

 Cable grommets  |  Sleeved grommets type 2 

  Part no.   A   B   C   D   E   F 

  1862001   9,5   7,0   4,0   3,2   5,0   22,2 

  1862002   10,5   7,5   4,0   2,4   5,6   39,0 

  1862003   11,5   9,5   7,0   1,6   9,5   36,0 

  Part no.   A   B   C   D   E   F 

  1862004   14,0   9,5   6,0   1,6   8,0   41,5 

  1862005   14,3   11,3   7,9   3,2   10,5   38,1 

  1862006   19,0   14,0   10,3   3,2   12,5   38,0 

 Provide extra support and protecti on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

 Cable grommets  |  Sleeved grommets type 3 

  Part no.   A   B   C   D   E   F   G 

  1863001   15   12,5   9,5   3,2   14,5   12,0   35,5 

  1863002   19   12,5   9,5   0,8   15,0   12,2   26,8 
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 Provide extra support and protecti on for cables and wires passing 
through panels and housings. A universal item for a bore hole 
diameter of 20 mm. 
The graduated sleeve can be cut to requirements between 8 mm 
and 17 mm. 

Material: PVC
Colour: black 

K = cable dimensions 

 Cable grommets  |  Sleeved grommets type 4 

 Part no.   Ø   S   K 

 1864001   20   1,6   8-17 

 Material: plasti cised PVC
Colour: black 

 Cable grommets  |  One-sided membrane grommets 

  Part no.   A   B   C   D   E 

  1280060   6,4   12,7   9,9   1,5   6,7 

  1280080   8,0   17,5   11,0   1,5   8,0 

  1280090   9,5   15,7   12,5   1,5   6,4 

  1280110   11,0   19,0   16,0   1,5   8,0 

  Part no.   A   B   C   D   E 

  1280120   16,0   25,5   19,0   1,5   7,0 

  1280170   18,8   25,5   22,0   1,5   8,0 

  1280190   16,0   25,5   20,0   1,5   7,0 

  1280200   20,5   30,0   25,5   1,5   8,0 

 Material: plasti cised PVC
Colour: black 

 Cable grommets  |  Centre membrane grommets 

  Part no.   E   A   B   C   D 

  1281110   5,8   11,0   19,0   16,0   1,5 

  1281125   8,0   12,5   21,5   16,0   2,4 

  1281140   8,0   15,5   25,5   19,0   1,5 

  1281142   8,8   15,5   25,5   19,0   2,4 

  1281143   9,5   15,5   25,5   19,0   3,0 

  Part no.   E   A   B   C   D 

  1281144   8,0   15,5   25,5   20,0   1,5 

  1281150   7,9   15,9   25,4   19,0   2,0 

  1281190   8,4   19,0   36,5   25,5   2,4 

  1281250   8,0   25,5   38,0   32,0   2,4 

  1281254   9,5   25,5   38,0   32,0   4,0 

Provide extra support and protection for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

Cable grommets  |  Sleeved grommets type 1 

Provide extra support and protection for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

Cable grommets  |  Sleeved grommets type 2 

Provide extra support and protection for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

Cable grommets  |  Sleeved grommets type 3 

www.METALIKA-KACIN.com



www.emico.dePage |  188

 Cable accessories 

Material: PA 6
Colour: natural 

Cable grommets  |  End grommets for lamp sockets 

 Material: plasti cised PVC / TPG (see arti cle no.)
Colour: black

TPG (thermoplasti c rubber) is recommended for applicati ons 
where oil and fat resistance are required or where extreme 
temperatures occur. These grommets of thermoplasti c rubber can 
withstand temperatures from -40°C up to +150°C for a short ti me. 

Version for article 0421002 similar to quick-fit grommets p. 192 
(dimension B only one-sided)

Further types on writt en request. 

 Cable grommets  |  Grommets 

  Part no.   A   B   C   D   E 

  0420250   2,7   8,0   4,8   0,8   4,7 

  0420250TPG   2,7   8,0   4,8   0,8   4,7 

  0420300   3,0   9,0   6,0   0,6   4,6 

  0420301   3,2   8,0   4,8   1,6   6,4 

  0420301TPG   3,2   8,0   4,8   1,6   6,4 

  0420302   3,0   11,0   8,0   3,0   8,0 

  0420400   4,5   9,5   6,4   1,2   6,0 

  0420401   4,0   9,5   6,4   1,6   6,4 

  0420401TPG   4,0   9,5   6,4   1,6   6,4 

  0420402   4,0   9,5   6,4   3,0   8,0 

  0420402TPG   4,0   9,5   6,4   3,0   8,0 

  0420403   4,0   9,5   6,5   0,8   4,0 

  0420403TPG   4,0   9,5   6,5   0,8   4,0 

  0420404   4,0   15,9   9,5   3,2   6,5 

  0420500   4,8   9,5   6,4   1,6   7,0 

  0420500TPG   4,8   9,5   6,4   1,6   7,0 

  0420501   5,0   11,0   8,0   1,5   6,0 

  0420502   5,0   11,0   8,0   3,0   8,0 

  0420503   5,5   11,0   8,0   1,6   5,5 

  0420503TPG   5,5   11,0   8,0   1,6   5,5 

  0420504   4,8   12,5   9,5   1,6   7,0 

  0420504TPG   4,8   12,5   9,5   1,6   7,0 

  0420600   6,0   11,5   9,0   1,5   6,0 

  0420601   6,4   14,0   9,5   2,4   7,0 

  0420601TPG   6,4   14,0   9,5   2,4   7,0 

  0420602   6,4   14,2   9,5   1,6   4,9 

  0420603   6,4   16,0   12,5   1,6   8,0 

  0420603TPG   6,4   16,0   12,5   1,6   8,0 

  0420700   8,0   14,0   10,0   1,5   8,0 

  0420701   7,0   13,5   10,0   5,9   9,7 

  0420705   10,0   18,0   12,0   1,2   8,0 

  Part no.   A   B   C   D   E 

  0420706   10,0   18,0   13,0   1,0   6,0 

  0420800   8,0   18,0   14,0   1,0   6,0 

  0420802   8,0   14,0   11,0   1,6   8,0 

  0420802TPG   8,0   14,0   11,0   1,6   8,0 

  0420803   8,0   16,0   12,5   3,0   8,0 

  0420803TPG   8,0   16,0   12,5   3,0   8,0 

  0420804   8,0   14,2   9,5   1,6   5,0 

  0420804TPG   8,0   14,2   9,5   1,6   5,0 

  0420805   8,0   14,2   9,5   1,6   8,0 

  0420805TPG   8,0   14,2   9,5   1,6   8,0 

  0420900   9,0   16,0   12,0   1,5   6,5 

  0420901   9,5   17,0   12,5   3,0   8,8 

  0420901TPG   9,5   17,0   12,5   3,0   8,8 

  0420903   9,5   17,0   12,5   1,6   7,0 

  0420903TPG   9,5   17,0   12,5   1,6   7,0 

  0421000   10,0   18,0   12,0   2,0   7,0 

  0421001   9,6   23,0   13,5   4,0   8,8 

  0421002   10,0   18,0   14,0   6,0   10,0 

  0421004   10,0   18,0   12,0   4,0   11,0 

  0421100   11,0   20,0   12,5   1,6   5,5 

  0421100TPG   11,0   20,0   12,5   1,6   5,5 

  0421101   11,0   19,0   14,2   1,6   6,4 

  0421101TPG   11,0   19,0   14,0   1,6   6,4 

  0421102   11,1   19,0   16,0   0,8   9,5 

  0421103   9,5   19,0   13,5   3,2   9,5 

  0421200   12,0   19,5   15,0   2,0   7,0 

  0421201   12,5   20,5   16,0   1,2   7,0 

  0421201TPG   12,5   20,5   16,0   1,2   7,0 

  0421202   12,5   22,0   17,5   1,6   6,4 

  0421202TPG   12,5   22,0   17,5   1,6   6,5 

  0421300   13,0   21,0   16,0   1,5   7,0 
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  Part no.   A   B   C   D   E 

  0421400   14,0   23,0   18,0   2,0   8,0 

  0421401   14,0   22,0   17,5   1,6   4,7 

  0421500   15,5   24,0   20,0   1,6   7,5 

  0421500TPG   15,5   24,0   20,0   1,6   7,5 

  0421501   15,0   25,0   18,0   2,0   9,0 

  0421600   16,0   28,0   20,0   2,0   8,0 

  0421601   16,0   24,0   19,0   1,6   6,4 

  0421601TPG   16,0   24,0   19,0   1,6   6,4 

  0421602   16,0   22,0   19,0   1,6   5,5 

  0421602TPG no longer available!

  0421800   18,0   30,0   23,0   2,0   8,0 

  0421801   18,5   31,5   25,0   1,6   8,0 

  0421801TPG   18,5   31,5   25,0   1,6   8,0 

  0421802   18,5   31,5   25,0   1,2   7,5 

  0422001   22,0   35,0   26,0   2,0   8,5 

  0422200   22,0   30,0   25,5   1,6   8,0 

  Part no.   A   B   C   D   E 

  0422200TPG   22,0   30,0   25,5   1,6   8,0 

  0422300   23,0   33,0   28,0   2,0   8,0 

  0422301   23,0   39,0   29,0   3,0   10,0 

  0422500   25,0   35,0   30,0   3,0   9,0 

  0422501   25,0   38,0   31,0   1,6   7,8 

  0422501TPG   25,0   38,0   31,0   1,6   7,8 

  0422502   25,5   44,5   30,5   3,2   10,0 

  0422503   25,5   44,5   32,0   0,8   6,5 

  0422503TPG   25,5   44,5   32,0   0,8   6,5 

  0423200   32,0   46,0   38,0   1,6   9,5 

  0423200TPG   32,0   46,0   38,0   1,6   9,5 

  0423201   32,0   46,0   38,0   3,0   11,0 

  0423201TPG   32,0   46,0   38,0   3,0   11,0 

  0424500   45,0   60,0   50,0   1,6   10,0 

  0424500TPG   45,0   60,0   50,0   1,6   10,0 

 Material: PA 6
Colour: natural 

 Cable grommets  |  End grommets for lamp sockets 

  Part no.   A   B   C   D   E 

  0171160   16   20   1,5   6   7-8 

  Part no.   A   B   C   D   E 

  0171250   25   20   1,5   6   7-8 

Material: plasticised PVC / TPG (see article no.)
Colour: black

TPG (thermoplastic rubber) is recommended for applications 
where oil and fat resistance are required or where extreme 
temperatures occur. These grommets of thermoplastic rubber can 
withstand temperatures from -40°C up to +150°C for a short time. 

Version for article 0421002 similar to quick-fit grommets 
(dimension B only one-sided)

Further types on written request. 

Cable grommets  |  Grommets 
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- Simple unilateral finger print assembly
- Protects cables and hoses from damage
- Suitable for installation in holes with previously mounted cables
- Ideal for installation of cables with pre-assembled plug

Fits wall thickness from 0,8 - 1,6 mm

Material: PA 6.6 - UL94-V2
Color: black

Cable grommets  |  Snap-fit bushes, lateral opening 

These grommets provide a dustproof and watertight seal. 
They act as a blind plug until the cable installation is required. 
Particularly designed for outdoor applications. Conform to IP67 
standard. Quick and easy to install.

Material: EPDM (* = chloroprene rubber (CR))
Colours: 
without last digits = grey
last digits 699 = black

K = cable dimensions 

Cable grommets  |  Grommets IP67 

 For the mounti ng in drilled or stamped holes. Withstand a pull-
out strength up to 155N. Protect cables and hoses. Easy, quick 
and safe. 

Max. service temperature: +105°C
Flammability: UL 94V-2 

Material: PA 6.6
Colour: black

Ø = mounti ng hole diameter
S = max. wall thickness
Colour white on writt en request.

 Cable grommets  |  Snap-fi t bushes 

  Part no.   A   B   C   D   Ø   S 

  0400001   3,2   7,9   7,9   1,6   6,4   1,6 

  0400002   4,8   9,5   7,9   1,6   7,9   1,6 

  0400003   4,8   11,9   10,3   1,6   9,5   3,2 

  0400004   6,4   11,9   10,3   1,6   9,5   3,2 

  0400005   7,1   11,9   10,3   1,6   9,5   4,3 

  0400006   6,4   13,5   10,3   1,6   11,1   3,2 

  0400007   7,9   13,5   10,3   1,6   11,1   3,2 

  0400008   6,4   14,7   10,3   1,6   12,7   3,2 

  0400009   7,9   14,7   10,3   1,6   12,7   3,2 

  0400011   7,9   16,7   10,3   1,6   14,3   3,2 

  0400010   9,5   14,7   10,3   1,6   12,7   3,2 

  0400012   9,5   16,7   10,3   1,6   14,3   3,2 

  0400013   11,1   16,7   10,3   1,6   14,3   3,2 

  0400014   11,1   18,2   10,3   1,6   15,9   3,2 

  0400026   11,1   24,2   11,5   1,6   22,2   3,2 

  0400015   12,7   18,2   10,3   1,6   15,9   3,2 

  0400016   12,7   17,9   13,5   1,6   15,9   6,4 

  0400017   12,7   19,8   10,3   1,6   17,4   3,2 

  0400019   12,7   21,4   10,3   1,6   19,1   3,2 

  0400027   12,7   24,2   11,5   1,6   22,2   3,2 

  0400018   14,3   19,8   10,3   1,6   17,4   3,2 

  0400020   14,3   21,4   10,3   1,6   19,1   3,2 

  0400023   14,3   22,6   10,3   1,6   20,6   3,2 

  Part no.   A   B   C   D   Ø   S 

  0400021   15,5   21,4   10,3   1,6   19,1   3,2 

  0400022   15,9   21,0   13,5   1,6   19,1   6,4 

  0400024   15,9   22,6   10,3   1,6   20,6   3,2 

  0400029   15,9   24,2   11,5   1,6   22,2   3,2 

  0400030   17,4   24,2   11,5   1,6   22,2   3,2 

  0400031   19,1   28,6   11,5   1,6   25,4   3,2 

  0400032   20,6   30,9   11,5   1,6   28,0   3,2 

  0400033   22,2   30,9   11,5   1,6   28,0   3,2 

  0400034   23,8   30,9   11,5   1,6   28,0   3,2 

  0400035   23,8   33,3   11,5   1,6   30,1   3,2 

  0400036   23,8   34,5   11,5   1,6   31,8   3,2 

  0400037   25,4   34,5   11,5   1,6   31,8   3,2 

  0400038   25,4   37,3   11,5   1,6   34,9   3,2 

  0400039   27,0   40,9   11,5   1,6   38,1   3,2 

  0400040   28,6   40,9   11,5   1,6   38,1   3,2 

  0400041   33,3   40,9   11,5   1,6   38,1   3,2 

  0400042   34,9   47,6   11,5   1,6   44,5   3,2 

  0400043   41,3   54,0   11,5   1,6   50,8   3,2 

  0400044   47,1   63,1   18,3   1,6   57,2   6,4 

  0400045   50,0   67,5   18,3   1,6   63,5   6,4 

  0400046   62,7   80,2   18,3   1,6   76,2   6,4 

  0400047   88,4   105,9   18,3   1,6   101,6   6,4 
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 - Simple unilateral fi nger print assembly
- Protects cables and hoses from damage
- Suitable for installati on in holes with previously mounted cables
- Ideal for installati on of cables with pre-assembled plug

Fits wall thickness from 0,8 - 1,6 mm

Material: PA 6.6 - UL94-V2
Color: black

 Cable grommets  |  Snap-fi t bushes, lateral opening 

  Part no.   A   B   C   H 

  0401007   7,0   6,0   10,4   4,8 

  0401012   12,7   10,8   16,2   5,2 

  0401016   16,0   13,0   19,3   5,2 

  0401019   19,0   15,6   22,9   5,5 

  0401021   21,0   19,0   25,0   5,6 

  0401022   22,0   19,3   25,8   5,5 

  Part no.   A   B   C   H 

  0401023   23,0   20,4   26,4   5,5 

  0401024   24,0   20,8   27,0   5,3 

  0401027   27,0   22,0   34,6   6,0 

  0401029   29,0   26,3   34,0   7,0 

  0401030   30,0   28,0   36,3   7,0 

  0401032   32,0   30,0   36,9   6,7 

 These grommets provide a dustproof and waterti ght seal. 
They act as a blind plug unti l the cable installati on is required. 
Parti cularly designed for outdoor applicati ons. Conform to IP67 
standard. Quick and easy to install.

Material: EPDM (* = chloroprene rubber (CR))
Colours: 
without last digits = grey
last digits 699 = black

K = cable dimensions 

 Cable grommets  |  Grommets IP67 

  Part no.   M/PG   Ø   S   K 

  1850012   M12/PG7   13,0   0,5-2   3-5 

  1850012699*   M12/PG7   13,0   0,5-2,0   3-5 

  1850016   M16/PG9   16,0   1,0-4,0   5-7 

  1850016699*   M16/PG9   16,0   1,0-4,0   5-7 

  1850019   PG11   19,0   1,0-4,0   7-10 

  1850019699*   PG11   19,0   1,0-4,0   7-10 

  1850020   M20   20,5   1,0-4,0   8-12 

  1850020699*   M20   20,5   1,0-4,0   8-12 

  1850023   PG16   23,0   1,0-4,0   10-14 

  1850023699*   PG16   23,0   1,0-4,0   10-14 

  1850025   M25   25,5   1,0-4,0   8-12 

  Part no.   M/PG   Ø   S   K 

  1850025699*   M25   25,5   1,0-4,0   8-12 

  1850029   PG21   29,0   1,0-4,0   14-20 

  1850029699   PG21   29,0   1,0-4,0   14-20 

  1850032   M32   32,5   1,0-4,0   15-20 

  1850032699*   M32   32,5   1,0-4,0   15-20 

  1850036   PG36   48,0   1,0-4,0   26-35 

  1850036699   PG36   48,0   1,0-4,0   26-35 

  1850038   PG29   38,0   1,0-4,0   20-26 

  1850038699   PG29   38,0   1,0-4,0   20-26 

  1850040   M40   40,5   1,0-4,0   15-20 

  1850040699*   M40   40,5   1,0-4,0   15-20 

For the mounting in drilled or stamped holes. Withstand a pull-
out strength up to 155N. Protect cables and hoses. Easy, quick 
and safe. 

Max. service temperature: +105°C
Flammability: UL 94V-2 

Material: PA 6.6
Colour: black

Ø = mounting hole diameter 
S = max. wall thickness
Colour white on written request. 

Cable grommets  |  Snap-fit bushes 

www.METALIKA-KACIN.com



www.emico.dePage |  192

 Cable accessories 

Quick and easy mounting by means of hand or pneumatic tools. 
Fixing, isolation and protection of electric cables at the housing 
outlet. All types are UL and CSA approved. 

Flammability rating: UL 94V-2
Max. service temperature: +105°C 

Material: PA 6.6
Colour: black

K = cable dimensions
Further types on written request. 

Cable grommets  |  Cable strain reliefs 

Material: LDPE
Colour: natural 

Cable grommets  |  Cable protection grommets 

 These grommets are especially designed to snap into positi on 
properly and quickly. 

C = sheet thickness in mm 

Material: PVC
Colour: black 

 Cable grommets  |  Quick-fi t grommets type 1 

 Part no.   A   B   C 

 1290200   6   10   1,5 

 1290210   6   10   2,0 

 1290220   6   10   3,0 

 1290201   7   11   1,5 

 1290211   7   11   2,0 

 1290221   7   11   3,0 

 1290202   8   12   1,5 

 1290212   8   12   2,0 

 1290222   8   12   3,0 

 1290203   10   14   1,5 

 Part no.   A   B   C 

 1290213   10   14   2,0 

 1290223   10   14   3,0 

 1290204   12   16   1,5 

 1290214   12   16   2,0 

 1290224   12   16   3,0 

 1290205   14   18   1,5 

 1290215   14   18   2,0 

 1290225   14   18   3,0 

 1290206   16   20   1,5 

 1290216   16   20   2,0 

 Part no.   A   B   C 

 1290226   16   20   3,0 

 1290207   18   22   1,5 

 1290217   18   22   2,0 

 1290227   18   22   3,0 

 1290208   22   26   1,5 

 1290218   22   26   2,0 

 1290228   22   26   3,0 

 1290209   24   28   1,5 

 1290219   24   28   2,0 

 1290229   24   28   3,0 

 These grommets prevent cables/pipes from being damaged when 
passing them through a component hole. 
Furthermore, they avoid ingress of water and dust if they 
correspond to the diameter of the cable/pipe. 

Material: see X
Colour: black (* = natural) 

 Cable grommets  |  Quick-fi t grommets type 2 

  Part no.   A   B   C   X 

  1291006   4,8-5,1   40   1,0-1,5   PP/EPDM 

  1291004   7,0   28   0,5-2,0   PE 

  1291001   7,2-7,8   10   0,5-1,5   PE 

  1291003*   12,0   16   0,5-2,5   PE 

  Part no.   A   B   C   X 

  1291005   14,0   28   0,5-2,0   PE 

  1291007   18,0   30   1,2   TPG 

  1291002*   25,0   28   0,5-2,0   PE 
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 Quick and easy mounti ng by means of hand or pneumati c tools. 
Fixing, isolati on and protecti on of electric cables at the housing 
outlet. All types are UL and CSA approved. 

Flammability rati ng: UL 94V-2
Max. service temperature: +105°C 

Material: PA 6.6
Colour: black

K = cable dimensions
Further types on writt en request. 

 Cable grommets  |  Cable strain reliefs 

  Part no.   K   A   B   C   D 

  1210001   2,8x5,3   10,3   1,6   9,5   8,8 

  1210002   3,0x5,6   10,3   1,6   11,1   9,9 

  1210003   2,8x5,3   10,3   3,2   9,5   8,8 

  1210004   3,0x5,6   10,3   2,5   11,1   9,9 

  1210005   3,8x7,6   10,3   1,6   12,7   11,8 

  1210006   4,1x8,6   12,7   2,4   12,7-13,1   11,7 

  1210007   5,0x10,4   15,5   1,6   14,3   13,5 

  1210008   5,0x10,4   15,5   3,2   14,3   13,5 

  1210009   6,4x7,4   11,1   1,6   12,7-13,1   11,4 

  Part no.   K   A   B   C   D 

  1210010   6,4x7,4   11,1   2,5   12,7-13,1   11,4 

  1210011   Ø 7,6   11,1   2,3   12,7   11,8 

  1210012   Ø 7,6   14,7   1,6   15,9   14,0 

  1210013   Ø 7,6   14,7   3,2   15,9   14,0 

  1210014   8,3x9,1   14,7   1,6   15,9   14,0 

  1210015   8,3x9,1   14,7   3,2   15,9   14,0 

  1210016   9,1x10,9   19,0   3,2   19,0-19,8   16,8 

  1210017   10,8x12,1   20,6   3,2   22,2   21,3 

  1210018   15,2x16,3   25,4   7,1   27,7-28,6   25,4 

 Material: LDPE
Colour: natural 

 Cable grommets  |  Cable protecti on grommets 

  Part no.   A   B   C   D   E 

  0170070   12   8,5   6   2   7-8 

These grommets are especially designed to snap into position 
properly and quickly. 

C = sheet thickness in mm 

Material: PVC
Colour: black 

Cable grommets  |  Quick-fit grommets type 1 

These grommets prevent cables/pipes from being damaged when 
passing them through a component hole. 
Furthermore, they avoid ingress of water and dust if they 
correspond to the diameter of the cable/pipe. 

Material: see X
Colour: black (* = natural) 

Cable grommets  |  Quick-fit grommets type 2 
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 Cable accessories 

IP 68 - 5 bar. Waterproof, self-locking. 
Operating temperature range: -25°C until +100°C 

Material: PA 6.6
Colour: 
without last digits = grey ~RAL 7035
last digits 599 = black ~RAL 9005 

Kb = Clamping range

Colour RAL 7001 on written request. 

Cable glands DIN EN 50262  |  Cable glands 

Material: LDPE
Colour: grey ~RAL 7035 

Some sizes are available in two types: 
without hole (last digits 00) 
with hole (last digits 01) 

Cable glands DIN EN 50262  |  Hex head plugs 

 Without collar. Together with our cable gland according to DIN EN 
62444. 

Material: PA 6 30% glass fi bre reinforced
Colours: 
without last digits = grey ~RAL 7035 
last digits 599 = black ~RAL 9005 

 Cable glands DIN EN 62444  |  Locknuts 

 Part no.   A   B   SW 

 1261200   M12x1,5   5   17 

 1261200599   M12x1,5   5   17 

 1261600   M16x1,5   5   22 

 1261600599   M16x1,5   5   22 

 1262000   M20x1,5   6   26 

 1262000599   M20x1,5   6   26 

 Part no.   A   B   SW 

 1262500   M25x1,5   6   32 

 1262500599   M25x1,5   6   32 

 1263200   M32x1,5   7   41 

 1263200599   M32x1,5   7   41 

 1264000   M40x1,5   7   50 

 1264000599   M40x1,5   7   50 

 Part no.   A   B   SW 

 1265000   M50x1,5   8   60 

 1265000599   M50x1,5   8   60 

 1266300   M63x1,5   8   75 

 1266300599   M63x1,5   8   75 

 Material: PA
Colours: 
without last digits = grey ~RAL 7035
last digits 699 = black ~RAL 9005 

 Cable glands DIN EN 62444  |  Locking screws 

  Part no.   A   B   C   D 

  1271200   M12x1,5   6   17   3,0 

  1271200699   M12x1,5   6   17   3,0 

  1271600   M16x1,5   6   22   4,0 

  1271600699   M16x1,5   6   22   4,0 

  1272000   M20x1,5   6   25   4,0 

  1272000699   M20x1,5   6   25   4,0 

  1272500   M25x1,5   7   31   4,5 

  1272500699   M25x1,5   7   31   4,5 

  Part no.   A   B   C   D 

  1273200   M32x1,5   8   38   5,0 

  1273200699   M32x1,5   8   38   5,0 

  1274000   M40x1,5   9   48   5,0 

  1274000699   M40x1,5   9   48   5,0 

  1275000   M50x1,5   10   60   5,0 

  1275000699   M50x1,5   10   60   5,0 

  1276300   M63x1,5   12   75   6,0 

  1276300699   M63x1,5   12   75   6,0 
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 Cable accessories 

 IP 68 - 5 bar. Waterproof, self-locking. 
Operati ng temperature range: -25°C unti l +100°C 

Material: PA 6.6
Colour: 
without last digits = grey ~RAL 7035
last digits 599 = black ~RAL 9005 

Kb = Clamping range

Colour RAL 7001 on writt en request. 

 Cable glands DIN EN 62444  |  Cable glands 

  Part no.   A   B   C   Kb   Nm   SW 

  1240012   M12x1,5   8   20   2-6,5   2,0   15 

  1240012599   M12x1,5   8   20   2-6,5   2,0   15 

  1240016   M16x1,5   8   23   4-10   2,5   20 

  1240016599   M16x1,5   8   23   4-10   2,5   20 

  1240020   M20x1,5   9   27   6-12   4,0   24 

  1240020599   M20x1,5   9   27   6-12   4,0   24 

  1240021   M20x1,5   9   28   7-14   4,0   27 

  1240021599   M20x1,5   9   28   7-14   4,0   27 

  1240025   M25x1,5   11   33   9-16   6,0   28 

  Part no.   A   B   C   Kb   Nm   SW 

  1240025599   M25x1,5   11   33   9-16   6,0   28 

  1240032   M32x1,5   11   39   10-21   7,0   36 

  1240032599   M32x1,5   11   39   10-21   7,0   36 

  1240040   M40x1,5   11   43   16-28   7,5   46 

  1240040599   M40x1,5   11   43   16-28   7,5   46 

  1240050   M50x1,5   13   50   21-34,5   8,0   53 

  1240050599   M50x1,5   13   50   21-34,5   8,0   53 

  1240063   M63x1,5   17   55   30-44,5   9,0   65 

  1240063599   M63x1,5   17   55   30-44,5   9,0   65 

 Material: LDPE
Colour: grey ~RAL 7035 

Some sizes are available in two types: 
without hole (last digits 00) 
with hole (last digits 01) 

 Cable glands DIN EN 62444  |  Hex head plugs 

  Part no.   A   B   C   D   SW 

  1251600   M16x1,5   4,5   20,0   10,0   15 

  1251601   M16x1,5   4,5   20,0   10,0   15 

  1252000   M20x1,5   7,5   24,0   12,0   19 

  1252001   M20x1,5   7,5   24,0   12,0   19 

  1252500   M25x1,5   8,0   29,5   12,0   24 

  Part no.   A   B   C   D   SW 

  1252501   M25x1,5   8,0   29,5   12,0   24 

  1253200   M32x1,5   9,0   37,5   14,0   30 

  1254000   M40x1,5   15,0   45,5   16,0   37 

  1255000   M50x1,5   20+28   55,5   17,5   46 

  1256300   M63x1,5   22+33   68,5   20,0   56 

Without collar. Together with our cable gland according to DIN EN 
50262. 

Material: PA 6 30% glass fibre reinforced
Colours: 
without last digits = grey ~RAL 7035 
last digits 599 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locknuts 

Material: PA
Colours: 
without last digits = grey ~RAL 7035
last digits 699 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locking screws 
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