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Advantages

■■ For head Ø28mm see product 
system 1-083, 1-095, 1-100, 
1-120, 1-121, 1-210, 7-080 
and 7-082.

■■ For head Ø30/32mm see pro-
duct system 1-077, 1-081, 
1-085, 1-086, 1-092, 1-100, 
1-110, 1-120, 1-200, 7-080.01 
and 7-084.

■■ With Logo on request.

■■ By using a finger pull the 
 H-dimension changes by 
2mm.

Materials

■■ Finger Pull: PA, black

Remarks

1. = Area for company name or 
logo

Accessories Quarter-Turn
  Part Number Name Recess for label Material Surface

a) 200-4703.03-00000 Finger pull Ø28 No PA black
a) 200-4704.03-00000 Finger pull Ø28 Yes PA black
b) 200-4705.03-00000 Finger pull Ø32 No PA black
b) 200-4706.03-00000 Finger pull Ø32 Yes PA black

Finger Pull for Quarter-Turn Pr20.1 [1-270.01]
Advantages

■■ Dust caps for head Ø28mm - 
Ø32mm. 

■■ Material TPU: Excellent resis-
tance to pure mineral oils and 
greases. 

■■ Sealing plugs for inner 
 diameter Ø16.1mm.

Materials

■■ Dust cap: PP or TPU, black

■■ Sealing Plug: NBR+PVC, 
black

Remarks

When using the dust cap a) 
the H-dimension changes by 
1.2mm. 

When using the dust cap b), the 
H dimension changes by 2.8mm. 
(The dust cap is equipped with 
sealing ribs (t=3.2mm) which are 
compressed to t=2.8mm with a 
tightening torque of 15Nm.)

The sealing plug c) is only for 
out-side triangular respectively 
square insert!

Accessories Quarter-Turn
  Part Number Name According to DIN EN 60529 Material Temperature range

a) 200-4101.00-00000 Dust cap IP65 PP 0° to +80°C
b) 200-4103.00-00000 Dust cap IP65/67 TPU -40° to +100°C
c) 292-0606.00-00000 Sealing plug IP65 NBR+PVC

Dust Caps and Sealing Plug Pr20.1 [1-270]
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Advantages

■■ Polyamide lock cover for PHZ 
or KABA-cylinders and Quar-
ter-turns.

■■ 180° Opening angle.

■■ Cover is locked by Quar-
ter-turn with bolt.

■■ Polyamide lock covers g), o) 
and p): Opening angle of 
170°, springloaded covers.

■■ Spacer

■■ q), q1), q2): for PHZ and 
KABA-cylinders and 
 Quarter-Turns

■■ r): only for PHZ.

Materials

■■ Lower part, cover and small 
quarter-turn: PA, grey or 
white RAL 7032, RAL 7035 or 
RAL 9003

a) to d) 

■■ Shaft: stainless steel AISI 304

k) 

■■ Shaft: steel, zinc plated

g), o) and p) 

■■ Spring: stainless steel  
AISI 301

■■ Shaft: stainless steel AISI 303

e), f), l), m) and n) 

■■ Quarter-turn part and bolt: 
brass, nickel plated

■■ Shaft: steel, zinc plated

q), q1), q2) and r) 

■■ Spacer: PA, grey or white 
RAL 7032, RAL 7035 or  
RAL 9003

Accessories Latches, PA
  Part Number Name Surface Sealable Screwing type

a) 237-9001.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes
b) 237-9051.00-00000 Polyamide lock cover for profile-cylinder light grey RAL 7035 with countersunk holes
c) 237-9031.00-00000 Polyamide lock cover for profile-cylinder signal white RAL 9003 with countersunk holes
d) 237-8031.00-00000 Polyamide lock cover for profile-cylinder signal white RAL 9003 with blind holes Ø3.1
e) 237-9101.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 Yes with countersunk holes
f) 237-9103.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 Yes with bushings M4
g) 237-8002.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes
k) 237-9002.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes

l) 237-8004.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
light grey RAL 7035 with bushings M4

m) 237-9154.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
light grey RAL 7035 Yes with bushings M4

n) 237-9102.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
pebbel grey RAL 7032 Yes with countersunk holes

o) 237-9303.00-00000
Polyamide lock cover for round cylinder Ø22 or 

quarter-turn housing Ø28
pebbel grey RAL 7032 with countersunk holes

p) 237-9304.00-00000 Polyamide lock cover for profile-cylinder pebbel grey RAL 7032 with countersunk holes
q) 237-0401.06-07032 Spacer 5mm thick pebbel grey RAL 7032
q1) 237-0401.06-07035 Spacer 5mm thick light grey RAL 7035
q2) 237-0401.06-09003 Spacer 5mm thick signal white RAL 9003
r) 237-0402.06-07032 Spacer 2mm thick pebbel grey RAL 7032

Polyamide Lock Cover [6-115]
Advantages

■■ Plastic bolt lock.

■■ Install with polyamide lock 
covers see product system 
6-115.

■■ Profile-cylinder see product 
system 2-140 a) and f).

Materials

■■ Bolt lock, complete.:  
POM, natural

Bolt Lock
  Part Number Version Stroke

a) 228-9201.00-00000 Bolt 22mm 14 mm
b) 228-9202.00-00000 Bolt 14mm 14 mm

Bolt Lock [6-114]

La
tc

he
s

La
tc

he
s

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.com


	25_Zascita_zapiral_proti_vodi_in_prahu
	Strani iz DIRAK_kompletA4

