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Advantages

■■ Round rods in standard length 
and variable lengths for adap-
ter.

■■ With rollers, dimension L up to 
top of roller.

■■ Round rods in standard 
length: from stock.

■■ Round rods in variable 
lengths: minimum order quan-
tity 200 pieces.

Materials

■■ Round rods: steel,  
zinc plated

■■ Rollers: PA, black

■■ Rivet: steel, zinc plated

Round Rods for adapter
  Part Number Version Length Rod diameter Ø

a) 201-9001.00-00000 with rollers 400 mm 8 mm
a) 201-9020.00-00500 with rollers 500 mm 8 mm
a) 201-9002.00-00000 with rollers 600 mm 8 mm
a) 201-9020.00-00700 with rollers 700 mm 8 mm
a) 201-9003.00-00000 with rollers 800 mm 8 mm
a) 201-9020.00-00900 with rollers 900 mm 8 mm
a) 201-9004.00-00000 with rollers 1000 mm 8 mm
a) 201-9020.00-01100 with rollers 1100 mm 8 mm
a) 201-9005.00-00000 with rollers 1200 mm 8 mm
a) 201-9020.00-Lxxmm with rollers variable 8 mm

Accessories

c) 1-181.01 Adapter for Round Rods
b) 1-181 Adapter PA for Round Rods

Round Rods for Adapter [1-180]
Advantages

■■ Round rods in standard length 
and variable lengths with 
pressed eye.

■■ With a flat end.

■■ With chamfered end.

■■ With rollers, dimension L up to 
top of roller.

■■ Round rods in standard 
length: from stock.

■■ Round rods in variable 
lengths: minimum order quan-
tity 200 pieces.

Materials

■■ Round rods: steel, zinc plated

Round Rods
  Part Number Version Length Rod diameter Ø

a) 201-0102.00-00000 with eye 400 mm 8 mm
a) 201-0103.00-00000 with eye 500 mm 8 mm
a) 201-0104.00-00000 with eye 600 mm 8 mm
a) 201-0105.00-00000 with eye 700 mm 8 mm
a) 201-0106.00-00000 with eye 800 mm 8 mm
a) 201-0107.00-00000 with eye 900 mm 8 mm
a) 201-0108.00-00000 with eye 1000 mm 8 mm
a) 201-0109.00-00000 with eye 1100 mm 8 mm
a) 201-0110.00-00000 with eye 1200 mm 8 mm
a) 201-0112.00-Lxxmm with eye variable 8 mm
b) 201-0111.00-Lxxmm with eye and chamfered end variable 8 mm
c) 201-9006.00-Lxxmm with eye and rollers variable 8 mm

Round Rod with Eye [1-170]

Sw
in

gh
an

dl
es

 
Ac

ce
ss

or
ie

s

Sw
in

gh
an

dl
es

 
Ac

ce
ss

or
ie

s

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

 w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.comwww.METALIKA-KACIN.com



280 | www.DIRAK.comSwinghandles accessories | 281Swinghandles accessories

Advantages

■■ Adapter for 2-point and 
3-point cams.

■■ For assembly of round rods 
(Ø8mm and Ø10mm).

■■ The round rod is tightened in 
the adapter.

■■ The adapter is fixed with a 
c-clip to the 2-point or 3-point 
cam.

Materials

■■ Adapter: zinc die

■■ Setscrew: stainless steel

Remarks

Advantages:

1. Standard length round rods 
can be ordered without the eye.

2. Round rods can be shortened 
on request. 

(Caution: Please note the 
14mm(0.551) difference in 
length).

Adapter for Round Rods
  Part Number Rod diameter Ø Material Fastening type

a) 200-9601.00-00000 8 mm zinc die screw-on
b) 200-9604.00-00000 10 mm zinc die screw-on

Adapter zinc die for Round Rods [1-181.01]
Advantages

■■ Quick, tool-less installation, 
of the adapter on round rods 
(Ø8mm/0.315) through integ-
rated one-way clamping ring.

■■ With clip-in installation for 
3-point cam, rattle-free fas-
tening.

■■ The clamping fingers spring 
into the stud groove.

■■ The adapter is non-detacha-
ble.

■■ This adapter should be used 
only with quarter-turns or 
swinghandles that turn a 
maximum of 90 degrees.

Materials

■■ Apter: PA, black

■■ Clamping ring: spring steel

Remarks

Advantages:

1. Standard length round rods, 
without eyelets, can be applied.

2. Rods are cut to length (mind 
the 14mm/0.551).

3. Easy, cost-saving installation 
without the use of c-clips.

4. No complex or time-consu-
ming installation.

Adapter for Round Rods
Part Number Fastening type Quick-fit Rod diameter Ø

200-9621.00-00000 tool-less Yes 8 mm

Adapter PA for Round Rods [1-181]
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Advantages

■■ Rod guide is pushed onto the 
knurled nut and can be instal-
led therefore pre-assembled.

■■ Tool-less adjustment with 
knurled nut.

■■ Readjustment possible at any 
time.

■■ Dismantling of the rod for 
height adjustment not neces-
sary.

■■ Usable for studs M6 from  
14 to 21mm.

■■ Adjustment range up to max. 
8mm.

■■ RH / LH application.

Materials

■■ Rod guide and knurled nut: 
PA, black

Remarks

1. = Rod guide 

2. = Knurled nut 

3. = Stud 

4. = Round rod

Rod guide
Part Number Height adjustable Adjustment range Packaging unit

200-9633.00-00000 Yes max. 8 mm 10 pcs.

Height-adjustable Rod Guide with Knurled Nut [1-191]
Advantages

■■ Round rods with standard or 
customised lengths, different 
versions.

■■ Minimum order quantity:  
200 pieces.

■■ Calculation of Rod,  
see www.dirak.com.

■■ Attention:

■■ Dimension L measured to top 
of roller!

■■ Order example for round rods 
with eye and rollers, length 
L=840mm:  
201-9026.00-00840

Materials

■■ Round rods and rivet:  
stainless steel AISI 304

■■ Rollers: PA, black

■■ Adapter: stainless steel  
AISI 303

Round Rods
  Part Number Name Version Rod diameter Ø

a) 201-9010.00-00000 Round rod 600mm with rollers 8 mm
a) 201-9011.00-00000 Round rod 700mm with rollers 8 mm
a) 201-9012.00-00000 Round rod 800mm with rollers 8 mm
a) 201-9013.00-00000 Round rod 900mm with rollers 8 mm
a) 201-9014.00-00000 Round rod 1000mm with rollers 8 mm
a) 201-9015.00-00000 Round rod 1100mm with rollers 8 mm
a) 201-9016.00-00000 Round rod 1200mm with rollers 8 mm

Round rods, variable length
  Part Number Version Rod diameter Ø

b) 201-0111.04-Lxxmm with eye and chamfered end 8 mm
c) 201-0112.04-Lxxmm with eye 8 mm
e) 201-9037.00-Lxxmm with rollers 8 mm
d) 201-9026.00-Lxxmm with eye and rollers 8 mm

Adapter for Round Rods
  Part Number Rod diameter Ø Material Fastening type

f) 200-9603.00-00000 8 mm stainless steel screw-on

Round Rods Stainless Steel [7-106]
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Advantages

■■ Rod Guide for 8mm (0.315) 
round rods for installation 
without tools on weld-stud 
M6x20mm.

■■ The rod guide has to be pla-
ced over the weld stud and 
then pushed onto the thread 
until a "click" is audible. It is 
locked now in the final posi-
tion.

■■ The rod guide must be instal-
led as shown in the figure.

■■ Visual inspection possible 
from above through openings.

■■ The rod guide can be remo-
ved from the threaded stud by 
inserting a flat head screw-
driver, pushing the jaws apart 
and sliding the rod guide out.

Materials

■■ Rod guide: PA6, black

Remarks

Completely pre-assembled rod 
latches (including 3-point cam, 
round rod, rollers and rod guide) 
can also be mounted with this 
rod guide, as the rod guide is 
simply pushed over the weld 
stud.
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door bending

DIRAK Logo

The spring jaws 
must always be
snug against the
threaded stud

Installation direction always
away from the door bending

final position

In order to achieve maximum holding force on the weld stud,
the side showing the DIRAK logo must face the door bending
and the weld-stud should be free of paint.

1. 2. 3.

Operation on weld-stud

Example of application

weld-stud M6

34(1.339)

A

Rod guide
  Part Number A = bending Height H Length L Version Fastening type Material

a) 200-3616.54-00000 A24 35 mm 23.5 mm Round rod quick assembling PA
b) 200-3617.54-00000 A26 37 mm 25.5 mm Round rod quick assembling PA
c) 200-3618.54-00000 A28 39 mm 27.5 mm Round rod quick assembling PA

Rod Guide RS [1-193]
Advantages

■■ With molded thread.

■■ Screwed onto a weld stud or 
weld-on screw.

■■ The round shape of the hole 
allows free swivelling even 
with very short rods.

Materials

■■ Rod guide: PA, black

Remarks

1. = Length of the weld studs or 
screws M6:

16mm for A20,

20mm for A24/A26,

25mm for A28

Rod guide
Part Number Version Height H Length L A = bending Fastening type

200-3623.51-00000 Round rod 32 mm 20 mm A20 screwed on
200-3624.51-00000 Round rod 36 mm 24 mm A24 screwed on
200-3625.51-00000 Round rod 38 mm 26 mm A26 screwed on
200-3626.51-00000 Round rod 40 mm 28 mm A28 screwed on

Rod Guides for 8mm Round Rods [1-190]
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Advantages

■■ Rod guides for 8mm round 
rods.

■■ Version a) adjustable in height 
to compensate production 
tolerances or if sealing has set

■■ The rod guide can be adjusted 
in height by a slotted insert 
(max.12 x 2 mm).

■■ With this rod guide even 
completely pre-assembled 
rod-latch systems can be 
installed, because the rod 
guide can be screwed onto 
the thread of the weld studs 
M6, by turning the threaded 
sleeve.

■■ The round shape of the hole 
allows free swivelling even 
with very short rods.

■■ Stainless steel version see 
product system 7-912.

Materials

■■ Rod guide: PA, black

■■ Adjusting Sleeve: steel,  
zinc plated 

■■ Snap ring: stainless steel

Remarks

Adjustment depending on the 
lenght of the weld stud:  

M6 x 14 +5/-1mm, 

M6 x 16 +5/-3mm, 

M6 x 18 +5/-5mm, 

M6 x 20 +5/-7mm

Rod guide
  Part Number Height adjustable Adjustment range Version Fastening type Material

a) 200-9615.00-00000 Yes max. + 5 mm RS screwed on PA
b) 200-3606.03-00000 RS screwed on PA

Accessories

c) 203-0605.03-00000 Bushings

Rod Guides [1-192]
Advantages

■■ Rod guide with adjustable 
height for 8 mm round rods, to 
compensate production tole-
rances, or if sealing has set.

■■ Slotted insert  
(max.12 x 2 mm).

■■ With this rod guide even 
completely pre-assembled 
rod latch systems can be 
installed, because the rod 
guide can be screwed onto 
the thread of the weld studs 
M6 by turning the threaded 
sleeve.

■■ The round shape of the hole 
allows free swivelling even 
with very short rods.

■■ PA version see product- 
system 1-192.

Materials

■■ Rod guide: stainless steel 
AISI 316

■■ Adjusting screw: stainless 
steel AISI 303

■■ C-clip and wave washer: 
stainless steel

Remarks

Adjustment depending on the 
lenght of the weld stud: 

M6 x 14 +5/-1 mm, 

M6 x 16 +5/-3 mm, 

M6 x 18 +5/-5 mm, 

M6 x 20 +5/-7 mm

Rod guide
Part Number Version Fastening type Height adjustable Material Adjustment range

200-9623.00-00000 RS screwed on Yes stainless steel max. + 5 mm

Rod Guide, height adjustable Stainless Steel [7-912]
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Cams, L35, H-dimensions
Part Number  Gl12  Gl18  Gl20  Gl22  Gl30  Gl32  Gl36  Gl40  Gl42  Gl46  Gl50  Gl56  Gl60  Gl66

200-0606.00-00000 6 mm 8 mm 10 mm 18 mm 20 mm 24 mm 28 mm 30 mm 34 mm 38 mm 44 mm 48 mm 54 mm
200-0608.00-00000 8 mm 10 mm 12 mm 20 mm 22 mm 26 mm 30 mm 32 mm 36 mm 40 mm 46 mm 50 mm 56 mm
200-0610.00-00000 10 mm 12 mm 14 mm 22 mm 24 mm 28 mm 32 mm 34 mm 38 mm 42 mm 48 mm 52 mm 58 mm
200-0613.00-00000 6 mm 13 mm 15 mm 17 mm 25 mm 27 mm 31 mm 35 mm 37 mm 41 mm 45 mm 51 mm 55 mm 61 mm
200-0614.00-00000 8 mm 14 mm 16 mm 18 mm 26 mm 28 mm 32 mm 36 mm 38 mm 42 mm 46 mm 52 mm 56 mm 62 mm
200-0616.00-00000 10 mm 16 mm 18 mm 20 mm 28 mm 30 mm 34 mm 38 mm 40 mm 44 mm 48 mm 54 mm 58 mm 64 mm
200-0618.00-00000 12 mm 18 mm 20 mm 22 mm 30 mm 32 mm 36 mm 40 mm 42 mm 46 mm 50 mm 56 mm 60 mm 66 mm
200-0620.00-00000 14 mm 20 mm 22 mm 24 mm 32 mm 34 mm 38 mm 42 mm 44 mm 48 mm 52 mm 58 mm 62 mm 68 mm
200-0622.00-00000 16 mm 22 mm 24 mm 26 mm 34 mm 36 mm 40 mm 44 mm 46 mm 50 mm 54 mm 60 mm 64 mm 70 mm
200-0624.00-00000 18 mm 24 mm 26 mm 28 mm 36 mm 38 mm 42 mm 46 mm 48 mm 52 mm 56 mm 62 mm 66 mm 72 mm
200-0625.00-00000 19 mm 25 mm 27 mm 29 mm 37 mm 39 mm 43 mm 47 mm 49 mm 53 mm 57 mm 63 mm 67 mm 73 mm
200-0626.00-00000 20 mm 26 mm 28 mm 30 mm 38 mm 40 mm 44 mm 48 mm 50 mm 54 mm 58 mm 64 mm 68 mm 74 mm
200-0628.00-00000 22 mm 28 mm 30 mm 32 mm 40 mm 42 mm 46 mm 50 mm 52 mm 56 mm 60 mm 66 mm 70 mm 76 mm
200-0630.00-00000 24 mm 30 mm 32 mm 34 mm 42 mm 44 mm 48 mm 52 mm 54 mm 58 mm 62 mm 68 mm 72 mm 78 mm
200-0635.00-00000 29 mm 35 mm 37 mm 39 mm 47 mm 49 mm 53 mm 57 mm 59 mm 63 mm 67 mm 73 mm 77 mm 83 mm
200-0638.00-00000 32 mm 38 mm 40 mm 42 mm 50 mm 52 mm 56 mm 60 mm 62 mm 66 mm 70 mm 76 mm 80 mm 86 mm
200-0640.00-00000 34 mm 40 mm 42 mm 44 mm 52 mm 54 mm 58 mm 62 mm 64 mm 68 mm 72 mm 78 mm 82 mm 88 mm
200-0642.00-00000 36 mm 42 mm 44 mm 46 mm 54 mm 56 mm 60 mm 64 mm 66 mm 70 mm 74 mm 80 mm 84 mm 90 mm
200-0644.00-00000 38 mm 44 mm 46 mm 48 mm 56 mm 58 mm 62 mm 66 mm 68 mm 72 mm 76 mm 82 mm 86 mm 92 mm

3-Point Cam, H-dimensions
Part Number  Gl12  Gl18  Gl20  Gl22  Gl30  Gl32  Gl36  Gl40  Gl42  Gl46  Gl50  Gl56  Gl60  Gl66

200-9504.00-00000 4 mm 6 mm 8 mm 16 mm 18 mm 22 mm 26 mm 28 mm 32 mm 36 mm 42 mm 46 mm 52 mm
200-9506.00-00000 6 mm 8 mm 10 mm 18 mm 20 mm 24 mm 28 mm 30 mm 34 mm 38 mm 44 mm 48 mm 54 mm
200-9508.00-00000 8 mm 10 mm 12 mm 20 mm 22 mm 26 mm 30 mm 32 mm 36 mm 40 mm 46 mm 50 mm 56 mm
200-9510.00-00000 10 mm 12 mm 14 mm 22 mm 24 mm 28 mm 32 mm 34 mm 38 mm 42 mm 48 mm 52 mm 58 mm
200-9513.00-00000 6 mm 13 mm 15 mm 17 mm 25 mm 27 mm 31 mm 35 mm 37 mm 41 mm 45 mm 51 mm 55 mm 61 mm
200-9514.00-00000 8 mm 14 mm 16 mm 18 mm 26 mm 28 mm 32 mm 36 mm 38 mm 42 mm 46 mm 52 mm 56 mm 62 mm
200-9516.00-00000 10 mm 16 mm 18 mm 20 mm 28 mm 30 mm 34 mm 38 mm 40 mm 44 mm 48 mm 54 mm 58 mm 64 mm
200-9518.00-00000 12 mm 18 mm 20 mm 22 mm 30 mm 32 mm 36 mm 40 mm 42 mm 46 mm 50 mm 56 mm 60 mm 66 mm
200-9520.00-00000 14 mm 20 mm 22 mm 24 mm 32 mm 34 mm 38 mm 42 mm 44 mm 48 mm 52 mm 58 mm 62 mm 68 mm
200-9522.00-00000 16 mm 22 mm 24 mm 26 mm 34 mm 36 mm 40 mm 44 mm 46 mm 50 mm 54 mm 60 mm 64 mm 70 mm
200-9524.00-00000 18 mm 24 mm 26 mm 28 mm 36 mm 38 mm 42 mm 46 mm 48 mm 52 mm 56 mm 62 mm 66 mm 72 mm
200-9525.00-00000 19 mm 25 mm 27 mm 29 mm 37 mm 39 mm 43 mm 47 mm 49 mm 53 mm 57 mm 63 mm 67 mm 73 mm
200-9526.00-00000 20 mm 26 mm 28 mm 30 mm 38 mm 40 mm 44 mm 48 mm 50 mm 54 mm 58 mm 64 mm 68 mm 74 mm
200-9528.00-00000 22 mm 28 mm 30 mm 32 mm 40 mm 42 mm 46 mm 50 mm 52 mm 56 mm 60 mm 66 mm 70 mm 76 mm
200-9530.00-00000 24 mm 30 mm 32 mm 34 mm 42 mm 44 mm 48 mm 52 mm 54 mm 58 mm 62 mm 68 mm 72 mm 78 mm
200-9532.00-00000 26 mm 32 mm 34 mm 36 mm 44 mm 46 mm 50 mm 54 mm 56 mm 60 mm 64 mm 70 mm 74 mm 80 mm
200-9534.00-00000 28 mm 34 mm 36 mm 38 mm 46 mm 48 mm 52 mm 56 mm 58 mm 62 mm 66 mm 72 mm 76 mm 82 mm
200-9535.00-00000 29 mm 35 mm 37 mm 39 mm 47 mm 49 mm 53 mm 57 mm 59 mm 63 mm 67 mm 73 mm 77 mm 83 mm
200-9536.00-00000 30 mm 36 mm 38 mm 40 mm 48 mm 50 mm 54 mm 58 mm 60 mm 64 mm 68 mm 74 mm 78 mm 84 mm
200-9538.00-00000 32 mm 38 mm 40 mm 42 mm 50 mm 52 mm 56 mm 60 mm 62 mm 66 mm 70 mm 76 mm 80 mm 86 mm
200-9540.00-00000 34 mm 40 mm 42 mm 44 mm 52 mm 54 mm 58 mm 62 mm 64 mm 68 mm 72 mm 78 mm 82 mm 88 mm
200-9542.00-00000 36 mm 42 mm 44 mm 46 mm 54 mm 56 mm 60 mm 64 mm 66 mm 70 mm 74 mm 80 mm 84 mm 90 mm
200-9544.00-00000 38 mm 44 mm 46 mm 48 mm 56 mm 58 mm 62 mm 66 mm 68 mm 72 mm 76 mm 82 mm 86 mm 92 mm
200-9545.00-00000 39 mm 45 mm 47 mm 49 mm 57 mm 59 mm 63 mm 67 mm 69 mm 73 mm 77 mm 83 mm 87 mm 93 mm
200-9547.00-00000 41 mm 47 mm 49 mm 51 mm 59 mm 61 mm 65 mm 69 mm 71 mm 75 mm 79 mm 85 mm 89 mm 95 mm
200-9550.00-00000 44 mm 50 mm 52 mm 54 mm 62 mm 64 mm 68 mm 72 mm 74 mm 78 mm 82 mm 88 mm 92 mm 98 mm

2-Point Cam 
Part Number Stop Installation type

200-9599.00-00000 Yes screw-on

Accessories

1-260 Hooked Cam
1-261 Cams with Ramp
1-262 Cam variable
2-151 2-, 3- and 4-Point Cam Adapter
2-150 3-Point Cam
2-151.04 3-Point Cam Adapter

Advantages

■■ Cams with 35mm and 45mm 
length for 1-point locking.

■■ Cam adapter see product 
system 2-151, 2-151.01, 
2-151.04.

■■ 3-point cam for 3-point 
locking.

■■ 2-point cam as rod control for 
2-point locking.

Materials

■■ Cams: steel, zinc plated

Remarks

Stainless steel cams see 
 product system 7-105

Cams, L45, H-dimensions
Part Number  Gl12  Gl18  Gl20  Gl22  Gl30  Gl32  Gl36  Gl40  Gl42  Gl46  Gl50  Gl56  Gl60  Gl66

200-0402.00-00000 2 mm 4 mm 6 mm 14 mm 16 mm 20 mm 24 mm 26 mm 30 mm 34 mm 40 mm 44 mm 50 mm
200-0404.00-00000 4 mm 6 mm 8 mm 16 mm 18 mm 22 mm 26 mm 28 mm 32 mm 36 mm 42 mm 46 mm 52 mm
200-0406.00-00000 6 mm 8 mm 10 mm 18 mm 20 mm 24 mm 28 mm 30 mm 34 mm 38 mm 44 mm 48 mm 54 mm
200-0408.00-00000 8 mm 10 mm 12 mm 20 mm 22 mm 26 mm 30 mm 32 mm 36 mm 40 mm 46 mm 50 mm 56 mm
200-0410.00-00000 10 mm 12 mm 14 mm 22 mm 24 mm 28 mm 32 mm 34 mm 38 mm 42 mm 48 mm 52 mm 58 mm
200-0413.00-00000 6 mm 13 mm 15 mm 17 mm 25 mm 27 mm 31 mm 35 mm 37 mm 41 mm 45 mm 51 mm 55 mm 61 mm
200-0414.00-00000 8 mm 14 mm 16 mm 18 mm 26 mm 28 mm 32 mm 36 mm 38 mm 42 mm 46 mm 52 mm 56 mm 62 mm
200-0416.00-00000 10 mm 16 mm 18 mm 20 mm 28 mm 30 mm 34 mm 38 mm 40 mm 44 mm 48 mm 54 mm 58 mm 64 mm
200-0418.00-00000 12 mm 18 mm 20 mm 22 mm 30 mm 32 mm 36 mm 40 mm 42 mm 46 mm 50 mm 56 mm 60 mm 66 mm
200-0420.00-00000 14 mm 20 mm 22 mm 24 mm 32 mm 34 mm 38 mm 42 mm 44 mm 48 mm 52 mm 58 mm 62 mm 68 mm
200-0422.00-00000 16 mm 22 mm 24 mm 26 mm 34 mm 36 mm 40 mm 44 mm 46 mm 50 mm 54 mm 60 mm 64 mm 70 mm
200-0424.00-00000 18 mm 24 mm 26 mm 28 mm 36 mm 38 mm 42 mm 46 mm 48 mm 52 mm 56 mm 62 mm 66 mm 72 mm
200-0425.00-00000 19 mm 25 mm 27 mm 29 mm 37 mm 39 mm 43 mm 47 mm 49 mm 53 mm 57 mm 63 mm 67 mm 73 mm
200-0426.00-00000 20 mm 26 mm 28 mm 30 mm 38 mm 40 mm 44 mm 48 mm 50 mm 54 mm 58 mm 64 mm 68 mm 74 mm
200-0428.00-00000 22 mm 28 mm 30 mm 32 mm 40 mm 42 mm 46 mm 50 mm 52 mm 56 mm 60 mm 66 mm 70 mm 76 mm
200-0430.00-00000 24 mm 30 mm 32 mm 34 mm 42 mm 44 mm 48 mm 52 mm 54 mm 58 mm 62 mm 68 mm 72 mm 78 mm
200-0432.00-00000 26 mm 32 mm 34 mm 36 mm 44 mm 46 mm 50 mm 54 mm 56 mm 60 mm 64 mm 70 mm 74 mm 80 mm
200-0434.00-00000 28 mm 34 mm 36 mm 38 mm 46 mm 48 mm 52 mm 56 mm 58 mm 62 mm 66 mm 72 mm 76 mm 82 mm
200-0435.00-00000 29 mm 35 mm 37 mm 39 mm 47 mm 49 mm 53 mm 57 mm 59 mm 63 mm 67 mm 73 mm 77 mm 83 mm
200-0436.00-00000 30 mm 36 mm 38 mm 40 mm 48 mm 50 mm 54 mm 58 mm 60 mm 64 mm 68 mm 74 mm 78 mm 84 mm
200-0438.00-00000 32 mm 38 mm 40 mm 42 mm 50 mm 52 mm 56 mm 60 mm 62 mm 66 mm 70 mm 76 mm 80 mm 86 mm
200-0440.00-00000 34 mm 40 mm 42 mm 44 mm 52 mm 54 mm 58 mm 62 mm 64 mm 68 mm 72 mm 78 mm 82 mm 88 mm
200-0442.00-00000 36 mm 42 mm 44 mm 46 mm 54 mm 56 mm 60 mm 64 mm 66 mm 70 mm 74 mm 80 mm 84 mm 90 mm
200-0444.00-00000 38 mm 44 mm 46 mm 48 mm 56 mm 58 mm 62 mm 66 mm 68 mm 72 mm 76 mm 82 mm 86 mm 92 mm
200-0445.00-00000 39 mm 45 mm 47 mm 49 mm 57 mm 59 mm 63 mm 67 mm 69 mm 73 mm 77 mm 83 mm 87 mm 93 mm
200-0447.00-00000 41 mm 47 mm 49 mm 51 mm 59 mm 61 mm 65 mm 69 mm 71 mm 75 mm 79 mm 85 mm 89 mm 95 mm
200-0450.00-00000 44 mm 50 mm 52 mm 54 mm 62 mm 64 mm 68 mm 72 mm 74 mm 78 mm 82 mm 88 mm 92 mm 98 mm
200-0453.00-00000 47 mm 53 mm 55 mm 57 mm 65 mm 67 mm 71 mm 75 mm 77 mm 81 mm 85 mm 91 mm 95 mm 101 mm
200-0455.00-00000 49 mm 55 mm 57 mm 59 mm 67 mm 69 mm 73 mm 77 mm 79 mm 83 mm 87 mm 93 mm 97 mm 103 mm

Cams L35/45 steel [1-102]
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Advantages

■■ 3-point cam adapter for cams 
of product system 1-102.

■■ With and without 90° stop.

■■ The raised rod stub is neces-
sary for swinghandles, ena-
bling the lower rod passing 
over the lower cap.

■■ 4-point cam adapter: with 
additional linkage. 

■■ For those applications, where 
beyond the standard control 
of 2 locking-rods, an addi-
tional rod can be used. E.g. 
controlling a switch or defea-
ter-mechanism. 

Materials

■■ 3-point cam adapter and 
4-point cam adapter: zinc 
die, zinc plated

Remarks

incl. 2 c-clips

Note: H-dimension of cam 
(C) increases by 4mm / 0.157. 
E.g. cam 200-0418 results in 
an H-dimension of 22mm / 
0.866. Please pay attention to 
the screw length: screw should 
enter at least 6mm / 0.236.

1. with stop

2. without stop

Adapter for 3- or 4-point Cam
  Part Number Stop 2-point cam 3-point cam 4-point cam Material Surface

a) 200-9595.00-00000 Yes Yes Yes Yes zinc die zinc plated
c) 200-9596.00-00000 Yes Yes Yes No zinc die zinc plated
b) 207-9595.00-00000 No Yes Yes Yes zinc die zinc plated
d) 207-9596.00-00000 No Yes Yes No zinc die zinc plated

2-, 3- and 4-Point Cam Adapter [2-151]
for swinghandles

Advantages

■■ 3-point cam, without 90° stop.

■■ For applications with swing-
handles.

■■ The 4mm high shoulder (Ø10) 
makes a straight rod (without 
bending) run over the internal 
dustcap of the swinghandle.

Materials

■■ Cam: steel, zinc plated

Remarks

1. Ramp 3mm

2. Swinghandle without cam 
stop

3- or 4-point Cam, L45
  Part Number H-dimension Stop

a) 207-9504.00-00000 4 mm No
a) 207-9506.00-00000 6 mm No
a) 207-9508.00-00000 8 mm No
a) 207-9510.00-00000 10 mm No
a) 207-9513.00-00000 13 mm No
a) 207-9514.00-00000 14 mm No
a) 207-9516.00-00000 16 mm No
a) 207-9518.00-00000 18 mm No
a) 207-9520.00-00000 20 mm No
a) 207-9522.00-00000 22 mm No
a) 207-9524.00-00000 24 mm No
a) 207-9525.00-00000 25 mm No
a) 207-9526.00-00000 26 mm No

  Part Number H-dimension Stop

a) 207-9528.00-00000 28 mm No
a) 207-9530.00-00000 30 mm No
a) 207-9532.00-00000 32 mm No
a) 207-9534.00-00000 34 mm No
a) 207-9535.00-00000 35 mm No
a) 207-9536.00-00000 36 mm No
a) 207-9538.00-00000 38 mm No
a) 207-9540.00-00000 40 mm No
a) 207-9542.00-00000 42 mm No
a) 207-9544.00-00000 44 mm No
a) 207-9545.00-00000 45 mm No
a) 207-9547.00-00000 47 mm No
a) 207-9550.00-00000 50 mm No

2-point cam 
  Part Number Stop

b) 207-9599.00-00000 No

Accessories

1-170 Round Rod with Eye
1-180 Round Rods for Adapter

3-Point Cam [2-150]
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3- and 4-point cam adapter alternative to 2- or 
3-point cam, see product system 7-105

Advantages

■■ For use in combination with 
standard cams see product 
system 1-102 and 7-080, 
used for 3- and 4-point lat-
ching applications.

■■ For 4-point application use 
additional link.

■■ For those applications, where 
beyond the standard control 
of 2 locking-rods, an addi-
tional rod can be used (e.g. 
controlling a switch or defea-
termechanism).

■■ The adapter is attached to the 
back of the cam and does not 
affect the H-dimension!

Materials

■■ Multipoint cam adapter: 
stainless steel AISI 304

Remarks

1. = Loop

Adapter for 3- or 4-point Cam
Part Number Material 3-point cam 4-point cam

a) 207-9590.00-00000 stainless steel Yes No
b) 207-9592.00-00000 stainless steel Yes Yes

3- and 4-Point Cam Adapter stainless steel [7-106.02]
Advantages

■■ 3-point cam adapter for cams 
of product system 1-102.

■■ The adapter is attached to 
the back of the cam does not 
affect the H-dimension.

Materials

■■ 3-point cam adapter:  
zinc die, zinc plated

Remarks

incl. 2 c-clips

3-Point Cam Adapter
Part Number 3-point cam Material Surface

207-9589.00-00000 Yes zinc die zinc plated

3-Point Cam Adapter [2-151.04]
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Advantages

■■ This catch is suitable for all 
M10 square threaded rods.

■■ Tool-less adjustment of 
 standard cams 1-102.

■■ Variable and easy adjustment 
with stop washer.

■■ Adjustment track per click 
0.25mm.

■■ Vibration-proof.

■■ Readjustment possible at any 
time (e.g. compressed sea-
ling).

■■ For cams with and without 
stop.

Materials

■■ Catch: PA, black

■■ Stop washer: zinc die,  
zinc plated

Remarks

1. = Recess for cams with stop 

2. = Detent (6x) 

3. = Cam

Accessories Cams
  Part Number Version Surface

a) 248-9901.00-00000 stop washer M10 zinc plated

Catch for standard Cams [2-151.02]
Advantages

■■ 3-point cam adapter adjusta-
ble by knurled wheel.

■■ Tool-less adjustment with 
knurled wheel.

■■ RH/ LH application.

■■ Axial adjustable.

■■ Usable with standard cams.

■■ Readjustable at any time.

■■ 3-point locking system.

■■ Knurled wheel with thread 
M10.

Materials

■■ 3-point cam adapter: zinc 
die, zinc plated

Remarks

Incl. 2 c-clips

1. = Recess for cams with stop 

2. = Detent 

3. = Cam

Adapter for 3- or 4-point Cam
Part Number 3-point cam Material Surface

200-9632.00-00000 Yes zinc die zinc plated

3-Point Cam Adapter adjustable [2-151.01]
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Advantages

For swinghandles as supple-
mentary product for product 
system 2-090, 2-090.01, 
2-090.02, 2-090.03, 2-090.04 
and 3-150.

■■ The sliding cap is an acces-
sory for swinghandles.

■■ Protects the cylinder cap.

■■ Can be assembled on all 
swinghandles, for which a 
swiveling cylinder cover is 
provided.

■■ The existing hole is used.

■■ For profile cylinder 40 and 
45mm.

■■ Also for raised profile cylin-
ders.

■■ Sliding cap is sealable.

Materials

■■ Sliding cap: zinc die, black

■■ Axis seizing collar:  
stainless steel

Remarks

1. = Axis seizing collar 

2. = The swinghandle increases 
by 9mm

Sliding Cap
Part Number Material Surface

207-9702.00-00000 zinc die black

Sliding Cap [2-091]
Advantages

■■  3-point cam adapter with 
stop made of stainless steel.

■■ For applications with stainless 
steel swinghandle see product 
system 7-066.

■■ All cams of product system 
7-080 can be applied.

■■ Round rods with eye see pro-
duct system 7-106.

■■ Note: H-dimension of cam 
increases by 4mm. E.g. cam 
200-0518 results in an H-di-
mension of 22mm. See pro-
duct system 2-151.

Materials

■■ 3-point cam adapter:  
stainless steel AISI 316L

Remarks

1. stroke 35mm

Adapter for 3- or 4-point Cam
Part Number Material Stop 2-point cam 3-point cam

a) 200-9598.00-00000 stainless steel Yes Yes Yes
b) 207-9594.00-00000 stainless steel No Yes Yes

Accessories

7-106 Round Rods stainless steel
200-3623.51-00000 Rod guide
200-3625.51-00000 Rod guide

Cam Adapter 45° stainless steel [7-106.01]
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Grounding clip for rod latch system and bearing plate

Advantages

■■ Tested by the VDE testing and 
certification Institute in Offen-
bach.

■■ Passed all tests according 
to DIN (VDE 0100 part 540): 
2012-06 as well as DIN EN 
61439-1 (VDE 0660 part 600): 
2012-06 section 8.4.3.2.2 and 
10.5.2.

■■ Anodised and powder coated 
(epoxy and polyester) panels 
were tested with a thickness 
of up to 240μm.

Materials

■■ Grounding clip: stainless 
steel AISI 301

Remarks

1. = Back of the latching devices 

2. = Flat rod latch 

3. = Bearing, Cam / 3-point cam 

4. = Clamping torque 2 Nm

Grounding
Part Number Name Grounding

208-1206.93-00000 Grounding clip Yes

Grounding clip Stainless Steel [3-011]
for swinghandles

Advantages

■■ Inserts with spring washer 
for swinghandle see pro-
duct system 2-070, 2-080.01, 
2-080.02, 2-090, 3-070 and 
3-155.02.

■■ Suitable keys see product 
system 6-100.

■■ Insert sets consist of insert 
and spring washer.

■■ For further versions please 
contact DIRAK.

Materials

■■ Insert: zinc die, chrome 
 plated

■■ Wave washer: spring steel, 
zinc plated

Inserts
  Part Number Insert

a) 211-9501.00-00000 Square 6mm
b) 211-9502.00-00000 Square 7mm
c) 211-9503.00-00000 Square 8mm
d) 211-9504.00-00000 Square 8mm, slotted
e) 211-9505.00-00000 Triangular 6.5mm CNOMO
f) 211-9506.00-00000 Triangular 7mm
g) 211-9507.00-00000 Triangular 8mm
h) 211-9508.00-00000 Triangular 9mm EDF
i) 211-9509.00-00000 Double bit 3mm pin
k) 211-9510.00-00000 Double bit 5mm pin
l) 211-9511.00-00000 Socket hex. 6mm

m) 211-9512.00-00000 Socket hex. 10mm
n) 211-9513.00-00000 Daimler Benz type
o) 211-9514.00-00000 Slotted 2x4mm
p) 211-9515.00-00000 Slotted recessed coinproof
q) 211-9516.00-00000 Crown type
r) 211-9517.00-00000 Square socket 6mm
s) 211-9518.00-00000 Square socket 7mm
t) 211-9519.00-00000 Square socket 8mm
u) 211-9520.00-00000 Crescent czech

Inserts [2-141]
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Advantages

■■ a): Clip-in cam 8x45° adjusta-
ble. Key removable in closed 
status only.

■■ b): Spring-loaded clip-in cam. 
Dust-shutter. 

■■ c): Cam has 90° stroke, 
not clip-in. Cam length is 
12.2mm/0.480. Dust-shutter.

■■ d) Clip-in cam. Dust-shutter.

■■ e): Spring-loaded clip-in cam. 

■■ f): Cam not clip-in, 360° 
stroke.

■■ g): Radial pin tumbler cylinder, 
clip-in cam.

■■ h): Insert triangular 8, the first 
4 mm of the insert are free 
rotating. Spring-loaded clip-in 
cam.

■■ i): Polyamide-plug with and 
without spring-loaded ball.

Materials

■■ a): brass, nickel plated 

■■ b), c), e) f) and g): zinc die, 
chrome plated 

■■ i) and d): PA, black 

■■ Barrel cylinder: zinc die 

■■ Dust-shutter: stainless steel

Remarks

Versions b), c), d) and g) are 
supplied with 2, Version a) with 
3 keys.

Profile-Cylinder DIN 18252 [2-140]
Profile-cylinder with pin tumbler cylinder, DIN 18252, 8 x 45° adjustable

  Part Number Name Latching type Clip-in

a) 211-9003.00-00000 DIRAK Profile-cylinder keyed alike No
a) 211-9004.00-00000 DIRAK Profile-cylinder keyed different No

Profile-cylinder with cylinder barrel
  Part Number Name Latching type Closing stroke Clip-in

b) 211-9101.00-00000 Profile-Cylinder keyed different Yes
b) 211-9102.00-00000 Profile-Cylinder keyed alike DIRAK 1333 Yes
b) 511-9102.00-00000 Profile-Cylinder keyed alike DS200 Yes
c) 211-9301.00-00000 Profile-Cylinder keyed different 90° No
c) 211-9302.00-00000 Profile-Cylinder keyed alike DIRAK 1333 90° No
c) 511-9302.00-00000 Profile-Cylinder keyed alike DS200 90° No

Profile-cylinder with cylinder barrel, PA housing, clip-in
  Part Number Name Latching type Clip-in

d) 211-9113.00-00000 Clip-in Profile-cylinder keyed alike DIRAK 1333 Yes
d) 211-9115.00-00000 Clip-in Profile-cylinder keyed different (dual entry) Yes

Profile-cylinder with insert
  Part Number Name Insert Closing stroke Clip-in

e) 211-9202.00-00000 Profile-cylinder with insert Square 6mm Yes
e) 211-9203.00-00000 Profile-cylinder with insert Square 7mm Yes
e) 211-9204.00-00000 Profile-cylinder with insert Square 8mm Yes
e) 211-9205.00-00000 Profile-cylinder with insert Square 8mm, slotted Yes
e) 211-9206.00-00000 Profile-cylinder with insert Triangular 7mm Yes
e) 211-9207.00-00000 Profile-cylinder with insert Triangular 8mm Yes
e) 211-9208.00-00000 Profile-cylinder with insert Double bit 3mm pin Yes
e) 211-9209.00-00000 Profile-cylinder with insert Double bit 5mm pin Yes
e) 211-9210.00-00000 Profile-cylinder with insert Triangular 6.5mm CNOMO Yes
e) 211-9211.00-00000 Profile-cylinder with insert Socket hex. 10mm Yes
e) 211-9212.00-00000 Profile-cylinder with insert Slotted 2x4mm Yes
e) 211-9213.00-00000 Profile-cylinder with insert Daimler Benz type Yes
e) 211-9214.00-00000 Profile-cylinder with insert Crown type Yes
e) 211-9215.00-00000 Profile-cylinder with insert Square socket 6mm Yes
e) 211-9216.00-00000 Profile-cylinder with insert Square socket 7mm Yes
e) 211-9217.00-00000 Profile-cylinder with insert Square socket 8mm Yes
e) 211-9218.00-00000 Profile-cylinder with insert Slotted recessed coinproof Yes
e) 211-9219.00-00000 Profile-cylinder with insert Crescent czech Yes
e) 211-9220.00-00000 Profile-cylinder with insert Hex. Belcore 7/16" Yes
f) 211-9203.00-00001 Profile-cylinder with insert Square 7mm 360° No
f) 211-9204.00-00001 Profile-cylinder with insert Square 8mm 360° No
f) 211-9206.00-00001 Profile-cylinder with insert Triangular 7mm 360° No
f) 211-9207.00-00001 Profile-cylinder with insert Triangular 8mm 360° No
f) 211-9208.00-00001 Profile-cylinder with insert Double bit 3mm pin 360° No
f) 211-9209.00-00001 Profile-cylinder with insert Double bit 5mm pin 360° No
f) 211-9212.00-00001 Profile-cylinder with insert Slotted 2x4mm 360° No

Profile-cylinder with radial pin tumbler cylinder
  Part Number Name Locking Latching type Clip-in

g) 211-9106.00-00000 Profile-cylinder Push button keyed different Yes
g) 211-9107.00-00000 Profile-cylinder Push button keyed alike DIRAK D0205 Yes

Profile-cylinder with security insert triangular 8mm
  Part Number Name Insert Clip-in

h) 211-9244.00-00000 Profile-Cylinder
Security insert with free rotating 8mm 

triangular front part
Yes

Profile-cylinder with blind plug
  Part Number Name Clip-in

i) 211-0401.03-00000 Blind plug without spring-loaded ball No
i) 211-9201.00-00000 Blind plug with spring-loaded ball Yes

Accessories

6-100 Key
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Advantages

■■ Profile-cylinder with insert for 
swinghandles see product 
system 7-060 and 7-066.

■■ 40mm (1.575) length

■■ Spring loaded clip-in cam.

■■ i) Security insert with free 
rotating 8mm triangular front 
part. The free rotating front 
part increases the security 
because the insert can only 
be opened with the suitable 
triangular key.

Materials

■■ Housing, cam and insert: 
stainless steel AISI 316

Profile-cylinder with insert
  Part Number Name Insert

a) 211-9226.00-00000 Profile-Cylinder Square 6mm
b) 211-9227.00-00000 Profile-Cylinder Square 7mm
c) 211-9228.00-00000 Profile-Cylinder Square 8mm
d) 211-9229.00-00000 Profile-Cylinder Triangular 7mm
e) 211-9230.00-00000 Profile-Cylinder Triangular 8mm
f) 211-9231.00-00000 Profile-Cylinder Double bit 3mm pin
g) 211-9232.00-00000 Profile-Cylinder Double bit 5mm pin
h) 211-9233.00-00000 Profile-Cylinder Slotted 2x4mm
i) 211-9242.00-00000 Profile-Cylinder Security insert with free rotating 8mm triangular front part

Accessories

6-100 Key

Profile-Cylinder Stainless Steel [7-069]
Advantages

■■ Rod latch with 24mm stroke.

■■ For bending A=25mm / 0.984.

■■ For door-thicknesses from 16 
to 22 mm / 0.630 to 0.866.

■■ RH and LH version.

■■ Rod connection M8 or M10.

■■ For Swinghandle 130mm see 
2-340.

Materials

■■ Rod latch: steel, zinc plated 

Rod latch with rod connection threaded M8
  Part Number Version Stroke Opening angle Installation type

a) 238-9003.00-00000 RH 24 mm 90° screw-on
a) 238-9004.00-00000 LH 24 mm 90° screw-on

Rod latch with rod connection threaded M10
  Part Number Version Stroke Opening angle Installation type

b) 238-9001.00-00000 RH 24 mm 90° screw-on
b) 238-9002.00-00000 LH 24 mm 90° screw-on

Accessories

d) 238-1501.00-00000 Lock support RH/LH, 16mm high

Rod Latch RS [2-340.01]
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Advantages

■■ For Swinghandle 130mm see 
2-400.

■■ For unlocking when swing-
handle is closed.

■■ Rod latch with 20mm stroke.

■■ Door-thicknesses from 20 to 
106mm.

■■ RH and LH version.

■■ Rod connection threaded M8 
or M10.

Materials

a) and b)

■■ Rod latch: zinc die / steel, 
zinc plated

Remarks

1.= stroke 20mm

2.= cam-stroke 22mm

3.= Fasting of the dish by coun-
tersunk screws (custom made) 

Rod Latch for internal release  [2-400.01]
Rod latch with rod connection threaded M10, version RH

  Part Number Version Door-thickness Stroke Opening angle Installation type

a) 238-9101.00-00000 for swinghandles 20 - 26 mm 20 mm 90° screw-on
a) 238-9103.00-00000 for swinghandles 27 - 33 mm 20 mm 90° screw-on
a) 238-9105.00-00000 for swinghandles 34 - 40 mm 20 mm 90° screw-on
a) 238-9107.00-00000 for swinghandles 70 - 76 mm 20 mm 90° screw-on
a) 238-9109.00-00000 for swinghandles 100 - 106 mm 20 mm 90° screw-on

Rod latch with rod connection threaded M10, Version LH
  Part Number Version Door-thickness Stroke Opening angle Installation type

b) 238-9102.00-00000 for swinghandles 20 - 26 mm 20 mm 90° screw-on
b) 238-9104.00-00000 for swinghandles 27 - 33 mm 20 mm 90° screw-on
b) 238-9106.00-00000 for swinghandles 34 - 40 mm 20 mm 90° screw-on
b) 238-9108.00-00000 for swinghandles 70 - 76 mm 20 mm 90° screw-on
b) 238-9110.00-00000 for swinghandles 100 - 106 mm 20 mm 90° screw-on

Rod latch with rod connection threaded M8, Version RH
  Part Number Version Door-thickness Stroke Opening angle Installation type

a) 238-9301.00-00000 for swinghandles 20 - 26 mm 20 mm 90° screw-on
a) 238-9303.00-00000 for swinghandles 27 - 33 mm 20 mm 90° screw-on
a) 238-9305.00-00000 for swinghandles 34 - 40 mm 20 mm 90° screw-on
a) 238-9307.00-00000 for swinghandles 70 - 76 mm 20 mm 90° screw-on
a) 238-9309.00-00000 for swinghandles 100 - 106 mm 20 mm 90° screw-on

Rod latch with rod connection threaded M8, Version LH
  Part Number Version Door-thickness Stroke Opening angle Installation type

b) 238-9302.00-00000 for swinghandles 20 - 26 mm 20 mm 90° screw-on
b) 238-9304.00-00000 for swinghandles 27 - 33 mm 20 mm 90° screw-on
b) 238-9306.00-00000 for swinghandles 34 - 40 mm 20 mm 90° screw-on
b) 238-9308.00-00000 for swinghandles 70 - 76 mm 20 mm 90° screw-on
b) 238-9310.00-00000 for swinghandles 100 - 106 mm 20 mm 90° screw-on

Specific accessories

2-400 Swinghandle for rod latch 2-400.01

90°

Sw
in

gh
an

dl
es

 
Ac

ce
ss

or
ie

s

Sw
in

gh
an

dl
es

 
Ac

ce
ss

or
ie

s

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

 w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.comwww.METALIKA-KACIN.com



354 | www.DIRAK.comMulti-Point Systems Accessories | 355Multi-Point Systems Accessories

Rod latch, zinc die, untreated
  Part Number Pivoting range Version Stroke Installation type

a) 208-9001.00-00000 135° for inserts 24 mm screw-on
b) 208-9008.00-00000 180° for inserts 31.4 mm screw-on
c) 208-9013.00-00000 135° for inserts, without rod screw-on
d) 208-9014.00-00000 135° for inserts, with one rod 24 mm screw-on

Rod latch, PA, black
  Part Number Pivoting range Version Stroke Installation type

a) 208-9051.00-00000 135° for inserts 24 mm screw-on
b) 208-9058.00-00000 180° for inserts 31.4 mm screw-on
c) 208-9063.00-00000 135° for inserts, without rod screw-on
d) 208-9064.00-00000 135° for inserts, with one rod 24 mm screw-on

Accessories

g) 3-101 Escutcheons and Inserts
g) 3-135 Escutcheon for Rod Latch PrA
g) 3-110 Handles for Rod Latch FS PrA
e) 1-170 Round Rod with Eye
e) 1-180 Round Rods for Adapter
f) 3-161 Flat Rod FS 
i) 1-102 Cams L35/45 Steel
j) 3-011 Grounding clip

i1)
208-9401.00-00000  Cam with square, A25, L30 with serrated screw 

M6x16

i1)
208-9402.00-00000  Cam with square, A20, L40 with serrated screw 

M6x16

i1)
208-9404.00-00000  Cam with square, A18, L40 with serrated screw 

M6x16

i1)
208-9408.00-00000  Cam with square, A30, L30 with serrated screw 

M6x16
h) 3-163 Cam Adapter

Advantages

■■ Rod latch to control round or 
flat rods.

■■ The latch can be used with 
escutcheon, handles or 
swinghandles.

■■ Installation with or without 
cam.

■■ For application within the 
seals area.

■■ In edge area can also be used 
outside the seal.

■■ RH or LH application.

■■ Stroke 24 / 31,4mm.

■■ Grounding by grounding clip.

Materials

■■ Housing: PA, black / zinc die, 
untreated

■■ Pinion: zinc die

■■ Rods: steel, zinc plated

Remarks

1. stroke 24mm

2. stroke 31,4mm

Rod Latch RS/FS PrA [3-100]
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Rod Latch
  Part Number Version Stroke Installation type

a) 208-9025.00-00000 for inserts 24 mm screw-on

Accessories

e) 7-082 Insert Stainless Steel Pr20.1
b) 7-106 Round Rods Stainless Steel
c) 7-070 Flat Rods Stainless Steel
i) 7-105 Cams L35/45 Stainless Steel

b1) 200-9603.00-00000 Adapter for Round Rods
d) 3-011 Grounding clip
g) 208-1802.00-00000 O-ring 39.45 x 1.78mm

g1) 208-1801.00-00000 O-ring 16 x 3.0mm
h) 208-9406.00-00000 Adapter for rod latch system stainless steel
f) 7-035 T- and L-Handle Stainless Steel
f) 7-034 Lock Cover PrA / PrC Stainless Steel

Advantages

■■ Rod latch to control round or 
flat rods.

■■ The latch can be used with 
escutcheon, handles or 
swinghandles.

■■ Installation with or without 
cam.

■■ For application within the 
seals area.

■■ In edge area can also be used 
outside the seal.

■■ RH or LH application.

■■ Grounding by grounding clip.

Materials

■■ Latch, rods, inserts, 
 escutcheon, cams and 
adapter: stainless steel 
AISI 316

■■ Grounding clip: stainless 
steel AISI 301

■■ Ramp-shoe: PA, black

■■ Inserts: stainless steel 
AISI 303

Remarks

1. stroke 24mm (0.945)

Rod Latch FS PrA Stainless Steel [7-030]

M
ul

ti-
Po

in
t S

ys
te

m
s

Ac
ce

ss
or

ie
s

M
ul

ti-
Po

in
t S

ys
te

m
s

Ac
ce

ss
or

ie
s

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

 w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.comwww.METALIKA-KACIN.com



358 | www.DIRAK.comMulti-Point Systems Accessories | 359Multi-Point Systems Accessories

Rod Latch
  Part Number Version Stroke Rod fastening Installation type

a) 208-9021.00-00000 for inserts + swinghandle 24 mm C-clip screw-on
b) 208-9022.00-00000 for inserts + swinghandle 24 mm Quick-fit screw-on

Accessories

c) 3-101 Escutcheons and Inserts
c) 3-136 Cutout-Cover PrA / PrB / PrC
c) 3-135 Escutcheon for Rod Latch PrA
c) 3-070 Swinghandle FS PrB
g) 3-910 Flat Rod Guide FS
g) 3-911 Rod Guide FS
f) 3-160 Flat Rod FS with Rollers

e1) 1-102 Cams L35/45 Steel
h) 3-011 Grounding clip

e)
208-9401.00-00000 Cam with square, A25, L30 with serrated screw 
M6x16
208-9402.00-00000 Cam with square, A20, L40 with serrated screw 
M6x16

e)
208-9404.00-00000 Cam with square, A18, L40 with serrated screw 
M6x16

e)
208-9408.00-00000 Cam with square, A30, L30 with serrated screw 
M6x16

e) 208-9403.00-00000 Adapter with screw M6x20
d) 3-163 Cam Adapter

Advantages

■■ For cutout B.

■■ For application within the sea-
led area.

■■ The latch can be combined 
with escutcheons or swing-
handles.

■■ RH or LH application through 
double symmetry.

■■ Grounding by grounding clip.

Materials

■■ Rods: steel, zinc plated

■■ Pinion: sintered metal

■■ Housing: zinc die, untreated

Remarks

1. Stroke 24mm

Rod Latch FS PrB [3-075]
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Rod Latch
  Part Number Version Stroke Installation type

a) 208-9016.00-00000 for inserts + swinghandle 24 mm screw-on

Accessories

b) 3-136 Cutout-Cover PrA / PrB / PrC
b) 3-135 Escutcheon for Rod Latch PrA
b) 3-070 Swinghandle FS PrB
f1) 1-192 Rod Guides
f) 1-193 Rod Guide RS
f) 1-190 Rod Guides for 8mm Round Rods
e) 3-910 Flat Rod Guide FS

d1) 1-102 Cams L35/45 Steel
g1) 201-0111.00-Lxxmm Round rod, variable length
g) 201-9021.00-Lxxmm Round rod, variable length
i) 3-011 Grounding clip

d)
208-9401.00-00000  Cam with square, A25, L30 with serrated screw 

M6x16

d)
208-9402.00-00000  Cam with square, A20, L40 with serrated screw 

M6x16

d)
208-9404.00-00000  Cam with square, A18, L40 with serrated screw 

M6x16

d)
208-9408.00-00000  Cam with square, A30, L30 with serrated screw 

M6x16
c) 3-163 Cam Adapter

Advantages

■■ Rod latch for round rods.

■■ Both flat rods of the rod latch 
have to be guided additionally.

■■ Can be equipped with 
 escutcheons or swinghandels.

■■ RH / LH apliccation.

■■ Grounding by grounding clip.

■■ In this configuration both 
round rods have the same 
length.

■■ The 4 weld-studs for the rod 
guides are positioned exactly 
in the line with the center of 
the latch system.

Materials

■■ Rod latch: zinc die, untreated 
/ steel, zinc plated

Remarks

1. Stroke 24mm

Rod Latch RS PrB [3-132.01]
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Rod Latch
  Part Number Version Stroke Rod fastening Installation type

a) 208-9002.00-00000 zinc die, for inserts and swinghandles 24 mm C-clips screw-on
a) 208-9052.00-00000 PA, for inserts and swinghandles 24 mm C-clips screw-on
b) 208-9003.00-00000 zinc die, for inserts and swinghandles 24 mm Quick-fit screw-on
b) 208-9053.00-00000 PA, for inserts and swinghandles 24 mm Quick-fit screw-on

Accessories

c) 3-101 Escutcheons and Inserts
c) 3-135 Escutcheon for Rod Latch PrA
c) 3-140 Handles for Rod Latch FS PrC
c) 3-155.02 Swinghandle SOFTLINE FS PrC
c) 3-150 Swinghandle FS PrC for PHZ
f) 3-162 Ramp-Shoe for Flat Rod
g) 3-910 Flat Rod Guide FS
g) 3-911 Rod Guide FS
f) 3-160 Flat Rod FS with Rollers

e1) 1-102 Cams L35/45 Steel
h) 3-011 Grounding clip

e)
208-9401.00-00000  Cam with square, A25, L30 with serrated screw 

M6x16

e)
208-9402.00-00000  Cam with square, A20, L40 with serrated screw 

M6x16

e)
208-9404.00-00000  Cam with square, A18, L40 with serrated screw 

M6x16

e)
208-9408.00-00000  Cam with square, A30, L30 with serrated screw 

M6x16
d) 3-163 Cam Adapter

Advantages

■■ Rod latch for flat rods.

■■ Rod latch for application 
 within the sealed area.

■■ The latch can be combined 
with escutcheons, handles or 
swinghandles.

■■ RH or LH application.

■■ Grounding by grounding clip.

Materials

■■ Housing: zinc die, untreated / 
steel, zinc plated or PA, black

■■ Pinion: zinc die

■■ Rods: steel, zinc plated

■■ Insert: zinc die, chrome 
 plated

■■ Escutcheon: PA, black

■■ Cam: zinc die, untreated

■■ Rod Guide: PA, black

■■ Grounding clip: stainless 
steel AISI 301

Remarks

1. stroke 24mm [0.945]

Rod Latch FS PrC [3-130]
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Rod Latch
  Part Number Version Stroke Installation outside the seal Installation type

a) 208-9024.00-00000 for inserts + swinghandle 24 mm No screw-on

Accessories

b) 7-030 Insert Stainless Steel
3-150 Swinghandle FS PrC for PHZ
7-060 Swinghandle FS PrC Stainless Steel

d) 7-070 Flat Rods Stainless Steel
c) 7-105 Cams L35/45 Stainless Steel
e) 208-1501.03-00000 Rod guide, 1-part
e) 208-9790.00-00000 Rod guide for weld stud
f) 3-011 Grounding clip

208-9406.00-00000 Adapter for rod latch system stainless steel
208-9504.00-00000 Escutcheon

Advantages

■■ Rod latch for flat rods.

■■ For application within the 
 sealed area.

■■ The latch can be used with 
escutcheon, handles or 
swinghandles.

■■ RH or LH application.

■■ Grounding by grounding clip.

Materials

■■ Housing and rods: stainless 
steel AISI 316

Rod Latch FS PrC Stainless Steel [7-040]
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Rod Latch
  Part Number Version Stroke Padlock Installation type

a) 208-9015.00-00000 for inserts + swinghandle 24 mm Yes screw-on

Accessories

b) 3-101 Escutcheons and Inserts
b) 3-140 Handles for Rod Latch FS PrC
b) 3-150 Swinghandle FS PrC for PHZ
f) 1-190 Rod Guides for 8mm Round Rods
h) 1-181.01 Adapter zinc die for Round Rods
h) 1-181 Adapter PA for Round Rods

g1) 1-170 Round Rod with Eye
g1) 1-180 Round Rods for Adapter
e) 3-910 Flat Rod Guide FS

d1) 1-102 Cams L35/45 Steel
g) 201-9021.00-Lxxmm Round rod, variable length
i) 3-011 Grounding clip

d)
208-9401.00-00000  Cam with square, A25, L30 with serrated screw 

M6x16

d)
208-9402.00-00000  Cam with square, A20, L40 with serrated screw 

M6x16

d)
208-9404.00-00000  Cam with square, A18, L40 with serrated screw 

M6x16

d)
208-9408.00-00000  Cam with square, A30, L30 with serrated screw 

M6x16
c) 3-163 Cam Adapter

Advantages

■■ Rod latch for round rods.

■■ Both flat rods of the rod latch 
have to be guided additio-
nally.(e)

■■ In this configuration both 
round rods have the same 
length.

■■ The 4 weld-studs for the rod 
guides version e) and f) are 
positioned exactly in the line 
with the center of the latch.

■■ Grounding by grounding clip.

Materials

■■ Rod latch: zinc die, untreated 
/ steel, zinc plated

Remarks

1. stroke 24mm [0.945]

Rod Latch RS PrC [3-132.02]
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Advantages

■■ Flat Rods for bending A20 
and A25.

■■ DIRAK recommends for rods 
with a length of 200mm and 
above 2 rod guides.

■■ Version with ramp shoe see 
product system 3-161.

Materials

■■ Flat rod: steel, zinc plated

■■ Roller: PA, black

Remarks

1. Stroke

Minimum order quantity  
20 pieces.

Price and delivery time on 
request.

Flat rods, adjustable length
  Part Number A = bending Rod dimension WxH Rod type variable Length

a) 208-9733.00-Lxxmm 20 14 x 3 mm Flat Rod Yes
a) 208-9701.00-Lxxmm 25 14 x 3 mm Flat Rod Yes

Accessories

b) 3-910 Flat Rod Guide FS
b) 3-911 Rod Guide FS

Flat Rod FS with Rollers [3-160]
Grounding clip for rod latch system and bearing plate

Advantages

■■ Tested by the VDE testing and 
certification Institute in Offen-
bach.

■■ Passed all tests according 
to DIN (VDE 0100 part 540): 
2012-06 as well as DIN EN 
61439-1 (VDE 0660 part 600): 
2012-06 section 8.4.3.2.2 and 
10.5.2.

■■ Anodised and powder coated 
(epoxy and polyester) panels 
were tested with a thickness 
of up to 240μm.

Materials

■■ Grounding clip: stainless 
steel AISI 301

Remarks

1. = Back of the latching devices 

2. = Flat rod latch 

3. = Bearing, Cam / 3-point cam 

4. = Clamping torque 2 Nm

Grounding
Part Number Name Grounding

208-1206.93-00000 Grounding clip Yes

Grounding clip Stainless Steel [3-011]
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Advantages

■■ Flat rods for ramp-shoe 
3-162.

■■ Version a) With two square 
holes 6.2mm.

■■ Calculation of the rod length: 
L1 = center of square to cen-
ter of square.

■■ Version b) With one square 
hole 6.2mm for self cutting. 
These flat rods are specially 
designed to allow for custom 
length rods.

■■ Calculation of the rod length: 
L1 = center of square to end 
of rod.

■■ The top of the flat rod can be 
provided with a square 6.2mm 
or a round Ø7.5mm hole as 
shown in figure.

Materials

■■ Flat rod: stainless steel 
AISI 304

■■ Rod Guide: stainless steel or 
PA, black

■■ Ramp-shoe: PA, black

Remarks

1. stroke

Variable lengths: minimum 
quantity 200 pcs

From a length of 200mm, DIRAK 
recommends 2 rod guides.

Flat Rods
  Part Number Name Length Quick-fit Rod dimension WxH

a) 208-0934.04-Lxxmm Flat rod, special length Yes 14 x 3 mm
b) 208-0905.04-Lxxmm Flat rod, special length Yes 14 x 3 mm
b) 208-0905.04-01000 Flat Rod 1000 mm Yes 14 x 3 mm

Accessories

d) 3-162 Ramp-Shoe for Flat Rod
c) 3-910 Flat Rod Guide FS
c) 3-911 Rod Guide FS

Assembly options

208-0014.00-00000 Assembling of ramp-shoe

Flat Rods Stainless Steel [7-070]
Advantages

■■ Flat rods for ramp-shoe 
3-162.

■■ Version a) With two square 
holes 6.2mm.

■■ Calculation of the rod length: 
L1 = center of square to 
 center of square.

■■ Version b) With one square 
hole 6.2mm for self cutting. 
These flat rods are specially 
designed to allow for custom 
length rods.

■■ Calculation of the rod length: 
L1 = center of square to end 
of rod.

■■ The top of the flat rod can be 
provided with a square 6.2mm 
or a round Ø7.5mm hole as 
shown in figure.

■■ Version with rollers see 
 product system 3-160.

Materials

■■ Flat rod: steel, zinc plated

Remarks

1. stroke

Variable lengths: minimum 
 quantity 200 pcs.

From a length of 200mm, DIRAK 
recommends 2 rod guides.

Flat Rods
  Part Number Version Rod dimension WxH L variable Length

b) 208-0905.15-00800 Flat rod for self cutting, with 1 square hole 6.2mm 14 x 3 mm 800 mm
b) 208-0905.15-01000 Flat rod for self cutting, with 1 square hole 6.2mm 14 x 3 mm 1000 mm
b) 208-0905.15-01200 Flat rod for self cutting, with 1 square hole 6.2mm 14 x 3 mm 1200 mm
b) 208-0905.15-Lxxmm Flat rod for self cutting, with 1 square hole 6.2mm 14 x 3 mm Yes
a) 208-0934.00-Lxxmm with 2 square holes 6,2mm 14 x 3 mm Yes

Accessories

d) 3-162 Ramp-Shoe for Flat Rod
c) 3-910 Flat Rod Guide FS
c) 3-911 Rod Guide FS

Assembly options

208-0014.00-00000 Assembling of ramp-shoe

Flat Rod FS  [3-161]
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Advantages

■■ The rod latch (a) for cutout 
PrC (100).

■■ Rod latch with variable 
 dimensions.

■■ For installation on the inside 
of the sealed area of enclo
sures.

■■ Applicable for bending (A) 
20mm and 26mm.

■■ Usable left and right.

■■ Length L (extended) for 
 symmetrical doors is calcu
lated from length X + 30mm 
and length Y + 30mm.

■■ The rod Y is 100mm longer 
than the rod X.

■■ The minimum clear height of 
the enclosure for symmetrical 
doors is 480mm.

■■ Attention: drawing shows 
“extended”.

Materials

■■ Rod latch: zinc die, untreated

■■ Flat rod, angle pieces, rived: 
steel, zinc plated

■■ Roll: PA, black or steel, zinc 
plated

Remarks

1. Stroke 24mm

Minimum order quantity  
100 pcs. 

Price and delivery time on 
request.

Rod latch for right-angle terminal
  Part Number Version Stroke Installation type

a) 2089715.00Lxxmm for inserts + swinghandle 24 mm screwon

Right-angle terminal
  Part Number Name

b) 2089902.0000020 Rightangle terminal A20
c) 2089902.0000026 Rightangle terminal A26

Accessories

d) 2030301.0300000 Roll PA
d) 2030301.1500000 Roll steel, zinc plated
e) 2030402.0000000 rivet

Rod Latch FS PrC and Angle Pieces with Rollers [3165]
Advantages

■■ The rampshoe is pushed on 
and snaps into the hole at the 
bottom of the rod.

■■ Toolless installation.

■■ Opening square 6.2mm.

■■ Alternative bore Ø7.5mm.

Materials

■■ Ramp-shoe: PA, black

Remarks

Please note that the dimension X 
is to be deducted from the total 
length of the rod when calcula
ting the rod length.

d)

a), b),
c)

32
.5
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80
]

20 [0.787]
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]

5.8 [0.228]

20 [0.787]

55
 [2

.1
65

]

32
.5

 [1
.2

80
]

10 [0.394]
X

A

Ramp-Shoe for Flat Rod
  Part Number A = bending Dimension X Installation type Rod dimension WxH

a) 2082403.0300018 A18 32.5 mm toolless 14 x 3 mm
b) 2082403.0300020 A20 32.5 mm toolless 14 x 3 mm
c) 2082403.0300025 A25 32.5 mm toolless 14 x 3 mm
d) 2082402.0300023 A23 22 mm toolless 14 x 3 mm

Assembly options

2080014.0000000 Assembling of ramp-shoe

Ramp-Shoe for Flat Rod [3162]

M
ul

ti-
Po

in
t S

ys
te

m
s

Ac
ce

ss
or

ie
s

M
ul

ti-
Po

in
t S

ys
te

m
s

Ac
ce

ss
or

ie
s

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

 w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.comwww.METALIKA-KACIN.com



374 | www.DIRAK.comMulti-Point Systems Accessories | 375Multi-Point Systems Accessories

Advantages

■■ Adapter set for conversion of 
swinghandles for flat rods to 
round rods/ cam drive.

■■ RH / LH application.

■■ 90° stop.

■■ Use of cams, 3-point cams 
and 3-point cam adapter with 
stop.

■■ Overtightening of the 
cam/3-point cam not possible 
due to the stop.

Materials

■■ Bearing plate: PA, black

■■ Adapter: zinc die, untreated

Adapter set
Part Number 2-point cam 3-point cam

207-9703.00-00000 Yes Yes

Accessories

1-102 Cams L35/45 Steel
2-151 2-, 3- and 4-Point Cam Adapter
2-151.04 3-Point Cam Adapter

Adapter Set for Swinghandle [3-152]
Advantages

■■ Cam adapter suitable for rod 
latch systems see product 
system 3-070, 3-100, 3-130, 
3-132.01 or 3-165.

Materials

■■ Cam adapter: zinc die, 
untreated

Remarks

1. Rod latch

2. Escutcheon / swinghandle

Adapter
  Part Number Name

a) 208-9403.00-00000 Adapter with screw M6x20

Accessories

1-102 Cams L35/45 Steel

Cam Adapter [3-163]
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Advantages

■■ Rod Guide for flat rods 
14x3mm.

■■ Quick, tool-less installation.

■■ Weld-stud M6 x 16-20mm 
(0.630-0.787).

■■ The rod guide has to be pla-
ced over the weld stud (1) and 
then pushed onto the thread 
until a click is audible. It is 
locked now in the final posi-
tion (2).

■■ A visual check through ope-
nings is possible from the top.

■■ The installation and removal 
of the flat rod is even possi-
ble with the rod guides fitted 
already.

■■ Vibration-proof.

Materials

■■ Rod guide: PA

■■ Pull-off forces upon 
request. 

Remarks

When using this rod guide for 
rod latch system 3-170 the 
weld-stud must be moved 
inwards by 2mm.

3. installation of the flat rod with 
assembled rod guide.

4. wings are flexible.

5. after locking of the flat rod 
the flexible wings return to their 
initial position.

Rod guide
Part Number Version Fastening type Material

208-1523.54-00000 for flat rod quick assembling PA

Rod Guide FS [3-911]
Advantages

■■ For flat rods 14x3mm.

■■ a), b) and c): Rod guide with 
living hinge for pre-assembly 
onto the flat rod.

■■ b) and c): Rod guide for OFF-
SET-DUO SYSTEM see pro-
duct system 3-310.

■■ d) and e): Rod guide two hal-
ves.

Materials

a), b) and c)

■■ Rod guide: PA, black

d)

■■ Rod guide: stainless steel 
AISI 316

e)

■■ Rod guide: zinc die, black

Rod guide
  Part Number Fastening type Material

a) 208-1501.03-00000 M6 PA
b) 208-1509.03-00000 M5 PA
c) 208-1517.03-00000 M6 PA
d) 208-9790.00-00000 M6 Stainless Steel
e) 208-9791.00-00000 M6 zinc die

Flat Rod Guide FS [3-910]
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Rod latch + flat rods and dual rollers
  Part Number Door height Th Name Locking 

points
Dual rollers 

A
Dual rollers 

B
Extenden total 

dimension
Installation 

outside the seal
Installation 

type

a) 208-9101.00-00000 800 - 1200 mm Rod latch, 1-part 2 pcs. 300 750 Yes screw-on
a) 208-9102.00-00000 1200 - 1600 mm Rod latch, 1-part 2 pcs. 450 1050 Yes screw-on
b) 208-9107.00-00000 1600 - 1900 mm Rod latch, 3-parts 4 pcs. 275 700 1550 Yes screw-on
b) 208-9108.00-00000 1900 - 2200 mm Rod latch, 3-parts 4 pcs. 275 850 1850 Yes screw-on

Accessories

c) 3-101 Escutcheons and Inserts
c) 3-140 Handles for Rod Latch FS PrC
c) 3-155.02 Swinghandle SOFTLINE FS PrC
c) 3-150 Swinghandle FS PrC for PHZ
d) 3-912 Dual Hook FS
e) 3-910 Flat Rod Guide FS
d) 3-911 Rod Guide FS
f) 3-011 Grounding clip

Advantages

■■ Rod latch for mounting 
 outside the sealed area. 

■■ Cutout C. 

■■ Flat rods 14x3mm 
(0.551x0.118) with mounted 
dual rollers. 

■■ Locking in dual hooks. 

■■ By rotating around the lon-
gitudinal axis applicable RH 
and LH.

■■ Version a) one-piece -  
2 latching points.

■■ Version b) three-part (lock with 
quick fastening and two rods) 
- 4 latching points.

■■ Suitable for inserts and escut-
cheons, wing knob, L-handle 
or swinghandle. 

■■ Grounding with grounding 
clip.

Materials

■■ Rod latch: zinc die

■■ Rods: steel, zinc plated

■■ Dual rollers: brass

Remarks

1. Stroke 24mm

2. Open position

3. Closed position

Attention: If the rod guide 
 208-1523.54 is used the weld 
stud has to be moved 2mm 
inwards!

Rod Latch for Multi-Point Locking FS PrC [3-170]

M
ul

ti-
Po

in
t S

ys
te

m
s

Ac
ce

ss
or

ie
s

M
ul

ti-
Po

in
t S

ys
te

m
s

Ac
ce

ss
or

ie
s

w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

 w
w

w
.M

ET
AL

IK
A-

K
AC

IN
.c

om

www.METALIKA-KACIN.comwww.METALIKA-KACIN.com



380 | www.DIRAK.comMulti-Point Systems Accessories | 381Multi-Point Systems Accessories

Advantages

■■ Installation by countersunk 
screws M6

■■ IP65 according to DIN EN 
60529 with flat external seal.

Materials

■■ Dual Hook: stainless steel 
AISI 316, surface bead 
 blasted finish

Remarks

1. Flat rod

2. Dual rollers

3. Stroke 24mm

Dual hook
Part Number Version Material Installation type

208-1439.95-00000 with thread M6 Stainless Steel screw-on

Accessories

6-040 Serrated Screws

Function extension

208-1803.00-00000 Flat external seal

Dual Hook FS Stainless Steel [7-910]
Advantages

■■ Dual hook for flat rods with 
dual rollers.

■■ a) and b) IP65 according 
by DIN EN 60529 with flat 
 external seal.

Materials

a)

■■ Dual hook: PA, black

b, c)

■■ Dual hook: zinc die, zinc 
plated

Remarks

1. Flat rod

2. Dual rollers

3. Stroke 24mm

Dual hook
  Part Number Version Material Surface Installation type

a) 208-1446.50-00000 with countersunk holes for M5 PA black screw-on
b) 208-1402.00-00000 with countersunk holes for M6 zinc die zinc plated screw-on
c) 208-1401.00-00000 with thread and threaded stubs for M6 zinc die zinc plated screw-on

Accessories

6-040 Serrated Screws

Function extension

208-1803.00-00000 Flat external seal

Dual Hook FS [3-912]
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Advantages

■■ For product system 
3-150DST.

■■ The rod end with five holes 
has to mounted on the swing-
handles of product system 
3-150DST.

■■ Flat rod a) with brass rollers 
for use outside of the sealed 
area.

■■ The rollers snap into the dual 
hooks of product system 
3-912, 3-910DST.

■■ Flat rod b) for use inside of the 
sealed area.

■■ For ramp-shoe product 
 system 3-162.

■■ Rod guides see product sys-
tems 3-910 and 3-911.

Materials

■■ Flat rods: steel, zinc plated

■■ Rollers: brass

Remarks

1. Middle of the lock

2. View outside of the sealed 
area

3. View inside of the sealed area

For part numbers please 
 contact DIRAK

Please provide the following 
data

For outside of the sealed area: 
dimensions L, Y and Z

For inside of the sealed area: 
dimension L (X=3-161)

Flat Rods
  Part Number Version Rod dimension WxH

a) 208-9837.00-Lxxmm with rollers 14 x 3 mm
b) 208-1063.15-Lxxmm for ramp-shoe 14 x 3 mm

DST Flat Rods FS variable [3-171DST]
Advantages

■■ Dual hook with 
DIRAK-SNAP-Technology for 
system dimension (18) and 
bending (25).

■■ Tool-less installation.

■■ Closed version.

■■ For changing the door from 
the right to the left side or vice 
versa, a RH or LH version is 
needed.

■■ Installation by a simple push 
into the cutout.

■■ IP65 according by DIN EN 
60529.

Materials

■■ Dual hook: zinc die, black

■■ Snap wedges: sintered metal, 
plated

■■ O-Ring: NBR/ Perbunan

Dual hook
Part Number Version Clamping range Cutout Installation type

408-9104.00-00015 RH 1.2 - 1.7 mm 30x14 tool-less
408-9104.00-00020 RH 1.7 - 2.2 mm 30x14 tool-less
408-9104.00-00025 RH 2.2 - 2.7 mm 30x14 tool-less
408-9104.00-00030 RH 2.7 - 3.2 mm 30x14 tool-less
408-9105.00-00015 LH 1.2 - 1.7 mm 30x14 tool-less
408-9105.00-00020 LH 1.7 - 2.2 mm 30x14 tool-less
408-9105.00-00025 LH 2.2 - 2.7 mm 30x14 tool-less
408-9105.00-00030 LH 2.7 - 3.2 mm 30x14 tool-less

Accessories

292-0701.15-01530 Reinforcement plate for cutout 
292-0402.00-03014 Cutout-cover
292-0301.15-00000 Tool for uninstallation
292-0306.80-02530 Tool for uninstallation
200-1005.00-02420 O-ring 24 x 2.0mm

DST Dual Hook [3-910DST]
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Profile-cylinder with pin tumbler cylinder, DIN 18252, 8 x 45° adjustable
  Part Number Name Latching type Clip-in

a) 211-9003.00-00000 DIRAK Profile-cylinder keyed alike No
a) 211-9004.00-00000 DIRAK Profile-cylinder keyed different No

Profile-cylinder with cylinder barrel
  Part Number Name Latching type Closing stroke Clip-in

b) 211-9101.00-00000 Profile-Cylinder keyed different Yes
b) 211-9102.00-00000 Profile-Cylinder keyed alike DIRAK 1333 Yes
b) 511-9102.00-00000 Profile-Cylinder keyed alike DS200 Yes
c) 211-9301.00-00000 Profile-Cylinder keyed different 90° No
c) 211-9302.00-00000 Profile-Cylinder keyed alike DIRAK 1333 90° No
c) 511-9302.00-00000 Profile-Cylinder keyed alike DS200 90° No

Profile-cylinder with cylinder barrel, PA housing, clip-in
  Part Number Name Latching type Clip-in

d) 211-9113.00-00000 Snap Profile-cylinder keyed alike DIRAK 1333 Yes
d) 211-9115.00-00000 Snap Profile-cylinder keyed different (dual entry) Yes

Profile-cylinder with insert
  Part Number Name Insert Closing stroke Clip-in

e) 211-9202.00-00000 Profile-cylinder with insert Square 6mm Yes
e) 211-9203.00-00000 Profile-cylinder with insert Square 7mm Yes
e) 211-9204.00-00000 Profile-cylinder with insert Square 8mm Yes
e) 211-9205.00-00000 Profile-cylinder with insert Square 8mm, slotted Yes
e) 211-9206.00-00000 Profile-cylinder with insert Triangular 7mm Yes
e) 211-9207.00-00000 Profile-cylinder with insert Triangular 8mm Yes
e) 211-9208.00-00000 Profile-cylinder with insert Double bit 3mm pin Yes
e) 211-9209.00-00000 Profile-cylinder with insert Double bit 5mm pin Yes
e) 211-9210.00-00000 Profile-cylinder with insert Triangular 6.5mm CNOMO Yes
e) 211-9211.00-00000 Profile-cylinder with insert Socket hex. 10mm Yes
e) 211-9212.00-00000 Profile-cylinder with insert Slotted 2x4mm Yes
e) 211-9213.00-00000 Profile-cylinder with insert Daimler Benz type Yes
e) 211-9214.00-00000 Profile-cylinder with insert Crown type Yes
e) 211-9215.00-00000 Profile-cylinder with insert Square socket 6mm Yes
e) 211-9216.00-00000 Profile-cylinder with insert Square socket 7mm Yes
e) 211-9217.00-00000 Profile-cylinder with insert Square socket 8mm Yes
e) 211-9218.00-00000 Profile-cylinder with insert Slotted recessed coinproof Yes
e) 211-9219.00-00000 Profile-cylinder with insert Crescent czech Yes
e) 211-9220.00-00000 Profile-cylinder with insert Hex. Belcore 7/16" Yes
f) 211-9203.00-00001 Profile-cylinder with insert Square 7mm 360° No
f) 211-9204.00-00001 Profile-cylinder with insert Square 8mm 360° No
f) 211-9206.00-00001 Profile-cylinder with insert Triangular 7mm 360° No
f) 211-9207.00-00001 Profile-cylinder with insert Triangular 8mm 360° No
f) 211-9208.00-00001 Profile-cylinder with insert Double bit 3mm pin 360° No
f) 211-9209.00-00001 Profile-cylinder with insert Double bit 5mm pin 360° No
f) 211-9212.00-00001 Profile-cylinder with insert Slotted 2x4mm 360° No

Profile-cylinder with radial pin tumbler cylinder
  Part Number Name Locking Latching type Clip-in

g) 211-9106.00-00000 Profile-cylinder with radial pin tumbler cylinder Push button keyed different Yes
g) 211-9107.00-00000 Profile-cylinder with radial pin tumbler cylinder Push button keyed alike DIRAK D0205 Yes

Profile-cylinder with security insert triangular 8mm
  Part Number Name Insert Clip-in

h) 211-9244.00-00000 Profile-Cylinder Security insert with free rotating 8mm triangular front part Yes

Profile-cylinder with blind plug
  Part Number Name Clip-in

i) 211-0401.03-00000 Blind plug without spring-loaded ball No
i) 211-9201.00-00000 Blind plug with spring-loaded ball Yes

Accessories

6-100 Key

Advantages

■■ a): Clip-in cam 8x45° adjusta-
ble. Key removable in closed 
status only.

■■ b): Spring-loaded clip-in cam. 
Dust-shutter. 

■■ c): Cam has 90° stroke, 
not clip-in. Cam length is 
12.2mm/0.480. Dust-shutter.

■■ d) Clip-in cam. Dust-shutter.

■■ e): Spring-loaded clip-in cam. 

■■ f): Cam not clip-in, 360° 
stroke.

■■ g): Radial pin tumbler cylinder, 
clip-in cam.

■■ h): Insert triangular 8, the first 
4 mm of the insert are free 
rotating. Spring-loaded clip-in 
cam.

■■ i): Polyamide-plug with and 
without spring-loaded ball.

Materials

■■ a): brass, nickel plated 

■■ b), c), e) f) and g): zinc die, 
chrome plated 

■■ i) and d): PA, black 

■■ Barrel cylinder: zinc die 

■■ Dust-shutter: stainless steel

Remarks

Versions b), c), d) and g) are 
supplied with 2, Version a) with 
3 keys.

Profile-Cylinder DIN 18252 [2-140]
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Advantages

■■ Profile-cylinder with insert for 
swinghandles see product 
system 7-060 and 7-066.

■■ 40mm (1.575) length

■■ Spring loaded clip-in cam.

■■ i) Security insert with free 
rotating 8mm triangular front 
part. The free rotating front 
part increases the security 
because the insert can only 
be opened with the suitable 
triangular key.

Materials

■■ Housing, cam and insert: 
stainless steel AISI 316

Profile-cylinder with insert
  Part Number Name Insert

a) 211-9226.00-00000 Profile-Cylinder Square 6mm
b) 211-9227.00-00000 Profile-Cylinder Square 7mm
c) 211-9228.00-00000 Profile-Cylinder Square 8mm
d) 211-9229.00-00000 Profile-Cylinder Triangular 7mm
e) 211-9230.00-00000 Profile-Cylinder Triangular 8mm
f) 211-9231.00-00000 Profile-Cylinder Double bit 3mm pin
g) 211-9232.00-00000 Profile-Cylinder Double bit 5mm pin
h) 211-9233.00-00000 Profile-Cylinder Slotted 2x4mm
i) 211-9242.00-00000 Profile-Cylinder Security insert with free rotating 8mm triangular front part

Accessories

6-100 Key

Profile-Cylinder Stainless Steel [7-069]

Compression Rod Latch RS / FS
See page 346
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