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 Cable accessories 

Provide extra support and protec� on for cables and wires passing 
through panels and housings. A universal item for a bore hole 
diameter of 20 mm. 
The graduated sleeve can be cut to requirements between 8 mm 
and 17 mm. 

Material: PVC
Colour: black 

K = cable dimensions 

Cable grommets  |  Sleeved grommets type 4 

Material: plas�cised P VC
Colour: black 

Cable grommets  |  One-sided membrane grommets 

Material: plas�cised P VC
Colour: black 

Cable grommets  |  Centre membrane grommets 

 Provide extra support and protec�  on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

 Cable grommets  |  Sleeved grommets type 1 

  Part no.   A   B   C   D   E   F   G   H 

  1861001   14,2   7,9   7,6   6,1   3,8   5,5   8,2   31,7 

  1861002   14,3   7,1   8,7   5,1   1,6   5,1   8,7   42,9 

  1861003   14,2   7,9   9,5   6,4   2,4   6,4   9,5   14,3 

  1861004   14,0   7,9   9,5   6,4   2,6   6,4   9,5   23,0 

 Provide extra support and protec�  on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

 Cable grommets  |  Sleeved grommets type 2 

  Part no.   A   B   C   D   E   F 

  1862001   9,5   7,0   4,0   3,2   5,0   22,2 

  1862002   10,5   7,5   4,0   2,4   5,6   39,0 

  1862003   11,5   9,5   7,0   1,6   9,5   36,0 

  Part no.   A   B   C   D   E   F 

  1862004   14,0   9,5   6,0   1,6   8,0   41,5 

  1862005   14,3   11,3   7,9   3,2   10,5   38,1 

  1862006   19,0   14,0   10,3   3,2   12,5   38,0 

 Provide extra support and protec�  on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

 Cable grommets  |  Sleeved grommets type 3 

  Part no.   A   B   C   D   E   F   G 

  1863001   15   12,5   9,5   3,2   14,5   12,0   35,5 

  1863002   19   12,5   9,5   0,8   15,0   12,2   26,8 
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 Cable accessories 

 Provide extra support and prot�� on for cables and wires passing 
through panels and housings. A universal item for a bore hole 
diameter of 20 mm. 
The graduated sleeve can be cut to requirements between 8 mm 
and 17 mm. 

Material: PVC
Colour: black 

K = cable dimensions 

 Cable grommets  |  Sleeved grommets type 4 

 Part no.   Ø   S   K 

 1864001   20   1,6   8-17 

 Material: plas� cised PVC
Colour: black 

 Cable grommets  |  One-sided membrane grommets 

  Part no.   A   B   C   D   E 

  1280060   6,4   12,7   9,9   1,5   6,7 

  1280080   8,0   17,5   11,0   1,5   8,0 

  1280090   9,5   15,7   12,5   1,5   6,4 

  1280110   11,0   19,0   16,0   1,5   8,0 

  Part no.   A   B   C   D   E 

  1280120   16,0   25,5   19,0   1,5   7,0 

  1280170   18,8   25,5   22,0   1,5   8,0 

  1280190   16,0   25,5   20,0   1,5   7,0 

  1280200   20,5   30,0   25,5   1,5   8,0 

 Material: plas� cised PVC
Colour: black 

 Cable grommets  |  Centre membrane grommets 

  Part no.   E   A   B   C   D 

  1281110   5,8   11,0   19,0   16,0   1,5 

  1281125   8,0   12,5   21,5   16,0   2,4 

  1281140   8,0   15,5   25,5   19,0   1,5 

  1281142   8,8   15,5   25,5   19,0   2,4 

  1281143   9,5   15,5   25,5   19,0   3,0 

  Part no.   E   A   B   C   D 

  1281144   8,0   15,5   25,5   20,0   1,5 

  1281150   7,9   15,9   25,4   19,0   2,0 

  1281190   8,4   19,0   36,5   25,5   2,4 

  1281250   8,0   25,5   38,0   32,0   2,4 

  1281254   9,5   25,5   38,0   32,0   4,0 

Provide extra support and prot��on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

Cable grommets  |  Sleeved grommets type 1 

Provide extra support and prot��on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

Cable grommets  |  Sleeved grommets type 2 

Provide extra support and prot��on for cables and wires passing 
through panels and housings.

Material: PVC
Colour: black 

Cable grommets  |  Sleeved grommets type 3 
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 Cable accessories 

Material: PA 6
Colour: natural 

Cable grommets  |  End grommets for lamp sockets 

 Material: plas� cised PV��������� cle no.)
Colour: black

TPG (thermoplas� c rubber) is recommended for applica� ons 
where oil and fat resistance are required or where extreme 
temperatures occur. These grommets of thermoplas� c rubber can 
withstand temperatures from -40°C up to +150°C f������� me. 

Version for article 0421002 similar to quick-fit grommets p. 192 
(dimension B only one-sided)

����������� en request. 

 Cable grommets  |  Grommets 

  Part no.   A   B   C   D   E 

  0420250   2,7   8,0   4,8   0,8   4,7 

  0420250TPG   2,7   8,0   4,8   0,8   4,7 

  0420300   3,0   9,0   6,0   0,6   4,6 

  0420301   3,2   8,0   4,8   1,6   6,4 

  0420301TPG   3,2   8,0   4,8   1,6   6,4 

  0420302   3,0   11,0   8,0   3,0   8,0 

  0420400   4,5   9,5   6,4   1,2   6,0 

  0420401   4,0   9,5   6,4   1,6   6,4 

  0420401TPG   4,0   9,5   6,4   1,6   6,4 

  0420402   4,0   9,5   6,4   3,0   8,0 

  0420402TPG   4,0   9,5   6,4   3,0   8,0 

  0420403   4,0   9,5   6,5   0,8   4,0 

  0420403TPG   4,0   9,5   6,5   0,8   4,0 

  0420404   4,0   15,9   9,5   3,2   6,5 

  0420500   4,8   9,5   6,4   1,6   7,0 

  0420500TPG   4,8   9,5   6,4   1,6   7,0 

  0420501   5,0   11,0   8,0   1,5   6,0 

  0420502   5,0   11,0   8,0   3,0   8,0 

  0420503   5,5   11,0   8,0   1,6   5,5 

  0420503TPG   5,5   11,0   8,0   1,6   5,5 

  0420504   4,8   12,5   9,5   1,6   7,0 

  0420504TPG   4,8   12,5   9,5   1,6   7,0 

  0420600   6,0   11,5   9,0   1,5   6,0 

  0420601   6,4   14,0   9,5   2,4   7,0 

  0420601TPG   6,4   14,0   9,5   2,4   7,0 

  0420602   6,4   14,2   9,5   1,6   4,9 

  0420603   6,4   16,0   12,5   1,6   8,0 

  0420603TPG   6,4   16,0   12,5   1,6   8,0 

  0420700   8,0   14,0   10,0   1,5   8,0 

  0420701   7,0   13,5   10,0   5,9   9,7 

  0420705   10,0   18,0   12,0   1,2   8,0 

  Part no.   A   B   C   D   E 

  0420706   10,0   18,0   13,0   1,0   6,0 

  0420800   8,0   18,0   14,0   1,0   6,0 

  0420802   8,0   14,0   11,0   1,6   8,0 

  0420802TPG   8,0   14,0   11,0   1,6   8,0 

  0420803   8,0   16,0   12,5   3,0   8,0 

  0420803TPG   8,0   16,0   12,5   3,0   8,0 

  0420804   8,0   14,2   9,5   1,6   5,0 

  0420804TPG   8,0   14,2   9,5   1,6   5,0 

  0420805   8,0   14,2   9,5   1,6   8,0 

  0420805TPG   8,0   14,2   9,5   1,6   8,0 

  0420900   9,0   16,0   12,0   1,5   6,5 

  0420901   9,5   17,0   12,5   3,0   8,8 

  0420901TPG   9,5   17,0   12,5   3,0   8,8 

  0420903   9,5   17,0   12,5   1,6   7,0 

  0420903TPG   9,5   17,0   12,5   1,6   7,0 

  0421000   10,0   18,0   12,0   2,0   7,0 

  0421001   9,6   23,0   13,5   4,0   8,8 

  0421002   10,0   18,0   14,0   6,0   10,0 

  0421004   10,0   18,0   12,0   4,0   11,0 

  0421100   11,0   20,0   12,5   1,6   5,5 

  0421100TPG   11,0   20,0   12,5   1,6   5,5 

  0421101   11,0   19,0   14,2   1,6   6,4 

  0421101TPG   11,0   19,0   14,0   1,6   6,4 

  0421102   11,1   19,0   16,0   0,8   9,5 

  0421103   9,5   19,0   13,5   3,2   9,5 

  0421200   12,0   19,5   15,0   2,0   7,0 

  0421201   12,5   20,5   16,0   1,2   7,0 

  0421201TPG   12,5   20,5   16,0   1,2   7,0 

  0421202   12,5   22,0   17,5   1,6   6,4 

  0421202TPG   12,5   22,0   17,5   1,6   6,5 

  0421300   13,0   21,0   16,0   1,5   7,0 
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  Part no.   A   B   C   D   E 

  0421400   14,0   23,0   18,0   2,0   8,0 

  0421401   14,0   22,0   17,5   1,6   4,7 

  0421500   15,5   24,0   20,0   1,6   7,5 

  0421500TPG   15,5   24,0   20,0   1,6   7,5 

  0421501   15,0   25,0   18,0   2,0   9,0 

  0421600   16,0   28,0   20,0   2,0   8,0 

  0421601   16,0   24,0   19,0   1,6   6,4 

  0421601TPG   16,0   24,0   19,0   1,6   6,4 

  0421602   16,0   22,0   19,0   1,6   5,5 

  0421602TPG no longer available!

  0421800   18,0   30,0   23,0   2,0   8,0 

  0421801   18,5   31,5   25,0   1,6   8,0 

  0421801TPG   18,5   31,5   25,0   1,6   8,0 

  0421802   18,5   31,5   25,0   1,2   7,5 

  0422001   22,0   35,0   26,0   2,0   8,5 

  0422200   22,0   30,0   25,5   1,6   8,0 

  Part no.   A   B   C   D   E 

  0422200TPG   22,0   30,0   25,5   1,6   8,0 

  0422300   23,0   33,0   28,0   2,0   8,0 

  0422301   23,0   39,0   29,0   3,0   10,0 

  0422500   25,0   35,0   30,0   3,0   9,0 

  0422501   25,0   38,0   31,0   1,6   7,8 

  0422501TPG   25,0   38,0   31,0   1,6   7,8 

  0422502   25,5   44,5   30,5   3,2   10,0 

  0422503   25,5   44,5   32,0   0,8   6,5 

  0422503TPG   25,5   44,5   32,0   0,8   6,5 

  0423200   32,0   46,0   38,0   1,6   9,5 

  0423200TPG   32,0   46,0   38,0   1,6   9,5 

  0423201   32,0   46,0   38,0   3,0   11,0 

  0423201TPG   32,0   46,0   38,0   3,0   11,0 

  0424500   45,0   60,0   50,0   1,6   10,0 

  0424500TPG   45,0   60,0   50,0   1,6   10,0 

 Material: PA 6
Colour: natural 

 Cable grommets  |  End grommets for lamp sockets 

  Part no.   A   B   C   D   E 

  0171160   16   20   1,5   6   7-8 

  Part no.   A   B   C   D   E 

  0171250   25   20   1,5   6   7-8 

Material: plas�����V�������������
Colour: black

TPG (thermoplas��������ecommended for applica���
where oil and fat resistance are required or where extreme 
temperatures occur. These grommets of thermoplas������an 
withstand temperatures from -40°C up to +150°C f�������me. 

Version f��������������o quick-fit grommets 
(dimension B only one-sided)

�����������en request. 

Cable grommets  |  Grommets 
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 Cable accessories 

- Simple unilateral finger print assembly
- Protects cables and hoses from damage
- Suitable for installa�����������eviously mounted cables
- Ideal for installa����挀ables with pre-assembled plug

Fits wall thickness from 0,8 - 1,6 mm

Material: PA 6.6 - UL94-V2
Color: black

Cable grommets  |  Snap-fit bushes, lateral opening 

These grommets provide a dustproof and wat��ght seal. 
They act as a blind plug un����挀able installa�����equired. 
P�����������or outdoor applica�����form to IP67 
standard. Quick and easy to install.

Material: EPDM (* = chloroprene rubber (CR))
Colours: 
without last digits = grey
last digits 699 = black

K = cable dimensions 

Cable grommets  |  Grommets IP67 

 For the moun� ng in drilled or stamped holes. Withstand a pull-
out strength up to 155N. Protect cables and hoses. Easy, quick 
and safe. 

Max. service temperature: +105°C
Flammability: UL 94V-2 

Material: PA 6.6
Colour: black

Ø = moun� ng hole diameter
S = max. wall thickness
Colour whit����� en request.

 Cable grommets  |  Snap-fi t bushes 

  Part no.   A   B   C   D   Ø   S 

  0400001   3,2   7,9   7,9   1,6   6,4   1,6 

  0400002   4,8   9,5   7,9   1,6   7,9   1,6 

  0400003   4,8   11,9   10,3   1,6   9,5   3,2 

  0400004   6,4   11,9   10,3   1,6   9,5   3,2 

  0400005   7,1   11,9   10,3   1,6   9,5   4,3 

  0400006   6,4   13,5   10,3   1,6   11,1   3,2 

  0400007   7,9   13,5   10,3   1,6   11,1   3,2 

  0400008   6,4   14,7   10,3   1,6   12,7   3,2 

  0400009   7,9   14,7   10,3   1,6   12,7   3,2 

  0400011   7,9   16,7   10,3   1,6   14,3   3,2 

  0400010   9,5   14,7   10,3   1,6   12,7   3,2 

  0400012   9,5   16,7   10,3   1,6   14,3   3,2 

  0400013   11,1   16,7   10,3   1,6   14,3   3,2 

  0400014   11,1   18,2   10,3   1,6   15,9   3,2 

  0400026   11,1   24,2   11,5   1,6   22,2   3,2 

  0400015   12,7   18,2   10,3   1,6   15,9   3,2 

  0400016   12,7   17,9   13,5   1,6   15,9   6,4 

  0400017   12,7   19,8   10,3   1,6   17,4   3,2 

  0400019   12,7   21,4   10,3   1,6   19,1   3,2 

  0400027   12,7   24,2   11,5   1,6   22,2   3,2 

  0400018   14,3   19,8   10,3   1,6   17,4   3,2 

  0400020   14,3   21,4   10,3   1,6   19,1   3,2 

  0400023   14,3   22,6   10,3   1,6   20,6   3,2 

  Part no.   A   B   C   D   Ø   S 

  0400021   15,5   21,4   10,3   1,6   19,1   3,2 

  0400022   15,9   21,0   13,5   1,6   19,1   6,4 

  0400024   15,9   22,6   10,3   1,6   20,6   3,2 

  0400029   15,9   24,2   11,5   1,6   22,2   3,2 

  0400030   17,4   24,2   11,5   1,6   22,2   3,2 

  0400031   19,1   28,6   11,5   1,6   25,4   3,2 

  0400032   20,6   30,9   11,5   1,6   28,0   3,2 

  0400033   22,2   30,9   11,5   1,6   28,0   3,2 

  0400034   23,8   30,9   11,5   1,6   28,0   3,2 

  0400035   23,8   33,3   11,5   1,6   30,1   3,2 

  0400036   23,8   34,5   11,5   1,6   31,8   3,2 

  0400037   25,4   34,5   11,5   1,6   31,8   3,2 

  0400038   25,4   37,3   11,5   1,6   34,9   3,2 

  0400039   27,0   40,9   11,5   1,6   38,1   3,2 

  0400040   28,6   40,9   11,5   1,6   38,1   3,2 

  0400041   33,3   40,9   11,5   1,6   38,1   3,2 

  0400042   34,9   47,6   11,5   1,6   44,5   3,2 

  0400043   41,3   54,0   11,5   1,6   50,8   3,2 

  0400044   47,1   63,1   18,3   1,6   57,2   6,4 

  0400045   50,0   67,5   18,3   1,6   63,5   6,4 

  0400046   62,7   80,2   18,3   1,6   76,2   6,4 

  0400047   88,4   105,9   18,3   1,6   101,6   6,4 
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 - Simple unilateral fi nger print assembly
- Protects cables and hoses from damage
- Suitable for installa� on in holes with previously mounted cables
- Ideal for installa� on of cables with pre-assembled plug

Fits wall thickness from 0,8 - 1,6 mm

Material: PA 6.6 - UL94-V2
Color: black

 Cable grommets  |  Snap-fi t bushes, lateral opening 

  Part no.   A   B   C   H 

  0401007   7,0   6,0   10,4   4,8 

  0401012   12,7   10,8   16,2   5,2 

  0401016   16,0   13,0   19,3   5,2 

  0401019   19,0   15,6   22,9   5,5 

  0401021   21,0   19,0   25,0   5,6 

  0401022   22,0   19,3   25,8   5,5 

  Part no.   A   B   C   H 

  0401023   23,0   20,4   26,4   5,5 

  0401024   24,0   20,8   27,0   5,3 

  0401027   27,0   22,0   34,6   6,0 

  0401029   29,0   26,3   34,0   7,0 

  0401030   30,0   28,0   36,3   7,0 

  0401032   32,0   30,0   36,9   6,7 

 These grommets provide a dustproof and wat�� ght seal. 
They act as a blind plug un� l the cable installa� on is required. 
P�� cularly designed for outdoor applica� ons. Conform to IP67 
standard. Quick and easy to install.

Material: EPDM (* = chloroprene rubber (CR))
Colours: 
without last digits = grey
last digits 699 = black

K = cable dimensions 

 Cable grommets  |  Grommets IP67 

  Part no.   M/PG   Ø   S   K 

  1850012   M12/PG7   13,0   0,5-2   3-5 

  1850012699*   M12/PG7   13,0   0,5-2,0   3-5 

  1850016   M16/PG9   16,0   1,0-4,0   5-7 

  1850016699*   M16/PG9   16,0   1,0-4,0   5-7 

  1850019   PG11   19,0   1,0-4,0   7-10 

  1850019699*   PG11   19,0   1,0-4,0   7-10 

  1850020   M20   20,5   1,0-4,0   8-12 

  1850020699*   M20   20,5   1,0-4,0   8-12 

  1850023   PG16   23,0   1,0-4,0   10-14 

  1850023699*   PG16   23,0   1,0-4,0   10-14 

  1850025   M25   25,5   1,0-4,0   8-12 

  Part no.   M/PG   Ø   S   K 

  1850025699*   M25   25,5   1,0-4,0   8-12 

  1850029   PG21   29,0   1,0-4,0   14-20 

  1850029699   PG21   29,0   1,0-4,0   14-20 

  1850032   M32   32,5   1,0-4,0   15-20 

  1850032699*   M32   32,5   1,0-4,0   15-20 

  1850036   PG36   48,0   1,0-4,0   26-35 

  1850036699   PG36   48,0   1,0-4,0   26-35 

  1850038   PG29   38,0   1,0-4,0   20-26 

  1850038699   PG29   38,0   1,0-4,0   20-26 

  1850040   M40   40,5   1,0-4,0   15-20 

  1850040699*   M40   40,5   1,0-4,0   15-20 

For the moun����������tamped holes. Withstand a pull-
out strength up to 155N. Protect cables and hoses. Easy, quick 
and safe. 

Max. service temperature: +105°C
Flammability: UL 94V-2 

Material: PA 6.6
Colour: black

Ø = moun�������攀ter 
S = max. wall thickness
Colour whit�����en request. 

Cable grommets  |  Snap-fit bushes 
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 Cable accessories 

Quick and easy moun���y means of hand or pneuma���ools. 
Fixing, isola������ot����������ables at the housing 
outlet. All types are UL and CSA approved. 

Flammability ra������-2
Max. service temperature: +105°C 

Material: PA 6.6
Colour: black

K = cable dimensions
�����������en request. 

Cable grommets  |  Cable strain reliefs 

Material: LDPE
Colour: natural 

Cable grommets  |  Cable protection grommets 

 These grommets are especially designed to snap int���� on 
properly and quickly. 

C = sheet thickness in mm 

Material: PVC
Colour: black 

 Cable grommets  |  Quick-fi t grommets type 1 

 Part no.   A   B   C 

 1290200   6   10   1,5 

 1290210   6   10   2,0 

 1290220   6   10   3,0 

 1290201   7   11   1,5 

 1290211   7   11   2,0 

 1290221   7   11   3,0 

 1290202   8   12   1,5 

 1290212   8   12   2,0 

 1290222   8   12   3,0 

 1290203   10   14   1,5 

 Part no.   A   B   C 

 1290213   10   14   2,0 

 1290223   10   14   3,0 

 1290204   12   16   1,5 

 1290214   12   16   2,0 

 1290224   12   16   3,0 

 1290205   14   18   1,5 

 1290215   14   18   2,0 

 1290225   14   18   3,0 

 1290206   16   20   1,5 

 1290216   16   20   2,0 

 Part no.   A   B   C 

 1290226   16   20   3,0 

 1290207   18   22   1,5 

 1290217   18   22   2,0 

 1290227   18   22   3,0 

 1290208   22   26   1,5 

 1290218   22   26   2,0 

 1290228   22   26   3,0 

 1290209   24   28   1,5 

 1290219   24   28   2,0 

 1290229   24   28   3,0 

 These grommets prevent cables/pipes from being damaged when 
passing them through a component hole. 
Furthermore, they avoid ingress of water and dust if they 
correspond to the diameter of the cable/pipe. 

Material: see X
Colour: black (* = natural) 

 Cable grommets  |  Quick-fi t grommets type 2 

  Part no.   A   B   C   X 

  1291006   4,8-5,1   40   1,0-1,5   PP/EPDM 

  1291004   7,0   28   0,5-2,0   PE 

  1291001   7,2-7,8   10   0,5-1,5   PE 

  1291003*   12,0   16   0,5-2,5   PE 

  Part no.   A   B   C   X 

  1291005   14,0   28   0,5-2,0   PE 

  1291007   18,0   30   1,2   TPG 

  1291002*   25,0   28   0,5-2,0   PE 
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 Cable accessories 

 Quick and easy moun� ng by means of hand or pneuma� c tools. 
Fixing, isola� on and prot�� on of electric cables at the housing 
outlet. All types are UL and CSA approved. 

Flammability ra� ng: UL 94V-2
Max. service temperature: +105°C 

Material: PA 6.6
Colour: black

K = cable dimensions
����������� en request. 

 Cable grommets  |  Cable strain reliefs 

  Part no.   K   A   B   C   D 

  1210001   2,8x5,3   10,3   1,6   9,5   8,8 

  1210002   3,0x5,6   10,3   1,6   11,1   9,9 

  1210003   2,8x5,3   10,3   3,2   9,5   8,8 

  1210004   3,0x5,6   10,3   2,5   11,1   9,9 

  1210005   3,8x7,6   10,3   1,6   12,7   11,8 

  1210006   4,1x8,6   12,7   2,4   12,7-13,1   11,7 

  1210007   5,0x10,4   15,5   1,6   14,3   13,5 

  1210008   5,0x10,4   15,5   3,2   14,3   13,5 

  1210009   6,4x7,4   11,1   1,6   12,7-13,1   11,4 

  Part no.   K   A   B   C   D 

  1210010   6,4x7,4   11,1   2,5   12,7-13,1   11,4 

  1210011   Ø 7,6   11,1   2,3   12,7   11,8 

  1210012   Ø 7,6   14,7   1,6   15,9   14,0 

  1210013   Ø 7,6   14,7   3,2   15,9   14,0 

  1210014   8,3x9,1   14,7   1,6   15,9   14,0 

  1210015   8,3x9,1   14,7   3,2   15,9   14,0 

  1210016   9,1x10,9   19,0   3,2   19,0-19,8   16,8 

  1210017   10,8x12,1   20,6   3,2   22,2   21,3 

  1210018   15,2x16,3   25,4   7,1   27,7-28,6   25,4 

 Material: LDPE
Colour: natural 

 Cable grommets   

  Part no.   A   B   C   D   E 

  0170070   12   8,5   6   2   7-8 

These grommets are especially designed to snap int����on 
properly and quickly. 

C = sheet thickness in mm 

Material: PVC
Colour: black 

Cable grommets  |  Quick-fit grommets type 1 

These grommets prevent cables/pipes from being damaged when 
passing them through a component hole. 
Furthermore, they avoid ingress of water and dust if they 
correspond to the diameter of the cable/pipe. 

Material: see X
Colour: black (* = natural) 

Cable grommets  |  Quick-fit grommets type 2 

6.9

7.
4

Ø6.3

Ø29.4

Ø18
Ø37.5

Ø4.5

11.7

+0.25
Ø24

Angular Hole Grommet
SR 1761 
AHG
Black EPDM 60 Shore A RMS-420

• Max Angle 45 °

Part Number
Dimensions (mm)

Standard Pack Quantity
Panel Thickness Hole Ø

AHG-1
Ø Cable  Size

5-7 1 - 2.5 24 500

Cable protection grommet
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 Cable accessories 

IP 68 - 5 bar. Waterproof, self-locking. 
Opera���emperature range: -25°C un������

Material: PA 6.6
Colour: 
without last digits = grey ~RAL 7035
last digits 599 = black ~RAL 9005 

Kb = Clamping range

������������en request. 

Cable glands DIN EN 50262  |  Cable glands 

Material: LDPE
Colour: grey ~RAL 7035 

Some sizes are available in two types: 
without hole (last digits 00) 
with hole (last digits 01) 

Cable glands DIN EN 50262  |  Hex head plugs 

 Without collar. Together with our cable gland according to DIN EN 
62444. 

Material: PA 6 30% glass fi bre reinforced
Colours: 
without last digits = grey ~RAL 7035 
last digits 599 = black ~RAL 9005 

 Cable glands DIN EN 62444  |  Locknuts 

 Part no.   A   B   SW 

 1261200   M12x1,5   5   17 

 1261200599   M12x1,5   5   17 

 1261600   M16x1,5   5   22 

 1261600599   M16x1,5   5   22 

 1262000   M20x1,5   6   26 

 1262000599   M20x1,5   6   26 

 Part no.   A   B   SW 

 1262500   M25x1,5   6   32 

 1262500599   M25x1,5   6   32 

 1263200   M32x1,5   7   41 

 1263200599   M32x1,5   7   41 

 1264000   M40x1,5   7   50 

 1264000599   M40x1,5   7   50 

 Part no.   A   B   SW 

 1265000   M50x1,5   8   60 

 1265000599   M50x1,5   8   60 

 1266300   M63x1,5   8   75 

 1266300599   M63x1,5   8   75 

 Material: PA
Colours: 
without last digits = grey ~RAL 7035
last digits 699 = black ~RAL 9005 

 Cable glands DIN EN 62444  |  Locking screws 

  Part no.   A   B   C   D 

  1271200   M12x1,5   6   17   3,0 

  1271200699   M12x1,5   6   17   3,0 

  1271600   M16x1,5   6   22   4,0 

  1271600699   M16x1,5   6   22   4,0 

  1272000   M20x1,5   6   25   4,0 

  1272000699   M20x1,5   6   25   4,0 

  1272500   M25x1,5   7   31   4,5 

  1272500699   M25x1,5   7   31   4,5 

  Part no.   A   B   C   D 

  1273200   M32x1,5   8   38   5,0 

  1273200699   M32x1,5   8   38   5,0 

  1274000   M40x1,5   9   48   5,0 

  1274000699   M40x1,5   9   48   5,0 

  1275000   M50x1,5   10   60   5,0 

  1275000699   M50x1,5   10   60   5,0 

  1276300   M63x1,5   12   75   6,0 

  1276300699   M63x1,5   12   75   6,0 
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 Cable accessories 

 IP 68 - 5 bar. Waterproof, self-locking. 
Opera� ng temperature range: -25°C un� l +100°C 

Material: PA 6.6
Colour: 
without last digits = grey ~RAL 7035
last digits 599 = black ~RAL 9005 

Kb = Clamping range

������������ en request. 

 Cable glands DIN EN 62444  |  Cable glands 

  Part no.   A   B   C   Kb   Nm   SW 

  1240012   M12x1,5   8   20   2-6,5   2,0   15 

  1240012599   M12x1,5   8   20   2-6,5   2,0   15 

  1240016   M16x1,5   8   23   4-10   2,5   20 

  1240016599   M16x1,5   8   23   4-10   2,5   20 

  1240020   M20x1,5   9   27   6-12   4,0   24 

  1240020599   M20x1,5   9   27   6-12   4,0   24 

  1240021   M20x1,5   9   28   7-14   4,0   27 

  1240021599   M20x1,5   9   28   7-14   4,0   27 

  1240025   M25x1,5   11   33   9-16   6,0   28 

  Part no.   A   B   C   Kb   Nm   SW 

  1240025599   M25x1,5   11   33   9-16   6,0   28 

  1240032   M32x1,5   11   39   10-21   7,0   36 

  1240032599   M32x1,5   11   39   10-21   7,0   36 

  1240040   M40x1,5   11   43   16-28   7,5   46 

  1240040599   M40x1,5   11   43   16-28   7,5   46 

  1240050   M50x1,5   13   50   21-34,5   8,0   53 

  1240050599   M50x1,5   13   50   21-34,5   8,0   53 

  1240063   M63x1,5   17   55   30-44,5   9,0   65 

  1240063599   M63x1,5   17   55   30-44,5   9,0   65 

 Material: LDPE
Colour: grey ~RAL 7035 

Some sizes are available in two types: 
without hole (last digits 00) 
with hole (last digits 01) 

 Cable glands DIN EN 62444  |  Hex head plugs 

  Part no.   A   B   C   D   SW 

  1251600   M16x1,5   4,5   20,0   10,0   15 

  1251601   M16x1,5   4,5   20,0   10,0   15 

  1252000   M20x1,5   7,5   24,0   12,0   19 

  1252001   M20x1,5   7,5   24,0   12,0   19 

  1252500   M25x1,5   8,0   29,5   12,0   24 

  Part no.   A   B   C   D   SW 

  1252501   M25x1,5   8,0   29,5   12,0   24 

  1253200   M32x1,5   9,0   37,5   14,0   30 

  1254000   M40x1,5   15,0   45,5   16,0   37 

  1255000   M50x1,5   20+28   55,5   17,5   46 

  1256300   M63x1,5   22+33   68,5   20,0   56 

Without collar. Together with our cable gland according to DIN EN 
50262. 

Material: PA 6 30% glass fibre reinforced
Colours: 
without last digits = grey ~RAL 7035 
last digits 599 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locknuts 

Material: PA
Colours: 
without last digits = grey ~RAL 7035
last digits 699 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locking screws 
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 Cable accessories 

Grommet Strips

Continuous Grommet Strip with Adhesive

Without collar. Together with our cable gland according to DIN EN 
50262. 

Material: PA 6 30% glass fibre reinforced
Colours: 
without last digits = grey ~RAL 7035 
last digits 599 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locknuts 

Material: PA
Colours: 
without last digits = grey ~RAL 7035
last digits 699 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locking screws 

h

l

L

H

L

H

l

h

4mm 4 REF 

0.4 - 2.0 
SLOT DEPT0.4-2.0mmH

4mm

SR 1712
Natural Polythene/Nylon, RMS-413
• Protect against damage from sharp panel edges
• Ideal for tight radii in panel cut-outs and holes

Serrated Grommets Only

Pressure-sensitive
adhesive (RMS-96)

Type 1 Type 2

SR 1764 
NGSG/SNGSG/PGSG/SPGSG

*Parts are extra flexible

Part Number
Colour Material

Dimensions (mm)
Standard Pack Quantity

Solid Lengths Serrated Lengths Panel Thickness Range “GAP” “A” “B” “C”
NGSG-2 SNGSG-2 Natural UL94-HB Nylon, RMS-88 0.9 - 1.8 0.9 4.4 0.8 2.8 30m Roll

– SNGSG-2B Black UL94-HB Nylon, RMS-88 0.9 - 1.8 0.9 4.4 0.8 2.8 30m Roll
NGSG-2.5 SNGSG-2.5 Natural UL94-HB Nylon, RMS-88 1.8 - 2.7 1.5 4.4 0.8 2.8 30m Roll
NGSG-3 SNGSG-3 Natural UL94-HB Nylon, RMS-88 2.7 - 4.2 2.7 4.8 1.2 4 30m Roll
PGSG-2 SPGSG-2 Natural Polyethylene, RMS-418 0.9 - 1.8 0.9 4.4 0.8 2.8 30m Roll

PGSG-2B SPGSG-2B Black Polyethylene, RMS-418 0.9 - 1.8 0.9 4.4 0.8 2.8 30m Roll
PGSG-6* SPGSG-6* Natural Polyethylene, RMS-418 0.9 - 1.8 0.9 4.1 0.6 1.5 30m Roll

PGSG-6B* – Black Polyethylene, RMS-418 0.9 - 1.8 0.9 4.1 0.6 1.5 30m Roll
PGSG-2.5 SPGSG-2.5 Natural Polyethylene, RMS-418 1.8 - 2.7 1.5 4.4 0.8 2.8 30m Roll

PGSG-2.5B SPGSG-2.5B Black Polyethylene, RMS-418 1.8 - 2.7 1.5 4.4 0.8 2.8 30m Roll
– SPGSG-7* Natural Polyethylene, RMS-418 1.8 - 2.7 1.5 4.8 0.9 2.5 30m Roll

PGSG-3 SPGSG-3 Natural Polyethylene, RMS-418 2.6 - 4.2 2.7 4.8 1.2 4 30m Roll
PGSG-3B SPGSG-3B Black Polyethylene, RMS-418 2.6 - 4.2 2.7 4.8 1.2 4 30m Roll

– SPGSG-8* Natural Polyethylene, RMS-418 2.6 - 4.2 2.7 4.8 0.9 4 30m Roll

0.4/1.5mm
BOTH SIDES

“GAP”

Part Number
Type Material

Dimensions (mm)
Standard Pack Quantity

Solid Lengths Serrated L l H h
– 49087 1 Polythene 2.20 0.9 2.4 1.8 25m
– 49088 1 Polythene 3.80 1.4 4.0 2.5 25m
– 49089 1 Polythene 4.50 2.3 4.0 2.5 25m
– 49090 1 Polythene 5.60 3.3 4.0 2.5 25m
– 49091 1 Polythene 8.30 5.0 5.8 4.0 25m
– 49092 1 Polythene 9.80 6.6 6.1 4.3 25m

NGSE-1 SNGSE-1 2 Nylon 2.40 0.5 3.2 0.8 30m
NGSE-2 SNGSE-2 2 Nylon 4.40 0.9 4.4 0.8 30m

NGSE-2.5 SNGSE-2.5 2 Nylon 4.40 1.5 4.4 0.8 30m
- SNGSE-3 2 Nylon 6.40 2.7 4.8 1.2 30m

NGSE-4 SNGSE-4 2 Nylon 6.10 4.2 4.8 1.2 30m
NGSE-5 SNGSE-5 2 Nylon 8.00 4.8 4.8 1.2 30m

– SPGSE-1 2 Polythene (RMS-412) 2.53 0.5 3.2 0.8 30m
– SPGSE-1.5 2 Polythene (RMS-412) 3.20 0.9 4.4 0.8 30m

PGSE-2 SPGSE-2 2 Polythene (RMS-412) 5.00 0.6 4.4 0.8 30m
PGSE-2.5 SPGSE-2.5 2 Polythene (RMS-412) 4.40 1.5 4.4 0.8 30m
PGSE-3 SPGSE-3 2 Polythene (RMS-412) 6.40 2.7 4.8 1.2 30m

– SPGSE-4 2 Polythene (RMS-412) 7.20 4.2 4.8 1.2 30m
PGSE-5 SPGSE-5 2 Polythene (RMS-412) 7.20 4.8 4.8 1.2 30m

SERRASERRATED ONLYTED ONLY
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 Cable accessories 

Rubber Edge Grommet

Without collar. Together with our cable gland according to DIN EN 
50262. 

Material: PA 6 30% glass fibre reinforced
Colours: 
without last digits = grey ~RAL 7035 
last digits 599 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locknuts 

Material: PA
Colours: 
without last digits = grey ~RAL 7035
last digits 699 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locking screws 

SR 1770 
RG
Black, TPE, RMS-214

Part Number
Dimensions (mm)

Standard Pack Quantity
Panel Thickness “A” “B”

RG-1 1.6 6.74 0.76 30m Roll
RG-2 2.36 7.44 1.52 30m Roll
RG-3 3.18 8.23 2.29 30m Roll

TYP.

Type 1 Type 2

SR 1775 
DSC
RMS-21, Nylon 66.6
RMS-413, Nylon 6

Channel
SR 1778 
CH
White, Polystyrene, RMS-16

Part Number
Dimensions (mm)

Material Standard Pack Quantity
“A” ± 0.4 “B” ± 0.8 “C” Panel Thickness

DSC-.5-48 1.6 7.6 0.8 0.8 MDS Filled Nylon, RMS-21 1.22m lengths x 25
DSC-1-48 3.2 9.5 0.5 1.2 RMS-413 1.22m lengths x 25
DSC-2-48 4.8 12.7 0.8 1.2 RMS-413 1.22m lengths x 25
DSC-3-48 6.4 15.9 1.1 1.6 MDS Filled Nylon, RMS-21 1.22m lengths x 25

Part Number Type
Dimensions (mm)

Standard Pack Quantity
“A” “B” “C” Min. “D”

CH200X250-48 1 5.1 9.5 6.4 0.8 1.22m lengths x 25
CH15X50-48 1 0.4 11.1 1.3 0.8 1.22m lengths x 25

CH20X141-48 2 0.5 14.3 3.6 0.8 1.22m lengths x 25

Duro-Strip Channel

Channel
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 Cable accessories 

Moulded Grommet Strip

Metal Continuous Cushioned Grommet

Without collar. Together with our cable gland according to DIN EN 
50262. 

Material: PA 6 30% glass fibre reinforced
Colours: 
without last digits = grey ~RAL 7035 
last digits 599 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locknuts 

Material: PA
Colours: 
without last digits = grey ~RAL 7035
last digits 699 = black ~RAL 9005 

Cable glands DIN EN 50262  |  Locking screws 

SR 1781
MGS
Natural, Nylon 6/6, RMS-01

• Complies with NASM21266
• Minimum hole Ø 25.4mm

SR 1803
MCCG
Black, 304 Stainless Steel, RMS-283; Coating: Nylon 11, RMS-192, 
Cushion: TPE, 60 Shore D, RMS-300

Hand held cutting tool needed, order part number MCGS-1.

Hand held cutting tool needed, order part number MCGS-1

Part Number
Dimensions (mm)

Standard Pack Quantity
“T” Panel Thickness “W”

MCCG-2N 1.1-1.4 4.8 30m reel
MCCG-3N 1.4-1.7 4.8 30m reel
MCCG-4N 1.7-2.3 5.8 30m reel
MCCG-6N 2.9-3.3 5.8 30m reel

SR 1791
MCG/MCGF
Black, 304 Stainless Steel, RMS-283; Coating: Nylon 11, RMS-192

• Dielectric Strength: 1000 Volts @ 50 Hz
• Operating Temperature Range: -40°C to 140°C
• UL94-V0 flammability rating
• MCGF Series is more flexible than the MCG series because

of its design

Part Number

Dimensions (mm)
Standard Pack Quantity

(Pieces)Panel 
Thickness

“A” +
0.38/

“B” +
0.38/

“C” +
0.38/

“D” +
0.38/

MGS-1-01 0.4-1.3 100
MGS-2-01 1.3-2.2 100
MGS-3-01 2.2-3.3 100
MGS-4-01 3.3-4.9 100
MGS-5-01 4.9-6.5 100
MGS-6-01 6.5-8.1 100
MGS-8-01 9.7-13

-0.13
3.8
4.4
5.6
8.3
9.8

11.3
16.3

-0.13
1.4
2.3
3.3
5.0
6.6
8.1

13.1

-0.13
1.4
1.4
1.4
1.8
1.8
1.9
1.9

-0.13
2.5
2.5
2.5
4.1
4.3
4.6
4.6 50

Part Number Type
Dimensions (mm) Colour Code Strip. 

RMS-346 Standard Pack Quantity
“T” “W”

MCG-1N 1 0.7-1.1 3.6 Not Applicable 30m reel
MCG-2N 1 1.1-1.4 3.6 Not Applicable 30m reel
MCG-3N 1 1.4-1.7 3.6 Not Applicable 30m reel
MCG-4N 1 1.7-2.3 4.6 Not Applicable 30m reel
MCG-6N 1 2.9-3.3 4.6 Not Applicable 30m reel

MCGF-1N 2 0.7-1.1 3.3 White 30m reel
MCGF-2N 2 1.1-1.4 3.3 Pink 30m reel
MCGF-3N 2 1.4-1.7 3.3 Yellow 30m reel

Type 1

Type 2

* Part number identification
on this surface

* Part number identification
on this surface

Colour code
stripe

TYP.

3.8
TYP.

0.5
TYP.

3.8
TYP.

TYP.

• Dielectric Strength: 1500 Volts @ 50 Hz
• Operating Temperature Range: -40°C to 85°C
• UL94-V0 flammability rating

Metal Continuous Grommet
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