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for cutout ò 9.7, tool-less installation

Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ The joining of metal sheets is 
achieved by pushing the Fas-
tener into the cutouts.

■■ The dimension (S) always 
means the thickness of both 
sheets together.

Materials

■■ Housing: zinc die, untreated 

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

1. = Cutout rear panel, also 
possible as ablong hole for 
tolerance adjustment. 

2. = Cutout front panel

Fastener
Part Number Clamping range Vibration-proof Installation type

294-9104.00-02224 2.2 - 2.4 mm Yes tool-less
294-9104.00-02527 2.5 - 2.7 mm Yes tool-less
294-9104.00-02830 2.8 - 3.0 mm Yes tool-less
294-9104.00-03133 3.1 - 3.3 mm Yes tool-less

DST Fastener ò9.7 [1-041.01DST]
Polyamide, clip-in Fastener for ò 9.5 or ò 12.7 cutout 
or with 10mm gap, e.g. aluminium profiles

Advantages

■■ Clips into the installation cut-
out for simple tool-less ins-
tallation.

■■ Audible click ensures proper
secure installation.

■■ Vibration-proof according to
DIN EN 61373.

■■ The square base 9.2 and
12.5 prevents the joiner from
turning within the installation
cutout.

Materials

■■ Fastener: PA, black

Remarks

The (S) dimension indicates 
the total thickness of the sheet 
metal panels.

Fastener
Part Number Version Clamping range Dimension X Installation type Packaging unit

a) 214-0109.51-00000 9.5 3.0 - 3.5 mm 12.6 mm tool-less 250 pcs.
b) 214-0109.51-10000 9.5 4.0 - 4.5 mm 13.6 mm tool-less 250 pcs.
c) 214-0109.51-20000 12.7 3.0 - 3.5 mm 13 mm tool-less 250 pcs.
d) 214-0109.51-30000 12.7 4.0 - 4.5 mm 14 mm tool-less 250 pcs.

PA Fastener ò9.5 and ò12.7 [1-020]
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for cutout ò 9.7, tool-less installation

Advantages

■■ Fastener with
DIRAK-SNAP-Technology for
joining flat metal sheets.

■■ The joining of metal sheets is
achieved by pushing the Fas-
tener into the cutouts.

■■ The dimension (S) always
means the thickness of both
sheets together.

Materials

■■ Housing: zinc die, untreated

■■ Snap wedges: sintered steel,
zinc plated

Remarks

1. = Cutout rear panel, also
possible as ablong hole for
tolerance adjustment.

2. = Cutout front panel

Fastener
Part Number Clamping range Vibration-proof Installation type

294-9104.00-02224 2.2 - 2.4 mm Yes tool-less
294-9104.00-02527 2.5 - 2.7 mm Yes tool-less
294-9104.00-02830 2.8 - 3.0 mm Yes tool-less
294-9104.00-03133 3.1 - 3.3 mm Yes tool-less

DST Fastener ò9.7 [1-041.01DST]
Polyamide, clip-in Fastener for ò 9.5 or ò 12.7 cutout 
or with 10mm gap, e.g. aluminium profiles

Advantages

■■ Clips into the installation cut-
out for simple tool-less ins-
tallation.

■■ Audible click ensures proper 
secure installation.

■■ Vibration-proof according to 
DIN EN 61373.

■■ The square base 9.2 and 
12.5 prevents the joiner from 
turning within the installation 
cutout.

Materials

■■ Fastener: PA, black

Remarks

The (S) dimension indicates 
the total thickness of the sheet 
metal panels.

Fastener
Part Number Version Clamping range Dimension X Installation type Packaging unit

a) 214-0109.51-00000 9.5 3.0 - 3.5 mm 12.6 mm tool-less 250 pcs.
b) 214-0109.51-10000 9.5 4.0 - 4.5 mm 13.6 mm tool-less 250 pcs.
c) 214-0109.51-20000 12.7 3.0 - 3.5 mm 13 mm tool-less 250 pcs.
d) 214-0109.51-30000 12.7 4.0 - 4.5 mm 14 mm tool-less 250 pcs.

PA Fastener ò9.5 and ò12.7 [1-020]
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Advantages

■■ Captive Flex-Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC.

■■ Eliminates the concern of 
losing, dropping or misplacing 
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Operation by handwheel.

■■ Opening by a ¼ turn of the 
insert.

■■ Self-adjusting clamping range 
of 0.5 - 5.5 mm.

■■ One-piece.

Materials

■■ Housing and washer:
zinc die, chrome plated 

■■ Handwheel: PA6, black

■■ Springs: spring steel 

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

Removal: By turning the 
Handwheel (2.) counterclock-
wise, the SNAP wedges (4.) are 
retraced. The leaf spring inside 
(3.) pushes the Fastener out 
of the rear panel, however, the 
U-shaped (1.) spring holes the 
Fastener captive in the front 
panel (6.). (5.) Cutout rear panel, 
also possible as ablong hole for 
tolerance adjustment. The (S) 
dimension indicates the total 
thickness of the sheet metal 
panels.

Fastener
Part Number Insert Clamping range Vibration-proof captive Installation type

294-9303.00-00055 Handwheel 0.5 - 5.5 mm Yes Yes tool-less

DST Captive Flex-Fastener ò9.5 [1-034.01DST]
Advantages

■■ Captive Flex-Fastener with
DIRAK-SNAP-Technology for
joining of flat metal sheets and
securely latching doors and
covers.

■■ Meets machinery directive
2006/42EC.

■■ Eliminates the concern of
losing, dropping or misplacing 
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to
DIN EN 61373.

■■ Operation by Phillips H2

■■ Opening by a ¼ turn of the
insert.

■■ Self-adjusting clamping range
of 0.5 - 5.5 mm.

■■ One-piece.

Materials

■■ Housing and washer:
zinc die, chrome plated

■■ Insert: aluminium, hardened

■■ Springs: spring steel

■■ SNAP wedges: sintered steel

Remarks

Removal: By turning the screw-
driver counterclockwise, the 
SNAP wedges (3.) are retracted. 
The compression spring (2.) 
pushes the Fastener out of the 
rear panel, but it remains captive 
in the front panel, held by the 
U-shaped spring (1.).
(4.) Cutout rear panel, also
possible as oblong hole for
tolerance adjustment. (5.) Cutout
front panel. The (S) dimension
indicates the total thickness of
the sheet metal panels.

Fastener
Part Number Insert Clamping range Vibration-proof captive Installation type

294-9302.00-00055 Phillips H2 0.5 - 5.5 mm Yes Yes tool-less

DST Captive Flex-Fastener ò9.5 [1-034DST]
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Advantages

■■ Captive Flex-Fastener with
DIRAK-SNAP-Technology for
joining of flat metal sheets and
securely latching doors and
covers.

■■ Meets machinery directive
2006/42EC.

■■ Eliminates the concern of
losing, dropping or misplacing
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to
DIN EN 61373.

■■ Operation by handwheel.

■■ Opening by a ¼ turn of the
insert.

■■ Self-adjusting clamping range
of 0.5 - 5.5 mm.

■■ One-piece.

Materials

■■ Housing and washer:
zinc die, chrome plated

■■ Handwheel: PA6, black

■■ Springs: spring steel

■■ Snap wedges: sintered steel,
zinc plated

Remarks

Removal: By turning the 
Handwheel (2.) counterclock-
wise, the SNAP wedges (4.) are 
retraced. The leaf spring inside 
(3.) pushes the Fastener out 
of the rear panel, however, the 
U-shaped (1.) spring holes the
Fastener captive in the front
panel (6.). (5.) Cutout rear panel,
also possible as ablong hole for
tolerance adjustment. The (S)
dimension indicates the total
thickness of the sheet metal
panels.

Fastener
Part Number Insert Clamping range Vibration-proof captive Installation type

294-9303.00-00055 Handwheel 0.5 - 5.5 mm Yes Yes tool-less

DST Captive Flex-Fastener ò9.5 [1-034.01DST]
Advantages

■■ Captive Flex-Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC.

■■ Eliminates the concern of 
losing, dropping or misplacing 
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Operation by Phillips H2

■■ Opening by a ¼ turn of the 
insert.

■■ Self-adjusting clamping range 
of 0.5 - 5.5 mm.

■■ One-piece.

Materials

■■ Housing and washer:
zinc die, chrome plated 

■■ Insert: aluminium, hardened

■■ Springs: spring steel

■■ SNAP wedges: sintered steel

Remarks

Removal: By turning the screw-
driver counterclockwise, the 
SNAP wedges (3.) are retracted. 
The compression spring (2.) 
pushes the Fastener out of the 
rear panel, but it remains captive 
in the front panel, held by the 
U-shaped spring (1.). 
(4.) Cutout rear panel, also 
possible as oblong hole for 
tolerance adjustment. (5.) Cutout 
front panel. The (S) dimension 
indicates the total thickness of 
the sheet metal panels.

Fastener
Part Number Insert Clamping range Vibration-proof captive Installation type

294-9302.00-00055 Phillips H2 0.5 - 5.5 mm Yes Yes tool-less

DST Captive Flex-Fastener ò9.5 [1-034DST]
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Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining sheet metal panels.

■■ Sheet metal panels are easily 
joined by manually pushing 
the Fastener through the 
panel cutout.

■■ This Fastener can be disenga-
ged from the front of the panel 
using a flathead screwdriver.

■■ One-piece.

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Leaf spring: stainless steel 

Remarks

Removal: By turning the screw-
driver clockwise, the SNAP 
wedges (2.) are retracted. a): 
The fastener can be pressed 
manually from the back of the 
sheet. b): The leaf spring (1.) 
pushes the fastener out of 
the rear panel. (3.) Cutout rear 
panel, also posssible as ablong 
hole for tolerance adjustment. 
(4.) Cutout front panel. The (S) 
dimension indicates the total 
thickness of the sheet metal 
panels.

Fastener
Part Number Version Insert Clamping range Vibration-proof Installation type

a) 294-9117.00-00022 without leaf spring Slotted insert 2.0 - 2.5 mm Yes tool-less
a) 294-9117.00-00031 without leaf spring Slotted insert 3.0 - 3.3 mm Yes tool-less
a) 294-9117.00-00035 without leaf spring Slotted insert 3.4 - 3.7 mm Yes tool-less
a) 294-9117.00-00043 without leaf spring Slotted insert 4.2 - 4.5 mm Yes tool-less
b) 294-9116.00-00017 with leaf spring Slotted insert 1.5 - 2.0 mm Yes tool-less
b) 294-9116.00-00026 with leaf spring Slotted insert 2.5 - 2.8 mm Yes tool-less
b) 294-9116.00-00030 with leaf spring Slotted insert 2.9 - 3.2 mm Yes tool-less
b) 294-9116.00-00038 with leaf spring Slotted insert 3.7 - 4.0 mm Yes tool-less

DST Fastener ò9.5 [1-041.03DST]
Advantages

■■ Captive Flex-Fastener with
DIRAK-SNAP-Technology for
joining of flat metal sheets and
securely latching doors and
covers.

■■ Meets machinery directive
2006/42EC.

■■ Eliminates the concern of
losing, dropping or misplacing
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to
DIN EN 61373.

■■ Operation by handwheel /
Phillips H2 or Torx 15.

■■ Opening by a ¼ turn of the
insert.

■■ One-piece.

Materials

■■ Housing: zinc die, chrome
plated or black

■■ Insert: aluminium, anodized

■■ Springs: spring steel

■■ Snap wedges: sintered steel,
zinc plated

Remarks

Removal: Turning the screw-
driver counterclockwise draws 
back the SNAP wedges (3.). 
The leaf spring (1.) pushes the 
Fastener out of the rear panel, 
but it remains captive in the front 
panel, held by the U-shaped 
spring (2.). (4.) Cutout rear panel, 
also possible as ablong hole for 
tolerance adjustment. (5.) Cutout 
front panel. The (S) dimension 
indicates the total thickness of 
the sheet metal panels.

Fastener, zinc die
Part Number Insert Clamping range Surface Vibration-proof captive Installation type

a) 294-9210.00-00017 Turning knob/Phillips H2 1.5 - 2.0 mm chrome plated Yes Yes tool-less
a) 294-9210.00-00026 Turning knob/Phillips H2 2.5 - 2.8 mm chrome plated Yes Yes tool-less
a) 294-9210.00-00034 Turning knob/Phillips H2 3.3 - 3.6 mm chrome plated Yes Yes tool-less
a) 294-9210.00-00042 Turning knob/Phillips H2 4.1 - 4.4 mm chrome plated Yes Yes tool-less
a) 294-9211.00-00017 Turning knob/Phillips H2 1.5 - 2.0 mm black Yes Yes tool-less
a) 294-9211.00-00026 Turning knob/Phillips H2 2.5 - 2.8 mm black Yes Yes tool-less
a) 294-9211.00-00034 Turning knob/Phillips H2 3.3 - 3.6 mm black Yes Yes tool-less
a) 294-9211.00-00042 Turning knob/Phillips H2 4.1 - 4.4 mm black Yes Yes tool-less
b) 294-9220.00-00138 Torx insert 3.7 - 4.0 mm black Yes Yes tool-less

DST Captive Fastener ò9.5 [1-035DST]
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Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining sheet metal panels.

■■ Sheet metal panels are easily 
joined by manually pushing 
the Fastener through the 
panel cutout.

■■ This Fastener can be disenga-
ged from the front of the panel 
using a flathead screwdriver.

■■ One-piece.

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Leaf spring: stainless steel 

Remarks

Removal: By turning the screw-
driver clockwise, the SNAP 
wedges (2.) are retracted. a): 
The fastener can be pressed 
manually from the back of the 
sheet. b): The leaf spring (1.) 
pushes the fastener out of 
the rear panel. (3.) Cutout rear 
panel, also posssible as ablong 
hole for tolerance adjustment. 
(4.) Cutout front panel. The (S) 
dimension indicates the total 
thickness of the sheet metal 
panels.

Fastener
  Part Number Version Insert Clamping range Vibration-proof Installation type

a) 294-9117.00-00022 without leaf spring Slotted insert 2.0 - 2.5 mm Yes tool-less
a) 294-9117.00-00031 without leaf spring Slotted insert 3.0 - 3.3 mm Yes tool-less
a) 294-9117.00-00035 without leaf spring Slotted insert 3.4 - 3.7 mm Yes tool-less
a) 294-9117.00-00043 without leaf spring Slotted insert 4.2 - 4.5 mm Yes tool-less
b) 294-9116.00-00017 with leaf spring Slotted insert 1.5 - 2.0 mm Yes tool-less
b) 294-9116.00-00026 with leaf spring Slotted insert 2.5 - 2.8 mm Yes tool-less
b) 294-9116.00-00030 with leaf spring Slotted insert 2.9 - 3.2 mm Yes tool-less
b) 294-9116.00-00038 with leaf spring Slotted insert 3.7 - 4.0 mm Yes tool-less

DST Fastener ò9.5 [1-041.03DST]
Advantages

■■ Captive Flex-Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC.

■■ Eliminates the concern of 
losing, dropping or misplacing 
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Operation by handwheel / 
Phillips H2 or Torx 15.

■■ Opening by a ¼ turn of the 
insert.

■■ One-piece.

Materials

■■ Housing: zinc die, chrome 
plated or black 

■■ Insert: aluminium, anodized 

■■ Springs: spring steel 

■■ Snap wedges: sintered steel, 
zinc plated

Remarks

Removal: Turning the screw-
driver counterclockwise draws 
back the SNAP wedges (3.). 
The leaf spring (1.) pushes the 
Fastener out of the rear panel, 
but it remains captive in the front 
panel, held by the U-shaped 
spring (2.). (4.) Cutout rear panel, 
also possible as ablong hole for 
tolerance adjustment. (5.) Cutout 
front panel. The (S) dimension 
indicates the total thickness of 
the sheet metal panels.

Fastener, zinc die
  Part Number Insert Clamping range Surface Vibration-proof captive Installation type

a) 294-9210.00-00017 Turning knob/Phillips H2 1.5 - 2.0 mm chrome plated Yes Yes tool-less
a) 294-9210.00-00026 Turning knob/Phillips H2 2.5 - 2.8 mm chrome plated Yes Yes tool-less
a) 294-9210.00-00034 Turning knob/Phillips H2 3.3 - 3.6 mm chrome plated Yes Yes tool-less
a) 294-9210.00-00042 Turning knob/Phillips H2 4.1 - 4.4 mm chrome plated Yes Yes tool-less
a) 294-9211.00-00017 Turning knob/Phillips H2 1.5 - 2.0 mm black Yes Yes tool-less
a) 294-9211.00-00026 Turning knob/Phillips H2 2.5 - 2.8 mm black Yes Yes tool-less
a) 294-9211.00-00034 Turning knob/Phillips H2 3.3 - 3.6 mm black Yes Yes tool-less
a) 294-9211.00-00042 Turning knob/Phillips H2 4.1 - 4.4 mm black Yes Yes tool-less
b) 294-9220.00-00138 Torx insert 3.7 - 4.0 mm black Yes Yes tool-less

DST Captive Fastener ò9.5 [1-035DST]
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Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining sheet metal panels.

■■ For cutout ò 9.5.

■■ Tool-less installation.

■■ Sheet metal panels are easily 
joined by manually pushing 
the Fastener through the 
panel cutout.

■■ This Fastener can be disenga-
ged from the front of the panel 
using a Phillips H2 screwdri-
ver.

■■ The (S) Dimension indica-
tes the total thickness of the 
sheet metal panels.

■■ One piece.

■■ Delivery time on request!

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Leaf spring: stainless steel 

■■ Insert: Aluminium, hardened 

Remarks

1. = Leaf spring 

2. = SNAP wedges 

3. = Cutout rear panel 

4. = Cutout front panel 

Removal: By turning the 
screwdriver counterclockwise, 
the SNAP wedges are retrac-
ted. The leaf spring pushes the 
fastener out of rear panel.

Fastener with Leaf Spring
  Part Number Insert Clamping range Dimension X captive Installation type

a) 294-9113.00-00017 Phillips H2 1.5 - 2.0 mm 11 mm Yes tool-less
a) 294-9113.00-00026 Phillips H2 2.5 - 2.8 mm 11 mm Yes tool-less
a) 294-9113.00-00030 Phillips H2 2.9 - 3.2 mm 11 mm Yes tool-less
a) 294-9113.00-00034 Phillips H2 3.3 - 3.6 mm 11 mm Yes tool-less
a) 294-9113.00-00042 Phillips H2 4.1 - 4.4 mm 11 mm Yes tool-less
b) 294-9119.00-00037 Phillips H2 3.5 - 4.0 mm 13 mm Yes tool-less
b) 294-9119.00-00046 Phillips H2 4.5 - 4.8 mm 13 mm Yes tool-less
b) 294-9119.00-00050 Phillips H2 4.9 - 5.2 mm 13 mm Yes tool-less
b) 294-9119.00-00054 Phillips H2 5.3 - 5.6 mm 13 mm Yes tool-less
b) 294-9119.00-00062 Phillips H2 6.1 - 6.4 mm 13 mm Yes tool-less

DST Fastener ò9.5 with leaf spring [1-041.05DST]
Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining sheet metal panels.

■■ For cutout ò 9.5.

■■ Tool-less installation.

■■ Sheet metal panels are easily 
joined by manually pushing 
the Fastener through the 
panel cutout.

■■ This Fastener can be disenga-
ged from the front of the panel 
using a Phillips H2 screwdri-
ver.

■■ The (S) Dimension indica-
tes the total thickness of the 
sheet metal panels.

■■ One piece.

■■ Delivery time on request!

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Insert: Aluminium, hardened

Remarks

Removal: By turning the screw-
driver counterclockwise, the 
SNAP wedges (1.) are retracted. 
The leaf spring pushes the fas-
tener out of rear panel, however, 
the U-shaped spring holds the 
fastener captive in the front 
panel. (3.) Cutout rear panel, 
also possible as oblong hole for 
tolerance adjustment. (2.) Cutout 
front panel.

Fastener without Leaf Spring
  Part Number Insert Clamping range Dimension X Installation type

a) 294-9114.00-00022 Phillips H2 2.0 - 2.5 mm 11 mm tool-less
a) 294-9114.00-00031 Phillips H2 3.0 - 3.3 mm 11 mm tool-less
a) 294-9114.00-00035 Phillips H2 3.4 - 3.7 mm 11 mm tool-less
a) 294-9114.00-00039 Phillips H2 3.8 - 4.1 mm 11 mm tool-less
a) 294-9114.00-00047 Phillips H2 4.6 - 4.9 mm 11 mm tool-less
b) 294-9120.00-00042 Phillips H2 4.0 - 4.5 mm 13 mm tool-less
b) 294-9120.00-00051 Phillips H2 5.0 - 5.3 mm 13 mm tool-less
b) 294-9120.00-00055 Phillips H2 5.4 - 5.7 mm 13 mm tool-less
b) 294-9120.00-00059 Phillips H2 5.8 - 6.1 mm 13 mm tool-less
b) 294-9120.00-00067 Phillips H2 6.6 - 6.9 mm 13 mm tool-less

DST Fastener ò9.5 without leaf spring [1-041.04DST]
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Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining sheet metal panels.

■■ For cutout ò 9.5.

■■ Tool-less installation.

■■ Sheet metal panels are easily 
joined by manually pushing 
the Fastener through the 
panel cutout.

■■ This Fastener can be disenga-
ged from the front of the panel 
using a Phillips H2 screwdri-
ver.

■■ The (S) Dimension indica-
tes the total thickness of the 
sheet metal panels.

■■ One piece.

■■ Delivery time on request!

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Leaf spring: stainless steel 

■■ Insert: Aluminium, hardened 

Remarks

1. = Leaf spring 

2. = SNAP wedges 

3. = Cutout rear panel 

4. = Cutout front panel 

Removal: By turning the 
screwdriver counterclockwise, 
the SNAP wedges are retrac-
ted. The leaf spring pushes the 
fastener out of rear panel.

Fastener with Leaf Spring
  Part Number Insert Clamping range Dimension X captive Installation type

a) 294-9113.00-00017 Phillips H2 1.5 - 2.0 mm 11 mm Yes tool-less
a) 294-9113.00-00026 Phillips H2 2.5 - 2.8 mm 11 mm Yes tool-less
a) 294-9113.00-00030 Phillips H2 2.9 - 3.2 mm 11 mm Yes tool-less
a) 294-9113.00-00034 Phillips H2 3.3 - 3.6 mm 11 mm Yes tool-less
a) 294-9113.00-00042 Phillips H2 4.1 - 4.4 mm 11 mm Yes tool-less
b) 294-9119.00-00037 Phillips H2 3.5 - 4.0 mm 13 mm Yes tool-less
b) 294-9119.00-00046 Phillips H2 4.5 - 4.8 mm 13 mm Yes tool-less
b) 294-9119.00-00050 Phillips H2 4.9 - 5.2 mm 13 mm Yes tool-less
b) 294-9119.00-00054 Phillips H2 5.3 - 5.6 mm 13 mm Yes tool-less
b) 294-9119.00-00062 Phillips H2 6.1 - 6.4 mm 13 mm Yes tool-less

DST Fastener ò9.5 with leaf spring [1-041.05DST]
Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining sheet metal panels.

■■ For cutout ò 9.5.

■■ Tool-less installation.

■■ Sheet metal panels are easily 
joined by manually pushing 
the Fastener through the 
panel cutout.

■■ This Fastener can be disenga-
ged from the front of the panel 
using a Phillips H2 screwdri-
ver.

■■ The (S) Dimension indica-
tes the total thickness of the 
sheet metal panels.

■■ One piece.

■■ Delivery time on request!

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Insert: Aluminium, hardened

Remarks

Removal: By turning the screw-
driver counterclockwise, the 
SNAP wedges (1.) are retracted. 
The leaf spring pushes the fas-
tener out of rear panel, however, 
the U-shaped spring holds the 
fastener captive in the front 
panel. (3.) Cutout rear panel, 
also possible as oblong hole for 
tolerance adjustment. (2.) Cutout 
front panel.

Fastener without Leaf Spring
  Part Number Insert Clamping range Dimension X Installation type

a) 294-9114.00-00022 Phillips H2 2.0 - 2.5 mm 11 mm tool-less
a) 294-9114.00-00031 Phillips H2 3.0 - 3.3 mm 11 mm tool-less
a) 294-9114.00-00035 Phillips H2 3.4 - 3.7 mm 11 mm tool-less
a) 294-9114.00-00039 Phillips H2 3.8 - 4.1 mm 11 mm tool-less
a) 294-9114.00-00047 Phillips H2 4.6 - 4.9 mm 11 mm tool-less
b) 294-9120.00-00042 Phillips H2 4.0 - 4.5 mm 13 mm tool-less
b) 294-9120.00-00051 Phillips H2 5.0 - 5.3 mm 13 mm tool-less
b) 294-9120.00-00055 Phillips H2 5.4 - 5.7 mm 13 mm tool-less
b) 294-9120.00-00059 Phillips H2 5.8 - 6.1 mm 13 mm tool-less
b) 294-9120.00-00067 Phillips H2 6.6 - 6.9 mm 13 mm tool-less

DST Fastener ò9.5 without leaf spring [1-041.04DST]
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Advantages

■■ Captive Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC.

■■ Eliminates the concern of loo-
sening, dropping or mispla-
cing hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Operation by Phillips H2.

■■ Opening by a ¼ turn of the 
insert.

■■ One-piece.

Materials

■■ Housing: zinc die, untreated 

■■ Snap wedges: sintered steel 

■■ Insert: aluminum, hardened 

■■ Springs: spring steel 

Remarks

Removal: By turning the screw-
driver counterclockwise, the 
SNAP wedges (3.) are retracted. 
The leaf spring (1.) pushes the 
Fastener out of the rear panel, 
however, the U-shaped spring 
holds the Fastener captive in 
the front panel. (4.) Cutout rear 
panel, can be made with olong 
hole for tolerance adjustment. 
(5.) Cutout front panel. The (S) 
dimension indicates the total 
thickness of the sheet metal 
panels.

Fastener
Part Number Insert Clamping range Vibration-proof captive Installation type

294-9103.00-00021 Phillips H2 1.4 - 1.9 mm Yes Yes tool-less
294-9103.00-00031 Phillips H2 2.4 - 2.9 mm Yes Yes tool-less
294-9103.00-00036 Phillips H2 2.9 - 3.4 mm Yes Yes tool-less
294-9103.00-00041 Phillips H2 3.4 - 3.9 mm Yes Yes tool-less
294-9103.00-00046 Phillips H2 3.9 - 4.4 mm Yes Yes tool-less
294-9103.00-00056 Phillips H2 4.9 - 5.4 mm Yes Yes tool-less
294-9103.00-00061 Phillips H2 5.4 - 5.9 mm Yes Yes tool-less
294-9103.00-00066 Phillips H2 5.9 - 6.4 mm Yes Yes tool-less

DST Captive Fastener ò12.7 [1-041.02DST]
Advantages

■■ Captive Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC.

■■ Eliminates the concern of 
losing, dropping or misplacing 
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Operation by Phillips H2.

■■ Opening by a ¼ turn of the 
insert.

■■ Connects panels and securely 
latches doors and covers.

■■ One-piece.

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Insert: aluminium, hardened 

■■ Springs: spring steel 

Remarks

Removal: By turning the screw-
driver counterclockwiese, the 
SNAP wedges (3.) are retracted. 
The leaf spring (1.) pushes the 
Fastener out of the rear panel, 
however, the U-shaped spring 
(2.) holds the Fastener captive in 
the front panel. (4.) Cutout rear 
panel, also possible as ablong 
hole for tolerance adjustment. 
(5.) Cutout front panel. 

The (S) dimension indicates 
the total thickness of the sheet 
metal panels.

Fastener
  Part Number Insert Clamping range Dimension X Vibration-proof captive Installation type

a) 294-9112.00-00017 Phillips H2 1.5 - 2.0 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00026 Phillips H2 2.5 - 2.8 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00030 Phillips H2 2.9 - 3.2 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00034 Phillips H2 3.3 - 3.6 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00042 Phillips H2 4.1 - 4.4 mm 11 mm Yes Yes tool-less
b) 294-9118.00-00037 Phillips H2 3.5 - 4.0 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00046 Phillips H2 4.5 - 4.8 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00050 Phillips H2 4.9 - 5.2 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00054 Phillips H2 5.3 - 5.6 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00062 Phillips H2 6.1 - 6.4 mm 13 mm Yes Yes tool-less

DST Captive Fastener ò9.5 [1-041.06DST]
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Advantages

■■ Captive Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC.

■■ Eliminates the concern of loo-
sening, dropping or mispla-
cing hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Operation by Phillips H2.

■■ Opening by a ¼ turn of the 
insert.

■■ One-piece.

Materials

■■ Housing: zinc die, untreated 

■■ Snap wedges: sintered steel 

■■ Insert: aluminum, hardened 

■■ Springs: spring steel 

Remarks

Removal: By turning the screw-
driver counterclockwise, the 
SNAP wedges (3.) are retracted. 
The leaf spring (1.) pushes the 
Fastener out of the rear panel, 
however, the U-shaped spring 
holds the Fastener captive in 
the front panel. (4.) Cutout rear 
panel, can be made with olong 
hole for tolerance adjustment. 
(5.) Cutout front panel. The (S) 
dimension indicates the total 
thickness of the sheet metal 
panels.

Fastener
Part Number Insert Clamping range Vibration-proof captive Installation type

294-9103.00-00021 Phillips H2 1.4 - 1.9 mm Yes Yes tool-less
294-9103.00-00031 Phillips H2 2.4 - 2.9 mm Yes Yes tool-less
294-9103.00-00036 Phillips H2 2.9 - 3.4 mm Yes Yes tool-less
294-9103.00-00041 Phillips H2 3.4 - 3.9 mm Yes Yes tool-less
294-9103.00-00046 Phillips H2 3.9 - 4.4 mm Yes Yes tool-less
294-9103.00-00056 Phillips H2 4.9 - 5.4 mm Yes Yes tool-less
294-9103.00-00061 Phillips H2 5.4 - 5.9 mm Yes Yes tool-less
294-9103.00-00066 Phillips H2 5.9 - 6.4 mm Yes Yes tool-less

DST Captive Fastener ò12.7 [1-041.02DST]
Advantages

■■ Captive Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC.

■■ Eliminates the concern of 
losing, dropping or misplacing 
hardware.

■■ Held securely in the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

■■ Operation by Phillips H2.

■■ Opening by a ¼ turn of the 
insert.

■■ Connects panels and securely 
latches doors and covers.

■■ One-piece.

Materials

■■ Housing: zinc die, untreated 

■■ SNAP wedges: sintered steel 

■■ Insert: aluminium, hardened 

■■ Springs: spring steel 

Remarks

Removal: By turning the screw-
driver counterclockwiese, the 
SNAP wedges (3.) are retracted. 
The leaf spring (1.) pushes the 
Fastener out of the rear panel, 
however, the U-shaped spring 
(2.) holds the Fastener captive in 
the front panel. (4.) Cutout rear 
panel, also possible as ablong 
hole for tolerance adjustment. 
(5.) Cutout front panel. 

The (S) dimension indicates 
the total thickness of the sheet 
metal panels.

Fastener
  Part Number Insert Clamping range Dimension X Vibration-proof captive Installation type

a) 294-9112.00-00017 Phillips H2 1.5 - 2.0 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00026 Phillips H2 2.5 - 2.8 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00030 Phillips H2 2.9 - 3.2 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00034 Phillips H2 3.3 - 3.6 mm 11 mm Yes Yes tool-less
a) 294-9112.00-00042 Phillips H2 4.1 - 4.4 mm 11 mm Yes Yes tool-less
b) 294-9118.00-00037 Phillips H2 3.5 - 4.0 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00046 Phillips H2 4.5 - 4.8 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00050 Phillips H2 4.9 - 5.2 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00054 Phillips H2 5.3 - 5.6 mm 13 mm Yes Yes tool-less
b) 294-9118.00-00062 Phillips H2 6.1 - 6.4 mm 13 mm Yes Yes tool-less

DST Captive Fastener ò9.5 [1-041.06DST]
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for cutout 8x15, tool-less installation

Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ The joining of two metal 
sheets is achieved by pushing 
the Fastener into the cutouts.

■■ With tool/key Part-No.: 
 292-0302.70 product system 
6-080DST this Fastener can 
be disengaged both from 
inside and outside.

■■ After removal of the red plug 
disassembly also from the 
inside possible.

■■ The tool is captive in the open 
position. 

Materials

■■ Housing: PA, black or light 
grey, RAL 7035

■■ Snap wedges: Grivory, black

Remarks

1. assembly

2. disassembly

The dimension (S) always 
means the thickness of both 
sheets e.g.: 

1.5 + 1.5 = 3

2.0 + 1.0 = 3

2.0 + 2.0 = 4

Fastener, PA, black
Part Number Clamping range Vibration-proof Installation type

294-9001.00-00015 1.5 - 1.8 mm Yes tool-less
294-9001.00-00020 2.0 - 2.3 mm Yes tool-less
294-9001.00-00030 3.0 - 3.3 mm Yes tool-less
294-9001.00-00040 4.0 - 4.3 mm Yes tool-less

Fastener, PA, Light Grey RAL 7035
Part Number Clamping range Vibration-proof Installation type

294-9002.00-00015 1.5 - 1.8 mm Yes tool-less
294-9002.00-00020 2.0 - 2.3 mm Yes tool-less
294-9002.00-00030 3.0 - 3.3 mm Yes tool-less
294-9002.00-00040 4.0 - 4.3 mm Yes tool-less

Accessories

756 292-0302.70-00000 Tool for uninstallation

DST Fastener 8x15 [1-040DST]
Advantages

■■ Captive Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC. 

■■ Eliminates the concern of 
losing, dropping or misplacing 
hardware. 

■■ Tool-less installation.

■■ Pushed into the front panel 
(sheet thickness max. 3 mm) 
and permanently secured by 
the U-shaped spring (1.).

■■ Can be dismantled of the rear 
panel from the front with the 
tool for uninstallation  
292-0312.83-00000.

■■ One-piece.

■■ The (S) dimension indica-
tes the total thickness of the 
sheet metal panels.

Materials

■■ Housing and Snap wedges: 
zinc die, zinc plated 

■■ U-shaped spring: stainless 
steel AISI 301

Remarks

2. = Installation

3. = Installed

4. = Removal

Removal: By turning the tool for 
uninstallation counter clockwise 
the SNAP wedges are drawn 
back. The U-shaped spring 
holds the Fastener captive in the 
front panel. 

Oblong hole possible in the rear 
panel, for tolerance adjustment.

Fastener
Part Number Clamping range captive Installation type

a) 294-8004.00-00001 11.5 - 11.8 mm Yes tool-less

Accessories

756 292-0312.83-00000 Tool for uninstallation

DST Captive Fastener ò18.7 [1-041.09DST]
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for cutout 8x15, tool-less installation

Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ The joining of two metal 
sheets is achieved by pushing 
the Fastener into the cutouts.

■■ With tool/key Part-No.: 
 292-0302.70 product system 
6-080DST this Fastener can 
be disengaged both from 
inside and outside.

■■ After removal of the red plug 
disassembly also from the 
inside possible.

■■ The tool is captive in the open 
position. 

Materials

■■ Housing: PA, black or light 
grey, RAL 7035

■■ Snap wedges: Grivory, black

Remarks

1. assembly

2. disassembly

The dimension (S) always 
means the thickness of both 
sheets e.g.: 

1.5 + 1.5 = 3

2.0 + 1.0 = 3

2.0 + 2.0 = 4

Fastener, PA, black
Part Number Clamping range Vibration-proof Installation type

294-9001.00-00015 1.5 - 1.8 mm Yes tool-less
294-9001.00-00020 2.0 - 2.3 mm Yes tool-less
294-9001.00-00030 3.0 - 3.3 mm Yes tool-less
294-9001.00-00040 4.0 - 4.3 mm Yes tool-less

Fastener, PA, Light Grey RAL 7035
Part Number Clamping range Vibration-proof Installation type

294-9002.00-00015 1.5 - 1.8 mm Yes tool-less
294-9002.00-00020 2.0 - 2.3 mm Yes tool-less
294-9002.00-00030 3.0 - 3.3 mm Yes tool-less
294-9002.00-00040 4.0 - 4.3 mm Yes tool-less

Accessories

756 292-0302.70-00000 Tool for uninstallation

DST Fastener 8x15 [1-040DST]
Advantages

■■ Captive Fastener with 
DIRAK-SNAP-Technology for 
joining of flat metal sheets and 
securely latching doors and 
covers.

■■ Meets machinery directive 
2006/42EC. 

■■ Eliminates the concern of 
losing, dropping or misplacing 
hardware. 

■■ Tool-less installation.

■■ Pushed into the front panel 
(sheet thickness max. 3 mm) 
and permanently secured by 
the U-shaped spring (1.).

■■ Can be dismantled of the rear 
panel from the front with the 
tool for uninstallation  
292-0312.83-00000.

■■ One-piece.

■■ The (S) dimension indica-
tes the total thickness of the 
sheet metal panels.

Materials

■■ Housing and Snap wedges: 
zinc die, zinc plated 

■■ U-shaped spring: stainless 
steel AISI 301

Remarks

2. = Installation

3. = Installed

4. = Removal

Removal: By turning the tool for 
uninstallation counter clockwise 
the SNAP wedges are drawn 
back. The U-shaped spring 
holds the Fastener captive in the 
front panel. 

Oblong hole possible in the rear 
panel, for tolerance adjustment.

Fastener
Part Number Clamping range captive Installation type

a) 294-8004.00-00001 11.5 - 11.8 mm Yes tool-less

Accessories

756 292-0312.83-00000 Tool for uninstallation

DST Captive Fastener ò18.7 [1-041.09DST]
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Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ The connection of the sheets 
is established via a simple 
clip-in into its cutout.

■■ The riveted grounding clip 
assures an electrical connec-
tion between the sheets and 
the fastener itself.

■■ Vibration-proof according to 
DIN EN 61373.

■■ The teeth of the riveted groun-
ding clip penetrate the painted 
cutting edge of the cutouts 
as well.

■■ By using the tool for  
uninstallation 292-0311.15 a 
disassembly from the front is 
possible.

Materials

■■ Housing: zinc die, black 

■■  Snap wedges: sintered steel 

■■ Grounding clip: stainless 
steel 

Remarks

The (S) dimension indicates 
the total thickness of the sheet 
metal panels.

1. and 2. = Uninstallation

3. Grounding clip

Fastener
Part Number Clamping range Grounding Vibration-proof Installation type

294-9003.00-00034 3.0 - 3.7 mm Yes Yes tool-less
294-9003.00-00043 4.0 - 4.5 mm Yes Yes tool-less
294-9003.00-00052 5.0 - 5.5 mm Yes Yes tool-less
294-9003.00-00063 6.0 - 6.5 mm Yes Yes tool-less

Accessories

754 292-0402.00-03014 Cutout-cover
756 292-0311.15-00000 Tool for uninstallation

DST Fastener 30x14 [1-043DST]
Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ For cutout 30x10.

■■ Tool-less installation.

■■ This Fastener is suitable for 
thicknesses of totally 8mm.

■■ The joining is achieved by 
pushing the Fastener into the 
cutouts.

Materials

■■ Housing: zinc die, black

■■ Snap wedges: sintered steel

Remarks

1. Installation

Fastener
Part Number Clamping range Vibration-proof Installation type

294-9106.00-00040 3.7 - 4.2 mm Yes tool-less
294-9106.00-00045 4.2 - 4.7 mm Yes tool-less
294-9106.00-00050 4.7 - 5.2 mm Yes tool-less
294-9106.00-00055 5.2 - 5.7 mm Yes tool-less
294-9106.00-00060 5.7 - 6.2 mm Yes tool-less
294-9106.00-00080 7.7 - 8.2 mm Yes tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Fastener 30x10 [1-042DST]
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Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ The connection of the sheets 
is established via a simple 
clip-in into its cutout.

■■ The riveted grounding clip 
assures an electrical connec-
tion between the sheets and 
the fastener itself.

■■ Vibration-proof according to 
DIN EN 61373.

■■ The teeth of the riveted groun-
ding clip penetrate the painted 
cutting edge of the cutouts 
as well.

■■ By using the tool for  
uninstallation 292-0311.15 a 
disassembly from the front is 
possible.

Materials

■■ Housing: zinc die, black 

■■  Snap wedges: sintered steel 

■■ Grounding clip: stainless 
steel 

Remarks

The (S) dimension indicates 
the total thickness of the sheet 
metal panels.

1. and 2. = Uninstallation

3. Grounding clip

Fastener
Part Number Clamping range Grounding Vibration-proof Installation type

294-9003.00-00034 3.0 - 3.7 mm Yes Yes tool-less
294-9003.00-00043 4.0 - 4.5 mm Yes Yes tool-less
294-9003.00-00052 5.0 - 5.5 mm Yes Yes tool-less
294-9003.00-00063 6.0 - 6.5 mm Yes Yes tool-less

Accessories

754 292-0402.00-03014 Cutout-cover
756 292-0311.15-00000 Tool for uninstallation

DST Fastener 30x14 [1-043DST]
Advantages

■■ Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ For cutout 30x10.

■■ Tool-less installation.

■■ This Fastener is suitable for 
thicknesses of totally 8mm.

■■ The joining is achieved by 
pushing the Fastener into the 
cutouts.

Materials

■■ Housing: zinc die, black

■■ Snap wedges: sintered steel

Remarks

1. Installation

Fastener
Part Number Clamping range Vibration-proof Installation type

294-9106.00-00040 3.7 - 4.2 mm Yes tool-less
294-9106.00-00045 4.2 - 4.7 mm Yes tool-less
294-9106.00-00050 4.7 - 5.2 mm Yes tool-less
294-9106.00-00055 5.2 - 5.7 mm Yes tool-less
294-9106.00-00060 5.7 - 6.2 mm Yes tool-less
294-9106.00-00080 7.7 - 8.2 mm Yes tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST Fastener 30x10 [1-042DST]
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Advantages

■■ The Fastener with 
DIRAK-SNAP-Technology has 
one fixed side and one deta-
chable side.

■■ Fastening with countersunk 
screws M4 or wood screws.

■■ Clamping range 0.8-3mm.

■■ The width (b) of the cutout can 
be enlarged for adjusting.

■■ Pull-off forces: ~15 - 50N.

■■ Blind assembly in closed pro-
files.

■■ Vibration-proof.

Materials

■■ Fastener: zinc die, black

■■ Snap wedges: sintered steel

Remarks

F = pull-off force 

1. cutout for detachable side / 
tolerance balance 

2. e.g. sheet metal 

3. e.g. wood

Fastener
Part Number Version Pull-off force Clamping range Vibration-proof Countersunk screw Installation type

295-9002.00-00001 one detachable side ~15N 0.8 - 3.0 mm Yes M4 screw-on
295-9002.00-00003 one detachable side ~30N 0.8 - 3.0 mm Yes M4 screw-on
295-9002.00-00005 one detachable side ~50N 0.8 - 3.0 mm Yes M4 screw-on

Accessories

738 1-044DST DST DUAL Fastener 30x10
740 1-045DST DST DUAL Fastener 30x10

DST Fastener 30x10 [1-046DST]
Advantages

■■ DUAL Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ For cutout 30x10.

■■ Tool-less installation.

■■ In order to enable a tolerance 
compensation, one half of the 
housing is just 28mm long.

Materials

■■ Housing: zinc die, black or 
PA black

■■ Snap wedges: sintered steel

Remarks

1. Installation

Fastener, PA, black
Part Number Version Clamping range Clamping range (S) 2 Vibration-proof Installation type

294-9102.52-10010 for fix connection 0.7 - 1.2 mm 0.7 - 1.2 mm Yes tool-less
294-9102.52-20020 for fix connection 1.7 - 2.2 mm 1.7 - 2.2 mm Yes tool-less
294-9102.52-15015 for fix connection 1.2 - 1.7 mm 1.2 - 1.7 mm Yes tool-less
294-9102.52-25025 for fix connection 2.2 - 2.7 mm 2.2 - 2.7 mm Yes tool-less
294-9102.52-30030 for fix connection 2.7 - 3.2 mm 2.7 - 3.2 mm Yes tool-less

Fastener, zinc die, black
Part Number Version Clamping range Clamping range (S) 2 Vibration-proof Installation type

294-9107.33-10010 for fix connection 0.7 - 1.2 mm 0.7 - 1.2 mm Yes tool-less
294-9107.33-15015 for fix connection 1.2 - 1.7 mm 1.2 - 1.7 mm Yes tool-less
294-9107.33-20020 for fix connection 1.7 - 2.2 mm 1.7 - 2.2 mm Yes tool-less
294-9107.33-25025 for fix connection 2.2 - 2.7 mm 2.2 - 2.7 mm Yes tool-less
294-9107.33-30030 for fix connection 2.7 - 3.2 mm 2.7 - 3.2 mm Yes tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST DUAL Fastener 30x10 [1-044DST]
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Advantages

■■ The Fastener with 
DIRAK-SNAP-Technology has 
one fixed side and one deta-
chable side.

■■ Fastening with countersunk 
screws M4 or wood screws.

■■ Clamping range 0.8-3mm.

■■ The width (b) of the cutout can 
be enlarged for adjusting.

■■ Pull-off forces: ~15 - 50N.

■■ Blind assembly in closed pro-
files.

■■ Vibration-proof.

Materials

■■ Fastener: zinc die, black

■■ Snap wedges: sintered steel

Remarks

F = pull-off force 

1. cutout for detachable side / 
tolerance balance 

2. e.g. sheet metal 

3. e.g. wood

Fastener
Part Number Version Pull-off force Clamping range Vibration-proof Countersunk screw Installation type

295-9002.00-00001 one detachable side ~15N 0.8 - 3.0 mm Yes M4 screw-on
295-9002.00-00003 one detachable side ~30N 0.8 - 3.0 mm Yes M4 screw-on
295-9002.00-00005 one detachable side ~50N 0.8 - 3.0 mm Yes M4 screw-on

Accessories

738 1-044DST DST DUAL Fastener 30x10
740 1-045DST DST DUAL Fastener 30x10

DST Fastener 30x10 [1-046DST]
Advantages

■■ DUAL Fastener with 
DIRAK-SNAP-Technology for 
joining flat metal sheets.

■■ For cutout 30x10.

■■ Tool-less installation.

■■ In order to enable a tolerance 
compensation, one half of the 
housing is just 28mm long.

Materials

■■ Housing: zinc die, black or 
PA black

■■ Snap wedges: sintered steel

Remarks

1. Installation

Fastener, PA, black
Part Number Version Clamping range Clamping range (S) 2 Vibration-proof Installation type

294-9102.52-10010 for fix connection 0.7 - 1.2 mm 0.7 - 1.2 mm Yes tool-less
294-9102.52-20020 for fix connection 1.7 - 2.2 mm 1.7 - 2.2 mm Yes tool-less
294-9102.52-15015 for fix connection 1.2 - 1.7 mm 1.2 - 1.7 mm Yes tool-less
294-9102.52-25025 for fix connection 2.2 - 2.7 mm 2.2 - 2.7 mm Yes tool-less
294-9102.52-30030 for fix connection 2.7 - 3.2 mm 2.7 - 3.2 mm Yes tool-less

Fastener, zinc die, black
Part Number Version Clamping range Clamping range (S) 2 Vibration-proof Installation type

294-9107.33-10010 for fix connection 0.7 - 1.2 mm 0.7 - 1.2 mm Yes tool-less
294-9107.33-15015 for fix connection 1.2 - 1.7 mm 1.2 - 1.7 mm Yes tool-less
294-9107.33-20020 for fix connection 1.7 - 2.2 mm 1.7 - 2.2 mm Yes tool-less
294-9107.33-25025 for fix connection 2.2 - 2.7 mm 2.2 - 2.7 mm Yes tool-less
294-9107.33-30030 for fix connection 2.7 - 3.2 mm 2.7 - 3.2 mm Yes tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

DST DUAL Fastener 30x10 [1-044DST]
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Fastener, zinc die, black
Part Number Version Pull-off force Clamping range Vibration-proof Installation type

295-9001.33-10001 one detachable side ~15N 0.7 - 1.2 mm Yes tool-less
295-9001.33-10003 one detachable side ~30N 0.7 - 1.2 mm Yes tool-less
295-9001.33-10005 one detachable side ~50N 0.7 - 1.2 mm Yes tool-less
295-9001.33-15001 one detachable side ~15N 1.2 - 1.7 mm Yes tool-less
295-9001.33-15003 one detachable side ~30N 1.2 - 1.7 mm Yes tool-less
295-9001.33-15005 one detachable side ~50N 1.2 - 1.7 mm Yes tool-less
295-9001.33-20001 one detachable side ~15N 1.7 - 2.2 mm Yes tool-less
295-9001.33-20003 one detachable side ~30N 1.7 - 2.2 mm Yes tool-less
295-9001.33-20005 one detachable side ~50N 1.7 - 2.2 mm Yes tool-less
295-9001.33-25001 one detachable side ~15N 2.2 - 2.7 mm Yes tool-less
295-9001.33-25003 one detachable side ~30N 2.2 - 2.7 mm Yes tool-less
295-9001.33-25005 one detachable side ~50N 2.2 - 2.7 mm Yes tool-less
295-9001.33-30001 one detachable side ~15N 2.7 - 3.2 mm Yes tool-less
295-9001.33-30003 one detachable side ~30N 2.7 - 3.2 mm Yes tool-less
295-9001.33-30005 one detachable side ~50N 2.7 - 3.2 mm Yes tool-less

Fastener, PA, black
Part Number Version Pull-off force Clamping range Vibration-proof Installation type

295-9001.52-10001 one detachable side ~15N 0.7 - 1.2 mm Yes tool-less
295-9001.52-10003 one detachable side ~30N 0.7 - 1.2 mm Yes tool-less
295-9001.52-10005 one detachable side ~50N 0.7 - 1.2 mm Yes tool-less
295-9001.52-15001 one detachable side ~15N 1.2 - 1.7 mm Yes tool-less
295-9001.52-15003 one detachable side ~30N 1.2 - 1.7 mm Yes tool-less
295-9001.52-15005 one detachable side ~50N 1.2 - 1.7 mm Yes tool-less
295-9001.52-20001 one detachable side ~15N 1.7 - 2.2 mm Yes tool-less
295-9001.52-20003 one detachable side ~30N 1.7 - 2.2 mm Yes tool-less
295-9001.52-20005 one detachable side ~50N 1.7 - 2.2 mm Yes tool-less
295-9001.52-25001 one detachable side ~15N 2.2 - 2.7 mm Yes tool-less
295-9001.52-25003 one detachable side ~30N 2.2 - 2.7 mm Yes tool-less
295-9001.52-25005 one detachable side ~50N 2.2 - 2.7 mm Yes tool-less
295-9001.52-30001 one detachable side ~15N 2.7 - 3.2 mm Yes tool-less
295-9001.52-30003 one detachable side ~30N 2.7 - 3.2 mm Yes tool-less
295-9001.52-30005 one detachable side ~50N 2.7 - 3.2 mm Yes tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ The Dual Fastener with 
DIRAK-SNAP-Technology has 
one fixed side and one deta-
chable side.

■■ Tool-less installation. 

■■ Application: Joining 2 sheet 
metal panels.

■■ The DUAL Fastener keep the 
door in position and prevent a 
rattling of the door.

■■ The cutout for the fixed side is 
30x10mm.

■■ For the detachable side a cut-
out of 28x10mm till 30x16mm 
is possible depending on the 
possible misalignment. 

Materials

■■ Dual Fastener: PA, black or 
zinc die, black

■■ Snap wedges: sintered steel

Remarks

1. assembled 

2. removed 

3. cutout for fixed side

4. cutout for detachable side / 
tolerance balance 

5. possible misalignment of the 
2 cutouts 

The sheet thicknesses (S) can be 
designed differently. 

F = pull-off force 

DST DUAL Fastener 30x10 [1-045DST]
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Fastener, zinc die, black
Part Number Version Pull-off force Clamping range Vibration-proof Installation type

295-9001.33-10001 one detachable side ~15N 0.7 - 1.2 mm Yes tool-less
295-9001.33-10003 one detachable side ~30N 0.7 - 1.2 mm Yes tool-less
295-9001.33-10005 one detachable side ~50N 0.7 - 1.2 mm Yes tool-less
295-9001.33-15001 one detachable side ~15N 1.2 - 1.7 mm Yes tool-less
295-9001.33-15003 one detachable side ~30N 1.2 - 1.7 mm Yes tool-less
295-9001.33-15005 one detachable side ~50N 1.2 - 1.7 mm Yes tool-less
295-9001.33-20001 one detachable side ~15N 1.7 - 2.2 mm Yes tool-less
295-9001.33-20003 one detachable side ~30N 1.7 - 2.2 mm Yes tool-less
295-9001.33-20005 one detachable side ~50N 1.7 - 2.2 mm Yes tool-less
295-9001.33-25001 one detachable side ~15N 2.2 - 2.7 mm Yes tool-less
295-9001.33-25003 one detachable side ~30N 2.2 - 2.7 mm Yes tool-less
295-9001.33-25005 one detachable side ~50N 2.2 - 2.7 mm Yes tool-less
295-9001.33-30001 one detachable side ~15N 2.7 - 3.2 mm Yes tool-less
295-9001.33-30003 one detachable side ~30N 2.7 - 3.2 mm Yes tool-less
295-9001.33-30005 one detachable side ~50N 2.7 - 3.2 mm Yes tool-less

Fastener, PA, black
Part Number Version Pull-off force Clamping range Vibration-proof Installation type

295-9001.52-10001 one detachable side ~15N 0.7 - 1.2 mm Yes tool-less
295-9001.52-10003 one detachable side ~30N 0.7 - 1.2 mm Yes tool-less
295-9001.52-10005 one detachable side ~50N 0.7 - 1.2 mm Yes tool-less
295-9001.52-15001 one detachable side ~15N 1.2 - 1.7 mm Yes tool-less
295-9001.52-15003 one detachable side ~30N 1.2 - 1.7 mm Yes tool-less
295-9001.52-15005 one detachable side ~50N 1.2 - 1.7 mm Yes tool-less
295-9001.52-20001 one detachable side ~15N 1.7 - 2.2 mm Yes tool-less
295-9001.52-20003 one detachable side ~30N 1.7 - 2.2 mm Yes tool-less
295-9001.52-20005 one detachable side ~50N 1.7 - 2.2 mm Yes tool-less
295-9001.52-25001 one detachable side ~15N 2.2 - 2.7 mm Yes tool-less
295-9001.52-25003 one detachable side ~30N 2.2 - 2.7 mm Yes tool-less
295-9001.52-25005 one detachable side ~50N 2.2 - 2.7 mm Yes tool-less
295-9001.52-30001 one detachable side ~15N 2.7 - 3.2 mm Yes tool-less
295-9001.52-30003 one detachable side ~30N 2.7 - 3.2 mm Yes tool-less
295-9001.52-30005 one detachable side ~50N 2.7 - 3.2 mm Yes tool-less

Accessories

755 292-0702.15-01030 Reinforcement plate for cutout 
754 292-0401.00-03010 Cutout-cover
756 292-0306.80-02530 Tool for uninstallation

Advantages

■■ The Dual Fastener with 
DIRAK-SNAP-Technology has 
one fixed side and one deta-
chable side.

■■ Tool-less installation. 

■■ Application: Joining 2 sheet 
metal panels.

■■ The DUAL Fastener keep the 
door in position and prevent a 
rattling of the door.

■■ The cutout for the fixed side is 
30x10mm.

■■ For the detachable side a cut-
out of 28x10mm till 30x16mm 
is possible depending on the 
possible misalignment. 

Materials

■■ Dual Fastener: PA, black or 
zinc die, black

■■ Snap wedges: sintered steel

Remarks

1. assembled 

2. removed 

3. cutout for fixed side

4. cutout for detachable side / 
tolerance balance 

5. possible misalignment of the 
2 cutouts 

The sheet thicknesses (S) can be 
designed differently. 

F = pull-off force 

DST DUAL Fastener 30x10 [1-045DST]
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Ensures fixed connection of two metal sheets

Advantages

■■ Easy installation by pressing 
into square holes.

■■ Nut is moveable and adjusta-
ble in the cage until final fixing 
by screw.

■■ Vibration-proof according to 
DIN EN 61373.

Materials

■■ Cage: steel, zinc plated or 
stainless steel AISI 304

■■ Nut: steel, zinc plated or 
stainless steel AISI 316

Cage Nuts
Part Number Version Material Surface Packaging unit

359-0250.06-00000 M5 steel zinc plated 200 pcs.
353-2010.00-00000 M5 stainless steel 200 pcs.
359-0206.06-00000 M6 steel zinc plated 200 pcs.

Cage Nuts ò9.5 [6-045.01]
Advantages

■■ For the secure joining of metal 
sheets.

■■ The nut is installed in the hou-
sing (cage).

■■ Impossible to over-twist nut 
and cage.

■■ Can be installed in the cutout 
without tools from the front as 
well as from behind.

■■ Cage made of PA is flexible 
and thus easy to install.

■■ Secure fit of the cage in the 
cutout through protruding 
square.

■■ Clamping range 1-4mm.

■■ For cutouts ò 9.5 and 
ò 9.2mm.

■■ Suitable for high tightening 
torque and high tensile forces 
of up to 8 nm*.

■■ a) + b) Configure the cage a) 
with the nut b).

■■ c) Cages and nuts are packed 
pre-assembled per 100 in a 
bag. 

Materials

■■ Cage: PA, black

■■ Nut: steel, zinc plated

Remarks

1. = Cutout 9.5mm installation 
from the front as well as from 
behind. 

2. = Cutout 9.2mm installation 
only from behind. 

3. = Blind installation from the 
front: diagonal installation of 
the cage nut into the cutout, 
compressing of the cage ends, 
rotation of 45° and flush inser-
tion into the cutout. 

4. = Installation from behind: 
guide the head of the cage 
through the installation opening 
and attach it. 

5. = Installed. 

6. = Screwed.

Cage nuts, unmounted
  Part Number Name Clamping range Material Surface Packaging unit

a) 203-1901.06-00095 Cage for Nut 1 - 4 mm PA black 2000 pcs.
b) 203-1902.15-00006 Nut M6 steel zinc plated, white 2000 pcs.
b) 203-1902.15-00014 Nut 1/4"UNC steel zinc plated, yellow (Chrome VI free) 2000 pcs.

Cage nuts, pre-assembled
  Part Number Thread size Clamping range Material Surface Packaging unit

c) 203-9002.00-00000 M6 1 - 4 mm steel zinc plated, white 100 pcs.
c) 203-9003.00-00000 1/4" UNC 1 - 4 mm steel zinc plated, yellow (Chrome VI free) 100 pcs.

Cage Nuts ò9.5 [6-045]
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Ensures fixed connection of two metal sheets

Advantages

■■ Easy installation by pressing 
into square holes.

■■ Nut is moveable and adjusta-
ble in the cage until final fixing 
by screw.

■■ Vibration-proof according to 
DIN EN 61373.

Materials

■■ Cage: steel, zinc plated or 
stainless steel AISI 304

■■ Nut: steel, zinc plated or 
stainless steel AISI 316

Cage Nuts
Part Number Version Material Surface Packaging unit

359-0250.06-00000 M5 steel zinc plated 200 pcs.
353-2010.00-00000 M5 stainless steel 200 pcs.
359-0206.06-00000 M6 steel zinc plated 200 pcs.

Cage Nuts ò9.5 [6-045.01]
Advantages

■■ For the secure joining of metal 
sheets.

■■ The nut is installed in the hou-
sing (cage).

■■ Impossible to over-twist nut 
and cage.

■■ Can be installed in the cutout 
without tools from the front as 
well as from behind.

■■ Cage made of PA is flexible 
and thus easy to install.

■■ Secure fit of the cage in the 
cutout through protruding 
square.

■■ Clamping range 1-4mm.

■■ For cutouts ò 9.5 and 
ò 9.2mm.

■■ Suitable for high tightening 
torque and high tensile forces 
of up to 8 nm*.

■■ a) + b) Configure the cage a) 
with the nut b).

■■ c) Cages and nuts are packed 
pre-assembled per 100 in a 
bag. 

Materials

■■ Cage: PA, black

■■ Nut: steel, zinc plated

Remarks

1. = Cutout 9.5mm installation 
from the front as well as from 
behind. 

2. = Cutout 9.2mm installation 
only from behind. 

3. = Blind installation from the 
front: diagonal installation of 
the cage nut into the cutout, 
compressing of the cage ends, 
rotation of 45° and flush inser-
tion into the cutout. 

4. = Installation from behind: 
guide the head of the cage 
through the installation opening 
and attach it. 

5. = Installed. 

6. = Screwed.

Cage nuts, unmounted
  Part Number Name Clamping range Material Surface Packaging unit

a) 203-1901.06-00095 Cage for Nut 1 - 4 mm PA black 2000 pcs.
b) 203-1902.15-00006 Nut M6 steel zinc plated, white 2000 pcs.
b) 203-1902.15-00014 Nut 1/4"UNC steel zinc plated, yellow (Chrome VI free) 2000 pcs.

Cage nuts, pre-assembled
  Part Number Thread size Clamping range Material Surface Packaging unit

c) 203-9002.00-00000 M6 1 - 4 mm steel zinc plated, white 100 pcs.
c) 203-9003.00-00000 1/4" UNC 1 - 4 mm steel zinc plated, yellow (Chrome VI free) 100 pcs.

Cage Nuts ò9.5 [6-045]
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Ensures fixed connection of two metal sheets

Advantages

■■ Easy installation by pressing 
into square holes.

■■ Nut is moveable and adjusta-
ble in the cage until final fixing 
by screw.

■■ Special design of the cage 
prevents from falling out of the 
cutout.

■■ Vibration-proof according to 
DIN EN 61373.

Materials

■■ Cage: steel, zinc plated

■■ Nut: steel, zinc plated

Operation

1. 2.

4.3.Cutout
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Cage Nuts
Part Number Version Material Surface Packaging unit

a) 350-2098.00-00000 M5 steel zinc plated 200 pcs.
b) 350-2097.00-00000 1/4-20UNC steel zinc plated 200 pcs.

Cage Nuts ò12.7 [6-045.03]
Ensures fixed connection of two metal sheets

Advantages

■■ Easy installation by pressing 
into square holes.

■■ Nut is moveable and adjusta-
ble in the cage until final fixing 
by screw.

■■ c) and d) Special design of the 
cage prevents from falling out 
of the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

Materials

■■ Cage and Nut: steel, zinc 
plated

Cage Nuts
  Part Number Version Material Surface Packaging unit

a) 350-2004.00-00000 M8 steel zinc plated 200 pcs.
b) 350-2005.00-00000 M6 steel zinc plated 200 pcs.
c) 350-2046.00-00000 M6 steel zinc plated 200 pcs.
d) 350-2096.00-00000 1/4-20UNC steel zinc plated 200 pcs.

Cage Nuts [6-045.02]
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Ensures fixed connection of two metal sheets

Advantages

■■ Easy installation by pressing
into square holes.

■■ Nut is moveable and adjusta-
ble in the cage until final fixing
by screw.

■■ Special design of the cage
prevents from falling out of the
cutout.

■■ Vibration-proof according to
DIN EN 61373.

Materials

■■ Cage: steel, zinc plated

■■ Nut: steel, zinc plated

Operation

1. 2.

4.3.Cutout
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Cage Nuts
Part Number Version Material Surface Packaging unit

a) 350-2098.00-00000 M5 steel zinc plated 200 pcs.
b) 350-2097.00-00000 1/4-20UNC steel zinc plated 200 pcs.

Cage Nuts ò12.7 [6-045.03]
Ensures fixed connection of two metal sheets

Advantages

■■ Easy installation by pressing 
into square holes.

■■ Nut is moveable and adjusta-
ble in the cage until final fixing 
by screw.

■■ c) and d) Special design of the 
cage prevents from falling out 
of the cutout.

■■ Vibration-proof according to 
DIN EN 61373.

Materials

■■ Cage and Nut: steel, zinc 
plated

Cage Nuts
Part Number Version Material Surface Packaging unit

a) 350-2004.00-00000 M8 steel zinc plated 200 pcs.
b) 350-2005.00-00000 M6 steel zinc plated 200 pcs.
c) 350-2046.00-00000 M6 steel zinc plated 200 pcs.
d) 350-2096.00-00000 1/4-20UNC steel zinc plated 200 pcs.

Cage Nuts [6-045.02]
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 Connecti ng & fastening components 

For the fastening in timber, steel sheets, cardboards etc. Easy 
finger-pressure assembly. 
Also applicable in threads. 

Material: PA 6.6
Colours: 
last digits 000 = white
last digits 599 = black 

Further types on written request. 

Drive fasteners | rivets  |  Ribbed rivets 

Unique: 
One rivet for several sheet thicknesses. Quick and easy to 
assemble by hand. Made of a plastic material with lasting 
elasticity. 

Material: POM 
Colours: 
last digits 000 = white
last digits 599 = black 

Further types on written request. 

Drive fasteners | rivets  |  Rivets POM 

 Quick fastening system set

Set1 (0951) = pin Ø 16 mm
Set2 (0952) = pin Ø 9,4 mm
Set3 (0953) = pin Ø 8,3 mm

Installing: Push the socket into the removable board and then 
insert the pin into the socket. 
To remove simply pull the pin. 

Material: 
Pin: PA 6 UL94-V2
Socket: Polycarbonate UL94-V2

Colour: black

White colour on request. 

 Drive fasteners | rivets  |  Quick-fastening rivets 

  Part no.   D   DF   DR   G   H   L   T 

  0951000699   10,8   8,1 ± 0,1   7,6 ± 0,1   1,5-3,7   2   8,6   1,1 

  0951001699   10,8   8,1 ± 0,1   7,6 ± 0,1   2,0-4,2   2   9   1,6 

  0951002699   10,8   8,1 ± 0,1   7,6 ± 0,1   3,0-5,2   2   10   2,5 

  0951003699   10,8   8,1 ± 0,1   7,6 ± 0,1   4,6-6,9   2   11,7   4,1 

  0951004699   10,8   8,1 ± 0,1   7,6 ± 0,1   5,8-8,1   2   12,9   5,3 

  0952000699   10,8   8,1 ± 0,1   7,6 ± 0,1   1,5-3,7   2   8,6   1,1 

  0952001699   10,8   8,1 ± 0,1   7,6 ± 0,1   2,0-4,2   2   9   1,6 

  0952002699   10,8   8,1 ± 0,1   7,6 ± 0,1   3,0-5,2   2   10   2,5 

  0952003699   10,8   8,1 ± 0,1   7,6 ± 0,1   4,6-6,9   2   11,7   4,1 

  0952004699   10,8   8,1 ± 0,1   7,6 ± 0,1   5,8-8,1   2   12,9   5,3 

  0953000699   8,5   6,4 ± 0,1   6,0 ± 0,1   1,5-3,7   1,8   8   1,1 

  0953001699   8,5   6,4 ± 0,1   6,0 ± 0,1   2,0-4,2   1,8   8,5   1,6 

  0953002699   8,5   6,4 ± 0,1   6,0 ± 0,1   3,0-5,2   1,8   9,5   2,5 

  0953003699   8,5   6,4 ± 0,1   6,0 ± 0,1   4,6-6,9   1,8   11   4,1 
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 Connecti ng & fastening components 

 For the fastening in ti mber, steel sheets, cardboards etc. Easy 
fi nger-pressure assembly. 
Also applicable in threads. 

Material: PA 6.6
Colours: 
last digits 000 = white
last digits 599 = black 

Further types on writt en request. 

 Drive fasteners | rivets  |  Ribbed rivets 

  Part no.   A   B   C   D   E 

  0920001000   14,0   15,0   2,0   3,0 - 11,0   5,8 

  0920001599   14,0   15,0   2,0   3,0 - 11,0   5,8 

  0920002000   16,0   19,0   2,0   3,0 - 15,0   5,8 

  Part no.   A   B   C   D   E 

  0920002599   16,0   19,0   2,0   3,0 - 15,0   5,8 

  0920004000   18,0   23,0   2,0   3,0 - 19,0   7,0 

  0920004599   18,0   23,0   2,0   3,0 - 19,0   7,0 

 Unique: 
One rivet for several sheet thicknesses. Quick and easy to 
assemble by hand. Made of a plasti c material with lasti ng 
elasti city. 

Material: POM 
Colours: 
last digits 000 = white
last digits 599 = black 

Further types on writt en request. 

 Drive fasteners | rivets  |  Rivets POM 

  Part no.   A   B - C   D   E   F 

  1370008000   3,2   1,0 - 4,5   8,0   1,5   13,0 

  1370008599   3,2   1,0 - 4,5   8,0   1,5   13,0 

  1370010000   3,4 - 3,5   1,0 - 4,5   8,0   1,5   13,0 

  1370010599   3,4 - 3,5   1,0 - 4,5   8,0   1,5   13,0 

  1370020000   3,9 - 4,0   1,0 - 5,0   9,0   1,6   14,0 

  1370020599   3,9 - 4,0   1,0 - 5,0   9,0   1,6   14,0 

  1370030000   4,7 - 4,8   1,0 - 5,5   10,0   1,7   15,0 

  1370030599   4,7 - 4,8   1,0 - 5,5   10,0   1,7   15,0 

  Part no.   A   B - C   D   E   F 

  1370031000   4,7 - 4,8   1,0 - 5,5   11,0   3,0   15,0 

  1370031599   4,7 - 4,8   1,0 - 5,5   11,0   3,0   15,0 

  1370060000   5,5   6,0 - 9,0   12,0   2,0   18,0 

  1370060599   5,5   6,0 - 9,0   12,0   2,0   18,0 

  1370040000   6,4 - 6,5   1,5 - 6,5   12,0   2,0   17,0 

  1370040599   6,4 - 6,5   1,5 - 6,5   12,0   2,0   17,0 

  1370050000   7,8 - 8,0   1,5 - 7,0   14,0   2,4   19,0 

  1370050599   7,8 - 8,0   1,5 - 7,0   14,0   2,4   19,0 

Quick fastening system set

Set1 (0951) = pin Ø 16 mm
Set2 (0952) = pin Ø 9,4 mm
Set3 (0953) = pin Ø 8,3 mm

Installing: Push the socket into the removable board and then 
insert the pin into the socket. 
To remove simply pull the pin. 

Material: 
Pin: PA 6 UL94-V2
Socket: Polycarbonate UL94-V2

Colour: black

White colour on request. 

Drive fasteners | rivets  |  Quick-fastening rivets 
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 Connecti ng & fastening components 

Applicable for higher bore hole tolerances. Suitable for blind 
holes or holes with and without screw threads. Fast assembly, 
generally no tools required. 

2 types - removable (application dependent) and non-removable 
(application dependent) 
D = removable +/- (yes/no)

Material: PA 
Colours: 
last digits 000 = natural
last digits 699 = black 

Drive fasteners | rivets  |  PineTreeClips - type 1 

 Easy assembly by thumb pressure! 
The rivets provide a cheap way to fasten metal, plasti c, ti mber 
and other thin-walled materials. Resistant to vibrati ons, abrasion 
and corrosion. 
Reusable! Can also be used as a plug or cap. 

Material: PA 6.6
Colours: 
Last digits 000 = natural
Last digits 699 and 599 = black 

 Drive fasteners | rivets  |  Rivets PA 6.6 

  Part no.   A - B   C   D   E   F 

  0910010000   0,5 - 3,0   5,0   14,0   14,5   3,0 

  0910113699   0,5 - 3,0   4,6   14,0   14,5   3,0 

  0910010699 

  0910000000   0,8 - 3,6   2,8   7,8   12,0   1,2 

  0910013000 no longer available!

  0910013599   0,8 - 5,0   6,6   12,7   14,5   1,7 

  0910002000   0,9 - 4,0   3,5   10,3   11,0   2,5 

  0910002699   0,9 - 4,0   3,5   10,3   11,0   2,5 

  0910003000   0,9 - 4,0   3,5   10,3   11,0   4,8 

  0910003699   0,9 - 4,0   3,5   10,3   11,0   4,8 

  0910004000   1,5 - 3,5   5,0   9,5   11,0   1,6 

  0910004599   1,5 - 3,5   5,0   9,5   11,0   1,6 

  0911002000   1,6 - 3,2   3,8   7,1   9,9   1,5 

  0911002699   1,6 - 3,2   3,8   7,1   9,9   1,5 

  0911003000   1,6 - 3,2   4,1   7,1   9,9   1,5 

  0911003699   1,6 - 3,2   4,1   7,1   9,9   1,5 

  0911007000   1,6 - 3,2   5,7   9,4   10,7   1,5 

  0911007699   1,6 - 3,2   5,7   9,4   10,7   1,5 

  0911009000   1,6 - 3,2   5,7   9,4   11,4   1,5 

  0911009699   1,6 - 3,2   5,7   9,4   11,4   1,5 

  0911006000   1,6 - 3,7   4,6   7,1   10,2   1,5 

  0911013000   1,6 - 8,6   9,5   17,3   22,9   1,8 

  0911013699   1,6 - 8,6   9,5   17,3   22,9   1,8 

  Part no.   A - B   C   D   E   F 

  0910015000   2,0 - 5,5   7,2   14,3   17,0   2,0 

  0910015699   2,0 - 5,5   7,2   14,3   17,0   2,0 

  0910001000   2,4 - 5,8   3,5   7,6   13,0   1,1 

  0910001699   2,4 - 5,8   3,5   7,6   13,0   1,1 

  0910007699   3,0 - 6,0   4,7   14,0   15,0   2,2 

  0910011000 no longer available!

  0910011699 no longer available!

  0910016000   3,0 - 9,0   9,4   20,0   24,0   2,6 

  0910016599   3,0 - 9,0   9,4   20,0   24,0   2,6 

  0911004000   3,2 - 3,6   4,1   7,1   8,1   1,5 

  0911004699 no longer available!

  0911010000   3,2 - 4,7   6,3   9,4   13,7   1,5 

  0911010699   3,2 - 4,7   6,3   9,4   13,7   1,5 

  0911011000   3,2 - 4,7   7,4   12,3   14,6   1,5 

  0911011699   3,2 - 4,7   7,4   12,3   14,6   1,5 

  0911008000   4,2 - 4,7   5,2   9,4   13,2   1,5 

  0911008699   4,2 - 4,7   5,2   9,4   13,2   1,5 

  0910012000   6,0 - 8,5   5,8   15,0   18,0   3,0 

  0910012699   6,0 - 8,5   5,8   15,0   18,0   3,0 

  0911005000   7,4 - 7,6   5,0   7,1   13,5   1,5 

  0911005699   7,4 - 7,6   5,0   7,1   13,5   1,5 

  0911012000   9,1 - 9,7   6,2   15,5   20,6   1,7 

  0911012699   9,1 - 9,7   6,2   15,5   20,6   1,7 

no longer available!
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 Connecti ng & fastening components 

 Applicable for higher bore hole tolerances. Suitable for blind 
holes or holes with and without screw threads. Fast assembly, 
generally no tools required. 

2 types - removable (applicati on dependent) and non-removable 
(applicati on dependent) 
D = removable +/- (yes/no)

Material: PA 
Colours: 
last digits 000 = natural
last digits 699 = black 

 Drive fasteners | rivets  |  PineTreeClips - type 1 

  Part no.   A   B   C   D   E   F 

  2670020000   3,0   7,8   6   +   3,5   6,3 

  2670020699   3,0   7,8   6   +   3,5   6,3 

  2670025000   3,0   14,5   5,5   +   4   12 

  2670025699   3,0   14,5   5,5   +   4   12 

  2670027000   3,0   18,5   5,4   +   4   16,5 

  2670027699   3,0   18,5   5,4   +   4   16,5 

  2671020000   3,5   9,5   9,1   -   0,7   5 

  2671020699   3,5   9,5   9,1   -   0,7   5 

  2671025000   4,0   11,0   9,1   -   0,7   6 

  2671025699   4,0   11,0   9,1   -   0,7   6 

  2670030000   4,0   13,5   9,5   +   0,9   8 

  2670030699   4,0   13,5   9,5   +   0,9   8 

  2670035000   4,8   11,1   11   +   0,9   5,3 

  2670035699   4,8   11,1   11   +   0,9   5,3 

  2671035000   4,8   12,2   11   -   0,7   8 

  2671035699   4,8   12,2   11   -   0,7   8 

  2671040000   4,8   12,2   19   -   0,7   8 

  2671040699   4,8   12,2   19   -   0,7   8 

  2670045000   4,8   16,3   11   +   2   10 

  2670045699   4,8   16,3   11   +   2   10 

  2671030000   4,8   17,3   11   -   0,7   13 

  2671030699   4,8   17,3   11   -   0,7   13 

  2671031699   4,8   17,4   11,5   -   1,7   13 

  2670040000   4,8   17,8   11,9   +   2,5   15,2 

  2670040699   4,8   17,8   11,9   +   2,5   15,2 

  2670050000   5,0   11,0   16   +   1,2   6 

  2670050699   5,0   11,0   16   +   1,2   6 

  2670055000   5,0   12,7   11   +   1,7   8 

  2670055699   5,0   12,7   11   +   1,7   8 

  2671050000   5,5   19,7   13   -   1,5   14,2 

  2671050699   5,5   19,7   13   -   1,5   14,2 

  Part no.   A   B   C   D   E   F 

  2671045000   5,5   19,7   16,5   -   1,5   14,2 

  2671045699   5,5   19,7   16,5   -   1,5   14,2 

  2670065000   6,0   12,7   15,5   +   2   8 

  2670065699   6,0   12,7   15,5   +   2   8 

  2670067000   6,0   12,7   19   +   2,4   8,1 

  2670067699   6,0   12,7   19   +   2,4   8,1 

  2671060000   6,0   15,5   17,8   -   2,3   8,9 

  2671060699   6,0   15,5   17,8   -   2,3   8,9 

  2671065000   6,0   15,9   12,7   -   3,2   10,3 

  2671065699   6,0   15,9   12,7   -   3,2   10,3 

  2670070699   6,0   18,0   13   +   2,5   10 

  2671070000   6,0   20,4   17,8   -   2,5   12 

  2671070699   6,0   20,4   17,8   -   2,5   12 

  2670075000   6,0   24,0   12,7   +   3,5   19 

  2670075699   6,0   24,0   12,7   +   3,5   19 

  2671072000   6,0   26,9   17,8   -   2,5   20,3 

  2671072699   6,0   26,9   17,8   -   2,5   20,3 

  2670085000   6,0   36,6   25,4   +   1,7   31,8 

  2670085699   6,0   36,6   25,4   +   1,7   31,8 

  2670090000   6,4   38,1   12,6   +   0,9   26,5 

  2670090699   6,4   38,1   12,6   +   0,9   26,5 

  2670100000   7,0   17,9   23,8   +   1,3   11,2 

  2670100699   7,0   17,9   23,8   +   1,3   11,2 

  2670110000   7,0   18,9   15,9   +   2,4   11,9 

  2670110699   7,0   18,9   15,9   +   2,4   11,9 

  2671075000   7,0   21,2   19   -   1,5   14 

  2671075699   7,0   21,2   19   -   1,5   14 

  2670125000   7,0   30,2   31,8   +   13,5   23,4 

  2670125699   7,0   30,2   31,8   +   13,5   23,4 

  2671080000   7,0   30,5   19   -   1,5   25,4 

  2671080699   7,0   30,5   19   -   1,5   25,4 

Easy assembly by thumb pressure! 
The rivets provide a cheap way to fasten metal, plastic, timber 
and other thin-walled materials. Resistant to vibrations, abrasion 
and corrosion. 
Reusable! Can also be used as a plug or cap. 

Material: PA 6.6
Colours: 
Last digits 000 = natural
Last digits 699 and 599 = black 

Drive fasteners | rivets  |  Rivets PA 6.6 
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 Connecti ng & fastening components 

Quick assembly without tools. Suitable for combining sheets, 
plates etc.

Material: PA 6 
Colours: 
last digits 000 = natural 
last digits 002 = grey ~RAL 7000
last digits 087 = blue ~RAL 5017
last digits 114 = black ~RAL 9005
last digits 124 = red ~RAL 3020
last digits 132 = yellow ~RAL 1023

Two parts are needed for every connection! 
For thin clamping width (from 0.9 mm) you have to use a snap-
ring. 

Additional information: Dimensions A 5.5 mm and part no. 
0960610 = slotted head. 
You get the best clamping effect if the hole diameter matches 
dimension A. 

Drive fasteners | rivets  |  Snip&Snap rivets   Part no.   A   B   C   D   E   F 

  2670120000   7,0   32,0   19,3   +   1,3   22,9 

  2670120699   7,0   32,0   19,3   +   1,3   22,9 

  2670115000   7,0   33,3   15,2   +   2,5   22 

  2670115699   7,0   33,3   15,2   +   2,5   22 

  2670130000   8,0   16,8   12,7   +   3,3   12,7 

  2670130699   8,0   16,8   12,7   +   3,3   12,7 

  Part no.   A   B   C   D   E   F 

  2671085699   8,7   19,1   16   -   1,4   13 

  2671090000   10,0   20,8   25,4   -   2,9   14,4 

  2671090699   10,0   20,8   25,4   -   2,9   14,4 

  2671095000   10,0   28,2   21,8   -   1,5   20 

  2671095699   10,0   28,2   21,8   -   1,5   20 

 Applicable for higher bore hole tolerances. 
Suitable for blind holes or holes with and without screw threads. 
Fast assembly, generally no tools required. 
Please also have a look at our series 267, page 323. 

Material: PA 
Colours: 
last digits 000 = natural
last digits 699 = black 

 Drive fasteners | rivets  |  PineTreeClips - type 2 

  Part no.   A   B   C   D   E   F 

  3672010000   2,7   3,3   6,0   7,0   1,5   4,0 

  3672010699   2,7   3,3   6,0   7,0   1,5   4,0 

  3672015000   2,7   3,3   6,0   11,0   1,5   8,0 

  3672015699   2,7   3,3   6,0   11,0   1,5   8,0 

  3672020000   2,7   3,3   6,0   18,0   1,5   15,0 

  3672020699   2,7   3,3   6,0   18,0   1,5   15,0 

  3672030000   3,3   4,2   10,0   8,0   1,5   4,5 

  3672030699   3,3   4,2   10,0   8,0   1,5   4,5 

  3672040000   4,1   5,2   12,0   6,0   1,0   2,5 

  3672040699   4,1   5,2   12,0   6,0   1,0   2,5 

  3672045000   4,1   5,2   12,0   10,0   1,5   5,5 

  3672045699   4,1   5,2   12,0   10,0   1,5   5,5 

  3672050000   4,1   5,2   12,0   15,0   2,0   10,0 

  3672050699   4,1   5,2   12,0   15,0   2,0   10,0 

  Part no.   A   B   C   D   E   F 

  3672060000   5,6   6,4   13,0   12,0   2,0   7,0 

  3672060699   5,6   6,4   13,0   12,0   2,0   7,0 

  3672065000   5,6   6,4   13,0   20,0   1,5   15,0 

  3672065699   5,6   6,4   13,0   20,0   1,5   15,0 

  3672070000   5,6   6,4   13,0   32,0   1,0   27,0 

  3672070699   5,6   6,4   13,0   32,0   1,0   27,0 

  3672080000   5,9   7,2   17,0   11,0   2,0   5,5 

  3672080699   5,9   7,2   17,0   11,0   2,0   5,5 

  3672085000   5,9   7,2   17,0   15,0   1,0   10,0 

  3672085699   5,9   7,2   17,0   15,0   1,0   10,0 

  3672090000   5,9   7,2   17,0   24,0   2,0   19,0 

  3672090699   5,9   7,2   17,0   24,0   2,0   19,0 

  3672100000   6,8   8,3   13,0   14,0   1,5   9,0 

  3672100699   6,8   8,3   13,0   14,0   1,5   9,0 
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 Connecti ng & fastening components 

 Quick assembly without tools. Suitable for combining sheets, 
plates etc.

Material: PA 6 
Colours: 
last digits 000 = natural 
last digits 002 = grey ~RAL 7000
last digits 087 = blue ~RAL 5017
last digits 114 = black ~RAL 9005
last digits 124 = red ~RAL 3020
last digits 132 = yellow ~RAL 1023

Two parts are needed for every connecti on! 
For thin clamping width (from 0.9 mm) you have to use a 
snap-ring (page 326). 

Additi onal informati on: Dimensions A 5.5 mm and part no. 
0960610 = slott ed head. 
You get the best clamping eff ect if the hole diameter matches 
dimension A. 

 Drive fasteners | rivets  |  Snip&Snap rivets 

 Part no.   A   B   C - D 

 0960655000   5,5   5,4   5,7 - 7,3 

 0960655002   5,5   5,4   5,7 - 7,3 

 0960655087   5,5   5,4   5,7 - 7,3 

 0960655114   5,5   5,4   5,7 - 7,3 

 0960655124   5,5   5,4   5,7 - 7,3 

 0960655132   5,5   5,4   5,7 - 7,3 

 0960955000   5,5   8,5   8,9 - 12,9 

 0960955002   5,5   8,5   8,9 - 12,9 

 0960955087   5,5   8,5   8,9 - 12,9 

 0960955114   5,5   8,5   8,9 - 12,9 

 0960955124   5,5   8,5   8,9 - 12,9 

 0960955132   5,5   8,5   8,9 - 12,9 

 0961355000   5,5   12,4   12,8 - 20,5 

 0961355002   5,5   12,4   12,8 - 20,5 

 0961355087   5,5   12,4   12,8 - 20,5 

 0961355114   5,5   12,4   12,8 - 20,5 

 Part no.   A   B   C - D 

 0961355124   5,5   12,4   12,8 - 20,5 

 0961355132   5,5   12,4   12,8 - 20,5 

 0962055000   5,5   19,8   20,2 - 34,4 

 0962055002   5,5   19,8   20,2 - 34,4 

 0962055087   5,5   19,8   20,2 - 34,4 

 0962055114   5,5   19,8   20,2 - 34,4 

 0962055124   5,5   19,8   20,2 - 34,4 

 0962055132   5,5   19,8   20,2-34,4 

 0960610000   7,0 - 7,2   5,4   5,7 - 7,3 

 0960610002   7,0 - 7,2   5,4   5,7 - 7,3 

 0960610087   7,0 - 7,2   5,4   5,7 - 7,3 

 0960610114   7,0 - 7,2   5,4   5,7 - 7,3 

 0960610124   7,0 - 7,2   5,4   5,7 - 7,3 

 0960610132   7,0 - 7,2   5,4   5,7 - 7,3 

 0960910000   7,0 - 7,2   8,5   8,9 - 12,9 

 0960910002   7,0 - 7,2   8,5   8,9 - 12,9 

 Part no.   A   B   C - D 

 0960910087   7,0 - 7,2   8,5   8,9 - 12,9 

 0960910114   7,0 - 7,2   8,5   8,9 - 12,9 

 0960910124   7,0 - 7,2   8,5   8,9 - 12,9 

 0960910132   7,0 - 7,2   8,5   8,9 - 12,9 

 0961310000   7,0 - 7,2   12,4   12,8 - 20,5 

 0961310002   7,0 - 7,2   12,4   12,8 - 20,5 

 0961310087   7,0 - 7,2   12,4   12,8 - 20,5 

 0961310114   7,0 - 7,2   12,4   12,8 - 20,5 

 0961310124   7,0 - 7,2   12,4   12,8 - 20,5 

 0961310132   7,0 - 7,2   12,4   12,8 - 20,5 

 0962010000   7,0 - 7,2   19,8   20,2 - 34,4 

 0962010002   7,0 - 7,2   19,8   20,2 - 34,4 

 0962010087   7,0 - 7,2   19,8   20,2 - 34,4 

 0962010114   7,0 - 7,2   19,8   20,2 - 34,4 

 0962010124   7,0 - 7,2   19,8   20,2 - 34,4 

 0962010132   7,0 - 7,2   19,8   20,2 - 34,4 

Applicable for higher bore hole tolerances. 
Suitable for blind holes or holes with and without screw threads. 
Fast assembly, generally no tools required. 
Please have a look at our series 267, too. 

Material: PA 
Colours: 
last digits 000 = natural
last digits 699 = black 

Drive fasteners | rivets  |  PineTreeClips - type 2 

www.METALIKA-KACIN.com



www.emico.dePage |  326

 Connecti ng & fastening components 

For a quick rivet connection with blind assembly. By assembling 
larger quantities we recommend to use a rivetting tool, type 112 
(see dimension G). 

Material: PA 6.6 / POM / PA 12 / PA 6
Colours: 
last digits 000 = natural 
last digits 599 oder 699 = black 

Further types on written request. 

Drive fasteners | rivets  |  Push rivets 

 Specially designed for connecti ons from 0.9 mm thickness. 
Snapping instead of screwing. 
Made for all lengths of Snip&Snap rivets with bore size 5.5 mm. 

Material: PA 6 
Colours: 
last digits 000 = natural 
last digits 002 = grey ~RAL 7000
last digits 087 = blue ~RAL 5017
last digits 599 = black ~RAL 9005
last digits 124 = red ~RAL3020
last digits 132 = yellow ~RAL1023 

 Drive fasteners | rivets  |  Snap rings 

  Part no.   A   B   C   D 

  0960010000   0,9   5,5   2,0   10,0 

  0960010002   0,9   5,5   2,0   10,0 

  09600100124   0,9   5,5   2,0   10,0 

  Part no.   A   B   C   D 

  0960010087   0,9   5,5   2,0   10,0 

  0960010132   0,9   5,5   2,0   10,0 

  0960010599   0,9   5,5   2,0   10,0 

 Provide a larger bearing surface for Snip&Snap rivets (bore 
diameter 5.5 mm). Diff erent colour combinati ons possible. Also 
suitable for pivot points. 

Material: PA 6 
Colours: 
last digits 000 = natural 
last digits 002 = grey ~RAL 7000
last digits 087 = blue ~RAL5017
last digits 114 = black ~RAL 9005
last digits 124 = red ~RAL3020
last digits 132 = yellow ~RAL1023 

 Drive fasteners | rivets  |  Washers for Snip&Snap rivets 

 Part no.   A   B 

 0960018000   18,2   2,1 

 0960018002   18,2   2,1 

 Part no.   A   B 

 0960018087   18,2   2,1 

 0960018114   18,2   2,1 

 Part no.   A   B 

 0960018124   18,2   2,1 

 0960018132   18,2   2,1 
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For a quick rivet connection with blind assembly. 
By assembling larger quantities we recommend to use tool type 
112, page 328 (see dimension G). 

Material: PA 6.6 / POM / PA 12 / PA 6
Colours: 
last digits 000 = natural 
last digits 599 oder 699 = black 

Further types on writt en request. 

 Drive fasteners | rivets  |  Push rivets 

  Part no.   A   B   C   D   E-F   G 

  0930110000   3,0   5,0   5,7   1,3   1,0-4,0   3,0 

  0930110599   3,0   5,0   5,7   1,3   1,0-4,0   3,0 

  0930000000   3-3,65   4,8   6,2   1,3   0,8-4,5   3,0 

  0930000699   3-3,65   4,8   6,2   1,3   0,8-4,5   3,0 

  0930001000   3,3   4,8   5,0   1,3   0,5-3,5   3,0 

  0930120000   3,5   6,0   6,8   1,3   1,0-5,0   3,0 

  0930120599   3,5   6,0   6,8   1,3   1,0-5,0   3,0 

  0930002000   3,6   8,0   7,0   2,0   2,0-5,5   3,0 

  0930002699   3,6   8,0   7,0   2,0   2,0-5,5   3,0 

  0930130000   4,0   6,5   7,9   1,5   1,5-6,0   3,0 

  0930130599   4,0   6,5   7,9   1,5   1,5-6,0   3,0 

  0930004000   4,0   6,5   8,0   1,5   4,0-6,5   3,0 

  0930004699   4,0   6,5   8,0   1,5   4,0-6,5   3,0 

  0930005000   no longer available

  0930005699   4,0   7,5   8,0   1,5   4,0-6,5   3,0 

  0930131000   4-4,2   8,0   8,5   1,0   2,0-6,0   - 

  0930131699   4-4,2   8,0   8,5   1,0   2,0-6,0   - 

  0930023000 

  0930023699 

  0930008000   4,8   7,1   11,0   1,2   4,0-8,7   4,0 

  0931010699   4,8   7,15   7,5   1,9   1,5-5,0   - 

  0932010000   4,8   8,7   7,4   2,5   1,6-4,7   - 

  0930009699   4,9   12,0   15,0   2,0   8,0-11,0   4,0 

  0930017699   4,95-5,35   9,0   7,5   2,0   1,5-5   - 

  0930014000   4,95-5,55   10,0   11,5   2,0   3,0-8,0   - 

  0930014699   4,95-5,55   10,0   11,5   2,0   3,0-8,0   - 

  0930140000   5,0   8,5   9,2   1,8   1,5-7,0   4,0 

  Part no.   A   B   C   D   E-F   G 

  0930140599   5,0   8,5   9,2   1,8   1,5-7,0   4,0 

  0930141000   5-5,2   8,5   6,0   2,0   0,75-3   - 

  0930141699   5-5,2   8,5   6,0   2,0   0,75-3   - 

  0930142000   5-5,2   10,0   11,4   2,0   2,5-8,0   - 

  0930142699   5-5,2   10,0   11,4   2,0   2,5-8,0   - 

  0930012000   5,5   16,0   11,0   2,0   2,5-7,0   4,0 

  0930012699   5,5   16,0   11,0   2,0   2,5-7,0   4,0 

  0930150000   6,0   10,0   10,5   2,2   2,0-8,0   4,0 

  0930150599   6,0   10,0   10,5   2,2   2,0-8,0   4,0 

  0930024699   6,0   11,0   10,0   2,0   3,0-7,0   4,0 

  0930013699   6,0   16,0   14,5   2,5   7,5-8,6   - 

  0930152699   6-6,2   16,0   14,5   2,5   7,5-8,6   - 

  0930151699   6,2-6,5   10,0   12,0   2,0   1,5-6,5   - 

  0930026000   6,4-7,0   11,0   12,3   2,0   5,5-9,5   - 

  0930026699   6,4-7,0   11,0   12,3   2,0   5,5-9,5   - 

  0930160000   7,0   12,0   11,8   2,6   2,5-9,0   - 

  0930160599   7,0   12,0   11,8   2,6   2,5-9,0   - 

  0930018699   7,1   18,0   18,0   2,5   4,0-8,0   4,0 

  0930021000   7,9   16,0   12,0   2,0   4,0-7,0   4,0 

  0930021699   7,9   16,0   12,0   2,0   4,0-7,0   4,0 

  0930027000   7,9-8,7   16,0   12,0   2,0   4,0-7,0   - 

  0930027699   7,9-8,7   16,0   12,0   2,0   4,0-7,0   - 

  0930170000   8,0   13,5   13,0   3,0   3,0-10,0   - 

  0930170599   8,0   13,5   13,0   3,0   3,0-10,0   - 

  0930019699   8,0   18,0   10,0   2,5   4,5-6,0   4,0 

  0930171699   8-8,4   22,0   13,0   3,0   4,0-8,0   - 

  0930190000   8-8,6   13,0   15,0   3,0   5,5-10   - 

  0930190699   8-8,6   13,0   15,0   3,0   5,5-10   - 

Specially designed for connections from 0.9 mm thickness. 
Snapping instead of screwing. 
Made for all lengths of Snip&Snap rivets with bore size 5.5 mm. 

Material: PA 6 
Colours: 
last digits 000 = natural 
last digits 002 = grey ~RAL 7000
last digits 087 = blue ~RAL 5017
last digits 599 = black ~RAL 9005
last digits 124 = red ~RAL3020
last digits 132 = yellow ~RAL1023 

Drive fasteners | rivets  |  Snap rings 

Provide a larger bearing surface for Snip&Snap rivets (bore 
diameter 5.5 mm). Different colour combinations possible. Also 
suitable for pivot points. 

Material: PA 6 
Colours: 
last digits 000 = natural 
last digits 002 = grey ~RAL 7000
last digits 087 = blue ~RAL5017
last digits 114 = black ~RAL 9005
last digits 124 = red ~RAL3020
last digits 132 = yellow ~RAL1023 

Drive fasteners | rivets  |  Washers for Snip&Snap rivets 

  no longer available

  no longer available
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Ø = mounting hole diameter
S = max. sheet thickness

Material: PA 6.6
Colours: 
last digits 500 = white
last digits 599 = black 

Note: The order quantity refers to the connections. 
e.g. order quantity = 500 pcs., you get 500 clips & 500 counter 
pieces --> 500 connections 

Drive fasteners | rivets  |  Push clips 

 For a fast and strong connecti on. 
Same assembly as for push rivets; can, however, be removed like 
a screw for maintenace purposes and also be reused. Variable 
rivet thickness absorbs vibrati ons. 

Material: PA 6.6 
Colours: 
without last digits = black
last digits 000 = natural 

Further types on writt en request. 

 Drive fasteners | rivets  |  Screw rivets 

  Part no.   A   B   C   D   E 

  1131050   5,0   2,0 - 7,0   12,5   9,6   1,2 

  1131050000   5,0   2,0 - 7,0   12,5   9,6   1,2 

  1130001   5,0   3,75 - 6,0   12,0   11,0   1,5 

  1131060   6,0   2,0 - 8,0   15,0   10,7   1,3 

  1131060000   6,0   2,0 - 8,0   15,0   10,7   1,3 

  1130002   6,0   4,0 - 6,0   16,0   11,0   1,5 

  Part no.   A   B   C   D   E 

  1131070   7,0   3,0 - 9,0   17,5   12,1   1,4 

  1131070000   7,0   3,0 - 9,0   17,5   12,1   1,4 

  1131080   8,0   3,0 - 10,0   20,0   13,5   1,5 

  1131080000   8,0   3,0 - 10,0   20,0   13,5   1,5 

  1130003   8,0   3,0 - 10,0   20,0   14,0   1,3 

 Convenient tool to fasten rivets, type 093. 
By using this tool the pin of the push rivet is mounted very 
reliably which speeds up the assembly ti me and avoids product 
failure. 

G = dimension G from series 093, page 327.

Applicati on: 
Att ach the guide bushing on the rivet pin. 
Push the tool through completely. 
Thereby the pin is driven into the rivet. 

 Drive fasteners | rivets  |  Rivetti  ng tool 

 Part no.   G (093) 

 1121003   3,0 

 Part no.   G (093) 

 1121004   3,5 

 Part no.   G (093) 

 1121006   4,0 
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 Ø = mounti ng hole diameter
S = max. sheet thickness

Material: PA 6.6
Colours: 
last digits 500 = white
last digits 599 = black 

Note: The order quanti ty refers to the connecti ons. 
e.g. order quanti ty = 500 pcs., you get 500 clips & 500 counter
pieces --> 500 connecti ons

 Drive fasteners | rivets  |  Push clips 

  Part no.   Ø   S   D   h 

  0800602500   6,0   2,2   10,0   0,8 

  0800602599   6,0   2,2   10,0   0,8 

  0800603500   6,0   3,2   10,0   0,8 

  0800603599   6,0   3,2   10,0   0,8 

  Part no.   Ø   S   D   h 

  0800604500   6,0   4,2   10,0   0,8 

  0800604599   6,0   4,2   10,0   0,8 

  0800605500   6,0   5,2   10,0   0,8 

  0800605599   6,0   5,2   10,0   0,8 

For a fast and strong connection. 
Same assembly as for push rivets; can, however, be removed like 
a screw for maintenace purposes and also be reused. Variable 
rivet thickness absorbs vibrations. 

Material: PA 6.6 
Colours: 
without last digits = black
last digits 000 = natural 

Further types on written request. 

Drive fasteners | rivets  |  Screw rivets 

Convenient tool to fasten rivets, type 093. 
By using this tool the pin of the push rivet is mounted very 
reliably which speeds up the assembly time and avoids product 
failure. 

G = dimension G from series 093

Application: 
Attach the guide bushing on the rivet pin. 
Push the tool through completely. 
Thereby the pin is driven into the rivet. 

Drive fasteners | rivets  |  Rivetting tool 

Part 
Number Mounting Style

Dimensions (mm) Removable Panel Fixed Panel
Standard Pack Quantity

Type Plunger
Diameter

Closed 
Height

Grommet Head 
Diameter

Grommet 
Depth Thickness  Hole 

Diameter Thickness  Hole
Diameter

551660 Snap in Latch-Standard Panel 1 8.0 8.0 8.5 11.0 3.5-4.1 6.2 <6 6.4 1000
551661 Snap in Latch-Standard Panel 2 7.0 4.0 8.5 12.0 3.25-4.1 6.2 <6 6.4 1000
551662 Snap in Latch-Standard Panel 1 8.0 9.0 8.5 11.0 3.5-4.1 6.0 <6 6.4 1000
551663 Snap in Latch-Thin Panel 2 7.5 5.5 10.5 9.0 0.7-1.0 7.0 <4 6.0 1000
551664 Snap in Latch-Thick Panel 2 7.5 5.0 10.5 12.0 4.9-5.3 7.0 <6 7.7 1000
551665 Snap in Latch-Standard Panel 1 9.5 9.5 10.5 11.0 3.5-4.1 7.0 <6 8.0 1000

Quarter Turn and Snap Latches
SR 6270
Polyamide

• Ideal access panel fasteners
•  Snaps or quarter turn locks into position
•  Wide range of panel depths and mounting hole sizes
• Permanent mounting solution

Part 
Number Mounting Style Type Head 

Diameter
Grommet

Head Diameter
Grommet

Depth
Removable Panel Fixed Panel

Total Panel Depth Standard Pack Quantity
Mounting Hole Mounting Hole

551666 Round Quarter Turn Latch 3 15.0 15.0 11.0 9 x 9mm 9.5 x 9.5mm 1.4-5mm 1000
551667* Round Quarter Turn Latch 4 19.5 18.0 x 18.0 16.0 10 x 10mm 10 x 10mm 1.4-1.8mm 1000

Type 3Type 1 Type 4Type 2

Quarter Turn and Snap Latches

*Made of POM
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 Connecti ng & fastening components 

Mounting with standard tools. 

Material: PA 6.6 / POM
Colour: black 

Drive fasteners | rivets  |  R-Lok / plastic rivets 

 These rivets can be brought into the right positi on with one turn. 
No tools required! Mountable by thumb pressure.

Material: PA 6 , UL 94 V-2 
Colours: 
last digits 600 = white
last digits 699 = black 

Further types on writt en request. 

 Drive fasteners | rivets  |  Drive fasteners 

  Part no.   A   B   C   D   S 

  0940010600   4,2   2,1   2,4   1,2   0,6 - 1,2 

  0940010699   4,2   2,1   2,4   1,2   0,6 - 1,2 

  0940015600   4,2   2,1   3,2   1,2   1,3 - 2,0 

  0940015699   4,2   2,1   3,2   1,2   1,3 - 2,0 

  0940020600   4,2   2,1   4,0   1,2   2,1 - 2,8 

  0940020699   4,2   2,1   4,0   1,2   2,1 - 2,8 

  0940025600   4,2   2,1   4,8   1,2   2,9 - 3,6 

  0940025699   4,2   2,1   4,8   1,2   2,9 - 3,6 

  0940030600   4,2   2,1   6,4   1,2   3,7 - 4,4 

  0940030699   4,2   2,1   6,4   1,2   3,7 - 4,4 

  0940050600   5,0   2,7   3,2   1,4   1,0 - 2,0 

  0940050699   5,0   2,7   3,2   1,4   1,0 - 2,0 

  0940055600   5,0   2,7   4,2   1,4   2,1 - 3,0 

  0940055699   5,0   2,7   4,2   1,4   2,1 - 3,0 

  0940060600   5,0   2,7   4,8   1,4   2,7 - 3,6 

  0940060699   5,0   2,7   4,8   1,4   2,7 - 3,6 

  0940065600   5,0   2,7   5,5   1,4   3,4 - 4,3 

  0940065699   5,0   2,7   5,5   1,4   3,4 - 4,3 

  0940110600   6,2   3,1   3,7   1,6   1,0 - 2,0 

  0940110699   6,2   3,1   3,7   1,6   1,0 - 2,0 

  0940120600   6,2   3,1   4,5   1,6   2,0 - 3,0 

  0940120699   6,2   3,1   4,5   1,6   2,0 - 3,0 

  0940130600   6,2   3,1   5,5   1,6   3,0 - 4,0 

  0940130699   6,2   3,1   5,5   1,6   3,0 - 4,0 

  0940210600   6,2   3,6   3,7   1,6   1,2 - 2,1 

  0940210699   6,2   3,6   3,7   1,6   1,2 - 2,1 

  0940220600   6,2   3,6   4,6   1,6   2,2 - 3,1 

  0940220699   6,2   3,6   4,6   1,6   2,2 - 3,1 

  0940240600   6,2   3,6   5,5   1,6   3,2 - 4,1 

  0940240699   6,2   3,6   5,5   1,6   3,2 - 4,1 

  0940250600   6,2   3,6   6,0   1,6   3,7 - 4,6 

  0940250699   6,2   3,6   6,0   1,6   3,7 - 4,6 

  0940260600   6,2   3,6   7,1   1,6   4,7 - 5,6 

  Part no.   A   B   C   D   S 

  0940260699   6,2   3,6   7,1   1,6   4,7 - 5,6 

  0940135600   6,4   3,1   6,5   1,6   4,0 - 5,0 

  0940135699   6,4   3,1   6,5   1,6   4,0 - 5,0 

  0940140600   6,4   3,1   7,5   1,6   5,0 - 6,0 

  0940140699   6,4   3,1   7,5   1,6   5,0 - 6,0 

  0940145600   6,4   3,1   8,0   1,6   5,5 - 6,5 

  0940145699   6,4   3,1   8,0   1,6   5,5 - 6,5 

  0940150600   6,4   3,1   9,0   1,6   6,5 - 7,5 

  0940150699   6,4   3,1   9,0   1,6   6,5 - 7,5 

  0940155600   6,4   3,1   10,0   1,0   7,5 - 8,5 

  0940155699   6,4   3,1   10,0   1,0   7,5 - 8,5 

  0940230600   6,4   3,6   5,0   1,6   2,7 - 3,6 

  0940230699   6,4   3,6   5,0   1,6   2,7 - 3,6 

  0940265600   6,4   3,6   8,0   1,6   5,7 - 6,6 

  0940265699   6,4   3,6   8,0   1,6   5,7 - 6,6 

  0940310600   7,8   4,1   5,0   1,8   2,5 - 3,5 

  0940310699   7,8   4,1   5,0   1,8   2,5 - 3,5 

  0940320600   7,8   4,1   6,0   1,8   3,5 - 4,5 

  0940320699   7,8   4,1   6,0   1,8   3,5 - 4,5 

  0940330600   8,0   4,1   7,0   1,8   4,5 - 5,5 

  0940330699   8,0   4,1   7,0   1,8   4,5 - 5,5 

  0940340600   8,0   4,1   8,0   1,8   5,5 - 6,5 

  0940340699   8,0   4,1   8,0   1,8   5,5 - 6,5 

  0940350600   8,0   4,1   10,0   2,2   7,5 - 8,5 

  0940350699   8,0   4,1   10,0   2,2   7,5 - 8,5 

  0940410600   9,0   5,1   4,5   2,2   1,5 - 2,5 

  0940410699   9,0   5,1   4,5   2,2   1,5 - 2,5 

  0940420600   9,0   5,1   5,5   2,2   2,5 - 3,5 

  0940420699   9,0   5,1   5,5   2,2   2,5 - 3,5 

  0940430600   9,0   5,1   6,5   2,2   3,5 - 4,5 

  0940430699   9,0   5,1   6,5   2,2   3,5 - 4,5 

  0940440600   9,0   5,1   7,5   2,2   4,5 - 5,5 

  0940440699   9,0   5,1   7,5   2,2   4,5 - 5,5 
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  Part no.   A   B   C   D   S 

  0940450600   9,0   5,1   8,5   2,2   5,5 - 6,5 

  0940450699   9,0   5,1   8,5   2,2   5,5 - 6,5 

  0940455600   9,0   5,1   9,5   2,2   6,5 - 7,5 

  0940455699   9,0   5,1   9,5   2,2   6,5 - 7,5 

  0940460600   9,0   5,1   10,0   2,0   7,5 - 8,5 

  Part no.   A   B   C   D   S 

  0940460699   9,0   5,1   10,0   2,0   7,5 - 8,5 

  0940510600   12,0   6,1   6,0   2,5   2,5 - 4,0 

  0940510699   12,0   6,1   6,0   2,5   2,5 - 4,0 

  0940520600   12,0   6,1   8,0   3,0   4,0 - 5,5 

  0940520699   12,0   6,1   8,0   3,0   4,0 - 5,5 

 Mounti ng with standard tools. 

Material: PA 6.6 / POM
Colour: black 

 Drive fasteners | rivets  |  R-Lok / plasti c rivets 

  Part no.   Ø   L   A   B   C   D   E   F 

  1540001   4,0   1,5 - 4,5   3,9   18,5   48,0   2,5   2,4   8,0 

  1540004   5,0   6,0 - 10,0   4,8   25,0   51,0   1,8   2,9   12,0 

  1540002   5,0   1,5 - 4,5   4,9   18,5   48,0   3,3   2,9   12,0 

  1540003   5,0   3,0 - 6,0   4,9   20,0   48,0   1,8   2,9   12,0 

These rivets can be brought into the right position with one turn. 
No tools required! Mountable by the press of a finger. 

Material: PA 6 , UL 94 V-2 
Colours: 
last digits 600 = white
last digits 699 = black 

Further types on written request. 

Drive fasteners | rivets  |  Drive fasteners 

Removable Rivet
SR 2306
RRR
 Black Nylon 66/6, RMS-103

Snap Lock Pin with Arrowhead
SR 2307
SLPA
 Natural Nylon 6/6, RMS-01

GROMMET

GROMMET

PIN

Part
Number Hole Size Panel

Thickness
“A”
Ref. Standard Pack Quantity

RRR-1 4.76-5.28 Ø or 4.5 Min. Square 1.5-3.5 3.6 1000
RRR-2 4.76-5.28 Ø or 4.5 Min. Square 3.5-5.5 4.4 1000

Pin and Grommet are supplied unassembled

Part Number Total Holding Thickness Standard Pack Quantity

SLPA125-187-01 4.7 1000
SLPA125-250-01 6.4 1000
SLPA125-312-01 7.9 1000
SLPA125-375-01 9.5 1000
SLPA125-500-01 12.7 1000
SLPA125-625-01 15.9 1000
SLPA125-750-01 19.1 1000

Total Holding Thickness

TO SNAP LOCK IN A
3.18 DIA. HOLE

PIN

8 REF.

4mm

 Drive fasteners | rivets  |  R-Lok / plasti c rivets 

 Drive fasteners | rivets  |  R-Lok / plasti c rivets 
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Quarter Turn Panel Fastener

9.15 SQ.

9.55 SQ.

PR
E 

A
SS

EM
BL

ED
7 

- 8

SR 2308
FQT
Acetal, RMS-14  

Part Number Colour Standard Pack

FQT-1 White 1000/Bag
FQT-1BK Black 1000/Bag

SR 1917
Nylon

•  Turn the quarter turn fastener to both lock and release the fastener
•  Supplied in pre-assembled format for convenience
•  Ideal for when it is impossible to fit a receptacle in the frame work
•  Available in both black and natural

SR 2309
QTPF
Black UL94 HB Acetal, RMS-14  

• Using a flat-head screwdriver or coin, a quarter-turn releases the 
bottom panel while retaining the fastener in the removable panel

Part Number
Dimensions (mm) Removable 

Panel Thickness 
“C”

Total Panel
Thickness 

“D”

Standard Pack
Quantity“A” “B”

QTPF-1BK 12.3 1.7 0.5-1.6 2-5 1000
QTPF-2BK 13.7 3.1 1.8-3.1 4-6.2 1000

PANEL DETAILS

FIXED PANEL

REMOVABLE PANEL

REMOVABLE PANEL

FIXED
PANEL

PR
E 

AS
SE

M
BL

ED

REF

Part Number Dimensions (mm)
Standard Pack Quantity

Black Natural Hole Size (mm) Panel Thickness Head Diameter Head Height Length
495245 495246 9.0 x 9.1-9.3 1.6-5.0 15.0 6.0 11.0 1000

• Easily installed by driving the plunger into the grommet with a 
hammer locking the two panels together

•   Panels are easily separated using a screwdriver to rotate the plunger 
a quarter turn

Quarter Turn Latches

Quarter Turn Panel Fastener
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Quarter Turn Fasteners

SR 6268
Acetal Co-Polymer (POM)

•  Fast assembly fastener
•  Locks and unlocks by quarter turning head
•  Wide range of panel depth and mounting hole sizes
•  Permanent mounting solution
•  Cross head quarter turn fasteners

Type 1 Type 2 Type 3

Part Number
Dimensions (mm)

Type Standard Pack Quantity
Head Diameter Hole Diameter Panel Thickness

551651 20 7.5 4.5-7 1 1000
551652 19 9 4-7.5 2 1000
551653 15 9 6-8.2 2 1000
551654 14 6 4.5-6 2 1000
551655 16 7 4.5-6 3 1000
551656 20 8 3-5-6 3 1000
551657 16 6 4.5-6 1 1000

SR 1915
Black POM

•  Quick release fastener
•  Suitable for security panels and components that need to be 

replaced quickly

Part Number
Dimensions (mm)

Standard Pack Quantity
Hole Size Panel Range D h L

495234 6.0 3.0 - 5.0 17.9 2.3 16.2 1000
495235 6.0 4.5 - 6.0 14.2 2.0 16.0 1000
495236 6.0 4.5 - 6.0 16.0 2.3 12.1 1000
495237 7.0 2.5 - 5.0 16.0 2.3 14.2 1000
495239 8.0 3.5 - 6.0 19.9 2.9 18.3 1000
495240 9.0 4.0 - 7.5 18.7 3.6 25.4 1000
495241 9.0 6.0 - 8.2 15.0 3.8 20.4 1000
495242 7.0-9.0 4.5 - 6.5 15.7 3.0 15.5 1000

SR 6269
Polyamide PA6

•  Large Hole Diameter
•  Easily removed by unscrewing
•  Push fit install
•  High retention force
• Images for reference purposes only. Please review full drawing 

before purchase

Part 
Number Head Style

Dimensions (mm)
Type Standard Pack 

QuantityHead
Diameter

Hole
Diameter

Panel
Thickness

551658 Cross Head. 
Screw Rivet 21.5 10.6 <14 1 1000

551659 Cross Head. 
Screw Rivet 16.5 9.8 <10.5 2 1000

Type 2Type 1

Quarter Turn Rivets Screw Rivet Fasteners
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Sealed and Panel Edge Grommet Nuts

SR 6267
Polyamide

•  Edge mounted U-Shaped grommet nut
•  Slides on to the sheet material
•  Alternative solution to threaded inserts
•  Can be used as an alternative to a clinch fastener
• Images for reference purposes only. Please review full drawing 

before purchase

Polyamide

•  Panel jointing grommet nuts
•  Provides a threaded mounting for fixing two panels together
•  Sealed to prevent moisture and material entering
• Images for reference purposes only. Please review full drawing 

before purchase

Type 1

Type 3 Type 4

Type 2

Part Number Mounting Style
Dimensions (mm)

Type Standard Pack QuantityMounting 
Screw

Panel 
Thickness 1

Panel 
Thickness 2 Length Width Mounting Hole 

Ø

551634  Panel Edge Mounting M6 0.5-1 19.0 10.0 1 1000
551635  Edge to Edge Panel Corner Mounting M5 1.3 19.0 9.0 2 1000
551636  Edge to Edge Panel Corner Mounting M6 1.4 31.5 9.0 2 1000
551637  Panel Edge Mounting M5 3 18.0 9.0 1 1000
551638  Panel Edge Mounting M6 1.2 20.0 9.0 1 1000
551639 Edge to Edge Panel Mount M6 1.2

– 29.0
2.2 33.0
1.8 23.0
– 27.0
– 20.5

2.1 32.5 31.5 9.0 2 1000

Part Number Head Style
Dimensions (mm)

Type Standard Pack QuantityMount 
Screw

Panel 
Thickness

Overall 
Length

Grommet 
Head Size

Mounting 
Hole Square

551640 Round Head Sealed Grommet Nut M2 1.3mm 17.5 13.5 6 x 6 3 1000
551641 Round Head Sealed Grommet Nut M5 2mm 19.0 16.5 7.5 x 7.5 3 1000
551642 Square Head Sealed Grommet Nut M4 1-3mm 23.5 16.8 x 6.8 7.5 x 7.5 4 1000
551643 Round Head Sealed Grommet Nut M6 1.5mm 16.0 16.0 7.5 x 7.5 3 1000
551644 Round Head Sealed Grommet Nut M4 1.0mm 17.0 15.0 7.5 x 7.5 3 1000
551645 Round Head Sealed Grommet Nut M6 1.0mm 18.0 18.0 7.5 x 7.5 3 1000
551646 Round Head Sealed Grommet Nut M6 1.7mm 18.0 12.5 6.5 x 6.5 3 1000
551647 Round Head Sealed Grommet Nut M3 1.9mm 12.0 14.0 6 x 6 3 1000
551648 Square Head Sealed Grommet Nut M3 3.3mm 13.0 10 x 10 6 x 6 4 1000
551649 Round Head Sealed Grommet Nut M5 1.35mm 16.5 16.0 7 x 7 3 1000
551650 Square Head Sealed Grommet Nut M4 1-2.8mm 17.0 16.5 x 16.5 7 x 7 4 1000
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Grommet Nuts

h
D

d

h

D

SR 1959
Natural Nylon 6.6

•  For a secure threaded connection between two panels

Blind Rivet Gun
•  Suitable for all blind rivets in SR 1911
•  Part number 495141

Blind Rivets
SR 1911
Natural Nylon

•  Good electrical insulation
•  Vibration, abrasion and corrosion resistant

Part Number Dimensions (mm) Total Panel
Thickness

Mounting
Hole Ø

Standard Pack 
QuantityNatural Black “A” “B” “C” “D”

RFL-1 RFL-1BK 3 8.1 2.7 7.4 2.85 - 3.85 5.5 1000
RFL-2 RFL-2BK 3.7 8.8 3.3 8.1 3.55 - 4.55 5.5 1000

Closed Locked Position

Part Number Nominal Panel
Hole Size (mm)

Dimensions (mm)
Standard Pack Quantity

Panel Thickness D h d
497526 4.1 0.5 - 5.0 9.0 1.2 2.5 1000
497527 4.1 5.0 - 9.0 9.0 1.2 2.5 1000
497528 5.1 0.5 - 5.0 11.0 1.2 3.0 1000
497529 5.1 5.0 - 9.0 11.0 1.5 3.0 1000
497530 6.1 0.5 - 5.0 13.0 1.5 3.5 1000
497531 6.1 5.0 - 9.0 13.0 1.5 3.5 1000

Part Number
Self-Tapping
Screw Size

(mm)

Dimensions (mm) Panel Hole
Size (mm)

Panel Hole 
Thickness

(mm)

Standard
Pack

QuantityD h

162501300002 2.9 8.0 1.3 5.0 x 5.0 0.8 - 2.5 250
162601400002 3.5 10.0 1.4 6.0 x 6.0 0.8 - 3.0 250
162701500002 4.2 12.0 1.5 7.0 x 7.0 0.8 - 4.0 250
162801600002 4.8 14.0 1.6 8.0 x 8.0 0.8 - 5.0 250

SR 2310
RFL
UL94 V2 Nylon 6/6, RMS-01

Blind Rivets

Folding Leg Rivets
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Anchor Rivets

SR K-0010 
Body: Modified PA, Pin: Zinc Plated 
Steel

• Two piece anchor rivets are versatile, inexpensive 
and vibration resistant blind fasteners

• Quick and easy to install
• High strength
• Develops high pull-out force
• Thermal and electrical insulating
• Corrosion resistant

Part Number
Dimensions (mm) Standard Pack

QuantityHead Style Hole Size Length OD Height
 61ASM18075 Mushroom 4.76 19.05 14.28 2.79 1000
61ASM18100 Mushroom 4.76 25.4 14.28 2.79 1000
61ASM25075 Mushroom 6.35 19.05 14.28 2.79 1000
61ASM25100 Mushroom 6.35 25.4 14.28 2.79 1000
61ASM25150 Mushroom 6.35 38.1 14.28 2.79 1000
61ASR18075 Round 4.76 19.05 11.11 3.18 1000
61ASR18100 Round 4.76 25.4 11.11 3.18 1000
61ASR25075 Round 6.35 19.05 11.11 3.18 1000
61ASR25100 Round 6.35 25.4 11.11 3.18 1000
61ASR25150 Round 6.35 38.1 11.11 3.18 1000
61AST18075 Truss 4.76 19.05 15.88 2.79 1000
61AST18100 Truss 4.76 25.4 15.88 2.79 1000
61AST25075 Truss 6.35 19.05 15.88 2.79 1000
61AST25100 Truss 6.35 25.4 15.88 2.79 1000
61AST25150 Truss 6.35 38.1 15.88 2.79 1000

LENGTH HEIGHT

HOLE SIZE
SHANK OD

ROUND MUSHROOM

TRUSS

D

h1

D1

h2

SR 1994
Plunger: Nylon 6

•  Easy application and release mechanism
•  Ideal for applications requiring regular maintenance

Part Number Dimensions (mm)
Standard Pack 

QuantityBlack White D h1 D1 h2 Panel
Thickness (T)

SRT-3035B SRT-3035W 10.0 8.0 3.0 3.5 1.0-2.0 1000
– SRT-3045W 10.0 8.0 3.0 4.5 2.0-3.0 1000
– 552064 10.0 8.0 3.0 5.5 3.0-4.0 1000

SRT-3570B – 8.0 3.5 7.0 3.8-5.2 1000
SR-4050B 552055

10.0
12.0 8.0 4.0 5.0 2.5-3.5 1000

552054 8.0 4.0 6.0 3.5-4.5 1000
– SRT-4080W 12.0 8.0 4.0 8.0 5.5-6.5 1000

SRT-4100B

– 12.0

– 12.0 8.0 4.0 10.0 7.5-8.5 1000

Releasable Rivets

www.METALIKA-KACIN.com www.emico.de

 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Square Head Grommet Nuts

Square Head Grommet Nuts
SR K-0011 
Natural PA 6.6

• Low cost, positive connection of thin 
gauge materials

• Eliminates cross threading
• Snaps into pre-punched holes

Part Number
Dimensions (mm)

Standard Pack Quantity
Hole Size Panel Thickness Screw Size Head Size Height Length

60SGN00001 6.99-7.37 0.79-3.18  8-10 9.53 0.79 8.13 1000
60SGN00002 6.99-7.37 0.79-3.18 8-10 9.53 1.57 8.13 500
60SGN00003 6.99-7.37 0.79-3.18 8-10 9.53 3.18 8.13 1000
60SGN00004 6.99-7.37 0.79-3.18 8-10 9.53 6.35 8.13 500
60SGN00006 6.35-6.61 0.79-2.92 6 11.05 2.39 5.59 1000
60SGN00007 6.86-6.86 1.57-6.99 6 9.53-12.70 0.79 11.05 1000
60SGN00015 9.40-9.65 0.79-3.96 10 15.87 1.98 8.25 1000
60SGN00912 5.71-6.48 0.79-3.18 8 9.53 4.75 7.62 1000
60SGN00913 6.35-6.35 0.79-1.52 8-10 10.31 0.76 7.14 1000
60SGN00915 6.22-6.48 0.79-3.18 6-8 9.53 0.79 7.14 1000
60SGN01000 6.35-6.48 2.79-3.18 6 9.53 0.79 6.73 1000
60SGN01012 4.39-4.52 0.79-1.98 4 5.54 6.35 5.54 1000
60SGN01014 6.35-6.86 1.57-3.94 6 9.53 0.81 7.92 1000
60SGN01016 7.24-7.49 1.98-4.45 8 9.65 1.14 8.65 1000
60SGN01020 6.99-7.11 1.02-1.14 8-10 9.4 0.81 8.38 1000
60SGN01122 8.89-9.02 5.54-5.84 8-10 12.07 1.63 10.69 1000
60SGN01125 9.40-9.91 1.57-4.75 10 15.47 2.16 7.37 500
60SGN01126 7.75-8.00 0.79-4.44 8 11.94 1.52 7.62 500
60SGN01130 9.40-9.52 0.79-2.54 12 15.75 2.03 6.98 1000
60SGN01135 4.39-4.52 0.79-1.98 4 5.54 1.27 5.54 1000
60SGN01145 6.85-7.87 0.79-4.32 8 10.29 1.57 7.92 1000
60SGN01150 7.87-7.87 0.79-4.32 10 11.81 1.57 7.49 500
60SGN01154 8.12-8.12 0.79-3.93 10 16.51 1.83 7.74 500
60SGN01155 6.22-6.35 1.19-2.41 2 9.52 0.81 6.07 1000
60SGN01160 8.52-8.64 1.58-3.17 8 12.96 1.9 8 1000
60SGN01165 6.86-6.86 1.58-3.17 6 9.9 1.27 6.99 1000
60SGN01170 6.90-7.24 0.79-3.17 4 9.53 1.27 5.54 1000
60SGN00914 6.86-6.99 0.79-2.77  6 9.53 7.75 7.14 1000
60SGN01171 5.08-6.86 0.81-3.96 6 7.93-11.1 0.89 7.93 1000
60SGN01175 6.99-7.11 1.60-3.05 6 9.9 1.4 7.14 1000
60SGN01176 6.61-6.86 2.36-4.75 6 10.41 1.02 7.87 1000
60SGN01177 6.99-6.99 4.76-6.35 4 9.53 0.89 9.92 1000
60SGN01178 6.99-6.99 1.19-4.57 8  9.53 0.81 8.31 1000
60SGN01179 9.40-11.30 1.19-4.57 1/4 15.88 2.04 7.14 1000
60SGN01180 9.40-9.50 1.60-3.05 1/4 15.9 2.04 7.14 500
60SGN01182 9.40-9.50 3.17-6.35 1/4 15.87 2.04 10.31 500
60SGN01185 8.08-8.51 0.81-5.94 10 11.94 1.4 10.67 500
60SGN01190 8.51-8.76 1.58-4.35 10 11.88 2.42 10.16 1000
60SGN01195 8.38-9.28 0.81-2.41 10 12.52 2.39 7.5 500
60SGN01200 6.35-6.61 1.58-3.18 6 9.53 3.56 6.73 1000
60SGN03400 7.92-8.25 4.34 10 11.98 1.49 7.49 1000

HEAD SIZE

LENGTHHEIGHT
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Double Split Square Grommet Nuts

Double Split Square Grommet Nuts
SR K-0012
Natural PA 6.6

• Low cost, positive connection of thin 
gauge materials

• Eliminates cross threading
• Snaps into pre-punched holes

HEAD SIZE

Part Number
Dimensions (mm) Standard Pack 

QuantityHole Size Panel Thickness Screw Size Head Size Height Length
60SGN01010 9.58-9.7 3.18-3.30  10 15.48 2.08 7.82 500
60SGN01015 5.79-5.92 6.35-6.88 8 9.53 0.79 10.31 1000
60SGN01018 7.87-8.0 2.79-2.92 8 11.1 1.98 7.14 500
60SGN01019 7.75-7.87 3.18-3.43 8 11.1 1.57 7.14 500
60SGN01021 9.53-9.91 5.48 1/4 15.88 2.03 11.13 1000
60SGN01025 6.35 0.91-6.99 8 9.53 1.19 10.67 500
60SGN01128 8.38 0.79-3.18 8 12.83 0.81 6.98 500
60SGN01030 7.7 0.79-3.68 8-10 11.05 1.57 6.86 1000
60SGN01181 10.42 0.79-1.58 1/4 16.0 3.56 7.12 500

LENGTH

HEIGHT

Part Number
Dimensions (mm) Standard Pack 

QuantityHead Style Hole Size Panel Thickness Screw Size Head Size Height Length
 60SGC00001 Square 6.86-7.37 0.51-3.56  8-10 9.53 0.79 13.7 1000
60SGC00002 Square 6.86-7.37 0.51-3.56 8-10 9.53 1.57 13.7 1000
60SGC00003 Square 6.86-7.37 0.51-3.56 8-10 9.53 3.18 13.7 1000
60SGC00004 Square 6.86-7.37 0.51-3.56 8-10 9.53 6.35 13.7 500
60SGC00005 Square 7.85-8.0 0.51-3.56 8-10 11.1 0.79 13.7 1000
60SGC00006 Square 7.85-8.0 0.51-3.56 8-10 11.1 1.57 13.7 1000
60SGC00007 Square 7.85-8.0 0.51-3.56 8-10 11.1 3.18 13.7 500
60SGC00008 Square 7.85-8.0 0.51-3.56 8-10 11.1 6.35 13.7 1000
60SGC00010 Round 6.35-7.14 0.51-3.56 8-10 9.53 3.18 11.1 500
 60SPG00001 Round 6.86-7.37 6.86-7.37 8-10 9.53 3.18 13.7 1000
60SPG00002 Round 6.86-7.37 6.86-7.37 8-10 9.53 4.75 13.7 1000
60SPG00003 Round 6.86-7.37 6.86-7.37 8-10 9.53 6.35 13.7 500
60SPG00004 Round 6.86-7.37 6.86-7.37 8-10 9.53 7.92 13.7 1000
60SPG00005 Round 6.86-7.37 6.86-7.37 8-10 9.53 9.53 13.7 1000
60SPG00006 Round 6.86-7.37 6.86-7.37 8-10 9.53 12.7 13.7 1000

Closed Screw Grommet Nuts
SR K-0013
Natural PA 6.6

HEAD SIZE

LENGTH

HEIGHT

HEAD 
SIZE

LENGTH

HEIGHT

• Low cost, positive connection of thin 
gauge materials

• Eliminates cross threading
• Snaps into pre-punched holes

Closed Screw Grommet Nuts
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Push Lock Rivets

Push Lock Rivets
SR 1912
Black Nylon 6

•  Quick and easy to install
•  Closed end feature acts as a self-aligning mechanism
•  Double locking construction prevents the pin from disengaging 

during shipment or assembly

Part Number
Dimensions (mm) Standard Pack

QuantityHole Size Panel Range D h H
495201 5.0 1.5 - 4.6 7.2 1.0 11.4 1000
495202 6.3 4.0 - 7.6 18.0 2.5 17.3 1000
495203 6.3 2.5 - 8.9 25.4 2.5 22.5 1000
495204 6.3 2.5 - 8.9 15.0 2.7 18.5 1000
495205 6.3 1.5 - 7.6 17.4 2.0 20.4 1000
495206 6.5 2.5 - 8.9 15.0 2.0 22.4 1000
495207 7.0 12.0 - 15.0 25.4 2.5 27.0 1000
495208 7.0 9.0 - 13.0 18.0 2.5 23.0 1000
495209 8.0 3.0 - 8.0 20.0 2.7 21.0 1000
495210 8.0 3.0 - 8.0 15.0 2.6 22.0 1000
495211 8.0 4.0 - 8.0 18.0 2.9 23.0 1000
495212 8.0 12.0 - 16.0 15.0 3.0 29.0 1000
495213 9.0 3.0 - 7.0 16.0 2.6 20.0 1000
495214 9.5 0.9 - 4.8 25.0 2.4 25.2 1000
495215 9.5 3.5 - 7.0 17.9 2.5 23.0 1000
495216 10.0 6.0 - 10.0 20.0 3.7 26.7 1000
495217 11.5 29.0 - 31.0 30.0 2.5 50.0 1000

Mini Tough Snap Rivets

Mini Tough Snap Rivets
SR 2311
TRM
Black UL94 V2 Heat Stabilized Nylon 6/6, RMS-47

Part 
Number Hole Ø Panel 

Thickness

Dimensions (mm)
Standard Pack 

Quantity“A” “B” 
Ø “C” “D” “E” 

Ref.
“F” 
Ref.

TRM-1 2.5 - 2.6 4.1 - 4.6 1 4.8 1.5 8.8 – – 1000
TRM-2 2.7 - 2.8 2 - 2.7 1.3 5.5 1.5 7.6 – – 1000
TRM-3 3.1 - 3.3 2.7 - 3.3 1.3 5.5 1.5 8.1 – – 1000
TRM-4 3.1 - 3.3 3.3 - 3.9 1.3 5.5 1.5 7.6 – – 1000
TRM-5 3.1 - 3.3 3.9 - 4.6 1.3 5.5 1.5 9.4 – – 1000
TRM-6 3.1 - 3.3 6.1 - 6.7 1.3 5.5 1.5 11.6 – – 1000
TRM-7 3.7 - 3.9 6.7 - 7.4 1.3 7.6 1.5 11.9 1.1 4.2 1000

Tough Snap Rivets

Part 
Number

Hole 
Ø

Panel 
Thickness

Dimensions (mm)
No. of 
Legs

Pin 
Head 
Style

Standard Pack 
Quantity“A” “B” 

Ø “C” “D”

TR-1 4.9 - 5.2 1.5 - 4.6 2.5 7.2 1.1 11.3 3 B 1000
TR-2 6.3 - 7 2.5 - 8.9 3.6 25 2.5 22.8 2 A 1000
TR-3 6.4 - 7 2.5 - 8 2.8 14.9 2 22.8 2 A 1000
TR-4 8 - 8.3 3 - 8 2.3 14.9 2.7 21.1 2 A 1000

TR-2TR-1 TR-3 TR-4

Pin Style A Pin Style B

Tough Snap Rivets
SR 2312
TR
Black UL94 HB Impact Modified Nylon 6/6, RMS-73
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Spread Rivets

D

T

d

Spread Rivets
SR1873
Clear - K Resin
Black & White - Polypropylene

•  Fixing rivet for mutiple panels
•  Available in Clear, White or Black

Part Number
Dimensions (mm)

Colour Standard Pack 
QuantityD Hole

Diameter (d)
Panel

Thickness (T)

601795 28.8 8.0 14.0 Clear 250
601796 28.8 8.0 14.0 White 250
601797 28.8 8.0 14.0 Black 250
601798 28.8 8.0 21.0 Clear 250
601799 28.8 8.0 21.0 White 250
601800 28.8 8.0 21.0 Black 250

Type 1

Snap Rivet “P” Type
SR 2313
SRP
Black UL94 HB Polysulfone, RMS-51

•   Withstands temperatures up to 155°C

Type 2

Part Number Hole Ø “G” Total Holding
Thickness “F” “C” “E” Type Standard Pack 

Quantity

SRP-3045 3.1 - 3.2 1.5 - 2.5 4.5 6.1 1 1000
SRP-3055 3.1 - 3.2 2.5 - 3.5 5.5 6.1 1 1000
SRP-4065 4 - 4.2 3.5 - 4.5 6.5 11 2 1000

TOTAL
HOLDING

THICKNESS

HOLE DIA.

Snap Rivet “P” Type

Panel Cincing Rivets
SR K-0014
Natural PA 6.6

LENGTH

Part Number
Dimensions (mm)

Standard Pack 
QuantityOD Hole Size Panel 

Thickness Length Height

 27CINCH01 6.35 3.18 0.51-2.77 9.07 2.03 1000
 27CINCH02 9.53 4.75 0.51-4.42 11.08 3.38 1000
 27CINCH03 9.53 6.35 0.51-2.77 12.07 2.92 500
27CINCH04 15.88 6.35 0.51-4.42 14.1 2.97 1000

HEIGHT

• Two piece fastener, quick and easy to install
• Secure fixing
• Removable

Panel Cincing Rivets
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Countersunk Snap Rivets

D

D1

h

H

Countersunk Snap Rivets
SR 1811

•  Snap-Fit fastener
•  Ideal for flush fit

Part Number Dimensions (mm)
Panel Thickness Standard Pack Quantity

Black White D h H D1
SRCS-4060B SRCS-4060W 8.8 2.7 6.0 4.0 3.5 - 4.5 1000
SRCS-4070B SRCS-4070W 8.8 2.7 7.2 4.0 4.5 - 5.5 1000
SRCS-4080B SRCS-4080W 8.8 2.7 8.0 4.0 5.5 - 6.5 1000
SRCS-4090B SRCS-4090W 8.8 2.7 9.0 4.0 6.5 - 7.5 1000
SRCS-4100B SRCS-4100W 8.8 2.7 10.0 4.0 7.5 - 8.5 1000
SRCS-5065B SRCS-5065W 9.8 2.7 6.5 5.0 3.5 - 4.5 1000

Snap Rivet Heat Resistant
SR 2317
SRHR
Tan UL94 V2 Nylon 4/6, RMS-109

•  Withstands temperatures up to 130°C

Part Number Hole Ø “G” Total Holding Thickness “F”
Dimensions (mm)

Standard Pack Quantity
“A” Ø “B” “C” “D” Ø “E”

SRHR-3035 3.1 - 3.2 1.0 - 2.0 6.4 1.6 3.5 3.0 5.1 1000
SRHR-3045 3.1 - 3.2 2.0 - 3.0 6.4 1.6 4.5 3.0 6.1 1000
SRHR-3055 3.1 - 3.2 3.0 - 4.0 6.4 1.6 5.6 3.0 6.1 1000
SRHR-3065 3.1 - 3.2 4.0 - 5.0 6.4 1.6 6.5 3.0 7.1 1000
SRHR-3080 3.1 - 3.2 5.0 - 6.5 6.4 1.6 8.0 3.0 9.0 1000
SRHR-3535 3.6 - 3.7 1.2 - 2.1 6.4 1.6 3.5 3.5 5.1 1000
SRHR-3545 3.6 - 3.7 2.2 - 3.1 6.4 1.6 4.5 3.5 6.1 1000
SRHR-3555 3.6 - 3.7 3.0 - 4.0 6.4 1.6 5.6 3.5 7.1 1000
SRHR-4050 4.1 - 4.2 2.5 - 3.5 8.0 1.8 5.0 4.0 7.1 1000
SRHR-4060 4.1 - 4.2 3.5 - 4.5 8.0 1.8 6.0 4.0 7.1 1000
SRHR-4070 4.1 - 4.2 4.5 - 5.5 8.0 1.8 7.2 4.0 9.0 1000
SRHR-4080 4.1 - 4.2 5.5 - 6.5 8.0 1.8 8.0 4.0 9.0 1000
SRHR-4100 4.1 - 4.2 7.5 - 8.5 8.0 1.8 10 4.0 11.0 1000

HOLE DIA.

TOTAL
HOLDING

THICKNESS

Snap Rivet Heat Resistant
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 Connecti ng & fastening components 

for square holes
For the mounting of parts with metric screws on components 
with holes. 
The nut tapping is done by the screw. 
Permits blind assembly and prevents nut rotation. 

Material: PA 6.6 / PA 6
Colour: natural / black 

Studs | metric inserts  |  Snap-in nuts Snap Latch

Part Number Colour “W” “H” “L” 
Ref.

Removable
Panel Thickness

“T” Max.

Total Panel
Thickness “T1”

Min. - Max.

Removable Panel 
Hole Ø

Range “DR”

Fixed Panel
Hole Ø

Range “DF”

Mating
Plunger

Part Number

Alternate
Mating Plunger 

Part Number
Standard Pack Quantity

SLG-1L-B Black 10.8 2.0 9.0 1.6 2.0 - 4.2 7.5 - 7.7 8.0 - 8.2 SLPB-1L-B SLPL-1L-B 1000
SLG-2L-B Black 10.8 2.0 10.0 2.5 3.0 - 5.2 7.5 - 7.7 8.0 - 8.2 SLPB-2L-B SLPL-2L-B 1000
SLG-1M-B Black 8.5 1.8 8.0 1.1 1.5 - 3.7 5.95 - 6.1 6.35 - 6.5 SLPB-1M-B – 1000
SLG-2M-B Black 8.5 1.8 8.5 1.6 2.0 - 4.2 5.95 - 6.1 6.35 - 6.5 SLPB-2M-B – 1000
SLG-3M-B Black 8.5 1.8 9.5 2.5 3.0 - 5.2 5.95 - 6.1 6.35 - 6.5 SLPB-3M-B – 1000
SLG-1S-B Black 6.5 1.2 7.6 1.0 2.0 - 4.0 4.5 - 4.6 4.7 - 4.8 SLPB-1S-B – 1000
SLG-2S-B Black 6.5 1.2 8.1 1.5 2.5 - 4.5 4.5 - 4.6 4.7 - 4.8 SLPB-2S-B – 1000
SLG-1L-W White 10.8 2.0 9.0 1.6 2.0 - 4.2 7.5 - 7.7 8.0 - 8.2 SLPB-1L-W SLPL-1L-W 1000
SLG-2L-W White 10.8 2.0 10.0 2.5 3.0 - 5.2 7.5 - 7.7 8.0 - 8.2 SLPB-2L-W SLPL-2L-W 1000
SLG-1M-W White 8.5 1.8 8.0 1.1 1.5 - 3.7 5.95 - 6.1 6.35 - 6.5 SLPB-1M-W – 1000
SLG-2M-W White 8.5 1.8 8.5 1.6 2.0 - 4.2 5.95 - 6.1 6.35 - 6.5 SLPB-2M-W – 1000
SLG-3M-W White 8.5 1.8 9.5 2.5 3.0 - 5.2 5.95 - 6.1 6.35 - 6.5 SLPB-3M-W – 1000
SLG-1S-W White 6.5 1.2 7.6 1.0 2.0 - 4.0 4.5 - 4.6 4.7 - 4.8 SLPB-1S-W – 1000
SLG-2S-W White 6.5 1.2 8.1 1.5 2.5 - 4.5 4.5 - 4.6 4.7 - 4.8 SLPB-2S-W – 1000

SLPL-1L ~ SLPL-2L SLPB-1L ~ SLPB-2L SLPB-1M ~ SLPB-3M SLPB-1S ~ SLPB-2S

Easy Grip Mini Grip Mini Grip Mini Grip

Mating Plunger Styles

Snap Latch
SR 2318
SLG/SLPL/SLPB
Material: Plunger; UL94V2 Nylon 6, RMS-120
Grommet; UL94 V2 Polycarbonate, RMS-72

•    To install, push the grommet into the removable panel and then the 
desired plunger into the grommet. When the panel and plunger are 
pushed into the fixed panel, it locks them together

•    Simply pull on the plunger to remove the non-fixed panel
•    Grommet and mating plunger are sold separately

PLUNGER

REMOVABLE PANEL

FIXED PANEL

GROMMET

“DF”
HOLE DIAMETER IN IN FIXED PANEL

LATCHED POSITION
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